US XDCAASG8C909
The Zodiac 2100 is the smallest of the Light Enforcer series. With a 24 degree dead-rise and a low-profile tubeset, the 2100 allows for rough water operation while maintaining stability and comfort during pursuit and rescue missions2009 Zodiac Commercial RIB, Enforcer 2100 Grey tubes have a slight stain in the fabric and seats. Only used for training.
2009 Yamaha F150TXR 4-stroke Ell engine only 67 hours
Length 20' 8", Beam-8' 2"
Hull Weight 1256 Lbs.
Motor Weight 487 Lbs.
Capacity: 13 Persons (2145 Lbs.)
Maximum power allowed 150 hp (25"shaft)
Tube Diameter 23" (Separate Air Chambers 5, removable collar)
Inter-communicating valves / inflation system.
Removable collar
Fabric Type: Military, Hypalon 1670 Decitex
Standard features include:
Deep V fiberglass hull and self-draining deck (grey haze gelcoat)
Zodiac stand-up console with hydraulic steering system
Stainless steel steering wheel with "suicide" steering control knob
Zodiac aluminum 2-person leaning bolster with cushions and backrest
Under seat canvas storage
Custom black powder-coated aluminum T-Top with navigation lights
Reinforced bow and stern tow posts
Aluminum rope guard around transom
Self-Bailing, large flow deck scuppers (2)

In-hull bilge pump
Integrated 65 gallon fuel tank
Molded-in bow storage locker
Transom towing rings, stainless steel (2)
Bow mooring eye, stainless steel (1)
Bow lifting rings on hull, stainless steel (1)
Transom lifting rings, stainless steel U-bolts (2)
All around heavy-duty rubbing strake
Lacing cuff and safety grab lines
Tachometer
Speedometer
Yamaha Fuel/Water Separating Filter, 10 micron
Yamaha Stainless Steel propeller, 3-blade
SeaStar Hydraulic steering
Additional items:
Garmin GPSmap 545s
VHF 1COM radio (IC-M304)
Federal Signal Corp. PA 300 series loudhailer
Search light with console remote
Law Enforcement light bar
Fire Extinguisher
EZ LOADER Trailer Mfd. Oct 2008 Trailer
Single axel trailer with a 2"ball, 205 75 l4inch Carlisle tires. with a full size spare
