SALE # 81QSCI15117, LOT 009
GENERATOR IS INOPERABLE
GENERATOR SET,DIESEL ENGINE; CURRENT TYPE: AC; AC WATTAGE RATING: 12.5 KILOWATTS AND 15.0 KILOWATTS; FREQUENCY RATING: 50.0 HERTZ MINIMUM AND 60.0 HERTZ MAXIMUM; PHASE: THREE; LINE TO LINE VOLTAGE IN VOLTS: 208.0 AND 416.0; LINE TO NEUTRAL VOLTAGE IN VOLTS: 120.0 AND 240.0; POWER FACTOR IN PERCENT: 80.0; EXCITOR TYPE: SEPARATELY EXCITED; EXCITOR: INCLUDED; AMBIENT TEMP IN DEG CELSIUS: -31.7 AND 51.7; TEMP RISE RATING IN DEG CELSIUS FOR CONTINUOUS OPERATION: 90.0;PRIME MOVER COOLING MEDIUM: LIQUID; COOLING METHOD: RADIATOR; PRIME MOVER STARTING METHOD: ELECTRIC MOTOR; CRANKING VOLTAGE IN VOLTS: 24.0; AUTOMATIC STARTING FEATURE: NOT PROVIDED; PRIME MOVER MANUFACTURERNAME: PROJECT MANAGER-MOBILE ELECTRIC POWER; PRIME MOVER IDENTIFYING NUMBER: 72-2222 PART NO.; MOUNTING TYPE: SKID; OVERALL LENGTH: 69.750 INCHES NOMINAL; OVERALL WIDTH: 35.750 INCHES NOMINAL; OVERALL HEIGHT: 36.000 INCHES NOMINAL; RADIO INTERFERENCE SUPPRESSION: INCLUDED; WINTERIZATION FEATURE: NOT INCLUDED; HOUSING TYPE: INCLOSED; INCLOSURE TYPE: FULLY INCLOSED; NONDEFINITIVE SPEC/STD DATA: 1 TYPE AND 2 CLASS; MAXIMUM WEIGHT CAPACITY: 3000.000 POUNDS, INSPECTION HIGHLY ENCOURAGED, SOLD AS IS.
