MULTICAN PRO 102 SERIES ROUTING SYSTEM>|Precision 25 MM linear bearings with integrated racks>|32 BIT CONTROLLER>|Feed rate control on the fly>|DNC software so the operator needs no computer experience to run the machine. Jobs of unlimited size can be downloaded>|and executed form the operatorks keypad. The DNC program runs in the background in Windows and tracks which jobs have>|been executed, time of execution, and productive use of the routing system. The operator has access to an unlimited>|number of jobs from the routing system.>|Auto squaring of the gantry>|Self-test diagnostics>|Work area, 60 in x 120in x 8 in>|Z stroke,10 in>|Controller output resolution, .00015 in>|Repeatability,+/- .002 in>|Velocity range, .1 in per minute- 1200 inches per minute>|Live z axis, capability to do full 3D surfacing and carving>|7.5HP COLOMBO SPINDLE>|HIGH PRESSURE VACUUM HOLD DOWN SYSTEM>|APHACA 3D SURFACING SOFTWARE>|480V 3-PHASE OPTION>|CONTROLLER>|Mover M2200 motion controller communicates to the computer via an RS 232 serial interface. This is an Intel 1960 risc>|based processor eith DSP technology (80 khz) output, or equivalent controller>| Keypad interface, pause button, federate override, spindle speed control, 19,200 Kbaud serial communications,>|built in self-test, proximity start, dry run, two speed plunge, go home button, high resolution at high speed, mode>|change, auto surfacing, tool change command>||MACHINE SOFTWARE>|HPGL and Gcode interpreter built into the motion controller. Pragrams such CASmate, SignLab, Flexisign, Enroute,>|ALPHACam, ArtCAM, and many more contain drivers to output files directly to the machine.>|Vacuum pickup head with pressure foot assembly, All system schematics, design and tool pathing software,>|Equipment sold as is and some repairs may be needed 
