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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 15-Jul-2014  4:42 PM 1 X 5152.5 28-Oct-2014 5152.5 0 A 19E04D
FAULT WRITE-UP: ACTION TAKEN:
INSP E015 - ASN 128D DOPPLER GPS BATTERY REPLACEMENT. REPLACED BATTERY
WAS DUE AT: 06-JUL-2014. UPGRADE TO RED X STATUS ON 10-JUL
-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JS844198 0.1 LF921636 0.3 F
0 O 1 19E04D F -16
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Jul-2014  4:42 PM 2 X 5152.5 21-Nov-2014 5152.5 0 4 04A
FAULT WRITE-UP: ACTION TAKEN:
INSP A022 - 14 DAY FLYABLE STORAGE ENGINE RUN UP. WAS DUE COMPLETED
AT: 26-JUN-2014. UPGRADE TO RED X STATUS ON 28-JUN-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS SS840732 0.1 BR845047 3 F
0 0 1 04A F -10
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jul-2014  4:42 PM 3 X 5152.5 01-Oct-2014 5152.5 0 1 09B01A
FAULT WRITE-UP: ACTION TAKEN:
INSP A092 - 30 DAY SLAB BATT INSPECTION. WAS DUE AT: 10-JUL- COMPLETED
2014. UPGRADE TO RED X STATUS ON 14-JUL-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LF921636 0.1 DL897874 0.5 F
0 0 1 09BO1A F 11
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jul-2014  4:42 PM 4 X 5152.5 28-Jul-2014 5152.5 0 2 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. WAS COMPLETE
DUE AT: 14-JUN-2014. UPGRADE TO RED X STATUS ON 18-JUN-
2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS COMGEN 0.1 RE841527 0.1 F
0 O 1 04A06B F -13
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Jul-2014  4:42 PM 5 X 5152.5 28-Jul-2014 5152.5 0 1 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. WAS COMPLETE
DUE AT: 14-JUN-2014. UPGRADE TO RED X STATUS ON 18-JUN-
2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS COMGEN 0.1 RE841527 0.1 F
0 0 1 04A06B F -13
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jul-2014  4:42 PM 6 X 5152.5 01-Oct-2014 5152.5 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A103 - AIRCRAFT WASH DUE. WAS DUE AT: 17-JUN-2014. DEFFERED PER CW3 WERNEKE
UPGRADE TO RED X STATUS ON 21-JUN-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LF921636 0.1 DL897874 0.3 F
O O 1 00 F 11
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jul-2014  4:42 PM 7 X 5152.5 28-Oct-2014 5152.5 0 G 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A115 - LUBE REQUIRMENTS. WAS DUE AT: 17-JUN-2014 OR COMPLETED
5168.7 HOURS. UPGRADE TO RED X STATUS ON 21-JUN-2014 OR
5172.7 HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS TB866532 0.2 LF921636 2 F
0 O 1 00 F -16
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jul-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CLEAN AND LUBE BIFILAR REQ'D 0 LF921636 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jul-2014 2 - 00 LUBED UPPER AND LOWER STAGES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL LANDING GEAR SHOCK STRUTS UPPER AND LOWER STAGES 0 LF921636 0.2 F
LUBE REQ'D
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jul-2014 3 - 00 LUBED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
STAB ACTUATOR LUBE REQ'D 0 LF921636 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
15-Jul-2014 4 - 00 LUBED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WINDSHIELD WIPER PIVOT STUD LUBE REQ'D 0 LF921636 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jul-2014 5 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RS/MLG UPPER FAIRING 0 LF921636 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
15-Jul-2014 6 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LS/MLG UPPER FAIRING 0 LF921636 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 7 X 00 INSTALLED BOTH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LEFT OR RIGHT SIDE TAIL CONE ACCESS PANEL TB866532 0.2 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 8 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY REQ'D 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 9 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQ'D 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 10 - 00 LUBED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WIPER CONVERTER SHAFT SPLINE LUBE REQ'D 0 LF921636 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jul-2014  4:42 PM 8 X 5152.5 28-Oct-2014 5152.5 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A160 - 90 DAY CORROSION INSPECTION. WAS DUE AT: 26- COMPLETED
JUN-2014. UPGRADE TO RED X STATUS ON 06-JUL-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS TB866532 1 JL906713 4 F
O O 1 00 F -16
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN
15-Jul-2014 1 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT AREA 1 FOR CORROSION AND CLEANLINESS 0 JM258694 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN
15-Jul-2014 1 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 1 FOR CORROSION AND CLEANLINESS 0 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 52829

Current Status A: X

Current Status E: X

SERIAL NUMBER: 8023496
LAST MISSION:

Current Status O:

HOURS:
26-Nov-2014

Current Status W:

5153.5

DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 1 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 1 FOR CORROSION AND CLEANLINESS 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 1 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 1 FOR CORROSION AND CLEANLINESS 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 1 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 1 FOR CORROSION AND CLEANLINESS 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 2 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 2 FOR CORROSION AND CLEANLINESS 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 2 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 2 FOR CORROSION AND CLEANLINESS 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 2 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 2 FOR CORROSION AND CLEANLINESS 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 2 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 2 FOR CORROSION AND CLEANLINESS 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 2 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 2 FOR CORROSION AND CLEANLINESS 0 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 52829

Current Status A: X

Current Status E: X

SERIAL NUMBER: 8023496
LAST MISSION:

Current Status O:

HOURS:
26-Nov-2014

Current Status W:

5153.5

DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 3 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 3 FOR CORROSION AND CLEANLINESS 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 3 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 3 FOR CORROSION AND CLEANLINESS 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 3 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 3 FOR CORROSION AND CLEANLINESS 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 3 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 3 FOR CORROSION AND CLEANLINESS 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 3 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 3 FOR CORROSION AND CLEANLINESS 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 4 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 4 FOR CORROSION AND CLEANLINESS 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 4 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 4 FOR CORROSION AND CLEANLINESS 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 4 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 4 FOR CORROSION AND CLEANLINESS 0 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 52829

Current Status A: X

Current Status E: X

SERIAL NUMBER: 8023496
LAST MISSION:

Current Status O:

HOURS:
26-Nov-2014

Current Status W:

5153.5

DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 4 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 4 FOR CORROSION AND CLEANLINESS 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 4 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 4 FOR CORROSION AND CLEANLINESS 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 5 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 5 FOR CORROSION AND CLEANLINESS 0 DL897874 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 5 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 5 FOR CORROSION AND CLEANLINESS 0 DL897874 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 5 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 5 FOR CORROSION AND CLEANLINESS 0 DL897874 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 5 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 5 FOR CORROSION AND CLEANLINESS 0 DL897874 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 5 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 5 FOR CORROSION AND CLEANLINESS 0 DL897874 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 6 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 6 FOR CORROSION AND CLEANLINESS 0 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 6 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT AREA 6 FOR CORROSION AND CLEANLINESS 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 6 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT AREA 6 FOR CORROSION AND CLEANLINESS 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 6 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT AREA 6 FOR CORROSION AND CLEANLINESS 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 6 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT AREA 6 FOR CORROSION AND CLEANLINESS 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 7 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AFT M/R PYLON FAIRING TB866532 0.1 JL906713 1.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 7 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AFT M/R PYLON FAIRING TB866532 0.1 JL906713 1.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 7 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AFT M/R PYLON FAIRING TB866532 0.1 JL906713 1.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 7 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED AFT M/R PYLON FAIRING TB866532 0.1 JL906713 1.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 7 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AFT M/R PYLON FAIRING TB866532 0.1 JL906713 1.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 8 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H STABILATOR INSPECTION PANEL TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 8 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H STABILATOR INSPECTION PANEL TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 8 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H STABILATOR INSPECTION PANEL TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 8 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H STABILATOR INSPECTION PANEL TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 8 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H STABILATOR INSPECTION PANEL TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 9 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H STABILATOR INSPECTION PANEL TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 9 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED L/H STABILATOR INSPECTION PANEL TB866532 0.1 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 9 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H STABILATOR INSPECTION PANEL TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 9 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H STABILATOR INSPECTION PANEL TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 9 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H STABILATOR INSPECTION PANEL TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 10 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H STABILATOR CENTER ACCESS PANEL TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 10 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H STABILATOR CENTER ACCESS PANEL TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 10 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H STABILATOR CENTER ACCESS PANEL TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 10 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H STABILATOR CENTER ACCESS PANEL TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 10 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H STABILATOR CENTER ACCESS PANEL TB866532 0.1 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 11 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H STABILATOR CENTER ACCESS PANEL TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 11 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H STABILATOR CENTER ACCESS PANEL TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 11 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H STABILATOR CENTER ACCESS PANEL TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 11 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H STABILATOR CENTER ACCESS PANEL TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 11 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H STABILATOR CENTER ACCESS PANEL TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 12 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R G/B FAIRING 0 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 12 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R G/B FAIRING 0 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 12 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED T/R G/B FAIRING 0 DL897874 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 12 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R G/B FAIRING 0 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 12 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R G/B FAIRING 0 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 13 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN TAIL PYLON D/S COVER 0 DL897874 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 13 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN TAIL PYLON D/S COVER 0 DL897874 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 13 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN TAIL PYLON D/S COVER 0 DL897874 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 13 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN TAIL PYLON D/S COVER 0 DL897874 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 13 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN TAIL PYLON D/S COVER 0 DL897874 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 14 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPEN TAIL CONE D/S COVER 0 JL906713 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 14 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN TAIL CONE D/S COVER 0 JL906713 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 14 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN TAIL CONE D/S COVER 0 JL906713 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 14 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN TAIL CONE D/S COVER 0 JL906713 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 14 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN TAIL CONE D/S COVER 0 JL906713 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 15 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INTERMEDIATE G/B COVER 0 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 15 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INTERMEDIATE G/B COVER 0 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 15 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INTERMEDIATE G/B COVER 0 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 15 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED INTERMEDIATE G/B COVER 0 DL897874 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 15 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INTERMEDIATE G/B COVER 0 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 16 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H AND R/H TAIL CONE ACCESS INSPECTION COVER TB866532 0.1 LF921636 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 16 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H AND R/H TAIL CONE ACCESS INSPECTION COVER TB866532 0.1 LF921636 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 16 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H AND R/H TAIL CONE ACCESS INSPECTION COVER TB866532 0.1 LF921636 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 16 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H AND R/H TAIL CONE ACCESS INSPECTION COVER TB866532 0.1 LF921636 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 16 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H AND R/H TAIL CONE ACCESS INSPECTION COVER TB866532 0.1 LF921636 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 17 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL STRUT FAIRING TB866532 0.1 TP833044 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 17 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TAIL STRUT FAIRING TB866532 0.1 TP833044 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 17 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL STRUT FAIRING TB866532 0.1 TP833044 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 17 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL STRUT FAIRING TB866532 0.1 TP833044 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 17 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL STRUT FAIRING TB866532 0.1 TP833044 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 18 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ALL L/H MAIN LANDING GEAR FAIRINGS 0 LF921636 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 18 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ALL L/H MAIN LANDING GEAR FAIRINGS 0 LF921636 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 18 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ALL L/H MAIN LANDING GEAR FAIRINGS 0 LF921636 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 18 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ALL L/H MAIN LANDING GEAR FAIRINGS 0 LF921636 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 18 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ALL L/H MAIN LANDING GEAR FAIRINGS 0 LF921636 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 52829

Current Status A: X

Current Status E: X

SERIAL NUMBER: 8023496
LAST MISSION:

Current Status O:

HOURS:
26-Nov-2014

Current Status W:

5153.5

DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 19 / 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ALL R/H MAIN LANDING GEAR FAIRINGS 0 LF921636 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 19 / 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ALL R/H MAIN LANDING GEAR FAIRINGS 0 LF921636 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 19 / 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ALL R/H MAIN LANDING GEAR FAIRINGS 0 LF921636 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 19 / 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ALL R/H MAIN LANDING GEAR FAIRINGS 0 LF921636 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 19 / 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ALL R/H MAIN LANDING GEAR FAIRINGS 0 LF921636 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 20 / 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOWERED ALL SOUND PROOFING PANELS 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 20 / 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOWERED ALL SOUND PROOFING PANELS 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 20 / 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOWERED ALL SOUND PROOFING PANELS 0 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 20 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED ALL SOUND PROOFING PANELS 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 20 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED ALL SOUND PROOFING PANELS 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 21 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H BROOM CLOSET TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 21 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H BROOM CLOSET TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 21 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H BROOM CLOSET TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 21 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H BROOM CLOSET TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 21 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H BROOM CLOSET TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 22 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H BROOM CLOSET TB866532 0.1 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 22 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H BROOM CLOSET TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 22 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H BROOM CLOSET TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 22 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H BROOM CLOSET TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 22 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H BROOM CLOSET TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TRANSMISSION DRIP PAN 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TRANSMISSION DRIP PAN 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TRANSMISSION DRIP PAN 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TRANSMISSION DRIP PAN 0 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TRANSMISSION DRIP PAN 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 24 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H TRANSITION ACCESS PANEL 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 24 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H TRANSITION ACCESS PANEL 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 24 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H TRANSITION ACCESS PANEL 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 24 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H TRANSITION ACCESS PANEL 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 24 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H TRANSITION ACCESS PANEL 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 25 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H TRANSITION ACCESS PANEL 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 25 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H TRANSITION ACCESS PANEL 0 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 25 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H TRANSITION ACCESS PANEL 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 25 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H TRANSITION ACCESS PANEL 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 25 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H TRANSITION ACCESS PANEL 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 26 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RIGHT SIDE FUEL ENCLOSURE PANEL 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 26 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RIGHT SIDE FUEL ENCLOSURE PANEL 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 26 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RIGHT SIDE FUEL ENCLOSURE PANEL 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 26 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RIGHT SIDE FUEL ENCLOSURE PANEL 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 26 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED RIGHT SIDE FUEL ENCLOSURE PANEL 0 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 27 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 27 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 27 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 27 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 27 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 28 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY DUE 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 28 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY DUE 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 28 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL BOX INVENTORY DUE 0 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 52829

Current Status A: X Current Status E: X

Current Status O:

SERIAL NUMBER: 8023496
LAST MISSION:

HOURS:
26-Nov-2014

5153.5

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 28 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL BOX INVENTORY DUE 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 28 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL BOX INVENTORY DUE 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 29 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

COMPLETE UH-60 CORROSION ASSESSMENT CHECK LIST 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 29 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

COMPLETE UH-60 CORROSION ASSESSMENT CHECK LIST 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 29 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

COMPLETE UH-60 CORROSION ASSESSMENT CHECK LIST 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 29 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

COMPLETE UH-60 CORROSION ASSESSMENT CHECK LIST 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 29 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

COMPLETE UH-60 CORROSION ASSESSMENT CHECK LIST 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 30 X 00 CONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECT CANNON PLUGS FROM AFT M/R PYLON FAIRING TB866532 0.1 JL906713 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 30 X 00 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT CANNON PLUGS FROM AFT M/R PYLON FAIRING TB866532 0.1 JL906713 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 30 X 00 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT CANNON PLUGS FROM AFT M/R PYLON FAIRING TB866532 0.1 JL906713 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 30 X 00 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT CANNON PLUGS FROM AFT M/R PYLON FAIRING TB866532 0.1 JL906713 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 30 X 00 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT CANNON PLUGS FROM AFT M/R PYLON FAIRING TB866532 0.1 JL906713 0.5 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jul-2014  4:42 PM 13 X 5152.5 28-Oct-2014 5152.5 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A800 - 30 DAY LOGBOOK RECON DUE. WAS DUE AT: 25-JUN- LOG BOOK RECON WILL BE DONE WHEN COMPUTERS ARE
2014. UPGRADE TO RED X STATUS ON 29-JUN-2014 UPDATED AND WEIGHT AND BALANCE IS PUT IN
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LF921636 0.2 DB132372 0.1 F
O O 1 00 F -16
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jul-2014  4:42 PM 14 X 5152.5 02-Oct-2014 5152.5 0 6 19W
FAULT WRITE-UP: ACTION TAKEN:
INSP A801 - PERFORM 10 HR/14 DAY INSPECTION OF AIRCRAFT INSP OK
SKIN BETWEEN STATIONS 464.0 & 485.0 FOR LOOSE/MISSING
RIVETS AND/OR CRACKS IAW AWR 1037. WAS DUE AT: 26-JUN-
2014 OR 5158.1 HOURS. UPGRADE TO RED X STATUS ON 28-JUN-
2014 OR 5159.1 HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JS844198 0.1 LF921636 1 F
0 O 1 19W F 10
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Jul-2014  4:42 PM 15 X 5152.5 01-Oct-2014 5152.5 0 1 16S05
FAULT WRITE-UP: ACTION TAKEN:
INSP A804 - PERFORM 30 DAY FLIR DESICCANT INSPECTION NOT INSTALLED
(LAVENDER INDICATES REPLACEMENT REQUIRED). WAS DUE AT:
24-JUN-2014. UPGRADE TO RED X STATUS ON 28-JUN-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LF921636 0.1 DL897874 0.1 F
0 0 1 16S05 F 1"
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jul-2014  4:42 PM 16 X 5152.5 01-Oct-2014 5152.5 0 1 16S05
FAULT WRITE-UP: ACTION TAKEN:
INSP A805 - PERFORM 30 DAY FLIR NITROGEN PURGE. WAS DUE NOT INSTALLED
AT: 24-JUN-2014. UPGRADE TO RED X STATUS ON 28-JUN-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LF921636 0.1 DL897874 0.1 F
O O 1 16S05 F 11
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jul-2014  5:01 PM 17 X 5152.5 23-Oct-2014 5152.5 0 S 02
FAULT WRITE-UP: ACTION TAKEN:
ACFT FOLDED FOR MOVEMENT TO KUWAIT ACFT UNFOLDED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ781803 0.1 TP833044 20 F
B G 1 02 F -11
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jul-2014 1 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FLIR WIRING HARNESS AT P217 & P237, RMVD KJ781803 0.1 DL897874 0.3 F
CLAMP, HARNESS AND HDWE FROM TURRET
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jul-2014 1 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FLIR WIRING HARNESS AT P217 & P237, RMVD KJ781803 0.1 DL897874 0.3 F
CLAMP, HARNESS AND HDWE FROM TURRET
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jul-2014 1 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FLIR WIRING HARNESS AT P217 & P237, RMVD KJ781803 0.1 DL897874 0.3 F
CLAMP, HARNESS AND HDWE FROM TURRET
DATE SEQ NO STATUS WucC ACTION TAKEN
15-Jul-2014 1 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FLIR WIRING HARNESS AT P217 & P237, RMVD KJ781803 0.1 DL897874 0.3 F
CLAMP, HARNESS AND HDWE FROM TURRET
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jul-2014 2 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD 6EA FLIR TURRET ASSY ATTACHMENT BOLTS AT FAIRING KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS WucC ACTION TAKEN
15-Jul-2014 2 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD 6EA FLIR TURRET ASSY ATTACHMENT BOLTS AT FAIRING KJ781803 0.1 DL897874 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 2 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD 6EA FLIR TURRET ASSY ATTACHMENT BOLTS AT FAIRING KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 2 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD 6EA FLIR TURRET ASSY ATTACHMENT BOLTS AT FAIRING KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 3 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD 8(EA) FLIR TURRET HDWE KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 3 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD 8(EA) FLIR TURRET HDWE KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 3 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD 8(EA) FLIR TURRET HDWE KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 3 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD 8(EA) FLIR TURRET HDWE KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 4 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P215, RMVD CEU, FLIR WIRING HARNESS, FLIR KJ781803 0.1 DL897874 0.3 F

CONTROLLER AND B KIT FROM CABIN

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 4 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P215, RMVD CEU, FLIR WIRING HARNESS, FLIR KJ781803 0.1 DL897874 0.3 F

CONTROLLER AND B KIT FROM CABIN
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

15-Jul-2014 4 X 02 N/A

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P215, RMVD CEU, FLIR WIRING HARNESS, FLIR KJ781803 0.1 DL897874 0.3 F

CONTROLLER AND B KIT FROM CABIN

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 4 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P215, RMVD CEU, FLIR WIRING HARNESS, FLIR KJ781803 0.1 DL897874 0.3 F

CONTROLLER AND B KIT FROM CABIN

DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 5 X 02 INSTALLED TQ TO 845-900 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD R/H PILOT STEP KJ781803 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 5 X 02 INSTALLED TQ TO 845-900 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD R/H PILOT STEP KJ781803 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 5 X 02 INSTALLED TQ TO 845-900 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD R/H PILOT STEP KJ781803 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 5 X 02 INSTALLED TQ TO 845-900 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD R/H PILOT STEP KJ781803 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 6 X 02 ADJUSTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

MAIN LANDING GEAR NITROGEN PRESSURE ADJUSTED KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 6 X 02 ADJUSTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

MAIN LANDING GEAR NITROGEN PRESSURE ADJUSTED KJ781803 0.1 DL897874 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 6 X 02 ADJUSTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MAIN LANDING GEAR NITROGEN PRESSURE ADJUSTED KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 6 X 02 ADJUSTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MAIN LANDING GEAR NITROGEN PRESSURE ADJUSTED KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 7 X 02 ADJUSTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TAIL LANDING GEAR NITROGEN PRESSURE ADJUSTED KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 7 X 02 ADJUSTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TAIL LANDING GEAR NITROGEN PRESSURE ADJUSTED KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 7 X 02 ADJUSTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TAIL LANDING GEAR NITROGEN PRESSURE ADJUSTED KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 7 X 02 ADJUSTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TAIL LANDING GEAR NITROGEN PRESSURE ADJUSTED KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 8 X 02 INSTALLED TQ TO 300 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED WHIP ANTENNA KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 8 X 02 INSTALLED TQ TO 300 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED WHIP ANTENNA KJ781803 0.1 DL897874 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 52829

Current Status A: X Current Status E: X

SERIAL NUMBER: 8023496
LAST MISSION:

Current Status O:

HOURS:
26-Nov-2014

Current Status W:

5153.5

DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 8 X 02 INSTALLED TQ TO 300 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED WHIP ANTENNA KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 8 X 02 INSTALLED TQ TO 300 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED WHIP ANTENNA KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 9 X 02 INSTALLED.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED UPPER ANTICOLLISION ASSY KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 9 X 02 INSTALLED.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED UPPER ANTICOLLISION ASSY KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 9 X 02 INSTALLED.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED UPPER ANTICOLLISION ASSY KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 9 X 02 INSTALLED.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED UPPER ANTICOLLISION ASSY KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 10 X 02 CONNECTED.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED TAIL ROTOR DEICE CANNON PLUGS AT PADDLE (4EA) KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 10 X 02 CONNECTED.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED TAIL ROTOR DEICE CANNON PLUGS AT PADDLE (4EA) KJ781803 0.1 DL897874 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 52829

Current Status A: X Current Status E: X

SERIAL NUMBER: 8023496
LAST MISSION:

Current Status O:

HOURS:
26-Nov-2014

Current Status W:

5153.5

DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 10 X 02 CONNECTED.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED TAIL ROTOR DEICE CANNON PLUGS AT PADDLE (4EA) KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 10 X 02 CONNECTED.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED TAIL ROTOR DEICE CANNON PLUGS AT PADDLE (4EA) KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 10 X 02 CONNECTED.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED TAIL ROTOR DEICE CANNON PLUGS AT PADDLE (4EA) KJ781803 0.1 JL906713 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 10 X 02 CONNECTED.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED TAIL ROTOR DEICE CANNON PLUGS AT PADDLE (4EA) KJ781803 0.1 JL906713 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 10 X 02 CONNECTED.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED TAIL ROTOR DEICE CANNON PLUGS AT PADDLE (4EA) KJ781803 0.1 JL906713 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 10 X 02 CONNECTED.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED TAIL ROTOR DEICE CANNON PLUGS AT PADDLE (4EA) KJ781803 0.1 JL906713 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 11 X 02 INSTALLED. TQ TO 150 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED T/R PC ROD HDWR AT PITCH HORN, RMVD PTCH BEAM KJ781803 0.1 JL906713 0.1 F

RETAINING HDWE
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 11 X 02 INSTALLED. TQ TO 150 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED T/R PC ROD HDWR AT PITCH HORN, RMVD PTCH BEAM KJ781803 0.1 JL906713 0.1 F

RETAINING HDWE
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

15-Jul-2014 11 X 02 INSTALLED. TQ TO 150 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R PC ROD HDWR AT PITCH HORN, RMVD PTCH BEAM KJ781803 0.1 JL906713 0.1 F

RETAINING HDWE

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 11 X 02 INSTALLED. TQ TO 150 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R PC ROD HDWR AT PITCH HORN, RMVD PTCH BEAM KJ781803 0.1 JL906713 0.1 F

RETAINING HDWE

DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 12 X 02 INSTALLED. TQ TO 690 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED OUTBD RETENTION PLATE HDWR KJ781803 0.1 JL906713 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 12 X 02 INSTALLED. TQ TO 690 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED OUTBD RETENTION PLATE HDWR KJ781803 0.1 JL906713 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 12 X 02 INSTALLED. TQ TO 690 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED OUTBD RETENTION PLATE HDWR KJ781803 0.1 JL906713 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 12 X 02 INSTALLED. TQ TO 690 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED OUTBD RETENTION PLATE HDWR KJ781803 0.1 JL906713 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 12 X 02 INSTALLED. TQ TO 690 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED OUTBD RETENTION PLATE HDWR KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 12 X 02 INSTALLED. TQ TO 690 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED OUTBD RETENTION PLATE HDWR KJ781803 0.1 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8023496

LAST MISSION:
Current Status O:

MODEL: UH-60A
NEXT PHASE: 52829

Current Status A: X

HOURS: 5153.5
26-Nov-2014

Current Status E: X Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 12 X 02 INSTALLED. TQ TO 690 IN LBS
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED OUTBD RETENTION PLATE HDWR KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 12 X 02 INSTALLED. TQ TO 690 IN LBS
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED OUTBD RETENTION PLATE HDWR KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 13 X 02 INSTALLED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED MAIN ROTOR DEICE CANNON PLUGS AT BLADES KJ781803 0.1 DL897874 0.7 F
(4EA)
DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 13 X 02 INSTALLED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED MAIN ROTOR DEICE CANNON PLUGS AT BLADES KJ781803 0.1 DL897874 0.7 F
(4EA)
DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 13 X 02 INSTALLED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED MAIN ROTOR DEICE CANNON PLUGS AT BLADES KJ781803 0.1 DL897874 0.7 F
(4EA)
DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 13 X 02 INSTALLED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED MAIN ROTOR DEICE CANNON PLUGS AT BLADES KJ781803 0.1 DL897874 0.7 F
(4EA)
DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 14 X 02 INSTALLED TQ TO 1350 - 1800 IN LBS
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED UPPER M/R PC ROD HDWR (4EA) KJ781803 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 14 X 02 INSTALLED TQ TO 1350 - 1800 IN LBS
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED UPPER M/R PC ROD HDWR (4EA) KJ781803 0.1 DB132372 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 14 X 02 INSTALLED TQ TO 1350 - 1800 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER M/R PC ROD HDWR (4EA) KJ781803 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 14 X 02 INSTALLED TQ TO 1350 - 1800 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER M/R PC ROD HDWR (4EA) KJ781803 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 15 X 02 INSTALLED TQ TO 580 -900 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED LOWER M/R PC ROD HDWR (4EA) KJ781803 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 15 X 02 INSTALLED TQ TO 580 -900 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED LOWER M/R PC ROD HDWR (4EA) KJ781803 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 15 X 02 INSTALLED TQ TO 580 -900 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED LOWER M/R PC ROD HDWR (4EA) KJ781803 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 15 X 02 INSTALLED TQ TO 580 -900 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED LOWER M/R PC ROD HDWR (4EA) KJ781803 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 16 X 02 INSTALLED AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD M/R BLADE PINS (8EA) KJ781803 0.1 DL897874 0.7 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 16 X 02 INSTALLED AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD M/R BLADE PINS (8EA) KJ781803 0.1 DL897874 0.7 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 16 X 02 INSTALLED AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD M/R BLADE PINS (8EA) KJ781803 0.1 DL897874 0.7 F

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 16 X 02 INSTALLED AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD M/R BLADE PINS (8EA) KJ781803 0.1 DL897874 0.7 F

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 17 X 02 INSTALLED TQ GROUNDING STAPS 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR R/H AND L/H FAIRINGS, DISCONNECTED BOTH KJ781803 0.1 DL897874 1 F

GROUNDING STRAPS

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 17 X 02 INSTALLED TQ GROUNDING STAPS 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR R/H AND L/H FAIRINGS, DISCONNECTED BOTH KJ781803 0.1 DL897874 1 F

GROUNDING STRAPS

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 17 X 02 INSTALLED TQ GROUNDING STAPS 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR R/H AND L/H FAIRINGS, DISCONNECTED BOTH KJ781803 0.1 DL897874 1 F

GROUNDING STRAPS

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 17 X 02 INSTALLED TQ GROUNDING STAPS 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR R/H AND L/H FAIRINGS, DISCONNECTED BOTH KJ781803 0.1 DL897874 1 F

GROUNDING STRAPS

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 17 X 02 INSTALLED TQ GROUNDING STAPS 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR R/H AND L/H FAIRINGS, DISCONNECTED BOTH KJ781803 0.1 JK847814 1 F

GROUNDING STRAPS

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 17 X 02 INSTALLED TQ GROUNDING STAPS 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR R/H AND L/H FAIRINGS, DISCONNECTED BOTH KJ781803 0.1 JK847814 1 F

GROUNDING STRAPS
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

15-Jul-2014 17 X 02 INSTALLED TQ GROUNDING STAPS 70 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR R/H AND L/H FAIRINGS, DISCONNECTED BOTH KJ781803 0.1 JK847814 1 F

GROUNDING STRAPS

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 17 X 02 INSTALLED TQ GROUNDING STAPS 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR R/H AND L/H FAIRINGS, DISCONNECTED BOTH KJ781803 0.1 JK847814 1 F

GROUNDING STRAPS

DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 18 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED STABILATOR CANNON PLUGS J702 AND J703 KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 18 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED STABILATOR CANNON PLUGS J702 AND J703 KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 18 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED STABILATOR CANNON PLUGS J702 AND J703 KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 18 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED STABILATOR CANNON PLUGS J702 AND J703 KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 19 X 02 INSTALLED TQ TO 21 IN LBS AND REPLACED COTTER PIN

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED LIMIT SWITCH AT STABILATOR KJ781803 0.1 DL897874 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 19 X 02 INSTALLED TQ TO 21 IN LBS AND REPLACED COTTER PIN

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED LIMIT SWITCH AT STABILATOR KJ781803 0.1 DL897874 1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 19 X 02 INSTALLED TQ TO 21 IN LBS AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LIMIT SWITCH AT STABILATOR KJ781803 0.1 DL897874 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 19 X 02 INSTALLED TQ TO 21 IN LBS AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LIMIT SWITCH AT STABILATOR KJ781803 0.1 DL897874 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 19 X 02 INSTALLED TQ TO 21 IN LBS AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LIMIT SWITCH AT STABILATOR KJ781803 0.1 JK847814 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 19 X 02 INSTALLED TQ TO 21 IN LBS AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LIMIT SWITCH AT STABILATOR KJ781803 0.1 JK847814 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 19 X 02 INSTALLED TQ TO 21 IN LBS AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LIMIT SWITCH AT STABILATOR KJ781803 0.1 JK847814 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 19 X 02 INSTALLED TQ TO 21 IN LBS AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LIMIT SWITCH AT STABILATOR KJ781803 0.1 JK847814 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 20 X 02 INSTALLED TQ TO 25 IN LBS AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H STABILATOR HINGE PIVOT HDWR KJ781803 0.1 DL897874 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 20 X 02 INSTALLED TQ TO 25 IN LBS AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD R/H STABILATOR HINGE PIVOT HDWR KJ781803 0.1 DL897874 1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 20 X 02 INSTALLED TQ TO 25 IN LBS AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H STABILATOR HINGE PIVOT HDWR KJ781803 0.1 DL897874 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 20 X 02 INSTALLED TQ TO 25 IN LBS AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H STABILATOR HINGE PIVOT HDWR KJ781803 0.1 DL897874 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 20 X 02 INSTALLED TQ TO 25 IN LBS AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H STABILATOR HINGE PIVOT HDWR KJ781803 0.1 JK847814 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 20 X 02 INSTALLED TQ TO 25 IN LBS AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H STABILATOR HINGE PIVOT HDWR KJ781803 0.1 JK847814 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 20 X 02 INSTALLED TQ TO 25 IN LBS AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H STABILATOR HINGE PIVOT HDWR KJ781803 0.1 JK847814 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 20 X 02 INSTALLED TQ TO 25 IN LBS AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H STABILATOR HINGE PIVOT HDWR KJ781803 0.1 JK847814 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 21 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H STABILATOR HINGE PIVOT HDWR KJ781803 0.1 DL897874 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 21 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD L/H STABILATOR HINGE PIVOT HDWR KJ781803 0.1 DL897874 1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 21 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H STABILATOR HINGE PIVOT HDWR KJ781803 0.1 DL897874 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 21 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H STABILATOR HINGE PIVOT HDWR KJ781803 0.1 DL897874 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 21 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H STABILATOR HINGE PIVOT HDWR KJ781803 0.1 JK847814 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 21 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H STABILATOR HINGE PIVOT HDWR KJ781803 0.1 JK847814 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 21 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H STABILATOR HINGE PIVOT HDWR KJ781803 0.1 JK847814 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 21 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H STABILATOR HINGE PIVOT HDWR KJ781803 0.1 JK847814 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 22 X 02 INSTALLED AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOWER STAB ACTUATOR PIVOT HDWR KJ781803 0.1 DL897874 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 22 X 02 INSTALLED AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD LOWER STAB ACTUATOR PIVOT HDWR KJ781803 0.1 DL897874 1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 22 X 02 INSTALLED AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOWER STAB ACTUATOR PIVOT HDWR KJ781803 0.1 DL897874 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 22 X 02 INSTALLED AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOWER STAB ACTUATOR PIVOT HDWR KJ781803 0.1 DL897874 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 22 X 02 INSTALLED AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOWER STAB ACTUATOR PIVOT HDWR KJ781803 0.1 JK847814 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 22 X 02 INSTALLED AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOWER STAB ACTUATOR PIVOT HDWR KJ781803 0.1 JK847814 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 22 X 02 INSTALLED AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOWER STAB ACTUATOR PIVOT HDWR KJ781803 0.1 JK847814 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 22 X 02 INSTALLED AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOWER STAB ACTUATOR PIVOT HDWR KJ781803 0.1 JK847814 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR KJ781803 0.1 DL897874 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD STABILATOR KJ781803 0.1 DL897874 1 F




Page 40 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR KJ781803 0.1 DL897874 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR KJ781803 0.1 DL897874 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR KJ781803 0.1 JK847814 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR KJ781803 0.1 JK847814 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR KJ781803 0.1 JK847814 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR KJ781803 0.1 JK847814 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR KJ781803 0.1 JM258694 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD STABILATOR KJ781803 0.1 JM258694 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR KJ781803 0.1 JM258694 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR KJ781803 0.1 JM258694 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR KJ781803 0.1 TP833044 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR KJ781803 0.1 TP833044 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR KJ781803 0.1 TP833044 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR KJ781803 0.1 TP833044 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 24 X 02 UNSTOWED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
STOWED LOWER ANTICOLLISION LIGHT ASSY KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 24 X 02 UNSTOWED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

STOWED LOWER ANTICOLLISION LIGHT ASSY KJ781803 0.1 DL897874 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 24 X 02 UNSTOWED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
STOWED LOWER ANTICOLLISION LIGHT ASSY KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 24 X 02 UNSTOWED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
STOWED LOWER ANTICOLLISION LIGHT ASSY KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 25 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H STEP FAIRING KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 25 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H STEP FAIRING KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 25 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H STEP FAIRING KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 25 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H STEP FAIRING KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 26 X 02 DOUBLE ENTRY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H STEP FAIRING KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 26 X 02 DOUBLE ENTRY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD R/H STEP FAIRING KJ781803 0.1 DL897874 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 26 X 02 DOUBLE ENTRY

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD R/H STEP FAIRING KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 26 X 02 DOUBLE ENTRY

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD R/H STEP FAIRING KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 27 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD TAIL L/G FAIRING KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 27 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD TAIL L/G FAIRING KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 27 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD TAIL L/G FAIRING KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 27 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD TAIL L/G FAIRING KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 28 - 02 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK 0 DL897874 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 28 - 02 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK 0 DL897874 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 52829

Current Status A: X

Current Status E: X

SERIAL NUMBER: 8023496
LAST MISSION:

Current Status O:

HOURS:
26-Nov-2014

Current Status W:

5153.5

DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 28 - 02 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK 0 DL897874 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 28 - 02 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK 0 DL897874 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 29 - 02 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

COMPLETE TOOL BOX INVENTORY 0 DL897874 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 29 - 02 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

COMPLETE TOOL BOX INVENTORY 0 DL897874 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 29 - 02 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

COMPLETE TOOL BOX INVENTORY 0 DL897874 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 29 - 02 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

COMPLETE TOOL BOX INVENTORY 0 DL897874 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 30 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD CO-PILOTS FLOOR PANELS AROUND YAW BOOTS KJ781803 0.1 TP833044 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 30 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD CO-PILOTS FLOOR PANELS AROUND YAW BOOTS KJ781803 0.1 TP833044 1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 30 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CO-PILOTS FLOOR PANELS AROUND YAW BOOTS KJ781803 0.1 TP833044 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 30 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CO-PILOTS FLOOR PANELS AROUND YAW BOOTS KJ781803 0.1 TP833044 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 31 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD PILOTS FLOOR PANELS AROUND YAW BOOTS KJ781803 0.1 TP833044 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 31 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD PILOTS FLOOR PANELS AROUND YAW BOOTS KJ781803 0.1 TP833044 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 31 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD PILOTS FLOOR PANELS AROUND YAW BOOTS KJ781803 0.1 TP833044 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 31 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD PILOTS FLOOR PANELS AROUND YAW BOOTS KJ781803 0.1 TP833044 1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 28-Jul-2014  8:56 AM 1 X 5152.5 23-Oct-2014 5152.5 0 L 03B03A
FAULT WRITE-UP: ACTION TAKEN:
INSP A298 - LUBE TAIL WHEEL BEARING. WAS DUE AT: 25-JUN- LUBED TAIL WHEL BEARINGS

2014 OR 5282.9 HOURS. UPGRADE TO RED X STATUS ON 26-JUL-
2014 OR 5287.9 HOURS

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JS844198 0.1 TP833044 3 F
o o 1 03BO3A F 2
DELAY

13-2s to Follow
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Jul-2014 1 X 03B03A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL WHEEL TIRE VALVE CORE. JS844198 0.1 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Jul-2014 1 X 03B03A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL WHEEL TIRE VALVE CORE. JS844198 0.1 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Jul-2014 1 X 03B03A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL WHEEL TIRE VALVE CORE. JS844198 0.1 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Jul-2014 2 X 03B03A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL WHEEL AXLE, TIRE AND SPACERS. JS844198 0.1 GS063512 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Jul-2014 2 X 03B03A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL WHEEL AXLE, TIRE AND SPACERS. JS844198 0.1 GS063512 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Jul-2014 2 X 03B03A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL WHEEL AXLE, TIRE AND SPACERS. JS844198 0.1 GS063512 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Jul-2014 3 X 03B03A CLEANED INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL WHEEL BEARINGS. JS844198 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Jul-2014 3 X 03B03A CLEANED INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TAIL WHEEL BEARINGS. JS844198 0.1 DL897874 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014  To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
SERIAL NUMBER: 8023496 HOURS: 5153.5

LAST MISSION: 26-Nov-2014
Current Status O:

MODEL: UH-60A
NEXT PHASE: 52829

Current Status A: X Current Status E: X Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

28-Jul-2014 3 X 03B0O3A CLEANED INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TAIL WHEEL BEARINGS. JS844198 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

28-Jul-2014 4 - 03BO3A CLEANED BEARINGS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TAIL WHEEL BEARING CLEANING DUE. 0 DL897874 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

28-Jul-2014 4 - 03B0O3A CLEANED BEARINGS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TAIL WHEEL BEARING CLEANING DUE. 0 DL897874 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

28-Jul-2014 4 - 03B0O3A CLEANED BEARINGS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TAIL WHEEL BEARING CLEANING DUE. 0 DL897874 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

28-Jul-2014 5 - 03B0O3A INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP WHEEL BEARINGS AND RACES FOR DAMAGE. 0 GS063512 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

28-Jul-2014 5 - 03BO3A INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP WHEEL BEARINGS AND RACES FOR DAMAGE. 0 GS063512 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

28-Jul-2014 5 - 03BO3A INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP WHEEL BEARINGS AND RACES FOR DAMAGE. 0 GS063512 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

28-Jul-2014 6 - 03B0O3A INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP WHEEL SPACERS FOR LENGTH. 0 TP833044 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Jul-2014 6 - 03B03A INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP WHEEL SPACERS FOR LENGTH. 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Jul-2014 6 - 03B03A INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP WHEEL SPACERS FOR LENGTH. 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Jul-2014 7 - 03B03A COMPLETED CHECKED OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE. 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Jul-2014 7 - 03B03A COMPLETED CHECKED OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE. 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Jul-2014 7 - 03B03A COMPLETED CHECKED OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION DUE. 0 TP833044 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 28-Jul-2014  8:56 AM 2 X 5152.5 23-Oct-2014 5152.5 0 L 05A03A
FAULT WRITE-UP: ACTION TAKEN:
INSP A299 - SWASHPLATE LUBE. WAS DUE AT: 25-JUN-2014 OR LUBED SWASHPLATE
5282.9 HOURS. UPGRADE TO RED X STATUS ON 26-JUL-2014 OR
5287.9 HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ781803 0.1 TP833044 2 F
0 O 1 05A03A F 2
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
28-Jul-2014 1 X 05A03A INSTALLED TQ'D TO 194 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 33EA BOLTS FROM SWASHPLATE DUST COVER KJ781803 0.1 TP833044 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
28-Jul-2014 2 - 05A03A COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQ 0 TP833044 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
28-Jul-2014 3 - 05A03A CHECKED OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY 0 TP833044 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
E 02-Aug-2014 10:24 AM 1 X 5152.5 28-0Oct-2014 5152.5 0 A 19F02
FAULT WRITE-UP: ACTION TAKEN:
INSP E351 - REPLACE APX-118 TRANSPONDER BATTERY. WAS REPLACED BATTERY
DUE AT: 11-JUL-2014. UPGRADE TO RED X STATUS ON 30-JUL-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JS844198 0.1 LF921636 0.5 F
0 0 1 19F02 F -28
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 02-Aug-2014 10:25 AM 3 X 5152.5 02-Aug-2014 5152.5 0 R 02
FAULT WRITE-UP: ACTION TAKEN:
CMWS REQUIRES REMOVAL FOR DEPLOYMENT TO CONUS REMOVED CMWS CONTROL SN: 4849. REMOVED CMWS ECU SN:
0492. REMOVED CMWS EOMS SN: 1306, 2056, 5137, 7102, AND
8658. REMOVED CMWS SEQUENCERS SN'S: 0239 AND BAE01325.
REMOVED CMWS DISPENSERS SN'S: 3027, 5833, AND 7499.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS COMGEN 0.1 ND049181 1 F
K G 1 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 16-Sep-2014 10:13 AM 1 X 5152.5 01-Oct-2014 5152.5 0 1 09B01A
FAULT WRITE-UP: ACTION TAKEN:
INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1) COMPLETED
EIC: RSA WUC: 09B01A. WAS DUE AT: 10-JUL-2014. UPGRADE TO
RED X STATUS ON 14-JUL-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LF921636 0.1 DL897874 0.5 F
0 0 1 09B01A F 14
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Sep-2014 10:13AM 2 X 5152.5 16-Sep-2014 5152.5 0 1 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. WAS COMPLETED
DUE AT: 27-AUG-2014. UPGRADE TO RED X STATUS ON 28-AUG-
2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ781803 0.1 SM358850 0.4 F
O O 1 04A06B F 0
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Sep-2014 10:13AM 3 X 5152.5 16-Sep-2014 5152.5 0 G 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. WAS COMPLETED
DUE AT: 27-AUG-2014. UPGRADE TO RED X STATUS ON 28-AUG-
2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ781803 0.1 SM358850 0.5 F
0 O 1 04A06B F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 16-Sep-2014 10:13 AM 4 X 5152.5 01-Oct-2014 5152.5 0 1 02A
FAULT WRITE-UP: ACTION TAKEN:
INSP A230 - INSPECT BATTERY COMPARTMENT FOR CORROSION COMPLETED
(SLAB). WAS DUE AT: 31-AUG-2014. UPGRADE TO RED X STATUS
ON 13-SEP-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LF921636 0.1 DL897874 0.5 F
0 0 1 02A F 14
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Sep-2014 10:13AM 7 X 5152.5 28-0ct-2014 5152.5 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A553 - AIRCRAFT WEIGHING INVENTORY (365-1). WAS DUE COMPLETED
AT: 06-AUG-2014. UPGRADE TO RED X STATUS ON 06-SEP-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JS844198 0.1 LF921636 2 F
O O 1 00 F -13
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 5282.9 LAST MISSION: 26-Nov-2014

Current Status A: X

Current Status E: X

Current Status O: Current Status W:

DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Oct-2014 11:07 AM 1 X JL906713 51525 21-Nov-2014 5152.5 0 A 04
FAULT WRITE-UP: ACTION TAKEN:
#1 ENGINE REMOVED FOR ENGINE SWAP REPLACED ENGINE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ781803 0.1 LF921636 5 F
K G 2 04 F -21
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 1 X 04 INSTALLED, TQ'D 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD V BAND CLAMP FROM #1 ENG INLET DL897874 0.1 LF921636 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 1 X 04 INSTALLED, TQ'D 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD V BAND CLAMP FROM #1 ENG INLET DL897874 0.1 LF921636 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 1 X 04 INSTALLED, TQ'D 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD V BAND CLAMP FROM #1 ENG INLET DL897874 0.1 LF921636 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 1 X 04 INSTALLED, TQ'D 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD V BAND CLAMP FROM #1 ENG INLET DL897874 0.1 LF921636 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 2 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ENG WASH HOSE FROM #1 ENG INLET DL897874 0.1 LF921636 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 2 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD ENG WASH HOSE FROM #1 ENG INLET

DL897874 0.1 LF921636 1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 2 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ENG WASH HOSE FROM #1 ENG INLET DL897874 0.1 LF921636 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 2 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ENG WASH HOSE FROM #1 ENG INLET DL897874 0.1 LF921636 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 3 X 04 CONNECTED, 15 DEGREE WRENCH ARCH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FIRE EXT TUBE FROM #1 ENG FIREWALL DL897874 0.1 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 3 X 04 CONNECTED, 15 DEGREE WRENCH ARCH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FIRE EXT TUBE FROM #1 ENG FIREWALL DL897874 0.1 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 3 X 04 CONNECTED, 15 DEGREE WRENCH ARCH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FIRE EXT TUBE FROM #1 ENG FIREWALL DL897874 0.1 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 3 X 04 CONNECTED, 15 DEGREE WRENCH ARCH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FIRE EXT TUBE FROM #1 ENG FIREWALL DL897874 0.1 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 4 X 04 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELEC CONN P823 FROM #1 ENG INLET DL897874 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 4 X 04 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED ELEC CONN P823 FROM #1 ENG INLET DL897874 0.1 LF921636 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 4 X 04 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELEC CONN P823 FROM #1 ENG INLET DL897874 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 4 X 04 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELEC CONN P823 FROM #1 ENG INLET DL897874 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 5 X 04 INSTALLED, TQ'D 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET BLEED AIR TUBE FROM #1 ENG INLET DL897874 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 5 X 04 INSTALLED, TQ'D 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET BLEED AIR TUBE FROM #1 ENG INLET DL897874 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 5 X 04 INSTALLED, TQ'D 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET BLEED AIR TUBE FROM #1 ENG INLET DL897874 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 5 X 04 INSTALLED, TQ'D 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET BLEED AIR TUBE FROM #1 ENG INLET DL897874 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 6 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET DL897874 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 6 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG INLET DL897874 0.1 LF921636 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 6 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET DL897874 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 6 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET DL897874 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 7 X 04 RINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG LOAD-DEMAND FROM HMU KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 7 X 04 RINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG LOAD-DEMAND FROM HMU KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 7 X 04 RINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG LOAD-DEMAND FROM HMU KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 7 X 04 RINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG LOAD-DEMAND FROM HMU KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 7 X 04 RINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG LOAD-DEMAND FROM HMU KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 7 X 04 RINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #1 ENG LOAD-DEMAND FROM HMU KJ781803 0.1 JS012230 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 7 X 04 RINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG LOAD-DEMAND FROM HMU KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 7 X 04 RINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG LOAD-DEMAND FROM HMU KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 8 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG POWER-AVAILABLE FROM HMU KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 8 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG POWER-AVAILABLE FROM HMU KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 8 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG POWER-AVAILABLE FROM HMU KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 8 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG POWER-AVAILABLE FROM HMU KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 8 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG POWER-AVAILABLE FROM HMU KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 8 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #1 ENG POWER-AVAILABLE FROM HMU KJ781803 0.1 JS012230 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 8 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG POWER-AVAILABLE FROM HMU KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 8 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG POWER-AVAILABLE FROM HMU KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 9 X 04 RECONNECTED P815 AND P825
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELEC CONN P815 AND P825 FROM #1 ENG FIREWALL KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 9 X 04 RECONNECTED P815 AND P825
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELEC CONN P815 AND P825 FROM #1 ENG FIREWALL KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 9 X 04 RECONNECTED P815 AND P825
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELEC CONN P815 AND P825 FROM #1 ENG FIREWALL KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 9 X 04 RECONNECTED P815 AND P825
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELEC CONN P815 AND P825 FROM #1 ENG FIREWALL KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 9 X 04 RECONNECTED P815 AND P825
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELEC CONN P815 AND P825 FROM #1 ENG FIREWALL KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 9 X 04 RECONNECTED P815 AND P825
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED ELEC CONN P815 AND P825 FROM #1 ENG FIREWALL  KJ781803 0.1 JS012230 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 9 X 04 RECONNECTED P815 AND P825
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELEC CONN P815 AND P825 FROM #1 ENG FIREWALL KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 9 X 04 RECONNECTED P815 AND P825
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELEC CONN P815 AND P825 FROM #1 ENG FIREWALL KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 10 X 04 REINSTALLED TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD V BAND CLAMP FROM #1 ENG IPS BLOWER DUCT KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 10 X 04 REINSTALLED TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD V BAND CLAMP FROM #1 ENG IPS BLOWER DUCT KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 10 X 04 REINSTALLED TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD V BAND CLAMP FROM #1 ENG IPS BLOWER DUCT KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 10 X 04 REINSTALLED TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD V BAND CLAMP FROM #1 ENG IPS BLOWER DUCT KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 11 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG IPS BLOWER DUCT KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 11 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG IPS BLOWER DUCT KJ781803 0.1 JS012230 0.5 F




Page 59 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 11 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG IPS BLOWER DUCT KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 11 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG IPS BLOWER DUCT KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 12 X 04 REINSTALLED TQ TO 70 IN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD V BAND CLAMP FROM #1 ENG DESWIRL DUCT KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 12 X 04 REINSTALLED TQ TO 70 IN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD V BAND CLAMP FROM #1 ENG DESWIRL DUCT KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 12 X 04 REINSTALLED TQ TO 70 IN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD V BAND CLAMP FROM #1 ENG DESWIRL DUCT KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 12 X 04 REINSTALLED TQ TO 70 IN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD V BAND CLAMP FROM #1 ENG DESWIRL DUCT KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 13 X 04 REINSTALLED TQ TO 500 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG FUEL HOSE FROM FUEL PUMP ELBOW KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 13 X 04 REINSTALLED TQ TO 500 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #1 ENG FUEL HOSE FROM FUEL PUMP ELBOW KJ781803 0.1 JS012230 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 13 X 04 REINSTALLED TQ TO 500 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG FUEL HOSE FROM FUEL PUMP ELBOW KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 13 X 04 REINSTALLED TQ TO 500 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG FUEL HOSE FROM FUEL PUMP ELBOW KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 14 X 04 RECONNECTED ENG COMBUSTION HOSE TQ TO 180 IN AND ENG
MANIFOLD HOSE TQ TO 270 IN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG DRAIN HOSES FROM ELBOWS ON REAR OF KJ781803 0.1 JS012230 0.5 F
ENGINE DECK
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 14 X 04 RECONNECTED ENG COMBUSTION HOSE TQ TO 180 IN AND ENG
MANIFOLD HOSE TQ TO 270 IN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG DRAIN HOSES FROM ELBOWS ON REAR OF KJ781803 0.1 JS012230 0.5 F
ENGINE DECK
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 14 X 04 RECONNECTED ENG COMBUSTION HOSE TQ TO 180 IN AND ENG
MANIFOLD HOSE TQ TO 270 IN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG DRAIN HOSES FROM ELBOWS ON REAR OF KJ781803 0.1 JS012230 0.5 F
ENGINE DECK
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 14 X 04 RECONNECTED ENG COMBUSTION HOSE TQ TO 180 IN AND ENG
MANIFOLD HOSE TQ TO 270 IN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG DRAIN HOSES FROM ELBOWS ON REAR OF KJ781803 0.1 JS012230 0.5 F
ENGINE DECK
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 15 X 04 REINSTALLED TQ TO 190 IN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HIGH SPEED SHAFT SUPPORT TUBE TO GIMBAL MOUNT HDWR KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 15 X 04 REINSTALLED TQ TO 190 IN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD HIGH SPEED SHAFT SUPPORT TUBE TO GIMBAL MOUNT HDWR  KJ781803 0.1 JS012230 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 15 X 04 REINSTALLED TQ TO 190 IN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HIGH SPEED SHAFT SUPPORT TUBE TO GIMBAL MOUNT HDWR KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 15 X 04 REINSTALLED TQ TO 190 IN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HIGH SPEED SHAFT SUPPORT TUBE TO GIMBAL MOUNT HDWR KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 16 X 04 REINSTALLED TQ TO 140 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HIGH SPEED SHAFT TO GIMBAL FLANGE BOLTS (6 EA) KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 16 X 04 REINSTALLED TQ TO 140 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HIGH SPEED SHAFT TO GIMBAL FLANGE BOLTS (6 EA) KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 16 X 04 REINSTALLED TQ TO 140 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HIGH SPEED SHAFT TO GIMBAL FLANGE BOLTS (6 EA) KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 16 X 04 REINSTALLED TQ TO 140 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HIGH SPEED SHAFT TO GIMBAL FLANGE BOLTS (6 EA) KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 17 X 04 REPLACED TQ TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG START TUBE TO FIREWALL COUPLING KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 17 X 04 REPLACED TQ TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG START TUBE TO FIREWALL COUPLING KJ781803 0.1 DL897874 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 17 X 04 REPLACED TQ TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG START TUBE TO FIREWALL COUPLING KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 17 X 04 REPLACED TQ TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG START TUBE TO FIREWALL COUPLING KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 18 X 04 REPLACED TQ TO 181 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG OUTBOARD MOUNT HDWR KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 18 X 04 REPLACED TQ TO 181 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG OUTBOARD MOUNT HDWR KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 18 X 04 REPLACED TQ TO 181 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG OUTBOARD MOUNT HDWR KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 18 X 04 REPLACED TQ TO 181 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG OUTBOARD MOUNT HDWR KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 18 X 04 REPLACED TQ TO 181 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG OUTBOARD MOUNT HDWR KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 18 X 04 REPLACED TQ TO 181 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG OUTBOARD MOUNT HDWR KJ781803 0.1 JS012230 0.5 F




Report Date: 06-Jan-2015

MODEL: UH-60A
NEXT PHASE: 52829

Current Status A: X

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

Current Status E: X

FOR: K08DD2
SERIAL NUMBER: 8023496

LAST MISSION:

Current Status O:

HOURS:
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To 06-Jan-2015

26-Nov-2014

5153.5

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 18 X 04 REPLACED TQ TO 181 INLBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG OUTBOARD MOUNT HDWR KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 18 X 04 REPLACED TQ TO 181 INLBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG OUTBOARD MOUNT HDWR KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 19 X 04 REPLACED TQ TO 181 INLBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG INBOARD MOUNT HDWR KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 19 X 04 REPLACED TQ TO 181 INLBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG INBOARD MOUNT HDWR KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 19 X 04 REPLACED TQ TO 181 INLBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG INBOARD MOUNT HDWR KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 19 X 04 REPLACED TQ TO 181 INLBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG INBOARD MOUNT HDWR KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 19 X 04 REPLACED TQ TO 181 INLBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG INBOARD MOUNT HDWR KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 19 X 04 REPLACED TQ TO 181 INLBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG INBOARD MOUNT HDWR KJ781803 0.1 JS012230 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 19 X 04 REPLACED TQ TO 181 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INBOARD MOUNT HDWR KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 19 X 04 REPLACED TQ TO 181 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INBOARD MOUNT HDWR KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 20 X 04 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG LOWER MOUNT HDWR DL897874 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 20 X 04 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG LOWER MOUNT HDWR DL897874 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 20 X 04 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG LOWER MOUNT HDWR DL897874 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 20 X 04 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG LOWER MOUNT HDWR DL897874 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 21 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG S/N: GE-D-004922C KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 21 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG S/N: GE-D-004922C KJ781803 0.1 DL897874 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 21 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG S/N: GE-D-004922C KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 21 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG S/N: GE-D-004922C KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 21 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG S/N: GE-D-004922C KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 21 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG S/N: GE-D-004922C KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 21 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG S/N: GE-D-004922C KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 21 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG S/N: GE-D-004922C KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 22 - 04 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK AND TOOL BOX INV DUE 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 22 - 04 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK AND TOOL BOX INV DUE 0 LF921636 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 22 - 04 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK AND TOOL BOX INV DUE 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 22 - 04 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK AND TOOL BOX INV DUE 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 23 - 04 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ELASTOMERIC GIMBAL 0 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 23 - 04 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ELASTOMERIC GIMBAL 0 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 23 - 04 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ELASTOMERIC GIMBAL 0 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 23 - 04 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ELASTOMERIC GIMBAL 0 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 24 - 04 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM ENGINE OUTPUT SHAFT INSPECTION 0 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 24 - 04 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM ENGINE OUTPUT SHAFT INSPECTION 0 DL897874 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 52829

Current Status A: X

Current Status E: X

SERIAL NUMBER: 8023496
LAST MISSION:

Current Status O:

HOURS:
26-Nov-2014

Current Status W:

5153.5

DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 24 - 04 INSP. OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM ENGINE OUTPUT SHAFT INSPECTION 0 DL897874 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 24 - 04 INSP. OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM ENGINE OUTPUT SHAFT INSPECTION 0 DL897874 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 25 - 04 INSP. OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ENGINE AFT MOUNTS 0 DL897874 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 25 - 04 INSP. OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ENGINE AFT MOUNTS 0 DL897874 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 25 - 04 INSP. OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ENGINE AFT MOUNTS 0 DL897874 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 25 - 04 INSP. OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ENGINE AFT MOUNTS 0 DL897874 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 26 X 04 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HRDWR ATT #1 ENG INLET OUTER SHIELD JM884376 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 26 X 04 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HRDWR ATT #1 ENG INLET OUTER SHIELD JM884376 0.1 DB132372 0.4 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 52829

Current Status A: X Current Status E: X

SERIAL NUMBER: 8023496
LAST MISSION:

Current Status O:

HOURS:
26-Nov-2014

Current Status W:

5153.5

DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 26 X 04 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HRDWR ATT #1 ENG INLET OUTER SHIELD JM884376 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 26 X 04 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HRDWR ATT #1 ENG INLET OUTER SHIELD JM884376 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 27 X 04 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 ENG INLET OUTER SHIELD JM884376 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 27 X 04 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 ENG INLET OUTER SHIELD JM884376 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 27 X 04 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 ENG INLET OUTER SHIELD JM884376 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 27 X 04 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 ENG INLET OUTER SHIELD JM884376 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 28 X 04 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD HRDWR ATT #1 ENG INLET ANTI ICE VALVE COVER TO INLET JM884376 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 28 X 04 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD HRDWR ATT #1 ENG INLET ANTI ICE VALVE COVER TO INLET JM884376 0.1 DB132372 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 52829

Current Status A: X Current Status E: X

SERIAL NUMBER: 8023496
LAST MISSION:

Current Status O:

HOURS:
26-Nov-2014

Current Status W:

5153.5

DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 28 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HRDWR ATT #1 ENG INLET ANTI ICE VALVE COVER TO INLET JM884376 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 28 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HRDWR ATT #1 ENG INLET ANTI ICE VALVE COVER TO INLET JM884376 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 29 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#1 ENG INLET ANTI ICE VALVE COVER FROM INLET JM884376 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 29 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#1 ENG INLET ANTI ICE VALVE COVER FROM INLET JM884376 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 29 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#1 ENG INLET ANTI ICE VALVE COVER FROM INLET JM884376 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 29 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#1 ENG INLET ANTI ICE VALVE COVER FROM INLET JM884376 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 30 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMVOED CANNON PLUG P820 FROM #1 INLET ANTI ICE VALVE JM884376 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 30 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMVOED CANNON PLUG P820 FROM #1 INLET ANTI ICE VALVE JM884376 0.1 DB132372 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 30 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMVOED CANNON PLUG P820 FROM #1 INLET ANTI ICE VALVE JM884376 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 30 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMVOED CANNON PLUG P820 FROM #1 INLET ANTI ICE VALVE JM884376 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 31 X 04 REINSTALLED TQ TO 45 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CLAMPS SECURING #1 INLET ANTI ICE VALVE (2EA) JM884376 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 31 X 04 REINSTALLED TQ TO 45 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CLAMPS SECURING #1 INLET ANTI ICE VALVE (2EA) JM884376 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 31 X 04 REINSTALLED TQ TO 45 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CLAMPS SECURING #1 INLET ANTI ICE VALVE (2EA) JM884376 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 31 X 04 REINSTALLED TQ TO 45 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CLAMPS SECURING #1 INLET ANTI ICE VALVE (2EA) JM884376 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 32 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMVOED HRDWR SECURING REAR TUBE TO #1 ENG INLET JM884376 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 32 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMVOED HRDWR SECURING REAR TUBE TO #1 ENG INLET JM884376 0.1 DB132372 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 32 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMVOED HRDWR SECURING REAR TUBE TO #1 ENG INLET JM884376 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 32 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMVOED HRDWR SECURING REAR TUBE TO #1 ENG INLET JM884376 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 33 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED REAR TUBE FROM #1 ENG INLET JM884376 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 33 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED REAR TUBE FROM #1 ENG INLET JM884376 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 33 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED REAR TUBE FROM #1 ENG INLET JM884376 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 33 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED REAR TUBE FROM #1 ENG INLET JM884376 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 34 X 04 REPLACED VALVE WITH SN 4210
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENG INLET ANTI ICE VALVE SN 10491 JM884376 0.1 DB132372 1.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 34 X 04 REPLACED VALVE WITH SN 4210
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 ENG INLET ANTI ICE VALVE SN 10491 JM884376 0.1 DB132372 1.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 34 X 04 REPLACED VALVE WITH SN 4210
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENG INLET ANTI ICE VALVE SN 10491 JM884376 0.1 DB132372 1.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 34 X 04 REPLACED VALVE WITH SN 4210
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENG INLET ANTI ICE VALVE SN 10491 JM884376 0.1 DB132372 1.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 35 X 04 INSTALLED # 1 SDC ( SERIAL # 2656)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED # 1 SDC FOR ENGINE SWAP KJ781803 0.1 DB724139 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 35 X 04 INSTALLED # 1 SDC ( SERIAL # 2656)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED # 1 SDC FOR ENGINE SWAP KJ781803 0.1 DB724139 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 35 X 04 INSTALLED # 1 SDC ( SERIAL # 2656)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED # 1 SDC FOR ENGINE SWAP KJ781803 0.1 DB724139 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 35 X 04 INSTALLED # 1 SDC ( SERIAL # 2656)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED # 1 SDC FOR ENGINE SWAP KJ781803 0.1 DB724139 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 36 X 04 INSTALLED CDU ( SERIAL # 528)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTRAL DISPLAY UNIT FOR ENGINE SWAP KJ781803 0.1 DB724139 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 36 X 04 INSTALLED CDU ( SERIAL # 528)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED CENTRAL DISPLAY UNIT FOR ENGINE SWAP KJ781803 0.1 DB724139 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 36 X 04 INSTALLED CDU ( SERIAL # 528)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTRAL DISPLAY UNIT FOR ENGINE SWAP KJ781803 0.1 DB724139 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 36 X 04 INSTALLED CDU ( SERIAL # 528)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTRAL DISPLAY UNIT FOR ENGINE SWAP KJ781803 0.1 DB724139 0.5 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Oct-2014 11:42 AM 2 X JL906713 5152.5 21-Nov-2014 5152.5 0 6 04
FAULT WRITE-UP: ACTION TAKEN:
#2 ENGINE REMOVED FOR ENGINE SWAP REPLACED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ781803 0.1 LF921636 10 F
K G 2 04 F 21
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

01-Oct-2014 1 X 04 INSTALLED, TQ'D 70 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD V BAND CLAMP FROM #2 ENG INLET DL897874 0.1 JS844198 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN

01-Oct-2014 1 X 04 INSTALLED, TQ'D 70 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD V BAND CLAMP FROM #2 ENG INLET DL897874 0.1 JS844198 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN

01-Oct-2014 1 X 04 INSTALLED, TQ'D 70 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD V BAND CLAMP FROM #2 ENG INLET DL897874 0.1 JS844198 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN

01-Oct-2014 1 X 04 INSTALLED, TQ'D 70 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD V BAND CLAMP FROM #2 ENG INLET DL897874 0.1 JS844198 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 1 X 04 INSTALLED, TQ'D 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD V BAND CLAMP FROM #2 ENG INLET DL897874 0.1 JS844198 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 1 X 04 INSTALLED, TQ'D 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD V BAND CLAMP FROM #2 ENG INLET DL897874 0.1 JS844198 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 2 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ENG WASH HOSE FROM #2 ENG INLET DL897874 0.1 JS844198 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 2 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ENG WASH HOSE FROM #2 ENG INLET DL897874 0.1 JS844198 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 2 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ENG WASH HOSE FROM #2 ENG INLET DL897874 0.1 JS844198 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 2 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ENG WASH HOSE FROM #2 ENG INLET DL897874 0.1 JS844198 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 2 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ENG WASH HOSE FROM #2 ENG INLET DL897874 0.1 JS844198 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 2 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD ENG WASH HOSE FROM #2 ENG INLET DL897874 0.1 JS844198 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 3 X 04 CONNECTED, TQ'D 15 DEGREE WRENCH ARCH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FIRE EXT TUBE FROM #2 ENG FIREWALL DL897874 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 3 X 04 CONNECTED, TQ'D 15 DEGREE WRENCH ARCH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FIRE EXT TUBE FROM #2 ENG FIREWALL DL897874 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 3 X 04 CONNECTED, TQ'D 15 DEGREE WRENCH ARCH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FIRE EXT TUBE FROM #2 ENG FIREWALL DL897874 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 3 X 04 CONNECTED, TQ'D 15 DEGREE WRENCH ARCH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FIRE EXT TUBE FROM #2 ENG FIREWALL DL897874 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 3 X 04 CONNECTED, TQ'D 15 DEGREE WRENCH ARCH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FIRE EXT TUBE FROM #2 ENG FIREWALL DL897874 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 3 X 04 CONNECTED, TQ'D 15 DEGREE WRENCH ARCH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FIRE EXT TUBE FROM #2 ENG FIREWALL DL897874 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 4 X 04 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELEC CONN P818 AND P819 FROM #2 ENG INLET DL897874 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 4 X 04 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED ELEC CONN P818 AND P819 FROM #2 ENG INLET DL897874 0.1 JS844198 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8023496

LAST MISSION:
Current Status O:

MODEL: UH-60A
NEXT PHASE: 52829

Current Status A: X

HOURS:
26-Nov-2014

5153.5

Current Status E: X Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 4 X 04 CONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED ELEC CONN P818 AND P819 FROM #2 ENG INLET DL897874 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 4 X 04 CONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED ELEC CONN P818 AND P819 FROM #2 ENG INLET DL897874 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 4 X 04 CONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED ELEC CONN P818 AND P819 FROM #2 ENG INLET DL897874 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 4 X 04 CONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED ELEC CONN P818 AND P819 FROM #2 ENG INLET DL897874 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 5 X 04 INSTALLED, TQ'D 45 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG INLET BLEED AIR TUBE FROM #2 ENG INLET DL897874 0.1 JS844198 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 5 X 04 INSTALLED, TQ'D 45 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG INLET BLEED AIR TUBE FROM #2 ENG INLET DL897874 0.1 JS844198 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 5 X 04 INSTALLED, TQ'D 45 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG INLET BLEED AIR TUBE FROM #2 ENG INLET DL897874 0.1 JS844198 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 5 X 04 INSTALLED, TQ'D 45 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG INLET BLEED AIR TUBE FROM #2 ENG INLET

DL897874 0.1

JS844198

0.2




Page 77 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 5 X 04 INSTALLED, TQ'D 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INLET BLEED AIR TUBE FROM #2 ENG INLET DL897874 0.1 JS844198 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 5 X 04 INSTALLED, TQ'D 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INLET BLEED AIR TUBE FROM #2 ENG INLET DL897874 0.1 JS844198 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 6 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INLET DL897874 0.1 JS844198 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 6 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INLET DL897874 0.1 JS844198 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 6 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INLET DL897874 0.1 JS844198 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 6 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INLET DL897874 0.1 JS844198 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 6 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INLET DL897874 0.1 JS844198 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 6 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG INLET DL897874 0.1 JS844198 0.2 F




Page 78 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 7 X 04 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG LOAD-DEMAND FROM HMU KJ781803 0.1 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 7 X 04 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG LOAD-DEMAND FROM HMU KJ781803 0.1 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 7 X 04 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG LOAD-DEMAND FROM HMU KJ781803 0.1 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 7 X 04 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG LOAD-DEMAND FROM HMU KJ781803 0.1 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 7 X 04 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG LOAD-DEMAND FROM HMU KJ781803 0.1 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 7 X 04 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG LOAD-DEMAND FROM HMU KJ781803 0.1 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 8 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG POWER-AVAILABLE FROM HMU KJ781803 0.1 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 8 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG POWER-AVAILABLE FROM HMU KJ781803 0.1 JK685216 0.2 F




Page 79 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 8 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG POWER-AVAILABLE FROM HMU KJ781803 0.1 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 8 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG POWER-AVAILABLE FROM HMU KJ781803 0.1 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 8 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG POWER-AVAILABLE FROM HMU KJ781803 0.1 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 8 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG POWER-AVAILABLE FROM HMU KJ781803 0.1 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 9 X 04 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONECTED ELEC CONN P814 AND P824 FROM #2 ENG FIREWALL KJ781803 0.1 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 9 X 04 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONECTED ELEC CONN P814 AND P824 FROM #2 ENG FIREWALL KJ781803 0.1 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 9 X 04 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONECTED ELEC CONN P814 AND P824 FROM #2 ENG FIREWALL KJ781803 0.1 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 9 X 04 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONECTED ELEC CONN P814 AND P824 FROM #2 ENG FIREWALL KJ781803 0.1 JK685216 0.2 F




Page 80 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 9 X 04 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONECTED ELEC CONN P814 AND P824 FROM #2 ENG FIREWALL KJ781803 0.1 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 9 X 04 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONECTED ELEC CONN P814 AND P824 FROM #2 ENG FIREWALL KJ781803 0.1 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 10 X 04 INSTALLED T/Q TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD V BAND CLAMP FROM #2 ENG IPS BLOWER DUCT KJ781803 0.1 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 10 X 04 INSTALLED T/Q TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD V BAND CLAMP FROM #2 ENG IPS BLOWER DUCT KJ781803 0.1 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 10 X 04 INSTALLED T/Q TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD V BAND CLAMP FROM #2 ENG IPS BLOWER DUCT KJ781803 0.1 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 10 X 04 INSTALLED T/Q TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD V BAND CLAMP FROM #2 ENG IPS BLOWER DUCT KJ781803 0.1 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 10 X 04 INSTALLED T/Q TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD V BAND CLAMP FROM #2 ENG IPS BLOWER DUCT KJ781803 0.1 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 10 X 04 INSTALLED T/Q TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD V BAND CLAMP FROM #2 ENG IPS BLOWER DUCT KJ781803 0.1 JK685216 0.3 F




Page 81 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 11 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG IPS BLOWER DUCT KJ781803 0.1 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 11 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG IPS BLOWER DUCT KJ781803 0.1 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 11 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG IPS BLOWER DUCT KJ781803 0.1 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 11 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG IPS BLOWER DUCT KJ781803 0.1 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 11 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG IPS BLOWER DUCT KJ781803 0.1 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 11 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG IPS BLOWER DUCT KJ781803 0.1 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 12 X 04 INSTALLED T/Q TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD V BAND CLAMP FROM #2 ENG DESWIRL DUCT KJ781803 0.1 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 12 X 04 INSTALLED T/Q TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD V BAND CLAMP FROM #2 ENG DESWIRL DUCT KJ781803 0.1 JK685216 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 12 X 04 INSTALLED T/Q TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD V BAND CLAMP FROM #2 ENG DESWIRL DUCT KJ781803 0.1 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 12 X 04 INSTALLED T/Q TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD V BAND CLAMP FROM #2 ENG DESWIRL DUCT KJ781803 0.1 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 12 X 04 INSTALLED T/Q TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD V BAND CLAMP FROM #2 ENG DESWIRL DUCT KJ781803 0.1 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 12 X 04 INSTALLED T/Q TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD V BAND CLAMP FROM #2 ENG DESWIRL DUCT KJ781803 0.1 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 13 X 04 CONNECTED T/Q TO 500 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG FUEL HOSE FROM FUEL PUMP ELBOW KJ781803 0.1 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 13 X 04 CONNECTED T/Q TO 500 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG FUEL HOSE FROM FUEL PUMP ELBOW KJ781803 0.1 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 13 X 04 CONNECTED T/Q TO 500 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG FUEL HOSE FROM FUEL PUMP ELBOW KJ781803 0.1 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 13 X 04 CONNECTED T/Q TO 500 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #2 ENG FUEL HOSE FROM FUEL PUMP ELBOW KJ781803 0.1 JK685216 0.2 F




Report Date: 06-Jan-2015

Page 83 of 191

Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8023496

MODEL: UH-60A
NEXT PHASE: 52829

Current Status A: X Current Status E: X

HOURS:
26-Nov-2014

5153.5
LAST MISSION:

Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 13 X 04 CONNECTED T/Q TO 500 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG FUEL HOSE FROM FUEL PUMP ELBOW KJ781803 0.1 JK685216 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 13 X 04 CONNECTED T/Q TO 500 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG FUEL HOSE FROM FUEL PUMP ELBOW KJ781803 0.1 JK685216 0.2 F

DATE  SEQNO STATUS wuc
01-Oct-2014 14 X 04

FAULT WRITE-UP:
DISCONNECTED #2 ENG DRAIN HOSES FROM ELBOWS ON REAR OF
ENGINE DECK

ACTION TAKEN
CONNECTED T/Q ENG MANIFOLD DRAIN HOSE TO 215 IN LBS AND ENG
COMBUSTION DRAIN HOSE TO 140 IN LBS

TIPID TI_MMH PID MMH TYPE
KJ781803 0.1 JK685216 0.4 F

DATE  SEQNO STATUS wuc
01-Oct-2014 14 X 04

FAULT WRITE-UP:
DISCONNECTED #2 ENG DRAIN HOSES FROM ELBOWS ON REAR OF
ENGINE DECK

ACTION TAKEN
CONNECTED T/Q ENG MANIFOLD DRAIN HOSE TO 215 IN LBS AND ENG
COMBUSTION DRAIN HOSE TO 140 IN LBS

TIPID TI_MMH PID MMH TYPE
KJ781803 0.1 JK685216 0.4 F

DATE  SEQNO STATUS wuc
01-Oct-2014 14 X 04

FAULT WRITE-UP:
DISCONNECTED #2 ENG DRAIN HOSES FROM ELBOWS ON REAR OF
ENGINE DECK

ACTION TAKEN
CONNECTED T/Q ENG MANIFOLD DRAIN HOSE TO 215 IN LBS AND ENG
COMBUSTION DRAIN HOSE TO 140 IN LBS

TIPID TI_MMH PID MMH TYPE
KJ781803 0.1 JK685216 0.4 F

DATE  SEQNO STATUS wuc
01-Oct-2014 14 X 04

FAULT WRITE-UP:
DISCONNECTED #2 ENG DRAIN HOSES FROM ELBOWS ON REAR OF
ENGINE DECK

ACTION TAKEN
CONNECTED T/Q ENG MANIFOLD DRAIN HOSE TO 215 IN LBS AND ENG
COMBUSTION DRAIN HOSE TO 140 IN LBS

TIPID TI_MMH PID MMH TYPE
KJ781803 0.1 JK685216 0.4 F

DATE  SEQNO STATUS wuc
01-Oct-2014 14 X 04

FAULT WRITE-UP:
DISCONNECTED #2 ENG DRAIN HOSES FROM ELBOWS ON REAR OF
ENGINE DECK

ACTION TAKEN
CONNECTED T/Q ENG MANIFOLD DRAIN HOSE TO 215 IN LBS AND ENG
COMBUSTION DRAIN HOSE TO 140 IN LBS

TIPID TI_MMH PID MMH TYPE
KJ781803 0.1 JK685216 0.4 F

DATE  SEQNO STATUS wuc
01-Oct-2014 14 X 04

FAULT WRITE-UP:
DISCONNECTED #2 ENG DRAIN HOSES FROM ELBOWS ON REAR OF
ENGINE DECK

ACTION TAKEN
CONNECTED T/Q ENG MANIFOLD DRAIN HOSE TO 215 IN LBS AND ENG
COMBUSTION DRAIN HOSE TO 140 IN LBS

TIPID TI_MMH PID MMH TYPE
KJ781803 0.1 JK685216 0.4 F




Page 84 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 15 X 04 REINSTALLED TQ TO 190 IN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HIGH SPEED SHAFT SUPPORT TUBE TO GIMBAL MOUNT HDWR KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 15 X 04 REINSTALLED TQ TO 190 IN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HIGH SPEED SHAFT SUPPORT TUBE TO GIMBAL MOUNT HDWR KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 15 X 04 REINSTALLED TQ TO 190 IN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HIGH SPEED SHAFT SUPPORT TUBE TO GIMBAL MOUNT HDWR KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 15 X 04 REINSTALLED TQ TO 190 IN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HIGH SPEED SHAFT SUPPORT TUBE TO GIMBAL MOUNT HDWR KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 15 X 04 REINSTALLED TQ TO 190 IN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HIGH SPEED SHAFT SUPPORT TUBE TO GIMBAL MOUNT HDWR KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 15 X 04 REINSTALLED TQ TO 190 IN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HIGH SPEED SHAFT SUPPORT TUBE TO GIMBAL MOUNT HDWR KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 16 X 04 REINSTALLED TQ TO 140 IN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HIGH SPEED SHAFT TO GIMBAL FLANGE BOLTS (6 EA) KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 16 X 04 REINSTALLED TQ TO 140 IN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD HIGH SPEED SHAFT TO GIMBAL FLANGE BOLTS (6 EA) KJ781803 0.1 JS012230 0.5 F




Page 85 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 16 X 04 REINSTALLED TQ TO 140 IN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HIGH SPEED SHAFT TO GIMBAL FLANGE BOLTS (6 EA) KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 16 X 04 REINSTALLED TQ TO 140 IN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HIGH SPEED SHAFT TO GIMBAL FLANGE BOLTS (6 EA) KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 16 X 04 REINSTALLED TQ TO 140 IN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HIGH SPEED SHAFT TO GIMBAL FLANGE BOLTS (6 EA) KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 16 X 04 REINSTALLED TQ TO 140 IN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HIGH SPEED SHAFT TO GIMBAL FLANGE BOLTS (6 EA) KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 17 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG START TUBE TO FIREWALL COUPLING KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 17 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG START TUBE TO FIREWALL COUPLING KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 17 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG START TUBE TO FIREWALL COUPLING KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 17 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG START TUBE TO FIREWALL COUPLING KJ781803 0.1 DL897874 0.3 F




Page 86 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 17 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG START TUBE TO FIREWALL COUPLING KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 17 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG START TUBE TO FIREWALL COUPLING KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 17 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG START TUBE TO FIREWALL COUPLING KJ781803 0.1 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 17 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG START TUBE TO FIREWALL COUPLING KJ781803 0.1 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 17 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG START TUBE TO FIREWALL COUPLING KJ781803 0.1 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 17 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG START TUBE TO FIREWALL COUPLING KJ781803 0.1 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 17 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG START TUBE TO FIREWALL COUPLING KJ781803 0.1 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 17 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG START TUBE TO FIREWALL COUPLING KJ781803 0.1 JK685216 0.3 F




Page 87 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 18 X 04 REPLACED TQ TO 181 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG OUTBOARD MOUNT HDWR KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 18 X 04 REPLACED TQ TO 181 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG OUTBOARD MOUNT HDWR KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 18 X 04 REPLACED TQ TO 181 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG OUTBOARD MOUNT HDWR KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 18 X 04 REPLACED TQ TO 181 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG OUTBOARD MOUNT HDWR KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 18 X 04 REPLACED TQ TO 181 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG OUTBOARD MOUNT HDWR KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 18 X 04 REPLACED TQ TO 181 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG OUTBOARD MOUNT HDWR KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 18 X 04 REPLACED TQ TO 181 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG OUTBOARD MOUNT HDWR KJ781803 0.1 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 18 X 04 REPLACED TQ TO 181 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG OUTBOARD MOUNT HDWR KJ781803 0.1 JK685216 0.3 F




Page 88 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 18 X 04 REPLACED TQ TO 181 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG OUTBOARD MOUNT HDWR KJ781803 0.1 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 18 X 04 REPLACED TQ TO 181 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG OUTBOARD MOUNT HDWR KJ781803 0.1 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 18 X 04 REPLACED TQ TO 181 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG OUTBOARD MOUNT HDWR KJ781803 0.1 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 18 X 04 REPLACED TQ TO 181 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG OUTBOARD MOUNT HDWR KJ781803 0.1 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 19 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INBOARD MOUNT HDWR KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 19 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INBOARD MOUNT HDWR KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 19 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INBOARD MOUNT HDWR KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 19 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG INBOARD MOUNT HDWR KJ781803 0.1 DL897874 0.5 F




Page 89 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 19 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INBOARD MOUNT HDWR KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 19 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INBOARD MOUNT HDWR KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 19 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INBOARD MOUNT HDWR KJ781803 0.1 JK685216 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 19 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INBOARD MOUNT HDWR KJ781803 0.1 JK685216 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 19 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INBOARD MOUNT HDWR KJ781803 0.1 JK685216 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 19 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INBOARD MOUNT HDWR KJ781803 0.1 JK685216 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 19 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INBOARD MOUNT HDWR KJ781803 0.1 JK685216 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 19 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG INBOARD MOUNT HDWR KJ781803 0.1 JK685216 0.5 F




Page 90 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 20 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG LOWER MOUNT HDWR KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 20 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG LOWER MOUNT HDWR KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 20 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG LOWER MOUNT HDWR KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 20 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG LOWER MOUNT HDWR KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 20 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG LOWER MOUNT HDWR KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 20 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG LOWER MOUNT HDWR KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 20 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG LOWER MOUNT HDWR KJ781803 0.1 JK685216 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 20 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG LOWER MOUNT HDWR KJ781803 0.1 JK685216 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 20 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG LOWER MOUNT HDWR KJ781803 0.1 JK685216 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 20 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG LOWER MOUNT HDWR KJ781803 0.1 JK685216 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 20 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG LOWER MOUNT HDWR KJ781803 0.1 JK685216 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 20 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG LOWER MOUNT HDWR KJ781803 0.1 JK685216 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 21 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG S/N: GE-D-006469C KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 21 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG S/N: GE-D-006469C KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 21 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG S/N: GE-D-006469C KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 21 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG S/N: GE-D-006469C KJ781803 0.1 DL897874 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 21 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG S/N: GE-D-006469C KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 21 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG S/N: GE-D-006469C KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 21 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG S/N: GE-D-006469C KJ781803 0.1 JK685216 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 21 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG S/N: GE-D-006469C KJ781803 0.1 JK685216 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 21 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG S/N: GE-D-006469C KJ781803 0.1 JK685216 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 21 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG S/N: GE-D-006469C KJ781803 0.1 JK685216 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 21 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG S/N: GE-D-006469C KJ781803 0.1 JK685216 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 21 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG S/N: GE-D-006469C KJ781803 0.1 JK685216 0.5 F




Page 93 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 22 - 04 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK AND TOOL BOX INV DUE 0 JS844198 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 22 - 04 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK AND TOOL BOX INV DUE 0 JS844198 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 22 - 04 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK AND TOOL BOX INV DUE 0 JS844198 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 22 - 04 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK AND TOOL BOX INV DUE 0 JS844198 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 22 - 04 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK AND TOOL BOX INV DUE 0 JS844198 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 22 - 04 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK AND TOOL BOX INV DUE 0 JS844198 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 23 - 04 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ELASTOMERIC GIMBAL 0 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 23 - 04 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ELASTOMERIC GIMBAL 0 DL897874 0.5 F




Page 94 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 23 - 04 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ELASTOMERIC GIMBAL 0 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 23 - 04 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ELASTOMERIC GIMBAL 0 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 23 - 04 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ELASTOMERIC GIMBAL 0 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 23 - 04 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ELASTOMERIC GIMBAL 0 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 24 - 04 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM ENGINE OUTPUT SHAFT INSPECTION 0 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 24 - 04 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM ENGINE OUTPUT SHAFT INSPECTION 0 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 24 - 04 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM ENGINE OUTPUT SHAFT INSPECTION 0 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 24 - 04 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM ENGINE OUTPUT SHAFT INSPECTION 0 DL897874 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 24 - 04 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM ENGINE OUTPUT SHAFT INSPECTION 0 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 24 - 04 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM ENGINE OUTPUT SHAFT INSPECTION 0 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 25 - 04 INSP. OK.5
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE AFT MOUNTS 0 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 25 - 04 INSP. OK.5
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE AFT MOUNTS 0 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 25 - 04 INSP. OK.5
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE AFT MOUNTS 0 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 25 - 04 INSP. OK.5
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE AFT MOUNTS 0 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 25 - 04 INSP. OK.5
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE AFT MOUNTS 0 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 25 - 04 INSP. OK.5
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ENGINE AFT MOUNTS 0 DL897874 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 26 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING OUTER SHIELD TO #2 ENG INLET JM884376 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 26 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING OUTER SHIELD TO #2 ENG INLET JM884376 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 26 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING OUTER SHIELD TO #2 ENG INLET JM884376 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 26 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING OUTER SHIELD TO #2 ENG INLET JM884376 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 26 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING OUTER SHIELD TO #2 ENG INLET JM884376 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 26 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING OUTER SHIELD TO #2 ENG INLET JM884376 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 27 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER SHIELD FROM #2 ENG INLET JM884376 0.1 DB132372 0.7 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 27 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED OUTER SHIELD FROM #2 ENG INLET JM884376 0.1 DB132372 0.7 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 27 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER SHIELD FROM #2 ENG INLET JM884376 0.1 DB132372 0.7 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 27 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER SHIELD FROM #2 ENG INLET JM884376 0.1 DB132372 0.7 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 27 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER SHIELD FROM #2 ENG INLET JM884376 0.1 DB132372 0.7 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 27 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER SHIELD FROM #2 ENG INLET JM884376 0.1 DB132372 0.7 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 28 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING #2 ANTI ICE VAVLE COVER TO INLET JM884376 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 28 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING #2 ANTI ICE VAVLE COVER TO INLET JM884376 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 28 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING #2 ANTI ICE VAVLE COVER TO INLET JM884376 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 28 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HRDWR SECURING #2 ANTI ICE VAVLE COVER TO INLET JM884376 0.1 DB132372 0.4 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 28 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING #2 ANTI ICE VAVLE COVER TO INLET JM884376 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 28 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING #2 ANTI ICE VAVLE COVER TO INLET JM884376 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 29 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING REAR TUBE TO #2 ENG INLET JM884376 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 29 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING REAR TUBE TO #2 ENG INLET JM884376 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 29 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING REAR TUBE TO #2 ENG INLET JM884376 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 29 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING REAR TUBE TO #2 ENG INLET JM884376 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 29 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING REAR TUBE TO #2 ENG INLET JM884376 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 29 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HRDWR SECURING REAR TUBE TO #2 ENG INLET JM884376 0.1 DB132372 0.4 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 30 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED REAR TUBE FROM #2 ENG INLET JM884376 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 30 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED REAR TUBE FROM #2 ENG INLET JM884376 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 30 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED REAR TUBE FROM #2 ENG INLET JM884376 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 30 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED REAR TUBE FROM #2 ENG INLET JM884376 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 30 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED REAR TUBE FROM #2 ENG INLET JM884376 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 30 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED REAR TUBE FROM #2 ENG INLET JM884376 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 31 X 04 REINSTALLED TQ TO 45 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CLAMPS SECURING #2 ENG INLET ANTI ICE VALVE (2EA) JM884376 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 31 X 04 REINSTALLED TQ TO 45 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED CLAMPS SECURING #2 ENG INLET ANTI ICE VALVE (2EA) JM884376 0.1 DB132372 1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 31 X 04 REINSTALLED TQ TO 45 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CLAMPS SECURING #2 ENG INLET ANTI ICE VALVE (2EA) JM884376 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 31 X 04 REINSTALLED TQ TO 45 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CLAMPS SECURING #2 ENG INLET ANTI ICE VALVE (2EA) JM884376 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 31 X 04 REINSTALLED TQ TO 45 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CLAMPS SECURING #2 ENG INLET ANTI ICE VALVE (2EA) JM884376 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 31 X 04 REINSTALLED TQ TO 45 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CLAMPS SECURING #2 ENG INLET ANTI ICE VALVE (2EA) JM884376 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 32 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMVOED CANNON PLUG FROM #2 ENG INLET ANTI ICE VALVE P822 JM884376 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 32 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMVOED CANNON PLUG FROM #2 ENG INLET ANTI ICE VALVE P822 JM884376 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 32 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMVOED CANNON PLUG FROM #2 ENG INLET ANTI ICE VALVE P822 JM884376 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 32 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMVOED CANNON PLUG FROM #2 ENG INLET ANTI ICE VALVE P822 JM884376 0.1 DB132372 0.3 F




Page 101 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 32 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMVOED CANNON PLUG FROM #2 ENG INLET ANTI ICE VALVE P822 JM884376 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 32 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMVOED CANNON PLUG FROM #2 ENG INLET ANTI ICE VALVE P822 JM884376 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 33 X 04 REPLACED WITH SN 5386
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENG INLET ANTI ICE VALVE SN 11250 FROM INLET JM884376 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 33 X 04 REPLACED WITH SN 5386
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENG INLET ANTI ICE VALVE SN 11250 FROM INLET JM884376 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 33 X 04 REPLACED WITH SN 5386
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENG INLET ANTI ICE VALVE SN 11250 FROM INLET JM884376 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 33 X 04 REPLACED WITH SN 5386
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENG INLET ANTI ICE VALVE SN 11250 FROM INLET JM884376 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 33 X 04 REPLACED WITH SN 5386
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENG INLET ANTI ICE VALVE SN 11250 FROM INLET JM884376 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 33 X 04 REPLACED WITH SN 5386
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #2 ENG INLET ANTI ICE VALVE SN 11250 FROM INLET JM884376 0.1 DB132372 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 34 X 04 INSTALLED, TQ'D 125 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD HDW HOLDING SUPPORT TUBE TO #2 ENG KJ781803 0.1 LF921636 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 34 X 04 INSTALLED, TQ'D 125 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD HDW HOLDING SUPPORT TUBE TO #2 ENG KJ781803 0.1 LF921636 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 34 X 04 INSTALLED, TQ'D 125 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD HDW HOLDING SUPPORT TUBE TO #2 ENG KJ781803 0.1 LF921636 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 34 X 04 INSTALLED, TQ'D 125 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD HDW HOLDING SUPPORT TUBE TO #2 ENG KJ781803 0.1 LF921636 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 34 X 04 INSTALLED, TQ'D 125 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD HDW HOLDING SUPPORT TUBE TO #2 ENG KJ781803 0.1 LF921636 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 34 X 04 INSTALLED, TQ'D 125 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD HDW HOLDING SUPPORT TUBE TO #2 ENG KJ781803 0.1 LF921636 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 35 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD SUPPORT TUBE FROM #2 ENGINE KJ781803 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 35 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD SUPPORT TUBE FROM #2 ENGINE KJ781803 0.1 LF921636 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 35 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD SUPPORT TUBE FROM #2 ENGINE KJ781803 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 35 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD SUPPORT TUBE FROM #2 ENGINE KJ781803 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 35 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD SUPPORT TUBE FROM #2 ENGINE KJ781803 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 35 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD SUPPORT TUBE FROM #2 ENGINE KJ781803 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 36 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD HSS FROM #2 ENGINE KJ781803 0.1 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 36 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD HSS FROM #2 ENGINE KJ781803 0.1 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 36 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD HSS FROM #2 ENGINE KJ781803 0.1 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 36 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD HSS FROM #2 ENGINE KJ781803 0.1 LF921636 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 36 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD HSS FROM #2 ENGINE KJ781803 0.1 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 36 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD HSS FROM #2 ENGINE KJ781803 0.1 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 37 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RINGS FROM #2 HSS KJ781803 0.1 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 37 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RINGS FROM #2 HSS KJ781803 0.1 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 37 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RINGS FROM #2 HSS KJ781803 0.1 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 37 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RINGS FROM #2 HSS KJ781803 0.1 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 37 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RINGS FROM #2 HSS KJ781803 0.1 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 37 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD O-RINGS FROM #2 HSS KJ781803 0.1 LF921636 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 38 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING FROM #2 ENGINE SUPPORT TUBE KJ781803 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 38 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING FROM #2 ENGINE SUPPORT TUBE KJ781803 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 38 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING FROM #2 ENGINE SUPPORT TUBE KJ781803 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 38 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING FROM #2 ENGINE SUPPORT TUBE KJ781803 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 38 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING FROM #2 ENGINE SUPPORT TUBE KJ781803 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 38 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING FROM #2 ENGINE SUPPORT TUBE KJ781803 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 39 X 04 INSTALLED CONE, TQ'D 55 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CAPTIVE NUTS AND RMD CONE ON AFT #2 ENGINE KJ781803 0.1 LF921636 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 39 X 04 INSTALLED CONE, TQ'D 55 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED CAPTIVE NUTS AND RMD CONE ON AFT #2 ENGINE KJ781803 0.1 LF921636 0.4 F




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8023496

MODEL: UH-60A
NEXT PHASE: 52829

Current Status A: X Current Status E: X

HOURS:
LAST MISSION:

Current Status O:

26-Nov-2014
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To 06-Jan-2015

5153.5

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 39 X 04 INSTALLED CONE, TQ'D 55 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CAPTIVE NUTS AND RMD CONE ON AFT #2 ENGINE KJ781803 0.1 LF921636 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 39 X 04 INSTALLED CONE, TQ'D 55 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CAPTIVE NUTS AND RMD CONE ON AFT #2 ENGINE KJ781803 0.1 LF921636 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 39 X 04 INSTALLED CONE, TQ'D 55 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CAPTIVE NUTS AND RMD CONE ON AFT #2 ENGINE KJ781803 0.1 LF921636 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 39 X 04 INSTALLED CONE, TQ'D 55 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CAPTIVE NUTS AND RMD CONE ON AFT #2 ENGINE KJ781803 0.1 LF921636 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 40 X 04 REPLACED TIGHTEN EACH NUT FINGERTIGHT.
ADVANCE NUT TO NEXT CASTELLATION
AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD OUTER MOUNT LINKS FROM ENGINE FLANGE KJ781803 0.1 DL897874 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 40 X 04 REPLACED TIGHTEN EACH NUT FINGERTIGHT.
ADVANCE NUT TO NEXT CASTELLATION
AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD OUTER MOUNT LINKS FROM ENGINE FLANGE KJ781803 0.1 DL897874 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 40 X 04 REPLACED TIGHTEN EACH NUT FINGERTIGHT.
ADVANCE NUT TO NEXT CASTELLATION
AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD OUTER MOUNT LINKS FROM ENGINE FLANGE KJ781803 0.1 DL897874 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 40 X 04 REPLACED TIGHTEN EACH NUT FINGERTIGHT.
ADVANCE NUT TO NEXT CASTELLATION
AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD OUTER MOUNT LINKS FROM ENGINE FLANGE KJ781803 0.1 DL897874 1 F




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

MODEL: UH-60A
NEXT PHASE: 52829

Current Status A: X

Current Status E: X

FOR: K08DD2
SERIAL NUMBER: 8023496

HOURS:
LAST MISSION:

Current Status O:

26-Nov-2014
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To 06-Jan-2015

5153.5

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 40 X 04 REPLACED TIGHTEN EACH NUT FINGERTIGHT.
ADVANCE NUT TO NEXT CASTELLATION
AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD OUTER MOUNT LINKS FROM ENGINE FLANGE KJ781803 0.1 DL897874 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 40 X 04 REPLACED TIGHTEN EACH NUT FINGERTIGHT.
ADVANCE NUT TO NEXT CASTELLATION
AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD OUTER MOUNT LINKS FROM ENGINE FLANGE KJ781803 0.1 DL897874 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 41 X 04 REPLACED TIGHTEN EACH NUT FINGERTIGHT.
ADVANCE NUT TO NEXT CASTELLATION
AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD INNER MOUNT LINKS FROM ENGINE FLANGE KJ781803 0.1 DL897874 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 41 X 04 REPLACED TIGHTEN EACH NUT FINGERTIGHT.
ADVANCE NUT TO NEXT CASTELLATION
AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD INNER MOUNT LINKS FROM ENGINE FLANGE KJ781803 0.1 DL897874 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 41 X 04 REPLACED TIGHTEN EACH NUT FINGERTIGHT.
ADVANCE NUT TO NEXT CASTELLATION
AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD INNER MOUNT LINKS FROM ENGINE FLANGE KJ781803 0.1 DL897874 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 41 X 04 REPLACED TIGHTEN EACH NUT FINGERTIGHT.
ADVANCE NUT TO NEXT CASTELLATION
AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD INNER MOUNT LINKS FROM ENGINE FLANGE KJ781803 0.1 DL897874 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 41 X 04 REPLACED TIGHTEN EACH NUT FINGERTIGHT.
ADVANCE NUT TO NEXT CASTELLATION
AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD INNER MOUNT LINKS FROM ENGINE FLANGE KJ781803 0.1 DL897874 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 41 X 04 REPLACED TIGHTEN EACH NUT FINGERTIGHT.
ADVANCE NUT TO NEXT CASTELLATION
AND REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD INNER MOUNT LINKS FROM ENGINE FLANGE KJ781803 0.1 DL897874 1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 42 X 04 INSTALLED, TIGHTENED FINGERTIGHT, TIGHTENED TO NEXT
CASTELLATION, COTTER KEYED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CENTER MOUNT LINKS FROM ENGINE FLANGE DL897874 0.2 SK725884 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 42 X 04 INSTALLED, TIGHTENED FINGERTIGHT, TIGHTENED TO NEXT
CASTELLATION, COTTER KEYED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CENTER MOUNT LINKS FROM ENGINE FLANGE DL897874 0.2 SK725884 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 42 X 04 INSTALLED, TIGHTENED FINGERTIGHT, TIGHTENED TO NEXT
CASTELLATION, COTTER KEYED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CENTER MOUNT LINKS FROM ENGINE FLANGE DL897874 0.2 SK725884 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 42 X 04 INSTALLED, TIGHTENED FINGERTIGHT, TIGHTENED TO NEXT
CASTELLATION, COTTER KEYED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CENTER MOUNT LINKS FROM ENGINE FLANGE DL897874 0.2 SK725884 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 42 X 04 INSTALLED, TIGHTENED FINGERTIGHT, TIGHTENED TO NEXT
CASTELLATION, COTTER KEYED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CENTER MOUNT LINKS FROM ENGINE FLANGE DL897874 0.2 SK725884 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 42 X 04 INSTALLED, TIGHTENED FINGERTIGHT, TIGHTENED TO NEXT
CASTELLATION, COTTER KEYED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CENTER MOUNT LINKS FROM ENGINE FLANGE DL897874 0.2 SK725884 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 43 X 04 INSTALLED ( SERIAL # 937)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED # 2 SDC FOR ENGINE SWAP KJ781803 0.1 DB724139 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 43 X 04 INSTALLED ( SERIAL # 937)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED # 2 SDC FOR ENGINE SWAP KJ781803 0.1 DB724139 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 5282.9 LAST MISSION: 26-Nov-2014

Current Status A: X Current Status E: X

Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 43 X 04 INSTALLED ( SERIAL # 937)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED # 2 SDC FOR ENGINE SWAP KJ781803 0.1 DB724139 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 43 X 04 INSTALLED ( SERIAL # 937)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED # 2 SDC FOR ENGINE SWAP KJ781803 0.1 DB724139 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 43 X 04 INSTALLED ( SERIAL # 937)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED # 2 SDC FOR ENGINE SWAP KJ781803 0.1 DB724139 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 43 X 04 INSTALLED ( SERIAL # 937)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED # 2 SDC FOR ENGINE SWAP KJ781803 0.1 DB724139 0.5 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Oct-2014  2:04 PM 3 X JL928355 51525 02-Oct-2014 5152.5 0 6 00

FAULT WRITE-UP:

ELASTOMERIC BEARING PART NUMBER AND SERIAL NUMBER
VERIFICATION REQUIRED BEFORE 5642.9 AIRCRAFT HOURS , BUT
NLT 04SEP14 IAW H-60-12-AMAM-16

ACTION TAKEN:
DUPLICATE WRITE UP. SEE FAULT 1 DATED 2 OCT 2014

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JS844198 0.1 LF921636 0.1 F
E G 2 00 F -1

DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Oct-2014 7:40 PM 1 X LF921636 5152.5 03-Oct-2014 5152.5 0 6 05
FAULT WRITE-UP: ACTION TAKEN:
THRUST BEARING PART NUMBER AND SERIAL NUMBER COMPLIED WITH H-60-12-AMAM-16. P/N 70102-08100-044. YELLOW
VERIFICATION REQUIRED BEFORE 5642.9 AIRCRAFT HOURS , BUT S/N 32317, BLACK S/N 30730, BLUE S/N 37805, RED S/N
NLT 04SEP14 IAW H-60-12-AMAM-16 UNREADABLE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JM884376 0.1 JL928355 1 F
O G 1 05 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 07-Oct-2014 7:28 AM 2 X 5152.5 28-0Oct-2014 5152.5 0 6 17B
FAULT WRITE-UP: ACTION TAKEN:
INSP A496 - CF3BR FIRE EXTINGUISHER WEIGHT TEST & COMPLETED
INSPECTION. WAS DUE AT: 18-SEP-2014. UPGRADE TO RED X
STATUS ON 07-OCT-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS TB866532 0.2 LF921636 1 F
0 0 1 17B F -21
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Oct-2014  9:09 AM 1 X DL897874 51525 17-Oct-2014 5152.5 0 G 05
FAULT WRITE-UP: ACTION TAKEN:
RMVD ALL M/R BLADES FOR ENGINES SWAPS INSTALLED BLADES
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JM884376 0.1 TP833044 4 F
B G 3 05 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 1 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RED M/R BLADE ANTI CAM LEVER SPRING UNHOOKED

JM884376 0.1 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 1 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED M/R BLADE ANTI CAM LEVER SPRING UNHOOKED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 1 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED M/R BLADE ANTI CAM LEVER SPRING UNHOOKED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 1 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED M/R BLADE ANTI CAM LEVER SPRING UNHOOKED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 1 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED M/R BLADE ANTI CAM LEVER SPRING UNHOOKED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 2 X 05 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED M/R BLADE DEICE CONNECTOR DISCONNECTED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 2 X 05 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED M/R BLADE DEICE CONNECTOR DISCONNECTED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 2 X 05 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED M/R BLADE DEICE CONNECTOR DISCONNECTED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 2 X 05 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RED M/R BLADE DEICE CONNECTOR DISCONNECTED JM884376 0.1 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 2 X 05 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED M/R BLADE DEICE CONNECTOR DISCONNECTED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 3 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED LEAD M/R BLADE PIN REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 3 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED LEAD M/R BLADE PIN REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 3 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED LEAD M/R BLADE PIN REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 3 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED LEAD M/R BLADE PIN REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 3 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED LEAD M/R BLADE PIN REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 4 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED LAG M/R BLADE PIN REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 4 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RED LAG M/R BLADE PIN REMOVED JM884376 0.1 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 4 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED LAG M/R BLADE PIN REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 4 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED LAG M/R BLADE PIN REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 4 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED LAG M/R BLADE PIN REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 5 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED M/R BLADE REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 5 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED M/R BLADE REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 5 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED M/R BLADE REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 5 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED M/R BLADE REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 5 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RED M/R BLADE REMOVED JM884376 0.1 JM258694 0.1 F




Page 114 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 52829

Current Status A: X

Current Status E: X

SERIAL NUMBER: 8023496
LAST MISSION:

Current Status O:

HOURS:
26-Nov-2014

Current Status W:

5153.5

DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 6 X 05 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BLUE M/R BLADE ANTI CAM LEVER SPRING UNHOOKED JM884376 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 6 X 05 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BLUE M/R BLADE ANTI CAM LEVER SPRING UNHOOKED JM884376 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 6 X 05 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BLUE M/R BLADE ANTI CAM LEVER SPRING UNHOOKED JM884376 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 6 X 05 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BLUE M/R BLADE ANTI CAM LEVER SPRING UNHOOKED JM884376 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 6 X 05 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BLUE M/R BLADE ANTI CAM LEVER SPRING UNHOOKED JM884376 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 7 X 05 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BLUE M/R BLADE DEICE CONNECTOR DISCONNECTED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 7 X 05 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BLUE M/R BLADE DEICE CONNECTOR DISCONNECTED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 7 X 05 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BLUE M/R BLADE DEICE CONNECTOR DISCONNECTED JM884376 0.1 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 7 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE M/R BLADE DEICE CONNECTOR DISCONNECTED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 7 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE M/R BLADE DEICE CONNECTOR DISCONNECTED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 8 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE LEAD M/R BLADE PIN REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 8 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE LEAD M/R BLADE PIN REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 8 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE LEAD M/R BLADE PIN REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 8 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE LEAD M/R BLADE PIN REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 8 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE LEAD M/R BLADE PIN REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 9 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BLUE LAG M/R BLADE PIN REMOVED JM884376 1 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 9 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE LAG M/R BLADE PIN REMOVED JM884376 1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 9 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE LAG M/R BLADE PIN REMOVED JM884376 1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 9 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE LAG M/R BLADE PIN REMOVED JM884376 1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 9 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE LAG M/R BLADE PIN REMOVED JM884376 1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 10 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE M/R BLADE REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 10 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE M/R BLADE REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 10 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE M/R BLADE REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 10 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BLUE M/R BLADE REMOVED JM884376 0.1 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 52829

Current Status A: X Current Status E: X

SERIAL NUMBER: 8023496
LAST MISSION:

Current Status O:

HOURS:
26-Nov-2014

Current Status W:

5153.5

DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 10 X 05 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BLUE M/R BLADE REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 11 X 05 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

YELLOW M/R BLADE ANTI CAM LEVER SPRING UNHOOKED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 11 X 05 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

YELLOW M/R BLADE ANTI CAM LEVER SPRING UNHOOKED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 11 X 05 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

YELLOW M/R BLADE ANTI CAM LEVER SPRING UNHOOKED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 11 X 05 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

YELLOW M/R BLADE ANTI CAM LEVER SPRING UNHOOKED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 11 X 05 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

YELLOW M/R BLADE ANTI CAM LEVER SPRING UNHOOKED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 12 X 05 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

YELLOW M/R BLADE DEICE CONNECTOR DISCONNECTED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Oct-2014 12 X 05 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

YELLOW M/R BLADE DEICE CONNECTOR DISCONNECTED JM884376 0.1 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 12 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW M/R BLADE DEICE CONNECTOR DISCONNECTED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 12 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW M/R BLADE DEICE CONNECTOR DISCONNECTED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 12 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW M/R BLADE DEICE CONNECTOR DISCONNECTED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 13 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW LEAD M/R BLADE PIN REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 13 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW LEAD M/R BLADE PIN REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 13 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW LEAD M/R BLADE PIN REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 13 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW LEAD M/R BLADE PIN REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 13 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

YELLOW LEAD M/R BLADE PIN REMOVED JM884376 0.1 JM258694 0.1 F




Page 119 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 14 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW LAG M/R BLADE PIN REMOVED JM884376 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 14 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW LAG M/R BLADE PIN REMOVED JM884376 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 14 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW LAG M/R BLADE PIN REMOVED JM884376 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 14 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW LAG M/R BLADE PIN REMOVED JM884376 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 14 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW LAG M/R BLADE PIN REMOVED JM884376 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 15 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW M/R BLADE REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 15 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW M/R BLADE REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 15 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

YELLOW M/R BLADE REMOVED JM884376 0.1 JM258694 0.1 F




Page 120 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 15 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW M/R BLADE REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 15 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW M/R BLADE REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 16 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK M/R BLADE ANTI CAM LEVER SPRING UNHOOKED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 16 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK M/R BLADE ANTI CAM LEVER SPRING UNHOOKED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 16 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK M/R BLADE ANTI CAM LEVER SPRING UNHOOKED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 16 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK M/R BLADE ANTI CAM LEVER SPRING UNHOOKED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 16 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK M/R BLADE ANTI CAM LEVER SPRING UNHOOKED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 17 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BLACK M/R BLADE DEICE CONNECTOR DISCONNECTED JM884376 0.1 JM258694 0.1 F




Page 121 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 17 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK M/R BLADE DEICE CONNECTOR DISCONNECTED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 17 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK M/R BLADE DEICE CONNECTOR DISCONNECTED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 17 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK M/R BLADE DEICE CONNECTOR DISCONNECTED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 17 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK M/R BLADE DEICE CONNECTOR DISCONNECTED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 18 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK LEAD M/R BLADE PIN REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 18 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK LEAD M/R BLADE PIN REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 18 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK LEAD M/R BLADE PIN REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 18 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BLACK LEAD M/R BLADE PIN REMOVED JM884376 0.1 JM258694 0.1 F




Page 122 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 18 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK LEAD M/R BLADE PIN REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 19 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK LAG M/R BLADE PIN REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 19 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK LAG M/R BLADE PIN REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 19 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK LAG M/R BLADE PIN REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 19 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK LAG M/R BLADE PIN REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 19 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK LAG M/R BLADE PIN REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 20 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK M/R BLADE REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 20 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BLACK M/R BLADE REMOVED JM884376 0.1 JM258694 0.1 F




Page 123 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 20 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK M/R BLADE REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 20 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK M/R BLADE REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 20 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK M/R BLADE REMOVED JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 21 X 05 REPLACED COTTER PINS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER PINS JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 21 X 05 REPLACED COTTER PINS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER PINS JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 21 X 05 REPLACED COTTER PINS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER PINS JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 21 X 05 REPLACED COTTER PINS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER PINS JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 21 X 05 REPLACED COTTER PINS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED COTTER PINS JM884376 0.1 JM258694 0.1 F




Page 124 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 28-Oct-2014 4:33 PM 7 X WM948555 51525 20-Nov-2014 5152.5 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
APU ACCUMULATOR LEAKING HYDRAULIC FLUID FROM VENT. REPLACED ACCUMULATOR
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ781803 0.1 DB132372 13 F
M G 3 02 F 7
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
28-Oct-2014 1 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H FUEL ENCLOSURE KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
28-Oct-2014 2 X 02 RENSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H FUEL ENCLOSURE KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
28-Oct-2014 3 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FRONT FUEL ENCLOSURE KJ781803 0.1 DB132372 1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
28-Oct-2014 4 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS FROM ENCLOSURE PANELS (L/R) KJ781803 0.1 DB132372 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
28-Oct-2014 5 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELEC CONNECTOR P290 FROM START VALVE JM884376 0.1 DB132372 0.5 F
DATE SEQ NO STATUS WucC ACTION TAKEN
28-Oct-2014 6 X 02 RECHARGE APU
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RELEASED APU CHARGE FROM APU KJ781803 0.1 DB132372 2 F




Page 125 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Oct-2014 6 X 02 RECHARGE APU
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RELEASED APU CHARGE FROM APU KJ781803 0.1 DL897874 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Oct-2014 7 X 02 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED PRESSURE AND RETURN HOSE FROM APU JK847814 0.1 DL897874 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Oct-2014 8 X 02 RECONNECTED TQ TO 140 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED NITROGEN GAS LINE FROM APU JM884376 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Oct-2014 9 X 02 RECONNECTED LINES TQ PRESSURE LINE TO 140 INLB TQ RETURN
LINE TO 500 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED TEE FITTING FROM APU TO HAND PUMP PRESSURE KJ781803 0.1 DB132372 25 F

AND RETURN LINE

DATE SEQ NO STATUS wuc ACTION TAKEN

28-Oct-2014 10 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE STRAP HANGER FROM APU (2EA) JM884376 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

28-Oct-2014 11 X 02 REPLACED ACCUMULATOR

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD APU ACCUMULATOR FROM ACFT KJ781803 0.1 DB132372 1.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

28-Oct-2014 12 - 02 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CK AND TOOL BOX INVENTORY DUE 0 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

28-Oct-2014 13 X 02 REPLACED HOSE TQ PRESSRE LINE TO 900 INLB TQ RENTURN LINE

1150 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED PRESSURE AND RETURN HOSE FROM APU START JM884376 0.1 DB132372 3 F

VALVE




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

Page 126 of 191
To 06-Jan-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Oct-2014 14 X 02 REINSTALLED TQ TO 340 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED APU START VALVE FROM APU ACCUMULATOR JM884376 0.1 DB132372 1.5 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Nov-2014 10:14 AM 1 X 5152.5 18-Nov-2014 5152.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PREVENTIVE MAINTENANCE DAILY (PMD). WAS DUE COMPLETED
AT: 04-NOV-2014. UPGRADE TO RED X STATUS ON 07-NOV-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ781803 0.1 DB132372 25 F
O O 1 00 F -11
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Nov-2014 11:12 AM 1 X 5152.5 18-Nov-2014 5152.5 0 6 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. WAS COMPLETED
DUE AT: 14-NOV-2014. UPGRADE TO RED X STATUS ON 15-NOV-
2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LF921636 0.1 DB132372 0.3 F
0 0 1 04A06B F -3
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Nov-2014 11:12AM 2 X 5152.5 18-Nov-2014 5152.5 0 6 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. WAS COMPLETED
DUE AT: 14-NOV-2014. UPGRADE TO RED X STATUS ON 15-NOV-
2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LF921636 0.1 DB132372 0.3 F
O 0 1 04A06B F -3

DELAY




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

Page 127 of 191
To 06-Jan-2015

FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Nov-2014 7:20 AM 1 X 5152.5 18-Nov-2014 5152.5 0 6 15
FAULT WRITE-UP: ACTION TAKEN:
INSP A840 - APU HOURS/START UPDATE. WAS DUE AT: 14-NOV- COMPLETED
2014. UPGRADE TO RED X STATUS ON 18-NOV-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LF921636 0.1 DB132372 0.3 F
O O 1 15 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 18-Nov-2014 10:33 AM 2 X DB132372 5152.5 18-Nov-2014 5152.5 0 2 05
FAULT WRITE-UP: ACTION TAKEN:
BLACK BLADE HAS RED BIM INTACATOR SERVICED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JM884376 0.1 DB132372 2 F
K G 2 05 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 1 X 05 REPLACED SAFTY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CUT SAFTY WIRE FORM SRADER VALVE JM884376 0.1 DB132372 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 2 X 05 CLOSED TQTOG60INLB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN SHARED VALVE JM884376 0.1 DB132372 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 21-Nov-2014 1:00 PM 2 X §8840732 51525 24-Nov-2014 5152.5 0 6 05

FAULT WRITE-UP:

TAIL ROTOR BALANCE OUT OF LIMITS. IVHUMS ASKS FOR +10
GRAMS ON QUADRANT 1 AND -89 GRAMS ON QUADRANT 2

ACTION TAKEN:
ADD 89 G TO #4 QUADRANT ON TAIL ROTOR

WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS | LF921636 02 DB132372 1 F
L D 1 05 F -3
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Dec2014 12:34PM 3 X JL906713 51535 02-Dec-2014 5153.5 0 1 05
FAULT WRITE-UP: ACTION TAKEN:
YELLOW M/R BLADE HAS RED BIM FAULT ENTERED IN ERROR
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS | LF921636 02 JL906713 0.1 F
X G 2 05 F 0

DELAY




Page 129 of 191

FOD CHECK AND TOOL BOX INV DUE

0

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Dec-2014 1:39 PM 4 X JL906713 5153.5 02-Dec-2014 5153.5 0 3 05
FAULT WRITE-UP: ACTION TAKEN:
BLACK M/R BLADE HAS RED BIM SERVICED TO 10 PSI
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LF921636 0.2 JL906713 2 F
X G 2 05 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
02-Dec-2014 1 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY FROM BLACK M/R BLADE SHRADER VALVE LF921636 0.2 JL906713 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
02-Dec-2014 1 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY FROM BLACK M/R BLADE SHRADER VALVE LF921636 0.2 JL906713 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
02-Dec-2014 2 X 05 TIGHTENED. TQ TO 60 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED BLACK M/R BLADE HEX NUT LF921636 0.2 JL906713 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
02-Dec-2014 2 X 05 TIGHTENED. TQ TO 60 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED BLACK M/R BLADE HEX NUT LF921636 0.2 JL906713 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
02-Dec-2014 3 - 05 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK AND TOOL BOX INV DUE 0 JL906713 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
02-Dec-2014 3 - 05 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

JL906713 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Dec-2014 11:32AM 3 X JL928355 51535 03-Dec-2014 5153.5 0 G 00
FAULT WRITE-UP: ACTION TAKEN:
BINDING IN PEDALS WRITE UP D IN ERRORENTER..SEE ENTR BELOW
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JS844198 0.1 DL768086 0.1 F
G K 5 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 03-Dec-2014 11:44 AM 4 X DL768086 5153.5 04-Dec-2014 5153.5 0 1 07
FAULT WRITE-UP: ACTION TAKEN:
BINDING IN PEDALS DURING FLT CONTROL CHECK,,RMK: TR ENTERED IN ERROR
SERVO HAS BINDING AND DURING VISUAL INSPECTION OF SERVO,
A VISIBLE SEEN PISTON JUMP. LOUD POPPING COULD BE HEARD
IN THE FWD AND AFT CABIN AREA. RATCHETING COULD BEE SEEN
IN T/R BLADES AND IN M/R BLADES. WITH BOOST ON SLIGHT
AUDIO WAS HEARD, BUT RATCHETING DECREASED . ONLY IN
FIRST STAGE.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LF921636 0.2 JL928355 0.1 F
B A 5 07 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Dec-2014 11:56 AM 5 X DL768086 5153.5 04-Dec-2014 5153.5 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
BLUE AND BLACK T/R BLADE MISSING BOTH(2EA) OUTBOARD T/R REPLACED ZIP TIES
BOOT ZIP TIES
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JS844198 0.1 SK725884 1 F
B G 5 02 -1
DELAY




Page 131 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Dec-2014 11:57 AM 6 X DL768086 5153.5 04-Dec-2014 5153.5 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
RED TR PADLE MISSING OUTBOARD TR BOOT ZIP TIE REPLACED BROKEN TIE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JS844198 0.1 JP900099 1 F
B G 5 02 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 03-Dec-2014 12:00 PM 7 X DL768086 5153.5 04-Dec-2014 5153.5 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
RED T/R OUTBOARD ZIP TIE REPLACED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JS844198 0.1 SK725884 0.5 F
B G 5 02 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 04-Dec-2014 10:11 AM 2 X JL928355 5153.5 04-Dec-2014 5153.5 0 1 07
FAULT WRITE-UP: ACTION TAKEN:
BINDING IN PEDALS DURING FLT CONTROL CHECK,,RMK: SERVO ENTERED IN ERROR
HAS BINDING AND DURING VISUAL INSPECTION OF SERVO, A
VISIBLE SEEN PISTON JUMP. LOUD POPPING COULD BE HEARD IN
THE FWD AND AFT CABIN AREA. RATCHETING COULD BEE SEEN IN
T/R BLADES AND IN M/R BLADES. WITH BOOST ON SLIGHT AUDIO
WAS HEARD, BUT RATCHETING DECREASED . ONLY IN FIRST
STAGE.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LF921636 0.2 JL928355 0.1 F
T K 5 07 F 0
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 04-Dec-2014 10:13AM 3 X JL928355 51535 05-Dec-2014 5153.5 0 S 07
FAULT WRITE-UP: ACTION TAKEN:
BINDING IN PEDALS DURING FLT CONTROL CHECK,,RMK: YAW REMOVED ASSY AND NULLED ON BENCH. RE-INSTALLED AND
BOOST SERVO HAS BINDING AND DURING VISUAL INSPECTION OF MOC'D COMPLETE

SERVO, A VISIBLE SEEN PISTON JUMP. LOUD POPPING COULD BE
HEARD IN THE FWD AND AFT CABIN AREA. RATCHETING COULD
BEE SEEN IN T/R BLADES AND IN M/R BLADES. WITH BOOST ON
SLIGHT AUDIO WAS HEARD, BUT RATCHETING DECREASED . ONLY
IN FIRST STAGE.

WHEN HOwW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JS844198 0.1 SK725884 7 F
T K 5 07 F -1
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

04-Dec-2014 1 X 07 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SAFETY FROM BLEED VALVE ON YAW BOOT SERVO JS844198 0.1 KB179627 1 F
DATE SEQNO STATUS wucC ACTION TAKEN

04-Dec-2014 1 X 07 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SAFETY FROM BLEED VALVE ON YAW BOOT SERVO JS844198 0.1 KB179627 1 F
DATE SEQNO STATUS wucC ACTION TAKEN

04-Dec-2014 2 X 07 TIGHTENED BLEED VALVE SCREW

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOSENED BLEED VALVE SCREW JS844198 0.1 JL928355 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN

04-Dec-2014 2 X 07 TIGHTENED BLEED VALVE SCREW

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOSENED BLEED VALVE SCREW JS844198 0.1 JL928355 0.1 F




Report Date: 06-Jan-2015

Page 133 of 191

Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8023496

NEXT PHASE: 52829

HOURS: 5153.5
LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 04-Dec-2014 12:15PM 4 X SK725884 5153.5 05-Dec-2014 5153.5 0 S 07A23
FAULT WRITE-UP: ACTION TAKEN:
SAS SERVO ASSEMBLY TEST IN PROGRESS INSTALLED AND MOC COMPLETE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JS844198 0.1 SK725884 8 F
B G 4 07A23 F -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Dec-2014 1 X 07A23 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETIES FROM YAW BOOST ASSEMBLY MAIN BOLTS TO JS844198 0.1 KB179627 1 F
MANIFOLD ASSY
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Dec-2014 1 X 07A23 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETIES FROM YAW BOOST ASSEMBLY MAIN BOLTS TO JS844198 0.1 KB179627 1 F
MANIFOLD ASSY
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Dec-2014 1 X 07A23 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETIES FROM YAW BOOST ASSEMBLY MAIN BOLTS TO JS844198 0.1 SK725884 1 F
MANIFOLD ASSY
DATE SEQ NO STATUS WucC ACTION TAKEN
04-Dec-2014 1 X 07A23 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETIES FROM YAW BOOST ASSEMBLY MAIN BOLTS TO JS844198 0.1 SK725884 1 F
MANIFOLD ASSY
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Dec-2014 2 X 07A23 INSTALLED 185"LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BOLTS SECURING YAW BOOST SERVO TO MANIFOLD (4 EA) JS844198 0.1 KB179627 0.5 F
DATE SEQ NO STATUS WucC ACTION TAKEN
04-Dec-2014 2 X 07A23 INSTALLED 185"LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BOLTS SECURING YAW BOOST SERVO TO MANIFOLD (4 EA) JS844198 0.1 KB179627 0.5 F




Page 134 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Dec-2014 2 X 07A23 INSTALLED 185"LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BOLTS SECURING YAW BOOST SERVO TO MANIFOLD (4 EA) JS844198 0.1 SK725884 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Dec-2014 2 X 07A23 INSTALLED 185"LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BOLTS SECURING YAW BOOST SERVO TO MANIFOLD (4 EA) JS844198 0.1 SK725884 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Dec-2014 3 X 07A23 CONNECTED P470R
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED PRESSURE SWITCH ELECTRICAL CONNECTOR JS844198 0.1 SK725884 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Dec-2014 3 X 07A23 CONNECTED P470R
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED PRESSURE SWITCH ELECTRICAL CONNECTOR JS844198 0.1 SK725884 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Dec-2014 4 X 07A23 CONNECTED P462R
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED SERVOVALVE ELECTRICAL CONNECTOR JS844198 0.1 KB179627 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Dec-2014 4 X 07A23 CONNECTED P462R
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED SERVOVALVE ELECTRICAL CONNECTOR JS844198 0.1 KB179627 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Dec-2014 5 X 07A23 INSTALLED TQ TO 45" LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE SECURING OUTPUT LEVER TO STRUT ASSY JS844198 0.1 SK725884 0.7 F
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Dec-2014 5 X 07A23 INSTALLED TQ TO 45" LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HARDWARE SECURING OUTPUT LEVER TO STRUT ASSY JS844198 0.1 SK725884 0.7 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
04-Dec-2014 6 X 07A23 INSTALLED TQ 45" LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE SECURING INPUT LEVER TO STRUT ASSY (3 JS844198 0.1 KB179627 0.5 F
EA)

DATE SEQ NO STATUS wucC ACTION TAKEN
04-Dec-2014 6 X 07A23 INSTALLED TQ 45" LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE SECURING INPUT LEVER TO STRUT ASSY (3 JS844198 0.1 KB179627 0.5 F
EA)

DATE SEQ NO STATUS wucC ACTION TAKEN
04-Dec-2014 7 X 07A23 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YAW BOOST SERVO ASSEMBLY FROM MANIFOLD QUICK JS844198 0.1 KB179627 0.7 F

DISCONNECTS

DATE SEQ NO STATUS wuc ACTION TAKEN
04-Dec-2014 7 X 07A23 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YAW BOOST SERVO ASSEMBLY FROM MANIFOLD QUICK JS844198 0.1 KB179627 0.7 F

DISCONNECTS

DATE SEQ NO STATUS wuc ACTION TAKEN
04-Dec-2014 7 X 07A23 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YAW BOOST SERVO ASSEMBLY FROM MANIFOLD QUICK JS844198 0.1 SK725884 0.6 F

DISCONNECTS

DATE SEQ NO STATUS wuc ACTION TAKEN
04-Dec-2014 7 X 07A23 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YAW BOOST SERVO ASSEMBLY FROM MANIFOLD QUICK JS844198 0.1 SK725884 0.6 F

DISCONNECTS

DATE SEQ NO STATUS wuc ACTION TAKEN
04-Dec-2014 8 X 07A23 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOCKWIRE FROM NULLING SCREW COVER JS844198 0.1 KB179627 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
04-Dec-2014 8 X 07A23 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED LOCKWIRE FROM NULLING SCREW COVER JS844198 0.1 KB179627 0.5 F




Page 136 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 5282.9 LAST MISSION: 26-Nov-2014

Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
04-Dec-2014 9 X 07A23 TIGHTENED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED NULLING SCREW JAMNUT JS844198 0.1 KB179627 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
04-Dec-2014 9 X 07A23 TIGHTENED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED NULLING SCREW JAMNUT JS844198 0.1 KB179627 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
04-Dec-2014 10 - 07A23 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY REQUIRED 0 SK725884 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
04-Dec-2014 10 - 07A23 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY REQUIRED 0 SK725884 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
04-Dec-2014 11 - 07A23 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQUIRED 0 KB179627 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
04-Dec-2014 11 - 07A23 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQUIRED 0 KB179627 0.5 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 10-Dec-2014 2:56 PM 4 X 5153.5 12-Dec-2014 5153.5 0 T 06H23
FAULT WRITE-UP: ACTION TAKEN:
REPLACEMENT DUE ON FAN AXIAL (PN: 70361-03005-107, SN: COMGENED IN ERROR DUE TO WRONG HOURS ON DA FORM
96920014SB). DUE AT: 4119.0 HOURS. 2408-16. CORRECT HRS ARE 6313 REPLACEMENT HOURS ACFT.
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JM884376 0.1 TB866532 1 F
o o} 1 06H23 F -2
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Dec-2014 7:15 AM 1 X 5153.5 12-Dec-2014 5153.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PREVENTIVE MAINTENANCE DAILY (PMD). WAS DUE INSP OK
AT: 09-DEC-2014. UPGRADE TO RED X STATUS ON 12-DEC-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JK847814 0.3 TB866532 2 F
O O 1 00 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

12-Dec-2014 1 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #1 0 TB866532 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN

12-Dec-2014 2 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #2 0 TB866532 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN

12-Dec-2014 3 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #3 0 TB866532 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

12-Dec-2014 4 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #4 0 TB866532 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

12-Dec-2014 5 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #5 0 TB866532 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN

12-Dec-2014 6 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #6 0 TB866532 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Dec-2014 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R D/S COVERS 0 TB866532 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Dec-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R PYLON D/S COVER 0 TB866532 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Dec-2014 9 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INT. G/B COVER 0 TB866532 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Dec-2014 10 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE T/R G/B FWD FAIRING 0 TB866532 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Dec-2014 11 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN M/R SLIDING PYON COVER 0 TB866532 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Dec-2014 12 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN OIL COOLER ACCESS DOORS 0 TB866532 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Dec-2014 13 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK 0 TB866532 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Dec-2014 14 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 TB866532 0.1 F

IVHMS
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Dec-2014 15 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 TB866532 0.1 F
TDFM.

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Dec-2014 16 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 TB866532 0.1 F

JUL 13. SINGLE AHRU CONFIGURATION.

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Dec-2014 17 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 TB866532 0.1 F
NOV 12 AIR WARRIOR BLOCK .

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Dec-2014 18 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 TB866532 0.1 F

OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Dec-2014 19 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 TB866532 0.2 F
W A WR 1566,

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Dec-2014 20 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 TB866532 0.1 F

20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Dec-2014 21 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 TB866532 0.1 F

MAR 13 LIGHT EMITTING DIODE (LED)

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Dec-2014 22 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 TB866532 0.1 F

MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND




Report Date: 06-Jan-2015
CLOSED FAULT REPORT

Page 140 of 191

Selection Range : 01-Jul-2014 To 06-Jan-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Dec-2014 23 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 TB866532 0.1 F
(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Dec-2014 24 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 TB866532 0.1 F
APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Dec-2014 7:12 AM 2 X 5153.5 16-Dec-2014 5153.5 0 G 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. WAS COMPLETED LCF1 1652, LCF2 5575, INDEX 14904, HRS 2997
DUE AT: 15-DEC-2014. UPGRADE TO RED X STATUS ON 16-DEC-
2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS TB866532 0.2 DL897874 0 F
O O 1 04A06B F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 16-Dec-2014 7:12 AM 3 X 5153.5 16-Dec-2014 5153.5 0 G 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. WAS COMPLETED LCF1 1259, LCF2 3983, INDEX 5917, HRS 2570
DUE AT: 15-DEC-2014. UPGRADE TO RED X STATUS ON 16-DEC-
2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS TB866532 0.2 DL897874 0.3 F
0 0 1 04A06B F 0
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 23-Oct-2014  7:05 PM 17 ® JM258694 51525 21-Nov-2014 5152.5 0 R 02
FAULT WRITE-UP: ACTION TAKEN:
RESTRICTED TO GROUND RUNS FOR INLET CAGES BEING REMOVED CAGES
INSTALLED ON #1 AND #2 ENGINES
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DL897874 0.2 SK725884 0.8 F
B G 2 02 F 1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 23-Oct-2014 7:08 PM 18 ® JM258694 51525 22-Nov-2014 5152.5 0 1 02
FAULT WRITE-UP: ACTION TAKEN:
RESTRICTED TO GROUND RUNS FOR CAMERAS INSTALLED ON #1 REMOVED CAMERAS
AND #2 HSS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LF921636 0.2 SK725884 2 F
B G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 23-Oct-2014  7:09 PM 19 ® JM258694 51525 22-Nov-2014 5152.5 0 R 02
FAULT WRITE-UP: ACTION TAKEN:
RESTRICTED TO LMTF FOR NOSE CAMERA BEING INSTALLED REMOVED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DL897874 0.2 SK725884 0.8 F
B G 2 02 F 0
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Nov-2014 9:58 AM 2 ® LF921636 5152.5 10-Dec-2014 5153.5 0 2 16A01
FAULT WRITE-UP: ACTION TAKEN:
AIRCRAFT RESTRICTED FROM CARGO HOOK MISSIONS (SQUIB SQUIB INSTALLED
REMOVED FOR ACFT RETIREMENT)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DL897874 0.2 DL774589 0.5 F
O G 1 16A01 F -5
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Jul-2014  4:42 PM 9 - 5152.5 22-Jul-2014 5152.5 0 6 10D

FAULT WRITE-UP:

INSP A665 - REPLACE FUEL CELL O-RING SEAL. DUE AT: 30-JUL-
2014. UPGRADE TO RED X STATUS ON 30-AUG-2014

ACTION TAKEN:

INSP DEFERRED IAW MEC F181736A FOR 120 DAYS UNTIL 28 NOV
14

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 55272654 0.1 F
O O 1 10D F -7
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 15-Jul-2014  4:42 PM 10 - 5152.5 22-Jul-2014 5152.5 0 6 02

FAULT WRITE-UP:

INSP A670 - CABIN TUB INSPECTION. DUE AT: 30-JUL-2014.
UPGRADE TO RED X STATUS ON 30-AUG-2014

WHEN HOW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
O O 1 02 F -7

DELAY

ACTION TAKEN:

INSP DEFERRED TILL 28 NOV 14 FOR MOVEMENT BACK TO

CONUS.
TIPID MMH PID MMH TYPE

0 §8272654 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 15-Jul-2014  4:42 PM 11 - 5152.5 22-Jul-2014 5152.5 0 6 10D

FAULT WRITE-UP:

INSP A673 - FUEL CELL CORROSION INSPECTION. DUE AT: 30-JUL-
2014. UPGRADE TO RED X STATUS ON 30-AUG-2014

ACTION TAKEN:

INSP DEFERRED IAW MEC F181736A FOR 120 DAYS UNTIL 28 NOV
14

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 §S5272654 0.1 F
o o} 1 10D F -7
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jul-2014  4:42 PM 12 - 5152.5 22-Jul-2014 5152.5 0 6 11

FAULT WRITE-UP:

INSP A675 - FLIGHT CONTROL ROD INSP. DUE AT: 30-JUL-2014.
UPGRADE TO RED X STATUS ON 30-AUG-2014

ACTION TAKEN:

INSP DEFERRED IAW MEC F181736A FOR 120 DAYS UNTIL 28 NOV
14

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 55272654 0.1 F
O O 1 11 F -7
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 22-Jul-2014  8:02 AM 1 - 5152.5 22-Jul-2014 5152.5 0 P 00

FAULT WRITE-UP:

INSP A177 - 90 DAY REVIEW/UPDATE OF 365-4 ENTRIES. DUE AT:
25-JUL-2014. UPGRADE TO RED X STATUS ON 26-JUL-2014

WHEN HOW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
O O 1 00 F 0

DELAY

ACTION TAKEN:
COMPLETED

TIPID MMH PID MMH TYPE

0 §8272654 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT

FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Jul-2014  9:03 AM 2 - 5152.5 02-Dec-2014 5153.5 0 6 02

FAULT WRITE-UP:

VERIFICATION OF CHART A AND C, 365-4 UPON ARRIVAL HOME
STATION ( REMOVAL OF BAPS, FLIR, CMWS, SATCOM B KIT)

ACTION TAKEN:
CHART C UPDATED

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.5 F
B G 1 02 F 15
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 02-Aug-2014 10:24 AM 2 - 5152.5 28-Oct-2014 5152.5 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
INSP E804 - BFT DAGGER BATTERY REPLACEMENT . DUE AT: 22- NOT LCF INSP
AUG-2014. UPGRADE TO RED X STATUS ON 10-SEP-2014
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
O O 1 19 F -28
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC

A 16-Sep-2014 10:13AM 6 - 5152.5 01-Oct-2014 5152.5 0 1 05A02

FAULT WRITE-UP: ACTION TAKEN:

INSP A501 - MAIN ROTOR BLADE PRESSURE CHECK. DUE AT: 19- COMPLETED
SEP-2014. UPGRADE TO RED X STATUS ON 08-OCT-2014 BL=10.75 PSI
BLK = 11.00 PSI
RED = 11.00 PSI
YELLOW =11.00 PSI
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JL906713 2 F
O O 1 05A02 F 14
DELAY

13-2s to Follow

DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2014 1 X 05A02 INSTALLED

FAULT WRITE-UP:

TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW CAP FROM SHRADER VALVE ON BLUE M/R BLADE  LF921636 0.1 DL897874 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 52829

Current Status A: X Current Status E: X

SERIAL NUMBER: 8023496
LAST MISSION:

Current Status O:

HOURS:
26-Nov-2014

Current Status W:

5153.5

DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2014 1 X 05A02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW CAP FROM SHRADER VALVE ON BLUE M/R BLADE  LF921636 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2014 2 X 05A02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW CAP FROM SHRADER VALVE ON YELLOW M/R LF921636 0.1 DL897874 0.3 F
BLADE
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2014 2 X 05A02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW CAP FROM SHRADER VALVE ON YELLOW M/R LF921636 0.1 DL897874 0.3 F
BLADE
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2014 3 X 05A02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW CAP FROM SHRADER VALVE ON BLACK M/R BLADE LF921636 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2014 3 X 05A02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW CAP FROM SHRADER VALVE ON BLACK M/R BLADE LF921636 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2014 4 X 05A02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW CAP FROM SHRADER VALVE ON RED M/R BLADE LF921636 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2014 4 X 05A02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW CAP FROM SHRADER VALVE ON RED M/R BLADE LF921636 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2014 5 X 05A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM SHRADER VALVE ON BLUE M/R BLADE LF921636 0.1 DL897874 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 5 X 05A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM SHRADER VALVE ON BLUE M/R BLADE LF921636 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 6 X 05A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM SHRADER VALVE ON YELLOW M/R BLADE LF921636 0.1 JL906713 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 6 X 05A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM SHRADER VALVE ON YELLOW M/R BLADE LF921636 0.1 JL906713 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 7 X 05A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM SHRADER VALVE ON BLACK M/R BLADE LF921636 0.1 JL906713 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 7 X 05A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM SHRADER VALVE ON BLACK M/R BLADE LF921636 0.1 JL906713 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 8 X 05A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM SHRADER VALVE ON RED M/R BLADE LF921636 0.1 JL906713 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 8 X 05A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM SHRADER VALVE ON RED M/R BLADE LF921636 0.1 JL906713 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 9 X 05A02 TIGHTENED TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED SHRADER VALVE ON BLUE M/R BLADE LF921636 0.1 DL897874 0.3 F




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8023496
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 52829

Current Status A: X

Current Status E: X

Current Status O:

HOURS:
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To 06-Jan-2015

26-Nov-2014

5153.5

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 9 X 05A02 TIGHTENED TQ TO 70 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED SHRADER VALVE ON BLUE M/R BLADE LF921636 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 9 X 05A02 TIGHTENED TQ TO 70 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED SHRADER VALVE ON BLUE M/R BLADE LF921636 0.1 JL906713 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 9 X 05A02 TIGHTENED TQ TO 70 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED SHRADER VALVE ON BLUE M/R BLADE LF921636 0.1 JL906713 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 10 X 05A02 TIGHTENED TQ TO 70 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED SHRADER VALVE ON YELLOW M/R BLADE LF921636 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 10 X 05A02 TIGHTENED TQ TO 70 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED SHRADER VALVE ON YELLOW M/R BLADE LF921636 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 10 X 05A02 TIGHTENED TQ TO 70 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED SHRADER VALVE ON YELLOW M/R BLADE LF921636 0.1 JL906713 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 10 X 05A02 TIGHTENED TQ TO 70 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED SHRADER VALVE ON YELLOW M/R BLADE LF921636 0.1 JL906713 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 11 X 05A02 TIGHTENED TQ TO 70 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED SHRADER VALVE ON BLACK M/R BLADE LF921636 0.1 DL897874 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 11 X 05A02 TIGHTENED TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED SHRADER VALVE ON BLACK M/R BLADE LF921636 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 11 X 05A02 TIGHTENED TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED SHRADER VALVE ON BLACK M/R BLADE LF921636 0.1 JL906713 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 11 X 05A02 TIGHTENED TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED SHRADER VALVE ON BLACK M/R BLADE LF921636 0.1 JL906713 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 12 X 05A02 TIGHTENED TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED SHRADER VALVE ON RED M/R BLADE LF921636 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 12 X 05A02 TIGHTENED TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED SHRADER VALVE ON RED M/R BLADE LF921636 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 12 X 05A02 TIGHTENED TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED SHRADER VALVE ON RED M/R BLADE LF921636 0.1 JL906713 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 12 X 05A02 TIGHTENED TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED SHRADER VALVE ON RED M/R BLADE LF921636 0.1 JL906713 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 13 - 05A02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL AND FOD CHECK DUE 0 DL897874 0.2 F




Page 149 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 13 - 05A02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK DUE 0 DL897874 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Sep-2014 10:13 AM 8 - 5152.5 28-Oct-2014 5152.5 0 L 09B01A
FAULT WRITE-UP: ACTION TAKEN:
INSP A580 - RETURN SLAB TO AVIM FOR CAPACITY CHECK RMVD SLAB S/N 40530681 FOR CAPACITY CHECK, INSTALLED S/N
EIC: RSA WUC: 09B01A . DUE AT: 15-OCT-2014. UPGRADE TO 40524806 FOR REPLACEMENT
RED X STATUS ON 15-NOV-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 TP833044 0.5 F
0 0 1 09B01A F -13
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 16-Sep-2014 10:14 AM 9 - KJ781803 5152.5 16-Sep-2014 5152.5 0 G 06
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH REQUIREMENTS OF H-60-14-ASAM-10 BY 16 SEP 14. COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 KJ781803 0.1 D
0 0 1 06 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Oct-2014 7:28 AM 1 - 5152.5 28-0ct-2014 5152.5 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A177 - 90 DAY REVIEW/UPDATE OF 365-4 ENTRIES. DUE AT: COMPLETED
20-OCT-2014. UPGRADE TO RED X STATUS ON 30-OCT-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DL897874 0.3 F
O O 1 00 F -21
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Oct-2014  8:26 AM 3 - JM884376  5152.5 07-Oct-2014 5152.5 0 T 00
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH REQUIREMENTS OF H-60-14-AMAM-19 BY 30 NOV COMPLIED WITH
2014. LCF CHG 66.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JM884376 0.2 F
O O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 14-Oct-2014 7:16 AM 1 - 5152.5 15-Oct-2014 5152.5 0 W 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. DUE COMPLETED
AT: 16-OCT-2014. UPGRADE TO RED X STATUS ON 17-OCT-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JS012230 0.5 F
0 0 1 04A06B F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Oct-2014 7:16 AM 2 - 5152.5 15-Oct-2014 5152.5 0 W 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. DUE COMPLETED
AT: 16-OCT-2014. UPGRADE TO RED X STATUS ON 17-OCT-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JS012230 0.5 F
0 0 1 04A06B F -1
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

E 23-Oct-2014 9:56 AM 1 - 5152.5 28-Oct-2014 5152.5 0 6 19H

FAULT WRITE-UP:

INSP E108 - KY-58 PMCS/OPNL CHECK (STANDBY). DUE AT: 31-OCT
-2014. UPGRADE TO RED X STATUS ON 04-NOV-2014

ACTION TAKEN:
KY-58'S REMOVED FOR ACFT RETIREMENT

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
o} o} 1 19H F -5
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 23-Oct-2014  9:56 AM 6 - 5152.5 23-Oct-2014 5152.5 0 1 09BO1A
FAULT WRITE-UP: ACTION TAKEN:
INSP AQ092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1) COMPLETED
EIC: RSA WUC: 09B01A. DUE AT: 31-OCT-2014. UPGRADE TO RED
X STATUS ON 04-NOV-2014
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DL897874 0.5 F
O O 1 09BO1A F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 23-Oct-2014  9:56 AM 7 - 5152.5 23-Oct-2014 5152.5 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A103 - AIRCRAFT WASH DUE. DUE AT: 31-OCT-2014. COMPLETED
UPGRADE TO RED X STATUS ON 04-NOV-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JL906713 1 F
O O 1 00 F 0

DELAY




Page 152 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 23-Oct-2014 10:19 AM 10 - TP833044 5152.5 26-Nov-2014 5152.5 0 4 02
FAULT WRITE-UP: ACTION TAKEN:
M/R TRACK AND BALANCE REQUIRED FOR REINSTALLATION OF LMTF COMPLETE
M/R BLADES
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 TP833044 1 F
G G 2 02 F -4
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 23-Oct-2014 10:22 AM 11 - TP833044 5152.5 21-Nov-2014 5152.5 0 4 02

FAULT WRITE-UP:

#1 HIGH SPEED SHAFT VIBRATION CHECK REQUIRED FOR
REPLACEMENT OF #1 ENGINE ASSY

ACTION TAKEN:
COMPLETED, MEASURED .48 IPS

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BR845047 1 F
K G 2 02 F 1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 23-Oct-2014  10:24 AM 12 - TP833044 5152.5 21-Nov-2014 5152.5 0 4 02

FAULT WRITE-UP:

#2 HIGH SPEED SHAFT VIBRATION CHECK REQUIRED FOR
REPLACEMENT OF #2 ENGINE ASSY

WHEN HOW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
G G 2 02 F 1

DELAY

ACTION TAKEN:
COMPLETED, MEASURED .24 IPS

TIPID MMH PID MMH TYPE

0 BR845047 1 F




Page 153 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 23-Oct-2014  4:02 PM 13 - DL897874 51525 20-Nov-2014 5152.5 0 6 06
FAULT WRITE-UP: ACTION TAKEN:
TQ CK REQ ON #1 ENG DESWIRL DUCT LOOP CLAMP. RUN ENG AT COMPLETED OK
LEAST 10 MIN. LET ENG COOL DOWN FOR ONE HR MINIMUM.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DB132372 0.7 F
O G 2 06 F 2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 23-Oct-2014 4:10 PM 14 - DL897874 51255 20-Nov-2014 5152.5 0 6 06
FAULT WRITE-UP: ACTION TAKEN:
TQ CK REQ ON #2 ENG DESWIRL DUCT LOOP CLAMP. RUN ENG AT COMPLETED OK
LEAST 10 MIN. LET ENG COOL DOWN FOR ONE HR MINIMUM.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DB132372 0.7 F
0 G 2 06 F 2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 28-Oct-2014 8:58 AM 1 - 5152.5 28-0ct-2014 5152.5 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A018 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 04- COMPLETED
NOV-2014. UPGRADE TO RED X STATUS ON 07-NOV-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DL897874 0.1 F
0 0 1 00 F 0
DELAY




Page 154 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 28-Oct-2014 9:10 AM 3 - 5152.5 28-Oct-2014 5152.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A018 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 04- DUPLICATE WRITE UP
NOV-2014. UPGRADE TO RED X STATUS ON 07-NOV-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
O O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 28-Oct-2014 11:27 AM 4 - JM884376 51525 28-0ct-2014 5152.5 0 T 00

FAULT WRITE-UP:

COMPLY WITH REQUIREMENTS OF H-60-15-AMAM-02 BY 27 OCT
2014. IVHMS WIRING MANAGEMENT FIRE DETECTION ROUTING.

ACTION TAKEN:
IVHMS INSTALLED SEE ENTRY BELOW.

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JM884376 0.1 F

O O 1 00 F 0

DELAY

DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 28-Oct-2014 11:31AM 6 - JM884376  5152.5 30-Oct-2014 5152.5 0 T 00

FAULT WRITE-UP:

COMPLY WITH H-60-15-SOF-01 OIL COOLER FAN AXIAL BEARING
BY 30 OCT 2014.

WHEN HOW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
O O 1 00 F -2

DELAY

ACTION TAKEN:
COMPLIED WITH

TIPID MMH PID MMH TYPE

0 JM884376 0.1 F




Page 155 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 05-Nov-2014 2:29 PM 1 - JM884376  5152.5 05-Nov-2014 5152.5 0 T 00
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH REQUIREMENTS OF H-60-14-ASAM-09 BEFROE COMPLIED WITH
5162.5 ACFT HRS.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JM884376 0.1 F
O O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 05-Nov-2014 3:56 PM 2 - JM884376 51525 05-Nov-2014 5152.5 0 T 00
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH REQUIREMENTS OF H-60-14-SOF-04 COMPLIED WITH
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JM884376 0.1 F
0 0 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 05-Nov-2014 3:57 PM 3 - JM884376  5152.5 05-Nov-2014 5152.5 0 T 00
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH REQUIREMENTS OF H-60-14-SOF-03 COMPLIED WITH
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JM884376 0.1 F
0 0 1 00 F 0
DELAY




Page 156 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC

A 14-Nov-2014 2:27 PM 1 - 5152.5 24-Nov-2014 5152.5 0 1 09B01A
FAULT WRITE-UP: ACTION TAKEN:
INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1) COMPLETE

EIC: RSA WUC: 09B0O1A. DUE AT: 22-NOV-2014. UPGRADE TO RED
X STATUS ON 26-NOV-2014

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 SK725884 2 F

o o} 1 09BO1A F -10

DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

14-Nov-2014 1 X 09BO1A REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SAFETY FROM BATTERY HOLD DOWN BRACKETS LF921636 0.1 SK725884 0.7 F
DATE SEQNO STATUS wucC ACTION TAKEN

14-Nov-2014 2 / 09BO1A INSPECTED AND INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BATTERY 0 SK725884 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN

14-Nov-2014 3 / 09BO1A TIGHTENED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED WINGNUTS (2 EA) 0 SK725884 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN

14-Nov-2014 4 - 09BO1A COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL BOX INVENTORY AND FOD CHECK REQUIRED 0 SK725884 0.3 F




Page 157 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Nov-2014 2:27 PM 2 - 5152.5 24-Nov-2014 5152.5 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A103 - AIRCRAFT WASH DUE. DUE AT: 22-NOV-2014. DEFERED TO 11 DEC 14 BY LMO
UPGRADE TO RED X STATUS ON 26-NOV-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DB132372 0.1 F
O O 1 00 F -10
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 17-Nov-2014 9:49 AM 1 - 5152.5 24-Nov-2014 5152.5 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A502 - INSPECT AND TEST GROUND RECEPTACLE IAW TM 1- COMPLETED
1500-204-23. DUE AT: 10-DEC-2014. UPGRADE TO RED X STATUS
ON 29-DEC-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DB132372 1 F
0 0 1 00 F -7
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Nov-2014 12:28 PM 3 - 5152.5 26-Nov-2014 5153.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 25- PMD COMPLETED
NOV-2014. UPGRADE TO RED X STATUS ON 28-NOV-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JL906713 15 F
0 0 1 00 F -8
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 1 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #1 0 TP833044 0.1 F




Page 158 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 1 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #1 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 1 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #1 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 2 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #2 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 2 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #2 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 2 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #2 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 3 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #3 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 3 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #3 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 3 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #3 0 TP833044 0.1 F




Page 159 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 4 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #4 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 4 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #4 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 4 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #4 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 5 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #5 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 5 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #5 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 5 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #5 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 6 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #6 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 6 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #6 0 TP833044 0.1 F




Page 160 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 6 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #6 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R D/S COVERS 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R D/S COVERS 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R D/S COVERS 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R PYLON D/S COVER 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R PYLON D/S COVER 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R PYLON D/S COVER 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 9 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE INT. G/B COVER 0 TP833044 0.1 F




Page 161 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 9 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INT. G/B COVER 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 9 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INT. G/B COVER 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 10 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE T/R G/B FWD FAIRING 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 10 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE T/R G/B FWD FAIRING 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 10 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE T/R G/B FWD FAIRING 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 11 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN M/R SLIDING PYON COVER 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 11 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN M/R SLIDING PYON COVER 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 11 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPEN M/R SLIDING PYON COVER 0 TP833044 0.1 F




Page 162 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 12 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN OIL COOLER ACCESS DOORS 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 12 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN OIL COOLER ACCESS DOORS 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 12 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN OIL COOLER ACCESS DOORS 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 14 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 TP833044 0.1 F
IVHMS
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 14 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 TP833044 0.1 F

IVHMS




Page 163 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 14 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 TP833044 0.1 F
IVHMS

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 15 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 TP833044 0.1 F
TDFM.

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 15 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 TP833044 0.1 F
TDFM.

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 15 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 TP833044 0.1 F
TDFM.

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 16 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 TP833044 0.1 F

JUL 13. SINGLE AHRU CONFIGURATION.

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Nov-2014 16 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 TP833044 0.1 F

JUL 13. SINGLE AHRU CONFIGURATION.

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Nov-2014 16 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 TP833044 0.1 F

JUL 13. SINGLE AHRU CONFIGURATION.

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Nov-2014 17 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 TP833044 0.1 F

NOV 12 AIR WARRIOR BLOCK .




Page 164 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

18-Nov-2014 17 - 00 N/A

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 TP833044 0.1 F

NOV 12 AIR WARRIOR BLOCK .

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Nov-2014 17 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 TP833044 0.1 F

NOV 12 AIR WARRIOR BLOCK .

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Nov-2014 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 TP833044 0.1 F

OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Nov-2014 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 TP833044 0.1 F

OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Nov-2014 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 TP833044 0.1 F

OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Nov-2014 19 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 TP833044 0.1 F
W A WR 1566,

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Nov-2014 19 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 TP833044 0.1 F
W A WR 1566,

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Nov-2014 19 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 TP833044 0.1 F

W A WR 1566,
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

18-Nov-2014 20 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 TP833044 0.1 F

20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Nov-2014 20 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 TP833044 0.1 F

20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Nov-2014 20 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 TP833044 0.1 F

20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Nov-2014 21 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 TP833044 0.1 F

MAR 13 LIGHT EMITTING DIODE (LED)

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Nov-2014 21 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 TP833044 0.1 F

MAR 13 LIGHT EMITTING DIODE (LED)

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Nov-2014 21 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 TP833044 0.1 F

MAR 13 LIGHT EMITTING DIODE (LED)

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Nov-2014 22 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 TP833044 0.1 F

MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Nov-2014 22 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 TP833044 0.1 F

MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

18-Nov-2014 22 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 TP833044 0.1 F

MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Nov-2014 23 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 TP833044 0.1 F

(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Nov-2014 23 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 TP833044 0.1 F

(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Nov-2014 23 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 TP833044 0.1 F

(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Nov-2014 24 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 TP833044 0.1 F

APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Nov-2014 24 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 TP833044 0.1 F

APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Nov-2014 24 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 TP833044 0.1 F

APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Nov-2014 2:02 PM 4 - DB132372 5152.5 22-Nov-2014 5152.5 0 1 05
FAULT WRITE-UP: ACTION TAKEN:
30 MIN RUN FOR BLACK BLADE BIM SERVICING TO CHECK BIM / COMPLETE
THEN 30 MIN RUN FOR LAST INSP.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 SK725884 1.2 F
K G 2 05 F -4
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
E 19-Nov-2014 7:21 AM 1 - 5152.5 21-Nov-2014 5152.5 0 6 19H

FAULT WRITE-UP:

INSP E108 - KY-58 PMCS/OPNL CHECK (STANDBY). DUE AT: 27-NOV
-2014. UPGRADE TO RED X STATUS ON 01-DEC-2014

ACTION TAKEN:
INSP. COMPLETE, NOT INSTALLED

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 SK725884 0.5 F
O O 1 19H F -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 19-Nov-2014 7:21 AM 2 - 5152.5 02-Dec-2014 5153.5 0 R 00

FAULT WRITE-UP:

INSP A222 - AMSS SURVIVAL KIT INSPECTION. DUE AT: 29-NOV-
2014. UPGRADE TO RED X STATUS ON 05-DEC-2014

WHEN HOW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
O O 1 00 F 16

DELAY

ACTION TAKEN:
REMOVED. ACFT GOING TO RETIREMENT. AMSS NOT REQUIRED

TIPID MMH PID MMH TYPE

0 LF921636 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Nov-2014 7:56 AM 3 - JM884376  5152.5 19-Nov-2014 5152.5 0 T 00
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH H-60-15-ASAM-01 LED CATION ADVISORY PANEL BY INSP OK COMPLIED WITH
2 DECEMBER 2014.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JM884376 0.1 F
O O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 21-Nov-2014 10:02 AM 5 - SS840732 5152.5 26-Nov-2014 5153.5 0 4 02
FAULT WRITE-UP: ACTION TAKEN:
LMTF DUE FOR REPLACEMENT OF #1 AND #2 ENGINES COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 TP833044 1 F
K 0 1 02 F -5
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Nov-2014 3:49 PM 7 - 5153.5 26-Nov-2014 5153.5 0 5 00
FAULT WRITE-UP: ACTION TAKEN:
PMD AND AWR/ISAQ DAILY DUE PMD COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 TP833044 0.1 F
X 0 1 00 F 0
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Dec-2014 8:20 AM 1 - 5153.5 02-Dec-2014 5153.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 02- COMPLETE
DEC-2014. UPGRADE TO RED X STATUS ON 05-DEC-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JL906713 2 F
O O 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
02-Dec-2014 1 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #1 0 JP900099 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
02-Dec-2014 1 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #1 0 JP900099 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
02-Dec-2014 2 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #2 0 JP900099 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
02-Dec-2014 2 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #2 0 JP900099 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
02-Dec-2014 3 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #3 0 JP900099 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
02-Dec-2014 3 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #3

0 JP900099 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 4 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #4 0 JP900099 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 4 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #4 0 JP900099 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 5 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #5 0 JP900099 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 5 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #5 0 JP900099 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 6 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #6 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 6 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #6 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R D/S COVERS 0 JP900099 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPEN T/R D/S COVERS 0 JP900099 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R PYLON D/S COVER 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R PYLON D/S COVER 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 9 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INT. G/B COVER 0 JP900099 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 9 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INT. G/B COVER 0 JP900099 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 10 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE T/R G/B FWD FAIRING 0 JP900099 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 10 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE T/R G/B FWD FAIRING 0 JP900099 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 11 / 00 CLOSEDE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN M/R SLIDING PYON COVER 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 11 / 00 CLOSEDE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPEN M/R SLIDING PYON COVER 0 JL906713 0.1 F




Report Date: 06-Jan-2015

CLOSED FAULT REPORT

Selection Range : 01-Jul-2014

Page 172 of 191
To 06-Jan-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 12 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN OIL COOLER ACCESS DOORS 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 12 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN OIL COOLER ACCESS DOORS 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 13 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 13 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 14 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 JL906713 0.1 F
IVHMS
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 14 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 JL906713 0.1 F
IVHMS
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 15 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 JP900099 0.1 F
TDFM.
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 15 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0
TDFM.

JP900099 0.1




Report Date: 06-Jan-2015
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Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 16 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 JP900099 0.1 F
JUL 13. SINGLE AHRU CONFIGURATION.
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 16 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 JP900099 0.1 F
JUL 13. SINGLE AHRU CONFIGURATION.
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 17 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 JP900099 0.1 F
NOV 12 AIR WARRIOR BLOCK 1.
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 17 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 JP900099 0.1 F
NOV 12 AIR WARRIOR BLOCK 1.
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 18 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 JP900099 0.1 F
OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 18 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 JP900099 0.1 F
OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 19 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 JP900099 0.1 F
W A WR 1566,
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 19 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 JP900099 0.1 F
W A WR 1566,




Report Date: 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8023496

MODEL: UH-60A

Selection Range : 01-Jul-2014

Page 174 of 191

To 06-Jan-2015

HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 20 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 JP900099 0.1 F
20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 20 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 JP900099 0.1 F
20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 21 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 JP900099 0.1 F
MAR 13 LIGHT EMITTING DIODE (LED)
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 21 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 JP900099 0.1 F
MAR 13 LIGHT EMITTING DIODE (LED)
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 22 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 JP900099 0.1 F
MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 22 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 JP900099 0.1 F
MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 23 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 JL906713 0.1 F
(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 23 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 JL906713 0.1 F
(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE




Report Date: 06-Jan-2015

Page 175 of 191

Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8023496

NEXT PHASE: 52829

HOURS: 5153.5
LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 24 - 00 COPM
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 JL906713 0.1 F
APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 24 - 00 COPM
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 JL906713 0.1 F
APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Dec-2014 8:20 AM 2 - 5153.5 03-Dec-2014 5153.5 0 P 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A530 - AIRCRAFT EQUIPMENT INVENTORY (DA FORM 2408- INSP COMPLETED
17). DUE AT: 04-JAN-2015. UPGRADE TO RED X STATUS ON 04-FEB
-2015
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JP900099 3 F
0 0 1 00 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 02-Dec-2014 4:07 PM 5 - JL906713 5153.5 03-Dec-2014 5153.5 0 E 05
FAULT WRITE-UP: ACTION TAKEN:
1 HOUR WHIRL TEST REQUIRED FOR SERVICING BLACK M/R COMPLETED
BLADE
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JL928355 1.5 F
K G 2 05 F -1
DELAY




Page 176 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Dec-2014 11:22 AM 2 - LF921636 5153.5 03-Dec-2014 5153.5 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A177 - 90 DAY REVIEW/UPDATE OF 365-4 ENTRIES ( ACFT UPDATED
GOING INTO RETIREMENT)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 1 F
O G 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 04-Dec-2014 10:08 AM 1 - 5153.5 10-Dec-2014 5153.5 0 4 04A
FAULT WRITE-UP: ACTION TAKEN:
INSP A022 - 14 DAY FLYABLE STORAGE ENGINE RUN UP. DUE AT: COMPLETED
10-DEC-2014. UPGRADE TO RED X STATUS ON 12-DEC-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BR845047 1 F
0 0 1 04A F -6
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 10-Dec-2014 6:25 AM 3 - 5153.5 16-Dec-2014 5153.5 0 G 15
FAULT WRITE-UP: ACTION TAKEN:
INSP A840 - APU HOURS/START UPDATE. DUE AT: 18-DEC-2014. COMPLETED HRS 420, EVENTS 1741
UPGRADE TO RED X STATUS ON 22-DEC-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DL897874 0.2 F
0 0 1 15 F -6
DELAY




Page 177 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Dec-2014 1:41 PM 1 - JM884376  5153.5 12-Dec-2014 5153.5 0 T 00
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH H-60-15-AMAM-05 AHRS EMERGENCY PROCEDURES COMPLIED WITH
BY 18 DECEMBER 2014. CHANGE TO TM1-1520-237-CL PAGE E28
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JM884376 0.1 F
O O 1 00 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 06-Jan-2015 1:03 PM 2 - TM729539 5153.5 06-Jan-2015 5153.5 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
FOD INSPECTION FOR INDUCTION TOBEST PROGRAM REQUIRED COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 TM729539 2 F
W G 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Jan-2015 1 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R GEAR BOX COWLING ASSY 0 TM729539 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Jan-2015 2 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H SIDE TAIL CONE ACCESS PANEL. JP234951 0.2 TM729539 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Jan-2015 3 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INTERMEDIATE GEAR BOX COWLING ASSY. 0 TM729539 0.1 D
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Jan-2015 4 / 00 CLOSED
FAULT WRITE-UP: TIPID PID MMH TYPE

APU ACCESS DOORS OPENED.

TI_MMH
0

TM729539 0.1 F




Report Date: 06-Jan-2015

Page 178 of 191
Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Jan-2015 5 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#1 ENG ACCESS COWLING OPENED. 0 TM729539 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Jan-2015 6 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#2 ENG ACCESS COWLING OPENED. 0 TM729539 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Jan-2015 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
NOSE DOOR ACCESS ASSY OPENED. 0 TM729539 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Jan-2015 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TAIL ROTOR DRIVE SHAFT ACCESS COVERS 3(EA) OPENED 0 TM729539 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Jan-2015 9 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
R/H CABIN FUEL CELL ACCESS PANEL REMOVED. 0 TM729539 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Jan-2015 10 X 00 RESET SEAT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOT SEAT TILTED AFT FOR ACCESS TO SEAT WELL. JP234951 0.2 TM729539 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Jan-2015 11 X 00 RESET SEAT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CO-PILOT SEAT TILTED AFT FOR ACCESS TO SEAT WELL. JP234951 0.2 TM729539 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Jan-2015 12 X 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"FOD" INSPECTION REQUIRED FOR COMPLETION OF "BEST" JP234951 0.2 TM729539 1 F
ACCEPTANCE INSPECTION.




Page 179 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Oct-2014 8:23 AM 3 / DB724139 5152.5 28-Oct-2014 5152.5 0 19
FAULT WRITE-UP: ACTION TAKEN:
APR-39 SYSTEM REQUIRES REMOVAL DUE TO AIRCRAFT ACFT GOING TO RETIREMENT. APR-39 REMOVED
RETIREMENT
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.2 F
K G 2 19 F -14
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Oct-2014 1 / 19 REMOVED APR-39 PROCESSOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE PROCESSOR 0 DB724139 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Oct-2014 1 / 19 REMOVED APR-39 PROCESSOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE PROCESSOR 0 DB724139 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Oct-2014 2 / 19 RECEIVERS MOVED. ACFT GOING TO RETIREMENT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE 2 RECIEVERS 0 DB132372 0.5 F
DATE SEQ NO STATUS WucC ACTION TAKEN
14-Oct-2014 2 / 19 RECEIVERS MOVED. ACFT GOING TO RETIREMENT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE 2 RECIEVERS 0 DB132372 0.5 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Oct-2014 3 / 19 RECEIVERS MOVED. ACFT GOING TO RETIREMENT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE 4 SPRIAL ANTENNA'S 0 DB132372 1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
14-Oct-2014 3 / 19 RECEIVERS MOVED. ACFT GOING TO RETIREMENT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE 4 SPRIAL ANTENNA'S 0 DB132372 1 F




Page 180 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2014 4 / 19 RECEIVERS MOVED. ACFT GOING TO RETIREMENT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE BLADE ANTENNA 0 DB132372 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2014 4 / 19 RECEIVERS MOVED. ACFT GOING TO RETIREMENT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE BLADE ANTENNA 0 DB132372 0.3 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Oct-2014 12:37 PM 4 / DB724139 5152.5 28-Oct-2014 5152.5 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHART C NEEDS UPDATED DUE TO REMOVAL OF APR-39 UPDATED
PROCESSOR WT 6.0LBS ARM 184.00 MOM 1.1
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -14
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 14-Oct-2014 1:34 PM 5 / DB724139 5152.5 28-0ct-2014 5152.5 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHART C NEEDS UPDATED DUE TO REMOVAL OF HF UPDATED
RECIEVER/TRANSMITTER  WT 12.0LBS ARM 475.00 MOM
5.7
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -14
DELAY




Page 181 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Oct-2014 1:37 PM 6 / DB724139 5152.5 28-Oct-2014 5152.5 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHART C NEEDS UPDATED DUE TO REMOVAL OF AN/AAR-57 UPDATED
JUNCTIONBOX WT3.0LBS ARM38500 MOM1.2
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -14
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 14-Oct-2014 1:56 PM 7 / DB724139 5152.5 02-Dec-2014 5153.5 0 T 19
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH LOI DATED 20 AUG 2014 FOR COMPLETED
TRANSFER/RETIREMENT OF AIRCRAFT
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DB724139 45 F
K G 2 19 F 10
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Oct-2014 11:33 AM 1 / DB724139 5152.5 28-0ct-2014 5152.5 0 R 19
FAULT WRITE-UP: ACTION TAKEN:
CHART C NEEDS UPDATED DUE TO REMOVAL OF HF AMPLIFIER UPDATED
WT 19.0 LBS ARM 475.00 MOM 9.0
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -6
DELAY




Page 182 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Oct-2014  11:37 AM 2 / DB724139 5152.5 28-Oct-2014 5152.5 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHART C NEEDS UPDATED DUE TO REMOVAL OF CENTER KY-58 UPDATED
WT 5.0LBS ARM 190.00 MOM 0.9
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -6
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 22-Oct-2014  11:40 AM 3 / DB724139 5152.5 28-0ct-2014 5152.5 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHART C NEEDS UPDATED DUE TO REMOVAL OF RHS KY-58 WT UPDATED
50LBS ARM 190.00 MOM 0.9
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -6
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Oct-2014 11:43AM 4 / DB724139 5152.5 28-0ct-2014 5152.5 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHART C NEEDS UPDATED DUE TO REMOVAL OF FM 1 RCU WT UPDATED
2.0LBS ARM 227.00 MOM 0.5
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -6
DELAY




Page 183 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Oct-2014  11:46 AM 5 / DB724139 5152.5 28-Oct-2014 5152.5 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHART C NEEDS UPDATED DUE TO REMOVAL OF UHF RCU WT UPDATED
2.0LBS ARM 219.00 MOM 0.4
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -6
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 22-Oct-2014  11:49 AM 6 / DB724139 5152.5 28-0ct-2014 5152.5 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHART C NEEDS UPDATED DUE TO REMOVAL OF FM 1 CONTROL UPDATED
WT 2.0LBS ARM 229.00 MOM 0.5
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -6
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Oct-2014 11:51AM 7 / DB724139 5152.5 28-0ct-2014 5152.5 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHART C NEEDS UPDATED DUE TO REMOVAL OF FM 2 WT 2.0 UPDATED
ARM 231.00 MOM 0.5
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -6
DELAY




Page 184 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Oct-2014 12:35 PM 8 / DB724139 5152.5 28-Oct-2014 5152.5 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHART C NEEDS UPDATED DUE TO REMOVAL OF RESCUE HOIST UPDATED
CONTROL PANEL WT 2.0LBS ARM 240.00 MOM 0.5
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -6
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 22-Oct-2014 12:39 PM 9 / DB724139 5152.5 28-0ct-2014 5152.5 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHART C NEEDS UPDATED DUE TO REMOVAL OF ARC-201 R/T UPDATED
WT 7.0LBS ARM 223.00 MOM 1.6
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -6
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Oct-2014 1241 PM 10 / DB724139 5152.5 28-0ct-2014 5152.5 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHART C NEEDS UPDATED DUE TO REMOVAL OF ARC-201 R/T UPDATED
WT7.0LBS ARM 229.00 MOM 1.6
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -6
DELAY




Page 185 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Oct-2014 1:03 PM 11 / DB724139 5152.5 28-Oct-2014 5152.5 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHART C NEEDS UPDATED DUE TO REMOVAL OF APR-39 UPDATED
INDICATOR  WT 2.0 ARM 206.00 MOM 0.4
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -6
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 22-Oct-2014  1:06 PM 12 / DB724139 5152.5 28-0ct-2014 5152.5 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHART C NEEDS UPDATED DUE TO REMOVAL OF HUD SDC (AVS-7) UPDATED
WT 14.0 LBS ARM 175.00 MOM 2.5
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -6
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Oct-2014 1:08 PM 13 / DB724139 5152.5 28-0ct-2014 5152.5 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHART C NEEDS UPDATED DUE TO REMOVAL OF IFM AMPLIFIER UPDATED
WT 10.0 LBS ARM 476.00 MOM 4.8
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -6
DELAY




Page 186 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Oct-2014  1:14 PM 14 / DB724139 5152.5 28-Oct-2014 5152.5 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHART C NEEDS UPDATED DUE TO REMOVAL OF ARC-220 CDU UPDATED
WT 3.0LBS ARM 234.00 MOM 0.7
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -6
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 22-Oct-2014  1:17 PM 15 / DB724139 5152.5 28-0ct-2014 5152.5 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHART C NEEDS UPDATED DUE TO REMOVAL OF HUD CONTROL UPDATED
PANEL WT2.0LBS ARM 242.00 MOM 0.5
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -6
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Oct-2014 1:20 PM 16 / DB724139 5152.5 28-0ct-2014 5152.5 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHART C NEEDS UPDATE DUE TO REMOVAL OF CMWS RELAY BOX UPDATED
WT 3.0LBS ARM 225.00 MOM 0.7
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -6
DELAY




Page 187 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Oct-2014  1:26 PM 17 / DB724139 5152.5 28-Oct-2014 5152.5 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHART C NEEDS UPDATED DUE TO REMOVAL OF CMWS SAFETY UPDATED
SWITCH WT0.8LBS ARM 292.00 MOM 0.2
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -6
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 22-Oct-2014  1:40 PM 18 / DB724139 5152.5 28-0ct-2014 5152.5 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHART C NEEDS UPDATED DUE TO REMOVAL OF GPS DAGGER UPDATED
WT 1.0 LBS ARM 237.00 MOM 0.3
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -6
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 23-Oct-2014 8:21 AM 1 / DB724139 5152.5 28-0ct-2014 5152.5 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHART C NEEDS UPDATED DUE TO REMOVAL OF APR-39 BLADE UPDATED
ANTENNA  WT 3.0LBS ARM 478.8 MOM 1.4
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -5
DELAY




Page 188 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 23-Oct-2014 8:23 AM 2 / DB724139 5152.5 28-0Oct-2014 5152.5 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHART C NEEDS UPDATED DUE TO REMOVAL OF FRONT LEFT UPDATED
SPIRAL ANTENNA WT28LBS ARM174.0 MOM 0.5
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -5
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 23-Oct-2014  9:15 AM 3 / DB724139 5152.5 28-0ct-2014 5152.5 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHART C NEEDS UPDATED DUE TO REMOVAL OF FRONT RIGHT UPDATED
SPIRAL ANTENNA WT28LBS ARM174.0 MOM 0.5
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -5
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 23-Oct-2014  9:17 AM 4 / DB724139 5152.5 28-0ct-2014 5152.5 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHART C NEEDS UPDATED DUE TO REMOVAL OF AFT LEFT SPIRAL UPDATED
ANTENNA  WT 2.8LBS ARM 740.0 MOM 2.1
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -5
DELAY




Page 189 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 23-Oct-2014  9:19 AM 5 / DB724139 5152.5 28-Oct-2014 5152.5 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHART C NEEDS UPDATED DUE TO REMOVAL OF AFT RIGHT UPDATED
SPIRAL ANTENNA WT2.8LBS ARM 740.0 MOM 0.5
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -5
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 21-Nov-2014 11:47 AM 1 / SK725884 5152.5 21-Nov-2014 5152.5 0 2 05A02J
FAULT WRITE-UP: ACTION TAKEN:
YELLOW DAMPER REQUIRES SERVICE. NO GOLD BAND SHOWING SERVICED DAMPER
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 SK725884 2 F
B G 2 05A02J F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN
21-Nov-2014 1 X 05A02J REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM M/R DAMPER BLEED PLUGS LF921636 0.2 SK725884 0.5 F
DATE SEQNO STATUS wuc ACTION TAKEN
21-Nov-2014 2 X 05A02J INSTALLED TQ TO 70"LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLEED PLUGS FROM DAMPER LF921636 0.2 SK725884 0.7 F
DATE SEQNO STATUS wuc ACTION TAKEN
21-Nov-2014 3 - 05A02J COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY REQUIRED 0 SK725884 0.4 F
DATE SEQNO STATUS wuc ACTION TAKEN
21-Nov-2014 4 - 05A02J COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK REQUIRED 0 SK725884 0.1 F




Page 190 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Nov-2014 3:50 PM 3 / SK725884 51525 21-Nov-2014 5152.5 0 2 00
FAULT WRITE-UP: ACTION TAKEN:
RED M/R/DAMPER SERVICE REQUIRED SERVICED DAMPER
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 SK725884 2 F
B G 1 00 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
21-Nov-2014 1 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM M/R DAMPER BLEED PLUGS LF921636 0.2 SK725884 0.5 F
DATE SEQNO STATUS wucC ACTION TAKEN
21-Nov-2014 2 X 00 INSTALLED TQ TO 70"LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLEED PLUGS FROM DAMPER LF921636 0.2 SK725884 0.5 F
DATE SEQNO STATUS wucC ACTION TAKEN
21-Nov-2014 3 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY REQUIRED 0 SK725884 0.6 F
DATE SEQNO STATUS wuc ACTION TAKEN
21-Nov-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK REQUIRED 0 SK725884 0.2 F




Page 191 of 191

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Nov-2014 3:52 PM 4 / SK725884 51525 21-Nov-2014 5152.5 0 2 00
FAULT WRITE-UP: ACTION TAKEN:
BLACK M/R/DAMPER SERVICE REQUIRED SERVICED DAMPER
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 SK725884 2 F
B G 2 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Nov-2014 1 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM M/R DAMPER BLEED PLUGS LF921636 0.2 SK725884 0.5 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Nov-2014 2 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLEED PLUGS FROM DAMPER LF921636 0.2 SK725884 0.6 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Nov-2014 3 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY REQUIRED 0 SK725884 0.6 F
DATE SEQ NO STATUS WucC ACTION TAKEN
21-Nov-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK REQUIRED

0

SK725884 0.2 F




Page 1 of 14

Report Date: 06-Jan-2015 Selection Range : 01-Jan-1980 To 06-Jan-2015
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 02-Jan-2015 2:49 PM 1 X 5153.5 06-Jan-2015 5153.5 0 1 00

FAULT WRITE-UP:

INSP A001 - CARGO DOOR WINDOW JETTISON LEVER . WAS DUE
AT: 19-DEC-2014. UPGRADE TO RED X STATUS ON 20-DEC-2014

ACTION TAKEN:
NO LONGER REQUIRED, VELCRO STRAP MOD INSTALLED

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0.1 F
o o 1 00 F -4
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Jan-2015 2:49 PM 2 X 5153.5 0 0

FAULT WRITE-UP:

INSP A022 - 14 DAY FLYABLE STORAGE ENGINE RUN UP. Was Due
at: 24-Dec-2014. Upgrade to Red X Status on 26-Dec-2014

ACTION TAKEN:

WHEN HOow MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0

o o 1 04A F 0

DELAY

DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Jan-2015  2:49 PM 3 X 5153.5 0 0

FAULT WRITE-UP:

INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1). Was
Due at: 22-Dec-2014. Upgrade to Red X Status on 26-Dec-2014

WHEN HOW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
O O 1 09B0O1A F 0

DELAY

ACTION TAKEN:

TIPID MMH PID MMH TYPE




Page 2 of 14

Report Date: 06-Jan-2015 Selection Range : 01-Jan-1980 To 06-Jan-2015
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 02-Jan-2015 2:49 PM 4 X 5153.5 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A103 - AIRCRAFT WASH DUE. Was Due at: 22-Dec-2014.
Upgrade to Red X Status on 26-Dec-2014

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} o} 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Jan-2015 2:49 PM 5 X 5153.5 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A115 - LUBE REQUIRMENTS. Was Due at: 27-Dec-2014 or
5192.5 Hours. Upgrade to Red X Status on 31-Dec-2014 or 5196.5 Hours

WHEN HOow MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o o 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Jan-2015  2:49 PM 6 X 5153.5 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A665 - REPLACE FUEL CELL O-RING SEAL. Was Due at: 28-Nov
-2014. Upgrade to Red X Status on 29-Dec-2014

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 10D F 0

DELAY




Page 3 of 14

Report Date: 06-Jan-2015 Selection Range : 01-Jan-1980 To 06-Jan-2015
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 02-Jan-2015 2:49PM 7 X 5153.5 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A670 - CABIN TUB INSPECTION. Was Due at: 28-Nov-2014.
Upgrade to Red X Status on 29-Dec-2014

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} o} 1 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Jan-2015 2:49 PM 8 X 5153.5 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A673 - FUEL CELL CORROSION INSPECTION. Was Due at: 28-
Nov-2014. Upgrade to Red X Status on 29-Dec-2014

WHEN HOow MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o o 1 10D F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Jan-2015  2:49 PM 9 X 5153.5 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A675 - FLIGHT CONTROL ROD INSP. Was Due at: 28-Nov-2014.
Upgrade to Red X Status on 29-Dec-2014

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 11 F 0

DELAY




Report Date: 06-Jan-2015

Page 4 of 14

Selection Range : 01-Jan-1980 To 06-Jan-2015

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8023496

MODEL: UH-60A
NEXT PHASE: 52829

Current Status A: X Current Status E: X

HOURS:
26-Nov-2014

5153.5
LAST MISSION:

Current Status O: Current Status W:

DISCOVERY

STATUS PID
TM729539

SYSTEM
CODE DATE / TIME NO

A 06-Jan2015 827AM 1 X

HOURS
5153.5

FAULT WRITE-UP:

BIM INDICATOR ON BLK BLADE SHOWING RED, ACFT RESTRICTED
FROM FLIGHT

WHEN HOW MAL MAINT DEFERRED
DISC REC EFF TYPE DAYS
E G 9 00 F 0

wuc

DELAY

CORRECTION

HOURS ROUNDS ACTCODE WwWuC
0 0

DATE / TIME

ACTION TAKEN:

TIPID MMH PID MMH TYPE

DISCOVERY

DATE / TIME NO STATUS PID
10:32AM 3 ®

SYSTEM
CODE

A 12-Jun-2014

HOURS
5148.1

FAULT WRITE-UP:

OPERATE WITHIN LIMITATIONS AND RESTRICTIONS IAW THE
ENCLOSED AWRS: AWR 980 DTD 15MAR13R9 (HOIST EQUIPMENT),
AWR 1037 DTD 20SEP13R10 (SATCOM) AWR 1119 DTD 6JUL12R6
(DESERT COMBAT OPS), AWR 1223 DTD 18JUN13R7 (IR
ANTICOLLISION), AWR 1279 DTD 13JUN14R5 (DOORS/WINDOWS
RMVD), AWR 1308 DTD 18APR13R10 (IRH), AWR 1309 DTD
10FEB12R7 (OREGON AERO), AWR 1310 DTD 4NOV05 (HQll), AWR
1330 DTD 3JUL13R28 (PMI), AWR 1346 DTD 24JAN14R21 (IVHMS),
AWR 1418 DTD 31MAY11R4 (HF), AWR 1425 DTD 18SEP12R17
(CMWS), AWR 1447 DTD 27JUL12R10 (ENVIRO HEATER), AWR 1452
DTD 12APR13R4 (DIGITAL CLOCKS), AWR 1453 DTD 8NOV12R3 (AIR
WARRIOR), AWR 1455 DTD 18SEP12R4 (CAP), AWR 1466 DTD
27AUG13R6 (GARMIN), AWR 1479 DTD 13JAN12R2 (MGB), AWR 1494
DTD29JUN12R7 (5TH SENSOR), AWR 1520 DTD 30MAR12R20 (FLIR),
AWR 1524 DTD 14DEC12R4 (BAPS), AWR 1529 DTD 300CT13R3
(FOGS), AWR 1566 DTD 18MAR13R3 (CABLE GUARD), AWR 1615
DTD 14MAR12R2 (CE M4), AWR 1648 DTD 9MAR12R2 (MAGNUS),
AWR 1667 DTD 3MAY12R5 (PILOT M4), AWR 1682 DTD 26FEB14R14
(701D), AWR 1750 DTD 29MAR13R2 (NVGS), AWR 1753 DTD
31AUG11R1 (DGNS), AWR 1787 DTD 28AUG13R1 (VORI/ILS), AWR
1800 DTD 22MAR13R2 (EDM/BFT), AWR 1858 DTD 8MAR13R2
(EAWIS), AND AWR CEP DTD 14JUL99.

WHEN HOwW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
B G 2 00 F 0

DELAY

CORRECTION

HOURS ROUNDS ACTCODE WUC
0 0

DATE / TIME

ACTION TAKEN:

TIPID MMH PID MMH TYPE




Page 5 of 14

Report Date: 06-Jan-2015 Selection Range : 01-Jan-1980 To 06-Jan-2015
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 06-Jan-2015 1:14 PM 3 ® TM729539 51535 0 0
FAULT WRITE-UP: ACTION TAKEN:

REMOVED RT-1836 (C)/ APX-118, ACFT RESTRICTED FROMFLIGHT
IN CONTROLLED AIRSPACE

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 4 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Dec-2013  2:27 PM 6 - 5030.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSTALLATION OF GENERAL PURPOSE FIRST AID KITS, NSN: 6545-
01-599-5586, REQUIRED IAW GEN-12-AMAM-07 NLT 24JUL15

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O G 1 16 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 23-Oct-2014 10:11AM 8 - TP833044 5152.5 0 0
FAULT WRITE-UP: ACTION TAKEN:

9-11 TORQUE CHECK REQUIRED BETWEEN 5161.5 TO 5163.5 ON
T/R OUT BOARD RETENTION PLATE FOR REINSTALLATION.

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
E G 2 02 0

DELAY




Page 6 of 14

Report Date: 06-Jan-2015 Selection Range : 01-Jan-1980 To 06-Jan-2015
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 23-Oct-2014 10:17 AM 9 - TP833044 51525 0 0
FAULT WRITE-UP: ACTION TAKEN:

9-11 HR TORQUE CHECK REQUIRED BETWEEN 5161.5 TO 5163.5
ON T/R PITCH BEAM RETAINING NUT FOR REINSTALLATION.

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
E G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 23-Oct-2014  4:16 PM 15 - DL897874 5152.5 0 0
FAULT WRITE-UP: ACTION TAKEN:

3-13 HRS TQ CK REQ ON #1 HSS (BETWEEN 5155.5- 5165.5 ACFT
HRS) FOR REPLACEMENT OF #1 ENG ASSY (6 BOLTS)

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O G 2 06 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 23-Oct-2014  4:21 PM 16 - DL897874 51525 0 0
FAULT WRITE-UP: ACTION TAKEN:

3-13 HRS TQ CK REQ ON #2 HSS (BETWEEN 5155.5- 5165.5 ACFT
HRS) FOR REPLACEMENT OF #2 ENG ASSY (6 BOLTS)

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O G 2 06 F 0

DELAY




Page 7 of 14

Report Date: 06-Jan-2015 Selection Range : 01-Jan-1980 To 06-Jan-2015
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 24-Oct-2014 8:51 AM 1 - 5152.5 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A665 - FUEL CELL O-RING SEAL REPLACEMENT PN MS29513-
215. Due at: 28-Nov-2014. Upgrade to Red X Status on 29-Dec-2014

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} o} 1 10D F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 28-Oct-2014 11:30AM 5 - JM884376  5152.5 0 0
FAULT WRITE-UP: ACTION TAKEN:

IVHMS AIRCRAFT FIRE DETECTION SYSTEM WIRING RETROFIT
REQUIRED PER H-60-15-AMAM-02 BY 17 FEB 2015.

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 31-Oct-2014  9:16 AM 1 - JM884376  5152.5 0 0
FAULT WRITE-UP: ACTION TAKEN:

COMPLY WITH REQUIREMENTS OF THE ADDENDUM TO H-60-15-
SOF-01 AT 6312.5 AIRCRAFT HOURS.

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 06H23 F 0

DELAY




Page 8 of 14

Report Date: 06-Jan-2015 Selection Range : 01-Jan-1980 To 06-Jan-2015
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 26-Nov-2014 3:22 PM 1 - 5153.5 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A045 - REQUIRE DOWNLOAD AND TRANSMIT OF IVHMS FULL
RAW DATA. Due at: 5161.9 Hours. Upgrade to Red X Status on 5166.0

Hours
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Nov-2014 3:22 PM 2 - 5153.5 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A110 - PMS 40 HOUR INSPECTION. Due at: 5161.9 Hours.
Upgrade to Red X Status on 5166.0 Hours

WHEN HOwW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o o 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO  STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Nov-2014 3:22 PM 3 - 5153.5 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A140 - DOWNLOAD AND REVIEW IVHMS DATA. Due at: 5162.9
Hours. Upgrade to Red X Status on 5168.0 Hours

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 00 F 0

DELAY




Page 9 of 14

Report Date: 06-Jan-2015 Selection Range : 01-Jan-1980 To 06-Jan-2015

OPEN FAULT REPORT
FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Nov-2014 3:22 PM 4 - 5153.5 0 0
FAULT WRITE-UP: ACTION TAKEN:
INSP A210 - 120 HOUR INSPECTION REQUIREMENTS. Due at: 5162.9
Hours. Upgrade to Red X Status on 5168.0 Hours
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
(¢} (¢} 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Nov-2014 3:22 PM 5 - 5153.5 0 0
FAULT WRITE-UP: ACTION TAKEN:
INSP A214 - CLEAN TAIL WHEEL ADAPTER. Due at: 5162.9 Hours.
Upgrade to Red X Status on 5168.0 Hours
WHEN HOW MAL WwucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 03B F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Nov-2014 3:34 PM 6 - SS840732  5153.5 0 0
FAULT WRITE-UP: ACTION TAKEN:
MAX POWER CHECK REQUIRED DUE TO REPLACEMENT OF #1 AND
#2 ENGINES.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
G (¢} 1 02 F 0
DELAY
DEFERRED PER AMO UNTIL CEILINGS ARE CONDUCIVE
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Report Date: 06-Jan-2015 Selection Range : 01-Jan-1980 To 06-Jan-2015
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 12-Dec-2014 3:56 PM 2 - 5153.5 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A001 - PREVENTIVE MAINTENANCE DAILY (PMD). Due at: 19-
Dec-2014. Upgrade to Red X Status on 22-Dec-2014

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} o} 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 16-Dec-2014 7:12 AM 2 - 5153.5 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP E125 - KY-58 PMCS/OPNL CHECK. Due at: 30-Dec-2014.
Upgrade to Red X Status on 09-Jan-2015

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 19H F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 06-Jan-2015 1:03 PM 2 - TM729539  5153.5 0 0
FAULT WRITE-UP: ACTION TAKEN:
FOD INSPECTION FOR INDUCTION TOBEST PROGRAM REQUIRED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
w G 1 00 F 0
DELAY

13-2s to Follow

DATE SEQ NO STATUS wuc ACTION TAKEN
06-Jan-2015 1 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED T/R GEAR BOX COWLING ASSY 0 0.1 F




Report Date: 06-Jan-2015
OPEN FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496

NEXT PHASE: 52829

Current Status A: X Current Status E: X Current Status O:

LAST MISSION:

Selection Range : 01-Jan-1980

HOURS:

26-Nov-2014
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To 06-Jan-2015

5153.5

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

06-Jan-2015 2 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H SIDE TAIL CONE ACCESS PANEL. JP234951 0.2 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

06-Jan-2015 3 / 00 CLOSED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED INTERMEDIATE GEAR BOX COWLING ASSY. 0 0.1 D
DATE SEQ NO STATUS wuc ACTION TAKEN

06-Jan-2015 4 / 00 CLOSED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

APU ACCESS DOORS OPENED. 0 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

06-Jan-2015 5 / 00 CLOSED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

#1 ENG ACCESS COWLING OPENED. 0 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

06-Jan-2015 6 / 00 CLOSED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

#2 ENG ACCESS COWLING OPENED. 0 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

06-Jan-2015 7 / 00 CLOSED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

NOSE DOOR ACCESS ASSY OPENED. 0 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

06-Jan-2015 8 / 00 CLOSED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TAIL ROTOR DRIVE SHAFT ACCESS COVERS 3(EA) OPENED. 0 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

06-Jan-2015 9 / 00 CLOSED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

R/H CABIN FUEL CELL ACCESS PANEL REMOVED. 0 0.1 F




Report Date: 06-Jan-2015
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Selection Range : 01-Jan-1980 To 06-Jan-2015
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Jan-2015 10 X 00 RESET SEAT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOT SEAT TILTED AFT FOR ACCESS TO SEAT WELL. JP234951 0.2 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Jan-2015 11 X 00 RESET SEAT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CO-PILOT SEAT TILTED AFT FOR ACCESS TO SEAT WELL. JP234951 0.2 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Jan-2015 12 X 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"FOD" INSPECTION REQUIRED FOR COMPLETION OF "BEST" JP234951 0.2 1 F
ACCEPTANCE INSPECTION.
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Jan-2015 1:48 PM 4 - JM496971 51535 0 0
FAULT WRITE-UP: ACTION TAKEN:
"COMPLY WITH H-60-15-AMAM-05, AHRS EMERGANCY
PROCEDURES, BY 18 DEC 14.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
E G 2 00 D 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 24-Feb-2014 10:10 AM 4 / 5112.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
T/R GEARBOX FILL CAP LANYARD CHAIN BROKEN
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
T G 2 06G01 F 0
DELAY
DOC # W562NU41149010, ON ORDER.




Page 13 of 14

Report Date: 06-Jan-2015 Selection Range : 01-Jan-1980 To 06-Jan-2015
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 28-Feb-2014 3:59 PM 9 / KB179627  5080.6 0 0
FAULT WRITE-UP: ACTION TAKEN:

SLIDING PYLON COVER L/H TRACK FAIRING HAS RIVET HEAD
BROKEN OFF AT STA 308 12" I/B OF MOORING POINT

WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC  REC EFF TYPE DAYS 0 0
X G 2 02A 0 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 29-Mar-2014 4:50PM 3 | KB179627 50885 0 0
FAULT WRITE-UP: ACTION TAKEN:

C/P DOOR UPPER DOOR LATCH BOLT ASSY TEMP REPAIRED.
IMPROPER DOOR INSTALLED ON AIRCRAFT PER TM. REPLACE AT
NEXT OPPORTUNE MAINT EVENT

WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 02A02B02 o) 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Mar-2014 3:29PM 1 / BR845047  5088.5 0 0
FAULT WRITE-UP: ACTION TAKEN:
COPILOT WINDSHIELD SHOWS SIGNIFICANT PITTING.
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
G G 2 02 F 0

DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jan-1980 To 06-Jan-2015
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023496 HOURS: 5153.5
NEXT PHASE: 52829 LAST MISSION: 26-Nov-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Mar-2014  3:30 PM 2 / BR845047 5088.5 0 0
FAULT WRITE-UP: ACTION TAKEN:
PILOT WINDSHIELD SHOWS SIGNIFICANT PITTING.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
G G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Mar-2014 3:34 PM 4 / BR845047 5088.5 0 0
FAULT WRITE-UP: ACTION TAKEN:
CENTER WINDSHIELD SHOWS SIGNIFICANT PITTING.
WHEN HOW MAL WwucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
G G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-May-2014 7:27 AM 1 / 5134.2 0 0
FAULT WRITE-UP: ACTION TAKEN:
HEATER TEMPERATURE KNOB ON UPPER CONSOLE IS SECURED
BUT WILL NOT ADJUST HEAT. LINKAGE TO CABIN DUCTS IS
PRESENT BUT HAS NO STOPS.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 3 19 F 0
DELAY




