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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jul-2014  3:03 PM 1 X 5477.9 26-Sep-2014 5477.9 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A018 - PREVENTIVE MAINTENANCE DAILY (PMD). WAS DUE INSP COMP
AT: 24-JUN-2014. UPGRADE TO RED X STATUS ON 26-JUN-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JM884376 0.1 LF921636 2 F
O O 1 00 F -13
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

15-Jul-2014 1 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #1 0 LF921636 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN

15-Jul-2014 1 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #1 0 LF921636 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN

15-Jul-2014 1 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #1 0 LF921636 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

15-Jul-2014 2 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #2 0 LF921636 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

15-Jul-2014 2 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #2 0 LF921636 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

15-Jul-2014 2 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #2 0 LF921636 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 3 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #3 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 3 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #3 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 3 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #3 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 4 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #4 0 JL906713 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 4 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #4 0 JL906713 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 4 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #4 0 JL906713 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 5 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #5 0 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 5 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #5 0 JM258694 0.2 F




Page 3 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 5 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #5 0 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 6 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #6 0 DL897874 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 6 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #6 0 DL897874 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 6 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #6 0 DL897874 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN ALL T/R D/S COVERS 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN ALL T/R D/S COVERS 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN ALL T/R D/S COVERS 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPEN APU COMPARTMENT DOORS 0 LF921636 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN APU COMPARTMENT DOORS 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN APU COMPARTMENT DOORS 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 9 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INT. G/B COVER 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 9 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INT. G/B COVER 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 9 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INT. G/B COVER 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 10 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE T/R G/B FWD FAIRING 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 10 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE T/R G/B FWD FAIRING 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 10 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE T/R G/B FWD FAIRING 0 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 11 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN M/R SLIDING PYON COVER 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 11 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN M/R SLIDING PYON COVER 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 11 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN M/R SLIDING PYON COVER 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 12 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN OIL COOLER ACCESS DOORS 0 DL897874 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 12 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN OIL COOLER ACCESS DOORS 0 DL897874 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 12 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN OIL COOLER ACCESS DOORS 0 DL897874 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY AND FOD CHECK 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY AND FOD CHECK 0 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY AND FOD CHECK 0 JM258694 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 14 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 LF921636 0.1 F
IVHMS

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 14 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 LF921636 0.1 F
IVHMS

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 14 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 LF921636 0.1 F
IVHMS

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 15 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 LF921636 0.1 F
TDFM.

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 15 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 LF921636 0.1 F
TDFM.

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 15 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 LF921636 0.1 F
TDFM.

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 16 - 00 COMPLETED OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 LF921636 0.1 F

JUL 13. SINGLE AHRU CONFIGURATION.




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X Current Status E:

SERIAL NUMBER: 8223733
LAST MISSION:

Current Status O:

HOURS:
25-Nov-2014

Current Status W:
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To 06-Jan-2015

5486.5

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 16 - 00 COMPLETED OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 LF921636 0.1 F
JUL 13. SINGLE AHRU CONFIGURATION.

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 16 - 00 COMPLETED OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 LF921636 0.1 F
JUL 13. SINGLE AHRU CONFIGURATION.

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 17 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 LF921636 0.1 F
NOV 12 AIR WARRIOR BLOCK .

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 17 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 LF921636 0.1 F
NOV 12 AIR WARRIOR BLOCK .

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 17 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 LF921636 0.1 F
NOV 12 AIR WARRIOR BLOCK .

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 18 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 LF921636 0.1 F
OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 18 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 LF921636 0.1 F
OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 18 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 LF921636 0.1 F

OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER




Report Date: 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733

NEXT PHASE: 55245
Current Status A: X Current Status E:

Selection Range : 01-Jul-2014

LAST MISSION:
Current Status O:

HOURS:

25-Nov-2014
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To 06-Jan-2015

5486.5

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 19 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 LF921636 0.1 F
W A WR 1566,
DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 19 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 LF921636 0.1 F
W A WR 1566,
DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 19 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 LF921636 0.1 F
W A WR 1566,
DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 20 - 00 AWR OBSOLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 LF921636 0.1 F
20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING
DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 20 - 00 AWR OBSOLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 LF921636 0.1 F
20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING
DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 20 - 00 AWR OBSOLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 LF921636 0.1 F
20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING
DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 21 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 LF921636 0.1 F
MAR 13 LIGHT EMITTING DIODE (LED)
DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 21 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 LF921636 0.1 F

MAR 13 LIGHT EMITTING DIODE (LED)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

15-Jul-2014 21 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 LF921636 0.1 F

MAR 13 LIGHT EMITTING DIODE (LED)

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 22 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 LF921636 0.1 F

MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 22 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 LF921636 0.1 F

MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 22 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 LF921636 0.1 F

MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 23 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 LF921636 0.1 F

(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 23 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 LF921636 0.1 F

(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 23 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 LF921636 0.1 F

(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 24 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 LF921636 0.1 F
APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 24 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 LF921636 0.1 F
APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 24 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 LF921636 0.1 F
APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jul-2014  3:03 PM 2 X 5477.9 08-Oct-2014 5477.9 0 1 04A
FAULT WRITE-UP: ACTION TAKEN:
INSP A022 - 14 DAY FLYABLE STORAGE ENGINE RUN UP. WAS DUE COMPLETE
AT: 01-JUL-2014. UPGRADE TO RED X STATUS ON 03-JUL-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS WM948555 1 JM258694 1 F
O 0 1 04A F 4
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Jul-2014  3:03 PM 3 X 5477.9 26-Sep-2014 5477.9 0 6 09B01A
FAULT WRITE-UP: ACTION TAKEN:
INSP A092 - 30 DAY SLAB BATT INSPECTION. WAS DUE AT: 10-JUL- INSP OK
2014. UPGRADE TO RED X STATUS ON 14-JUL-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DL897874 0.2 LF921636 0.5 F
0 0 1 09B0O1A F -13
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jul-2014  3:03 PM 6 X 5477.9 26-Sep-2014 5477.9 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A103 - AIRCRAFT WASH DUE. WAS DUE AT: 24-JUN-2014. DEFFERED PER CW4 WERNEKE
UPGRADE TO RED X STATUS ON 28-JUN-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LF921636 0.1 DL897874 0.2 F
O O 1 00 F -13
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Jul-2014  3:03 PM 7 X 5477.9 26-Sep-2014 5477.9 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A115 - LUBE REQUIRMENTS. WAS DUE AT: 24-JUN-2014 OR COMPLETED OK
5495.6 HOURS. UPGRADE TO RED X STATUS ON 28-JUN-2014 OR
5499.6 HOURS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DL897874 0.5 LF921636 1.5 F
0 0 1 00 F -13
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN
15-Jul-2014 1 - 00 LUBED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CLEAN AND LUBE BIFILAR REQ'D 0 LF921636 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
15-Jul-2014 2 - 00 LUBED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL LANDING GEAR SHOCK STRUTS UPPER AND LOWER STAGES 0 LF921636 0.2 F
LUBE REQ'D
DATE SEQNO STATUS wuc ACTION TAKEN
15-Jul-2014 3 - 00 LUBED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

STAB ACTUATOR LUBE REQ'D 0 LF921636 0.1 F




Page 12 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 4 - 00 LUBED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WINDSHIELD WIPER PIVOT STUD LUBE REQ'D 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 5 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RS/MLG UPPER FAIRING 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 6 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LS/MLG UPPER FAIRING 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 7 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LEFT OR RIGHT SIDE TAIL CONE ACCESS PANEL DL897874 0.1 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 8 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY REQ'D 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 9 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQ'D 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 10 - 00 LUBED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

WIPER CONVERTER SHAFT SPLINE LUBE REQ'D 0 LF921636 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jul-2014  3:03 PM 9 X 5477.9 15-Jul-2014 5477.9 0 P 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A177 - 90 DAY REVIEW/UPDATE OF 365-4 ENTRIES. WAS DUE COMPLETED
AT: 11-JUL-2014. UPGRADE TO RED X STATUS ON 12-JUL-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS COMGEN 0.5 WH552127 0.1 F
O O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Jul-2014  3:03 PM 13 X 5477.9 26-Sep-2014 5477.9 0 6 19W
FAULT WRITE-UP: ACTION TAKEN:
INSP A801 - PERFORM 10 HR/14 DAY INSPECTION OF AIRCRAFT COMPLETED
SKIN BETWEEN STATIONS 464.0 & 485.0 FOR LOOSE/MISSING
RIVETS AND/OR CRACKS IAW AWR 1037. WAS DUE AT: 29-JUN-
2014 OR 5483.5 HOURS. UPGRADE TO RED X STATUS ON 01-JUL-
2014 OR 5484.5 HOURS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DL897874 0.3 LF921636 0.5 F
0 0 1 19W F -13
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jul-2014  4:39 PM 14 X 5477.9 26-Sep-2014 5477.9 0 L 02
FAULT WRITE-UP: ACTION TAKEN:
ACFT FOLDED FOR MOVEMENT TO KUWAIT UNFOLDED ACFT
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LF921636 1 JL906713 9 F
B G 1 02 F -13
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 1 X 02 STOWED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FLIR WIRING HARNESS AT P217 & P237, RMVD LF921636 0.2 JM258694 0.1 F

CLAMP, HARNESS AND HDWE FROM TURRET
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

15-Jul-2014 1 X 02 STOWED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FLIR WIRING HARNESS AT P217 & P237, RMVD LF921636 0.2 JM258694 0.1 F

CLAMP, HARNESS AND HDWE FROM TURRET

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 1 X 02 STOWED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FLIR WIRING HARNESS AT P217 & P237, RMVD LF921636 0.2 JM258694 0.1 F

CLAMP, HARNESS AND HDWE FROM TURRET

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 1 X 02 STOWED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FLIR WIRING HARNESS AT P217 & P237, RMVD LF921636 0.2 JM258694 0.1 F

CLAMP, HARNESS AND HDWE FROM TURRET

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 1 X 02 STOWED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FLIR WIRING HARNESS AT P217 & P237, RMVD LF921636 0.2 JM258694 0.1 F

CLAMP, HARNESS AND HDWE FROM TURRET

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 1 X 02 STOWED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FLIR WIRING HARNESS AT P217 & P237, RMVD LF921636 0.2 JM258694 0.1 F

CLAMP, HARNESS AND HDWE FROM TURRET

DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 2 X 02 STORED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD 6EA FLIR TURRET ASSY ATTACHMENT BOLTS AT FAIRING LF921636 0.2 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 2 X 02 STORED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD 6EA FLIR TURRET ASSY ATTACHMENT BOLTS AT FAIRING LF921636 0.2 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 2 X 02 STORED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD 6EA FLIR TURRET ASSY ATTACHMENT BOLTS AT FAIRING LF921636 0.2 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 2 X 02 STORED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD 6EA FLIR TURRET ASSY ATTACHMENT BOLTS AT FAIRING LF921636 0.2 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 2 X 02 STORED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD 6EA FLIR TURRET ASSY ATTACHMENT BOLTS AT FAIRING LF921636 0.2 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 2 X 02 STORED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD 6EA FLIR TURRET ASSY ATTACHMENT BOLTS AT FAIRING LF921636 0.2 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 3 X 02 STORED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD 8(EA) FLIR TURRET HDWE LF921636 0.2 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 3 X 02 STORED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD 8(EA) FLIR TURRET HDWE LF921636 0.2 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 3 X 02 STORED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD 8(EA) FLIR TURRET HDWE LF921636 0.2 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 3 X 02 STORED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD 8(EA) FLIR TURRET HDWE LF921636 0.2 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 3 X 02 STORED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD 8(EA) FLIR TURRET HDWE LF921636 0.2 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 3 X 02 STORED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD 8(EA) FLIR TURRET HDWE LF921636 0.2 JM258694 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 4 X 02 RMD AND STORED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P215, RMVD CEU, FLIR WIRING HARNESS, FLIR LF921636 0.2 JM258694 0.2 F

CONTROLLER AND B KIT FROM CABIN

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 4 X 02 RMD AND STORED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P215, RMVD CEU, FLIR WIRING HARNESS, FLIR LF921636 0.2 JM258694 0.2 F

CONTROLLER AND B KIT FROM CABIN

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 4 X 02 RMD AND STORED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P215, RMVD CEU, FLIR WIRING HARNESS, FLIR LF921636 0.2 JM258694 0.2 F

CONTROLLER AND B KIT FROM CABIN

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 4 X 02 RMD AND STORED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P215, RMVD CEU, FLIR WIRING HARNESS, FLIR LF921636 0.2 JM258694 0.2 F

CONTROLLER AND B KIT FROM CABIN

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 4 X 02 RMD AND STORED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P215, RMVD CEU, FLIR WIRING HARNESS, FLIR LF921636 0.2 JM258694 0.2 F

CONTROLLER AND B KIT FROM CABIN

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 4 X 02 RMD AND STORED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P215, RMVD CEU, FLIR WIRING HARNESS, FLIR LF921636 0.2 JM258694 0.2 F

CONTROLLER AND B KIT FROM CABIN

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 5 X 02 INSTALLED, TQ'D 900 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD R/H PILOT STEP LF921636 0.2 TP833044 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 5 X 02 INSTALLED, TQ'D 900 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H PILOT STEP LF921636 0.2 TP833044 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 5 X 02 INSTALLED, TQ'D 900 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H PILOT STEP LF921636 0.2 TP833044 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 5 X 02 INSTALLED, TQ'D 900 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H PILOT STEP LF921636 0.2 TP833044 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 5 X 02 INSTALLED, TQ'D 900 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H PILOT STEP LF921636 0.2 TP833044 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 5 X 02 INSTALLED, TQ'D 900 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H PILOT STEP LF921636 0.2 TP833044 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 6 X 02 SERVICED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MAIN LANDING GEAR NITROGEN PRESSURE ADJUSTED LF921636 0.2 DL897874 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 6 X 02 SERVICED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MAIN LANDING GEAR NITROGEN PRESSURE ADJUSTED LF921636 0.2 DL897874 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 6 X 02 SERVICED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

MAIN LANDING GEAR NITROGEN PRESSURE ADJUSTED LF921636 0.2 DL897874 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 6 X 02 SERVICED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MAIN LANDING GEAR NITROGEN PRESSURE ADJUSTED LF921636 0.2 DL897874 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 6 X 02 SERVICED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MAIN LANDING GEAR NITROGEN PRESSURE ADJUSTED LF921636 0.2 DL897874 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 6 X 02 SERVICED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MAIN LANDING GEAR NITROGEN PRESSURE ADJUSTED LF921636 0.2 DL897874 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 7 X 02 SERVICED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TAIL LANDING GEAR NITROGEN PRESSURE ADJUSTED LF921636 0.2 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 7 X 02 SERVICED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TAIL LANDING GEAR NITROGEN PRESSURE ADJUSTED LF921636 0.2 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 7 X 02 SERVICED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TAIL LANDING GEAR NITROGEN PRESSURE ADJUSTED LF921636 0.2 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 7 X 02 SERVICED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TAIL LANDING GEAR NITROGEN PRESSURE ADJUSTED LF921636 0.2 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 7 X 02 SERVICED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TAIL LANDING GEAR NITROGEN PRESSURE ADJUSTED LF921636 0.2 DL897874 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 7 X 02 SERVICED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TAIL LANDING GEAR NITROGEN PRESSURE ADJUSTED LF921636 0.2 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 8 X 02 INSTALLED, TQ'D 350 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED WHIP ANTENNA LF921636 0.2 JM258694 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 8 X 02 INSTALLED, TQ'D 350 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED WHIP ANTENNA LF921636 0.2 JM258694 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 8 X 02 INSTALLED, TQ'D 350 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED WHIP ANTENNA LF921636 0.2 JM258694 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 8 X 02 INSTALLED, TQ'D 350 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED WHIP ANTENNA LF921636 0.2 JM258694 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 8 X 02 INSTALLED, TQ'D 350 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED WHIP ANTENNA LF921636 0.2 JM258694 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 8 X 02 INSTALLED, TQ'D 350 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED WHIP ANTENNA LF921636 0.2 JM258694 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 9 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED UPPER ANTICOLLISION ASSY LF921636 0.2 JM258694 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 9 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER ANTICOLLISION ASSY LF921636 0.2 JM258694 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 9 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER ANTICOLLISION ASSY LF921636 0.2 JM258694 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 9 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER ANTICOLLISION ASSY LF921636 0.2 JM258694 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 9 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER ANTICOLLISION ASSY LF921636 0.2 JM258694 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 9 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER ANTICOLLISION ASSY LF921636 0.2 JM258694 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 10 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED TAIL ROTOR DEICE CANNON PLUGS AT PADDLE (4EA) LF921636 0.2 JL906713 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 10 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED TAIL ROTOR DEICE CANNON PLUGS AT PADDLE (4EA) LF921636 0.2 JL906713 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 10 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED TAIL ROTOR DEICE CANNON PLUGS AT PADDLE (4EA) LF921636 0.2 JL906713 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 10 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED TAIL ROTOR DEICE CANNON PLUGS AT PADDLE (4EA) LF921636 0.2 JL906713 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 10 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED TAIL ROTOR DEICE CANNON PLUGS AT PADDLE (4EA) LF921636 0.2 JL906713 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 10 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED TAIL ROTOR DEICE CANNON PLUGS AT PADDLE (4EA) LF921636 0.2 JL906713 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 11 X 02 INSTALLED, TQ'D 150 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R PC ROD HDWR AT PITCH HORN, RMVD PTCH BEAM LF921636 0.2 JM258694 1 F

RETAINING HDWE

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 11 X 02 INSTALLED, TQ'D 150 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R PC ROD HDWR AT PITCH HORN, RMVD PTCH BEAM LF921636 0.2 JM258694 1 F

RETAINING HDWE

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 11 X 02 INSTALLED, TQ'D 150 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R PC ROD HDWR AT PITCH HORN, RMVD PTCH BEAM LF921636 0.2 JM258694 1 F

RETAINING HDWE

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 11 X 02 INSTALLED, TQ'D 150 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R PC ROD HDWR AT PITCH HORN, RMVD PTCH BEAM LF921636 0.2 JM258694 1 F

RETAINING HDWE

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 11 X 02 INSTALLED, TQ'D 150 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R PC ROD HDWR AT PITCH HORN, RMVD PTCH BEAM LF921636 0.2 JM258694 1 F

RETAINING HDWE




Report Date: 06-Jan-2015
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Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 11 X 02 INSTALLED, TQ'D 150 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R PC ROD HDWR AT PITCH HORN, RMVD PTCH BEAM LF921636 0.2 JM258694 1 F
RETAINING HDWE
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 12 X 02 INSTALLED, TQ'D TO 690 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTBD RETENTION PLATE HDWR LF921636 0.2 JM258694 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 12 X 02 INSTALLED, TQ'D TO 690 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTBD RETENTION PLATE HDWR LF921636 0.2 JM258694 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 12 X 02 INSTALLED, TQ'D TO 690 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTBD RETENTION PLATE HDWR LF921636 0.2 JM258694 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 12 X 02 INSTALLED, TQ'D TO 690 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTBD RETENTION PLATE HDWR LF921636 0.2 JM258694 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 12 X 02 INSTALLED, TQ'D TO 690 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTBD RETENTION PLATE HDWR LF921636 0.2 JM258694 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 12 X 02 INSTALLED, TQ'D TO 690 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTBD RETENTION PLATE HDWR LF921636 0.2 JM258694 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 12 X 02 INSTALLED, TQ'D TO 690 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTBD RETENTION PLATE HDWR LF921636 0.2 TP833044 1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 12 X 02 INSTALLED, TQ'D TO 690 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTBD RETENTION PLATE HDWR LF921636 0.2 TP833044 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 12 X 02 INSTALLED, TQ'D TO 690 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTBD RETENTION PLATE HDWR LF921636 0.2 TP833044 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 12 X 02 INSTALLED, TQ'D TO 690 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTBD RETENTION PLATE HDWR LF921636 0.2 TP833044 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 12 X 02 INSTALLED, TQ'D TO 690 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTBD RETENTION PLATE HDWR LF921636 0.2 TP833044 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 12 X 02 INSTALLED, TQ'D TO 690 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTBD RETENTION PLATE HDWR LF921636 0.2 TP833044 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 13 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED MAIN ROTOR DEICE CANNON PLUGS AT BLADES LF921636 0.2 DL897874 0.2 F
(4EA)
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 13 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED MAIN ROTOR DEICE CANNON PLUGS AT BLADES LF921636 0.2 DL897874 0.2 F
(4EA)
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 13 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED MAIN ROTOR DEICE CANNON PLUGS AT BLADES LF921636 0.2 DL897874 0.2 F

(4EA)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 13 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED MAIN ROTOR DEICE CANNON PLUGS AT BLADES LF921636 0.2 DL897874 0.2 F
(4EA)
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 13 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED MAIN ROTOR DEICE CANNON PLUGS AT BLADES LF921636 0.2 DL897874 0.2 F
(4EA)
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 13 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED MAIN ROTOR DEICE CANNON PLUGS AT BLADES LF921636 0.2 DL897874 0.2 F
(4EA)
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 14 X 02 INSTALLED, TQ'D 1350-1800 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER M/R PC ROD HDWR (4EA) LF921636 0.2 DL897874 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 14 X 02 INSTALLED, TQ'D 1350-1800 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER M/R PC ROD HDWR (4EA) LF921636 0.2 DL897874 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 14 X 02 INSTALLED, TQ'D 1350-1800 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER M/R PC ROD HDWR (4EA) LF921636 0.2 DL897874 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 14 X 02 INSTALLED, TQ'D 1350-1800 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER M/R PC ROD HDWR (4EA) LF921636 0.2 DL897874 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 14 X 02 INSTALLED, TQ'D 1350-1800 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED UPPER M/R PC ROD HDWR (4EA) LF921636 0.2 DL897874 1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 14 X 02 INSTALLED, TQ'D 1350-1800 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER M/R PC ROD HDWR (4EA) LF921636 0.2 DL897874 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 14 X 02 INSTALLED, TQ'D 1350-1800 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER M/R PC ROD HDWR (4EA) LF921636 0.2 TP833044 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 14 X 02 INSTALLED, TQ'D 1350-1800 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER M/R PC ROD HDWR (4EA) LF921636 0.2 TP833044 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 14 X 02 INSTALLED, TQ'D 1350-1800 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER M/R PC ROD HDWR (4EA) LF921636 0.2 TP833044 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 14 X 02 INSTALLED, TQ'D 1350-1800 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER M/R PC ROD HDWR (4EA) LF921636 0.2 TP833044 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 14 X 02 INSTALLED, TQ'D 1350-1800 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER M/R PC ROD HDWR (4EA) LF921636 0.2 TP833044 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 14 X 02 INSTALLED, TQ'D 1350-1800 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER M/R PC ROD HDWR (4EA) LF921636 0.2 TP833044 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 15 X 02 TIGHTENED, TQ'D 580-900 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED LOWER M/R PC ROD HDWR (4EA) LF921636 0.2 DL897874 1 F




Page 26 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 15 X 02 TIGHTENED, TQ'D 580-900 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED LOWER M/R PC ROD HDWR (4EA) LF921636 0.2 DL897874 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 15 X 02 TIGHTENED, TQ'D 580-900 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED LOWER M/R PC ROD HDWR (4EA) LF921636 0.2 DL897874 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 15 X 02 TIGHTENED, TQ'D 580-900 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED LOWER M/R PC ROD HDWR (4EA) LF921636 0.2 DL897874 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 15 X 02 TIGHTENED, TQ'D 580-900 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED LOWER M/R PC ROD HDWR (4EA) LF921636 0.2 DL897874 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 15 X 02 TIGHTENED, TQ'D 580-900 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED LOWER M/R PC ROD HDWR (4EA) LF921636 0.2 DL897874 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 15 X 02 TIGHTENED, TQ'D 580-900 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED LOWER M/R PC ROD HDWR (4EA) LF921636 0.2 TP833044 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 15 X 02 TIGHTENED, TQ'D 580-900 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED LOWER M/R PC ROD HDWR (4EA) LF921636 0.2 TP833044 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 15 X 02 TIGHTENED, TQ'D 580-900 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED LOWER M/R PC ROD HDWR (4EA) LF921636 0.2 TP833044 1 F




Page 27 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 15 X 02 TIGHTENED, TQ'D 580-900 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED LOWER M/R PC ROD HDWR (4EA) LF921636 0.2 TP833044 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 15 X 02 TIGHTENED, TQ'D 580-900 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED LOWER M/R PC ROD HDWR (4EA) LF921636 0.2 TP833044 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 15 X 02 TIGHTENED, TQ'D 580-900 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED LOWER M/R PC ROD HDWR (4EA) LF921636 0.2 TP833044 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 16 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD M/R BLADE PINS (8EA) LF921636 0.2 JL906713 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 16 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD M/R BLADE PINS (8EA) LF921636 0.2 JL906713 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 16 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD M/R BLADE PINS (8EA) LF921636 0.2 JL906713 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 16 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD M/R BLADE PINS (8EA) LF921636 0.2 JL906713 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 16 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD M/R BLADE PINS (8EA) LF921636 0.2 JL906713 1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 16 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD M/R BLADE PINS (8EA) LF921636 0.2 JL906713 1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 17 X 02 CONNECTED, TQ'D 73 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR R/H AND L/H FAIRINGS, DISCONNECTED BOTH LF921636 0.2 JM258694 0.2 F

GROUNDING STRAPS

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 17 X 02 CONNECTED, TQ'D 73 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR R/H AND L/H FAIRINGS, DISCONNECTED BOTH LF921636 0.2 JM258694 0.2 F

GROUNDING STRAPS

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 17 X 02 CONNECTED, TQ'D 73 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR R/H AND L/H FAIRINGS, DISCONNECTED BOTH LF921636 0.2 JM258694 0.2 F

GROUNDING STRAPS

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 17 X 02 CONNECTED, TQ'D 73 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR R/H AND L/H FAIRINGS, DISCONNECTED BOTH LF921636 0.2 JM258694 0.2 F

GROUNDING STRAPS

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 17 X 02 CONNECTED, TQ'D 73 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR R/H AND L/H FAIRINGS, DISCONNECTED BOTH LF921636 0.2 JM258694 0.2 F

GROUNDING STRAPS

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 17 X 02 CONNECTED, TQ'D 73 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR R/H AND L/H FAIRINGS, DISCONNECTED BOTH LF921636 0.2 JM258694 0.2 F

GROUNDING STRAPS

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 18 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED STABILATOR CANNON PLUGS J702 AND J703 LF921636 0.2 JM258694 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 18 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED STABILATOR CANNON PLUGS J702 AND J703 LF921636 0.2 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 18 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED STABILATOR CANNON PLUGS J702 AND J703 LF921636 0.2 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 18 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED STABILATOR CANNON PLUGS J702 AND J703 LF921636 0.2 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 18 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED STABILATOR CANNON PLUGS J702 AND J703 LF921636 0.2 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 18 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED STABILATOR CANNON PLUGS J702 AND J703 LF921636 0.2 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 19 X 02 CONNECTED, TQ'D 20 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LIMIT SWITCH AT STABILATOR LF921636 0.2 GS063512 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 19 X 02 CONNECTED, TQ'D 20 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LIMIT SWITCH AT STABILATOR LF921636 0.2 GS063512 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 19 X 02 CONNECTED, TQ'D 20 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED LIMIT SWITCH AT STABILATOR LF921636 0.2 GS063512 0.2 F




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

FOR: K08DD2

Page 30 of 324

To 06-Jan-2015

MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 19 X 02 CONNECTED, TQ'D 20 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LIMIT SWITCH AT STABILATOR LF921636 0.2 GS063512 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 19 X 02 CONNECTED, TQ'D 20 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LIMIT SWITCH AT STABILATOR LF921636 0.2 GS063512 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 19 X 02 CONNECTED, TQ'D 20 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LIMIT SWITCH AT STABILATOR LF921636 0.2 GS063512 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 19 X 02 CONNECTED, TQ'D 20 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LIMIT SWITCH AT STABILATOR LF921636 0.2 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 19 X 02 CONNECTED, TQ'D 20 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LIMIT SWITCH AT STABILATOR LF921636 0.2 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 19 X 02 CONNECTED, TQ'D 20 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LIMIT SWITCH AT STABILATOR LF921636 0.2 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 19 X 02 CONNECTED, TQ'D 20 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LIMIT SWITCH AT STABILATOR LF921636 0.2 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 19 X 02 CONNECTED, TQ'D 20 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LIMIT SWITCH AT STABILATOR LF921636 0.2 JM258694 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 19 X 02 CONNECTED, TQ'D 20 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LIMIT SWITCH AT STABILATOR LF921636 0.2 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 20 X 02 INSTALLED, TQ'D 25-50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H STABILATOR HINGE PIVOT HDWR LF921636 0.2 JM258694 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 20 X 02 INSTALLED, TQ'D 25-50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H STABILATOR HINGE PIVOT HDWR LF921636 0.2 JM258694 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 20 X 02 INSTALLED, TQ'D 25-50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H STABILATOR HINGE PIVOT HDWR LF921636 0.2 JM258694 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 20 X 02 INSTALLED, TQ'D 25-50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H STABILATOR HINGE PIVOT HDWR LF921636 0.2 JM258694 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 20 X 02 INSTALLED, TQ'D 25-50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H STABILATOR HINGE PIVOT HDWR LF921636 0.2 JM258694 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 20 X 02 INSTALLED, TQ'D 25-50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H STABILATOR HINGE PIVOT HDWR LF921636 0.2 JM258694 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 21 X 02 INSTALLED, TQ'D 400 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD L/H STABILATOR HINGE PIVOT HDWR LF921636 0.2 JM258694 0.5 F




Report Date: 06-Jan-2015

MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

Current Status E:

FOR: K08DD2
SERIAL NUMBER: 8223733

LAST MISSION:

Current Status O:

HOURS:
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To 06-Jan-2015

25-Nov-2014

5486.5

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 21 X 02 INSTALLED, TQ'D 400 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD L/H STABILATOR HINGE PIVOT HDWR LF921636 0.2 JM258694 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 21 X 02 INSTALLED, TQ'D 400 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD L/H STABILATOR HINGE PIVOT HDWR LF921636 0.2 JM258694 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 21 X 02 INSTALLED, TQ'D 400 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD L/H STABILATOR HINGE PIVOT HDWR LF921636 0.2 JM258694 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 21 X 02 INSTALLED, TQ'D 400 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD L/H STABILATOR HINGE PIVOT HDWR LF921636 0.2 JM258694 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 21 X 02 INSTALLED, TQ'D 400 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD L/H STABILATOR HINGE PIVOT HDWR LF921636 0.2 JM258694 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 22 X 02 INSTALLED, TQ'D 150 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD LOWER STAB ACTUATOR PIVOT HDWR LF921636 0.2 JM258694 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 22 X 02 INSTALLED, TQ'D 150 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD LOWER STAB ACTUATOR PIVOT HDWR LF921636 0.2 JM258694 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 22 X 02 INSTALLED, TQ'D 150 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD LOWER STAB ACTUATOR PIVOT HDWR LF921636 0.2 JM258694 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 22 X 02 INSTALLED, TQ'D 150 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOWER STAB ACTUATOR PIVOT HDWR LF921636 0.2 JM258694 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 22 X 02 INSTALLED, TQ'D 150 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOWER STAB ACTUATOR PIVOT HDWR LF921636 0.2 JM258694 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 22 X 02 INSTALLED, TQ'D 150 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOWER STAB ACTUATOR PIVOT HDWR LF921636 0.2 JM258694 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR LF921636 0.2 GS063512 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR LF921636 0.2 GS063512 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR LF921636 0.2 GS063512 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR LF921636 0.2 GS063512 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD STABILATOR LF921636 0.2 GS063512 1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR LF921636 0.2 GS063512 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR LF921636 0.2 JM258694 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR LF921636 0.2 JM258694 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR LF921636 0.2 JM258694 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR LF921636 0.2 JM258694 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR LF921636 0.2 JM258694 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR LF921636 0.2 JM258694 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 24 X 02 UNSTOWED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

STOWED LOWER ANTICOLLISION LIGHT ASSY LF921636 0.2 GD006390 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 24 X 02 UNSTOWED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
STOWED LOWER ANTICOLLISION LIGHT ASSY LF921636 0.2 GD006390 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 24 X 02 UNSTOWED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
STOWED LOWER ANTICOLLISION LIGHT ASSY LF921636 0.2 GD006390 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 24 X 02 UNSTOWED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
STOWED LOWER ANTICOLLISION LIGHT ASSY LF921636 0.2 GD006390 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 24 X 02 UNSTOWED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
STOWED LOWER ANTICOLLISION LIGHT ASSY LF921636 0.2 GD006390 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 24 X 02 UNSTOWED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
STOWED LOWER ANTICOLLISION LIGHT ASSY LF921636 0.2 GD006390 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 25 X 02 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H STEP FAIRING LF921636 0.2 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 25 X 02 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H STEP FAIRING LF921636 0.2 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 25 X 02 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD L/H STEP FAIRING LF921636 0.2 TP833044 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 25 X 02 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H STEP FAIRING LF921636 0.2 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 25 X 02 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H STEP FAIRING LF921636 0.2 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 25 X 02 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H STEP FAIRING LF921636 0.2 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 26 X 02 INSTALLED, TQ'D 900 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H STEP FAIRING LF921636 0.2 TP833044 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 26 X 02 INSTALLED, TQ'D 900 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H STEP FAIRING LF921636 0.2 TP833044 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 26 X 02 INSTALLED, TQ'D 900 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H STEP FAIRING LF921636 0.2 TP833044 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 26 X 02 INSTALLED, TQ'D 900 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H STEP FAIRING LF921636 0.2 TP833044 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 26 X 02 INSTALLED, TQ'D 900 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD R/H STEP FAIRING LF921636 0.2 TP833044 1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 26 X 02 INSTALLED, TQ'D 900 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H STEP FAIRING LF921636 0.2 TP833044 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 27 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD TAIL L/G FAIRING LF921636 0.2 TP833044 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 27 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD TAIL L/G FAIRING LF921636 0.2 TP833044 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 27 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD TAIL L/G FAIRING LF921636 0.2 TP833044 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 27 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD TAIL L/G FAIRING LF921636 0.2 TP833044 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 27 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD TAIL L/G FAIRING LF921636 0.2 TP833044 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 27 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD TAIL L/G FAIRING LF921636 0.2 TP833044 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 28 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK 0 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 28 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 28 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 28 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 28 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 28 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 29 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COMPLETE TOOL BOX INVENTORY 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 29 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COMPLETE TOOL BOX INVENTORY 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 29 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

COMPLETE TOOL BOX INVENTORY 0 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223733
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X

HOURS: 5486.5
25-Nov-2014

Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 29 - 02 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

COMPLETE TOOL BOX INVENTORY 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 29 - 02 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

COMPLETE TOOL BOX INVENTORY 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 29 - 02 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

COMPLETE TOOL BOX INVENTORY 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 30 X 02 INSTALLED, TQ'D 975 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD PITCH BEAM NUT LF921636 0.2 JM258694 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 30 X 02 INSTALLED, TQ'D 975 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD PITCH BEAM NUT LF921636 0.2 JM258694 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 30 X 02 INSTALLED, TQ'D 975 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD PITCH BEAM NUT LF921636 0.2 JM258694 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 30 X 02 INSTALLED, TQ'D 975 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD PITCH BEAM NUT LF921636 0.2 JM258694 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 30 X 02 INSTALLED, TQ'D 975 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD PITCH BEAM NUT LF921636 0.2 JM258694 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 30 X 02 INSTALLED, TQ'D 975 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD PITCH BEAM NUT LF921636 0.2 JM258694 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 31 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CO-PILOTS FLOOR PANELS LF921636 0.2 TP833044 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 31 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CO-PILOTS FLOOR PANELS LF921636 0.2 TP833044 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 31 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CO-PILOTS FLOOR PANELS LF921636 0.2 TP833044 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 31 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CO-PILOTS FLOOR PANELS LF921636 0.2 TP833044 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 31 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CO-PILOTS FLOOR PANELS LF921636 0.2 TP833044 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 31 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CO-PILOTS FLOOR PANELS LF921636 0.2 TP833044 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 32 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD PILOTS FLOOR PANELS LF921636 0.2 JL906713 1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 32 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD PILOTS FLOOR PANELS LF921636 0.2 JL906713 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 32 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD PILOTS FLOOR PANELS LF921636 0.2 JL906713 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 32 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD PILOTS FLOOR PANELS LF921636 0.2 JL906713 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 32 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD PILOTS FLOOR PANELS LF921636 0.2 JL906713 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 32 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD PILOTS FLOOR PANELS LF921636 0.2 JL906713 1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Jul-2014  9:11 AM 1 X 5477.9 16-Sep-2014 5477.9 0 G 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. WAS COMPLETED
DUE AT: 16-JUL-2014. UPGRADE TO RED X STATUS ON 20-JUL-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ781803 0.1 SM358850 0.1 F
O O 1 04A06B F 8
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Jul-2014  9:11 AM 2 X 5477.9 16-Sep-2014 5477.9 0 G 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. WAS COMPLETED
DUE AT: 16-JUL-2014. UPGRADE TO RED X STATUS ON 20-JUL-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ781803 0.1 SM358850 0.1 F
O O 1 04A06B F 8
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
E 26-Jul-2014  9:11 AM 3 X 5477.9 30-Sep-2014 5477.9 0 R 19H
FAULT WRITE-UP: ACTION TAKEN:
INSP E125 - KY-58 PMCS/OPNL CHECK. WAS DUE AT: 16-JUL-2014. KY-58'S REMOVED
UPGRADE TO RED X STATUS ON 26-JUL-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DL897874 0.1 LF921636 0.2 F
0 0 1 19H F -6
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Jul-2014  9:11 AM 4 X 5477.9 30-Sep-2014 5477.9 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A800 - 30 DAY LOGBOOK RECON DUE. WAS DUE AT: 14-JUL- COMPLETD OK
2014. UPGRADE TO RED X STATUS ON 18-JUL-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DL897874 0.1 LF921636 1 F
0 0 1 00 F -6
DELAY




Report Date: 06-Jan-2015

Page 43 of 324

Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 02-Aug-2014 10:43 AM 1 X 5477.9 02-Aug-2014 5477.9 0 R 02
FAULT WRITE-UP: ACTION TAKEN:
CMWS REQUIRES REMOVAL FOR DEPLOYMENT TO CONUS REMOVED CMWS CONTROL SN:4754. REMOVED CMWS ECU SN:
0521. REMOVED CMWS EOMS SN'S: 3193, 7262, 8974, 10698,
12874. REMOVED CMWS SEQUENCERSN'S: 21065 AND 22178.
REMOVED CMWS DISPENSERS SN'S: 2661, 3261, AND 5974.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS COMGEN 0 ND049181 1 F
K G 1 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 16-Sep-2014 10:36 AM 1 X 5477.9 26-Sep-2014 5477.9 0 6 09B01A
FAULT WRITE-UP: ACTION TAKEN:
INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1) INSP OK
EIC: RSA WUC: 09B01A. WAS DUE AT: 10-JUL-2014. UPGRADE TO
RED X STATUS ON 14-JUL-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DL897874 0.2 LF921636 0.5 F
0 0 1 09B01A F -10
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Sep-2014 10:36 AM 2 X 5477.9 30-Sep-2014 5477.9 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A160 - 90 DAY CORROSION INSPECTION. WAS DUE AT: 29- COMPLETED OK
JUL-2014. UPGRADE TO RED X STATUS ON 08-AUG-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JM884376 0.1 TP833044 3 F
O O 1 00 F -14
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT AREA 1 FOR CORROSION AND CLEANLINESS 0 LF921636 0.2 F




Page 44 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X

Current Status E:

SERIAL NUMBER: 8223733
LAST MISSION:

Current Status O:

HOURS:
25-Nov-2014

Current Status W:

5486.5

DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 1 FOR CORROSION AND CLEANLINESS 0 LF921636 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 1 FOR CORROSION AND CLEANLINESS 0 LF921636 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 1 FOR CORROSION AND CLEANLINESS 0 LF921636 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 2 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 2 FOR CORROSION AND CLEANLINESS 0 LF921636 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 2 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 2 FOR CORROSION AND CLEANLINESS 0 LF921636 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 2 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 2 FOR CORROSION AND CLEANLINESS 0 LF921636 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 2 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 2 FOR CORROSION AND CLEANLINESS 0 LF921636 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 3 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 3 FOR CORROSION AND CLEANLINESS 0 LF921636 0.2 F




Page 45 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X

Current Status E:

SERIAL NUMBER: 8223733
LAST MISSION:

Current Status O:

HOURS:
25-Nov-2014

Current Status W:

5486.5

DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 3 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 3 FOR CORROSION AND CLEANLINESS 0 LF921636 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 3 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 3 FOR CORROSION AND CLEANLINESS 0 LF921636 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 3 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 3 FOR CORROSION AND CLEANLINESS 0 LF921636 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 4 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 4 FOR CORROSION AND CLEANLINESS 0 JL906713 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 4 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 4 FOR CORROSION AND CLEANLINESS 0 JL906713 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 4 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 4 FOR CORROSION AND CLEANLINESS 0 JL906713 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 4 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 4 FOR CORROSION AND CLEANLINESS 0 JL906713 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 5 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 5 FOR CORROSION AND CLEANLINESS 0 JM258694 0.2 F




Page 46 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X

Current Status E:

SERIAL NUMBER: 8223733
LAST MISSION:

Current Status O:

HOURS:
25-Nov-2014

Current Status W:

5486.5

DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 5 . 00 COMPLETED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT AREA 5 FOR CORROSION AND CLEANLINESS 0 JM258694 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 5 . 00 COMPLETED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT AREA 5 FOR CORROSION AND CLEANLINESS 0 JM258694 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 5 . 00 COMPLETED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT AREA 5 FOR CORROSION AND CLEANLINESS 0 JM258694 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 6 . 00 COMPLETED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT AREA 6 FOR CORROSION AND CLEANLINESS 0 LF921636 05 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 6 . 00 COMPLETED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT AREA 6 FOR CORROSION AND CLEANLINESS 0 LF921636 05 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 6 . 00 COMPLETED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT AREA 6 FOR CORROSION AND CLEANLINESS 0 LF921636 05 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 6 . 00 COMPLETED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT AREA 6 FOR CORROSION AND CLEANLINESS 0 LF921636 05 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 7 X 00 INSTALLED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED AFT M/R PYLON FAIRING JM884376 0.2 JL906713 1 F




Page 47 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 7 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AFT M/R PYLON FAIRING JM884376 0.2 JL906713 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 7 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AFT M/R PYLON FAIRING JM884376 0.2 JL906713 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 7 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AFT M/R PYLON FAIRING JM884376 0.2 JL906713 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 7 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AFT M/R PYLON FAIRING JM884376 0.2 JM258694 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 7 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AFT M/R PYLON FAIRING JM884376 0.2 JM258694 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 7 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AFT M/R PYLON FAIRING JM884376 0.2 JM258694 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 7 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AFT M/R PYLON FAIRING JM884376 0.2 JM258694 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 8 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H STABILATOR INSPECTION PANEL JM884376 0.1 LF921636 0.1 F




Page 48 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 8 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H STABILATOR INSPECTION PANEL JM884376 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 8 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H STABILATOR INSPECTION PANEL JM884376 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 8 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H STABILATOR INSPECTION PANEL JM884376 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 9 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H STABILATOR INSPECTION PANEL JM884376 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 9 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H STABILATOR INSPECTION PANEL JM884376 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 9 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H STABILATOR INSPECTION PANEL JM884376 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 9 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H STABILATOR INSPECTION PANEL JM884376 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 10 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H STABILATOR CENTER ACCESS PANEL JM884376 0.1 LF921636 0.1 F




Page 49 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X

Current Status E:

SERIAL NUMBER: 8223733
LAST MISSION:

Current Status O:

HOURS:
25-Nov-2014

Current Status W:

5486.5

DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 10 X 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H STABILATOR CENTER ACCESS PANEL JM884376 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 10 X 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H STABILATOR CENTER ACCESS PANEL JM884376 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 10 X 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H STABILATOR CENTER ACCESS PANEL JM884376 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 11 X 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED L/H STABILATOR CENTER ACCESS PANEL JM884376 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 11 X 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED L/H STABILATOR CENTER ACCESS PANEL JM884376 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 11 X 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED L/H STABILATOR CENTER ACCESS PANEL JM884376 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 11 X 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED L/H STABILATOR CENTER ACCESS PANEL JM884376 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 12 / 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED T/R G/B FAIRING 0 JM258694 0.1 F




Page 50 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 12 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R G/B FAIRING 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 12 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R G/B FAIRING 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 12 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R G/B FAIRING 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 13 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN TAIL PYLON D/S COVER 0 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 13 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN TAIL PYLON D/S COVER 0 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 13 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN TAIL PYLON D/S COVER 0 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 13 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN TAIL PYLON D/S COVER 0 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 14 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPEN TAIL CONE D/S COVER 0 JL906713 0.1 F




Page 51 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 14 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN TAIL CONE D/S COVER 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 14 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN TAIL CONE D/S COVER 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 14 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN TAIL CONE D/S COVER 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 15 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INTERMEDIATE G/B COVER 0 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 15 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INTERMEDIATE G/B COVER 0 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 15 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INTERMEDIATE G/B COVER 0 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 15 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INTERMEDIATE G/B COVER 0 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 16 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED L/H AND R/H TAIL CONE ACCESS INSPECTION COVER JM884376 0.1 LF921636 0.2 F




Page 52 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 16 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H AND R/H TAIL CONE ACCESS INSPECTION COVER JM884376 0.1 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 16 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H AND R/H TAIL CONE ACCESS INSPECTION COVER JM884376 0.1 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 16 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H AND R/H TAIL CONE ACCESS INSPECTION COVER JM884376 0.1 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 17 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL STRUT FAIRING JM884376 0.1 TP833044 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 17 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL STRUT FAIRING JM884376 0.1 TP833044 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 17 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL STRUT FAIRING JM884376 0.1 TP833044 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 17 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL STRUT FAIRING JM884376 0.1 TP833044 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 18 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ALL L/H MAIN LANDING GEAR FAIRINGS 0 LF921636 0.3 F




Page 53 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X

Current Status E:

SERIAL NUMBER: 8223733
LAST MISSION:

Current Status O:

HOURS:
25-Nov-2014

Current Status W:

5486.5

DATE  SEQNO STATUS wuc ACTION TAKEN

16-Sep-2014 18 / 00 INSTALLED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED ALL L/H MAIN LANDING GEAR FAIRINGS 0 LF921636 0.3 F
DATE  SEQNO STATUS wuc ACTION TAKEN

16-Sep-2014 18 / 00 INSTALLED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED ALL L/H MAIN LANDING GEAR FAIRINGS 0 LF921636 0.3 F
DATE  SEQNO STATUS wuc ACTION TAKEN

16-Sep-2014 18 / 00 INSTALLED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED ALL L/H MAIN LANDING GEAR FAIRINGS 0 LF921636 0.3 F
DATE  SEQNO STATUS wuc ACTION TAKEN

16-Sep-2014 19 / 00 INSTALLED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED ALL R/H MAIN LANDING GEAR FAIRINGS 0 LF921636 0.3 F
DATE  SEQNO STATUS wuc ACTION TAKEN

16-Sep-2014 19 / 00 INSTALLED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED ALL R/H MAIN LANDING GEAR FAIRINGS 0 LF921636 0.3 F
DATE  SEQNO STATUS wuc ACTION TAKEN

16-Sep-2014 19 / 00 INSTALLED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED ALL R/H MAIN LANDING GEAR FAIRINGS 0 LF921636 0.3 F
DATE  SEQNO STATUS wuc ACTION TAKEN

16-Sep-2014 19 / 00 INSTALLED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED ALL R/H MAIN LANDING GEAR FAIRINGS 0 LF921636 0.3 F
DATE  SEQNO STATUS wuc ACTION TAKEN

16-Sep-2014 20 / 00 RAISED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

LOWERED ALL SOUND PROOFING PANELS 0 JL928355 1 F




Page 54 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 20 / 00 RAISED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED ALL SOUND PROOFING PANELS 0 JL928355 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 20 / 00 RAISED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED ALL SOUND PROOFING PANELS 0 JL928355 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 20 / 00 RAISED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED ALL SOUND PROOFING PANELS 0 JL928355 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 20 / 00 RAISED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED ALL SOUND PROOFING PANELS 0 LF921636 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 20 / 00 RAISED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED ALL SOUND PROOFING PANELS 0 LF921636 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 20 / 00 RAISED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED ALL SOUND PROOFING PANELS 0 LF921636 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 20 / 00 RAISED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED ALL SOUND PROOFING PANELS 0 LF921636 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 21 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED L/H BROOM CLOSET JM884376 0.1 LF921636 0.1 F




Page 55 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 21 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H BROOM CLOSET JM884376 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 21 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H BROOM CLOSET JM884376 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 21 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H BROOM CLOSET JM884376 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 22 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H BROOM CLOSET JM884376 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 22 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H BROOM CLOSET JM884376 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 22 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H BROOM CLOSET JM884376 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 22 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H BROOM CLOSET JM884376 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 23 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TRANSMISSION DRIP PAN 0 JL928355 0.2 F




Page 56 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 23 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TRANSMISSION DRIP PAN 0 JL928355 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 23 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TRANSMISSION DRIP PAN 0 JL928355 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 23 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TRANSMISSION DRIP PAN 0 JL928355 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 23 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TRANSMISSION DRIP PAN 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 23 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TRANSMISSION DRIP PAN 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 23 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TRANSMISSION DRIP PAN 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 23 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TRANSMISSION DRIP PAN 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 24 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED L/H TRANSITION ACCESS PANEL 0 LF921636 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 24 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H TRANSITION ACCESS PANEL 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 24 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H TRANSITION ACCESS PANEL 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 24 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H TRANSITION ACCESS PANEL 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 25 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H TRANSITION ACCESS PANEL 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 25 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H TRANSITION ACCESS PANEL 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 25 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H TRANSITION ACCESS PANEL 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 25 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H TRANSITION ACCESS PANEL 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 26 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED RIGHT SIDE FUEL ENCLOSURE PANEL 0 LF921636 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 26 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RIGHT SIDE FUEL ENCLOSURE PANEL 0 LF921636 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 26 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RIGHT SIDE FUEL ENCLOSURE PANEL 0 LF921636 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 26 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RIGHT SIDE FUEL ENCLOSURE PANEL 0 LF921636 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 27 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 27 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 27 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 27 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 28 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL BOX INVENTORY DUE 0 LF921636 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223733
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X

HOURS:
25-Nov-2014

5486.5

Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 28 . 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL BOX INVENTORY DUE 0 LF921636 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 28 . 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL BOX INVENTORY DUE 0 LF921636 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 28 . 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL BOX INVENTORY DUE 0 LF921636 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 29 . 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

COMPLETE UH-60 CORROSION ASSESSMENT CHECK LIST 0 LF921636 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 29 . 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

COMPLETE UH-60 CORROSION ASSESSMENT CHECK LIST 0 LF921636 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 29 . 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

COMPLETE UH-60 CORROSION ASSESSMENT CHECK LIST 0 LF921636 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 29 . 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

COMPLETE UH-60 CORROSION ASSESSMENT CHECK LIST 0 LF921636 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 30 X 00 CONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECT CANNON PLUGS FROM AFT M/R PYLON FAIRING JM884376 0.1 JL906713 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 30 X 00 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT CANNON PLUGS FROM AFT M/R PYLON FAIRING JM884376 0.1 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 30 X 00 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT CANNON PLUGS FROM AFT M/R PYLON FAIRING JM884376 0.1 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 30 X 00 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT CANNON PLUGS FROM AFT M/R PYLON FAIRING JM884376 0.1 JL906713 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Sep-2014 10:36 AM 3 X 5477.9 26-Sep-2014 5477.9 0 6 02A
FAULT WRITE-UP: ACTION TAKEN:
INSP A230 - INSPECT BATTERY COMPARTMENT FOR CORROSION INSP OK

(SLAB). WAS DUE AT: 15-AUG-2014. UPGRADE TO RED X STATUS
ON 28-AUG-2014

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DL897874 0.1 LF921636 0.5 F
o} o} 1 02A F -10
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN
16-Sep-2014 1 X 02A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY DL897874 0.1 LF921636 0.5 F
DATE SEQNO STATUS wuc ACTION TAKEN
16-Sep-2014 2 - 02A COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL AND FOD CK DUE 0 LF921636 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Sep-2014 10:36 AM 4 X 5477.9 26-Sep-2014 5477.9 0 6 17B

FAULT WRITE-UP: ACTION TAKEN:

INSP A496 - CF3BR FIRE EXTINGUISHER WEIGHT TEST & INSP OK
INSPECTION. WAS DUE AT: 30-JUL-2014. UPGRADE TO RED X
STATUS ON 18-AUG-2014

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DL897874 0.2 LF921636 0.5 F
o o} 1 17B F -10
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Sep-2014 10:36 AM 7 X 5477.9 01-Oct-2014 5477.9 0 6 17A

FAULT WRITE-UP: ACTION TAKEN:

INSP A534 - FIRST AID KIT INSPECTION. WAS DUE AT: 21-AUG- INSP COMPLETE
2014. UPGRADE TO RED X STATUS ON 01-SEP-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JK847814 0.2 LF921636 1 F
O O 1 17A F 14
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 1 X 17A RETURNED FROM ALSE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FIRST AID KITS RMD FROM ACFT AND TURNED INTO ALSE JK847814 0.2 LF921636 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 26-Sep-2014 8:20 AM 1 X 5477.9 26-Sep-2014 5477.9 0 A 19F02

FAULT WRITE-UP: ACTION TAKEN:

INSP E351 - REPLACE APX-118 TRANSPONDER BATTERY. WAS REPLACED BATTERY
DUE AT: 01-SEP-2014. UPGRADE TO RED X STATUS ON 20-SEP-
2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DL897874 0.3 LF921636 0.5 F
o O 1 19F02 F 0

DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Sep-2014 9:22 AM 2 X DL897874  5477.9 26-Sep-2014 5477.9 0 2 05
FAULT WRITE-UP: ACTION TAKEN:
BLUE MAIN ROTOR BLADE BIM INDICATOR IS RED SERVICED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LF921636 0.1 DL897874 0.3 F
K G 5 05 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 26-Sep-2014 10:53 AM 3 X DL897874  5477.9 26-Sep-2014 5477.9 0 2 05
FAULT WRITE-UP: ACTION TAKEN:
RED M/R DAMPER NEEDS SERVICED SERVICED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LF921636 0.1 TP833044 0.5 F
K G 1 05 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Sep-2014 1 X 05 INSTALLED TQ TO 60 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RVMD SAFETY FROM DAMPER TO FILLER CAP LF921636 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Sep-2014 1 X 05 INSTALLED TQ TO 60 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RVMD SAFETY FROM DAMPER TO FILLER CAP LF921636 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Sep-2014 2 X 05 INSTALLE TQ TO 60 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FILLER CAP FROM DAMPER LF921636 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Sep-2014 2 X 05 INSTALLE TQ TO 60 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD FILLER CAP FROM DAMPER

LF921636 0.1 DL897874 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Sep-2014 3 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CK AND TOOL BOX INVENTORY DUE 0 DL897874 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Sep-2014 3 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CK AND TOOL BOX INVENTORY DUE 0 DL897874 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Sep-2014 4 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY WIRE FROM DAMPER TO FILLER CAP LF921636 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Sep-2014 4 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY WIRE FROM DAMPER TO FILLER CAP LF921636 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Sep-2014 5 X 05 INSTALLED TQ TO 60 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FILLER CAP FROM DAMPER LF921636 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Sep-2014 5 X 05 INSTALLED TQ TO 60 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FILLER CAP FROM DAMPER LF921636 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Sep-2014 6 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CK AND TOOL BOX INVENTORY DUE 0 DL897874 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Sep-2014 6 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CK AND TOOL BOX INVENTORY DUE 0 DL897874 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Sep-2014 10:54 AM 4 X DL897874  5477.9 26-Sep-2014 5477.9 0 2 05
FAULT WRITE-UP: ACTION TAKEN:
BLUE M/R DAMPER NEEDS SERVICED SERVICED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LF921636 0.1 TP833044 0.5 F
K G 1 05 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
26-Sep-2014 1 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY FROM DAMPER TO FILLER CAP LF921636 0.1 DL897874 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
26-Sep-2014 1 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY FROM DAMPER TO FILLER CAP LF921636 0.1 DL897874 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
26-Sep-2014 2 X 05 INSTALLED TQ TO 60 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RVMD FILLER CAP FROM DAMPER LF921636 0.1 DL897874 0.3 F
DATE SEQ NO STATUS WucC ACTION TAKEN
26-Sep-2014 2 X 05 INSTALLED TQ TO 60 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RVMD FILLER CAP FROM DAMPER LF921636 0.1 DL897874 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Sep-2014 10:55 AM 5 X DL897874  5477.9 26-Sep-2014 5477.9 0 2 05
FAULT WRITE-UP: ACTION TAKEN:
YELLOW M/R DAMPER NEEDS SERVICED SERVICED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LF921636 0.1 TP833044 0.5 F
K G 1 05 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
26-Sep-2014 1 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY FROM DAMPER TO FILLER CAP LF921636 0.1 DL897874 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
26-Sep-2014 1 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY FROM DAMPER TO FILLER CAP LF921636 0.1 DL897874 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
26-Sep-2014 2 X 05 INSTALLED TQ TO 60 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FILLER CAP FROM DAMPER LF921636 0.1 DL897874 0.3 F
DATE SEQ NO STATUS WucC ACTION TAKEN
26-Sep-2014 2 X 05 INSTALLED TQ TO 60 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FILLER CAP FROM DAMPER LF921636 0.1 DL897874 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
26-Sep-2014 3 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CK AND TOOL BOX INVENTORY DUE 0 DL897874 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
26-Sep-2014 3 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CK AND TOOL BOX INVENTORY DUE 0 DL897874 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC

A 30-Sep-2014 10:56 AM 1 X JM884376  5477.9 30-Sep-2014 5477.9 0 2 02
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH REQUIREMENS OF H-60-14-SOF-03 PRIOR TO 5487.9 COMPLIED WITH H-60-14-SOF-03 (NEW STYLE HSS INSTALLED)

ACFT HRS, BUT NOT TO EXCEED 7 JUL 14. (DISCREPANT SELF
LOCKING DOUBLE HEX NUTS)

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LF921636 0.3 JL928355 1.5 F
o o} 1 02 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

30-Sep-2014 1 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECT ELECTRICAL CONNECTOR P823 LF921636 0.1 JL928355 0.1 F
DATE SEQNO STATUS wucC ACTION TAKEN

30-Sep-2014 2 X 02 REINSTALLED TQ TO 47 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECT FLEX COUPLING FROM AIR INLET AND BLEED-AIR TUBE =~ LF921636 0.1 JL928355 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN

30-Sep-2014 3 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

UNCLAMP WATERHOSE FROM AIR INLET LF921636 0.1 JL928355 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN

30-Sep-2014 4 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECT FIRE EXTINGUISHER DISCHARGE TUBE FROM FITTING LF921636 0.1 JL928355 0.1 F

OF FIREWALL
DATE SEQNO STATUS wuc ACTION TAKEN

30-Sep-2014 5 X 02 REINSTALLED TQ TO 70 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECT COUPLING HOLDING AIR INLET TO ENGINE LF921636 0.1 JL928355 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

30-Sep-2014 6 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE L/H ENGINE AIR INLET LF921636 0.1 JL928355 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X Current Status E:

SERIAL NUMBER: 8223733
LAST MISSION:

Current Status O:

HOURS:
25-Nov-2014

Current Status W:

5486.5

DATE SEQ NO STATUS wuc ACTION TAKEN
30-Sep-2014 7 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK DUE 0 JL928355 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
30-Sep-2014 8 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ELECTRICAL CONNECTOR P818 LF921636 0.1 JL928355 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
30-Sep-2014 9 X 02 REINSTALLED TQ TO 47 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT FLEX COUPLING FROM AIR INLET AND BLEED AIR TUBE =~ LF921636 0.1 JL928355 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
30-Sep-2014 10 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMP WATERHOSE FROM AIR INLET LF921636 0.1 JL928355 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
30-Sep-2014 11 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT FIRE EXTINGUISHER DISCHARGE TUBE FROM FITTING LF921636 0.1 JL928355 0.2 F
OF FIREWALL
DATE SEQ NO STATUS wuc ACTION TAKEN
30-Sep-2014 12 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ICE DETECTOR ELECTRICAL CONNECTOR P819 FROM LF921636 0.1 JL928355 0.1 F
RECEPTACLE ON FIREWALL
DATE SEQ NO STATUS wuc ACTION TAKEN
30-Sep-2014 13 X 02 REINSTALLED TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT COUPLING HOLDING AIR INLET TO ENGINE LF921636 0.1 JL928355 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
30-Sep-2014 14 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE ENGINE AIR INLET R/H LF921636 0.1 JL928355 0.2 F
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Report Date: 06-Jan-2015 To 06-Jan-2015

Selection Range : 01-Jul-2014
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X Current Status E:

SERIAL NUMBER: 8223733

HOURS:
25-Nov-2014

5486.5
LAST MISSION:

Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
30-Sep-2014 15 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK DUE 0 JL928355 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Sep-2014 11:04 AM 3 X LF921636  5477.9 30-Sep-2014 5477.9 0 6 05

FAULT WRITE-UP:
ELASTOMERIC BEARING PART NUMBER AND SERIALNUMBER

VERIFICATION REQUIRED BEFORE 5884.5 AIRCRAFT HOURS, BUT
NLT 04SEP14 IAW H-60-12-AMAM-16

ACTION TAKEN:
DUPLICATE ENTRY. SEE WRITE UP DATED 30 SEP 2014 FAULT 4

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DL897874 0.1 LF921636 0.1 F
o G 1 05 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Sep-2014 11:05AM 4 X LF921636  5477.9 30-Sep-2014 5477.9 0 T 05

FAULT WRITE-UP:

THRUST BEARING PART NUMBER AND SERIALNUMBER
VERIFICATION REQUIRED BEFORE 5884.5 AIRCRAFT HOURS, BUT
NLT 04SEP14 IAW H-60-12-AMAM-16

ACTION TAKEN:

COMPLIED WITH H-60-12-AMAM-16. RED S/N B203-54414, BLACK
S/N C203-07714, YELLOW S/N B203-29722, BLUE S/N B203-
19028. P/N 70103-08015-106

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS TB866532 0.2 LF921636 1 F
O G 1 05 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 02-Oct-2014  2:48 PM 7 X LF921636  5477.9 03-Oct-2014 5477.9 0 6 05

FAULT WRITE-UP:

THRUST BEARING PART NUMBER AND SERIALNUMBER
VERIFICATION REQUIRED BEFORE 5884.5 AIRCRAFT HOURS, BUT
NLT 04SEP14 IAW H-60-12-AMAM-16

WHEN HOW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
O G 1 05 F -1

DELAY

ACTION TAKEN:

COMPLIED WITH H-60-12-AMAM-16. P/N 70102-08100-044. YELLOW
S/N 33168, BLACK S/N 21698, BLUE S/N 22496, RED S/N 40370

TIPID
JM884376 0.1

MMH PID MMH TYPE
JL928355 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Oct-2014 9:23 AM 1 X WM948555 5477.9 14-Oct-2014 5477.9 0 4 02
FAULT WRITE-UP: ACTION TAKEN:
#2 ENGINE HIGH SPEED SHAFT FAILED VIBE CHECK. VIBE CHECK COMPLETE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JM884376 0.1 JM258694 5 F
L D 5 02 F -5
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
09-Oct-2014 1 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ELECTRICAL CONNECTOR P818 JM884376 0.1 JM258694 0.1 F

DATE SEQNO STATUS wucC ACTION TAKEN
09-Oct-2014 2 X 02 INSTALLED. TQ TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT FLEX COUPLING FROM AIR INLET AND BLEED AIR TUBE =~ JM884376 0.1 JM258694 0.1 F
DATE SEQNO STATUS wucC ACTION TAKEN
09-Oct-2014 3 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMP WATERHOSE FROM AIR INLET JM884376 0.1 JM258694 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN
09-Oct-2014 4 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT FIRE EXTINGUISHER DISCHARGE TUBE FROM FITTING JM884376 0.1 JM258694 0.1 F
OF FIREWALL
DATE SEQNO STATUS wuc ACTION TAKEN
09-Oct-2014 5 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ICE DETECTOR ELECTRICAL CONNECTOR P819 FROM JM884376 0.1 JM258694 0.1 F
RECEPTACLE ON FIREWALL
DATE SEQNO STATUS wuc ACTION TAKEN
09-Oct-2014 6 X 02 INSTALLED. TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT COUPLING HOLDING AIR INLET TO ENGINE JM884376 0.1 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5

NEXT PHASE: 5524.5

Current Status A: X Current Status E:

LAST MISSION:

Current Status O:

25-Nov-2014

Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 7 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE ENGINE AIR INLET JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 8 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK DUE 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 9 ® 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CAGE INSTALLED ON #2 ENGINE JM884376 0.1 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 10 ® 02 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#2 BLEED AIR PLUG INSTALLED JM884376 0.1 JL906713 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Oct-2014 7:13 AM 1 X 5477.9 14-Oct-2014 5477.9 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A018 - PREVENTIVE MAINTENANCE DAILY (PMD). WAS DUE COMPLETE
AT: 07-OCT-2014. UPGRADE TO RED X STATUS ON 10-OCT-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JS844198 0.1 JM258694 F
O O 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2014 1 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #1 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2014 2 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #2 0 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2014 3 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #3 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2014 4 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #4 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2014 5 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #5 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2014 6 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #6 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2014 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R D/S COVERS 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R PYLON D/S COVER 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2014 9 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INT. G/B COVER 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2014 10 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE T/R G/B FWD FAIRING 0 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2014 11 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN M/R SLIDING PYON COVER 0 JM258694 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2014 12 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN OIL COOLER ACCESS DOORS 0 JM258694 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2014 13 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK 0 JM258694 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2014 14 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 JM258694 0.1 F
IVHMS

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2014 15 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 JM258694 0.1 F
TDFM.

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2014 16 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 JM258694 0.1 F

JUL 13. SINGLE AHRU CONFIGURATION.

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Oct-2014 17 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 JM258694 0.1 F

NOV 12 AIR WARRIOR BLOCK .

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Oct-2014 18 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 JM258694 0.1 F

OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2014 19 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 JM258694 0.1 F
W A WR 1566,

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2014 20 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 JM258694 0.1 F

20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Oct-2014 21 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 JM258694 0.1 F

MAR 13 LIGHT EMITTING DIODE (LED)

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Oct-2014 22 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 JM258694 0.1 F

MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Oct-2014 23 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 JM258694 0.1 F

(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Oct-2014 24 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 JM258694 0.1 F

APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Oct-2014 12:37 PM 1 X LF921636 5480.9 22-Oct-2014 5480.9 0 2 03
FAULT WRITE-UP: ACTION TAKEN:
TAIL WHEEL NEEDS SERVICED SERVICED TAIL WHEEL TIRE TO 125 PSI.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LF921636 0.5 JP900099 0.5 F
T G 1 03 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 04-Nov-2014 7:12 AM 1 X 5482.9 04-Nov-2014 5482.9 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A177 - 90 DAY REVIEW/UPDATE OF 365-4 ENTRIES. WAS DUE COMPLETED 10 OCT 2014
AT: 24-OCT-2014. UPGRADE TO RED X STATUS ON 03-NOV-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS TB866532 0.2 LF921636 0.2 F
0 0 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Nov-2014 8:00 AM 5 X DB132372 5485.3 06-Nov-2014 5485.3 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
CAMLOCK MISSING FROM T/R GEAR BOX COVER REPLACED CAMLOCK
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS WM948555 0.5 DB132372 0.5 F
Q G 1 02 F 0
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Nov-2014 10:21 AM 7 X DL768086 5485.3 12-Nov-2014 5485.3 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
DURING RUN, FUEL QY INDICATED 840LBS,,RMK. #1 AND #2 REPLACED SIGNAL CONDITIONER, FUEL QUANITY. MOC OK IAW
FUELTANK VISUALLY VERIFIED FULL TM 1-1520-237-23-3 (WP 0136 00)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DB724139 0.3 RR784092 55 F
B G 5 02 F -6
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
06-Nov-2014 1 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM FOD INSPECTION AND TOOL INVENTORY 0 RR784092 0.4 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
06-Nov-2014 2 / 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED CABIN SOUNDPROOFING 0 RR784092 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
06-Nov-2014 3 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P905 ON SIGNAL CONDITIONER DB724139 0.3 RR784092 0.5 F
DATE SEQ NO STATUS WucC ACTION TAKEN
06-Nov-2014 4 X 02 REPLACED ( S/N 747)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SIGNAL CONDITIONER , FUEL QUANITY DB724139 0.3 RR784092 0.5 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
06-Nov-2014 5 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HARDWARE ON SIGNAL CONDITIONER

DB724139 0.3 RR784092 0.4 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Nov-2014 10:22 AM 8 X DL768086 5485.3 24-Nov-2014 5485.3 0 2 05A01A
FAULT WRITE-UP: ACTION TAKEN:
DURING FLIGHT CONTROLCHECKS,VIBRATIONFELT AND HEARD INSP. OK.
THROUGHTACFT DURING COLLECTIVE CHECKS, BOTH PILOT AND
CO PILOT
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS SS840732 0.2 JP900099 1 F
B G 5 05A01A F -18
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 14-Nov-2014 9:12 AM 4 X DB724139 5485.3 20-Nov-2014 5485.3 0 A 08
FAULT WRITE-UP: ACTION TAKEN:
REMOVE CDU, # 1 SDC & #2 SDC DUE TO ENGINESWAP INSTALLED IAW ENGINE SWAP.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DB724139 0.3 RR784092 8 F
K G 2 08 F -6
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 1 X 08 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MOUNTING HARDWARE FOR # 1 SDC DB724139 0.3 RR784092 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 2 X 08 REPLACED SN 2140
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED # 1 SDC (S/N 3304) DB724139 0.3 RR784092 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 3 X 08 REPLACED SN 2231
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MOUNTING HARDWARE FOR # 2 SDC DB724139 0.3 RR784092 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5

NEXT PHASE: 5524.5

Current Status A: X Current Status E:

LAST MISSION:

Current Status O:

25-Nov-2014

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 4 X 08 REPLACED SN3377
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED # 2 SDC (S/N 1126) DB724139 0.3 RR784092 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 5 X 08 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MOUNTING SCREWS ON CDU DB724139 0.3 RR784092 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 6 X 08 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CDU (S/N B934-02005) DB724139 0.3 RR784092 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 7 X 08 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P117 & P118 ON CAUTION/ADVISORY PANEL DB724139 0.3 RR784092 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 8 X 08 REINST\ALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CAUTION/ADVISORY PANEL DB724139 0.3 RR784092 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 9 - 08 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD INSPECTION REQUIRED 0 RR784092 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Nov-2014 9:23 AM 5 X JL928355  5485.3 24-Nov-2014 5485.3 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
#1 ENGINE REMOVED FOR ENGINE SWAP REPLACED ENGINE
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ781803 0.1 LF921636 F
o} G 1 02 F -10
DELAY

13-2s to Follow




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223733
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X Current Status E:

Current Status O:

HOURS:

Page 78 of 324

To 06-Jan-2015

25-Nov-2014

5486.5

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 1 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR P823 (#1) OR P818(#2) KJ781803 0.1 LF921636 0.1 F
FROM INLET RECEPTACLE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 1 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR P823 (#1) OR P818(#2) KJ781803 0.1 LF921636 0.1 F
FROM INLET RECEPTACLE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 1 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR P823 (#1) OR P818(#2) KJ781803 0.1 LF921636 0.1 F
FROM INLET RECEPTACLE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 1 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR P823 (#1) OR P818(#2) KJ781803 0.1 LF921636 0.1 F
FROM INLET RECEPTACLE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 1 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR P823 (#1) OR P818(#2) KJ781803 0.1 LF921636 0.1 F
FROM INLET RECEPTACLE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 1 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR P823 (#1) OR P818(#2) KJ781803 0.1 LF921636 0.1 F
FROM INLET RECEPTACLE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 1 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR P823 (#1) OR P818(#2) KJ781803 0.1 LF921636 0.1 F
FROM INLET RECEPTACLE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 2 X 02 INSTALLED,TQ'D 45IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CLAMPS ON ORANGE FLEXIBLE COUPLING KJ781803 0.1 LF921636 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 2 X 02 INSTALLED,TQ'D 45IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CLAMPS ON ORANGE FLEXIBLE COUPLING KJ781803 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 2 X 02 INSTALLED,TQ'D 45IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CLAMPS ON ORANGE FLEXIBLE COUPLING KJ781803 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 2 X 02 INSTALLED,TQ'D 45IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CLAMPS ON ORANGE FLEXIBLE COUPLING KJ781803 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 2 X 02 INSTALLED,TQ'D 45IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CLAMPS ON ORANGE FLEXIBLE COUPLING KJ781803 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 2 X 02 INSTALLED,TQ'D 45IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CLAMPS ON ORANGE FLEXIBLE COUPLING KJ781803 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 2 X 02 INSTALLED,TQ'D 45IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CLAMPS ON ORANGE FLEXIBLE COUPLING KJ781803 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 3 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ORANGE FLEX COUPLING REMOVED KJ781803 0.1 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 3 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

ORANGE FLEX COUPLING REMOVED KJ781803 0.1 LF921636 0.2 F




Page 80 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 3 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ORANGE FLEX COUPLING REMOVED KJ781803 0.1 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 3 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ORANGE FLEX COUPLING REMOVED KJ781803 0.1 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 3 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ORANGE FLEX COUPLING REMOVED KJ781803 0.1 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 3 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ORANGE FLEX COUPLING REMOVED KJ781803 0.1 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 3 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ORANGE FLEX COUPLING REMOVED KJ781803 0.1 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 4 - 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ORANGE FLEXIBLE COUPLING FOR CRACKS, TEARS, 0 LF921636 0.1 F

HARDENING, OR DETERIORATION. (NONE ALLOWED)

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 4 - 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ORANGE FLEXIBLE COUPLING FOR CRACKS,TEARS, 0 LF921636 0.1 F

HARDENING, OR DETERIORATION. (NONE ALLOWED)

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 4 - 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ORANGE FLEXIBLE COUPLING FOR CRACKS,TEARS, 0 LF921636 0.1 F

HARDENING, OR DETERIORATION. (NONE ALLOWED)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

14-Nov-2014 4 - 02 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ORANGE FLEXIBLE COUPLING FOR CRACKS, TEARS, 0 LF921636 0.1 F

HARDENING, OR DETERIORATION. (NONE ALLOWED)

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 4 - 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ORANGE FLEXIBLE COUPLING FOR CRACKS,TEARS, 0 LF921636 0.1 F

HARDENING, OR DETERIORATION. (NONE ALLOWED)

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 4 - 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ORANGE FLEXIBLE COUPLING FOR CRACKS,TEARS, 0 LF921636 0.1 F

HARDENING, OR DETERIORATION. (NONE ALLOWED)

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 4 - 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ORANGE FLEXIBLE COUPLING FOR CRACKS,TEARS, 0 LF921636 0.1 F

HARDENING, OR DETERIORATION. (NONE ALLOWED)

DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 5 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

UNCLAMPED WASH WATER HOSE FROM INLET KJ781803 0.1 LF921636 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 5 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

UNCLAMPED WASH WATER HOSE FROM INLET KJ781803 0.1 LF921636 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 5 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

UNCLAMPED WASH WATER HOSE FROM INLET KJ781803 0.1 LF921636 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 5 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

UNCLAMPED WASH WATER HOSE FROM INLET KJ781803 0.1 LF921636 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 5 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMPED WASH WATER HOSE FROM INLET KJ781803 0.1 LF921636 0.3 F

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 5 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMPED WASH WATER HOSE FROM INLET KJ781803 0.1 LF921636 0.3 F

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 5 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMPED WASH WATER HOSE FROM INLET KJ781803 0.1 LF921636 0.3 F

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 6 X 02 CONNECTED, TQ'D 15 DEGREE WRENCH ARCH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNETED FIRE EXTINGUISHER DISCHARGE TUBE FROM KJ781803 0.1 LF921636 0.2 F
FIREWALL

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 6 X 02 CONNECTED, TQ'D 15 DEGREE WRENCH ARCH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNETED FIRE EXTINGUISHER DISCHARGE TUBE FROM KJ781803 0.1 LF921636 0.2 F
FIREWALL

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 6 X 02 CONNECTED, TQ'D 15 DEGREE WRENCH ARCH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNETED FIRE EXTINGUISHER DISCHARGE TUBE FROM KJ781803 0.1 LF921636 0.2 F
FIREWALL

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 6 X 02 CONNECTED, TQ'D 15 DEGREE WRENCH ARCH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNETED FIRE EXTINGUISHER DISCHARGE TUBE FROM KJ781803 0.1 LF921636 0.2 F
FIREWALL

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 6 X 02 CONNECTED, TQ'D 15 DEGREE WRENCH ARCH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNETED FIRE EXTINGUISHER DISCHARGE TUBE FROM KJ781803 0.1 LF921636 0.2 F

FIREWALL




Report Date: 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223733

NEXT PHASE: 5524.5

Current Status A: X Current Status E:

LAST MISSION:
Current Status O:

HOURS

Selection Range : 01-Jul-2014

25-Nov-2014

Page 83 of 324

To 06-Jan-2015

5486.5

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 6 X 02 CONNECTED, TQ'D 15 DEGREE WRENCH ARCH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNETED FIRE EXTINGUISHER DISCHARGE TUBE FROM KJ781803 0.1 LF921636 0.2 F
FIREWALL
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 6 X 02 CONNECTED, TQ'D 15 DEGREE WRENCH ARCH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNETED FIRE EXTINGUISHER DISCHARGE TUBE FROM KJ781803 0.1 LF921636 0.2 F
FIREWALL
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 7 X 02 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ICE DETECTOR ELECTRICAL CONNECTOR P819 ON #2 KJ781803 0.1 LF921636 0.1 F
INLET
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 7 X 02 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ICE DETECTOR ELECTRICAL CONNECTOR P819 ON #2 KJ781803 0.1 LF921636 0.1 F
INLET
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 7 X 02 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ICE DETECTOR ELECTRICAL CONNECTOR P819 ON #2 KJ781803 0.1 LF921636 0.1 F
INLET
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 7 X 02 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ICE DETECTOR ELECTRICAL CONNECTOR P819 ON #2 KJ781803 0.1 LF921636 0.1 F
INLET
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 7 X 02 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ICE DETECTOR ELECTRICAL CONNECTOR P819 ON #2 KJ781803 0.1 LF921636 0.1 F
INLET
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 7 X 02 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ICE DETECTOR ELECTRICAL CONNECTOR P819 ON #2 KJ781803 0.1 LF921636 0.1 F
INLET




Page 84 of 324
Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 5524.5

LAST MISSION: 25-Nov-2014

Current Status A: X Current Status O:

Current Status E: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 7 X 02 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ICE DETECTOR ELECTRICAL CONNECTOR P819 ON #2 KJ781803 0.1 LF921636 0.1 F
INLET
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 8 X 02 INSTALLED, TQ'D 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED V-BAND CLAMP HOLDING INLET TO ENGINE SWIRL FRAME KJ781803 0.1 LF921636 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 8 X 02 INSTALLED, TQ'D 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED V-BAND CLAMP HOLDING INLET TO ENGINE SWIRL FRAME KJ781803 0.1 LF921636 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 8 X 02 INSTALLED, TQ'D 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED V-BAND CLAMP HOLDING INLET TO ENGINE SWIRL FRAME KJ781803 0.1 LF921636 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 8 X 02 INSTALLED, TQ'D 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED V-BAND CLAMP HOLDING INLET TO ENGINE SWIRL FRAME KJ781803 0.1 LF921636 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 8 X 02 INSTALLED, TQ'D 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED V-BAND CLAMP HOLDING INLET TO ENGINE SWIRL FRAME KJ781803 0.1 LF921636 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 8 X 02 INSTALLED, TQ'D 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED V-BAND CLAMP HOLDING INLET TO ENGINE SWIRL FRAME KJ781803 0.1 LF921636 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 8 X 02 INSTALLED, TQ'D 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED V-BAND CLAMP HOLDING INLET TO ENGINE SWIRL FRAME KJ781803 0.1 LF921636 0.5 F




Page 85 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 9 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INLET FROM ACFT KJ781803 0.1 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 9 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INLET FROM ACFT KJ781803 0.1 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 9 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INLET FROM ACFT KJ781803 0.1 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 9 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INLET FROM ACFT KJ781803 0.1 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 9 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INLET FROM ACFT KJ781803 0.1 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 9 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INLET FROM ACFT KJ781803 0.1 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 9 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INLET FROM ACFT KJ781803 0.1 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 10 X 02 RECONNECTED TQ TO 500 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED FUEL HOSE AT FUEL PUMP ELBOW KJ781803 0.1 DL897874 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 10 X 02 RECONNECTED TQ TO 500 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FUEL HOSE AT FUEL PUMP ELBOW KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 10 X 02 RECONNECTED TQ TO 500 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FUEL HOSE AT FUEL PUMP ELBOW KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 10 X 02 RECONNECTED TQ TO 500 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FUEL HOSE AT FUEL PUMP ELBOW KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 10 X 02 RECONNECTED TQ TO 500 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FUEL HOSE AT FUEL PUMP ELBOW KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 10 X 02 RECONNECTED TQ TO 500 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FUEL HOSE AT FUEL PUMP ELBOW KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 10 X 02 RECONNECTED TQ TO 500 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FUEL HOSE AT FUEL PUMP ELBOW KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 11 X 02 INSTALLED 1/3 PASS SHARP TQ.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ENGINE DRAIN HOSES FROM ELBOWS ON ENGINE KJ781803 0.1 JS844198 0.1 F

COMPARTMENT DECK

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 11 X 02 INSTALLED 1/3 PASS SHARP TQ.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ENGINE DRAIN HOSES FROM ELBOWS ON ENGINE KJ781803 0.1 JS844198 0.1 F

COMPARTMENT DECK
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

14-Nov-2014 11 X 02 INSTALLED 1/3 PASS SHARP TQ.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ENGINE DRAIN HOSES FROM ELBOWS ON ENGINE KJ781803 0.1 JS844198 0.1 F

COMPARTMENT DECK

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 11 X 02 INSTALLED 1/3 PASS SHARP TQ.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ENGINE DRAIN HOSES FROM ELBOWS ON ENGINE KJ781803 0.1 JS844198 0.1 F

COMPARTMENT DECK

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 11 X 02 INSTALLED 1/3 PASS SHARP TQ.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ENGINE DRAIN HOSES FROM ELBOWS ON ENGINE KJ781803 0.1 JS844198 0.1 F

COMPARTMENT DECK

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 11 X 02 INSTALLED 1/3 PASS SHARP TQ.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ENGINE DRAIN HOSES FROM ELBOWS ON ENGINE KJ781803 0.1 JS844198 0.1 F

COMPARTMENT DECK

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 11 X 02 INSTALLED 1/3 PASS SHARP TQ.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ENGINE DRAIN HOSES FROM ELBOWS ON ENGINE KJ781803 0.1 JS844198 0.1 F

COMPARTMENT DECK

DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 12 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ENGINE DRAIN CLAMP FROM ENGINE DECK HEAT SHIELD KJ781803 0.1 JS844198 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 12 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ENGINE DRAIN CLAMP FROM ENGINE DECK HEAT SHIELD KJ781803 0.1 JS844198 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 12 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ENGINE DRAIN CLAMP FROM ENGINE DECK HEAT SHIELD KJ781803 0.1 JS844198 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 12 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE DRAIN CLAMP FROM ENGINE DECK HEAT SHIELD KJ781803 0.1 JS844198 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 12 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE DRAIN CLAMP FROM ENGINE DECK HEAT SHIELD KJ781803 0.1 JS844198 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 12 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE DRAIN CLAMP FROM ENGINE DECK HEAT SHIELD KJ781803 0.1 JS844198 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 12 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE DRAIN CLAMP FROM ENGINE DECK HEAT SHIELD KJ781803 0.1 JS844198 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 13 X 02 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SWIRL FRAME DRAIN TO AIRFRAME CLAMP KJ781803 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 13 X 02 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SWIRL FRAME DRAIN TO AIRFRAME CLAMP KJ781803 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 13 X 02 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SWIRL FRAME DRAIN TO AIRFRAME CLAMP KJ781803 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 13 X 02 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SWIRL FRAME DRAIN TO AIRFRAME CLAMP KJ781803 0.1 JS844198 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 13 X 02 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SWIRL FRAME DRAIN TO AIRFRAME CLAMP KJ781803 0.1 JS844198 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 13 X 02 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SWIRL FRAME DRAIN TO AIRFRAME CLAMP KJ781803 0.1 JS844198 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 13 X 02 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SWIRL FRAME DRAIN TO AIRFRAME CLAMP KJ781803 0.1 JS844198 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 14 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS FROM FIREWALL KJ781803 0.1 SK725884 0.5 F
RECEPTACLES

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 14 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS FROM FIREWALL KJ781803 0.1 SK725884 0.5 F
RECEPTACLES

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 14 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS FROM FIREWALL KJ781803 0.1 SK725884 0.5 F
RECEPTACLES

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 14 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS FROM FIREWALL KJ781803 0.1 SK725884 0.5 F
RECEPTACLES

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 14 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS FROM FIREWALL KJ781803 0.1 SK725884 0.5 F

RECEPTACLES




Page 90 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 14 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS FROM FIREWALL KJ781803 0.1 SK725884 0.5 F
RECEPTACLES
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 14 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS FROM FIREWALL KJ781803 0.1 SK725884 0.5 F
RECEPTACLES
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 15 X 02 INSTALLED TQ TO 45" LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROSS BLEED AIR TUBE TO FIREWALL FLEX COUPLING KJ781803 0.1 SK725884 0.6 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 15 X 02 INSTALLED TQ TO 45" LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROSS BLEED AIR TUBE TO FIREWALL FLEX COUPLING KJ781803 0.1 SK725884 0.6 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 15 X 02 INSTALLED TQ TO 45" LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROSS BLEED AIR TUBE TO FIREWALL FLEX COUPLING KJ781803 0.1 SK725884 0.6 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 15 X 02 INSTALLED TQ TO 45" LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROSS BLEED AIR TUBE TO FIREWALL FLEX COUPLING KJ781803 0.1 SK725884 0.6 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 15 X 02 INSTALLED TQ TO 45" LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROSS BLEED AIR TUBE TO FIREWALL FLEX COUPLING KJ781803 0.1 SK725884 0.6 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 15 X 02 INSTALLED TQ TO 45" LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED CROSS BLEED AIR TUBE TO FIREWALL FLEX COUPLING KJ781803 0.1 SK725884 0.6 F




Report Date:

06-Jan-2015

MODEL: UH-60A

NEXT PHASE:

5524.5

Current Status A:

X

DATE

SEQNO

STATUS

14-Nov-2014

15 X

FAULT WRITE-UP:

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223733

Current Status E:

wuc
02
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To 06-Jan-2015

Current Status O:

HOURS: 5486.5
LAST MISSION: 25-Nov-2014
Current Status W:

ACTION TAKEN

INSTALLED TQ TO 45" LBS

TIPID TI_MMH PID MMH TYPE
REMOVED CROSS BLEED AIR TUBE TO FIREWALL FLEX COUPLING KJ781803 0.1 SK725884 0.6 F
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 16 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED POWER-AVAILABLE ROTARY INPUT AT HYDRO KJ781803 0.1 JS844198 0.1 F
MECHANICAL UNIT
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 16 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED POWER-AVAILABLE ROTARY INPUT AT HYDRO KJ781803 0.1 JS844198 0.1 F
MECHANICAL UNIT
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 16 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED POWER-AVAILABLE ROTARY INPUT AT HYDRO KJ781803 0.1 JS844198 0.1 F
MECHANICAL UNIT
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 16 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED POWER-AVAILABLE ROTARY INPUT AT HYDRO KJ781803 0.1 JS844198 0.1 F
MECHANICAL UNIT
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 16 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED POWER-AVAILABLE ROTARY INPUT AT HYDRO KJ781803 0.1 JS844198 0.1 F
MECHANICAL UNIT
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 16 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED POWER-AVAILABLE ROTARY INPUT AT HYDRO KJ781803 0.1 JS844198 0.1 F
MECHANICAL UNIT
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 16 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED POWER-AVAILABLE ROTARY INPUT AT HYDRO KJ781803 0.1 JS844198 0.1 F
MECHANICAL UNIT




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

Page 92 of 324
To 06-Jan-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 17 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOAD-DEMAND ROTARY INPUT AT HYDRO KJ781803 0.1 JS844198 0.1 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 17 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOAD-DEMAND ROTARY INPUT AT HYDRO KJ781803 0.1 JS844198 0.1 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 17 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOAD-DEMAND ROTARY INPUT AT HYDRO KJ781803 0.1 JS844198 0.1 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 17 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOAD-DEMAND ROTARY INPUT AT HYDRO KJ781803 0.1 JS844198 0.1 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 17 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOAD-DEMAND ROTARY INPUT AT HYDRO KJ781803 0.1 JS844198 0.1 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 17 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOAD-DEMAND ROTARY INPUT AT HYDRO KJ781803 0.1 JS844198 0.1 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 17 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOAD-DEMAND ROTARY INPUT AT HYDRO KJ781803 0.1 JS844198 0.1 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 18 X 02 INSTALLED TQ. 35 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT CLAMP KJ781803 0.1 JS844198 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 18 X 02 INSTALLED TQ. 35 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT CLAMP KJ781803 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 18 X 02 INSTALLED TQ. 35 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT CLAMP KJ781803 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 18 X 02 INSTALLED TQ. 35 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT CLAMP KJ781803 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 18 X 02 INSTALLED TQ. 35 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT CLAMP KJ781803 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 18 X 02 INSTALLED TQ. 35 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT CLAMP KJ781803 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 18 X 02 INSTALLED TQ. 35 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT CLAMP KJ781803 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 19 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT KJ781803 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 19 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED IPS BLOWER DUCT KJ781803 0.1 JS844198 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223733
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 5524.5

HOURS: 5486.5
25-Nov-2014

Current Status A: X

Current Status E:

Current Status O:

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 19 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED IPS BLOWER DUCT KJ781803 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 19 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED IPS BLOWER DUCT KJ781803 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 19 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED IPS BLOWER DUCT KJ781803 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 19 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED IPS BLOWER DUCT KJ781803 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 19 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED IPS BLOWER DUCT KJ781803 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 20 X 02 INSTLLED TQ. 40 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED LOOP CLAMP FROM DESWIRL DUCT KJ781803 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 20 X 02 INSTLLED TQ. 40 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED LOOP CLAMP FROM DESWIRL DUCT KJ781803 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 20 X 02 INSTLLED TQ. 40 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED LOOP CLAMP FROM DESWIRL DUCT KJ781803 0.1 JS844198 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 20 X 02 INSTLLED TQ. 40 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOOP CLAMP FROM DESWIRL DUCT KJ781803 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 20 X 02 INSTLLED TQ. 40 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOOP CLAMP FROM DESWIRL DUCT KJ781803 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 20 X 02 INSTLLED TQ. 40 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOOP CLAMP FROM DESWIRL DUCT KJ781803 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 20 X 02 INSTLLED TQ. 40 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOOP CLAMP FROM DESWIRL DUCT KJ781803 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 21 X 02 INSTALLED TQ TO 140 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DISC PACK COUPLING TO INPUT MODULE FLANGE KJ781803 0.1 DL897874 0.5 F
HARDWARE
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 21 X 02 INSTALLED TQ TO 140 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DISC PACK COUPLING TO INPUT MODULE FLANGE KJ781803 0.1 DL897874 0.5 F
HARDWARE
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 21 X 02 INSTALLED TQ TO 140 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DISC PACK COUPLING TO INPUT MODULE FLANGE KJ781803 0.1 DL897874 0.5 F
HARDWARE
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 21 X 02 INSTALLED TQ TO 140 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DISC PACK COUPLING TO INPUT MODULE FLANGE KJ781803 0.1 DL897874 0.5 F

HARDWARE
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 21 X 02 INSTALLED TQ TO 140 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DISC PACK COUPLING TO INPUT MODULE FLANGE KJ781803 0.1 DL897874 0.5 F
HARDWARE
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 21 X 02 INSTALLED TQ TO 140 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DISC PACK COUPLING TO INPUT MODULE FLANGE KJ781803 0.1 DL897874 0.5 F
HARDWARE
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 21 X 02 INSTALLED TQ TO 140 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DISC PACK COUPLING TO INPUT MODULE FLANGE KJ781803 0.1 DL897874 0.5 F
HARDWARE
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 22 X 02 INSTALLED TQ TO 190 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FORWARD SUPPORT TUBE TO GIMBLE HARDWARE KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 22 X 02 INSTALLED TQ TO 190 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FORWARD SUPPORT TUBE TO GIMBLE HARDWARE KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 22 X 02 INSTALLED TQ TO 190 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FORWARD SUPPORT TUBE TO GIMBLE HARDWARE KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 22 X 02 INSTALLED TQ TO 190 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FORWARD SUPPORT TUBE TO GIMBLE HARDWARE KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 22 X 02 INSTALLED TQ TO 190 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED FORWARD SUPPORT TUBE TO GIMBLE HARDWARE KJ781803 0.1 DL897874 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 22 X 02 INSTALLED TQ TO 190 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FORWARD SUPPORT TUBE TO GIMBLE HARDWARE KJ781803 0.1 DL897874 0.5 F

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 22 X 02 INSTALLED TQ TO 190 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FORWARD SUPPORT TUBE TO GIMBLE HARDWARE KJ781803 0.1 DL897874 0.5 F

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 23 X 02 INSTALLED TQ TO 182" LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INNER MOUNT STRUT TO ENGINE INNER MOUNT LINK KJ781803 0.1 SK725884 0.4 F
HARDWARE

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 23 X 02 INSTALLED TQ TO 182" LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INNER MOUNT STRUT TO ENGINE INNER MOUNT LINK KJ781803 0.1 SK725884 0.4 F
HARDWARE

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 23 X 02 INSTALLED TQ TO 182" LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INNER MOUNT STRUT TO ENGINE INNER MOUNT LINK KJ781803 0.1 SK725884 0.4 F
HARDWARE

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 23 X 02 INSTALLED TQ TO 182" LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INNER MOUNT STRUT TO ENGINE INNER MOUNT LINK KJ781803 0.1 SK725884 0.4 F
HARDWARE

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 23 X 02 INSTALLED TQ TO 182" LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INNER MOUNT STRUT TO ENGINE INNER MOUNT LINK KJ781803 0.1 SK725884 0.4 F
HARDWARE

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 23 X 02 INSTALLED TQ TO 182" LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INNER MOUNT STRUT TO ENGINE INNER MOUNT LINK KJ781803 0.1 SK725884 0.4 F

HARDWARE




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223733

MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X Current Status E:

HOURS:
LAST MISSION:

Current Status O:

25-Nov-2014
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To 06-Jan-2015

5486.5

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 23 X 02 INSTALLED TQ TO 182" LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INNER MOUNT STRUT TO ENGINE INNER MOUNT LINK KJ781803 0.1 SK725884 0.4 F
HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 24 X 02 INSTALLED TQ 181 INLBS REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER MOUNT STRUT TO ENGINE OUTER MOUNT LINK KJ781803 0.1 JK847814 0.5 F
HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 24 X 02 INSTALLED TQ 181 INLBS REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER MOUNT STRUT TO ENGINE OUTER MOUNT LINK KJ781803 0.1 JK847814 0.5 F
HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 24 X 02 INSTALLED TQ 181 INLBS REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER MOUNT STRUT TO ENGINE OUTER MOUNT LINK KJ781803 0.1 JK847814 0.5 F
HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 24 X 02 INSTALLED TQ 181 INLBS REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER MOUNT STRUT TO ENGINE OUTER MOUNT LINK KJ781803 0.1 JK847814 0.5 F
HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 24 X 02 INSTALLED TQ 181 INLBS REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER MOUNT STRUT TO ENGINE OUTER MOUNT LINK KJ781803 0.1 JK847814 0.5 F
HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 24 X 02 INSTALLED TQ 181 INLBS REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER MOUNT STRUT TO ENGINE OUTER MOUNT LINK KJ781803 0.1 JK847814 0.5 F
HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 24 X 02 INSTALLED TQ 181 INLBS REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER MOUNT STRUT TO ENGINE OUTER MOUNT LINK KJ781803 0.1 JK847814 0.5 F

HARDWARE
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 25 X 02 INSTALLED FINGER TIGHT ADVANCE TO NEXT CASSELATION REPLACE
COTTER PIN

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTER MOUNT SUPPORT TO ENGINE CENTER MOUNT KJ781803 0.1 JK847814 0.5 F

LINK HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 25 X 02 INSTALLED FINGER TIGHT ADVANCE TO NEXT CASSELATION REPLACE
COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTER MOUNT SUPPORT TO ENGINE CENTER MOUNT KJ781803 0.1 JK847814 0.5 F

LINK HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 25 X 02 INSTALLED FINGER TIGHT ADVANCE TO NEXT CASSELATION REPLACE
COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTER MOUNT SUPPORT TO ENGINE CENTER MOUNT KJ781803 0.1 JK847814 0.5 F

LINK HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 25 X 02 INSTALLED FINGER TIGHT ADVANCE TO NEXT CASSELATION REPLACE
COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTER MOUNT SUPPORT TO ENGINE CENTER MOUNT KJ781803 0.1 JK847814 0.5 F

LINK HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 25 X 02 INSTALLED FINGER TIGHT ADVANCE TO NEXT CASSELATION REPLACE
COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTER MOUNT SUPPORT TO ENGINE CENTER MOUNT KJ781803 0.1 JK847814 0.5 F

LINK HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 25 X 02 INSTALLED FINGER TIGHT ADVANCE TO NEXT CASSELATION REPLACE
COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTER MOUNT SUPPORT TO ENGINE CENTER MOUNT KJ781803 0.1 JK847814 0.5 F

LINK HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 25 X 02 INSTALLED FINGER TIGHT ADVANCE TO NEXT CASSELATION REPLACE
COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTER MOUNT SUPPORT TO ENGINE CENTER MOUNT KJ781803 0.1 JK847814 0.5 F

LINK HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 26 X 02 INSTALLED TQ45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE TO FIREWALL TUBE FLEX KJ781803 0.1 JK847814 0.5 F

COUPLING
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X Current Status E:

SERIAL NUMBER: 8223733
LAST MISSION:

Current Status O:

HOURS:
25-Nov-2014

Current Status W:

5486.5

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 26 X 02 INSTALLED TQ45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE TO FIREWALL TUBE FLEX KJ781803 0.1 JK847814 0.5 F
COUPLING

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 26 X 02 INSTALLED TQ45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE TO FIREWALL TUBE FLEX KJ781803 0.1 JK847814 0.5 F
COUPLING

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 26 X 02 INSTALLED TQ45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE TO FIREWALL TUBE FLEX KJ781803 0.1 JK847814 0.5 F
COUPLING

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 26 X 02 INSTALLED TQ45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE TO FIREWALL TUBE FLEX KJ781803 0.1 JK847814 0.5 F
COUPLING

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 26 X 02 INSTALLED TQ45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE TO FIREWALL TUBE FLEX KJ781803 0.1 JK847814 0.5 F
COUPLING

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 26 X 02 INSTALLED TQ45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE TO FIREWALL TUBE FLEX KJ781803 0.1 JK847814 0.5 F
COUPLING

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 27 X 02 INSTALLED TQ 45IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR CLAMP TO STARTER KJ781803 0.1 JK847814 0.5 F

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 27 X 02 INSTALLED TQ 45IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR CLAMP TO STARTER KJ781803 0.1 JK847814 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 27 X 02 INSTALLED TQ 45IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR CLAMP TO STARTER KJ781803 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 27 X 02 INSTALLED TQ 45IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR CLAMP TO STARTER KJ781803 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 27 X 02 INSTALLED TQ 45IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR CLAMP TO STARTER KJ781803 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 27 X 02 INSTALLED TQ 45IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR CLAMP TO STARTER KJ781803 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 27 X 02 INSTALLED TQ 45IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR CLAMP TO STARTER KJ781803 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 28 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE KJ781803 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 28 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE KJ781803 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 28 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED STARTER BLEED AIR TUBE KJ781803 0.1 JK847814 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 28 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE KJ781803 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 28 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE KJ781803 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 28 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE KJ781803 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 28 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE KJ781803 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 CF028559 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 CF028559 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 CF028559 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 CF028559 1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 CF028559 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 CF028559 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 CF028559 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 DB132372 1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 JL906713 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 JL906713 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 JL906713 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 JL906713 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 JL906713 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 JL906713 1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 JL906713 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 JM258694 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 JM258694 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 JM258694 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 JM258694 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 JM258694 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 JM258694 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 JM258694 1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 KB179627 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 KB179627 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 KB179627 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 KB179627 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 KB179627 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 KB179627 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307022
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 KB179627 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 30 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL AND FOD CHECK DUE 0 LF921636 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 30 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK DUE 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 30 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK DUE 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 30 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK DUE 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 30 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK DUE 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 30 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK DUE 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 30 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK DUE 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 31 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT PINION AXIAL PLAY 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 31 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT INPUT PINION AXIAL PLAY 0 LF921636 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 31 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT PINION AXIAL PLAY 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 31 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT PINION AXIAL PLAY 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 31 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT PINION AXIAL PLAY 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 31 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT PINION AXIAL PLAY 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 31 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT PINION AXIAL PLAY 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 32 - 02 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE OUTPUT SHAFT 0 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 32 - 02 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE OUTPUT SHAFT 0 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 32 - 02 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ENGINE OUTPUT SHAFT 0 DL897874 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 32 - 02 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE OUTPUT SHAFT 0 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 32 - 02 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE OUTPUT SHAFT 0 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 32 - 02 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE OUTPUT SHAFT 0 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 32 - 02 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE OUTPUT SHAFT 0 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 33 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT MODULE FLANGE 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 33 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT MODULE FLANGE 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 33 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT MODULE FLANGE 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 33 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT INPUT MODULE FLANGE 0 LF921636 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 33 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT MODULE FLANGE 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 33 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT MODULE FLANGE 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 33 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT MODULE FLANGE 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 34 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ELASTOMERIC GIMBAL 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 34 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ELASTOMERIC GIMBAL 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 34 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ELASTOMERIC GIMBAL 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 34 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ELASTOMERIC GIMBAL 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 34 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ELASTOMERIC GIMBAL 0 LF921636 0.1 F




Page 111 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 34 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ELASTOMERIC GIMBAL 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 34 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ELASTOMERIC GIMBAL 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 35 - 02 INSPECTION COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE MOUNTS 0 LF921636 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 35 - 02 INSPECTION COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE MOUNTS 0 LF921636 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 35 - 02 INSPECTION COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE MOUNTS 0 LF921636 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 35 - 02 INSPECTION COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE MOUNTS 0 LF921636 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 35 - 02 INSPECTION COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE MOUNTS 0 LF921636 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 35 - 02 INSPECTION COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ENGINE MOUNTS 0 LF921636 0.3 F




Selection Range : 01-Jul-2014

Report Date: 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733

NEXT PHASE: 5524.5

Current Status A: X Current Status E:

LAST MISSION:

Current Status O:

HOURS:
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To 06-Jan-2015

25-Nov-2014

5486.5

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 35 - 02 INSPECTION COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE MOUNTS 0 LF921636 0.3 F

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 36 X 02 INSTALLED, TQ'D 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CLAMP HOLDING PARTICLE SEPARATOR BLOWER TO INLET TB866532 0.1 JS844198 0.2 F
DUCT

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 36 X 02 INSTALLED, TQ'D 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CLAMP HOLDING PARTICLE SEPARATOR BLOWER TO INLET TB866532 0.1 JS844198 0.2 F
DUCT

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 36 X 02 INSTALLED, TQ'D 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CLAMP HOLDING PARTICLE SEPARATOR BLOWER TO INLET TB866532 0.1 JS844198 0.2 F
DUCT

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 36 X 02 INSTALLED, TQ'D 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CLAMP HOLDING PARTICLE SEPARATOR BLOWER TO INLET TB866532 0.1 JS844198 0.2 F
DUCT

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 36 X 02 INSTALLED, TQ'D 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CLAMP HOLDING PARTICLE SEPARATOR BLOWER TO INLET TB866532 0.1 JS844198 0.2 F
DUCT

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 36 X 02 INSTALLED, TQ'D 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CLAMP HOLDING PARTICLE SEPARATOR BLOWER TO INLET TB866532 0.1 JS844198 0.2 F
DUCT

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 36 X 02 INSTALLED, TQ'D 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CLAMP HOLDING PARTICLE SEPARATOR BLOWER TO INLET TB866532 0.1 JS844198 0.2 F

DUCT




Selection Range : 01-Jul-2014

Report Date: 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733

NEXT PHASE: 5524.5

Current Status A: X Current Status E:

LAST MISSION:

Current Status O:

HOURS:
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To 06-Jan-2015

25-Nov-2014

5486.5

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 36 X 02 INSTALLED, TQ'D 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CLAMP HOLDING PARTICLE SEPARATOR BLOWER TO INLET TB866532 0.1 LF921636 0.2 F
DUCT

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 36 X 02 INSTALLED, TQ'D 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CLAMP HOLDING PARTICLE SEPARATOR BLOWER TO INLET TB866532 0.1 LF921636 0.2 F
DUCT

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 36 X 02 INSTALLED, TQ'D 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CLAMP HOLDING PARTICLE SEPARATOR BLOWER TO INLET TB866532 0.1 LF921636 0.2 F
DUCT

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 36 X 02 INSTALLED, TQ'D 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CLAMP HOLDING PARTICLE SEPARATOR BLOWER TO INLET TB866532 0.1 LF921636 0.2 F
DUCT

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 36 X 02 INSTALLED, TQ'D 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CLAMP HOLDING PARTICLE SEPARATOR BLOWER TO INLET TB866532 0.1 LF921636 0.2 F
DUCT

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 36 X 02 INSTALLED, TQ'D 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CLAMP HOLDING PARTICLE SEPARATOR BLOWER TO INLET TB866532 0.1 LF921636 0.2 F
DUCT

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 36 X 02 INSTALLED, TQ'D 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CLAMP HOLDING PARTICLE SEPARATOR BLOWER TO INLET TB866532 0.1 LF921636 0.2 F
DUCT

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 37 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD PARTICLE SEPARATOR BLOWER TB866532 0.1 JK847814 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 37 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD PARTICLE SEPARATOR BLOWER TB866532 0.1 JK847814 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 37 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD PARTICLE SEPARATOR BLOWER TB866532 0.1 JK847814 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 37 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD PARTICLE SEPARATOR BLOWER TB866532 0.1 JK847814 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 37 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD PARTICLE SEPARATOR BLOWER TB866532 0.1 JK847814 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 37 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD PARTICLE SEPARATOR BLOWER TB866532 0.1 JK847814 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 37 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD PARTICLE SEPARATOR BLOWER TB866532 0.1 JK847814 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 37 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD PARTICLE SEPARATOR BLOWER TB866532 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 37 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD PARTICLE SEPARATOR BLOWER TB866532 0.1 LF921636 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 37 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD PARTICLE SEPARATOR BLOWER TB866532 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 37 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD PARTICLE SEPARATOR BLOWER TB866532 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 37 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD PARTICLE SEPARATOR BLOWER TB866532 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 37 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD PARTICLE SEPARATOR BLOWER TB866532 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 37 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD PARTICLE SEPARATOR BLOWER TB866532 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 38 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING FROM PARTICLE SEPARATOR BLOWER TB866532 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 38 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING FROM PARTICLE SEPARATOR BLOWER TB866532 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 38 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD O-RING FROM PARTICLE SEPARATOR BLOWER TB866532 0.1 JS844198 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 38 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING FROM PARTICLE SEPARATOR BLOWER TB866532 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 38 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING FROM PARTICLE SEPARATOR BLOWER TB866532 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 38 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING FROM PARTICLE SEPARATOR BLOWER TB866532 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 38 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING FROM PARTICLE SEPARATOR BLOWER TB866532 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 38 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING FROM PARTICLE SEPARATOR BLOWER TB866532 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 38 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING FROM PARTICLE SEPARATOR BLOWER TB866532 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 38 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING FROM PARTICLE SEPARATOR BLOWER TB866532 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 38 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD O-RING FROM PARTICLE SEPARATOR BLOWER TB866532 0.1 LF921636 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223733
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X

HOURS: 5486.5
25-Nov-2014

Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 38 X 02 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD O-RING FROM PARTICLE SEPARATOR BLOWER TB866532 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 38 X 02 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD O-RING FROM PARTICLE SEPARATOR BLOWER TB866532 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 38 X 02 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD O-RING FROM PARTICLE SEPARATOR BLOWER TB866532 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 39 X 02 INSTALLED, TQ'D 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD HDW HOLDING CLIP SUPPORT TO INLET DUCT TB866532 0.1 LF921636 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 39 X 02 INSTALLED, TQ'D 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD HDW HOLDING CLIP SUPPORT TO INLET DUCT TB866532 0.1 LF921636 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 39 X 02 INSTALLED, TQ'D 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD HDW HOLDING CLIP SUPPORT TO INLET DUCT TB866532 0.1 LF921636 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 39 X 02 INSTALLED, TQ'D 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD HDW HOLDING CLIP SUPPORT TO INLET DUCT TB866532 0.1 LF921636 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 39 X 02 INSTALLED, TQ'D 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD HDW HOLDING CLIP SUPPORT TO INLET DUCT TB866532 0.1 LF921636 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 39 X 02 INSTALLED, TQ'D 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD HDW HOLDING CLIP SUPPORT TO INLET DUCT TB866532 0.1 LF921636 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 39 X 02 INSTALLED, TQ'D 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD HDW HOLDING CLIP SUPPORT TO INLET DUCT TB866532 0.1 LF921636 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 40 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CLIP SUPPORT FROM INLET DUCT TB866532 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 40 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CLIP SUPPORT FROM INLET DUCT TB866532 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 40 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CLIP SUPPORT FROM INLET DUCT TB866532 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 40 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CLIP SUPPORT FROM INLET DUCT TB866532 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 40 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CLIP SUPPORT FROM INLET DUCT TB866532 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 40 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD CLIP SUPPORT FROM INLET DUCT TB866532 0.1 LF921636 0.1 F




Page 119 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X Current Status E:

SERIAL NUMBER: 8223733
LAST MISSION:

Current Status O:

HOURS:
25-Nov-2014

Current Status W:

5486.5

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 40 X 02 INSTALLED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMD CLIP SUPPORT FROM INLET DUCT TB866532 0.1 LF921636 0.1 F

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 41 X 02 CONNECTED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMD ELECTRICAL CONNECTOR FROM CLIP SUPPORT (ONE BLUE AND  TB866532 0.1 LF921636 0.2 F
ONE GREEN)

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 41 X 02 CONNECTED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMD ELECTRICAL CONNECTOR FROM CLIP SUPPORT (ONE BLUE AND  TB866532 0.1 LF921636 0.2 F
ONE GREEN)

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 41 X 02 CONNECTED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMD ELECTRICAL CONNECTOR FROM CLIP SUPPORT (ONE BLUE AND  TB866532 0.1 LF921636 0.2 F
ONE GREEN)

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 41 X 02 CONNECTED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMD ELECTRICAL CONNECTOR FROM CLIP SUPPORT (ONE BLUE AND ~ TB866532 0.1 LF921636 0.2 F
ONE GREEN)

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 41 X 02 CONNECTED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMD ELECTRICAL CONNECTOR FROM CLIP SUPPORT (ONE BLUE AND  TB866532 0.1 LF921636 0.2 F
ONE GREEN)

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 41 X 02 CONNECTED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMD ELECTRICAL CONNECTOR FROM CLIP SUPPORT (ONE BLUE AND  TB866532 0.1 LF921636 0.2 F
ONE GREEN)

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 41 X 02 CONNECTED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMD ELECTRICAL CONNECTOR FROM CLIP SUPPORT (ONE BLUE AND  TB866532 0.1 LF921636 0.2 F

ONE GREEN)




Page 120 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X Current Status E:

SERIAL NUMBER: 8223733
LAST MISSION:

Current Status O:

HOURS:
25-Nov-2014

Current Status W:

5486.5

DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 42 X 02 INSTALLED, TQ'D 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD NUTS HOLDING INLET DUCT TO ACCESSORY MODULE TB866532 0.1 JK847814 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 42 X 02 INSTALLED, TQ'D 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD NUTS HOLDING INLET DUCT TO ACCESSORY MODULE TB866532 0.1 JK847814 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 42 X 02 INSTALLED, TQ'D 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD NUTS HOLDING INLET DUCT TO ACCESSORY MODULE TB866532 0.1 JK847814 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 42 X 02 INSTALLED, TQ'D 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD NUTS HOLDING INLET DUCT TO ACCESSORY MODULE TB866532 0.1 JK847814 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 42 X 02 INSTALLED, TQ'D 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD NUTS HOLDING INLET DUCT TO ACCESSORY MODULE TB866532 0.1 JK847814 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 42 X 02 INSTALLED, TQ'D 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD NUTS HOLDING INLET DUCT TO ACCESSORY MODULE TB866532 0.1 JK847814 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 42 X 02 INSTALLED, TQ'D 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD NUTS HOLDING INLET DUCT TO ACCESSORY MODULE TB866532 0.1 JK847814 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 42 X 02 INSTALLED, TQ'D 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD NUTS HOLDING INLET DUCT TO ACCESSORY MODULE TB866532 0.1 LF921636 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 42 X 02 INSTALLED, TQ'D 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD NUTS HOLDING INLET DUCT TO ACCESSORY MODULE TB866532 0.1 LF921636 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 42 X 02 INSTALLED, TQ'D 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD NUTS HOLDING INLET DUCT TO ACCESSORY MODULE TB866532 0.1 LF921636 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 42 X 02 INSTALLED, TQ'D 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD NUTS HOLDING INLET DUCT TO ACCESSORY MODULE TB866532 0.1 LF921636 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 42 X 02 INSTALLED, TQ'D 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD NUTS HOLDING INLET DUCT TO ACCESSORY MODULE TB866532 0.1 LF921636 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 42 X 02 INSTALLED, TQ'D 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD NUTS HOLDING INLET DUCT TO ACCESSORY MODULE TB866532 0.1 LF921636 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 42 X 02 INSTALLED, TQ'D 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD NUTS HOLDING INLET DUCT TO ACCESSORY MODULE TB866532 0.1 LF921636 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 43 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD INLET DUCT TB866532 0.1 JK847814 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 43 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD INLET DUCT TB866532 0.1 JK847814 0.1 F




Page 122 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 43 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD INLET DUCT TB866532 0.1 JK847814 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 43 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD INLET DUCT TB866532 0.1 JK847814 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 43 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD INLET DUCT TB866532 0.1 JK847814 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 43 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD INLET DUCT TB866532 0.1 JK847814 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 43 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD INLET DUCT TB866532 0.1 JK847814 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 43 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD INLET DUCT TB866532 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 43 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD INLET DUCT TB866532 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 43 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD INLET DUCT TB866532 0.1 LF921636 0.1 F




Page 123 of 324
Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 5524.5 LAST MISSION: 25-Nov-2014

Current Status A: X Current Status O:

Current Status E:

Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 43 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD INLET DUCT TB866532 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 43 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD INLET DUCT TB866532 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 43 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD INLET DUCT TB866532 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 43 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD INLET DUCT TB866532 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 44 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD RETAINING RING HOLDING G-AXIS SEAL TO ACCESSORY TB866532 0.1 JM258694 0.2 F
MODULE
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 44 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD RETAINING RING HOLDING G-AXIS SEAL TO ACCESSORY TB866532 0.1 JM258694 0.2 F
MODULE
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 44 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD RETAINING RING HOLDING G-AXIS SEAL TO ACCESSORY TB866532 0.1 JM258694 0.2 F
MODULE
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 44 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD RETAINING RING HOLDING G-AXIS SEAL TO ACCESSORY TB866532 0.1 JM258694 0.2 F
MODULE




Page 124 of 324
Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 5524.5 LAST MISSION: 25-Nov-2014

Current Status A: X Current Status O:

Current Status E:

Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 44 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD RETAINING RING HOLDING G-AXIS SEAL TO ACCESSORY TB866532 0.1 JM258694 0.2 F
MODULE
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 44 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD RETAINING RING HOLDING G-AXIS SEAL TO ACCESSORY TB866532 0.1 JM258694 0.2 F
MODULE
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 44 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD RETAINING RING HOLDING G-AXIS SEAL TO ACCESSORY TB866532 0.1 JM258694 0.2 F
MODULE
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 45 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD G-AXIS SEAL TB866532 0.1 JM258694 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 45 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD G-AXIS SEAL TB866532 0.1 JM258694 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 45 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD G-AXIS SEAL TB866532 0.1 JM258694 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 45 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD G-AXIS SEAL TB866532 0.1 JM258694 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 45 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD G-AXIS SEAL TB866532 0.1 JM258694 1 F




Page 125 of 324
Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 5524.5 LAST MISSION: 25-Nov-2014

Current Status A: X Current Status O:

Current Status E:

Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 45 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD G-AXIS SEAL TB866532 0.1 JM258694 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 45 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD G-AXIS SEAL TB866532 0.1 JM258694 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 46 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD 0-RING FROM BORE OF REAR HOUSING ON ACCESSORY TB866532 0.1 JM258694 0.2 F
MODULE
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 46 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD 0-RING FROM BORE OF REAR HOUSING ON ACCESSORY TB866532 0.1 JM258694 0.2 F
MODULE
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 46 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD 0-RING FROM BORE OF REAR HOUSING ON ACCESSORY TB866532 0.1 JM258694 0.2 F
MODULE
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 46 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD 0-RING FROM BORE OF REAR HOUSING ON ACCESSORY TB866532 0.1 JM258694 0.2 F
MODULE
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 46 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD 0-RING FROM BORE OF REAR HOUSING ON ACCESSORY TB866532 0.1 JM258694 0.2 F
MODULE
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 46 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD 0-RING FROM BORE OF REAR HOUSING ON ACCESSORY TB866532 0.1 JM258694 0.2 F
MODULE




Page 126 of 324
Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 5524.5 LAST MISSION: 25-Nov-2014

Current Status A: X Current Status O:

Current Status E:

Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 46 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD 0-RING FROM BORE OF REAR HOUSING ON ACCESSORY TB866532 0.1 JM258694 0.2 F
MODULE
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 47 X 02 TIGHTENED, TQ'D 55 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CAPTIVE NUTS HOLDING CENTER BODY CONE TO ENGINE TB866532 0.1 JS844198 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 47 X 02 TIGHTENED, TQ'D 55 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CAPTIVE NUTS HOLDING CENTER BODY CONE TO ENGINE TB866532 0.1 JS844198 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 47 X 02 TIGHTENED, TQ'D 55 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CAPTIVE NUTS HOLDING CENTER BODY CONE TO ENGINE TB866532 0.1 JS844198 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 47 X 02 TIGHTENED, TQ'D 55 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CAPTIVE NUTS HOLDING CENTER BODY CONE TO ENGINE TB866532 0.1 JS844198 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 47 X 02 TIGHTENED, TQ'D 55 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CAPTIVE NUTS HOLDING CENTER BODY CONE TO ENGINE TB866532 0.1 JS844198 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 47 X 02 TIGHTENED, TQ'D 55 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CAPTIVE NUTS HOLDING CENTER BODY CONE TO ENGINE TB866532 0.1 JS844198 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 47 X 02 TIGHTENED, TQ'D 55 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CAPTIVE NUTS HOLDING CENTER BODY CONE TO ENGINE TB866532 0.1 JS844198 0.4 F




Page 127 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2
SERIAL NUMBER: 8223733
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 5524.5

HOURS:
25-Nov-2014

5486.5

Current Status A: X

Current Status E:

Current Status O:

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 48 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD CENTER BODY CONE TB866532 0.1 JS844198 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 48 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD CENTER BODY CONE TB866532 0.1 JS844198 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 48 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD CENTER BODY CONE TB866532 0.1 JS844198 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 48 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD CENTER BODY CONE TB866532 0.1 JS844198 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 48 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD CENTER BODY CONE TB866532 0.1 JS844198 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 48 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD CENTER BODY CONE TB866532 0.1 JS844198 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 48 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD CENTER BODY CONE TB866532 0.1 JS844198 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 49 X 02 INSTALLED, TQ'D 75 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD EIGHT LOCKNUTS THAT SECURE C-SUMP HEAT SHIELD TO TB866532 0.1 JS844198 1 F

EXHAUST FRAME




Page 128 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 49 X 02 INSTALLED, TQ'D 75 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD EIGHT LOCKNUTS THAT SECURE C-SUMP HEAT SHIELD TO TB866532 0.1 JS844198 1 F
EXHAUST FRAME

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 49 X 02 INSTALLED, TQ'D 75 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD EIGHT LOCKNUTS THAT SECURE C-SUMP HEAT SHIELD TO TB866532 0.1 JS844198 1 F
EXHAUST FRAME

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 49 X 02 INSTALLED, TQ'D 75 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD EIGHT LOCKNUTS THAT SECURE C-SUMP HEAT SHIELD TO TB866532 0.1 JS844198 1 F
EXHAUST FRAME

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 49 X 02 INSTALLED, TQ'D 75 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD EIGHT LOCKNUTS THAT SECURE C-SUMP HEAT SHIELD TO TB866532 0.1 JS844198 1 F
EXHAUST FRAME

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 49 X 02 INSTALLED, TQ'D 75 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD EIGHT LOCKNUTS THAT SECURE C-SUMP HEAT SHIELD TO TB866532 0.1 JS844198 1 F
EXHAUST FRAME

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 49 X 02 INSTALLED, TQ'D 75 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD EIGHT LOCKNUTS THAT SECURE C-SUMP HEAT SHIELD TO TB866532 0.1 JS844198 1 F
EXHAUST FRAME

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 50 X 02 INSTALLED, TQ'D 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD THREE BOLTS HOLDING C-SUMP COVER TO FRAME TB866532 0.1 JS844198 0.5 F

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 50 X 02 INSTALLED, TQ'D 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD THREE BOLTS HOLDING C-SUMP COVER TO FRAME TB866532 0.1 JS844198 0.5 F




Page 129 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 50 X 02 INSTALLED, TQ'D 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD THREE BOLTS HOLDING C-SUMP COVER TO FRAME TB866532 0.1 JS844198 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 50 X 02 INSTALLED, TQ'D 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD THREE BOLTS HOLDING C-SUMP COVER TO FRAME TB866532 0.1 JS844198 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 50 X 02 INSTALLED, TQ'D 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD THREE BOLTS HOLDING C-SUMP COVER TO FRAME TB866532 0.1 JS844198 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 50 X 02 INSTALLED, TQ'D 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD THREE BOLTS HOLDING C-SUMP COVER TO FRAME TB866532 0.1 JS844198 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 50 X 02 INSTALLED, TQ'D 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD THREE BOLTS HOLDING C-SUMP COVER TO FRAME TB866532 0.1 JS844198 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 51 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD C-SUMP COVER TB866532 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 51 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD C-SUMP COVER TB866532 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 51 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD C-SUMP COVER TB866532 0.1 JS844198 0.1 F




Page 130 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 51 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD C-SUMP COVER TB866532 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 51 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD C-SUMP COVER TB866532 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 51 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD C-SUMP COVER TB866532 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 51 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD C-SUMP COVER TB866532 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 52 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD AND DISCARDED PACKING TB866532 0.1 JS844198 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 52 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD AND DISCARDED PACKING TB866532 0.1 JS844198 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 52 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD AND DISCARDED PACKING TB866532 0.1 JS844198 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 52 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD AND DISCARDED PACKING TB866532 0.1 JS844198 0.2 F




Page 131 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 52 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD AND DISCARDED PACKING TB866532 0.1 JS844198 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 52 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD AND DISCARDED PACKING TB866532 0.1 JS844198 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 52 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD AND DISCARDED PACKING TB866532 0.1 JS844198 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 53 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD SAFETY FROM OIL DRAIN PLUG TB866532 0.1 JK847814 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 53 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD SAFETY FROM OIL DRAIN PLUG TB866532 0.1 JK847814 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 53 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD SAFETY FROM OIL DRAIN PLUG TB866532 0.1 JK847814 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 53 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD SAFETY FROM OIL DRAIN PLUG TB866532 0.1 JK847814 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 53 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD SAFETY FROM OIL DRAIN PLUG TB866532 0.1 JK847814 0.4 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 53 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD SAFETY FROM OIL DRAIN PLUG TB866532 0.1 JK847814 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 53 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD SAFETY FROM OIL DRAIN PLUG TB866532 0.1 JK847814 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 54 X 02 INSTALLED, TQ'D 15 DEGREE WRENCH ARCH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD OIL DRAIN PLUG TB866532 0.1 DL897874 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 54 X 02 INSTALLED, TQ'D 15 DEGREE WRENCH ARCH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD OIL DRAIN PLUG TB866532 0.1 DL897874 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 54 X 02 INSTALLED, TQ'D 15 DEGREE WRENCH ARCH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD OIL DRAIN PLUG TB866532 0.1 DL897874 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 54 X 02 INSTALLED, TQ'D 15 DEGREE WRENCH ARCH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD OIL DRAIN PLUG TB866532 0.1 DL897874 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 54 X 02 INSTALLED, TQ'D 15 DEGREE WRENCH ARCH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD OIL DRAIN PLUG TB866532 0.1 DL897874 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 54 X 02 INSTALLED, TQ'D 15 DEGREE WRENCH ARCH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD OIL DRAIN PLUG TB866532 0.1 DL897874 0.4 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 54 X 02 INSTALLED, TQ'D 15 DEGREE WRENCH ARCH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD OIL DRAIN PLUG TB866532 0.1 DL897874 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 55 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM OUTBOARD LINKS TO ENGINE FRAME KJ781803 0.1 SK725884 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 55 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM OUTBOARD LINKS TO ENGINE FRAME KJ781803 0.1 SK725884 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 55 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM OUTBOARD LINKS TO ENGINE FRAME KJ781803 0.1 SK725884 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 55 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM OUTBOARD LINKS TO ENGINE FRAME KJ781803 0.1 SK725884 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 55 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM OUTBOARD LINKS TO ENGINE FRAME KJ781803 0.1 SK725884 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 55 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM OUTBOARD LINKS TO ENGINE FRAME KJ781803 0.1 SK725884 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 55 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HARDWARE FROM OUTBOARD LINKS TO ENGINE FRAME KJ781803 0.1 SK725884 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 56 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM INBOARD LINKS TO ENGINE FRAME KJ781803 0.1 SK725884 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 56 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM INBOARD LINKS TO ENGINE FRAME KJ781803 0.1 SK725884 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 56 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM INBOARD LINKS TO ENGINE FRAME KJ781803 0.1 SK725884 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 56 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM INBOARD LINKS TO ENGINE FRAME KJ781803 0.1 SK725884 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 56 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM INBOARD LINKS TO ENGINE FRAME KJ781803 0.1 SK725884 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 56 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM INBOARD LINKS TO ENGINE FRAME KJ781803 0.1 SK725884 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 56 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM INBOARD LINKS TO ENGINE FRAME KJ781803 0.1 SK725884 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 57 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HARDWARE FROM CENTER LINKS TO ENGINE FRAME KJ781803 0.1 SK725884 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 57 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM CENTER LINKS TO ENGINE FRAME KJ781803 0.1 SK725884 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 57 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM CENTER LINKS TO ENGINE FRAME KJ781803 0.1 SK725884 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 57 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM CENTER LINKS TO ENGINE FRAME KJ781803 0.1 SK725884 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 57 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM CENTER LINKS TO ENGINE FRAME KJ781803 0.1 SK725884 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 57 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM CENTER LINKS TO ENGINE FRAME KJ781803 0.1 SK725884 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 57 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM CENTER LINKS TO ENGINE FRAME KJ781803 0.1 SK725884 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 58 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD SHROUD FROM INLET TB866532 0.1 DB132372 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 58 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD SHROUD FROM INLET TB866532 0.1 DB132372 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 58 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD SHROUD FROM INLET TB866532 0.1 DB132372 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 58 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD SHROUD FROM INLET TB866532 0.1 DB132372 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 58 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD SHROUD FROM INLET TB866532 0.1 DB132372 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 58 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD SHROUD FROM INLET TB866532 0.1 DB132372 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 58 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD SHROUD FROM INLET TB866532 0.1 DB132372 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 58 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD SHROUD FROM INLET TB866532 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 58 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD SHROUD FROM INLET TB866532 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 58 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD SHROUD FROM INLET TB866532 0.1 JS844198 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 58 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD SHROUD FROM INLET TB866532 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 58 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD SHROUD FROM INLET TB866532 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 58 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD SHROUD FROM INLET TB866532 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 58 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD SHROUD FROM INLET TB866532 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 59 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD ENGINE AIR ACCESS PANEL FROM INLET TB866532 0.1 DB132372 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 59 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD ENGINE AIR ACCESS PANEL FROM INLET TB866532 0.1 DB132372 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 59 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD ENGINE AIR ACCESS PANEL FROM INLET TB866532 0.1 DB132372 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 59 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD ENGINE AIR ACCESS PANEL FROM INLET TB866532 0.1 DB132372 0.1 F




Page 138 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 59 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD ENGINE AIR ACCESS PANEL FROM INLET TB866532 0.1 DB132372 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 59 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD ENGINE AIR ACCESS PANEL FROM INLET TB866532 0.1 DB132372 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 59 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD ENGINE AIR ACCESS PANEL FROM INLET TB866532 0.1 DB132372 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 59 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD ENGINE AIR ACCESS PANEL FROM INLET TB866532 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 59 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD ENGINE AIR ACCESS PANEL FROM INLET TB866532 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 59 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD ENGINE AIR ACCESS PANEL FROM INLET TB866532 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 59 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD ENGINE AIR ACCESS PANEL FROM INLET TB866532 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 59 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD ENGINE AIR ACCESS PANEL FROM INLET TB866532 0.1 JS844198 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 59 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD ENGINE AIR ACCESS PANEL FROM INLET TB866532 0.1 JS844198 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 59 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD ENGINE AIR ACCESS PANEL FROM INLET TB866532 0.1 JS844198 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 60 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ANTI-ICING VALVE ELECTRICAL CONNECTOR, P820 (NO. TB866532 0.1 DB132372 0.1 F
1 ENGINE)

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 60 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ANTI-ICING VALVE ELECTRICAL CONNECTOR, P820 (NO. TB866532 0.1 DB132372 0.1 F
1 ENGINE)

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 60 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ANTI-ICING VALVE ELECTRICAL CONNECTOR, P820 (NO. TB866532 0.1 DB132372 0.1 F
1 ENGINE)

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 60 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ANTI-ICING VALVE ELECTRICAL CONNECTOR, P820 (NO. TB866532 0.1 DB132372 0.1 F
1 ENGINE)

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 60 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ANTI-ICING VALVE ELECTRICAL CONNECTOR, P820 (NO. TB866532 0.1 DB132372 0.1 F
1 ENGINE)

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 60 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ANTI-ICING VALVE ELECTRICAL CONNECTOR, P820 (NO. TB866532 0.1 DB132372 0.1 F

1 ENGINE)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223733
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X

HOURS: 5486.5
25-Nov-2014

Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 60 X 02 CONNECTED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

DISCONNECT ANTI-ICING VALVE ELECTRICAL CONNECTOR, P820 (NO.  TB866532 0.1 DB132372 0.1 F

1 ENGINE)
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 61 X 02 INSTALLED, TQ'D 45 INLBS

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

UNCLAMP ANTI-ICING VALVE FROM AIR INLET TUBES TB866532 0.1 DB132372 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 61 X 02 INSTALLED, TQ'D 45 INLBS

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

UNCLAMP ANTI-ICING VALVE FROM AIR INLET TUBES TB866532 0.1 DB132372 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 61 X 02 INSTALLED, TQ'D 45 INLBS

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

UNCLAMP ANTI-ICING VALVE FROM AIR INLET TUBES TB866532 0.1 DB132372 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 61 X 02 INSTALLED, TQ'D 45 INLBS

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

UNCLAMP ANTI-ICING VALVE FROM AIR INLET TUBES TB866532 0.1 DB132372 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 61 X 02 INSTALLED, TQ'D 45 INLBS

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

UNCLAMP ANTI-ICING VALVE FROM AIR INLET TUBES TB866532 0.1 DB132372 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 61 X 02 INSTALLED, TQ'D 45 INLBS

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

UNCLAMP ANTI-ICING VALVE FROM AIR INLET TUBES TB866532 0.1 DB132372 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 61 X 02 INSTALLED, TQ'D 45 INLBS

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

UNCLAMP ANTI-ICING VALVE FROM AIR INLET TUBES TB866532 0.1 DB132372 0.2 F




Report Date:

06-Jan-2015
MODEL: UH-60A
NEXT PHASE: 55245

CLOSED FAULT REPORT

FOR: K08DD2

Selection Range : 01-Jul-2014

SERIAL NUMBER: 8223733

Current Status A: X

Current Status E:

LAST MISSION:

DATE

Current Status O:

HOURS:
25-Nov-2014

Page 141 of 324
To 06-Jan-2015

5486.5

Current Status W:

SEQNO STATUS wuc ACTION TAKEN
14-Nov-2014 62 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS, WASHERS, AND REAR TUBE FROM ENGINE AIR TB866532 0.1 DB132372 0.1 F
INLET, AND REMOVE VALVE FROM INLET
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 62 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS, WASHERS, AND REAR TUBE FROM ENGINE AIR TB866532 0.1 DB132372 0.1 F
INLET, AND REMOVE VALVE FROM INLET
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 62 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS, WASHERS, AND REAR TUBE FROM ENGINE AIR TB866532 0.1 DB132372 0.1 F
INLET, AND REMOVE VALVE FROM INLET
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 62 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS, WASHERS, AND REAR TUBE FROM ENGINE AIR TB866532 0.1 DB132372 0.1 F
INLET, AND REMOVE VALVE FROM INLET
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 62 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS, WASHERS, AND REAR TUBE FROM ENGINE AIR TB866532 0.1 DB132372 0.1 F
INLET, AND REMOVE VALVE FROM INLET
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 62 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS, WASHERS, AND REAR TUBE FROM ENGINE AIR TB866532 0.1 DB132372 0.1 F
INLET, AND REMOVE VALVE FROM INLET
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 62 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS, WASHERS, AND REAR TUBE FROM ENGINE AIR TB866532 0.1 DB132372 0.1 F
INLET, AND REMOVE VALVE FROM INLET
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 62 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS, WASHERS, AND REAR TUBE FROM ENGINE AIR TB866532 0.1 JS844198 0.1 F
INLET, AND REMOVE VALVE FROM INLET




Report Date:

MODEL: UH-60A

06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223733

Selection Range : 01-Jul-2014

Page 142 of 324

To 06-Jan-2015

HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 62 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS, WASHERS, AND REAR TUBE FROM ENGINE AIR TB866532 0.1 JS844198 0.1 F
INLET, AND REMOVE VALVE FROM INLET
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 62 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS, WASHERS, AND REAR TUBE FROM ENGINE AIR TB866532 0.1 JS844198 0.1 F
INLET, AND REMOVE VALVE FROM INLET
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 62 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS, WASHERS, AND REAR TUBE FROM ENGINE AIR TB866532 0.1 JS844198 0.1 F
INLET, AND REMOVE VALVE FROM INLET
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 62 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS, WASHERS, AND REAR TUBE FROM ENGINE AIR TB866532 0.1 JS844198 0.1 F
INLET, AND REMOVE VALVE FROM INLET
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 62 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS, WASHERS, AND REAR TUBE FROM ENGINE AIR TB866532 0.1 JS844198 0.1 F
INLET, AND REMOVE VALVE FROM INLET
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 62 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS, WASHERS, AND REAR TUBE FROM ENGINE AIR TB866532 0.1 JS844198 0.1 F
INLET, AND REMOVE VALVE FROM INLET
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Nov-2014 9:24 AM 6 X JL928355 5485.3 24-Nov-2014 5485.3 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
#2 ENGINE REMOVED FOR ENGINE SWAP REPLACED ENGINE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ781803 0.1 JL906713 4 F
O G 2 02 -10
DELAY

13-2s to Follow




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

Page 143 of 324

To 06-Jan-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 1 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR P823 (#1) OR P818(#2) KJ781803 0.1 JL928355 0.2 F
FROM INLET RECEPTACLE

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 1 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR P823 (#1) OR P818(#2) KJ781803 0.1 JL928355 0.2 F
FROM INLET RECEPTACLE

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 1 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR P823 (#1) OR P818(#2) KJ781803 0.1 JL928355 0.2 F
FROM INLET RECEPTACLE

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 1 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR P823 (#1) OR P818(#2) KJ781803 0.1 JL928355 0.2 F
FROM INLET RECEPTACLE

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 1 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR P823 (#1) OR P818(#2) KJ781803 0.1 JL928355 0.2 F
FROM INLET RECEPTACLE

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 1 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR P823 (#1) OR P818(#2) KJ781803 0.1 JL928355 0.2 F
FROM INLET RECEPTACLE

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 1 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR P823 (#1) OR P818(#2) KJ781803 0.1 JL928355 0.2 F
FROM INLET RECEPTACLE

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 1 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR P823 (#1) OR P818(#2) KJ781803 0.1 JL928355 0.2 F

FROM INLET RECEPTACLE
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 2 X 02 TIGHTENED TQ TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CLAMPS ON ORANGE FLEXIBLE COUPLING KJ781803 0.1 JL928355 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 2 X 02 TIGHTENED TQ TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CLAMPS ON ORANGE FLEXIBLE COUPLING KJ781803 0.1 JL928355 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 2 X 02 TIGHTENED TQ TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CLAMPS ON ORANGE FLEXIBLE COUPLING KJ781803 0.1 JL928355 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 2 X 02 TIGHTENED TQ TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CLAMPS ON ORANGE FLEXIBLE COUPLING KJ781803 0.1 JL928355 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 2 X 02 TIGHTENED TQ TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CLAMPS ON ORANGE FLEXIBLE COUPLING KJ781803 0.1 JL928355 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 2 X 02 TIGHTENED TQ TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CLAMPS ON ORANGE FLEXIBLE COUPLING KJ781803 0.1 JL928355 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 2 X 02 TIGHTENED TQ TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CLAMPS ON ORANGE FLEXIBLE COUPLING KJ781803 0.1 JL928355 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 2 X 02 TIGHTENED TQ TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED CLAMPS ON ORANGE FLEXIBLE COUPLING KJ781803 0.1 JL928355 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 3 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ORANGE FLEX COUPLING REMOVED KJ781803 0.1 JL928355 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 3 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ORANGE FLEX COUPLING REMOVED KJ781803 0.1 JL928355 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 3 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ORANGE FLEX COUPLING REMOVED KJ781803 0.1 JL928355 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 3 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ORANGE FLEX COUPLING REMOVED KJ781803 0.1 JL928355 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 3 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ORANGE FLEX COUPLING REMOVED KJ781803 0.1 JL928355 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 3 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ORANGE FLEX COUPLING REMOVED KJ781803 0.1 JL928355 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 3 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ORANGE FLEX COUPLING REMOVED KJ781803 0.1 JL928355 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 3 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

ORANGE FLEX COUPLING REMOVED KJ781803 0.1 JL928355 0.1 F




Report Date:

06-Jan-2015

MODEL: UH-60A

NEXT PHASE:

5524.5

CLOSED FAULT REPORT

FOR: K08DD2

Selection Range : 01-Jul-2014

SERIAL NUMBER: 8223733

LAST MISSION:

HOURS:
25-Nov-2014

Current Status A: X Current Status E:

Current Status O:

Current Status W:
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To 06-Jan-2015

5486.5

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 4 - 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ORANGE FLEXIBLE COUPLING FOR CRACKS,TEARS, 0 JL928355 0.1 F
HARDENING, OR DETERIORATION. (NONE ALLOWED)

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 4 - 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ORANGE FLEXIBLE COUPLING FOR CRACKS,TEARS, 0 JL928355 0.1 F
HARDENING, OR DETERIORATION. (NONE ALLOWED)

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 4 - 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ORANGE FLEXIBLE COUPLING FOR CRACKS,TEARS, 0 JL928355 0.1 F
HARDENING, OR DETERIORATION. (NONE ALLOWED)

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 4 - 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ORANGE FLEXIBLE COUPLING FOR CRACKS,TEARS, 0 JL928355 0.1 F
HARDENING, OR DETERIORATION. (NONE ALLOWED)

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 4 - 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ORANGE FLEXIBLE COUPLING FOR CRACKS,TEARS, 0 JL928355 0.1 F
HARDENING, OR DETERIORATION. (NONE ALLOWED)

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 4 - 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ORANGE FLEXIBLE COUPLING FOR CRACKS,TEARS, 0 JL928355 0.1 F
HARDENING, OR DETERIORATION. (NONE ALLOWED)

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 4 - 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ORANGE FLEXIBLE COUPLING FOR CRACKS,TEARS, 0 JL928355 0.1 F
HARDENING, OR DETERIORATION. (NONE ALLOWED)

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 4 - 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ORANGE FLEXIBLE COUPLING FOR CRACKS,TEARS, 0 JL928355 0.1 F

HARDENING, OR DETERIORATION. (NONE ALLOWED)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 5 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMPED WASH WATER HOSE FROM INLET KJ781803 0.1 JL928355 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 5 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMPED WASH WATER HOSE FROM INLET KJ781803 0.1 JL928355 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 5 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMPED WASH WATER HOSE FROM INLET KJ781803 0.1 JL928355 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 5 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMPED WASH WATER HOSE FROM INLET KJ781803 0.1 JL928355 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 5 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMPED WASH WATER HOSE FROM INLET KJ781803 0.1 JL928355 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 5 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMPED WASH WATER HOSE FROM INLET KJ781803 0.1 JL928355 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 5 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMPED WASH WATER HOSE FROM INLET KJ781803 0.1 JL928355 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 5 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

UNCLAMPED WASH WATER HOSE FROM INLET KJ781803 0.1 JL928355 0.1 F




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223733

MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X Current Status E:

LAST MISSION:
Current Status O:

HOURS:
25-Nov-2014
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To 06-Jan-2015

5486.5

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 6 X 02 CONNECTED TQ TO 15 DEG WRENCH ARC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNETED FIRE EXTINGUISHER DISCHARGE TUBE FROM KJ781803 0.1 JL928355 0.1 F
FIREWALL

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 6 X 02 CONNECTED TQ TO 15 DEG WRENCH ARC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNETED FIRE EXTINGUISHER DISCHARGE TUBE FROM KJ781803 0.1 JL928355 0.1 F
FIREWALL

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 6 X 02 CONNECTED TQ TO 15 DEG WRENCH ARC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNETED FIRE EXTINGUISHER DISCHARGE TUBE FROM KJ781803 0.1 JL928355 0.1 F
FIREWALL

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 6 X 02 CONNECTED TQ TO 15 DEG WRENCH ARC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNETED FIRE EXTINGUISHER DISCHARGE TUBE FROM KJ781803 0.1 JL928355 0.1 F
FIREWALL

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 6 X 02 CONNECTED TQ TO 15 DEG WRENCH ARC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNETED FIRE EXTINGUISHER DISCHARGE TUBE FROM KJ781803 0.1 JL928355 0.1 F
FIREWALL

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 6 X 02 CONNECTED TQ TO 15 DEG WRENCH ARC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNETED FIRE EXTINGUISHER DISCHARGE TUBE FROM KJ781803 0.1 JL928355 0.1 F
FIREWALL

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 6 X 02 CONNECTED TQ TO 15 DEG WRENCH ARC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNETED FIRE EXTINGUISHER DISCHARGE TUBE FROM KJ781803 0.1 JL928355 0.1 F
FIREWALL

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 6 X 02 CONNECTED TQ TO 15 DEG WRENCH ARC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNETED FIRE EXTINGUISHER DISCHARGE TUBE FROM KJ781803 0.1 JL928355 0.1 F

FIREWALL




Report Date:

DATE

06-Jan-201

MODEL: UH-60A
NEXT PHASE:

Current Status A:

SEQNO

5

X

STATUS

5524.5

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223733

Selection Range : 01-Jul-2014

HOURS:

Page 149 of 324

To 06-Jan-2015

5486.5

Current Status E:

LAST MISSION:

25-Nov-2014

14-Nov-2014

7

FAULT WRITE-UP:

X

wuc
02

Current Status O:

Current Status W:

ACTION TAKEN
CONNECTED

TIPID TI_MMH PID MMH TYPE
DISCONNECTED ICE DETECTOR ELECTRICAL CONNECTOR P819 ON #2 KJ781803 0.1 JL928355 0.1 F
INLET
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 7 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ICE DETECTOR ELECTRICAL CONNECTOR P819 ON #2 KJ781803 0.1 JL928355 0.1 F
INLET
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 7 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ICE DETECTOR ELECTRICAL CONNECTOR P819 ON #2 KJ781803 0.1 JL928355 0.1 F
INLET
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 7 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ICE DETECTOR ELECTRICAL CONNECTOR P819 ON #2 KJ781803 0.1 JL928355 0.1 F
INLET
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 7 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ICE DETECTOR ELECTRICAL CONNECTOR P819 ON #2 KJ781803 0.1 JL928355 0.1 F
INLET
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 7 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ICE DETECTOR ELECTRICAL CONNECTOR P819 ON #2 KJ781803 0.1 JL928355 0.1 F
INLET
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 7 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ICE DETECTOR ELECTRICAL CONNECTOR P819 ON #2 KJ781803 0.1 JL928355 0.1 F
INLET
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 7 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ICE DETECTOR ELECTRICAL CONNECTOR P819 ON #2 KJ781803 0.1 JL928355 0.1 F
INLET
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 8 X 02 REINSTALLED TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED V-BAND CLAMP HOLDING INLET TO ENGINE SWIRL FRAME KJ781803 0.1 JL928355 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 8 X 02 REINSTALLED TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED V-BAND CLAMP HOLDING INLET TO ENGINE SWIRL FRAME KJ781803 0.1 JL928355 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 8 X 02 REINSTALLED TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED V-BAND CLAMP HOLDING INLET TO ENGINE SWIRL FRAME KJ781803 0.1 JL928355 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 8 X 02 REINSTALLED TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED V-BAND CLAMP HOLDING INLET TO ENGINE SWIRL FRAME KJ781803 0.1 JL928355 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 8 X 02 REINSTALLED TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED V-BAND CLAMP HOLDING INLET TO ENGINE SWIRL FRAME KJ781803 0.1 JL928355 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 8 X 02 REINSTALLED TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED V-BAND CLAMP HOLDING INLET TO ENGINE SWIRL FRAME KJ781803 0.1 JL928355 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 8 X 02 REINSTALLED TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED V-BAND CLAMP HOLDING INLET TO ENGINE SWIRL FRAME KJ781803 0.1 JL928355 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 8 X 02 REINSTALLED TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED V-BAND CLAMP HOLDING INLET TO ENGINE SWIRL FRAME KJ781803 0.1 JL928355 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 9 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INLET FROM ACFT KJ781803 0.1 JL928355 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 9 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INLET FROM ACFT KJ781803 0.1 JL928355 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 9 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INLET FROM ACFT KJ781803 0.1 JL928355 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 9 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INLET FROM ACFT KJ781803 0.1 JL928355 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 9 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INLET FROM ACFT KJ781803 0.1 JL928355 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 9 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INLET FROM ACFT KJ781803 0.1 JL928355 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 9 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INLET FROM ACFT KJ781803 0.1 JL928355 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 9 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED INLET FROM ACFT KJ781803 0.1 JL928355 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 10 X 02 INSTALLED. TQ TO 500 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FUEL HOSE AT FUEL PUMP ELBOW KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 10 X 02 INSTALLED. TQ TO 500 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FUEL HOSE AT FUEL PUMP ELBOW KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 10 X 02 INSTALLED. TQ TO 500 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FUEL HOSE AT FUEL PUMP ELBOW KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 10 X 02 INSTALLED. TQ TO 500 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FUEL HOSE AT FUEL PUMP ELBOW KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 10 X 02 INSTALLED. TQ TO 500 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FUEL HOSE AT FUEL PUMP ELBOW KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 10 X 02 INSTALLED. TQ TO 500 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FUEL HOSE AT FUEL PUMP ELBOW KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 10 X 02 INSTALLED. TQ TO 500 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FUEL HOSE AT FUEL PUMP ELBOW KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 10 X 02 INSTALLED. TQ TO 500 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FUEL HOSE AT FUEL PUMP ELBOW KJ781803 0.1 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 11 X 02 TQ COMBUSTER DRAIN LINE TO 190 IN/LBS AND ENGINE MANIFOLD
DRAIN TO 280 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ENGINE DRAIN HOSES FROM ELBOWS ON ENGINE KJ781803 0.1 KB179627 0.3 F

COMPARTMENT DECK

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 11 X 02 TQ COMBUSTER DRAIN LINE TO 190 IN/LBS AND ENGINE MANIFOLD
DRAIN TO 280 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ENGINE DRAIN HOSES FROM ELBOWS ON ENGINE KJ781803 0.1 KB179627 0.3 F

COMPARTMENT DECK

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 11 X 02 TQ COMBUSTER DRAIN LINE TO 190 IN/LBS AND ENGINE MANIFOLD
DRAIN TO 280 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ENGINE DRAIN HOSES FROM ELBOWS ON ENGINE KJ781803 0.1 KB179627 0.3 F

COMPARTMENT DECK

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 11 X 02 TQ COMBUSTER DRAIN LINE TO 190 IN/LBS AND ENGINE MANIFOLD
DRAIN TO 280 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ENGINE DRAIN HOSES FROM ELBOWS ON ENGINE KJ781803 0.1 KB179627 0.3 F

COMPARTMENT DECK

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 11 X 02 TQ COMBUSTER DRAIN LINE TO 190 IN/LBS AND ENGINE MANIFOLD
DRAIN TO 280 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ENGINE DRAIN HOSES FROM ELBOWS ON ENGINE KJ781803 0.1 KB179627 0.3 F

COMPARTMENT DECK

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 11 X 02 TQ COMBUSTER DRAIN LINE TO 190 IN/LBS AND ENGINE MANIFOLD
DRAIN TO 280 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ENGINE DRAIN HOSES FROM ELBOWS ON ENGINE KJ781803 0.1 KB179627 0.3 F

COMPARTMENT DECK

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 11 X 02 TQ COMBUSTER DRAIN LINE TO 190 IN/LBS AND ENGINE MANIFOLD
DRAIN TO 280 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ENGINE DRAIN HOSES FROM ELBOWS ON ENGINE KJ781803 0.1 KB179627 0.3 F

COMPARTMENT DECK

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 11 X 02 TQ COMBUSTER DRAIN LINE TO 190 IN/LBS AND ENGINE MANIFOLD
DRAIN TO 280 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ENGINE DRAIN HOSES FROM ELBOWS ON ENGINE KJ781803 0.1 KB179627 0.3 F

COMPARTMENT DECK
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 12 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE DRAIN CLAMP FROM ENGINE DECK HEAT SHIELD KJ781803 0.1 KB179627 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 12 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE DRAIN CLAMP FROM ENGINE DECK HEAT SHIELD KJ781803 0.1 KB179627 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 12 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE DRAIN CLAMP FROM ENGINE DECK HEAT SHIELD KJ781803 0.1 KB179627 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 12 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE DRAIN CLAMP FROM ENGINE DECK HEAT SHIELD KJ781803 0.1 KB179627 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 12 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE DRAIN CLAMP FROM ENGINE DECK HEAT SHIELD KJ781803 0.1 KB179627 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 12 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE DRAIN CLAMP FROM ENGINE DECK HEAT SHIELD KJ781803 0.1 KB179627 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 12 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE DRAIN CLAMP FROM ENGINE DECK HEAT SHIELD KJ781803 0.1 KB179627 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 12 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ENGINE DRAIN CLAMP FROM ENGINE DECK HEAT SHIELD KJ781803 0.1 KB179627 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223733
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X

HOURS: 5486.5
25-Nov-2014

Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 13 X 02 INSTALLED. TQ TO 40 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SWIRL FRAME DRAIN TO AIRFRAME CLAMP KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 13 X 02 INSTALLED. TQ TO 40 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SWIRL FRAME DRAIN TO AIRFRAME CLAMP KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 13 X 02 INSTALLED. TQ TO 40 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SWIRL FRAME DRAIN TO AIRFRAME CLAMP KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 13 X 02 INSTALLED. TQ TO 40 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SWIRL FRAME DRAIN TO AIRFRAME CLAMP KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 13 X 02 INSTALLED. TQ TO 40 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SWIRL FRAME DRAIN TO AIRFRAME CLAMP KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 13 X 02 INSTALLED. TQ TO 40 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SWIRL FRAME DRAIN TO AIRFRAME CLAMP KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 13 X 02 INSTALLED. TQ TO 40 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SWIRL FRAME DRAIN TO AIRFRAME CLAMP KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 13 X 02 INSTALLED. TQ TO 40 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SWIRL FRAME DRAIN TO AIRFRAME CLAMP KJ781803 0.1 JM258694 0.1 F




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

Page 156 of 324

To 06-Jan-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 14 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS FROM FIREWALL KJ781803 0.1 CF028559 0.1 F
RECEPTACLES

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 14 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS FROM FIREWALL KJ781803 0.1 CF028559 0.1 F
RECEPTACLES

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 14 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS FROM FIREWALL KJ781803 0.1 CF028559 0.1 F
RECEPTACLES

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 14 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS FROM FIREWALL KJ781803 0.1 CF028559 0.1 F
RECEPTACLES

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 14 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS FROM FIREWALL KJ781803 0.1 CF028559 0.1 F
RECEPTACLES

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 14 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS FROM FIREWALL KJ781803 0.1 CF028559 0.1 F
RECEPTACLES

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 14 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS FROM FIREWALL KJ781803 0.1 CF028559 0.1 F
RECEPTACLES

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 14 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS FROM FIREWALL KJ781803 0.1 CF028559 0.1 F

RECEPTACLES
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 15 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROSS BLEED AIR TUBE TO FIREWALL FLEX COUPLING KJ781803 0.1 CF028559 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 15 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROSS BLEED AIR TUBE TO FIREWALL FLEX COUPLING KJ781803 0.1 CF028559 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 15 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROSS BLEED AIR TUBE TO FIREWALL FLEX COUPLING KJ781803 0.1 CF028559 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 15 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROSS BLEED AIR TUBE TO FIREWALL FLEX COUPLING KJ781803 0.1 CF028559 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 15 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROSS BLEED AIR TUBE TO FIREWALL FLEX COUPLING KJ781803 0.1 CF028559 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 15 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROSS BLEED AIR TUBE TO FIREWALL FLEX COUPLING KJ781803 0.1 CF028559 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 15 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROSS BLEED AIR TUBE TO FIREWALL FLEX COUPLING KJ781803 0.1 CF028559 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 15 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED CROSS BLEED AIR TUBE TO FIREWALL FLEX COUPLING KJ781803 0.1 CF028559 0.1 F




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT
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To 06-Jan-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 16 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED POWER-AVAILABLE ROTARY INPUT AT HYDRO KJ781803 CF028559 0.1 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 16 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED POWER-AVAILABLE ROTARY INPUT AT HYDRO KJ781803 CF028559 0.1 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 16 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED POWER-AVAILABLE ROTARY INPUT AT HYDRO KJ781803 CF028559 0.1 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 16 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED POWER-AVAILABLE ROTARY INPUT AT HYDRO KJ781803 0.1 CF028559 0.1 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 16 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED POWER-AVAILABLE ROTARY INPUT AT HYDRO KJ781803 0.1 CF028559 0.1 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 16 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED POWER-AVAILABLE ROTARY INPUT AT HYDRO KJ781803 0.1 CF028559 0.1 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 16 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED POWER-AVAILABLE ROTARY INPUT AT HYDRO KJ781803 0.1 CF028559 0.1 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 16 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED POWER-AVAILABLE ROTARY INPUT AT HYDRO KJ781803 0.1 CF028559 0.1 F
MECHANICAL UNIT




Report Date: 06-Jan-2015

CLOSED FAULT REPORT

Page 159 of 324

Selection Range : 01-Jul-2014 To 06-Jan-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 17 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOAD-DEMAND ROTARY INPUT AT HYDRO KJ781803 0.1 CF028559 0.1 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 17 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOAD-DEMAND ROTARY INPUT AT HYDRO KJ781803 0.1 CF028559 0.1 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 17 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOAD-DEMAND ROTARY INPUT AT HYDRO KJ781803 0.1 CF028559 0.1 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 17 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOAD-DEMAND ROTARY INPUT AT HYDRO KJ781803 0.1 CF028559 0.1 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 17 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOAD-DEMAND ROTARY INPUT AT HYDRO KJ781803 0.1 CF028559 0.1 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 17 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOAD-DEMAND ROTARY INPUT AT HYDRO KJ781803 0.1 CF028559 0.1 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 17 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOAD-DEMAND ROTARY INPUT AT HYDRO KJ781803 0.1 CF028559 0.1 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 17 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOAD-DEMAND ROTARY INPUT AT HYDRO KJ781803 0.1 CF028559 0.1 F
MECHANICAL UNIT
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223733
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X

HOURS: 5486.5
25-Nov-2014

Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 18 X 02 INSTALLED, TQ'D 60 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED IPS BLOWER DUCT CLAMP KJ781803 0.1 KB179627 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 18 X 02 INSTALLED, TQ'D 60 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED IPS BLOWER DUCT CLAMP KJ781803 0.1 KB179627 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 18 X 02 INSTALLED, TQ'D 60 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED IPS BLOWER DUCT CLAMP KJ781803 0.1 KB179627 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 18 X 02 INSTALLED, TQ'D 60 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED IPS BLOWER DUCT CLAMP KJ781803 0.1 KB179627 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 18 X 02 INSTALLED, TQ'D 60 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED IPS BLOWER DUCT CLAMP KJ781803 0.1 KB179627 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 18 X 02 INSTALLED, TQ'D 60 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED IPS BLOWER DUCT CLAMP KJ781803 0.1 KB179627 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 18 X 02 INSTALLED, TQ'D 60 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED IPS BLOWER DUCT CLAMP KJ781803 0.1 KB179627 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 18 X 02 INSTALLED, TQ'D 60 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED IPS BLOWER DUCT CLAMP KJ781803 0.1 KB179627 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 19 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT KJ781803 0.1 CF028559 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 19 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT KJ781803 0.1 CF028559 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 19 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT KJ781803 0.1 CF028559 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 19 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT KJ781803 0.1 CF028559 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 19 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT KJ781803 0.1 CF028559 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 19 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT KJ781803 0.1 CF028559 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 19 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT KJ781803 0.1 CF028559 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 19 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED IPS BLOWER DUCT KJ781803 0.1 CF028559 0.1 F




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

FOR: K08DD2

Page 162 of 324

To 06-Jan-2015

MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 20 X 02 INSTALLED. TQ TO 40 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOOP CLAMP FROM DESWIRL DUCT KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 20 X 02 INSTALLED. TQ TO 40 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOOP CLAMP FROM DESWIRL DUCT KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 20 X 02 INSTALLED. TQ TO 40 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOOP CLAMP FROM DESWIRL DUCT KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 20 X 02 INSTALLED. TQ TO 40 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOOP CLAMP FROM DESWIRL DUCT KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 20 X 02 INSTALLED. TQ TO 40 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOOP CLAMP FROM DESWIRL DUCT KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 20 X 02 INSTALLED. TQ TO 40 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOOP CLAMP FROM DESWIRL DUCT KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 20 X 02 INSTALLED. TQ TO 40 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOOP CLAMP FROM DESWIRL DUCT KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 20 X 02 INSTALLED. TQ TO 40 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOOP CLAMP FROM DESWIRL DUCT KJ781803 0.1 JM258694 0.1 F




Selection Range : 01-Jul-2014

Report Date: 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733

NEXT PHASE: 5524.5

Current Status A: X Current Status E:

LAST MISSION:

Current Status O:

HOURS:
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To 06-Jan-2015

25-Nov-2014

5486.5

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 21 X 02 INSTALLED. TQ TO 140 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DISC PACK COUPLING TO INPUT MODULE FLANGE KJ781803 0.1 JL906713 0.1 F
HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 21 X 02 INSTALLED. TQ TO 140 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DISC PACK COUPLING TO INPUT MODULE FLANGE KJ781803 0.1 JL906713 0.1 F
HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 21 X 02 INSTALLED. TQ TO 140 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DISC PACK COUPLING TO INPUT MODULE FLANGE KJ781803 0.1 JL906713 0.1 F
HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 21 X 02 INSTALLED. TQ TO 140 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DISC PACK COUPLING TO INPUT MODULE FLANGE KJ781803 0.1 JL906713 0.1 F
HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 21 X 02 INSTALLED. TQ TO 140 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DISC PACK COUPLING TO INPUT MODULE FLANGE KJ781803 0.1 JL906713 0.1 F
HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 21 X 02 INSTALLED. TQ TO 140 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DISC PACK COUPLING TO INPUT MODULE FLANGE KJ781803 0.1 JL906713 0.1 F
HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 21 X 02 INSTALLED. TQ TO 140 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DISC PACK COUPLING TO INPUT MODULE FLANGE KJ781803 0.1 JL906713 0.1 F
HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 21 X 02 INSTALLED. TQ TO 140 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DISC PACK COUPLING TO INPUT MODULE FLANGE KJ781803 0.1 JL906713 0.1 F

HARDWARE
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223733
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X

HOURS:
25-Nov-2014

5486.5

Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 22 X 02 INSTALLED. TQ TO 190 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED FORWARD SUPPORT TUBE TO GIMBLE HARDWARE KJ781803 0.1 JL906713 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 22 X 02 INSTALLED. TQ TO 190 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED FORWARD SUPPORT TUBE TO GIMBLE HARDWARE KJ781803 0.1 JL906713 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 22 X 02 INSTALLED. TQ TO 190 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED FORWARD SUPPORT TUBE TO GIMBLE HARDWARE KJ781803 0.1 JL906713 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 22 X 02 INSTALLED. TQ TO 190 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED FORWARD SUPPORT TUBE TO GIMBLE HARDWARE KJ781803 0.1 JL906713 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 22 X 02 INSTALLED. TQ TO 190 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED FORWARD SUPPORT TUBE TO GIMBLE HARDWARE KJ781803 0.1 JL906713 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 22 X 02 INSTALLED. TQ TO 190 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED FORWARD SUPPORT TUBE TO GIMBLE HARDWARE KJ781803 0.1 JL906713 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 22 X 02 INSTALLED. TQ TO 190 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED FORWARD SUPPORT TUBE TO GIMBLE HARDWARE KJ781803 0.1 JL906713 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 22 X 02 INSTALLED. TQ TO 190 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED FORWARD SUPPORT TUBE TO GIMBLE HARDWARE KJ781803 0.1 JL906713 0.1 F




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223733

MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X Current Status E:

HOURS:
LAST MISSION:

Current Status O:
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To 06-Jan-2015

25-Nov-2014

5486.5

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 23 X 02 REINSTALLED TQ TO 185 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INNER MOUNT STRUT TO ENGINE INNER MOUNT LINK KJ781803 0.1 KB176091 0.2 F
HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 23 X 02 REINSTALLED TQ TO 185 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INNER MOUNT STRUT TO ENGINE INNER MOUNT LINK KJ781803 0.1 KB176091 0.2 F
HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 23 X 02 REINSTALLED TQ TO 185 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INNER MOUNT STRUT TO ENGINE INNER MOUNT LINK KJ781803 0.1 KB176091 0.2 F
HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 23 X 02 REINSTALLED TQ TO 185 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INNER MOUNT STRUT TO ENGINE INNER MOUNT LINK KJ781803 0.1 KB176091 0.2 F
HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 23 X 02 REINSTALLED TQ TO 185 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INNER MOUNT STRUT TO ENGINE INNER MOUNT LINK KJ781803 0.1 KB176091 0.2 F
HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 23 X 02 REINSTALLED TQ TO 185 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INNER MOUNT STRUT TO ENGINE INNER MOUNT LINK KJ781803 0.1 KB176091 0.2 F
HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 23 X 02 REINSTALLED TQ TO 185 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INNER MOUNT STRUT TO ENGINE INNER MOUNT LINK KJ781803 0.1 KB176091 0.2 F
HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 23 X 02 REINSTALLED TQ TO 185 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INNER MOUNT STRUT TO ENGINE INNER MOUNT LINK KJ781803 0.1 KB176091 0.2 F

HARDWARE




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014
CLOSED FAULT REPORT

Page 166 of 324

To 06-Jan-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS ACTION TAKEN
14-Nov-2014 24 X 02 INSTALLED, TQ'D TO 195 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER MOUNT STRUT TO ENGINE OUTER MOUNT LINK KJ781803 0.1 CF028559 0.5 F
HARDWARE

DATE SEQ NO STATUS ACTION TAKEN
14-Nov-2014 24 X 02 INSTALLED, TQ'D TO 195 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER MOUNT STRUT TO ENGINE OUTER MOUNT LINK KJ781803 0.1 CF028559 0.5 F
HARDWARE

DATE SEQ NO STATUS ACTION TAKEN
14-Nov-2014 24 X 02 INSTALLED, TQ'D TO 195 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER MOUNT STRUT TO ENGINE OUTER MOUNT LINK KJ781803 0.1 CF028559 0.5 F
HARDWARE

DATE SEQ NO STATUS ACTION TAKEN
14-Nov-2014 24 X 02 INSTALLED, TQ'D TO 195 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER MOUNT STRUT TO ENGINE OUTER MOUNT LINK KJ781803 0.1 CF028559 0.5 F
HARDWARE

DATE SEQ NO STATUS ACTION TAKEN
14-Nov-2014 24 X 02 INSTALLED, TQ'D TO 195 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER MOUNT STRUT TO ENGINE OUTER MOUNT LINK KJ781803 0.1 CF028559 0.5 F
HARDWARE

DATE SEQ NO STATUS ACTION TAKEN
14-Nov-2014 24 X 02 INSTALLED, TQ'D TO 195 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER MOUNT STRUT TO ENGINE OUTER MOUNT LINK KJ781803 0.1 CF028559 0.5 F
HARDWARE

DATE SEQ NO STATUS ACTION TAKEN
14-Nov-2014 24 X 02 INSTALLED, TQ'D TO 195 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER MOUNT STRUT TO ENGINE OUTER MOUNT LINK KJ781803 0.1 CF028559 0.5 F
HARDWARE

DATE SEQ NO STATUS ACTION TAKEN
14-Nov-2014 24 X 02 INSTALLED, TQ'D TO 195 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER MOUNT STRUT TO ENGINE OUTER MOUNT LINK KJ781803 0.1 CF028559 0.5 F

HARDWARE




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014
CLOSED FAULT REPORT

Page 167 of 324

To 06-Jan-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS ACTION TAKEN
14-Nov-2014 25 X 02 INSTALLED, TQ'D TO 195 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTER MOUNT SUPPORT TO ENGINE CENTER MOUNT KJ781803 0.1 CF028559 0.5 F
LINK HARDWARE

DATE SEQ NO STATUS ACTION TAKEN
14-Nov-2014 25 X 02 INSTALLED, TQ'D TO 195 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTER MOUNT SUPPORT TO ENGINE CENTER MOUNT KJ781803 0.1 CF028559 0.5 F
LINK HARDWARE

DATE SEQ NO STATUS ACTION TAKEN
14-Nov-2014 25 X 02 INSTALLED, TQ'D TO 195 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTER MOUNT SUPPORT TO ENGINE CENTER MOUNT KJ781803 0.1 CF028559 0.5 F
LINK HARDWARE

DATE SEQ NO STATUS ACTION TAKEN
14-Nov-2014 25 X 02 INSTALLED, TQ'D TO 195 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTER MOUNT SUPPORT TO ENGINE CENTER MOUNT KJ781803 0.1 CF028559 0.5 F
LINK HARDWARE

DATE SEQ NO STATUS ACTION TAKEN
14-Nov-2014 25 X 02 INSTALLED, TQ'D TO 195 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTER MOUNT SUPPORT TO ENGINE CENTER MOUNT KJ781803 0.1 CF028559 0.5 F
LINK HARDWARE

DATE SEQ NO STATUS ACTION TAKEN
14-Nov-2014 25 X 02 INSTALLED, TQ'D TO 195 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTER MOUNT SUPPORT TO ENGINE CENTER MOUNT KJ781803 0.1 CF028559 0.5 F
LINK HARDWARE

DATE SEQ NO STATUS ACTION TAKEN
14-Nov-2014 25 X 02 INSTALLED, TQ'D TO 195 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTER MOUNT SUPPORT TO ENGINE CENTER MOUNT KJ781803 0.1 CF028559 0.5 F
LINK HARDWARE

DATE SEQ NO STATUS ACTION TAKEN
14-Nov-2014 25 X 02 INSTALLED, TQ'D TO 195 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTER MOUNT SUPPORT TO ENGINE CENTER MOUNT KJ781803 0.1 CF028559 0.5 F

LINK HARDWARE
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 26 X 02 REINSTALLED, TQ'D TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE TO FIREWALL TUBE FLEX KJ781803 0.1 CF028559 0.2 F
COUPLING

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 26 X 02 REINSTALLED, TQ'D TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE TO FIREWALL TUBE FLEX KJ781803 0.1 CF028559 0.2 F
COUPLING

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 26 X 02 REINSTALLED, TQ'D TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE TO FIREWALL TUBE FLEX KJ781803 0.1 CF028559 0.2 F
COUPLING

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 26 X 02 REINSTALLED, TQ'D TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE TO FIREWALL TUBE FLEX KJ781803 0.1 CF028559 0.2 F
COUPLING

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 26 X 02 REINSTALLED, TQ'D TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE TO FIREWALL TUBE FLEX KJ781803 0.1 CF028559 0.2 F
COUPLING

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 26 X 02 REINSTALLED, TQ'D TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE TO FIREWALL TUBE FLEX KJ781803 0.1 CF028559 0.2 F
COUPLING

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 26 X 02 REINSTALLED, TQ'D TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE TO FIREWALL TUBE FLEX KJ781803 0.1 CF028559 0.2 F
COUPLING

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 26 X 02 REINSTALLED, TQ'D TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE TO FIREWALL TUBE FLEX KJ781803 0.1 CF028559 0.2 F

COUPLING
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2
SERIAL NUMBER: 8223733 HOURS: 5486.5
LAST MISSION: 25-Nov-2014

MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 27 X 02 REINSTALLED, TQ'D TO 45 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED STARTER BLEED AIR CLAMP TO STARTER KJ781803 0.1 CF028559 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 27 X 02 REINSTALLED, TQ'D TO 45 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED STARTER BLEED AIR CLAMP TO STARTER KJ781803 0.1 CF028559 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 27 X 02 REINSTALLED, TQ'D TO 45 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED STARTER BLEED AIR CLAMP TO STARTER KJ781803 0.1 CF028559 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 27 X 02 REINSTALLED, TQ'D TO 45 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED STARTER BLEED AIR CLAMP TO STARTER KJ781803 0.1 CF028559 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 27 X 02 REINSTALLED, TQ'D TO 45 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED STARTER BLEED AIR CLAMP TO STARTER KJ781803 0.1 CF028559 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 27 X 02 REINSTALLED, TQ'D TO 45 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED STARTER BLEED AIR CLAMP TO STARTER KJ781803 0.1 CF028559 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 27 X 02 REINSTALLED, TQ'D TO 45 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED STARTER BLEED AIR CLAMP TO STARTER KJ781803 0.1 CF028559 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 27 X 02 REINSTALLED, TQ'D TO 45 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED STARTER BLEED AIR CLAMP TO STARTER KJ781803 0.1 CF028559 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 28 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE KJ781803 0.1 CF028559 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 28 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE KJ781803 0.1 CF028559 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 28 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE KJ781803 0.1 CF028559 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 28 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE KJ781803 0.1 CF028559 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 28 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE KJ781803 0.1 CF028559 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 28 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE KJ781803 0.1 CF028559 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 28 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE KJ781803 0.1 CF028559 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 28 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED STARTER BLEED AIR TUBE KJ781803 0.1 CF028559 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 DB132372 1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 DL897874 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 DL897874 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 DL897874 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 DL897874 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 DL897874 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 DL897874 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 DL897874 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 DL897874 1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 JK847814 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 JK847814 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 JK847814 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 JK847814 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 JK847814 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 JK847814 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 JK847814 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 JK847814 1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 JS844198 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 JS844198 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 JS844198 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 JS844198 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 JS844198 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 JS844198 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 JS844198 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 JS844198 1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 SK725884 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 SK725884 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 SK725884 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 SK725884 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 SK725884 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 SK725884 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 SK725884 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 29 X 02 INSTALLED ENGINE ASSEMBLY S/N: GE-E-307747
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ENGINE ASSEMBLY S/N: KJ781803 0.1 SK725884 1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 30 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK DUE 0 JL928355 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 30 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK DUE 0 JL928355 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 30 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK DUE 0 JL928355 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 30 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK DUE 0 JL928355 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 30 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK DUE 0 JL928355 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 30 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK DUE 0 JL928355 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 30 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK DUE 0 JL928355 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 30 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL AND FOD CHECK DUE 0 JL928355 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 31 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT PINION AXIAL PLAY 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 31 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT PINION AXIAL PLAY 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 31 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT PINION AXIAL PLAY 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 31 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT PINION AXIAL PLAY 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 31 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT PINION AXIAL PLAY 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 31 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT PINION AXIAL PLAY 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 31 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT PINION AXIAL PLAY 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 31 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT INPUT PINION AXIAL PLAY 0 LF921636 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 32 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE OUTPUT SHAFT 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 32 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE OUTPUT SHAFT 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 32 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE OUTPUT SHAFT 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 32 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE OUTPUT SHAFT 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 32 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE OUTPUT SHAFT 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 32 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE OUTPUT SHAFT 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 32 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE OUTPUT SHAFT 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 32 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ENGINE OUTPUT SHAFT 0 JM258694 0.1 F




Page 179 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 33 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT MODULE FLANGE 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 33 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT MODULE FLANGE 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 33 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT MODULE FLANGE 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 33 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT MODULE FLANGE 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 33 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT MODULE FLANGE 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 33 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT MODULE FLANGE 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 33 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT MODULE FLANGE 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 33 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT INPUT MODULE FLANGE 0 LF921636 0.2 F




Page 180 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 34 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ELASTOMERIC GIMBAL 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 34 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ELASTOMERIC GIMBAL 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 34 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ELASTOMERIC GIMBAL 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 34 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ELASTOMERIC GIMBAL 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 34 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ELASTOMERIC GIMBAL 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 34 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ELASTOMERIC GIMBAL 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 34 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ELASTOMERIC GIMBAL 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 34 - 02 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ELASTOMERIC GIMBAL 0 LF921636 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 35 - 02 INSPECTION COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE MOUNTS (3 EA) 0 LF921636 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 35 - 02 INSPECTION COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE MOUNTS (3 EA) 0 LF921636 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 35 - 02 INSPECTION COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE MOUNTS (3 EA) 0 LF921636 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 35 - 02 INSPECTION COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE MOUNTS (3 EA) 0 LF921636 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 35 - 02 INSPECTION COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE MOUNTS (3 EA) 0 LF921636 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 35 - 02 INSPECTION COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE MOUNTS (3 EA) 0 LF921636 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 35 - 02 INSPECTION COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE MOUNTS (3 EA) 0 LF921636 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 35 - 02 INSPECTION COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ENGINE MOUNTS (3 EA) 0 LF921636 0.3 F




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223733
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X Current Status E:

Current Status O:

HOURS:

Page 182 of 324

To 06-Jan-2015

25-Nov-2014

5486.5

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 36 X 02 INSTALLED TQD TO 35 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CLAMP HOLDING PARTICLE SEPARATOR BLOWER TO TB866532 0.1 JM258694 0.1 F
ACCESSORY MODULE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 36 X 02 INSTALLED TQD TO 35 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CLAMP HOLDING PARTICLE SEPARATOR BLOWER TO TB866532 0.1 JM258694 0.1 F
ACCESSORY MODULE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 36 X 02 INSTALLED TQD TO 35 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CLAMP HOLDING PARTICLE SEPARATOR BLOWER TO TB866532 0.1 JM258694 0.1 F
ACCESSORY MODULE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 36 X 02 INSTALLED TQD TO 35 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CLAMP HOLDING PARTICLE SEPARATOR BLOWER TO TB866532 0.1 JM258694 0.1 F
ACCESSORY MODULE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 36 X 02 INSTALLED TQD TO 35 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CLAMP HOLDING PARTICLE SEPARATOR BLOWER TO TB866532 0.1 JM258694 0.1 F
ACCESSORY MODULE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 36 X 02 INSTALLED TQD TO 35 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CLAMP HOLDING PARTICLE SEPARATOR BLOWER TO TB866532 0.1 JM258694 0.1 F
ACCESSORY MODULE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 36 X 02 INSTALLED TQD TO 35 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CLAMP HOLDING PARTICLE SEPARATOR BLOWER TO TB866532 0.1 JM258694 0.1 F
ACCESSORY MODULE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 36 X 02 INSTALLED TQD TO 35 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CLAMP HOLDING PARTICLE SEPARATOR BLOWER TO TB866532 0.1 JM258694 0.1 F

ACCESSORY MODULE




Page 183 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 37 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD PARTICLE SEPARATOR BLOWER TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 37 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD PARTICLE SEPARATOR BLOWER TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 37 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD PARTICLE SEPARATOR BLOWER TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 37 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD PARTICLE SEPARATOR BLOWER TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 37 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD PARTICLE SEPARATOR BLOWER TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 37 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD PARTICLE SEPARATOR BLOWER TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 37 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD PARTICLE SEPARATOR BLOWER TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 37 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD PARTICLE SEPARATOR BLOWER TB866532 0.1 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 38 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING FROM PARTICLE SEPARATOR BLOWER TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 38 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING FROM PARTICLE SEPARATOR BLOWER TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 38 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING FROM PARTICLE SEPARATOR BLOWER TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 38 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING FROM PARTICLE SEPARATOR BLOWER TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 38 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING FROM PARTICLE SEPARATOR BLOWER TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 38 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING FROM PARTICLE SEPARATOR BLOWER TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 38 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING FROM PARTICLE SEPARATOR BLOWER TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 38 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD O-RING FROM PARTICLE SEPARATOR BLOWER TB866532 0.1 JM258694 0.1 F




Report Date:

06-Jan-2015

MODEL: UH-60A
NEXT PHASE:

Current Status A:

X

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223733

5524.5

Current Status E:

Selection Range : 01-Jul-2014

LAST MISSION:

HOURS:
25-Nov-2014

DATE
14-Nov-2014

SEQNO

39

FAULT WRITE-UP:

STATUS
X

wuc
02

Current Status O:

ACTION TAKEN
CONNECTED

Page 185 of 324
To 06-Jan-2015

5486.5

Current Status W:

TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS FROM CLIP SUPPORT ON  TB866532 0.1 DB132372 0.1 F
INLET DUCT
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 39 X 02 CONNECTED
FAULT WRITE-UP:

TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS FROM CLIP SUPPORT ON  TB866532 0.1 DB132372 0.1 F
INLET DUCT
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 39 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS FROM CLIP SUPPORT ON  TB866532 0.1 DB132372 0.1 F
INLET DUCT
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 39 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS FROM CLIP SUPPORT ON  TB866532 0.1 DB132372 0.1 F
INLET DUCT
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 39 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS FROM CLIP SUPPORT ON  TB866532 0.1 DB132372 0.1 F
INLET DUCT
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 39 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS FROM CLIP SUPPORT ON  TB866532 0.1 DB132372 0.1 F
INLET DUCT
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 39 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS FROM CLIP SUPPORT ON  TB866532 0.1 DB132372 0.1 F
INLET DUCT
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 39 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS FROM CLIP SUPPORT ON  TB866532 0.1 DB132372 0.1 F
INLET DUCT
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X

Current Status E:

SERIAL NUMBER: 8223733
LAST MISSION:

Current Status O:

HOURS:
25-Nov-2014

Current Status W:

5486.5

DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 40 X 02 INSTALLED, TQ'D 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD HDW HOLDING CLIP SUPPORT TO INLET DUCT TB866532 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 40 X 02 INSTALLED, TQ'D 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD HDW HOLDING CLIP SUPPORT TO INLET DUCT TB866532 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 40 X 02 INSTALLED, TQ'D 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD HDW HOLDING CLIP SUPPORT TO INLET DUCT TB866532 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 40 X 02 INSTALLED, TQ'D 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD HDW HOLDING CLIP SUPPORT TO INLET DUCT TB866532 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 40 X 02 INSTALLED, TQ'D 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD HDW HOLDING CLIP SUPPORT TO INLET DUCT TB866532 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 40 X 02 INSTALLED, TQ'D 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD HDW HOLDING CLIP SUPPORT TO INLET DUCT TB866532 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 40 X 02 INSTALLED, TQ'D 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD HDW HOLDING CLIP SUPPORT TO INLET DUCT TB866532 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 40 X 02 INSTALLED, TQ'D 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD HDW HOLDING CLIP SUPPORT TO INLET DUCT TB866532 0.1 DB132372 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X Current Status E:

SERIAL NUMBER: 8223733
LAST MISSION:

Current Status O:

HOURS:
25-Nov-2014

Current Status W:

5486.5

DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 41 X 02 INSTALLED, TQ'D 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD NUTS (5 EA) HOLDING INLET DUCT TO ACCESSORY MODULE TB866532 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 41 X 02 INSTALLED, TQ'D 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD NUTS (5 EA) HOLDING INLET DUCT TO ACCESSORY MODULE TB866532 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 41 X 02 INSTALLED, TQ'D 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD NUTS (5 EA) HOLDING INLET DUCT TO ACCESSORY MODULE TB866532 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 41 X 02 INSTALLED, TQ'D 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD NUTS (5 EA) HOLDING INLET DUCT TO ACCESSORY MODULE TB866532 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 41 X 02 INSTALLED, TQ'D 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD NUTS (5 EA) HOLDING INLET DUCT TO ACCESSORY MODULE TB866532 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 41 X 02 INSTALLED, TQ'D 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD NUTS (5 EA) HOLDING INLET DUCT TO ACCESSORY MODULE TB866532 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 41 X 02 INSTALLED, TQ'D 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD NUTS (5 EA) HOLDING INLET DUCT TO ACCESSORY MODULE TB866532 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 41 X 02 INSTALLED, TQ'D 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD NUTS (5 EA) HOLDING INLET DUCT TO ACCESSORY MODULE TB866532 0.1 DB132372 0.5 F




Page 188 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 42 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD INLET DUCT TB866532 0.1 DB132372 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 42 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD INLET DUCT TB866532 0.1 DB132372 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 42 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD INLET DUCT TB866532 0.1 DB132372 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 42 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD INLET DUCT TB866532 0.1 DB132372 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 42 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD INLET DUCT TB866532 0.1 DB132372 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 42 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD INLET DUCT TB866532 0.1 DB132372 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 42 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD INLET DUCT TB866532 0.1 DB132372 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 42 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD INLET DUCT TB866532 0.1 DB132372 0.1 F




Page 189 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223733
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 5524.5

HOURS:
25-Nov-2014

5486.5

Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 43 X 02 INSTALLED TQD TO 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED CAPTIVE NUTS HOLDING CENTER BODY CONE TO FRAME  TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 43 X 02 INSTALLED TQD TO 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED CAPTIVE NUTS HOLDING CENTER BODY CONE TO FRAME  TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 43 X 02 INSTALLED TQD TO 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED CAPTIVE NUTS HOLDING CENTER BODY CONE TO FRAME  TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 43 X 02 INSTALLED TQD TO 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED CAPTIVE NUTS HOLDING CENTER BODY CONE TO FRAME  TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 43 X 02 INSTALLED TQD TO 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED CAPTIVE NUTS HOLDING CENTER BODY CONE TO FRAME  TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 43 X 02 INSTALLED TQD TO 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED CAPTIVE NUTS HOLDING CENTER BODY CONE TO FRAME  TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 43 X 02 INSTALLED TQD TO 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED CAPTIVE NUTS HOLDING CENTER BODY CONE TO FRAME  TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Nov-2014 43 X 02 INSTALLED TQD TO 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED CAPTIVE NUTS HOLDING CENTER BODY CONE TO FRAME  TB866532 0.1 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 44 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CENTER BODY CONE TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 44 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CENTER BODY CONE TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 44 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CENTER BODY CONE TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 44 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CENTER BODY CONE TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 44 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CENTER BODY CONE TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 44 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CENTER BODY CONE TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 44 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD CENTER BODY CONE TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 44 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD CENTER BODY CONE TB866532 0.1 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 45 X 02 INSTALLED TQD TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD LOCKNUTS (8 EA) HOLDING HEATSHIELD TO EXHAUST FRAME TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 45 X 02 INSTALLED TQD TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD LOCKNUTS (8 EA) HOLDING HEATSHIELD TO EXHAUST FRAME TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 45 X 02 INSTALLED TQD TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD LOCKNUTS (8 EA) HOLDING HEATSHIELD TO EXHAUST FRAME TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 45 X 02 INSTALLED TQD TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD LOCKNUTS (8 EA) HOLDING HEATSHIELD TO EXHAUST FRAME TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 45 X 02 INSTALLED TQD TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD LOCKNUTS (8 EA) HOLDING HEATSHIELD TO EXHAUST FRAME TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 45 X 02 INSTALLED TQD TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD LOCKNUTS (8 EA) HOLDING HEATSHIELD TO EXHAUST FRAME TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 45 X 02 INSTALLED TQD TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD LOCKNUTS (8 EA) HOLDING HEATSHIELD TO EXHAUST FRAME TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 45 X 02 INSTALLED TQD TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD LOCKNUTS (8 EA) HOLDING HEATSHIELD TO EXHAUST FRAME TB866532 0.1 JM258694 0.1 F




Selection Range : 01-Jul-2014

Report Date: 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733

NEXT PHASE: 5524.5

Current Status A: X Current Status E:

LAST MISSION:

Current Status O:

HOURS:
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To 06-Jan-2015

25-Nov-2014

5486.5

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 46 X 02 INSTALLED TQD TO 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BOLTS (3 EA) SECURING C-SUMP COVER TO C-SUMP TB866532 0.1 JM258694 0.1 F
HOUSING

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 46 X 02 INSTALLED TQD TO 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BOLTS (3 EA) SECURING C-SUMP COVER TO C-SUMP TB866532 0.1 JM258694 0.1 F
HOUSING

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 46 X 02 INSTALLED TQD TO 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BOLTS (3 EA) SECURING C-SUMP COVER TO C-SUMP TB866532 0.1 JM258694 0.1 F
HOUSING

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 46 X 02 INSTALLED TQD TO 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BOLTS (3 EA) SECURING C-SUMP COVER TO C-SUMP TB866532 0.1 JM258694 0.1 F
HOUSING

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 46 X 02 INSTALLED TQD TO 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BOLTS (3 EA) SECURING C-SUMP COVER TO C-SUMP TB866532 0.1 JM258694 0.1 F
HOUSING

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 46 X 02 INSTALLED TQD TO 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BOLTS (3 EA) SECURING C-SUMP COVER TO C-SUMP TB866532 0.1 JM258694 0.1 F
HOUSING

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 46 X 02 INSTALLED TQD TO 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BOLTS (3 EA) SECURING C-SUMP COVER TO C-SUMP TB866532 0.1 JM258694 0.1 F
HOUSING

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 46 X 02 INSTALLED TQD TO 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BOLTS (3 EA) SECURING C-SUMP COVER TO C-SUMP TB866532 0.1 JM258694 0.1 F

HOUSING
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 47 X 02 FAULT ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING FROM C-SUMP COVER TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 47 X 02 FAULT ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING FROM C-SUMP COVER TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 47 X 02 FAULT ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING FROM C-SUMP COVER TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 47 X 02 FAULT ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING FROM C-SUMP COVER TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 47 X 02 FAULT ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING FROM C-SUMP COVER TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 47 X 02 FAULT ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING FROM C-SUMP COVER TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 47 X 02 FAULT ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING FROM C-SUMP COVER TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 47 X 02 FAULT ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD O-RING FROM C-SUMP COVER TB866532 0.1 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 48 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING (2) FROM C-SUMP COVER TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 48 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING (2) FROM C-SUMP COVER TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 48 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING (2) FROM C-SUMP COVER TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 48 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING (2) FROM C-SUMP COVER TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 48 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING (2) FROM C-SUMP COVER TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 48 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING (2) FROM C-SUMP COVER TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 48 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD O-RING (2) FROM C-SUMP COVER TB866532 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 48 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMD O-RING (2) FROM C-SUMP COVER TB866532 0.1 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 49 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM INNER LINKS TO ENGINE FRAME KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 49 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM INNER LINKS TO ENGINE FRAME KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 49 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM INNER LINKS TO ENGINE FRAME KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 49 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM INNER LINKS TO ENGINE FRAME KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 49 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM INNER LINKS TO ENGINE FRAME KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 49 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM INNER LINKS TO ENGINE FRAME KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 49 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM INNER LINKS TO ENGINE FRAME KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 49 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HARDWARE FROM INNER LINKS TO ENGINE FRAME KJ781803 0.1 DB132372 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 50 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM OUTBOARD LINKS TO ENGINE FRAME KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 50 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM OUTBOARD LINKS TO ENGINE FRAME KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 50 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM OUTBOARD LINKS TO ENGINE FRAME KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 50 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM OUTBOARD LINKS TO ENGINE FRAME KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 50 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM OUTBOARD LINKS TO ENGINE FRAME KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 50 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM OUTBOARD LINKS TO ENGINE FRAME KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 50 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM OUTBOARD LINKS TO ENGINE FRAME KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 50 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HARDWARE FROM OUTBOARD LINKS TO ENGINE FRAME KJ781803 0.1 DB132372 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 51 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM CENTER LINKS TO ENGINE FRAME KJ781803 0.1 SK725884 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 51 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM CENTER LINKS TO ENGINE FRAME KJ781803 0.1 SK725884 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 51 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM CENTER LINKS TO ENGINE FRAME KJ781803 0.1 SK725884 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 51 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM CENTER LINKS TO ENGINE FRAME KJ781803 0.1 SK725884 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 51 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM CENTER LINKS TO ENGINE FRAME KJ781803 0.1 SK725884 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 51 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM CENTER LINKS TO ENGINE FRAME KJ781803 0.1 SK725884 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 51 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM CENTER LINKS TO ENGINE FRAME KJ781803 0.1 SK725884 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 51 X 02 INSTALL, FINGER TIGHTEN, ADVANCE TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HARDWARE FROM CENTER LINKS TO ENGINE FRAME KJ781803 0.1 SK725884 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

14-Nov-2014 52 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE RIGHT HAND SHROUD ASSEMBLIES BY REMOVING SCREWS KJ781803 0.1 DB132372 0.1 F

AND WASHERS SECURING SHROUDS TO ENGINE AIR INLET

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 52 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE RIGHT HAND SHROUD ASSEMBLIES BY REMOVING SCREWS  KJ781803 0.1 DB132372 0.1 F

AND WASHERS SECURING SHROUDS TO ENGINE AIR INLET

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 52 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE RIGHT HAND SHROUD ASSEMBLIES BY REMOVING SCREWS  KJ781803 0.1 DB132372 0.1 F

AND WASHERS SECURING SHROUDS TO ENGINE AIR INLET

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 52 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE RIGHT HAND SHROUD ASSEMBLIES BY REMOVING SCREWS  KJ781803 0.1 DB132372 0.1 F

AND WASHERS SECURING SHROUDS TO ENGINE AIR INLET

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 52 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE RIGHT HAND SHROUD ASSEMBLIES BY REMOVING SCREWS  KJ781803 0.1 DB132372 0.1 F

AND WASHERS SECURING SHROUDS TO ENGINE AIR INLET

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 52 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE RIGHT HAND SHROUD ASSEMBLIES BY REMOVING SCREWS  KJ781803 0.1 DB132372 0.1 F

AND WASHERS SECURING SHROUDS TO ENGINE AIR INLET

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 52 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE RIGHT HAND SHROUD ASSEMBLIES BY REMOVING SCREWS  KJ781803 0.1 DB132372 0.1 F

AND WASHERS SECURING SHROUDS TO ENGINE AIR INLET

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 52 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE RIGHT HAND SHROUD ASSEMBLIES BY REMOVING SCREWS  KJ781803 0.1 DB132372 0.1 F

AND WASHERS SECURING SHROUDS TO ENGINE AIR INLET
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

14-Nov-2014 52 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE RIGHT HAND SHROUD ASSEMBLIES BY REMOVING SCREWS KJ781803 0.1 LF921636 0.1 F

AND WASHERS SECURING SHROUDS TO ENGINE AIR INLET

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 52 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE RIGHT HAND SHROUD ASSEMBLIES BY REMOVING SCREWS  KJ781803 0.1 LF921636 0.1 F

AND WASHERS SECURING SHROUDS TO ENGINE AIR INLET

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 52 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE RIGHT HAND SHROUD ASSEMBLIES BY REMOVING SCREWS  KJ781803 0.1 LF921636 0.1 F

AND WASHERS SECURING SHROUDS TO ENGINE AIR INLET

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 52 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE RIGHT HAND SHROUD ASSEMBLIES BY REMOVING SCREWS  KJ781803 0.1 LF921636 0.1 F

AND WASHERS SECURING SHROUDS TO ENGINE AIR INLET

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 52 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE RIGHT HAND SHROUD ASSEMBLIES BY REMOVING SCREWS  KJ781803 0.1 LF921636 0.1 F

AND WASHERS SECURING SHROUDS TO ENGINE AIR INLET

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 52 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE RIGHT HAND SHROUD ASSEMBLIES BY REMOVING SCREWS  KJ781803 0.1 LF921636 0.1 F

AND WASHERS SECURING SHROUDS TO ENGINE AIR INLET

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 52 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE RIGHT HAND SHROUD ASSEMBLIES BY REMOVING SCREWS  KJ781803 0.1 LF921636 0.1 F

AND WASHERS SECURING SHROUDS TO ENGINE AIR INLET

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 52 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE RIGHT HAND SHROUD ASSEMBLIES BY REMOVING SCREWS  KJ781803 0.1 LF921636 0.1 F

AND WASHERS SECURING SHROUDS TO ENGINE AIR INLET




Page 200 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 53 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE SCREWS, WASHERS, AND PLATE FROM ANTI-ICE VALVE KJ781803 0.1 DB132372 0.1 F
COVER

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 53 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE SCREWS, WASHERS, AND PLATE FROM ANTI-ICE VALVE KJ781803 0.1 DB132372 0.1 F
COVER

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 53 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE SCREWS, WASHERS, AND PLATE FROM ANTI-ICE VALVE KJ781803 0.1 DB132372 0.1 F
COVER

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 53 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE SCREWS, WASHERS, AND PLATE FROM ANTI-ICE VALVE KJ781803 0.1 DB132372 0.1 F
COVER

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 53 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE SCREWS, WASHERS, AND PLATE FROM ANTI-ICE VALVE KJ781803 0.1 DB132372 0.1 F
COVER

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 53 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE SCREWS, WASHERS, AND PLATE FROM ANTI-ICE VALVE KJ781803 0.1 DB132372 0.1 F
COVER

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 53 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE SCREWS, WASHERS, AND PLATE FROM ANTI-ICE VALVE KJ781803 0.1 DB132372 0.1 F
COVER

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 53 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE SCREWS, WASHERS, AND PLATE FROM ANTI-ICE VALVE KJ781803 0.1 DB132372 0.1 F

COVER




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

Page 201 of 324

To 06-Jan-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 54 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE SCREWS, WASHERS AND ANTI-ICE VALVE COVER FROM TB866532 0.1 DB132372 0.1 F
ENGINE AIR INLET

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 54 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE SCREWS, WASHERS AND ANTI-ICE VALVE COVER FROM TB866532 0.1 DB132372 0.1 F
ENGINE AIR INLET

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 54 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE SCREWS, WASHERS AND ANTI-ICE VALVE COVER FROM TB866532 0.1 DB132372 0.1 F
ENGINE AIR INLET

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 54 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE SCREWS, WASHERS AND ANTI-ICE VALVE COVER FROM TB866532 0.1 DB132372 0.1 F
ENGINE AIR INLET

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 54 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE SCREWS, WASHERS AND ANTI-ICE VALVE COVER FROM TB866532 0.1 DB132372 0.1 F
ENGINE AIR INLET

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 54 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE SCREWS, WASHERS AND ANTI-ICE VALVE COVER FROM TB866532 0.1 DB132372 0.1 F
ENGINE AIR INLET

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 54 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE SCREWS, WASHERS AND ANTI-ICE VALVE COVER FROM TB866532 0.1 DB132372 0.1 F
ENGINE AIR INLET

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 54 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE SCREWS, WASHERS AND ANTI-ICE VALVE COVER FROM TB866532 0.1 DB132372 0.1 F

ENGINE AIR INLET




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

Page 202 of 324

To 06-Jan-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 54 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE SCREWS, WASHERS AND ANTI-ICE VALVE COVER FROM TB866532 0.1 LF921636 0.1 F
ENGINE AIR INLET

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 54 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE SCREWS, WASHERS AND ANTI-ICE VALVE COVER FROM TB866532 0.1 LF921636 0.1 F
ENGINE AIR INLET

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 54 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE SCREWS, WASHERS AND ANTI-ICE VALVE COVER FROM TB866532 0.1 LF921636 0.1 F
ENGINE AIR INLET

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 54 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE SCREWS, WASHERS AND ANTI-ICE VALVE COVER FROM TB866532 0.1 LF921636 0.1 F
ENGINE AIR INLET

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 54 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE SCREWS, WASHERS AND ANTI-ICE VALVE COVER FROM TB866532 0.1 LF921636 0.1 F
ENGINE AIR INLET

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 54 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE SCREWS, WASHERS AND ANTI-ICE VALVE COVER FROM TB866532 0.1 LF921636 0.1 F
ENGINE AIR INLET

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 54 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE SCREWS, WASHERS AND ANTI-ICE VALVE COVER FROM TB866532 0.1 LF921636 0.1 F
ENGINE AIR INLET

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 54 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE SCREWS, WASHERS AND ANTI-ICE VALVE COVER FROM TB866532 0.1 LF921636 0.1 F

ENGINE AIR INLET




Page 203 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 55 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT TEMPERATURE SENSOR HOSE FROM FITTING ON INLET TB866532 0.1 DB132372 0.1 F
COVER

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 55 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT TEMPERATURE SENSOR HOSE FROM FITTING ON INLET TB866532 0.1 DB132372 0.1 F
COVER

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 55 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT TEMPERATURE SENSOR HOSE FROM FITTING ON INLET TB866532 0.1 DB132372 0.1 F
COVER

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 55 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT TEMPERATURE SENSOR HOSE FROM FITTING ON INLET TB866532 0.1 DB132372 0.1 F
COVER

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 55 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT TEMPERATURE SENSOR HOSE FROM FITTING ON INLET TB866532 0.1 DB132372 0.1 F
COVER

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 55 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT TEMPERATURE SENSOR HOSE FROM FITTING ON INLET TB866532 0.1 DB132372 0.1 F
COVER

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 55 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT TEMPERATURE SENSOR HOSE FROM FITTING ON INLET TB866532 0.1 DB132372 0.1 F
COVER

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 55 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT TEMPERATURE SENSOR HOSE FROM FITTING ON INLET TB866532 0.1 DB132372 0.1 F

COVER




Page 204 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 56 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ANTI-ICING VALVE ELECTRICAL CONNECTOR P822 (NO. TB866532 0.1 DB132372 0.1 F
2 ENGINE)

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 56 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ANTI-ICING VALVE ELECTRICAL CONNECTOR P822 (NO. TB866532 0.1 DB132372 0.1 F
2 ENGINE)

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 56 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ANTI-ICING VALVE ELECTRICAL CONNECTOR P822 (NO. TB866532 0.1 DB132372 0.1 F
2 ENGINE)

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 56 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ANTI-ICING VALVE ELECTRICAL CONNECTOR P822 (NO. TB866532 0.1 DB132372 0.1 F
2 ENGINE)

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 56 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ANTI-ICING VALVE ELECTRICAL CONNECTOR P822 (NO. TB866532 0.1 DB132372 0.1 F
2 ENGINE)

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 56 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ANTI-ICING VALVE ELECTRICAL CONNECTOR P822 (NO. TB866532 0.1 DB132372 0.1 F
2 ENGINE)

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 56 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ANTI-ICING VALVE ELECTRICAL CONNECTOR P822 (NO. TB866532 0.1 DB132372 0.1 F
2 ENGINE)

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 56 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ANTI-ICING VALVE ELECTRICAL CONNECTOR P822 (NO. TB866532 0.1 DB132372 0.1 F

2 ENGINE)




Page 205 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 57 X 02 INSTALLED, TQ'D 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMP ANTI-ICING VALVE FROM AIR INLET TUBES TB866532 0.1 DB132372 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 57 X 02 INSTALLED, TQ'D 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMP ANTI-ICING VALVE FROM AIR INLET TUBES TB866532 0.1 DB132372 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 57 X 02 INSTALLED, TQ'D 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMP ANTI-ICING VALVE FROM AIR INLET TUBES TB866532 0.1 DB132372 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 57 X 02 INSTALLED, TQ'D 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMP ANTI-ICING VALVE FROM AIR INLET TUBES TB866532 0.1 DB132372 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 57 X 02 INSTALLED, TQ'D 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMP ANTI-ICING VALVE FROM AIR INLET TUBES TB866532 0.1 DB132372 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 57 X 02 INSTALLED, TQ'D 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMP ANTI-ICING VALVE FROM AIR INLET TUBES TB866532 0.1 DB132372 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 57 X 02 INSTALLED, TQ'D 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMP ANTI-ICING VALVE FROM AIR INLET TUBES TB866532 0.1 DB132372 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 57 X 02 INSTALLED, TQ'D 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

UNCLAMP ANTI-ICING VALVE FROM AIR INLET TUBES TB866532 0.1 DB132372 0.2 F




Page 206 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 58 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS, WASHERS, AND REAR TUBE FROM ENGINE AIR TB866532 0.1 DB132372 0.1 F

INLET, AND REMOVE VALVE FROM INLE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 58 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS, WASHERS, AND REAR TUBE FROM ENGINE AIR TB866532 0.1 DB132372 0.1 F

INLET, AND REMOVE VALVE FROM INLE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 58 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS, WASHERS, AND REAR TUBE FROM ENGINE AIR TB866532 0.1 DB132372 0.1 F

INLET, AND REMOVE VALVE FROM INLE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 58 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS, WASHERS, AND REAR TUBE FROM ENGINE AIR TB866532 0.1 DB132372 0.1 F

INLET, AND REMOVE VALVE FROM INLE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 58 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS, WASHERS, AND REAR TUBE FROM ENGINE AIR TB866532 0.1 DB132372 0.1 F

INLET, AND REMOVE VALVE FROM INLE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 58 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS, WASHERS, AND REAR TUBE FROM ENGINE AIR TB866532 0.1 DB132372 0.1 F

INLET, AND REMOVE VALVE FROM INLE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 58 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS, WASHERS, AND REAR TUBE FROM ENGINE AIR TB866532 0.1 DB132372 0.1 F

INLET, AND REMOVE VALVE FROM INLE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 58 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS, WASHERS, AND REAR TUBE FROM ENGINE AIR TB866532 0.1 DB132372 0.1 F

INLET, AND REMOVE VALVE FROM INLE




Page 207 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 58 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS, WASHERS, AND REAR TUBE FROM ENGINE AIR TB866532 0.1 LF921636 0.1 F

INLET, AND REMOVE VALVE FROM INLE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 58 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS, WASHERS, AND REAR TUBE FROM ENGINE AIR TB866532 0.1 LF921636 0.1 F

INLET, AND REMOVE VALVE FROM INLE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 58 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS, WASHERS, AND REAR TUBE FROM ENGINE AIR TB866532 0.1 LF921636 0.1 F

INLET, AND REMOVE VALVE FROM INLE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 58 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS, WASHERS, AND REAR TUBE FROM ENGINE AIR TB866532 0.1 LF921636 0.1 F

INLET, AND REMOVE VALVE FROM INLE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 58 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS, WASHERS, AND REAR TUBE FROM ENGINE AIR TB866532 0.1 LF921636 0.1 F

INLET, AND REMOVE VALVE FROM INLE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 58 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS, WASHERS, AND REAR TUBE FROM ENGINE AIR TB866532 0.1 LF921636 0.1 F

INLET, AND REMOVE VALVE FROM INLE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 58 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS, WASHERS, AND REAR TUBE FROM ENGINE AIR TB866532 0.1 LF921636 0.1 F

INLET, AND REMOVE VALVE FROM INLE

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Nov-2014 58 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS, WASHERS, AND REAR TUBE FROM ENGINE AIR TB866532 0.1 LF921636 0.1 F

INLET, AND REMOVE VALVE FROM INLE




Page 208 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Nov-2014 11:22 AM 7 X LF921636 5485.3 14-Nov-2014 5485.3 0 A 04
FAULT WRITE-UP: ACTION TAKEN:
L/H INBOARD ENGINE STRUT MOUNT BEARING OUT OF LIMITS REPLACED BEARING
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS TB866532 0.5 LF921636 20 F
K G 1 04 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Nov-2014 1 X 04 REPLACED, TQ'D 199 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD HDW HOLDING STRUT TO MOUNT FITTING TB866532 0.2 LF921636 0.5 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Nov-2014 2 X 04 REPLACED, TQ'D 185 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD HDW HOLDING STRUTS TOGETHER TB866532 0.2 LF921636 0.5 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Nov-2014 3 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD STRUT TB866532 0.2 LF921636 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
14-Nov-2014 4 X 04 REPLACED BEARING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD BEARING TB866532 0.2 DL897874 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Nov-2014 5 - 04 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CK DUE 0 LF921636 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Nov-2014 3:48 PM 8 X DB724139 5485.3 20-Nov-2014 5485.3 0 L 19
FAULT WRITE-UP: ACTION TAKEN:
REMOVED RATE GYRO ASSEMBLY REINTSALLED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DB724139 0.3 RR784092 4 F
K G 2 19 F -6
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Nov-2014 1 X 19 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM THE RATE GYRO DB724139 0.3 RR784092 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Nov-2014 2 X 19 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTEDJ-1 AND J-2 , CANNON PLUGS FROM RATE GYRO DB724139 0.3 RR784092 0.4 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Nov-2014 3 X 19 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM THE LID OF THE RATE GYRO DB724139 0.3 RR784092 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
14-Nov-2014 4 - 19 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD INSPECTION REQ 0 RR784092 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 17-Nov-2014 9:28 AM 1 X 5485.3 20-Nov-2014 5485.3 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PREVENTIVE MAINTENANCE DAILY (PMD). WAS DUE INSP OK
AT: 13-NOV-2014. UPGRADE TO RED X STATUS ON 16-NOV-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LF921636 0.5 JK847814 1.5 F
0 0 1 00 F -3
DELAY

13-2s to Follow
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 1 - 00 INSPOK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #1 0 KB179627 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 1 - 00 INSPOK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #1 0 KB179627 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 1 - 00 INSPOK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #1 0 KB179627 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 2 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #2 0 KB179627 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 2 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #2 0 KB179627 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 2 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #2 0 KB179627 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 3 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #3 0 JK847814 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 3 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #3 0 JK847814 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 3 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #3 0 JK847814 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 4 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #4 0 JK847814 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 4 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #4 0 JK847814 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 4 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #4 0 JK847814 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 5 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #5 0 JK847814 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 5 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #5 0 JK847814 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 5 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #5 0 JK847814 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 6 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #6 0 JS844198 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 6 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #6 0 JS844198 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 6 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #6 0 JS844198 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R D/S COVERS 0 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R D/S COVERS 0 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R D/S COVERS 0 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R PYLON D/S COVER 0 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R PYLON D/S COVER 0 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPEN T/R PYLON D/S COVER 0 JK847814 0.2 F




Page 213 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 9 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INT. G/B COVER 0 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 9 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INT. G/B COVER 0 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 9 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INT. G/B COVER 0 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 10 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE T/R G/B FWD FAIRING 0 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 10 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE T/R G/B FWD FAIRING 0 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 10 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE T/R G/B FWD FAIRING 0 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 11 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN M/R SLIDING PYON COVER 0 JS844198 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 11 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPEN M/R SLIDING PYON COVER 0 JS844198 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 11 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN M/R SLIDING PYON COVER 0 JS844198 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 12 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN OIL COOLER ACCESS DOORS 0 JS844198 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 12 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN OIL COOLER ACCESS DOORS 0 JS844198 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 12 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN OIL COOLER ACCESS DOORS 0 JS844198 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK 0 JK847814 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK 0 JK847814 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK 0 JK847814 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL AND FOD CHECK 0 JS844198 0.4 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK 0 JS844198 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK 0 JS844198 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK 0 KB179627 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK 0 KB179627 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK 0 KB179627 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 14 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 JK847814 0.2 F
IVHMS
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 14 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 JK847814 0.2 F
IVHMS
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Nov-2014 14 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 JK847814 0.2 F

IVHMS




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X Current Status E:

SERIAL NUMBER: 8223733
LAST MISSION:

Current Status O:

HOURS:

Current Status W:
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To 06-Jan-2015

25-Nov-2014

5486.5

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Nov-2014 15 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 JK847814 0.2 F
TDFM.

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Nov-2014 15 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 JK847814 0.2 F
TDFM.

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Nov-2014 15 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 JK847814 0.2 F
TDFM.

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Nov-2014 16 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 JK847814 0.2 F
JUL 13. SINGLE AHRU CONFIGURATION.

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Nov-2014 16 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 JK847814 0.2 F
JUL 13. SINGLE AHRU CONFIGURATION.

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Nov-2014 16 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 JK847814 0.2 F
JUL 13. SINGLE AHRU CONFIGURATION.

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Nov-2014 17 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 JK847814 0.2 F
NOV 12 AIR WARRIOR BLOCK .

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Nov-2014 17 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 JK847814 0.2 F

NOV 12 AIR WARRIOR BLOCK .
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

17-Nov-2014 17 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 JK847814 0.2 F

NOV 12 AIR WARRIOR BLOCK .

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Nov-2014 18 - 00 INSPOK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 JK847814 0.2 F

OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Nov-2014 18 - 00 INSPOK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 JK847814 0.2 F

OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Nov-2014 18 - 00 INSPOK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 JK847814 0.2 F

OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Nov-2014 19 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 JK847814 0.2 F
W A WR 1566,

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Nov-2014 19 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 JK847814 0.2 F
W A WR 1566,

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Nov-2014 19 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 JK847814 0.2 F
W A WR 1566,

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Nov-2014 20 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 JK847814 0.2 F

20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

17-Nov-2014 20 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 JK847814 0.2 F

20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Nov-2014 20 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 JK847814 0.2 F

20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Nov-2014 21 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 JK847814 0.2 F

MAR 13 LIGHT EMITTING DIODE (LED)

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Nov-2014 21 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 JK847814 0.2 F

MAR 13 LIGHT EMITTING DIODE (LED)

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Nov-2014 21 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 JK847814 0.2 F

MAR 13 LIGHT EMITTING DIODE (LED)

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Nov-2014 22 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 JK847814 0.2 F

MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Nov-2014 22 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 JK847814 0.2 F

MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Nov-2014 22 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 JK847814 0.2 F

MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

17-Nov-2014 23 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 JK847814 0.2 F

(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Nov-2014 23 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 JK847814 0.2 F

(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Nov-2014 23 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 JK847814 0.2 F

(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Nov-2014 24 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 JK847814 0.2 F

APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Nov-2014 24 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 JK847814 0.2 F

APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Nov-2014 24 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 JK847814 0.2 F

APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 5524.5 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 20-Nov-2014 1:43 PM 9 X KB179627 5485.3 20-Nov-2014 5485.3 0 2 03A02

FAULT WRITE-UP:

PILOT SIDE LEFT AND RIGHT BRAKE PEDALS BOTTOM OUT WITH
NO RESISTANCE WHEN APPLIED.

ACTION TAKEN:

BLED BRAKE SYSTEM FROM PILOT MASTER CYLINDER TO MLG
BRAKE CALIPERS WITH MIL-H-5606

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LF921636 0.5 SS524072 5 F
K G 2 03A02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 1 X 03A02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT SIDE L/H AND R/H PEDAL BOOT HDWR LF921636 0.1 KB179627 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 1 X 03A02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT SIDE L/H AND R/H PEDAL BOOT HDWR LF921636 0.1 KB179627 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 1 X 03A02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT SIDE L/H AND R/H PEDAL BOOT HDWR LF921636 0.1 S$8524072 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 1 X 03A02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT SIDE L/H AND R/H PEDAL BOOT HDWR LF921636 0.1 S$8524072 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 2 X 03A02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT SIDE L/H AND R/H PEDAL BOOTS LF921636 0.1 KB179627 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 2 X 03A02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT SIDE L/H AND R/H PEDAL BOOTS LF921636 0.1 KB179627 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X Current Status E:

SERIAL NUMBER: 8223733
LAST MISSION:

Current Status O:

HOURS:
25-Nov-2014

Current Status W:

5486.5

DATE SEQ NO STATUS wuc ACTION TAKEN

20-Nov-2014 2 X 03A02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED PILOT SIDE L/H AND R/H PEDAL BOOTS LF921636 0.1 §S8524072 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

20-Nov-2014 2 X 03A02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED PILOT SIDE L/H AND R/H PEDAL BOOTS LF921636 0.1 §S8524072 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

20-Nov-2014 3 X 03A02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED PILOT SIDE PEDAL "T" PLATE LF921636 0.1 KB179627 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

20-Nov-2014 3 X 03A02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED PILOT SIDE PEDAL "T" PLATE LF921636 0.1 KB179627 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

20-Nov-2014 3 X 03A02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED PILOT SIDE PEDAL "T" PLATE LF921636 0.1 §S8524072 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

20-Nov-2014 3 X 03A02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED PILOT SIDE PEDAL "T" PLATE LF921636 0.1 §S8524072 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

20-Nov-2014 4 X 03A02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED PILOT SIDE RIGHT BRAKE MASTER CYLINDER BLEED PLUG  LF921636 0.1 KB179627 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

20-Nov-2014 4 X 03A02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED PILOT SIDE RIGHT BRAKE MASTER CYLINDER BLEED PLUG  LF921636 0.1 KB179627 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 4 X 03A02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT SIDE RIGHT BRAKE MASTER CYLINDER BLEED PLUG  LF921636 0.1 SS524072 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 4 X 03A02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT SIDE RIGHT BRAKE MASTER CYLINDER BLEED PLUG  LF921636 0.1 SS524072 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 5 X 03A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT SIDE RIGHT BRAKE MASTER CYLINDER BLEED PLUG  LF921636 0.1 KB179627 0.1 F
PACKING

DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 5 X 03A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT SIDE RIGHT BRAKE MASTER CYLINDER BLEED PLUG  LF921636 0.1 KB179627 0.1 F
PACKING

DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 5 X 03A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT SIDE RIGHT BRAKE MASTER CYLINDER BLEED PLUG  LF921636 0.1 SS524072 0.2 F
PACKING

DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 5 X 03A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT SIDE RIGHT BRAKE MASTER CYLINDER BLEED PLUG  LF921636 0.1 SS524072 0.2 F
PACKING

DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 6 X 03A02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT SIDE LEFT BRAKE MASTER CYLINDER BLEED PLUG LF921636 0.1 KB179627 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 6 X 03A02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED PILOT SIDE LEFT BRAKE MASTER CYLINDER BLEED PLUG LF921636 0.1 KB179627 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 6 X 03A02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT SIDE LEFT BRAKE MASTER CYLINDER BLEED PLUG LF921636 0.1 SS524072 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 6 X 03A02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT SIDE LEFT BRAKE MASTER CYLINDER BLEED PLUG LF921636 0.1 SS524072 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 7 X 03A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT SIDE LEFT BRAKE MASTER CYLINDER BLEED PLUG LF921636 0.1 KB179627 0.1 F
PACKING

DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 7 X 03A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT SIDE LEFT BRAKE MASTER CYLINDER BLEED PLUG LF921636 0.1 KB179627 0.1 F
PACKING

DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 7 X 03A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT SIDE LEFT BRAKE MASTER CYLINDER BLEED PLUG LF921636 0.1 SS524072 0.2 F
PACKING

DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 7 X 03A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT SIDE LEFT BRAKE MASTER CYLINDER BLEED PLUG LF921636 0.1 SS524072 0.2 F
PACKING

DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 8 X 03A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOCKWIRE FROM R/H MLG BRAKE CALIPER ASSY BLEED LF921636 0.1 KB179627 0.1 F
PLUG SCREW

DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 8 X 03A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOCKWIRE FROM R/H MLG BRAKE CALIPER ASSY BLEED LF921636 0.1 KB179627 0.1 F

PLUG SCREW
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 9 X 03A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOCKWIRE FROM L/H MLG BRAKE CALIPER ASSY BLEED LF921636 0.1 KB179627 0.1 F
PLUG SCREW
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 9 X 03A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOCKWIRE FROM L/H MLG BRAKE CALIPER ASSY BLEED LF921636 0.1 KB179627 0.1 F
PLUG SCREW
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 10 X 03A02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H MLG BRAKE CALIPER ASSY BLEED PLUG SCREW LF921636 0.1 KB179627 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 10 X 03A02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H MLG BRAKE CALIPER ASSY BLEED PLUG SCREW LF921636 0.1 KB179627 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 10 X 03A02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H MLG BRAKE CALIPER ASSY BLEED PLUG SCREW LF921636 0.1 SS524072 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 10 X 03A02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H MLG BRAKE CALIPER ASSY BLEED PLUG SCREW LF921636 0.1 SS524072 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 11 X 03A02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H MLG BRAKE CALIPER ASSY BLEED PLUG SCREW LF921636 0.1 KB179627 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 11 X 03A02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED L/H MLG BRAKE CALIPER ASSY BLEED PLUG SCREW LF921636 0.1 KB179627 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 12 X 03A02 TIGHTENED 1/3 POINT PAST WHERE SHARP RISE IN TQ IS FELT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED R/H MLG BRAKE CALIPER ASSY BLEED PLUG LF921636 0.1 KB179627 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 12 X 03A02 TIGHTENED 1/3 POINT PAST WHERE SHARP RISE IN TQ IS FELT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED R/H MLG BRAKE CALIPER ASSY BLEED PLUG LF921636 0.1 KB179627 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 13 X 03A02 TIGHTENED 1/3 POINT PAST WHERE SHARP RISE IN TQ IS FELT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED L/H MLG BRAKE CALIPER ASSY BLEED PLUG LF921636 0.1 KB179627 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 13 X 03A02 TIGHTENED 1/3 POINT PAST WHERE SHARP RISE IN TQ IS FELT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED L/H MLG BRAKE CALIPER ASSY BLEED PLUG LF921636 0.1 KB179627 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 14 - 03A02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INSP REQD 0 KB179627 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 14 - 03A02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INSP REQD 0 KB179627 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 15 - 03A02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP REQD 0 KB179627 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 15 - 03A02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP REQD 0 KB179627 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 5524.5 LAST MISSION: 25-Nov-2014

Current Status A: X Current Status E:

Current Status O:

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 16 X 03A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOCK WIRE FROM PILOTS SIDE R/H MASTER CYLINDER LF921636 0.1 §S8524072 0.3 F
BLEEDER PLUG

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 16 X 03A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOCK WIRE FROM PILOTS SIDE R/H MASTER CYLINDER LF921636 0.1 §S8524072 0.3 F
BLEEDER PLUG

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 17 X 03A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOCK WIRE FROM PILOTS SIDE L/H MASTER CYLINDER LF921636 0.1 §S8524072 0.3 F
BLEEDER PLUG

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 17 X 03A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOCK WIRE FROM PILOTS SIDE L/H MASTER CYLINDER LF921636 0.1 §S8524072 0.3 F

BLEEDER PLUG

DISCOVERY
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS
A 25-Nov-2014 8:03 AM 1 X WM948555 5485.3

FAULT WRITE-UP:

POWER AVAILABLESPINDLE IMPROPERLY SECURED TO HMU #1
ENGINE.

WHEN HOW MAL wuc MAINT DEFERRED
DISC REC EFF TYPE DAYS
T G 5 02 F 0

DELAY

CORRECTION
DATE / TIME HOURS
25-Nov-2014 5485.3 0

ACTION TAKEN:
SECURED AND SEATED PAS PROPERLY TO HMU.

TIPID MMH
WM948555 0.2

PID MMH
KB179627 0.5

B

ROUNDS ACTCODE WUC

02

TYPE
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 25-Nov-2014 1:20 PM 2 X P 961596 5485.3 25-Nov-2014 5485.3 0 1 02
FAULT WRITE-UP: ACTION TAKEN:
BLUE M/R BLADE BIM INDICATOR INDICATED RED, REQUIRES SERVICED BLUE M/R BLADE
SERVICING
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS SK725884 0.7 TP833044 1 F
T G 3 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Nov-2014 1 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY FROM BLUE M/R BLADE SHRADER VALVE SK725884 0.7 TP833044 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Nov-2014 1 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY FROM BLUE M/R BLADE SHRADER VALVE SK725884 0.7 TP833044 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Nov-2014 1 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY FROM BLUE M/R BLADE SHRADER VALVE SK725884 0.7 TP833044 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
25-Nov-2014 2 X 02 INSTALLED TIGHTENED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SHRADER VALVE CAP FROM BLUE M/R BLADE SK725884 0.5 TP833044 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Nov-2014 2 X 02 INSTALLED TIGHTENED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SHRADER VALVE CAP FROM BLUE M/R BLADE SK725884 0.5 TP833044 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
25-Nov-2014 2 X 02 INSTALLED TIGHTENED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SHRADER VALVE CAP FROM BLUE M/R BLADE SK725884 0.5 TP833044 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5

NEXT PHASE: 55245
Current Status A: X

Current Status E:

LAST MISSION:

Current Status O:

25-Nov-2014

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
25-Nov-2014 3 X 02 TQD TO 60 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED BLUE M/R BLADE SHRADER VALVE SK725884 0.4 TP833044 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
25-Nov-2014 3 X 02 TQD TO 60 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED BLUE M/R BLADE SHRADER VALVE SK725884 0.4 TP833044 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
25-Nov-2014 3 X 02 TQD TO 60 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED BLUE M/R BLADE SHRADER VALVE SK725884 0.4 TP833044 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
25-Nov-2014 4 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX AND FOD CHECK DUE 0 TP833044 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
25-Nov-2014 4 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX AND FOD CHECK DUE 0 TP833044 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
25-Nov-2014 4 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX AND FOD CHECK DUE 0 TP833044 1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Nov-2014 9:01 AM 1 X JL906713  5486.5 26-Nov-2014 5486.5 0 3 02
FAULT WRITE-UP: ACTION TAKEN:
90 DAY CPC (IN PROGRESS) COMPLETE
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ781803 0.1 JL906713 5 F
K G 2 02 F 0
DELAY

13-2s to Follow
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 1 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT AREA 1 FOR CORROSION 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 1 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT AREA 1 FOR CORROSION 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 1 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT AREA 1 FOR CORROSION 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 1 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT AREA 1 FOR CORROSION 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 1 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT AREA 1 FOR CORROSION 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 2 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT AREA 2 FOR CORROSION 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 2 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT AREA 2 FOR CORROSION 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 2 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 2 FOR CORROSION 0 JL906713 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 2 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT AREA 2 FOR CORROSION 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 2 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT AREA 2 FOR CORROSION 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 3 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT AREA 3 FOR CORROSION 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 3 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT AREA 3 FOR CORROSION 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 3 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT AREA 3 FOR CORROSION 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 3 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT AREA 3 FOR CORROSION 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 3 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT AREA 3 FOR CORROSION 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 4 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 4 FOR CORROSION 0 JL906713 0.1 F




Page 231 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 4 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT AREA 4 FOR CORROSION 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 4 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT AREA 4 FOR CORROSION 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 4 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT AREA 4 FOR CORROSION 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 4 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT AREA 4 FOR CORROSION 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 5 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT AREA 5 FOR CORROSION 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 5 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT AREA 5 FOR CORROSION 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 5 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT AREA 5 FOR CORROSION 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 5 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AREA 5 FOR CORROSION 0 JL906713 0.1 F




Page 232 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 5 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT AREA 5 FOR CORROSION 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 6 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT AREA 6 FOR CORROSION 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 6 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT AREA 6 FOR CORROSION 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 6 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT AREA 6 FOR CORROSION 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 6 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT AREA 6 FOR CORROSION 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 6 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT AREA 6 FOR CORROSION 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 7 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AFT M/R PYLON FAIRING KJ781803 0.1 CF028559 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 7 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED AFT M/R PYLON FAIRING KJ781803 0.1 CF028559 0.1 F




Page 233 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 7 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AFT M/R PYLON FAIRING KJ781803 0.1 CF028559 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 7 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AFT M/R PYLON FAIRING KJ781803 0.1 CF028559 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 7 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AFT M/R PYLON FAIRING KJ781803 0.1 CF028559 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 8 X 02 INSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H STABILATOR INSPECTION PANEL KJ781803 0.1 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 8 X 02 INSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H STABILATOR INSPECTION PANEL KJ781803 0.1 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 8 X 02 INSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H STABILATOR INSPECTION PANEL KJ781803 0.1 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 8 X 02 INSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H STABILATOR INSPECTION PANEL KJ781803 0.1 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 8 X 02 INSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H STABILATOR INSPECTION PANEL KJ781803 0.1 JL906713 0.1 F




Page 234 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 9 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H STABILATOR INSPECTION PANEL KJ781803 0.1 GS063512 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 9 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H STABILATOR INSPECTION PANEL KJ781803 0.1 GS063512 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 9 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H STABILATOR INSPECTION PANEL KJ781803 0.1 GS063512 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 9 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H STABILATOR INSPECTION PANEL KJ781803 0.1 GS063512 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 9 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H STABILATOR INSPECTION PANEL KJ781803 0.1 GS063512 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 10 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H STABILATOR CENTER ACCESS PANEL KJ781803 0.1 GS063512 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 10 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H STABILATOR CENTER ACCESS PANEL KJ781803 0.1 GS063512 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 10 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H STABILATOR CENTER ACCESS PANEL KJ781803 0.1 GS063512 0.1 F




Page 235 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X

Current Status E:

SERIAL NUMBER: 8223733
LAST MISSION:

Current Status O:

HOURS:
25-Nov-2014

Current Status W:

5486.5

DATE SEQ NO STATUS wuc ACTION TAKEN

26-Nov-2014 10 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H STABILATOR CENTER ACCESS PANEL KJ781803 0.1 GS063512 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

26-Nov-2014 10 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H STABILATOR CENTER ACCESS PANEL KJ781803 0.1 GS063512 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

26-Nov-2014 11 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED L/H STABILATOR CENTER ACCESS PANEL KJ781803 0.1 GS063512 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

26-Nov-2014 11 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED L/H STABILATOR CENTER ACCESS PANEL KJ781803 0.1 GS063512 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

26-Nov-2014 11 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED L/H STABILATOR CENTER ACCESS PANEL KJ781803 0.1 GS063512 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

26-Nov-2014 11 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED L/H STABILATOR CENTER ACCESS PANEL KJ781803 0.1 GS063512 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

26-Nov-2014 11 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED L/H STABILATOR CENTER ACCESS PANEL KJ781803 0.1 GS063512 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

26-Nov-2014 12 / 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED T/R G/B FAIRING 0 JL906713 0.1 F




Page 236 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 12 / 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R G/B FAIRING 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 12 / 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R G/B FAIRING 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 12 / 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R G/B FAIRING 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 12 / 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R G/B FAIRING 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 13 / 02 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN TAIL PYLON D/S COVER 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 13 / 02 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN TAIL PYLON D/S COVER 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 13 / 02 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN TAIL PYLON D/S COVER 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 13 / 02 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPEN TAIL PYLON D/S COVER 0 JL906713 0.1 F




Page 237 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 13 / 02 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN TAIL PYLON D/S COVER 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 14 / 02 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN TAIL BOOM D/S COVER 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 14 / 02 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN TAIL BOOM D/S COVER 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 14 / 02 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN TAIL BOOM D/S COVER 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 14 / 02 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN TAIL BOOM D/S COVER 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 14 / 02 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN TAIL BOOM D/S COVER 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 15 / 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INTERMEDIATE G/B COVER 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 15 / 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED INTERMEDIATE G/B COVER 0 JL906713 0.1 F




Page 238 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 15 / 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INTERMEDIATE G/B COVER 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 15 / 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INTERMEDIATE G/B COVER 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 15 / 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INTERMEDIATE G/B COVER 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 16 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H TAIL CONE ACCESS INSPECTION COVER KJ781803 0.1 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 16 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H TAIL CONE ACCESS INSPECTION COVER KJ781803 0.1 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 16 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H TAIL CONE ACCESS INSPECTION COVER KJ781803 0.1 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 16 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H TAIL CONE ACCESS INSPECTION COVER KJ781803 0.1 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 16 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED L/H TAIL CONE ACCESS INSPECTION COVER KJ781803 0.1 JL906713 0.1 F




Page 239 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 17 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL STRUT FAIRING KJ781803 0.1 GS063512 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 17 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL STRUT FAIRING KJ781803 0.1 GS063512 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 17 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL STRUT FAIRING KJ781803 0.1 GS063512 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 17 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL STRUT FAIRING KJ781803 0.1 GS063512 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 17 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL STRUT FAIRING KJ781803 0.1 GS063512 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 18 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ALL L/H MAIN LANDING GEAR FAIRINGS KJ781803 0.1 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 18 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ALL L/H MAIN LANDING GEAR FAIRINGS KJ781803 0.1 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 18 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ALL L/H MAIN LANDING GEAR FAIRINGS KJ781803 0.1 TP833044 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X

Current Status E:

SERIAL NUMBER: 8223733
LAST MISSION:

Current Status O:

HOURS:
25-Nov-2014

Current Status W:

5486.5

DATE SEQ NO STATUS wuc ACTION TAKEN

26-Nov-2014 18 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ALL L/H MAIN LANDING GEAR FAIRINGS KJ781803 0.1 TP833044 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

26-Nov-2014 18 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ALL L/H MAIN LANDING GEAR FAIRINGS KJ781803 0.1 TP833044 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

26-Nov-2014 19 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ALL R/H MAIN LANDING GEAR FAIRINGS KJ781803 0.1 TP833044 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

26-Nov-2014 19 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ALL R/H MAIN LANDING GEAR FAIRINGS KJ781803 0.1 TP833044 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

26-Nov-2014 19 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ALL R/H MAIN LANDING GEAR FAIRINGS KJ781803 0.1 TP833044 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

26-Nov-2014 19 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ALL R/H MAIN LANDING GEAR FAIRINGS KJ781803 0.1 TP833044 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

26-Nov-2014 19 X 02 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ALL R/H MAIN LANDING GEAR FAIRINGS KJ781803 0.1 TP833044 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

26-Nov-2014 20 / 02 RAISED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOWERED ALL SOUND PROOFING PANELS 0 TP833044 0.1 F




Page 241 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 20 / 02 RAISED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED ALL SOUND PROOFING PANELS 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 20 / 02 RAISED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED ALL SOUND PROOFING PANELS 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 20 / 02 RAISED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED ALL SOUND PROOFING PANELS 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 20 / 02 RAISED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED ALL SOUND PROOFING PANELS 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 21 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H BROOM CLOSET KJ781803 0.1 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 21 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H BROOM CLOSET KJ781803 0.1 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 21 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H BROOM CLOSET KJ781803 0.1 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 21 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED L/H BROOM CLOSET KJ781803 0.1 TP833044 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 21 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H BROOM CLOSET KJ781803 0.1 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 22 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H BROOM CLOSET KJ781803 0.1 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 22 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H BROOM CLOSET KJ781803 0.1 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 22 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H BROOM CLOSET KJ781803 0.1 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 22 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H BROOM CLOSET KJ781803 0.1 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 22 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H BROOM CLOSET KJ781803 0.1 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 23 / 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TRANSMISSION DRIP PAN 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 23 / 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TRANSMISSION DRIP PAN 0 JL906713 0.1 F




Page 243 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 23 / 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TRANSMISSION DRIP PAN 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 23 / 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TRANSMISSION DRIP PAN 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 23 / 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TRANSMISSION DRIP PAN 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 24 / 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H TRANSITION ACCESS PANEL 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 24 / 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H TRANSITION ACCESS PANEL 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 24 / 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H TRANSITION ACCESS PANEL 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 24 / 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H TRANSITION ACCESS PANEL 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 24 / 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED L/H TRANSITION ACCESS PANEL 0 JL906713 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 25 / 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H TRANSITION ACCESS PANEL 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 25 / 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H TRANSITION ACCESS PANEL 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 25 / 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H TRANSITION ACCESS PANEL 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 25 / 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H TRANSITION ACCESS PANEL 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 25 / 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H TRANSITION ACCESS PANEL 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 26 / 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RIGHT SIDE FUEL ENCLOSURE PANEL 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 26 / 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RIGHT SIDE FUEL ENCLOSURE PANEL 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 26 / 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED RIGHT SIDE FUEL ENCLOSURE PANEL 0 JL906713 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 26 / 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RIGHT SIDE FUEL ENCLOSURE PANEL 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 26 / 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RIGHT SIDE FUEL ENCLOSURE PANEL 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 27 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 27 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 27 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 27 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 27 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 28 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL BOX INVENTORY DUE 0 JL906713 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X Current Status E:

SERIAL NUMBER: 8223733
LAST MISSION:

Current Status O:

HOURS:
25-Nov-2014

Current Status W:

5486.5

DATE SEQ NO STATUS wuc ACTION TAKEN

26-Nov-2014 28 - 02 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL BOX INVENTORY DUE 0 JL906713 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

26-Nov-2014 28 - 02 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL BOX INVENTORY DUE 0 JL906713 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

26-Nov-2014 28 - 02 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL BOX INVENTORY DUE 0 JL906713 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

26-Nov-2014 28 - 02 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL BOX INVENTORY DUE 0 JL906713 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

26-Nov-2014 29 - 02 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

COMPLETE UH-60 CORROSION ASSESSMENT CHECK LIST 0 JL906713 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

26-Nov-2014 29 - 02 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

COMPLETE UH-60 CORROSION ASSESSMENT CHECK LIST 0 JL906713 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

26-Nov-2014 29 - 02 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

COMPLETE UH-60 CORROSION ASSESSMENT CHECK LIST 0 JL906713 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

26-Nov-2014 29 - 02 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

COMPLETE UH-60 CORROSION ASSESSMENT CHECK LIST 0 JL906713 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5

NEXT PHASE: 5524.5

Current Status A: X Current Status E:

LAST MISSION:
Current Status O:

25-Nov-2014

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
26-Nov-2014 29 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COMPLETE UH-60 CORROSION ASSESSMENT CHECK LIST 0 JL906713 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
26-Nov-2014 30 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT CANNON PLUGS FROM AFT M/R PYLON FAIRING KJ781803 0.1 CF028559 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
26-Nov-2014 30 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT CANNON PLUGS FROM AFT M/R PYLON FAIRING KJ781803 0.1 CF028559 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
26-Nov-2014 30 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT CANNON PLUGS FROM AFT M/R PYLON FAIRING KJ781803 0.1 CF028559 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
26-Nov-2014 30 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT CANNON PLUGS FROM AFT M/R PYLON FAIRING KJ781803 0.1 CF028559 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
26-Nov-2014 30 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT CANNON PLUGS FROM AFT M/R PYLON FAIRING KJ781803 0.1 CF028559 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 10-Dec-2014 8:28 AM 3 X JL928355  5486.5 10-Dec-2014 5486.5 0 1 02
FAULT WRITE-UP: ACTION TAKEN:
RED BIM INDICATOR ON BLUE BLADE SERVICED BLUE BLADE
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JM884376 0.1 JP900099 1 F
T G 2 02 F 0
DELAY

13-2s to Follow
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 1 X 02 TQ SHADDER VALE 70 IN. LBS. REPLACED SAFETY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM BLUE SHADDER VALE JM884376 0.1 JK847814 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 1 X 02 TQ SHADDER VALE 70 IN. LBS. REPLACED SAFETY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM BLUE SHADDER VALE JM884376 0.1 JK847814 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 1 X 02 TQ SHADDER VALE 70 IN. LBS. REPLACED SAFETY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM BLUE SHADDER VALE JM884376 0.1 JK847814 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 1 X 02 TQ SHADDER VALE 70 IN. LBS. REPLACED SAFETY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM BLUE SHADDER VALE JM884376 0.1 JP900099 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 1 X 02 TQ SHADDER VALE 70 IN. LBS. REPLACED SAFETY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM BLUE SHADDER VALE JM884376 0.1 JP900099 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 1 X 02 TQ SHADDER VALE 70 IN. LBS. REPLACED SAFETY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM BLUE SHADDER VALE JM884376 0.1 JP900099 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 1 X 02 TQ SHADDER VALE 70 IN. LBS. REPLACED SAFETY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM BLUE SHADDER VALE JM884376 0.1 JS844198 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 1 X 02 TQ SHADDER VALE 70 IN. LBS. REPLACED SAFETY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SAFETY FROM BLUE SHADDER VALE JM884376 0.1 JS844198 1 F
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Report Date: To 06-Jan-2015

06-Jan-2015 Selection Range : 01-Jul-2014

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
10-Dec-2014 1 X 02 TQ SHADDER VALE 70 IN. LBS. REPLACED SAFETY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM BLUE SHADDER VALE JM884376 0.1 JS844198 1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Dec-2014 7:16 AM 2 X 5486.5 16-Dec-2014 5486.5 0 6 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. WAS UPDATED
DUE AT: 15-DEC-2014. UPGRADE TO RED X STATUS ON 16-DEC-
2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RK842020 1 LF921636 0.3 F
0 0 1 04A06B F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 16-Dec-2014 7:16 AM 3 X 5486.5 16-Dec-2014 5486.5 0 6 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. WAS UPDATED
DUE AT: 15-DEC-2014. UPGRADE TO RED X STATUS ON 16-DEC-
2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RK842020 1 LF921636 0.2 F
0 0 1 04A06B F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Jan-2015 2:01 PM 3 X 5486.5 06-Jan-2015 5486.5 0 6 09B01A
FAULT WRITE-UP: ACTION TAKEN:
INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1). WAS COMPLETED
DUE AT: 20-DEC-2014. UPGRADE TO RED X STATUS ON 24-DEC-
2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JP234951 0.2 TM729539 0.3 F
0 0 1 09B01A F -4
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Jan-2015 2:01 PM 4 X 5486.5 06-Jan-2015 5486.5 0 5 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A103 - AIRCRAFT WASH DUE. WAS DUE AT: 21-DEC-2014. COMPLETED
UPGRADE TO RED X STATUS ON 25-DEC-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JP234951 0.2 TM729539 1 F
O O 1 00 F -4
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 14-Oct-2014 8:38 AM 5 ® JL906713 5480.9 16-Oct-2014 5480.9 0 L 05

FAULT WRITE-UP:
NOSE CAMERA INSTALLED. RESTRICTED TO TEST FLIGHTS ONLY

ACTION TAKEN:
RMVD NOSE CAMERA INSTALLED NOSE VENT SCREEN

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DL897874 0.3 TP833044 0.5 F
K G 2 05 F -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 06-Nov-2014 3:53 PM 9 ® LF921636  5485.3 10-Dec-2014 5486.5 0 2 16A
FAULT WRITE-UP: ACTION TAKEN:
ACFT RESTRICTED FROM CARGO HOOK OPERATIONS (SQUIB INSTALLED SQUIB
REMOVED FOR ACFT RETIREMENT)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DL897874 0.2 DL774589 0.5 F
S G 1 16A F -5

DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jul-2014  3:03 PM 11 - 5477.9 15-Jul-2014 5477.9 0 P 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A553 - AIRCRAFT WEIGHING INVENTORY (365-1). DUE AT: 18- COMPLETED
JUL-2014. UPGRADE TO RED X STATUS ON 19-JUL-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 WH552127 0.1 F
O O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 26-Jul-2014  9:14 AM 5 - 5477.9 02-Aug-2014 5477.9 0 6 02
FAULT WRITE-UP: ACTION TAKEN:
ACFT REQUIRES UPDATE OF CHART A, C, AND 365-4 FOR DUPLICATE ENTRY.
REMOVAL OF BAPS, FLIR, CMWS.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 SS272654 0.1 F
B G 1 02 F 23
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 02-Aug-2014 10:45AM 2 - 5477.9 06-Nov-2014 5485.3 0 6 02
FAULT WRITE-UP: ACTION TAKEN:
ACFT REQUIRES UPDATE OF CHART A, C, AND 365-4 FOR UPDATED
REMOVAL OF BAPS, FLIR, CMWS, SATCOM B KIT, AND COMSEC.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.3 F
K G 1 02 F -7
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 5524.5 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 16-Sep-2014 10:36 AM 5 - 5477.9 26-Sep-2014 5477.9 0 2 05A02

FAULT WRITE-UP:

INSP A501 - MAIN ROTOR BLADE PRESSURE CHECK. DUE AT: 27-
SEP-2014. UPGRADE TO RED X STATUS ON 16-OCT-2014

ACTION TAKEN:
SERVICED ALL M/R BLADE TO 10 PSI.TEMP 22 CELCIUS DEG

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DL897874 5 F
O O 1 05A02 F -10
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 1 X 05A02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW CAP FROM SHRADER VALVE ON BLUE M/R BLADE LF921636 0.1 DL897874 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 2 X 05A02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW CAP FROM SHRADER VALVE ON YELLOW M/R LF921636 0.1 DL897874 0.2 F
BLADE
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 3 X 05A02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW CAP FROM SHRADER VALVE ON BLACK M/R BLADE LF921636 0.1 DL897874 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 4 X 05A02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW CAP FROM SHRADER VALVE ON RED M/R BLADE LF921636 0.1 DL897874 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 5 X 05A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM SHRADER VALVE ON BLUE M/R BLADE LF921636 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 6 X 05A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM SHRADER VALVE ON YELLOW M/R BLADE LF921636 0.1 DL897874 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 7 X 05A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM SHRADER VALVE ON BLACK M/R BLADE LF921636 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 8 X 05A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM SHRADER VALVE ON RED M/R BLADE LF921636 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 9 X 05A02 INSTALLED TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED SHRADER VALVE ON BLUE M/R BLADE LF921636 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 10 X 05A02 INSTALLED TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED SHRADER VALVE ON YELLOW M/R BLADE LF921636 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 11 X 05A02 INSTALLED TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED SHRADER VALVE ON BLACK M/R BLADE LF921636 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 12 X 05A02 INSTALLED TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED SHRADER VALVE ON RED M/R BLADE LF921636 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 13 - 05A02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL AND FOD CHECK DUE 0 DL897874 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Sep-2014 10:36 AM 6 - 5477.9 14-Oct-2014 5477.9 0 J 08C
FAULT WRITE-UP: ACTION TAKEN:
INSP A533 - PITOT STATIC SYSTEM INSPECTION. DUE AT: 01-OCT- MOC OK IAW TM 1-1520-237-23-2 (WP 00 90)
2014. UPGRADE TO RED X STATUS ON 01-NOV-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DB724139 25 F
O O 1 08C F 1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 16-Sep-2014 10:36 AM 8 - 5477.9 26-Sep-2014 5477.9 0 1 08B01
FAULT WRITE-UP: ACTION TAKEN:
INSP A538 - FAT/OAT GAUGE INSPECTION/TEST. DUE AT: 01-OCT- COMPLETED
2014. UPGRADE TO RED X STATUS ON 01-NOV-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DL897874 2 F
0 0 1 08B01 F -10
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 1 X 08B01 INSTALLED TQ TO 30 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SUN SHIELDS FROM F.A.T. (2EA) LF921636 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 2 X 08B01 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD F.A.T FROM UPPER WIND SHIELD LF921636 0.2 DL897874 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 3 - 08B01 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CK AND TOOL BOX INVENTORY DUE 0 DL897874 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Sep-2014 10:36 AM 9 - 5477.9 30-Sep-2014 5477.9 0 A 08A05
FAULT WRITE-UP: ACTION TAKEN:
INSP A541 - REPLACE DIGITAL CLOCK BATTERY. DUE AT: 27-SEP- REPLACED BATTERIES
2014. UPGRADE TO RED X STATUS ON 28-OCT-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JL928355 1 F
O O 1 08A05 F -14
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 16-Sep-2014 10:40 AM 10 - KJ781803 5477.9 16-Sep-2014 5477.9 0 G 06
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH REQUIREMENTS OF H-60-14-ASAM-10 BY 16 SEP 14. COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 KJ781803 0.1 F
0 0 1 06 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Sep-2014 8:20 AM 1 - 5480.9 16-Oct-2014 5480.9 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A502 - INSPECT AND TEST GROUND RECEPTACLE IAW TM 1- GROUND RECEPTACLE TESTED CHECKED OK
1500-204-23. DUE AT: 17-OCT-2014. UPGRADE TO RED X STATUS
ON 05-NOV-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 TP833044 0.5 F
0 0 1 00 F 9
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Sep-2014 11:03AM 2 - 5477.9 30-Sep-2014 5477.9 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A018 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 03- COMPLETED
OCT-2014. UPGRADE TO RED X STATUS ON 06-OCT-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
O O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 07-Oct-2014 7:48 AM 1 - 5477.9 24-Nov-2014 5485.3 0 A 08F01
FAULT WRITE-UP: ACTION TAKEN:
INSP A550 - IVHUMS BATTERY REPLACEMENT. DUE AT: 09-NOV- REPLACED
2014. UPGRADE TO RED X STATUS ON 10-DEC-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 SK725884 0 F
0 0 1 08F01 F -18
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Oct-2014  8:02 AM 2 - DB724139 5477.9 29-Oct-2014 5480.9 0 4 19
FAULT WRITE-UP: ACTION TAKEN:
MOC REQUIRED OF AM-VHF RADIO DUE TO COMPLETED, CHECKED SERVICEABLE
REMOVAL/INSTALLATION OF QUAD BAY ANTENNA
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JP900099 0.2 F
K G 2 19 F -22
DELAY




Page 257 of 324

Report Date: To 06-Jan-2015

06-Jan-2015 Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Oct-2014  8:03 AM 3 - DB724139 5477.9 29-Oct-2014 5480.9 0 4 19
FAULT WRITE-UP: ACTION TAKEN:
MOC REQUIRED OF ADF DUE TO REMOVAL/INSTALLATION OF COMPLETED, CHECKED SERVICEABLE
QUAD BAY ANTENNA
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JP900099 0.2 F
K G 2 19 F -22
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 07-Oct-2014 8:15 AM 4 - JM884376  5477.9 07-Oct-2014 5477.9 0 T 00
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH REQUIREMENTS OF H-60-14-AMAM-19 BY 30 NOV COMPLIED WITH
2014. LCF CHG 66
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JM884376 0.2 F
0 0 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 14-Oct-2014 7:13 AM 1 - 5477.9 04-Nov-2014 5482.9 0 A 19C04
FAULT WRITE-UP: ACTION TAKEN:
INSP E135 - AN/ARC-201(V) SINCGARS RADIO HUB BATT REPL. CHANGED
DUE AT: 04-NOV-2014. UPGRADE TO RED X STATUS ON 23-NOV-
2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.2 D
0 0 1 19C04 F 9
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Oct-2014 7:13 AM 2 - 5480.9 16-Oct-2014 5480.9 0 1 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. DUE HISTORY RECORDING COMPLETED 15 OCT 14
AT: 16-OCT-2014. UPGRADE TO RED X STATUS ON 17-OCT-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 TP833044 0.1 F
O O 1 04A06B F -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 14-Oct-2014 7:13 AM 3 - 5480.9 16-Oct-2014 5480.9 0 1 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. DUE HISTORY RECORDING COMPLETED 15 OCT 14
AT: 16-OCT-2014. UPGRADE TO RED X STATUS ON 17-OCT-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 TP833044 0.1 F
0 0 1 04A06B F -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Oct-2014  9:23 AM 6 - 5480.9 16-Oct-2014 5480.9 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A018 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 21- PMD COMPLETED
OCT-2014. UPGRADE TO RED X STATUS ON 24-OCT-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 TP833044 15 F
0 0 1 00 F -2
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2014 1 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AREA 1 INSPECTION DUE 0 TP833044 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X Current Status E:

SERIAL NUMBER: 8223733
LAST MISSION:

Current Status O:

HOURS:
25-Nov-2014

Current Status W:

5486.5

DATE SEQ NO STATUS wuc ACTION TAKEN

14-Oct-2014 2 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AREA 2 INSPECTION DUE 0 TP833044 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Oct-2014 3 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AREA 3 INSPECTION DUE 0 TP833044 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Oct-2014 4 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AREA 4 INSPECTION DUE 0 TP833044 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Oct-2014 5 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AREA 5 INSPECTION DUE 0 TP833044 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Oct-2014 6 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AREA 6 INSPECTION DUE 0 TP833044 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Oct-2014 7 / 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TAIL ROTOR GEARBOX FAIRING REMOVED 0 TP833044 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Oct-2014 8 / 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INTERMEDIATE GEARBOX FAIRING REMOVED 0 TP833044 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Oct-2014 9 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

ON MODIFIED A/C INSPECT PILOTS AND COPILOTS DOOR PINS 0 TP833044 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 5524.5 LAST MISSION: 25-Nov-2014

Current Status A: X Current Status E:

Current Status O:

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Oct-2014 10 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ON AIRCRAFT WITH MODIFIED FILTER SYSTEM INSPECT APU FILTER 0 TP833044 0.1 F
MINDER
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Oct-2014 11 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ON MODIFIED A/C INSPECT ALQ FILTER 0 TP833044 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Oct-2014 12 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM TOOL AND FOD CHECK 0 TP833044 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Oct-2014  2:24 PM 7 - LF921636  5477.9 02-Dec-2014 5486.5 0 6 05
FAULT WRITE-UP: ACTION TAKEN:
9-11 HR TQ CK DUE ON T/R OUTBOARD RETENTION PLATE TQ CHECK OK. COMPLETED EARLY SEE ENTRY BELOW
BETWEEN 5486.9-5488.9 ACFT HRS
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 KB179627 0.5 F
o G 1 05 F 10
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Oct-2014 2:27 PM 8 - LF921636 5477.9 03-Dec-2014 5486.5 0 G 05
FAULT WRITE-UP: ACTION TAKEN:
9-11 HR TQ CK DUE ON T/R PITCH BEEM NUT BETWEEN 5486.9- TQ CHECK COMPLETE
5488.9 ACFT HRS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JM258694 2 F
O G 1 05 F 9
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Oct-2014 1 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM PITCH BEAM NUT LF921636 0.2 JM258694 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Oct-2014 2 X 05 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS (2 EA) FROM PITCH BEAM NUT LF921636 0.2 JM258694 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Oct-2014 3 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PITCH BEAM NUT LF921636 0.2 JM258694 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
14-Oct-2014 4 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PITCH BEAM WASHER LF921636 0.2 JM258694 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Oct-2014 5 - 05 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CK DUE 0 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Oct-2014 9:51 AM 2 - 5480.9 16-Oct-2014 5480.9 0 3 00

FAULT WRITE-UP: ACTION TAKEN:

PMD AND AWR/ISAQ DAILY DUE COMPLETED
WHEN HOwW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 TP833044 0.1 F
X o} 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC

A 16-Oct-2014  9:56 AM 3 - 5480.9 23-Oct-2014 5480.9 0 3 00

FAULT WRITE-UP: ACTION TAKEN:

INSP A018 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 23- COMPLETED
OCT-2014. UPGRADE TO RED X STATUS ON 26-OCT-2014
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC  REC EFF TYPE DAYS 0 LF921636 1 F
o o 1 00 F -7
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC

A 22-Oct-2014 12:32PM 1 - 5480.9 23-Oct-2014 5480.9 0 6 09B0O1A

FAULT WRITE-UP: ACTION TAKEN:

INSP AQ092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1) COMPLETED
EIC: RSA WUC: 09BO1A. DUE AT: 26-OCT-2014. UPGRADE TO RED
X STATUS ON 30-OCT-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID
DISC REC EFF TYPE DAYS 0

O O 1 09B0O1A F -1

MMH TYPE
LF921636 0.2 F

DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Oct-2014 12:32 PM 2 - 5480.9 22-Oct-2014 5480.9 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A103 - AIRCRAFT WASH DUE. DUE AT: 26-OCT-2014. COMPLETED
UPGRADE TO RED X STATUS ON 30-OCT-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JL906713 1 F
O O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 22-Oct-2014 12:32 PM 3 - 5480.9 22-Oct-2014 5480.9 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A115 - LUBE REQUIRMENTS. DUE AT: 26-OCT-2014 OR 5517.9 COMPLETE
HOURS. UPGRADE TO RED X STATUS ON 30-OCT-2014 OR 5521.9
HOURS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JL906713 1 F
0 0 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 1 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CLEAN AND LUBE BIFILAR REQ'D 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 2 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL LANDING GEAR SHOCK STRUTS UPPER AND LOWER STAGES 0 JL906713 0.1 F
LUBE REQ'D
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 3 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
STAB ACTUATOR LUBE REQ'D 0 JL906713 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 4 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WINDSHIELD WIPER PIVOT STUD LUBE REQ'D 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 5 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RS/MLG UPPER FAIRING 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 6 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LS/MLG UPPER FAIRING 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 7 X 00 INSTALLED R/H TAIL CONE ACCESS PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LEFT OR RIGHT SIDE TAIL CONE ACCESS PANEL LF921636 0.5 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 8 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY REQ'D 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 9 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQ'D 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 10 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

WIPER CONVERTER SHAFT SPLINE LUBE REQ'D 0 JL906713 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 23-Oct-2014  10:15 AM 1 - 5480.9 29-Oct-2014 5480.9 0 1 04A
FAULT WRITE-UP: ACTION TAKEN:
INSP A022 - 14 DAY FLYABLE STORAGE ENGINE RUN UP. DUE AT: COMPLETED.
29-OCT-2014. UPGRADE TO RED X STATUS ON 31-0OCT-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JP900099 1 F
O O 1 04A F -6
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 23-Oct-2014 10:19 AM 2 - 5480.9 29-Oct-2014 5480.9 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 30- INSP. OK.
OCT-2014. UPGRADE TO RED X STATUS ON 02-NOV-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JP900099 1.5 F
0 0 1 00 F -6
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Oct-2014 1 - 00 INSP. OK.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #1 0 JP900099 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Oct-2014 2 - 00 INSP. OK.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #2 0 JP900099 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Oct-2014 3 - 00 INSP. OK.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #3 0 JP900099 0.2 F




Page 266 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Oct-2014 4 - 00 INSP. OK.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #4 0 JP900099 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Oct-2014 5 - 00 INSP. OK.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #5 0 JP900099 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Oct-2014 6 - 00 INSP. OK.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #6 0 JP900099 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Oct-2014 7 / 00 CLOSED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R D/S COVERS 0 JP900099 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Oct-2014 8 / 00 CLOSED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R PYLON D/S COVER 0 JP900099 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Oct-2014 9 / 00 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INT. G/B COVER 0 JP900099 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Oct-2014 10 / 00 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE T/R G/B FWD FAIRING 0 JP900099 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Oct-2014 11 / 00 CLOSED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPEN M/R SLIDING PYON COVER 0 JP900099 0.1 F




Report Date: 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223733

Selection Range : 01-Jul-2014

Page 267 of 324
To 06-Jan-2015

HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Oct-2014 12 / 00 CLOSED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN OIL COOLER ACCESS DOORS 0 JP900099 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Oct-2014 13 - 00 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK 0 JP900099 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Oct-2014 14 - 00 INSP. OK.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 JP900099 0.1 F
IVHMS
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Oct-2014 15 - 00 INSP. OK.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 JP900099 0.1 F
TDFM.
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Oct-2014 16 - 00 INSP. OK.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 JP900099 0.1 F
JUL 13. SINGLE AHRU CONFIGURATION.
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Oct-2014 17 - 00 INSP. OK.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 JP900099 0.1 F
NOV 12 AIR WARRIOR BLOCK 1.
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Oct-2014 18 - 00 INSP. OK.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 JP900099 0.1 F
OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Oct-2014 19 - 00 INSP. OK.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 JP900099 0.1
W A WR 1566,




Report Date: 06-Jan-2015

Page 268 of 324

Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223733

HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O:

Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Oct-2014 20 - 00 INSP. OK.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 JP900099 0.1 F
20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Oct-2014 21 - 00 INSP. OK.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 JP900099 0.1 F
MAR 13 LIGHT EMITTING DIODE (LED)
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Oct-2014 22 - 00 INSP. OK.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 JP900099 0.1 F
MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Oct-2014 23 - 00 INSP. OK.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 JP900099 0.1 F
(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Oct-2014 24 - 00 INSP. OK.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 JP900099 0.1 F
APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 29-Oct-2014  8:36 AM 1 - 5480.9 29-Oct-2014 5480.9 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD AND AWR/ISAQ DAILY DUE INSP. OK.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JP900099 0.1 F
X O 1 00 F 0
DELAY




Page 269 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 29-Oct-2014  8:46 AM 2 - JM884376  5480.9 30-Oct-2014 5482.9 0 T 00
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH H-60-15-SOF-01 OIL COOLER FAN AXIAL BEARING COMPLIED WITH
BY 30 OCT 2014.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JM884376 0.1 F
O O 1 00 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 29-Oct-2014  9:06 AM 3 - JM884376  5480.9 29-Oct-2014 5480.9 0 T 00

FAULT WRITE-UP:

COMPLY WITH REQUIREMENTS OF H-60-15-AMAM-02 BY 27 OCT
2014. IVHMS WIRING MANAGEMENT FIRE DETECTION ROUTING.

ACTION TAKEN:
IVHMS INSTALLED SEE ENTRY BELOW

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JM884376 0.1 F
O O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 30-Oct-2014 10:57 AM 1 - 5480.9 04-Nov-2014 5482.9 0 3 00

FAULT WRITE-UP:

INSP A001 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 06-
NOV-2014. UPGRADE TO RED X STATUS ON 09-NOV-2014

WHEN HOW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
O O 1 00 F 25

DELAY

ACTION TAKEN:
COMPLETED IAW 40 HR PMS

TIPID MMH PID MMH TYPE

0 TP833044 1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Oct-2014 4:42 PM 2 - 5482.9 30-Oct-2014 5482.9 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD AND AWR/ISAQ DAILY DUE COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
X O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 06-Nov-2014 7:36 AM 1 - 5485.3 06-Nov-2014 5485.3 0 G 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 13- COMPLETED
NOV-2014. UPGRADE TO RED X STATUS ON 16-NOV-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DL768086 0.8 F
0 0 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #1 0 DL768086 0.1 D
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #1 0 DL768086 0.1 D
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #2 0 DL768086 0.1 D
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #2 0 DL768086 0.1 D




Page 271 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 3 - 00 COMPOLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #3 0 DL768086 0.1 D
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 3 - 00 COMPOLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #3 0 DL768086 0.1 D
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #4 0 DL768086 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #4 0 DL768086 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #5 0 DL768086 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #5 0 DL768086 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #6 0 DL768086 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #6 0 DL768086 0.1 F




Page 272 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R D/S COVERS 0 DL768086 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R D/S COVERS 0 DL768086 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R PYLON D/S COVER 0 DL768086 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R PYLON D/S COVER 0 DL768086 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 9 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INT. G/B COVER 0 JP900099 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 9 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INT. G/B COVER 0 JP900099 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 10 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE T/R G/B FWD FAIRING 0 JP900099 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 10 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE T/R G/B FWD FAIRING 0 JP900099 0.1 F




Report Date: 06-Jan-2015

Page 273 of 324
Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 11 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN M/R SLIDING PYON COVER 0 DL768086 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 11 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN M/R SLIDING PYON COVER 0 DL768086 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 12 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN OIL COOLER ACCESS DOORS 0 DL768086 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 12 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN OIL COOLER ACCESS DOORS 0 DL768086 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK 0 DL768086 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK 0 DL768086 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 14 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 DL768086 0.1 F
IVHMS
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 14 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0
IVHMS

DL768086 0.1
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 15 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 DL768086 0.1 F
TDFM.

DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 15 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 DL768086 0.1 F
TDFM.

DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 16 - 00 COMOPLETRED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 DL768086 0.1 F

JUL 13. SINGLE AHRU CONFIGURATION.

DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 16 - 00 COMOPLETRED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 DL768086 0.1 F

JUL 13. SINGLE AHRU CONFIGURATION.

DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 17 - 00 COMPLEGTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 DL768086 0.1 F

NOV 12 AIR WARRIOR BLOCK .

DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 17 - 00 COMPLEGTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 DL768086 0.1 F

NOV 12 AIR WARRIOR BLOCK .

DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 DL768086 0.1 F

OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER

DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 DL768086 0.1 F

OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER




Report Date: 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223733

MODEL: UH-60A

Selection Range : 01-Jul-2014

Page 275 of 324

To 06-Jan-2015

HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 19 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 DL768086 0.1 F
W A WR 1566,
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 19 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 DL768086 0.1 F
W A WR 1566,
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 20 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 DL768086 0.1 F
20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 20 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 DL768086 0.1 F
20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 21 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 DL768086 0.1 F
MAR 13 LIGHT EMITTING DIODE (LED)
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 21 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 DL768086 0.1 F
MAR 13 LIGHT EMITTING DIODE (LED)
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 22 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 DL768086 0.1 F
MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 22 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 DL768086 0.1 F
MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND




Page 276 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

06-Nov-2014 23 - 00 COMPLETD

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 DL768086 0.1 F

(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 23 - 00 COMPLETD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 DL768086 0.1 F

(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 24 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 DL768086 0.1 F

APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N

DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 24 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 DL768086 0.1 F

APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N

DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Nov-2014  7:19 AM 1 - 5485.3 15-Nov-2014 5485.3 0 3 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. DUE COMPLETE
AT: 15-NOV-2014. UPGRADE TO RED X STATUS ON 16-NOV-2014
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JL906713 0.5 F
o} o} 1 04A06B F -3
DELAY




Page 277 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Nov-2014 7:19 AM 2 - 5485.3 14-Nov-2014 5485.3 0 A 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. DUE REPLACED BEARING
AT: 15-NOV-2014. UPGRADE TO RED X STATUS ON 16-NOV-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 3 F
O O 1 04A06B F -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 14-Nov-2014 9:07 AM 1 - 5485.3 21-Nov-2014 5485.3 0 4 04A
FAULT WRITE-UP: ACTION TAKEN:
INSP A022 - 14 DAY FLYABLE STORAGE ENGINE RUN UP. DUE AT: COMPLETED
20-NOV-2014. UPGRADE TO RED X STATUS ON 22-NOV-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BR845047 1 F
o) o) 1 04A F 7
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Nov-2014 9:07 AM 2 - 5485.3 20-Nov-2014 5485.3 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A103 - AIRCRAFT WASH DUE. DUE AT: 21-NOV-2014. COMPLETED
UPGRADE TO RED X STATUS ON 25-NOV-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DB132372 2 F
0 0 1 00 F -6
DELAY




Page 278 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Nov-2014 9:07 AM 3 - 5485.3 20-Nov-2014 5485.3 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A115 - LUBE REQUIRMENTS. DUE AT: 21-NOV-2014 OR 5520.9 COMPLETED
HOURS. UPGRADE TO RED X STATUS ON 25-NOV-2014 OR 5524.9
HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JK847814 15 F
0 O 1 00 F -6
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Nov-2014 1 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CLEAN AND LUBE BIFILAR REQ'D 0 JK847814 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Nov-2014 2 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL LANDING GEAR SHOCK STRUTS UPPER AND LOWER STAGES 0 JK847814 0.3 F
LUBE REQ'D
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Nov-2014 3 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
STAB ACTUATOR LUBE REQ'D 0 JK847814 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
14-Nov-2014 4 - 00 INSPOK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WINDSHIELD WIPER PIVOT STUD LUBE REQ'D 0 JK847814 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Nov-2014 5 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RS/MLG UPPER FAIRING 0 JK847814 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
14-Nov-2014 6 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LS/MLG UPPER FAIRING 0 JK847814 0.2 F




Page 279 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 7 X 00 INSTALLED R/H PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LEFT OR RIGHT SIDE TAIL CONE ACCESS PANEL KJ781803 0.1 JK847814 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 8 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY REQ'D 0 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 9 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQ'D 0 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Nov-2014 10 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WIPER CONVERTER SHAFT SPLINE LUBE REQ'D 0 JK847814 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Nov-2014 9:28 AM 2 - 5485.3 20-Nov-2014 5485.3 0 6 09B01A
FAULT WRITE-UP: ACTION TAKEN:
INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1) COMPLETED OK

EIC: RSA WUC: 09B0O1A. DUE AT: 25-NOV-2014. UPGRADE TO RED
X STATUS ON 29-NOV-2014

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JS844198 0.4 F
o} o} 1 09BO1A F -3

DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Nov-2014 7:32 AM 1 - JM884376  5485.3 19-Nov-2014 5485.3 0 T 00

FAULT WRITE-UP:
COMPLY WITH H-60-15-ASAM-01 LED CAUTION ADVISORY PANEL

ACTION TAKEN:
INSP FAILED LED CAP REQUIRES REPLACEMENT. SEE ENTRY

BY 2 DECEMBER 2014. BELOW.
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JM884376 0.1 F
o} o} 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Nov-2014 11:14AM 4 - LF921636  5485.3 24-Nov-2014 5485.3 0 P 04

FAULT WRITE-UP: ACTION TAKEN:

RUN UP ENGINE FOR AT LEAST 10 MINUTES. LET ENGINE COOL INSP OK
DOWN FOR ONE HOUR MINIMUM. PERFORM A TORQUE CHECK OF
THE #1 DESWIRL DUCT LOOP CLAMP NUTS.

WHEN  HOW MAL wuc MAINT  DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JP045759 1 F
o) G 1 04 F -4
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Nov-2014 11:16 AM 5 . LF921636  5485.3 24-Nov-2014 5485.3 0 P 04

FAULT WRITE-UP: ACTION TAKEN:

RUN UP ENGINE FOR AT LEAST 10 MINUTES. LET ENGINE COOL INSP OK
DOWN FOR ONE HOUR MINIMUM. PERFORM A TORQUE CHECK OF
THE #2 DESWIRL DUCT LOOP CLAMP NUTS.

WHEN HOW  MAL wuc MAINT  DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JS844198 1 F
o G 1 04 F -4

DELAY




Page 281 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 5524.5 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 20-Nov-2014 11:31 AM 6 - LF921636  5485.3 21-Nov-2014 5485.3 0 4 04

FAULT WRITE-UP:

MAKE REQUIRED ENGINE CHECKS LISTED IN WP 0225, TABLE 1,
ON #1 ENGINE FOR REPLACEMENT OF G-AXIS SEAL

ACTION TAKEN:
COMPLETED, CHECKED SERVICEABLE

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BR845047 1 F
o G 1 04 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Nov-2014 11:38AM 7 - LF921636  5485.3 21-Nov-2014 5485.3 0 4 04

FAULT WRITE-UP:

#1 ENGINE HIGH SPEED SHAFT BALANCE DUE FOR REPLACEMENT
OF ENGINE

ACTION TAKEN:
COMPLETED, MEASURED .24

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BR845047 3 F
O G 1 04 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 20-Nov-2014 11:39AM 8 - LF921636  5485.3 21-Nov-2014 5485.3 0 4 04

FAULT WRITE-UP:

#2 ENGINE HIGH SPEED SHAFT BALANCE DUE FOR REPLACEMENT
OF ENGINE

WHEN HOW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
O G 1 04 F -1

DELAY

ACTION TAKEN:
COMPLETED, MEASURED .50

TIPID MMH PID MMH TYPE

0 BR845047 1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Nov-2014 4:05 PM 10 - KB179627 5485.3 25-Nov-2014 5486.5 0 4 03A02
FAULT WRITE-UP: ACTION TAKEN:
MOC OF BRAKE SYSTEM REQUIRED FOR BRAKE BLEED OF R/H MOC OK
AND L/H PILOT SIDE MASTER BRAKE CYLINDERS TO L/H AND R/H
CALIPERS.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 WM948555 0.5 F
K G 2 03A02 F -5
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 20-Nov-2014 4:47 PM 11 - 5485.3 26-Nov-2014 5486.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 27- COMPLETE
NOV-2014. UPGRADE TO RED X STATUS ON 30-NOV-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JL906713 2 F
0 0 1 00 F -6
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN
20-Nov-2014 1 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #1 0 JL906713 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN
20-Nov-2014 1 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #1 0 JL906713 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN
20-Nov-2014 1 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #1 0 JL906713 0.1 F




Page 283 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 1 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #1 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 2 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #2 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 2 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #2 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 2 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #2 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 2 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #2 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 3 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #3 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 3 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #3 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 3 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #3 0 JL906713 0.1 F




Page 284 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 3 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #3 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 4 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #4 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 4 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #4 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 4 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #4 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 4 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #4 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 5 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #5 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 5 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #5 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 5 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #5 0 JL906713 0.1 F




Page 285 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 5 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #5 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 6 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #6 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 6 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #6 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 6 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #6 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 6 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #6 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R D/S COVERS 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R D/S COVERS 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPEN T/R D/S COVERS 0 JL906713 0.1 F




Page 286 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R D/S COVERS 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R PYLON D/S COVER 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R PYLON D/S COVER 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R PYLON D/S COVER 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R PYLON D/S COVER 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 9 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INT. G/B COVER 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 9 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INT. G/B COVER 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 9 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE INT. G/B COVER 0 JL906713 0.1 F




Page 287 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 9 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INT. G/B COVER 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 10 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE T/R G/B FWD FAIRING 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 10 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE T/R G/B FWD FAIRING 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 10 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE T/R G/B FWD FAIRING 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 10 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE T/R G/B FWD FAIRING 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 11 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN M/R SLIDING PYON COVER 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 11 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN M/R SLIDING PYON COVER 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 11 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPEN M/R SLIDING PYON COVER 0 JM258694 0.1 F




Page 288 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 11 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN M/R SLIDING PYON COVER 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 12 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN OIL COOLER ACCESS DOORS 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 12 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN OIL COOLER ACCESS DOORS 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 12 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN OIL COOLER ACCESS DOORS 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 12 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN OIL COOLER ACCESS DOORS 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 13 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 13 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 13 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL AND FOD CHECK 0 JL906713 0.1 F




Report Date: 06-Jan-2015

Page 289 of 324

Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733
NEXT PHASE: 5524.5

HOURS: 5486.5
LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 13 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 14 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 JL906713 0.1 F
IVHMS
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 14 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 JL906713 0.1 F
IVHMS
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 14 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 JL906713 0.1 F
IVHMS
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 14 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 JL906713 0.1 F
IVHMS
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 15 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 JL906713 0.1 F
TDFM.
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 15 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 JL906713 0.1 F
TDFM.
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 15 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 JL906713 0.1 F
TDFM.




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X Current Status E:

SERIAL NUMBER: 8223733
LAST MISSION:

Current Status O:

HOURS:

Current Status W:

Page 290 of 324

To 06-Jan-2015

25-Nov-2014

5486.5

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 15 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 JL906713 0.1 F
TDFM.

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 16 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 JL906713 0.1 F
JUL 13. SINGLE AHRU CONFIGURATION.

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 16 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 JL906713 0.1 F
JUL 13. SINGLE AHRU CONFIGURATION.

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 16 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 JL906713 0.1 F
JUL 13. SINGLE AHRU CONFIGURATION.

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 16 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 JL906713 0.1 F
JUL 13. SINGLE AHRU CONFIGURATION.

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 17 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 JL906713 0.1 F
NOV 12 AIR WARRIOR BLOCK .

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 17 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 JL906713 0.1 F
NOV 12 AIR WARRIOR BLOCK .

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 17 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 JL906713 0.1 F

NOV 12 AIR WARRIOR BLOCK .




Report Date: 06-Jan-2015

Page 291 of 324

Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 17 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 JL906713 0.1 F
NOV 12 AIR WARRIOR BLOCK 1.
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 18 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 JL906713 0.1 F
OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 18 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 JL906713 0.1 F
OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 18 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 JL906713 0.1 F
OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 18 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 JL906713 0.1 F
OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 19 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 JL906713 0.1 F
W A WR 1566,
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 19 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 JL906713 0.1 F
W A WR 1566,
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 19 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 JL906713 0.1 F
W A WR 1566,
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 19 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 JL906713 0.1 F
W A WR 1566,
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 20 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 JL906713 0.1 F
20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 20 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 JL906713 0.1 F
20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 20 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 JL906713 0.1 F
20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 20 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 JL906713 0.1 F
20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 21 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 JL906713 0.1 F
MAR 13 LIGHT EMITTING DIODE (LED)
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 21 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 JL906713 0.1 F
MAR 13 LIGHT EMITTING DIODE (LED)
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 21 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 JL906713 0.1 F
MAR 13 LIGHT EMITTING DIODE (LED)




Report Date: 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2
SERIAL NUMBER: 8223733

MODEL: UH-60A
NEXT PHASE:

Selection Range : 01-Jul-2014

Page 293 of 324

To 06-Jan-2015

HOURS: 5486.5
5524.5 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 21 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 JL906713 0.1 F
MAR 13 LIGHT EMITTING DIODE (LED)
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 22 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 JL906713 0.1 F
MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 22 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 JL906713 0.1 F
MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 22 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 JL906713 0.1 F
MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 22 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 JL906713 0.1 F
MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 23 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 JL906713 0.1 F
(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 23 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 JL906713 0.1 F
(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE
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Report Date: 06-Jan-2015 To 06-Jan-2015

Selection Range : 01-Jul-2014
CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223733
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 5524.5

Current Status A: X

HOURS:
25-Nov-2014

5486.5

Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 23 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 JL906713 0.1 F

(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 23 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 JL906713 0.1 F
(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 24 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 JL906713 0.1 F
APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 24 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 JL906713 0.1 F
APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 24 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 JL906713 0.1 F
APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 24 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 JL906713 0.1 F

APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Nov-2014 9:21 AM 12 - SS840732 5485.3 25-Nov-2014 5486.5 0 4 02
FAULT WRITE-UP: ACTION TAKEN:
LMTF DUE FOR REPLACEMENT OF #1 AND #2 ENGINE. LMTF COMPLETE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 WM948555 0.5 F
K O 1 02 F -5
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 24-Nov-2014 7:13 AM 1 - 5485.3 25-Nov-2014 5486.5 0 4 08A09
FAULT WRITE-UP: ACTION TAKEN:
INSP A532 - COMPASS SWING / RMI. DUE AT: 28-DEC-2014. SWING COMPLETE
UPGRADE TO RED X STATUS ON 28-JAN-2015
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 WM948555 0.5 F
0 0 1 08A09 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Nov-2014 2:08 PM 2 - LF921636  5486.5 26-Nov-2014 5486.5 0 G 02
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PMD DUE COMPLETE IAW 90 DAY CPC
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JM258694 0.1 F
0 G 1 02 F 0
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Nov-2014 2:09 PM 3 - JM258694  5486.5 26-Nov-2014 5486.5 0 G 02
FAULT WRITE-UP: ACTION TAKEN:
INSP A115 - 30 DAY LUBE DUE COMPLETE IAW 90 DAY CPC
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JM258694 0.1 F
Q G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 26-Nov-2014 2:12 PM 4 - 5486.5 03-Dec-2014 5486.5 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 03- COMPLETED
DEC-2014. UPGRADE TO RED X STATUS ON 06-DEC-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 3 F
0 0 1 00 F 22
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 1 - 00 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #1 0 LF921636 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 2 - 00 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #2 0 LF921636 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 3 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #3 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 4 - 00 INSP OK
FAULT WRITE-UP: TIPID PID MMH TYPE

INSP AREA #4

TI_MMH
0 LF921636 2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 5 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #5 0 LF921636 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 6 - 00 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #6 0 LF921636 0.7 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R D/S COVERS 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R PYLON D/S COVER 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 9 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INT. G/B COVER 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 10 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE T/R G/B FWD FAIRING 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 11 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN M/R SLIDING PYON COVER 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 12 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPEN OIL COOLER ACCESS DOORS 0 LF921636 0.1 F




Report Date: 06-Jan-2015
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Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223733

HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 13 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 14 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 LF921636 0.1 F
IVHMS
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 15 - 00 NOT INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 LF921636 0.1 F
TDFM.
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 16 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 LF921636 0.1 F
JUL 13. SINGLE AHRU CONFIGURATION.
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 17 - 00 NOT INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 LF921636 0.1 F
NOV 12 AIR WARRIOR BLOCK 1.
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 18 - 00 ELT NOT INSTALLED. NO BRACKET
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 LF921636 0.1 F
OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 19 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 LF921636 0.1 F
W A WR 1566,
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 20 - 00 AWR OBSOLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 LF921636 0.1 F
20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING
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Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223733

HOURS: 5486.5
NEXT PHASE: 5524.5

LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O:

Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 21 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 LF921636 0.1 F
MAR 13 LIGHT EMITTING DIODE (LED)
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 22 - 00 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 LF921636 0.1 F
MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 23 - 00 NOT INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 LF921636 0.1 F
(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 24 - 00 NA THIS ACFT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 LF921636 0.1 F
APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Dec-2014 7:44 AM 1 - 5486.5 10-Dec-2014 5486.5 0 4 04A
FAULT WRITE-UP: ACTION TAKEN:
INSP A022 - 14 DAY FLYABLE STORAGE ENGINE RUN UP. DUE AT: COMPLETED
09-DEC-2014. UPGRADE TO RED X STATUS ON 11-DEC-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JL928355 1 F
O O 1 04A F -7
DELAY




Page 300 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Dec-2014 10:28AM 3 - 5486.5 03-Dec-2014 5486.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD AND AWR/ISAQ DAILY DUE COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
X O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 03-Dec-2014 10:43 AM 4 - 5486.5 11-Dec-2014 5486.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 10- COMPLETED
DEC-2014. UPGRADE TO RED X STATUS ON 13-DEC-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DL897874 4 F
0 0 1 00 F -8
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 1 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #1 0 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 2 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #2 0 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 3 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #3 0 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 4 - 00 INSP. OK
FAULT WRITE-UP: TIPID PID MMH TYPE

INSP AREA #4

TI_MMH
0

DL897874 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 5 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #5 0 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 6 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #6 0 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R D/S COVERS 0 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN T/R PYLON D/S COVER 0 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 9 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INT. G/B COVER 0 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 10 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE T/R G/B FWD FAIRING 0 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 11 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN M/R SLIDING PYON COVER 0 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 12 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPEN OIL COOLER ACCESS DOORS 0 DL897874 0.3 F




Report Date: 06-Jan-2015

Page 302 of 324

Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223733

HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK 0 DL897874 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 14 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 DL897874 0.3 F
IVHMS
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 15 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 DL897874 0.3 F
TDFM.
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 16 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 DL897874 0.3 F
JUL 13. SINGLE AHRU CONFIGURATION.
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 17 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 DL897874 0.1 F
NOV 12 AIR WARRIOR BLOCK 1.
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 18 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 DL897874 0.1 F
OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 19 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 DL897874 0.3 F
W A WR 1566,
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 20 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 DL897874 0.3 F
20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING




Page 303 of 324
Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

03-Dec-2014 21 - 00 INSP. OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 DL897874 0.3 F

MAR 13 LIGHT EMITTING DIODE (LED)

DATE SEQ NO STATUS wucC ACTION TAKEN

03-Dec-2014 22 - 00 N/A

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 DL897874 0.1 F

MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND

DATE SEQ NO STATUS wucC ACTION TAKEN

03-Dec-2014 23 - 00 INSP. OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 DL897874 0.3 F
(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 24 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 DL897874 0.3 F
APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N
DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Dec-2014 10:45 AM 5 - LF921636 5486.5 03-Dec-2014 5486.5 0 G 02

FAULT WRITE-UP:

ACTION TAKEN:
INSP A530 - AIRCRAFT EQUIPMENT INVENTORY DUE FOR ACFT

COMPLETED
RETIREMENT (DA 2408-17)
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 2 F
o} G 1 02 F 0

DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Dec-2014 11:.08 AM 6 - LF921636  5486.5 03-Dec-2014 5486.5 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A177 - 90DAY REVIEW/UPDATE OF365-4 ENTRIES (ACFT UPDATED
GOING TO RETIREMENT)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 1 F
O G 1 00 F 0
DELAY




Page 305 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Dec-2014 1:50 PM 1 - 5486.5 06-Jan-2015 5486.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 17- COMPLETED
DEC-2014. UPGRADE TO RED X STATUS ON 20-DEC-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 TM729539 1 F
O O 1 00 F 15
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
11-Dec-2014 1 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED NOSE DOOR 0 TM729539 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
11-Dec-2014 2 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED FWD PYLON SLIDING COVER 0 TM729539 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
11-Dec-2014 3 / 00 CLOSED COWLINGS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED #1 AND #2 ENGINE COWLING 0 TM729539 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
11-Dec-2014 4 / 00 CLOSED DOORS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED OIL COOLER ACCESS DOORS 0 TM729539 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
11-Dec-2014 5 / 00 CLOSED DOORS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED APU ACCESS DOORS 0 TM729539 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
11-Dec-2014 6 / 00 CLOSED COVERS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED T/R D/S COVERS (2EA) 0 TM729539 0.1 F




Page 306 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Dec-2014 3:00 PM 1 - TM729539 5486.5 06-Jan-2015 5486.5 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
FOD INSPECTION FOR INDUCTION TO BEST PROGRAM REQUIRED COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 TM729539 2 F
K G 1 00 F 21
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Dec-2014 1 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R GEAR BOX COWLING ASSY 0 TM729539 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Dec-2014 2 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H SIDE TAIL CONE ACCESS PANEL. JP234951 0.2 TM729539 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Dec-2014 3 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INTERMEDIATE GEAR BOX COWLING ASSY. 0 TM729539 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
17-Dec-2014 4 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
APU ACCESS DOORS OPENED. 0 TM729539 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Dec-2014 5 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#1 ENG ACCESS COWLING OPENED. 0 TM729539 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
17-Dec-2014 6 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

#2 ENG ACCESS COWLING OPENED.

0 TM729539 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5

NEXT PHASE: 5524.5

Current Status A: X Current Status E:

LAST MISSION:

Current Status O:

25-Nov-2014

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Dec-2014 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
NOSE DOOR ACCESS ASSY OPENED. 0 TM729539 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Dec-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TAIL ROTOR DRIVE SHAFT ACCESS COVERS 3(EA) OPENED. 0 TM729539 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Dec-2014 9 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
R/H CABIN FUEL CELL ACCESS PANEL REMOVED. 0 TM729539 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Dec-2014 10 X 00 RESET SEAT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOT SEAT TILTED AFT FOR ACCESS TO SEAT WELL. JP234951 0.2 TM729539 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Dec-2014 11 X 00 RESET SEAT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CO-PILOT SEAT TILTED AFT FOR ACCESS TO SEAT WELL. JP234951 0.2 TM729539 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Dec-2014 12 X 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"FOD" INSPECTION REQUIRED FOR COMPLETION OF "BEST" JP234951 0.2 TM729539 0.4 F
ACCEPTANCE INSPECTION.
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Sep-2014 1:24 PM 6 / RR784092 5477.9 06-Nov-2014 5485.3 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE UPDATED
KY-100,( SN 8631), WEIGHT 6.0, H.ARM 253.00, MOM 1.5
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F 22
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Sep-2014 1:31 PM 7 / RR784092 5477.9 06-Nov-2014 5485.3 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE UPDATED
FM-2 KY-58 ,( SN 14756), WEIGHT 5.0, H.ARM 190.00, MOM 0.9
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F 22
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 30-Sep-2014 1:33 PM 8 / RR784092 5477.9 06-Nov-2014 5485.3 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE UPDATED
FM-1 KY-58 ,( SN 36692), WEIGHT 5.0, H.ARM 190.00, MOM 0.9
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F 22
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Sep-2014 2:27 PM 9 / RR784092 5477.9 06-Nov-2014 5485.3 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE UPDATED
UHF KY-58 ,( SN 32754)WEIGHT 5.0, H.ARM 190.00, MOMO.9
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F 22
DELAY




Page 309 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Sep-2014 2:32 PM 10 / RR784092 5477.9 06-Nov-2014 5485.3 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE UPDATED
FM-1 RCU ,( SN E00627)WEIGHT 2.0, H.ARM 227.00, MOMO0.5
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F 22
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 30-Sep-2014 2:35 PM 11 / RR784092 5477.9 28-0ct-2014 5480.9 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE ENTEREDIN ERROR
FM-2 RCU ,( SN E00627)WEIGHT 2.0, H.ARM 231.00, MOM 0.5
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 RR784092 0.1 F
K G 2 19 F 1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Sep-2014  2:39 PM 12 / RR784092 5477.9 06-Nov-2014 5485.3 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE UPDATED
UHF-1 RCU ,( SN E00291)WEIGHT 2.0, H.ARM 219.00, MOMO0.4
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F 22
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Sep-2014 2:41 PM 13 / RR784092 5477.9 06-Nov-2014 5485.3 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE UPDATED
APR-39 PROCESSOR ,( SN 3406AA) WEIGHT 6.0, H.ARM 184.00,
MOMO01.1
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F 22
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 30-Sep-2014 2:48 PM 14 / RR784092 5477.9 06-Nov-2014 5485.3 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE UPDATED
ARC-220 RT-1749 ,( SN 2127AA) WEIGHT 12.0, H.ARM 475.00, MOM
55
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F 22
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Sep-2014  3:06 PM 15 / RR784092 5477.9 06-Nov-2014 5485.3 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE UPDATED
SDC ,( SN E05241)WEIGHT 14.0, H.ARM 175.00, MOM 2.5
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F 22
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Oct-2014 11:12 AM 1 / RR784092 5477.9 03-Oct-2014 5477.9 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE ENTERED IN ERROR
APRNDICATOR IP-1150A/APR-39(V) ,( SN 1444BB), WEIGHT 6.0,
H.ARM 253.00, MOM 1.5
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 RR784092 0.1 F
K G 2 19 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 02-Oct-2014 12:34 PM 2 / RR784092 5477.9 06-Nov-2014 5485.3 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE-- UPDATED
FM-1-- RT-1477ARC-201C(V),( SN 4462), WEIGHT 6.7, H.ARM 223.00,
MOM 1.49
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -5
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Oct-2014 1:44 PM 3 / RR784092 5477.9 06-Nov-2014 5485.3 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE-- UPDATED
FM-1-- RT-1477ARC-201C(V),( SN 4889), WEIGHT 6.7, H.ARM 229.00,
MOM 1.53
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -5
DELAY




Page 312 of 324
To 06-Jan-2015

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Oct-2014 1:46 PM 4 / RR784092 5477.9 06-Nov-2014 5485.3 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE UPDATED
RADAR WARNING INDICATOR ( SN 1444B ), WEIGHT 2.2, H.ARM
206.00, MOM 0.5
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -5
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 02-Oct-2014  3:06 PM 5 / RR784092 5477.9 06-Nov-2014 5485.3 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE UPDATED
CDU ARC 220 C-12436 ,( SN 1496AA), WEIGHT 3.2, H.ARM 234.00,
MOM 0.7
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -5
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Oct-2014 3:10 PM 6 / RR784092 5477.9 06-Nov-2014 5485.3 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE UPDATED
FM-1 CONTROL DISPLAY UNIT AN/ARC C-12436/URC ,( SN 4186),
WEIGHT 2.0, H.ARM 229.00, MOM 0.5
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -5
DELAY




Page 313 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Oct-2014 7:41 AM 1 / RR784092 5477.9 06-Nov-2014 5485.3 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE UPDATED

FM-2 CONTROL DISPLAY UNIT AN/ARC C-12436/URC ,( SN 4584),
WEIGHT 2.0, H.ARM 231.00, MOM 0.5

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -4
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Oct-2014  7:46 AM 2 / RR784092 5477.9 06-Nov-2014 5485.3 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE UPDATED

RESCUE HOIST CONTROL, 70550-01119-044 ,( SN 309A), WEIGHT
2.0, H.ARM 240.00, MOM 0.5

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -4
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 03-Oct-2014  8:25 AM 3 / RR784092 5477.9 28-Oct-2014 5480.9 0 6 09
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE ENTERED IN ERROR

AN/AAR-57 SAFE/ARM BOX ,( SN 3095), WEIGHT 21.4, HARM
238.00, MOM 0.3

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 RR784092 0.1 F
K G 2 09 F -25

DELAY




Page 314 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Oct-2014 8:28 AM 4 / RR784092 5477.9 06-Nov-2014 5485.3 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE UPDATED
CONVERTER CONTROL C-12293/ARS-7 ,( SN C04324), WEIGHT 2.0,
H.ARM 242.00, MOM 0.5
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -4
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 03-Oct-2014 8:50 AM 5 / RR784092 5477.9 03-Oct-2014 5477.9 0 2 19

FAULT WRITE-UP:

REMOVED THE FWD AND AFT RECIVER RADAR-2218/APR-39(V) SN
(L-0079) AND (1516)

ACTION TAKEN:
STORED IN AVIONIC SHOP TEMP...TO BE RETURNED TO SUPPLY

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 RR784092 1 F
K G 2 19 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 03-Oct-2014 10:19AM 6 / RR784092 5477.9 06-Nov-2014 5485.3 0 6 19

FAULT WRITE-UP:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE

SWITCH ASSEMBLY SA-2671/ALE-47(V) ,( SN 22830-02918)WEIGHT
0.8, H.ARM 292.00, MOMO0.0.2

WHEN HOW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
K G 2 19 F -4

DELAY

ACTION TAKEN:
UPDATED

TIPID MMH PID MMH TYPE

0 LF921636 0.1 F




Page 315 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Oct-2014 10:26 AM 7 / RR784092 5477.9 06-Nov-2014 5485.3 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE UPDATED
AN/AAR-57 JUNCTION BOX ,( SN E0719)WEIGHT 1.5, H.ARM 388.2,
MOM 0.6
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -4
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 03-Oct-2014 10:31 AM 8 / RR784092 5477.9 06-Nov-2014 5485.3 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE UPDATED
AN/AAR-57 RELAY BOX ,( SN 0719 )WEIGHT 1,7, H.ARM 228.00,
MOMO 0.4
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -4
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Oct-2014 11:15AM 9 / RR784092 5477.9 03-Oct-2014 5477.9 0 R 19
FAULT WRITE-UP: ACTION TAKEN:
NEEDS TO BE REMOVED --- APR-39 C/H C-11308/APR-39A(V) SN REMOVED AND TEP STORED IN AVIONIC TO BE RETURNED TO
L0709 SUPPLY
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 RR784092 1 F
K G 2 19 F 0
DELAY




Page 316 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Oct-2014 11:22AM 10 / RR784092 5477.9 06-Nov-2014 5485.3 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE UPDATED
HF AMPLIFIER COUPLER AM 7531/URC ) ,( SN 3386AA )WEIGHT 18.6,
H.ARM 475.00, MOM 8.8
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -4
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 03-Oct-2014 11:26 AM 11 / RR784092 5477.9 06-Nov-2014 5485.3 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE UPDATED
AMPLIFIER IFM AM7189/ARC ,( SN 2218) WEIGHT 10.0, H.ARM
476.00, MOMO 4.8
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F -4
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Oct-2014  11:30 AM 12 / RR784092 5477.9 03-Oct-2014 5477.9 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
THE BFT DAGGER NEEDS REMOVED REMOVED AN/PSN-13A DAGGER SN 31086
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 RR784092 2 F
K G 2 19 F 0
DELAY




Page 317 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Oct-2014 11:43 AM 13 / RR784092 5477.9 28-Oct-2014 5480.9 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE ENTERED IN ERROR
APR-39 NDICATOR IP-1150A/APR-39(V) ,( SN 1444BB), WEIGHT 6.0,
H.ARM 253.00, MOM 1.5
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 RR784092 0.1 F
K G 2 19 F -25
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 03-Oct-2014 11:46 AM 14 / RR784092 5477.9 03-Oct-2014 5477.9 0 R 19
FAULT WRITE-UP: ACTION TAKEN:
THE APR-39 ANTENNA DETECTOR'S( 2 EACH- FWD ,AND 2 EACH- REMOVED AND STORED IN AVIOICS, TO BE RETURNED TO
AFT), NEED REMOVED. SUPPLY SN 10897 ,10221 ,1820AA, 0553A
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 RR784092 3 F
K G 2 19 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Oct-2014  7:21 AM 1 / TP833044  5480.9 16-Oct-2014 5480.9 0 L 02
FAULT WRITE-UP: ACTION TAKEN:
YELLOW AND BLACK M/R PITCH CONTROL ROD REQUIRE ADJUSTED CONTROL RODS
ADJUSTMENT
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 TP833044 1 F
G B 2 02 F 0
DELAY

13-2s to Follow

DATE SEQ NO STATUS wuc ACTION TAKEN
16-Oct-2014 1 X 02 REPLACED SAFETYS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD UPPER AND LOWER SAFETYS FROM YELLOW M/R PITCH DL897874 0.1 TP833044 0.5 F

CONTROL ROD




Page 318 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

16-Oct-2014 1 X 02 REPLACED SAFETYS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD UPPER AND LOWER SAFETYS FROM YELLOW M/R PITCH DL897874 0.1 TP833044 0.5 F

CONTROL ROD

DATE SEQ NO STATUS wuc ACTION TAKEN
16-Oct-2014 2 X 02 REPLACED SAFETYS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD UPPER AND LOWER SAFETYS FROM BLACK M/R PITCH DL897874 0.1 TP833044 0.5 F

CONTROL ROD

DATE SEQ NO STATUS wuc ACTION TAKEN
16-Oct-2014 2 X 02 REPLACED SAFETYS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD UPPER AND LOWER SAFETYS FROM BLACK M/R PITCH DL897874 0.1 TP833044 0.5 F

CONTROL ROD

DATE SEQ NO STATUS wuc ACTION TAKEN

16-Oct-2014 3 X 02 TQD TO 750 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED YELLOW M/R PITCH CONTROL ROD NUTS DL897874 0.1 TP833044 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Oct-2014 3 X 02 TQD TO 750 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED YELLOW M/R PITCH CONTROL ROD NUTS DL897874 0.1 TP833044 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Oct-2014 4 X 02 TQ'D TO 750 IN LBS.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED BLACK M/R PITCH CONTROL ROD NUTS DL897874 0.1 TP833044 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Oct-2014 4 X 02 TQ'D TO 750 IN LBS.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED BLACK M/R PITCH CONTROL ROD NUTS DL897874 0.1 TP833044 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Oct-2014 5 - 02 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOLBOX AND FOD CHECK DUE 0 TP833044 0.1 F




Page 319 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Oct-2014 5 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX AND FOD CHECK DUE 0 TP833044 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 28-Oct-2014 12:41 PM 1 / RR784092 5480.9 06-Nov-2014 5485.3 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE UPDATED
FM-2 RCU ,( SN DO6887)WEIGHT 2.0, H.ARM 231.00, MOM 0.5
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F 21
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 28-Oct-2014 1:02 PM 2 / RR784092 5480.9 28-0Oct-2014 5480.9 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE ENTERED IN ERROR
AN/AAR-57 SAFE/ARM BOX ,( SN 3095), WEIGHT 1.4, H.ARM 238.00,
MOM 0.3
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 RR784092 0.1 F
K G 2 19 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 28-Oct-2014  1:07 PM 3 / RR784092 5480.9 06-Nov-2014 5485.3 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE UPDATED
AN/AAR-57 SAFE/ARM BOX ,( SN 3095), WEIGHT 1.4, H.ARM 238.00,
MOM 0.3
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F 21
DELAY




Page 320 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC

A 28-Oct-2014 1:11 PM 4 / RR784092 5480.9 06-Nov-2014 5485.3 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE UPDATED

APR-39 SPRIAL ANTENNA,FL, SNO8A95 , WEIGHT 2.8, H ARM
174.00, MOM 0.5

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 1 19 F 21
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 28-Oct-2014 1:13 PM 5 / RR784092 0 06-Nov-2014 5485.3 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE UPDATED

APR-39 SPRIAL ANTENNA,FR, SN0553A , WEIGHT 2.8, H.ARM
174.00, MOM 0.5

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 1 19 F 21
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 28-Oct-2014 1:14 PM 6 / RR784092 0 06-Nov-2014 5485.3 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE UPDATED
APR-39 SPRIAL ANTENNA,AL, SN1022 , WEIGHT 2.8, H.ARM 740.00,
MOM 2.1
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F 21

DELAY




Page 321 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 28-Oct-2014 1:18 PM 7 / RR784092 5480.9 06-Nov-2014 5485.3 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE UPDATED

APR-39 SPRIAL ANTENNA,AR, SN10897 , WEIGHT 2.8, H ARM
740.00, MOM 2.1

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F 21
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 28-Oct-2014  2:49 PM 8 / RR784092 5480.9 06-Nov-2014 5485.3 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE UPDATED

APR-39 DETECTING SET CONTROL, SNL0709 , WEIGHT 0.4, H.ARM
227.00, MOM 0.4

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F 21
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 28-Oct-2014 2:53 PM 9 / RR784092 0 06-Nov-2014 5485.3 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE UPDATED
APR-39 FWD RECIVER , SNL0O079 , WEIGHT 0.9, H.ARM 174.00,
MOM 1.4
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K F 2 19 F 21

DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC

A 28-Oct-2014 3:01 PM 10 / RR784092 5480.9 28-Oct-2014 5480.9 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE ENTERED IN ERROR
APR-39 AFT RECIVER , SNL0079 , WEIGHT 0.9, H.ARM 580.00, MOM
1.4

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE

DISC REC EFF TYPE DAYS 0 RR784092 0.1 F

K G 2 19 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 28-Oct-2014 3:04 PM 11 / RR784092 5480.9 06-Nov-2014 5485.3 0 6 19

FAULT WRITE-UP: ACTION TAKEN:

CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE UPDATED
APR-39 AFT RECIVER , SN1516 , WEIGHT 0.9, H.ARM 580.00, MOM
1.4
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F 21
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 28-Oct-2014  3:07 PM 12 / RR784092 5480.9 06-Nov-2014 5485.3 0 6 19

FAULT WRITE-UP: ACTION TAKEN:

CHANGE NOT ENTERED IN CHART "C" FOR THE REMOVAL OF THE UPDATED
BFT DAGGER , SN31086 , WEIGHT- UK, MOM-UK ,ARM UK
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.1 F
K G 2 19 F 21

DELAY




Report Date: 06-Jan-2015

Page 323 of 324

Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O:

Current Status W:

DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 04-Nov-2014 4:40 PM 2 / JM258694  5482.9 24-Nov-2014 5485.3 0 P 02A
FAULT WRITE-UP: ACTION TAKEN:
APU FUEL ENCLOSURE PANEL MISSING CENTER BOTTOM SCREW IS REMOVED SO YOU CAN GET THE FUEL ENCLOSURE PANEL
OFF AT THE 40 HR.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JS844198 0.1 F
X G 2 02A F -20
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Nov-2014 9:12 AM 1 / RR784092 5485.3 25-Nov-2014 5485.3 0 S 19
FAULT WRITE-UP: ACTION TAKEN:
THE NO 1 AND NO 2 SDC NEED PINFILTERS INSTALLED PARTS ARE INSTALLED
ON ORDER AOG
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 RR784092 0.7 F
K G 2 19 F -5
DELAY
PARTS ON ORDER
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 1 X 19 REPLACED AND ZIP- TIED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PIN FILTERS MISSING ON NO 1 AND NO 2 SDC DB724139 0.3 RR784092 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 2 - 19 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD INSPECTION REQ 0 RR784092 0.2 F




Page 324 of 324

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 25-Nov-2014 2:02 PM 3 / TP833044  5485.3 25-Nov-2014 5485.3 0 F 02
FAULT WRITE-UP: ACTION TAKEN:
MOC REQUIRED ON BLUE M/R BLADE FOR SERVICING OF BIM MOC OK
INDICATOR
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BR845047 1 F
K G 2 02 F 0
DELAY




Page 1 of 10

Report Date: 06-Jan-2015 Selection Range : 01-Jan-1980 To 06-Jan-2015

OPEN FAULT REPORT
FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Jan-2015 2:01 PM 1 X 5486.5 0 0
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - CARGO DOOR WINDOW JETTISON LEVER . Was Due at:
17-Dec-2014. Upgrade to Red X Status on 18-Dec-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
(¢} (¢} 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Jan-2015 2:01 PM 2 X 5486.5 0 0
FAULT WRITE-UP: ACTION TAKEN:
INSP A022 - 14 DAY FLYABLE STORAGE ENGINE RUN UP. Was Due
at: 24-Dec-2014. Upgrade to Red X Status on 26-Dec-2014
WHEN HOW MAL WwucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 04A F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Jan-2015  2:01 PM 5 X 5486.5 0 0
FAULT WRITE-UP: ACTION TAKEN:
INSP A115 - LUBE REQUIRMENTS. Was Due at: 26-Dec-2014 or
5526.5 Hours. Upgrade to Red X Status on 30-Dec-2014 or 5530.5 Hours
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
(¢} (¢} 1 00 F 0
DELAY




Selection Range : 01-Jan-1980

Report Date: 06-Jan-2015
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733

NEXT PHASE: 5524.5

Current Status A: X Current Status E:

LAST MISSION:

Current Status O:

Page 2 of 10
To 06-Jan-2015

HOURS:
25-Nov-2014

5486.5

Current Status W:

DISCOVERY
SYSTEM

CODE DATE / TIME NO STATUS PID
A 02-Jan-2015 2:07 PM 6 X

HOURS
5486.5

FAULT WRITE-UP:

Replacement Due on POWER TURBINE MODULE (PN: 6064T98G01,
SN: GEL006964) POWER TURBINE SHAFT (PN: 5125T92G01 ,SN:
GATHDOK?). Due at: 2562 Hours.

WHEN HOW MAL
DISC REC EFF
o o} 1

wuc MAINT DEFERRED
TYPE DAYS

04A03F F 0

DELAY

DATE / TIME

ACTION TAKEN:

TIPID MMH

CORRECTION

HOURS ROUNDS ACTCODE WwWuC
0 0

PID MMH TYPE

DISCOVERY
SYSTEM

CODE DATE / TIME NO STATUS PID
A 12-Jun-2014 11:35AM 2 ®

HOURS
5471.2

FAULT WRITE-UP:

OPERATE WITHIN THE LIMITATIONS AND RESTRICTIONS
SPECIFIED, AS PRESCRIBED AND IAW THE FOLLOWING
APPLICABLE AWRS. NOTE: THE LATEST AWR VERSIONS MAY BE
VIEWED ON THE JTDI LINK ON THE AIRCRAFT LOGBOOK
COMPUTER DESKTOP: 1800 DTD 30NOV11 EDM/BFT, 1787 DTD
26AUG11 FM IMMUNE AN/ARN-123 VOR/ILS RECEIVER, 1753 R1 DTD
31AUG11 DOPPLER GPS AN/ASN-128D, 1750 R1 DTD 27MAR12
AN/AVS-6 SERIES NVGS, 1682 R14 DTD 26FEB14 (T700-GE-701D/CC
ENGINE W/AUTO RELIGHT AND TDI), 1648 R2 DTD 9MAR12 NCS
MAGNUS LAPTOP, 1566 R2 DTD 18MAR11 TITANIUM/STAINLESS
STEEL RESCUE HOIST CABLE DEFLECTOR, 1539 R1 DTD 30AUG10
APU INLET BARRIER FILTERS, 1524 R3 DTD 4JAN11 BAPS, 1494 R6
DTD 8SEP11 CMWS 5TH SENSOR A AND B KIT, 1479 R2 DTD
13JAN12 IMPROVED PLANETARY CARRIER ASSY, PN 70351-08175-
046, 1453 R2 DTD 28FEB12 AIR WARRIOR BLOCK |, 1447 R9 DTD
30JUL10 ENVIRO SYS HEATER, 1425 R15 DTD 9SEP11 CMWS ICMD
AND P3l, 1346 R20 DTD 31JAN12 IVHMS, 1330 R23 DTD 27APR12
HELICOPTERS EQUIPPED W/ PATIENT MOVEMENT ITEMS, 1308 R9
DTD 23DEC11 GOODRICH 42305-1/3/5 INTERNAL RESCUE HOIST,
1270 R7 DTD 24NOV10 EIBF, 1223 R6 DTD 24JUN11 INFRARED ANTI-
COLLISION LENS, 1128 R2 DTD 2JUL10 UH-60A HELICOPTERS TO
PERFORM HIGH ALTITUDE-HIGH AMBIENT TEMP ENG STARTS IN
DESERT COMBAT OPS, 1119 R5 DTD 9JUL10 DESERT COMBAT
OPS, 980 R8 DTD 16DEC11 FOREST PENETRATOR, SURVIVORS
SLING, SKED RESCUE SYS, RESCUE NET, RESCUE STOP, RESCUE
SEAT W/ UH-60A HELICOPTERS EQUIPPED W/ RESCUE HOIST, 966
R5 DTD 28SEP11 FUEL SAMPLE ACCESSORY BOX ON UH-60A/L
HELICOPTERS, AWR 1520 DTD 30MAR12 FLIR, AWR 1740 DTD
23MAR12 EAWIS, AWR 1615 DTD 14MAR12 M4 BROOM CLOSET,
AWR 1466 R-4 DTD 31AUG11 GARMIN GPS, AWR 1330 R-20 DTD
15JUN11 PMI, AWR 1309 R-6 DTD 22APR11 OREGON SEAT
CUSHIONS, AWR 1308 R-8, DTD 17AUG11 IRH R5, AWR 1037(R8)
DTD 10CT10 PRC-117F SATCOM. AWR 1346 R21 (IVHMS) DTD 24
JAN 14. AWR 1279 DATED 13JUN14R5 (OPERATIONS WITH COCKPIT
WINDOWS AND DOORS REMOVED)

WHEN HOwW MAL MAINT DEFERRED
DISC REC EFF TYPE DAYS
B G 2 00 F 0

wucC

DELAY

DATE / TIME

ACTION TAKEN:

TIPID MMH

CORRECTION

HOURS ROUNDS ACTCODE WUC
0 0

PID MMH TYPE




Page 3 of 10

Report Date: 06-Jan-2015 Selection Range : 01-Jan-1980 To 06-Jan-2015
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Dec-2014 7:30 AM 1 ® TP195315 5486.5 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED RT-1836 (C), APX118, ACFT RESTRICT FROMFLIGHT
INTO CONTROLEDAIRSPACE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
E O 4 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 29-Nov-2012 6:08 PM 8 - COMGEN 5031.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

GEN-12-AMAM-07, INSTALLATION OF GENERAL FIRST AID
KITS,NSN6545-01-5995586, REQUIRED IAW GEN-12-AMAM-07 NLT 24

JUL 15
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O G 1 17A O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 29-Oct-2014  9:10 AM 4 - JM884376  5480.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

IVHMS AIRCRAFT FIRE DETECTION SYSTEM WIRING RETROFIT
REQUIRED PER H-60-15-AMAM-02 BY 17 FEB 2015.

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 00 F 0

DELAY




Page 4 of 10

Report Date: 06-Jan-2015 Selection Range : 01-Jan-1980 To 06-Jan-2015
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 5524.5 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 31-Oct-2014  9:05 AM 1 - JM884376  5482.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

COMPLY WITH REQUIREMENTS OF THE ADDENDUM TO H-60-15-
SOF-01 AT 7327.9 AIRCRAFT HOURS.

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} o} 1 06H23 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Nov-2014  7:36 AM 2 - 5485.3 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A116 - INTERMEDIATE GEARBOX OIL SAMPLE. Due at: 11-Dec-
2014 or 5685.4 Hours. Upgrade to Red X Status on 11-Jan-2015 or
5690.4 Hours

WHEN HOwW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o o 1 06F F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO  STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Nov-2014  7:36 AM 3 - 5485.3 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A117 - TAIL GEARBOX OIL SAMPLE. Due at: 11-Dec-2014 or
5685.4 Hours. Upgrade to Red X Status on 11-Jan-2015 or 5690.4 Hours

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 06G01 F 0

DELAY




Page 5 of 10

Report Date: 06-Jan-2015 Selection Range : 01-Jan-1980 To 06-Jan-2015
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 5524.5 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 06-Nov-2014 7:36 AM 4 - 5485.3 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A211 - APU OIL SAMPLE. Due at: 11-Dec-2014 or 5685.4 Hours.
Upgrade to Red X Status on 11-Jan-2015 or 5690.4 Hours

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} o} 1 15B F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Nov-2014 1:06 PM 2 - JM884376  5485.3 0 0
FAULT WRITE-UP: ACTION TAKEN:

LED CAUTION ADVISORY PANEL REQUIRES REPLACEMENT PER H-
60-15-ASAM-01 BEFORE 5524.5 ACFT HOURS.

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 3 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 20-Nov-2014 11:05AM 2 - LF921636  5485.3 0 0
FAULT WRITE-UP: ACTION TAKEN:

#1 ENGINE 3-13 HR TQ CK DUE ON HSS AT 5488.3-5498.3 ACFT HRS
FOR REPLACEMENT OF ENGINE

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O G 1 04 D 0

DELAY




Page 6 of 10

Report Date: 06-Jan-2015 Selection Range : 01-Jan-1980 To 06-Jan-2015
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 5524.5 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 20-Nov-2014 11:09AM 3 - LF921636  5485.3 0 0
FAULT WRITE-UP: ACTION TAKEN:

#2 ENGINE 3-13 HR TQ CK DUE ON HSS AT 5488.3-5498.3 ACFT HRS
FOR REPLACEMENT OF ENGINE

WHEN HOW  MAL wuc MAINT  DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o G 1 04 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Dec-2014 4:42PM 1 - KB179627  5486.5 0 0
FAULT WRITE-UP: ACTION TAKEN:

9-11 TQ CHECK OF T/R OUTBOARD RETENTION PLATE DUE AT
5495.5-5497.5

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 05B F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 03-Dec-2014 9:29 AM 2 - JM258694  5486.5 0 0
FAULT WRITE-UP: ACTION TAKEN:

9-11 TQ CHECK OFPITCH BEAM NUT DUE AT 5495.5-5497.5 ACT HRS
(FAILED FIRST TQ CHECK)

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O G 2 02 F 0

DELAY




Page 7 of 10

Report Date: 06-Jan-2015 Selection Range : 01-Jan-1980 To 06-Jan-2015
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 5524.5 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 11-Dec-2014 1:52 PM 2 - JM884376  5486.5 0 0
FAULT WRITE-UP: ACTION TAKEN:

COMPLY WITH H-60-15-AMAM-05 AHRS EMERGENCY PROCEDURES
BY 18 DECEMBER 2014. CHANGE TO TM1-1520-237-CL PAGE E28.

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} o} 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Jul-2013  8:45 AM 7 / 5239.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

TURN ON IVHMS FULL RAW DATA AND ADD INSP A045 TO 2408-18
AT 7326.0 ACFT HRS IAW H-60-11-AMAM-03

WHEN HOow MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o G 1 08FO01 F 0
DELAY
QC FUNCTION
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Feb-2014 2:36 PM 5 / 5365.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

INDICATION TAPE ON WINTERIZATION APU ACCUMULATOR
BROKE. DEMODIFICATION OF WINTERIZATION KIT REQUIRED AT
NEXT PMI AT 5524.5 ACFT HOURS.

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
B G 1 00 O 0

DELAY




Page 8 of 10

Report Date: 06-Jan-2015 Selection Range : 01-Jan-1980 To 06-Jan-2015
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 24-Feb-2014 6:11 PM 4 / ND049181 5369 0 0
FAULT WRITE-UP: ACTION TAKEN:
ASN-128D DOPPLER/GPS DISPLAYS H010000 DURING SELF TEST,
NO "FROM" POINTER ON EITHER HSI, AND OBS FAILS. DURING
TROUBLESHOOTING, THE PILOTS SIDE DGNS RELAY ASSEMBLY
WAS FOUND BAD. (128D SYSTEM STILL OPERATES IN GPS ONLY
MODE.)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
L G 3 19 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 29-Mar-2014 10:31 AM 3 / VL449921 5404.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
3 IN LONG SCRATCH ON PILOT WINDSHIELD AT FACE LEVEL
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
T G 2 02A01A F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2014  2:18 PM 7 / 5473.5 0 0
FAULT WRITE-UP: ACTION TAKEN:
PROSEAL REQUIRED ON BLACK DAMPER HDWR AFTER TQ CHECK
COMPLETE
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
G G 2 00 F 0
DELAY




Page 9 of 10

Report Date: 06-Jan-2015 Selection Range : 01-Jan-1980 To 06-Jan-2015
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 55245 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Jun-2014  9:18 AM 4 / 5473.5 0 0
FAULT WRITE-UP: ACTION TAKEN:
#1 ENG DIGITAL TQ INDICATION LOWER-RIGHT LIGHT BAR INOP
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
T G 2 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 25-Nov-2014 4:43 PM 4 / TP833044 5486.5 0 0
FAULT WRITE-UP: ACTION TAKEN:

#1 ENGINE STARTER STAYING ENGAGED AFTER NORMAL START
UP. NEED TO PULL SLIGHTLY DOWNWARD ON PCL TO GET
STARTER TO DROP OUT.

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
G K 4 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 25-Nov-2014 4:45 PM 5 / TP833044  5486.5 0 0
FAULT WRITE-UP: ACTION TAKEN:

HIT CHECK INFORMATION NOT ENTERED INTO IVHMS DUE TO
IVHMS STILL HAVING 701D INFORMATION ENTERED

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 02 F 0

DELAY




Page 10 of 10

Report Date: 06-Jan-2015 Selection Range : 01-Jan-1980 To 06-Jan-2015
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223733 HOURS: 5486.5
NEXT PHASE: 5524.5 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 03-Dec-2014 4:18 PM 8 / SK725884 5486.5 0 0
FAULT WRITE-UP: ACTION TAKEN:

SURVIVAL KIT TEMPORARILY INSTALLED FOR ACFT MOVEMENT
FOR RETIREMENT

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
B G 2 00 F 0

DELAY




