Page 1 of 101
To 13-Feb-2015

Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Sep-2014 11:30AM 2 X 5851.3 11-Sep-2014 5851.3 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A103 - AIRCRAFT WASH DUE. WAS DUE AT: 25-AUG-2014. COMPLETE
UPGRADE TO RED X STATUS ON 29-AUG-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE725530 0.1 TB703465 1 F
O O 1 00 F -9
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 02-Sep-2014 11:30 AM 3 X 5851.3 11-Sep-2014 5851.3 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A115 - LUBE REQUIRMENTS. WAS DUE AT: 26-AUG-2014 OR COMPLETED
5887 HOURS. UPGRADE TO RED X STATUS ON 30-AUG-2014 OR
5891 HOURS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE725530 0.1 TB703465 1 F
0 0 1 00 F -9
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Sep-2014 11:30 AM 4 X 5851.3 09-Sep-2014 5851.3 0 B 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A130 - PURGE MICROCLIMATE COOLING SYSTEM (IF MICROCLIMATE COOLING SYSTEM NOT INSTALLED
BACTERIOSTATIC). WAS DUE AT: 26-AUG-2014. UPGRADE TO RED
X STATUS ON 02-SEP-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE725530 0.1 CM702941 0.1 F
O O 1 00 F -7
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 11-Sep-2014 2:18 PM 10 X CM702941 5851.3 28-Oct-2014 5851.3 0 C 05

FAULT WRITE-UP:

SWASHPLATE LUGS ON UPPER INNER LEAD CORNERS HAVE
DAMAGE (YEL .035", RED .022", BLK .015", BLU .015")

ACTION TAKEN:
REPAIRED INACCORDANCE WITH MEC F189395.

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE725530 1 BP806358 7 F
B G 1 05 F -18
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Sep-2014 1 X 05 REINSTALLED, TQ UPPER HARDWARE TO 1500 INCH POUNDS, TQ
LOWER HARDWARE TO 600 INCH POUNDS, REPLACED COTTER PINS
(2EA).
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED PC ROD CM702941 JE725530 0.1 BP806358 3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Sep-2014 2 X 05 REINSTALLED, TQ UPPER HARDWARE TO 1500 INCH POUNDS, TQ
LOWER HARDWARE TO 600 INCH POUNDS, REPLACED COTTER PINS
(2EA).
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLK PC ROD CM702941 JE725530 0.1 BP806358 3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Sep-2014 3 X 05 REINSTALLED, TQ UPPER HARDWARE TO 1500 INCH POUNDS, TQ
LOWER HARDWARE TO 600 INCH POUNDS, REPLACED COTTER PINS
(2EA).
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YEL PC ROD CM702941 JE725530 0.1 BP806358 3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Sep-2014 4 X 05 REINSTALLED, TQ UPPER HARDWARE TO 1500 INCH POUNDS, TQ
LOWER HARDWARE TO 600 INCH POUNDS, REPLACED COTTER PINS
(2EA).
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLU PC ROD CM702941 JE725530 0.1 BP806358 3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Sep-2014 5 - 05 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP REQ'D FOR COMPLETION OF MAINTENANCE CM702941 0 BP806358 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Sep-2014 6 - 05 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY REQ'D FOR COMPLETION OF MAINTENANCE 0 BP806358 0.2 F

CM702941
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Sep-2014 7 X 05 BLENDED OUT DAMAGED AREAS IAW MEC F189395. NDI OK. LATHROP, J
1109 TASMG

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MEC REQUIRED FOR SWASHPLATE LUG DAMAGE BEYOND LIMITS OF JE725530 0.1 JL765264 6 D

TM 1-1520-237-23

DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Sep-2014 918 AM 1 X  CM702941 58513 15-Oct-2014 5851.3 0 G 05
FAULT WRITE-UP: ACTION TAKEN:
BLACK TR BOOT TORN FAULT ENRERTED IN ERROR.
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS | LVv505521 0.1 BP806358 0.3 F
X G 4 05 F -4
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Sep-2014 7:10AM 1 X 5851.3 01-Oct-2014 5851.3 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PMD REQUIRED. WAS DUE AT: 19-SEP-2014. COMPL
UPGRADE TO RED X STATUS ON 21-SEP-2014
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS | BP806358 0.1 AR074224 1 F
o o 1 00 F 20
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 02-0ct-2014 7:31 AM 1 X 5851.3 03-Oct-2014 5851.3 0 P 19H
FAULT WRITE-UP: ACTION TAKEN:
INSP E125 - KY-58 PMCS/OPNL CHECK. WAS DUE AT: 22-SEP-2014. COMPLETED CHECKED OK
UPGRADE TO RED X STATUS ON 02-OCT-2014
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS | BP806358 0.1 MG701781 0.5 F
o o 1 19H F -1
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Oct-2014 7:10 AM 1 X 5851.3 15-Oct-2014 5851.3 0 | 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A103 - AIRCRAFT WASH DUE. WAS DUE AT: 11-OCT-2014. COMPLETED.
UPGRADE TO RED X STATUS ON 15-OCT-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MB723853 0.1 BP806358 2 F
O O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Oct-2014 7:10 AM 2 X 5851.3 15-Oct-2014 5851.3 0 | 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A115 - LUBE REQUIRMENTS. WAS DUE AT: 11-OCT-2014 OR COMPLETED.
5891.3 HOURS. UPGRADE TO RED X STATUS ON 15-OCT-2014 OR
5895.3 HOURS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MB723853 0.1 BP806358 0.5 F
0 0 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Oct-2014  9:31 AM 4 X BP806358 5851.3 29-Oct-2014 5851.3 0 S 19
FAULT WRITE-UP: ACTION TAKEN:
MAIN AIR CRAFT DC BATTERY RMVD FROM AIR CRAFT. INST. BATT. S/N 40530677
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS BP806358 0.1 MG701781 0.5 F
X G 1 19 F -14
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 28-Oct-2014 2:58 PM 4 X 5851.3 28-Oct-2014 5851.3 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PMD REQUIRED. WAS DUE AT: 08-OCT-2014. COMPLETED.
UPGRADE TO RED X STATUS ON 10-OCT-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS BP806358 0.1 EM602748 15 F
O O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 06-Nov-2014 6:59 AM 5 X 5851.3 06-Nov-2014 5851.3 0 G 00

FAULT WRITE-UP:

INSP A177 - 90 DAY REVIEW/UPDATE OF 365-4 ENTRIES. WAS DUE
AT: 27-OCT-2014. UPGRADE TO RED X STATUS ON 06-NOV-2014

ACTION TAKEN:
COMPLETED 365-4 REVIEW

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JS625700 0.5 JS625700 2 F
O O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Nov-2014 7:07 AM 2 X 5851.3 13-Nov-2014 5851.3 0 | 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A160 - 90 DAY CORROSION INSPECTION. WAS DUE AT: 01- COMPLETED."
NOV-2014. UPGRADE TO RED X STATUS ON 11-NOV-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JS625700 0.2 BP806358 4 F
0 0 1 00 F -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 1 X 00 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LH STRUT FAIRING. JS625700 0.2 BP806358 0.4 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 2 X 00 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RH STRUT FAIRING. JS625700 0.2 BP806358 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 3 X 00 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RH TAIL CONE ACCESS PANEL JS625700 0.2 BP806358 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 4 X 00 REINSTALLED (2EA).
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STAB INSP PANLES (2EA). JS625700 0.2 BP806358 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 5 X 00 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD DOG HOUSE FAIRING. JS625700 0.2 BP806358 0.6 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 6 / 00 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RH FUEL ENCLOSER PANEL. 0 BP806358 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 7 / 00 RAISED CABIN SOUNDPROOFING.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED CABIN SOUNDPROOFING. 0 BP806358 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 8 / 00 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD MAIN MOD DRIP PAN. 0 BP806358 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 9 - 00 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE. 0 BP806358 0.3 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 10 - 00 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY DUE. 0 BP806358 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Nov-2014 7:42 AM 3 X BO317573 5851.3 13-Nov-2014 5851.3 0 T 19
FAULT WRITE-UP: ACTION TAKEN:
IVHMS AIRCRAFT FIRE DETECTION SYSTEM WIRING RETROFIT COMPLETE
REQUIRED PER H-60-15-AMAM-02 BY 17 FEB 15. IN PROCESS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JS625700 0.2 BO317573 0.1 F
O O 2 19 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 13-Nov-2014 7:43 AM 4 X BP806358 5851.3 13-Nov-2014 5851.3 0 | 02
FAULT WRITE-UP: ACTION TAKEN:
90 DAY CORROSION INSPECTION. WAS DUE AT: 01-NOV-2014. COMPLETED.
UPGRADE TO RED X STATUS ON 11-NOV-2014 IN PROCESS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JS625700 0.2 BP806358 0.1 F
B G 1 02 F 0
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 04-Dec-2014 2:35 PM 1 X RS029648 5857.7 05-Dec-2014 5859.2 0 J 10
FAULT WRITE-UP: ACTION TAKEN:
#1 FUEL QUANTITY INDICATOR ON CDU INDICATES COMPLETED FUEL SYSTEM INDICATION OPERATIONAL AND
INTERMITTENTLY FULL THROUGHOUT FLIGHT. READS "3010" ON TROUBLESHOOTING PROCEDURE, AND VIS DISPLAY
TOTAL FUEL TROUBLESHOOTING. NO FUALT INDICATED. COULD NOT
DUPLICATE FAULT.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS BP806358 0.2 BO317573 2 F
G G 1 10 -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Dec-2014 1 X 10 CLEANED AND REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC LOWER CANNON PLUG ON NUMBER ONE SDC. BP806358 0.1 BO317573 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Dec-2014 2 X 10 CLEANED AND REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC LOWER CANNON PLUG ON NUMBER TWO SDC. BP806358 0.1 BO317573 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Dec-2014 3 X 10 CLEANED AND REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC CANNON PLUG ON FUEL ANALYZER CONDITIONER. BP806358 0.2 BO317573 0.3 F
DATE SEQ NO STATUS WucC ACTION TAKEN
04-Dec-2014 4 - 10 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE. 0 BO317573 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Dec-2014 5 - 10 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY DUE. 0 BO317573 0.3 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC

A 12-Dec-2014 9:32 AM 2 X CH159321 5861 12-Dec-2014 5861 0 G 10A
FAULT WRITE-UP: ACTION TAKEN:

#1 AND #2 FUEL BOOST PUMP CHECK FAILED. LIGHTS TESTED OK. RMVD AND REINSTALLED CAT EYES, MOC OK

UPON SHUTDOWN, MTP FUEL BOOST PUMP CHECK PERFORMED.
#1 AND #2 BOOST PUMP LIGHTS DID NOT ILLUMINATE BUT #1 AND
#2 FUEL PRESS CAUTIONS DID DISAPPEAR

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS EU780667 0.1 AR074224 0.5 F
G G 5 10A F 0

DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 12-Dec-2014 2:30 PM 3 X MG701781 5861 15-Dec-2014 5861 0 A 02

FAULT WRITE-UP:
OPTION 2 HEATER MOD. K26/K45 RELAY RMVD FOR TROUBLE

ACTION TAKEN:
REPLACED RELAY ASSY WITH NEW RELAY

SHOOTING PROCEDURES

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE725530 0.4 MG701781 1.2 F
K G 1 02 F -3
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Dec-2014 1 X 02 REINST ON NEW RELAY ASSY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DEPINNED 6EA WIRES ON K26/K45 RELAY ASSY. JE725530 0.1 MG701781 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Dec-2014 2 X 02 REINST.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED 2EA FASTNERS SECURING RELAY ASSY TO BRACKET JE725530 0.1 MG701781 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Dec-2014 3 X 02 REPLACED WITH NEW RELAY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD K26/K45 RELAY ASSY JE725530 0.1 MG701781 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Dec-2014 4 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVT DUE 0 MG701781 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Dec-2014 5 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 MG701781 0.1 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Dec-2014 10:38 AM 1 X EM602748 5864.2 16-Dec-2014 5864.2 0 2 05
FAULT WRITE-UP: ACTION TAKEN:
YELLOW MAIN ROTOR DAMPER REQ SERVICING. SERVICED YELLOW MAIN ROTOR DAMPER.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS BP806358 0.3 EM602748 1 F
\ G 1 05 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

16-Dec-2014 1 X 05 REPLACED.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD LOCK WIRE FROM MAIN ROTOR DAMPER FILL BOTS. BP806358 0.1 EM602748 0.5 F
DATE SEQNO STATUS wucC ACTION TAKEN

16-Dec-2014 2 X 05 REINSTALLED 2(EA), TQ TO 70 INCH POUNDS.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD MAIN ROTOR DAMPER FILL BOTLS 2(EA). BP806358 0.1 EM602748 0.5 F
DATE SEQNO STATUS wucC ACTION TAKEN

16-Dec-2014 3 X 05 REPLACED 2(EA).

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD MAIN ROTOR FILL BOLTS O-RINGS 2(EA). BP806358 0.1 EM602748 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

16-Dec-2014 4 - 05 COMPLETED.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE. 0 EM602748 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

16-Dec-2014 5 - 05 COMPLETED.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL BOX INVENTORY DUE. 0 EM602748 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 18-Dec-2014 7:10 AM 1 X 5867.2 18-Dec-2014 5867.2 0 | 00

FAULT WRITE-UP:

INSP A103 - AIRCRAFT WASH DUE. WAS DUE AT: 14-DEC-2014.
UPGRADE TO RED X STATUS ON 18-DEC-2014

ACTION TAKEN:
COMPLETED ON 16 DEC2014

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS BP806358 0.1 EM602748 1.5 F
o} o} 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Dec-2014 7:10 AM 2 X 5867.2 18-Dec-2014 5867.2 0 | 00

FAULT WRITE-UP:
INSP A115 - LUBE REQUIRMENTS. WAS DUE AT: 14-DEC-2014 OR

5891.3 HOURS. UPGRADE TO RED X STATUS ON 18-DEC-2014 OR
5895.3 HOURS

ACTION TAKEN:
COMPLETED ON 16DEC21014

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS BP806358 0.1 EM602748 0.5 F
O O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 29-Dec-2014 6:56 AM 2 X 5867.2 29-Dec-2014 5867.2 0 G 00

FAULT WRITE-UP:

INSP A222 - AMSS SURVIVAL KIT INSPECTION. WAS DUE AT: 21-
DEC-2014. UPGRADE TO RED X STATUS ON 29-DEC-2014

WHEN HOW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
O O 1 00 F 0

DELAY

ACTION TAKEN:
INSP COMPLETED 15JULT2014, INSP NOT DUE UNTILL

15JULY2015.
TIPID MMH PID MMH TYPE
RM689208 0.1 BP806358 0.3 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Jan-2015 7:46 AM 1 X 5867.2 20-Jan-2015 5867.2 0 3 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. WAS COMPLETED
DUE AT: 14-JAN-2015. UPGRADE TO RED X STATUS ON 18-JAN-
2015
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LV505521 0.1 AT626730 0.2 F
0 O 1 04A06B F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 20-Jan-2015 7:46 AM 2 X 5867.2 20-Jan-2015 5867.2 0 3 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. WAS COMPLETED
DUE AT: 13-JAN-2015. UPGRADE TO RED X STATUS ON 17-JAN-
2015
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LV505521 0.1 AT626730 0.2 F
0 0 1 04A06B F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Jan-2015 7:46 AM 3 X 5867.2 21-Jan-2015 5867.2 0 P 09B01
FAULT WRITE-UP: ACTION TAKEN:
INSP A236 - AIRCRAFT BATTERY SERVICEABILITY INSPECTION. COMPLETED CHECKED OK, BATTERY VOLTAGE CHECKED AT
WAS DUE AT: 07-JAN-2015. UPGRADE TO RED X STATUS ON 20- 25.5VDC
JAN-2015
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LV505521 0.1 MG701781 0.5 F
O O 1 09B01 F -1
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Jan-2015 9:54 AM 1 X MD741797 5867.2 22-Jan-2015 5867.2 0 C 02
FAULT WRITE-UP: ACTION TAKEN:
NO. 1 ENG IPS DUCT CRACKED AT FORWARD LIP REPAIRED CRACKS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LV505521 0.2 AT626730 4 F
B G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
22-Jan-2015 1 X 02 RE-INSTALLED 70IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CLAMP SECURING DUCT TO IPS LV505521 0.1 AT626730 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
22-Jan-2015 2 X 02 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD IPS DUCT LV505521 0.1 AT626730 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
22-Jan-2015 3 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQUIRED 0 AT626730 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
22-Jan-2015 4 - 02 COMP-LETED ALL TOOLS ACCOUNTED FOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY REQUIRED 0 AT626730 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 22-Jan-2015 7:30 AM 11 X BO317573 5867.2 22-Jan-2015 5867.2 0 G 19
FAULT WRITE-UP: ACTION TAKEN:
UX VALIDATOR TEST REQUIRED ON STABILATOR FOR COMPLETE
INSTALLATION OF DUAL AMPS. IN PROCESS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE725530 0.1 BO317573 0.1 F
0 0 2 19 F 0
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Jan-2015 7:30 AM 3 X BO317573 5868.7 26-Jan-2015 5868.7 0 C 19
FAULT WRITE-UP: ACTION TAKEN:
XNSM OIL TEMP INDICATION ON CDU INTERMITTENT. CLEANDED CANNON PLUG, NO ISSUES NOTED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JS625700 0.2 AT626730 5 F
K G 2 19 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 27-Jan-2015 2:45PM 2 X MG701781 5868.7 27-Jan-2015 5868.7 0 L 02
FAULT WRITE-UP: ACTION TAKEN:
R/H SIDE (PILOTS) SEAT RECLINED RESECURED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JS625700 0.2 MG701781 0.3 F
K G 1 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Jan-2015 1 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVT DUE 0 MG701781 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Jan-2015 2 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 MG701781 0.1 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Feb-2015 7:38 AM 2 X 5868.7 03-Feb-2015 5868.7 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A553 - AIRCRAFT WEIGHING INVENTORY (365-1). WAS DUE COMPLETED ON 16 FEB 2014
AT: 29-JAN-2015. UPGRADE TO RED X STATUS ON 30-JAN-2015
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS EU780667 0.1 AT626730 0.1 F
O O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 12-Feb-2015 9:57 PM 1 X HS593472 5874.6 13-Feb-2015 5874.6 0 R 05A02
FAULT WRITE-UP: ACTION TAKEN:
MAIN ROTOR BLADE S/N A007-03309 WITH SPAR S/N B302-02789 IS REMOVED BLADE
A DUPLICATE S/N OF ANOTHER M/R BLADE. BLADE IS
UNSERVICABLE
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JP234951 0.2 JP234951 0.2 F
T G 2 05A02 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Sep-2014 11:28 AM 1 - JE725530 5851.3 02-Sep-2014 5851.3 0 T 06A19
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH THE REQUIREMENTS OF H-60-14-ASAM-10 NLT COMPLIED WITH
16SEP14. (MAIN TRANSMISSION PLANETARY CARRIER ASSEMBLY)
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JE725530 0.2 F
0 G 1 06A19 F 0
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Sep-2014  2:47 PM 1 - 5851.3 06-Oct-2014 5851.3 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD DUE COMPL
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AR074224 1 F
X O 1 00 F 2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Sep-2014 12:55 PM 1 - CM702941 5851.3 03-Nov-2014 5851.3 0 G 05
FAULT WRITE-UP: ACTION TAKEN:
MOC OF T/R AND M/R DEICE SYSTEM DUE TO FOLD OF M/R AND COMPLETED.
T/R BLADES
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 1 F
B G 1 05 F 6
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Sep-2014 12:56 PM 2 - CM702941 5851.3 24-Sep-2014 5851.3 0 P 09
FAULT WRITE-UP: ACTION TAKEN:
MOC ON STABILATOR FORMATION LIGHTS DUE TO R/R OF COMPLETED CHECKED OK
ELECTRICAL CONNECTORS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MG701781 0.5 F
B G 1 09 F -13
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Sep-2014 12:59PM 3 - CM702941 5851.3 18-Nov-2014 5854.3 0 4 09
FAULT WRITE-UP: ACTION TAKEN:
MOC ON STABILATOR IR FORMATION LIGHT MOC OK
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DS066871 0.5 F
B G 1 09 F -9
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 11-Sep-2014 1:01 PM 4 - CM702941 5851.3 24-Sep-2014 5851.3 0 P 09
FAULT WRITE-UP: ACTION TAKEN:
MOC DUE ON TAIL ROTOR PYLON ANTI COLLISION LIGHT DUE TO COMPLETED CHECKED OK
FOLD
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MG701781 0.5 F
B G 1 09 F -13
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Sep-2014 1:03 PM 5 - CM702941 5851.3 24-Sep-2014 5851.3 0 P 19
FAULT WRITE-UP: ACTION TAKEN:
MOC DUE ON 1 VHF/FM WHIP ANTENNA DUE TO R/R COMPLETED CHECKED OK
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MG701781 0.2 F
B G 1 19 F -13
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Sep-2014 1:05 PM 6 - CM702941 5851.3 24-Sep-2014 5851.3 0 P 19
FAULT WRITE-UP: ACTION TAKEN:
MOC DUE ON MULTI BAND ANTENNA DUE TO R/R COMPLETED CHECKED OK
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MG701781 0.2 F
B G 1 19 F -13
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 11-Sep-2014 1:07 PM 7 - CM702941 5851.3 05-Nov-2014 5851.3 0 1 05

FAULT WRITE-UP:

ACTION TAKEN:

T/R BALANCE REQUIRED FOR FOLDING OF TAIL ROTOR BLADES COMPLETED.
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 3 F
B G 1 05 F 4
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 11-Sep-2014  1:09 PM 8 - CM702941  5851.3 18-Nov-2014 5852.3 0 4 00
FAULT WRITE-UP: ACTION TAKEN:
LMTF REQ. FOR REASSEMBLY OF ACFT COMPLETE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DS066871 1.5 F
B G 1 00 F -9

DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 11-Sep-2014 1:28 PM 9 - CM702941 5851.3 11-Dec-2014 5860.7 0 G 05

FAULT WRITE-UP:

9-11 HR TQ CHECK ON OUTBOARD RETENTION PLATE NUTS DUE
@ ACFT HRS 5860.3 TO 5862.3 ACFT. HRS

ACTION TAKEN:
COMPLETED. TQ STABLIZED AT 630 INCH POUNDS.

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 0.4 F
B G 1 05 F -3
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Sep-2014 10:10AM 2 - 5851.3 16-Sep-2014 5851.3 0 1 04A06B

FAULT WRITE-UP:

INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. DUE
AT: 14-SEP-2014. UPGRADE TO RED X STATUS ON 18-SEP-2014

ACTION TAKEN:
COMPLETED LCF1 - 639 LCF2 - 3008 INDEX - 2476 HOURS - 1097

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CH685654 1 F
O O 1 04A06B F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 16-Sep-2014 10:10AM 3 - 5851.3 16-Sep-2014 5851.3 0 1 04A06B

FAULT WRITE-UP:

INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. DUE
AT: 14-SEP-2014. UPGRADE TO RED X STATUS ON 18-SEP-2014

WHEN HOW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
O O 1 04A06B F 0

DELAY

ACTION TAKEN:
COMPLETED LCF1-617 LCF2 - 2887 INDEX - 3931 HOURS - 1083

TIPID MMH PID MMH TYPE

0 CH685654 1 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Sep-2014 7:09 AM 1 - 5851.3 24-Oct-2014 5851.3 0 P 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A502 - INSPECT AND TEST GROUND RECEPTACLE IAW TM 1- COMPLETED
1500-204-23. DUE AT: 21-OCT-2014. UPGRADE TO RED X STATUS
ON 09-NOV-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 EM602748 0.4 F
0 O 1 00 F 5
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 30-Sep-2014 7:09 AM 2 - 5851.3 24-Nov-2014 5855.8 0 P 08C
FAULT WRITE-UP: ACTION TAKEN:
INSP A533 - PITOT STATIC SYSTEM INSPECTION. DUE AT: 03-NOV- COMPLETED CHECKED OK
2014. UPGRADE TO RED X STATUS ON 04-DEC-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MG701781 1.2 F
0 0 1 08C F 4
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Oct-2014  7:08 AM 1 - 5851.3 06-Oct-2014 5851.3 0 P 09B01A
FAULT WRITE-UP: ACTION TAKEN:
INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1). DUE COMPLETED CHECKED OK
AT: 09-OCT-2014. UPGRADE TO RED X STATUS ON 13-OCT-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MG701781 0.5 F
0 0 1 09BO1A F -5
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Oct-2014 7:16 AM 3 - MG701781 5851.3 11-Feb-2015 5874.6 0 1 02
FAULT WRITE-UP: ACTION TAKEN:
- DAGGER BATTERY REPLACEMENT DUE. DUE AT: 15-SEP-2014. DAGGER RMVD NO LONGER REQUIRED
DEFERED UNTIL BATTERY STOCK REPLENISHMENT
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 RK913099 0.5 F
K G 1 02 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 06-Oct-2014  7:06 AM 1 - 5851.3 04-Nov-2014 5851.3 0 1 06A
FAULT WRITE-UP: ACTION TAKEN:
INSP A415 - MAIN GEARBOX OIL SAMPLE- PART #073, 074, 076. COMPLETED.
DUE AT: 10-NOV-2014 OR 6248.1 HOURS. UPGRADE TO RED X
STATUS ON 11-DEC-2014 OR 6248.1 HOURS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 EM602748 1.5 F
0 0 1 06A F 1
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN

06-Oct-2014 1 X 06A REINSTALLED.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD RIGHT HAND INPUT MOD CHIP DET. BP806358 0.1 EM602748 0.4 F
DATE SEQNO STATUS wuc ACTION TAKEN

06-Oct-2014 2 / 06A COMPLETED.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL BOX INVENTORY DUE. 0 EM602748 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN

06-Oct-2014 3 / 06A COMPLETED.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE. 0 EM602748 0.1 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Oct-2014 7:03 AM 1 - 5851.3 15-Oct-2014 5851.3 0 G 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. DUE COMPLETED.
AT: 16-OCT-2014. UPGRADE TO RED X STATUS ON 20-OCT-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 0.3 F
O O 1 04A06B F -7
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC

A 08-Oct-2014  7:03 AM 2 - 5851.3 15-Oct-2014 5851.3 0 G 04A06B

FAULT WRITE-UP: ACTION TAKEN:

INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. DUE COMPLETED.
AT: 16-OCT-2014. UPGRADE TO RED X STATUS ON 20-OCT-2014
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 0.4 F
O O 1 04A06B F -7
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 16-Oct-2014  7:02 AM 1 - 5851.3 13-Nov-2014 5851.3 0 G 17B

FAULT WRITE-UP: ACTION TAKEN:

INSP A496 - CF3BR FIRE EXTINGUISHER WEIGHT TEST & COMPLETED.
INSPECTION. DUE AT: 08-NOV-2014. UPGRADE TO RED X STATUS
ON 27-NOV-2014

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 0.5 F
O O 1 17B F 2

DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Oct-2014  7:32 AM 1 - 5851.3 06-Dec-2014 5859.2 0 1 05A03A
FAULT WRITE-UP: ACTION TAKEN:
INSP A299 - SWASHPLATE LUBE. DUE AT: 21-NOV-2014 OR 5888.1 LUBE COMPLETED.
HOURS. UPGRADE TO RED X STATUS ON 22-DEC-2014 OR 5893.1
HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 2 F
0 O 1 05A03A F 9
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
17-Oct-2014 1 X 05A03A REINSTALLED TQ TO 190 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR (33 EA) HOLDING INNER BEARING RETAINER RING TO EU780667 0.1 AK844302 0.3 F
SWASHPLATE
DATE SEQNO STATUS wucC ACTION TAKEN
17-Oct-2014 1 X 05A03A REINSTALLED TQ TO 190 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR (33 EA) HOLDING INNER BEARING RETAINER RING TO EU780667 0.1 CW782895 0.3 F
SWASHPLATE
DATE SEQNO STATUS wucC ACTION TAKEN
17-Oct-2014 1 X 05A03A REINSTALLED TQ TO 190 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR (33 EA) HOLDING INNER BEARING RETAINER RING TO EU780667 0.1 MK902581 0.3 F
SWASHPLATE
DATE SEQNO STATUS wuc ACTION TAKEN
17-Oct-2014 1 X 05A03A REINSTALLED TQ TO 190 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR (33 EA) HOLDING INNER BEARING RETAINER RING TO EU780667 0.1 TM753513 0.3 F
SWASHPLATE
DATE SEQNO STATUS wuc ACTION TAKEN
17-Oct-2014 2 - 05A03A COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK 0 AK844302 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN
17-Oct-2014 3 - 05A03A COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOLBOX INVENTORY DUE 0 AD865347 0.1 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Oct-2014  6:59 AM 1 - 5851.3 04-Nov-2014 5851.3 0 1 06F
FAULT WRITE-UP: ACTION TAKEN:
INSP A116 - INTERMEDIATE GEARBOX OIL SAMPLE. DUE AT: 04- COMPLETED.
NOV-2014 OR 5888.1 HOURS. UPGRADE TO RED X STATUS ON 15-
NOV-2014 OR 5898.1 HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 EM602748 0.4 F
0 O 1 06F F 15
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Oct-2014 1 X 06F REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD INTERMEDIATE GEARBOX CHIP DET. BP806358 0.1 EM602748 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Oct-2014 2 / 06F REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD INTERMEDIATE GEARBOX COVER. 0 EM602748 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Oct-2014 3 - 06F COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE. 0 EM602748 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
20-Oct-2014 4 - 06F COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY DUE. 0 BP806358 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Oct-2014  6:59 AM 2 - 5851.3 04-Nov-2014 5851.3 0 1 06G01
FAULT WRITE-UP: ACTION TAKEN:
INSP A117 - TAIL GEARBOX OIL SAMPLE. DUE AT: 04-NOV-2014 OR COMPLETED.
5888.1 HOURS. UPGRADE TO RED X STATUS ON 15-NOV-2014 OR
5893.1 HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 EM602748 0.4 F
O O 1 06G01 F 15
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Oct-2014 1 X 06G01 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD TAIL GEARBOX CHIP DET. BP806358 0.1 EM602748 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Oct-2014 2 / 06G01 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD TOOL BOX INVENTORY DUE. 0 EM602748 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Oct-2014 3 / 06G01 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE. 0 EM602748 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 20-Oct-2014  6:59 AM 4 - 5851.3 04-Nov-2014 5851.3 0 1 15B
FAULT WRITE-UP: ACTION TAKEN:
INSP A211 - APU OIL SAMPLE. DUE AT: 04-NOV-2014 OR 5888.1 COMPLETED.
HOURS. UPGRADE TO RED X STATUS ON 15-NOV-2014 OR 5898.1
HOURS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 0.4 F
0 0 1 15B F 15
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Oct-2014  3:17 PM 5 - 5851.3 21-Oct-2014 5851.3 0 G 08F01
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH REQUIREMENTS OF H-60-15-AMAM-02 BY 27 OCT COMPLYED WITH.
14(IVHMS WIRING MANAGEMENT)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 0.2 F
O G 2 08F01 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 20-Oct-2014  3:17 PM 6 - 5851.3 21-Oct-2014 5851.3 0 G 08F01
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH REQUIREMENTS OF H-60-15-AMAM-02 BY 27 OCT COMPLYED WITH.
14(IVHMS WIRING MANAGEMENT)
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 0.1 F
0 G 2 08F01 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Oct-2014 3:18 PM 7 - 5851.3 13-Nov-2014 5851.3 0 T 08F01
FAULT WRITE-UP: ACTION TAKEN:
IVHMS AIRCRAFT FIRE DETECTION SYSTEM WIRING RETROFIT AMAM RELOCATION COMPLETE
REQUIRED PER H-60-15-AMAM-02 BY 17 FEB 15
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BO317573 4 F
0 G 2 08F01 F 6
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Oct-2014 1 / 08F01 RAISED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED SOUND PROOFING 0 BO317573 0.4 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015

Current Status A: X Current Status E: -

Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Oct-2014 2 X 08FO01 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 1 EA ELECTRICAL CONNECTOR FROM P283 JS625700 0.2 BO317573 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN
20-Oct-2014 3 X 08FO01 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 1 EA ELETRICAL CONNECTOR P284 JS625700 0.2 BO317573 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN
20-Oct-2014 4 X 08FO01 RELOCATED AS PER AMAM
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WIRE ON P283 REQUIRES RELOCATION AS PER AMAM JS625700 0.2 BO317573 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
20-Oct-2014 5 X 08FO01 RELOCATED AS PER AMAM
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WIRE ON P284 REQUIRES RELOCATION AS PER AMAM JS625700 0.2 BO317573 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
20-Oct-2014 6 - 08FO01 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOLBOX INVENTORY REQUIRED 0 BO317573 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN
20-Oct-2014 7 - 08FO01 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQUIRED 0 BO317573 0.4 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 21-Oct-2014  6:59 AM 1 - 5851.3 03-Nov-2014 5851.3 0 6 19C

FAULT WRITE-UP:

INSP E135 - AN/ARC-201(V) SINCGARS RADIO HUB BATT REPL.
DUE AT: 13-NOV-2014. UPGRADE TO RED X STATUS ON 02-DEC-
2014

ACTION TAKEN:

COULDNT COMPLETE FAULT, DEFERED UNTIL BATTERY IS IN
STOCK

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MG701781 0.2 F
o o} 1 19C F 17

DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 28-Oct-2014 7:12 AM 1 - 5851.3 03-Nov-2014 5851.3 0 P 09B01A
FAULT WRITE-UP: ACTION TAKEN:
INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1). DUE COMPLETED CHECKED AT 24VDC
AT: 05-NOV-2014. UPGRADE TO RED X STATUS ON 09-NOV-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MG701781 0.5 F
O O 1 09B01A F 24
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 28-Oct-2014 7:12 AM 2 - 5851.3 28-0ct-2014 5851.3 0 1 00

FAULT WRITE-UP:
INSP A130 - PURGE MICROCLIMATE COOLING SYSTEM (IF

BACTERIOSTATIC). DUE AT: 08-NOV-2014. UPGRADE TO RED X
STATUS ON 15-NOV-2014

ACTION TAKEN:
SYSTEM RMVD FROM AIRFRAME

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 0.1 F
O O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 28-Oct-2014 1:33 PM 3 - JS625700 5851.3 29-Oct-2014 5851.3 0 T 06H23
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH H-60-15-SOF-01,0IL COOLER FAN AXIAL COMPLIED WITH
BEARING,BY 30 OCT 14
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JS625700 0.5 F
K G 1 06H23 F -1

DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 29-Oct-2014 6:57 AM 1 - 5851.3 04-Nov-2014 5851.3 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PMD REQUIRED. DUE AT: 04-NOV-2014. UPGRADE TO COMPLETED.
RED X STATUS ON 06-NOV-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 EM602748 15 F
O O 1 00 F 24
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 04-Nov-2014 3:18 PM 1 - 5851.3 04-Nov-2014 5851.3 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD DUE COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 EM602748 1.5 F
X 0 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 05-Nov-2014 7:14 AM 1 - 5851.3 12-Nov-2014 5851.3 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PMD REQUIRED. DUE AT: 11-NOV-2014. UPGRADE TO COMPLETED.
RED X STATUS ON 13-NOV-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 15 F
0 0 1 00 F -7
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Nov-2014 6:59 AM 1 - 5851.3 07-Nov-2014 5851.3 0 G 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. DUE COMPLETED.
AT: 14-NOV-2014. UPGRADE TO RED X STATUS ON 18-NOV-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 0.3 F
O O 1 04A06B F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 06-Nov-2014 6:59 AM 2 - 5851.3 17-Nov-2014 5851.3 0 5 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. DUE LCF1=00617, LCF2=02887, INDEX=03931, HOURS=01083
AT: 14-NOV-2014. UPGRADE TO RED X STATUS ON 18-NOV-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 EM602748 0.3 F
0 0 1 04A06B F -11
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Nov-2014 6:59 AM 3 - 5851.3 14-Nov-2014 5851.3 0 | 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A103 - AIRCRAFT WASH DUE. DUE AT: 14-NOV-2014. COMPLETED.
UPGRADE TO RED X STATUS ON 18-NOV-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 15 F
0 0 1 00 F -8
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Nov-2014 6:59 AM 4 - 5851.3 14-Nov-2014 5851.3 0 | 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A115 - LUBE REQUIRMENTS. DUE AT: 14-NOV-2014 OR 5891.3 COMPLETED.
HOURS. UPGRADE TO RED X STATUS ON 18-NOV-2014 OR 5895.3
HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 0.5 F
0 O 1 00 F -8
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 12-Nov-2014 7:07 AM 1 - 5851.3 13-Nov-2014 5851.3 0 1 04A
FAULT WRITE-UP: ACTION TAKEN:
INSP A022 - 14 DAY FLYABLE STORAGE ENGINE RUN UP. DUE AT: COMPLETED.
18-NOV-2014. UPGRADE TO RED X STATUS ON 20-NOV-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 1.5 F
0 0 1 04A F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Nov-2014 7:37 AM 1 - 5851.3 19-Nov-2014 5855.8 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PMD REQUIRED. DUE AT: 19-NOV-2014. UPGRADE TO COMPLETED.
RED X STATUS ON 21-NOV-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 EM602748 15 F
0 0 1 00 F -6
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Nov-2014 7:41 AM 2 - 5851.3 13-Nov-2014 5851.3 0 G 08F01
FAULT WRITE-UP: ACTION TAKEN:
IVHMS AIRCRAFT FIRE DETECTION SYSTEM WIRING RETROFIT FAULT ENTERED IN ERROR
REQUIRED PER H-60-15-AMAM-02 BY 17 FEB 15
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BO317573 0.1 F
O G 2 08F01 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 18-Nov-2014 4:00 PM 3 - BP806358 5852.3 18-Nov-2014 5852.3 0 G 02
FAULT WRITE-UP: ACTION TAKEN:
MTF REQ FOR AIRFRMAE BUILD UP POST DEPLOYMENT COMPLETED.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 1.5 F
W G 1 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 1 X 02 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CUT LOCKWIRE ON YELLOW MAIN ROTOR PC ROD. RM689208 0.1 BP806358 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 2 X 02 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CUT LOCKWIRE ON RED MAIN ROTOR PC ROD. RM689208 0.1 CH685654 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 3 X 02 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CUT LOCKWIRE ON BLACK MAIN ROTOR PC ROD. RM689208 0.1 BP806358 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 4 X 02 ADJUSTED YELLOW PC ROD -5 NOTCHES, TQ JAM NUTS 750 INCH
POUNDS .
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BROKE TQ ON YELLOW MAIN ROTOR PC ROD JAM NUTS 2(EA). RM689208 0.1 BP806358 0.5 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 5 X 02 ADJUSTED RED PC ROD +4 NOTCHES, TQ JAM NUTS TO 750 INCH
POUNDS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BROKE TQ ON RED MAIN ROTOR PC ROD JAM NUTS 2(EA). RM689208 0.1 CH685654 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 6 X 02 ADJUSTED BLACK PC ROD -3 NOTCHES, TQ JAM NUTS TO 750 INCH
POUNDS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BROKE TQ ON BLACK MAIN ROTOR PC ROD JAM NUTS 2(EA). RM689208 0.2 BP806358 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 7 - 02 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 BP806358 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 8 - 02 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY DUE 0 BP806358 0.4 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Nov-2014 11:27 AM 4 - 5855.8 19-Nov-2014 5855.8 0 3 05A01I
FAULT WRITE-UP: ACTION TAKEN:
INSP A020 - PERFORM M/R SPINDLE LUGS, M/R CUFF, TIP CAPS COMPLETED.

INSPECTION. DUE AT: 5861.3 HOURS. UPGRADE TO RED X
STATUS ON 5862.4 HOURS

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 EM602748 0.4 F
o} o} 1 05A011 F 0

DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Nov-2014 2:57 PM 5 - 5855.8 19-Nov-2014 5855.8 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD DUE COMPLETED.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 0.5 F
X O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 19-Nov-2014 3:34 PM 6 - 5855.8 20-Nov-2014 5855.8 0 G 00
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH H-60-15-ASAM-01,LED CAUTION ADVISORY COMPLIED WITH.
PANEL,BY 2 DEC 14
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 0.3 F
0 G 2 00 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Nov-2014 3:34 PM 7 - 5855.8 20-Nov-2014 5855.8 0 G 00
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH H-60-15-ASAM-01,LED CAUTION ADVISORY COMPLIED WITH.
PANEL,BY 2 DEC 14
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 0.2 F
0 G 2 00 F -1
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 20-Nov-2014 8:15 AM 1 - BP806358 5855.8 01-Dec-2014 5855.8 0 1 19

FAULT WRITE-UP: ACTION TAKEN:

LED CAUTION ADVISORY PANEL REQUIRES REPLACMENT PER H-
60-15ASAM-01, BEFORE 5888.1 AIRCRAFT HOURS, BUT NOT TO
EXCEED 16NOV2015

ACFT IS ENTERED INTO THE BEST PROGRAM AND
REPLACEMENT NOT REQ

WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JW663394 05 D
K G 1 19 F 18
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Nov-2014 7:06 AM 1 - 5855.8 29-Dec-2014 5867.2 0 G 17A
FAULT WRITE-UP: ACTION TAKEN:
INSP A534 - FIRST AID KIT INSPECTION. DUE AT: 26-DEC-2014. INSP NOT DUE UNTILL 04MARCH2015.
UPGRADE TO RED X STATUS ON 26-JAN-2015
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 03 F
0 0 1 17A F -9
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 25-Nov-2014 7:02AM 1 - 5855.8 02-Dec-2014 5855.8 0 G 09BO1A
FAULT WRITE-UP: ACTION TAKEN:
INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1). DUE COMPLETED.
AT: 03-DEC-2014. UPGRADE TO RED X STATUS ON 07-DEC-2014
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 03 F
0 0 1 09BO1A F 22

DELAY




Page 37 of 101

Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Dec-2014 7:02 AM 1 - 5855.8 01-Dec-2014 5855.8 0 G 04A
FAULT WRITE-UP: ACTION TAKEN:
INSP A022 - 14 DAY FLYABLE STORAGE ENGINE RUN UP. DUE AT: COMPLETED.
03-DEC-2014. UPGRADE TO RED X STATUS ON 05-DEC-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DS066871 0.5 F
O O 1 04A F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 01-Dec-2014 7:02 AM 2 - 5855.8 01-Dec-2014 5855.8 0 G 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. DUE COMGENED IN ERROR.
AT: 07-DEC-2014. UPGRADE TO RED X STATUS ON 11-DEC-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 0.1 F
0 0 1 04A06B F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Dec-2014 7:02 AM 3 - 5855.8 14-Jan-2015 5867.2 0 A 08F01
FAULT WRITE-UP: ACTION TAKEN:
INSP A550 - IVHUMS BATTERY REPLACEMENT. DUE AT: 01-JAN- COMPLETED
2015. UPGRADE TO RED X STATUS ON 01-FEB-2015
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AT626730 0.3 F
0 0 1 08F01 F -3
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 05-Dec-2014 7:20 AM 1 - 5859.2 05-Dec-2014 5859.2 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD DUE COMPLETED.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 EM602748 15 F
X O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 06-Dec-2014 10:26 AM 1 - 5859.2 15-Dec-2014 5864.2 0 6 04A06B

FAULT WRITE-UP:

INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. DUE
AT: 14-DEC-2014. UPGRADE TO RED X STATUS ON 18-DEC-2014

ACTION TAKEN:
COMPLETED. LCF1=617, LCF2=2887, INDEX=3931, HOURS=1097

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 RS029648 0.1 F
O O 1 04A06B F -9
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 09-Dec-2014 6:57 AM 1 - 5859.2 15-Dec-2014 5864.2 0 6 04A06B

FAULT WRITE-UP:

INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. DUE
AT: 15-DEC-2014. UPGRADE TO RED X STATUS ON 19-DEC-2014

WHEN HOW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
O O 1 04A06B F -6

DELAY

ACTION TAKEN:
COMPLETED. LCF1=639, LCF2=3008, INDEX=2476, HOURS=1112

TIPID MMH PID MMH TYPE

0 RS029648 0.1 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Dec-2014 2:06 PM 4 - 5861 12-Dec-2014 5861 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD DUE COMPLETED.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 EM602748 15 F
X O 1 00 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 12-Dec-2014 7:40 AM 1 - BP806358 5861 16-Dec-2014 5864.2 0 G 02
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH H-60-15-AMAM-05, AHRS EMERGENCY COMPLETED.
PROCEDURES, BY 18DEC14.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 EM602748 1 F
W G 1 02 F -4
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Dec-2014 2:48 PM 2 - 5864.2 16-Dec-2014 5864.2 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD DUE COMPLETED.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 15 F
X 0 1 00 F -1
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 18-Dec-2014 7:10 AM 1 - 5867.2 31-Dec-2014 5867.2 0 G 19H
FAULT WRITE-UP: ACTION TAKEN:
INSP E125 - KY-58 PMCS/OPNL CHECK. DUE AT: 01-JAN-2015. COMPLETED.
UPGRADE TO RED X STATUS ON 11-JAN-2015
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 0.1 F
O O 1 19H F -13
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 29-Dec-2014 6:56 AM 1 - 5867.2 31-Dec-2014 5867.2 0 G 09B01A
FAULT WRITE-UP: ACTION TAKEN:
INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1). DUE COMPLETED.
AT: 02-JAN-2015. UPGRADE TO RED X STATUS ON 06-JAN-2015
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 0.2 F
0 0 1 09B01A F -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 05-dan-2015 3:02 PM 2 - CH685654 5867.2 22-Jan-2015 5867.2 0 G 00
FAULT WRITE-UP: ACTION TAKEN:
REPLACEMENT OF ENGINES DUE FOR ENTRY INTO BEST REPLACED ENGINES
PROGRAM
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CH685654 5 F
S G 2 00 F -17
DELAY

13-2s to Follow

DATE SEQ NO STATUS wuc ACTION TAKEN
05-Jan-2015 1 X 00 REINSTALLED AND TORQUED TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG INLET CLAMP JE725530 0.1 MD741797 0.5 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 1 X 00 REINSTALLED AND TORQUED TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET CLAMP JE725530 0.1 MD741797 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 1 X 00 REINSTALLED AND TORQUED TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET CLAMP JE725530 0.1 MD741797 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 1 X 00 REINSTALLED AND TORQUED TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET CLAMP JE725530 0.1 MD741797 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 2 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET ELEC CONN JE725530 0.1 MD741797 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 2 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET ELEC CONN JE725530 0.1 MD741797 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 2 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET ELEC CONN JE725530 0.1 MD741797 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 2 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET ELEC CONN JE725530 0.1 MD741797 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 3 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG INLET FIRE EXTINGUISHER HOSE JE725530 0.1 MD741797 0.3 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 3 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET FIRE EXTINGUISHER HOSE JE725530 0.1 MD741797 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 3 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET FIRE EXTINGUISHER HOSE JE725530 0.1 MD741797 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 3 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET FIRE EXTINGUISHER HOSE JE725530 0.1 MD741797 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET WATER WASH HOSE CLAMP JE725530 0.1 MD741797 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET WATER WASH HOSE CLAMP JE725530 0.1 MD741797 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET WATER WASH HOSE CLAMP JE725530 0.1 MD741797 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET WATER WASH HOSE CLAMP JE725530 0.1 MD741797 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 5 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG INLET JE725530 0.1 MD741797 0.3 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 5 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET JE725530 0.1 MD741797 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 5 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET JE725530 0.1 MD741797 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 5 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET JE725530 0.1 MD741797 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 6 X 00 RECONNECTED (2 EA) TQ COMBUSTION DRAIN TO 140 IN/LBS -
MANIFOLD DRAIN TO 450 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED # 1 ENG DRAIN LINES (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 6 X 00 RECONNECTED (2 EA) TQ COMBUSTION DRAIN TO 140 IN/LBS -
MANIFOLD DRAIN TO 450 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED # 1 ENG DRAIN LINES (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 6 X 00 RECONNECTED (2 EA) TQ COMBUSTION DRAIN TO 140 IN/LBS -
MANIFOLD DRAIN TO 450 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED # 1 ENG DRAIN LINES (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 6 X 00 RECONNECTED (2 EA) TQ COMBUSTION DRAIN TO 140 IN/LBS -
MANIFOLD DRAIN TO 450 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED # 1 ENG DRAIN LINES (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 7 X 00 REINSTALLED TQ TO 190 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG I/B MOUNT STRUT UPPER HDWR JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 7 X 00 REINSTALLED TQ TO 190 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG I/B MOUNT STRUT UPPER HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 7 X 00 REINSTALLED TQ TO 190 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG I/B MOUNT STRUT UPPER HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 7 X 00 REINSTALLED TQ TO 190 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG I/B MOUNT STRUT UPPER HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 8 X 00 REINSTALLED TQ TO 185 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG O/B MOUNT STRUT UPPER HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 8 X 00 REINSTALLED TQ TO 185 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG O/B MOUNT STRUT UPPER HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 8 X 00 REINSTALLED TQ TO 185 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG O/B MOUNT STRUT UPPER HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 8 X 00 REINSTALLED TQ TO 185 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG O/B MOUNT STRUT UPPER HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 9 X 00 REINSTALLED HAND TIGHT - BACKED OFF TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG LOWER MOUNT STRUT HDWR JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 9 X 00 REINSTALLED HAND TIGHT - BACKED OFF TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG LOWER MOUNT STRUT HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 9 X 00 REINSTALLED HAND TIGHT - BACKED OFF TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG LOWER MOUNT STRUT HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 9 X 00 REINSTALLED HAND TIGHT - BACKED OFF TO NEXT CASTELLATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG LOWER MOUNT STRUT HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 10 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG I/B MOUNT STRUT UPPER HDWR COTTER PIN JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 10 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG I/B MOUNT STRUT UPPER HDWR COTTER PIN JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 10 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG I/B MOUNT STRUT UPPER HDWR COTTER PIN JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 10 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG I/B MOUNT STRUT UPPER HDWR COTTER PIN JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 11 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG O/B MOUNT STRUT UPPER HDWR COTTER PIN JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 11 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG O/B MOUNT STRUT UPPER HDWR COTTER PIN JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 11 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG O/B MOUNT STRUT UPPER HDWR COTTER PIN JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 11 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG O/B MOUNT STRUT UPPER HDWR COTTER PIN JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 12 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG LOWER MOUNT STRUT HDWR COTTER PIN JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 12 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG LOWER MOUNT STRUT HDWR COTTER PIN JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 12 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG LOWER MOUNT STRUT HDWR COTTER PIN JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 12 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG LOWER MOUNT STRUT HDWR COTTER PIN JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 13 X 00 RECONNECTED TQ TO 500 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #1 ENG FUEL LINE JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5888.1

Current Status A: X Current Status E: -

SERIAL NUMBER: 8023445
LAST MISSION:

Current Status O:

HOURS:
29-Jan-2015

Current Status W:

5874.6

DATE SEQ NO STATUS wuc ACTION TAKEN
05-Jan-2015 13 X 00 RECONNECTED TQ TO 500 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG FUEL LINE JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
05-Jan-2015 13 X 00 RECONNECTED TQ TO 500 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG FUEL LINE JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
05-Jan-2015 13 X 00 RECONNECTED TQ TO 500 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG FUEL LINE JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
05-Jan-2015 14 X 00 RECONNECTED (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG ELEC CONN FROM I/B FIREWALL (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
05-Jan-2015 14 X 00 RECONNECTED (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG ELEC CONN FROM I/B FIREWALL (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
05-Jan-2015 14 X 00 RECONNECTED (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG ELEC CONN FROM I/B FIREWALL (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
05-Jan-2015 14 X 00 RECONNECTED (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG ELEC CONN FROM I/B FIREWALL (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
05-Jan-2015 15 X 00 REINSTALLED TQ TO 45 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG STARTER AIR TUBE FROM STARTER JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 15 X 00 REINSTALLED TQ TO 45 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG STARTER AIR TUBE FROM STARTER JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 15 X 00 REINSTALLED TQ TO 45 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG STARTER AIR TUBE FROM STARTER JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 15 X 00 REINSTALLED TQ TO 45 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG STARTER AIR TUBE FROM STARTER JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 16 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG STARTER AIR TUBE FROM FIREWALL JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 16 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG STARTER AIR TUBE FROM FIREWALL JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 16 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG STARTER AIR TUBE FROM FIREWALL JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 16 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG STARTER AIR TUBE FROM FIREWALL JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 17 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG BLEED HOSE FROM FIREWALL JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 17 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG BLEED HOSE FROM FIREWALL JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 17 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG BLEED HOSE FROM FIREWALL JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 17 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG BLEED HOSE FROM FIREWALL JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 18 X 00 REINSTALLED TQ TO 194 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG FWD SUPPORT TUBE HDWR (6 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 18 X 00 REINSTALLED TQ TO 194 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG FWD SUPPORT TUBE HDWR (6 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 18 X 00 REINSTALLED TQ TO 194 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG FWD SUPPORT TUBE HDWR (6 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 18 X 00 REINSTALLED TQ TO 194 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG FWD SUPPORT TUBE HDWR (6 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 19 X 00 REINSTALLED TQ TO 140 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG HSS HDWR (6 EA) JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 19 X 00 REINSTALLED TQ TO 140 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG HSS HDWR (6 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 19 X 00 REINSTALLED TQ TO 140 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG HSS HDWR (6 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 19 X 00 REINSTALLED TQ TO 140 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG HSS HDWR (6 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 20 X 00 REINSTALLED TQ TO 40 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD # 1 ENG DESWIRL DUCT CLAMP JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 20 X 00 REINSTALLED TQ TO 40 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD # 1 ENG DESWIRL DUCT CLAMP JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 20 X 00 REINSTALLED TQ TO 40 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD # 1 ENG DESWIRL DUCT CLAMP JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 20 X 00 REINSTALLED TQ TO 40 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD # 1 ENG DESWIRL DUCT CLAMP JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 21 X 00 REINSTALLED TQ TO 70 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG IPS DUCT CLAMP JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 21 X 00 REINSTALLED TQ TO 70 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG IPS DUCT CLAMP JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 21 X 00 REINSTALLED TQ TO 70 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG IPS DUCT CLAMP JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 21 X 00 REINSTALLED TQ TO 70 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG IPS DUCT CLAMP JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 22 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG IPS DUCT JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 22 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG IPS DUCT JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 22 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG IPS DUCT JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 22 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG IPS DUCT JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 23 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #1 ENG LDS JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 23 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG LDS JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 23 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG LDS JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 23 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG LDS JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 24 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG PAS JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 24 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG PAS JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 24 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG PAS JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 24 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG PAS JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 25 X 00 REPLACED #1 ENG S/N - GE-E307127C WITH S/N - GE-E-207511
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD # 1 ENG JE725530 0.1 CH685654 1 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 25 X 00 REPLACED #1 ENG S/N - GE-E307127C WITH S/N - GE-E-207511
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD # 1 ENG JE725530 0.1 CH685654 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 25 X 00 REPLACED #1 ENG S/N - GE-E307127C WITH S/N - GE-E-207511
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD # 1 ENG JE725530 0.1 CH685654 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 25 X 00 REPLACED #1 ENG S/N - GE-E307127C WITH S/N - GE-E-207511
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD # 1 ENG JE725530 0.1 CH685654 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 26 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD OUTER SHROUD FROM #1 ENG INLET JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 26 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD OUTER SHROUD FROM #1 ENG INLET JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 26 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD OUTER SHROUD FROM #1 ENG INLET JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 26 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD OUTER SHROUD FROM #1 ENG INLET JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 27 X 00 REINSTALED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD UPPER & LOWER SHROUD BRACKETS FROM #1 ENG INLET ( 2 JE725530 0.1 MB723853 0.2 F

EA)
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 27 X 00 REINSTALED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD UPPER & LOWER SHROUD BRACKETS FROM #1 ENG INLET ( 2 JE725530 0.1 MB723853 0.2 F
EA)
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 27 X 00 REINSTALED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD UPPER & LOWER SHROUD BRACKETS FROM #1 ENG INLET ( 2 JE725530 0.1 MB723853 0.2 F
EA)
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 27 X 00 REINSTALED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD UPPER & LOWER SHROUD BRACKETS FROM #1 ENG INLET ( 2 JE725530 0.1 MB723853 0.2 F
EA)
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 28 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET CENTER PANEL JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 28 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET CENTER PANEL JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 28 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET CENTER PANEL JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 28 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET CENTER PANEL JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 29 X 00 REINSTALLED & TQ'D 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD CLAMPS SECURING #1 ENG INLET ANTI-ICE VALVE (2 EA) JE725530 0.1 MB723853 0.2 F




Report Date: 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2

Selection Range : 01-Sep-2014

MODEL: UH-60A
NEXT PHASE: 5888.1

Current Status A: X

Current Status E:

SERIAL NUMBER: 8023445
LAST MISSION:

Current Status O:

HOURS:
29-Jan-2015
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To 13-Feb-2015

5874.6

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 29 X 00 REINSTALLED & TQ'D 45 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD CLAMPS SECURING #1 ENG INLET ANTI-ICE VALVE (2 EA) JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 29 X 00 REINSTALLED & TQ'D 45 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD CLAMPS SECURING #1 ENG INLET ANTI-ICE VALVE (2 EA) JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 29 X 00 REINSTALLED & TQ'D 45 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD CLAMPS SECURING #1 ENG INLET ANTI-ICE VALVE (2 EA) JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 30 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG INLET REAR BLEED AIR TUBE JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 30 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG INLET REAR BLEED AIR TUBE JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 30 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG INLET REAR BLEED AIR TUBE JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 30 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG INLET REAR BLEED AIR TUBE JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 31 X 00 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISC ELEC CONNECTOR FROM #1 ENG INLET ANTI-ICE VALVE JE725530 0.1 MB723853 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 31 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC ELEC CONNECTOR FROM #1 ENG INLET ANTI-ICE VALVE JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 31 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC ELEC CONNECTOR FROM #1 ENG INLET ANTI-ICE VALVE JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 31 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC ELEC CONNECTOR FROM #1 ENG INLET ANTI-ICE VALVE JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 32 X 00 REPLACED W/ S/N: P-1242
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET ANTI-ICE VALVE, S/N:10119 JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 32 X 00 REPLACED W/ S/N: P-1242
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET ANTI-ICE VALVE, S/N:10119 JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 32 X 00 REPLACED W/ S/N: P-1242
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET ANTI-ICE VALVE, S/N:10119 JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 32 X 00 REPLACED W/ S/N: P-1242
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET ANTI-ICE VALVE, S/N:10119 JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 33 X 00 RE-INSTALLED AND TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG INLET SECURING CLAMP JE725530 0.1 AT626730 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 33 X 00 RE-INSTALLED AND TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INLET SECURING CLAMP JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 33 X 00 RE-INSTALLED AND TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INLET SECURING CLAMP JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 33 X 00 RE-INSTALLED AND TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INLET SECURING CLAMP JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 34 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG ELECTRICAL CONNECTORS (2 EA) JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 34 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG ELECTRICAL CONNECTORS (2 EA) JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 34 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG ELECTRICAL CONNECTORS (2 EA) JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 34 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG ELECTRICAL CONNECTORS (2 EA) JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 35 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG INLET BLEED AIR HOSE CLAMP JE725530 0.1 AT626730 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 35 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INLET BLEED AIR HOSE CLAMP JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 35 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INLET BLEED AIR HOSE CLAMP JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 35 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INLET BLEED AIR HOSE CLAMP JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 36 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INLET WATER WASH HOSE SECURING CLAMP JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 36 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INLET WATER WASH HOSE SECURING CLAMP JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 36 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INLET WATER WASH HOSE SECURING CLAMP JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 36 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INLET WATER WASH HOSE SECURING CLAMP JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 37 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG FIRE EXTINGUISHER TUBE FROM FIREWALL JE725530 0.1 AT626730 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5888.1

Current Status A: X Current Status E:

SERIAL NUMBER: 8023445
LAST MISSION:

Current Status O:

HOURS:
29-Jan-2015

Current Status W:

5874.6

DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 37 X 00 RE-INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG FIRE EXTINGUISHER TUBE FROM FIREWALL JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 37 X 00 RE-INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG FIRE EXTINGUISHER TUBE FROM FIREWALL JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 37 X 00 RE-INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG FIRE EXTINGUISHER TUBE FROM FIREWALL JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 38 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG INLET JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 38 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG INLET JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 38 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG INLET JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 38 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG INLET JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 39 X 00 RE-INSTALLED TQ TO 500 IN IBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #2 ENG FUEL HOSE JE725530 0.1 AT626730 0.5 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 39 X 00 RE-INSTALLED TQ TO 500 IN IBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG FUEL HOSE JE725530 0.1 AT626730 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 39 X 00 RE-INSTALLED TQ TO 500 IN IBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG FUEL HOSE JE725530 0.1 AT626730 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 39 X 00 RE-INSTALLED TQ TO 500 IN IBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG FUEL HOSE JE725530 0.1 AT626730 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 40 X 00 RE-INSTALLED TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG IPS DUCT CLAMP JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 40 X 00 RE-INSTALLED TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG IPS DUCT CLAMP JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 40 X 00 RE-INSTALLED TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG IPS DUCT CLAMP JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 40 X 00 RE-INSTALLED TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG IPS DUCT CLAMP JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 41 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG LDS/PAS CABLE CLAMPS FROM IPS DUCT JE725530 0.1 AT626730 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 41 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG LDS/PAS CABLE CLAMPS FROM IPS DUCT JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 41 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG LDS/PAS CABLE CLAMPS FROM IPS DUCT JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 41 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG LDS/PAS CABLE CLAMPS FROM IPS DUCT JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 42 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG IPS DUCT JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 42 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG IPS DUCT JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 42 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG IPS DUCT JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 42 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG IPS DUCT JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 43 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #2 ENG PAS FROM HMU JE725530 0.1 AT626730 0.3 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 43 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG PAS FROM HMU JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 43 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG PAS FROM HMU JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 43 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG PAS FROM HMU JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 44 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG LDS FROM HMU JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 44 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG LDS FROM HMU JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 44 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG LDS FROM HMU JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 44 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG LDS FROM HMU JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 45 X 00 RE-INSTALLED TQ TO 220 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #2 ENG MANIFOLD DRAIN LINE JE725530 0.1 AT626730 0.3 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 45 X 00 RE-INSTALLED TQ TO 220 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG MANIFOLD DRAIN LINE JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 45 X 00 RE-INSTALLED TQ TO 220 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG MANIFOLD DRAIN LINE JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 45 X 00 RE-INSTALLED TQ TO 220 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG MANIFOLD DRAIN LINE JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 46 X 00 INSTALLED TQ TO 180 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG COMBUSTION DRAIN LINE JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 46 X 00 INSTALLED TQ TO 180 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG COMBUSTION DRAIN LINE JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 46 X 00 INSTALLED TQ TO 180 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG COMBUSTION DRAIN LINE JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 46 X 00 INSTALLED TQ TO 180 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG COMBUSTION DRAIN LINE JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 47 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG ELECTRICAL CONNECTORS FROM FIREWALL  JE725530 0.1 AT626730 0.3 F

(2 EA)
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5888.1

Current Status A: X Current Status E: -

SERIAL NUMBER: 8023445
LAST MISSION:

Current Status O:

HOURS:
29-Jan-2015

5874.6

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
05-Jan-2015 47 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG ELECTRICAL CONNECTORS FROM FIREWALL ~ JE725530 0.1 AT626730 0.3 F
(2 EA)
DATE SEQ NO STATUS wuc ACTION TAKEN
05-Jan-2015 47 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG ELECTRICAL CONNECTORS FROM FIREWALL ~ JE725530 0.1 AT626730 0.3 F
(2 EA)
DATE SEQ NO STATUS wuc ACTION TAKEN
05-Jan-2015 47 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG ELECTRICAL CONNECTORS FROM FIREWALL ~ JE725530 0.1 AT626730 0.3 F
(2 EA)
DATE SEQ NO STATUS wuc ACTION TAKEN
05-Jan-2015 48 X 00 RE-INSTALLED TQ TO 199 IN LBS
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD #2 ENG I/B UPPER STRUT HDWR JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
05-Jan-2015 48 X 00 RE-INSTALLED TQ TO 199 IN LBS
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD #2 ENG I/B UPPER STRUT HDWR JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
05-Jan-2015 48 X 00 RE-INSTALLED TQ TO 199 IN LBS
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD #2 ENG I/B UPPER STRUT HDWR JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
05-Jan-2015 48 X 00 RE-INSTALLED TQ TO 199 IN LBS
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD #2 ENG I/B UPPER STRUT HDWR JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
05-Jan-2015 49 X 00 REPLACED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD #2 ENG I/B UPPER STRUT COTTER PIN JE725530 0.1 AT626730 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 49 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG I/B UPPER STRUT COTTER PIN JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 49 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG I/B UPPER STRUT COTTER PIN JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 49 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG I/B UPPER STRUT COTTER PIN JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 50 X 00 RE-INSTALLED TQ TO 199 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG O/B UPPER STRUT HDWR JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 50 X 00 RE-INSTALLED TQ TO 199 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG O/B UPPER STRUT HDWR JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 50 X 00 RE-INSTALLED TQ TO 199 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG O/B UPPER STRUT HDWR JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 50 X 00 RE-INSTALLED TQ TO 199 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG O/B UPPER STRUT HDWR JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 51 X 00 RE-PLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG O/B UPPER STRUT COTTER PIN JE725530 0.1 AT626730 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 51 X 00 RE-PLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG O/B UPPER STRUT COTTER PIN JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 51 X 00 RE-PLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG O/B UPPER STRUT COTTER PIN JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 51 X 00 RE-PLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG O/B UPPER STRUT COTTER PIN JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 52 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG LOWER STRUT HDWR JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 52 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG LOWER STRUT HDWR JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 52 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG LOWER STRUT HDWR JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 52 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG LOWER STRUT HDWR JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 53 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG LOWER STRUT COTTER PIN JE725530 0.1 AT626730 0.3 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 53 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG LOWER STRUT COTTER PIN JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 53 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG LOWER STRUT COTTER PIN JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 53 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG LOWER STRUT COTTER PIN JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 54 X 00 RE-INSTALLED TQ TO 40 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG DESWIRL DUCT CLAMP JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 54 X 00 RE-INSTALLED TQ TO 40 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG DESWIRL DUCT CLAMP JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 54 X 00 RE-INSTALLED TQ TO 40 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG DESWIRL DUCT CLAMP JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 54 X 00 RE-INSTALLED TQ TO 40 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG DESWIRL DUCT CLAMP JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 55 X 00 RE-STALLED TQ TO 45 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG STARTER AIR TUBE TO STARTER CLAMP JE725530 0.1 AT626730 0.3 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5888.1

Current Status A: X

Current Status E:

SERIAL NUMBER: 8023445
LAST MISSION:

Current Status O:

HOURS:
29-Jan-2015

Current Status W:

5874.6

DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 55 X 00 RE-STALLED TQ TO 45 INLBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG STARTER AIR TUBE TO STARTER CLAMP JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 55 X 00 RE-STALLED TQ TO 45 INLBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG STARTER AIR TUBE TO STARTER CLAMP JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 55 X 00 RE-STALLED TQ TO 45 INLBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG STARTER AIR TUBE TO STARTER CLAMP JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 56 X 00 RE-INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG STARTER AIR TUBE TO FIREWALL CLAMP JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 56 X 00 RE-INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG STARTER AIR TUBE TO FIREWALL CLAMP JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 56 X 00 RE-INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG STARTER AIR TUBE TO FIREWALL CLAMP JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 56 X 00 RE-INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG STARTER AIR TUBE TO FIREWALL CLAMP JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 57 X 00 RE-INSTALLED TQ TO 45 INLBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG BLEED AIR TO FIREWALL CLAMP JE725530 0.1 AT626730 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 57 X 00 RE-INSTALLED TQ TO 45 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG BLEED AIR TO FIREWALL CLAMP JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 57 X 00 RE-INSTALLED TQ TO 45 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG BLEED AIR TO FIREWALL CLAMP JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 57 X 00 RE-INSTALLED TQ TO 45 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG BLEED AIR TO FIREWALL CLAMP JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 58 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG DRAIN LINE SECURING CLAMP JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 58 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG DRAIN LINE SECURING CLAMP JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 58 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG DRAIN LINE SECURING CLAMP JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 58 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG DRAIN LINE SECURING CLAMP JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 59 X 00 RE-INSTALLED TQ 190 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG FORWARD SUPPORT TUBE HDWR (6 EA) JE725530 0.1 AT626730 0.3 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 59 X 00 RE-INSTALLED TQ 190 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG FORWARD SUPPORT TUBE HDWR (6 EA) JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 59 X 00 RE-INSTALLED TQ 190 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG FORWARD SUPPORT TUBE HDWR (6 EA) JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 59 X 00 RE-INSTALLED TQ 190 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG FORWARD SUPPORT TUBE HDWR (6 EA) JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 60 X 00 RE-INSTALLED TQ 140 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG HSS HDWR (6 EA) JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 60 X 00 RE-INSTALLED TQ 140 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG HSS HDWR (6 EA) JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 60 X 00 RE-INSTALLED TQ 140 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG HSS HDWR (6 EA) JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 60 X 00 RE-INSTALLED TQ 140 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG HSS HDWR (6 EA) JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 61 X 00 REPLACED #2 ENG WITH S/N - GE-E-306907
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG S/N - GE-E-307504C JE725530 0.1 CH685654 1 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5888.1

Current Status A: X

Current Status E:

SERIAL NUMBER: 8023445
LAST MISSION:

Current Status O:

HOURS:
29-Jan-2015

Current Status W:

5874.6

DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 61 X 00 REPLACED #2 ENG WITH S/N - GE-E-306907

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG S/N - GE-E-307504C JE725530 0.1 CH685654 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 61 X 00 REPLACED #2 ENG WITH S/N - GE-E-306907

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG S/N - GE-E-307504C JE725530 0.1 CH685654 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 61 X 00 REPLACED #2 ENG WITH S/N - GE-E-306907

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG S/N - GE-E-307504C JE725530 0.1 CH685654 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 62 X 00 RE-INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG SDC HDWR (4 EA) JE725530 0.1 JW663394 1 D
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 62 X 00 RE-INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG SDC HDWR (4 EA) JE725530 0.1 JW663394 1 D
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 62 X 00 RE-INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG SDC HDWR (4 EA) JE725530 0.1 JW663394 1 D
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 62 X 00 RE-INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG SDC HDWR (4 EA) JE725530 0.1 JW663394 1 D
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 63 X 00 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG SDC ELECTRICAL CONNECTORS (3 EA) JE725530 0.1 JW663394 0.4 D
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 63 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG SDC ELECTRICAL CONNECTORS (3 EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 63 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG SDC ELECTRICAL CONNECTORS (3 EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 63 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG SDC ELECTRICAL CONNECTORS (3 EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 64 X 00 REPLACED WITH S/N 2410
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG SDC S/N - 06198 JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 64 X 00 REPLACED WITH S/N 2410
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG SDC S/N - 06198 JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 64 X 00 REPLACED WITH S/N 2410
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG SDC S/N - 06198 JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 64 X 00 REPLACED WITH S/N 2410
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG SDC S/N - 06198 JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 65 X 00 REINSTALLED HDWR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG SDC HDWR (4 EA) JE725530 0.1 JW663394 0.4 D
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 65 X 00 REINSTALLED HDWR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG SDC HDWR (4 EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 65 X 00 REINSTALLED HDWR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG SDC HDWR (4 EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 65 X 00 REINSTALLED HDWR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG SDC HDWR (4 EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 66 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG SDC ELECTRICAL CONNECTORS (3 EA) JE725530 0.1 JW663394 1 D
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 66 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG SDC ELECTRICAL CONNECTORS (3 EA) JE725530 0.1 JW663394 1 D
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 66 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG SDC ELECTRICAL CONNECTORS (3 EA) JE725530 0.1 JW663394 1 D
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 66 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG SDC ELECTRICAL CONNECTORS (3 EA) JE725530 0.1 JW663394 1 D
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 67 X 00 REPLACED WITH S/N 3117
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG SDC S/N - 06188 JE725530 0.1 JW663394 1 D
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 67 X 00 REPLACED WITH S/N 3117
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG SDC S/N - 06188 JE725530 0.1 JW663394 1 D
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 67 X 00 REPLACED WITH S/N 3117
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG SDC S/N - 06188 JE725530 0.1 JW663394 1 D
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 67 X 00 REPLACED WITH S/N 3117
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG SDC S/N - 06188 JE725530 0.1 JW663394 1 D
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 68 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD IVHMU HDWR (4 EA) JE725530 0.1 AT626730 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 68 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD IVHMU HDWR (4 EA) JE725530 0.1 AT626730 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 68 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD IVHMU HDWR (4 EA) JE725530 0.1 AT626730 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 68 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD IVHMU HDWR (4 EA) JE725530 0.1 AT626730 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 69 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD IVHMU ELECTRICAL CONNECTORS (4 EA) JE725530 0.1 AT626730 0.3 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 69 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD IVHMU ELECTRICAL CONNECTORS (4 EA) JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 69 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD IVHMU ELECTRICAL CONNECTORS (4 EA) JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 69 X 00 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD IVHMU ELECTRICAL CONNECTORS (4 EA) JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 70 X 00 REPLACED WITH S/N 01676
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD IVHMU S/N - 01257 JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 70 X 00 REPLACED WITH S/N 01676
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD IVHMU S/N - 01257 JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 70 X 00 REPLACED WITH S/N 01676
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD IVHMU S/N - 01257 JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 70 X 00 REPLACED WITH S/N 01676
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD IVHMU S/N - 01257 JE725530 0.1 AT626730 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 71 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD CDU HDWR (8 EA) JE725530 0.1 JW663394 0.4 D
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 71 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CDU HDWR (8 EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 71 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CDU HDWR (8 EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 71 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CDU HDWR (8 EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 72 X 00 REPLACED WITH S/N 2679
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CDU S/N - 06132 JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 72 X 00 REPLACED WITH S/N 2679
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CDU S/N - 06132 JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 72 X 00 REPLACED WITH S/N 2679
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CDU S/N - 06132 JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 72 X 00 REPLACED WITH S/N 2679
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CDU S/N - 06132 JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 73 X 00 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

#1 ENG INLET CAGE ON FOR INSTALLATION OF NEW ENG JE725530 0.1 MD741797 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5888.1

Current Status A: X Current Status E:

SERIAL NUMBER: 8023445
LAST MISSION:

Current Status O:

HOURS:
29-Jan-2015

Current Status W:

5874.6

DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 73 X 00 REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

#1 ENG INLET CAGE ON FOR INSTALLATION OF NEW ENG JE725530 0.1 MD741797 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 73 X 00 REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

#1 ENG INLET CAGE ON FOR INSTALLATION OF NEW ENG JE725530 0.1 MD741797 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 73 X 00 REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

#1 ENG INLET CAGE ON FOR INSTALLATION OF NEW ENG JE725530 0.1 MD741797 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 74 X 00 REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

#2 ENG INLET CAGE ON FOR INSTALLATION OF NEW ENG JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 74 X 00 REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

#2 ENG INLET CAGE ON FOR INSTALLATION OF NEW ENG JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 74 X 00 REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

#2 ENG INLET CAGE ON FOR INSTALLATION OF NEW ENG JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 74 X 00 REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

#2 ENG INLET CAGE ON FOR INSTALLATION OF NEW ENG JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Jan-2015 75 - 00 ALL TOOLS ACCOUNTED FOR

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CHECK REQUIRED 0 AT626730 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 75 - 00 ALL TOOLS ACCOUNTED FOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CHECK REQUIRED 0 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 75 - 00 ALL TOOLS ACCOUNTED FOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CHECK REQUIRED 0 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 75 - 00 ALL TOOLS ACCOUNTED FOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CHECK REQUIRED 0 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 76 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQUIRE 0 AT626730 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 76 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQUIRE 0 AT626730 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 76 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQUIRE 0 AT626730 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 76 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQUIRE 0 AT626730 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 77 X 00 RMVD AND TORQUED FORWARD SUPPORT TUBE BOLT TO 190 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

ATTACHED CAMRA TO #1 ENG. FOR HSS BALANCE JE725530 0.1 MD741797 0.4 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 77 X 00 RMVD AND TORQUED FORWARD SUPPORT TUBE BOLT TO 190 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ATTACHED CAMRA TO #1 ENG. FOR HSS BALANCE JE725530 0.1 MD741797 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 77 X 00 RMVD AND TORQUED FORWARD SUPPORT TUBE BOLT TO 190 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ATTACHED CAMRA TO #1 ENG. FOR HSS BALANCE JE725530 0.1 MD741797 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 77 X 00 RMVD AND TORQUED FORWARD SUPPORT TUBE BOLT TO 190 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ATTACHED CAMRA TO #1 ENG. FOR HSS BALANCE JE725530 0.1 MD741797 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 78 X 00 REMOVED, AND RE-INSTALLED BOLT. TQ TO 176 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ATTACHED CAMRA TO #2 ENG. FOR HSS BALANCE JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 78 X 00 REMOVED, AND RE-INSTALLED BOLT. TQ TO 176 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ATTACHED CAMRA TO #2 ENG. FOR HSS BALANCE JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 78 X 00 REMOVED, AND RE-INSTALLED BOLT. TQ TO 176 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ATTACHED CAMRA TO #2 ENG. FOR HSS BALANCE JE725530 0.1 AT626730 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jan-2015 78 X 00 REMOVED, AND RE-INSTALLED BOLT. TQ TO 176 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

ATTACHED CAMRA TO #2 ENG. FOR HSS BALANCE JE725530 0.1 AT626730 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Jan-2015 7:03 AM 1 - 5867.2 20-Jan-2015 5867.2 0 | 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A103 - AIRCRAFT WASH DUE. DUE AT: 17-JAN-2015. COMPLETED
UPGRADE TO RED X STATUS ON 21-JAN-2015
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AT626730 0.3 F
O O 1 00 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 09-Jan-2015 7:03 AM 2 - 5867.2 20-Jan-2015 5867.2 0 | 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A115 - LUBE REQUIRMENTS. DUE AT: 17-JAN-2015 OR 5907.2 COMPLETED
HOURS. UPGRADE TO RED X STATUS ON 21-JAN-2015 OR 5911.2
HOURS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AT626730 0.3 F
0 0 1 00 F -11
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2015 11:24 AM 1 - MG701781 5867.2 15-Jan-2015 5867.2 0 G 02
FAULT WRITE-UP: ACTION TAKEN:
KY-58 S/N 4570 RMVD FROM ACFT REQ'S ENTRY INTO CHART C COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JS625700 0.2 F
K G 1 02 F -3
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2015 11:25AM 2 - MG701781 5867.2 15-Jan-2015 5867.2 0 G 02
FAULT WRITE-UP: ACTION TAKEN:
KY-58 S/N 1190 RMVD FROM ACFT REQ'S ENTRY INTO CHART C COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JS625700 0.2 F
K G 1 02 F -3
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 12-Jan-2015 11:30 AM 3 - MG701781 5867.2 15-Jan-2015 5867.2 0 G 02
FAULT WRITE-UP: ACTION TAKEN:
KY-100 S/N-2192 RMVD FROM ACFT REQ'S ENTRY IN CHART C COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JS625700 0.2 F
K G 1 02 F -3
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-dJan-2015 12:55 PM 1 - JS625700 5867.2 15-Jan-2015 5867.2 0 G 00
FAULT WRITE-UP: ACTION TAKEN:
365-4 REVIEW DUE TO MULITIPLE CHART C AND CHART A ENTRIES COMPLETED REVIEW UPDATED -18 MANUAL TO REFLECT NEW
UPDATE
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JS625700 3 F
K G 1 00 F 0
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Jan-2015 2:07 PM 5 - AT626730 5867.2 20-Jan-2015 5867.2 0 L 08D
FAULT WRITE-UP: ACTION TAKEN:
CAUTION ADVISORY PNL REQUIRES RMOVAL S/N 0400, REQUIRES REPACEMENNT NEXT PMI INSPECTION
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AT626730 0.3 F
B G 3 08D F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
20-Jan-2015 1 X 08D RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD 2 EA CANNON PLUGS JS625700 0.2 AT626730 0.1 F
DATE SEQNO STATUS wucC ACTION TAKEN
20-Jan-2015 2 X 08D RE-SECURED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSEN HARWARE SECURING PNL JS625700 0.2 AT626730 0.1 F
DATE SEQNO STATUS wucC ACTION TAKEN
20-Jan-2015 3 - 08D COMPLETED ALL TOOLS ACCOUNTED FOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CHECK REQUIRED 0 AT626730 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN
20-Jan-2015 4 - 08D COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 AT626730 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Jan-2015 8:40 AM 1 - AT626730 5867.2 23-Jan-2015 5868.7 0 4 02B11
FAULT WRITE-UP: ACTION TAKEN:
MTF DUE FOR THE REPLACEMENT OF THE # 1 AND #2 ENGINE COMPLETED.
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DS066871 1.5 F
K G 4 02B11 F -2
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Jan-2015 8:43 AM 2 - AT626730 5867.2 23-Jan-2015 5868.7 0 4 08
FAULT WRITE-UP: ACTION TAKEN:
MTF REQUIRED FOR THE REMOVAL OF THE DUAL STAB AMP, COMPLETED.
INSTALLED # 1 AND #2 STAB AMP
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DS066871 15 F
K G 3 08 F -2
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Jan-2015 9:46 AM 3 - LV505521 5867.2 22-Jan-2015 5867.2 0 G 02
FAULT WRITE-UP: ACTION TAKEN:
UX VALIDATOR TEST REQUIRED ON STABILATOR FOR COMPLETE
INSTALLATION OF DUAL AMPS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BO317573 7 F
K G 1 02 F -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jan-2015 1 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 1 EA ELETRICAL CONNECTOR FROM NO.1 STAB AMP JE725530 0.1 BO317573 3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jan-2015 2 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED NO.2 STAB AMP JE725530 0.1 BO317573 3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jan-2015 3 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY REQUIRED 0 BO317573 0.5 F
DATE SEQ NO STATUS WucC ACTION TAKEN
21-Jan-2015 4 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQUIRED 0 BO317573 0.5 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Jan-2015 10:03 AM 4 - AT626730 5867.2 22-Jan-2015 5867.2 0 F 06E01
FAULT WRITE-UP: ACTION TAKEN:
TQ CHECK REQUIRE ON #1 ENGINE EXHAUST CAMP AFTER FIRST COMPLETED
RUN-UP
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MD741797 0.5 F
J G 3 06E01 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 21-Jan-2015 10:05 AM 5 - AT626730 5867.2 22-Jan-2015 5867.2 0 6 06E01
FAULT WRITE-UP: ACTION TAKEN:
TQ CHECK REQUIRE ON #2 ENGINE EXHAUST CAMP AFTER FIRST TQ CHECK COMPLETED, 40 IN LBS
RUN-UP
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AT626730 0.2 F
K G 3 06E01 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Jan-2015 10:05AM 6 - AT626730 5867.2 22-Jan-2015 5867.2 0 G 00
FAULT WRITE-UP: ACTION TAKEN:
3-9 HOUR TQ CHECK REQUIRED ON #1 HIGH SPEED TQ CHECK @ ENTERED IN ERROR
(5870.2 TO 5876.2)
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MD741797 0.1 F
K G 2 00 F -1
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Jan-2015 10:09AM 7 - AT626730 5867.2 22-Jan-2015 5867.2 0 G 00
FAULT WRITE-UP: ACTION TAKEN:
3-9 HOUR TQ CHECK REQUIRED ON #2 HIGH SPEED SHAFT TQ ENTERED IN ERROR
CHECK @ (5870.2 TO 5876.2)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MD741797 0.1 F
J G 2 00 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 21-Jan-2015 1:42 PM 8 - MG701781 5867.2 23-Jan-2015 5867.2 0 F 02

FAULT WRITE-UP:

WIRELESS ICS CONTROL BOX RMVD FROM ACFT NOT ENTERED IN
CHART C

ACTION TAKEN:
COMPLETED UPDATED RECORDS

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JS625700 0.2 F
K G 1 02 F -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 21-Jan-2015  2:54 PM 9 - MG701781 5867.2 23-Jan-2015 5867.2 0 G 02

FAULT WRITE-UP:
ZAHP S/N C03990 RMVD FROM ACFT NOT ENTERED IN CHART C

WHEN HOW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
K G 1 02 F -2

DELAY

ACTION TAKEN:

UPDATED W/B CHART C
TIPID MMH PID MMH TYPE
0 JS625700 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Jan-2015 2:56 PM 10 - MG701781 5867.2 23-Jan-2015 5867.2 0 G 02
FAULT WRITE-UP: ACTION TAKEN:
ZAHP S/N F02245 RMVD FROM ACFT NOT ENTERED IN CHART C UPDATED W/B CHART C
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JS625700 0.2 F
K G 1 02 F -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 22-Jan-2015 10:13 AM 2 - MD741797 5867.2 26-Jan-2015 5868.7 0 6 02
FAULT WRITE-UP: ACTION TAKEN:
TQ CHECK REQUIRED ON #1 ENG EXHAUST CLAMP AFTER NEXT COMPLETED
RUN UP
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AT626730 0.5 F
B G 2 02 F -4
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Jan-2015 12:44 PM 3 - MD741797 5867.2 22-Jan-2015 5867.2 0 5 02
FAULT WRITE-UP: ACTION TAKEN:
BLUE M/R DAMPER REQUIRES SERVICING COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AT626730 2 F
B G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
22-Jan-2015 1 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOCKWIRE FROM BLUE M/R DAMPER LV505521 0.1 MD741797 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
22-Jan-2015 2 X 02 REINSTALLED AND TORQUED TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLEED PLUGS 2 EA LV505521 0.1 MD741797 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
22-Jan-2015 3 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PACKINGS 2 EA FROM BLEED PLUGS LV505521 0.1 MD741797 0.3 F
DATE SEQ NO STATUS WucC ACTION TAKEN
22-Jan-2015 4 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQUIRED 0 MD741797 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
22-Jan-2015 5 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOLBOX INVENTORY REQUIRED

0 MD741797 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Jan-2015 12:45 PM 4 - MD741797 5867.2 22-Jan-2015 5867.2 0 5 02
FAULT WRITE-UP: ACTION TAKEN:
BLACK M/R DAMPER REQUIRES SERVICING CO MPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AT626730 2 F
B G 2 02 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

22-Jan-2015 1 X 02 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD LOCK WIRE LV505521 0.1 AT626730 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN

22-Jan-2015 2 X 02 RE-INSTALLED TQ TO 70 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD 2(EA) DRAIN PLUGS LV505521 0.1 AT626730 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN

22-Jan-2015 3 X 02 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD 2(EA) O-RINGS LV505521 0.1 AT626730 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

22-Jan-2015 4 - 02 COMPLETED ALL TOOLS ACCOUNTED FOR

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CHECK REQUIRED 0 AT626730 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

22-Jan-2015 5 - 02 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK REQUIRED 0 AT626730 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Jan-2015 1:34 PM 5 - MD741797 5867.2 22-Jan-2015 5867.2 0 5 02
FAULT WRITE-UP: ACTION TAKEN:
3-13 HOUR TQ CHECK REQUIRED ON #1 HIGH SPEED TQ CHECK @ ENTER AN ERROR
(5870.2 TO 5880.2)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AT626730 0.1 F
B G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 22-Jan-2015 1:35 PM 6 - MD741797 5867.2 23-Jan-2015 5867.2 0 6 02
FAULT WRITE-UP: ACTION TAKEN:
3-13 HOUR TQ CHECK REQUIRED ON #2 HIGH SPEED TQ CHECK @ ENTER AN ERROR
(5870.2 TO 5880.2)
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AT626730 0.2 F
B G 2 02 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Jan-2015 2:27 PM 7 - 5867.2 22-Jan-2015 5867.2 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY (PMD) COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AT626730 15 F
X 0 1 00 F 0
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Jan-2015 2:55 PM 8 - AT626730 5867.2 23-Jan-2015 5867.2 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
3-11 HOUR TQ CHECK REQUIRED ON #1 HIGH SPEED TQ CHECK @ ENTER AN ERROR
(5870.2 TO 5878.2)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AT626730 0.1 F
B G 2 00 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 22-Jan-2015 2:56 PM 9 - AT626730 5867.2 23-Jan-2015 5867.2 0 5 00
FAULT WRITE-UP: ACTION TAKEN:
3-11 HOUR TQ CHECK REQUIRED ON #2 HIGH SPEED TQ CHECK @ ENTER AN ERROR
(5870.2 TO 5878.2)
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AT626730 0.1 F
E G 2 00 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Jan-2015 3:00 PM 10 - 5867.2 22-Jan-2015 5867.2 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY (PMD) COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AT626730 15 F
X 0 1 00 F 0
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 23-Jan-2015 12:57PM 7 - JS625700 5867.2 23-Jan-2015 5867.2 0 G 00

FAULT WRITE-UP:

WEIGHT AND BALANCE RECORDS REQUIRE REVIEW FOR ENTRY
INTO BEST PROGRAM

ACTION TAKEN:
UPDATED RECORDS AND -18 MANUALLY

WHEN HOW  MAL wuc MAINT  DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JS625700 2 F
K G 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Jan-2015 7:34AM 1 - 5868.7 26-Jan-2015 5868.7 0 3 09B01A
FAULT WRITE-UP: ACTION TAKEN:
INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1). DUE COMPLETED
AT: 01-FEB-2015. UPGRADE TO RED X STATUS ON 05-FEB-2015
WHEN HOW  MAL wuc MAINT  DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AT626730 0.5 F
o) o) 1 09B01A F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Jan-2015 1:51PM 4 - 5868.7 26-Jan-2015 5868.7 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY (PMD) COMPLETED
WHEN HOW  MAL wuc MAINT  DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AT626730 15 F
X o) 1 00 F 0

DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 28-Jan-2015 3:00 PM 1 - AT626730 5872.8 28-Jan-2015 5872.8 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD REQUIRED COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AT626730 15 F
B G 7 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 03-Feb-2015 7:38 AM 1 - 5868.7 12-Feb-2015 5874.6 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A160 - 90 DAY CORROSION INSPECTION. DUE AT: 11-FEB- COMPLETED
2015. UPGRADE TO RED X STATUS ON 21-FEB-2015
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 TM729539 2.5 F
0 0 1 00 F -9
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Feb-2015 12:26 AM 3 - 5874.6 11-Feb-2015 5874.6 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A103 - AIRCRAFT WASH DUE. DUE AT: 19-FEB-2015. COMPLETED
UPGRADE TO RED X STATUS ON 23-FEB-2015
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 RK913099 2 F
0 0 1 00 F 0
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Feb-2015 12:26 AM 4 - 5874.6 12-Feb-2015 5874.6 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A115 - LUBE REQUIRMENTS. DUE AT: 19-FEB-2015 OR 5907.2 COMPLETED
HOURS. UPGRADE TO RED X STATUS ON 23-FEB-2015 OR 5911.2
HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 TM729539 25 F
O O 1 00 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 11-Sep-2014 3:41 PM 12 / AP063754 5851.3 26-Jan-2015 5868.7 0 C 04
FAULT WRITE-UP: ACTION TAKEN:
#1 ENGINE INLET CENTER SLITS CRACKED REPAIRED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AT626730 18 F
B G 1 04 F -8
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Nov-2014 8:03 AM 1 / MB723853 5851.3 18-Nov-2014 5851.3 0 S 76C01C
FAULT WRITE-UP: ACTION TAKEN:
AAR-57 SAFE/ARM PANEL RMVD FOR TROUBLESHOOTING INSTALLED PANEL WITH INOPERATIVE LIGHT PANEL
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MB723853 15 F
K G 1 76C01C F 0
DELAY

13-2s to Follow

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Nov-2014 1 X 76C01C REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BROKE SAFETY ON EXTERNAL STORES JETTISON SWITCH COVER JE725530 0.1 MB723853 0.1 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 2 X 76C01C REINSTALELD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD EXTERNAL STORES JETTISON SWITCH COVER JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 3 X 76C01C REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD AAR-57 VOLUME KNOB JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 4 X 76C01C REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD AAR-57 SAFE/ARM PANEL COVER PLATE JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 5 X 76C01C REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FUEL BOOST PUMP CONTROL PANEL FOR LOWER CONSOLE JE725530 0.1 MB723853 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 6 X 76C01C REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD XPNDR CONTROL PANEL FROM LOWER CONSOLE JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 7 X 76C01C REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SCREWS FROM AAR-57 SAFE/ARM PANEL (4 EA) JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 8 X 76C01C RECONNCETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC ELEC CONN FROM AAR-57 SAFE/ARM PANEL JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 9 X 76C01C INSTALLED PANEL S/N: 0438
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD AAR-57 SAFE/ARM PANEL S/N: 3098 JE725530 0.1 MB723853 0.3 F




Report Date: 13-Feb-2015

Selection Range : 01-Sep-2014

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5888.1

Current Status A: X Current Status E: -

SERIAL NUMBER: 8023445
LAST MISSION:

Current Status O:

Page 96 of 101
To 13-Feb-2015

HOURS:
29-Jan-2015

5874.6

Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 10 - 76C01C COMPL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHK DUE 0 MB723853 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 11 - 76C01C COMPL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 MB723853 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Nov-2014 11:18 AM 1 / CS763770 5854.3 02-Dec-2014 5855.8 0 1 19
FAULT WRITE-UP: ACTION TAKEN:
PILOTS RADALT LO LAMP DID NOT ILLUMINATE DURING TEST. FAULT ALREADY ENTERED FAULT NUMBER 2 DATEDED
03NOV2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 0.1 F
G G 2 19 F 16
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Dec-2014 2:57 PM 3 / MG701781 5867.2 27-Jan-2015 5868.7 0 L 02
FAULT WRITE-UP: ACTION TAKEN:
ASE EQUIPMENT REQUIRES REMOVAL BEFORE ACFT ARRIVES TO COMPLETED
BEST PROGRAM
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MG701781 8.1 F
K G 1 02 F 1
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Dec-2014 1 / 02 REMOVED
FAULT WRITE-UP: TIPID PID MMH TYPE

KY-58 S/N 4570 REQ'S RMVL.

TI_MMH
0

MG701781 0.1 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5888.1

Current Status A: X

Current Status E:

SERIAL NUMBER: 8023445
LAST MISSION:

Current Status O:

HOURS:
29-Jan-2015

Current Status W:

5874.6

DATE SEQ NO STATUS wuc ACTION TAKEN

18-Dec-2014 2 / 02 REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

KY-58 S/N 1190 REQ'S REMOVAL 0 MG701781 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Dec-2014 3 / 02 REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

KY-100 S/N-2192 REQ'S RMVL FROM ACFT 0 MG701781 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Dec-2014 4 / 02 RMVD

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

WIRELESS ICS CONTROL BOX S/N 0343 REQ'S REMOVAL 0 MG701781 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Dec-2014 5 / 02 RMVD

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

ZAHP S/N CO3990 REQ'S RMVL 0 MG701781 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Dec-2014 6 / 02 RMVD.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

ZAHP S/N F02245 REQ'S RMVL FROM ACFT 0 MG701781 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Dec-2014 7 / 02 RMVD FROM ACFT

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

ARC-201 S/N 02996 REQ'S RMVL 0 MG701781 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Dec-2014 8 / 02 REINST R/T S/N 00096A

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

ARC-201 R/T S/N 00096A REQ'S REINST. INTO ACFT 0 MG701781 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

18-Dec-2014 9 / 02 INST. C/H S/N 03260A

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

ARC-201 C/H S/N 03260A REQ'S REINST. ONTO ACFT 0 MG701781 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Jan-2015 10:35AM 4 / AT626730 5867.2 20-Jan-2015 5867.2 0 A 08A08
FAULT WRITE-UP: ACTION TAKEN:
STAB DUAL AMP S/N 4235 REQUIRES TO BE REMOVED REPLACED WITH #1 STAB AMP S/N P1395B, AND #2 STAB AMP S/N
1294A
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AT626730 2 F
K G 2 08A08 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
20-Jan-2015 1 X 08A08 PLACED TQ AS REQUIRED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSEN/RMVD HARDWARE SECURING STAB AMP JE725530 0.1 AT626730 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN
20-Jan-2015 2 X 08A08 RE-INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD 2(EA) CANNON PLUG JE725530 0.1 AT626730 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN
20-Jan-2015 3 - 08A08 COMPLETED ALL TOOLS ACCOUNTED FOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CHECK REQUIRED 0 AT626730 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
20-Jan-2015 4 - 08A08 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQUIRED 0 AT626730 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
20-Jan-2015 5 X 08A08 REPLACED #1 P1395B, AND #2 1294A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD STAB AMP S/N 4235 JE725530 0.1 AT626730 0.4 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 23-Jan-2015 10:32 AM 1 / MB723583 5867.2 23-Jan-2015 5867.2 0 L 19A01
FAULT WRITE-UP: ACTION TAKEN:
PILOT'S ICS CONTROL BOX RMVD FOR TROUBLESHOOTING ON REINSTALLED
ACFT 541
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MB723853 0.4 F
K G 1 19A01 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
23-Jan-2015 1 X 19A01 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOT'S ICS CONTROL BOX FROM LOWER CONSOLE JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
23-Jan-2015 2 X 19A01 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC ELEC CONN FROM PILOT'S ICS CONTROL JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
23-Jan-2015 3 - 19A01 COMPL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHK DUE 0 MB723853 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
23-Jan-2015 4 - 19A01 COMPL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 MB723853 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 23-Jan-2015 3:26 PM 8 / DS066871 5867.2 26-Jan-2015 5868.7 0 C 19
FAULT WRITE-UP: ACTION TAKEN:
XNSM OIL TEMP INDICATION ON CDU INTERMITTENT. REPAIRED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AT626730 5 F
G G 2 19 F -3
DELAY

13-2s to Follow
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5888.1

Current Status A: X Current Status E: -

SERIAL NUMBER: 8023445
LAST MISSION:

Current Status O:

HOURS:
29-Jan-2015

Current Status W:

5874.6

DATE SEQ NO STATUS wuc ACTION TAKEN

23-Jan-2015 1 / 19 RE-INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOWERED XNSM DRIP PAN 0 AT626730 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

23-Jan-2015 2 X 19 FAULT ENTERED IN ERROR

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED XMSN DRIP PAN JS625700 0.2 BO317573 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

23-Jan-2015 3 X 19 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED 1 EA XMSN CHIP DETECTOR JS625700 0.2 BO317573 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

23-Jan-2015 4 X 19 TQTO 110 INLB

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TO EA BOTS SECURING XMSN CHIP DETECTOR JS625700 0.2 BO317573 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

23-Jan-2015 5 X 19 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED XMSN CHIP DETECTOR JS625700 0.2 BO317573 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

23-Jan-2015 6 X 19 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED CHIP DETECTOR O RING JS625700 0.2 BO317573 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

23-Jan-2015 7 X 19 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED 1 EA ELETRICAL CONNECTOR FROM NO.2 SDC JS625700 0.2 BO317573 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

23-Jan-2015 8 - 19 COMPLETED ALL TOOLS ACCOUNTED FOR

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL BOX INVENTORY REQUIRED 0 AT626730 0.5 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023445 HOURS: 5874.6
NEXT PHASE: 5888.1 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Jan-2015 9 - 19 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK REQUIRED 0 AT626730 0.2 F




