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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Sep-2014 11:14 AM 1 X 5634.8 08-Sep-2014 5634.8 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A103 - AIRCRAFT WASH DUE. WAS DUE AT: 25-AUG-2014. COMPLETED
UPGRADE TO RED X STATUS ON 29-AUG-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DS066871 0.5 CH685654 1 F
O O 1 00 F -6
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 04-Sep-2014 2:03 PM 1 X CH685654 5634.8 04-Sep-2014 5634.8 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
RED M/R/B DAMPER INDICATOR NO LONGER SHOWING GOLD SERVICED
BAND
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LV505521 0.1 CH685654 1 F
S G 2 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Sep-2014 1 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLEED PLUG SAFETY LV505521 0.1 CH685654 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Sep-2014 2 X 00 REINSTALLED (2 EA) TQ TO 75 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLEED PLUGS (2 EA) LV505521 0.1 CH685654 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Sep-2014 3 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX ACCOUNTABILITY DUE 0 CH685654 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
04-Sep-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Sep-2014 4:19 PM 3 X JW663394 5635.8 09-Sep-2014 5635.8 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
DURING STAB CHECK STABULATOR FAILED TO STAY ENGAGED IN CLEANED OFF CONNECTORS
AUTO MODE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DS066871 0.5 JW663394 0.5 D
H B 3 00 D -1
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

08-Sep-2014 1 X 00 REINST.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED 2EA ELECT CONN ON STAB AMP. DS066871 0.5 MG701781 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN

08-Sep-2014 2 X 00 BLEW CANNON PLUG OUT AND CLEANED OUT PINS AND SOCKETS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

J402 FOUND TO BE DIRTY. DS066871 0.5 MG701781 0.5 F
DATE SEQNO STATUS wucC ACTION TAKEN

08-Sep-2014 3 X 00 BLEW OUT AND CLEANED PINS AND SOCKETS OF CANNON PLUG

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

J403 FOUND TO BE DIRTY DS066871 0.5 MG701781 0.5 F
DATE SEQNO STATUS wuc ACTION TAKEN

08-Sep-2014 4 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE 0 MG701781 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

08-Sep-2014 5 - 00 COPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOLBOX INVT DUE 0 MG701781 0.1 F




Report Date: 13-Feb-2015

CLOSED FAULT REPORT

Selection Range : 01-Sep-2014
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To 13-Feb-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Sep-2014 9:40 AM 2 X RD387250 5643 12-Sep-2014 5643 0 P 10
FAULT WRITE-UP: ACTION TAKEN:
#1 AND #2 FUEL BOOST PUMP ADVISORY LIGHTS FAILED TO "CAT EYES" WERE FOUND LOOSE, TIGHTENED LIGHTS.
ILLUMINATE WITH FUEL BOOST PUMP CONTROL SWITCHES IN ON ADVISORY LIGHTS NOW ILLUMINATE.
POSITION DURING RUN-UP.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LV505521 0.1 MG701781 0.5 F
U G 5 10 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
(0] 22-Sep-2014 7:09 AM 1 X 5647.6 23-Sep-2014 5647.6 0 P 00
FAULT WRITE-UP: ACTION TAKEN:
INSP 0004 - QUALITY CONTROL LOGBOOK RECON DUE. WAS DUE INSP NOT REQUIRED
AT: 19-SEP-2014. UPGRADE TO RED X STATUS ON 21-SEP-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE725530 0.1 JE725530 0.1 F
0 0 1 00 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Oct-2014 6:12 AM 2 X 5663.3 14-Oct-2014 5663.3 0 | 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A103 - AIRCRAFT WASH DUE. WAS DUE AT: 08-OCT-2014. COMPLETED.
UPGRADE TO RED X STATUS ON 12-OCT-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE725530 0.1 BP806358 2 F
0 0 1 00 F 0
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Oct-2014 6:12 AM 3 X 5663.3 14-Oct-2014 5663.3 0 | 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A115 - LUBE REQUIRMENTS. WAS DUE AT: 08-OCT-2014 OR COMPLETED.
5674.8 HOURS. UPGRADE TO RED X STATUS ON 12-OCT-2014 OR
5678.8 HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE725530 0.1 BP806358 0.5 F
0 O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 30-Oct-2014 6:54 AM 1 X 5663.3 07-Nov-2014 5663.3 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PMD REQUIRED. WAS DUE AT: 28-OCT-2014. COMPLETED
UPGRADE TO RED X STATUS ON 30-OCT-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LV505521 0.1 JW663394 0.4 D
0 0 1 00 F 22
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 04-Nov-2014 2:47 PM 1 X 5663.3 21-Nov-2014 5663.3 0 1 06F
FAULT WRITE-UP: ACTION TAKEN:
INSP A116 - INTERMEDIATE GEARBOX OIL SAMPLE. WAS DUE AT: COMPLETED
22-OCT-2014 OR 5694.9 HOURS. UPGRADE TO RED X STATUS ON
02-NOV-2014 OR 5704.9 HOURS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE725530 0.1 CH685654 0.2 F
O O 1 06F F -17
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 04-Nov-2014 2:47 PM 2 X 5663.3 21-Nov-2014 5663.3 0 2 06G01
FAULT WRITE-UP: ACTION TAKEN:
INSP A117 - TAIL GEARBOX OIL SAMPLE. WAS DUE AT: 22-OCT- COMPLETED
2014 OR 5694.9 HOURS. UPGRADE TO RED X STATUS ON 02-NOV-
2014 OR 5699.9 HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE725530 0.1 CH685654 1 F
O O 1 06G01 F -17
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 04-Nov-2014 2:47 PM 3 X 5663.3 21-Nov-2014 5663.3 0 1 15B
FAULT WRITE-UP: ACTION TAKEN:
INSP A211 - APU OIL SAMPLE. WAS DUE AT: 22-OCT-2014 OR COMPLETED
5694.9 HOURS. UPGRADE TO RED X STATUS ON 02-NOV-2014 OR
5704.9 HOURS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE725530 0.1 CH685654 0.1 F
0 0 1 15B F -17
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Nov-2014 7:39 AM 1 X 5663.3 20-Nov-2014 5663.3 0 1 04A
FAULT WRITE-UP: ACTION TAKEN:
INSP A022 - 14 DAY FLYABLE STORAGE ENGINE RUN UP. WAS DUE COMPLETED
AT: 05-NOV-2014. UPGRADE TO RED X STATUS ON 07-NOV-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS TE627387 0.5 JW663394 0.3 D
O O 1 04A F -13
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Nov-2014 6:24 AM 1 X 5663.3 19-Nov-2014 5663.3 0 | 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A103 - AIRCRAFT WASH DUE. WAS DUE AT: 13-NOV-2014. COMPLETED
UPGRADE TO RED X STATUS ON 17-NOV-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AT626730 0.2 AT417381 0.3 F
O O 1 00 F -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 17-Nov-2014 6:24 AM 2 X 5663.3 19-Nov-2014 5663.3 0 | 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A115 - LUBE REQUIRMENTS. WAS DUE AT: 13-NOV-2014 OR COMPLETED
5703.3 HOURS. UPGRADE TO RED X STATUS ON 17-NOV-2014 OR
5707.3 HOURS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AT626730 0.2 AT417381 0.3 F
0 0 1 00 F -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Nov-2014 11:53 AM 2 X 5663.3 20-Nov-2014 5663.3 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PMD REQUIRED. WAS DUE AT: 28-OCT-2014. COMPLETED
UPGRADE TO RED X STATUS ON 30-OCT-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LV505521 0.1 JW663394 1 D
0 0 1 00 F -2
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 18-Nov-2014 7:30 AM 3 X BO317573  5663.3 18-Nov-2014 5663.3 0 A 19

FAULT WRITE-UP:
GPS SDC TO BE REMOVED FOR CONTROLED EXCHANGE TO ACFT

ACTION TAKEN:
REPLACED WITH SN 1386 CONTROL EXCHANGE

042 NO.WE9EAA9322CEQ1
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JS625700 0.2 BO317573 8 F
O O 2 19 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 1 X 19 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 7 EA ELECTRICAL CONNECTOR FROM GPS SDC JS625700 0.2 BO317573 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 2 X 19 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 1 EA ANTENNA CABLE FROM GPS SDC JS625700 0.2 BO317573 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 3 X 19 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 1EA FILL CABLE FROM GPS SDC JS625700 0.2 BO317573 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 4 X 19 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 4 EA SCREWS FROM GPS SDC JS625700 0.2 BO317573 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 5 X 19 REPLACED WITH SN1386
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED GPS SDC FOR ACFT 042 CONTROL EXCHANGE JS625700 0.2 BO317573 0.5 F
NO.W89AA4322CE01
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 6 X 19 TIGHTENED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED 1 EA MOUNTING FASTENER FROM CIS PROCESSOR JS625700 0.2 BO317573 0.4 F
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Report Date: 13-Feb-2015 To 13-Feb-2015

Selection Range : 01-Sep-2014
CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7923326

LAST MISSION:
Current Status O:

MODEL: UH-60A
NEXT PHASE: 5694.9

HOURS:
29-Jan-2015

5671.2

Current Status A: X Current Status E: - Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Nov-2014 7 X 19 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CIS PROCESSOR JS625700 0.2 BO317573 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Nov-2014 8 - 19 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY REQUIRED 0 BO317573 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Nov-2014 9 - 19 COMPLETEG
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQUIRED 0 BO317573 0.4 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Nov-2014 6:30 AM 1 X 5663.3 24-Nov-2014 5663.3 08C
FAULT WRITE-UP: ACTION TAKEN:
INSP A533 - PITOT STATIC SYSTEM INSPECTION. WAS DUE AT: 20- COMPLETED CHECKED OK
OCT-2014. UPGRADE TO RED X STATUS ON 20-NOV-2014
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS EU780667 0.1 MG701781 1.1
o o 1 08C F -4
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Nov-2014 10:01 AM 1 X MG701781 5663.3 21-Nov-2014 5663.3 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
AFCC COMPUTER S/N-020615644 CONTROLEED EXCHANGED REPLACED WITH S/N 269800-2
ONTO ACFT 82-23749
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE725530 0.1 MG701781 1.1 F
K G 1 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Nov-2014 1 X 02 REINST. ONTO S/N 269800-2
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED 3EA ELECT CONN ON COMPUTER S/N 020615644 JE725530 0.1 MG701781 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Nov-2014 2 X 02 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED 2EA FASTBERS SECURING COMPUTER TO BRACKET JE725530 0.1 MG701781 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Nov-2014 3 X 02 REPLACED WITH S/N 269800-2
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COMP S/N 020615644 JE725530 0.1 MG701781 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
21-Nov-2014 4 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 MG701781 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Nov-2014 5 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVT DUE 0 MG701781 0.1 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 21-Nov-2014 12:53PM 2 X CH685654 5663.3 21-Nov-2014 5663.3 0 1 00

FAULT WRITE-UP:

#2 ENGINE WILL NOT RESET OUT OF LOCKOUT/POWER AVAILABLE
SPINDLE OUT OF RIG

ACTION TAKEN:
COMPLETED POWER AVAILABLE SPINDLE RIG

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE725530 0.1 CH685654 2 F
M G 2 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Nov-2014 1 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG POWER AVAILABLE SPINDLE FROM HMU JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Nov-2014 2 X 00 RESECURED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED UPPER CONSOLE PANEL JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Nov-2014 3 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD QUADRENT COVER HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Nov-2014 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD QUADRANT COVERS (4 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Nov-2014 5 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG PCL PUSH PULL CONNECTING HDWR COTTER PIN JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Nov-2014 6 X 00 REINSTALLED TQ TO 30 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG PCL PUSH PULL CONNECTING HDWR JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Nov-2014 7 X 00 TQ 1/4 TO 1/3 PAST SHARP RISE IN TQ
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED #2 ENG PCL PUSH PULL JAMNUT JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Nov-2014 8 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX ACCOUNTABLITY DUE 0 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Nov-2014 9 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Nov-2014 12:16 PM 3 X BO317573 5663.3 21-Nov-2014 5663.3 0 A 19
FAULT WRITE-UP: ACTION TAKEN:
NO.1 FM REMOVED FOR TROUBLESHOOTING REPLACED WITH SN 3997
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE725530 0.1 BO317573 1.2 F
K G 2 19 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Nov-2014 1 X 19 TIGHTENED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED 2 EA MOUNTING FASTENERS FROM NO.1 FM JE725530 0.1 BO317573 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Nov-2014 2 X 19 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECETD 2 EA ELECTRICAL CONNECTOR FROM NO.1 FM JE725530 0.1 BO317573 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Nov-2014 3 X 19 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECETD 3 EA ANTENNA CABLES FROM NO.1 FM JE725530 0.1 BO317573 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
21-Nov-2014 4 X 19 REPLACED WITH SN 3997
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED NO.1 FM 4088 JE725530 0.1 BO317573 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Nov-2014 5 - 19 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY REQUIRED 0 BO317573 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
21-Nov-2014 6 - 19 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK REQUIRED

0 BO317573 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC

A 01-Dec-2014 10:28 AM 3 X JW663394  5663.3 26-Jan-2015 5663.3 0 1 02A
FAULT WRITE-UP: ACTION TAKEN:
30 DAY RECURRING VISUAL INSPECTION OF ADJUSTABLE FLIGHT COMPLETED

CONTROL RODS ON HYDRAULIC DECK, FORWARD QUADRANT
ROD AND T/R SERVO CONTROL ROD EXTERNAL SURFACES
REQUIRED IAW MEC F183135 DTD 30 APR 2014 ( IN BACK OF
PAPER LOG BOOK) DUE ON 09 OCT 2014. REENTER THIS
INSPECTION WITH A DUE DATE OF 30 DAYS AFTER COMPLETION
OF THIS INSPECTION UNTIL 48 MONTH FLIGHT CONTROL ROD
INSPECTION IS COMPLETED (IN PROCESS)

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE725530 0.1 JW663394 1 D
B F 1 02A D -15
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Dec-2014 9:45 AM 1 X CH685654  5663.3 26-Jan-2015 5663.3 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
FLIGHT CONTROL RIG DUE FOR COMPLETION OF 48 MONTH RIG COMPLETED ALL NUMBERS WITHIN LIMITS EXCEPT HIGH
FLIGHT CONTROL ROD INSPECTION COLLECTIVE ANGLE

90=19.2/180=12.1/270=10.3/0=17/TOTAL=58.9/AVG =
14.725 (LIMITS ARE 15.5 +/- 0.5)

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE725530 0.1 AR074224 31 F
L G 2 00 F -13
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 1 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CABIN SOUNDPROOFING JE725530 0.1 CH685654 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 1 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CABIN SOUNDPROOFING JE725530 0.1 CH685654 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 1 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CABIN SOUNDPROOFING JE725530 0.1 CH685654 0.3 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 1 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CABIN SOUNDPROOFING JE725530 0.1 CH685654 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 1 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CABIN SOUNDPROOFING JE725530 0.1 CH685654 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 1 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CABIN SOUNDPROOFING JE725530 0.1 CH685654 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 1 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CABIN SOUNDPROOFING JE725530 0.1 CH685654 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 2 X 00 REINSTALLED TORQUED FRONT TO 50 INCH LBS(2EA) MIDDLE AND AFT
TO 35INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD GUNNER SEAT SUPPORT BRACKET HDWR JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 2 X 00 REINSTALLED TORQUED FRONT TO 50 INCH LBS(2EA) MIDDLE AND AFT
TO 35 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD GUNNER SEAT SUPPORT BRACKET HDWR JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 2 X 00 REINSTALLED TORQUED FRONT TO 50 INCH LBS(2EA) MIDDLE AND AFT
TO 35INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD GUNNER SEAT SUPPORT BRACKET HDWR JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 2 X 00 REINSTALLED TORQUED FRONT TO 50 INCH LBS(2EA) MIDDLE AND AFT
TO 35INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD GUNNER SEAT SUPPORT BRACKET HDWR JE725530 0.1 JW663394 0.4 D
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 2 X 00 REINSTALLED TORQUED FRONT TO 50 INCH LBS(2EA) MIDDLE AND AFT
TO 35INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD GUNNER SEAT SUPPORT BRACKET HDWR JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 2 X 00 REINSTALLED TORQUED FRONT TO 50 INCH LBS(2EA) MIDDLE AND AFT
TO 35INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD GUNNER SEAT SUPPORT BRACKET HDWR JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 2 X 00 REINSTALLED TORQUED FRONT TO 50 INCH LBS(2EA) MIDDLE AND AFT
TO 35INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD GUNNER SEAT SUPPORT BRACKET HDWR JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 3 X 00 REINSTALLED TORQUED TO 35 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD GUNNER SEAT SUPPORT BRACKET JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 3 X 00 REINSTALLED TORQUED TO 35 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD GUNNER SEAT SUPPORT BRACKET JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 3 X 00 REINSTALLED TORQUED TO 35 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD GUNNER SEAT SUPPORT BRACKET JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 3 X 00 REINSTALLED TORQUED TO 35 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD GUNNER SEAT SUPPORT BRACKET JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 3 X 00 REINSTALLED TORQUED TO 35 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD GUNNER SEAT SUPPORT BRACKET JE725530 0.1 JW663394 0.4 D




Page 17 of 171

Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 3 X 00 REINSTALLED TORQUED TO 35 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD GUNNER SEAT SUPPORT BRACKET JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 3 X 00 REINSTALLED TORQUED TO 35 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD GUNNER SEAT SUPPORT BRACKET JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE COVER HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE COVER HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE COVER HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE COVER HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE COVER HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD PILOTS COLLECTIVE COVER HDWR JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE COVER HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 5 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE COVER JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 5 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE COVER JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 5 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE COVER JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 5 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE COVER JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 5 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE COVER JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 5 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE COVER JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 5 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD PILOTS COLLECTIVE COVER JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 6 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CO-PILOTS COLLECTIVE COVER HDWR JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 6 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CO-PILOTS COLLECTIVE COVER HDWR JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 6 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CO-PILOTS COLLECTIVE COVER HDWR JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 6 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CO-PILOTS COLLECTIVE COVER HDWR JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 6 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CO-PILOTS COLLECTIVE COVER HDWR JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 6 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CO-PILOTS COLLECTIVE COVER HDWR JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 6 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CO-PILOTS COLLECTIVE COVER HDWR JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 7 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD CO-PILOTS COLLECTIVE COVER JE725530 0.1 JW663394 0.3 D
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 7 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CO-PILOTS COLLECTIVE COVER JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 7 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CO-PILOTS COLLECTIVE COVER JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 7 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CO-PILOTS COLLECTIVE COVER JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 7 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CO-PILOTS COLLECTIVE COVER JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 7 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CO-PILOTS COLLECTIVE COVER JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 7 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CO-PILOTS COLLECTIVE COVER JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 8 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS CYCLIC BOOT HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 8 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD PILOTS CYCLIC BOOT HDWR JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 8 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS CYCLIC BOOT HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 8 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS CYCLIC BOOT HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 8 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS CYCLIC BOOT HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 8 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS CYCLIC BOOT HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 8 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS CYCLIC BOOT HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 9 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS CYCLIC BOOT JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 9 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS CYCLIC BOOT JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 9 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD PILOTS CYCLIC BOOT JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 9 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS CYCLIC BOOT JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 9 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS CYCLIC BOOT JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 9 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS CYCLIC BOOT JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 9 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS CYCLIC BOOT JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 10 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CO-PILOTS CYCLIC BOOT HDWR JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 10 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CO-PILOTS CYCLIC BOOT HDWR JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 10 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CO-PILOTS CYCLIC BOOT HDWR JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 10 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD CO-PILOTS CYCLIC BOOT HDWR JE725530 0.1 JW663394 0.3 D
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 10 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CO-PILOTS CYCLIC BOOT HDWR JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 10 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CO-PILOTS CYCLIC BOOT HDWR JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 10 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CO-PILOTS CYCLIC BOOT HDWR JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 11 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CO-PILOTS CYCLIC BOOT JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 11 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CO-PILOTS CYCLIC BOOT JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 11 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CO-PILOTS CYCLIC BOOT JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 11 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CO-PILOTS CYCLIC BOOT JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 11 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD CO-PILOTS CYCLIC BOOT JE725530 0.1 JW663394 0.3 D
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 11 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CO-PILOTS CYCLIC BOOT JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 11 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CO-PILOTS CYCLIC BOOT JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 12 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS LEFT PEDAL BOOT HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 12 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS LEFT PEDAL BOOT HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 12 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS LEFT PEDAL BOOT HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 12 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS LEFT PEDAL BOOT HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 12 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS LEFT PEDAL BOOT HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 12 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD PILOTS LEFT PEDAL BOOT HDWR JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 12 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS LEFT PEDAL BOOT HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 13 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS LEFT PEDAL BOOT JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 13 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS LEFT PEDAL BOOT JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 13 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS LEFT PEDAL BOOT JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 13 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS LEFT PEDAL BOOT JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 13 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS LEFT PEDAL BOOT JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 13 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS LEFT PEDAL BOOT JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 13 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD PILOTS LEFT PEDAL BOOT JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 14 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS RIGHT PEDAL BOOT HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 14 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS RIGHT PEDAL BOOT HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 14 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS RIGHT PEDAL BOOT HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 14 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS RIGHT PEDAL BOOT HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 14 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS RIGHT PEDAL BOOT HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 14 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS RIGHT PEDAL BOOT HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 14 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS RIGHT PEDAL BOOT HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 15 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD PILOTS RIGHT PEDAL BOOT JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 15 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS RIGHT PEDAL BOOT JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 15 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS RIGHT PEDAL BOOT JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 15 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS RIGHT PEDAL BOOT JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 15 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS RIGHT PEDAL BOOT JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 15 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS RIGHT PEDAL BOOT JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 15 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS RIGHT PEDAL BOOT JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 16 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS LEFT AFT YAW PEDAL CONTROL ROD COTTER PIN JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 16 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD PILOTS LEFT AFT YAW PEDAL CONTROL ROD COTTER PIN JE725530 0.1 AT417381 0.3 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 16 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS LEFT AFT YAW PEDAL CONTROL ROD COTTER PIN JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 16 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS LEFT AFT YAW PEDAL CONTROL ROD COTTER PIN JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 16 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS LEFT AFT YAW PEDAL CONTROL ROD COTTER PIN JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 16 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS LEFT AFT YAW PEDAL CONTROL ROD COTTER PIN JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 16 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS LEFT AFT YAW PEDAL CONTROL ROD COTTER PIN JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 17 X 00 TQTO40INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS LEFT AFT YAW PEDAL CONTROL ROD HDWR JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 17 X 00 TQTO40INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS LEFT AFT YAW PEDAL CONTROL ROD HDWR JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 17 X 00 TQTO40INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD PILOTS LEFT AFT YAW PEDAL CONTROL ROD HDWR JE725530 0.1 AT417381 0.3 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 17 X 00 TQTO40INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS LEFT AFT YAW PEDAL CONTROL ROD HDWR JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 17 X 00 TQTO40INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS LEFT AFT YAW PEDAL CONTROL ROD HDWR JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 17 X 00 TQTO40INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS LEFT AFT YAW PEDAL CONTROL ROD HDWR JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 17 X 00 TQTO40INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS LEFT AFT YAW PEDAL CONTROL ROD HDWR JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 18 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS RIGHT AFT YAW PEDAL CONTROL ROD COTTER PIN JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 18 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS RIGHT AFT YAW PEDAL CONTROL ROD COTTER PIN JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 18 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS RIGHT AFT YAW PEDAL CONTROL ROD COTTER PIN JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 18 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD PILOTS RIGHT AFT YAW PEDAL CONTROL ROD COTTER PIN JE725530 0.1 AT417381 0.3 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 18 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS RIGHT AFT YAW PEDAL CONTROL ROD COTTER PIN JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 18 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS RIGHT AFT YAW PEDAL CONTROL ROD COTTER PIN JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 18 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS RIGHT AFT YAW PEDAL CONTROL ROD COTTER PIN JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 19 X 00 TQTO 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS RIGHT AFT YAW PEDAL CONTROL ROD HDWR JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 19 X 00 TQTO 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS RIGHT AFT YAW PEDAL CONTROL ROD HDWR JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 19 X 00 TQTO 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS RIGHT AFT YAW PEDAL CONTROL ROD HDWR JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 19 X 00 TQTO 50 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS RIGHT AFT YAW PEDAL CONTROL ROD HDWR JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 19 X 00 TQTO 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD PILOTS RIGHT AFT YAW PEDAL CONTROL ROD HDWR JE725530 0.1 AT417381 0.3 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 19 X 00 TQTO 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS RIGHT AFT YAW PEDAL CONTROL ROD HDWR JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 19 X 00 TQTO 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS RIGHT AFT YAW PEDAL CONTROL ROD HDWR JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 20 X 00 TIGHTEN TO 1/6 PAST SHARP RISE IN TQ
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT ON PILOTS RIGHT YAW PEDAL CONTROL ROD JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 20 X 00 TIGHTEN TO 1/6 PAST SHARP RISE IN TQ
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT ON PILOTS RIGHT YAW PEDAL CONTROL ROD JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 20 X 00 TIGHTEN TO 1/6 PAST SHARP RISE IN TQ
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT ON PILOTS RIGHT YAW PEDAL CONTROL ROD JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 20 X 00 TIGHTEN TO 1/6 PAST SHARP RISE IN TQ
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT ON PILOTS RIGHT YAW PEDAL CONTROL ROD JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 20 X 00 TIGHTEN TO 1/6 PAST SHARP RISE IN TQ
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT ON PILOTS RIGHT YAW PEDAL CONTROL ROD JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 20 X 00 TIGHTEN TO 1/6 PAST SHARP RISE IN TQ
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED JAMNUT ON PILOTS RIGHT YAW PEDAL CONTROL ROD JE725530 0.1 AT417381 0.3 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 20 X 00 TIGHTEN TO 1/6 PAST SHARP RISE IN TQ
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT ON PILOTS RIGHT YAW PEDAL CONTROL ROD JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 21 X 00 TIGHTEN TO 1/6 PAST SHARP RISE IN TQ
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT ON PILOTS LEFT YAW PEDAL CONTROL ROD JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 21 X 00 TIGHTEN TO 1/6 PAST SHARP RISE IN TQ
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT ON PILOTS LEFT YAW PEDAL CONTROL ROD JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 21 X 00 TIGHTEN TO 1/6 PAST SHARP RISE IN TQ
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT ON PILOTS LEFT YAW PEDAL CONTROL ROD JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 21 X 00 TIGHTEN TO 1/6 PAST SHARP RISE IN TQ
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT ON PILOTS LEFT YAW PEDAL CONTROL ROD JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 21 X 00 TIGHTEN TO 1/6 PAST SHARP RISE IN TQ
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT ON PILOTS LEFT YAW PEDAL CONTROL ROD JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 21 X 00 TIGHTEN TO 1/6 PAST SHARP RISE IN TQ
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT ON PILOTS LEFT YAW PEDAL CONTROL ROD JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 21 X 00 TIGHTEN TO 1/6 PAST SHARP RISE IN TQ
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED JAMNUT ON PILOTS LEFT YAW PEDAL CONTROL ROD JE725530 0.1 AT417381 0.3 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 22 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COLLECTIVE BALANCE SPRING SECURING PIN COTTER PIN JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 22 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COLLECTIVE BALANCE SPRING SECURING PIN COTTER PIN JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 22 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COLLECTIVE BALANCE SPRING SECURING PIN COTTER PIN JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 22 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COLLECTIVE BALANCE SPRING SECURING PIN COTTER PIN JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 22 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COLLECTIVE BALANCE SPRING SECURING PIN COTTER PIN JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 22 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COLLECTIVE BALANCE SPRING SECURING PIN COTTER PIN JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 22 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COLLECTIVE BALANCE SPRING SECURING PIN COTTER PIN JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 23 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD COLLECTIVE BALANCE SPRING SECURING PIN JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 23 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COLLECTIVE BALANCE SPRING SECURING PIN JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 23 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COLLECTIVE BALANCE SPRING SECURING PIN JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 23 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COLLECTIVE BALANCE SPRING SECURING PIN JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 23 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COLLECTIVE BALANCE SPRING SECURING PIN JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 23 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COLLECTIVE BALANCE SPRING SECURING PIN JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 23 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COLLECTIVE BALANCE SPRING SECURING PIN JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 24 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE LONG CONTROL ROD ACCESS PANEL JE725530 0.1 CH685654 0.2 F
HDWR
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 24 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE LONG CONTROL ROD ACCESS PANEL JE725530 0.1 CH685654 0.2 F

HDWR
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 24 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE LONG CONTROL ROD ACCESS PANEL JE725530 0.1 CH685654 0.2 F
HDWR

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 24 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE LONG CONTROL ROD ACCESS PANEL JE725530 0.1 CH685654 0.2 F
HDWR

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 24 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE LONG CONTROL ROD ACCESS PANEL JE725530 0.1 CH685654 0.2 F
HDWR

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 24 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE LONG CONTROL ROD ACCESS PANEL JE725530 0.1 CH685654 0.2 F
HDWR

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 24 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE LONG CONTROL ROD ACCESS PANEL JE725530 0.1 CH685654 0.2 F
HDWR

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 25 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE LONG CONTROL ROD ACCESS PANEL JE725530 0.1 CH685654 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 25 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE LONG CONTROL ROD ACCESS PANEL JE725530 0.1 CH685654 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 25 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD PILOTS COLLECTIVE LONG CONTROL ROD ACCESS PANEL JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5694.9

Current Status A: X Current Status E: -

SERIAL NUMBER: 7923326
LAST MISSION:

Current Status O:

HOURS:
29-Jan-2015

Current Status W:

5671.2

DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 25 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD PILOTS COLLECTIVE LONG CONTROL ROD ACCESS PANEL JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 25 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD PILOTS COLLECTIVE LONG CONTROL ROD ACCESS PANEL JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 25 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD PILOTS COLLECTIVE LONG CONTROL ROD ACCESS PANEL JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 25 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD PILOTS COLLECTIVE LONG CONTROL ROD ACCESS PANEL JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 26 X 00 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD PILOTS COLLECTIVE LONG CONTROL ROD COTTER PINS (2 EA)  JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 26 X 00 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD PILOTS COLLECTIVE LONG CONTROL ROD COTTER PINS (2 EA)  JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 26 X 00 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD PILOTS COLLECTIVE LONG CONTROL ROD COTTER PINS (2 EA)  JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 26 X 00 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD PILOTS COLLECTIVE LONG CONTROL ROD COTTER PINS (2 EA)  JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 26 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE LONG CONTROL ROD COTTER PINS (2 EA)  JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 26 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE LONG CONTROL ROD COTTER PINS (2 EA)  JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 26 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE LONG CONTROL ROD COTTER PINS (2 EA)  JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 27 X 00 REINSTALLED TQ TO 50 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE LONG CONTROL ROD HDWR (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 27 X 00 REINSTALLED TQ TO 50 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE LONG CONTROL ROD HDWR (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 27 X 00 REINSTALLED TQ TO 50 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE LONG CONTROL ROD HDWR (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 27 X 00 REINSTALLED TQ TO 50 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE LONG CONTROL ROD HDWR (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 27 X 00 REINSTALLED TQ TO 50 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD PILOTS COLLECTIVE LONG CONTROL ROD HDWR (2 EA) JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 27 X 00 REINSTALLED TQ TO 50 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE LONG CONTROL ROD HDWR (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 27 X 00 REINSTALLED TQ TO 50 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE LONG CONTROL ROD HDWR (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 28 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE LONG CONTROL ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 28 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE LONG CONTROL ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 28 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE LONG CONTROL ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 28 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE LONG CONTROL ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 28 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE LONG CONTROL ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 28 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD PILOTS COLLECTIVE LONG CONTROL ROD JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5694.9

Current Status A: X Current Status E: -

SERIAL NUMBER: 7923326
LAST MISSION:

Current Status O:

HOURS:
29-Jan-2015

Current Status W:

5671.2

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 28 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE LONG CONTROL ROD JE725530 0.1 CH685654 0.2 F

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 29 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD WIRE BUNDLE CLAMP HDWR AT PILOTS COLLECTIVE LONG JE725530 0.1 CH685654 0.2 F
CONTROL ROD

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 29 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD WIRE BUNDLE CLAMP HDWR AT PILOTS COLLECTIVE LONG JE725530 0.1 CH685654 0.2 F
CONTROL ROD

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 29 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD WIRE BUNDLE CLAMP HDWR AT PILOTS COLLECTIVE LONG JE725530 0.1 CH685654 0.2 F
CONTROL ROD

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 29 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD WIRE BUNDLE CLAMP HDWR AT PILOTS COLLECTIVE LONG JE725530 0.1 CH685654 0.2 F
CONTROL ROD

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 29 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD WIRE BUNDLE CLAMP HDWR AT PILOTS COLLECTIVE LONG JE725530 0.1 CH685654 0.2 F
CONTROL ROD

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 29 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD WIRE BUNDLE CLAMP HDWR AT PILOTS COLLECTIVE LONG JE725530 0.1 CH685654 0.2 F
CONTROL ROD

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 29 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD WIRE BUNDLE CLAMP HDWR AT PILOTS COLLECTIVE LONG JE725530 0.1 CH685654 0.2 F

CONTROL ROD
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 30 X 00 REINSTALLED TQ TO 1500 IN/LBS (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED M/R DAMPER HARDWARE 2 EA JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 30 X 00 REINSTALLED TQ TO 1500 IN/LBS (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED M/R DAMPER HARDWARE 2 EA JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 30 X 00 REINSTALLED TQ TO 1500 IN/LBS (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED M/R DAMPER HARDWARE 2 EA JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 30 X 00 REINSTALLED TQ TO 1500 IN/LBS (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED M/R DAMPER HARDWARE 2 EA JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 30 X 00 REINSTALLED TQ TO 1500 IN/LBS (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED M/R DAMPER HARDWARE 2 EA JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 30 X 00 REINSTALLED TQ TO 1500 IN/LBS (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED M/R DAMPER HARDWARE 2 EA JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 30 X 00 REINSTALLED TQ TO 1500 IN/LBS (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED M/R DAMPER HARDWARE 2 EA JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 31 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD RED M/R DAMPER FROM AIRCRAFT JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 31 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED M/R DAMPER FROM AIRCRAFT JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 31 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED M/R DAMPER FROM AIRCRAFT JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 31 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED M/R DAMPER FROM AIRCRAFT JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 31 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED M/R DAMPER FROM AIRCRAFT JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 31 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED M/R DAMPER FROM AIRCRAFT JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 31 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED M/R DAMPER FROM AIRCRAFT JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 32 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY 2 EA FROM RED M/R PC ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 32 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD SAFETY 2 EA FROM RED M/R PC ROD JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 32 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY 2 EA FROM RED M/R PC ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 32 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY 2 EA FROM RED M/R PC ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 32 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY 2 EA FROM RED M/R PC ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 32 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY 2 EA FROM RED M/R PC ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 32 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY 2 EA FROM RED M/R PC ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 33 X 00 TQ TO 750 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS 2 EA ON RED M/R PC ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 33 X 00 TQ TO 750 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS 2 EA ON RED M/R PC ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 33 X 00 TQ TO 750 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED JAMNUTS 2 EA ON RED M/R PC ROD JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 33 X 00 TQ TO 750 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS 2 EA ON RED M/R PC ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 33 X 00 TQ TO 750 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS 2 EA ON RED M/R PC ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 33 X 00 TQ TO 750 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS 2 EA ON RED M/R PC ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 33 X 00 TQ TO 750 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS 2 EA ON RED M/R PC ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 34 X 00 DIFFERED TO TRACK AND BALANCE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY 2 EA FROM BLUE M/R PC ROD JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 34 X 00 DIFFERED TO TRACK AND BALANCE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY 2 EA FROM BLUE M/R PC ROD JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 34 X 00 DIFFERED TO TRACK AND BALANCE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY 2 EA FROM BLUE M/R PC ROD JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 34 X 00 DIFFERED TO TRACK AND BALANCE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD SAFETY 2 EA FROM BLUE M/R PC ROD JE725530 0.1 JW663394 0.3 D
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 34 X 00 DIFFERED TO TRACK AND BALANCE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY 2 EA FROM BLUE M/R PC ROD JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 34 X 00 DIFFERED TO TRACK AND BALANCE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY 2 EA FROM BLUE M/R PC ROD JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 34 X 00 DIFFERED TO TRACK AND BALANCE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY 2 EA FROM BLUE M/R PC ROD JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 35 X 00 TQ TO 750 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT 2 EA FROM BLUE M/R PC ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 35 X 00 TQ TO 750 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT 2 EA FROM BLUE M/R PC ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 35 X 00 TQ TO 750 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT 2 EA FROM BLUE M/R PC ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 35 X 00 TQ TO 750 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT 2 EA FROM BLUE M/R PC ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 35 X 00 TQ TO 750 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED JAMNUT 2 EA FROM BLUE M/R PC ROD JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 35 X 00 TQ TO 750 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT 2 EA FROM BLUE M/R PC ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 35 X 00 TQ TO 750 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT 2 EA FROM BLUE M/R PC ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 36 X 00 DIFFERED TO TRACK AND BALANCE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY 2 EA FROM YELLOW M/R PC ROD JE725530 0.1 JW663394 0.2 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 36 X 00 DIFFERED TO TRACK AND BALANCE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY 2 EA FROM YELLOW M/R PC ROD JE725530 0.1 JW663394 0.2 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 36 X 00 DIFFERED TO TRACK AND BALANCE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY 2 EA FROM YELLOW M/R PC ROD JE725530 0.1 JW663394 0.2 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 36 X 00 DIFFERED TO TRACK AND BALANCE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY 2 EA FROM YELLOW M/R PC ROD JE725530 0.1 JW663394 0.2 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 36 X 00 DIFFERED TO TRACK AND BALANCE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY 2 EA FROM YELLOW M/R PC ROD JE725530 0.1 JW663394 0.2 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 36 X 00 DIFFERED TO TRACK AND BALANCE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD SAFETY 2 EA FROM YELLOW M/R PC ROD JE725530 0.1 JW663394 0.2 D
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 36 X 00 DIFFERED TO TRACK AND BALANCE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY 2 EA FROM YELLOW M/R PC ROD JE725530 0.1 JW663394 0.2 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 37 X 00 TQ TO 750 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT 2 EA FROM YELLOW M/R PC ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 37 X 00 TQ TO 750 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT 2 EA FROM YELLOW M/R PC ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 37 X 00 TQ TO 750 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT 2 EA FROM YELLOW M/R PC ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 37 X 00 TQ TO 750 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT 2 EA FROM YELLOW M/R PC ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 37 X 00 TQ TO 750 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT 2 EA FROM YELLOW M/R PC ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 37 X 00 TQ TO 750 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT 2 EA FROM YELLOW M/R PC ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 37 X 00 TQ TO 750 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED JAMNUT 2 EA FROM YELLOW M/R PC ROD JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 38 X 00 DIFFERED TO TRACK AND BALANCE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY 2 EA FROM BLACK M/R PC ROD JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 38 X 00 DIFFERED TO TRACK AND BALANCE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY 2 EA FROM BLACK M/R PC ROD JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 38 X 00 DIFFERED TO TRACK AND BALANCE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY 2 EA FROM BLACK M/R PC ROD JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 38 X 00 DIFFERED TO TRACK AND BALANCE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY 2 EA FROM BLACK M/R PC ROD JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 38 X 00 DIFFERED TO TRACK AND BALANCE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY 2 EA FROM BLACK M/R PC ROD JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 38 X 00 DIFFERED TO TRACK AND BALANCE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY 2 EA FROM BLACK M/R PC ROD JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 38 X 00 DIFFERED TO TRACK AND BALANCE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY 2 EA FROM BLACK M/R PC ROD JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 39 X 00 TQ TO 750 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED JAMNUT 2 EA FROM BLACK M/R PC ROD JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5694.9

Current Status A: X

Current Status E:

SERIAL NUMBER: 7923326
LAST MISSION:

Current Status O:

HOURS:
29-Jan-2015

Current Status W:

5671.2

DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 39 X 00 TQ TO 750 IN/LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED JAMNUT 2 EA FROM BLACK M/R PC ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 39 X 00 TQ TO 750 IN/LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED JAMNUT 2 EA FROM BLACK M/R PC ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 39 X 00 TQ TO 750 IN/LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED JAMNUT 2 EA FROM BLACK M/R PC ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 39 X 00 TQ TO 750 IN/LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED JAMNUT 2 EA FROM BLACK M/R PC ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 39 X 00 TQ TO 750 IN/LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED JAMNUT 2 EA FROM BLACK M/R PC ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 39 X 00 TQ TO 750 IN/LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED JAMNUT 2 EA FROM BLACK M/R PC ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 40 X 00 REPLACED (4 EA)

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD T/R P/C RODS OUTER HDWR SAFETIES (4 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 40 X 00 REPLACED (4 EA)

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD T/R P/C RODS OUTER HDWR SAFETIES (4 EA) JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 40 X 00 REPLACED (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R P/C RODS OUTER HDWR SAFETIES (4 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 40 X 00 REPLACED (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R P/C RODS OUTER HDWR SAFETIES (4 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 40 X 00 REPLACED (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R P/C RODS OUTER HDWR SAFETIES (4 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 40 X 00 REPLACED (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R P/C RODS OUTER HDWR SAFETIES (4 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 40 X 00 REPLACED (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R P/C RODS OUTER HDWR SAFETIES (4 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 41 X 00 REINSTALLED TQ TO 160 IN/LBS (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R P/C RODS OUTER HDWR (4 EA) JE725530 0.1 CH685654 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 41 X 00 REINSTALLED TQ TO 160 IN/LBS (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R P/C RODS OUTER HDWR (4 EA) JE725530 0.1 CH685654 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 41 X 00 REINSTALLED TQ TO 160 IN/LBS (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD T/R P/C RODS OUTER HDWR (4 EA) JE725530 0.1 CH685654 0.4 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 41 X 00 REINSTALLED TQ TO 160 IN/LBS (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R P/C RODS OUTER HDWR (4 EA) JE725530 0.1 CH685654 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 41 X 00 REINSTALLED TQ TO 160 IN/LBS (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R P/C RODS OUTER HDWR (4 EA) JE725530 0.1 CH685654 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 41 X 00 REINSTALLED TQ TO 160 IN/LBS (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R P/C RODS OUTER HDWR (4 EA) JE725530 0.1 CH685654 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 41 X 00 REINSTALLED TQ TO 160 IN/LBS (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R P/C RODS OUTER HDWR (4 EA) JE725530 0.1 CH685654 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 42 X 00 REPLACED (8 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R P/C ROD JAMNUT SAFETIES (8 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 42 X 00 REPLACED (8 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R P/C ROD JAMNUT SAFETIES (8 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 42 X 00 REPLACED (8 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R P/C ROD JAMNUT SAFETIES (8 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 42 X 00 REPLACED (8 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD T/R P/C ROD JAMNUT SAFETIES (8 EA) JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 42 X 00 REPLACED (8 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R P/C ROD JAMNUT SAFETIES (8 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 42 X 00 REPLACED (8 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R P/C ROD JAMNUT SAFETIES (8 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 42 X 00 REPLACED (8 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R P/C ROD JAMNUT SAFETIES (8 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 43 X 00 TQ TO 130 IN/LBS (8 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED T/R P/C ROD JAMNUTS (8 EA) JE725530 0.1 CH685654 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 43 X 00 TQ TO 130 IN/LBS (8 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED T/R P/C ROD JAMNUTS (8 EA) JE725530 0.1 CH685654 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 43 X 00 TQ TO 130 IN/LBS (8 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED T/R P/C ROD JAMNUTS (8 EA) JE725530 0.1 CH685654 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 43 X 00 TQ TO 130 IN/LBS (8 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED T/R P/C ROD JAMNUTS (8 EA) JE725530 0.1 CH685654 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 43 X 00 TQ TO 130 IN/LBS (8 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED T/R P/C ROD JAMNUTS (8 EA) JE725530 0.1 CH685654 0.4 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 43 X 00 TQ TO 130 IN/LBS (8 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED T/R P/C ROD JAMNUTS (8 EA) JE725530 0.1 CH685654 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 43 X 00 TQ TO 130 IN/LBS (8 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED T/R P/C ROD JAMNUTS (8 EA) JE725530 0.1 CH685654 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 44 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R QUADRANT CONTROL ROD COTTER PINS (6 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 44 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R QUADRANT CONTROL ROD COTTER PINS (6 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 44 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R QUADRANT CONTROL ROD COTTER PINS (6 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 44 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R QUADRANT CONTROL ROD COTTER PINS (6 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 44 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R QUADRANT CONTROL ROD COTTER PINS (6 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 44 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD T/R QUADRANT CONTROL ROD COTTER PINS (6 EA) JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 44 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R QUADRANT CONTROL ROD COTTER PINS (6 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 45 X 00 REINSTALLED TQ TO 35 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R QUADRANT CONTROL ROD LARGE HDWR (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 45 X 00 REINSTALLED TQ TO 35 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R QUADRANT CONTROL ROD LARGE HDWR (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 45 X 00 REINSTALLED TQ TO 35 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R QUADRANT CONTROL ROD LARGE HDWR (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 45 X 00 REINSTALLED TQ TO 35 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R QUADRANT CONTROL ROD LARGE HDWR (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 45 X 00 REINSTALLED TQ TO 35 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R QUADRANT CONTROL ROD LARGE HDWR (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 45 X 00 REINSTALLED TQ TO 35 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R QUADRANT CONTROL ROD LARGE HDWR (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 45 X 00 REINSTALLED TQ TO 35 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD T/R QUADRANT CONTROL ROD LARGE HDWR (2 EA) JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 46 X 00 REINSTALLED TQ TO 20 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R QUADRANT CONTROL ROD SMALL HDWR (4 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 46 X 00 REINSTALLED TQ TO 20 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R QUADRANT CONTROL ROD SMALL HDWR (4 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 46 X 00 REINSTALLED TQ TO 20 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R QUADRANT CONTROL ROD SMALL HDWR (4 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 46 X 00 REINSTALLED TQ TO 20 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R QUADRANT CONTROL ROD SMALL HDWR (4 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 46 X 00 REINSTALLED TQ TO 20 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R QUADRANT CONTROL ROD SMALL HDWR (4 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 46 X 00 REINSTALLED TQ TO 20 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R QUADRANT CONTROL ROD SMALL HDWR (4 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 46 X 00 REINSTALLED TQ TO 20 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R QUADRANT CONTROL ROD SMALL HDWR (4 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 47 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD T/R QUADRANT CONTROL ROD JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 47 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R QUADRANT CONTROL ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 47 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R QUADRANT CONTROL ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 47 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R QUADRANT CONTROL ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 47 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R QUADRANT CONTROL ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 47 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R QUADRANT CONTROL ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 47 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R QUADRANT CONTROL ROD JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 48 X 00 REINSTALLED TQ TO 45 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER SECURING JE725530 0.1 CH685654 0.2 F
HDWR
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 48 X 00 REINSTALLED TQ TO 45 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER SECURING JE725530 0.1 CH685654 0.2 F

HDWR
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 48 X 00 REINSTALLED TQ TO 45 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER SECURING JE725530 0.1 CH685654 0.2 F
HDWR

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 48 X 00 REINSTALLED TQ TO 45 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER SECURING JE725530 0.1 CH685654 0.2 F
HDWR

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 48 X 00 REINSTALLED TQ TO 45 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER SECURING JE725530 0.1 CH685654 0.2 F
HDWR

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 48 X 00 REINSTALLED TQ TO 45 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER SECURING JE725530 0.1 CH685654 0.2 F
HDWR

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 48 X 00 REINSTALLED TQ TO 45 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER SECURING JE725530 0.1 CH685654 0.2 F
HDWR

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 49 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER SECURING JE725530 0.1 CH685654 0.2 F

HDWR COTTER PIN

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 49 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER SECURING  JE725530 0.1 CH685654 0.2 F

HDWR COTTER PIN

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 49 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER SECURING  JE725530 0.1 CH685654 0.2 F

HDWR COTTER PIN
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

03-Dec-2014 49 X 00 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER SECURING JE725530 0.1 CH685654 0.2 F

HDWR COTTER PIN

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 49 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER SECURING  JE725530 0.1 CH685654 0.2 F

HDWR COTTER PIN

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 49 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER SECURING  JE725530 0.1 CH685654 0.2 F

HDWR COTTER PIN

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 49 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER SECURING  JE725530 0.1 CH685654 0.2 F

HDWR COTTER PIN

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 50 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 50 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 50 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 50 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #1 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 50 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER JE725530 0.1 CH685654 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 50 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER JE725530 0.1 CH685654 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 50 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER JE725530 0.1 CH685654 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 51 X 00 REINSTALLED TQ TO 40 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER SECURING JE725530 0.1 CH685654 0.2 F
HDWR

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 51 X 00 REINSTALLED TQ TO 40 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER SECURING JE725530 0.1 CH685654 0.2 F
HDWR

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 51 X 00 REINSTALLED TQ TO 40 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER SECURING JE725530 0.1 CH685654 0.2 F
HDWR

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 51 X 00 REINSTALLED TQ TO 40 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER SECURING JE725530 0.1 CH685654 0.2 F
HDWR

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 51 X 00 REINSTALLED TQ TO 40 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER SECURING JE725530 0.1 CH685654 0.2 F

HDWR
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 51 X 00 REINSTALLED TQ TO 40 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER SECURING JE725530 0.1 CH685654 0.2 F
HDWR

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 51 X 00 REINSTALLED TQ TO 40 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER SECURING JE725530 0.1 CH685654 0.2 F
HDWR

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 52 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER SECURING JE725530 0.1 CH685654 0.2 F

HDWR COTTER PIN

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 52 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER SECURING  JE725530 0.1 CH685654 0.2 F

HDWR COTTER PIN

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 52 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER SECURING  JE725530 0.1 CH685654 0.2 F

HDWR COTTER PIN

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 52 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER SECURING  JE725530 0.1 CH685654 0.2 F

HDWR COTTER PIN

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 52 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER SECURING  JE725530 0.1 CH685654 0.2 F

HDWR COTTER PIN

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 52 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER SECURING  JE725530 0.1 CH685654 0.2 F

HDWR COTTER PIN
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5694.9

Current Status A: X Current Status E: -

SERIAL NUMBER: 7923326
LAST MISSION:

Current Status O:

HOURS:
29-Jan-2015

Current Status W:

5671.2

DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 52 X 00 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER SECURING  JE725530 0.1 CH685654 0.2 F

HDWR COTTER PIN
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 53 X 00 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #2 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 53 X 00 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #2 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 53 X 00 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #2 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 53 X 00 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #2 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 53 X 00 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #2 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 53 X 00 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #2 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 53 X 00 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #2 SIDE TAIL ROTOR QUADRANT SPRING CYLINDER JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 54 X 00 REPLACED (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS CYCLIC STOP SAFETIES (4 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 54 X 00 REPLACED (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS CYCLIC STOP SAFETIES (4 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 54 X 00 REPLACED (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS CYCLIC STOP SAFETIES (4 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 54 X 00 REPLACED (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS CYCLIC STOP SAFETIES (4 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 54 X 00 REPLACED (4 EAY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS CYCLIC STOP SAFETIES (4 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 54 X 00 REPLACED (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS CYCLIC STOP SAFETIES (4 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 54 X 00 REPLACED (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS CYCLIC STOP SAFETIES (4 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 55 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED PILOTS CYCLIC STOP JAMNUTS (4 EA) JE725530 0.1 CH685654 0.5 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 55 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED PILOTS CYCLIC STOP JAMNUTS (4 EA) JE725530 0.1 CH685654 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 55 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED PILOTS CYCLIC STOP JAMNUTS (4 EA) JE725530 0.1 CH685654 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 55 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED PILOTS CYCLIC STOP JAMNUTS (4 EA) JE725530 0.1 CH685654 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 55 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED PILOTS CYCLIC STOP JAMNUTS (4 EA) JE725530 0.1 CH685654 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 55 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED PILOTS CYCLIC STOP JAMNUTS (4 EA) JE725530 0.1 CH685654 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 55 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED PILOTS CYCLIC STOP JAMNUTS (4 EA) JE725530 0.1 CH685654 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 56 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED COPILOTS CYCLIC STOP JAMNUTS (4 EA) JE725530 0.1 CH685654 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 56 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED COPILOTS CYCLIC STOP JAMNUTS (4 EA) JE725530 0.1 CH685654 0.5 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 56 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED COPILOTS CYCLIC STOP JAMNUTS (4 EA) JE725530 0.1 CH685654 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 56 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED COPILOTS CYCLIC STOP JAMNUTS (4 EA) JE725530 0.1 CH685654 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 56 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED COPILOTS CYCLIC STOP JAMNUTS (4 EA) JE725530 0.1 CH685654 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 56 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED COPILOTS CYCLIC STOP JAMNUTS (4 EA) JE725530 0.1 CH685654 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 56 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED COPILOTS CYCLIC STOP JAMNUTS (4 EA) JE725530 0.1 CH685654 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 57 X 00 ENTERRED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED COPILOTS CYCLIC STOP JAMNUT SAFETIES (4 EA) JE725530 0.1 CH685654 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 57 X 00 ENTERRED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED COPILOTS CYCLIC STOP JAMNUT SAFETIES (4 EA) JE725530 0.1 CH685654 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 57 X 00 ENTERRED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED COPILOTS CYCLIC STOP JAMNUT SAFETIES (4 EA) JE725530 0.1 CH685654 0.1 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7923326
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 5694.9

Current Status A: X

HOURS: 5671.2
29-Jan-2015

Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 57 X 00 ENTERRED IN ERROR

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED COPILOTS CYCLIC STOP JAMNUT SAFETIES (4 EA) JE725530 0.1 CH685654 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 57 X 00 ENTERRED IN ERROR

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED COPILOTS CYCLIC STOP JAMNUT SAFETIES (4 EA) JE725530 0.1 CH685654 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 57 X 00 ENTERRED IN ERROR

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED COPILOTS CYCLIC STOP JAMNUT SAFETIES (4 EA) JE725530 0.1 CH685654 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 57 X 00 ENTERRED IN ERROR

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED COPILOTS CYCLIC STOP JAMNUT SAFETIES (4 EA) JE725530 0.1 CH685654 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 58 X 00 REPLACED (4 EA)

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD COPILOTS CYCLIC STOP JAMNUT SAFETIES (4 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 58 X 00 REPLACED (4 EA)

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD COPILOTS CYCLIC STOP JAMNUT SAFETIES (4 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 58 X 00 REPLACED (4 EA)

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD COPILOTS CYCLIC STOP JAMNUT SAFETIES (4 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 58 X 00 REPLACED (4 EA)

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD COPILOTS CYCLIC STOP JAMNUT SAFETIES (4 EA) JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 58 X 00 REPLACED (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COPILOTS CYCLIC STOP JAMNUT SAFETIES (4 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 58 X 00 REPLACED (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COPILOTS CYCLIC STOP JAMNUT SAFETIES (4 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 58 X 00 REPLACED (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COPILOTS CYCLIC STOP JAMNUT SAFETIES (4 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 59 X 00 REPLACED (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE STICK STOP SAFETIES (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 59 X 00 REPLACED (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE STICK STOP SAFETIES (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 59 X 00 REPLACED (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE STICK STOP SAFETIES (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 59 X 00 REPLACED (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE STICK STOP SAFETIES (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 59 X 00 REPLACED (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD PILOTS COLLECTIVE STICK STOP SAFETIES (2 EA) JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 59 X 00 REPLACED (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE STICK STOP SAFETIES (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 59 X 00 REPLACED (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLLECTIVE STICK STOP SAFETIES (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 60 X 00 REPLACED (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COPILOTS COLLECTIVE STICK STOP SAFETIES (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 60 X 00 REPLACED (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COPILOTS COLLECTIVE STICK STOP SAFETIES (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 60 X 00 REPLACED (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COPILOTS COLLECTIVE STICK STOP SAFETIES (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 60 X 00 REPLACED (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COPILOTS COLLECTIVE STICK STOP SAFETIES (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 60 X 00 REPLACED (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COPILOTS COLLECTIVE STICK STOP SAFETIES (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 60 X 00 REPLACED (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD COPILOTS COLLECTIVE STICK STOP SAFETIES (2 EA) JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 60 X 00 REPLACED (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COPILOTS COLLECTIVE STICK STOP SAFETIES (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 61 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED PILOTS COLLECTIVE STICK STOP JAMNUTS (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 61 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED PILOTS COLLECTIVE STICK STOP JAMNUTS (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 61 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED PILOTS COLLECTIVE STICK STOP JAMNUTS (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 61 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED PILOTS COLLECTIVE STICK STOP JAMNUTS (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 61 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED PILOTS COLLECTIVE STICK STOP JAMNUTS (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 61 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED PILOTS COLLECTIVE STICK STOP JAMNUTS (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 61 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED PILOTS COLLECTIVE STICK STOP JAMNUTS (2 EA) JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 62 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED COPILOTS COLLECTIVE STICK STOP JAMNUTS (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 62 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED COPILOTS COLLECTIVE STICK STOP JAMNUTS (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 62 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED COPILOTS COLLECTIVE STICK STOP JAMNUTS (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 62 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED COPILOTS COLLECTIVE STICK STOP JAMNUTS (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 62 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED COPILOTS COLLECTIVE STICK STOP JAMNUTS (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 62 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED COPILOTS COLLECTIVE STICK STOP JAMNUTS (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 62 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ (2 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED COPILOTS COLLECTIVE STICK STOP JAMNUTS (2 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 63 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD YAW CONTROL STOP SAFETY (AFT STOP) JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 63 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YAW CONTROL STOP SAFETY (AFT STOP) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 63 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YAW CONTROL STOP SAFETY (AFT STOP) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 63 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YAW CONTROL STOP SAFETY (AFT STOP) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 63 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YAW CONTROL STOP SAFETY (AFT STOP) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 63 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YAW CONTROL STOP SAFETY (AFT STOP) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 63 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YAW CONTROL STOP SAFETY (AFT STOP) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 64 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED YAW CONTROL STOP JAMNUT (AFT STOP) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 64 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED YAW CONTROL STOP JAMNUT (AFT STOP) JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 64 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED YAW CONTROL STOP JAMNUT (AFT STOP) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 64 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED YAW CONTROL STOP JAMNUT (AFT STOP) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 64 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED YAW CONTROL STOP JAMNUT (AFT STOP) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 64 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED YAW CONTROL STOP JAMNUT (AFT STOP) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 64 X 00 TQ 1/6 TO 1/3 PAST SHARP RISE IN TQ
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED YAW CONTROL STOP JAMNUT (AFT STOP) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 65 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED MR DEICE ELECREICAL CONNECTORS FROM M/R JE725530 0.1 CH685654 0.2 F

BLADES (4 EA)

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 65 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED MR DEICE ELECREICAL CONNECTORS FROM M/R JE725530 0.1 CH685654 0.2 F

BLADES (4 EA)

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 65 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED MR DEICE ELECREICAL CONNECTORS FROM M/R JE725530 0.1 CH685654 0.2 F

BLADES (4 EA)
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13-Feb-2015 To 13-Feb-2015

Report Date: Selection Range : 01-Sep-2014

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 65 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED MR DEICE ELECREICAL CONNECTORS FROM M/R JE725530 0.1 CH685654 0.2 F
BLADES (4 EA)
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 65 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED MR DEICE ELECREICAL CONNECTORS FROM M/R JE725530 0.1 CH685654 0.2 F
BLADES (4 EA)
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 65 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED MR DEICE ELECREICAL CONNECTORS FROM M/R JE725530 0.1 CH685654 0.2 F
BLADES (4 EA)
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 65 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED MR DEICE ELECREICAL CONNECTORS FROM M/R JE725530 0.1 CH685654 0.2 F
BLADES (4 EA)
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Dec-2014 9:43 AM 1 X 5663.3 26-Jan-2015 5663.3 0 5 04A
FAULT WRITE-UP: ACTION TAKEN:
INSP A022 - 14 DAY FLYABLE STORAGE ENGINE RUN UP. WAS DUE COMPLETED
AT: 04-DEC-2014. UPGRADE TO RED X STATUS ON 06-DEC-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MB723853 0.1 JW663394 0.5 F
O O 1 04A F -10
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Dec-2014 4:07 PM 1 X AR074224 5663.3 08-Jan-2015 5663.3 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
QUAD BAY ATT RMVD REINSTALLED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JS625700 0.2 JW663394 0.4 D
K G 1 00 F 11
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
09-Dec-2014 1 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HRDW SECURING QUAD BAY ATT JS625700 0.2 AR074224 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
09-Dec-2014 2 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD QUAD BAY ATT JS625700 0.2 AR074224 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
09-Dec-2014 3 - 00 COMPL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CK REQ 0 AR074224 0.5 F
DATE SEQ NO STATUS WucC ACTION TAKEN
09-Dec-2014 4 - 00 COMPL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TB INV REQ 0 AR074224 0.5 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 09-Dec-2014 4:08 PM 2 X AR074224 5663.3 26-Jan-2015 5663.3 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
CO PILOT OVERHEAD HEATER DUCT RMVD COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE725530 0.1 JW663394 0.5 D
K G 1 00 F -7
DELAY

13-2s to Follow
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5694.9

Current Status A: X Current Status E:

SERIAL NUMBER: 7923326
LAST MISSION:

Current Status O:

HOURS:
29-Jan-2015

Current Status W:

5671.2

DATE SEQ NO STATUS wuc ACTION TAKEN

09-Dec-2014 1 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD HRDW SECURING OVERHEAD HEATER DUCT JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Dec-2014 2 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD CO PILOT OVERHEAD HEATER DUCT JE725530 0.1 JW663394 0.2 D
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Dec-2014 3 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CKREQ 0 JW663394 0.3 D
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Dec-2014 4 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TB INV REQ 0 JW663394 0.2 D
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Dec-2014 5 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOWERED COPILOT OVERHEAD CIRCUIT BREAKER PANEL JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Dec-2014 6 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD SCREWS (2 EA) SECURING WIRES TO BFT SWITCH JS625700 0.2 BO317573 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Dec-2014 7 X 00 REISNTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD JAMNUT FROM BFT SWITCH JS625700 0.2 BO317573 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Dec-2014 8 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD SCREW SECURING FRONT OF BFT SWITCH JS625700 0.2 BO317573 0.1 F




Report Date: 13-Feb-2015
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Selection Range : 01-Sep-2014 To 13-Feb-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7923326

MODEL: UH-60A
NEXT PHASE: 5694.9

Current Status A: X Current Status E: -

HOURS:
29-Jan-2015

5671.2
LAST MISSION:

Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Dec-2014 9 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BFT SWITCH JS625700 0.2 BO317573 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Dec-2014 10:34 AM 2 X CH685654  5663.3 14-Jan-2015 5663.3 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
COPILOTS COLLECTIVE LONG CONTROL ROD CONTACTING WIRE ENTERRED IN ERROR
BUNDLE SECURING CLAMP (WORD BEYOND LIMITS)
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE725530 0.1 CH685654 0.1 F
o} K 2 00 F 8
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Dec-2014 10:45AM 3 X CH685654  5663.3 26-Jan-2015 5663.3 0 1 00

FAULT WRITE-UP:

PILOTS COLLECTIVE LONG CONTROL ROD CONTACTING WIRE
BUNDLE SECURING CLAMP (WORD BEYOND LIMITS)

ACTION TAKEN:
COMPLETED IN CONJUNCTION WITH RIG

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE725530 0.1 CH685654 1 F
O K 2 00 F -4
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Dec-2014 1 X 00 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COTTER PINS (2 EA) JE725530 1 CH685654 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Dec-2014 2 X 00 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR (2 EA) JE725530 0.1 CH685654 0.1 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Dec-2014 3 X 00 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CONTROL ROD JE725530 0.1 CH685654 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Dec-2014 4 X 00 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CONTROL ROD ACCESS COVER HDWR JE725530 0.1 CH685654 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Dec-2014 5 X 00 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CONTROL ROD ACCESS COVER JE725530 0.1 CH685654 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Dec-2014 6 - 00 ENTERED IN ERROR1
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX ACCOUNTABILITY DUE 0 CH685654 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Dec-2014 7 - 00 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 CH685654 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 23-Dec-2014 6:26 AM 1 X 5663.3 23-Jan-2015 5663.3 0 5 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A103 - AIRCRAFT WASH DUE. WAS DUE AT: 19-DEC-2014. COMPL
UPGRADE TO RED X STATUS ON 23-DEC-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS BP806358 0.1 MB723853 15 F
O O 1 00 F 10
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 23-Dec-2014 6:26 AM 2 X 5663.3 23-Jan-2015 5663.3 0 5 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A115 - LUBE REQUIRMENTS. WAS DUE AT: 19-DEC-2014 OR COMPL
5703.3 HOURS. UPGRADE TO RED X STATUS ON 23-DEC-2014 OR
5707.3 HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS BP806358 0.1 MB723853 0.4 F
0 O 1 00 F 10
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 08-Jan-2015 6:09 AM 1 X 5663.3 23-Jan-2015 5663.3 0 5 09B01A
FAULT WRITE-UP: ACTION TAKEN:
INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1). WAS COMPL
DUE AT: 02-JAN-2015. UPGRADE TO RED X STATUS ON 06-JAN-
2015
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS BP806358 0.1 MB723853 0.3 F
0 0 1 09B01A F -15
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Jan-2015 6:48 AM 1 X 5663.3 22-Jan-2015 5663.3 0 B 08F01
FAULT WRITE-UP: ACTION TAKEN:
INSP A550 - IVHUMS BATTERY REPLACEMENT. WAS DUE AT: 14- COMGEN IN ERROR, IVHMS REPALCED W/ BATTERY DUE
DEC-2014. UPGRADE TO RED X STATUS ON 14-JAN-2015 REPLACEMENT ON 10 APRIL 2015
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE725530 0.1 MB723853 0.1 F
O O 1 08F01 F -8
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Jan-2015 8:05 AM 2 X MB723853 5663.3 22-Jan-2015 5663.3 0 A 04A09A
FAULT WRITE-UP: ACTION TAKEN:
IMPROPER ENG INLET ANTI-ICE VALVES INSTALLED FOR T700 REPLACED VALVES
ENGINES
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE725530 0.1 MB723853 8 F
K G 1 04A09A F -8
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Jan-2015 1 X 04A09A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC ELEC CONN FROM #1 ENG INLET JE725530 0.1 JG563734 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Jan-2015 1 X 04A09A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC ELEC CONN FROM #1 ENG INLET JE725530 0.1 JG563734 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Jan-2015 2 X 04A09A RECONNECTED, TQED 45 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC BLEED AIR TUBE FROM #1 ENG INLET JE725530 0.1 JG563734 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
14-Jan-2015 2 X 04A09A RECONNECTED, TQED 45 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC BLEED AIR TUBE FROM #1 ENG INLET JE725530 0.1 JG563734 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Jan-2015 3 X 04A09A RECONECTED , TQED 40 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC WATER WASH HOSE FROM #1 ENG INLET JE725530 0.1 JG563734 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
14-Jan-2015 3 X 04A09A RECONECTED , TQED 40 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC WATER WASH HOSE FROM #1 ENG INLET JE725530 0.1 JG563734 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 4 X 04A09A REINSTALLED , TQED 70 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD V-BAND CLAMP FROM #1 ENG INLET JE725530 0.1 JG563734 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 4 X 04A09A REINSTALLED , TQED 70 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD V-BAND CLAMP FROM #1 ENG INLET JE725530 0.1 JG563734 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 5 X 04A09A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET ASSY JE725530 0.1 JG563734 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 5 X 04A09A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET ASSY JE725530 0.1 JG563734 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 6 X 04A09A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC #1 ENG INLET FIRE EXT TUBE FROM FIRE WALL JE725530 0.1 JG563734 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 6 X 04A09A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC #1 ENG INLET FIRE EXT TUBE FROM FIRE WALL JE725530 0.1 JG563734 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 7 X 04A09A RECONN. ,TQED 45INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC #2 ENG BLEED AIR TUBE JE725530 0.1 JG563734 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 7 X 04A09A RECONN. ,TQED 45INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISC #2 ENG BLEED AIR TUBE JE725530 0.1 JG563734 0.3 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 8 X 04A09A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC #2 ENG ELEC CONNECTORS (2 EA) JE725530 0.1 JG563734 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 8 X 04A09A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC #2 ENG ELEC CONNECTORS (2 EA) JE725530 0.1 JG563734 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 9 X 04A09A RECONNECTED, TQED 40 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC WATER WASH HOSE FROM #2 ENG INLET JE725530 0.1 JG563734 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 9 X 04A09A RECONNECTED, TQED 40 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC WATER WASH HOSE FROM #2 ENG INLET JE725530 0.1 JG563734 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 10 X 04A09A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC #2 ENG FIRE EXT TUBE FROM FIRE WALL JE725530 0.1 JG563734 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 10 X 04A09A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC #2 ENG FIRE EXT TUBE FROM FIRE WALL JE725530 0.1 JG563734 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 11 X 04A09A REINSTALLED, TQED70 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD V-BAND CLAMP FROM #2 ENG INLET JE725530 0.1 JG563734 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 11 X 04A09A REINSTALLED, TQED70 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD V-BAND CLAMP FROM #2 ENG INLET JE725530 0.1 JG563734 0.5 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 12 X 04A09A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INLET ASSY JE725530 0.1 JG563734 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 12 X 04A09A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INLET ASSY JE725530 0.1 JG563734 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 13 X 04A09A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD OUTER SHROUD FROM #1 ENG INLET JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 13 X 04A09A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD OUTER SHROUD FROM #1 ENG INLET JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 14 X 04A09A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET OUTER SHROUD BRACKETS (2 EA) JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 14 X 04A09A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET OUTER SHROUD BRACKETS (2 EA) JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 15 X 04A09A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG INLET CENTER PANEL JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 15 X 04A09A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG INLET CENTER PANEL JE725530 0.1 MB723853 0.2 F




Report Date: 13-Feb-2015

Selection Range : 01-Sep-2014

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7923326
LAST MISSION:

Current Status O:

MODEL: UH-60A
NEXT PHASE: 5694.9

Current Status A: X Current Status E: -

HOURS:
29-Jan-2015
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To 13-Feb-2015

5671.2

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

14-Jan-2015 16 X 04A09A REINSTALLED & TQ'D 45 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD CLAMPS SECURING #1 ENG INLET ANTI-ICE VALVE (2 EA) JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Jan-2015 16 X 04A09A REINSTALLED & TQ'D 45 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD CLAMPS SECURING #1 ENG INLET ANTI-ICE VALVE (2 EA) JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Jan-2015 17 X 04A09A REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG INLET REAR BLEED AIR TUBE JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Jan-2015 17 X 04A09A REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG INLET REAR BLEED AIR TUBE JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Jan-2015 18 X 04A09A RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISC ELEC CONN FROM #1 ENG INLET ANTI-ICE VALVE JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Jan-2015 18 X 04A09A RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISC ELEC CONN FROM #1 ENG INLET ANTI-ICE VALVE JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Jan-2015 19 X 04A09A REPLACED W/ S/N: 2869

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG INLET ANTI-ICE VALVE S/N: 14726 JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

14-Jan-2015 19 X 04A09A REPLACED W/ S/N: 2869

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG INLET ANTI-ICE VALVE S/N: 14726 JE725530 0.1 MB723853 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 20 X 04A09A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INLET UPPER SHROUD JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 20 X 04A09A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INLET UPPER SHROUD JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 21 X 04A09A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 INLET LOWER SHROUD JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 21 X 04A09A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 INLET LOWER SHROUD JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 22 X 04A09A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INLET CENTER PANEL JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 22 X 04A09A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INLET CENTER PANEL JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 23 X 04A09A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC AIR HOSE FROM ICE RATE METER JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 23 X 04A09A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISC AIR HOSE FROM ICE RATE METER JE725530 0.1 MB723853 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 24 X 04A09A REINSTALLED & TQ'D 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CLAMPS FROM #2 ENG INLET ANTI-ICE VALVE (2 EA) JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 24 X 04A09A REINSTALLED & TQ'D 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CLAMPS FROM #2 ENG INLET ANTI-ICE VALVE (2 EA) JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 25 X 04A09A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INLET REAR BLEED AIR TUBE W/ HOSE ASSY JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 25 X 04A09A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INLET REAR BLEED AIR TUBE W/ HOSE ASSY JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 26 X 04A09A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC ELEC CONN FROM #2 ENG INLET ANTI-ICE VALVE JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 26 X 04A09A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC ELEC CONN FROM #2 ENG INLET ANTI-ICE VALVE JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 27 X 04A09A REPLACED W/ S/N: 3492
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INLET ANTI-ICE VALVE S/N: 14725 JE725530 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2015 27 X 04A09A REPLACED W/ S/N: 3492
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INLET ANTI-ICE VALVE S/N: 14725 JE725530 0.1 MB723853 0.2 F
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Selection Range : 01-Sep-2014 To 13-Feb-2015

CLOSED FAULT REPORT

Report Date: 13-Feb-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Jan-2015 6:27 AM 1 X 5663.3 20-Jan-2015 5663.3 0 1 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. WAS COMPLETED
DUE AT: 13-JAN-2015. UPGRADE TO RED X STATUS ON 17-JAN-
2015
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE725530 0.1 JW663394 0.3 D
0 O 1 04A06B F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 20-Jan-2015 6:27 AM 2 X 5663.3 20-Jan-2015 5663.3 0 1 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. WAS COMPLETED
DUE AT: 13-JAN-2015. UPGRADE TO RED X STATUS ON 17-JAN-
2015
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE725530 0.1 JW663394 0.3 D
0 0 1 04A06B F 0
DELAY




Page 85 of 171

Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Jan-2015 9:49 AM 2 X BO317573 5663.3 27-Jan-2015 5663.3 0 L 19
FAULT WRITE-UP: ACTION TAKEN:
AFCS REQUIRES TROUBLESHOOTING REINSTALLED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JS625700 0.2 BO317573 1 F
K G 2 19 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
27-Jan-2015 1 X 19 TIGHTENED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED 4 EA DZUS FASTENERS FROM AFCS CONTROL PANEL JS625700 0.2 BO317573 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
27-Jan-2015 2 X 19 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 4 EA ELETRICAL CONNECTORS FROM AFCS JS625700 0.2 BO317573 0.2 F
CONTROL PANEL
DATE SEQ NO STATUS WwucC ACTION TAKEN
27-Jan-2015 3 X 19 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AFCS CONTROL PANEL FOR TROUBLESHOOTING JS625700 0.2 BO317573 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
27-Jan-2015 4 - 19 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY REQUIRED 0 BO317573 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
27-Jan-2015 5 - 19 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQUIRED 0 BO317573 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 22-Jan-2015 10:56 AM 1 ® JS625700 5663.3 22-Jan-2015 5663.3 0 G 00

FAULT WRITE-UP:

OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN
THE FOLLOWING AWR'S:) 1054 (BAMBI BUCKET) DTD 11NOV14 (R-
14), 1119 (DESERT OPS) DTD 1AUG14 (R-7), 1120 (M-240) DTD
290CT14 (R-10), 1223 (IR ANTI-COLLISION LIGHT) DTD18 JUN 13 (R-
7), 1270 (EIBF) DTD 26 NOV 14 (R-9), 1279 (RMVD COCKPIT DOORS &
WINDOWS) DTD 13JUNE (R-5), 1308 (GOODRICH HOIST) DTD 18 APR
13 (R-10), 1309 (OR AERO) DTD 14APR14 R-8), , 1324 (CMWS) DTD 18
SEP 14 (R-12), 1346 (IVHMS) DTD 15 DEC 14 (R-22), 1372 (TFM-138B)
DTD 30 JUN 14 (R-4), 1425 (CMWS) DTD 18 SEP 14 (R-18), 1444
(SINGLE AHRU) DTD 14 APR 14 (R-7), 1451 (CEFS) DTD 26SEP 14 (R-
6), 1452 (LC-6) DTD 12 APR 13 (R-4), 1453 (AIR WARRIOR) DTD 8 NOV
14 (R-4), 1455 (BATTELLE CAP) DTD 28 OCT 14 (R-5 ), 1466 (GARMIN
GPS) DTD 27 AUG 13 (R-6), 1494 (CMWS 5TH SENSOR) DTD
26SEP14 (R-8), 1513 (IPAC SOFTWARE) DTD 1 DEC 14 (R-8), 1516
(ELT) DTD 15 SEP 14 (R-8), 1524 (BAPS) DTD 1 JAN 15 (R-5), 1529
(FOGS) DTD 30 OCT 13 (R-3), 1539 (APU IBF) DTD 17 JUL 14 (R-3),
1566 (CABLE GUARD) DTD 18 MAR 13 (R-3), 1570 (M4 MOUNT) DTD
26 FEB13 (R-2), 1613 (A TO L RECAP) DTD 06JUN 13 (R-2), 1648
(MAGNUS PC) DTD 28 MAR 14 (R-3), 1656 (PHOENIX DRIP PAN) DTD
8 JAN 15 (R-3) ,1738 (APX-118) DTD 1 FEB 13 (R-1), 1750 (ANVIS-6)
DTD 29 MAR 13 (R-2), 1753 (AN/ASN-128D) DTD 17 DEC 14 (R-4), 1788
(AN/ARN-147 RECEIVER) DTD 23 DEC 14 (R-5), 1800 (EDM/BFT QUAD
BAY INST) DTD 16 JUL 14 (R-3), AND 1858 (EAWIS) DTD 02APR14 (R-
3).

ACTION TAKEN:
UPDATED AWRS WITH CURRENT EQUIPMENT

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE725530 0.1 JS625700 0.5 F
K G 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 23-Jan-2015 2:30 PM 2 ® MB723853 5663.3 27-Jan-2015 5665.3 0 R 00

FAULT WRITE-UP:

IVHMS M/R TRACKER CAMERA INSTALLED, ACFT RESTRICTED TO
MTF ONLY

WHEN HOwW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
K G 1 00 F -4

DELAY

ACTION TAKEN:
RMVD CAMERA, REINSTALLED NOSE PLATE

TIPID MMH PID MMH TYPE
JE725530 0.1 MB723853 0.1 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 02-Sep-2014 11:14 AM 2 - 5634.8 05-Sep-2014 5634.8 0 P 00

FAULT WRITE-UP: ACTION TAKEN:

INSP A177 - 90 DAY REVIEW/UPDATE OF 365-4 ENTRIES. DUE AT:
15-SEP-2014. UPGRADE TO RED X STATUS ON 25-SEP-2014

WHEN HOW MAL wuc MAINT DEFERRED

COMPLETED ON 23JUL14 FOR REDEPLOYMENT

TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JE725530 0.1 F
o} o} 1 00 F -3
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Sep-2014 11:156AM 3 - JE725530 5634.8 02-Sep-2014 5634.8 0 T 06A19
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH THE REQUIREMENTS OF H-60-14-ASAM-10 NLT COMPLIED WITH
16SEP14. (MAIN TRANSMISSION PLANETARY CARRIER ASSEMBLY)
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JE725530 0.2 F
O G 1 06A19 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 05-Sep-2014 1:47 PM 1 - CM702941  5644.5 17-Sep-2014 5644.5 0 1 05

FAULT WRITE-UP:

9-11 HR TORQUE CHECK ON OUTBOARD RETAENTION PLATE
HARDWARE DUE AT 5643.8-5645.8 ACFT HRS FOR RMVL AND
REINSTALLATION DURING FOLD FOR SHIPMENT

WHEN HOW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
K G 1 05 F -12

DELAY

ACTION TAKEN:
COMPLETED TQ STABLE AT 630 IN/LBS

TIPID MMH PID MMH TYPE

0 CH685654 1 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Sep-2014 10:21AM 1 - 5637.8 10-Sep-2014 5637.8 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PMD REQUIRED. DUE AT: 12-SEP-2014. UPGRADE TO COMPL
RED X STATUS ON 14-SEP-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AR074224 1 F
O O 1 00 F -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 08-Sep-2014 10:29 AM 2 - 5634.8 08-Sep-2014 5634.8 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
PMD DUE COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CH685654 1 F
X 0 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Sep-2014 5:21 PM 1 - JW663394 5635.8 26-Jan-2015 5663.3 0 1 02
FAULT WRITE-UP: ACTION TAKEN:
30 DAY RECURRING VISUAL INSPECTION OF ADJUSTABLE FLIGHT COMPLETED
CONTROL RODS ON HYDRAULIC DECK, FORWARD QUADRANT
ROD AND T/R SERVO CONTROL ROD EXTERNAL SURFACES
REQUIRED IAW MEC F183135 DTD 30 APR 2014 ( IN BACK OF
PAPER LOG BOOK) DUE ON 09 OCT 2014. REENTER THIS
INSPECTION WITH A DUE DATE OF 30 DAYS AFTER COMPLETION
OF THIS INSPECTION UNTIL 48 MONTH FLIGHT CONTROL ROD
INSPECTION IS COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CH685654 15 D
K G 1 02 D -10
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 1 X 02 REPLACED (3 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R CONTROL TUBE AFT SAFETIES (3 EA) JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2

NEXT PHASE: 5694.9
Current Status A: X

Current Status E:

LAST MISSION: 29-Jan-2015

Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 1 X 02 REPLACED (3 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R CONTROL TUBE AFT SAFETIES (3 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 2 X 02 REPLACED (3 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R CONTROL TUBE FWD SAFETIES (3 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 2 X 02 REPLACED (3 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R CONTROL TUBE FWD SAFETIES (3 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 3 X 02 TQ LARGE HDWR TO 35 IN/LBS (1 EA) TQ SMALL HDWR TO 20 IN/LBS (2
EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R CONTROL TUBE AFT HDWR (3 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 3 X 02 TQ LARGE HDWR TO 35 IN/LBS (1 EA) TQ SMALL HDWR TO 20 IN/LBS (2
EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R CONTROL TUBE AFT HDWR (3 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 4 X 02 TQ LARGE HDWR TO 35 IN/LBS (1 EA) TQ SMALL HDWR TO 20 IN/LBS (2
EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R CONTROL TUBE FWD HDWR (3 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 4 X 02 TQ LARGE HDWR TO 35 IN/LBS (1 EA) TQ SMALL HDWR TO 20 IN/LBS (2
EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R CONTROL TUBE FWD HDWR (3 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 5 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD T/R CONTROL TUBE

JE725530 0.1 AT417381 0.3 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7923326 HOURS: 5671.2
LAST MISSION: 29-Jan-2015

MODEL: UH-60A
NEXT PHASE: 5694.9

Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 5 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R CONTROL TUBE JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 6 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LATERAL CONTROL TUBE AFT SAFETIES (2 EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 6 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LATERAL CONTROL TUBE AFT SAFETIES (2 EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 7 X 02 REPLACED COTTER PINS (3EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LATERAL CONTROL TUBE FWD SAFETIES (3 EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 7 X 02 REPLACED COTTER PINS (3EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LATERAL CONTROL TUBE FWD SAFETIES (3 EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 8 X 02 REINSTALLED TORQUED TO 100 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LATERAL CONTROL TUBE AFT HDWR (2 EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 8 X 02 REINSTALLED TORQUED TO 100 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LATERAL CONTROL TUBE AFT HDWR (2 EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 8 X 02 REINSTALLED TORQUED TO 100 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LATERAL CONTROL TUBE AFT HDWR (2 EA) JE725530 0.1 JW663394 1 D
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 8 X 02 REINSTALLED TORQUED TO 100 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LATERAL CONTROL TUBE AFT HDWR (2 EA) JE725530 0.1 JW663394 1 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 9 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (2EA) LARGE HDWR TO
50 INCH LBS (1EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LATERAL CONTROL TUBE FWD HDWR (3 EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 9 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (2EA) LARGE HDWR TO
50 INCH LBS (1EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LATERAL CONTROL TUBE FWD HDWR (3 EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 10 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LATERAL CONTROL TUBE JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 10 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LATERAL CONTROL TUBE JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 11 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FWD CONTROL TUBE FROM SERVO TO MIXER AFT COTTER JE725530 0.1 JW663394 0.4 D
PINS (2 EA)
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 11 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FWD CONTROL TUBE FROM SERVO TO MIXER AFT COTTER JE725530 0.1 JW663394 0.4 D
PINS (2 EA)
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 12 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FWD CONTROL TUBE FROM SERVO TO MIXER FWD COTTER JE725530 0.1 JW663394 0.4 D

PINS (2 EA)
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 12 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FWD CONTROL TUBE FROM SERVO TO MIXER FWD COTTER JE725530 0.1 JW663394 0.4 D
PINS (2 EA)
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 13 X 02 REINSTALLED TORQUED TO 100 INCH LBS (2EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FWD CONTROL TUBE FROM SERVO TO MIXER AFT HDWR (2 EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 13 X 02 REINSTALLED TORQUED TO 100 INCH LBS (2EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FWD CONTROL TUBE FROM SERVO TO MIXER AFT HDWR (2 EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 14 X 02 REINSTALLED TORQUED TO 100 INCH LBS (2EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FWD CONTROL TUBE FROM SERVO TO MIXER FWD HDWR (2 JE725530 0.1 JW663394 0.4 D
EA)
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 14 X 02 REINSTALLED TORQUED TO 100 INCH LBS (2EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FWD CONTROL TUBE FROM SERVO TO MIXER FWD HDWR (2 JE725530 0.1 JW663394 0.4 D
EA)
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 15 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FWD CONTROL TUBE FROM SERVO TO MIXER JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 15 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FWD CONTROL TUBE FROM SERVO TO MIXER JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 16 X 02 REPLACED (3EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD COLLECTIVE BOOST CONTROL TUBE AFT COTTER PINS (3EA) JE725530 0.1 JW663394 0.4 D
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 16 X 02 REPLACED (3EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COLLECTIVE BOOST CONTROL TUBE AFT COTTER PINS (3EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 17 X 02 REPLACED (3EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COLLECTIVE BOOST CONTROL TUBE FWD COTTER PINS (3EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 17 X 02 REPLACED (3EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COLLECTIVE BOOST CONTROL TUBE FWD COTTER PINS (3EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 18 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (2EA) LARGE HDWR TO
40 INCH LBS (1EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COLLECTIVE BOOST CONTROL TUBE AFT HDWR (3EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 18 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (2EA) LARGE HDWR TO
40 INCH LBS (1EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COLLECTIVE BOOST CONTROL TUBE AFT HDWR (3EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 19 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (2EA) LARGE HDWR TO
40 INCH LBS (1EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COLLECTIVE BOOST CONTROL TUBE FWD HDWR (3EA) JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 19 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (2EA) LARGE HDWR TO
40 INCH LBS (1EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COLLECTIVE BOOST CONTROL TUBE FWD HDWR (3EA) JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 19 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (2EA) LARGE HDWR TO
40 INCH LBS (1EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD COLLECTIVE BOOST CONTROL TUBE FWD HDWR (3EA) JE725530 0.1 JW663394 0.4 D
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 19 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (2EA) LARGE HDWR TO
40 INCH LBS (1EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COLLECTIVE BOOST CONTROL TUBE FWD HDWR (3EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 20 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ROLL TQ CONTROL ROD AFT COTTER PINS (3EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 20 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ROLL TQ CONTROL ROD AFT COTTER PINS (3EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 21 X 02 REPLACED (3EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ROLL TQ CONTROL ROD FWD COTTER PINS (3EA) JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 21 X 02 REPLACED (3EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ROLL TQ CONTROL ROD FWD COTTER PINS (3EA) JE725530 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 22 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (2EA) LARGE HDWR TO
40 INCH LBS (1EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ROLL TQ CONTROL ROD AFT HDWR (3EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 22 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (2EA) LARGE HDWR TO
40 INCH LBS (1EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ROLL TQ CONTROL ROD AFT HDWR (3EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 23 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (2EA) LARGE HDWR TO
40 INCH LBS (1EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD ROLL TQ CONTROL ROD FWD HDWR (3EA) JE725530 0.1 JW663394 0.4 D
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 23 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (2EA) LARGE HDWR TO
40 INCH LBS (1EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ROLL TQ CONTROL ROD FWD HDWR (3EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 24 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ROLL TQ CONTROL ROD JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 24 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ROLL TQ CONTROL ROD JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 25 X 02 REPLACED (3EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YAW TQ CONTROL ROD AFT COTTERPINS(3EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 25 X 02 REPLACED (3EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YAW TQ CONTROL ROD AFT COTTERPINS(3EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 26 X 02 REPLACED (3EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YAW TQ CONTROL ROD FWD COTTERPINS(3EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 26 X 02 REPLACED (3EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YAW TQ CONTROL ROD FWD COTTERPINS(3EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 27 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (2EA) LARGE HDWR TO
40 INCH LBS (1EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD YAW TQ CONTROL ROD AFT HDWR (3EA) JE725530 0.1 JW663394 0.4 D
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 27 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (2EA) LARGE HDWR TO
40 INCH LBS (1EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YAW TQ CONTROL ROD AFT HDWR (3EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 28 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (2EA) LARGE HDWR TO
40 INCH LBS (1EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YAW TQ CONTROL ROD FWD HDWR (3EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 28 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (2EA) LARGE HDWR TO
40 INCH LBS (1EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YAW TQ CONTROL ROD FWD HDWR (3EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 29 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YAW TQ CONTROL ROD JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 29 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YAW TQ CONTROL ROD JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 30 X 02 REPLACED (3EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PITCH TORQUE CONTROL ROD COTTER PINS (3EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 30 X 02 REPLACED (3EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PITCH TORQUE CONTROL ROD COTTER PINS (3EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 31 X 02 REPLACED (3EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD PITCH TORQUE CONTROL ROD FWD COTTER PINS (3EA) JE725530 0.1 JW663394 0.4 D
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 31 X 02 REPLACED (3EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PITCH TORQUE CONTROL ROD FWD COTTER PINS (3EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 32 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (2EA) LARGE HDWR TO
40 INCH LBS (1EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PITCH TORQUE CONTROL ROD AFT HDWR (3EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 32 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (2EA) LARGE HDWR TO
40 INCH LBS (1EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PITCH TORQUE CONTROL ROD AFT HDWR (3EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 33 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (2EA) LARGE HDWR TO
40 INCH LBS (1EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PITCH TORQUE CONTROL ROD FWD HDWR (3EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 33 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (2EA) LARGE HDWR TO
40 INCH LBS (1EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PITCH TORQUE CONTROL ROD FWD HDWR (3EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 34 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PITCH TORQUE CONTROL ROD JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 34 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PITCH TORQUE CONTROL ROD JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 35 X 02 REPLACED (2EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ROLL BOOST SERVO TO MIXER CONTROL ROD AFT COTTER JE725530 0.1 JW663394 0.3 D

PINS (2EA)
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 35 X 02 REPLACED (2EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ROLL BOOST SERVO TO MIXER CONTROL ROD AFT COTTER JE725530 0.1 JW663394 0.3 D
PINS (2EA)
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 36 X 02 REPLACED (3EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ROLL BOOST SERVO TO MIXER CONTROL ROD FWD COTTER JE725530 0.1 JW663394 0.4 D
PINS (3EA)
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 36 X 02 REPLACED (3EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ROLL BOOST SERVO TO MIXER CONTROL ROD FWD COTTER JE725530 0.1 JW663394 0.4 D
PINS (3EA)
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 37 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (1EA) LARGE HDWR TO
40 INCH LBS (1EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ROLL BOOST SERVO TO MIXER CONTROL ROD AFT HDWR (2EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 37 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (1EA) LARGE HDWR TO
40 INCH LBS (1EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ROLL BOOST SERVO TO MIXER CONTROL ROD AFT HDWR (2EA) JE725530 0.1 JW663394 0.4 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 38 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (2EA) LARGE HDWR TO
40 INCH LBS (1EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ROLL BOOST SERVO TO MIXER CONTROL ROD FWD HDWR JE725530 0.1 JW663394 0.4 D
(3EA)
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 38 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (2EA) LARGE HDWR TO
40 INCH LBS (1EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ROLL BOOST SERVO TO MIXER CONTROL ROD FWD HDWR JE725530 0.1 JW663394 0.4 D
(3EA)
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 39 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD ROLL BOOST SERVO TO MIXER CONTROL ROD JE725530 0.1 AT417381 0.3 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 39 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ROLL BOOST SERVO TO MIXER CONTROL ROD JE725530 0.1 AT417381 0.3 F

DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 40 X 02 REPLACED (2EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COLLECTIVE BOOST SERVO TO MIXER CONTROL ROD AFT JE725530 0.1 JW663394 0.3 D

COTTER PINS (2EA)

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 40 X 02 REPLACED (2EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COLLECTIVE BOOST SERVO TO MIXER CONTROL ROD AFT JE725530 0.1 JW663394 0.3 D

COTTER PINS (2EA)

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 41 X 02 REPLACED (3EA)
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD COLLECTIVE BOOST SERVO TO MIXER CONTROL ROD FWD JE725530 0.1 JW663394 0.4 D

COTTER PINS (3EA)

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 41 X 02 REPLACED (3EA)
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD COLLECTIVE BOOST SERVO TO MIXER CONTROL ROD FWD JE725530 0.1 JW663394 0.4 D

COTTER PINS (3EA)

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 42 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (1EA) LARGE HDWR TO
40 INCH LBS (1EA)
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD COLLECTIVE BOOST SERVO TO MIXER CONTROL ROD AFT JE725530 0.1 JW663394 05 D
HDWR (2EA)
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 42 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (1EA) LARGE HDWR TO
40 INCH LBS (1EA)
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD COLLECTIVE BOOST SERVO TO MIXER CONTROL ROD AFT JE725530 0.1 JW663394 05 D
HDWR (2EA)
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 43 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (2EA) LARGE HDWR TO
40 INCH LBS (1EA)
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD COLLECTIVE BOOST SERVO TO MIXER CONTROL ROD FWD JE725530 0.1 JW663394 05 D

HDWR (3EA)
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN

09-Sep-2014 43 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (2EA) LARGE HDWR TO
40 INCH LBS (1EA)

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COLLECTIVE BOOST SERVO TO MIXER CONTROL ROD FWD JE725530 0.1 JW663394 0.5 D
HDWR (3EA)

DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 44 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COLLECTIVE BOOST SERVO TO MIXER CONTROL ROD JE725530 0.1 AT417381 0.3 F

DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 44 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COLLECTIVE BOOST SERVO TO MIXER CONTROL ROD JE725530 0.1 AT417381 0.3 F

DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 45 X 02 REPLACED (3EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YAW LEVER TO FORWARD QUADRANT CONTROL ROD JE725530 0.1 JW663394 0.5 D

FORWARD COTTER PINS (3 EA)

DATE SEQ NO STATUS wuc ACTION TAKEN

09-Sep-2014 45 X 02 REPLACED (3EA)

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD YAW LEVER TO FORWARD QUADRANT CONTROL ROD JE725530 0.1 JW663394 05 D

FORWARD COTTER PINS (3 EA)

DATE SEQ NO STATUS wuc ACTION TAKEN

09-Sep-2014 46 X 02 REPLACED (3EA)

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD YAW LEVER TO FORWARD QUADRANT CONTROL ROD AFT JE725530 0.1 JW663394 05 D

COTTER PIN (3EA)

DATE SEQ NO STATUS wuc ACTION TAKEN

09-Sep-2014 46 X 02 REPLACED (3EA)

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YAW LEVER TO FORWARD QUADRANT CONTROL ROD AFT JE725530 0.1 JW663394 0.5 D

COTTER PIN (3EA)

DATE SEQ NO STATUS wuc ACTION TAKEN

09-Sep-2014 47 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (2EA) LARGE HDWR TO
40 INCH LBS (1EA)

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

RMVD YAW LEVER TO FORWARD QUADRANT CONTROL ROD JE725530 0.1 JW663394 0.4 D

FORWARD HARDWARE (3EA)
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 47 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (2EA) LARGE HDWR TO
40 INCH LBS (1EA)

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YAW LEVER TO FORWARD QUADRANT CONTROL ROD JE725530 0.1 JW663394 0.4 D

FORWARD HARDWARE (3EA)

DATE SEQ NO STATUS wuc ACTION TAKEN

09-Sep-2014 48 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (2EA) LARGE HDWR TO
40 INCH LBS (1EA)

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

RMVD YAW LEVER TO FORWARD QUADRANT CONTROL ROD AFT JE725530 0.1 JW663394 05 D

HARDWARE (3EA)

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 48 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (2EA) LARGE HDWR TO
40 INCH LBS (1EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YAW LEVER TO FORWARD QUADRANT CONTROL ROD AFT JE725530 0.1 JW663394 0.5 D
HARDWARE (3EA)
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 49 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YAW LEVER TO FORWARD QUADRANT CONTROL ROD FROM JE725530 0.1 AT417381 0.3 F
AIRCRAFT
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 49 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YAW LEVER TO FORWARD QUADRANT CONTROL ROD FROM JE725530 0.1 AT417381 0.3 F
AIRCRAFT
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 50 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CABLE GUARD PIN COTTER PIN (1EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 50 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CABLE GUARD PIN COTTER PIN (1EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 51 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD CABLE GUARD PIN FROM AIRCRAFT JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 51 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CABLE GUARD PIN FROM AIRCRAFT JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 52 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (2EA) LARGE HDWR TO
40 INCH LBS (1EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD MIXER TO YAW LEVER PUSHROD COTTER PIN UPPER (3EA) JE725530 0.1 JW663394 0.5 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 52 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (2EA) LARGE HDWR TO
40 INCH LBS (1EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD MIXER TO YAW LEVER PUSHROD COTTER PIN UPPER (3EA) JE725530 0.1 JW663394 0.5 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 53 X 02 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD MIXER TO YAW LEVER PUSHROD COTTER PIN LOWER (3EA) JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 53 X 02 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD MIXER TO YAW LEVER PUSHROD COTTER PIN LOWER (3EA) JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 54 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (2EA) LARGE HDWR TO
40 INCH LBS (1EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD MIXER TO YAW LEVER PUSHROD HARDWARE UPPER (3EA) JE725530 0.1 JW663394 0.5 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 54 X 02 REINSTALLED TQ SMALL HDWR TO 17 INCH LBS (2EA) LARGE HDWR TO
40 INCH LBS (1EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD MIXER TO YAW LEVER PUSHROD HARDWARE UPPER (3EA) JE725530 0.1 JW663394 0.5 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 55 X 02 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD MIXER TO YAW LEVER PUSHROD HARDWARE LOWER (3EA) JE725530 0.1 AT417381 0.3 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A

NEXT PHASE: 5694.9

Current Status A: X

SERIAL NUMBER: 7923326

Current Status E: -

LAST MISSION:
Current Status O:

HOURS:
29-Jan-2015

Current Status W:

5671.2

DATE SEQ NO STATUS wuc ACTION TAKEN

09-Sep-2014 55 X 02 ENTERED IN ERROR

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD MIXER TO YAW LEVER PUSHROD HARDWARE LOWER (3EA) JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Sep-2014 56 X 02 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD COLLECTIVE BOOST CONTROL TUBE FROM AIRCRAFT JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Sep-2014 56 X 02 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD COLLECTIVE BOOST CONTROL TUBE FROM AIRCRAFT JE725530 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Sep-2014 56 X 02 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD COLLECTIVE BOOST CONTROL TUBE FROM AIRCRAFT JE725530 0.1 JW663394 0.5 D
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Sep-2014 56 X 02 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD COLLECTIVE BOOST CONTROL TUBE FROM AIRCRAFT JE725530 0.1 JW663394 0.5 D
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Sep-2014 57 X 02 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD FWD PRIMARY SERVO SAFETY JE725530 0.1 AR074224 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Sep-2014 57 X 02 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD FWD PRIMARY SERVO SAFETY JE725530 0.1 AR074224 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Sep-2014 58 X 02 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD AFT PRIMARY SERVO SAFETY JE725530 0.1 AR074224 0.5 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 58 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD AFT PRIMARY SERVO SAFETY JE725530 0.1 AR074224 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 59 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LAT PRIMARY SERVO SAFETY JE725530 0.1 AR074224 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 59 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LAT PRIMARY SERVO SAFETY JE725530 0.1 AR074224 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 60 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MIXER TO COLLECTIVE SERVO SAFETY RMVD JE725530 0.1 AR074224 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 60 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MIXER TO COLLECTIVE SERVO SAFETY RMVD JE725530 0.1 AR074224 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 61 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MIXER TO ROLL SERVO SAFETY RMVD JE725530 0.1 AR074224 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 61 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MIXER TO ROLL SERVO SAFETY RMVD JE725530 0.1 AR074224 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 62 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

MIXER TO YAW SERVO SAFETY RMVD JE725530 0.1 AR074224 0.5 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5694.9

Current Status A: X Current Status E: -

SERIAL NUMBER: 7923326
LAST MISSION:

Current Status O:

HOURS:
29-Jan-2015

Current Status W:

5671.2

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 62 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MIXER TO YAW SERVO SAFETY RMVD JE725530 0.1 AR074224 0.5 F

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 63 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY FROM COLLECTIVE CONTROL ROD FROM TQ SHAFT TO  JE725530 0.1 AR074224 0.5 F
SERVO

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 63 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY FROM COLLECTIVE CONTROL ROD FROM TQ SHAFT TO  JE725530 0.1 AR074224 0.5 F
SERVO

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 64 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY FROM PITCH CONTROL ROD FROM TQ SHAFT TO JE725530 0.1 AR074224 0.5 F
SERVO

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 64 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY FROM PITCH CONTROL ROD FROM TQ SHAFT TO JE725530 0.1 AR074224 0.5 F
SERVO

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 65 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY FROM ROLL CONTROL ROD FROM TQ SHAFT TO JE725530 0.1 AR074224 0.5 F
SERVO

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 65 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY FROM ROLL CONTROL ROD FROM TQ SHAFT TO JE725530 0.1 AR074224 0.5 F
SERVO

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 66 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY FROM YAW CONTROL ROD FROM TQ SHAFT TO SERVO  JE725530 0.1 AR074224 0.5 D
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 66 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY FROM YAW CONTROL ROD FROM TQ SHAFT TO SERVO JE725530 0.1 AR074224 0.5 D
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 67 X 02 REINSTALLED TQ LARGE HDWR TO 30 IN/LBS TQ SMALL HDWR TO 20
IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CABIN YAW CONTROL ROD FWD HDWR (3 EA) JE725530 0.1 CH685654 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 67 X 02 REINSTALLED TQ LARGE HDWR TO 30 IN/LBS TQ SMALL HDWR TO 20
IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CABIN YAW CONTROL ROD FWD HDWR (3 EA) JE725530 0.1 CH685654 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 68 X 02 REINSTALLED TQ LARGE HDWR TO 30 IN/LBS TQ SMALL HDWR TO 20
IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CABIN YAW CONTROL ROD AFT HDWR (3 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 68 X 02 REINSTALLED TQ LARGE HDWR TO 30 IN/LBS TQ SMALL HDWR TO 20
IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CABIN YAW CONTROL ROD AFT HDWR (3 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 69 X 02 REPLACED (3 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CABIN YAW CONTROL ROD FWD HDWR COTTER PINS (3 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 69 X 02 REPLACED (3 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CABIN YAW CONTROL ROD FWD HDWR COTTER PINS (3 EA) JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 70 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD CABIN YAW CONTROL ROD AFT HDWR COTTER PINS (3 EA) JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 70 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CABIN YAW CONTROL ROD AFT HDWR COTTER PINS (3 EA) JE725530 0.1 CH685654 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Sep-2014 10:37 PM 2 - 5637.8 10-Sep-2014 5637.8 0 3 05A01I
FAULT WRITE-UP: ACTION TAKEN:
INSP A020 - PERFORM M/R SPINDLE LUGS, M/R CUFF, TIP CAPS COMPL
INSPECTION. DUE AT: 5643.8 HOURS. UPGRADE TO RED X
STATUS ON 5644.9 HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AR074224 0.3 F
0 0 1 05A01I F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 10-Sep-2014 8:12 AM 1 - AT417381 5637.8 10-Sep-2014 5637.8 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD DUE COMPL
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AR074224 1 F
X G 2 00 F 0
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Sep-2014 6:26 AM 1 - 5643 12-Sep-2014 5643 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PMD REQUIRED. DUE AT: 17-SEP-2014. UPGRADE TO COMPLETED
RED X STATUS ON 19-SEP-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CH685654 1 F
O O 1 00 F -1
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

11-Sep-2014 1 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD T/R/G/B COVER 0 CH685654 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN

11-Sep-2014 2 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD I/G/B COVER 0 CH685654 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN

11-Sep-2014 3 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOLBOX ACCOUNTABILITY DUE 0 CH685654 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

11-Sep-2014 4 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE 0 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Sep-2014 4:31 PM 5 - 5647.6 24-Sep-2014 5647.6 0 6 05A01I
FAULT WRITE-UP: ACTION TAKEN:
INSP A020 - PERFORM M/R SPINDLE LUGS, M/R CUFF, TIP CAPS COMPLETED
INSPECTION. DUE AT: 5647.8 HOURS. UPGRADE TO RED X
STATUS ON 5648.9 HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AT417381 0.3 F
o] o} 1 05A011 F -13
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 16-Sep-2014 8:20 AM 1 - 5647.6 19-Sep-2014 5647.6 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PMD REQUIRED. DUE AT: 19-SEP-2014. UPGRADE TO COMPLETED
RED X STATUS ON 21-SEP-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CH685654 1 F
0 0 1 00 F -3
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Sep-2014 8:20 AM 2 - 5663.3 22-0Oct-2014 5663.3 0 1 05A03A
FAULT WRITE-UP: ACTION TAKEN:
INSP A299 - SWASHPLATE LUBE. DUE AT: 20-OCT-2014 OR 5694.9 COMPLETED.
HOURS. UPGRADE TO RED X STATUS ON 20-NOV-2014 OR 5699.9
HOURS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 3 F
O O 1 05A03A F -7
DELAY

13-2s to Follow

DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2014 1 X 05A03A REINSTALLED HARDWARE (33) EA. TQ TO 190 INCH POUNDS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD SWASHPLATE INNER RACE HARDWARE (33) EA. MB723853 0.1 EM602748 1 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 1 X 05A03A REINSTALLED HARDWARE (33) EA. TQ TO 190 INCH POUNDS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SWASHPLATE INNER RACE HARDWARE (33) EA. MB723853 0.1 EM602748 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 2 X 05A03A SEATED SWASHPALTE INNER RING.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SHIFTED SWASHPALTE INNER RING. MB723853 0.1 EM602748 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 2 X 05A03A SEATED SWASHPALTE INNER RING.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SHIFTED SWASHPALTE INNER RING. MB723853 0.1 EM602748 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 3 - 05A03A COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY DUE. 0 BP806358 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 3 - 05A03A COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY DUE. 0 BP806358 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 3 - 05A03A COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY DUE. 0 EM602748 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 3 - 05A03A COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY DUE. 0 EM602748 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 4 - 05A03A COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE. 0 BP806358 0.2 F




Report Date: 13-Feb-2015
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Selection Range : 01-Sep-2014 To 13-Feb-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7923326

MODEL: UH-60A
NEXT PHASE: 5694.9

Current Status A: X Current Status E: -

HOURS:
29-Jan-2015

5671.2
LAST MISSION:

Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2014 4 - 05A03A COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE. 0 BP806358 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2014 4 - 05A03A COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE. 0 EM602748 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2014 4 - 05A03A COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE. 0 EM602748 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Sep-2014 9:41 AM 4 - 5643 16-Sep-2014 5643 0 1 04A06B

FAULT WRITE-UP:

INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. DUE
AT: 14-SEP-2014. UPGRADE TO RED X STATUS ON 18-SEP-2014

ACTION TAKEN:
COMPLETED LCF1 - 429 LCF2 - 1926 INDEX - 1448 HOURS - 706

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CH685654 1 F
o} o} 1 04A06B F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Sep-2014 9:41 AM 5 - 5643 16-Sep-2014 5643 0 1 04A06B

FAULT WRITE-UP:

INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. DUE
AT: 14-SEP-2014. UPGRADE TO RED X STATUS ON 18-SEP-2014

WHEN HOwW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
O O 1 04A06B F 0

DELAY

ACTION TAKEN:
COMPLETED LFC1 - 395 LCF - 2 1934 INDEX - 1675 HOURS - 696
APU HOURS - 529 EVENTS - 3370
TIPID MMH PID MMH TYPE
0 CH685654 1 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Sep-2014 7:16 AM 1 - 5647.6 22-Sep-2014 5647.6 0 1 04A
FAULT WRITE-UP: ACTION TAKEN:
INSP A022 - 14 DAY FLYABLE STORAGE ENGINE RUN UP. DUE AT: COMPLETED
23-SEP-2014. UPGRADE TO RED X STATUS ON 25-SEP-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LV505521 0.1 F
O O 1 04A F -5
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 17-Sep-2014 7:26 PM 2 - 5650.8 25-Sep-2014 5650.8 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A110 - PMS 40 HOUR INSPECTION. DUE AT: 5652.1 HOURS. COMPLETED
UPGRADE TO RED X STATUS ON 5654.2 HOURS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CH685654 2 F
0 0 1 00 F -8
DELAY

13-2s to Follow

DATE SEQ NO STATUS wuc ACTION TAKEN

17-Sep-2014 1 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD LH TAILCONE ACCESS PANEL HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Sep-2014 2 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD LH TAILCONE ACCESS PANEL JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Sep-2014 3 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD LH STAB INSP PANEL HDWR JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LH STAB INSP PANEL JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 5 X 00 REINSTALED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RH STAB INSP PANEL HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 6 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RH STAB INSP PANEL JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 7 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD OIL COOLER ACCESS PANEL HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 8 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD OIL COOLER ACCESS PANEL JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 9 X 00 ZIPPED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNZIPPED PILOTS LH PEDAL BOOT JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 10 X 00 ZIPPED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNZIPPED PILOTS RH PEDAL BOOT JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 11 X 00 ZIPPED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

UNZIPPED CO PILOTS LH PEDAL BOOT JE725530 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 12 X 00 ZIPPED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNZIPPED CO PILOTS RH PEDAL BOOT JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 13 X 00 ENTERRED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LH UPPER STRUT FAIRING HDWR JE725530 0.1 CH685654 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 14 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LH MLG STRUT FAIRING HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 15 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LH MLG STRUT FAIRING JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 16 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RH MLG STRUT FAIRING HDWR JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 17 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RH MLG STRUT FAIRING JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 18 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R/G/B COVER 0 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 19 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD 1/G/B COVER 0 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 20 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LH ESSS COVER 0 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 21 / 00 ENTERRED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RH ESSS COVER 0 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 22 X 00 SECURED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED CABIN SOUNDPROOFING JE725530 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 23 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX ACCOUNTABILITY DUE 0 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 24 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 CH685654 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Sep-2014 9:00 PM 3 - RD387250 5647.6 18-Sep-2014 5647.6 0 P 09C04
FAULT WRITE-UP: ACTION TAKEN:
TAIL PYLON LIGHT (WHITE NAV LIGHT) INOP. COULDNT DUPLICATE WRITE UP. CHECKED ON GROUND POWER
AND CYCLED CIRCUIT BREAKER
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MG701781 1 F
G G 3 09C04 F -1
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Sep-2014 1:48 PM 1 - 5647.6 19-Sep-2014 5647.6 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
PMD DUE COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CH685654 1 F
X O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Sep-2014 7:09 AM 1 - 5650.8 25-Sep-2014 5650.8 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PMD REQUIRED. DUE AT: 26-SEP-2014. UPGRADE TO COMPLETED
RED X STATUS ON 28-SEP-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CH685654 1 F
O O 1 00 F -3
DELAY

13-2s to Follow

DATE SEQ NO STATUS wuc ACTION TAKEN

22-Sep-2014 1 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD 1/G/B COVER 0 CH685654 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Sep-2014 2 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD T/R/G/B COVER 0 CH685654 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Sep-2014 3 . 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOLBOX ACCOUNTABILITY DUE 0 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Sep-2014 4 . 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE 0 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 25-Sep-2014 6:45 AM 1 - 5650.8 25-Sep-2014 5650.8 0 1 04A
FAULT WRITE-UP: ACTION TAKEN:
INSP A022 - 14 DAY FLYABLE STORAGE ENGINE RUN UP. DUE AT: COMPLETED
01-OCT-2014. UPGRADE TO RED X STATUS ON 03-0OCT-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CH685654 1 F
O O 1 04A F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 25-Sep-2014 9:16 AM 2 - 5650.8 25-Sep-2014 5650.8 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD DUE COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CH685654 1 F
X 0 1 00 F 0
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Sep-2014 6:58 AM 1 - 5655.3 02-Oct-2014 5655.3 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PMD REQUIRED. DUE AT: 02-OCT-2014. UPGRADE TO COMPLETED
RED X STATUS ON 04-OCT-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CH685654 1 F
O O 1 00 F 23
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
26-Sep-2014 1 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R/G/B COVER 0 CH685654 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN
26-Sep-2014 2 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD I/G/B COVER 0 CH685654 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN
26-Sep-2014 3 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX ACCOUNTABILITY DUE 0 CH685654 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
26-Sep-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE 0 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Sep-2014 6:58 AM 2 - 5655.3 02-Oct-2014 5655.3 0 P 09B01A
FAULT WRITE-UP: ACTION TAKEN:
INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1). DUE COMPLETED CHECKED OK
AT: 04-OCT-2014. UPGRADE TO RED X STATUS ON 08-OCT-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MG701781 0.5 F
O O 1 09B01A F 23
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
E 30-Sep-2014 6:44 AM 1 - 5663.3 14-Oct-2014 5663.3 0 G 19H

FAULT WRITE-UP: ACTION TAKEN:

INSP E125 - KY-58 PMCS/OPNL CHECK. DUE AT: 14-OCT-2014. COMPLETED.
UPGRADE TO RED X STATUS ON 24-OCT-2014
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 0.3 F
O O 1 19H F 15
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 01-Oct-2014  2:57 PM 1 - 5657.3 08-Oct-2014 5657.3 0 3 05A01I

FAULT WRITE-UP: ACTION TAKEN:

INSP A020 - PERFORM M/R SPINDLE LUGS, M/R CUFF, TIP CAPS COMPL
INSPECTION. DUE AT: 5657.6 HOURS. UPGRADE TO RED X
STATUS ON 5658.7 HOURS

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AR074224 0.3 F
O O 1 05A01I F -7

DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Oct-2014 2:29 PM 1 - 5655.3 02-Oct-2014 5655.3 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD DUE COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CH685654 1 F
X O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 03-Oct-2014 6:45 AM 1 - 5663.3 09-Oct-2014 5663.3 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PMD REQUIRED. DUE AT: 09-OCT-2014. UPGRADE TO COMPLETED
RED X STATUS ON 11-OCT-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CH685654 1 F
0 0 1 00 F -6
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Oct-2014  6:45 AM 2 - 5661.3 09-Oct-2014 5661.3 0 1 04A
FAULT WRITE-UP: ACTION TAKEN:
INSP A022 - 14 DAY FLYABLE STORAGE ENGINE RUN UP. DUE AT: COMPLETED
09-OCT-2014. UPGRADE TO RED X STATUS ON 11-OCT-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LV505521 0.1 F
0 0 1 04A F -6
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Oct-2014 6:45 AM 1 - 5663.3 19-Oct-2014 5663.3 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A160 - 90 DAY CORROSION INSPECTION. DUE AT: 19-OCT- COMPLETED
2014. UPGRADE TO RED X STATUS ON 29-OCT-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AD865347 3 F
O O 1 00 F -13
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
06-Oct-2014 1 X 00 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LEFT UPPER M/L/G/ FAIRING (11 EA) CS621576 0.1 AD865347 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
06-Oct-2014 1 X 00 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LEFT UPPER M/L/G/ FAIRING (11 EA) CS621576 0.1 AD865347 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
06-Oct-2014 1 X 00 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LEFT UPPER M/L/G/ FAIRING (11 EA) CS621576 0.1 AD865347 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
06-Oct-2014 2 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LEFT UPPER M/L/G/ FAIRING HDWR (11 EA) CS621576 0.1 AD865347 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
06-Oct-2014 2 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LEFT UPPER M/L/G/ FAIRING HDWR (11 EA) CS621576 0.1 AD865347 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
06-Oct-2014 2 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LEFT UPPER M/L/G/ FAIRING HDWR (11 EA) CS621576 0.1 AD865347 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 3 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LEFT UPPER M/L/G/ FAIRING CS621576 0.1 AD865347 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 3 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LEFT UPPER M/L/G/ FAIRING CS621576 0.1 AD865347 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 3 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LEFT UPPER M/L/G/ FAIRING CS621576 0.1 AD865347 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RIGHT UPPER M/L/G/ FAIRING HDWR (11 EA) CS621576 0.1 AT417381 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RIGHT UPPER M/L/G/ FAIRING HDWR (11 EA) CS621576 0.1 AT417381 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RIGHT UPPER M/L/G/ FAIRING HDWR (11 EA) CS621576 0.1 AT417381 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 5 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RIGHT UPPER M/L/G/ FAIRING CS621576 0.1 AT417381 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 5 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD RIGHT UPPER M/L/G/ FAIRING CS621576 0.1 AT417381 0.1 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 5 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RIGHT UPPER M/L/G/ FAIRING CS621576 0.1 AT417381 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 6 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RIGHT TAILCONE ACCES PANEL HDWR (12 EA) CS621576 0.1 AD865347 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 6 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RIGHT TAILCONE ACCES PANEL HDWR (12 EA) CS621576 0.1 AD865347 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 6 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RIGHT TAILCONE ACCES PANEL HDWR (12 EA) CS621576 0.1 AD865347 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 7 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RIGHT TAILCONE ACCESS PANEL CS621576 0.1 AD865347 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 7 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RIGHT TAILCONE ACCESS PANEL CS621576 0.1 AD865347 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 7 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RIGHT TAILCONE ACCESS PANEL CS621576 0.1 AD865347 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 8 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD DOGHOUSE HDWR (61 EA) CS621576 0.1 AD865347 0.5 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 8 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD DOGHOUSE HDWR (61 EA) CS621576 0.1 AD865347 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 8 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD DOGHOUSE HDWR (61 EA) CS621576 0.1 AD865347 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 8 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD DOGHOUSE HDWR (61 EA) CS621576 0.1 AT417381 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 8 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD DOGHOUSE HDWR (61 EA) CS621576 0.1 AT417381 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 8 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD DOGHOUSE HDWR (61 EA) CS621576 0.1 AT417381 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 9 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD DOGHOUSE CS621576 0.1 AD865347 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 9 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD DOGHOUSE CS621576 0.1 AD865347 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 9 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD DOGHOUSE CS621576 0.1 AD865347 0.1 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 9 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD DOGHOUSE CS621576 0.1 AT417381 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 9 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD DOGHOUSE CS621576 0.1 AT417381 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 9 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD DOGHOUSE CS621576 0.1 AT417381 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 10 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RNVD FUEL CELL ACCESS PANEL CS621576 0.1 AT417381 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 10 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RNVD FUEL CELL ACCESS PANEL CS621576 0.1 AT417381 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 10 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RNVD FUEL CELL ACCESS PANEL CS621576 0.1 AT417381 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 11 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 AD865347 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 11 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE 0 AD865347 0.1 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 11 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 AD865347 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 12 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY DUE 0 AD865347 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 12 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY DUE 0 AD865347 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 12 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY DUE 0 AD865347 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 13 / 00 RESEATED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RECLINED PILOT SEAT 0 AD865347 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 13 / 00 RESEATED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RECLINED PILOT SEAT 0 AD865347 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 13 / 00 RESEATED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RECLINED PILOT SEAT 0 AD865347 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 14 / 00 RESEATED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RECLINED COPILOT SEAT 0 AD865347 0.1 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 14 / 00 RESEATED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RECLINED COPILOT SEAT 0 AD865347 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 14 / 00 RESEATED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RECLINED COPILOT SEAT 0 AD865347 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 15 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD INTERMEDIATE GEARBOX COVER CS621576 0.1 AK844302 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 15 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD INTERMEDIATE GEARBOX COVER CS621576 0.1 AK844302 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 15 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD INTERMEDIATE GEARBOX COVER CS621576 0.1 AK844302 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 16 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R GEARBOX COVER CS621576 0.1 AK844302 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 16 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R GEARBOX COVER CS621576 0.1 AK844302 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 16 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD T/R GEARBOX COVER CS621576 0.1 AK844302 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Oct-2014 6:45 AM 2 - 5663.3 20-Oct-2014 5663.3 0 1 03B03A
FAULT WRITE-UP: ACTION TAKEN:
INSP A298 - LUBE TAIL WHEEL BEARING. DUE AT: 20-OCT-2014 OR COMPLETED
5694.9 HOURS. UPGRADE TO RED X STATUS ON 31-OCT-2014 OR
5704.9 HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AT417381 15 F
0 O 1 03B03A F -14
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
06-Oct-2014 1 X 03B03A TQ TO SHARP RISE IN TQ THEN BACKED OFF TO NEXT CASTELATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE 1 EA FROM T/L/G WHEEL BP806358 0.1 AT417381 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
06-Oct-2014 2 X 03B03A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/L/G WHEEL SEAL 2 EA BP806358 0.1 AT417381 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
06-Oct-2014 3 X 03B03A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/L/G WHEEL BEARING 2 EA BP806358 0.1 AT417381 0.3 F
DATE SEQ NO STATUS WucC ACTION TAKEN
06-Oct-2014 4 X 03B03A REINFLATED TO 135 PSI
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DEFLATED T/L/G WHEEL TO 20 PSI BP806358 0.1 AT417381 0.4 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
06-Oct-2014 5 - 03B03A COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 AT417381 0.4 F
DATE SEQ NO STATUS WucC ACTION TAKEN
06-Oct-2014 6 - 03B03A COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY DUE 0 AT417381 0.5 F




Page 129 of 171

Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 7 X 03B03A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/L/G WHEEL WASHER BP806358 0.1 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 8 X 03B03A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/L/G WHEEL FROM AIRCRAFT BP806358 0.1 AT417381 0.3 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Oct-2014 6:59 AM 3 - 5663.3 16-Oct-2014 5663.3 0 G 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A177 - 90 DAY REVIEW/UPDATE OF 365-4 ENTRIES. DUE AT: COMPLETED
21-OCT-2014. UPGRADE TO RED X STATUS ON 31-0OCT-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JS625700 0.5 F
0 0 1 00 F -9
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 08-Oct-2014 8:21 AM 1 - 5663.3 15-Oct-2014 5663.3 0 W 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. DUE LCF1=00435, LCF2=01936, INDEX=01448, HOURS=00727
AT: 16-OCT-2014. UPGRADE TO RED X STATUS ON 20-OCT-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 EM602748 0.2 F
0 0 1 04A06B F -7
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Oct-2014 8:21 AM 2 - 5663.3 15-Oct-2014 5663.3 0 w 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. DUE LCF1=00399,LCF2=01939,INDEX=01675, HOURS=00716
AT: 16-OCT-2014. UPGRADE TO RED X STATUS ON 20-OCT-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 EM602748 0.3 F
O O 1 04A06B F -7
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 08-Oct-2014 7:18 PM 3 - 5659.3 23-Jan-2015 5663.3 0 5 02A
FAULT WRITE-UP: ACTION TAKEN:
INSP A230 - INSPECT BATTERY COMPARTMENT FOR CORROSION COMPL
(SLAB). DUE AT: 5668.6 HOURS. UPGRADE TO RED X STATUS ON
5673.7 HOURS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MB723853 0.2 F
0 0 1 02A F -7
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Oct-2014 10:14PM 4 - 5663.3 14-Oct-2014 5663.3 0 G 05A01I
FAULT WRITE-UP: ACTION TAKEN:
INSP A020 - PERFORM M/R SPINDLE LUGS, M/R CUFF, TIP CAPS COMPLETED.
INSPECTION. DUE AT: 5667.3 HOURS. UPGRADE TO RED X
STATUS ON 5668.4 HOURS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 0.3 F
O O 1 05A011 F -6

DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Oct-2014 2:54 PM 1 - 5663.3 09-Oct-2014 5663.3 0 3 00

FAULT WRITE-UP:
PMD DUE

ACTION TAKEN:

COMPLETED
WHEN HOwW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CH685654 1 F
X o} 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Oct-2014 6:12 AM 1 - 5663.3 14-Oct-2014 5663.3 0 3 00

FAULT WRITE-UP: ACTION TAKEN:

INSP A001 - PMD REQUIRED. DUE AT: 16-OCT-2014. UPGRADE TO COMPLETED.
RED X STATUS ON 18-OCT-2014
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 1.5 F
o o 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC

A 14-Oct-2014  6:12 AM 4 - 5663.3 21-Nov-2014 5663.3 0 6 17B

FAULT WRITE-UP: ACTION TAKEN:

INSP A496 - CF3BR FIRE EXTINGUISHER WEIGHT TEST & COMPLETED
INSPECTION. DUE AT: 02-NOV-2014 OR 06-NOV-2014. UPGRADE
TO RED X STATUS ON 21-NOV-2014 OR 25-NOV-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID
DISC REC EFF TYPE DAYS 0

O O 1 17B F -8

MMH TYPE
AT417381 0.4 F

DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Oct-2014 6:12 AM 5 - 5663.3 03-Nov-2014 5663.3 0 G 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A502 - INSPECT AND TEST GROUND RECEPTACLE IAW TM 1- INSPECTION COMPLETE
1500-204-23. DUE AT: 05-NOV-2014. UPGRADE TO RED X STATUS
ON 24-NOV-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BO317573 0.4 F
0 O 1 00 F 10
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Oct-2014  6:59 AM 1 - 5663.3 21-Oct-2014 5663.3 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PMD REQUIRED. DUE AT: 21-OCT-2014. UPGRADE TO COMPLETED.
RED X STATUS ON 23-0OCT-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 1.5 F
0 0 1 00 F -6
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Oct-2014  7:20 AM 1 - 5663.3 22-0Oct-2014 5663.3 0 1 04A
FAULT WRITE-UP: ACTION TAKEN:
INSP A022 - 14 DAY FLYABLE STORAGE ENGINE RUN UP. DUE AT: COMPLETED.
23-OCT-2014. UPGRADE TO RED X STATUS ON 25-0OCT-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 0.4 F
0 0 1 04A F -5
DELAY
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Report Date: To 13-Feb-2015

13-Feb-2015 Selection Range : 01-Sep-2014

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Oct-2014 2:49 PM 1 - 5663.3 27-Jan-2015 5663.3 0 L 06A
FAULT WRITE-UP: ACTION TAKEN:
INSP A415 - MAIN GEARBOX OIL SAMPLE- PART #073, 074, 076. COMPLETED
DUE AT: 23-NOV-2014 OR 6101.1 HOURS. UPGRADE TO RED X
STATUS ON 24-DEC-2014 OR 6101.1 HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JG563734 0.5 F
0 O 1 06A F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
19-Oct-2014 1 X 06A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LEFT MAIN MOD CHIP DETECOR JS625700 0.2 JG563734 0.4 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 20-Oct-2014 3:06 PM 1 - 5663.3 21-Oct-2014 5663.3 0 G 08F01
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH REQUIREMENTS OF H-60-15-AMAM-02 BY 27 OCT COMPLYED WITH.
14(IVHMS WIRING MANAGEMENT)
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 0.2 F
0 G 2 08F01 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Oct-2014  3:06 PM 2 - 5663.3 21-Oct-2014 5663.3 0 G 08F01
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH REQUIREMENTS OF H-60-15-AMAM-02 BY 27 OCT COMPLYED WITH.
14(IVHMS WIRING MANAGEMENT)
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BP806358 0.1 F
O G 2 08F01 F -1
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Oct-2014  3:07 PM 3 - 5663.3 13-Nov-2014 5663.3 0 T 08F01
FAULT WRITE-UP: ACTION TAKEN:
IVHMS AIRCRAFT FIRE DETECTION SYSTEM WIRING RETROFIT COMPLETED AS PER AMAM
REQUIRED PER H-60-15-AMAM-02 BY 17 FEB 15
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BO317573 4 F
O G 2 08F01 F 6
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Oct-2014 1 X 08F01 RAISED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED L/H CREW SOUND PROOFING JS625700 0.2 BO317573 0.4 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Oct-2014 2 X 08F01 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECETED PLUG 243 JS625700 0.2 BO317573 0.4 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Oct-2014 3 X 08F01 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED PLUG 284 JS625700 0.2 BO317573 0.4 F
DATE SEQ NO STATUS WucC ACTION TAKEN
20-Oct-2014 4 X 08F01 RELOCATION AS PER AMAM H 60 15 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WIRE IMD-3081J22 REQIRES RELOCATION AS PER AMAM H 60 15 02 JS625700 0.2 BO317573 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Oct-2014 5 X 08F01 RELOCATED AS PER AMAM H 60 15 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WIRE IMD-3080M22 REQIRES RELOCATION AS PER AMAM H 60 15 02 JS625700 0.2 BO317573 1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
20-Oct-2014 6 - 08F01 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY REQUIRED 0 BO317573 0.4 F




Report Date: 13-Feb-2015
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Selection Range : 01-Sep-2014 To 13-Feb-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7923326

MODEL: UH-60A
NEXT PHASE: 5694.9

Current Status A: X Current Status E: -

HOURS:
29-Jan-2015

5671.2
LAST MISSION:

Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Oct-2014 7 - 08FO01 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQUIRED 0 BO317573 0.4 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 28-Oct-2014  7:09 AM 1 - 5663.3 03-Nov-2014 5663.3 0 G 09BO1A
FAULT WRITE-UP: ACTION TAKEN:
INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1). DUE INSPECTION COMPLETE
AT: 01-NOV-2014. UPGRADE TO RED X STATUS ON 05-NOV-2014
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BO317573 0.4 F
o o} 1 09BO1A F 24
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 28-Oct-2014 1:35 PM 2 - J8625700  5663.3 29-Oct-2014 5663.3 0 F 06H23
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH H-60-15-SOF-01 ,OIL COOLER FAN AXIAL BEARING COMPLIED WITH MESSAGE
,BY 30 OCT 14
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JS625700 1 F
K G 1 06H23 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 30-Oct-2014  1:49 PM 3 - CH685654  5663.3 01-Dec-2014 5663.3 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
ACFT REQUIRES REMOVAL OF 701D ENGINES/COMPONENTS - COMPLETED
REPLACEMENT WITH 700 ENGINES/COMPONENTS FOR TURN IN
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JW663394 4 D
S G 2 00 F 27
DELAY

13-2s to Follow
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5694.9

Current Status A: X Current Status E:

SERIAL NUMBER: 7923326
LAST MISSION:

Current Status O:

HOURS:
29-Jan-2015

Current Status W:

5671.2

DATE SEQ NO STATUS wuc ACTION TAKEN

30-Oct-2014 1 X 00 REINSTALLED TQ TO 70 IN/LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG INLET SECURING CLAMP BP806358 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

30-Oct-2014 2 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG INLET BP806358 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

30-Oct-2014 3 X 00 RECONNECTED TQ 1/4 TO 1/3 PAST SHARP RISE IN TQ

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #1 ENG FIRE EXTINGUISHER TUBE BP806358 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

30-Oct-2014 4 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG INLET WATER WASH HOSE SECURING HDWR BP806358 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

30-Oct-2014 5 X 00 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #1 ENG INLET ELECTRICAL CONNECTER BP806358 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

30-Oct-2014 6 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG INLET BLEED AIR HOSE CLAMP BP806358 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

30-Oct-2014 7 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG STARTER AIR TUBE CLAMPS (2 EA) JS625700 0.2 AT417381 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

30-Oct-2014 8 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG STARTER AIR TUBE JS625700 0.2 AT417381 0.3 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 9 X 00 TQTO 70 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG IPS DUCT CLAMP JS625700 0.2 AT417381 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 10 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG IPS DUCT JS625700 0.2 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 11 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG ELECTRICAL CONNECTERS TO 1I/B FIREWALL (2 EA) JS625700 0.2 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 12 X 00 TQTO40INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG BLEED AIR TO I/B FIREWALL HOSE CLAMP JS625700 0.2 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 13 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG BLEED AIR TO FIREWALL HOSE JS625700 0.2 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 14 X 00 TQTO 194 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG FORWARD SUPPORT TUBE HDWR (6 EA) JS625700 0.2 AT417381 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 15 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG FORWARD SUPPORT TUBE FROM GIMBLE JS625700 0.2 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 16 X 00 TQTO 140 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG HSS HDWR (6 EA) JS625700 0.2 AT417381 0.4 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 17 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG HSS FROM GIMBLE JS625700 0.2 AT417381 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 18 X 00 TQTO40INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG EXHAUST V BAND CLAMP JS625700 0.2 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 19 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG LOAD DEMAND SPINDLE JS625700 0.2 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 20 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG POWER AVAILABLE SPINDLE JS625700 0.2 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 21 X 00 TQTO 190 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG OIL DRAIN LINE FROM ENG COMPARTMENT JS625700 0.2 AT417381 0.3 F
FLOOR
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 22 X 00 TQTO 280 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG FUEL DRAIN LINE FROM ENG COMPARTMENT  JS625700 0.2 AT417381 0.4 F
FLOOR
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 23 X 00 TQTO 199 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG O/B MOUNT UPPER HDWR JS625700 0.2 AT417381 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 24 X 00 TQTO 199 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG I/B MOUNT UPPER HDWR JS625700 0.2 AT417381 0.4 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 25 X 00 HAND TIGHT BACKED OFF TO NEXT CASTELATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG LOWER MOUNT HDWR JS625700 0.2 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 26 X 00 HAND TIGHT TO NEXT CASTELATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG LOWER MOUNT BRACKETS (2 EA) JS625700 0.2 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 27 X 00 REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG O/B UPPER MOUNT SAFETY JS625700 0.2 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 28 X 00 REPLACD COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG I/B UPPER MOUNT SAFETY JS625700 0.2 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 29 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG FUEL DRAIN SECURING CLAMPS (2 EA) JS625700 0.2 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 30 X 00 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALLED #1 ENG STAND MOUNTING BRACKETS (3 EA) JS625700 0.2 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 31 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE JS625700 0.2 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 32 X 00 TQTO 500 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENG FUEL LINE FROM FUEL PUMP JS625700 0.2 AT417381 0.3 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 33 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H BLEED AIR VALVE CLAMPS (2 EA) JS625700 0.2 JG563734 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 34 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H BLEED AIR VALVE JS625700 0.2 JW663394 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 35 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H BLEED AIR VALVE CLAMPS (2 EA) JS625700 0.2 JW663394 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 36 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H BLEED AIR VALVE JS625700 0.2 JW663394 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 37 X 00 REINSTALLED TORQUED TO 70 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INLET CLAMP BP806358 0.1 JW663394 0.5 D
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 38 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INLET ELECTRICAL CONNECTORS (2 EA) BP806358 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 39 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INLET BLEED AIR CLAMP BP806358 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 40 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG INLET WATER WASH HOSE CLAMP BP806358 0.1 JW663394 0.3 D
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 41 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG FIRE EXTINGUISHER HOSE BP806358 0.1 JW663394 0.3 D
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 42 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG INLET BP806358 0.1 JW663394 0.2 D
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 43 X 00 TQTO40INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG IPS DUCT CLAMP JS625700 0.2 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 44 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG IPS DUCT JS625700 0.2 JW663394 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 45 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG LDS/PAS SECURING HDWR FROM IPS DUCT JS625700 0.2 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 46 X 00 TQTO40INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG EXHAUST V BAND CLAMP JS625700 0.2 CH685654 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 47 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG STARTER AIR TUBE CLAMPS (2 EA) JS625700 0.2 JW663394 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 48 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG STARTER AIR TUBE JS625700 0.2 JW663394 0.3 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 49 X 00 TQTO45INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG BLEED AIR TUBE CLAMP JS625700 0.2 JW663394 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 50 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG BLEED AIR TUBE JS625700 0.2 JW663394 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 51 X 00 TQTO 500 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG FUEL HOSE JS625700 0.2 JG563734 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 52 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG OIL DRAIN SECURING CLAMP JS625700 0.2 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 53 X 00 TQTO 190 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG OIL DRAIN JS625700 0.2 JW663394 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 54 X 00 TQTO 280 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG FUEL DRAIN JS625700 0.2 JW663394 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 55 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG ELECTRICAL CONNECTORS FROM I/B FIREWALL (2 EA) JS625700 0.2 JW663394 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 56 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG I/B UPPER MOUNT COTTER PIN JS625700 0.2 AT417381 0.3 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 57 X 00 TQTO 199 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG I/B UPPER MOUNT HDWR JS625700 0.2 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 58 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG O/B UPPER MOUNT COTTER PIN JS625700 0.2 AT417381 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 59 X 00 TQTO 199 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG O/B UPPER MOUNT HDWR JS625700 0.2 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 60 X 00 HAND TIGHT TO NEXT CASTELATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG LOWER MOUNT BRACKETS (2 EA) JS625700 0.2 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 61 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG LOWER MOUNT COTTER PINS (3 EA) JS625700 0.2 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 62 X 00 TIGHTEN HANDTIGHT AND BACK OFF TO NEXT CASTELATION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG LOWER MOUNT HDWR JS625700 0.2 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 63 X 00 TQTO 194 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG FWD SUPPORT TUBE HDWR TO GIMBLE (6 EA) JS625700 0.2 JW663394 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 64 X 00 TQTO 135INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG HSS HDWR (6 EA) JS625700 0.2 JW663394 0.3 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 65 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG POWER AVAILABLE SPINDLE JS625700 0.2 JW663394 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 66 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG LOAD DEMAND SPINDLE JS625700 0.2 JW663394 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 67 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE JS625700 0.2 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 68 X 00 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALLED #2 ENG STAND MOUNTS (3 EA) JS625700 0.2 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 69 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG SDC HDWR JS625700 0.2 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 70 X 00 REINSTALLED (3 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG SDC CANNON PLUGS (3 EA) JS625700 0.2 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 71 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG SDC JS625700 0.2 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 72 X 00 REINSTALLED (3 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENG SDC CANNON PLUGS (3 EA) JS625700 0.2 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 73 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG SDC HDWR JS625700 0.2 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 74 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENG SDC JS625700 0.2 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 75 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CDU HDWR JS625700 0.2 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 76 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CDU JS625700 0.2 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 77 X 00 REINSTALLED (4 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CDU ELECTRICAL CONNECTORS (4 EA) JS625700 0.2 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 78 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 79 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY DUE 0 AT417381 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 80 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

GROUND RUNS DUE FOR ENG SWAP 0 JW663394 0.3 D
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Selection Range : 01-Sep-2014 To 13-Feb-2015

CLOSED FAULT REPORT

Report Date: 13-Feb-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 81 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ELECTRICAL CONNECTOR 4EA FROM IVHMU JE725530 0.1 AR074224 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 82 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HRDW SECURING IVHMU JE725530 0.1 AR074224 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 83 X 00 REPLACED WITH IVHMU S/N 01085
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD IVHMU S/N 01240 JE725530 0.1 AR074224 1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 04-Nov-2014 2:47 PM 1 - 5663.3 16-Dec-2014 5663.3 0 1 19
FAULT WRITE-UP: ACTION TAKEN:
INSP E008 - HF BATTERY REPLACEMENT DUE DEFERED REPLACEMENT UNTIL BATTERY STOCK IS
. DUE AT: 27-NOV-2014. UPGRADE TO RED X STATUS ON 16-DEC- REPLINISHED
2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MG701781 0.2 F
O O 1 19 F -13
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
E 04-Nov-2014 2:47 PM 2 - 5663.3 03-Dec-2014 5663.3 0 A 19
FAULT WRITE-UP: ACTION TAKEN:
INSP E016 - KY-100 BATTERY REPLACEMENT. DUE AT: 27-NOV- REPLACED WITH NEW BATT.
2014. UPGRADE TO RED X STATUS ON 16-DEC-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MG701781 0.5 F
0 0 1 19 F 0
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Nov-2014 10:24 AM 1 - 5663.3 17-Nov-2014 5663.3 0 6 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. DUE COMPLETED
AT: 14-NOV-2014. UPGRADE TO RED X STATUS ON 18-NOV-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AT417381 0.3 F
O O 1 04A06B F -11
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 06-Nov-2014 10:24 AM 2 - 5663.3 17-Nov-2014 5663.3 0 6 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. DUE COMPLETED
AT: 14-NOV-2014. UPGRADE TO RED X STATUS ON 18-NOV-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AT417381 0.3 F
0 0 1 04A06B F -11
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 07-Nov-2014 7:39 AM 1 - 5663.3 03-Dec-2014 5663.3 0 A 00
FAULT WRITE-UP: ACTION TAKEN:
INSP E115 - DOPPLER BATTERY REPLACEMENT. DUE AT: 30-NOV- REPLACED
2014. UPGRADE TO RED X STATUS ON 19-DEC-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MG701781 0.5 F
0 0 1 00 F 3
DELAY




Report Date: 13-Feb-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7923326

Selection Range : 01-Sep-2014

Page 148 of 171
To 13-Feb-2015

HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 07-Nov-2014 7:39 AM 2 - 5663.3 15-Dec-2014 5663.3 0 1

FAULT WRITE-UP:

INSP E135 - AN/ARC-201(V) SINCGARS RADIO HUB BATT REPL.
DUE AT: 30-NOV-2014. UPGRADE TO RED X STATUS ON 19-DEC-

ACTION TAKEN:

REPLENISHED

DEFERED REPLACEMENT UNTIL BATTERY STOCK IS

19C

2014
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MG701781 0.1 F
o o} 1 19C F -9
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Nov-2014 2:17 PM 1 - MG701781  5663.3 27-Jan-2015 5665.3 0 4 02
FAULT WRITE-UP: ACTION TAKEN:
MOC DUE FOR RMVL. AND REINSTL. OF PILOTS SIDE AIRSPEED MOC OK.
INDICATOR
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DS066871 0.5 F
K G 1 02 F 1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 19-Nov-2014 2:34 PM 3 - 5663.3 19-Nov-2014 5663.3 0 G 00
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH H-60-15-ASAM-01,LED CAUTION ADVISORY DUPLICATE WRITE UP
PANEL,BY 2 DEC 14
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JS625700 0.2 F
O G 2 00 F 0

DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Nov-2014 2:34 PM 4 - 5663.3 01-Dec-2014 5663.3 0 5 00
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH H-60-15-ASAM-01,LED CAUTION ADVISORY ACFT ENTERED INTO THE BEST PROGRAM H-60-15-ASAM-01 NOT
PANEL,BY 2 DEC 14 REQ
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JW663394 0.5 D
O G 2 00 F 17
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 20-Nov-2014 7:21 AM 2 - 5663.3 20-Nov-2014 5663.3 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
PMD DUE COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JW663394 1 D
X 0 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Nov-2014 2:06 PM 4 - CH685654 5663.3 21-Nov-2014 5663.3 0 4 00
FAULT WRITE-UP: ACTION TAKEN:
MOC DUE FOR #2 ENG POWER AVAILABLE SPINDLE RIG COMPLETE
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CH685654 0.8 F
L G 2 00 F 0
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 24-Nov-2014 12:44 PM 1 - MG701781 5663.3 01-Dec-2014 5663.3 0 1 02
FAULT WRITE-UP: ACTION TAKEN:
MOC DUE FOR RMVL AND REINST. OF SAS/FPS COMP. COMPLETED MOC
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JW663394 0.4 D
K G 1 02 F 22
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 25-Nov-2014 6:26 AM 1 - 5663.3 03-Dec-2014 5663.3 0 P 09B01A
FAULT WRITE-UP: ACTION TAKEN:
INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1). DUE COMPLETED CHECKED OK
AT: 03-DEC-2014. UPGRADE TO RED X STATUS ON 07-DEC-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MG701781 0.5 F
0 0 1 09B01A F 21
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Dec-2014 9:43 AM 2 - 5663.3 15-Dec-2014 5663.3 0 6 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. DUE COMPLETED
AT: 14-DEC-2014. UPGRADE TO RED X STATUS ON 18-DEC-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AT417381 0.4 F
0 0 1 04A06B F -9
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Dec-2014 9:43 AM 3 - 5663.3 15-Dec-2014 5663.3 0 6 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. DUE COMPLETED
AT: 14-DEC-2014. UPGRADE TO RED X STATUS ON 18-DEC-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AT417381 0.4 F
O O 1 04A06B F -9
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 12-Dec-2014 6:44 AM 1 - 5663.3 17-Dec-2014 5663.3 0 1 19E06
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH H-60-15-AMAM-05, AHRS EMERGENCY COMPLIED WITH H-60-15-AMAM-05
PROCEDURES, BY 18 DEC 14
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JW663394 0.4 D
0 G 2 19E06 F -5
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 29-Dec-2014 6:04 AM 1 - 5663.3 14-Jan-2015 5663.3 0 5 19H
FAULT WRITE-UP: ACTION TAKEN:
INSP E125 - KY-58 PMCS/OPNL CHECK. DUE AT: 12-JAN-2015. KY-58 PART OF ASE EQUIPMENT RMVD FROM ACFT. COULDNT
UPGRADE TO RED X STATUS ON 22-JAN-2015 COMPLETE INSP. DUE TO RMVL OF COMPONETS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MG701781 0.2 F
0 0 1 19H F 25
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 05-Jan-2015 5:58 AM 3 - 5663.3 23-Jan-2015 5663.3 0 | 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A160 - 90 DAY CORROSION INSPECTION. DUE AT: 17-JAN- COPMPLETED.
2015. UPGRADE TO RED X STATUS ON 27-JAN-2015
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MB723853 4 F
O O 1 00 F -18
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
05-Jan-2015 1 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H MLG STRUT PANEL BP806358 0.1 MB723853 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
05-Jan-2015 2 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H MLG STRUT PANEL BP806358 0.1 MB723853 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
05-Jan-2015 3 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H TAILCONE ACCESS PANEL BP806358 0.1 MB723853 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
05-Jan-2015 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H T/R PYLYON STAB PANEL BP806358 0.1 MB723853 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
05-Jan-2015 5 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H T/R PYLYON STAB PANEL BP806358 0.1 MB723853 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
05-Jan-2015 6 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD M/R PYLON AFT FAIRING (DOGHOUSE) BP806358 0.1 MB723853 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015

Current Status A: X Current Status E: -

Current Status O:

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
05-Jan-2015 7 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC AFT M/R PYLON FAIRING ELEC CONNECTORS (2 EA) BP806358 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
05-Jan-2015 8 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H FUEL ENCLOSURE PANEL 0 MB723853 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
05-Jan-2015 9 / 00 RAISED AND SECURED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERD CABIN SOUNDPROOFING 0 MB723853 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN
05-Jan-2015 10 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD TLG STRUT FAIRINGS BP806358 0.1 MB723853 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
05-Jan-2015 11 - 00 COMPL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHK DUE 0 MB723853 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
05-Jan-2015 12 - 00 COMPL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 MB723853 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 05-Jan-2015 5:58 AM 4 - 5663.3 15-Jan-2015 5663.3 0 G 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A177 - 90 DAY REVIEW/UPDATE OF 365-4 ENTRIES. DUE AT: COMPLETED REVIEW
14-JAN-2015. UPGRADE TO RED X STATUS ON 24-JAN-2015
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JS625700 F
o o} 1 00 F -10

DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 14-Jan-2015 8:46 AM 4 - MG701781  5663.3 15-Jan-2015 5663.3 0 G 02

FAULT WRITE-UP:
ZAHP S/N G00505 RMVD FROM ACFT NOT ENTERED IN CHART C

ACTION TAKEN:
ENTERED DURING 365-4 REVIEW

WHEN HOwW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JS625700 0 F
K G 1 02 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Jan-2015 9:10 AM 5 - MG701781  5663.3 15-Jan-2015 5663.3 0 F 02

FAULT WRITE-UP:
ZAHP S/N E02984 RMVD FROM ACFT NOT ENTERED IN CHART C

ACTION TAKEN:
ENTERED DURING 365-4 REVIEW

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JS625700 0.2 F

K G 1 02 F -1

DELAY

DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 14-Jan-2015 9:11 AM 6 - MG701781  5663.3 15-Jan-2015 5663.3 0 G 02

FAULT WRITE-UP:
KY-100 S/N 1830 RMVD FROM ACFT NOT ENTERED IN CHART C

ACTION TAKEN:
UPDATED DURING 365-4 REVIEW

WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JS625700 2 F
K G 2 02 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Jan-2015 9:12AM 7 - MG701781 56633 15-Jan-2015 5663.3 0 G 02
FAULT WRITE-UP: ACTION TAKEN:
KY-58 S/N3578 RMVD FROM ACFT NOT ENRTRED IN CHART C ENTERED IN 365-4 UPDATE
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JS625700 0.2 F
K G 1 02 F -1

DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 14-Jan-2015 9:13 AM 8 - MG701781  5663.3 15-Jan-2015 5663.3 0 G 02

FAULT WRITE-UP:
KY-58 S/N 21844 RMVD FROM ACFT NOT ENTERED IN CHART C

ACTION TAKEN:
ENTERED DURING 365-4 REVIEW

WHEN HOwW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JS625700 0 F
K G 1 02 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Jan-2015 11:00AM 1 - MG701781  5663.3 23-Jan-2015 5663.3 0 F 02

FAULT WRITE-UP:

WIRELESS ICS CONTROL PNL. S/N 0326 RMVD FROM ACFT NOT
ENTERED IN CHART C

ACTION TAKEN:
UPDATED CHART C

WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 J$S625700 05 F
K G 1 02 F -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Jan2015 248PM 5 - MB723853 5663.3 27-Jan-2015 5665.3 0 4 00
FAULT WRITE-UP: ACTION TAKEN:
MTF DUE FOR INSTALLATION OF 700 ENGINES COMPLETED.
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DS066871 2 F
K G 1 00 F -5

DELAY
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Selection Range : 01-Sep-2014 To 13-Feb-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 23-Jan-2015 1:25 PM 1 - MG701781 5663.3 23-Jan-2015 5663.3 0 P 02

FAULT WRITE-UP:
MOC DUE FOR REPLMNT. AND REINST. OF STABLIATOR AMPS.

ACTION TAKEN:
COMPLETED CHECK FOUND OK

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MG701781 3.2 F
K G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Jan-2015 11:36 AM 1 - JW663394  5663.3 27-Jan-2015 5663.3 0 4 02
FAULT WRITE-UP: ACTION TAKEN:
MOC DUE FOR REPLACEMENT OF STAB AMP MOC OK.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DS066871 1.5 F
H G 1 02 D -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Jan-2015 11:40AM 3 - JW663394 5663.3 27-Jan-2015 5665.3 0 P 00
FAULT WRITE-UP: ACTION TAKEN:
TRACK AND BALANCE DUE FOR REPLACEMENT OF FLIGHT COMPLETED
CONTROL RODS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CH685654 2 F
B A 1 00 D -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 1 X 00 ADJ FOR GND TRACK, TQ'D 750 IN LBS & REPLACED SAFETIES

FAULT WRITE-UP:
RMVD RED M/R PC ROD JAMNUT SAFETIES (2 EA)

TIPID
JS§625700

TI_MMH
0.2

PID MMH TYPE
CH685654 0.1 F

DATE  SEQNO STATUS wuc
26-Jan-2015 1 X 00

FAULT WRITE-UP:
RMVD RED M/R PC ROD JAMNUT SAFETIES (2 EA)

ACTION TAKEN
ADJ FOR GND TRACK, TQ'D 750 IN LBS & REPLACED SAFETIES

TIPID
JS§625700

TI_MMH
0.2

PID MMH TYPE
CH685654 0.1 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 1 X 00 ADJ FOR GND TRACK, TQ'D 750 IN LBS & REPLACED SAFETIES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED M/R PC ROD JAMNUT SAFETIES (2 EA) JS625700 0.2 CH685654 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 1 X 00 ADJ FOR GND TRACK, TQ'D 750 IN LBS & REPLACED SAFETIES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED M/R PC ROD JAMNUT SAFETIES (2 EA) JS625700 0.2 CH685654 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 1 X 00 ADJ FOR GND TRACK, TQ'D 750 IN LBS & REPLACED SAFETIES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED M/R PC ROD JAMNUT SAFETIES (2 EA) JS625700 0.2 MB723853 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 1 X 00 ADJ FOR GND TRACK, TQ'D 750 IN LBS & REPLACED SAFETIES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED M/R PC ROD JAMNUT SAFETIES (2 EA) JS625700 0.2 MB723853 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 1 X 00 ADJ FOR GND TRACK, TQ'D 750 IN LBS & REPLACED SAFETIES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED M/R PC ROD JAMNUT SAFETIES (2 EA) JS625700 0.2 MB723853 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 1 X 00 ADJ FOR GND TRACK, TQ'D 750 IN LBS & REPLACED SAFETIES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED M/R PC ROD JAMNUT SAFETIES (2 EA) JS625700 0.2 MB723853 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 2 X 00 ADJ FOR GND TRACK, TQ'D 750 IN LBS & REPLACED SAFETIES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE M/R PC ROD JAMNUT SAFETIES (2 EA) JS625700 0.2 JW663394 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 2 X 00 ADJ FOR GND TRACK, TQ'D 750 IN LBS & REPLACED SAFETIES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD BLUE M/R PC ROD JAMNUT SAFETIES (2 EA) JS625700 0.2 JW663394 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 2 X 00 ADJ FOR GND TRACK, TQ'D 750 IN LBS & REPLACED SAFETIES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE M/R PC ROD JAMNUT SAFETIES (2 EA) JS625700 0.2 JW663394 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 2 X 00 ADJ FOR GND TRACK, TQ'D 750 IN LBS & REPLACED SAFETIES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE M/R PC ROD JAMNUT SAFETIES (2 EA) JS625700 0.2 JW663394 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 3 X 00 ADJ FOR GND TRACK, TQ'D 750 IN LBS & REPLACED SAFETIES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YELLOW M/R PC ROD JAMNUT SAFETIES (2 EA) JS625700 0.2 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 3 X 00 ADJ FOR GND TRACK, TQ'D 750 IN LBS & REPLACED SAFETIES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YELLOW M/R PC ROD JAMNUT SAFETIES (2 EA) JS625700 0.2 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 3 X 00 ADJ FOR GND TRACK, TQ'D 750 IN LBS & REPLACED SAFETIES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YELLOW M/R PC ROD JAMNUT SAFETIES (2 EA) JS625700 0.2 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 3 X 00 ADJ FOR GND TRACK, TQ'D 750 IN LBS & REPLACED SAFETIES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YELLOW M/R PC ROD JAMNUT SAFETIES (2 EA) JS625700 0.2 MB723853 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 4 X 00 ADJ FOR GND TRACK, TQ'D 750 IN LBS & REPLACED SAFETIES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLACK M/R PC ROD JAMNUT SAFETIES (2 EA) JS625700 0.2 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 4 X 00 ADJ FOR GND TRACK, TQ'D 750 IN LBS & REPLACED SAFETIES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD BLACK M/R PC ROD JAMNUT SAFETIES (2 EA) JS625700 0.2 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 4 X 00 ADJ FOR GND TRACK, TQ'D 750 IN LBS & REPLACED SAFETIES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLACK M/R PC ROD JAMNUT SAFETIES (2 EA) JS625700 0.2 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 4 X 00 ADJ FOR GND TRACK, TQ'D 750 IN LBS & REPLACED SAFETIES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLACK M/R PC ROD JAMNUT SAFETIES (2 EA) JS625700 0.2 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 5 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE M/R P/C ROD SAFETIES (2 EA) DS066871 0.5 JW663394 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 5 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE M/R P/C ROD SAFETIES (2 EA) DS066871 0.5 JW663394 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 5 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE M/R P/C ROD SAFETIES (2 EA) DS066871 0.5 JW663394 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 5 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE M/R P/C ROD SAFETIES (2 EA) DS066871 0.5 JW663394 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 6 X 00 ADJ - 2 NOTCHES & TQ'D 750 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED BLUE M/R P/C ROD JAMNUTS (2 EA) DS066871 0.3 JW663394 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 6 X 00 ADJ - 2 NOTCHES & TQ'D 750 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED BLUE M/R P/C ROD JAMNUTS (2 EA) DS066871 0.3 JW663394 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 6 X 00 ADJ - 2 NOTCHES & TQ'D 750 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED BLUE M/R P/C ROD JAMNUTS (2 EA) DS066871 0.3 JW663394 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 6 X 00 ADJ - 2 NOTCHES & TQ'D 750 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED BLUE M/R P/C ROD JAMNUTS (2 EA) DS066871 0.3 JW663394 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 7 X 00 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YEL M/R P/C ROD JAMNUTS (2 EA) DS066871 0.5 MB723853 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 7 X 00 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YEL M/R P/C ROD JAMNUTS (2 EA) DS066871 0.5 MB723853 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 7 X 00 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YEL M/R P/C ROD JAMNUTS (2 EA) DS066871 0.5 MB723853 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 7 X 00 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YEL M/R P/C ROD JAMNUTS (2 EA) DS066871 0.5 MB723853 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 8 X 00 ADJ +1 NOTCH & TQ'D 750 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED YEL M/R P/C ROD JAMNUTS (2 EA) DS066871 0.5 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2015 8 X 00 ADJ +1 NOTCH & TQ'D 750 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED YEL M/R P/C ROD JAMNUTS (2 EA) DS066871 0.5 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015

Current Status A: X Current Status E: -

Current Status O:

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jan-2015 8 X 00 ADJ +1 NOTCH & TQ'D 750 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED YEL M/R P/C ROD JAMNUTS (2 EA) DS066871 0.5 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jan-2015 8 X 00 ADJ +1 NOTCH & TQ'D 750 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED YEL M/R P/C ROD JAMNUTS (2 EA) DS066871 0.5 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jan-2015 9 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YEL M/R P/C ROD SAFETIES (2 EA) DS066871 0.5 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jan-2015 9 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YEL M/R P/C ROD SAFETIES (2 EA) DS066871 0.5 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jan-2015 9 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YEL M/R P/C ROD SAFETIES (2 EA) DS066871 0.5 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jan-2015 9 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YEL M/R P/C ROD SAFETIES (2 EA) DS066871 0.5 CH685654 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Jan-2015 7:21 AM 1 - 5663.3 27-Jan-2015 5663.3 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY (PMD) COMPL
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CH685654 0.5 F
X o} 1 00 F 0
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Jan-2015 12:26 PM 4 - 5663.3 05-Feb-2015 5671.2 0 6 16A01A
FAULT WRITE-UP: ACTION TAKEN:
INSP A642 - CARGO HOOK CARTRIDGE REPLACEMENT, DODIC REPLACEMENT NOT REQUIRED, CARGO HOOK CARTRIDGE
MJ21. DUE AT: 02-FEB-2015. UPGRADE TO RED X STATUS ON 05- REMOVED WHEN AIRCRAFT WAS INDUCTED INTO BEST
MAR-2015 PROGRAM
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JP234951 0.1 F
0 O 1 16A01A F 21
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 28-Jan-2015 8:32 AM 1 - 5665.3 28-Jan-2015 5665.3 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY (PMD) COMPL
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MB723853 0.5 F
X 0 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 29-Jan-2015 8:23 AM 1 - 5669.5 29-Jan-2015 5669.5 0 5 05A01I
FAULT WRITE-UP: ACTION TAKEN:
INSP A020 - PERFORM M/R SPINDLE LUGS, M/R CUFF, TIP CAPS INSP OK
INSPECTION. DUE AT: 5673.3 HOURS. UPGRADE TO RED X
STATUS ON 5674.4 HOURS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MB723853 0.3 F
0 0 1 05A011 F 0
DELAY
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 29-Jan-2015 8:24 AM 2 - 5669.5 29-Jan-2015 5669.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY (PMD) COMPL
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MB723853 0.5 F
X O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 02-Feb-2015 8:00 AM 1 - JP234951 5671.2 13-Feb-2015 5671.2 0 6 02
FAULT WRITE-UP: ACTION TAKEN:
FOD INSPECTION DUE FOR INDUCTION INTO BEST PROGRAM COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 TM729539 2 F
0 0 1 02 F -11
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Feb-2015 1 / 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R GEAR BOX COWLING ASSY 0 TM729539 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Feb-2015 2 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H SIDE TAIL CONE ACCESS PANEL. JP234951 0.2 TM729539 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Feb-2015 3 / 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INTERMEDIATE GEAR BOX COWLING ASSY. 0 TM729539 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Feb-2015 4 / 02 CLOSED
FAULT WRITE-UP: TIPID PID MMH TYPE

APU ACCESS DOORS OPENED.

TI_MMH
0

TM729539 0.1 F




Report Date: 13-Feb-2015

Page 164 of 171
Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Feb-2015 5 / 02 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#1 ENG ACCESS COWLING OPENED. 0 TM729539 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Feb-2015 6 / 02 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#2 ENG ACCESS COWLING OPENED. 0 TM729539 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Feb-2015 7 / 02 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
NOSE DOOR ACCESS ASSY OPENED. 0 TM729539 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Feb-2015 8 / 02 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TAIL ROTOR DRIVE SHAFT ACCESS COVERS 3(EA) OPENED 0 TM729539 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Feb-2015 9 / 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
R/H CABIN FUEL CELL ACCESS PANEL REMOVED. 0 TM729539 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Feb-2015 10 X 02 RESET
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOT SEAT TILTED AFT FOR ACCESS TO SEAT WELL. JP234951 0.2 TM729539 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Feb-2015 11 X 02 RESET
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CO-PILOT SEAT TILTED AFT FOR ACCESS TO SEAT WELL. JP234951 0.2 TM729539 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Feb-2015 12 X 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"FOD" INSPECTION REQUIRED FOR COMPLETION OF "BEST" JP234951 0.2 TM729539 1.5 F
ACCEPTANCE INSPECTION.
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Sep-2014 4:27 PM 3 / SB768368 5641.3 27-Jan-2015 5665.3 0 4 00
FAULT WRITE-UP: ACTION TAKEN:
ENGINE 2 NP TOO LOW FOR IVHMS HIT CHECK. MANUAL HIT CHECKED FOUND OK FOLLOWING REPLACEMENT OF NO. 2 ENG.
REQUIRED.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DS066871 0.5 F
G G 2 00 F -9
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 11-Sep-2014 4:29 PM 4 / SB768368 5647.6 22-Sep-2014 5647.6 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
LEFT BRAKE WEAR INDICATOR FLUSH REPLACED L/H BRAKE ASSY
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CH685654 2 F
T G 2 00 -11
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Sep-2014 1 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LEFT M/L/G WHEEL NUT SAFETY LV505521 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Sep-2014 2 X 00 REINSTALLED TQ TO 45 FT/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LEFT M/L/G WHEEL NUT LV505521 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Sep-2014 3 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LEFT M/L/G WHEEL AXLE SLOTTED WASHER LV505521 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Sep-2014 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LEFT M/L/G WHEEL O/B BEARING SEAL LV505521 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Sep-2014 5 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LEFT M/L/G WHEEL O/B BEARING LV505521 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Sep-2014 6 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LEFT M/L/G WHEEL I/B BEARING LV505521 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Sep-2014 7 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LEFT M/L/G WHEEL I/B BEARING SEAL LV505521 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Sep-2014 8 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LEFT M/L/G WHEEL LV505521 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Sep-2014 9 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LEFT M/L/G BRAKE LINE QD LV505521 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Sep-2014 10 X 00 RECONNECTED TQ TO 130 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LEFT M/L/G BRAKE LINE FROM BRAKE ELBOW LV505521 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Sep-2014 11 X 00 REINSTALLED TQ TO 250 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LEFT M/L/G WHEEL BRAKE ELBOW LOCKNUT LV505521 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Sep-2014 12 X 00 REINSTALLED (6 EA) TQ TO 360 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD LEFT M/L/G WHEEL BRAKE SECURING HDWR (6 EA) LV505521 0.1 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5694.9

Current Status A: X

Current Status E:

SERIAL NUMBER: 7923326
LAST MISSION:

Current Status O:

HOURS:
29-Jan-2015

Current Status W:

5671.2

DATE SEQ NO STATUS wuc ACTION TAKEN

11-Sep-2014 13 X 00 REPLACED ASSY

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD LEFT M/L/G WHEEL BRAKE ASSY LV505521 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

11-Sep-2014 14 X 00 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD LEFT M/L/G WHEEL BRAKE BLEED VALVE SAFETY LV505521 0.1 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

11-Sep-2014 15 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOLBOX ACCOUNTABILITY DUE 0 CH685654 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

11-Sep-2014 16 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE 0 CH685654 0.2 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Sep-2014 12:25 PM 1 / MG701781 5647.6 18-Sep-2014 5647.6 0 B 02
FAULT WRITE-UP: ACTION TAKEN:
RAD ALT. SHOWS 3-5FT WHEN ACFT IS ON LEVEL GROUND ADJUSTED DIGITAL DISPLAY SET SCREW. ALT NOW READS
BETWEEN 1-2 FT
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MG701781 1.2 F
K G 1 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
18-Sep-2014 1 X 02 REINST. TQ'D TO 12IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED 4EA FASTNERS ON C/P SIDE RAD ALT. BEZEL JE725530 0.1 MG701781 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
18-Sep-2014 2 X 02 REINST.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD C/P RAD ALT BEZEL FROM RAD ALT. JE725530 0.1 MG701781 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
18-Sep-2014 3 X 02 REINST. AND ADJUSTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PULLED C/P RAD ALT FROM DASH TO EXPOSE ADJUSTMENT SET JE725530 0.1 MG701781 0.5 F
SCREW
DATE SEQ NO STATUS WucC ACTION TAKEN
18-Sep-2014 4 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 MG701781 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
18-Sep-2014 5 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOLBOX INVT DUE

0 MG701781 0.1 F




Report Date: 13-Feb-2015
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Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Nov-2014 2:19 PM 2 / MG701781 5663.3 21-Nov-2014 5663.3 0 L 02
FAULT WRITE-UP: ACTION TAKEN:
PILOTS SIDE AIRSEEPD INDICATOR REQ'S RMVL FOR BENCH RMVD AND REINST.
TESTING
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MG701781 1.1 F
K G 1 02 F -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 31-Dec-2014 8:00 AM 1 / MG701781  5665.3 28-Jan-2015 5665.3 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
DSC STAB AMP REQ'S RMVL FROM ACFT FOR TROUBLE SHOOTING REPLACED WITH STAB AMPS S/N'S 1144A AND R930-00230
PROCEDURES
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MG701781 1.1 F
K G 1 02 F 13
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Dec-2014 1 X 02 INST. HRDWR FOR SINGLE STAB AMPS (8EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED 6EA FASTNERS SECURING DSC TO AIRFRAME BP806358 0.1 MG701781 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Dec-2014 1 X 02 INST. HRDWR FOR SINGLE STAB AMPS (8EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED 6EA FASTNERS SECURING DSC TO AIRFRAME BP806358 0.1 MG701781 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Dec-2014 2 X 02 INST ONTO SIGLE STAB AMPS 1 PER AMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED 2EA ELECT CONN ON DSC BP806358 0.1 BO317573 0.3 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Dec-2014 2 X 02 INST ONTO SIGLE STAB AMPS 1 PER AMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED 2EA ELECT CONN ON DSC BP806358 0.1 BO317573 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Dec-2014 2 X 02 INST ONTO SIGLE STAB AMPS 1 PER AMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED 2EA ELECT CONN ON DSC BP806358 0.1 MG701781 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Dec-2014 2 X 02 INST ONTO SIGLE STAB AMPS 1 PER AMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED 2EA ELECT CONN ON DSC BP806358 0.1 MG701781 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Dec-2014 3 X 02 REPLACED WITH SINGLE AMPS (#1 SIDE R930-00230 #2 SIDE 1144A)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD DCS S/N 4067 BP806358 0.2 BO317573 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Dec-2014 3 X 02 REPLACED WITH SINGLE AMPS (#1 SIDE R930-00230 #2 SIDE 1144A)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD DCS S/N 4067 BP806358 0.2 BO317573 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Dec-2014 3 X 02 REPLACED WITH SINGLE AMPS (#1 SIDE R930-00230 #2 SIDE 1144A)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD DCS S/N 4067 BP806358 0.2 MG701781 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Dec-2014 3 X 02 REPLACED WITH SINGLE AMPS (#1 SIDE R930-00230 #2 SIDE 1144A)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD DCS S/N 4067 BP806358 0.2 MG701781 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Dec-2014 4 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE 0 MG701781 0.1 F
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Report Date: 13-Feb-2015 Selection Range : 01-Sep-2014 To 13-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923326 HOURS: 5671.2
NEXT PHASE: 5694.9 LAST MISSION: 29-Jan-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Dec-2014 4 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 MG701781 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Dec-2014 5 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVT DUE 0 BO317573 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Dec-2014 5 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVT DUE 0 BO317573 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Dec-2014 5 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVT DUE 0 MG701781 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Dec-2014 5 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOLBOX INVT DUE 0 MG701781 0.1 F




