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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 55771
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Jul-2014  9:55 AM 1 X RA350792 5473 02-Jul-2014 5473 0 A 19
FAULT WRITE-UP: ACTION TAKEN:
CONTROLLED EXCHANGED IVHMU SN: 01152 TO ACFT 960 REPLACED IVHMU (NEW S/N: 00122)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AB198454 0.3 AB507568 1 F
O O 2 19 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
02-Jul-2014 1 X 19 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED IVHMU AB198454 0.1 AB507568 0.5 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
02-Jul-2014 2 X 19 REPLACED IVHMU WITH SN: 00122
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IVHMU SN: 01152 AB198454 0.1 AB507568 0.5 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
E 15-Jul-2014  7:16 AM 1 X 5481 30-Jul-2014 5481 0 J 19H
FAULT WRITE-UP: ACTION TAKEN:
INSP E108 - KY-58 PMCS/OPNL CHECK (STANDBY). WAS DUE AT: COMPLETE.
11-JUL-2014. UPGRADE TO RED X STATUS ON 15-JUL-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS EM255153 0.1 AB507568 0.5 F
0 0 1 19H F -15
DELAY
WORK ORDERED TO AVIONICS 15-JUL-2014
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Jul-2014  7:31 AM 2 X 5473 17-Jul-2014 5473 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A115 - LUBE REQUIRMENTS. WAS DUE AT: 13-JUL-2014 OR COMPLETE
5497.2 HOURS. UPGRADE TO RED X STATUS ON 17-JUL-2014 OR
5501.2 HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS CB235684 0.3 WT337535 0.5 F
0 O 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Jul-2014 1 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H TAILCONE ACCESS PANEL CB235684 0.2 WT337535 0.5 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 17-Jul-2014  10:11 PM 6 X EM255153 5477.9 17-Jul-2014 5477.9 0 A 00

FAULT WRITE-UP:

YELLOW T/R BLADE DE-ICE CABLE BRACKET HAS BROKEN MT
SCREW

ACTION TAKEN:
REPLACED ALL 4 SCREWS

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS EM255153 0.2 NW796915 0.2 F
K G 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 22-Jul-2014  12:34PM 3 X CH756182 5478.6 22-Jul-2014 5478.6 0 L 09
FAULT WRITE-UP: ACTION TAKEN:
#2 RELAY PANEL RMVD FOR TROUBLESHOOTING ON ACFT 909 REINSTALLED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JW614184 0.1 CH756182 1 F
K G 3 09 F 0
DELAY

13-2s to Follow
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Report Date: 06-Jan-2015 To 06-Jan-2015

Selection Range : 01-Jul-2014
CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7822962

LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 5588.5

HOURS:
10-Dec-2014

5577.1

Current Status A: X Current Status E: X

Current Status O:

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jul-2014 1 X 09 REINSTALLED, TQ TO 170 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR FROM H-BAR TO FACILITATE TROUBLESHOOTING JW614184 0.1 JW697800 0.5 F
PROCEDURES
DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jul-2014 1 X 09 REINSTALLED, TQ TO 170 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR FROM H-BAR TO FACILITATE TROUBLESHOOTING JW614184 0.1 JW697800 0.5 F
PROCEDURES
DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jul-2014 2 X 09 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED H-BAR TO FACILITATE TROUBLESHOOTING PROCEDURES JW614184 0.1 JW697800 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jul-2014 2 X 09 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED H-BAR TO FACILITATE TROUBLESHOOTING PROCEDURES JW614184 0.1 JW697800 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jul-2014 3 / 09 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED FWD CENTER SOUNDPROOFING PANEL TO FACILITATE 0 JW697800 0.1 F
TROUBLESHOOTING PROCEDURES
DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jul-2014 3 / 09 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED FWD CENTER SOUNDPROOFING PANEL TO FACILITATE 0 JW697800 0.1 F
TROUBLESHOOTING PROCEDURES
DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jul-2014 4 X 09 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 4 EA ELECT CONNECTORS FROM #2 RELAY PANEL TO JW614184 0.1 JW697800 0.2 F
FACILITATE TROUBLESHOOTING PROCEDURES
DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jul-2014 4 X 09 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 4 EA ELECT CONNECTORS FROM #2 RELAY PANEL TO JW614184 0.1 JW697800 0.2 F

FACILITATE TROUBLESHOOTING PROCEDURES
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 5 X 09 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 RELAY PANEL TO FACILITATE TROUBLESHOOTING JW614184 0.1 JW697800 0.1 F
PROCEDURES
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 5 X 09 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 RELAY PANEL TO FACILITATE TROUBLESHOOTING JW614184 0.1 JW697800 0.1 F
PROCEDURES
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 6 - 09 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE TO FACILITATE TROUBLESHOOTING PROCEDURES 0 JW697800 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 6 - 09 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE TO FACILITATE TROUBLESHOOTING PROCEDURES 0 JW697800 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 7 - 09 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY DUE TO FACILITATE TROUBLESHOOTING 0 CH756182 0.1 F
PROCEDURES
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 7 - 09 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY DUE TO FACILITATE TROUBLESHOOTING 0 CH756182 0.1 F
PROCEDURES
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 28-Aug-2014 7:10 AM 1 X 5495.3 28-Aug-2014 5495.3 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A103 - AIRCRAFT WASH DUE. WAS DUE AT: 24-AUG-2014. COMPLETED BY MJ971810N 20140828
UPGRADE TO RED X STATUS ON 28-AUG-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS CB235684 0.3 MJ947181 15 F
O O 1 00 F 0
DELAY




Report Date: 06-Jan-2015
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Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 55771
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Sep-2014 9:32 AM 6 X EM255153 5498.3 11-Sep-2014 5498.3 0 B 00
FAULT WRITE-UP: ACTION TAKEN:
THURST BEARING PART NUMBER AND SERIAL NUMBER SEE ENTRY 3 11SEP14 FOR CORRECTED FAULT ENTRY
VERIFICATION REQUIRED BEFORE 5589.4 AIRCRAFT HOURS, BUT
NLT 4 SEP 14 IAW H-60-12-AMAM-16. PAST DUE INSP TIME,
AWAITING POSSIBLE WAIVER SINCE AIRCRAFT SCHEDULED FOR
DECOMMISSION IN 2014.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS ES922911 0.2 MM694994 0.2 F
0 G 1 00 F -3
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Oct-2014  9:55 PM 6 X PJ798609 5529.4 07-Oct-2014 5529.4 0 A 00
FAULT WRITE-UP: ACTION TAKEN:
FOWARD PITCH INPUT CONTROL ROD BOLT NOT ROTATING REPLACED BOLT BUSHING WASEHER AND NUT (1EA) DUE TO
NOT ROTATING
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS EM255153 0.2 PJ798609 0.3 F
\ G 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
07-Oct-2014 1 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BOLT FROM FWORD PITCH INPUT CONTROL ROD EM255153 0.1 PJ798609 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
07-Oct-2014 2 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COTTER PIN EM255153 0.1 PJ798609 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
07-Oct-2014 3 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BUSHING(1EA) FROM FOWARD INPUT CONTROL ROD EM255153 0.1 PJ798609 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
07-Oct-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 PJ798609 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
07-Oct-2014 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVETORY DUE 0 PJ798609 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
07-Oct-2014 6 X 00 REPLACED TQ TO (15) INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD NUT EM255153 0.1 PJ798609 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Oct-2014 4:01 PM 3 X RS010120 5535.3 09-Oct-2014 5535.3 0 A 04
FAULT WRITE-UP: ACTION TAKEN:
#1 ENG ANTI ICE VALVE UPPERQUICK RELEASE PIN WORN. REQ REPLACED PIN
REPLACEMENT
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS CB235684 0.2 RS010120 0 F
X A 1 04 F 0
DELAY




Page 8 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 24-Oct-2014 2:07 PM 3 X RS010120 5553.3 24-Oct-2014 5553.3 0 07A01
FAULT WRITE-UP: ACTION TAKEN:
#1 HYD PUMP LEAKING FROMAFT VENT REPLACED K3957ABR WITH PUMP SN 252102C
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS CB235684 0.3 WK595274 F
B G 5 07A01 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
24-Oct-2014 1 X 07A01 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELEC. CONNECTOR P447 CB235684 0.2 RS010120 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
24-Oct-2014 2 X 07A01 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED PRESURE ANDRETURN QD. CB235684 0.2 RS010120 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
24-Oct-2014 3 X 07A01 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOSSENED PUMP MOUNTING HRDW CB235684 0.2 WK595274 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
24-Oct-2014 4 X 07A01 REPLACED K3957ABR WITH PUMP SN 252102C
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HYRD PUMP CB235684 0.2 WK595274 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
24-Oct-2014 5 X 07A01 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
O-RINGS 2EA REQ'D INSTALL ON NEW PUMP CB235684 0.2 WK595274 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 25-Oct-2014  9:04 AM 1 X RS010120 5553.3 25-Oct-2014 5553.3 0 A 06A
FAULT WRITE-UP: ACTION TAKEN:
MAIN XMSN FILTER BUTTON EXTENDED. LAST OCCURANCE WAS REPLACED FILTER BUTTON ASSY WITH PRIMARY AND
80.3 FLIGHT HRS. @ 5473.0 SECONDARY FILTERS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DH650306 0.1 ES922911 2 F
T G 5 06A F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Oct-2014 1 / 06A FAULT CARRIED FORWARD TO 13-1
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD MAIN TRANS DRIP PAN TO FACILITATE MAINT 0 ES922911 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Oct-2014 2 X 06A REINSTALLED, TQ'DTO 115 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD 2 EA MAIN TRANS FILTER BOWL MOUNT BOLTS WITH WASHERS DH650306 0.1 ES922911 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Oct-2014 3 X 06A TURNED FLOW BACK TO THE ON POSISTION
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TURNED MAIN TRANS FLITER BOWL "FLOW" TO THE OFF POSISTION DH650306 0.1 ES922911 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
25-Oct-2014 4 X 06A REINSTALLED FILTER BOWL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD MAIN TRANS FILTER BOWL DH650306 0.1 ES922911 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Oct-2014 5 X 06A REPLACED PRIMARY FILTER ELEMENT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PRIMARY FILTER ELEMENT DH650306 0.1 ES922911 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
25-Oct-2014 6 X 06A REPLACED SECONDARY ELEMENT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SECONDARY FILTER ELEMNT DH650306 0.1 ES922911 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
25-Oct-2014 7 X 06A REPLACED O-RING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FLITER BOWL ASSY O-RINGS DH650306 0.1 ES922911 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
25-Oct-2014 8 - 06A COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY REQUIRED 0 ES922911 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
25-Oct-2014 9 - 06A COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQUIED 0 ES922911 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
25-Oct-2014 10 X 06A REINSTALLED SNAP RING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FILTER BUTTON SNAP RING DH650306 0.1 ES922911 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
25-Oct-2014 11 X 06A REINSTALLED LOCK RING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FILTER BUTTON LOCK RING DH650306 0.1 ES922911 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
25-Oct-2014 12 X 06A REPLACED IMPENDING BUTTON ASSY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FILTER BUTTON ASSY DH650306 0.1 ES922911 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Oct-2014  9:09 AM 2 X BH732924 5553.8 26-0ct-2014 5553.8 0 A 03B04
FAULT WRITE-UP: ACTION TAKEN:
TAIL WHEEL LOCK PIN BROKEN REPLACED ACTUATOR, SPRING CYLINDER, AND LOCK PIN. MOC
OK.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AB198454 0.3 RS010120 15 F
B G 5 03B04 F 0
DELAY

13-2s to Follow
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Oct-2014 1 X 03B04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER PIN FROM CLEVIS PIN AB198454 0.1 RS010120 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Oct-2014 2 X 03B04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER PIN FROM STUD NUT AB198454 0.1 RS010120 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Oct-2014 3 X 03B04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER PIN FROM ACTUATOR CLEVIS PIN AB198454 0.1 RS010120 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Oct-2014 4 - 03B04 COMPLETED OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQUIRED 0 RS010120 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Oct-2014 5 - 03B04 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY 0 RS010120 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Oct-2014 6 X 03B04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOCKPIN ACTUATOR AB198454 0.1 RS010120 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Oct-2014 7 X 03B04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

SPRING ASSEMBLY RMVD AB198454 0.1 RS010120 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 55771
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

E 29-Oct-2014 7:06 AM 1 X 5556.8 20-Nov-2014 5573 0 6 19H

FAULT WRITE-UP:

INSP E108 - KY-58 PMCS/OPNL CHECK (STANDBY). WAS DUE AT:
25-0CT-2014. UPGRADE TO RED X STATUS ON 29-OCT-2014

ACTION TAKEN:

KY-58'S RMVD FROM ACFT DUE TO DECOMMISSIONING UNABLE
TO TEST

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS EM255153 0.1 MJ947181 0.1 F
o} o} 1 19H F 8

DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Nov-2014 8:33 AM 2 X WT337535 5573 19-Nov-2014 5573 0 L 02A
FAULT WRITE-UP: ACTION TAKEN:
CONTROLED EXCHANGED M/R/B S# A007-15670 TO ACFT 983 REINST. BLU M/R BLADESN: A007-15670
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS ES922911 0.5 MJ947181 0.6 F
K G 1 02A F -12
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
07-Nov-2014 1 X 02A REINSTALLED PINS 2 EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE M/R BLADE PINS ES922911 0.2 RS530011 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
07-Nov-2014 1 X 02A REINSTALLED PINS 2 EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE M/R BLADE PINS ES922911 0.2 RS530011 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
07-Nov-2014 2 X 02A REPL. COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE M/R BLADE PIN COTTER PIN ES922911 0.2 MJ947181 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
07-Nov-2014 2 X 02A REPL. COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE M/R BLADE PIN COTTER PIN ES922911 0.2 MJ947181 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
07-Nov-2014 3 X 02A RECONN. ELEC. CONN.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONN. BLU M/R BLADE DE-ICE ELEC. CONN. ES922911 0.2 MJ947181 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
07-Nov-2014 3 X 02A RECONN. ELEC. CONN.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONN. BLU M/R BLADE DE-ICE ELEC. CONN. ES922911 0.2 MJ947181 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Nov-2014 8:37 AM 3 X WT337535 0 19-Nov-2014 5573 0 A 02A
FAULT WRITE-UP: ACTION TAKEN:
CONTROLED EXCHANGED M/R/B S# A007-15668 TO ACFT 627 REPL. BLK M/R BLADE SN: A007- 14159
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS ES922911 0.5 MJ947181 0.6 F
K G 1 02A F -12
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
07-Nov-2014 1 X 02A REINST. BLADE PINS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLACK M/R BLADE PINS 2EA ES922911 0.2 RS530011 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
07-Nov-2014 1 X 02A REINST. BLADE PINS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLACK M/R BLADE PINS 2EA ES922911 0.2 RS530011 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
07-Nov-2014 2 X 02A REPL. COTTER PINS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLK M/R BLADE PIN COTTER PINS ES922911 0.2 MJ947181 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
07-Nov-2014 2 X 02A REPL. COTTER PINS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLK M/R BLADE PIN COTTER PINS ES922911 0.2 MJ947181 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
07-Nov-2014 3 X 02A RECONN. CONNECTOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONN. BLK M/R BLADE DE-ICE ELEC. CONN. ES922911 0.2 MJ947181 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
07-Nov-2014 3 X 02A RECONN. CONNECTOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONN. BLK M/R BLADE DE-ICE ELEC. CONN. ES922911 0.2 MJ947181 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 55771
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 13-Nov-2014 4:11 PM 1 X CM608763 5573 14-Nov-2014 5573 0 2 02

FAULT WRITE-UP:

#2 INBOARD ENGINE INBOARD MOUNT FITTING BEARING WORE
BEYOND LIMITS

ACTION TAKEN:
WRITE UP ENTERED IN ERROR

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS CB235684 0.2 CM608763 0.2 F
H G 2 02 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Nov-2014 4:13 PM 2 X CM608763 5573 14-Nov-2014 5573 0 3 02

FAULT WRITE-UP:

#2 ENGINE CENTER MOUNT FITTING BEARING WORE BEYOND
LIMITS

WHEN HOwW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
H G 2 02 F -1

DELAY

ACTION TAKEN:
WRITE UPENTERED IN ERROR

TIPID MMH PID
CB235684 0.2

MMH TYPE
CM608763 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Nov-2014 6:54 AM 1 X CM608763 5573 14-Nov-2014 5573 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
#1 INBOARD ENGINE INBOARD MOUNT FITTING BEARING WORE REPLACED MOUNT ASSY
BEYOND LIMITS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS CB235684 0.2 CM608763 0.5 F
H G 2 02 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

14-Nov-2014 1 X 02 REINSTALLED TQ 181-199IN/LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD MOUNT TO STRUT HDWR CB235684 0.2 CM608763 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN

14-Nov-2014 2 X 02 REPLACED HDWR TQ 130IN/LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD MOUNT HDWR 4(EA) CB235684 0.2 CM608763 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN

14-Nov-2014 3 X 02 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD INBOARD MOUNT ASSY CB235684 0.2 CM608763 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Nov-2014 6:55 AM 2 X CM608763 5573 14-Nov-2014 5573 0 3 02
FAULT WRITE-UP: ACTION TAKEN:
#1 ENGINE CENTER MOUNT FITTING BEARING WORE BEYOND REPLACED FITTING ASSY
LIMITS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS CB235684 0.2 CM608763 0.5 F
H G 2 02 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
14-Nov-2014 1 X 02 REINSTALLED TQ 181-199IN/LBS REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD MOUNT TO STRUT HDWR CB235684 0.2 CM608763 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN
14-Nov-2014 2 X 02 REPLACED TQ 130IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD MOUNT HDWR 4(EA) CB235684 0.2 CM608763 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN
14-Nov-2014 3 X 02 REPLACED ASSY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CENTER ENGINE MOUNT ASSY CB235684 0.2 CM608763 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Nov-2014 7:18 AM 1 X 5573 18-Nov-2014 5573 0 6 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. WAS NOT INSTALLED
DUE AT: 14-NOV-2014. UPGRADE TO RED X STATUS ON 18-NOV-
2014
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS EM255153 0.1 MM694994 0.2 F
O O 1 04A06B F 0
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Nov-2014 7:18 AM 2 X 5573 18-Nov-2014 5573 0 6 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. WAS COMP LCF1 1101 LCF2 4199 T1 12671 HOURS 1689
DUE AT: 14-NOV-2014. UPGRADE TO RED X STATUS ON 18-NOV-
2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS EM255153 0.1 MM694994 0.2 F
0 O 1 04A06B F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 18-Nov-2014 7:18 AM 3 X 5573 18-Nov-2014 5573 0 6 15B
FAULT WRITE-UP: ACTION TAKEN:
INSP A801 - APU EVENT METER READING (STARTS. WAS DUE AT: HOURS 0407 EVENTS 2663
14-NOV-2014. UPGRADE TO RED X STATUS ON 18-NOV-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS EM255153 0.1 MM694994 0.2 F
0 0 1 15B F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Nov-2014 7:08 AM 1 X 5573 19-Nov-2014 5573 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A115 - LUBE REQUIRMENTS. WAS DUE AT: 15-NOV-2014 OR COMPLETED BY MJ947181 ON 19 NOV 14 AT 5573.0 ACFT HOURS
5578.2 HOURS. UPGRADE TO RED X STATUS ON 19-NOV-2014 OR
5582.2 HOURS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS ES922911 0.5 MJ947181 2 F
O O 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Nov-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BIFILAR LUBE DUE 0 MJ947181 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Nov-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MAIN LANDING GEAR SHOCK STRUTS LUBE DUE 0 MJ947181 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Nov-2014 3 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
STABILATOR ACTUATOR ASSY LUBE DUE 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Nov-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WINDSHIELD WIPER PIVOT STUD LUBE DUE 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Nov-2014 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WINSHIELD WIPER CONVERTERS LUBE DUE 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Nov-2014 6 X 00 REINST. L/H AND R/H PANELS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT AND RIGHT MAIN LANDING GEAR STRUT PANELS REMOVED ES922911 0.2 MJ947181 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Nov-2014 7 X 00 REINST. PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT SIDE TAIL CONE ACCESS PANEL REMOVED ES922911 0.2 MJ947181 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Nov-2014 8 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK/ TOOL INVENTORY DUE 0 MJ947181 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Nov-2014 12:54 PM 3 X RH756555 5573 20-Nov-2014 5573 0 7 02
FAULT WRITE-UP: ACTION TAKEN:
DISASSEMBLED #2 INLET ASSEMBLED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS EM255153 0.4 RH756555 1 F
B G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Nov-2014 1 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER INLET FAIRING EM255153 0.1 RH756555 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Nov-2014 2 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOWER INLET FAIRING EM255153 0.1 RH756555 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Nov-2014 3 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTER INLET FAIRING EM255153 0.1 RH756555 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
20-Nov-2014 4 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TEMPERATURE SWITCH EM255153 0.1 RH756555 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 25-Nov-2014 6:46 AM 2 X 5573 25-Nov-2014 5573 0 6 00

FAULT WRITE-UP:

INSP A177 - 90 DAY REVIEW/UPDATE OF 365-4 ENTRIES. WAS DUE
AT: 13-NOV-2014. UPGRADE TO RED X STATUS ON 23-NOV-2014

WHEN HOwW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
O O 1 00 F 0

DELAY

ACTION TAKEN:
REVIEWED/UPDATED 365-4

TIPID MMH
CB235684 1

PID MMH TYPE
CB235684 1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 55771
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 17-Jul-2014  7:48 AM 3 ® MB319864 5473 17-Jul-2014 5473 0 A 19

FAULT WRITE-UP:

PILOTS VSI C/B CONTINUES TO POP W/ CORRESPONDING FPS
MSTR WARNING AND GYRO CAPSULE LIGHTS. RESTRICTEDFROM
IMC

ACTION TAKEN:
REPLACED VSI PIN FILTER ADAPTER

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS CB235684 0.4 KK474437 15 F
L G 2 19 D 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 1 ® 19 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED VSI CANNON PLUG CB235684 0.2 KK474437 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 1 ® 19 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED VSI CANNON PLUG CB235684 0.2 KK474437 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 1 ® 19 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED VSI CANNON PLUG CB235684 0.2 WR928400 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 1 ® 19 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED VSI CANNON PLUG CB235684 0.2 WR928400 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 2 ® 19 REINSTALLED VERTICAL GYRO CANNON PLUG
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED VERTICAL GYRO CB235684 0.2 KK474437 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 2 ® 19 REINSTALLED VERTICAL GYRO CANNON PLUG
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED VERTICAL GYRO CB235684 0.2 KK474437 0.2 F




Report Date: 06-Jan-2015
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Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7822962

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

HOURS:
10-Dec-2014

5577.1
LAST MISSION:

Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jul-2014 2 ® 19 REINSTALLED VERTICAL GYRO CANNON PLUG
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED VERTICAL GYRO CB235684 0.2 WR928400 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jul-2014 2 ® 19 REINSTALLED VERTICAL GYRO CANNON PLUG
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED VERTICAL GYRO CB235684 0.2 WR928400 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Jul-2014 9:54PM 4 ®  JN984077 54786 22-Jul-2014 5478.6 0 4 00
FAULT WRITE-UP: ACTION TAKEN:
RESTRICTED FROM FLIGHT INTO IMC CONDITIONS. VOR INOP. MTF COMPLETE. SEE ENTRY BELOW.
WHEN HOW  MAL wuc MAINT  DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS | Jwe14184 0.1 JW614184 0.3 F
G G 4 00 F -5
DELAY
WORK ORDER TO AVIONICS 18 JULY 2014
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Jul-2014  10:16 PM 7 ®  EM255153 54793 23-Jul-2014 5479.3 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN UPDATED AWR LIST, SEE FAULT 1 23 JUL 2014
ENCLOSED AWR 1682 R 14 (701D CC 701 C AUTO RELIGHT AND
TDI)
WHEN HOW  MAL wuc MAINT  DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS | cB235684 0.2 EM255153 0.2 F
K G 1 00 F -6

DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 55771
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 23-Jul-2014  1:48 PM 1 ® EM255153 5515.8 01-Oct-2014 5515.8 0 B 00

FAULT WRITE-UP:

OPERATE WITHIN THE LIMITATIONS AND RESTRICTIONS
SPECIFIED IN : AWR 1913 (MILTOPE) DATED 250CT13; AWR 1872 RO
(AWIS) DTD 24JAN13; AWR 1858 R3(EAWIS)DTD 04APR14; AWR1833
R2 (COMMON TRANSPONDER) DTD 24MAR14; AWR 1800 R2
(EDM&BFT) DTD 22MAR13; AWR 1787 R1 (AN/ARN-123 VOR/ILS) DTD
28AUG13; AWR 1753 R2(AN/ASN-128B/D)DTD 26JUN13; AWR 1750 R2
(AN/AVS-6) DTD 29MAR13; AWR 1682 R 14 (701D CC 701 C AUTO
RELIGHT AND TDI) DTD 26FEB14; AWR 1594 R4 (T-700-GE-701D/CC
ENGINE) DTD 27NOV13; AWR 1566 R3 (CABLE GUARD) DTD
18MAR13; AWR 1516 R7 (EBC-406HM ELT) DTD110CT12; AWR 1513
R7 (IPAC) DTD 21MAY14; AWR 1494 R7 (CMWS 5TH SENSOR) DTD
29JUN12; AWR 1477 R6 (FRIES BAR) DATED 9JAN13; AWR1466 R6
(GARMIN GPS) DTD 27AUG13; AWR 1455 R4 (BATTELLE CAUTION
ADVISORY PANEL) DTD18SEP12; AWR 1453 R3 (AIR WARRIOR
BLOCK 1) DTD 08NOV12; AWR 1428 R4 (MULTIBAND FM/TDFM) DTD
24JU13; AWR 1425 R17 (CMWS, ICMD, &P3I) DTD 18SEP12; AWR
1346 R21 (IVHMS) DTD 24JAN14; AWR 1324 R11(CMWS & ICMD) DTD
18SEP12; AWR 1309 R8 (OREGON AERO SEAT CUSHION) DTD
14APR14; AWR 1279 R4 (COCKPIT DOORS REMOVED) DTD
25MAY12; AWR 1120 R9 (M-240H MACHINE GUN) DTD 30N0OV12;
AWR1054 R13 (SEI INDUSTRIES BAMBI BUCKET) DTD 300CT13;
AWR 980 R10 (JUNGLE/FORREST PENETRATOR) DTD 18APR14

ACTION TAKEN:
AWR'S UPDATED, SEE FAULT DATED 010CT14 #2

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AB198454 0.2 AB198454 1.3 F
o G 1 00 F 19
DELAY
DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Aug-2014 1:47 PM 1 ® AW063385 5493.3 19-Aug-2014 5493.3 0 J 00

FAULT WRITE-UP:

MOC FOR VOR FLIGHT TEST FAILED TEST, #2 NEEDLE SHOWED
014 DEGREES ON BOTH HSI'S RESTRICTED FROM IMC

WHEN HOwW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
G G 3 00 F -5

DELAY

ACTION TAKEN:

VOR WAS FLTCHECKED USING THE HEZ & MHZ VORS AND WAS
WITHIN 1 DEGREE OF COURSE THRU OUT FLIGHT CHECK. VOR
OPERATED WITHIN LIMITS.

TIPID MMH PID
FT410246 1

MMH TYPE
FT410246 1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 55771
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 10-Sep-2014 12:34 PM 1 ® EM255153 5515.8 01-Oct-2014 5515.8 0 B 00

FAULT WRITE-UP:

OPERATE WITHIN THE LIMITATIONS AND RESTRICTIONS
SPECIFIED IN AWR 1823 R1 DATED 29 MAY 14. (IVHMS BLOCK 5
SOFTWARE)

ACTION TAKEN:
AWR'S UPDATED, SEE FAULT DATED 010CT14 #2

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AB198454 0.2 AB198454 0.3 F
o A 1 00 F 8
DELAY
DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Oct-2014  3:08 PM 2 ® AB198454  5515.8 02-Dec-2014 5574.9 0 6 00

FAULT WRITE-UP:

OPERATE WITHIN THE LIMITATIONS AND RESTRICTIONS
SPECIFIED IN : AWR 1913 (MILTOPE) DATED 250CT13; AWR 1872 RO
(AWIS) DTD 24JAN13; AWR 1858 R3(EAWIS)DTD 04APR14; AWR 1833
R3 (COMMON TRANSPONDER) DTD 25AUG14; AWR 1823 R1 (IVHMS
BLOCK 5.0 SOFTWARE) DTD 29MAY14; AWR 1800 R3 (EDM&BFT)
DTD 16JUL14; AWR 1787 R1 (AN/ARN-123 VOR/ILS) DTD 28AUG13;
AWR 1753 R3 (AN/ASN-128B/D) DTD 05SEP14; AWR 1750 R2 (AN/AVS
-6) DTD 29MAR13; AWR 1682 R15 (701D/CC 701C AUTO-RELIGHT &
TDI) DTD 02SEP14; AWR 1594 R4 (T-700-GE-701D/CC ENGINE) DTD
27NOV13; AWR 1566 R3 (CABLE GUARD) DTD 18MAR13; AWR 1516
R8 (EBC-406HM ELT) DTD 15SEP14; AWR 1513 R7 (IPAC) DTD
21MAY14; AWR 1494 R8 (CMWS 5TH SENSOR) DTD 26SEP14; AWR
1477 R6 (FRIES BAR) DATED 9JAN13; AWR1466 R6 (GARMIN GPS)
DTD 27AUG13; AWR 1455 R4 (BATTELLE CAUTION ADVISORY
PANEL) DTD18SEP12; AWR 1453 R3 (AIR WARRIOR BLOCK 1) DTD
08NOV12; AWR 1428 R4 (MULTIBAND FM/TDFM) DTD 24JU13; AWR
1425 R18 (CMWS, ICMD, &P3I1) DTD 18SEP14; AWR 1346 R21
(IVHMS) DTD 24JAN14; AWR 1324 R12 (CMWS & ICMD) DTD
18SEP14; AWR 1309 R8 (OREGON AERO SEAT CUSHION) DTD
14APR14; AWR 1279 R5 (COCKPIT DOORS REMOVED) DTD
13JUN14; AWR 1120 R9 (M-240H MACHINE GUN) DTD 30N0V12;
AWR1054 R13 (SEI INDUSTRIES BAMBI BUCKET) DTD 300CT13;
AWR 980 R11 (JUNGLE/FORREST PENETRATOR) DTD 05AUG14

WHEN HOwW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
O G 1 00 F -3

DELAY

ACTION TAKEN:
UPDATED AWR LIST, SEE FAULT #3, 2 DEC 2014

TIPID MMH
EM255153 0

PID MMH TYPE
EM255153 1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 55771
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Nov-2014 4:18 PM 12 ® MJ947181 5573 01-Dec-2014 5574.9 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
IVHMS NOSE TRACKER INSTALLED ACFT RESTRICTED TO MTF CAMERA REMOVED. NOSE COVER INSTALLED.
ONLY
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AB198454 0.1 AG655723 0.3 F
K G 1 00 F 18
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 01-Jul-2014  4:01 PM 1 - MJ947181 5473 17-Jul-2014 5473 0 H 00
FAULT WRITE-UP: ACTION TAKEN:
MWO 1-1520-237-30-3 REQ FOR INSTALLATION OF THE AUTO COMPLETE
RELIGHT AND TRANSIENT DROOP IMPROVEMENT FOR T700-GE-
701D ENGINES ON UH-60A/HH-60A AIRCRAFT
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 WT337535 0.1 F
S G 1 00 F -16
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 1 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD M/R PYLON SLIDING COVER EM255153 0.1 WT337535 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 2 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD MIXER WORK PLATFORM EM255153 0.1 WT337535 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 3 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD MIXER WORK PLATFORM TRACK ASSY EM255153 0.1 WT337535 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 4 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H AND L/H GUNNERS SEATS 0 WT337535 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 5 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD H BAR AND ATTACH HDWE EM255153 0.1 WT337535 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 6 X 00 RAISED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED FWD CABIN SOUNDPROOFING AT STA 308 EM255153 0.1 WT337535 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 7 X 00 REINSTALLED PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H RELAY PANEL ES922911 0.2 RS556575 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 8 X 00 REINSTALLED PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H RELAY PANEL ES922911 0.2 RS556575 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 9 X 00 REINST. HEAT DUCTS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FWD UPPER RIGHT, FWD LFT, AND FWD CENTER HEAT DUCTS ES922911 0.3 MJ947181 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 10 X 00 REINST. HEAT DUCTS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD AFT LEFT, AFT CENTER, AFT RIGHTSIDE HEAT DUCTS ES922911 0.3 MJ947181 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 11 X 00 REINST.CABIN RODS TQ TO 45 IN LB AND REPL. COTTER PINS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD UPPER RIGHT CENTER CABIN CTRL RODS AND ATTACH. HDWE = ES922911 0.3 MJ947181 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 12 X 00 CLOSED CONSOLE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED UPPER CENTER CONSOLE ES922911 0.2 BB943099 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 13 X 00 REINST. DUCT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COPILOTS SEAT OVERHEAD DUCT ES922911 0.2 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 14 X 00 REINSTALLED MAPLIGHT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COCKPIT MAPLIGHT ES922911 0.2 JJ593056 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 15 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H AND R/H GUNNERS OVERHEAD SOUNDPROOFING EM255153 0.1 WT337535 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 16 X 00 RAISED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED AFT CABIN OVERHEAD SOUNDPROOFING EM255153 0.1 WT337535 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 17 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FAIRING L/H AND R/H, SWASHPLATE FORWARD AND ATTACH. EM255153 0.1 WT337535 0.5 F
HDWE
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 18 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COVER INSTL. AT STA. 314.5 EM255153 0.1 WT337535 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 19 X 00 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD CHANNEL MIXER ASSY EM255153 0.1 WT337535 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 20 X 00 INSTALLED RELAY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALL L/H ENGINE OVERSPEED RELAY ES922911 0.4 RS556575 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 21 X 00 INSTALLED RELAY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALL R/H ENGINE OVERSPEED RELAY ES922911 0.3 RS556575 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 22 X 00 INSTALLED SENSOR TORQUED TO 175 IN LBS (TORQUE WRENCH ID
MS4633)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALL L/H TDI ROTOR SPEED SENSOR ES922911 0.3 KD590125 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 23 X 00 INSTALLED BRAKCET
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALL TDI MIXER ASSEMBLY BRACKET ES922911 3 JJ593056 4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 24 X 00 INSTALLED SENSOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALL TDI MIXER ASSEMBLY SENSOR TOJ351 ES922911 0.3 JJ593056 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 25 / 00 REMOVED BRACKET
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE DUAL SENSOR MIXER ASSEMBLY BRACKET 0 JJ593056 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 26 X 00 REINSTALLED SENSOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MIXER SENSOR TOJ317 ES922911 0.3 JJ593056 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 27 X 00 REINSTALLED SENSOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED MIXER SENSOR TOJ318 ES922911 0.3 JJ593056 1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 28 X 00 REINSTALLED NUT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RETAINING NUT FROM J220 ES922911 0.3 JJ593056 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 29 X 00 CONNECTED P220
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P220 ES922911 0.2 JJ593056 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 30 X 00 CONNECTED P221
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P221 ES922911 0.2 JJ593056 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 31 X 00 REINSTALLED NUT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RETAINING NUT FROM J221 ES922911 0.3 JJ593056 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 32 X 00 REINSTALLED KY-58
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H KY-58 ES922911 0.2 BB943099 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 33 X 00 CONNECTED P14R
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P14R ES922911 0.2 BB943099 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 34 X 00 CONNECTED P111
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P111 ES922911 0.2 BB941254 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 35 X 00 CONNECTED P122
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED P122 ES922911 0.2 KD590125 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 36 X 00 CONNECTED P16R
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P16R ES922911 0.2 BB943099 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 37 X 00 CONNECTED P110
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P110 ES922911 0.2 BB943099 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 38 X 00 CONNECTED P121
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P121 ES922911 0.2 BB943099 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 39 X 00 CONNECTED P381
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CONNECT P381 TO ENG OVRSPD RELAY ES922911 0.2 KD590125 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 40 X 00 CONNECTED P382
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CONNECT P382 TO ENG OVRSPD RELAY ES922911 0.2 KD590125 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 41 X 00 CONNECTED P407
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CONNECT P407 TO TDI ROTOR SPEED SENSOR ES922911 0.3 KD590125 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 42 X 00 CONNECTED P400
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P400 ES922911 0.2 BB943099 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2014 43 X 00 CONNECTED P401
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED P401 ES922911 0.2 JJ593056 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 55771
NEXT PHASE: 55885 LAST MISSION: 10-Dec-2014

Current Status A: X Current Status E: X

Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
01-Jul-2014 44 X 00 CONNECTED P351
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CONNECT P351 TO TDI SENSOR ON MIXER ASSY ES922911 0.3 JJ593056 0.5 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 02-Jul-2014  7:06 AM 1 - 5473 10-Jul-2014 5473 0 6 19R
FAULT WRITE-UP: ACTION TAKEN:
INSP E300 - EMERGENCY LOCATOR TRANSMITTER SELF TEST COMPLETED
(EBC-406HM). DUE AT: 10-JUL-2014. UPGRADE TO RED X STATUS
ON 14-JUL-2014
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 0.2 F
o o 1 19R F -8
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Jul-2014  10:58 AM 2 - RA350792 5473 17-Jul-2014 5473 0 4 19
FAULT WRITE-UP: ACTION TAKEN:
MOC REQUIRED FOR REPLACEMENT OF IVHMU MOC COMPLETE; ALL CHECKS GOOD
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MB319864 0.1 D
O O 2 19 F -15
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 08-Jul-2014  9:38 AM 1 - 5473 15-Jul-2014 5473 0 6 04A06B

FAULT WRITE-UP:

INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. DUE
AT: 15-JUL-2014. UPGRADE TO RED X STATUS ON 19-JUL-2014

WHEN HOW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
O O 1 04A06B F -7

DELAY

ACTION TAKEN:
COMPLETED LCF1-2616, LCF2-10095, IND-19386, HOURS-4412

TIPID MMH PID

0 AB198454

MMH TYPE
0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 55771
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 08-Jul-2014  9:38 AM 2 - 5473 15-Jul-2014 5473 0 6 04A06B

FAULT WRITE-UP:

INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. DUE
AT: 15-JUL-2014. UPGRADE TO RED X STATUS ON 19-JUL-2014

WHEN HOW MAL wuc MAINT DEFERRED

ACTION TAKEN:
COMPLETED LCF1-1058, LCF2-4103, IND-12416, HOURS-1591

TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AB198454 0.5 F
o o} 1 04A06B F -7
DELAY
DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Jul-2014  9:38 AM 4 - 5477.9 18-Jul-2014 5477.9 0 6 00

FAULT WRITE-UP:
INSP A160 - 90 DAY CORROSION INSPECTION. DUE AT: 20-JUL-
2014. UPGRADE TO RED X STATUS ON 30-JUL-2014

WHEN HOwW MAL wucC MAINT DEFERRED

ACTION TAKEN:
CCI COMPLETED

TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 PJ798609 1.5 F
O O 1 00 F -10
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT EXTERIOR NOSE DOOR FOR DENTS, CRACKS, MISSING 0 CH756182 0.2 F
HARDWARE, CORRISION, AND / OR DAMAGE
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT EXTERIOR NOSE DOOR FOR DENTS, CRACKS, MISSING 0 CH756182 0.2 F
HARDWARE, CORRISION, AND / OR DAMAGE
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT EXTERIOR NOSE DOOR FOR DENTS, CRACKS, MISSING 0 CH756182 0.2 F

HARDWARE, CORRISION, AND / OR DAMAGE
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X

Current Status E: X

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

HOURS:
10-Dec-2014

Current Status W:

5577.1

DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP INTERIOR NOSE COMPARTMENT SHOCK MOUNTS FOR 0 CH756182 0.1 F
BOTTOMING, CORRISION, AND / OR SECURITY
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP INTERIOR NOSE COMPARTMENT SHOCK MOUNTS FOR 0 CH756182 0.1 F
BOTTOMING, CORRISION, AND / OR SECURITY
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP INTERIOR NOSE COMPARTMENT SHOCK MOUNTS FOR 0 CH756182 0.1 F
BOTTOMING, CORRISION, AND / OR SECURITY
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 3 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP COMPARTMENT FOR EVIDENCE OF WATER INTRUSION 0 CH756182 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 3 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP COMPARTMENT FOR EVIDENCE OF WATER INTRUSION 0 CH756182 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 3 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP COMPARTMENT FOR EVIDENCE OF WATER INTRUSION 0 CH756182 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AROUND BASE OF VERTICAL GYROS FOR CORRISION 0 CH756182 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AROUND BASE OF VERTICAL GYROS FOR CORRISION 0 CH756182 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AROUND BASE OF VERTICAL GYROS FOR CORRISION 0 CH756182 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP NOSE SECTION AVIONICS COMPARTMENT ELECTRICAL 0 CH756182 0.1 F

CONNECTORS ( EXTERIOR)

DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP NOSE SECTION AVIONICS COMPARTMENT ELECTRICAL 0 CH756182 0.1 F

CONNECTORS ( EXTERIOR)

DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP NOSE SECTION AVIONICS COMPARTMENT ELECTRICAL 0 CH756182 0.1 F

CONNECTORS ( EXTERIOR)

DATE SEQ NO STATUS wuc ACTION TAKEN

08-Jul-2014 6 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

VISUALLY INSP NOSE DOOR LATCHES FOR CORRISION 0 CH756182 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

08-Jul-2014 6 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

VISUALLY INSP NOSE DOOR LATCHES FOR CORRISION 0 CH756182 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

08-Jul-2014 6 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

VISUALLY INSP NOSE DOOR LATCHES FOR CORRISION 0 CH756182 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

08-Jul-2014 7 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP COCKPIT EXTERIOR SKIN FOR CORRISION, DENTS, CRACKS, AND 0 CH756182 0.3 F

/ OR MISSING RIVITS
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

HOURS:
10-Dec-2014

Current Status W:

5577.1

DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP COCKPIT EXTERIOR SKIN FOR CORRISION, DENTS, CRACKS, AND 0 CH756182 0.3 F
/ OR MISSING RIVITS
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP COCKPIT EXTERIOR SKIN FOR CORRISION, DENTS, CRACKS, AND 0 CH756182 0.3 F
/ OR MISSING RIVITS
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 8 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CHECK DRAIN HOLES UNDER PILOTS / CO-PILOTS SEATS FOR 0 CH756182 0.2 F
BLOCKAGE AND / OR EVIDENCE OF CORROSION
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 8 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CHECK DRAIN HOLES UNDER PILOTS / CO-PILOTS SEATS FOR 0 CH756182 0.2 F
BLOCKAGE AND / OR EVIDENCE OF CORROSION
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 8 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CHECK DRAIN HOLES UNDER PILOTS / CO-PILOTS SEATS FOR 0 CH756182 0.2 F
BLOCKAGE AND / OR EVIDENCE OF CORROSION
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 9 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP WINDSHEILD WIPER ARMS FOR CORRISION 0 CH756182 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 9 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP WINDSHEILD WIPER ARMS FOR CORRISION 0 CH756182 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 9 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP WINDSHEILD WIPER ARMS FOR CORRISION 0 CH756182 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 10 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP ALL ANTENNAS FOR CORRISION AND / OR SEALENT 0 CH756182 0.5 F
DETERIORATION

DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 10 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP ALL ANTENNAS FOR CORRISION AND / OR SEALENT 0 CH756182 0.5 F
DETERIORATION

DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 10 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP ALL ANTENNAS FOR CORRISION AND / OR SEALENT 0 CH756182 0.5 F
DETERIORATION

DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 11 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP TROOP, OBSOVER , AND GUNNERS SEAT LAP BELTS, SHOULDER 0 CH756182 0.4 F

HARNESSES FOR CORRISION, CUTS, FRAYING, AND SECURITY

DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 11 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP TROOP, OBSOVER , AND GUNNERS SEAT LAP BELTS, SHOULDER 0 CH756182 0.4 F

HARNESSES FOR CORRISION, CUTS, FRAYING, AND SECURITY

DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 11 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP TROOP, OBSOVER , AND GUNNERS SEAT LAP BELTS, SHOULDER 0 CH756182 0.4 F

HARNESSES FOR CORRISION, CUTS, FRAYING, AND SECURITY

DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 12 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP CARGO HOOK SUPPORT STRUCTURE FOR DAMAGE, CORRISION, 0 CH756182 0.2 F
AND OR CRACKS

DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 12 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP CARGO HOOK SUPPORT STRUCTURE FOR DAMAGE, CORRISION, 0 CH756182 0.2 F

AND OR CRACKS




Page 37 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

Current Status O:

SERIAL NUMBER: 7822962
LAST MISSION:

HOURS:
10-Dec-2014

Current Status W:

5577.1

DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 12 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP CARGO HOOK SUPPORT STRUCTURE FOR DAMAGE, CORRISION, 0 CH756182 0.2 F
AND OR CRACKS

DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP CARGO HOOK EMERGENCY RELEASE AND NORMAL RELEASE 0 CH756182 0.2 F
ELECTRICAL CONNECTORS FOR CORRISION

DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP CARGO HOOK EMERGENCY RELEASE AND NORMAL RELEASE 0 CH756182 0.2 F
ELECTRICAL CONNECTORS FOR CORRISION

DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP CARGO HOOK EMERGENCY RELEASE AND NORMAL RELEASE 0 CH756182 0.2 F
ELECTRICAL CONNECTORS FOR CORRISION

DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 14 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP BATTERY VENT LINES, BATTERY ANALYZER FOR DAMAGE, 0 CH756182 0.1 F
CLEANLINESS, CORISION AND OR OBSTRUCTIONS

DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 14 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP BATTERY VENT LINES, BATTERY ANALYZER FOR DAMAGE, 0 CH756182 0.1 F
CLEANLINESS, CORISION AND OR OBSTRUCTIONS

DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 14 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP BATTERY VENT LINES, BATTERY ANALYZER FOR DAMAGE, 0 CH756182 0.1 F
CLEANLINESS, CORISION AND OR OBSTRUCTIONS

DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 15 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CABIN SOUNDPROOFING CB235684 0.2 MS770630 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 15 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CABIN SOUNDPROOFING CB235684 0.2 MS770630 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 15 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CABIN SOUNDPROOFING CB235684 0.2 MS770630 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 16 - 00 INSPECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT T/R CONTROL CABLES FOR WEAR, FRAYING CORROSION, 0 MS770630 0.2 F

AND / OR LOOSE OR MISSION PLASTIC COATING, PARTICULARLY IN

DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 16 - 00 INSPECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT T/R CONTROL CABLES FOR WEAR, FRAYING CORROSION, 0 MS770630 0.2 F

AND / OR LOOSE OR MISSION PLASTIC COATING, PARTICULARLY IN

DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 16 - 00 INSPECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT T/R CONTROL CABLES FOR WEAR, FRAYING CORROSION, 0 MS770630 0.2 F

AND / OR LOOSE OR MISSION PLASTIC COATING, PARTICULARLY IN

DATE SEQ NO STATUS wuc ACTION TAKEN

08-Jul-2014 17 X 00 RAISED SEATS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOWER REAER FWD FACING TROOP SEATS CB235684 0.2 CW378103 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

08-Jul-2014 17 X 00 RAISED SEATS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOWER REAER FWD FACING TROOP SEATS CB235684 0.2 CW378103 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

08-Jul-2014 17 X 00 RAISED SEATS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOWER REAER FWD FACING TROOP SEATS CB235684 0.2 CW378103 0.1 F




Selection Range : 01-Jul-2014

Report Date: 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962

NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

LAST MISSION:

Current Status O:

HOURS:

Page 39 of 281

To 06-Jan-2015

5577.1

10-Dec-2014

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 18 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE L/H TRANSITION/TAILCONE ACCESS PANEL CB235684 0.2 CH756182 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 18 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE L/H TRANSITION/TAILCONE ACCESS PANEL CB235684 0.2 CH756182 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 18 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE L/H TRANSITION/TAILCONE ACCESS PANEL CB235684 0.2 CH756182 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 19 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TRANSITION AND TAILCONE AREA FOR STANDING WATER 0 CH756182 0.2 F
AND / OR CORROSION
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 19 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TRANSITION AND TAILCONE AREA FOR STANDING WATER 0 CH756182 0.2 F
AND / OR CORROSION
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 19 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TRANSITION AND TAILCONE AREA FOR STANDING WATER 0 CH756182 0.2 F
AND / OR CORROSION
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 20 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
IN SPECT INTERMEDIATE DEAR BOX HOUSING, HOUSING JOINTS, 0 CH756182 0.3 F
BOLTS AND STUDS FOR CORROSION
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 20 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
IN SPECT INTERMEDIATE DEAR BOX HOUSING, HOUSING JOINTS, 0 CH756182 0.3 F

BOLTS AND STUDS FOR CORROSION
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

HOURS:
10-Dec-2014

Current Status W:

5577.1

DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 20 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
IN SPECT INTERMEDIATE DEAR BOX HOUSING, HOUSING JOINTS, 0 CH756182 0.3 F
BOLTS AND STUDS FOR CORROSION
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 21 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE T/R GEAR BOX FAIRING 0 CH756182 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 21 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE T/R GEAR BOX FAIRING 0 CH756182 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 21 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE T/R GEAR BOX FAIRING 0 CH756182 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 22 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT T/R SERVO TO T/R QUADRANT PUSH ROD, T/R G/B HOUSING, 0 PJ798609 1 F
HOUSING JOINTS,BOLTS, STUDS, AND ALL T/R PYLON SECTION
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 22 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT T/R SERVO TO T/R QUADRANT PUSH ROD, T/R G/B HOUSING, 0 PJ798609 1 F
HOUSING JOINTS,BOLTS, STUDS, AND ALL T/R PYLON SECTION
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 22 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT T/R SERVO TO T/R QUADRANT PUSH ROD, T/R G/B HOUSING, 0 PJ798609 1 F
HOUSING JOINTS,BOLTS, STUDS, AND ALL T/R PYLON SECTION
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 23 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ALL FLIGHT CONTROL RODS FWD OF PRIMARY SERVOS 0 CH756182 0.6 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577.1

NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

LAST MISSION:
Current Status O:

Current Status W:

10-Dec-2014

DATE SEQ NO STATUS wuc ACTION TAKEN

08-Jul-2014 23 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ALL FLIGHT CONTROL RODS FWD OF PRIMARY SERVOS 0 CH756182 0.6 F
DATE SEQ NO STATUS wuc ACTION TAKEN

08-Jul-2014 23 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ALL FLIGHT CONTROL RODS FWD OF PRIMARY SERVOS 0 CH756182 0.6 F
DATE SEQ NO STATUS wuc ACTION TAKEN

08-Jul-2014 24 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ALL FLIGHT CONTROL RODS AFT OF PRIMARY SERVOS 0 CH756182 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

08-Jul-2014 24 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ALL FLIGHT CONTROL RODS AFT OF PRIMARY SERVOS 0 CH756182 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

08-Jul-2014 24 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ALL FLIGHT CONTROL RODS AFT OF PRIMARY SERVOS 0 CH756182 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

08-Jul-2014 25 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT M/R SYSTEM TO INCLUDE: XMSN, XMSN JOINTS, XMSN 0 MS770630 1 F

BOLTS, XMSN STUDS, M/R BLADES, M/R BLADE PINS BOLTS, NUTS,
DATE SEQ NO STATUS wuc ACTION TAKEN

08-Jul-2014 25 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT M/R SYSTEM TO INCLUDE: XMSN, XMSN JOINTS, XMSN 0 MS770630 1 F

BOLTS, XMSN STUDS, M/R BLADES, M/R BLADE PINS BOLTS, NUTS,
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

08-Jul-2014 25 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT M/R SYSTEM TO INCLUDE: XMSN, XMSN JOINTS, XMSN 0 MS770630 1 F

BOLTS, XMSN STUDS, M/R BLADES, M/R BLADE PINS BOLTS, NUTS,

DATE SEQ NO STATUS wuc ACTION TAKEN

08-Jul-2014 26 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AFT MAIN ROTOR PYLON FAIRING REMOVED CB235684 0.2 CH756182 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

08-Jul-2014 26 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AFT MAIN ROTOR PYLON FAIRING REMOVED CB235684 0.2 CH756182 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

08-Jul-2014 26 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AFT MAIN ROTOR PYLON FAIRING REMOVED CB235684 0.2 CH756182 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

08-Jul-2014 27 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

L/H LOWER SCREWS (9 EACH) REMOVED FROM APU FAIRING (NOTE: CB235684 0.2 CH756182 0.3 F

UNDER EXAUST DUCT)

DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 27 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
L/H LOWER SCREWS (9 EACH) REMOVED FROM APU FAIRING (NOTE: CB235684 0.2 CH756182 0.3 F

UNDER EXAUST DUCT)

DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 27 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
L/H LOWER SCREWS (9 EACH) REMOVED FROM APU FAIRING (NOTE: CB235684 0.2 CH756182 0.3 F

UNDER EXAUST DUCT)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 55771
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 08-Jul-2014  9:38 AM 5 - 5473 17-Jul-2014 5473 0 6 15B

FAULT WRITE-UP:

INSP A801 - APU EVENT METER READING (STARTS. DUE AT: 15-
JUL-2014. UPGRADE TO RED X STATUS ON 19-JUL-2014

ACTION TAKEN:
HOURS 0389, EVENTS 2525

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 WT337535 0.5 F
o} o} 1 15B F -9
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Jul-2014  6:38 PM 6 - MJ947181  5479.3 18-Jul-2014 5474.2 0 B 00

FAULT WRITE-UP:

UPDATE 365-1 (CHART A) AND 365-3 (CHART C) IAW TM 55-1500-
342-23 FOR MWO 1-1520--237-20-3 INSTALLATION OF T700-GE-701D
ENGINES AND SUPPORT COMPONENTS ON UH-60A AIRCRAFT

ACTION TAKEN:
UPDATED CHART A

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AB198454 3.5 F
S G 1 00 F -10
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 08-Jul-2014  6:46 PM 7 - MJ947181  5479.3 18-Jul-2014 5479.3 0 B 00

FAULT WRITE-UP:

UPDATE 365-1 (CHART A) AND 365-3 (CHART C) IAW TM 55-1500-342
-23 FOR THE INSTALLATION OF THE AUTO RELIGHT AND
TRANSIENT DROOP IMPROVEMENT FOR T700-GE-701D ENGINES
ON UH-60A/HH-60A ACFT

WHEN HOW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
S G 1 00 F -10

DELAY

ACTION TAKEN:
UPDATED CHART A & CHART C AS REQUIRED.

TIPID MMH PID MMH TYPE

0 AB198454 3.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Jul-2014  7:10 AM 1 - 5479.3 24-Jul-2014 5479.3 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A130 - PURGE MICROCLIMATE COOLING SYSTEM (IF NO MCU INSTALLED
BACTERIOSTATIC). DUE AT: 20-JUL-2014. UPGRADE TO RED X
STATUS ON 27-JUL-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CW378103 0.1 F
0 O 1 00 F -15
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 11-Jul-2014  8:56 AM 1 - KD590125 5473 11-Jul-2014 5473 0 B 09
FAULT WRITE-UP: ACTION TAKEN:
NO. 3 COLLECTIVE STICK POSITION SENSOR ADJUSTMENT DUE ADJUSTMENT COMPLETED CHECKED FOUND GOOD
FOR INSTALLATION OF MWO0-1-1520-237-30-3
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JJ593056 1 D
K G 1 09 F 0
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Jul-2014  9:12 AM 2 - KD590125 5473 11-Jul-2014 5473 0 B 09
FAULT WRITE-UP: ACTION TAKEN:
COLLECTIVE STICK POSITION SENSOR ADJUSTMENTS DUE FOR ADJUSTMENTS COMPLETE CHECKED FOUND GOOD
INSTALLATION OF MWO 1-1520-237-30-3
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JJ593056 2 F
K G 1 09 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
11-Jul-2014 1 X 09 CONNECTED P1
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 STAB AMP P1 ES922911 0.2 JJ593056 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN
11-Jul-2014 2 X 09 CONNECTED P1
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 STAB AMP P1 ES922911 0.2 JJ593056 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Jul-2014  9:57 AM 3 - KD590125 5474.2 17-Jul-2014 5474.2 0 4 09
FAULT WRITE-UP: ACTION TAKEN:
ENGINE OVERSPEED PROTECTION SYSTEM TEST DUE FOR COMPLETE
COMPLETION OF MWO 1-1520-237-30-3
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JN984077 0.5 F
K G 1 09 F -6
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Jul-2014  10:03 AM 4 - KD590125 5474.2 17-Jul-2014 5474.2 0 4 02
FAULT WRITE-UP: ACTION TAKEN:
MAINTENANCE TEST FLIGHT DUE FOR COMPLETION OF MWO 1- COMPLETE
1520-237-30-3
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JN984077 35 F
K G 1 02 F -6
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 14-Jul-2014  7:15 AM 1 - 5486.3 15-Aug-2014 5486.3 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A621 - AIRCRAFT WEIGHING CLASS 2. DUE AT: 17-AUG-2014. COMPLETED
UPGRADE TO RED X STATUS ON 17-SEP-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CB235684 1.5 F
0 0 1 00 F -2
DELAY
WORK ORDERED TO QC 24-JUL-2014
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jul-2014  10:52 AM 1 - EM255153 5473 15-Jul-2014 5473 0 T 00
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH REQUIREMENTS OF H-60-14-AMAM-16BY 12AUG14. AMAM COMPLIED WITH, NONE INSTALLED
(ATTITUDE HEADING REFERENCE UNIT 2410 TRACKING)
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 EM255153 0.1 F
0 G 1 00 F 0
DELAY




Page 47 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Jul-2014  8:17 AM 1 - WT337535 5477.9 18-Jul-2014 5477.9 0 6 02A
FAULT WRITE-UP: ACTION TAKEN:
3-13 HOUR TQ CHECK REQ ON #1 ENGINE OUTPUT SHAFT AT ACFT TQ CHECK PASSED
HOUR 5476.0 -5486.00
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 PJ798609 2 F
K G 1 02A F -2
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
16-Jul-2014 1 X 02A REINSTALLED HDWR TQ TO 70 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HDWR FROM ENGINE INLET V-BAND CLAMP CB235684 0.2 PJ798609 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
16-Jul-2014 2 X 02A RECONNECTED ELEC CONNECTOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELEC CONNECTOR FROM INLET CB235684 0.2 PJ798609 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
16-Jul-2014 3 X 02A REINSTALLED HDWR TO TO 45 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HDWR FROM INLET BLEED AIR TUBE COUPLING CLAMP CB235684 0.2 PJ798609 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
16-Jul-2014 4 X 02A REINSTALLED HDWR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED WATER WASH CLAMP HDWR CB235684 0.2 PJ798609 0.2 F




Page 48 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Jul-2014  8:19 AM 2 - WT337535 5477.9 18-Jul-2014 5477.9 0 6 02A
FAULT WRITE-UP: ACTION TAKEN:
3-13 HOUR TQ CHECK REQ ON #2 ENGINE OUTPUT SHAFT AT ACFT TQ CHECK PASSED
HOUR 5476.0 -5486.00
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CW378103 2 F
K G 1 02A F -2
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
16-Jul-2014 1 X 02A RECONNECTED ELEC CONNECTOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELEC CONNECTOR FROM INLET CB235684 0.2 CW378103 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
16-Jul-2014 2 X 02A RECONNECTED ELEC CONNECTOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ICE DETECTOR ELEC CONNECTOR FROM AIRFRAME CB235684 0.2 CW378103 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
16-Jul-2014 3 X 02A REINSTALLED TQ TO 70 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HDWR FROM ENGINE INLET V-BAND CLAMP CB235684 0.2 CW378103 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
16-Jul-2014 4 X 02A REINSTALLED TQ TO 45 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REOVED HDWR FROM BLEED AIR TUBE COUPLING CLAMP CB235684 0.2 CW378103 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 16-Jul-2014  8:19 AM 3 - WT337535 5473 17-Jul-2014 5473 0 4 02A

FAULT WRITE-UP:
IDLE SPEED LEAK CHECK REQ FOR REPLACEMENT OF #1 ENGINE

WHEN HOwW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
K G 1 02A F -1

DELAY

ACTION TAKEN:
IDLE SPEED LEAK CHECK COMPLETE.

TIPID MMH PID MMH TYPE
0 MB319864 0.1 D




Page 49 of 281
Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577.1
NEXT PHASE: 5588.5

LAST MISSION: 10-Dec-2014

Current Status A: X Current Status E: X

Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Jul-2014  8:20 AM 4 - WT337535 5473 17-Jul-2014 5473 0 4 02A
FAULT WRITE-UP: ACTION TAKEN:
IDLE SPEED LEAK CHECK REQ FOR REPLACEMENT OF #2 ENGINE IDLE SPEED LEAK CHECK OF #2 ENG COMPLETE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MB319864 0.1 D
K G 1 02A F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 16-Jul-2014  8:21 AM 5 - WT337535 5477.9 18-Jul-2014 5477.9 0 6 02A
FAULT WRITE-UP: ACTION TAKEN:
10MIN RUN UP 1THOUR COOL DOWN DE-SWIRL DUCT CLAMP TQ TQ CHECK FAILED SEE FAULT #3 OF 18 JUL 2014 FOR SECOND
CHECK REQ AFTER REMOVAL AND INSTALLATION OF THE #1 WRITE UP
ENGINE
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 Cw378103 1 F
K G 1 02A F -2
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Jul-2014 1 X 02A REPLACED HDWR TQ TO 40INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TQ CHECK FAILED. LOOSENED HDWR TO RESEAT DESWIRL DUCT CB235684 0.2 PJ798609 0.2 F
CLAMP
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Jul-2014 2 X 02A REINSTALLED CLAMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DESWIRL DUCT CLAMP CB235684 0.2 PJ798609 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Jul-2014  8:22 AM 6 - WT337535 5477.9 18-Jul-2014 5477.9 0 6 02A
FAULT WRITE-UP: ACTION TAKEN:
10MIN RUN UP 1THOUR COOL DOWN DE-SWIRL DUCT CLAMP TQ TQ CHECK PASSED
CHECK REQ AFTER REMOVAL AND INSTALLATION OF THE #2
ENGINE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CH756182 0.2 F
K G 1 02A F -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 16-Jul-2014  8:23 AM 7 - WT337535 5473 17-Jul-2014 5473 0 4 02A
FAULT WRITE-UP: ACTION TAKEN:
#1 ENGINE VIBE CHECKS REQ AFTER REPLACMENT #1 ENG VIBE CHECK COMPLETE; 0.22 IPS.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MB319864 0.1 D
K G 1 02A F -1

DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Jul-2014  8:23 AM 8 - WT337535 5473 17-Jul-2014 5473 0 6 02A
FAULT WRITE-UP: ACTION TAKEN:
#2 ENGINE VIBE CHECKS REQ AFTER REPLACMENT COMPLETE, .09 IPS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 WT337535 0.5 F
K G 1 02A F -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
16-Jul-2014 1 X 02A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENG WATERWASH LINE CB235684 0.2 CW378103 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
16-Jul-2014 2 X 02A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLEED AIR TUBE FROM #2 ENG CB235684 0.2 CW378103 0.4 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
16-Jul-2014 3 X 02A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENG V-BAND CLAMP CB235684 0.2 CW378103 0.4 F
DATE SEQ NO STATUS WucC ACTION TAKEN
16-Jul-2014 4 X 02A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR CANNON PLIUG CB235684 0.2 CW378103 0.4 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
16-Jul-2014 5 X 02A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENG INLET CB235684 0.2 CW378103 0.3 F
DATE SEQ NO STATUS WucC ACTION TAKEN
16-Jul-2014 6 X 02A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FIRE EXTINGUISHER TUBE FROM #2 ENGINE FIRE CB235684 0.2 WT337535 0.5 F

WALL
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Jul-2014  2:05 PM 10 - WT337535 5473 16-Jul-2014 5473 0 6 02A
FAULT WRITE-UP: ACTION TAKEN:
#1 AND #2 LDS, AND PAS RIG CHECK REQ PASSED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 WT337535 0.5 F
K G 1 02A F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
16-Jul-2014 1 X 02A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER PIN FROM #1 LDS CABLE TO MIXER AB198454 0.2 WT337535 0.5 F
DATE SEQNO STATUS wucC ACTION TAKEN
16-Jul-2014 2 X 02A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 LDS CABLE TO MIXER AB198454 0.2 WT337535 0.5 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Jul-2014  7:31 AM 1 - 5479.3 25-Jul-2014 5479.3 0 J 09BO1A
FAULT WRITE-UP: ACTION TAKEN:
INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1). DUE INSPECTION COMPLETED MOC OK
AT: 25-JUL-2014. UPGRADE TO RED X STATUS ON 29-JUL-2014
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 WR928400 1 F
O O 1 09BO1A F -8
DELAY
WORK ORDERED TO AVIONICS 17-JUL-2014
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Jul-2014  10:30 PM 8 - 5477.9 17-Jul-2014 5477.9 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 NW796915 1 F
X O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 18-Jul-2014  8:06 AM 1 - 5479.3 25-Jul-2014 5479.3 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A103 - AIRCRAFT WASH DUE. DUE AT: 26-JUL-2014. COMPLETE
UPGRADE TO RED X STATUS ON 30-JUL-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 Cw378103 1.5 F
0 0 1 00 F -7
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Jul-2014  8:06 AM 2 - 5484 06-Aug-2014 5484 0 J 08C
FAULT WRITE-UP: ACTION TAKEN:
INSP A533 - PITOT STATIC SYSTEM INSPECTION. DUE AT: 22-AUG- TESTED SYSTEM MOC OK
2014. UPGRADE TO RED X STATUS ON 22-SEP-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AB507568 15 F
0 0 1 08C F 11
DELAY
WORK ORDERED TO AVIONICS 18-JUL-2014
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 55771
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Jul-2014 2:12 PM 3 - CW378103 5478.6 22-Jul-2014 5478.6 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
RUN-UP OF #1 ENGINE FOR AT LEAST 10 MIN AND A COOLDOWN TQ CHECK FAILED
OF 1 HOUR FOR TQ CHECK OF #1ENGINE DE-SWIRL DUCT CLAMP
REQ
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CH756182 0.2 F
K G 2 00 F -4
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 18-Jul-2014  3:25 PM 4 - CW378103 5478.6 22-Jul-2014 5478.6 0 4 00
FAULT WRITE-UP: ACTION TAKEN:
OPERATIONAL CHECK OF FM1, UHF, AND VHF RADIOS REQ FOR COMPLETED. CHECK OK.
THE REMOVALAND REINSTALLTION OF RADIOS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JW614184 0.3 F
G G 2 00 F -4
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Jul-2014  7:15 AM 1 - 5479.3 25-Jul-2014 5479.3 0 6 17B
FAULT WRITE-UP: ACTION TAKEN:
INSP A496 - CF3BR FIRE EXTINGUISHER WEIGHT TEST & INSP OK, COMPLETE
INSPECTION. DUE AT: 12-AUG-2014. UPGRADE TO RED X STATUS
ON 31-AUG-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 WT337535 1.1 F
O O 1 17B F -3
DELAY
AWAITING DOWN-TIME
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Jul-2014  7:15 AM 2 - 5479.3 24-Jul-2014 5479.3 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A809 - LOGBOOK RECON. DUE AT: 30-JUL-2014. UPGRADE COMPLETED
TO RED X STATUS ON 06-AUG-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 EM255153 2 F
O O 1 00 F -2
DELAY
IN PROCESS
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 22-Jul-2014  1:25 PM 4 - CH756182 5479.3 22-Jul-2014 5479.3 0 6 04

FAULT WRITE-UP:

MINIUM 10 MIN RUN UP REQ WITH A COOLDOWN OF 1 HOUR DUE
FOR #1 ENG DE-SWIRL DUCT LOOP CLAMP TQ CHECK

ACTION TAKEN:
FAILED. SEE ENTRY BELOW

WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 RS010120 0.1 F
B G 1 04 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Jul-2014 T7:02PM 6 - 5479.3 22-Jul-2014 5479.3 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY COMPLETED OK
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BH732924 15 F
X o 1 00 F 0

DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Jul-2014  8:32 AM 1 - 5481 26-Jul-2014 5481 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY PMD COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CW378103 1 F
X O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 30-Jul-2014  8:51 AM 1 - RA350792 5486.3 14-Aug-2014 5486.3 0 4 19

FAULT WRITE-UP:

FLIGHT CHECK REQUIRED FOR REPLACEMENT OF VOR CONTROL
HEAD.

ACTION TAKEN:

MOC FAILED TEST #2 NEEDLE SHOWED 014 DEGREES ON BOTH
HSI'S

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AW063385 0.3 F
K G 2 19 F 15
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 30-Jul-2014  8:58 AM 2 - RA350792  5493.3 19-Aug-2014 5493.3 0 J 19
FAULT WRITE-UP: ACTION TAKEN:
FLT CK REQUIRED ON HUD FOR GROUND SPEED HUD INDICATED CORRECTGROUNDSPEED THRUOUT FLT CHECK.
FLT CHECK COMPLETED OK.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 FT410246 1 F
O O 2 19 F 10

DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Jul-2014 12:35PM 3 - ES922911 5481 31-Jul-2014 5481 0 6 04A05A
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH REQUIREMENTS OF H-60-14-ASAM-08 BEFORE INSP. OK #1 ENG PASS #2 ENG PASS
5491.0 ACFT HRS BUT NLT 13 AUG 14. (HYDRO-MECHANICAL UNIT
QUICK DISCONNECT PINS)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 0.4 F
0 G 1 04A05A F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 30-Jul-2014  12:38 PM 4 - ES922911 5481 31-Jul-2014 5481 0 6 06H04
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH REQUIREMENTS OF H-60-14-ASAM-09 BEFORE INSP. OK #1 ENG. PASS #2 ENG PASS
5491.0 ACFT HRS BUT NLT 13 AUG 14. (ENFINE OUTPUT SHAFT)
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 0.3 F
0 G 1 06H04 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 31-Jul-2014  1:04 PM 1 - EM255153 5481 31-Jul-2014 5481 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
AOAP REQUEST OIL SAMPLE OF INTERMEDIATE GEAR BOX AFTER FAULT ENTERED INCORRECTLY SEE NEXT FAULT
NEXT FLIGHT CYCLE
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 EM255153 0.1 F
N G 1 00 F 0
DELAY
(WATER CONTENT IN PREVIOUS SAMPLE)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 55771
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 31-Jul-2014  1:10 PM 2 - EM255153 5481 31-Jul-2014 5481 0 6 00

FAULT WRITE-UP:

AOAP REQUEST DRAIN AND FLUSH OF INTERMEDIATE GEARBOX
AND SUBMIT A RESAMPLE AFTER 1ST FLIGHT CYCLE (WATER
CONTENT, SEE NEXT FAULT FOR SAMPLE REQUIREMENT)

ACTION TAKEN:
DRAINED AND FLUSHED 1/G/B SERVICED W MIL-L-23699

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 0.5 F
N G 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 1 / 00 REINST. COVER
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD I/G/B COVER 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 2 X 00 REINST. I/G/B CHIP DETECTOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD. I/G/B CHIP DETECTOR CB235684 0.2 MJ947181 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 3 X 00 SERVICED I/G/B W MIL-L-23699
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DRAINED 1/G/B OIL CB235684 0.2 MJ947181 0.4 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 31-Jul-2014  1:14 PM 3 - EM255153 5483.8 31-Jul-2014 5483.8 0 6 00

FAULT WRITE-UP:

AOAP REQUEST INTERMEDIATE GEARBOX OIL SAMPLE AFTER 1ST
FLIGHT CYCLE (WATER CONTENT IN LAST SAMPLE. COMPLETE
DRAIN AND FLUSH IN PREVIOUS FAULT BEFORE SAMPLING)

WHEN HOwW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
N G 1 00 F 0

DELAY

ACTION TAKEN:
SAMPLED 1I/G/B (HOT SAMPLE) AT 5483.8 ACFT HRS

TIPID MMH PID

0 MJ947181

MMH TYPE
0.4 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 55771
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 31-Jul-2014  7:45 PM 4 - RH756555 54923 17-Aug-2014 5492.3 0 6 00

FAULT WRITE-UP:

2ND 9-11 HOUR TQ CHECK DUE FOR REMOVAL AND
REINSTALLATION OF INTERMEDIATE GEARBOX OUTPUT FALNGE
HDWR 5491.5- 5493.5

ACTION TAKEN:
TQ STABILIZED @ 328IN LBS

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CH756182 0.2 F
B G 2 00 F 13
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 01-Aug-2014 7:07 AM 1 - 5484 06-Aug-2014 5484 0 1 19R

FAULT WRITE-UP:

ACTION TAKEN:

INSP E300 - EMERGENCY LOCATOR TRANSMITTER SELF TEST COMPLETED
(EBC-406HM). DUE AT: 09-AUG-2014. UPGRADE TO RED X STATUS
ON 13-AUG-2014
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 WR928400 1 F
O O 1 19R F -5
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 01-Aug-2014 12:49PM 2 - MJ947181  5483.8 01-Aug-2014 5483.8 0 6 00

FAULT WRITE-UP:

PERFORM OPERATIONAL CHK OF AC ELECTRICAL SYS. DUE TO
RMVL AND REINSTALLATION OF #2 MAIN AC GENERATOR

WHEN HOW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
K G 1 00 F 0

DELAY

ACTION TAKEN:
AC ELEC. SYS. CHK'D OK MJ94181

TIPID MMH PID MMH TYPE

0 MJ947181 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Aug-2014 12:54 PM 3 - 5483.8 01-Aug-2014 5483.8 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 1.3 F
X O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 01-Aug-2014 3:41 PM 6 - 5484 01-Aug-2014 5484 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 1 F
X 0 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 05-Aug-2014 7:35 AM 1 - 5486.3 15-Aug-2014 5486.3 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A553 - AIRCRAFT WEIGHING INVENTORY (365-1). DUE AT: 09- COMPLETED
SEP-2014. UPGRADE TO RED X STATUS ON 10-OCT-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CB235684 1 F
0 0 1 00 F -10
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Aug-2014 8:01 AM 1 - 5486.3 15-Aug-2014 5486.3 0 6 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. DUE COMPLETED LCF1:2624 LCF2:10114 IND:19586 HRS:4426
AT: 14-AUG-2014. UPGRADE TO RED X STATUS ON 18-AUG-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 0.2 F
O O 1 04A06B F -9
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 06-Aug-2014 8:01 AM 2 - 5486.3 15-Aug-2014 5486.3 0 6 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. DUE COMPLETED LCF1:01066 LCF2:04118 IND:12569 HRS:01603
AT: 14-AUG-2014. UPGRADE TO RED X STATUS ON 18-AUG-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 0.2 F
0 0 1 04A06B F -9
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Aug-2014 7:18 AM 1 - 5492.3 17-Aug-2014 5492.3 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A115 - LUBE REQUIRMENTS. DUE AT: 16-AUG-2014 OR 5513 COMPLETED
HOURS. UPGRADE TO RED X STATUS ON 20-AUG-2014 OR 5517
HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CH756182 1 F
0 O 1 00 F -9
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
08-Aug-2014 1 X 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H TAILCONE ACCES PANEL CC712149 0.3 MS770630 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
08-Aug-2014 2 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H MLG UPPER ACCESS PANEL CC712149 0.3 RR734123 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
08-Aug-2014 3 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H MLG UPPER ACCESS PANEL CC712149 0.2 CH756182 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 08-Aug-2014 7:18 AM 2 - 5486.3 15-Aug-2014 5486.3 0 6 15B
FAULT WRITE-UP: ACTION TAKEN:
INSP A801 - APU EVENT METER READING (STARTS. DUE AT: 16- COMPLETED EVENTS: 2547 HRS: 392
AUG-2014. UPGRADE TO RED X STATUS ON 20-AUG-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 0.2 F
0 0 1 15B F -7
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Aug-2014 7:18 AM 3 - 5484 08-Aug-2014 5484 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY COMP
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MM694994 1 F
X O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 11-Aug-2014 2:06 PM 1 - EM255153 5484 17-Oct-2014 5538.2 0 T 00
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH REQUIREMENTS OF H-60-14-AMAM-19 BY 30 NOV 14. COMPLETED
(LCF CHANGE 66 REQUIREMENTS)
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DH650306 1.5 F
0 G 1 00 F -8
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Aug-2014 1:17 PM 1 - 5486.3 15-Aug-2014 5486.3 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY COMPLETE
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MG812464 15 F
X 0 1 00 F 0
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Aug-2014 12:10 PM 1 - 5493.3 21-Aug-2014 5493.3 0 J 09B01A
FAULT WRITE-UP: ACTION TAKEN:
INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1). DUE TESTED OK
AT: 24-AUG-2014. UPGRADE TO RED X STATUS ON 28-AUG-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 KK474437 0.2 F
O O 1 09B01A F -5
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 17-Aug-2014 2:59 PM 1 - 5492.3 17-Aug-2014 5492.3 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY PMD COMPLETE
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JC639492 1.2 D
X 0 1 00 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN

17-Aug-2014 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 — 1.10) 0 JC639492 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN

17-Aug-2014 2 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 - 2.21) 0 JC639492 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN

17-Aug-2014 3 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 - 3.6) 0 JC639492 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN

17-Aug-2014 4 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 - 4.9) 0 JC639492 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

HOURS:
10-Dec-2014

Current Status W:

5577.1

DATE  SEQNO STATUS wuc ACTION TAKEN
17-Aug-2014 5 - 00 COMPLETE
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 JC639492 0.2 F
5.15)
DATE  SEQNO STATUS wuc ACTION TAKEN
17-Aug-2014 6 - 00 COMPLETE
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 JC639492 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
17-Aug-2014 7 - 00 COMPLETE
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 JC639492 0.1 F
-6.10, 6.20 — 6.22)
DATE  SEQNO STATUS wuc ACTION TAKEN
17-Aug-2014 8 - 00 COMPLETE
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 JC639492 0.1 F
6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN
17-Aug-2014 9 - 00 COMPLETE
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 JC639492 0.1 F
DATE  SEQNO STATUS wuc ACTION TAKEN
17-Aug-2014 10 - 00 COMPLETE
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 JC639492 0.1 F
DATE  SEQNO STATUS wuc ACTION TAKEN
17-Aug-2014 11 - 00 COMPLETE
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 JC639492 0.1 F
DATE  SEQNO STATUS wuc ACTION TAKEN
17-Aug-2014 12 - 00 COMPLETE
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 JC639492 0.1 F

(AN/ARN-123 VOR/ILS RECEIVERS)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

HOURS:
10-Dec-2014

Current Status W:

5577.1

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Aug-2014 13 . 00 N/A
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 JC639492 0.1 F
AWR 1566
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Aug-2014 14 . 00 COMPLETE
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 JC639492 0.1 F
406HM ELT)
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Aug-2014 15 . 00 N/A
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 JC639492 0.1 F
5TH SENSOR)
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Aug-2014 16 . 00 N/A
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 JC639492 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Aug-2014 17 . 00 N/A
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 JC639492 0.1 F
27AUG13 (GARMIN GPS)
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Aug-2014 18 . 00 N/A
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 JC639492 0.1 F
WARRIOR BLOCK 1)
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Aug-2014 19 . 00 N/A
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 JC639492 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Aug-2014 20 . 00 COMPLETE
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 JC639492 0.1 F




Report Date: 06-Jan-2015
CLOSED FAULT REPORT

Selection Range : 01-Jul-2014
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To 06-Jan-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 55771
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2014 21 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 JC639492 0.1 F
RESCUE HOIST)
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2014 22 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 JC639492 0.1 F
AERO SEAT CUSHIONS)
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2014 23 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 JC639492 0.1 F
DOORS)
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2014 24 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 JC639492 0.1 F
MACHINE GUN)
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2014 25 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 JC639492 0.1 F
BUCKET)
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Aug-2014 12:00 PM 1 - 5493.3 20-Aug-2014 5493.3 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 15 F
X O 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WucC ACTION TAKEN
20-Aug-2014 1 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 — 1.10) 0 MJ947181 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

HOURS:
10-Dec-2014

Current Status W:

5577.1

DATE  SEQNO STATUS wuc ACTION TAKEN
20-Aug-2014 2 - 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 — 2.21) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
20-Aug-2014 3 - 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 — 3.6) 0 MJ947181 0.3 F
DATE  SEQNO STATUS wuc ACTION TAKEN
20-Aug-2014 4 - 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 — 4.9) 0 MJ947181 0.3 F
DATE  SEQNO STATUS wuc ACTION TAKEN
20-Aug-2014 5 - 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 MJ947181 0.3 F
5.15)
DATE  SEQNO STATUS wuc ACTION TAKEN
20-Aug-2014 6 - 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
20-Aug-2014 7 - 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 MJ947181 0.2 F
-6.10, 6.20 — 6.22)
DATE  SEQNO STATUS wuc ACTION TAKEN
20-Aug-2014 8 - 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 MJ947181 0.2 F
6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN
20-Aug-2014 9 - 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F




Selection Range : 01-Jul-2014

Report Date: 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962

NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

LAST MISSION:

Current Status O:

HOURS:
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To 06-Jan-2015

10-Dec-2014

5577.1

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Aug-2014 10 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
20-Aug-2014 11 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
20-Aug-2014 12 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 MJ947181 0.2 F
(AN/ARN-123 VOR/ILS RECEIVERS)
DATE SEQ NO STATUS wuc ACTION TAKEN
20-Aug-2014 13 . 00 HOIST NOT INSTALLED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 MJ947181 0.1 F
AWR 1566
DATE SEQ NO STATUS wuc ACTION TAKEN
20-Aug-2014 14 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 MJ947181 0.2 F
406HM ELT)
DATE SEQ NO STATUS wuc ACTION TAKEN
20-Aug-2014 15 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 MJ947181 0.2 F
5TH SENSOR)
DATE SEQ NO STATUS wuc ACTION TAKEN
20-Aug-2014 16 . 00 FRIES NOT INSTALLED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 MJ947181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
20-Aug-2014 17 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 MJ947181 0.1 F

27AUG13 (GARMIN GPS)




Page 70 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

20-Aug-2014 18 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 MJ947181 0.2 F

WARRIOR BLOCK 1)

DATE SEQ NO STATUS wuc ACTION TAKEN

20-Aug-2014 19 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 MJ947181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

20-Aug-2014 20 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 MJ947181 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

20-Aug-2014 21 - 00 HOIST NOT INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 MJ947181 0.1 F

RESCUE HOIST)

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Aug-2014 22 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 MJ947181 0.1 F

AERO SEAT CUSHIONS)

DATE  SEQNO STATUS wuc ACTION TAKEN
20-Aug-2014 23 - 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 MJ947181 0.2 F
DOORS)

DATE  SEQNO STATUS wuc ACTION TAKEN
20-Aug-2014 24 - 00 M/G NOT INSTALLED ON ACFT
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 MJ947181 0.1 F

MACHINE GUN)

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Aug-2014 25 - 00 BUCKET NOT INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 MJ947181 0.1 F

BUCKET)




Page 71 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 21-Aug-2014 7:14 AM 1 - 5495.3 28-Aug-2014 5495.3 0 6 19H
FAULT WRITE-UP: ACTION TAKEN:
INSP E108 - KY-58 PMCS/OPNL CHECK (STANDBY). DUE AT: 29-AUG FILLS NOT AVAILABLE
-2014. UPGRADE TO RED X STATUS ON 02-SEP-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 0.2 F
O O 1 19H F -7
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 25-Aug-2014 7:26 AM 1 - 5493.3 25-0Oct-2014 5553.8 0 4 08A09
FAULT WRITE-UP: ACTION TAKEN:
INSP A532 - COMPASS SWING / RMI. DUE AT: 26-SEP-2014. COMPLETED
UPGRADE TO RED X STATUS ON 27-OCT-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JN984077 0.5 F
0 0 1 08A09 F -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Aug-2014 12:24 PM 1 - ES922911 54953 28-Aug-2014 5495.3 0 T 00
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH REQUIREMENTS OF H-60-14-SOF-04 BY 31 AUG 14. COMPLIED WITH 20140828
(OPERATORS AND CREWMEMBERS CHECKLIST)
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 0.3 F
K G 1 00 F -2
DELAY




Page 72 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 28-Aug-2014 7:10 AM 1 - 5498.3 03-Sep-2014 5498.3 0 6 19R
FAULT WRITE-UP: ACTION TAKEN:
INSP E300 - EMERGENCY LOCATOR TRANSMITTER SELF TEST COMPLETED
(EBC-406HM). DUE AT: 05-SEP-2014. UPGRADE TO RED X STATUS
ON 09-SEP-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 0.2 F
0 O 1 19R F 24
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 28-Aug-2014 11:00 AM 2 - 5495.3 28-Aug-2014 5495.3 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 1.4 F
X 0 1 00 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN

28-Aug-2014 1 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 - 1.10) 0 MJ947181 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

28-Aug-2014 2 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 - 2.21) 0 MJ947181 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

28-Aug-2014 3 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 - 3.6) 0 MJ947181 0.2 F




Page 73 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
28-Aug-2014 4 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 - 4.9) 0 MJ947181 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
28-Aug-2014 5 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 MJ947181 0.2 F
5.15)

DATE SEQ NO STATUS wucC ACTION TAKEN
28-Aug-2014 6 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 MJ947181 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
28-Aug-2014 7 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 MJ947181 0.2 F

—-6.10, 6.20 - 6.22)

DATE  SEQNO STATUS wuc ACTION TAKEN
28-Aug-2014 8 - 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 MJ947181 0.2 F
6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN
28-Aug-2014 9 - 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
28-Aug-2014 10 - 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
28-Aug-2014 11 - 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 MJ947181 0.2 F




Page 74 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

28-Aug-2014 12 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 MJ947181 0.2 F

(AN/ARN-123 VOR/ILS RECEIVERS)

DATE SEQ NO STATUS wuc ACTION TAKEN
28-Aug-2014 13 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 MJ947181 0.2 F
AWR 1566

DATE SEQ NO STATUS wuc ACTION TAKEN
28-Aug-2014 14 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 MJ947181 0.2 F
406HM ELT)

DATE SEQ NO STATUS wuc ACTION TAKEN
28-Aug-2014 15 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 MJ947181 0.2 F

5TH SENSOR)

DATE SEQ NO STATUS wuc ACTION TAKEN
28-Aug-2014 16 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
28-Aug-2014 17 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 MJ947181 0.2 F

27AUG13 (GARMIN GPS)

DATE SEQ NO STATUS wuc ACTION TAKEN
28-Aug-2014 18 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 MJ947181 0.2 F

WARRIOR BLOCK 1)

DATE SEQ NO STATUS wuc ACTION TAKEN
28-Aug-2014 19 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 MJ947181 0.2 F




Report Date: 06-Jan-2015

Page 75 of 281

Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7822962

HOURS: 55771
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Aug-2014 20 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Aug-2014 21 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 MJ947181 0.2 F
RESCUE HOIST)
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Aug-2014 22 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 MJ947181 0.2 F
AERO SEAT CUSHIONS)
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Aug-2014 23 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 MJ947181 0.2 F
DOORS)
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Aug-2014 24 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 MJ947181 0.1 F
MACHINE GUN)
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Aug-2014 25 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 MJ947181 0.2 F
BUCKET)
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Sep-2014 10:38 AM 1 - CB235684 5495.3 02-Sep-2014 5495.3 0 T 06A
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH REQUIREMENTS OF H-60-14-ASAM-10 MAIN COMPLETED
TRANSMISSION PLANETARY CARRIER
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CB235684 0.3 F
O O 2 06A F 0
DELAY




Page 76 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Sep-2014  1:37 PM 1 - 5504.4 19-Sep-2014 5504.4 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A110 - PMS 40 HOUR INSPECTION. DUE AT: 5505.0 HOURS. COMPLETED
UPGRADE TO RED X STATUS ON 5507.1 HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MG812464 1.3 F
O O 1 00 F -16
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
03-Sep-2014 1 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 1 0 MM694994 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN
03-Sep-2014 1 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 1 0 MM694994 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN
03-Sep-2014 1 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 1 0 MM694994 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
03-Sep-2014 1 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 1 0 MM694994 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
03-Sep-2014 2 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 2 0 MJ947181 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
03-Sep-2014 2 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA NO. 2 0 MJ947181 0.2 F




Page 77 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 2 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 2 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 2 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 2 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 2 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 2 0 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 2 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 2 0 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 2 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 2 0 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 2 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 2 0 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 3 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 3 0 WK595274 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 3 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA NO. 3 0 WK595274 0.2 F




Page 78 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 3 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 3 0 WK595274 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 3 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 3 0 WK595274 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 4 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 4 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 4 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 4 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 4 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 4 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 4 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 4 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 5 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 5 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 5 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA NO. 5 0 MJ947181 0.2 F




Page 79 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 5 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 5 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 5 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 5 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 6 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 6 0 MG812464 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 6 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 6 0 MG812464 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 6 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 6 0 MG812464 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 6 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 6 0 MG812464 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 6 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 6 0 MJ947181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 6 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA NO. 6 0 MJ947181 0.1 F




Page 80 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 6 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 6 0 MJ947181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 6 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 6 0 MJ947181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 6 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 6 0 MM694994 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 6 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 6 0 MM694994 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 6 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 6 0 MM694994 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 6 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 6 0 MM694994 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 7 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
STABILATOR COMPARATOR CHECK DUE 0 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 7 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

STABILATOR COMPARATOR CHECK DUE 0 MM694994 0.2 F




Page 81 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577.1

NEXT PHASE: 5588.5
Current Status A: X

Current Status E:

LAST MISSION:
Current Status O:

Current Status W:

10-Dec-2014

DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 7 - 00 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

STABILATOR COMPARATOR CHECK DUE 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 7 - 00 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

STABILATOR COMPARATOR CHECK DUE 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 8 - 00 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LUBRICATION OF LANDING GEAR SHOCK STRUTS DUE 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 8 - 00 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LUBRICATION OF LANDING GEAR SHOCK STRUTS DUE 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 8 - 00 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LUBRICATION OF LANDING GEAR SHOCK STRUTS DUE 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 8 - 00 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LUBRICATION OF LANDING GEAR SHOCK STRUTS DUE 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 9 - 00 INSP'D OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LUBRICATION OF WINDSHIELD WIPER PIVOT STUDS DUE 0 MM693927 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 9 - 00 INSP'D OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LUBRICATION OF WINDSHIELD WIPER PIVOT STUDS DUE 0 MM693927 0.2 F




Page 82 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577.1

NEXT PHASE: 5588.5
Current Status A: X

Current Status E:

LAST MISSION:
Current Status O:

Current Status W:

10-Dec-2014

DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 9 - 00 INSP'D OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LUBRICATION OF WINDSHIELD WIPER PIVOT STUDS DUE 0 MM693927 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 9 - 00 INSP'D OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LUBRICATION OF WINDSHIELD WIPER PIVOT STUDS DUE 0 MM693927 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 10 - 00 INSP'D OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LUBRICATION OF WINDSHIELD WIPER CONVERTER DUE 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 10 - 00 INSP'D OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LUBRICATION OF WINDSHIELD WIPER CONVERTER DUE 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 10 - 00 INSP'D OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LUBRICATION OF WINDSHIELD WIPER CONVERTER DUE 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 10 - 00 INSP'D OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LUBRICATION OF WINDSHIELD WIPER CONVERTER DUE 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 11 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TRANSMISSION DRIP PAN 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 11 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TRANSMISSION DRIP PAN 0 MM694994 0.2 F




Page 83 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X

Current Status E: X

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

HOURS:
10-Dec-2014

Current Status W:

5577.1

DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 11 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TRANSMISSION DRIP PAN 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 11 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TRANSMISSION DRIP PAN 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 12 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED L/H MAIN LANDING GEAR UPPER FAIRING 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 12 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED L/H MAIN LANDING GEAR UPPER FAIRING 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 12 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED L/H MAIN LANDING GEAR UPPER FAIRING 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 12 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED L/H MAIN LANDING GEAR UPPER FAIRING 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 13 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H MAIN LANDING GEAR UPPER FAIRING 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 13 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H MAIN LANDING GEAR UPPER FAIRING 0 MJ947181 0.2 F




Page 84 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

HOURS:
10-Dec-2014

Current Status W:

5577.1

DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 13 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H MAIN LANDING GEAR UPPER FAIRING 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 13 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H MAIN LANDING GEAR UPPER FAIRING 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 14 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H CABIN AFT BULKHEAD SOUNDPROOFING PANEL 0 WK595274 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 14 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H CABIN AFT BULKHEAD SOUNDPROOFING PANEL 0 WK595274 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 14 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H CABIN AFT BULKHEAD SOUNDPROOFING PANEL 0 WK595274 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 14 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H CABIN AFT BULKHEAD SOUNDPROOFING PANEL 0 WK595274 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 15 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H FUEL LINE ENCLOSURE PANEL FROM REAR BULKHEAD 0 WK595274 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 15 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H FUEL LINE ENCLOSURE PANEL FROM REAR BULKHEAD 0 WK595274 0.2 F




Page 85 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

HOURS:
10-Dec-2014

Current Status W:

5577.1

DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 15 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H FUEL LINE ENCLOSURE PANEL FROM REAR BULKHEAD 0 WK595274 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 15 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H FUEL LINE ENCLOSURE PANEL FROM REAR BULKHEAD 0 WK595274 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 16 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED INTERMEDIATE GEAR BOX COVER 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 16 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED INTERMEDIATE GEAR BOX COVER 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 16 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED INTERMEDIATE GEAR BOX COVER 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 16 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED INTERMEDIATE GEAR BOX COVER 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 17 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TAILCONE R/H STRUCTURAL PANEL EM255153 0.1 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Sep-2014 17 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TAILCONE R/H STRUCTURAL PANEL EM255153 0.1 MM694994 0.2 F




Page 86 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 17 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAILCONE R/H STRUCTURAL PANEL EM255153 0.1 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 17 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAILCONE R/H STRUCTURAL PANEL EM255153 0.1 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 18 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL GEAR BOX FORWARD FAIRING 0 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 18 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL GEAR BOX FORWARD FAIRING 0 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 18 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL GEAR BOX FORWARD FAIRING 0 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 18 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL GEAR BOX FORWARD FAIRING 0 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 19 / 00 REINSTALLED 2 PANELS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (2) STABILATOR INSPECTION PANELS 0 MJ947181 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 19 / 00 REINSTALLED 2 PANELS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED (2) STABILATOR INSPECTION PANELS 0 MJ947181 0.3 F




Page 87 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 19 / 00 REINSTALLED 2 PANELS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (2) STABILATOR INSPECTION PANELS 0 MJ947181 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 19 / 00 REINSTALLED 2 PANELS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (2) STABILATOR INSPECTION PANELS 0 MJ947181 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 20 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LUBE STABILATOR ACTUATOR PISTONS 0 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 20 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LUBE STABILATOR ACTUATOR PISTONS 0 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 20 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LUBE STABILATOR ACTUATOR PISTONS 0 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 20 - 00 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LUBE STABILATOR ACTUATOR PISTONS 0 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 21 X 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RELEASED RED MAIN ROTOR EXPANDABLE BLADE PIN HANDLES EM255153 0.1 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 21 X 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RELEASED RED MAIN ROTOR EXPANDABLE BLADE PIN HANDLES EM255153 0.1 MM694994 0.2 F




Page 88 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 21 X 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RELEASED RED MAIN ROTOR EXPANDABLE BLADE PIN HANDLES EM255153 0.1 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 21 X 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RELEASED RED MAIN ROTOR EXPANDABLE BLADE PIN HANDLES EM255153 0.1 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 22 X 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RELEASED BLUE MAIN ROTOR EXPANDABLE BLADE PIN HANDLES EM255153 0.1 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 22 X 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RELEASED BLUE MAIN ROTOR EXPANDABLE BLADE PIN HANDLES EM255153 0.1 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 22 X 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RELEASED BLUE MAIN ROTOR EXPANDABLE BLADE PIN HANDLES EM255153 0.1 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 22 X 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RELEASED BLUE MAIN ROTOR EXPANDABLE BLADE PIN HANDLES EM255153 0.1 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 23 X 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RELEASED YELLOW MAIN ROTOR EXPANDABLE BLADE PIN HANDLES EM255153 0.1 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 23 X 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RELEASED YELLOW MAIN ROTOR EXPANDABLE BLADE PIN HANDLES  EM255153 0.1 MM694994 0.2 F




Page 89 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 23 X 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RELEASED YELLOW MAIN ROTOR EXPANDABLE BLADE PIN HANDLES EM255153 0.1 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 23 X 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RELEASED YELLOW MAIN ROTOR EXPANDABLE BLADE PIN HANDLES EM255153 0.1 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 24 X 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RELEASED BLACK MAIN ROTOR EXPANDABLE BLADE PIN HANDLES EM255153 0.1 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 24 X 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RELEASED BLACK MAIN ROTOR EXPANDABLE BLADE PIN HANDLES EM255153 0.1 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 24 X 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RELEASED BLACK MAIN ROTOR EXPANDABLE BLADE PIN HANDLES EM255153 0.1 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 24 X 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RELEASED BLACK MAIN ROTOR EXPANDABLE BLADE PIN HANDLES EM255153 0.1 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 25 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OIL COOLER INSP PANEL EM255153 0.1 MG812464 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 25 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED OIL COOLER INSP PANEL EM255153 0.1 MG812464 0.1 F




Page 90 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 25 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OIL COOLER INSP PANEL EM255153 0.1 MG812464 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 25 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OIL COOLER INSP PANEL EM255153 0.1 MG812464 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 26 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APU FUEL CONTROL COVER EM255153 0.1 MG812464 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 26 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APU FUEL CONTROL COVER EM255153 0.1 MG812464 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 26 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APU FUEL CONTROL COVER EM255153 0.1 MG812464 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 26 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APU FUEL CONTROL COVER EM255153 0.1 MG812464 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 27 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN TAIL CONE/ PYLON DRIVE SHAFT COVERS 0 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 27 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPEN TAIL CONE/ PYLON DRIVE SHAFT COVERS 0 MM694994 0.2 F




Page 91 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 27 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN TAIL CONE/ PYLON DRIVE SHAFT COVERS 0 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 27 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN TAIL CONE/ PYLON DRIVE SHAFT COVERS 0 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 28 / 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE STARTER OIL FILLER CAP 0 MG812464 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 28 / 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE STARTER OIL FILLER CAP 0 MG812464 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 28 / 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE STARTER OIL FILLER CAP 0 MG812464 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 28 / 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE STARTER OIL FILLER CAP 0 MG812464 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 29 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE STARTER OIL FILLER CAP 0 MG812464 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 29 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #2 ENGINE STARTER OIL FILLER CAP 0 MG812464 0.1 F




Page 92 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 29 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE STARTER OIL FILLER CAP 0 MG812464 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 29 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE STARTER OIL FILLER CAP 0 MG812464 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 30 / 00 RAISED SOUNDPROOFING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWER CABIN SOUNDPROOFING PANELS 0 MM694994 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 30 / 00 RAISED SOUNDPROOFING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWER CABIN SOUNDPROOFING PANELS 0 MM694994 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 30 / 00 RAISED SOUNDPROOFING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWER CABIN SOUNDPROOFING PANELS 0 MM694994 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 30 / 00 RAISED SOUNDPROOFING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWER CABIN SOUNDPROOFING PANELS 0 MM694994 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 31 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LUBE M/R BIFILAR ASSY 0 MJ947181 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 31 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LUBE M/R BIFILAR ASSY 0 MJ947181 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 31 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LUBE M/R BIFILAR ASSY 0 MJ947181 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 31 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LUBE M/R BIFILAR ASSY 0 MJ947181 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 32 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 32 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 32 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 32 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 33 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY DUE 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 33 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL BOX INVENTORY DUE 0 MJ947181 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 33 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY DUE 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 33 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY DUE 0 MJ947181 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Sep-2014 3:24 PM 2 - 5498.3 03-Sep-2014 5498.3 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 1.3 F
X O 1 00 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
03-Sep-2014 1 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 — 1.10) 0 MJ947181 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
03-Sep-2014 2 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 —2.21) 0 MJ947181 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
03-Sep-2014 3 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 — 3.6) 0 MJ947181 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
03-Sep-2014 4 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 - 4.9) 0 MJ947181 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

HOURS:
10-Dec-2014

Current Status W:

5577.1

DATE  SEQNO STATUS wuc ACTION TAKEN
03-Sep-2014 5 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 MJ947181 0.2 F
5.15)
DATE  SEQNO STATUS wuc ACTION TAKEN
03-Sep-2014 6 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
03-Sep-2014 7 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 MJ947181 0.3 F
-6.10, 6.20 — 6.22)
DATE  SEQNO STATUS wuc ACTION TAKEN
03-Sep-2014 8 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 MJ947181 0.3 F
6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN
03-Sep-2014 9 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
03-Sep-2014 10 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
03-Sep-2014 11 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
03-Sep-2014 12 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 MJ947181 0.2 F

(AN/ARN-123 VOR/ILS RECEIVERS)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 13 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 MJ947181 0.2 F
AWR 1566

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 14 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 MJ947181 0.2 F
406HM ELT)

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2014 15 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 MJ947181 0.2 F

5TH SENSOR)

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Sep-2014 16 - 00 NOT INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
03-Sep-2014 17 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 MJ947181 0.2 F

27AUG13 (GARMIN GPS)

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Sep-2014 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 MJ947181 0.2 F

WARRIOR BLOCK 1)

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Sep-2014 19 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
03-Sep-2014 20 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 MJ947181 0.2 F




Page 97 of 281

Report Date: 06-Jan-2015 To 06-Jan-2015

Selection Range : 01-Jul-2014
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

HOURS:
10-Dec-2014

Current Status W:

5577.1

DATE  SEQNO STATUS wuc ACTION TAKEN
03-Sep-2014 21 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 MJ947181 0.2 F
RESCUE HOIST)

DATE  SEQNO STATUS wuc ACTION TAKEN
03-Sep-2014 22 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 MJ947181 0.2 F
AERO SEAT CUSHIONS)

DATE  SEQNO STATUS wuc ACTION TAKEN
03-Sep-2014 23 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 MJ947181 0.2 F
DOORS)

DATE  SEQNO STATUS wuc ACTION TAKEN
03-Sep-2014 24 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 MJ947181 0.2 F
MACHINE GUN)

DATE  SEQNO STATUS wuc ACTION TAKEN
03-Sep-2014 25 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 MJ947181 0.2 F

BUCKET)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 04-Sep-2014 9:26 AM 1 - WR928400 5498.3 05-Sep-2014 5498.3 0 S 19
FAULT WRITE-UP: ACTION TAKEN:
IVHUM REQUIRES BLOCK 5 UPGRADE INSTALLED UPDATE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 WR928400 3 F
K F 1 19 F -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Sep-2014 1 X 19 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED QUAD BAY ANT EM255153 0.1 WR928400 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Sep-2014 2 X 19 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED J3 FROM IVHMU EM255153 0.1 WR928400 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Sep-2014 3 X 19 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED J3 FROM RDC EM255153 0.1 WR928400 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
04-Sep-2014 4 / 19 INSTALLED LABLES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LABLES REQUIRED ON IVHMU AND RDC 0 WR928400 0.5 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 04-Sep-2014 9:32 AM 2 - WR928400 5498.3 04-Sep-2014 5498.3 0 J 19
FAULT WRITE-UP: ACTION TAKEN:
MOC REQUIRED FOR ADF AFTER REINSALLING QUAD BAY ANT TESTED OK
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 WR928400 0.2 F
K C 1 19 F 0
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 04-Sep-2014 9:34 AM 3 - WR928400 5498.3 04-Sep-2014 5498.3 0 J 19
FAULT WRITE-UP: ACTION TAKEN:
MOC REQUIRED ON #2 FMAFTER REINSTALLING QUAD BAY ANT TESTED OK
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 WR928400 0.2 F
K B 1 19 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 04-Sep-2014 9:36 AM 4 - WR928400 5498.3 04-Sep-2014 5498.3 0 J 19
FAULT WRITE-UP: ACTION TAKEN:
MOC REQUIRED FOR VHF RADIO AFTER REINSTALLING QUADBAY TESTED OK
ANT
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 WR928400 0.2 F
K B 1 19 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Sep-2014 7:29 AM 1 - 5498.3 15-Sep-2014 5498.3 0 6 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. DUE COMPLETED LCF1:2632 LCF2:10138 IND:19756 HRS:4439
AT: 15-SEP-2014. UPGRADE TO RED X STATUS ON 19-SEP-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 0.2 F
0 0 1 04A06B F -7
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Sep-2014 7:29 AM 2 - 5498.3 15-Sep-2014 5498.3 0 6 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. DUE COMPLETED LCF1:1073 LCF2:4138 IND:12653 HRS:1616
AT: 15-SEP-2014. UPGRADE TO RED X STATUS ON 19-SEP-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 0.2 F
O O 1 04A06B F -7
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 08-Sep-2014 7:29 AM 3 - 5498.3 16-Sep-2014 5498.3 0 1 00

FAULT WRITE-UP:

ACTION TAKEN:

INSP A115 - LUBE REQUIRMENTS. DUE AT: 16-SEP-2014 OR 5532.3 COMPLETED
HOURS. UPGRADE TO RED X STATUS ON 20-SEP-2014 OR 5536.3
HOURS
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 0.2 F
O O 1 00 F -8
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 08-Sep-2014 7:29 AM 4 - 5498.3 15-Sep-2014 5498.3 0 6 15B
FAULT WRITE-UP: ACTION TAKEN:
INSP A801 - APU EVENT METER READING (STARTS. DUE AT: 15- COMPLETED HRS:395 EVENTS:2564
SEP-2014. UPGRADE TO RED X STATUS ON 19-SEP-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 0.2 F
O O 1 15B F -7

DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Sep-2014 2:56 PM 1 - 5498.3 09-Sep-2014 5498.3 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD REQUIRED COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 1.3 F
X O 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
09-Sep-2014 1 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 — 1.10) 0 MJ947181 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
09-Sep-2014 2 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 — 2.21) 0 MJ947181 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
09-Sep-2014 3 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 — 3.6) 0 MJ947181 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
09-Sep-2014 4 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 — 4.9) 0 MJ947181 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
09-Sep-2014 5 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 MJ947181 0.2 F
5.15)
DATE SEQ NO STATUS WucC ACTION TAKEN
09-Sep-2014 6 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 MJ947181 0.2 F




Report Date:

06-Jan-2015

MODEL: UH-60A

NEXT PHASE:

Current Status A:

5588.5
X

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

FOR: K08DD2

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status E: X

Current Status O:

HOURS:

Current Status W:
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To 06-Jan-2015

10-Dec-2014

5577.1

DATE  SEQNO STATUS wuc ACTION TAKEN
09-Sep-2014 7 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 MJ947181 0.2 F
-6.10, 6.20 — 6.22)
DATE  SEQNO STATUS wuc ACTION TAKEN
09-Sep-2014 8 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 MJ947181 0.2 F
6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN
09-Sep-2014 9 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
09-Sep-2014 10 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
09-Sep-2014 11 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
09-Sep-2014 12 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 MJ947181 0.2 F
(AN/ARN-123 VOR/ILS RECEIVERS)
DATE  SEQNO STATUS wuc ACTION TAKEN
09-Sep-2014 13 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 MJ947181 0.2 F
AWR 1566
DATE  SEQNO STATUS wuc ACTION TAKEN
09-Sep-2014 14 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 MJ947181 0.2 F

406HM ELT)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

09-Sep-2014 15 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 MJ947181 0.2 F

5TH SENSOR)

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 16 - 00 NOT INSTALLED IN ACFT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 17 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 MJ947181 0.2 F

27AUG13 (GARMIN GPS)

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 18 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 MJ947181 0.2 F

WARRIOR BLOCK 1)

DATE SEQ NO STATUS wuc ACTION TAKEN

09-Sep-2014 19 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Sep-2014 20 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Sep-2014 21 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 MJ947181 0.2 F

RESCUE HOIST)

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Sep-2014 22 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 MJ947181 0.2 F

AERO SEAT CUSHIONS)




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

Page 104 of 281
To 06-Jan-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 55771
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 23 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 MJ947181 0.2 F
DOORS)
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 24 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 MJ947181 0.2 F
MACHINE GUN)
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Sep-2014 25 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 MJ947181 0.2 F
BUCKET)
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Sep-2014 7:54 AM 1 - 5507.4 22-Sep-2014 5507.4 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A130 - PURGE MICROCLIMATE COOLING SYSTEM (IF SYSTEM NOT INSTALLED
BACTERIOSTATIC). DUE AT: 22-SEP-2014. UPGRADE TO RED X
STATUS ON 29-SEP-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 0.2 F
O O 1 00 F -11
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 11-Sep-2014 7:54 AM 2 - 5507.4 22-Sep-2014 5507.4 0 B 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A809 - LOGBOOK RECON. DUE AT: 22-SEP-2014. UPGRADE RECON IS NOT DUE UNTIL30SEP14 - AB198454.
TO RED X STATUS ON 29-SEP-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AB198454 0.1 F
0 0 1 00 F -11
DELAY




Page 105 of 281

Selection Range : 01-Jul-2014 To 06-Jan-2015

Report Date: 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Sep-2014 8:01 AM 3 - MM694994  5498.3 11-Sep-2014 5498.3 0 B 05A
FAULT WRITE-UP: ACTION TAKEN:
THRUST BEARING PART NUMBER AND SERIAL NUMBER ENTERED IN ERROR SEE ENTRY BELOW
VERIFICATION REQUIRED BEFORE AIRCRAFT HOURS 5588.5, BUT
NOT TO EXCEED 31 DEC 14 PER H-60-12-AMAM-16
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MM694994 0.1 F
B G 1 05A F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 11-Sep-2014 1:59 PM 6 - MM694994  5498.3 11-Sep-2014 5498.3 0 B 02
FAULT WRITE-UP: ACTION TAKEN:
MOC REQ ON HEATER MIXER DUE TO REMOVAL AND COULD NOT BE COMPLIED WITH FLAPPER VALVE NOT
REINSTALLATION INSTALLED IN VENTILATION DUCT
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MM694994 0.1 F
B G 1 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Sep-2014 7:15 AM 1 - 5498.3 16-Sep-2014 5498.3 0 J 09B01A
FAULT WRITE-UP: ACTION TAKEN:
INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1). DUE COMPLETED
AT: 20-SEP-2014. UPGRADE TO RED X STATUS ON 24-SEP-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 KK474437 0.2 F
0 0 1 09BO1A F -4

DELAY




Page 106 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Sep-2014 10:16 AM 1 - 5498.3 16-Sep-2014 5498.3 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD REQUIRED COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 15 F
X O 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
16-Sep-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 — 1.10) 0 MJ947181 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
16-Sep-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 — 2.21) 0 MJ947181 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
16-Sep-2014 3 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 — 3.6) 0 MJ947181 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
16-Sep-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 — 4.9) 0 MJ947181 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
16-Sep-2014 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 MJ947181 0.2 F
5.15)
DATE SEQ NO STATUS WucC ACTION TAKEN
16-Sep-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 MJ947181 0.2 F




Page 107 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

16-Sep-2014 7 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 MJ947181 0.2 F

—-6.10, 6.20 - 6.22)

DATE  SEQNO STATUS wuc ACTION TAKEN

16-Sep-2014 8 . 00 COMPLETED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 MJ947181 0.2 F

6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN

16-Sep-2014 9 . 00 COMPLETED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN

16-Sep-2014 10 - 00 COMPLETED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN

16-Sep-2014 11 - 00 COMPLETED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN

16-Sep-2014 12 - 00 COMPLETED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 MJ947181 0.2 F

(AN/ARN-123 VOR/ILS RECEIVERS)

DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 MJ947181 0.2 F
AWR 1566

DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2014 14 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 MJ947181 0.2 F

406HM ELT)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

16-Sep-2014 15 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 MJ947181 0.2 F

5TH SENSOR)

DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2014 16 - 00 NOT INSTALLED IN ACFT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2014 17 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 MJ947181 0.2 F

27AUG13 (GARMIN GPS)

DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2014 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 MJ947181 0.2 F

WARRIOR BLOCK 1)

DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 19 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 20 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2014 21 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 MJ947181 0.2 F

RESCUE HOIST)

DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2014 22 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 MJ947181 0.2 F

AERO SEAT CUSHIONS)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 23 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 MJ947181 0.2 F
DOORS)
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 24 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 MJ947181 0.2 F
MACHINE GUN)
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2014 25 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 MJ947181 0.2 F
BUCKET)
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Sep-2014 4:13 PM 1 - 5501.3 17-Sep-2014 5501.3 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD REQUIRED COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AN450710 0.3 F
X O 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WucC ACTION TAKEN
17-Sep-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 — 1.10) 0 MJ947181 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Sep-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 — 1.10) 0 MJ947181 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
17-Sep-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 — 1.10) 0 MJ947181 0.2 F




Page 110 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 — 2.21) 0 AN450710 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 — 2.21) 0 AN450710 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 — 2.21) 0 AN450710 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 3 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 - 3.6) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 3 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 - 3.6) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 3 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 - 3.6) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 - 4.9) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 — 4.9) 0 MJ947181 0.2 F




Page 111 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 - 4.9) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 MM694994 0.3 F
5.15)
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 MM694994 0.3 F
5.15)
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 MM694994 0.3 F
5.15)
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 MJ947181 0.2 F

—-6.10, 6.20 - 6.22)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

HOURS:
10-Dec-2014

Current Status W:

5577.1

DATE  SEQNO STATUS wuc ACTION TAKEN
17-Sep-2014 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 MJ947181 0.2 F
-6.10, 6.20 — 6.22)
DATE  SEQNO STATUS wuc ACTION TAKEN
17-Sep-2014 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 MJ947181 0.2 F
-6.10, 6.20 — 6.22)
DATE  SEQNO STATUS wuc ACTION TAKEN
17-Sep-2014 8 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 MJ947181 0.2 F
6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN
17-Sep-2014 8 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 MJ947181 0.2 F
6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN
17-Sep-2014 8 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 MJ947181 0.2 F
6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN
17-Sep-2014 9 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
17-Sep-2014 9 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
17-Sep-2014 9 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F




Page 113 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 10 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 10 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 10 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 11 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 11 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 11 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 12 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 MJ947181 0.2 F

(AN/ARN-123 VOR/ILS RECEIVERS)

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 12 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 MJ947181 0.2 F

(AN/ARN-123 VOR/ILS RECEIVERS)




Report Date: 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962

NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

Selection Range : 01-Jul-2014

LAST MISSION:
Current Status O:

HOURS:

Current Status W:

Page 114 of 281

To 06-Jan-2015

10-Dec-2014

5577.1

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 12 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 MJ947181 0.2 F
(AN/ARN-123 VOR/ILS RECEIVERS)

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 MJ947181 0.2 F
AWR 1566

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 MJ947181 0.2 F
AWR 1566

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 MJ947181 0.2 F
AWR 1566

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 14 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 MJ947181 0.2 F
406HM ELT)

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 14 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 MJ947181 0.2 F
406HM ELT)

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 14 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 MJ947181 0.2 F
406HM ELT)

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 15 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 MJ947181 0.2 F

5TH SENSOR)




Page 115 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

HOURS:
10-Dec-2014

Current Status W:

5577.1

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 15 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 MJ947181 0.2 F
5TH SENSOR)
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 15 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 MJ947181 0.2 F
5TH SENSOR)
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 16 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 16 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 16 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 17 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 MJ947181 0.2 F
27AUG13 (GARMIN GPS)
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 17 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 MJ947181 0.2 F
27AUG13 (GARMIN GPS)
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 17 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 MJ947181 0.2 F

27AUG13 (GARMIN GPS)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

HOURS:
10-Dec-2014

Current Status W:

5577.1

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 MJ947181 0.2 F
WARRIOR BLOCK 1)
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 MJ947181 0.2 F
WARRIOR BLOCK 1)
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 MJ947181 0.2 F
WARRIOR BLOCK 1)
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 19 - 00 COMPLETEDG
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 19 - 00 COMPLETEDG
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 19 - 00 COMPLETEDG
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 20 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 20 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 MJ947181 0.2 F




Report Date:

06-Jan-2015

MODEL: UH-60A

NEXT PHASE:

Current Status A:

5588.5
X

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

FOR: K08DD2

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

Current Status E: X

HOURS:

Current Status W:

Page 117 of 281

To 06-Jan-2015

10-Dec-2014

5577.1

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 20 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 MJ947181 0.2 F

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 21 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 MJ947181 0.2 F
RESCUE HOIST)

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 21 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 MJ947181 0.2 F
RESCUE HOIST)

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 21 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 MJ947181 0.2 F
RESCUE HOIST)

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 22 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 MJ947181 0.2 F
AERO SEAT CUSHIONS)

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 22 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 MJ947181 0.2 F
AERO SEAT CUSHIONS)

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 22 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 MJ947181 0.2 F
AERO SEAT CUSHIONS)

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 23 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 MJ947181 0.2 F

DOORS)




Page 118 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 23 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 MJ947181 0.2 F
DOORS)

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 23 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 MJ947181 0.2 F
DOORS)

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2014 24 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 MJ947181 0.2 F

MACHINE GUN)

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 24 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 MJ947181 0.2 F

MACHINE GUN)

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 24 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 MJ947181 0.2 F

MACHINE GUN)

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 25 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 MJ947181 0.2 F
BUCKET)

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 25 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 MJ947181 0.2 F
BUCKET)

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Sep-2014 25 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 MJ947181 0.2 F

BUCKET)




Page 119 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Sep-2014  8:56 AM 1 - 5515.8 01-Oct-2014 5515.8 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A103 - AIRCRAFT WASH DUE. DUE AT: 27-SEP-2014. COMPLETED
UPGRADE TO RED X STATUS ON 01-OCT-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 1.8 F
O O 1 00 F 17
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Sep-2014 10:22 AM 2 - 5504 .4 19-Sep-2014 5504.4 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD REQUIRED COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MM694994 1.3 F
X O 1 00 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN

19-Sep-2014 1 - 00 INSP'D OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 — 1.10) 0 MM694994 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

19-Sep-2014 2 - 00 INSP'D OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 - 2.21) 0 MM694994 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

19-Sep-2014 3 - 00 INSP'D OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 - 3.6) 0 MJ947181 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

19-Sep-2014 4 - 00 INSP'D OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 - 4.9) 0 MJ947181 0.2 F




Page 120 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

HOURS:
10-Dec-2014

Current Status W:

5577.1

DATE  SEQNO STATUS wuc ACTION TAKEN
19-Sep-2014 5 . 00 INSP'D OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 MJ947181 0.2 F
5.15)
DATE  SEQNO STATUS wuc ACTION TAKEN
19-Sep-2014 6 . 00 INSP'D OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
19-Sep-2014 7 - 00 INSP'D OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 MM694994 0.2 F
-6.10, 6.20 — 6.22)
DATE  SEQNO STATUS wuc ACTION TAKEN
19-Sep-2014 8 . 00 INSP'D OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 MG812464 0.2 F
6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN
19-Sep-2014 9 . 00 INSP'D OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MG812464 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
19-Sep-2014 10 - 00 INSP'D OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MG812464 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
19-Sep-2014 11 - 00 INSP'D OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 MM694994 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
19-Sep-2014 12 - 00 INSP'D OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 MM694994 0.2 F

(AN/ARN-123 VOR/ILS RECEIVERS)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

HOURS:
10-Dec-2014

Current Status W:

5577.1

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Sep-2014 13 . 00 INSP'D OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 MJ947181 0.2 F
AWR 1566
DATE SEQ NO STATUS wuc ACTION TAKEN
19-Sep-2014 14 . 00 INSP'D OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 MM694994 0.2 F
406HM ELT)
DATE SEQ NO STATUS wuc ACTION TAKEN
19-Sep-2014 15 . 00 NA
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 MM694994 0.2 F
5TH SENSOR)
DATE SEQ NO STATUS wuc ACTION TAKEN
19-Sep-2014 16 . 00 NA3
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
19-Sep-2014 17 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 MJ947181 0.2 F
27AUG13 (GARMIN GPS)
DATE SEQ NO STATUS wuc ACTION TAKEN
19-Sep-2014 18 . 00 NA
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 MM694994 0.2 F
WARRIOR BLOCK 1)
DATE SEQ NO STATUS wuc ACTION TAKEN
19-Sep-2014 19 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
19-Sep-2014 20 . 00 INSP'D OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 MM694994 0.2 F




Page 122 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Sep-2014 21 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 MM694994 0.2 F
RESCUE HOIST)
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Sep-2014 22 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 MM694994 0.2 F
AERO SEAT CUSHIONS)
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Sep-2014 23 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 MM694994 0.2 F
DOORS)
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Sep-2014 24 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 MM694994 0.2 F
MACHINE GUN)
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Sep-2014 25 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 MM694994 0.2 F
BUCKET)
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Sep-2014 7:57 AM 1 - 5507.4 21-Sep-2014 5507.4 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD REQUIRED COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JH615216 1.2 F
X O 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WucC ACTION TAKEN
21-Sep-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 — 1.10) 0 CH756182 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577.1

NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

LAST MISSION:
Current Status O:

Current Status W:

10-Dec-2014

DATE SEQ NO STATUS wuc ACTION TAKEN

21-Sep-2014 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 - 1.10) 0 CH756182 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Sep-2014 2 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 — 2.21) 0 CH756182 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Sep-2014 2 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 — 2.21) 0 CH756182 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Sep-2014 3 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 - 3.6) 0 CH756182 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Sep-2014 3 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 - 3.6) 0 CH756182 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Sep-2014 4 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 — 4.9) 0 JH615216 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Sep-2014 4 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 — 4.9) 0 JH615216 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Sep-2014 5 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 JH615216 0.3 F

5.15)




Page 124 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577.1

NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

LAST MISSION:
Current Status O:

Current Status W:

10-Dec-2014

DATE  SEQNO STATUS wuc ACTION TAKEN
21-Sep-2014 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 JHB15216 0.3 F
5.15)
DATE  SEQNO STATUS wuc ACTION TAKEN
21-Sep-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 CH756182 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
21-Sep-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 CH756182 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
21-Sep-2014 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 CH756182 0.2 F
-6.10, 6.20 — 6.22)
DATE  SEQNO STATUS wuc ACTION TAKEN
21-Sep-2014 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 CH756182 0.2 F
-6.10, 6.20 — 6.22)
DATE  SEQNO STATUS wuc ACTION TAKEN
21-Sep-2014 8 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 CH756182 0.2 F
6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN
21-Sep-2014 8 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 CH756182 0.2 F
6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN
21-Sep-2014 9 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 CH756182 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Sep-2014 9 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 CH756182 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Sep-2014 10 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 CH756182 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Sep-2014 10 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 CH756182 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Sep-2014 11 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 CH756182 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Sep-2014 11 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 CH756182 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Sep-2014 12 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 CH756182 0.1 F

(AN/ARN-123 VOR/ILS RECEIVERS)

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Sep-2014 12 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 CH756182 0.1 F

(AN/ARN-123 VOR/ILS RECEIVERS)

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Sep-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 CH756182 0.1 F

AWR 1566




Report Date: 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962

NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

Selection Range : 01-Jul-2014

LAST MISSION:
Current Status O:

HOURS:

Current Status W:

Page 126 of 281

To 06-Jan-2015

10-Dec-2014

5577.1

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Sep-2014 13 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 CH756182 0.1 F
AWR 1566
DATE SEQ NO STATUS wuc ACTION TAKEN
21-Sep-2014 14 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 CH756182 0.1 F
406HM ELT)
DATE SEQ NO STATUS wuc ACTION TAKEN
21-Sep-2014 14 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 CH756182 0.1 F
406HM ELT)
DATE SEQ NO STATUS wuc ACTION TAKEN
21-Sep-2014 15 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 CH756182 0.1 F
5TH SENSOR)
DATE SEQ NO STATUS wuc ACTION TAKEN
21-Sep-2014 15 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 CH756182 0.1 F
5TH SENSOR)
DATE SEQ NO STATUS wuc ACTION TAKEN
21-Sep-2014 16 . 00 NOT INSTALLED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 CH756182 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
21-Sep-2014 16 . 00 NOT INSTALLED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 CH756182 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
21-Sep-2014 17 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 CH756182 0.1 F

27AUG13 (GARMIN GPS)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

21-Sep-2014 17 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 CH756182 0.1 F

27AUG13 (GARMIN GPS)

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Sep-2014 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 CH756182 0.1 F

WARRIOR BLOCK 1)

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Sep-2014 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 CH756182 0.1 F

WARRIOR BLOCK 1)

DATE SEQ NO STATUS wuc ACTION TAKEN

21-Sep-2014 19 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 CH756182 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Sep-2014 19 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 CH756182 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Sep-2014 20 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 CH756182 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Sep-2014 20 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 CH756182 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Sep-2014 21 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 CH756182 0.1 F

RESCUE HOIST)




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7822962

Page 128 of 281
To 06-Jan-2015

HOURS: 55771
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Sep-2014 21 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 CH756182 0.1 F
RESCUE HOIST)
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Sep-2014 22 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 CH756182 0.1 F
AERO SEAT CUSHIONS)
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Sep-2014 22 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 CH756182 0.1 F
AERO SEAT CUSHIONS)
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Sep-2014 23 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 CH756182 0.1 F
DOORS)
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Sep-2014 23 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 CH756182 0.1 F
DOORS)
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Sep-2014 24 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 CH756182 0.1 F
MACHINE GUN)
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Sep-2014 24 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 CH756182 0.1 F
MACHINE GUN)
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Sep-2014 25 - 00 NOT INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 CH756182 0.1
BUCKET)




Page 129 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Sep-2014 25 - 00 NOT INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 CH756182 0.1 F
BUCKET)
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Sep-2014 12:44 PM 1 - 5515.8 01-Oct-2014 5515.8 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A809 - LOGBOOK RECON. DUE AT: 30-SEP-2014. UPGRADE COMPLETED
TO RED X STATUS ON 07-OCT-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AB198454 25 F
O O 1 00 F 20
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 24-Sep-2014 7:26 AM 1 - 5511.1 24-Sep-2014 5511.1 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD REQUIRED COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 2 F
X 0 1 00 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN
24-Sep-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 - 1.10) 0 MJ947181 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
24-Sep-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 - 2.21) 0 MJ947181 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
24-Sep-2014 3 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 - 3.6) 0 MJ947181 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
24-Sep-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 - 4.9) 0 MJ947181 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
24-Sep-2014 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 MJ947181 0.2 F
5.15)

DATE SEQ NO STATUS wucC ACTION TAKEN
24-Sep-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 MJ947181 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
24-Sep-2014 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 MJ947181 0.2 F

—-6.10, 6.20 - 6.22)

DATE  SEQNO STATUS wuc ACTION TAKEN
24-Sep-2014 8 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 MJ947181 0.2 F
6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN
24-Sep-2014 9 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
24-Sep-2014 10 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
24-Sep-2014 11 - 00 COMPLETED6
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 MJ947181 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

24-Sep-2014 12 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 MJ947181 0.2 F

(AN/ARN-123 VOR/ILS RECEIVERS)

DATE SEQ NO STATUS wuc ACTION TAKEN
24-Sep-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 MJ947181 0.2 F
AWR 1566

DATE SEQ NO STATUS wuc ACTION TAKEN
24-Sep-2014 14 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 MJ947181 0.2 F
406HM ELT)

DATE SEQ NO STATUS wuc ACTION TAKEN
24-Sep-2014 15 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 MJ947181 0.2 F

5TH SENSOR)

DATE SEQ NO STATUS wuc ACTION TAKEN
24-Sep-2014 16 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
24-Sep-2014 17 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 MJ947181 0.2 F

27AUG13 (GARMIN GPS)

DATE SEQ NO STATUS wuc ACTION TAKEN
24-Sep-2014 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 MJ947181 0.2 F

WARRIOR BLOCK 1)

DATE SEQ NO STATUS wuc ACTION TAKEN
24-Sep-2014 19 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 MJ947181 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
24-Sep-2014 20 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 MJ947181 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
24-Sep-2014 21 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 MJ947181 0.2 F

RESCUE HOIST)

DATE SEQ NO STATUS wuc ACTION TAKEN
24-Sep-2014 22 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 MJ947181 0.2 F

AERO SEAT CUSHIONS)

DATE  SEQNO STATUS wuc ACTION TAKEN
24-Sep-2014 23 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 MJ947181 0.2 F
DOORS)

DATE  SEQNO STATUS wuc ACTION TAKEN
24-Sep-2014 24 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 MJ947181 0.2 F

MACHINE GUN)

DATE SEQ NO STATUS wuc ACTION TAKEN
24-Sep-2014 25 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 MJ947181 0.2 F
BUCKET)
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 25-Sep-2014 7:09AM 1 - 5535.3 14-Oct-2014 5535.3 0 A 19E04D
FAULT WRITE-UP: ACTION TAKEN:
INSP E015 - ASN 128D DOPPLER GPS BATTERY REPLACEMENT. COMPLETED
DUE AT: 18-OCT-2014. UPGRADE TO RED X STATUS ON 06-NOV-
2014
WHEN HOW  MAL wuc MAINT  DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 KK474437 0.3 F
o o 1 19E04D F 10
DELAY
W/O AV142680008




Page 133 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 25-Sep-2014 7:09 AM 2 - 5535.3 14-Oct-2014 5535.3 0 A 19H
FAULT WRITE-UP: ACTION TAKEN:
INSP E155 - KY-58 BATTERY REPLACEMENT. DUE AT: 18-OCT-2014. COMPLETED
UPGRADE TO RED X STATUS ON 06-NOV-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 KK474437 0.3 F
O O 1 19H F 10
DELAY
W/O AV14260004
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
E 25-Sep-2014 7:09 AM 3 - 5520.1 03-Oct-2014 5520.1 0 6 19R
FAULT WRITE-UP: ACTION TAKEN:
INSP E300 - EMERGENCY LOCATOR TRANSMITTER SELF TEST COMPLETED
(EBC-406HM). DUE AT: 03-OCT-2014. UPGRADE TO RED X STATUS
ON 07-OCT-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 0.3 F
0 0 1 19R F 21
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Sep-2014 8:55 PM 1 - 5513.3 27-Sep-2014 5513.3 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD REQUIRED PMD COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BH732924 15 F
X 0 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Sep-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 — 1.10) 0 BH732924 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

HOURS:
10-Dec-2014

Current Status W:

5577.1

DATE  SEQNO STATUS wuc ACTION TAKEN
27-Sep-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 — 2.21) 0 BH732924 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
27-Sep-2014 3 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 — 3.6) 0 BH732924 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
27-Sep-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 — 4.9) 0 BH732924 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
27-Sep-2014 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 BH732924 0.2 F
5.15)
DATE  SEQNO STATUS wuc ACTION TAKEN
27-Sep-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 BH732924 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
27-Sep-2014 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 BH732924 0.2 F
-6.10, 6.20 — 6.22)
DATE  SEQNO STATUS wuc ACTION TAKEN
27-Sep-2014 8 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 BH732924 0.2 F
6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN
27-Sep-2014 9 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 BH732924 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
27-Sep-2014 10 - 00 COMPLETED. ADDED 1 PINT OF OIL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 BH732924 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
27-Sep-2014 11 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 BH732924 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
27-Sep-2014 12 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 BH732924 0.2 F

(AN/ARN-123 VOR/ILS RECEIVERS)

DATE SEQ NO STATUS wuc ACTION TAKEN
27-Sep-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 BH732924 0.2 F
AWR 1566

DATE SEQ NO STATUS wuc ACTION TAKEN
27-Sep-2014 14 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 BH732924 0.2 F
406HM ELT)

DATE SEQ NO STATUS wuc ACTION TAKEN
27-Sep-2014 15 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 BH732924 0.2 F

5TH SENSOR)

DATE SEQ NO STATUS wuc ACTION TAKEN
27-Sep-2014 16 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 BH732924 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
27-Sep-2014 17 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 BH732924 0.2 F

27AUG13 (GARMIN GPS)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

27-Sep-2014 18 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 BH732924 0.2 F

WARRIOR BLOCK 1)

DATE SEQ NO STATUS wuc ACTION TAKEN

27-Sep-2014 19 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 BH732924 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

27-Sep-2014 20 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 BH732924 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

27-Sep-2014 21 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 BH732924 0.2 F

RESCUE HOIST)

DATE SEQ NO STATUS wuc ACTION TAKEN
27-Sep-2014 22 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 BH732924 0.2 F

AERO SEAT CUSHIONS)

DATE  SEQNO STATUS wuc ACTION TAKEN
27-Sep-2014 23 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 BH732924 0.2 F
DOORS)

DATE  SEQNO STATUS wuc ACTION TAKEN
27-Sep-2014 24 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 BH732924 0.2 F

MACHINE GUN)

DATE SEQ NO STATUS wuc ACTION TAKEN
27-Sep-2014 25 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 BH732924 0.2 F

BUCKET)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 01-Oct-2014 7:08 AM 1 - 5515.8 20-Nov-2014 5573 0 G 19R
FAULT WRITE-UP: ACTION TAKEN:
INSP E320 - EMERGENCY LOCATOR TRANSMITTER G-SWITCH (EBC COMPLETED
-406HM). DUE AT: 05-NOV-2014. UPGRADE TO RED X STATUS ON
06-DEC-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AS312829 1 F
0 O 1 19R F -20
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 02-Oct-2014 7:10 AM 1 - 5515.8 24-Oct-2014 5553.3 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A160 - 90 DAY CORROSION INSPECTION. DUE AT: 16-OCT- COMPLETED
2014. UPGRADE TO RED X STATUS ON 26-OCT-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DM578141 0.9 F
0 0 1 00 F -22
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ANIONICS COMPARTMENT ELECTRICAL CONNECTORS 0 DM578141 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ANIONICS COMPARTMENT ELECTRICAL CONNECTORS 0 DM578141 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT MAIN LANDING GEAR DRAG BEAM PIVOT BOLTS 0 PG434661 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577.1

NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

LAST MISSION:
Current Status O:

Current Status W:

10-Dec-2014

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT MAIN LANDING GEAR DRAG BEAM PIVOT BOLTS 0 PG434661 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 3 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CHECK THE JACKPAD RETENTION NUT FOR THE PRESENCE & 0 PG436461 0.3 F
ALIGNMENT OF A TORQUE STRIPE
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 3 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CHECK THE JACKPAD RETENTION NUT FOR THE PRESENCE & 0 PG436461 0.3 F
ALIGNMENT OF A TORQUE STRIPE
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COVER SEALANT @ DRAG BEAM JACKPAD AREA WITH CPC 0 PG436461 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COVER SEALANT @ DRAG BEAM JACKPAD AREA WITH CPC 0 PG436461 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP CARGO HOOK EMERGENCY & NORMAL RELEASE ELECTRICAL 0 PG436461 0.3 F
CONNECTOR
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP CARGO HOOK EMERGENCY & NORMAL RELEASE ELECTRICAL 0 PG436461 0.3 F
CONNECTOR
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT MAIN BATTERY CONNECTOR FOR CORROSION 0 DM578141 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT MAIN BATTERY CONNECTOR FOR CORROSION 0 DM578141 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT BATTER COMPARTMENT FOR CORROSION (SLAB) 0 DM578141 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT BATTER COMPARTMENT FOR CORROSION (SLAB) 0 DM578141 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 8 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FUEL CELL ENCLOSURE PANELS ES922911 0.2 WK595274 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 8 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FUEL CELL ENCLOSURE PANELS ES922911 0.2 WK595274 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 9 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP ELECTRICAL CONNECTORS OVER FUEL CELLS 0 DM578141 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 9 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP ELECTRICAL CONNECTORS OVER FUEL CELLS 0 DM578141 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 10 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP TAIL WHEEL LOCK ACTUATOR ELECTRICAL CONNECTOR 0 RS010120 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577.1

NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

LAST MISSION:
Current Status O:

Current Status W:

10-Dec-2014

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 10 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP TAIL WHEEL LOCK ACTUATOR ELECTRICAL CONNECTOR 0 RS010120 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 11 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INTERMEDIATE GEARBOX HOUSING, JOINTS, BOLTS AND 0 DM578141 0.4 F
STUDS
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 11 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INTERMEDIATE GEARBOX HOUSING, JOINTS, BOLTS AND 0 DM578141 0.4 F
STUDS
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 12 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP T/R GEARBOX HOUSING, JOINTS, BOLTS, AND STUDS 0 RS010120 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 12 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP T/R GEARBOX HOUSING, JOINTS, BOLTS, AND STUDS 0 RS010120 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP T/R PYLON ELECTRICAL CONNECTORS (EXTERIOR) 0 DM578141 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP T/R PYLON ELECTRICAL CONNECTORS (EXTERIOR) 0 DM578141 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 14 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP XMSN HOUSING, JOINTS, BOLTS, AND STUDS 0 DM578141 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577.1

NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

LAST MISSION:

Current Status O:

Current Status W:

10-Dec-2014

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 14 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP XMSN HOUSING, JOINTS, BOLTS, AND STUDS 0 DM578141 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 15 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP UPPER DECK FLT CONTROL RODS, BELLCRANKS, WALKING 0 PG436461 0.2 F
BEAM, TIE RODS, FOR SCRATCHED, AND WORN PAINT
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 15 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP UPPER DECK FLT CONTROL RODS, BELLCRANKS, WALKING 0 PG436461 0.2 F
BEAM, TIE RODS, FOR SCRATCHED, AND WORN PAINT
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 16 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FORMATION LIGHT ELECTRICAL CONNECTORS (2EA) ES922911 0.2 WK595274 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 16 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FORMATION LIGHT ELECTRICAL CONNECTORS (2EA) ES922911 0.2 WK595274 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 17 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR PYLON REAR FAIRING ES922911 0.2 WK595274 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 17 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR PYLON REAR FAIRING ES922911 0.2 WK595274 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP M/R PYLON FAIRING STRINGER ABOVE SKIN @ STA 470 FOR 0 DM578141 0.3 F

CORROSION & PITTING
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577.1

NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

LAST MISSION:

Current Status O:

Current Status W:

10-Dec-2014

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP M/R PYLON FAIRING STRINGER ABOVE SKIN @ STA 470 FOR 0 DM578141 0.3 F
CORROSION & PITTING
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 19 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATIONAL CHECK OF M/R PYLON REAR FORMATION LIGHT DUE 0 DM578141 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 19 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATIONAL CHECK OF M/R PYLON REAR FORMATION LIGHT DUE 0 DM578141 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 20 - 00 INSP. COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP M/R HUB BALANCE WASHERS FOR CORROSION AND PITTING 0 PG436461 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 20 - 00 INSP. COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP M/R HUB BALANCE WASHERS FOR CORROSION AND PITTING 0 PG436461 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 21 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP M/R PYLON SECTION ELECTRICAL CONNECTORS (EXTERIOR) 0 DM578141 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 21 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP M/R PYLON SECTION ELECTRICAL CONNECTORS (EXTERIOR) 0 DM578141 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 22 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FINAL INSPECTION DUE (TO BE COMPLETED BY CORROSION 0 DM578141 0.3 F

CONTROL MONITOR/TI)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

02-Oct-2014 22 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FINAL INSPECTION DUE (TO BE COMPLETED BY CORROSION 0 DM578141 0.3 F

CONTROL MONITOR/TI)

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 23 - 00 NOT DUE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AIRCRAFT WASH DUE 0 RS010120 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 23 - 00 NOT DUE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AIRCRAFT WASH DUE 0 RS010120 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Oct-2014  9:46 PM 2 - 5520.1 02-Oct-2014 5520.1 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD REQUIRED COMPLETE INSP'D OK
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 PJ798609 1 F
X o} 1 00 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN
02-Oct-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 — 1.10) 0 PJ798609 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN
02-Oct-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 — 1.10) 0 PJ798609 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN
02-Oct-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 — 1.10) 0 PJ798609 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 2 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 — 2.21) 0 RS010120 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 2 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 — 2.21) 0 RS010120 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 2 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 — 2.21) 0 RS010120 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 3 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 - 3.6) 0 RS010120 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 3 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 - 3.6) 0 RS010120 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 3 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 - 3.6) 0 RS010120 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 4 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 - 4.9) 0 RS010120 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 4 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 — 4.9) 0 RS010120 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7822962
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X

HOURS:
10-Dec-2014

5577.1

Current Status E: X Current Status O: Current Status W:

DATE  SEQNO STATUS wuc ACTION TAKEN
02-Oct-2014 4 - 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 — 4.9) 0 RS010120 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
02-Oct-2014 5 - 00 COMPLETED OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 RS010120 0.2 F
5.15)
DATE  SEQNO STATUS wuc ACTION TAKEN
02-Oct-2014 5 - 00 COMPLETED OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 RS010120 0.2 F
5.15)
DATE  SEQNO STATUS wuc ACTION TAKEN
02-Oct-2014 5 - 00 COMPLETED OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 RS010120 0.2 F
5.15)
DATE  SEQNO STATUS wuc ACTION TAKEN
02-Oct-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 PJ798609 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
02-Oct-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 PJ798609 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
02-Oct-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 PJ798609 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
02-Oct-2014 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 PJ798609 0.1 F

—-6.10, 6.20 - 6.22)




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X

FOR: K08DD2

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status E: X

Current Status O:

HOURS:

Current Status W:
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To 06-Jan-2015

10-Dec-2014

5577.1

DATE  SEQNO STATUS wuc ACTION TAKEN
02-Oct-2014 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 PJ798609 0.1 F
-6.10, 6.20 — 6.22)
DATE  SEQNO STATUS wuc ACTION TAKEN
02-Oct-2014 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 PJ798609 0.1 F
-6.10, 6.20 — 6.22)
DATE  SEQNO STATUS wuc ACTION TAKEN
02-Oct-2014 8 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 MG812464 0.2 F
6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN
02-Oct-2014 8 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 MG812464 0.2 F
6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN
02-Oct-2014 8 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 MG812464 0.2 F
6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN
02-Oct-2014 9 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MG812464 0.1 F
DATE  SEQNO STATUS wuc ACTION TAKEN
02-Oct-2014 9 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MG812464 0.1 F
DATE  SEQNO STATUS wuc ACTION TAKEN
02-Oct-2014 9 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MG812464 0.1 F




Page 147 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 10 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MG812464 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 10 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MG812464 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 10 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MG812464 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 11 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 MG812464 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 11 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 MG812464 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 11 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 MG812464 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 12 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 PJ798609 0.1 F

(AN/ARN-123 VOR/ILS RECEIVERS)

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 12 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 PJ798609 0.1 F

(AN/ARN-123 VOR/ILS RECEIVERS)




Report Date: 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962

NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

Selection Range : 01-Jul-2014

LAST MISSION:
Current Status O:

HOURS:

Current Status W:
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To 06-Jan-2015

10-Dec-2014

5577.1

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 12 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 PJ798609 0.1 F
(AN/ARN-123 VOR/ILS RECEIVERS)

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 13 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 RS010120 0.1 F
AWR 1566

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 13 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 RS010120 0.1 F
AWR 1566

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 13 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 RS010120 0.1 F
AWR 1566

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 14 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 RS010120 0.1 F
406HM ELT)

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 14 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 RS010120 0.1 F
406HM ELT)

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 14 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 RS010120 0.1 F
406HM ELT)

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 15 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 RS010120 0.1 F

5TH SENSOR)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

HOURS:
10-Dec-2014

Current Status W:

5577.1

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 15 . 00 INSP'D OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 RS010120 0.1 F
5TH SENSOR)
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 15 . 00 INSP'D OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 RS010120 0.1 F
5TH SENSOR)
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 16 . 00 N/A
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 MG812464 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 16 . 00 N/A
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 MG812464 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 16 . 00 N/A
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 MG812464 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 17 . 00 INSP'D OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 PJ798609 0.1 F
27AUG13 (GARMIN GPS)
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 17 . 00 INSP'D OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 PJ798609 0.1 F
27AUG13 (GARMIN GPS)
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 17 . 00 INSP'D OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 PJ798609 0.1 F

27AUG13 (GARMIN GPS)




Page 150 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

02-Oct-2014 18 - 00 N/A

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 PJ798609 0.1 F

WARRIOR BLOCK 1)

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 18 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 PJ798609 0.1 F

WARRIOR BLOCK 1)

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 18 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 PJ798609 0.1 F

WARRIOR BLOCK 1)

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 19 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 PJ798609 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 19 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 PJ798609 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 19 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 PJ798609 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 20 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 PJ798609 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 20 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 PJ798609 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 20 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 PJ798609 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 21 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 RS010120 0.1 F

RESCUE HOIST)

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 21 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 RS010120 0.1 F

RESCUE HOIST)

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 21 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 RS010120 0.1 F

RESCUE HOIST)

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 22 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 PJ798609 0.1 F

AERO SEAT CUSHIONS)

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 22 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 PJ798609 0.1 F

AERO SEAT CUSHIONS)

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 22 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 PJ798609 0.1 F

AERO SEAT CUSHIONS)

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 23 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 PJ798609 0.1 F

DOORS)




Report Date: 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7822962

Selection Range : 01-Jul-2014

Page 152 of 281
To 06-Jan-2015

HOURS: 55771
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 23 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 PJ798609 0.1 F
DOORS)
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 23 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 PJ798609 0.1 F
DOORS)
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 24 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 RS010120 0.1 F
MACHINE GUN)
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 24 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 RS010120 0.1 F
MACHINE GUN)
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 24 - 00 INSP'D OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 RS010120 0.1 F
MACHINE GUN)
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 25 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 MG812464 0.1 F
BUCKET)
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 25 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 MG812464 0.1 F
BUCKET)
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 25 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 MG812464 0.1
BUCKET)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Oct-2014 7:41 AM 1 - 5520.1 04-Nov-2014 5567 0 A 08A05
FAULT WRITE-UP: ACTION TAKEN:
INSP A541 - REPLACE DIGITAL CLOCK BATTERY. DUE AT: 08-NOV- REPLACED CLOCK BATTERY
2014. UPGRADE TO RED X STATUS ON 09-DEC-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 KK474437 0.7 F
O O 1 08A05 F 1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 07-Oct-2014 7:21 AM 1 - 5535.3 15-Oct-2014 5535.3 0 6 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. DUE COMPLETED
AT: 15-OCT-2014. UPGRADE TO RED X STATUS ON 19-OCT-2014 LCF1: 12653 LCF2: 10198 IND: 19793 HRS: 4474
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 0.3 F
0 0 1 04A06B F -8
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Oct-2014 7:21 AM 2 - 5535.3 15-Oct-2014 5535.3 0 6 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. DUE COMPLETED
AT: 15-OCT-2014. UPGRADE TO RED X STATUS ON 19-OCT-2014 LCF1:1091 LCF2: 4185 IND: 12671 HRS: 1651
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 0.3 F
0 0 1 04A06B F -8
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Oct-2014 7:21 AM 3 - 5535.3 15-Oct-2014 5535.3 0 6 15B
FAULT WRITE-UP: ACTION TAKEN:
INSP A801 - APU EVENT METER READING (STARTS. DUE AT: 15- COMPLETED
OCT-2014. UPGRADE TO RED X STATUS ON 19-OCT-2014 HRS: 400 EVENTS: 2609
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 0.3 F
O O 1 15B F -8
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 07-Oct-2014 7:42 AM 4 - 5524.9 07-Oct-2014 5524.9 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD REQUIRED PMD COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 RH756555 1 F
X 0 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Oct-2014 1 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 — 1.10) 0 RH756555 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Oct-2014 1 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 — 1.10) 0 RH756555 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Oct-2014 2 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 — 2.21) 0 RH756555 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Oct-2014 2 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 — 2.21) 0 RH756555 0.3 F




Page 155 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

HOURS:
10-Dec-2014

Current Status W:

5577.1

DATE  SEQNO STATUS wuc ACTION TAKEN

07-Oct-2014 3 . 00 INSP OK

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 — 3.6) 0 RH756555 03 F
DATE  SEQNO STATUS wuc ACTION TAKEN

07-Oct-2014 3 . 00 INSP OK

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 — 3.6) 0 RH756555 03 F
DATE  SEQNO STATUS wuc ACTION TAKEN

07-Oct-2014 4 - 00 INSP OK

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 — 4.9) 0 WT337535 0.3 F
DATE  SEQNO STATUS wuc ACTION TAKEN

07-Oct-2014 4 - 00 INSP OK

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 — 4.9) 0 WT337535 0.3 F
DATE  SEQNO STATUS wuc ACTION TAKEN

07-Oct-2014 5 . 00 INSP OK

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 WT337535 0.3 F

5.15)
DATE  SEQNO STATUS wuc ACTION TAKEN

07-Oct-2014 5 . 00 INSP OK

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 WT337535 0.3 F

5.15)
DATE  SEQNO STATUS wuc ACTION TAKEN

07-Oct-2014 6 . 00 INSP OK

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 CW378103 0.1 F
DATE  SEQNO STATUS wuc ACTION TAKEN

07-Oct-2014 6 . 00 INSP OK

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 CW378103 0.1 F




Report Date: 06-Jan-2015

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X

Current Status E: X

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7822962

LAST MISSION:

Current Status O:

HOURS:

Page 156 of 281

To 06-Jan-2015

10-Dec-2014

5577.1

Current Status W:

DATE  SEQNO STATUS wuc ACTION TAKEN
07-Oct-2014 7 - 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 CW378103 0.1 F
-6.10, 6.20 — 6.22)
DATE  SEQNO STATUS wuc ACTION TAKEN
07-Oct-2014 7 - 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 CW378103 0.1 F
-6.10, 6.20 — 6.22)
DATE  SEQNO STATUS wuc ACTION TAKEN
07-Oct-2014 8 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 CW378103 0.1 F
6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN
07-Oct-2014 8 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 CW378103 0.1 F
6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN
07-Oct-2014 9 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 CW378103 0.1 F
DATE  SEQNO STATUS wuc ACTION TAKEN
07-Oct-2014 9 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 CW378103 0.1 F
DATE  SEQNO STATUS wuc ACTION TAKEN
07-Oct-2014 10 - 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 CW378103 0.1 F
DATE  SEQNO STATUS wuc ACTION TAKEN
07-Oct-2014 10 - 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 CW378103 0.1 F




Page 157 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
07-Oct-2014 11 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 RH756555 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
07-Oct-2014 11 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 RH756555 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
07-Oct-2014 12 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 RH756555 0.1 F

(AN/ARN-123 VOR/ILS RECEIVERS)

DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2014 12 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 RH756555 0.1 F

(AN/ARN-123 VOR/ILS RECEIVERS)

DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2014 13 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 RH756555 0.2 F
AWR 1566

DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2014 13 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 RH756555 0.2 F
AWR 1566

DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2014 14 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 RH756555 0.2 F
406HM ELT)

DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2014 14 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 RH756555 0.2 F

406HM ELT)




Page 158 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

07-Oct-2014 15 - 00 NA

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 MM694994 0.2 F

5TH SENSOR)

DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2014 15 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 MM694994 0.2 F

5TH SENSOR)

DATE SEQ NO STATUS wuc ACTION TAKEN

07-Oct-2014 16 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 RH756555 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

07-Oct-2014 16 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 RH756555 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

07-Oct-2014 17 - 00 NA

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 RH756555 0.2 F

27AUG13 (GARMIN GPS)

DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2014 17 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 RH756555 0.2 F

27AUG13 (GARMIN GPS)

DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2014 18 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 RH756555 0.3 F

WARRIOR BLOCK 1)

DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2014 18 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 RH756555 0.3 F

WARRIOR BLOCK 1)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

HOURS:
10-Dec-2014

Current Status W:

5577.1

DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2014 19 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 RH756555 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2014 19 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 RH756555 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2014 20 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 RH756555 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2014 20 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 RH756555 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2014 21 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 RH756555 0.3 F
RESCUE HOIST)
DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2014 21 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 RH756555 0.3 F
RESCUE HOIST)
DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2014 22 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 RH756555 0.2 F
AERO SEAT CUSHIONS)
DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2014 22 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 RH756555 0.2 F

AERO SEAT CUSHIONS)




Page 160 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
07-Oct-2014 23 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 RH756555 0.2 F
DOORS)

DATE SEQ NO STATUS wucC ACTION TAKEN
07-Oct-2014 23 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 RH756555 0.2 F
DOORS)

DATE SEQ NO STATUS wucC ACTION TAKEN
07-Oct-2014 24 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 RH756555 0.2 F

MACHINE GUN)

DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2014 24 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 RH756555 0.2 F

MACHINE GUN)

DATE  SEQNO STATUS wuc ACTION TAKEN
07-Oct-2014 25 - 00 NA
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 MM694994 0.2 F
BUCKET)
DATE  SEQNO STATUS wuc ACTION TAKEN
07-Oct-2014 25 - 00 NA
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 MM694994 0.2 F
BUCKET)
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Oct-2014 9:21PM 5 - 5538.2 16-Oct-2014 5538.2 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A115 - LUBE REQUIRMENTS. DUE AT: 5538.3 HOURS OR 16- COMPLETED
OCT-2014. UPGRADE TO RED X STATUS ON 5542.4 HOURS OR 20-
OCT-2014
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 2 F
o} o} 1 00 F -9
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Oct-2014 7:46 AM 1 - 5535.3 14-Oct-2014 5535.3 0 J 09B01A
FAULT WRITE-UP: ACTION TAKEN:
INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1). DUE COMPLETED
AT: 16-OCT-2014. UPGRADE TO RED X STATUS ON 20-OCT-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 KK474437 0.2 F
O O 1 09B01A F -6
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 08-Oct-2014 7:48 AM 2 - 5529.4 08-Oct-2014 5529.4 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD REQUIRED INSP OK
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MM694994 1 F
X 0 1 00 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN

08-Oct-2014 1 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 — 1.10) 0 MM694994 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

08-Oct-2014 2 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 - 2.21) 0 MM694994 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

08-Oct-2014 3 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 - 3.6) 0 MM694994 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

08-Oct-2014 4 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 - 4.9) 0 MM694994 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

HOURS:
10-Dec-2014

Current Status W:

5577.1

DATE  SEQNO STATUS wuc ACTION TAKEN
08-Oct-2014 5 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 MM694994 0.2 F
5.15)
DATE  SEQNO STATUS wuc ACTION TAKEN
08-Oct-2014 6 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 PJ798609 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
08-Oct-2014 7 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 PJ798609 0.2 F
-6.10, 6.20 — 6.22)
DATE  SEQNO STATUS wuc ACTION TAKEN
08-Oct-2014 8 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 PJ798609 0.2 F
6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN
08-Oct-2014 9 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 PJ798609 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
08-Oct-2014 10 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 PJ798609 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
08-Oct-2014 11 - 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 MM694994 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
08-Oct-2014 12 - 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 MM694994 0.2 F

(AN/ARN-123 VOR/ILS RECEIVERS)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
08-Oct-2014 13 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 MM694994 0.2 F
AWR 1566

DATE SEQ NO STATUS wucC ACTION TAKEN
08-Oct-2014 14 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 MM694994 0.2 F
406HM ELT)

DATE SEQ NO STATUS wucC ACTION TAKEN
08-Oct-2014 15 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 MM694994 0.2 F

5TH SENSOR)

DATE SEQ NO STATUS wuc ACTION TAKEN
08-Oct-2014 16 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Oct-2014 17 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 MM694994 0.2 F

27AUG13 (GARMIN GPS)

DATE SEQ NO STATUS wuc ACTION TAKEN
08-Oct-2014 18 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 MM694994 0.2 F

WARRIOR BLOCK 1)

DATE SEQ NO STATUS wuc ACTION TAKEN
08-Oct-2014 19 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Oct-2014 20 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 MM694994 0.2 F




Report Date: 06-Jan-2015
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Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7822962

HOURS: 55771
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X

Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Oct-2014 21 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 MM694994 0.2 F
RESCUE HOIST)
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Oct-2014 22 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 MM694994 0.2 F
AERO SEAT CUSHIONS)
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Oct-2014 23 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 MM694994 0.2 F
DOORS)
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Oct-2014 24 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 MM694994 0.2 F
MACHINE GUN)
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Oct-2014 25 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 MM694994 0.2 F
BUCKET)
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Oct-2014 7:45 AM 1 - 5532.8 09-Oct-2014 5532.8 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD REQUIRED COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 RH756555 1.3 F
X O 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WucC ACTION TAKEN
09-Oct-2014 1 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 — 1.10) 0 MM694994 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577.1

NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

LAST MISSION:
Current Status O:

Current Status W:

10-Dec-2014

DATE SEQ NO STATUS wuc ACTION TAKEN

09-Oct-2014 1 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 - 1.10) 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Oct-2014 2 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 — 2.21) 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Oct-2014 2 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 — 2.21) 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Oct-2014 3 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 - 3.6) 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Oct-2014 3 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 - 3.6) 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Oct-2014 4 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 — 4.9) 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Oct-2014 4 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 — 4.9) 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Oct-2014 5 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 MM694994 0.2 F

5.15)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577.1

NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

LAST MISSION:
Current Status O:

Current Status W:

10-Dec-2014

DATE  SEQNO STATUS wuc ACTION TAKEN
09-Oct-2014 5 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 MM694994 0.2 F
5.15)
DATE  SEQNO STATUS wuc ACTION TAKEN
09-Oct-2014 6 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 RH756555 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
09-Oct-2014 6 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 RH756555 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
09-Oct-2014 7 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 RH756555 0.2 F
-6.10, 6.20 — 6.22)
DATE  SEQNO STATUS wuc ACTION TAKEN
09-Oct-2014 7 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 RH756555 0.2 F
-6.10, 6.20 — 6.22)
DATE  SEQNO STATUS wuc ACTION TAKEN
09-Oct-2014 8 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 RH756555 0.2 F
6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN
09-Oct-2014 8 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 RH756555 0.2 F
6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN
09-Oct-2014 9 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 RH756555 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 9 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 RH756555 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 10 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 RH756555 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 10 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 RH756555 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 11 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 11 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 12 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 MM694994 0.2 F

(AN/ARN-123 VOR/ILS RECEIVERS)

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Oct-2014 12 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 MM694994 0.2 F

(AN/ARN-123 VOR/ILS RECEIVERS)

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Oct-2014 13 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 MM694994 0.2 F

AWR 1566




Report Date: 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962

NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

Selection Range : 01-Jul-2014

LAST MISSION:
Current Status O:

HOURS:

Current Status W:

Page 168 of 281

To 06-Jan-2015

10-Dec-2014

5577.1

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Oct-2014 13 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 MM694994 0.2 F
AWR 1566
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Oct-2014 14 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 MM694994 0.2 F
406HM ELT)
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Oct-2014 14 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 MM694994 0.2 F
406HM ELT)
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Oct-2014 15 . 00 NA
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 MM694994 0.2 F
5TH SENSOR)
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Oct-2014 15 . 00 NA
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 MM694994 0.2 F
5TH SENSOR)
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Oct-2014 16 . 00 NA
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Oct-2014 16 . 00 NA
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Oct-2014 17 . 00 NA
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 MM694994 0.2 F

27AUG13 (GARMIN GPS)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

09-Oct-2014 17 - 00 NA

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 MM694994 0.2 F

27AUG13 (GARMIN GPS)

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Oct-2014 18 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 MM694994 0.2 F

WARRIOR BLOCK 1)

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Oct-2014 18 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 MM694994 0.2 F

WARRIOR BLOCK 1)

DATE SEQ NO STATUS wuc ACTION TAKEN

09-Oct-2014 19 - 00 INSP OK3

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Oct-2014 19 - 00 INSP OK3

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Oct-2014 20 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Oct-2014 20 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Oct-2014 21 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 MM694994 0.2 F

RESCUE HOIST)




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7822962

Page 170 of 281
To 06-Jan-2015

HOURS: 55771
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 21 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 MM694994 0.2 F
RESCUE HOIST)
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 22 - 00 INSP OK3
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 MM694994 0.2 F
AERO SEAT CUSHIONS)
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 22 - 00 INSP OK3
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 MM694994 0.2 F
AERO SEAT CUSHIONS)
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 23 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 MM694994 0.2 F
DOORS)
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 23 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 MM694994 0.2 F
DOORS)
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 24 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 MM694994 0.2 F
MACHINE GUN)
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 24 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 MM694994 0.2 F
MACHINE GUN)
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 25 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 MM694994 0.2
BUCKET)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 55771
NEXT PHASE: 55885 LAST MISSION: 10-Dec-2014

Current Status A: X Current Status E: X

Current Status O:

Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 25 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 MM694994 0.2 F
BUCKET)
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Oct-2014  3:36 PM 2 - 5535.3 09-Oct-2014 5535.3 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD REQUIRED COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 WK595274 1 F
X 0 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 — 1.10) 0 WK595274 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 — 2.21) 0 MH458316 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 3 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 — 3.6) 0 WK595274 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 — 4.9) 0 WK595274 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 WK595274 0.2 F

5.15)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 6 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 PG436461 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 6 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 RS010120 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 7 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 PG436461 0.3 F

—-6.10, 6.20 - 6.22)

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Oct-2014 7 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 RS010120 0.3 F

—-6.10, 6.20 - 6.22)

DATE  SEQNO STATUS wuc ACTION TAKEN
09-Oct-2014 8 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 PG436461 0.2 F
6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN
09-Oct-2014 8 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 RS010120 0.2 F
6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN
09-Oct-2014 9 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 RS010120 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
09-Oct-2014 10 . 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 PG436461 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 11 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 WK595274 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 12 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 WK595274 0.2 F

(AN/ARN-123 VOR/ILS RECEIVERS)

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Oct-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 WK595274 0.2 F
AWR 1566

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Oct-2014 14 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 WK595274 0.2 F
406HM ELT)

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Oct-2014 15 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 WK595274 0.2 F

5TH SENSOR)

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Oct-2014 16 - 00 NOT INST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 RS010120 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Oct-2014 17 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 WK595274 0.2 F

27AUG13 (GARMIN GPS)

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Oct-2014 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 WK595274 0.2 F

WARRIOR BLOCK 1)




Report Date: 06-Jan-2015
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Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7822962

HOURS: 5577.1
NEXT PHASE: 5588.5

LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O:

Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 19 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 WK595274 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 20 - 00 COMPLETEDC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 WK595274 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 21 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 WK595274 0.2 F
RESCUE HOIST)
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 22 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 WK595274 0.2 F
AERO SEAT CUSHIONS)
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 23 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 MH458316 0.1 F
DOORS)
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 24 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 WK595274 0.2 F
MACHINE GUN)
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Oct-2014 25 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 WK595274 0.2 F
BUCKET)




Page 175 of 281
To 06-Jan-2015

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 14-Oct-2014  7:52 AM 1 - 5535.3 05-Nov-2014 5570.2 0 J 76A
FAULT WRITE-UP: ACTION TAKEN:
INSP E040 - APR-39 RADAR/LASER WARNING OPNL CHECK, 5841-01 COMPLETED
-236-8951. DUE AT: 27-OCT-2014. UPGRADE TO RED X STATUS ON
06-NOV-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AM650982 0.3 F
0 O 1 76A F 8
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Oct-2014 3:05 PM 1 - 5538.2 17-Oct-2014 5538.2 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A110 - PMS 40 HOUR INSPECTION. DUE AT: 5544.4 HOURS. COMPLETED
UPGRADE TO RED X STATUS ON 5546.5 HOURS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DM578141 1.5 F
0 0 1 00 F -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Oct-2014  7:07 AM 1 - 5538.2 20-Oct-2014 5546.7 0 6 17A
FAULT WRITE-UP: ACTION TAKEN:
INSP A534 - FIRST AID KIT INSPECTION. DUE AT: 21-OCT-2014. PREVIOUSLY COMPLETED BY JM715647 ON 16 OCT 2014 NEXT
UPGRADE TO RED X STATUS ON 22-OCT-2014 INSP DUE 16 OCT 2015
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JM715647 1 F
0 0 1 17A F -4
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Oct-2014  8:29 AM 2 - 5538.2 16-Oct-2014 5538.2 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD REQUIRED COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 14 F
X O 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
16-Oct-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 — 1.10) 0 MJ947181 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
16-Oct-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 — 2.21) 0 MJ947181 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
16-Oct-2014 3 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 — 3.6) 0 MJ947181 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
16-Oct-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 — 4.9) 0 MJ947181 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
16-Oct-2014 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 MJ947181 0.2 F
5.15)
DATE SEQ NO STATUS WucC ACTION TAKEN
16-Oct-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 MJ947181 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

16-Oct-2014 7 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 MJ947181 0.2 F

—-6.10, 6.20 - 6.22)

DATE  SEQNO STATUS wuc ACTION TAKEN

16-Oct-2014 8 - 00 COMPLETED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 MJ947181 0.2 F

6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN

16-Oct-2014 9 - 00 COMPLETED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN

16-Oct-2014 10 - 00 COMPLETED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN

16-Oct-2014 11 - 00 COMPLETED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN

16-Oct-2014 12 - 00 COMPLETED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 MJ947181 0.2 F

(AN/ARN-123 VOR/ILS RECEIVERS)

DATE SEQ NO STATUS wuc ACTION TAKEN
16-Oct-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 MJ947181 0.2 F
AWR 1566

DATE SEQ NO STATUS wuc ACTION TAKEN
16-Oct-2014 14 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 MJ947181 0.2 F

406HM ELT)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

16-Oct-2014 15 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 MJ947181 0.2 F

5TH SENSOR)

DATE SEQ NO STATUS wuc ACTION TAKEN
16-Oct-2014 16 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Oct-2014 17 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 MJ947181 0.2 F

27AUG13 (GARMIN GPS)

DATE SEQ NO STATUS wuc ACTION TAKEN
16-Oct-2014 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 MJ947181 0.2 F

WARRIOR BLOCK 1)

DATE SEQ NO STATUS wuc ACTION TAKEN

16-Oct-2014 19 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Oct-2014 20 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Oct-2014 21 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 MJ947181 0.2 F

RESCUE HOIST)

DATE SEQ NO STATUS wuc ACTION TAKEN
16-Oct-2014 22 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 MJ947181 0.2 F

AERO SEAT CUSHIONS)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 55771
NEXT PHASE: 55885 LAST MISSION: 10-Dec-2014

Current Status A: X Current Status E: X

Current Status O: Current Status W:

DATE  SEQNO STATUS wuc ACTION TAKEN
16-Oct-2014 23 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 MJ947181 0.2 F
DOORS)
DATE  SEQNO STATUS wuc ACTION TAKEN
16-Oct-2014 24 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 MJ947181 0.2 F
MACHINE GUN)
DATE  SEQNO STATUS wuc ACTION TAKEN
16-Oct-2014 25 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 MJ947181 0.1 F
BUCKET)
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Oct-2014 7:08 AM 1 - 5538.2 17-Oct-2014 5538.2 0 6 03B03A
FAULT WRITE-UP: ACTION TAKEN:
INSP A298 - LUBE TAIL WHEEL BEARING. DUE AT: 09-NOV-2014 OR INSP REMOVED TO COMPLY W/ AMCOM CH.66
5773.2 HOURS. UPGRADE TO RED X STATUS ON 28-NOV-2014 OR
5778.2 HOURS
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AB198454 0.1 F
o o 1 03B03A F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Oct-2014 9:11AM 2 - DP411056 55447 19-Oct-2014 5544.7 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD DUE COMPLETED
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CH217563 0 F
X G 1 00 F 0

DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Oct-2014  9:17 AM 3 - DP411056  5544.7 19-Oct-2014 5544.7 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
MOC REQIRED FOR REPLACEMENT OF APU ACCUMULATOR MOC COMPLETE
PRESSURE SWITCH
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DP411056 0.3 F
G G 1 00 F 0
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC

A 20-Oct-2014 1:41 PM 1 - 5538.2 24-Oct-2014 5553.3 0 L 02A
FAULT WRITE-UP: ACTION TAKEN:
INSP A230 - INSPECT BATTERY COMPARTMENT FOR CORROSION COMPLETED

(SLAB). DUE AT: 23-OCT-2014 OR 5585 HOURS. UPGRADE TO RED
X STATUS ON 05-NOV-2014 OR 5590 HOURS

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 KK474437 0.5 F
o o} 1 02A F -4
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

20-Oct-2014 1 X 02A REPLCED SAFETY

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BROKE SAFETY ES922911 0.2 KK474437 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN

20-Oct-2014 2 X 02A REINSTALLED BATTERY

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ACFT BATTERY ES922911 0.2 KK474437 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN

20-Oct-2014 3 - 02A COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE 0 KK474437 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN

20-Oct-2014 4 - 02A COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY DUE 0 KK474437 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Oct-2014  8:45 AM 1 - 5546.7 21-Oct-2014 5546.7 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD REQUIRED COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 1.8 F
X O 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Oct-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 — 1.10) 0 MJ947181 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Oct-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 — 2.21) 0 MJ947181 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Oct-2014 3 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 — 3.6) 0 MJ947181 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
21-Oct-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 — 4.9) 0 MJ947181 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Oct-2014 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 MJ947181 0.2 F
5.15)
DATE SEQ NO STATUS WucC ACTION TAKEN
21-Oct-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 MJ947181 0.2 F




Report Date:

06-Jan-2015

MODEL: UH-60A

NEXT PHASE:

Current Status A:

5588.5
X

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

FOR: K08DD2

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status E: X

Current Status O:

HOURS:

Current Status W:

Page 183 of 281

To 06-Jan-2015

10-Dec-2014

5577.1

DATE  SEQNO STATUS wuc ACTION TAKEN
21-Oct-2014 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 MJ947181 0.2 F
-6.10, 6.20 — 6.22)
DATE  SEQNO STATUS wuc ACTION TAKEN
21-Oct-2014 8 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 MJ947181 0.2 F
6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN
21-Oct-2014 9 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
21-Oct-2014 10 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
21-Oct-2014 11 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
21-Oct-2014 12 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 MJ947181 0.2 F
(AN/ARN-123 VOR/ILS RECEIVERS)
DATE  SEQNO STATUS wuc ACTION TAKEN
21-Oct-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 MJ947181 0.2 F
AWR 1566
DATE  SEQNO STATUS wuc ACTION TAKEN
21-Oct-2014 14 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 MJ947181 0.2 F

406HM ELT)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

21-Oct-2014 15 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 MJ947181 0.2 F

5TH SENSOR)

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Oct-2014 16 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
21-Oct-2014 17 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 MJ947181 0.2 F

27AUG13 (GARMIN GPS)

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Oct-2014 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 MJ947181 0.3 F

WARRIOR BLOCK 1)

DATE SEQ NO STATUS wuc ACTION TAKEN

21-Oct-2014 19 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Oct-2014 20 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Oct-2014 21 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 MJ947181 0.2 F

RESCUE HOIST)

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Oct-2014 22 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 MJ947181 0.2 F

AERO SEAT CUSHIONS)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 55771
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 23 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 MJ947181 0.2 F
DOORS)
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 24 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 MJ947181 0.2 F
MACHINE GUN)
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 25 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 MJ947181 0.2 F
BUCKET)
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Oct-2014  8:47 AM 2 - EM255153 5546.7 21-Oct-2014 5546.7 0 T 08F01
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH REQUIREMENTS OF H-60-15-AMAM-02 (INTEGRATED COMPLIED WITH SEE NEXT ENTRY 21 OCT 2014 #3
VEHICLE HEALTH MONITORING SYSTEMS [IVHMS] WIRING
MANAGEMENT) BY 27 OCT2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 EM255153 0.2 F
O G 1 08F01 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 22-Oct-2014 7:18 AM 1 - 5550 22-Oct-2014 5550 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD REQUIRED COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 2 F
X 0 1 00 F 0
DELAY

13-2s to Follow
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 — 1.10) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 — 2.21) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 3 - 00 COMPPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 - 3.6) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 — 4.9) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 MJ947181 0.2 F
5.15)
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 MJ947181 0.2 F

—-6.10, 6.20 - 6.22)

DATE SEQ NO STATUS wuc ACTION TAKEN
22-Oct-2014 8 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 MJ947181 0.2 F

6.11-6.17)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 9 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 10 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 11 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 12 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 MJ947181 0.2 F

(AN/ARN-123 VOR/ILS RECEIVERS)

DATE SEQ NO STATUS wuc ACTION TAKEN
22-Oct-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 MJ947181 0.2 F
AWR 1566

DATE SEQ NO STATUS wuc ACTION TAKEN
22-Oct-2014 14 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 MJ947181 0.2 F
406HM ELT)

DATE SEQ NO STATUS wuc ACTION TAKEN
22-Oct-2014 15 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 MJ947181 0.2 F

5TH SENSOR)

DATE SEQ NO STATUS wuc ACTION TAKEN
22-Oct-2014 16 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 MJ947181 0.2 F




Page 188 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

22-Oct-2014 17 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 MJ947181 0.2 F

27AUG13 (GARMIN GPS)

DATE SEQ NO STATUS wuc ACTION TAKEN
22-Oct-2014 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 MJ947181 0.2 F

WARRIOR BLOCK 1)

DATE SEQ NO STATUS wuc ACTION TAKEN

22-Oct-2014 19 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Oct-2014 20 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Oct-2014 21 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 MJ947181 0.2 F

RESCUE HOIST)

DATE SEQ NO STATUS wuc ACTION TAKEN
22-Oct-2014 22 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 MJ947181 0.2 F

AERO SEAT CUSHIONS)

DATE  SEQNO STATUS wuc ACTION TAKEN
22-Oct-2014 23 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 MJ947181 0.2 F
DOORS)

DATE  SEQNO STATUS wuc ACTION TAKEN
22-Oct-2014 24 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 MJ947181 0.2 F

MACHINE GUN)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577.1

NEXT PHASE: 5588.5
Current Status A: X

Current Status E: X

LAST MISSION:

Current Status O:

10-Dec-2014
Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 25 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 MJ947181 0.2 F
BUCKET)
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Oct-2014  7:00 AM 2 - MJ947181 5550 22-Oct-2014 5550 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
ACFT REQ. DEPANEL FOR ACE INSPECTION INSP. COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AN450710 4 F
O G 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 1 X 00 TILTED FWD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOT SEAT TILTED IN AFT POSITION ES922911 0.1 MJ947181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 1 X 00 TILTED FWD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOT SEAT TILTED IN AFT POSITION ES922911 0.1 MJ947181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 1 X 00 TILTED FWD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOT SEAT TILTED IN AFT POSITION ES922911 0.1 MJ947181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 2 X 00 TILTED FWD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CO-PILOT SEAT TILTED IN AFT POSITION ES922911 0.1 MJ947181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 2 X 00 TILTED FWD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

CO-PILOT SEAT TILTED IN AFT POSITION

ES922911 0.1

MJ947181 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 2 X 00 TILTED FWD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CO-PILOT SEAT TILTED IN AFT POSITION ES922911 0.1 MJ947181 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 3 X 00 RAISED CABIN SOUNDPROOFING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED ALL CABIN SOUND PROOFING ES922911 0.2 MJ947181 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 3 X 00 RAISED CABIN SOUNDPROOFING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED ALL CABIN SOUND PROOFING ES922911 0.2 MJ947181 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 3 X 00 RAISED CABIN SOUNDPROOFING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED ALL CABIN SOUND PROOFING ES922911 0.2 MJ947181 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MAIN MODULE DRIP PAN REMOVED ES922911 0.2 RS010120 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MAIN MODULE DRIP PAN REMOVED ES922911 0.2 RS010120 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MAIN MODULE DRIP PAN REMOVED ES922911 0.2 RS010120 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 5 X 00 REINSTALLED PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

R/H SOUND PROOFING SUPPORT PANEL (STA. 308) REMOVED ES922911 0.2 AN450710 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 5 X 00 REINSTALLED PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
R/H SOUND PROOFING SUPPORT PANEL (STA. 308) REMOVED ES922911 0.2 AN450710 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 5 X 00 REINSTALLED PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
R/H SOUND PROOFING SUPPORT PANEL (STA. 308) REMOVED ES922911 0.2 AN450710 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 6 X 00 REINSTALLED PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
L/H SOUND PROOFING SUPPORT PANEL (STA. 308) REMOVED ES922911 0.2 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 6 X 00 REINSTALLED PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
L/H SOUND PROOFING SUPPORT PANEL (STA. 308) REMOVED ES922911 0.2 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 6 X 00 REINSTALLED PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
L/H SOUND PROOFING SUPPORT PANEL (STA. 308) REMOVED ES922911 0.2 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 7 X 00 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
R/H CARGO DOOR REMOVED ES922911 0.1 RS010120 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 7 X 00 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
R/H CARGO DOOR REMOVED ES922911 0.1 RS010120 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 7 X 00 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

R/H CARGO DOOR REMOVED ES922911 0.1 RS010120 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 8 X 00 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
L/H CARGO DOOR REMOVED ES922911 0.1 RS010120 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 8 X 00 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
L/H CARGO DOOR REMOVED ES922911 0.1 RS010120 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 8 X 00 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
L/H CARGO DOOR REMOVED ES922911 0.1 RS010120 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 9 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INTERMEDIATE GEARBOX COVER REMOVED ES922911 0.2 RS010120 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 9 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INTERMEDIATE GEARBOX COVER REMOVED ES922911 0.2 RS010120 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 9 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INTERMEDIATE GEARBOX COVER REMOVED ES922911 0.2 RS010120 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 10 X 00 RFEINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TAIL ROTOR GEARBOX FWD COVER REMOVED ES922911 0.1 RS010120 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 10 X 00 RFEINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TAIL ROTOR GEARBOX FWD COVER REMOVED ES922911 0.1 RS010120 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 10 X 00 RFEINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TAIL ROTOR GEARBOX FWD COVER REMOVED ES922911 0.1 RS010120 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 11 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
R/H TAIL LANDING GEAR STRUT ACCESS PANEL REMOVED ES922911 0.1 RS010120 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 11 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
R/H TAIL LANDING GEAR STRUT ACCESS PANEL REMOVED ES922911 0.1 RS010120 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 11 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
R/H TAIL LANDING GEAR STRUT ACCESS PANEL REMOVED ES922911 0.1 RS010120 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 12 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
L/H TAIL LANDING GEAR STRUT ACCESS PANEL REMOVED ES922911 0.1 RS010120 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 12 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
L/H TAIL LANDING GEAR STRUT ACCESS PANEL REMOVED ES922911 0.1 RS010120 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 12 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
L/H TAIL LANDING GEAR STRUT ACCESS PANEL REMOVED ES922911 0.1 RS010120 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 13 X 00 NOT REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOWER TAIL PYLON 5" ROUND ACCESS PANEL REMOVED ES922911 0 RS010120 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X

Current Status E: X

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

HOURS:
10-Dec-2014

Current Status W:

5577.1

DATE SEQ NO STATUS wuc ACTION TAKEN

22-Oct-2014 13 X 00 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOWER TAIL PYLON 5" ROUND ACCESS PANEL REMOVED ES922911 0 RS010120 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Oct-2014 13 X 00 NOT REMOVED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOWER TAIL PYLON 5" ROUND ACCESS PANEL REMOVED ES922911 0 RS010120 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Oct-2014 14 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TAIL PYLON DRIVESHAFT COVER REMOVED ES922911 0.1 RS010120 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Oct-2014 14 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TAIL PYLON DRIVESHAFT COVER REMOVED ES922911 0.1 RS010120 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Oct-2014 14 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TAIL PYLON DRIVESHAFT COVER REMOVED ES922911 0.1 RS010120 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Oct-2014 15 X 00 N/A

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

#1 FM WHIP ANTENNA REMOVED ES922911 0.1 RS010120 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Oct-2014 15 X 00 N/A

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

#1 FM WHIP ANTENNA REMOVED ES922911 0.1 RS010120 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Oct-2014 15 X 00 N/A

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

#1 FM WHIP ANTENNA REMOVED ES922911 0.1 RS010120 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 16 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 16 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 16 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 17 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD TAIL LANDING GEAR STRUT FAIRING ES922911 0.1 RS010120 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 17 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD TAIL LANDING GEAR STRUT FAIRING ES922911 0.1 RS010120 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 17 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD TAIL LANDING GEAR STRUT FAIRING ES922911 0.1 RS010120 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 18 X 00 REINSTALLED R/H AND L/H FAIRINGS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
R/H AND L/H M/L/G FAIRINGS REMOVED ES922911 0.2 RS010120 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 18 X 00 REINSTALLED R/H AND L/H FAIRINGS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

R/H AND L/H M/L/G FAIRINGS REMOVED ES922911 0.2 RS010120 0.4 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 18 X 00 REINSTALLED R/H AND L/H FAIRINGS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
R/H AND L/H M/L/G FAIRINGS REMOVED ES922911 0.2 RS010120 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 19 - 00 COMPLETED J110, J108
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY REQ. 0 AN450710 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 19 - 00 COMPLETED J110, J108
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY REQ. 0 AN450710 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 19 - 00 COMPLETED J110, J108
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY REQ. 0 AN450710 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 19 - 00 COMPLETED J110, J108
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY REQ. 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 19 - 00 COMPLETED J110, J108
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY REQ. 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 19 - 00 COMPLETED J110, J108
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL BOX INVENTORY REQ. 0 MJ947181 0.2 F




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT
FOR: K08DD2

Page 197 of 281
To 06-Jan-2015

MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 55771
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 23-Oct-2014 7:08 AM 1 - 5550 31-Oct-2014 5563 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A103 - AIRCRAFT WASH DUE. DUE AT: 31-OCT-2014. COMPLETED
UPGRADE TO RED X STATUS ON 04-NOV-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 2.9 F
O O 1 00 F -8
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 24-Oct-2014 7:42 AM 1 - 5553.3 24-Oct-2014 5553.3 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD REQUIRED INSP OK
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CH756182 1 F
X 0 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Oct-2014 1 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 — 1.10) 0 CH756182 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Oct-2014 1 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 — 1.10) 0 CH756182 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Oct-2014 2 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 — 2.21) 0 CH756182 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Oct-2014 2 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 — 2.21) 0 CH756182 0.2 F




Page 198 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

HOURS:
10-Dec-2014

Current Status W:

5577.1

DATE  SEQNO STATUS wuc ACTION TAKEN

24-Oct-2014 3 - 00 INSP OK

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 — 3.6) 0 CH756182 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN

24-Oct-2014 3 - 00 INSP OK

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 — 3.6) 0 CH756182 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN

24-Oct-2014 4 - 00 INSP OK

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 — 4.9) 0 CH756182 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN

24-Oct-2014 4 - 00 INSP OK

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 — 4.9) 0 CH756182 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN

24-Oct-2014 5 - 00 INSP OK

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 CH756182 0.2 F

5.15)
DATE  SEQNO STATUS wuc ACTION TAKEN

24-Oct-2014 5 - 00 INSP OK

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 CH756182 0.2 F

5.15)
DATE  SEQNO STATUS wuc ACTION TAKEN

24-Oct-2014 6 - 00 INSP OK

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 MM694994 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN

24-Oct-2014 6 - 00 INSP OK

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 MM694994 0.2 F




Report Date: 06-Jan-2015

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X

Current Status E: X

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7822962

LAST MISSION:

Current Status O:

HOURS:

Page 199 of 281

To 06-Jan-2015

10-Dec-2014

5577.1

Current Status W:

DATE  SEQNO STATUS wuc ACTION TAKEN
24-Oct-2014 7 - 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 MM694994 0.2 F
-6.10, 6.20 — 6.22)
DATE  SEQNO STATUS wuc ACTION TAKEN
24-Oct-2014 7 - 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 MM694994 0.2 F
-6.10, 6.20 — 6.22)
DATE  SEQNO STATUS wuc ACTION TAKEN
24-Oct-2014 8 - 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 MM694994 0.2 F
6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN
24-Oct-2014 8 - 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 MM694994 0.2 F
6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN
24-Oct-2014 9 - 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MM694994 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
24-Oct-2014 9 - 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MM694994 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
24-Oct-2014 10 - 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MM694994 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
24-Oct-2014 10 - 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MM694994 0.2 F




Page 200 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
24-Oct-2014 11 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 MM694994 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
24-Oct-2014 11 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 MM694994 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
24-Oct-2014 12 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 MM694994 0.2 F

(AN/ARN-123 VOR/ILS RECEIVERS)

DATE SEQ NO STATUS wuc ACTION TAKEN
24-Oct-2014 12 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 MM694994 0.2 F

(AN/ARN-123 VOR/ILS RECEIVERS)

DATE SEQ NO STATUS wuc ACTION TAKEN
24-Oct-2014 13 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 CH756182 0.2 F
AWR 1566

DATE SEQ NO STATUS wuc ACTION TAKEN
24-Oct-2014 13 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 CH756182 0.2 F
AWR 1566

DATE SEQ NO STATUS wuc ACTION TAKEN
24-Oct-2014 14 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 MM694994 0.2 F
406HM ELT)

DATE SEQ NO STATUS wuc ACTION TAKEN
24-Oct-2014 14 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 MM694994 0.2 F

406HM ELT)




Page 201 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

24-Oct-2014 15 - 00 NA

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 MM694994 0.2 F

5TH SENSOR)

DATE SEQ NO STATUS wuc ACTION TAKEN
24-Oct-2014 15 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 MM694994 0.2 F

5TH SENSOR)

DATE SEQ NO STATUS wuc ACTION TAKEN

24-Oct-2014 16 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

24-Oct-2014 16 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

24-Oct-2014 17 - 00 NA

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 MM694994 0.2 F

27AUG13 (GARMIN GPS)

DATE SEQ NO STATUS wuc ACTION TAKEN
24-Oct-2014 17 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 MM694994 0.2 F

27AUG13 (GARMIN GPS)

DATE SEQ NO STATUS wuc ACTION TAKEN
24-Oct-2014 18 - 00 NA®
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 MM694994 0.2 F

WARRIOR BLOCK 1)

DATE SEQ NO STATUS wuc ACTION TAKEN
24-Oct-2014 18 - 00 NA®
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 MM694994 0.2 F

WARRIOR BLOCK 1)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

HOURS:
10-Dec-2014

Current Status W:

5577.1

DATE SEQ NO STATUS wuc ACTION TAKEN
24-Oct-2014 19 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
24-Oct-2014 19 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
24-Oct-2014 20 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
24-Oct-2014 20 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 MM694994 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
24-Oct-2014 21 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 MM694994 0.2 F
RESCUE HOIST)
DATE SEQ NO STATUS wuc ACTION TAKEN
24-Oct-2014 21 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 MM694994 0.2 F
RESCUE HOIST)
DATE SEQ NO STATUS wuc ACTION TAKEN
24-Oct-2014 22 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 MM694994 0.2 F
AERO SEAT CUSHIONS)
DATE SEQ NO STATUS wuc ACTION TAKEN
24-Oct-2014 22 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 MM694994 0.2 F

AERO SEAT CUSHIONS)




Report Date: 06-Jan-2015

Page 203 of 281

Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7822962

HOURS: 5577.1
NEXT PHASE: 5588.5

LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O:

Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Oct-2014 23 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 MM694994 0.2 F
DOORS)
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Oct-2014 23 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 MM694994 0.2 F
DOORS)
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Oct-2014 24 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 MM694994 0.2 F
MACHINE GUN)
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Oct-2014 24 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 MM694994 0.2 F
MACHINE GUN)
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Oct-2014 25 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 MM694994 0.2 F
BUCKET)
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Oct-2014 25 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 MM694994 0.2 F
BUCKET)
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 24-Oct-2014 4:46 PM 4 - WK595274  5553.3 25-0Oct-2014 5554.3 0 4 00
FAULT WRITE-UP: ACTION TAKEN:
OPPERATIONAL CHECK DUE ON THE #1 HYDRAULIC SYSTEM FOR COMPLETED
THE REPLACEMENT OF HYD. PUMP
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JB751682 0.1 F
K G 2 00 F -1
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 25-Oct-2014  8:25 AM 1 - 5553.3 04-Nov-2014 5567 0 6 19R
FAULT WRITE-UP: ACTION TAKEN:
INSP E300 - EMERGENCY LOCATOR TRANSMITTER SELF TEST COMPLETED
(EBC-406HM). DUE AT: 02-NOV-2014. UPGRADE TO RED X STATUS
ON 06-NOV-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 0.2 F
0 O 1 19R F 20
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 25-Oct-2014  10:46 AM 2 - NW796915 5553.3 25-Oct-2014 5553.8 0 6 02A
FAULT WRITE-UP: ACTION TAKEN:
LEAK CHECK REQUIRED FOR REPLACEMENT OF MAIN LEAK CHECK COMPLETED
TRANSMISSION OIL FILTERS/INDICATOR.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CW378103 0.5 F
B F 1 02A F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Oct-2014 1 X 02A REINSTALLED HDWR TQ TO 115 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD 2 EA FILTER BOWL ATT HDWR ES922911 0.1 CW378103 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Oct-2014 2 X 02A TURNED FLOW ON
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TURNED FLOW OFF ES922911 0.1 CW378103 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Oct-2014 3 X 02A REINSTALLED BOWL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FILTER BOWL ES922911 0.1 CW378103 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
25-Oct-2014 4 X 02A REINSTALLED ELEMENTS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FILTER ELEMENTS ES922911 0.1 CW378103 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Oct-2014 5 X 02A REINSTALLED BUTTON
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BYPASS BUTTON ES922911 0.1 CW378103 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Oct-2014  8:37 AM 1 - 5553.8 26-Oct-2014 5553.8 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD REQUIRED PMD COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BH732924 1 F
X O 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
26-Oct-2014 1 - 00 INSPECTED OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 — 1.10) 0 BH732924 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
26-Oct-2014 2 - 00 INSPECTED OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 — 2.21) 0 BH732924 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
26-Oct-2014 3 - 00 INSPECTED OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 — 3.6) 0 BH732924 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
26-Oct-2014 4 - 00 INSPECTED OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 — 4.9) 0 BH732924 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
26-Oct-2014 5 - 00 INSPECTED OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 BH732924 0.1 F
5.15)
DATE SEQ NO STATUS WucC ACTION TAKEN
26-Oct-2014 6 - 00 INSPECTED OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 BH732924 0.1 F




Report Date:

06-Jan-2015

MODEL: UH-60A

NEXT PHASE:

Current Status A:

5588.5
X

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

FOR: K08DD2

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status E: X

Current Status O:

HOURS:

Current Status W:
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To 06-Jan-2015

10-Dec-2014

5577.1

DATE  SEQNO STATUS wuc ACTION TAKEN
26-Oct-2014 7 - 00 INSPECTED OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 BH732924 0.1 F
-6.10, 6.20 — 6.22)
DATE  SEQNO STATUS wuc ACTION TAKEN
26-Oct-2014 8 - 00 INSPECTED OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 BH732924 0.1 F
6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN
26-Oct-2014 9 - 00 INSPECTED OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 BH732924 0.1 F
DATE  SEQNO STATUS wuc ACTION TAKEN
26-Oct-2014 10 - 00 INSPECTED OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 BH732924 0.1 F
DATE  SEQNO STATUS wuc ACTION TAKEN
26-Oct-2014 11 - 00 INSPECTED OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 BH732924 0.1 F
DATE  SEQNO STATUS wuc ACTION TAKEN
26-Oct-2014 12 - 00 INSPECTED OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 BH732924 0.1 F
(AN/ARN-123 VOR/ILS RECEIVERS)
DATE  SEQNO STATUS wuc ACTION TAKEN
26-Oct-2014 13 - 00 INSPECTED OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 BH732924 0.1 F
AWR 1566
DATE  SEQNO STATUS wuc ACTION TAKEN
26-Oct-2014 14 - 00 INSPECTED OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 BH732924 0.1 F

406HM ELT)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
26-Oct-2014 15 - 00 INSPECTED OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 BH732924 0.1 F

5TH SENSOR)

DATE SEQ NO STATUS wuc ACTION TAKEN
26-Oct-2014 16 - 00 INSPECTED OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 BH732924 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
26-Oct-2014 17 - 00 INSPECTED OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 BH732924 0.1 F

27AUG13 (GARMIN GPS)

DATE SEQ NO STATUS wuc ACTION TAKEN
26-Oct-2014 18 - 00 INSPECTED OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 BH732924 0.1 F

WARRIOR BLOCK 1)

DATE SEQ NO STATUS wuc ACTION TAKEN

26-Oct-2014 19 - 00 INSPECTED OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 BH732924 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

26-Oct-2014 20 - 00 INSPECTED OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 BH732924 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

26-Oct-2014 21 - 00 INSPECTED OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 BH732924 0.1 F

RESCUE HOIST)

DATE SEQ NO STATUS wuc ACTION TAKEN
26-Oct-2014 22 - 00 INSPECTED OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 BH732924 0.1 F

AERO SEAT CUSHIONS)
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Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

Report Date: 06-Jan-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 55771
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Oct-2014 23 - 00 INSPECTED OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 BH732924 0.1 F
DOORS)
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Oct-2014 24 - 00 INSPECTED OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 BH732924 0.1 F
MACHINE GUN)
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Oct-2014 25 - 00 INSPECTED OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 BH732924 0.1 F
BUCKET)
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 28-Oct-2014  3:06 PM 1 - CB235684 5553.8 28-Oct-2014 5553.8 0 T 06H23
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH REQUIREMENTS OF H-60-15-SOF-01, OIL COOLER COMPLIED WITH
FAN AXIAL BEARING, BY 30 OCT14
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CB235684 0.5 F
o} G 1 06H23 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
E 29-Oct-2014 7:06 AM 2 - 5556.8 20-Nov-2014 5573 0 G 19C04
FAULT WRITE-UP: ACTION TAKEN:
INSP E135 - AN/ARC-201(V) SINCGARS RADIO HUB BATT REPL. ARC-201 SYSTEM RMVD
DUE AT: 21-NOV-2014. UPGRADE TO RED X STATUS ON 10-DEC-
2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AS312829 1 F
0 0 1 19C04 F 8
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 29-Oct-2014 10:11AM 5 - 5556.8 29-Oct-2014 5556.8 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD REQUIRED COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 15 F
X O 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
29-Oct-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 — 1.10) 0 MJ947181 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
29-Oct-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 — 2.21) 0 MJ947181 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
29-Oct-2014 3 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 — 3.6) 0 MJ947181 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
29-Oct-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 — 4.9) 0 MJ947181 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
29-Oct-2014 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 MJ947181 0.2 F
5.15)
DATE SEQ NO STATUS WucC ACTION TAKEN
29-Oct-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 MJ947181 0.2 F




Report Date:

06-Jan-2015

MODEL: UH-60A

NEXT PHASE:

Current Status A:

5588.5
X

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

FOR: K08DD2

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status E: X

Current Status O:

HOURS:

Current Status W:

Page 211 of 281

To 06-Jan-2015

10-Dec-2014

5577.1

DATE  SEQNO STATUS wuc ACTION TAKEN
29-Oct-2014 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 MJ947181 0.2 F
-6.10, 6.20 — 6.22)
DATE  SEQNO STATUS wuc ACTION TAKEN
29-Oct-2014 8 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 MJ947181 0.2 F
6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN
29-Oct-2014 9 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
29-Oct-2014 10 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
29-Oct-2014 11 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
29-Oct-2014 12 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 MJ947181 0.2 F
(AN/ARN-123 VOR/ILS RECEIVERS)
DATE  SEQNO STATUS wuc ACTION TAKEN
29-Oct-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 MJ947181 0.2 F
AWR 1566
DATE  SEQNO STATUS wuc ACTION TAKEN
29-Oct-2014 14 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 MJ947181 0.2 F

406HM ELT)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

29-Oct-2014 15 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 MJ947181 0.2 F

5TH SENSOR)

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Oct-2014 16 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Oct-2014 17 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 MJ947181 0.2 F

27AUG13 (GARMIN GPS)

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Oct-2014 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 MJ947181 0.2 F

WARRIOR BLOCK 1)

DATE SEQ NO STATUS wuc ACTION TAKEN

29-Oct-2014 19 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

29-Oct-2014 20 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

29-Oct-2014 21 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 MJ947181 0.2 F

RESCUE HOIST)

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Oct-2014 22 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 MJ947181 0.2 F

AERO SEAT CUSHIONS)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 55771
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 23 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 MJ947181 0.2 F
DOORS)
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 24 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 MJ947181 0.2 F
MACHINE GUN)
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Oct-2014 25 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 MJ947181 0.2 F
BUCKET)
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Oct-2014 4:34PM 3 - CH756182  5560.5 05-Nov-2014 5570.2 0 6 09
FAULT WRITE-UP: ACTION TAKEN:
MOC REQ ON PILOTS FLOOR MIC SWITCH FOR REPLACEMENT COMPLETED
OFSWITCH
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 0.3 F
K G 1 09 F 24
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 31-Oct-2014 7:17 AM 1 - 5563 31-Oct-2014 5563 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD REQUIRED COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 1.8 F
X 0 1 00 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc

ACTION TAKEN
31-Oct-2014 1

- 00 COMPLETED

FAULT WRITE-UP:

TIPID TI_MMH PID MMH TYPE
INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 - 1.10) 0 MJ947181 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

HOURS:
10-Dec-2014

Current Status W:

5577.1

DATE  SEQNO STATUS wuc ACTION TAKEN
31-Oct-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 — 2.21) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
31-Oct-2014 3 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 — 3.6) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
31-Oct-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 — 4.9) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
31-Oct-2014 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 MJ947181 0.2 F
5.15)
DATE  SEQNO STATUS wuc ACTION TAKEN
31-Oct-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
31-Oct-2014 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 MJ947181 0.2 F
-6.10, 6.20 — 6.22)
DATE  SEQNO STATUS wuc ACTION TAKEN
31-Oct-2014 8 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 MJ947181 0.2 F
6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN
31-Oct-2014 9 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
31-Oct-2014 10 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
31-Oct-2014 11 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 MJ947181 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
31-Oct-2014 12 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 MJ947181 0.2 F

(AN/ARN-123 VOR/ILS RECEIVERS)

DATE SEQ NO STATUS wuc ACTION TAKEN
31-Oct-2014 13 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 MJ947181 0.2 F
AWR 1566

DATE SEQ NO STATUS wuc ACTION TAKEN
31-Oct-2014 14 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 MJ947181 0.2 F
406HM ELT)

DATE SEQ NO STATUS wuc ACTION TAKEN
31-Oct-2014 15 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 MJ947181 0.2 F

5TH SENSOR)

DATE SEQ NO STATUS wuc ACTION TAKEN
31-Oct-2014 16 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
31-Oct-2014 17 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 MJ947181 0.2 F

27AUG13 (GARMIN GPS)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

31-Oct-2014 18 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 MJ947181 0.2 F

WARRIOR BLOCK 1)

DATE SEQ NO STATUS wuc ACTION TAKEN

31-Oct-2014 19 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

31-Oct-2014 20 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

31-Oct-2014 21 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 MJ947181 0.2 F

RESCUE HOIST)

DATE SEQ NO STATUS wuc ACTION TAKEN
31-Oct-2014 22 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 MJ947181 0.2 F

AERO SEAT CUSHIONS)

DATE  SEQNO STATUS wuc ACTION TAKEN
31-Oct-2014 23 - 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 MJ947181 0.2 F
DOORS)

DATE  SEQNO STATUS wuc ACTION TAKEN
31-Oct-2014 24 - 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 MJ947181 0.2 F

MACHINE GUN)

DATE SEQ NO STATUS wuc ACTION TAKEN
31-Oct-2014 25 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 MJ947181 0.2 F

BUCKET)




Page 217 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 04-Nov-2014 7:19 AM 2 - 5567 04-Nov-2014 5567 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD REQUIRED COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 1.7 F
X O 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Nov-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 — 1.10) 0 MJ947181 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Nov-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 — 2.21) 0 MJ947181 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Nov-2014 3 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 — 3.6) 0 MJ947181 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
04-Nov-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 — 4.9) 0 MJ947181 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Nov-2014 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 MJ947181 0.2 F
5.15)
DATE SEQ NO STATUS WucC ACTION TAKEN
04-Nov-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 MJ947181 0.2 F




Report Date:

06-Jan-2015

MODEL: UH-60A

NEXT PHASE:

Current Status A:

5588.5
X

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

FOR: K08DD2

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status E: X

Current Status O:

HOURS:

Current Status W:

Page 218 of 281

To 06-Jan-2015

10-Dec-2014

5577.1

DATE  SEQNO STATUS wuc ACTION TAKEN
04-Nov-2014 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 MJ947181 0.2 F
-6.10, 6.20 — 6.22)
DATE  SEQNO STATUS wuc ACTION TAKEN
04-Nov-2014 8 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 MJ947181 0.2 F
6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN
04-Nov-2014 9 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
04-Nov-2014 10 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
04-Nov-2014 11 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
04-Nov-2014 12 - 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 MJ947181 0.2 F
(AN/ARN-123 VOR/ILS RECEIVERS)
DATE  SEQNO STATUS wuc ACTION TAKEN
04-Nov-2014 13 - 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 MJ947181 0.2 F
AWR 1566
DATE  SEQNO STATUS wuc ACTION TAKEN
04-Nov-2014 14 - 00 INSP OK
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 MJ947181 0.2 F

406HM ELT)




Page 219 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

04-Nov-2014 15 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 MJ947181 0.2 F

5TH SENSOR)

DATE SEQ NO STATUS wuc ACTION TAKEN
04-Nov-2014 16 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
04-Nov-2014 17 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 MJ947181 0.2 F

27AUG13 (GARMIN GPS)

DATE SEQ NO STATUS wuc ACTION TAKEN
04-Nov-2014 18 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 MJ947181 0.2 F

WARRIOR BLOCK 1)

DATE SEQ NO STATUS wuc ACTION TAKEN

04-Nov-2014 19 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

04-Nov-2014 20 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

04-Nov-2014 21 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 MJ947181 0.2 F

RESCUE HOIST)

DATE SEQ NO STATUS wuc ACTION TAKEN
04-Nov-2014 22 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 MJ947181 0.2 F

AERO SEAT CUSHIONS)




Report Date: 06-Jan-2015

Page 220 of 281

Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7822962

NEXT PHASE: 5588.5

HOURS: 55771
LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Nov-2014 23 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 MJ947181 0.2 F
DOORS)
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Nov-2014 24 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 MJ947181 0.2 F
MACHINE GUN)
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Nov-2014 25 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 MJ947181 0.2 F
BUCKET)
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 05-Nov-2014 7:05 AM 1 - 5570.2 13-Nov-2014 5573 0 J 09B01A
FAULT WRITE-UP: ACTION TAKEN:
INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1). DUE COMPLETED
AT: 13-NOV-2014. UPGRADE TO RED X STATUS ON 17-NOV-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 KK474437 0.2 F
O O 1 09B01A F -8
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 05-Nov-2014 7:16 AM 2 - 5570.2 05-Nov-2014 5570.2 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD REQUIRED COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 1.7 F
X 0 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Nov-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 — 1.10) MJ947181 0.2 F




Page 221 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

HOURS:
10-Dec-2014

Current Status W:

5577.1

DATE  SEQNO STATUS wuc ACTION TAKEN
05-Nov-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 — 2.21) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
05-Nov-2014 3 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 — 3.6) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
05-Nov-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 — 4.9) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
05-Nov-2014 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 MJ947181 0.2 F
5.15)
DATE  SEQNO STATUS wuc ACTION TAKEN
05-Nov-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
05-Nov-2014 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 MJ947181 0.2 F
-6.10, 6.20 — 6.22)
DATE  SEQNO STATUS wuc ACTION TAKEN
05-Nov-2014 8 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 MJ947181 0.2 F
6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN
05-Nov-2014 9 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F




Report Date: 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

Selection Range : 01-Jul-2014

Page 222 of 281
To 06-Jan-2015

HOURS:
10-Dec-2014

5577.1

Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
05-Nov-2014 10 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Nov-2014 9:28 PM 4 - 5573 03-Dec-2014 5574.9 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A110 - PMS 40 HOUR INSPECTION. DUE AT: 5578.2 HOURS. COMPLETED
UPGRADE TO RED X STATUS ON 5580.3 HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CH756182 3.8 F
O O 1 00 F 2
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 1 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN BOOT AT PILOT'S BRAKE MASTER CYLINDER 0 MH458316 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 1 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN BOOT AT PILOT'S BRAKE MASTER CYLINDER 0 MH458316 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 2 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN BOOT AT CO-PILOT'S BRAKE MASTER CYLINDER 0 MH458316 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 2 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN BOOT AT CO-PILOT'S BRAKE MASTER CYLINDER 0 MH458316 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 3 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWER SOUNDPROOFING PANELS FROM CEILING (FORWARD CABIN) 0 MH458316 0.1 F




Page 223 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

HOURS:
10-Dec-2014

Current Status W:

5577.1

DATE SEQ NO STATUS wuc ACTION TAKEN

06-Nov-2014 3 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOWER SOUNDPROOFING PANELS FROM CEILING (FORWARD CABIN) 0 MH458316 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

06-Nov-2014 4 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED AIRCRAFT BATTERY COVER 0 MH458316 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

06-Nov-2014 4 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED AIRCRAFT BATTERY COVER 0 MH458316 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

06-Nov-2014 5 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT BEADED PANELS FOR BUCKLING AND CRACKS 0 RH756555 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

06-Nov-2014 5 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT BEADED PANELS FOR BUCKLING AND CRACKS 0 RH756555 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

06-Nov-2014 6 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT SUPPORT BEAM, AT STA 308, FOR CRACKS 0 MH458316 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN

06-Nov-2014 6 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT SUPPORT BEAM, AT STA 308, FOR CRACKS 0 MH458316 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN

06-Nov-2014 7 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

CHECK INTERNAL RESCUE HOIST, FLOOR AND CEILING, MOUNTS FOR 0 MH458316 0.2 F

CRACKS, CORROSION, DAMAGE, AND SECURITY




Page 224 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

06-Nov-2014 7 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CHECK INTERNAL RESCUE HOIST, FLOOR AND CEILING, MOUNTS FOR 0 MH458316 0.2 F

CRACKS, CORROSION, DAMAGE, AND SECURITY

DATE SEQ NO STATUS wuc ACTION TAKEN

06-Nov-2014 8 / 00 CLOSED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPEN CARGO HOOK ACCESS PANEL 0 MH458316 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

06-Nov-2014 8 / 00 CLOSED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPEN CARGO HOOK ACCESS PANEL 0 MH458316 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

06-Nov-2014 9 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H MAIN LANDING GEAR UPPER FAIRING EM255153 0.1 RH756555 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

06-Nov-2014 9 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H MAIN LANDING GEAR UPPER FAIRING EM255153 0.1 RH756555 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

06-Nov-2014 10 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED L/H MAIN LANDING GEAR UPPER FAIRING EM255153 0.1 RH756555 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

06-Nov-2014 10 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED L/H MAIN LANDING GEAR UPPER FAIRING EM255153 0.1 RH756555 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

06-Nov-2014 11 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H OR L/H AFT. CABIN SOUND PROOFING PANEL 0 MH458316 0.1 F




Page 225 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577.1

NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

LAST MISSION:
Current Status O:

Current Status W:

10-Dec-2014

DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 11 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H OR L/H AFT. CABIN SOUND PROOFING PANEL 0 MH458316 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 12 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H OR L/H FUEL LINE ENCLOSURE PANEL 0 MH458316 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 12 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H OR L/H FUEL LINE ENCLOSURE PANEL 0 MH458316 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 13 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN MAIN ROTOR PYLON SLIDING COVER 0 MH458316 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 13 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN MAIN ROTOR PYLON SLIDING COVER 0 MH458316 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 14 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ALL FLIGHT CONTROL RODS FOR LOOSENESS BETWEEN 0 MH458316 0.3 F
CONTROL TUBE BODIES AND JAMNUTS
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 14 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ALL FLIGHT CONTROL RODS FOR LOOSENESS BETWEEN 0 MH458316 0.3 F
CONTROL TUBE BODIES AND JAMNUTS
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 15 X 00 LOCKED AND COTTER KEYED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNLOCK (8) EACH MAIN ROTOR BLADE EXPANDABLE PINS EM255153 0.1 MH458316 0.2 F




Report Date: 06-Jan-2015

Page 226 of 281
Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 15 X 00 LOCKED AND COTTER KEYED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNLOCK (8) EACH MAIN ROTOR BLADE EXPANDABLE PINS EM255153 0.1 MH458316 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 16 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT SOLID BLADE PINS FOR CONDITION, SECURITY, AND 0 MH458316 0.2 F
INSTALLATION OF COTTER PINS
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 16 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT SOLID BLADE PINS FOR CONDITION, SECURITY, AND 0 MH458316 0.2 F
INSTALLATION OF COTTER PINS
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 17 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TEST, 4 EA, MAIN ROTOR BLADE SPAR PRESSURE INDICATORS 0 AG655723 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 17 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TEST, 4 EA, MAIN ROTOR BLADE SPAR PRESSURE INDICATORS 0 AG655723 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Nov-2014 18

FAULT WRITE-UP:

DATE SEQNO
06-Nov-2014 18

- 00

INSPECT ALL INBOARD AND OUTBOARD MAIN ROTOR DAMPER ROD
END BEARINGS FOR WEAR (USING 0.010" PLASTIC FEELER GAUGE)

STATUS wucC

COMPLETE. BLACK OUTBOARD BEARING FAILED .010 BUT PASSED .015
CHECK. ENTRY CREATED TOCHECKEVERY 15 FLIGHT HOURS.
TIPID TI_MMH

PID MMH TYPE
0 AG655723 0.4

F

FAULT WRITE-UP:

00

INSPECT ALL INBOARD AND OUTBOARD MAIN ROTOR DAMPER ROD

DATE SEQNO
06-Nov-2014 19

END BEARINGS FOR WEAR (USING 0.010" PLASTIC FEELER GAUGE)

STATUS wucC

ACTION TAKEN

COMPLETE. BLACK OUTBOARD BEARING FAILED .010 BUT PASSED .015
CHECK. ENTRY CREATED TOCHECKEVERY 15 FLIGHT HOURS.
TIPID TI_MMH

FAULT WRITE-UP:

- 00

INSPECT SCISSORS TO SWASHPLATE ATTACHMENT BEARINGS

(USING A DIAL INDICTOR)

PID MMH TYPE
0 AG655723 0.4 F
ACTION TAKEN
COMPLETE
TIPID TI_MMH PID MMH TYPE
0 AG655723 0.4




Report Date: 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

Selection Range : 01-Jul-2014

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

Current Status O:

SERIAL NUMBER: 7822962
LAST MISSION:

HOURS:

Current Status W:

Page 227 of 281

To 06-Jan-2015

10-Dec-2014

5577.1

DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 19 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT SCISSORS TO SWASHPLATE ATTACHMENT BEARINGS 0 AG655723 0.4 F
(USING A DIAL INDICTOR)
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 20 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT UPPER SCISSORS ROTATING BUSHINGS FOR RADIAL AND 0 AG655723 0.4 F
AXIAL PLAY (USING A DIAL INDICATOR)
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 20 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT UPPER SCISSORS ROTATING BUSHINGS FOR RADIAL AND 0 AG655723 0.4 F
AXIAL PLAY (USING A DIAL INDICATOR)
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 21 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT LOWER SCISSORS ROTATING BEARINGS FOR RADIAL AND 0 AG655723 0.4 F
AXIAL PLAY (USING A DIAL INDICATOR)
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 21 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT LOWER SCISSORS ROTATING BEARINGS FOR RADIAL AND 0 AG655723 0.4 F
AXIAL PLAY (USING A DIAL INDICATOR)
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 22 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN #1 ENGINE COWLING 0 MH458316 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 22 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN #1 ENGINE COWLING 0 MH458316 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 23 X 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED NO.1 ENGINE STARTER OIL FILLER PLUG (NOT REQUIRED  EM255153 0.1 AG655723 0.1 F

FOR ENGINE STARTER P/N: 36E144-12A)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577.1

NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

LAST MISSION:

Current Status O:

Current Status W:

10-Dec-2014

DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 23 X 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED NO.1 ENGINE STARTER OIL FILLER PLUG (NOT REQUIRED  EM255153 0.1 AG655723 0.1 F
FOR ENGINE STARTER P/N: 36E144-12A)
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 24 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN #2 ENGINE COWLING 0 MH458316 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 24 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN #2 ENGINE COWLING 0 MH458316 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 25 X 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED NO.2 ENGINE STARTER OIL FILLER PLUG (NOT REQUIRED  EM255153 0.1 AG655723 0.1 F
FOR ENGINE STARTER P/N: 36E144-12A)
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 25 X 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED NO.2 ENGINE STARTER OIL FILLER PLUG (NOT REQUIRED  EM255153 0.1 AG655723 0.1 F
FOR ENGINE STARTER P/N: 36E144-12A)
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 26 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN APU ACCESS DOORS 0 CH756182 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 26 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN APU ACCESS DOORS 0 CH756182 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 27 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OIL COOLER DUCT ACCESS COVER EM255153 0.1 CH756182 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577.1

NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

LAST MISSION:
Current Status O:

Current Status W:

10-Dec-2014

DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 27 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OIL COOLER DUCT ACCESS COVER EM255153 0.1 CH756182 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 28 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APU FUEL CONTROL PAN COVER EM255153 0.1 CH756182 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 28 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APU FUEL CONTROL PAN COVER EM255153 0.1 CH756182 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 29 - 00 NOT INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM 40 HOUR VISUAL INSPECTION OF THE APU FILTER 0 CH756182 0.1 F
ASSEMBLY AS REQUIRED BY THE ENCLOSED AWR 1539, DATED 29
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 29 - 00 NOT INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM 40 HOUR VISUAL INSPECTION OF THE APU FILTER 0 CH756182 0.1 F
ASSEMBLY AS REQUIRED BY THE ENCLOSED AWR 1539, DATED 29
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 30 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H OR L/H TAIL CONE ACCESS PANEL EM255153 0.1 MH458316 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 30 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H OR L/H TAIL CONE ACCESS PANEL EM255153 0.1 MH458316 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 31 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INTERMEDIATE GEAR BOX ACCESS COVER 0 MH458316 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

HOURS:
10-Dec-2014

Current Status W:

5577.1

DATE SEQ NO STATUS wuc ACTION TAKEN

06-Nov-2014 31 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED INTERMEDIATE GEAR BOX ACCESS COVER 0 MH458316 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

06-Nov-2014 32 / 00 CLOSED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPEN TAIL ROTOR PYLON DRIVE SHAFT COVER 0 MH458316 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

06-Nov-2014 32 / 00 CLOSED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPEN TAIL ROTOR PYLON DRIVE SHAFT COVER 0 MH458316 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

06-Nov-2014 33 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE TAIL ROTOR GEARBOX COVER 0 MH458316 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

06-Nov-2014 33 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE TAIL ROTOR GEARBOX COVER 0 MH458316 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

06-Nov-2014 34 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED STABILATOR INSPECTION PANELS EM255153 0.1 MH458316 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

06-Nov-2014 34 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED STABILATOR INSPECTION PANELS EM255153 0.1 MH458316 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

06-Nov-2014 35 - 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM STABILATOR ACTUATOR POSITION COMPARATOR CHECK 0 MH458316 0.4 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

HOURS:
10-Dec-2014

Current Status W:

5577.1

DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 35 - 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM STABILATOR ACTUATOR POSITION COMPARATOR CHECK 0 MH458316 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 36 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT APU FIRE EXTINGUISHER DIRECTIONAL VALVE FOR 0 RH756555 0.2 F
FREEDOM OF MOVEMENT (USING BATTERY POWER)
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 36 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT APU FIRE EXTINGUISHER DIRECTIONAL VALVE FOR 0 RH756555 0.2 F
FREEDOM OF MOVEMENT (USING BATTERY POWER)
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 37 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM TOOL BOX INVENTORY 0 CH756182 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 37 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM TOOL BOX INVENTORY 0 CH756182 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 38 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM FOD CHECK 0 CH756182 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 38 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM FOD CHECK 0 CH756182 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Nov-2014 39 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM A 40 HOUR VISUAL INSPECTION AS REQUIRED BY AWR 1615 0 RH756555 0.1 F

DATED 30 JUN 10 (CREWCHIEF/DOOR GUNNER VERTICAL M-4 MT
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 55771
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

06-Nov-2014 39 - 00 NA

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM A 40 HOUR VISUAL INSPECTION AS REQUIRED BY AWR 1615 0 RH756555 0.1 F

DATED 30 JUN 10 (CREWCHIEF/DOOR GUNNER VERTICAL M-4 MT

DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC

E 07-Nov-2014  7:52 AM 1 - 5573 13-Nov-2014 5573 0 J 19J

FAULT WRITE-UP: ACTION TAKEN:

INSP E050 - ARC-220 RADIO SET BATTERY INSPECTION OR COMPLETED
REPLACE. DUE AT: 15-NOV-2014. UPGRADE TO RED X STATUS ON
19-NOV-2014
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 KK474437 0.1 F
o o 1 19J F -6
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Nov-2014 8:38 AM 4 - WT337535 5573 02-Dec-2014 5574.9 0 6 02A

FAULT WRITE-UP:

ACFT DEMODED IAW MWO 1-1520-237-20-3 AND MWO 1-1520-237-30
-3 FOR A/L TRANSITION

ACTION TAKEN:

2408-13-2 FAULT CLEARED, ORIGINAL FAULT RE-ENTERED TO
2408-13-1 FAULT # 3, 2 DEC 2014

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 EM255153 1 F
K G 1 02A F 4
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 1 X 02A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE WATER WASHLINE FROM ENGINE INLET CB235684 0.2 RS010120 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 2 X 02A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #2 ENGINE WATER WASHLINE FROM ENGINE INLET CB235684 0.2 AG655723 0.1 F




Report Date: 06-Jan-2015
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Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962
NEXT PHASE: 5588.5

HOURS: 55771
LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 3 X 02A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENGINE FIRE EXTINGUISHER DISCHARGE TUBE CB235684 0.2 RS010120 0.1 F
FROM FIREWALL
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 4 X 02A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENGINE FIRE EXTINGUISHER DISCHARGE TUBE CB235684 0.2 RS010120 0.2 F
FROM FIREWALL
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 5 X 02A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ICE DETECTOR ELECTRICAL CONNECTOR FROM #2 CB235684 0.2 AG655723 0.1 F
ENGINE INLET TO RECEPTICAL
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 6 X 02A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENGINE AIR INLET BLEED AIR TUBE FROM ENGINE CB235684 0.2 RS010120 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 7 X 02A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENGINE AIR INLET BLEED AIR TUBE FROM ENGINE CB235684 0.2 AG655723 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 8 X 02A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR FROM #1 ENGINE AIR CB235684 0.2 RS010120 0.1 F
INLET
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 9 X 02A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR FROM #2 ENGINE AIR CB235684 0.2 AG650365 0.1 F
INLET
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 10 X 02A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE AIR INLET V-BAND CLAMP CB235684 0.2 RS010120 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 11 X 02A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE AIR INLET V-BAND CLAMP CB235684 0.2 AG655723 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 11 X 02A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE AIR INLET V-BAND CLAMP CB235684 0.2 RS010120 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 12 X 02A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE AIR INLET CB235684 0.2 RS010120 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 13 X 02A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE AIR INLET CB235684 0.2 AG655723 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 14 X 02A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE CROTCH ASSEMBLY CB235684 0.2 RS010120 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 15 X 02A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE CROTCH ASSEMBLY CB235684 0.2 AG655723 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 16 X 02A REINSTALLED HDWR 3(EA) TQ 181-199IN/LBS REPLACED 3(EA) COTTER
PINS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HDWR FROM #1 ENG MOUNTS 3EA CB235684 0.2 CM608763 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 17 X 02A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HDWR FROM #2 ENG MOUNTS 3EA EM255153 0.1 WT337535 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 18 X 02A REPLACED 3(EA) COTTER PINS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFTIES FROM #1 ENG MOUNTS 3EA CB235684 0.2 CM608763 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 19 X 02A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFTIES FROM #2 ENG MOUNTS 3EA EM255153 0.1 WT337535 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 20 X 02A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG HIGHSPEED SHAFT FROM INPUT MODULE CB235684 0.2 CM608763 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 21 X 02A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG HIGHSPEED SHAFT FROM INPUT MODULE EM255153 0.1 WT337535 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 22 X 02A REPLACED HDWR TQ 140IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HDWR FROM #1 ENG HIGHSPEED SHAFT TO INPUT MODULE CB235684 0.2 CM608763 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 23 X 02A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HDWR FROM #2 ENG HIGHSPEED SHAFT TO INPUT MODULE EM255153 0.1 WT337535 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 24 X 02A REINSTALLED HDWR TQ 190 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HDWR FROM #1 ENG H/S SHAFT TUBE TO GIMBLE CB235684 0.2 CM608763 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 25 X 02A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HDWR FROM #2 ENG H/S SHAFT TUBE TO GIMBLE EM255153 0.1 WT337535 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X

Current Status E: X

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

HOURS:
10-Dec-2014

Current Status W:

5577.1

DATE SEQ NO STATUS wuc ACTION TAKEN

07-Nov-2014 26 X 02A REINSTALLED TQ 70 IN/LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED IPS BLOWER DUCT FROM #1 ENG CB235684 0.2 CM608763 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

07-Nov-2014 27 X 02A REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED IPS BLOWER DUCT FROM #2 ENG EM255153 0.1 WT337535 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

07-Nov-2014 28 X 02A REINSTALLED TQ 45 IN/LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 ENG DE-SWIRL DUCT CLAMP CB235684 0.2 CM608763 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

07-Nov-2014 29 X 02A REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #2 ENG DE-SWIRL DUCT CLAMP EM255153 0.1 WT337535 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

07-Nov-2014 30 X 02A REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #1 ENG DRAIN LINES FROM ACFT CB235684 0.2 CM608763 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

07-Nov-2014 31 X 02A REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #2 ENG DRAIN LINES FROM ACFT EM255153 0.1 WT337535 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

07-Nov-2014 32 X 02A REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED LDC FROM #1 ENG HMU ES922911 0.2 WT337535 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

07-Nov-2014 33 X 02A REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED LDC FROM #2 ENG HMU EM255153 0.1 WT337535 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 34 X 02A RECONN. PA CABLE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED PA CABLE FROM #1 ENG HMU ES922911 0.2 MJ947181 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 35 X 02A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED PA CABLE FROM #2 ENG HMU EM255153 0.1 WT337535 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 36 X 02A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENG STARTER BLEED AIR TUBE CB235684 0.2 CM608763 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 37 X 02A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENG STARTER BLEED AIR TUBE EM255153 0.1 WT337535 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 38 X 02A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENG OUTBOARD MOUNT STRUT FROM ACFT EM255153 0.1 WT337535 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 39 X 02A REINSTALLED TQ 500 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG FUEL LINE FROM ENG CB235684 0.2 CM608763 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 40 X 02A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG FUEL LINE FROM ENG EM255153 0.1 WT337535 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 41 X 02A REINSTALLED 2(EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #1 ENG CANNON PLUGS 2EA FROM FIREWALL CB235684 0.2 CM608763 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 42 X 02A REINSTALLLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG CANNON PLUGS 2EA FROM FIREWALL EM255153 0.1 WT337535 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 43 ® 02A WRITTEN IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APR-39 CRT EM255153 0.1 WT337535 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 44 ® 02A WRITTEN IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APR-39 CONTROL EM255153 0.1 WT337535 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 45 ® 02A WRITTEN IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RESCUE HOIST CONTROL EM255153 0.1 WT337535 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 46 ® 02A WRITTEN IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVEDV HUD CONTROL HEAD EM255153 0.1 WT337535 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 47 ® 02A WRITTEN IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT ARC-201 CONTROL HEAD EM255153 0.1 WT337535 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 48 ® 02A WRITTEN IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CO-PILOT ARC-201 CONTROL HEAD EM255153 0.1 WT337535 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 49 ® 02A WRITTEN IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED CMWS SWITCH ASSEMBLY EM255153 0.1 WT337535 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 50 ® 02A WRITTEN IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT SIDE KY-58 RCU EM255153 0.1 WT337535 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 51 ® 02A WRITTEN IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CO-PILOT KY-58 RCU EM255153 0.1 WT337535 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 52 X 02A REPLACED CDU
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CDU EM255153 0.1 RA350792 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 53 X 02A REPLACED #1SDC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 SDC EM255153 0.1 RA350792 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 54 X 02A REPLACED #2 SDC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 SDC EM255153 0.1 RA350792 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 55 X 02A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RDC EM255153 0.1 WR928400 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 56 X 02A REPLACED IVHMU
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IVHMU EM255153 0.1 RA350792 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 57 X 02A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #1 SDC EM255153 0.1 RA350792 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 58 X 02A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 SDC EM255153 0.1 RA350792 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 59 X 02A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CDU EM255153 0.1 RA350792 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 60 X 02A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED RDC EM255153 0.1 WR928400 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 61 X 02A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED IVHMU EM255153 0.1 RA350792 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 62 X 02A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CAUTION ADVISORY PANEL EM255153 0.1 RA350792 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 63 X 02A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED QUAD ANTENNA EM255153 0.1 WR928400 1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Nov-2014 7:48 AM 1 - 5573 20-Nov-2014 5573 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A130 - PURGE MICROCLIMATE COOLING SYSTEM (IF MCC SYS. NOT INSTALLED IN ACFT

BACTERIOSTATIC). DUE AT: 21-NOV-2014. UPGRADE TO RED X
STATUS ON 28-NOV-2014

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 0.2 F
o} o} 1 00 F -8

DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Nov-2014 2:18 PM 2 - SS537380 5573 12-Nov-2014 5573 0 6 04
FAULT WRITE-UP: ACTION TAKEN:
#1 ENG OUTPUT SHAFT REQUIRED INSPECTION COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 SS537380 0.2 F
O G 1 04 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Nov-2014 1 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD (3) PACKINGS FROM OUTPUT SHAFT EM255153 0.1 SS537380 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 12-Nov-2014 2:21 PM 3 - SS537380 5573 12-Nov-2014 5573 0 6 04
FAULT WRITE-UP: ACTION TAKEN:
#2 ENG OUTPUT SHAFT REQUIRED INSPECTION COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 SS537380 0.2 F
0 G 1 04 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 1 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD (3) PACKINGS FROM OUTPUT SHAFT EM255153 0.1 SS537380 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 55771
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 17-Nov-2014 10:36 AM 1 - AB198454 5573 18-Nov-2014 5573 0 T 19

FAULT WRITE-UP:

COMPLY WITH H-60-15-ASAM-01, LED CAUTION ADVISORY PANEL,
NY 02DEC14.

ACTION TAKEN:
INSPECTION COMPLETE. PN: 44781000 SN: 2919

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 RA350792 0.1 F
o G 1 19 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Nov-2014 1046 AM 6 - WT337535 0 25-Nov-2014 5573 0 6 02A

FAULT WRITE-UP:
#1 AND #2 ENGINE OUTPUT SHAFT BALANCE REQ

ACTION TAKEN:
COMPLETED #1 .07 #2 .30

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 RS010120 2 F
K G 1 02A F -7
DELAY
DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 18-Nov-2014 10:47 AM 7 - WT337535 0 25-Nov-2014 5573 0 6 02A

FAULT WRITE-UP:

10 MIN RUN UP AND 1HOUR COOL DOWN TQ CHECK REQ ON #1
ENGINE DESWIRL DUCT LOOP CLAMP NUTS

WHEN HOW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
K G 1 02A F -7

DELAY

ACTION TAKEN:

COMPLETED OK
TIPID MMH PID MMH TYPE
0 RS010120 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Nov-2014 10:48 AM 8 - WT337535 0 25-Nov-2014 5573 0 6 02A
FAULT WRITE-UP: ACTION TAKEN:
10 MIN RUN UP AND 1HOUR COOL DOWN TQ CHECK REQ ON #2 COMPLETED OK
ENGINE DESWIRL DUCT LOOP CLAMP NUTS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 RS010120 0.1 F
K G 1 02A F -7
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 18-Nov-2014 10:49 AM 9 - WT337535 0 01-Dec-2014 5574.9 0 4 02A
FAULT WRITE-UP: ACTION TAKEN:
MAINTENANCE TEST FLIGHT REQ FOR REPLACEMENT OF #1 AND COMPLETED
#2 ENGINES
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JN984077 1 F
K G 1 02A F 16
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Nov-2014 1:20 PM 10 - WT337535 5573 25-Nov-2014 5573 0 6 02A
FAULT WRITE-UP: ACTION TAKEN:
CHART "C" ENTRY REQUIRED FOR DE-MODIFICATION OF MWO 1- UPDATE COMPLETE
1520-237-20-3
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CB235684 0.2 F
K G 1 02A F -7
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Nov-2014 7:08 AM 2 - 5573 02-Dec-2014 5574.9 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A809 - LOGBOOK RECON. DUE AT: 30-NOV-2014. UPGRADE COMPLETED
TO RED X STATUS ON 07-DEC-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 EM255153 1 F
O O 1 00 F 16
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 19-Nov-2014 2:37 PM 3 - MJ947181 5573 01-Dec-2014 5574.9 0 4 00
FAULT WRITE-UP: ACTION TAKEN:
M/R TRACK AND BALANCE REQ. FOR REPL. OF BLK M/R BLADE SN: COMPLETED
A007-14159
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JN984077 1 F
K G 1 00 F 17
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN
19-Nov-2014 1 X 00 REPLACED SAFTIES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED AND BLK M/R P/C ROD UPPER AND LOWER JAMNUT CB235684 0.2 AG655723 0.3 F
SAFETY

DATE SEQNO STATUS wuc ACTION TAKEN
19-Nov-2014 1 X 00 REPLACED SAFTIES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED AND BLK M/R P/C ROD UPPER AND LOWER JAMNUT CB235684 0.2 RS010120 0.3 F
SAFETY

DATE SEQNO STATUS wuc ACTION TAKEN
19-Nov-2014 2 X 00 TIGHTENED JAMNUTS TQ TO 750 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED RED AND BLK M/R P/C ROD UPPER AND LOWER JAMNUTS CB235684 0.2 MJ947181 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Nov-2014 3 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY (2EA) SECURING JAM NUT ON YELLOW M/R PC ROD ES922911 0.2 AG655723 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Nov-2014 4 X 00 TIGHTENED. TQ TO 750 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAM NUT (2EA) ON YELLOW M/R PC ROD ES922911 0.2 AG655723 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Nov-2014 5 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY (2EA) SECURING JAM NUTS ON BLACK M/R PC ROD ES922911 0.2 AG655723 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Nov-2014 6 X 00 TIGHTENED.TQ TO 750 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAM NUT (2EA) ON BLACK M/R PC ROD ES922911 0.2 AG655723 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Nov-2014 2:41 PM 4 - MJ947181 5573 01-Dec-2014 5574.9 0 4 00
FAULT WRITE-UP: ACTION TAKEN:
MTF REQ. DUE TO REPL. OF BLK M/R BLADE SN: A007-14159 COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JN984077 1 F
K M 1 00 17
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 20-Nov-2014 1:01 PM 4 - RA350792 5573 26-Nov-2014 5574 0 4 19
FAULT WRITE-UP: ACTION TAKEN:
MOC REQUIRED FOR REPLACEMENT OF CDU MOC COMPLETED; ALL CHECKS GOOD
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MB319864 0.2 D
0 0 2 19 F -6
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Nov-2014 1:02 PM 5 - RA350792 5573 26-Nov-2014 5574 0 4 19
FAULT WRITE-UP: ACTION TAKEN:
MOC REQUIRED FOR REPLACEMENT OF #1 SDC MOC COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MB319864 0.1 D
O O 2 19 F -6
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 20-Nov-2014 1:03 PM 6 - RA350792 5573 26-Nov-2014 5574 0 4 19
FAULT WRITE-UP: ACTION TAKEN:
MOC REQUIRED FOR REPLACEMENT OF #2 SDC MOC COMPLETE
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MB319864 0.2 D
0 0 2 19 F -6
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Nov-2014 1:04 PM 7 - RA350792 5573 26-Nov-2014 5574 0 4 19
FAULT WRITE-UP: ACTION TAKEN:
MOC REQUIRED FOR REPLACEMENT OF IVHMU AND RDC MOC COMPLETE
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MB319864 0.2 D
0 0 2 19 F -6
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Nov-2014 1:18 PM 8 - RA350792 5573 25-Nov-2014 5573 0 6 02
FAULT WRITE-UP: ACTION TAKEN:
CHART "C" REQUIRES UPDATE FOR EQUIPMENT BEING REMOVED UPDATED
FOR ACFT TURN-IN
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CB235684 15 F
O O 2 02 F -5
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 20-Nov-2014 2:21 PM 9 - RA350792 5573 26-Nov-2014 5574 0 4 19

FAULT WRITE-UP:

MOC REQUIRED ON VHF FOR REMOVAL AND REINSTILLATION OF
QUAD ANTENNA

ACTION TAKEN:
MOC COMPLETE; VHF WEAK; WRITE-UP FOLLOWS

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MB319864 0.1 F
O O 2 19 F -6
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 20-Nov-2014 2:22 PM 10 - RA350792 5573 01-Dec-2014 5574.9 0 4 19

FAULT WRITE-UP:

MOC REQUIRED ON ADF FOR REMOVAL AND REINSTILLATION OF
QUAD ANTENNA

WHEN HOW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
O O 2 19 F 18

DELAY

ACTION TAKEN:
COMPLETED

TIPID MMH PID MMH TYPE

0 JNO84077 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Nov-2014 3:35 PM 11 - 5573 20-Nov-2014 5573 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CH756182 15 F
X O 1 00 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

20-Nov-2014 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 — 1.10) 0 CH756182 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN

20-Nov-2014 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 — 1.10) 0 CH756182 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN

20-Nov-2014 2 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 —2.21) 0 CH756182 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

20-Nov-2014 2 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 —2.21) 0 CH756182 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

20-Nov-2014 3 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 — 3.6) 0 CH756182 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

20-Nov-2014 3 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 - 3.6) 0 CH756182 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 - 4.9) 0 CH756182 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 - 4.9) 0 CH756182 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 CH756182 0.2 F
5.15)
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 CH756182 0.2 F
5.15)
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 CH756182 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 CH756182 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 CH756182 0.2 F

—-6.10, 6.20 - 6.22)

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 CH756182 0.2 F

—-6.10, 6.20 - 6.22)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577.1

NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

LAST MISSION:
Current Status O:

Current Status W:

10-Dec-2014

DATE  SEQNO STATUS wuc ACTION TAKEN

20-Nov-2014 8 - 00 COMPLETED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 MJ947181 0.2 F

6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN

20-Nov-2014 8 - 00 COMPLETED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 MJ947181 0.2 F

6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN

20-Nov-2014 9 - 00 COMPLETED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 CH756182 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN

20-Nov-2014 9 - 00 COMPLETED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 CH756182 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN

20-Nov-2014 10 - 00 COMPLETED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN

20-Nov-2014 10 - 00 COMPLETED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN

20-Nov-2014 11 - 00 COMPLETED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 CH756182 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN

20-Nov-2014 11 - 00 COMPLETED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 CH756182 0.2 F




Page 251 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

20-Nov-2014 12 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 CH756182 0.2 F

(AN/ARN-123 VOR/ILS RECEIVERS)

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 12 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 CH756182 0.2 F

(AN/ARN-123 VOR/ILS RECEIVERS)

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 CH756182 0.2 F
AWR 1566

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 CH756182 0.2 F
AWR 1566

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 14 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 CH756182 0.2 F
406HM ELT)

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 14 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 CH756182 0.2 F
406HM ELT)

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 15 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 CH756182 0.2 F

5TH SENSOR)

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 15 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 CH756182 0.2 F

5TH SENSOR)




Page 252 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 16 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 CH756182 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 16 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 CH756182 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 17 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 CH756182 0.2 F

27AUG13 (GARMIN GPS)

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 17 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 CH756182 0.2 F

27AUG13 (GARMIN GPS)

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 CH756182 0.2 F

WARRIOR BLOCK 1)

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 CH756182 0.2 F

WARRIOR BLOCK 1)

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 19 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 CH756182 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 19 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 CH756182 0.2 F




Page 253 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 20 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 CH756182 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 20 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 CH756182 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 21 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 CH756182 0.2 F

RESCUE HOIST)

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 21 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 CH756182 0.2 F

RESCUE HOIST)

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 22 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 CH756182 0.2 F

AERO SEAT CUSHIONS)

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 22 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 CH756182 0.2 F

AERO SEAT CUSHIONS)

DATE  SEQNO STATUS wuc ACTION TAKEN
20-Nov-2014 23 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 CH756182 0.2 F
DOORS)

DATE  SEQNO STATUS wuc ACTION TAKEN
20-Nov-2014 23 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 CH756182 0.2 F

DOORS)




Report Date: 06-Jan-2015
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Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7822962

NEXT PHASE: 5588.5

HOURS: 55771
LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 24 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 CH756182 0.2 F
MACHINE GUN)
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 24 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 CH756182 0.2 F
MACHINE GUN)
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 25 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 CH756182 0.2 F
BUCKET)
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2014 25 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 CH756182 0.2 F
BUCKET)
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 25-Nov-2014 6:46 AM 1 - 5573 02-Dec-2014 5574.9 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A103 - AIRCRAFT WASH DUE. DUE AT: 30-NOV-2014. COMPLETED
UPGRADE TO RED X STATUS ON 04-DEC-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 2 F
O O 1 00 F 22
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 26-Nov-2014 10:42 AM 2 - 5574 26-Nov-2014 5574 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY COMPLETE
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AG655723 1 F
X 0 1 00 F 0
DELAY
13-2s to Follow
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 1 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 -1.10) 0 AG655723 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 2 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1-2.21) 0 AG655723 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 3 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1-3.6) 0 AG655723 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 4 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1-4.9) 0 AG655723 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 5 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1-5.15) 0 AG655723 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 6 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1-6.5) 0 AG655723 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 7 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 AG655723 0.3 F
-6.10, 6.20-6.22)
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 8 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT OIL COOLER & APU AREA (IAW TM 1-1520-237-PMD SEQ 6.11- 0 AG655723 0.3 F

6.17)




Page 256 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 9 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-PMD SEQ 6.18-6.19) 0 AG655723 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 10 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT #2 ENGINE (IAW TM 1-1520-PMD SEQ 6.18-6.19) 0 AG655723 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 11 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 AG655723 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 12 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1787 (AN/ARN- 0 AG655723 0.1 F
123 VORI/ILS)
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 13 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 (EBC-406- 0 AG655723 0.3 F
HM ELT)
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 14 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 AG655723 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 15 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 (AIR 0 AG655723 0.1 F
WARROR BLOCK ONE)
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 16 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444 (SINGLE 0 AG655723 0.1 F

AHRS)
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

HOURS:
10-Dec-2014

Current Status W:

5577.1

DATE SEQ NO STATUS wuc ACTION TAKEN
26-Nov-2014 17 . 00 N/A
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM DAILY VISUAL INSPECTION AS REQ'D BY AWR 1452 R2 (LC6 0 AG655723 0.1 F
CHRONOMETER) DTD 20JAN12

DATE SEQ NO STATUS wuc ACTION TAKEN
26-Nov-2014 18 . 00 N/A
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

PERFORM DAILY VISUAL INSPECTION AS REQ'D BY AWR 1453 R2 (AIR 0 AG655723 0.1 F

WARRIOR BLOCK ONE) DTD 28FEB12

DATE SEQ NO STATUS wuc ACTION TAKEN
26-Nov-2014 19 . 00 COMPLETE
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1346 0 AG655723 0.3 F
(IVHMS/HUMS)

DATE SEQ NO STATUS wuc ACTION TAKEN
26-Nov-2014 20 . 00 N/A
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 DTD 0 AG655723 0.1 F
(INTERNAL RESCUE HOIST)

DATE SEQ NO STATUS wuc ACTION TAKEN
26-Nov-2014 21 . 00 N/A
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 DATED (M- 0 AG655723 0.1 F
240H MACHINE GUN)

DATE SEQ NO STATUS wuc ACTION TAKEN
26-Nov-2014 22 . 00 N/A
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 DATED 0 AG655723 0.1 F
310CT13 (BAMBI BUCKET)

DATE SEQ NO STATUS wuc ACTION TAKEN
26-Nov-2014 23 . 00 COMPLETE
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 893 (VERTICAL 0 AG655723 0.3 F
SUPPORT PYLON FAIRING MOD)

DATE SEQ NO STATUS wuc ACTION TAKEN
26-Nov-2014 24 . 00 COMPLETE
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM FOD INSPECTION FOLLOWING MAINTENANCE 0 AG655723 0.1 F




Report Date: 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7822962

NEXT PHASE:

Selection Range : 01-Jul-2014

Page 258 of 281
To 06-Jan-2015

HOURS: 55771
5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Nov-2014 25 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM TOOL BOX/SPECIAL TOOL INVENTORY FOLLOWING 0 AG655723 0.1 F
MAINTENANCE
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Dec-2014 7:26 AM 1 - 5574.9 02-Dec-2014 5574.9 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 1.4 F
X 0 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
02-Dec-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 — 1.10) 0 MJ947181 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
02-Dec-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 — 2.21) 0 MJ947181 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
02-Dec-2014 3 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 — 3.6) 0 MJ947181 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
02-Dec-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 — 4.9) 0 MJ947181 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
02-Dec-2014 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 MJ947181 0.2 F
5.15)




Report Date:

06-Jan-2015

MODEL: UH-60A

NEXT PHASE:

Current Status A:

5588.5
X

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

FOR: K08DD2

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status E: X

Current Status O:

HOURS:

Current Status W:

Page 259 of 281

To 06-Jan-2015

10-Dec-2014

5577.1

DATE  SEQNO STATUS wuc ACTION TAKEN
02-Dec-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
02-Dec-2014 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 MJ947181 0.2 F
-6.10, 6.20 — 6.22)
DATE  SEQNO STATUS wuc ACTION TAKEN
02-Dec-2014 8 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 MJ947181 0.2 F
6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN
02-Dec-2014 9 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
02-Dec-2014 10 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
02-Dec-2014 11 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
02-Dec-2014 12 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 MJ947181 0.2 F
(AN/ARN-123 VOR/ILS RECEIVERS)
DATE  SEQNO STATUS wuc ACTION TAKEN
02-Dec-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 MJ947181 0.2 F

AWR 1566
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 14 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 MJ947181 0.2 F
406HM ELT)

DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 15 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 MJ947181 0.2 F

5TH SENSOR)

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Dec-2014 16 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Dec-2014 17 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 MJ947181 0.2 F

27AUG13 (GARMIN GPS)

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Dec-2014 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 MJ947181 0.2 F

WARRIOR BLOCK 1)

DATE SEQ NO STATUS wuc ACTION TAKEN

02-Dec-2014 19 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Dec-2014 20 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Dec-2014 21 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 MJ947181 0.2 F

RESCUE HOIST)




Report Date: 06-Jan-2015

Page 261 of 281

Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7822962

NEXT PHASE: 5588.5

HOURS: 55771
LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 22 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 MJ947181 0.2 F
AERO SEAT CUSHIONS)
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 23 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 MJ947181 0.2 F
DOORS)
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 24 - 00 NOT INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 MJ947181 0.2 F
MACHINE GUN)
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 25 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 MJ947181 0.2 F
BUCKET)
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Dec-2014 7:23 AM 1 - 5574.9 12-Dec-2014 55771 0 F 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. DUE COMPLETED READING UPON INDUCTION INTO BEST PROGRAM
AT: 15-DEC-2014. UPGRADE TO RED X STATUS ON 19-DEC-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JP234951 0.2 F
O O 1 04A06B F -3
DELAY




Page 262 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Dec-2014 7:23 AM 2 - 5574.9 12-Dec-2014 55771 0 F 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. DUE COMPLETED READING UPON INDUCTION INTO BEST PROGRAM
AT: 15-DEC-2014. UPGRADE TO RED X STATUS ON 19-DEC-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JP234951 0.2 F
O O 1 04A06B F -3
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 09-Dec-2014 3:23 PM 4 - 5574.9 09-Dec-2014 5574.9 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 1.3 F
X 0 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT COCKPIT SECTION (IAW TM 1-1520-237-PMD SEQ 1.1 — 1.10) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT CABIN SECTION (IAW TM 1-1520-237-PMD SEQ 2.1 — 2.21) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 3 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TRANSITION SECTION (IAW TM 1-1520-237-PMD SEQ 3.1 — 3.6) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL CONE SECTION (IAW TM 1-1520-237-PMD SEQ 4.1 — 4.9) 0 MJ947181 0.2 F




Page 263 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5588.5

Current Status A: X Current Status E: X

SERIAL NUMBER: 7822962
LAST MISSION:

Current Status O:

HOURS:
10-Dec-2014

Current Status W:

5577.1

DATE  SEQNO STATUS wuc ACTION TAKEN
09-Dec-2014 5 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT TAIL ROTOR SECTION (IAW TM 1-1520-237-PMD SEQ 5.1 — 0 MJ947181 0.2 F
5.15)
DATE  SEQNO STATUS wuc ACTION TAKEN
09-Dec-2014 6 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT HYDRAULIC DECK (IAW TM 1-1520-237-PMD SEQ 6.1 — 6.5) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
09-Dec-2014 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR COMPONENTS (IAW TM 1-1520-237-PMD SEQ 6.6 0 MJ947181 0.2 F
-6.10, 6.20 — 6.22)
DATE  SEQNO STATUS wuc ACTION TAKEN
09-Dec-2014 8 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT OIL COOLER SECTION & APU (IAW TM 1-1520-237-PMD SEQ 0 MJ947181 0.2 F
6.11-6.17)
DATE  SEQNO STATUS wuc ACTION TAKEN
09-Dec-2014 9 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #1 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
09-Dec-2014 10 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INSPECT #2 ENGINE (IAW TM 1-1520-237-PMD SEQ 6.18 — 6.19) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
09-Dec-2014 11 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800 (BFT/EDM) 0 MJ947181 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
09-Dec-2014 12 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM 10 HOUR/14DAY VISUAL INSPECTION IAW AWR 1787 0 MJ947181 0.2 F

(AN/ARN-123 VOR/ILS RECEIVERS)




Page 264 of 281

Report Date: 06-Jan-2015 To 06-Jan-2015

Selection Range : 01-Jul-2014
CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7822962

LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 5588.5

HOURS:
10-Dec-2014

5577.1

Current Status A: X Current Status E: X

Current Status O:

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Dec-2014 13 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IAW 0 MJ947181 0.2 F
AWR 1566
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Dec-2014 14 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1516 R7 (EBC- 0 MJ947181 0.2 F
406HM ELT)
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Dec-2014 15 . 00 CMWS NOT INSTALLED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1494 (CMWS 0 MJ947181 0.1 F
5TH SENSOR)
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Dec-2014 16 . 00 N/A
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1477 (FRIES) 0 MJ947181 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Dec-2014 17 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1466 DTD 0 MJ947181 0.2 F
27AUG13 (GARMIN GPS)
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Dec-2014 18 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453 R3 (AIR 0 MJ947181 0.2 F
WARRIOR BLOCK 1)
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Dec-2014 19 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1428 (TDFM) 0 MJ947181 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Dec-2014 20 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346 (IVHMS) 0 MJ947181 0.2 F




Report Date: 06-Jan-2015

Page 265 of 281
Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 21 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1308 (INTERNAL 0 MJ947181 0.2 F
RESCUE HOIST)
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 22 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQ'D BY AWR 1309 (OREGON 0 MJ947181 0.2 F
AERO SEAT CUSHIONS)
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 23 - 00 PINS NOT INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1279 (COCKPIT 0 MJ947181 0.2 F
DOORS)
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 24 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION REQUIRED BY AWR 1120 (M-240 H 0 MJ947181 0.2 F
MACHINE GUN)
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 25 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1054 (BAMBI 0 MJ947181 0.2 F
BUCKET)
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 12-Dec-2014 12:42 PM 1 - 5577.1 15-Dec-2014 55771 0 F 19H
FAULT WRITE-UP: ACTION TAKEN:
INSP E108 - KY-58 PMCS/OPNL CHECK (STANDBY). DUE AT: 20-DEC KY-58 REMOVED UPON INDUCTION INTO BEST PROGRAM
-2014. UPGRADE TO RED X STATUS ON 24-DEC-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JP234951 0.1 F
O O 1 19H F -3
DELAY




Page 266 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Dec-2014 8:00 AM 1 - JP234951 5577.1 15-Dec-2014 55771 0 6 02
FAULT WRITE-UP: ACTION TAKEN:
FOD INSPECTION DUE FOR INDUCTION INTO BEST PROGRAM FOD INSP COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DH605806 0.2 F
O G 1 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Dec-2014 1 / 02 CLOSED AND SECURED NOSE DOOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED NOSE DOOR 0 DH605806 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Dec-2014 2 / 02 CLOSED AND SECURED FWD PYLON
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED FWD PYLON 0 DH605806 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Dec-2014 3 / 02 CLOSED AND SECURED COWLING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED #1 ENGINE COWL 0 DH605806 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
15-Dec-2014 4 / 02 CLOSED AND SECURED COWLING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED # 2 ENGINE COWLING 0 DH605806 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Dec-2014 5 X 02 CLOSED AND SECURED PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED L/H TAIL CONE ACCESS JP234951 0.1 DH605806 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
15-Dec-2014 6 / 02 CLOSED AND SECURED DOOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED APU ACCESS DOOR 0 DH605806 0.2 F




Page 267 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Dec-2014 7 / 02 CLOSED AND SECURED ACCESS PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED OIL COOLER ACCESS 0 DH605806 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Dec-2014 8 / 02 CLOSED AND SECURED D/S COVERS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED T/R D/S COVERS 2 EA 0 DH605806 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Dec-2014 8:31 AM 1 - 5577.1 22-Dec-2014 55771 0 4 04A
FAULT WRITE-UP: ACTION TAKEN:
INSP A003 - 14 DAY FLYABLE STORAGE ENGINE RUN UP. DUE AT: RUNUP COMPLETE
24-DEC-2014. UPGRADE TO RED X STATUS ON 26-DEC-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CS801603 0.3 F
0 0 1 04A F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 09-Jul-2014  8:49 AM 2 / MJ947181 5473 10-Jul-2014 5473 0 C 00
FAULT WRITE-UP: ACTION TAKEN:
AFT LEFT AND AFT R/S HEATER DUCTS SPLIT AT CORNERS REPAIRED HEATER DUCTS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 SC293940 4 F
S G 1 00 F -1
DELAY




Page 268 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 55771
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 16-Jul-2014  10:56 AM 9 / EM255153 5484 05-Aug-2014 5484 0 A 00

FAULT WRITE-UP:

#1 ENG STARTER BLEED AIR TUBE FLANGES THAT SECURE TUBE
AT FIREWALL CRACKED

ACTION TAKEN:
REPL. #1 STARTER BLEED AIR TUBE FLANGES

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 15 F
K G 1 00 F 10
DELAY
AWAITING PARTS. PARTS ON ORDER
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Jul-2014 1 X 00 REINST. CLAMPS TQ TO 35IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG STARTER AIR TUBE CLAMPS AT FIREWALL 2 EA ES922911 0.2 MJ947181 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Jul-2014 2 X 00 REINST. CLAMPS TQ TOB 45 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG STARTER CTRL VALVE CLAMPS 2 EA ES922911 0.2 MJ947181 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Jul-2014 3 X 00 RECONN. VALVE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONN. #1 ENG STARTER CTRL VALVE ES922911 0.2 MJ947181 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Jul-2014 4 X 00 REPL.PLATES 2 EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENG STARTER AIR TUBE PLATES AT FIRE WALL ES922911 0.2 MJ947181 0.3 F




Page 269 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Jul-2014  9:57 PM 5 / JN984077 5477.9 18-Jul-2014 5477.9 0 A 00
FAULT WRITE-UP: ACTION TAKEN:
PILOTS LEFT BRAKE IS SPONGY AND ALMOST BOTTOMS OUT. REPLACED PARKING BRAKE VALVE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CC712149 3 F
G K 2 00 F -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Jul-2014 1 X 00 RETIGHTENED TQ TO 150INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOSSENED NUT FROM INLET AND OUTLET HYDRAULIC LINES 4EA CB235684 0.2 CC712149 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Jul-2014 2 X 00 REINSTALLED SCREWS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREDWS 2EA FROM BRAKE VALVE SWITCH CB235684 0.2 CC712149 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Jul-2014 3 X 00 REINSTALLED PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REOVED PIN FROM PARKING BRAKE MECHANISM ROD CB235684 0.2 CC712149 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
17-Jul-2014 4 X 00 REINSTALLED HDWR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REOVED HDWR 2EA SECURING PARKING BRAKE VALVE TO AIRFRAME CB235684 0.2 CC712149 1 F




Page 270 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC

A 22-Jul-2014  1:46 PM 5 / JW614184 5481 30-Jul-2014 5481 0 A 00
FAULT WRITE-UP: ACTION TAKEN:

WHEN OPERATING THE VOR CONTRL AHEAD, THE VOR VOLUME REPLACED CONTROL HEAD.

WILL TURN OFF THE CONTROL HEAD WHEN THE VOLUME KNOB IS
TURNED ALL THE WAY UP (FULL CLOCK-WISE). VOR DOES WORK

CORRECTLY.
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 RA350792 0.5 F
G G 2 00 F -8
DELAY

WORK ORDERED TO AVIONICS 24-JUL-2014




Page 271 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Aug-2014 10:39 AM 1 / MJ947181  5483.8 01-Aug-2014 5483.8 0 A 00
FAULT WRITE-UP: ACTION TAKEN:
#2 MAIN GENERATOR SPLINE ADAPTOR REQ REPL. DUE TO REPL. #2 MAIN AC GEN. SPLINE ADAPTOR
ABNORMAL IVHMS INDICATIONS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 25 F
\ G 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
01-Aug-2014 1 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DICONN. ELEC. CONN P 277 AND P250 CB235684 0.2 MM694994 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
01-Aug-2014 2 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD NUTS AND WASHERS ON TERMINAL BLOCK CB235684 0.2 MM694994 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
01-Aug-2014 3 X 00 REPLACED TQ TO 285 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD MAIN GENERATOR ATTACH. HDWE NUTS AND WASHERS CB235684 0.2 MM694994 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
01-Aug-2014 4 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 MAIN GENERATOR AND SPLINE ADAPTOR CB235684 0.2 MM694994 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
01-Aug-2014 5 X 00 REPLACED PACKINGS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 MAIN GEN. PACKING AND OIL TUBE PACKINGS 2 EA CB235684 0.2 MJ947181 0.2 F




Page 272 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Aug-2014 2:10 PM 4 / MJ947181 5484 06-Aug-2014 5484 0 L 00
FAULT WRITE-UP: ACTION TAKEN:
BOTH #1 AND #2 FM RADIOS WILL NOT HOLD STORED FREQS. CONNECTED P821R. MOC OK
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 WR928400 0 F
K G 1 00 F -5
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
01-Aug-2014 1 / 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FM1 0 WR928400 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
01-Aug-2014 2 / 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FM2 0 WR928400 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
01-Aug-2014 3 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BATTERY BOX 0 WR928400 1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 01-Aug-2014 2:12 PM 5 / MJ947181 5484 06-Aug-2014 5484 0 J 00
FAULT WRITE-UP: ACTION TAKEN:
PILOTS TORQUE DISPLAY HAS SEGMENTS THAT DONT SEGMENTS WITHIN ALOWABLE LIMITS
ILLUMINATE
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AS312829 0.5 F
K G 1 00 F -5
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 55771
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 19-Aug-2014 9:00 PM 1 / FT410246  5520.1 02-Oct-2014 5520.1 0 J 00

FAULT WRITE-UP:

CO-PILOT'S HUD WOULD NOT DISPLAY. MONACLE WAS CHECKED
ON PILOT'S SIDE AND IT OPERATED NORMALLY.

ACTION TAKEN:

C/P HUD WORKED DURING 1.5 HR NVG FLIGHT, NO
DISCREPANCIES NOTED (BY CPT STUMP [CS850323])

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AB198454 0.5 F

G G 3 00 F 15

DELAY

TQGA03400468

DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Sep-2014 4:10 PM 3 / AG655723  5498.3 08-Sep-2014 5498.3 0 1 00

FAULT WRITE-UP:

PROSEAL REQUIRED ON DAMPER BRACKET ATTACHED TO BLACK
HUB ARM

ACTION TAKEN:
PROSEAL APPLIED

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AG650365 0.5 F
B G 2 00 F -5
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 04-Sep-2014 9:37 AM 5 / WR928400 5498.3 10-Sep-2014 5498.3 0 1 19
FAULT WRITE-UP: ACTION TAKEN:
QUAD BAY ANT NEEDS PRESEAL AFTER REINSTALLING APPLIED PRO SEAL
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AS312829 1 F
K G 1 19 F -6

DELAY
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Report Date: To 06-Jan-2015

06-Jan-2015 Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 55771
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Sep-2014 8:42 AM 5 / MJ947181 5498.3 08-Sep-2014 5498.3 0 2 00
FAULT WRITE-UP: ACTION TAKEN:
BLK M/R DSMPER REQ. SERVICING SERVICED BLK M/R DAMPER
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 0.9 F
\ G 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
08-Sep-2014 1 X 00 REPL. SAFETY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLK M/R DAMPER SAFETY EM255153 0.1 MJ947181 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
08-Sep-2014 2 X 00 REINST. 2 EABLEED PLUGS TQ TO 75 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BOTH BLK M/R DAMPER BLEED PLUGS EM255153 0.1 MJ947181 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 11-Sep-2014 8:31 AM 5 / MM694994  5498.3 11-Sep-2014 5498.3 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
HEATER AND VENTILATION SYSTEM MIXING VALVE ASSY COMP REPLACED WITH SN 3845
CONTROLL EXCHANGED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MM694994 2 F
K G 1 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Sep-2014 1 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ELECTRICAL CONNECTOR P436 FROM MIXING VALVE ES922911 0.1 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Sep-2014 2 X 02 REINSTALLED TQ TO 20 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CLAMPS FROM MIXING VALVE ES922911 0.1 MM694994 0.2 F




Page 275 of 281

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Sep-2014 3 X 02 REINSTALLED TQ RO 105 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TEMP SENSING TUBE ES922911 0.2 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Sep-2014 4 X 02 REPLACED TQ TO 47 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ATTACHMENT HDW FROM SUPPORT BRACKET ES922911 0.2 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Sep-2014 5 X 02 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ELBOW NUTAND PACKING ES922911 0.1 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Sep-2014 6 X 02 REINSTALLED TQ TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CLAMPS FROM BLEED AIR COUPLING ES922911 0.2 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Sep-2014 7 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQ 0 MM694994 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Sep-2014 8 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOLBOX INV REQ 0 MM694994 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Sep-2014 12:32PM 3 / MG812464 5515.8 29-Oct-2014 5556.8 0 A 00
FAULT WRITE-UP: ACTION TAKEN:
TURLOCK FASTENER STUD SPLIT WASHER TEMPERARALY REPL. SPLIT WASHER
INSTALLED ON APU FUEL COVER(AWAITING PARTS)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 0.4 F
X G 1 00 F -1
DELAY
PARTS ON ORDER AWAITING DOC. #
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Sep-2014 1 X 00 REINSTALLED COVER
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD APU FUEL CONTROL COVER EM255153 0.1 MJ947181 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Sep-2014 12:48 PM 2 / MJ947181 5507.4 22-Sep-2014 5507.4 0 L 02
FAULT WRITE-UP: ACTION TAKEN:
#1 ENG HIRSS BAFFLE NOT INSTALLED FAULT ENTERED IN ERROR
WHEN HOW MAL WwucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 0.2 F
\% G 1 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Sep-2014 12:49PM 3 / MJ947181  5507.4 22-Sep-2014 5507.4 0 L 02
FAULT WRITE-UP: ACTION TAKEN:
#2 ENG HIRSS BAFFLE NOT INSTALLED FAULT ENTERED IN ERROR
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 0.2 F
\% G 1 02 F 0
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 55771
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 19-Oct-2014 9:01 AM 1 / BB943099 5542.9 19-Oct-2014 5544.7 0 A 00

FAULT WRITE-UP:

ACCULATOR LOW LIGHT WOULD NOT GO OUT, BACK UP PUMP
CONTINUE TO OPERATE

WHEN HOW MAL

ACTION TAKEN:
REPLACED ACCULATOR PRESSURE SWITCH

wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BB943099 1 F
K G 1 00 F 0
DELAY
2408-13-2 PG 11
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Oct-2014 1 X 00 RECHARGED APU ACCUMULATOR, SEE PAPER DA FORM 2408-13-2
DATED 190CT14
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DEPRESSURIZED APU ACCUMULATOR CB235684 0.2 BB943099 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Oct-2014 2 X 00 REPLACED APU ACCUMULATOR SWITCH, SEE PAPER DA FORM 2408-13-
2 DTD 190CT14
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD APU ACCUMULATOR SWITCH CB235684 0.2 BB943099 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Oct-2014 3 X 00 REINSTALLED CANNON PLUG, SEE PAPER DA FORM 2408-13-2 DTD

190CT14

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD APU ACCUMULATOR SWITCH CANNON PLUG CB235684 0.2 BB943099 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Oct-2014 12:30PM 2 / AR399391  5546.7 21-Oct-2014 55646.7 0 A 00
FAULT WRITE-UP: ACTION TAKEN:
TAILWHEEL LOCK CAPSULE LIGHT INOP REPLACED BULBS. MOC OK
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 RA350792 0.5 F
G G 1 00 F -1

DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 55771
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 20-Oct-2014 12:35PM 4 / AR399391  5546.7 04-Nov-2014 5567 0 K 00

FAULT WRITE-UP:

HYDRAULIC FLUID SEEPING FROM PRIMARY SERVOS APPEARS TO
BE COMING FROM FORE SERVO

ACTION TAKEN:
FAULT ENTERED IN ERROR

WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 0.2 F
Vv G 1 00 F 15
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 25-0ct-2014 1259 PM 3 / ES922911  5553.3 25-Oct-2014 5553.8 0 6 02
FAULT WRITE-UP: ACTION TAKEN:
REMOVED MAIN XMISSION DRIP PAN TO FOM REINSTALLED PAN
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CW378103 0.2 F
K G 1 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Oct-2014 10:30 AM 2 |  TO510221 5559.3 30-Oct-2014 5560.5 0 A 19A06
FAULT WRITE-UP: ACTION TAKEN:
PILOT ICS FOOT BUTTON STICKS, AND STAYS ON HOT MIC REPLACED FOOT SWITCH
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 RA350792 0.2 F
G B 2 19A06 F 0

DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 04-Nov-2014 6:00 PM 4 / TO510221 5568 05-Nov-2014 5570.2 0 A 02A06
FAULT WRITE-UP: ACTION TAKEN:
#1 FUEL BOOST PUMP LIGHT GREEN LENS MISSING REPL. LIGHT CAPSULE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 0.5 F
G G 2 02A06 F -1
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 5577 1
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Nov-2014 8:40 AM 1 / MJ947181 5573 20-Nov-2014 5573 0 2 00
FAULT WRITE-UP: ACTION TAKEN:
BLUE M/R DAMPNER REQ. SERVICING SERVICED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CH756182 1 F
S G 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Nov-2014 1 X 00 REPLACED 1EA SAFTEY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE M/R DAMPNER FILLER PLUG SAFETY EM255153 0.1 CH756182 0.4 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Nov-2014 2 X 00 REINSTALLED, TQ TO 75 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED FILLER PLUG 2EA EM255153 0.1 CH756182 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Nov-2014 3 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQ 0 CH756182 0.3 F
DATE SEQ NO STATUS WucC ACTION TAKEN
20-Nov-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY REQ 0 CH756182 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Nov-2014 5 / 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 2 EA PACKINGS FROM BLUE M/R DAMPER BLEED PLUGS 0 CH756182 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7822962 HOURS: 55771
NEXT PHASE: 5588.5 LAST MISSION: 10-Dec-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Nov-2014 8:41 AM 2 / MJ947181 5573 20-Nov-2014 5573 0 2 00
FAULT WRITE-UP: ACTION TAKEN:
RED M/R DAMPNER REQ. SERVICING SERVICED DAMPNER
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MJ947181 0.5 F
S G 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Nov-2014 1 X 00 REPL. SAFETY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD DAMPNER FILLER PLUG SAFETY EM255153 0.1 MJ947181 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Nov-2014 2 X 00 TIGHTENED PLUG 2 EATQTO 75IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED FILLER PLUGS 2EA EM255153 0.1 MJ947181 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Nov-2014 3 / 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD 2 EA PACKINGS FROM RED M/R BLADE BLEED PLUGS 0 CH756182 0.1 F




