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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Oct-2014 2:34 PM 1 X MM969296 6107.5 01-Nov-2014 6107.5 0 2 00
FAULT WRITE-UP: ACTION TAKEN:
ENGINE REMOVAL IN PROGRESS ENGINE INSTALLED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JC086257 0.1 MM137988 1 F
D G 2 00 F 19
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Oct-2014 1 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR P823 FROM AIR INLET JC086257 0.1 JF569322 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Oct-2014 1 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR P823 FROM AIR INLET JC086257 0.1 JF569322 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Oct-2014 1 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR P823 FROM AIR INLET JC086257 0.1 JF569322 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
21-Oct-2014 1 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR P823 FROM AIR INLET JC086257 0.1 TT210073 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Oct-2014 1 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR P823 FROM AIR INLET JC086257 0.1 TT210073 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
21-Oct-2014 1 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR P823 FROM AIR INLET JC086257 0.1 TT210073 0.2 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 2 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSEN CLAMPS FROM AIR INLET BLEED AIR TUBE JC086257 0.1 JF569322 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 2 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSEN CLAMPS FROM AIR INLET BLEED AIR TUBE JC086257 0.1 JF569322 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 2 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSEN CLAMPS FROM AIR INLET BLEED AIR TUBE JC086257 0.1 JF569322 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 2 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSEN CLAMPS FROM AIR INLET BLEED AIR TUBE JC086257 0.1 TT210073 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 2 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSEN CLAMPS FROM AIR INLET BLEED AIR TUBE JC086257 0.1 TT210073 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 2 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSEN CLAMPS FROM AIR INLET BLEED AIR TUBE JC086257 0.1 TT210073 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 3 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMP WATER WASH HOSE FROM AIR INLET JC086257 0.1 JF569322 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 3 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

UNCLAMP WATER WASH HOSE FROM AIR INLET JC086257 0.1 JF569322 0.2 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 6256.9

Current Status A: X Current Status E: -

SERIAL NUMBER: 7923303
LAST MISSION:

Current Status O:

HOURS:
12-Feb-2015

Current Status W:

6155.9

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Oct-2014 3 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMP WATER WASH HOSE FROM AIR INLET JC086257 0.1 JF569322 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
21-Oct-2014 3 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMP WATER WASH HOSE FROM AIR INLET JC086257 0.1 TT210073 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
21-Oct-2014 3 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMP WATER WASH HOSE FROM AIR INLET JC086257 0.1 TT210073 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
21-Oct-2014 3 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMP WATER WASH HOSE FROM AIR INLET JC086257 0.1 TT210073 0.2 F

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Oct-2014 4 X 00 RECONNECTED TORQED 3/4 PAST SHARP RISE IN TORQUE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FIRE EXTINGUISHER DISCHARGE TUBE FROM JC086257 0.1 JF569322 0.2 F

FIREWALL

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Oct-2014 4 X 00 RECONNECTED TORQED 3/4 PAST SHARP RISE IN TORQUE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FIRE EXTINGUISHER DISCHARGE TUBE FROM JC086257 0.1 JF569322 0.2 F

FIREWALL

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Oct-2014 4 X 00 RECONNECTED TORQED 3/4 PAST SHARP RISE IN TORQUE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FIRE EXTINGUISHER DISCHARGE TUBE FROM JC086257 0.1 JF569322 0.2 F

FIREWALL

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Oct-2014 4 X 00 RECONNECTED TORQED 3/4 PAST SHARP RISE IN TORQUE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FIRE EXTINGUISHER DISCHARGE TUBE FROM JC086257 0.1 TT210073 0.2 F

FIREWALL
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 6256.9

Current Status A: X Current Status E: -

SERIAL NUMBER: 7923303

LAST MISSION:
Current Status O:

HOURS:
12-Feb-2015

Current Status W:

6155.9

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Oct-2014 4 X 00 RECONNECTED TORQED 3/4 PAST SHARP RISE IN TORQUE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FIRE EXTINGUISHER DISCHARGE TUBE FROM JC086257 0.1 TT210073 0.2 F

FIREWALL

DATE SEQ NO STATUS wuc ACTION TAKEN

21-Oct-2014 4 X 00 RECONNECTED TORQED 3/4 PAST SHARP RISE IN TORQUE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED FIRE EXTINGUISHER DISCHARGE TUBE FROM JC086257 0.1 TT210073 0.2 F

FIREWALL
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Oct-2014 5 X 00 INSTALLED TORQED 70 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED AIR INLET COUPLING V-BAND FROM ENGINE SWIRL FRAME  JC086257 0.1 JF569322 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Oct-2014 5 X 00 INSTALLED TORQED 70 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED AIR INLET COUPLING V-BAND FROM ENGINE SWIRL FRAME  JC086257 0.1 JF569322 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Oct-2014 5 X 00 INSTALLED TORQED 70 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED AIR INLET COUPLING V-BAND FROM ENGINE SWIRL FRAME  JC086257 0.1 JF569322 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Oct-2014 5 X 00 INSTALLED TORQED 70 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED AIR INLET COUPLING V-BAND FROM ENGINE SWIRL FRAME  JC086257 0.1 TT210073 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Oct-2014 5 X 00 INSTALLED TORQED 70 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED AIR INLET COUPLING V-BAND FROM ENGINE SWIRL FRAME  JC086257 0.1 TT210073 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Oct-2014 5 X 00 INSTALLED TORQED 70 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED AIR INLET COUPLING V-BAND FROM ENGINE SWIRL FRAME  JC086257 0.1 TT210073 0.2 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 6 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE AIR INLET S/N A334-04032 JC086257 0.1 JF569322 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 6 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE AIR INLET S/N A334-04032 JC086257 0.1 JF569322 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 6 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE AIR INLET S/N A334-04032 JC086257 0.1 JF569322 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 6 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE AIR INLET S/N A334-04032 JC086257 0.1 TT210073 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 6 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE AIR INLET S/N A334-04032 JC086257 0.1 TT210073 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 6 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE AIR INLET S/N A334-04032 JC086257 0.1 TT210073 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 7 X 00 CONNECTED FUEL HOSE TO ELBOW TQ 460 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FUEL HOSE FROM ELBOW MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 7 X 00 CONNECTED FUEL HOSE TO ELBOW TQ 460 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED FUEL HOSE FROM ELBOW MS901397 0.3 MM969296 0.1 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 7 X 00 CONNECTED FUEL HOSE TO ELBOW TQ 460 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FUEL HOSE FROM ELBOW MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 8 X 00 INSTALLED COMMON D3 DRAIN LINE TQ 150 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COMMON D3 DRAIN DRAIN LINE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 8 X 00 INSTALLED COMMON D3 DRAIN LINE TQ 150 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COMMON D3 DRAIN DRAIN LINE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 8 X 00 INSTALLED COMMON D3 DRAIN LINE TQ 150 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COMMON D3 DRAIN DRAIN LINE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 9 X 00 INSTALLED HMU VENT DRAIN LINE TQ 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HMU VENT DRAIN LINE MS901397 0.3 MM969296 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 9 X 00 INSTALLED HMU VENT DRAIN LINE TQ 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HMU VENT DRAIN LINE MS901397 0.3 MM969296 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 9 X 00 INSTALLED HMU VENT DRAIN LINE TQ 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HMU VENT DRAIN LINE MS901397 0.3 MM969296 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 10 X 00 CONNECTED CENTER MOUNT LINK TO LOWER SUPPORT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED CENTER ENGINE MOUNT LINK MS901397 0.3 MM969296 0.1 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 10 X 00 CONNECTED CENTER MOUNT LINK TO LOWER SUPPORT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CENTER ENGINE MOUNT LINK MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 10 X 00 CONNECTED CENTER MOUNT LINK TO LOWER SUPPORT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CENTER ENGINE MOUNT LINK MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 11 X 00 CONNECTED AFT ENGINE MOUNT LINKS TO STRUTS TQ 190 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED AFT ENGINE MOUNT LINKS FROM STRUTS MS901397 0.3 MM969296 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 11 X 00 CONNECTED AFT ENGINE MOUNT LINKS TO STRUTS TQ 190 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED AFT ENGINE MOUNT LINKS FROM STRUTS MS901397 0.3 MM969296 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 11 X 00 CONNECTED AFT ENGINE MOUNT LINKS TO STRUTS TQ 190 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED AFT ENGINE MOUNT LINKS FROM STRUTS MS901397 0.3 MM969296 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 12 X 00 INSTALLED INLET ANTI-ICE TUBE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INLET ANTI-ICE TUBE. MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 12 X 00 INSTALLED INLET ANTI-ICE TUBE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INLET ANTI-ICE TUBE. MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 12 X 00 INSTALLED INLET ANTI-ICE TUBE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED INLET ANTI-ICE TUBE. MS901397 0.3 MM969296 0.1 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 13 X 00 REPLACED #1 ENGINE S/N GE-E-307908
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE FROM AIRCRAFT, S/N GE-E-374121C MS901397 1 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 13 X 00 REPLACED #1 ENGINE S/N GE-E-307908
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE FROM AIRCRAFT, S/N GE-E-374121C MS901397 1 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 13 X 00 REPLACED #1 ENGINE S/N GE-E-307908
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE FROM AIRCRAFT, S/N GE-E-374121C MS901397 1 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 14 X 00 INSTALLED 6 EA AFT ENGINE MOUNT LINKS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 6 EA AFT ENGINE MOUNT LINKS MS901397 0.3 MM969296 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 14 X 00 INSTALLED 6 EA AFT ENGINE MOUNT LINKS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 6 EA AFT ENGINE MOUNT LINKS MS901397 0.3 MM969296 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 14 X 00 INSTALLED 6 EA AFT ENGINE MOUNT LINKS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 6 EA AFT ENGINE MOUNT LINKS MS901397 0.3 MM969296 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 15 X 00 INSTALLED CENTER BODY CONE TQ 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTER BODY CONE MS901397 0.3 MM963604 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 15 X 00 INSTALLED CENTER BODY CONE TQ 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED CENTER BODY CONE MS901397 0.3 MM963604 0.1 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 15 X 00 INSTALLED CENTER BODY CONE TQ 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTER BODY CONE MS901397 0.3 MM963604 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 16 X 00 INSTALLED TORQED 45IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROTCH ASSY JC086257 0.1 JF569322 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 16 X 00 INSTALLED TORQED 45IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROTCH ASSY JC086257 0.1 JF569322 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 16 X 00 INSTALLED TORQED 45IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROTCH ASSY JC086257 0.1 JF569322 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 16 X 00 INSTALLED TORQED 45IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROTCH ASSY JC086257 0.1 TT210073 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 16 X 00 INSTALLED TORQED 45IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROTCH ASSY JC086257 0.1 TT210073 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 16 X 00 INSTALLED TORQED 45IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROTCH ASSY JC086257 0.1 TT210073 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 17 X 00 INSTALLED HIGH SPEED DRIVESHAFT S/N C845-07225SAC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HIGH SPEED SHAFT S/N C845-07225SAC MS901397 0.3 MM969296 0.2 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 17 X 00 INSTALLED HIGH SPEED DRIVESHAFT S/N C845-07225SAC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HIGH SPEED SHAFT S/N C845-07225SAC MS901397 0.3 MM969296 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 17 X 00 INSTALLED HIGH SPEED DRIVESHAFT S/N C845-07225SAC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HIGH SPEED SHAFT S/N C845-07225SAC MS901397 0.3 MM969296 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 18 X 00 INSTALLED FWD SUPPORT TUBE TQ 120 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FWD SUPPORT TUBE MS901397 0.3 MM969296 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 18 X 00 INSTALLED FWD SUPPORT TUBE TQ 120 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FWD SUPPORT TUBE MS901397 0.3 MM969296 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 18 X 00 INSTALLED FWD SUPPORT TUBE TQ 120 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FWD SUPPORT TUBE MS901397 0.3 MM969296 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 19 X 00 CONNECTED ELECTRICAL CONNECTORS P815, P825
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS P815, P825 MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 19 X 00 CONNECTED ELECTRICAL CONNECTORS P815, P825
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS P815, P825 MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 19 X 00 CONNECTED ELECTRICAL CONNECTORS P815, P825
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED ELECTRICAL CONNECTORS P815, P825 MS901397 0.3 MM969296 0.1 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 20 X 00 CONNECTED LDS ROTARY INPUT TO HMU
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LDS ROTARY INPUT FROM HMU MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 20 X 00 CONNECTED LDS ROTARY INPUT TO HMU
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LDS ROTARY INPUT FROM HMU MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 20 X 00 CONNECTED LDS ROTARY INPUT TO HMU
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LDS ROTARY INPUT FROM HMU MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 21 X 00 CONNECTED PAS ROTARY INPUT TO HMU
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED PAS ROTARY INPUT FROM HMU MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 21 X 00 CONNECTED PAS ROTARY INPUT TO HMU
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED PAS ROTARY INPUT FROM HMU MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 21 X 00 CONNECTED PAS ROTARY INPUT TO HMU
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED PAS ROTARY INPUT FROM HMU MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 22 X 00 INSTALLED STARTER BLEED AIR TUBE TQ 40 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 22 X 00 INSTALLED STARTER BLEED AIR TUBE TQ 40 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED STARTER BLEED AIR TUBE MS901397 0.3 MM969296 0.1 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 22 X 00 INSTALLED STARTER BLEED AIR TUBE TQ 40 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 23 X 00 INSTALLED CROSS BLEED AIR TUBE TQ 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROSS BLEED AIR TUBE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 23 X 00 INSTALLED CROSS BLEED AIR TUBE TQ 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROSS BLEED AIR TUBE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 23 X 00 INSTALLED CROSS BLEED AIR TUBE TQ 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROSS BLEED AIR TUBE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 24 X 00 INSTALLED IPS BLOWER DUCT TQ 65 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 24 X 00 INSTALLED IPS BLOWER DUCT TQ 65 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 24 X 00 INSTALLED IPS BLOWER DUCT TQ 65 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 25 X 00 INSTALLED DESWIRL DUCT CLAMP TQ 40 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED DESWIRL DUCT CLAMP MS901397 0.3 MM969296 0.1 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 25 X 00 INSTALLED DESWIRL DUCT CLAMP TQ 40 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DESWIRL DUCT CLAMP MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 25 X 00 INSTALLED DESWIRL DUCT CLAMP TQ 40 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DESWIRL DUCT CLAMP MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 26 X 00 CONNECTED HIGH SPEED SHAFT TO INPUT COUPLING TQ 130 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED HIGH SPEED SHAFT FROM INPUT COUPLING MS901397 0.3 MM969296 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 26 X 00 CONNECTED HIGH SPEED SHAFT TO INPUT COUPLING TQ 130 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED HIGH SPEED SHAFT FROM INPUT COUPLING MS901397 0.3 MM969296 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 26 X 00 CONNECTED HIGH SPEED SHAFT TO INPUT COUPLING TQ 130 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED HIGH SPEED SHAFT FROM INPUT COUPLING MS901397 0.3 MM969296 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 27 X 00 CONNECTED FWD SUPPORT TO GIMBLE TQ 180 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FWD SUPPORT FROM GIMBLE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 27 X 00 CONNECTED FWD SUPPORT TO GIMBLE TQ 180 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FWD SUPPORT FROM GIMBLE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 27 X 00 CONNECTED FWD SUPPORT TO GIMBLE TQ 180 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED FWD SUPPORT FROM GIMBLE MS901397 0.3 MM969296 0.1 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 28 X 00 CONNECTED FWD DRAIN HOSE TO SWIRL FRAME TQ 270 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FWD DRAIN HOSE FROM SWIRL FRAME MS901397 0 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 28 X 00 CONNECTED FWD DRAIN HOSE TO SWIRL FRAME TQ 270 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FWD DRAIN HOSE FROM SWIRL FRAME MS901397 0 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 28 X 00 CONNECTED FWD DRAIN HOSE TO SWIRL FRAME TQ 270 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FWD DRAIN HOSE FROM SWIRL FRAME MS901397 0 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 29 X 00 CONNECTED COMBUSTOR DRAIN LINE TQ 135 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED COMBUSTOR DRAIN LINE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 29 X 00 CONNECTED COMBUSTOR DRAIN LINE TQ 135 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED COMBUSTOR DRAIN LINE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 29 X 00 CONNECTED COMBUSTOR DRAIN LINE TQ 135 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED COMBUSTOR DRAIN LINE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 30 X 00 REINSTALLED 8 SCREWS TO CDU
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 8 SCREWS FROM CDU MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 30 X 00 REINSTALLED 8 SCREWS TO CDU
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED 8 SCREWS FROM CDU MS901397 0.3 MM969296 0.1 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 30 X 00 REINSTALLED 8 SCREWS TO CDU
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 8 SCREWS FROM CDU MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 31 X 00 RECONNECTED 4 EA ELECTRICAL CONNECTORS TO CDU
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 4 EA ELECTRICAL CONNECTORS FROM CDU MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 31 X 00 RECONNECTED 4 EA ELECTRICAL CONNECTORS TO CDU
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 4 EA ELECTRICAL CONNECTORS FROM CDU MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 31 X 00 RECONNECTED 4 EA ELECTRICAL CONNECTORS TO CDU
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 4 EA ELECTRICAL CONNECTORS FROM CDU MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 32 X 00 REPLACED CDU WITH S/N 488
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CDU S/N 06407 MS901397 0.3 MM969296 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 32 X 00 REPLACED CDU WITH S/N 488
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CDU S/N 06407 MS901397 0.3 MM969296 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 32 X 00 REPLACED CDU WITH S/N 488
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CDU S/N 06407 MS901397 0.3 MM969296 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 33 X 00 REINSTALLED 4 BOLTS TO SDC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED 4 BOLTS FROM SDC MS901397 0.3 MM969296 0.1 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 33 X 00 REINSTALLED 4 BOLTS TO SDC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 4 BOLTS FROM SDC MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 33 X 00 REINSTALLED 4 BOLTS TO SDC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 4 BOLTS FROM SDC MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 34 X 00 RECONNECTED 3 ELECTRICAL CONNECTORS TO SDC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 3 ELECTRICAL CONNECTORS FROM SDC MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 34 X 00 RECONNECTED 3 ELECTRICAL CONNECTORS TO SDC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 3 ELECTRICAL CONNECTORS FROM SDC MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 34 X 00 RECONNECTED 3 ELECTRICAL CONNECTORS TO SDC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 3 ELECTRICAL CONNECTORS FROM SDC MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 35 X 00 REPLACED SDC WITH S/N 1321
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SDC S/N 06388 MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 35 X 00 REPLACED SDC WITH S/N 1321
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SDC S/N 06388 MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 35 X 00 REPLACED SDC WITH S/N 1321
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SDC S/N 06388 MS901397 0.3 MM969296 0.1 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 6256.9

Current Status A: X Current Status E:

SERIAL NUMBER: 7923303

LAST MISSION:
Current Status O:

HOURS:
12-Feb-2015

Current Status W:

6155.9

DATE SEQ NO STATUS wuc ACTION TAKEN

21-Oct-2014 36 X 00 REINSTALLED 4 BOLTS TO SDC

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED 4 BOLTS FROM SDC MS901397 0 MM969296 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Oct-2014 36 X 00 REINSTALLED 4 BOLTS TO SDC

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED 4 BOLTS FROM SDC MS901397 0 MM969296 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Oct-2014 36 X 00 REINSTALLED 4 BOLTS TO SDC

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED 4 BOLTS FROM SDC MS901397 0 MM969296 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Oct-2014 37 X 00 RECONNECTED 3 ELECTRICAL CONNECTORS TO SDC

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED 3 ELECTRICAL CONNECTORS FROM SDC MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Oct-2014 37 X 00 RECONNECTED 3 ELECTRICAL CONNECTORS TO SDC

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED 3 ELECTRICAL CONNECTORS FROM SDC MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Oct-2014 37 X 00 RECONNECTED 3 ELECTRICAL CONNECTORS TO SDC

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED 3 ELECTRICAL CONNECTORS FROM SDC MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Oct-2014 38 X 00 REPLACED SDC WITH S/N 1271

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SDC S/N 3781 MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Oct-2014 38 X 00 REPLACED SDC WITH S/N 1271

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SDC S/N 3781 MS901397 0.3 MM969296 0.1 F




Report Date: 24-Feb-2015
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Selection Range : 01-Sep-2014 To 24-Feb-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7923303

HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 38 X 00 REPLACED SDC WITH S/N 1271
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SDC S/N 3781 MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 39 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR P818 AND P819 FROM AIR JC086257 0.1 MM137988 0.2 F
INLET
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 39 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR P818 AND P819 FROM AIR JC086257 0.1 MM137988 0.2 F
INLET
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 39 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR P818 AND P819 FROM AIR JC086257 0.1 MM137988 0.2 F
INLET
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 40 X 00 INSTALLED TQ 165 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSEN CLAMPS FROM AIR INLET BLEED AIR TUBE JC086257 0.1 MM137988 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 40 X 00 INSTALLED TQ 165 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSEN CLAMPS FROM AIR INLET BLEED AIR TUBE JC086257 0.1 MM137988 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 40 X 00 INSTALLED TQ 165 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSEN CLAMPS FROM AIR INLET BLEED AIR TUBE JC086257 0.1 MM137988 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 41 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMP WATER WASH HOSE FROM AIR INLET JC086257 0.1 MM137988 0.2 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 41 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMP WATER WASH HOSE FROM AIR INLET JC086257 0.1 MM137988 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 41 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMP WATER WASH HOSE FROM AIR INLET JC086257 0.1 MM137988 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 42 X 00 INSTALLED TQ 3/4 TURN PAST SHARPRISE IN TQ
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FIRE EXTINGUISHER DISCHARGE TUBE FROM JC086257 0.1 MM137988 0.2 F
FIREWALL
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 42 X 00 INSTALLED TQ 3/4 TURN PAST SHARPRISE IN TQ
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FIRE EXTINGUISHER DISCHARGE TUBE FROM JC086257 0.1 MM137988 0.2 F
FIREWALL
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 42 X 00 INSTALLED TQ 3/4 TURN PAST SHARPRISE IN TQ
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FIRE EXTINGUISHER DISCHARGE TUBE FROM JC086257 0.1 MM137988 0.2 F
FIREWALL
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 43 X 00 INSTALLED TQ 70 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AIR INLET COUPLING V-BAND FROM ENGINE SWIRL FRAME  JC086257 0.1 MM137988 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 43 X 00 INSTALLED TQ 70 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AIR INLET COUPLING V-BAND FROM ENGINE SWIRL FRAME  JC086257 0.1 MM137988 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 43 X 00 INSTALLED TQ 70 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED AIR INLET COUPLING V-BAND FROM ENGINE SWIRL FRAME  JC086257 0.1 MM137988 0.2 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 44 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE AIR INLET S/N A334-01989 JC086257 0.1 MM137988 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 44 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE AIR INLET S/N A334-01989 JC086257 0.1 MM137988 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 44 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE AIR INLET S/N A334-01989 JC086257 0.1 MM137988 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 45 X 00 CONNECTED FUEL HOSE TO ELBOW (#2 ENGINE) TQ 460 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FUEL HOSE FROM ELBOW MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 45 X 00 CONNECTED FUEL HOSE TO ELBOW (#2 ENGINE) TQ 460 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FUEL HOSE FROM ELBOW MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 45 X 00 CONNECTED FUEL HOSE TO ELBOW (#2 ENGINE) TQ 460 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FUEL HOSE FROM ELBOW MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 46 X 00 INSTALLED COMMON D3 DRAIN LINE (#2 ENGINE) TQ 150 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COMMON D3 DRAIN LINE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 46 X 00 INSTALLED COMMON D3 DRAIN LINE (#2 ENGINE) TQ 150 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED COMMON D3 DRAIN LINE MS901397 0.3 MM969296 0.1 F




Page 21 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 46 X 00 INSTALLED COMMON D3 DRAIN LINE (#2 ENGINE) TQ 150 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COMMON D3 DRAIN LINE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 47 X 00 INSTALLED HMU VENT DRAIN LINE (#2 ENGINE) TQ 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HMU VENT DRAIN LINE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 47 X 00 INSTALLED HMU VENT DRAIN LINE (#2 ENGINE) TQ 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HMU VENT DRAIN LINE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 47 X 00 INSTALLED HMU VENT DRAIN LINE (#2 ENGINE) TQ 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HMU VENT DRAIN LINE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 48 X 00 CONNECTED ELECTRICAL CONNECTORS P814,P824 (#2 ENGINE)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS P814, P824 MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 48 X 00 CONNECTED ELECTRICAL CONNECTORS P814,P824 (#2 ENGINE)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS P814, P824 MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 48 X 00 CONNECTED ELECTRICAL CONNECTORS P814,P824 (#2 ENGINE)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS P814, P824 MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 49 X 00 CONNECTED LDS ROTARY INPUT TO HMU (#2 ENGINE)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED LDS ROTARY INPUT FROM HMU MS901397 0.3 MM969296 0.1 F




Page 22 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7923303
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 6256.9

Current Status A: X

HOURS: 6155.9
12-Feb-2015

Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Oct-2014 49 X 00 CONNECTED LDS ROTARY INPUT TO HMU (#2 ENGINE)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED LDS ROTARY INPUT FROM HMU MS901397 0.3 MM969296 0.1 F

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Oct-2014 49 X 00 CONNECTED LDS ROTARY INPUT TO HMU (#2 ENGINE)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED LDS ROTARY INPUT FROM HMU MS901397 0.3 MM969296 0.1 F

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Oct-2014 50 X 00 CONNECTED PAS ROTARY INPUT TO HMU (#2 ENGINE)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED PAS ROTARY INPUT FROM HMU MS901397 0.3 MM969296 0.1 F

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Oct-2014 50 X 00 CONNECTED PAS ROTARY INPUT TO HMU (#2 ENGINE)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED PAS ROTARY INPUT FROM HMU MS901397 0.3 MM969296 0.1 F

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Oct-2014 50 X 00 CONNECTED PAS ROTARY INPUT TO HMU (#2 ENGINE)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED PAS ROTARY INPUT FROM HMU MS901397 0.3 MM969296 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN

21-Oct-2014 51 X 00

FAULT WRITE-UP:
REMOVED STARTER BLEED AIR TUBE

INSTALLED STARTER BLEED AIR TUBE (#2 ENGINE) TQ 40 IN LBS

TIPID TI_MMH PID MMH TYPE
MS901397 0.3 MM969296 0.1 F

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Oct-2014 51 X 00 INSTALLED STARTER BLEED AIR TUBE (#2 ENGINE) TQ 40 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
21-Oct-2014 51 X 00 INSTALLED STARTER BLEED AIR TUBE (#2 ENGINE) TQ 40 IN LBS

FAULT WRITE-UP:
REMOVED STARTER BLEED AIR TUBE

TIPID TI_MMH PID MMH TYPE
MS901397 0.3 MM969296 0.1 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 52 X 00 INSTALLED CROSS BLEED AIR TUBE (#2 ENGINE) TQ 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROSS BLEED AIR TUBE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 52 X 00 INSTALLED CROSS BLEED AIR TUBE (#2 ENGINE) TQ 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROSS BLEED AIR TUBE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 52 X 00 INSTALLED CROSS BLEED AIR TUBE (#2 ENGINE) TQ 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROSS BLEED AIR TUBE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 53 X 00 INSTALLED IPS BLOWER DUCT (#2 ENGINE) TQ 65 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 53 X 00 INSTALLED IPS BLOWER DUCT (#2 ENGINE) TQ 65 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 53 X 00 INSTALLED IPS BLOWER DUCT (#2 ENGINE) TQ 65 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 54 X 00 INSTALLED DESWIRL DUCT CLAMP (#2 ENGINE) TQ 40 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DESWIRL DUCT CLAMP MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 54 X 00 INSTALLED DESWIRL DUCT CLAMP (#2 ENGINE) TQ 40 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED DESWIRL DUCT CLAMP MS901397 0.3 MM969296 0.1 F




Report Date: 24-Feb-2015

Page 24 of 181
Selection Range : 01-Sep-2014 To 24-Feb-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7923303 HOURS: 6155.9

MODEL: UH-60A
NEXT PHASE: 6256.9

Current Status A: X Current Status E: -

DATE SEQNO STATUS wucC
21-Oct-2014 54 X 00

FAULT WRITE-UP:
REMOVED DESWIRL DUCT CLAMP

LAST MISSION: 12-Feb-2015

Current Status O: Current Status W:

ACTION TAKEN
INSTALLED DESWIRL DUCT CLAMP (#2 ENGINE) TQ 40 IN LBS

TIPID TI_MMH PID MMH TYPE
MS901397 0.3 MM969296 0.1 F

DATE SEQ NO STATUS wuc
21-Oct-2014 55 X 00

FAULT WRITE-UP:
DISCONNECTED HIGH SPEED SHAFT FROM INPUT COUPLING

ACTION TAKEN
CONNECTED HIGH SPEED SHAFT TO INPUT COUPLING (#2 ENGINE) TQ
130 IN LBS

TIPID TI_MMH PID MMH TYPE
MS901397 0.3 MM969296 0.1 F

DATE SEQ NO STATUS wucC
21-Oct-2014 55 X 00

FAULT WRITE-UP:
DISCONNECTED HIGH SPEED SHAFT FROM INPUT COUPLING

ACTION TAKEN
CONNECTED HIGH SPEED SHAFT TO INPUT COUPLING (#2 ENGINE) TQ
130 IN LBS

TIPID TI_MMH PID MMH TYPE
MS901397 0.3 MM969296 0.1 F

DATE SEQ NO STATUS wuc
21-Oct-2014 55 X 00

FAULT WRITE-UP:
DISCONNECTED HIGH SPEED SHAFT FROM INPUT COUPLING

ACTION TAKEN
CONNECTED HIGH SPEED SHAFT TO INPUT COUPLING (#2 ENGINE) TQ
130 IN LBS

TIPID TI_MMH PID MMH TYPE
MS901397 0.3 MM969296 0.1 F

DATE SEQNO STATUS wucC
21-Oct-2014 56 X 00

FAULT WRITE-UP:
DISCONNECTED FWD SUPPORT FROM GIMBLE

ACTION TAKEN
CONNECTED FWD SUPPORT TO GIMBLE (#2 ENGINE) TQ 180 IN LBS

TIPID TI_MMH PID MMH TYPE
MS901397 0.3 MM969296 0.2 F

DATE SEQNO STATUS wucC
21-Oct-2014 56 X 00

FAULT WRITE-UP:
DISCONNECTED FWD SUPPORT FROM GIMBLE

ACTION TAKEN
CONNECTED FWD SUPPORT TO GIMBLE (#2 ENGINE) TQ 180 IN LBS

TIPID TI_MMH PID MMH TYPE
MS901397 0.3 MM969296 0.2 F

DATE SEQNO STATUS wucC
21-Oct-2014 56 X 00

FAULT WRITE-UP:
DISCONNECTED FWD SUPPORT FROM GIMBLE

ACTION TAKEN
CONNECTED FWD SUPPORT TO GIMBLE (#2 ENGINE) TQ 180 IN LBS

TIPID TI_MMH PID MMH TYPE
MS901397 0.3 MM969296 0.2 F

DATE SEQ NO STATUS wucC
21-Oct-2014 57 X 00

FAULT WRITE-UP:
DISCONNECTED FWD DRAIN HOSE FROM SWIRL FRAME

ACTION TAKEN
CONNECTED FWD DRAIN HOSE TO SWIRL FRAME (#2 ENGINE) TQ 270 IN
LBS

TIPID TI_MMH PID MMH TYPE
MS901397 0.3 MM969296 0.1 F




Page 25 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 57 X 00 CONNECTED FWD DRAIN HOSE TO SWIRL FRAME (#2 ENGINE) TQ 270 IN
LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FWD DRAIN HOSE FROM SWIRL FRAME MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 57 X 00 CONNECTED FWD DRAIN HOSE TO SWIRL FRAME (#2 ENGINE) TQ 270 IN
LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FWD DRAIN HOSE FROM SWIRL FRAME MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 58 X 00 CONNECTED COMBUSTOR DRAIN LINE D1 (#2 ENGINE) TQ 135 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED COMBUSTOR DRAIN LINE D1 MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 58 X 00 CONNECTED COMBUSTOR DRAIN LINE D1 (#2 ENGINE) TQ 135 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED COMBUSTOR DRAIN LINE D1 MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 58 X 00 CONNECTED COMBUSTOR DRAIN LINE D1 (#2 ENGINE) TQ 135 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED COMBUSTOR DRAIN LINE D1 MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 59 X 00 CONNECTED CENTER MOUNT LINK LOWER SUPPORT (#2 ENGINE)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CENTER ENGINE MOUNT LINK FROM SUPPORT MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 59 X 00 CONNECTED CENTER MOUNT LINK LOWER SUPPORT (#2 ENGINE)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CENTER ENGINE MOUNT LINK FROM SUPPORT MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 59 X 00 CONNECTED CENTER MOUNT LINK LOWER SUPPORT (#2 ENGINE)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED CENTER ENGINE MOUNT LINK FROM SUPPORT MS901397 0.3 MM969296 0.1 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 60 X 00 CONNECTED AFT ENGINE MOUNT LINKS TO STRUTS (#2 ENGINE) TQ 190
IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED AFT ENGINE MOUNT LINKS FROM STRUTS MS901397 0.3 MM969296 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 60 X 00 CONNECTED AFT ENGINE MOUNT LINKS TO STRUTS (#2 ENGINE) TQ 190
IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED AFT ENGINE MOUNT LINKS FROM STRUTS MS901397 0.3 MM969296 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 60 X 00 CONNECTED AFT ENGINE MOUNT LINKS TO STRUTS (#2 ENGINE) TQ 190
IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED AFT ENGINE MOUNT LINKS FROM STRUTS MS901397 0.3 MM969296 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 61 X 00 INSTALLED INLET ANTI-ICE TUBE TO ENGINE (#2 ENGINE) TQ 40 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INLET ANTI-ICE TUBE FROM ENGINE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 61 X 00 INSTALLED INLET ANTI-ICE TUBE TO ENGINE (#2 ENGINE) TQ 40 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INLET ANTI-ICE TUBE FROM ENGINE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 61 X 00 INSTALLED INLET ANTI-ICE TUBE TO ENGINE (#2 ENGINE) TQ 40 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INLET ANTI-ICE TUBE FROM ENGINE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 62 X 00 REPLACE ENGINE (#2 ENGINE) S/N GE-E-307924
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE FROM AIRCRAFT S/N GE-E-763031C MS901397 0.5 MM969296 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 62 X 00 REPLACE ENGINE (#2 ENGINE) S/N GE-E-307924
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ENGINE FROM AIRCRAFT S/N GE-E-763031C MS901397 0.5 MM969296 0.2 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 62 X 00 REPLACE ENGINE (#2 ENGINE) S/N GE-E-307924
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE FROM AIRCRAFT S/N GE-E-763031C MS901397 0.5 MM969296 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 63 X 00 INSTALLED 6 EA AFT ENGINE MOUNT LINKS (#2 ENGINE)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 6 EA AFT ENGINE MOUNT LINKS MS901397 0.3 MM969296 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 63 X 00 INSTALLED 6 EA AFT ENGINE MOUNT LINKS (#2 ENGINE)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 6 EA AFT ENGINE MOUNT LINKS MS901397 0.3 MM969296 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 63 X 00 INSTALLED 6 EA AFT ENGINE MOUNT LINKS (#2 ENGINE)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 6 EA AFT ENGINE MOUNT LINKS MS901397 0.3 MM969296 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 64 X 00 INSTALLED CENTER BODY CONE (#2 ENGINE) TQ 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTER BODY CONE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 64 X 00 INSTALLED CENTER BODY CONE (#2 ENGINE) TQ 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTER BODY CONE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 64 X 00 INSTALLED CENTER BODY CONE (#2 ENGINE) TQ 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTER BODY CONE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 65 X 00 INSTALLED TQ 45 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED CROTCH ASSY JC086257 0.1 MM137988 0.2 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 65 X 00 INSTALLED TQ 45 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROTCH ASSY JC086257 0.1 MM137988 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 65 X 00 INSTALLED TQ 45 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROTCH ASSY JC086257 0.1 MM137988 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 66 X 00 INSTALLED HIGH SPEED DRIVESHAFT S/N C845-03485SAC (#2 ENGINE)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HIGH SPEED SHAFT S/N C845-03485SAC MS901397 0.3 MM969296 0.3 F

DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 66 X 00 INSTALLED HIGH SPEED DRIVESHAFT S/N C845-03485SAC (#2 ENGINE)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HIGH SPEED SHAFT S/N C845-03485SAC MS901397 0.3 MM969296 0.3 F

DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 66 X 00 INSTALLED HIGH SPEED DRIVESHAFT S/N C845-03485SAC (#2 ENGINE)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HIGH SPEED SHAFT S/N C845-03485SAC MS901397 0.3 MM969296 0.3 F

DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 67 X 00 INSTALLED FWD SUPPORT TUBE TO ENGINE (#2 ENGINE) TQ 120 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FWD SUPPORT TUBE FROM ENGINE MS901397 0 MM969296 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 67 X 00 INSTALLED FWD SUPPORT TUBE TO ENGINE (#2 ENGINE) TQ 120 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FWD SUPPORT TUBE FROM ENGINE MS901397 0 MM969296 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 67 X 00 INSTALLED FWD SUPPORT TUBE TO ENGINE (#2 ENGINE) TQ 120 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED FWD SUPPORT TUBE FROM ENGINE MS901397 0 MM969296 0.2 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 68 X 00 CONNECTED LDS CALBES TO IPS BLOWER DUCT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LDS CABLES FROM IPS BLOWER DUCT MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 68 X 00 CONNECTED LDS CALBES TO IPS BLOWER DUCT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LDS CABLES FROM IPS BLOWER DUCT MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 68 X 00 CONNECTED LDS CALBES TO IPS BLOWER DUCT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LDS CABLES FROM IPS BLOWER DUCT MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 69 - 00 INSP OK .012 AXIAL PLAY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT #1 INPUT AXIAL PLAY DUE 0 MM969296 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 69 - 00 INSP OK .012 AXIAL PLAY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT #1 INPUT AXIAL PLAY DUE 0 MM969296 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 69 - 00 INSP OK .012 AXIAL PLAY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT #1 INPUT AXIAL PLAY DUE 0 MM969296 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 70 - 00 INSP OK .013 AXIAL PLAY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT #2 INPUT AXIAL PLAY DUE 0 MM969296 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 70 - 00 INSP OK .013 AXIAL PLAY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT #2 INPUT AXIAL PLAY DUE 0 MM969296 0.2 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 70 - 00 INSP OK .013 AXIAL PLAY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT #2 INPUT AXIAL PLAY DUE 0 MM969296 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 71 - 00 TORQUE CHECK OK 646 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TORQUE CHECK DUE ON HIGH SPEED SHAFT INPUT COUPLER 0 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 71 - 00 TORQUE CHECK OK 646 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TORQUE CHECK DUE ON HIGH SPEED SHAFT INPUT COUPLER 0 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 71 - 00 TORQUE CHECK OK 646 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TORQUE CHECK DUE ON HIGH SPEED SHAFT INPUT COUPLER 0 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 72 - 00 TORQUE CHECK OK 646 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TORQUE CHECK DUE ON HIGH SPEED SHAFT INPUT COUPLER 0 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 72 - 00 TORQUE CHECK OK 646 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TORQUE CHECK DUE ON HIGH SPEED SHAFT INPUT COUPLER 0 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 72 - 00 TORQUE CHECK OK 646 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TORQUE CHECK DUE ON HIGH SPEED SHAFT INPUT COUPLER 0 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 73 X 00 REINSTALLED 2 EA CLAMPS TQ 40 IN LBS3
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED 2 EA CLAMPS FROM #1 ENGINE CROSS BLEED VALVE MS901397 0.3 MM969296 0.1 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 73 X 00 REINSTALLED 2 EA CLAMPS TQ 40 IN LBS3
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 2 EA CLAMPS FROM #1 ENGINE CROSS BLEED VALVE MS901397 0.3 MM969296 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 73 X 00 REINSTALLED 2 EA CLAMPS TQ 40 IN LBS3
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 2 EA CLAMPS FROM #1 ENGINE CROSS BLEED VALVE MS901397 0.3 MM969296 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 74 X 00 RECONNECTED33
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 1 EA ELECTRICAL CONNECTION FROM #1 ENGINE MS901397 0.3 MM969296 0.1 F

CROSS BLEED VALVE

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Oct-2014 74 X 00 RECONNECTED33
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 1 EA ELECTRICAL CONNECTION FROM #1 ENGINE MS901397 0.3 MM969296 0.1 F

CROSS BLEED VALVE

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Oct-2014 74 X 00 RECONNECTED33
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 1 EA ELECTRICAL CONNECTION FROM #1 ENGINE MS901397 0.3 MM969296 0.1 F

CROSS BLEED VALVE

DATE SEQ NO STATUS wuc ACTION TAKEN

21-Oct-2014 75 X 00 REPLACED WITH S/N 10485

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 ENGINE CROSS BLEED VALVE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Oct-2014 75 X 00 REPLACED WITH S/N 10485

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 ENGINE CROSS BLEED VALVE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Oct-2014 75 X 00 REPLACED WITH S/N 10485

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 ENGINE CROSS BLEED VALVE MS901397 0.3 MM969296 0.1 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 76 X 00 REINSTALLED 2 EA CLAMPS TQ 40 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 2 EA CLAMPS FROM #2 ENGINE CROSS BLEED VALVE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 76 X 00 REINSTALLED 2 EA CLAMPS TQ 40 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 2 EA CLAMPS FROM #2 ENGINE CROSS BLEED VALVE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 76 X 00 REINSTALLED 2 EA CLAMPS TQ 40 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 2 EA CLAMPS FROM #2 ENGINE CROSS BLEED VALVE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2014 77 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 1 EA ELECTRICAL CONNECTOR FROM #2 ENGINE MS901397 0.3 MM969296 0.1 F

CROSS BLEED VALVE

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Oct-2014 77 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 1 EA ELECTRICAL CONNECTOR FROM #2 ENGINE MS901397 0.3 MM969296 0.1 F

CROSS BLEED VALVE

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Oct-2014 77 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 1 EA ELECTRICAL CONNECTOR FROM #2 ENGINE MS901397 0.3 MM969296 0.1 F

CROSS BLEED VALVE

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Oct-2014 78 X 00 REPLACED WITH S/N 9423
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE CROSS BLEED VALVE MS901397 0.3 MM969296 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
21-Oct-2014 78 X 00 REPLACED WITH S/N 9423
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #2 ENGINE CROSS BLEED VALVE MS901397 0.3 MM969296 0.1 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015

Current Status A: X Current Status E: -

Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Oct-2014 78 X 00 REPLACED WITH S/N 9423
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED #2 ENGINE CROSS BLEED VALVE MS901397 0.3 MM969296 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 24-Oct-2014 716 AM 1 X 6107.5 01-Nov-2014 6107.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A801 - PMD DUE. WAS DUE AT: 22-OCT-2014. UPGRADE TO COMPLETED
RED X STATUS ON 24-OCT-2014
WHEN HOW  MAL wuc MAINT  DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JC086257 05 MM137988 0.5 F
o) o) 1 00 F 22
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Oct-2014 7:22AM 1 X 6107.5 01-Nov-2014 6107.5 0 1 04A
FAULT WRITE-UP: ACTION TAKEN:
INSP A022 - 14 DAY FLYABLE STORAGE ENGINE RUN UP. WAS DUE COMPLETED
AT: 28-OCT-2014. UPGRADE TO RED X STATUS ON 30-OCT-2014
WHEN HOW  MAL wuc MAINT  DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JC086257 0.1 MM137988 0.5 F
o) o) 1 04A F 28
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Nov-2014 1251PM 5 X MS901397 6107.5 03-Nov-2014 6107.5 0 1 04
FAULT WRITE-UP: ACTION TAKEN:
WORK IN PROGRESS ON #1 ENG AND #2 ENG REINSTALLED ENG 1 AND ENG 2
WHEN HOW  MAL wuc MAINT  DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS | Rc926538 0.1 MS901397 2 F
K G 5 04 F 0
DELAY

13-2s to Follow
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Nov-2014 1 X 04 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC INLET ANTI-ICE CANNON PLUG RC926538 0.1 MS901397 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Nov-2014 2 X 04 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC FIRE EXT HOSE RC926538 0.1 MS901397 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Nov-2014 3 X 04 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC WATER WASH HOSE RC926538 0.1 MS901397 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Nov-2014 4 X 04 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLEED AIR TUBE RC926538 0.1 MS901397 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Nov-2014 5 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ENG INLET CLAMP RC926538 0.1 MS901397 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Nov-2014 6 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD # 1 ENG INLET ASSY RC926538 0.1 MS901397 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Nov-2014 7 - 04 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY DUE 0 MS901397 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Nov-2014 8 X 04 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISC ICE DET CANNON PLUG #2 RC926538 0.1 MS901397 0.3 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Nov-2014 9 X 04 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC INLET ANTI-ICE CANNON PLUG #2 RC926538 0.1 MS901397 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Nov-2014 10 X 04 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC FIRE EXT HOSE #2 RC926538 0.1 MS901397 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Nov-2014 11 X 04 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC WATER WASH HOSE RC926538 0.1 MS901397 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Nov-2014 12 X 04 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC BLEED AIR COUPLING RC926538 0.1 MS901397 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Nov-2014 13 X 04 REISTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ENG INLET CLAMP RC926538 0.1 MS901397 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Nov-2014 14 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD # 2 ENG INLET ASSY RC926538 0.1 MS901397 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Nov-2014 15 - 04 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOLBOX INVENTORY DUE 0 MS901397 0.3 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Nov-2014 7:54 AM 1 X 6107.5 13-Nov-2014 6107.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A103 - AIRCRAFT WASH DUE. WAS DUE AT: 02-NOV-2014. COMPLETED
UPGRADE TO RED X STATUS ON 06-NOV-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MS901397 0.3 AS154120 1 F
O O 1 00 F -7
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 12-Nov-2014 7:24 AM 3 X 6107.5 13-Nov-2014 6107.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A115 - LUBE REQUIRMENTS (ESM ONLY). WAS DUE AT: 06- COMPLETED
NOV-2014 OR 6138.7 HOURS. UPGRADE TO RED X STATUS ON 10-
NOV-2014 OR 6142.7 HOURS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MS901397 0.3 AS154120 2 F
0 0 1 00 F -1
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN

12-Nov-2014 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BIFILAR LUBE (WP 1660) 0 AS154120 0.5 F
DATE SEQNO STATUS wuc ACTION TAKEN

12-Nov-2014 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BIFILAR LUBE (WP 1660) 0 AS154120 0.5 F
DATE SEQNO STATUS wuc ACTION TAKEN

12-Nov-2014 2 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LANDING GEAR STRUT LUBE (WP 1664) 0 ND046337 0.2 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LANDING GEAR STRUT LUBE (WP 1664) 0 ND046337 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 3 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H MAIN LDG UPPER FAIRING RC926538 0.2 AS154120 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 3 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H MAIN LDG UPPER FAIRING RC926538 0.2 AS154120 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H MAIN LDG UPPER FAIRING RC926538 0.2 AS154120 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H MAIN LDG UPPER FAIRING RC926538 0.2 AS154120 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 5 X 00 REINSTALLED LH SIDE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL CONE ACCESS PANEL L ORR RC926538 0.2 AS154120 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 5 X 00 REINSTALLED LH SIDE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL CONE ACCESS PANEL L ORR RC926538 0.2 AS154120 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

STABILATOR ACTUATOR LUBE (WP1665) 0 NDO046337 0.2 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
STABILATOR ACTUATOR LUBE (WP1665) 0 ND046337 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WINDSHIELD WIPER PIVOT STUDS LUBE (WP 1666) 0 ND046337 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WINDSHIELD WIPER PIVOT STUDS LUBE (WP 1666) 0 ND046337 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 8 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WINDSHIELD WIPER CONVERTER LUBE (WP 1667) 0 ND046337 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 8 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WINDSHIELD WIPER CONVERTER LUBE (WP 1667) 0 ND046337 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 9 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY DUE 0 ND046337 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 9 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY DUE 0 ND046337 0.2 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Nov-2014 7:24 AM 8 X 6107.5 13-Nov-2014 6107.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A801 - PMD DUE. WAS DUE AT: 08-NOV-2014. UPGRADE TO COMPLETED
RED X STATUS ON 10-NOV-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RC926538 0.2 AS154120 1 F
O O 1 00 F -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Nov-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 ND046337 0.4 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Nov-2014 1 . 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 ND046337 0.4 F
AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Nov-2014 1:22PM 1 X 6107.5 18-Nov-2014 6107.5 0 1 04A
FAULT WRITE-UP: ACTION TAKEN:
INSP A022 - 14 DAY FLYABLE STORAGE ENGINE RUN UP. WAS DUE COMPLETED
AT: 15-NOV-2014. UPGRADE TO RED X STATUS ON 17-NOV-2014
WHEN HOW  MAL wuc MAINT  DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS | wu920721 0.2 JK089326 1 F
o) o 1 04A F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Dec-2014 7227 AM 1 X  CC139253 61145 11-Dec-2014 61145 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
TAIL LANDING GEAR UPPER AND LOWER TEFLON COATED REPLACED UPPER AND LOWER TEFLON COATED WASHERS
WASHERS DISBONDED 100 %
WHEN HOW  MAL wuc MAINT  DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS | Rc926538 0.2 DE041245 0.5 F
K G 2 02 F 0
DELAY

13-2s to Follow
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 1 X 02 REPLACED COVER
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD DUST COVER RC926538 0.2 DEO041245 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 2 X 02 REPLACED LOCKRING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOCKRING RC926538 0.2 DEO041245 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 3 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD TAIL LANDING GEAR FORK RC926538 0.2 DEO041245 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 4 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOCKPIN BUSHING RC926538 0.2 DEO041245 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 5 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP. REQUIRED 0 CC139253 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 6 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY DUE 0 CC139253 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Dec-2014 7 X 02 REPLACED AND BONDED WITH EA 9309.3NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD UPPER AND LOWER TEFLON WASHERS RC926538 0.2 DE041245 0.2 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Dec-2014 6:35 AM 1 X 6118 17-Dec-2014 6118 0 1 00

FAULT WRITE-UP: ACTION TAKEN:

INSP A115 - LUBE REQUIRMENTS (ESM ONLY). WAS DUE AT: 13- COMPLETE
DEC-2014 OR 6147.5 HOURS. UPGRADE TO RED X STATUS ON 17-
DEC-2014 OR 6151.5 HOURS

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MS901397 0.5 DE041245 0.1 F
O O 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2014 1 - 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BIFILAR LUBE (WP 1660) 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 05-Jan-2015 6:43 AM 1 X 6120.1 05-Jan-2015 6120.1 0 1 02

FAULT WRITE-UP:

INSP A670 - CABIN TUB INSPECTION. WAS DUE AT: 04-DEC-2014.
UPGRADE TO RED X STATUS ON 04-JAN-2015

ACTION TAKEN:

45 DAY EXTENTION AUTHORIZED IAW AR 70-62 MEC NUMBER
F193187 NTE 17FEB2015

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MS901397 0.3 DE041245 0.1 F
O O 1 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 05-Jan-2015 6:43 AM 2 X 6120.1 05-Jan-2015 6120.1 0 1 04A05

FAULT WRITE-UP:

ACTION TAKEN:
INSP A673 - FUEL CELL CORROSION INSPECTION. WAS DUE AT: 04

45 DAY EXTENTION AUTHORIZED IAW AR 70-62 MEC NUMBER

-DEC-2014. UPGRADE TO RED X STATUS ON 04-JAN-2015 F193187 NTE 17FEB2015
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MS901397 0.3 DE041245 0.1 F
o O 1 04A05 F 0

DELAY
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 05-Jan-2015 6:43 AM 3 X 6120.1 05-Jan-2015 6120.1 0 1 1"

FAULT WRITE-UP:
INSP A675 - FLIGHT CONTROL ROD INSP. WAS DUE AT: 04-DEC-

ACTION TAKEN:
45 DAY EXTENTION AUTHORIZED IAW AR 70-62 MEC NUMBER

2014. UPGRADE TO RED X STATUS ON 04-JAN-2015 F193187 NTE 17FEB2015
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MS901397 0.3 DE041245 0.1 F
o} o} 1 1" F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2015 6:37 AM 2 X 6121.7 12-Jan-2015 6121.7 0 3 00

FAULT WRITE-UP: ACTION TAKEN:

INSP A222 - AMSS SURVIVAL KIT INSPECTION. WAS DUE AT: 11- INSP OK
JAN-2015. UPGRADE TO RED X STATUS ON 12-JAN-2015
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL884350 0.1 DF136718 1 F
O O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 20-Jan-2015 11:18 AM 2 X 6127.5 21-Jan-2015 6127.5 0 1 04A06B

FAULT WRITE-UP: ACTION TAKEN:

INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. WAS COMPLETED
DUE AT: 15-JAN-2015. UPGRADE TO RED X STATUS ON 19-JAN-
2015
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MS901397 0.3 DM213174 0.3 F
O O 1 04A06B F -1

DELAY
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Report Date: To 24-Feb-2015

24-Feb-2015 Selection Range : 01-Sep-2014

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Jan-2015 11:18 AM 3 X 6127.5 21-Jan-2015 6127.5 0 1 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. WAS COMPLETED
DUE AT: 15-JAN-2015. UPGRADE TO RED X STATUS ON 19-JAN-
2015
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MS901397 0.3 DM213174 0.3 F
0 O 1 04A06B F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 30-Jan-2015 11:52 AM 1 X GM507479 6139.3 02-Feb-2015 6139.3 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
FOD INSP FOR MISSING PEN IN COCKPIT AREA PEN FOUND UNDER CO-PILOT SEAT
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MS901397 0.5 JS131228 0.3 F
B G 1 00 F 27
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Jan-2015 1 X 00 RESET
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RECLINED CO-PILOTS SEAT MS901397 0.5 JS131228 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Jan-2015 11:53AM 2 X DE041245 6139.3 30-Jan-2015 6139.3 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
BLACK T/R BLADE DEICE BRACKET SCREW BROKEN REPLACED SCREW
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MS901397 0.5 DE041245 0.1 F
X G 1 02 F 0
DELAY
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Feb-2015 9:14 AM 1 X JR133253 6139.3 02-Feb-2015 6139.3 0 L 02
FAULT WRITE-UP: ACTION TAKEN:
WORK IN PROGRESS ON APU INLETS REINSTALLED APU INLETS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MS901397 0.5 JR133253 0.5 F
K G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
02-Feb-2015 1 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM LEFT APU INLET MS901397 0.5 JR133253 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
02-Feb-2015 2 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LEFT APU INLET MS901397 0.5 JR133253 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
02-Feb-2015 3 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM RIGHT APU INLET MS901397 0.5 JR133253 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
02-Feb-2015 4 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RIGHT APU INLET MS901397 0.5 JR133253 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
02-Feb-2015 5 / 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 JR133253 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
02-Feb-2015 6 / 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY DUE 0 JR133253 0.1 F
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Report Date: To 24-Feb-2015

24-Feb-2015 Selection Range : 01-Sep-2014

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Feb-2015 3:51 PM 3 X 6145.400 08-Feb-2015 6145.4 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A140 - DOWNLOAD AND REVIEW IVHMS DATA. WAS DUE AT: COMPLETE
6138.7 HOURS. UPGRADE TO RED X STATUS ON 6143.8 HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL884350 0.1 DE041245 0.1 F
O O 1 00 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 23-Feb-2015 7:53 AM 3 X 6155.9 24-Feb-2015 6155.9 0 6 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. WAS COMPLETED
DUE AT: 15-FEB-2015. UPGRADE TO RED X STATUS ON 19-FEB-
2015
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JP234951 0.2 JP234951 0.2 F
0 0 1 04A06B F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 23-Feb-2015 7:53 AM 4 X 6155.9 24-Feb-2015 6155.9 0 6 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. WAS COMPLETED
DUE AT: 15-FEB-2015. UPGRADE TO RED X STATUS ON 19-FEB-
2015
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JP234951 0.2 JP234951 0.3 F
O O 1 04A06B F -1
DELAY




Report Date: 24-Feb-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A

SERIAL NUMBER: 7923303

Selection Range : 01-Sep-2014

Page 47 of 181
To 24-Feb-2015

HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Oct-2014 12:00 PM 4 ® WB925347 6110.2 26-Nov-2014 6110.2 0

FAULT WRITE-UP:

AIRCRAFT RESTRICTED FROM NVG AND NIGHT UNAIDED DUE TO
RADAR ALTIMETERS INOP

WHEN HOW MAL

ACTION TAKEN:

ENTRY ENTERED IN ERROR SEE ENTRY ABOVE

1 19

wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RC926538 0.1 MW112775 0.1 F

G G 3 19 -13

DELAY

PARTS ORDERED 15 OCT 14 MW112775, WORK ORDERED 13 NOV

14

DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 23-Oct-2014  1:09 PM 5 ® CT040282 6107.5 01-Nov-2014

6107.5 0

1 00
FAULT WRITE-UP: ACTION TAKEN:
AIRCRAFT RESTRICTED TO GROUND RUNS ONLY FOR HIGH RESTRICTION LIFTED WITH INLETS INSTALLED
SPEED SHAFT BALANCING
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JC086257 0.1 TT210073 0.1 D
K G 2 00 F 21
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 03-Dec-2014 6:40 AM 1 ® WuU920721 6118 16-Dec-2014 6118 0 1 191
FAULT WRITE-UP: ACTION TAKEN:
AIRCRAFT RESTRICTED FROM IMC FLIGHT DUE TO INTERMITTENT SEE WRITE UP ABOVE
ATTIDUDE GYRO FAILURE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RC926538 0.2 MW112775 0.2 F
G G 2 191 F -13

DELAY
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Jan-2015 8:36 AM 2 ® CD117653 6120.1 08-Jan-2015 6120.1 0 R 02
FAULT WRITE-UP: ACTION TAKEN:
MISSION ESSENTIAL EQUIPMENT REQUIRED RMVD MISSION ESSENTIAL EQUIPMENT
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JS131228 0.1 CD117653 0.5 F
Q G 1 02 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
08-Jan-2015 1 X 02 RMVD HF CONTROL HEAD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVAL OF HF CONTROL HEAD REQUIRED JS131228 0.1 CD117653 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
08-Jan-2015 2 X 02 RMVD HF R/T
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVAL OF HF R/T REQUIRED JS131228 0.1 CD117653 0.4 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
08-Jan-2015 3 X 02 RMVD HF AMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVAL OF HF AMP REQUIRED JS131228 0.1 CD117653 0.4 F
DATE SEQ NO STATUS WucC ACTION TAKEN
08-Jan-2015 4 - 02 INSP COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP REQUIRED 0 CD117653 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
08-Jan-2015 5 - 02 INSP COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOLBOX INVENTORY REQUIRED

0 CD117653 0.1 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Sep-2014 8:14 AM 1 - 6071.8 05-Sep-2014 6071.8 0 1 04A
FAULT WRITE-UP: ACTION TAKEN:
INSP A022 - 14 DAY FLYABLE STORAGE ENGINE RUN UP. DUE AT: COMPLETED
04-SEP-2014. UPGRADE TO RED X STATUS ON 06-SEP-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 SD987079 0.1 F
O O 1 04A F -3
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 02-Sep-2014 8:14 AM 2 - 6070.3 05-Sep-2014 6070.3 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A115 - LUBE REQUIRMENTS (ESM ONLY). DUE AT: 06-SEP- COMPLETED
2014 OR 6098.7 HOURS. UPGRADE TO RED X STATUS ON 10-SEP-
2014 OR 6102.7 HOURS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CR133259 1 F
0 0 1 00 F -3
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Sep-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BIFILAR LUBE (WP 1660) 0 SB111066 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Sep-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BIFILAR LUBE (WP 1660) 0 SB111066 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Sep-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LANDING GEAR STRUT LUBE (WP 1664) 0 CR133259 0.4 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Sep-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LANDING GEAR STRUT LUBE (WP 1664) 0 CR133259 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Sep-2014 3 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H MAIN LDG UPPER FAIRING DK942180 0.1 CR133259 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Sep-2014 3 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H MAIN LDG UPPER FAIRING DK942180 0.1 CR133259 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Sep-2014 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H MAIN LDG UPPER FAIRING DK942180 0.1 CR133259 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Sep-2014 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H MAIN LDG UPPER FAIRING DK942180 0.1 CR133259 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Sep-2014 5 X 00 REINSTALLED RIGHT PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL CONE ACCESS PANEL L ORR DK942180 0.1 CR133259 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Sep-2014 5 X 00 REINSTALLED RIGHT PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL CONE ACCESS PANEL L ORR DK942180 0.1 CR133259 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Sep-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

STABILATOR ACTUATOR LUBE (WP1665) 0 CR133259 0.2 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Sep-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
STABILATOR ACTUATOR LUBE (WP1665) 0 CR133259 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Sep-2014 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WINDSHIELD WIPER PIVOT STUDS LUBE (WP 1666) 0 CR133259 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Sep-2014 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WINDSHIELD WIPER PIVOT STUDS LUBE (WP 1666) 0 CR133259 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Sep-2014 8 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WINDSHIELD WIPER CONVERTER LUBE (WP 1667) 0 CR133259 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Sep-2014 8 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WINDSHIELD WIPER CONVERTER LUBE (WP 1667) 0 CR133259 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Sep-2014 9 - 00 COMPLETED;OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY DUE 0 CR133259 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Sep-2014 9 - 00 COMPLETED;OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOLBOX INVENTORY DUE 0 CR133259 0.1 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Sep-2014 10:15AM 3 - CR133259 6070.3 02-Sep-2014 6070.3 0 6 02
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH REQUIREMENTS OF H-60-14-ASAM-10 BY COMPLIED WITH H-60-14-ASAM-10
16SEPTEMBER14
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CR133259 0.1 F
B G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 03-Sep-2014 7:09 AM 1 - 6071.8 05-Sep-2014 6071.8 0 3 00

FAULT WRITE-UP:

ACTION TAKEN:

INSP A801 - PMD DUE. DUE AT: 05-SEP-2014. UPGRADE TO RED X COMPLETED
STATUS ON 07-SEP-2014
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CR133259 1 F
o o 1 00 F -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Sep-2014 2:02PM 1 - 6077.5 10-Sep-2014 6077.5 0 1 09BO1A
FAULT WRITE-UP: ACTION TAKEN:
INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1). DUE COMPLETED OK
AT: 10-SEP-2014. UPGRADE TO RED X STATUS ON 14-SEP-2014
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 SB111066 0.1 F
o o 1 09BO1A F -4

DELAY
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Sep-2014  2:02 PM 2 - 6071.8 06-Sep-2014 6071.8 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CR133259 1 F
X O 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
06-Sep-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 CR133259 1 F
AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 07-Sep-2014 12:12 PM 1 - 6077.5 08-Sep-2014 6077.5 0 3 05A01I
FAULT WRITE-UP: ACTION TAKEN:
INSP A020 - PERFORM M/R SPINDLE LUGS, M/R CUFF, TIP CAPS COMPLETED
INSPECTION. DUE AT: 6080.3 HOURS. UPGRADE TO RED X
STATUS ON 6081.4 HOURS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CR133259 1 F
0 0 1 05A01I F -1

DELAY
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Sep-2014  2:26 PM 1 - 6077.5 08-Sep-2014 6077.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CR133259 1 F
X O 1 00 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
08-Sep-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 CR133259 0.4 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Sep-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 CR133259 0.4 F
AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Sep-2014 5:20 PM 1 - 6081.7 13-Sep-2014 6081.7 0 3 05A01I

FAULT WRITE-UP: ACTION TAKEN:

INSP A020 - PERFORM M/R SPINDLE LUGS, M/R CUFF, TIP CAPS COMPLETED
INSPECTION. DUE AT: 6087.5 HOURS. UPGRADE TO RED X
STATUS ON 6088.6 HOURS

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CR133259 1 F
o o 1 05A011 F -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Sep-2014 5:06 PM 1 - 6084.4 16-Sep-2014 6084.4 0 6 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. DUE COMPLETED
AT: 17-SEP-2014. UPGRADE TO RED X STATUS ON 21-SEP-2014
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CR133259 0.2 F
O O 1 04A06B F -3

DELAY




Page 56 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Sep-2014  5:06 PM 2 - 6084.4 16-Sep-2014 6084.4 0 6 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. DUE COMPLETED
AT: 17-SEP-2014. UPGRADE TO RED X STATUS ON 21-SEP-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CR133259 0.2 F
O O 1 04A06B F -3
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Sep-2014 5:06 PM 3 - 6081.7 13-Sep-2014 6081.7 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A222 - AMSS SURVIVAL KIT INSPECTION. DUE AT: 14-SEP- COMPLETED
2014. UPGRADE TO RED X STATUS ON 15-SEP-2014
WHEN HOW MAL WwucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CR133259 1 F
O O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Sep-2014 5:06 PM 4 - 6081.7 13-Sep-2014 6081.7 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A801 - PMD DUE. DUE AT: 15-SEP-2014. UPGRADE TO RED X COMPLETED
STATUS ON 17-SEP-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CR133259 1 F
0 0 1 00 F 0
DELAY
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Sep-2014 5:07 PM 5 - 6081.7 13-Sep-2014 6081.7 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CR133259 1 F
X O 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
13-Sep-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 CR133259 1 F
AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 16-Sep-2014 4:21 PM 1 - 6084.4 16-Sep-2014 6084.4 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 SB111066 0.9 F
X 0 1 00 F 0
DELAY

13-2s to Follow
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

16-Sep-2014 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 SB111066 0.5 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR

DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 SB111066 0.9 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR




Page 59 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Sep-2014 7:47 AM 1 - 6084.4 17-Sep-2014 6084.4 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 SB111066 1 F
X O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 18-Sep-2014 3:15 PM 1 - 6087.3 18-Sep-2014 6087.3 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CR133259 1 F
X 0 1 00 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN
18-Sep-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 CR133259 0.3 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

18-Sep-2014 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 CR133259 0.3 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR

DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 22-Sep-2014 8:09 AM 1 - 6087.3 24-Sep-2014 6087.3 0 1 19H
FAULT WRITE-UP: ACTION TAKEN:
INSP E108 - KY-58 PMCS/OPNL CHECK (STANDBY). DUE AT: 24-SEP KY-58 NOT INSTALLED
-2014. UPGRADE TO RED X STATUS ON 28-SEP-2014
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 SB111066 0.1 F
o o} 1 19H F -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 22-Sep-2014  8:09 AM 2 - 6087.3 24-Sep-2014 6087.3 0 1 19R
FAULT WRITE-UP: ACTION TAKEN:
INSP E300 - EMERGENCY LOCATOR TRANSMITTER SELF TEST COMPLETED OK
(EBC-406HM). DUE AT: 24-SEP-2014. UPGRADE TO RED X STATUS
ON 28-SEP-2014
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 SB111066 0.1 F
O O 1 19R F -2
DELAY
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 23-Sep-2014 8:44 AM 1 - 6087.3 25-Sep-2014 6087.3 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A801 - PMD DUE. DUE AT: 25-SEP-2014. UPGRADE TO RED X COMPLETED
STATUS ON 27-SEP-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CR133259 1 F
O O 1 00 F -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 25-Sep-2014 2:08 PM 1 - 6087.3 25-Sep-2014 6087.3 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CR133259 1 F
X 0 1 00 F 0
DELAY

13-2s to Follow

DATE  SEQNO STATUS wuc ACTION TAKEN
25-Sep-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 CR133259 1 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Sep-2014 9:20 AM 1 - 6087.3 26-Sep-2014 6087.3 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A177 - 90 DAY REVIEW/UPDATE OF 365-4 ENTRIES. DUE AT: COMPLETED
27-SEP-2014. UPGRADE TO RED X STATUS ON 28-SEP-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CR133259 1 F
O O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 29-Sep-2014 8:26 AM 1 - 6089 01-Oct-2014 6089 0 1 04A
FAULT WRITE-UP: ACTION TAKEN:
INSP A022 - 14 DAY FLYABLE STORAGE ENGINE RUN UP. DUE AT: COMPLETED
01-OCT-2014. UPGRADE TO RED X STATUS ON 03-OCT-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CR133259 1 F
0 0 1 04A F 27
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 29-Sep-2014 8:26 AM 2 - 6091.8 03-Oct-2014 6091.8 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A103 - AIRCRAFT WASH DUE. DUE AT: 02-OCT-2014. COMPLETED
UPGRADE TO RED X STATUS ON 06-OCT-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CR133259 1 F
0 0 1 00 F 25
DELAY
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 29-Sep-2014 8:26 AM 3 - 6098.7 06-Oct-2014 6098.7 0 J 02A
FAULT WRITE-UP: ACTION TAKEN:
INSP A230 - INSPECT BATTERY COMPARTMENT FOR CORROSION INSP COMPLETED
(SLAB). DUE AT: 10-OCT-2014. UPGRADE TO RED X STATUS ON 23-
OCT-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CD117653 0.1 F
0 O 1 02A F 22
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 30-Sep-2014 8:16 AM 1 - 6090.2 02-Oct-2014 6090.2 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A801 - PMD DUE. DUE AT: 02-OCT-2014. UPGRADE TO RED X COMPLETED
STATUS ON 04-OCT-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CR133259 1 F
0 0 1 00 F 27
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Oct-2014  9:03 AM 1 - 6098.7 07-Oct-2014 6098.7 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A115 - LUBE REQUIRMENTS (ESM ONLY). DUE AT: 05-OCT- COMPLETED
2014 OR 6110.3 HOURS. UPGRADE TO RED X STATUS ON 09-OCT-
2014 OR 6114.3 HOURS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AS154120 2 F
O O 1 00 F -6
DELAY

13-2s to Follow

DATE SEQ NO STATUS wuc ACTION TAKEN
01-Oct-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BIFILAR LUBE (WP 1660) 0 AS154120 1 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BIFILAR LUBE (WP 1660) 0 AS154120 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BIFILAR LUBE (WP 1660) 0 AS154120 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LANDING GEAR STRUT LUBE (WP 1664) 0 DM213174 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LANDING GEAR STRUT LUBE (WP 1664) 0 DM213174 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LANDING GEAR STRUT LUBE (WP 1664) 0 DM213174 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 3 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H MAIN LDG UPPER FAIRING RC926538 0.2 DM213174 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 3 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H MAIN LDG UPPER FAIRING RC926538 0.2 DM213174 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 3 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED L/H MAIN LDG UPPER FAIRING RC926538 0.2 DM213174 1 F




Page 65 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H MAIN LDG UPPER FAIRING RC926538 0.2 DM213174 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H MAIN LDG UPPER FAIRING RC926538 0.2 DM213174 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H MAIN LDG UPPER FAIRING RC926538 0.2 DM213174 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 5 X 00 REINSTALLED R
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL CONE ACCESS PANEL L ORR RC926538 0.2 ND046337 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 5 X 00 REINSTALLED R
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL CONE ACCESS PANEL L ORR RC926538 0.2 ND046337 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 5 X 00 REINSTALLED R
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL CONE ACCESS PANEL L ORR RC926538 0.2 ND046337 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
STABILATOR ACTUATOR LUBE (WP1665) 0 AS154120 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

STABILATOR ACTUATOR LUBE (WP1665) 0 AS154120 0.3 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 6256.9

Current Status A: X

Current Status E:

SERIAL NUMBER: 7923303
LAST MISSION:

Current Status O:

HOURS:
12-Feb-2015

Current Status W:

6155.9

DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 6 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

STABILATOR ACTUATOR LUBE (WP1665) 0 AS154120 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 7 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

WINDSHIELD WIPER PIVOT STUDS LUBE (WP 1666) 0 AS154120 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 7 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

WINDSHIELD WIPER PIVOT STUDS LUBE (WP 1666) 0 AS154120 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 7 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

WINDSHIELD WIPER PIVOT STUDS LUBE (WP 1666) 0 AS154120 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 8 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

WINDSHIELD WIPER CONVERTER LUBE (WP 1667) 0 AS154120 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 8 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

WINDSHIELD WIPER CONVERTER LUBE (WP 1667) 0 AS154120 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 8 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

WINDSHIELD WIPER CONVERTER LUBE (WP 1667) 0 AS154120 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

01-Oct-2014 9 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOLBOX INVENTORY DUE 0 NDO046337 0.3 F




Report Date: 24-Feb-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7923303

NEXT PHASE: 6256.9

Current Status A: X Current Status E: -

Selection Range : 01-Sep-2014

LAST MISSION:
Current Status O:

Page 67 of 181
To 24-Feb-2015

HOURS:
12-Feb-2015

6155.9

Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 9 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY DUE 0 NDO046337 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Oct-2014 9 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY DUE 0 NDO046337 0.3 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Oct-2014  4:52 PM 1 - 6090.2 02-Oct-2014 6090.2 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CR133259 1 F
X O 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 CR133259 1 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Oct-2014 7:48 AM 1 - 6098.7 07-Oct-2014 6098.7 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A110 - PMS 40 HOUR INSPECTION (ESM ONLY). DUE AT: COMPLETED
6098.7 HOURS. UPGRADE TO RED X STATUS ON 6100.8 HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AS154120 2 F
O O 1 00 F -4
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
03-Oct-2014 1 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED PILOTS YAW PEDAL BOOTS 0 AS154120 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
03-Oct-2014 1 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED PILOTS YAW PEDAL BOOTS 0 AS154120 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
03-Oct-2014 2 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED CO-PILOTS YAW PEDAL BOOTS 0 AS154120 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
03-Oct-2014 2 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED CO-PILOTS YAW PEDAL BOOTS 0 AS154120 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
03-Oct-2014 3 / 00 SECURED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED CABIN SOUNDPROOFING 0 NDO046337 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
03-Oct-2014 3 / 00 SECURED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOWERED CABIN SOUNDPROOFING

0 NDO046337 0.2 F




Page 69 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Oct-2014 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H MAIN LDG UPR FAIRING RC926538 0.2 DM213174 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Oct-2014 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H MAIN LDG UPR FAIRING RC926538 0.2 DM213174 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Oct-2014 5 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H MAIN LDG UPR FAIRING RC926538 0.2 DM213174 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Oct-2014 5 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H MAIN LDG UPR FAIRING RC926538 0.2 DM213174 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Oct-2014 6 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H BULKHEAD SOUNDPROOFING 0 AS154120 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Oct-2014 6 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H BULKHEAD SOUNDPROOFING 0 AS154120 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Oct-2014 7 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H FUEL ENCLOSURE PANEL 0 ND046337 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Oct-2014 7 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H FUEL ENCLOSURE PANEL 0 NDO046337 0.2 F




Page 70 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 6256.9

Current Status A: X

Current Status E:

SERIAL NUMBER: 7923303
LAST MISSION:

Current Status O:

HOURS:
12-Feb-2015

Current Status W:

6155.9

DATE SEQ NO STATUS wuc ACTION TAKEN

03-Oct-2014 8 X 00 REINSTALLED L

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TAIL CONE ACCESS PANEL ROR L RC926538 0.2 NDO046337 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Oct-2014 8 X 00 REINSTALLED L

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TAIL CONE ACCESS PANEL ROR L RC926538 0.2 NDO046337 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Oct-2014 9 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED INTERMEDIATE G/B COVER 0 NDO046337 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Oct-2014 9 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED INTERMEDIATE G/B COVER 0 NDO046337 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Oct-2014 10 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED STABILATOR INSPECTION PANELS 4 EA RC926538 0.2 AS154120 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Oct-2014 10 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED STABILATOR INSPECTION PANELS 4 EA RC926538 0.2 AS154120 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Oct-2014 11 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED OIL COOLER DUCT ACCESS COVER RC926538 0.2 AS154120 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Oct-2014 11 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED OIL COOLER DUCT ACCESS COVER RC926538 0.2 AS154120 0.3 F




Page 71 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 6256.9

Current Status A: X Current Status E: -

SERIAL NUMBER: 7923303
LAST MISSION:

Current Status O:

HOURS:
12-Feb-2015

Current Status W:

6155.9

DATE SEQ NO STATUS wuc ACTION TAKEN

03-Oct-2014 12 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED APU FUEL CONTROL PAN COVER RC926538 0.2 AS154120 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Oct-2014 12 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED APU FUEL CONTROL PAN COVER RC926538 0.2 AS154120 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Oct-2014 13 / 00 N/A

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 STARTER OIL PLUG 0 AS154120 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Oct-2014 13 / 00 N/A

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 STARTER OIL PLUG 0 AS154120 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Oct-2014 14 / 00 N/A

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #2 STARTER OIL PLUG 0 AS154120 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Oct-2014 14 / 00 N/A

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #2 STARTER OIL PLUG 0 AS154120 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Oct-2014 15 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM ACTUATORS POSITION COMPARATOR CHECK FOR 0 AS154120 0.5 F

STABILATOR SYSTEM
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Oct-2014 15 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM ACTUATORS POSITION COMPARATOR CHECK FOR 0 AS154120 0.5 F

STABILATOR SYSTEM




Page 72 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Oct-2014 16 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AREA 1 COCKPIT INSP. REQUIREMENTS 0 AS154120 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Oct-2014 16 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AREA 1 COCKPIT INSP. REQUIREMENTS 0 AS154120 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Oct-2014 17 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AREA 2 CABIN INSP. REQUIREMENTS 0 AS154120 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Oct-2014 17 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AREA 2 CABIN INSP. REQUIREMENTS 0 AS154120 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Oct-2014 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AREA 3 TRANSITION INSP. REQ. 0 AS154120 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Oct-2014 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AREA 3 TRANSITION INSP. REQ. 0 AS154120 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Oct-2014 19 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AREA 4 TAIL CONE INSP. REQUIREMENTS 0 AS154120 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Oct-2014 19 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AREA 4 TAIL CONE INSP. REQUIREMENTS 0 AS154120 0.5 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 6256.9

Current Status A: X

Current Status E:

SERIAL NUMBER: 7923303
LAST MISSION:

Current Status O:

HOURS:
12-Feb-2015

Current Status W:

6155.9

DATE SEQ NO STATUS wuc ACTION TAKEN

03-Oct-2014 20 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AREA 5 TAIL ROTOR PYLON INSP. REQUIREMENTS 0 NDO046337 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Oct-2014 20 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AREA 5 TAIL ROTOR PYLON INSP. REQUIREMENTS 0 NDO046337 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Oct-2014 21 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AREA 6 MAIN ROTOR PYLON INSP. REQUIREMENTS 0 AS154120 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Oct-2014 21 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AREA 6 MAIN ROTOR PYLON INSP. REQUIREMENTS 0 AS154120 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Oct-2014 22 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION REQUIRED 0 NDO046337 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Oct-2014 22 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION REQUIRED 0 NDO046337 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Oct-2014 23 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOLBOX INVENTORY DUE 0 NDO046337 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Oct-2014 23 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOLBOX INVENTORY DUE 0 NDO046337 0.3 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Oct-2014 1:52 PM 2 - 6091.8 03-Oct-2014 6091.8 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CR133259 1 F
X O 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
03-Oct-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 CR133259 1 F
AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 04-Oct-2014 11:00 AM 1 - 6098.7 06-Oct-2014 6098.7 0 3 05A01I
FAULT WRITE-UP: ACTION TAKEN:
INSP A020 - PERFORM M/R SPINDLE LUGS, M/R CUFF, TIP CAPS COMPLETED
INSPECTION. DUE AT: 6101.8 HOURS. UPGRADE TO RED X
STATUS ON 6102.9 HOURS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AS154120 0.3 F
0 0 1 05A01I F -2

DELAY




Page 75 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Oct-2014  6:39 AM 1 - 6098.7 06-Oct-2014 6098.7 0 J 09B01A
FAULT WRITE-UP: ACTION TAKEN:
INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1). DUE INSP COMPLETED
AT: 10-OCT-2014. UPGRADE TO RED X STATUS ON 14-OCT-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CD117653 0.1 F
O O 1 09B01A F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 06-Oct-2014  9:02 AM 2 - 6098.7 06-Oct-2014 6098.7 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AS154120 1 F
X 0 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 AS154120 1 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Oct-2014  9:50 AM 3 - AS154120 6098.7 07-Oct-2014 6098.7 0 6 02
FAULT WRITE-UP: ACTION TAKEN:
ACE INSPECTION DUE COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AS154120 3 F
O O 2 02 F -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
06-Oct-2014 1 X 02 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER RT. HARD POINT FAIRINGS RC926538 0.1 NDO046337 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
06-Oct-2014 1 X 02 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER RT. HARD POINT FAIRINGS RC926538 0.1 NDO046337 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
06-Oct-2014 1 X 02 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER RT. HARD POINT FAIRINGS RC926538 0.1 NDO046337 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
06-Oct-2014 2 X 02 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOWER RT. HARD POINT FAIRING RC926538 0.1 NDO046337 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
06-Oct-2014 2 X 02 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOWER RT. HARD POINT FAIRING RC926538 0.1 NDO046337 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
06-Oct-2014 2 X 02 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED LOWER RT. HARD POINT FAIRING

RC926538 0.1 NDO046337 0.1 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 3 X 02 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER LEFT HARD POINT FAIRING RC926538 0.2 ND046337 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 3 X 02 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER LEFT HARD POINT FAIRING RC926538 0.2 ND046337 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 3 X 02 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER LEFT HARD POINT FAIRING RC926538 0.2 ND046337 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 4 X 02 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOWER LEFT HARD POINT FAIRING RC926538 0.2 ND046337 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 4 X 02 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOWER LEFT HARD POINT FAIRING RC926538 0.2 ND046337 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 4 X 02 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOWER LEFT HARD POINT FAIRING RC926538 0.2 ND046337 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 5 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL LDG SHOCK STRUT ACCESS PANEL RC926538 0.2 ND046337 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Oct-2014 5 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TAIL LDG SHOCK STRUT ACCESS PANEL RC926538 0.2 NDO046337 0.3 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 6256.9

Current Status A: X Current Status E: -

SERIAL NUMBER: 7923303
LAST MISSION:

Current Status O:

HOURS:
12-Feb-2015

Current Status W:

6155.9

DATE SEQ NO STATUS wuc ACTION TAKEN
06-Oct-2014 5 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL LDG SHOCK STRUT ACCESS PANEL RC926538 0.2 NDO046337 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Oct-2014 6 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOWER TAIL PYLON 5-INCH ROUND ACCESS PANEL RC926538 0.2 NDO046337 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Oct-2014 6 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOWER TAIL PYLON 5-INCH ROUND ACCESS PANEL RC926538 0.2 NDO046337 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Oct-2014 6 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOWER TAIL PYLON 5-INCH ROUND ACCESS PANEL RC926538 0.2 NDO046337 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Oct-2014 7 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R PYLON DRIVE SHAFT COVER/FM ANTENNA RC926538 0.2 NDO046337 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Oct-2014 7 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R PYLON DRIVE SHAFT COVER/FM ANTENNA RC926538 0.2 NDO046337 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
06-Oct-2014 7 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R PYLON DRIVE SHAFT COVER/FM ANTENNA RC926538 0.2 NDO046337 0.2 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 10-Oct-2014 10:03AM 3 - 6102.4 10-Oct-2014 6102.4 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD AND AWR/ISAQ DAILY DUE COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AS154120 1 F
X O 1 00 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
10-Oct-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 AS154120 0.4 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

10-Oct-2014 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 AS154120 0.4 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR

DATE SEQ NO STATUS wuc ACTION TAKEN
10-Oct-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 AS154120 0.4 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

10-Oct-2014 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 ND046337 0.4 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR

DATE SEQ NO STATUS wuc ACTION TAKEN
10-Oct-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 NDO046337 0.4 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

10-Oct-2014 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 ND046337 0.4 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR

DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Oct-2014 7:16 AM 1 - 6107.5 16-Oct-2014 6107.5 0 1 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. DUE COMPLETED
AT: 16-OCT-2014. UPGRADE TO RED X STATUS ON 20-OCT-2014
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AS154120 0.5 F
o o} 1 04A06B F -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Oct-2014 7:16 AM 2 - 6107.5 16-Oct-2014 6107.5 0 1 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. DUE COMPLETED
AT: 16-OCT-2014. UPGRADE TO RED X STATUS ON 20-OCT-2014
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 AS154120 0.5 F
O O 1 04A06B F -2
DELAY




Page 83 of 181
Selection Range : 01-Sep-2014 To 24-Feb-2015

CLOSED FAULT REPORT

Report Date: 24-Feb-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Oct-2014 3:31 PM 5 - 6107.5 15-Oct-2014 6107.5 0 6 05A01I
FAULT WRITE-UP: ACTION TAKEN:
INSP A020 - PERFORM M/R SPINDLE LUGS, M/R CUFF, TIP CAPS INSP. OK
INSPECTION. DUE AT: 6112.4 HOURS. UPGRADE TO RED X
STATUS ON 6113.5 HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CC139253 0.2 F
0 O 1 05A01I F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Oct-2014 6:35 AM 1 - 6107.5 15-Oct-2014 6107.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A801 - PMD DUE. DUE AT: 17-OCT-2014. UPGRADE TO RED X COMPLETED OK
STATUS ON 19-OCT-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CC139253 0.3 F
0 0 1 00 F 0
DELAY
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Oct-2014  9:40 AM 2 - 6107.5 15-Oct-2014 6107.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD AND AWR/ISAQ DAILY DUE COMPLETED OK
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CC139253 0.3 F
X O 1 00 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
15-Oct-2014 1 - 00 COMPLETED OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 CC139253 0.3 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR

DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 20-Oct-2014 7:16 AM 1 - 6107.5 20-Oct-2014 6107.5 0 J 19H
FAULT WRITE-UP: ACTION TAKEN:
INSP E108 - KY-58 PMCS/OPNL CHECK (STANDBY). DUE AT: 24-OCT KY-58 NOT INSTALLED
-2014. UPGRADE TO RED X STATUS ON 28-OCT-2014
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CD117653 0.1 F
O O 1 19H F 0
DELAY




Page 85 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 20-Oct-2014 7:16 AM 2 - 6107.5 20-Oct-2014 6107.5 0 A 19C04
FAULT WRITE-UP: ACTION TAKEN:
INSP E135 - AN/ARC-201(V) SINCGARS RADIO HUB BATT REPL. REPLACED SINCGARS HUB BATT3
DUE AT: 06-NOV-2014. UPGRADE TO RED X STATUS ON 25-NOV-
2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CD117653 0.3 F
0 O 1 19C04 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
E 20-Oct-2014 7:16 AM 3 - 6107.5 20-Oct-2014 6107.5 0 A 19C04
FAULT WRITE-UP: ACTION TAKEN:
INSP E145 - AN/ARC-201A(V) SINCGARS HUB BATT REPL. DUE AT: REPLACED SINCGARS HUB BATT
06-NOV-2014. UPGRADE TO RED X STATUS ON 25-NOV-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CD117653 0.3 F
0 0 1 19C04 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 20-Oct-2014 7:16 AM 4 - 6107.5 20-Oct-2014 6107.5 0 J 19R
FAULT WRITE-UP: ACTION TAKEN:
INSP E300 - EMERGENCY LOCATOR TRANSMITTER SELF TEST INSP COMPLETED, MOC OK
(EBC-406HM). DUE AT: 24-OCT-2014. UPGRADE TO RED X STATUS
ON 28-0OCT-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CD117653 0.1 F
O O 1 19R F 0

DELAY




Page 86 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Oct-2014 10:32 AM 1 - CT040282 6114.5 03-Dec-2014 6114.5 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
3-13 HOUR (6110.5-6120.5 A/C HOURS) TORQUE CHECK REQ ON TORQUE CHECK PASSED
OUPUT DRIVESHAFT TO INPUT MODULE COUPLINGS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JK089326 0.2 F
K G 2 00 F 17
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
22-Oct-2014 1 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC INLET ANTI-ICE CANNON PLUG RC926538 0.2 JK089326 0.1 F
DATE SEQNO STATUS wucC ACTION TAKEN
22-Oct-2014 2 X 00 REINSTALLED AND TORQUED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC FIRE EXT HOSE RC926538 0.2 JK089326 0.1 F
DATE SEQNO STATUS wucC ACTION TAKEN
22-Oct-2014 3 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC WATER WASH HOSE RC926538 0.2 JK089326 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
22-Oct-2014 4 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLEED AIR TUBE RC926538 0.2 JK089326 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
22-Oct-2014 5 X 00 REINSTALLED TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ENG INLET CLAMP RC926538 0.2 JK089326 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN
22-Oct-2014 6 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD # 1 ENG INLET ASSY RC926538 0.2 JK089326 0.6 F




Page 87 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 7 - 00 COMPLETED ON TOOLBOX # 28
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY DUE 0 JK089326 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Oct-2014 2:20 PM 2 - CT040282 6114.5 03-Dec-2014 6114.5 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
3-13 HOUR (6110.5-6120.5 A/C HOURS) TORQUE CHECK REQ ON TORQUE CHECK COMPLETE
OUPUT DRIVESHAFT TO INPUT MODULE COUPLING, #2
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DE041245 0.2 F
K G 2 00 F 17
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 1 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC ICE DET CANNON PLUG #2 RC926538 0.2 DE041245 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 2 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC INLET ANTI-ICE CANNON PLUG #2 RC926538 0.2 DE041245 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 3 X 00 REINSTALLED AND TORQUED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC FIRE EXT HOSE #2 RC926538 0.2 DE041245 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC WATER WASH HOSE RC926538 0.2 DE041245 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Oct-2014 5 X 00 INSPECTED AND REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC BLEED AIR COUPLING RC926538 0.2 DE041245 0.1 F




Page 88 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015

Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
22-Oct-2014 6 X 00 REINSTALLED AND TORQUED 70 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ENG INLET CLAMP RC926538 0.2 DE041245 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
22-Oct-2014 7 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD # 2 ENG INLET ASSY RC926538 0.2 DE041245 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
22-Oct-2014 8 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY DUE 0 DE041245 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 23-Oct-2014  9:08 AM 1 - CT040282 6107.5 03-Nov-2014 6107.5 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
ENGINE OUTPUT SHAFT BALANCE REQ DUE TO REPLACEMENT OF COMPLETED
#1 AND #2 ENGINES
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MS901397 2 F
K G 2 00 F 19
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 23-Oct-2014  9:10 AM 2 - CT040282 6107.5 03-Nov-2014 6107.5 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
TORQUE CHECK REQ ON #1 AND #2 ENGINE DESWIRL DUCT COMPLETED
CLAMP AFTER 10 MINUTE RUN UP DUE TO REPLACEMENT OF #1
AND #2 ENGINES
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MS901397 0.5 F
K G 2 00 F 19
DELAY
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 23-Oct-2014  9:11 AM 3 - CT040282 6108.2 21-Nov-2014 6108.2 0 4 00
FAULT WRITE-UP: ACTION TAKEN:
ENGINE CHECKOUT PROCEDURE REQ DUE TO REPLACEMENT OF COMPLETED
#1 AND #2 ENGINES
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 TQ887762 15 F
K G 2 00 F 1
DELAY
PER TM 1-2840-248-23&P, WP 0105 00
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 23-Oct-2014  9:12 AM 4 - CT040282 6108.2 21-Nov-2014 6108.2 0 4 00
FAULT WRITE-UP: ACTION TAKEN:
MTF REQ DUE TO REPLACEMENT OF #1 AND #2 ENGINES COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 TQ887762 1 F
K G 2 00 F 1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Oct-2014 1:34 PM 2 - RC926538 6107.5 27-0Oct-2014 6107.5 0 1 02
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH REQUIREMENTS OF H-60-15-AMAM-02 BY 27 OCT 14. COMPLIED WITH H-60-15-AMAM-02. IVHMS.
IVHMS.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 RC926538 0.3 F
0 0 2 02 F 0
DELAY
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Oct-2014 1:35 PM 3 - RC926538 6107.5 28-Jan-2015 6135.4 0 T 02
FAULT WRITE-UP: ACTION TAKEN:
IVHS AIRCRAFT FIRE DETECTION SYSTEM WIRING RETROFIT COMPLIED WITH H-60-15-AMAM-02
REQUIRED PER H-60-15-AMAM-02 BY 17 FEB 15.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CD117653 3 F
O O 2 02 F 7
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
27-Oct-2014 1 / 02 RAISED SOUNDPROOF3ING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED SOUNDPROOFING 0 CD117653 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN
27-Oct-2014 2 X 02 SPLICED WIRE IDM-3081J22 TO P283-9
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DE-SPLICED WIRE IDM-3081J22 AT P283-11 JL884350 0.1 CD117653 1.2 F
DATE SEQNO STATUS wucC ACTION TAKEN
27-Oct-2014 3 X 02 SPLICED WIRE IDM-3080M22 TO P284-9
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DE-SPLICED WIRE IDM-3080M22 FROM P284-11 JL884350 0.1 CD117653 1.1 F
DATE SEQNO STATUS wuc ACTION TAKEN
27-Oct-2014 4 - 02 INSP COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY DUE 0 CD117653 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN
27-Oct-2014 5 - 02 INSP COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE 0 CD117653 0.1 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 30-Oct-2014 7:22 AM 1 - 6107.5 31-Oct-2014 6107.5 0 1 19H
FAULT WRITE-UP: ACTION TAKEN:
INSP E125 - KY-58 PMCS/OPNL CHECK. DUE AT: 09-NOV-2014. KY-58 NOT INSTALLED
UPGRADE TO RED X STATUS ON 19-NOV-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CD117653 0.1 F
O O 1 19H F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 30-Oct-2014 5:14 PM 2 - RC926538 6107.5 30-Oct-2014 6107.5 0 1 06H23
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH H-60-15-SOF-01, OIL COOLER FAN AXIAL BEARING, COMPLIED WITH H-60-15-SOF-01.
BY 30 OCT 14.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 RC926538 1 F
0 0 1 06H23 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Nov-2014 3:00 PM 1 - 6107.5 06-Nov-2014 6107.5 0 J 09B01A
FAULT WRITE-UP: ACTION TAKEN:
INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1). DUE INSP COMPLETED
AT: 05-NOV-2014. UPGRADE TO RED X STATUS ON 09-NOV-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CD117653 0.2 F
0 0 1 09BO1A F -5
DELAY




Report Date: 24-Feb-2015

Page 92 of 181

Selection Range : 01-Sep-2014 To 24-Feb-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Nov-2014 7:35 AM 1 - 6112.7 02-Dec-2014 6112.7 0 1 10D

FAULT WRITE-UP:

INSP A665 - REPLACEMENT OF UPPER AND LOWER FUEL HOSE O-

RINGS. DUE AT: 04-DEC-2014. UPGRADE TO RED X STATUS ON 04-
JAN-2015

WHEN HOW MAL wuc MAINT DEFERRED

ACTION TAKEN:

COMPIED WITH AT PMI 2 27-SEP-2013, PERFORM FUEL FEED
SYSTEM CHECK. WRITE UP COMGEN ERROR.

TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 RC926538 0.5 F
o o} 1 10D F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Nov-2014 1:06 PM 6 - MS901397  6107.5 20-Nov-2014 6107.5 0 1 04

FAULT WRITE-UP:

RETORQUE ON #1 ENG DESWIRL DUCT CLAMP AFTER ENG
RUNNUP

ACTION TAKEN:
COMPLETED, PASSED AT 40 IN LBS

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JK089326 0.2 F
K G 2 04 F -17
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 05-Nov-2014  7:29 AM 1 - 6107.5 18-Nov-2014 6107.5 0 1 17B
FAULT WRITE-UP: ACTION TAKEN:
INSP A496 - CF3BR FIRE EXTINGUISHER WEIGHT TEST & COMPLETED
INSPECTION. DUE AT: 21-NOV-2014. UPGRADE TO RED X STATUS
ON 07-DEC-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 ND046337 1 F
o o 1 17B F -13

DELAY




Report Date: 24-Feb-2015

Page 93 of 181
Selection Range : 01-Sep-2014

To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 05-Nov-2014 9:08 AM 2 - MS901397 6107.5 18-Nov-2014 6107.5 0 2 04
FAULT WRITE-UP: ACTION TAKEN:
ENGINE WASH REQUIRED REPLACEMENT OF ENGINES 1 AND 2 COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JK089326 2 F
K G 2 04 F -13
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
05-Nov-2014 1 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 8 O'CLOCK IGNITION LEAD FROM #1 ENGINE (TORQUE TO Wu920721 0.2 NDO046337 0.2 F
15 DEG PAST HAND TIGHT)
DATE SEQ NO STATUS WwucC ACTION TAKEN
05-Nov-2014 2 X 04 REINSTALLED, TQ TO 150 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IGNITOR PLUG FROM 8 O'CLOCK POSITION ON #1 ENGINE Wu920721 0.2 NDO046337 0.2 F
(APPLY ANTI-SEIZE AND TORQUE TO 140-150 IN LBS.)
DATE SEQ NO STATUS WwucC ACTION TAKEN
05-Nov-2014 3 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 4 O'CLOCK IGNITION LEAD FROM #2 ENGINE (TORQUE TO Wu920721 0.2 NDO046337 0.3 F
15 DEG PAST HAND TIGHT)
DATE SEQ NO STATUS WucC ACTION TAKEN
05-Nov-2014 4 X 04 REINSTALLED, TQ TO 150 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IGNITOR PLUG FROM 4 O'CLOCK POSITION ON #2 ENGINE Wu920721 0.2 NDO046337 0.3 F
(APPLY ANTI-SEIZE AND TORQUE TO 140-150 IN. LBS.)
DATE SEQ NO STATUS WwucC ACTION TAKEN
05-Nov-2014 5 - 04 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY DUE 0 NDO046337 0.3 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Nov-2014 7:24 AM 1 - 6107.5 17-Nov-2014 6107.5 0 3 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. DUE COMPLETED
AT: 15-NOV-2014. UPGRADE TO RED X STATUS ON 19-NOV-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 ND046337 0.5 F
O O 1 04A06B F -5
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 12-Nov-2014 7:24 AM 2 - 6107.5 17-Nov-2014 6107.5 0 3 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. DUE COMPLETED
AT: 15-NOV-2014. UPGRADE TO RED X STATUS ON 19-NOV-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 ND046337 0.5 F
0 0 1 04A06B F -5
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Nov-2014 7:24 AM 4 - 6107.5 18-Nov-2014 6107.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A160 - 90 DAY CORROSION INSPECTION (ESM ONLY). DUE COMPLETED
AT: 18-NOV-2014. UPGRADE TO RED X STATUS ON 28-NOV-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 ND046337 25 F
0 0 1 00 F -6
DELAY

13-2s to Follow

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Nov-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT COCKPIT EXTERIOR 0 NDO046337 0.3 F




Page 95 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT COCKPIT INTERIOR 0 ND046337 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 3 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT CABIN EXTERIOR 0 ND046337 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT CABIN INTERIOR 0 ND046337 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 5 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BATTERY BOX COVER 0 ND046337 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 6 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SOUNDPROOFING (WP 0258) 0 ND046337 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TRANSITION/TAILCONE INTERIOR 0 ND046337 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 8 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TRANSITION ACCESS COVER R/H 0 ND046337 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 9 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT TRANSITION EXTERIOR 0 NDO046337 0.2 F




Page 96 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 10 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAILCONE EXTERIOR 0 ND046337 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 11 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT TAIL PYLON 0 ND046337 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 12 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INT. G/B COVER 0 ND046337 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 13 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R G/B COVER 0 ND046337 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 14 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR PYLON 0 ND046337 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 15 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED M/R SLIDING PYLON COVER 0 ND046337 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 16 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR SYSTEM 0 ND046337 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 17 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT AFT M/R PYLON 0 NDO046337 0.2 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINES 0 ND046337 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 19 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR PYLON 0 ND046337 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 20 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC DUE FOR RECONNECTING FORMATION LIGHT 0 ND046337 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 21 - 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC DUE FOR RECONNECTING IR LIGHT 0 ND046337 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 22 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
APPLY CPC TO T/R PITCH BEAM NUT 0 ND046337 0.2 F

NSN 00-546-8637

DATE SEQ NO STATUS wuc ACTION TAKEN

12-Nov-2014 23 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY DUE 0 NDO046337 0.3 F

DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC

A 12-Nov-2014  7:24 AM 5 - 6114.5 11-Dec-2014 6114.5 0 1 03BO3A

FAULT WRITE-UP: ACTION TAKEN:

INSP A298 - LUBE TAIL WHEEL BEARING. DUE AT: 09-DEC-2014 OR COMPLETE

6256.9 HOURS. UPGRADE TO RED X STATUS ON 09-JAN-2015 OR
6261.9 HOURS

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CC139253 2 F
o} o} 1 03BO3A F 0
DELAY

13-2s to Follow
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7923303
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 6256.9

Current Status A: X

HOURS:
12-Feb-2015

6155.9

Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

12-Nov-2014 1 X 03B0O3A INFLATED TIRE TO 125 PSI

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DEFLATED TAILWHEEL TIRE RC926538 0.2 CC139253 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Nov-2014 1 X 03BO3A INFLATED TIRE TO 125 PSI

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DEFLATED TAILWHEEL TIRE RC926538 0.2 CC139253 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Nov-2014 1 X 03B0O3A INFLATED TIRE TO 125 PSI

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DEFLATED TAILWHEEL TIRE RC926538 0.2 DE041245 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Nov-2014 1 X 03B0O3A INFLATED TIRE TO 125 PSI

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DEFLATED TAILWHEEL TIRE RC926538 0.2 DE041245 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Nov-2014 2 X 03B0O3A REINSTALLED AND TORQUED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD TAILWHEEL AXLE NUT RC926538 0.2 CC139253 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Nov-2014 2 X 03BO3A REINSTALLED AND TORQUED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD TAILWHEEL AXLE NUT RC926538 0.2 CC139253 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Nov-2014 2 X 03BO3A REINSTALLED AND TORQUED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD TAILWHEEL AXLE NUT RC926538 0.2 DE041245 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Nov-2014 2 X 03B0O3A REINSTALLED AND TORQUED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD TAILWHEEL AXLE NUT RC926538 0.2 DE041245 0.1 F




Report Date: 24-Feb-2015

Page 99 of 181

Selection Range : 01-Sep-2014 To 24-Feb-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7923303

MODEL: UH-60A
NEXT PHASE: 6256.9

Current Status A: X Current Status E: -

HOURS:
12-Feb-2015

6155.9
LAST MISSION:

Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Nov-2014 3 X 03B0O3A REPLACED LOCK WASHER
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOCK WASHER RC926538 0.2 DE041245 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Nov-2014 3 X 03BO3A REPLACED LOCK WASHER
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOCK WASHER RC926538 0.2 DE041245 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Nov-2014 4 X 03B0O3A CLEANED, INSPECTED, PACKED AND REINSTALLED BEARINGS, BEARING

FAULT WRITE-UP:
RMVD AXLE, SPACER (2EA), BEARING SEALS (2EA), AND BEARINGS
(2EA)

SEALS, SPACER AND AXLE

TIPID TI_MMH PID MMH TYPE
RC926538 0.2 CC139253 0.5 F

DATE SEQ NO STATUS
12-Nov-2014 4 X

wuc
03B03A

FAULT WRITE-UP:
RMVD AXLE, SPACER (2EA), BEARING SEALS (2EA), AND BEARINGS
(2EA)

ACTION TAKEN
CLEANED, INSPECTED, PACKED AND REINSTALLED BEARINGS, BEARING
SEALS, SPACER AND AXLE

TIPID TI_MMH PID MMH TYPE
RC926538 0.2 CC139253 0.5 F

DATE SEQ NO STATUS
12-Nov-2014 4 X

wucC
03B03A

FAULT WRITE-UP:
RMVD AXLE, SPACER (2EA), BEARING SEALS (2EA), AND BEARINGS
(2EA)

ACTION TAKEN
CLEANED, INSPECTED, PACKED AND REINSTALLED BEARINGS, BEARING
SEALS, SPACER AND AXLE

TIPID TI_MMH PID MMH TYPE
RC926538 0.2 DE041245 0.5 F

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Nov-2014 4 X 03B03A CLEANED, INSPECTED, PACKED AND REINSTALLED BEARINGS, BEARING
SEALS, SPACER AND AXLE
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD AXLE, SPACER (2EA), BEARING SEALS (2EA), AND BEARINGS RC926538 0.2 DE041245 0.5 F
(2EA)
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Nov-2014 5 X 03B03A REINSTALLED TAIL WHEEL TIRE
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD TAIL WHEEL TIRE RC926538 0.2 DE041245 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Nov-2014 5 X 03B03A REINSTALLED TAIL WHEEL TIRE
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD TAIL WHEEL TIRE RC926538 0.2 DE041245 0.1 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC

A 12-Nov-2014 7:24 AM 6 - 6114.5 11-Dec-2014 6114.5 0 1 05A03A
FAULT WRITE-UP: ACTION TAKEN:
INSP A299 - SWASHPLATE LUBE (ESM ONLY). DUE AT: 10-DEC-2014 COMPLETED

OR 6256.9 HOURS. UPGRADE TO RED X STATUS ON 10-JAN-2015
OR 6261.9 HOURS

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JR133253 2 F
o o} 1 05A03A F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
12-Nov-2014 1 X 05A03A REINSTALLED HARDWARE TQ TO 190 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM INNER BEARING RETAINER RING ON MS901397 0.5 JR133253 0.4 F
SWASHPLATE
DATE SEQNO STATUS wucC ACTION TAKEN
12-Nov-2014 1 X 05A03A REINSTALLED HARDWARE TQ TO 190 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM INNER BEARING RETAINER RING ON MS901397 0.5 JR133253 0.4 F
SWASHPLATE
DATE SEQNO STATUS wucC ACTION TAKEN
12-Nov-2014 2 - 05A03A COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 JR133253 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
12-Nov-2014 2 - 05A03A COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 JR133253 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
12-Nov-2014 3 - 05A03A COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY DUE 0 JR133253 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
12-Nov-2014 3 - 05A03A COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOLBOX INVENTORY DUE 0 JR133253 0.2 F




Page 101 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015

Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE  SEQNO STATUS wuc ACTION TAKEN
12-Nov-2014 4 X 05A03A REINSTALLED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED INNER BEARING RETAINER RING FROM SWASHPLATE MS901397 05 JR133253 0.2 F
DATE  SEQNO STATUS wuc ACTION TAKEN
12-Nov-2014 4 X 05A03A REINSTALLED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED INNER BEARING RETAINER RING FROM SWASHPLATE MS901397 05 JR133253 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Nov-2014 7:24AM 7 - 6118 18-Dec-2014 6118 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A621 - AIRCRAFT WEIGHING CLASS 2. DUE AT: 13-DEC-2014. COMPLETED
UPGRADE TO RED X STATUS ON 13-JAN-2015
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 RC926538 2 F
o} o} 1 00 F -7
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Nov-2014 8:38 AM 2 - 6107.5 13-Nov-2014 6107.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD AND AWR/ISAQ DAILY DUE COMPLETED
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 ND046337 1 F
X o 1 00 F 0

DELAY




Page 102 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 17-Nov-2014 1:22 PM 1 - 6107.5 17-Nov-2014 6107.5 0 1 19H
FAULT WRITE-UP: ACTION TAKEN:
INSP E108 - KY-58 PMCS/OPNL CHECK (STANDBY). DUE AT: 19-NOV KY-58 NOT INSTALLED
-2014. UPGRADE TO RED X STATUS ON 23-NOV-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CD117653 0.1 F
O O 1 19H F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 17-Nov-2014 1:22 PM 2 - 6107.5 17-Nov-2014 6107.5 0 J 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A502 - INSPECT AND TEST GROUND RECEPTACLE IAW TM 1- INSP COMPLETED
1500-204-23. DUE AT: 20-NOV-2014. UPGRADE TO RED X STATUS
ON 24-NOV-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CD117653 0.3 F
0 0 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Nov-2014 6:32 AM 1 - 6107.5 18-Nov-2014 6107.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A801 - PMD DUE. DUE AT: 20-NOV-2014. UPGRADE TO RED X COMGENNED IN ERROR
STATUS ON 22-NOV-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JS131228 0.1 F
0 0 1 00 F 0
DELAY




Page 103 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Nov-2014 10:47 AM 1 - JK089326 6107.5 19-Nov-2014 6107.5 0 L 04A
FAULT WRITE-UP: ACTION TAKEN:
ELECTRICAL CHIP DETECTOR CIRCUIT TEST REQUIRED ON # 1 COMPLETED
AND # 2 ENGINE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 ND046337 1 F
B G 1 04A F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
19-Nov-2014 1 X 04A TQBOLTS2EATO50IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CAPTIVE BOLTS 2 EA FROM CHIP DETECTOR ON # 1 RC926538 0.2 ND046337 0.2 F
ENGINE
DATE SEQ NO STATUS WwucC ACTION TAKEN
19-Nov-2014 1 X 04A TQBOLTS2EATO50IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CAPTIVE BOLTS 2 EA FROM CHIP DETECTOR ON # 1 RC926538 0.2 NDO046337 0.2 F
ENGINE
DATE SEQ NO STATUS WwucC ACTION TAKEN
19-Nov-2014 2 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED # 1 ENGINE CHIP DETECTOR RC926538 0.2 NDO046337 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
19-Nov-2014 2 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED # 1 ENGINE CHIP DETECTOR RC926538 0.2 NDO046337 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
19-Nov-2014 3 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREEN FROM # 1 ENGINE CHIP DETECTOR RC926538 0.2 NDO046337 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
19-Nov-2014 3 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREEN FROM # 1 ENGINE CHIP DETECTOR RC926538 0.2 NDO046337 0.2 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 6256.9

Current Status A: X Current Status E: -

SERIAL NUMBER: 7923303
LAST MISSION:

Current Status O:

HOURS:
12-Feb-2015

Current Status W:

6155.9

DATE SEQ NO STATUS wuc ACTION TAKEN

19-Nov-2014 4 X 04A REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED PACKING FROM # 1 ENGINE CHIP DETETOR RC926538 0.2 NDO046337 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

19-Nov-2014 4 X 04A REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED PACKING FROM # 1 ENGINE CHIP DETETOR RC926538 0.2 NDO046337 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

19-Nov-2014 5 X 04A TQBOLTS 2EATO 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED CAPTIVE BOLTS 2 EA FROM # 2 ENGINE CHIP DETECTOR RC926538 0.2 NDO046337 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

19-Nov-2014 5 X 04A TQBOLTS 2EATO 50 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED CAPTIVE BOLTS 2 EA FROM # 2 ENGINE CHIP DETECTOR RC926538 0.2 NDO046337 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

19-Nov-2014 6 X 04A REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED # 2 ENGINE CHIP DETECTOR RC926538 0.2 NDO046337 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

19-Nov-2014 6 X 04A REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED # 2 ENGINE CHIP DETECTOR RC926538 0.2 NDO046337 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

19-Nov-2014 7 X 04A REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SCREEN FROM # 2 ENGINE CHIP DETECTOR RC926538 0.2 NDO046337 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

19-Nov-2014 7 X 04A REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SCREEN FROM # 2 ENGINE CHIP DETECTOR RC926538 0.2 NDO046337 0.2 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Nov-2014 8 X 04A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PACKING FROM # 2 ENGINE CHIP DETETOR RC926538 0.2 ND046337 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Nov-2014 8 X 04A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PACKING FROM # 2 ENGINE CHIP DETETOR RC926538 0.2 ND046337 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Nov-2014 9 - 04A COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY DUE 0 ND046337 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Nov-2014 9 - 04A COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY DUE 0 ND046337 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Nov-2014 10 - 04A COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 ND046337 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Nov-2014 10 - 04A COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 ND046337 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Nov-2014 10:42 AM 1 - 6107.5 20-Nov-2014 6107.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD AND AWR/ISAQ DAILY DUE COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CC139253 0.8 F
X O 1 00 F 0
DELAY

13-2s to Follow




Page 106 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

20-Nov-2014 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 CC139253 0.8 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 CC139253 0.8 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR




Page 107 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

20-Nov-2014 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 DEO041245 0.8 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Nov-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 DE041245 0.8 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR




Page 108 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 24-Nov-2014 9:17 AM 1 - 6108.2 24-Nov-2014 6108.2 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD AND AWR/ISAQ DAILY DUE COMPLETE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CC139253 1 F
X O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 25-Nov-2014 11:11 AM 1 - 6110.2 25-Nov-2014 6110.2 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD AND AWR/ISAQ DAILY DUE COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 ND046337 1 F
X 0 1 00 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN
25-Nov-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 CC139253 0.5 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR




Report Date: 24-Feb-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7923303

Selection Range : 01-Sep-2014

Page 109 of 181
To 24-Feb-2015

HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Dec-2014 6:32 AM 1 - 6118 16-Dec-2014 6118 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A530 - AIRCRAFT EQUIPMENT INVENTORY (DA FORM 2408- COMPLETE
17). DUE AT: 02-JAN-2015. UPGRADE TO RED X STATUS ON 02-FEB
-2015
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JK089326 2 F
0 O 1 00 F -14
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 02-Dec-2014 7:49 AM 2 - 6112.7 02-Dec-2014 6112.7 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD AND AWR/ISAQ DAILY DUE COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CC139253 1 F
X 0 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Dec-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 CC139253 1 F
AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR




Page 110 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

02-Dec-2014 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 CC139253 1 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Dec-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 JK089326 1 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR




Report Date: 24-Feb-2015

Page 111 of 181

Selection Range : 01-Sep-2014 To 24-Feb-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 6256.9

Current Status A: X Current Status E:

SERIAL NUMBER: 7923303

HOURS:
12-Feb-2015

6155.9
LAST MISSION:

Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Dec-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 JK089326 1 F
AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Dec-2014 8:00 AM 6 - RC926538 6114.5 02-Dec-2014 6114.5 0 1 19
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH H-60-15-ASAM-01, LED CAUTION ADVISORY COMPLIED WITH H-60-14-ASAM-01
PANEL,BY 02 DEC 14.
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 RC926538 1 F
o} o} 1 19 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Dec-2014 7:22 AM 2 - 6114.5 03-Dec-2014 6114.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD AND AWR/ISAQ DAILY DUE COMPLETE
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DE041245 0.5 F
X O 1 00 F 0
DELAY

13-2s to Follow




Page 112 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

03-Dec-2014 1 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 DEO041245 0.5 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 1 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 JK089326 0.5 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR




Page 113 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

03-Dec-2014 1 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 JR133253 0.5 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR

DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Dec-2014 6:33 AM 1 - 6114.5 11-Dec-2014 6114.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PMD REQUIRED. DUE AT: 11-DEC-2014. UPGRADE TO COMPLETE
RED X STATUS ON 13-DEC-2014
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DE041245 0.5 F
o o 1 00 F -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Dec-2014 6:33 AM 2 - 6118 15-Dec-2014 6118 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A103 - AIRCRAFT WASH DUE. DUE AT: 13-DEC-2014. COMPLETED
UPGRADE TO RED X STATUS ON 17-DEC-2014
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JR133253 0.6 F
O O 1 00 F -6
DELAY




Page 114 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC

A 09-Dec-2014 6:33 AM 3 - 6118 17-Dec-2014 6118 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A115 - LUBE REQUIRMENTS (ESM ONLY). DUE AT: 13-DEC- COMPLETE

2014 OR 6147.5 HOURS. UPGRADE TO RED X STATUS ON 17-DEC-
2014 OR 6151.5 HOURS

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DE041245 0.1 F
o o} 1 00 F -8
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
09-Dec-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BIFILAR LUBE (WP 1660) 0 CC139253 0.4 F
DATE SEQNO STATUS wucC ACTION TAKEN
09-Dec-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LANDING GEAR STRUT LUBE (WP 1664) 0 JK089326 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN
09-Dec-2014 3 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H MAIN LDG UPPER FAIRING RC926538 0.2 JK089326 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
09-Dec-2014 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H MAIN LDG UPPER FAIRING RC926538 0.2 CT040282 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
09-Dec-2014 5 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL CONE ACCESS PANEL L ORR RC926538 0.2 JK089326 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
09-Dec-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

STABILATOR ACTUATOR LUBE (WP1665) 0 JK089326 0.2 F




Report Date: 24-Feb-2015

Page 115 of 181

Selection Range : 01-Sep-2014 To 24-Feb-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7923303

MODEL: UH-60A
NEXT PHASE: 6256.9

Current Status A: X Current Status E: -

HOURS:
12-Feb-2015

6155.9
LAST MISSION:

Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Dec-2014 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WINDSHIELD WIPER PIVOT STUDS LUBE (WP 1666) 0 CT040282 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Dec-2014 8 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WINDSHIELD WIPER CONVERTER LUBE (WP 1667) 0 CT040282 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Dec-2014 9 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY DUE 0 CC139253 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Dec-2014 10 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP. REQUIRED 0 CC139253 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Dec-2014 9:23 AM 2 - ND046337 6114.5 11-Dec-2014 6114.5 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH H-60-15-AMAM-05, AHRS EMERGENCY COMPLIED WITH H-60-15-AMAM-05
PROCEDURES, BY 18 DEC 14.
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 NDO046337 0.5 F
o} o} 2 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Dec-2014 3:02 PM 3 - 6114.5 11-Dec-2014 6114.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD AND AWR/ISAQ DAILY DUE COMPLETE
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DE041245 1 F
X O 1 00 F 0

DELAY




Page 116 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Dec-2014 6:32 AM 1 - 6118 16-Dec-2014 6118 0 6 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. DUE COMPLETE
AT: 16-DEC-2014. UPGRADE TO RED X STATUS ON 20-DEC-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DE041245 0.1 F
O O 1 04A06B F -4
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 12-Dec-2014 6:32 AM 2 - 6118 16-Dec-2014 6118 0 6 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. DUE COMPLETE
AT: 16-DEC-2014. UPGRADE TO RED X STATUS ON 20-DEC-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DE041245 0.1 F
0 0 1 04A06B F -4
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Dec-2014 3:19 PM 3 - 6118 15-Dec-2014 6118 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD AND AWR/ISAQ DAILY DUE COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JR133253 0.6 F
X 0 1 00 F -3
DELAY

13-2s to Follow




Page 117 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

12-Dec-2014 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 CC139253 0.6 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Dec-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 CC139253 0.6 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR




Page 118 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

12-Dec-2014 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 JR133253 0.6 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Dec-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 JR133253 0.6 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR




Page 119 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Dec-2014 6:42 AM 1 - 6118 15-Dec-2014 6118 0 1 04A
FAULT WRITE-UP: ACTION TAKEN:
INSP A022 - 14 DAY FLYABLE STORAGE ENGINE RUN UP. DUE AT: COMPLETED
16-DEC-2014. UPGRADE TO RED X STATUS ON 18-DEC-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CC139253 2 D
O O 1 04A F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
E 15-Dec-2014 6:42 AM 2 - 6118 15-Dec-2014 6118 0 J 19R
FAULT WRITE-UP: ACTION TAKEN:
INSP E300 - EMERGENCY LOCATOR TRANSMITTER SELF TEST INSP COMPLETED

(EBC-406HM). DUE AT: 17-DEC-2014. UPGRADE TO RED X STATUS
ON 21-DEC-2014

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CD117653 0.2 F
O O 1 19R F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 18-Dec-2014 1:29 PM 1 - 6118 18-Dec-2014 6118 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A553 - AIRCRAFT WEIGHING INVENTORY (365-1). DUE AT: 18- COMPLETED
DEC-2014. UPGRADE TO RED X STATUS ON 18-JAN-2015
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 RC926538 2 F
O O 1 00 F 0

DELAY




Page 120 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Dec-2014 1:37 PM 1 - 6118 22-Dec-2014 6118 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD AND AWR/ISAQ DAILY DUE COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CC139253 0.7 F
X O 1 00 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
22-Dec-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 CC139253 0.7 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR




Page 121 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

22-Dec-2014 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 CC139253 0.7 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR

DATE SEQ NO STATUS wuc ACTION TAKEN
22-Dec-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 CT040282 0.7 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR




Page 122 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

22-Dec-2014 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 CT040282 0.7 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR

DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 29-Dec-2014 8:34 AM 1 - 6118 29-Dec-2014 6118 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD AND AWR/ISAQ DAILY DUE COMPLETED
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JR133253 0.5 F
X o 1 00 F 0
DELAY
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 31-Dec-2014 12:08 PM 1 - 6120.1 31-Dec-2014 6120.1 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD AND AWR/ISAQ DAILY DUE COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JR133253 1 F
X O 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
31-Dec-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 JS131228 0.1 F
AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 05-Jan-2015 8:06 AM 4 - 6120.1 05-Jan-2015 6120.1 0 F 02
FAULT WRITE-UP: ACTION TAKEN:
INSP A670 - CABIN TUB INSPECTION. DUE AT: 18-JAN-2015. COMGEN IN ERROR
UPGRADE TO RED X STATUS ON 18-FEB-2015
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DE041245 0.1 F
0 0 1 02 F 0

DELAY




Report Date: 24-Feb-2015
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Selection Range : 01-Sep-2014 To 24-Feb-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 05-Jan-2015 8:06 AM 5 - 6120.1 05-Jan-2015 6120.1 0 F 04A05
FAULT WRITE-UP: ACTION TAKEN:
INSP A673 - FUEL CELL CORROSION INSPECTION. DUE AT: 18-JAN- COMPLETE
2015. UPGRADE TO RED X STATUS ON 18-FEB-2015
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DE041245 0.1 F
O O 1 04A05 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 05-Jan-2015 8:06 AM 6 - 6120.1 05-Jan-2015 6120.1 0 1 1"
FAULT WRITE-UP: ACTION TAKEN:
INSP A675 - FLIGHT CONTROL ROD INSP. DUE AT: 18-JAN-2015. COMGEN IN ERROR
UPGRADE TO RED X STATUS ON 18-FEB-2015
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DE041245 0.1 F
0 0 1 1" F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 05-Jan-2015 8:31 AM 10 - DE041245 6120.1 03-Feb-2015 6139.3 0 6 02
FAULT WRITE-UP: ACTION TAKEN:
PERFORM A VISUAL INSPECTION OF THE CABIN TUB EXTERIOR COMPLETED INSP. OK PER MEC LETTER F193187
SURFACES ONLY (STA 247 TO STA 398, WL 200 TO WL 206.7, LBL 42
TO RBL 42FOR CORROSION, BLISTERING OR CRACKING OF THE
PAINTED SURFACES, LOOSE OR MISSING FASTENERS, DAMGE TO
SKIN, AND GENERAL CONDITION, BEFORE RELEASING AIRCRAFT
FOR FLIGHT.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DE041245 0.4 F
O O 1 02 F 1
DELAY
INSP EVERY 30 DAYS IAW MEC F193187. UPGRADE TO RED X ON
5FEB15.




Report Date: 24-Feb-2015
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Selection Range : 01-Sep-2014 To 24-Feb-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O:

Current Status W:

DISCOVERY

NO
11

SYSTEM
CODE

A

DATE / TIME
05-Jan-2015 8:39 AM

STATUS PID

DE041245

6120.1

FAULT WRITE-UP:

PERFORM A VISUAL INSPECTION OF THE FUEL CELL EXTERIOR
AREAS (STA 398 TO APPROXIMATELY STA 435, LBL 45 TO RBL 45,
WL 200 TO THE TOP OF THE FUEL CELLS, TO INCLUDE INSIDE THE
STORAGE COMPARTMENTS ABOVE THE CELLS) FOR CORROSION,
BLISTERING OR CRACKING OFTHE PAINTED SURFACES, LOOSE
OR MISSING FASTENERS, DAMAGE TO SKIN, AND GENERAL
CONDITION, BEFORE RELEASING AIRCRAFT FOR FLIGHT.
WHEN HOwW MAL wuc MAINT
DISC REC EFF TYPE

o o 1 F

DEFERRED
DAYS

04A05 1

DELAY

INSP EVERY 30 DAYS IAW MEC F193187. UPGRADE TO RED X ON
5FEB15. MEC LETTER IN GREEN LOGBOOK

HOURS

CORRECTION

HOURS
6139.3

DATE / TIME
03-Feb-2015

ROUNDS ACTCODE WUC
0 6 04A05

ACTION TAKEN:
COMPLETE INSP. OK

TIPID MMH PID

DE041245

MMH
0.5

TYPE

DISCOVERY

NO
12

SYSTEM
CODE

A

DATE / TIME
05-Jan-2015 8:43 AM

STATUS PID

DE041245

HOURS
6120.1

FAULT WRITE-UP:

PERFORM A VISUAL INSPECTION OF THE AFFECTED FLIGHT
CONTROL RODS EXTERIOR SURFACES FOR CORROSION AND
DAMAGED OR MISSING CORROSION PREVENTATIVE COMPOUND
(CPC). ALL EXTERIOR CORROSION MUST BE REMOVED, CLEANED,
TREATED AND CPC RE-APPLIED IAW WP 1772 00, BEFORE
RELEASING AIRCRAFT FOR FLIGHT.

WHEN HOwW MAL

CORRECTION

HOURS
6139.3

DATE / TIME
03-Feb-2015

ROUNDS ACTCODE WUC
0 6 11D

ACTION TAKEN:
INSP COMPLETE IAW MEC LETTER F193187

DELAY

wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DE041245 0.5 F
O O 1 11D F 1
DELAY
INSP EVERY 30 DAYS IAW MEC F193187. UPGRADE TO RED X ON
S5FEB15. MEC LETTER IN GREEN LOGBOOK
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 08-Jan-2015  7:29 AM 1 - 6120.1 08-Jan-2015 6120.1 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD AND AWR/ISAQ DAILY DUE COMPLETE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DE041245 0.5 F
X o 1 00 F 0
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 10-Jan-2015 8:36 AM 1 - 6120.1 16-Jan-2015 6127.5 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A103 - AIRCRAFT WASH DUE. DUE AT: 14-JAN-2015. COMPLETED
UPGRADE TO RED X STATUS ON 18-JAN-2015
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JR133253 0.6 F
O O 1 00 F -6
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 11-Jan-2015 9:51 AM 3 - 6121.7 12-Jan-2015 6121.7 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A115 - LUBE REQUIRMENTS (ESM ONLY). DUE AT: 15-JAN- COMPLETE
2015 OR 6158 HOURS. UPGRADE TO RED X STATUS ON 19-JAN-
2015 OR 6162 HOURS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DE041245 0.7 F
0 0 1 00 F -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Jan-2015 1 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BIFILAR LUBE (WP 1660) 0 DE041245 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Jan-2015 2 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LANDING GEAR STRUT LUBE (WP 1664) 0 DE041245 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Jan-2015 3 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED L/H MAIN LDG UPPER FAIRING

JS131228 0.1

DE041245 0.1 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Jan-2015 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H MAIN LDG UPPER FAIRING JS131228 0.1 DEO041245 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Jan-2015 5 X 00 REINSTALLED LEFT TAILCONE ACCESS PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL CONE ACCESS PANEL L ORR JS131228 0.1 DEO041245 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Jan-2015 6 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
STABILATOR ACTUATOR LUBE (WP1665) 0 DEO041245 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Jan-2015 7 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WINDSHIELD WIPER PIVOT STUDS LUBE (WP 1666) 0 DEO041245 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Jan-2015 8 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WINDSHIELD WIPER CONVERTER LUBE (WP 1667) 0 DEO041245 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Jan-2015 9 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY DUE 0 DEO041245 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Jan-2015 9:52 AM 4 - 6121.7 11-Jan-2015 6121.7 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD AND AWR/ISAQ DAILY DUE COMPLETE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JK089326 0.5 F
X O 1 00 F 0
DELAY

13-2s to Follow
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

11-Jan-2015 1 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 BR272977 0.5 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR

DATE SEQ NO STATUS wuc ACTION TAKEN
11-Jan-2015 1 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 BR272977 0.5 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

11-Jan-2015 1 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 BR272977 0.5 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR

DATE SEQ NO STATUS wuc ACTION TAKEN
11-Jan-2015 1 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 DE041245 0.5 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

11-Jan-2015 1 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 DEO041245 0.5 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR

DATE SEQ NO STATUS wuc ACTION TAKEN
11-Jan-2015 1 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 DE041245 0.5 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

11-Jan-2015 1 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 JK089326 0.5 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR

DATE SEQ NO STATUS wuc ACTION TAKEN
11-Jan-2015 1 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 JK089326 0.5 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
11-Jan-2015 1 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 JK089326 0.5 F
AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2015 6:37 AM 1 - 6121.7 12-Jan-2015 6121.7 0 1 04A
FAULT WRITE-UP: ACTION TAKEN:
INSP A022 - 14 DAY FLYABLE STORAGE ENGINE RUN UP. DUE AT: COMPLETED 10JAN15
14-JAN-2015. UPGRADE TO RED X STATUS ON 16-JAN-2015
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DE041245 0.1 F
o} o} 1 04A F 0
DELAY
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jan-2015 8:09 AM 1 - 6125.4 15-Jan-2015 6125.4 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD AND AWR/ISAQ DAILY DUE COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JS131228 1 F
X O 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jan-2015 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 JS131228 0.2 F
AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 16-Jan-2015 7:21 AM 1 - 6127.5 16-Jan-2015 6127.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD AND AWR/ISAQ DAILY DUE COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CC139253 0.6 F
X 0 1 00 F 0
DELAY

13-2s to Follow
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

16-Jan-2015 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 CC139253 0.6 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR

DATE SEQ NO STATUS wuc ACTION TAKEN
16-Jan-2015 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 CC139253 0.6 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

16-Jan-2015 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 CC139253 0.6 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR

DATE SEQ NO STATUS wuc ACTION TAKEN
16-Jan-2015 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 DE041245 0.6 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

16-Jan-2015 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 DEO041245 0.6 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR

DATE SEQ NO STATUS wuc ACTION TAKEN
16-Jan-2015 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 DE041245 0.6 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

16-Jan-2015 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 ZL067029 0.6 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR

DATE SEQ NO STATUS wuc ACTION TAKEN
16-Jan-2015 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 21067029 0.6 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

16-Jan-2015 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 ZL067029 0.6 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR

DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Jan-2015 11:18 AM 1 - 6127.5 20-Jan-2015 6127.5 0 1 09BO1A
FAULT WRITE-UP: ACTION TAKEN:
INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1). DUE COMPLETED OK
AT: 21-JAN-2015. UPGRADE TO RED X STATUS ON 25-JAN-2015
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 SB111066 0.1 F
o} o} 1 09BO1A F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 20-Jan-2015 11:18 AM 2 - 6127.5 02-Feb-2015 6139.3 0 3 19H
FAULT WRITE-UP: ACTION TAKEN:
INSP E155 - KY-58 BATTERY REPLACEMENT. DUE AT: 07-FEB-2015. KY-58 NOT INSTALLED
UPGRADE TO RED X STATUS ON 26-FEB-2015
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JS131228 0.1 F
O O 1 19H F 17
DELAY
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Jan-2015 7:17 AM 1 - 6127.5 02-Feb-2015 6139.3 0 3 02A
FAULT WRITE-UP: ACTION TAKEN:
INSP A230 - INSPECT BATTERY COMPARTMENT FOR CORROSION COMPLETED INSP OK
(SLAB). DUE AT: 03-FEB-2015. UPGRADE TO RED X STATUS ON 16-
FEB-2015
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JS131228 0.2 F
0 O 1 02A F 18
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 22-Jan-2015 3:54 PM 2 - 6129.5 05-Feb-2015 6139.3 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A210 - 120 HOUR INSPECTION REQUIREMENTS (ESM ONLY). COMPLETED
DUE AT: 6138.7 HOURS. UPGRADE TO RED X STATUS ON 6143.8
HOURS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JR133253 2 F
0 0 1 00 F 16
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN
22-Jan-2015 1 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#1 ENGINE OUTPUT SHAFT, XMSN INPUT MODULE FLANGE, 0 DE041245 0.5 F
ELASTOMERIC GIMBLE AND ADJACENT COMPONENTS INSP (WP 1697)

DATE SEQNO STATUS wuc ACTION TAKEN
22-Jan-2015 1 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#1 ENGINE OUTPUT SHAFT, XMSN INPUT MODULE FLANGE, 0 DE041245 0.5 F
ELASTOMERIC GIMBLE AND ADJACENT COMPONENTS INSP (WP 1697)

DATE SEQNO STATUS wuc ACTION TAKEN
22-Jan-2015 1 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#1 ENGINE OUTPUT SHAFT, XMSN INPUT MODULE FLANGE, 0 DE041245 0.5 F

ELASTOMERIC GIMBLE AND ADJACENT COMPONENTS INSP (WP 1697)
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 6256.9

Current Status A: X Current Status E: -

SERIAL NUMBER: 7923303
LAST MISSION:

Current Status O:

HOURS:
12-Feb-2015

Current Status W:

6155.9

DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 1 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#1 ENGINE OUTPUT SHAFT, XMSN INPUT MODULE FLANGE, 0 DE041245 0.5 F
ELASTOMERIC GIMBLE AND ADJACENT COMPONENTS INSP (WP 1697)
DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#2 ENGINE OUTPUT SHAFT, XMSN INPUT MODULE FLANGE, 0 CC139253 0.6 F
ELASTOMERIC GIMBLE AND ADJACENT COMPONENTS INSP (WP 1697)
DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#2 ENGINE OUTPUT SHAFT, XMSN INPUT MODULE FLANGE, 0 CC139253 0.6 F
ELASTOMERIC GIMBLE AND ADJACENT COMPONENTS INSP (WP 1697)
DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#2 ENGINE OUTPUT SHAFT, XMSN INPUT MODULE FLANGE, 0 CC139253 0.6 F
ELASTOMERIC GIMBLE AND ADJACENT COMPONENTS INSP (WP 1697)
DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#2 ENGINE OUTPUT SHAFT, XMSN INPUT MODULE FLANGE, 0 CC139253 0.6 F
ELASTOMERIC GIMBLE AND ADJACENT COMPONENTS INSP (WP 1697)
DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 3 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG. AIR INLET ELEC. CONN. P823 MS901397 0.5 DE041245 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 3 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG. AIR INLET ELEC. CONN. P823 MS901397 0.5 DE041245 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 3 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG. AIR INLET ELEC. CONN. P823 MS901397 0.5 DE041245 0.1 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 3 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG. AIR INLET ELEC. CONN. P823 MS901397 0.5 DEO041245 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENG. AIR INLET FIRE EXT. DISCHARGE TUBE MS901397 0.5 DEO041245 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENG. AIR INLET FIRE EXT. DISCHARGE TUBE MS901397 0.5 DEO041245 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENG. AIR INLET FIRE EXT. DISCHARGE TUBE MS901397 0.5 DEO041245 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENG. AIR INLET FIRE EXT. DISCHARGE TUBE MS901397 0.5 DEO041245 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 5 X 00 REINSTALLED AND TORQUED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENG. AIR INLET TO BLEED AIR TUBE FLEX MS901397 0.5 DEO041245 0.1 F

COUPLING/CLAMPS (TQ. 40-45" LBS)

DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 5 X 00 REINSTALLED AND TORQUED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENG. AIR INLET TO BLEED AIR TUBE FLEX MS901397 0.5 DE041245 0.1 F

COUPLING/CLAMPS (TQ. 40-45" LBS)

DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 5 X 00 REINSTALLED AND TORQUED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENG. AIR INLET TO BLEED AIR TUBE FLEX MS901397 0.5 DE041245 0.1 F

COUPLING/CLAMPS (TQ. 40-45" LBS)
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 6256.9

Current Status A: X Current Status E: -

SERIAL NUMBER: 7923303
LAST MISSION:

Current Status O:

HOURS:
12-Feb-2015

Current Status W:

6155.9

DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 5 X 00 REINSTALLED AND TORQUED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 ENG. AIR INLET TO BLEED AIR TUBE FLEX MS901397 0.5 DE041245 0.1 F

COUPLING/CLAMPS (TQ. 40-45" LBS)
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 6 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 ENG. AIR INLET WATERWASH HOSE CLAMP MS901397 0.5 DE041245 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 6 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 ENG. AIR INLET WATERWASH HOSE CLAMP MS901397 0.5 DE041245 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 6 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 ENG. AIR INLET WATERWASH HOSE CLAMP MS901397 0.5 DE041245 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 6 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 ENG. AIR INLET WATERWASH HOSE CLAMP MS901397 0.5 DE041245 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 7 X 00 REINSTALLED AND TORQUED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 ENG. AIR INLET V-BAND COUPLING (TQ. 60-70" LBS) MS901397 0.5 DE041245 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 7 X 00 REINSTALLED AND TORQUED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 ENG. AIR INLET V-BAND COUPLING (TQ. 60-70" LBS) MS901397 0.5 DE041245 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 7 X 00 REINSTALLED AND TORQUED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 ENG. AIR INLET V-BAND COUPLING (TQ. 60-70" LBS) MS901397 0.5 DE041245 0.2 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 6256.9

Current Status A: X Current Status E: -

SERIAL NUMBER: 7923303
LAST MISSION:

Current Status O:

HOURS:
12-Feb-2015

Current Status W:

6155.9

DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 7 X 00 REINSTALLED AND TORQUED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 ENG. AIR INLET V-BAND COUPLING (TQ. 60-70" LBS) MS901397 0.5 DE041245 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 8 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 ENGINE AIR INLET MS901397 0.5 DE041245 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 8 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 ENGINE AIR INLET MS901397 0.5 DE041245 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 8 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 ENGINE AIR INLET MS901397 0.5 DE041245 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 8 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 ENGINE AIR INLET MS901397 0.5 DE041245 0.2 F

DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 9 - 00 TORQUE CHECK COMPLETE ON 6 BOLTS FOR A -041 H/S/D/S
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TORQUE CHECK REQUIRED ON #1 ENG. HSS BOLTS (3) CONN. FLEX 0 DE041245 0.2 F

COUPLING TO FLANGE (WP 1750)

DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 9 - 00 TORQUE CHECK COMPLETE ON 6 BOLTS FOR A -041 H/S/D/S
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TORQUE CHECK REQUIRED ON #1 ENG. HSS BOLTS (3) CONN. FLEX 0 DE041245 0.2 F

COUPLING TO FLANGE (WP 1750)

DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 9 - 00 TORQUE CHECK COMPLETE ON 6 BOLTS FOR A -041 H/S/D/S
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TORQUE CHECK REQUIRED ON #1 ENG. HSS BOLTS (3) CONN. FLEX 0 DE041245 0.2 F

COUPLING TO FLANGE (WP 1750)
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

22-Jan-2015 9 - 00 TORQUE CHECK COMPLETE ON 6 BOLTS FOR A -041 H/S/D/S
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TORQUE CHECK REQUIRED ON #1 ENG. HSS BOLTS (3) CONN. FLEX 0 DEO041245 0.2 F

COUPLING TO FLANGE (WP 1750)

DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 10 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG. AIR INLET ELEC. CONN. P818 JL884350 0.1 CC139253 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 10 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG. AIR INLET ELEC. CONN. P818 JL884350 0.1 CC139253 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 10 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG. AIR INLET ELEC. CONN. P818 JL884350 0.1 CC139253 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 10 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG. AIR INLET ELEC. CONN. P818 JL884350 0.1 CC139253 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 11 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG. AIR INLET ELEC. CONN. FOR ICE DETECTOR  JL884350 0.1 CC139253 0.2 F
P 819
DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 11 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG. AIR INLET ELEC. CONN. FOR ICE DETECTOR  JL884350 0.1 CC139253 0.2 F
P 819
DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 11 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG. AIR INLET ELEC. CONN. FOR ICE DETECTOR  JL884350 0.1 CC139253 0.2 F

P 819
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 11 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG. AIR INLET ELEC. CONN. FOR ICE DETECTOR JL884350 0.1 CC139253 0.2 F
P 819
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 12 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENG. AIR INLET FIRE EXT. DISCHARGE TUBE JL884350 0.1 CC139253 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 12 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENG. AIR INLET FIRE EXT. DISCHARGE TUBE JL884350 0.1 CC139253 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 12 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENG. AIR INLET FIRE EXT. DISCHARGE TUBE JL884350 0.1 CC139253 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 12 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENG. AIR INLET FIRE EXT. DISCHARGE TUBE JL884350 0.1 CC139253 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 13 X 00 REINSTALLED TQ 45 INLB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENG. AIR INLET TO BLEED AIR TUBE FLEX JL884350 0.1 CC139253 0.2 F

COUPLINGS/CLAMPS (TQ. 40-45" LBS)

DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 13 X 00 REINSTALLED TQ 45 INLB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENG. AIR INLET TO BLEED AIR TUBE FLEX JL884350 0.1 CC139253 0.2 F

COUPLINGS/CLAMPS (TQ. 40-45" LBS)

DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 13 X 00 REINSTALLED TQ 45 INLB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENG. AIR INLET TO BLEED AIR TUBE FLEX JL884350 0.1 CC139253 0.2 F

COUPLINGS/CLAMPS (TQ. 40-45" LBS)




Page 146 of 181

Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

22-Jan-2015 13 X 00 REINSTALLED TQ 45 INLB

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENG. AIR INLET TO BLEED AIR TUBE FLEX JL884350 0.1 CC139253 0.2 F

COUPLINGS/CLAMPS (TQ. 40-45" LBS)

DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 14 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #2 ENG. AIR INLET WATERWASH HOSE CLAMP JL884350 0.1 CC139253 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 14 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #2 ENG. AIR INLET WATERWASH HOSE CLAMP JL884350 0.1 CC139253 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 14 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #2 ENG. AIR INLET WATERWASH HOSE CLAMP JL884350 0.1 CC139253 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 14 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #2 ENG. AIR INLET WATERWASH HOSE CLAMP JL884350 0.1 CC139253 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 15 X 00 REINSTALLED TQ 70 INLB

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #2 ENG. AIR INLET V-BAND COUPLING (TQ. 60-70" LBS) JL884350 0.1 CC139253 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 15 X 00 REINSTALLED TQ 70 INLB

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #2 ENG. AIR INLET V-BAND COUPLING (TQ. 60-70" LBS) JL884350 0.1 CC139253 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 15 X 00 REINSTALLED TQ 70 INLB

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #2 ENG. AIR INLET V-BAND COUPLING (TQ. 60-70" LBS) JL884350 0.1 CC139253 0.2 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 6256.9

Current Status A: X Current Status E: -

SERIAL NUMBER: 7923303
LAST MISSION:

Current Status O:

HOURS:
12-Feb-2015

Current Status W:

6155.9

DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 15 X 00 REINSTALLED TQ 70 INLB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENG. AIR INLET V-BAND COUPLING (TQ. 60-70" LBS) JL884350 0.1 CC139253 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 16 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE AIR INLET JL884350 0.1 CC139253 0.6 F
DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 16 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE AIR INLET JL884350 0.1 CC139253 0.6 F
DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 16 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE AIR INLET JL884350 0.1 CC139253 0.6 F
DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 16 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE AIR INLET JL884350 0.1 CC139253 0.6 F
DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 17 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TORQUE CHECK REQUIRED ON #2 ENG. HSS BOLTS (3) CONN. FLEX 0 CC139253 0.6 F
COUPLING TO FLANGE (WP 1750)
DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 17 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TORQUE CHECK REQUIRED ON #2 ENG. HSS BOLTS (3) CONN. FLEX 0 CC139253 0.6 F
COUPLING TO FLANGE (WP 1750)
DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 17 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TORQUE CHECK REQUIRED ON #2 ENG. HSS BOLTS (3) CONN. FLEX 0 CC139253 0.6 F

COUPLING TO FLANGE (WP 1750)
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

22-Jan-2015 17 - 00 INSP. OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TORQUE CHECK REQUIRED ON #2 ENG. HSS BOLTS (3) CONN. FLEX 0 CC139253 0.6 F

COUPLING TO FLANGE (WP 1750)

DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#1 AND #2 ENGINE OUTPUT SHAFT VIBRATION LEVEL CHECK 0 JR133253 0.2 F
REQUIRED

DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#1 AND #2 ENGINE OUTPUT SHAFT VIBRATION LEVEL CHECK 0 JR133253 0.2 F
REQUIRED

DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#1 AND #2 ENGINE OUTPUT SHAFT VIBRATION LEVEL CHECK 0 JR133253 0.2 F
REQUIRED

DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#1 AND #2 ENGINE OUTPUT SHAFT VIBRATION LEVEL CHECK 0 JR133253 0.2 F
REQUIRED

DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#1 AND #2 ENGINE OUTPUT SHAFT VIBRATION LEVEL CHECK 0 TQ887762 0.2 F
REQUIRED

DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#1 AND #2 ENGINE OUTPUT SHAFT VIBRATION LEVEL CHECK 0 TQ887762 0.2 F
REQUIRED

DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#1 AND #2 ENGINE OUTPUT SHAFT VIBRATION LEVEL CHECK 0 TQ887762 0.2 F

REQUIRED
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#1 AND #2 ENGINE OUTPUT SHAFT VIBRATION LEVEL CHECK 0 TQ887762 0.2 F
REQUIRED
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 19 X 00 NOT APPLICABLE DUE TO IVHMMS INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE CROTCH ASSEMBLY (TQ. 45-55" LBS) MS901397 0.5 DEO041245 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 19 X 00 NOT APPLICABLE DUE TO IVHMMS INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE CROTCH ASSEMBLY (TQ. 45-55" LBS) MS901397 0.5 DEO041245 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 19 X 00 NOT APPLICABLE DUE TO IVHMMS INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE CROTCH ASSEMBLY (TQ. 45-55" LBS) MS901397 0.5 DEO041245 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 19 X 00 NOT APPLICABLE DUE TO IVHMMS INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE CROTCH ASSEMBLY (TQ. 45-55" LBS) MS901397 0.5 DEO041245 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 20 X 00 NOT APPLICABLE DUE TO IVHMMS INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE CROTCH ASSEMBLY (TQ. 45-55" LBS) JL884350 0.1 DEO041245 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 20 X 00 NOT APPLICABLE DUE TO IVHMMS INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE CROTCH ASSEMBLY (TQ. 45-55" LBS) JL884350 0.1 DEO041245 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 20 X 00 NOT APPLICABLE DUE TO IVHMMS INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #2 ENGINE CROTCH ASSEMBLY (TQ. 45-55" LBS) JL884350 0.1 DE041245 0.1 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 20 X 00 NOT APPLICABLE DUE TO IVHMMS INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE CROTCH ASSEMBLY (TQ. 45-55" LBS) JL884350 0.1 DEO041245 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 21 / 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALLED #1 ENGINE INLET SCREEN 0 DEO041245 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 21 / 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALLED #1 ENGINE INLET SCREEN 0 DEO041245 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 21 / 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALLED #1 ENGINE INLET SCREEN 0 DEO041245 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 21 / 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALLED #1 ENGINE INLET SCREEN 0 DEO041245 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 22 / 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALLED #2 ENGINE INLET SCREEN 0 DEO041245 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 22 / 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALLED #2 ENGINE INLET SCREEN 0 DEO041245 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 22 / 00 NA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSTALLED #2 ENGINE INLET SCREEN 0 DE041245 0.1 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 6256.9

Current Status A: X Current Status E: -

SERIAL NUMBER: 7923303
LAST MISSION:

Current Status O:

HOURS:
12-Feb-2015

Current Status W:

6155.9

DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 22 / 00 NA

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSTALLED #2 ENGINE INLET SCREEN 0 DE041245 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 23 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

MAIN XMSN SUPPORT BEAMS AND UPPER SKIN INSP. (WP 1750) 0 DM213174 0.8 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 23 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

MAIN XMSN SUPPORT BEAMS AND UPPER SKIN INSP. (WP 1750) 0 DM213174 0.8 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 23 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

MAIN XMSN SUPPORT BEAMS AND UPPER SKIN INSP. (WP 1750) 0 DM213174 0.8 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 23 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

MAIN XMSN SUPPORT BEAMS AND UPPER SKIN INSP. (WP 1750) 0 DM213174 0.8 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 24 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED MAIN MOD DRIP PAN 0 DM213174 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 24 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED MAIN MOD DRIP PAN 0 DM213174 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 24 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED MAIN MOD DRIP PAN 0 DM213174 0.2 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 24 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN MOD DRIP PAN 0 DM213174 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 25 - 00 COMPLETD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OIL COOLER VIBE CHECK REQUIRED (WP1750) 0 JR133253 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 25 - 00 COMPLETD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OIL COOLER VIBE CHECK REQUIRED (WP1750) 0 JR133253 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 25 - 00 COMPLETD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OIL COOLER VIBE CHECK REQUIRED (WP1750) 0 JR133253 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 25 - 00 COMPLETD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OIL COOLER VIBE CHECK REQUIRED (WP1750) 0 JR133253 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 25 - 00 COMPLETD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OIL COOLER VIBE CHECK REQUIRED (WP1750) 0 TQ887762 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 25 - 00 COMPLETD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OIL COOLER VIBE CHECK REQUIRED (WP1750) 0 TQ887762 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 25 - 00 COMPLETD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OIL COOLER VIBE CHECK REQUIRED (WP1750) 0 TQ887762 0.2 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 25 - 00 COMPLETD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OIL COOLER VIBE CHECK REQUIRED (WP1750) 0 TQ887762 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 26 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
M/R DAMPER BOLTS TORQUE CHECK DUE (1225" LBS) (WP 1750) 0 JR133253 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 26 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
M/R DAMPER BOLTS TORQUE CHECK DUE (1225" LBS) (WP 1750) 0 JR133253 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 26 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
M/R DAMPER BOLTS TORQUE CHECK DUE (1225" LBS) (WP 1750) 0 JR133253 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 26 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
M/R DAMPER BOLTS TORQUE CHECK DUE (1225" LBS) (WP 1750) 0 JR133253 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 27 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
M/R PITCH CONTROL RODS UPPER BOLTS TORQUE CHECK (700" LBS) 0 JR133253 0.2 F
(WP 1750)
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 27 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
M/R PITCH CONTROL RODS UPPER BOLTS TORQUE CHECK (700" LBS) 0 JR133253 0.2 F
(WP 1750)
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 27 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
M/R PITCH CONTROL RODS UPPER BOLTS TORQUE CHECK (700" LBS) 0 JR133253 0.2 F

(WP 1750)
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 6256.9

Current Status A: X Current Status E: -

SERIAL NUMBER: 7923303
LAST MISSION:

Current Status O:

HOURS:
12-Feb-2015

Current Status W:

6155.9

DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 27 . 00 COMPLETED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

M/R PITCH CONTROL RODS UPPER BOLTS TORQUE CHECK (700" LBS) 0 JR133253 0.2 F

(WP 1750)
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 28 . 00 COMPLETED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

TAIL ROTOR BALANCE CHECK REQUIRED (WP 1750) 0 JR133253 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 28 . 00 COMPLETED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

TAIL ROTOR BALANCE CHECK REQUIRED (WP 1750) 0 JR133253 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 28 . 00 COMPLETED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

TAIL ROTOR BALANCE CHECK REQUIRED (WP 1750) 0 JR133253 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 28 . 00 COMPLETED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

TAIL ROTOR BALANCE CHECK REQUIRED (WP 1750) 0 JR133253 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 28 . 00 COMPLETED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

TAIL ROTOR BALANCE CHECK REQUIRED (WP 1750) 0 TQ887762 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 28 . 00 COMPLETED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

TAIL ROTOR BALANCE CHECK REQUIRED (WP 1750) 0 TQ887762 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 28 . 00 COMPLETED

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

TAIL ROTOR BALANCE CHECK REQUIRED (WP 1750) 0 TQ887762 0.2 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015

CLOSED FAULT REPORT
FOR: K08DD2
SERIAL NUMBER: 7923303 HOURS: 6155.9
LAST MISSION: 12-Feb-2015

MODEL: UH-60A
NEXT PHASE: 6256.9

Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 28 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TAIL ROTOR BALANCE CHECK REQUIRED (WP 1750) 0 TQ887762 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 29 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PRIMARY SERVO INSPECTION DUE (WP1750) 0 JR133253 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 29 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PRIMARY SERVO INSPECTION DUE (WP1750) 0 JR133253 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 29 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PRIMARY SERVO INSPECTION DUE (WP1750) 0 JR133253 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 29 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PRIMARY SERVO INSPECTION DUE (WP1750) 0 JR133253 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 30 - 00 COMPLETE, INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

T/R BLADE HORN ASSEMBLY INSP. (WP 1750) 0 DE041245 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 30 - 00 COMPLETE, INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

T/R BLADE HORN ASSEMBLY INSP. (WP 1750) 0 DE041245 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 30 - 00 COMPLETE, INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

T/R BLADE HORN ASSEMBLY INSP. (WP 1750) 0 DE041245 0.2 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 6256.9

Current Status A: X

Current Status E:

SERIAL NUMBER: 7923303
LAST MISSION:

Current Status O:

HOURS:
12-Feb-2015

Current Status W:

6155.9

DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 30 - 00 COMPLETE, INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

T/R BLADE HORN ASSEMBLY INSP. (WP 1750) 0 DE041245 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 31 / 00 N/A

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AVA INSTALLED ACFT RESTRICTED TO GROUND RUN 0 JR133253 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 31 / 00 N/A

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AVA INSTALLED ACFT RESTRICTED TO GROUND RUN 0 JR133253 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 31 / 00 N/A

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AVA INSTALLED ACFT RESTRICTED TO GROUND RUN 0 JR133253 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 31 / 00 N/A

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AVA INSTALLED ACFT RESTRICTED TO GROUND RUN 0 JR133253 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 32 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOLBOX INVENTORY DUE 0 DE041245 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 32 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOLBOX INVENTORY DUE 0 DE041245 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 32 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOLBOX INVENTORY DUE 0 DE041245 0.1 F
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Report Date: To 24-Feb-2015

24-Feb-2015 Selection Range : 01-Sep-2014

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7923303

LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 6256.9

HOURS: 6155.9

Current Status A: X Current Status E: -

Current Status O:

12-Feb-2015

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 32 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY DUE 0 DE041245 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Jan-2015 3:54 PM 3 - 6129.5 02-Feb-2015 6139.3 0 3 03B
FAULT WRITE-UP: ACTION TAKEN:
INSP A214 - CLEAN TAIL WHEEL ADAPTER (ESM ONLY). DUE AT: COMPLETED
6138.7 HOURS. UPGRADE TO RED X STATUS ON 6143.8 HOURS
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JS131228 0.2 F
o o} 1 03B F 19
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Jan-2015 7:37 PM 4 - 6131.8 26-Jan-2015 6133.3 0 1 05A01I
FAULT WRITE-UP: ACTION TAKEN:
INSP A020 - PERFORM M/R SPINDLE LUGS, M/R CUFF, TIP CAPS COMPLETED
INSPECTION. DUE AT: 6137.5 HOURS. UPGRADE TO RED X
STATUS ON 6138.6 HOURS
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DM213174 0.5 F
O O 1 05A01I F -4
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 22-Jan-2015  7:37 PM 5 - 6131.8 05-Feb-2015 6139.3 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A110 - PMS 40 HOUR INSPECTION (ESM ONLY). DUE AT: COMPLETED
6138.7 HOURS. UPGRADE TO RED X STATUS ON 6140.8 HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DE041245 0.5 F
o O 1 00 F 16
DELAY

13-2s to Follow
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 1 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED PILOTS YAW PEDAL BOOTS 0 JS131228 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 2 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED CO-PILOTS YAW PEDAL BOOTS 0 JS131228 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 3 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED CABIN SOUNDPROOFING 0 DM213174 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H MAIN LDG UPR FAIRING JS131228 0.1 MS901397 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 5 X 00 REINSALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H MAIN LDG UPR FAIRING JS131228 0.1 MS901397 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 6 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H BULKHEAD SOUNDPROOFING 0 DM213174 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 7 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H FUEL ENCLOSURE PANEL 0 DM213174 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 8 X 00 REINSTALLED L TAIL ACCESS PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TAIL CONE ACCESS PANEL ROR L JL884350 0.1 DM213174 0.2 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 9 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INTERMEDIATE G/B COVER 0 DM213174 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 10 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STABILATOR INSPECTION PANELS 4 EA JL884350 0.1 DM213174 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 11 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OIL COOLER DUCT ACCESS COVER JL884350 0.1 JR133253 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 12 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APU FUEL CONTROL PAN COVER JL884350 0.1 JR133253 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 13 / 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 STARTER OIL PLUG 0 JR133253 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 14 / 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 STARTER OIL PLUG 0 JR133253 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 15 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM ACTUATORS POSITION COMPARATOR CHECK FOR 0 DEO041245 0.1 F

STABILATOR SYSTEM

DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jan-2015 16 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AREA 1 COCKPIT INSP. REQUIREMENTS 0 JS131228 1 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 6256.9

Current Status A: X

Current Status E:

SERIAL NUMBER: 7923303
LAST MISSION:

Current Status O:

HOURS:
12-Feb-2015

Current Status W:

6155.9

DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 17 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AREA 2 CABIN INSP. REQUIREMENTS 0 DE041245 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 17 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AREA 2 CABIN INSP. REQUIREMENTS 0 JS131228 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 18 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AREA 3 TRANSITION INSP. REQ. 0 DM213174 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 19 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AREA 4 TAIL CONE INSP. REQUIREMENTS 0 DM213174 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 20 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AREA 5 TAIL ROTOR PYLON INSP. REQUIREMENTS 0 DM213174 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 21 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AREA 6 MAIN ROTOR PYLON INSP. REQUIREMENTS 0 JR133253 2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 22 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION REQUIRED 0 DE041245 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

22-Jan-2015 23 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOLBOX INVENTORY DUE 0 DE041245 0.1 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015

Current Status A: X Current Status E: -

Current Status O:

Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jan-2015 24 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COPILOTS LEFT YAW PEDAL BOOT JL884350 0.1 JS131228 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 23-Jan-2015 11:24 AM 1 - 6133.3 23-Jan-2015 6133.3 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD AND AWR/ISAQ DAILY DUE COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JR133253 1 F
X 0 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Jan-2015 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 JR133253 0.2 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

23-Jan-2015 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 JR133253 0.2 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR

DATE SEQ NO STATUS wuc ACTION TAKEN
23-Jan-2015 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 JR133253 0.2 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR




Report Date: 24-Feb-2015

Page 163 of 181
Selection Range

: 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
23-Jan-2015 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 JR133253 0.2
AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR




Report Date: 24-Feb-2015

CLOSED FAULT REPORT

MODEL: UH-60A

Page 164 of 181

Selection Range : 01-Sep-2014 To 24-Feb-2015

FOR: K08DD2
SERIAL NUMBER: 7923303

HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Jan-2015 1:50 PM 1 - 6135.4 05-Feb-2015 6139.3 0 1 04A
FAULT WRITE-UP: ACTION TAKEN:
INSP A213 - ENGINE COMPRESSOR CLEANING (ESM ONLY). DUE COMPLETED
AT: 6143.7 HOURS. UPGRADE TO RED X STATUS ON 6148.8 HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JR133253 1 F
O O 1 04A F 20
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
26-Jan-2015 1 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 8 O'CLOCK IGNITION LEAD FROM #1 ENGINE (TORQUE TO MS901397 0.5 JR133253 0.3 F
15 DEG PAST HAND TIGHT)
DATE SEQ NO STATUS WwucC ACTION TAKEN
26-Jan-2015 2 X 04A REINSTALLED TQ TO 140 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IGNITOR PLUG FROM 8 O'CLOCK POSITION ON #1 ENGINE MS901397 0.5 JR133253 0.3 F
(APPLY ANTI-SEIZE AND TORQUE TO 140-150 IN LBS.)
DATE SEQ NO STATUS WwucC ACTION TAKEN
26-Jan-2015 3 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 4 O'CLOCK IGNITION LEAD FROM #2 ENGINE (TORQUE TO MS901397 0.5 JR133253 0.3 F
15 DEG PAST HAND TIGHT)
DATE SEQ NO STATUS WucC ACTION TAKEN
26-Jan-2015 4 X 04A REINSTALLED TQ TO 140 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IGNITOR PLUG FROM 4 O'CLOCK POSITION ON #2 ENGINE MS901397 0.5 JR133253 0.3 F
(APPLY ANTI-SEIZE AND TORQUE TO 140-150 IN. LBS.)
DATE SEQ NO STATUS WwucC ACTION TAKEN
26-Jan-2015 5 - 04A COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY DUE 0 JR133253 0.2 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Jan-2015 7:19 AM 1 - 6135.4 27-Jan-2015 6135.4 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
PMD AND AWR/ISAQ DAILY DUE COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CC139253 0.7 F
X O 1 00 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
27-Jan-2015 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 CC139253 0.7 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

27-Jan-2015 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 CC139253 0.7 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR

DATE SEQ NO STATUS wuc ACTION TAKEN
27-Jan-2015 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 CC139253 0.7 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

27-Jan-2015 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 DEO041245 0.7 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR

DATE SEQ NO STATUS wuc ACTION TAKEN
27-Jan-2015 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 DE041245 0.7 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

27-Jan-2015 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 DEO041245 0.7 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR

DATE SEQ NO STATUS wuc ACTION TAKEN
27-Jan-2015 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 DM213174 0.7 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

27-Jan-2015 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 DM213174 0.7 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR

DATE SEQ NO STATUS wuc ACTION TAKEN
27-Jan-2015 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 DM213174 0.7 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC

A 30-Jan-2015 2:22 PM 3 - 6139.3 02-Feb-2015 6139.3 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A115 - LUBE REQUIRMENTS (ESM ONLY). DUE AT: 6138.7 COMPLETED

HOURS OR 14-FEB-2015. UPGRADE TO RED X STATUS ON 6142.8
HOURS OR 18-FEB-2015

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MS901397 1 F
o o 1 00 F 27
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

30-Jan-2015 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BIFILAR LUBE (WP 1660) 0 DM213174 1 F
DATE SEQNO STATUS wucC ACTION TAKEN

30-Jan-2015 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BIFILAR LUBE (WP 1660) 0 DM213174 1 F
DATE SEQNO STATUS wucC ACTION TAKEN

30-Jan-2015 2 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LANDING GEAR STRUT LUBE (WP 1664) 0 MS901397 0.5 F
DATE SEQNO STATUS wuc ACTION TAKEN

30-Jan-2015 2 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LANDING GEAR STRUT LUBE (WP 1664) 0 MS901397 0.5 F
DATE SEQNO STATUS wuc ACTION TAKEN

30-Jan-2015 3 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED L/H MAIN LDG UPPER FAIRING JS131228 0.1 MS901397 0.5 F
DATE SEQNO STATUS wuc ACTION TAKEN

30-Jan-2015 3 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED L/H MAIN LDG UPPER FAIRING JS131228 0.1 MS901397 0.5 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Jan-2015 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H MAIN LDG UPPER FAIRING JS131228 0.1 MS901397 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Jan-2015 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H MAIN LDG UPPER FAIRING JS131228 0.1 MS901397 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Jan-2015 5 X 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL CONE ACCESS PANEL L ORR MS901397 0.5 DM213174 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Jan-2015 5 X 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL CONE ACCESS PANEL L ORR MS901397 0.5 DM213174 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Jan-2015 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
STABILATOR ACTUATOR LUBE (WP1665) 0 DM213174 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Jan-2015 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
STABILATOR ACTUATOR LUBE (WP1665) 0 DM213174 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Jan-2015 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WINDSHIELD WIPER PIVOT STUDS LUBE (WP 1666) 0 DM213174 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Jan-2015 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

WINDSHIELD WIPER PIVOT STUDS LUBE (WP 1666) 0 DM213174 0.3 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015

Current Status A: X Current Status E: -

Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
30-Jan-2015 8 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WINDSHIELD WIPER CONVERTER LUBE (WP 1667) 0 DM213174 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
30-Jan-2015 8 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WINDSHIELD WIPER CONVERTER LUBE (WP 1667) 0 DM213174 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
30-Jan-2015 9 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY DUE 0 DM213174 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
30-Jan-2015 9 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY DUE 0 DM213174 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 02-Feb-2015 7:20 AM 1 - 6139.3 02-Feb-2015 6139.3 0 3 19H
FAULT WRITE-UP: ACTION TAKEN:
INSP E108 - KY-58 PMCS/OPNL CHECK (STANDBY). DUE AT: 05-FEB KY-58 NOT INSTALLED
-2015. UPGRADE TO RED X STATUS ON 09-FEB-2015
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JS131228 0.1 F
o} o} 1 19H F 0
DELAY
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 04-Feb-2015 7:25 AM 1 - 6139.3 05-Feb-2015 6139.3 0 1 19R
FAULT WRITE-UP: ACTION TAKEN:
INSP E300 - EMERGENCY LOCATOR TRANSMITTER SELF TEST COMPLETED
(EBC-406HM). DUE AT: 08-FEB-2015. UPGRADE TO RED X STATUS
ON 12-FEB-2015
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 SB111066 0.1 F
0 O 1 19R F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 06-Feb-2015 7:53 AM 2 - 6139.3 06-Feb-2015 6139.3 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
PMD AND AWR/ISAQ DAILY DUE COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DM213174 1 F
X 0 1 00 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN
06-Feb-2015 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 DM213174 1 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR




Report Date: 24-Feb-2015
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Selection Range : 01-Sep-2014 To 24-Feb-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Feb-2015 12:11 PM 1 - 6143.400 07-Feb-2015 6143.400000 0 3 05A01I
FAULT WRITE-UP: ACTION TAKEN:
INSP A020 - PERFORM M/R SPINDLE LUGS, M/R CUFF, TIP CAPS COMPLETED
INSPECTION. DUE AT: 6149.3 HOURS. UPGRADE TO RED X
STATUS ON 6150.4 HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DE041245 0.1 F
0 O 1 05A01I F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 07-Feb-2015 1:15PM 2 - 6143.400 08-Feb-2015 6145.400000 0 3 05A01I
FAULT WRITE-UP: ACTION TAKEN:
INSP A020 - PERFORM M/R SPINDLE LUGS, M/R CUFF, TIP CAPS COMPLETE
INSPECTION. DUE AT: 6149.3 HOURS. UPGRADE TO RED X
STATUS ON 6150.4 HOURS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DE041245 0.5 F
0 0 1 05A01I F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Feb-2015 7:56 AM 1 - 6145.400 08-Feb-2015 6145.400000 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD AND AWR/ISAQ DAILY DUE COMPLETE
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DE041245 1 F
X 0 1 00 F 0
DELAY

13-2s to Follow
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

08-Feb-2015 1 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 CT216177 0.5 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR

DATE SEQ NO STATUS wuc ACTION TAKEN
08-Feb-2015 1 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 DE041245 0.5 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

08-Feb-2015 1 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 TT210073 0.5 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR

DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 10-Feb-2015 9:22 AM 2 - JL884350 6145.400 10-Feb-2015 6145.400000 0 T 02
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH REQUIREMENTS OF H-60-15-AMAM-06 BY 09 MAR H-60-15-AMAM-06 NOT COMPLIED WITH, ACFT ENTERED INTO
2015 BEST PROGRAM
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JL884350 0.5 F
o} o} 1 02 F 0
DELAY
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Report Date: To 24-Feb-2015

24-Feb-2015 Selection Range : 01-Sep-2014

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 10-Feb-2015 5:18 PM 3 - 6147.900 10-Feb-2015 6147.900000 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD AND AWR/ISAQ DAILY DUE COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JR133253 1 F
X O 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
10-Feb-2015 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 JR133253 0.2 F
AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 11-Feb-2015 6:08 PM 3 - 6154.900 11-Feb-2015 6154.900000 0 1 05A01I
FAULT WRITE-UP: ACTION TAKEN:
INSP A020 - PERFORM M/R SPINDLE LUGS, M/R CUFF, TIP CAPS COMPLETED
INSPECTION. DUE AT: 6157.9 HOURS. UPGRADE TO RED X
STATUS ON 6159.0 HOURS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JR133253 0.5 F
0 0 1 05A01I F 0
DELAY
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Feb-2015 6:08 PM 4 - 6154.900 11-Feb-2015 6154.900000 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PMD AND AWR/ISAQ DAILY DUE COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JR133253 1 F
X O 1 00 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
11-Feb-2015 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN 0 JR133253 0.5 F

AWRS, IF INSTALLED. AWR 1823 IVHMS BLOCK 5.0 DTD, 14MAY12,AWR
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Oct-2014 12:.05PM 2 / DK942180 6091.8 03-Oct-2014 6091.8 0 C 02
FAULT WRITE-UP: ACTION TAKEN:
PILOTS DOOR DOES NOT STAYED LATCHED DURING FLIGHT REPLAIRED; ADJUSTED
CANNOT FULLY LATCH DOOR ON THE GROUND WITHOUT
ASSISTANCE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CR133259 1 F
G B 1 02 F -2
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
01-Oct-2014 1 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY ON EJECTION HANDLE DK942180 0.1 CR133259 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN
01-Oct-2014 2 / 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DOOR 0 CR133259 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN
01-Oct-2014 3 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INV 0 CR133259 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
01-Oct-2014 4 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK 0 CR133259 0.2 F
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Oct-2014 10:02 PM 3 / DK942180 6100.5 09-Oct-2014 6100.5 0 4 00
FAULT WRITE-UP: ACTION TAKEN:
RADAR ALTIMETERS BOTH FAILED IN FLIGHT. PULLED OUT MOC OK
CIRCUIT BREAKER RESET RADAR ALTIMETERS, SEEM TO WORK
FINE. RADAR ALTIMETERS FAILED AGAIN ON SECOND FLIGHT OF
THE DAY RESET CIRCUIT BREAKERS AND IT WORKED FINE.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MW112775 0.3 F
G G 1 00 F -6
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 14-Oct-2014 12:00 PM 3 / WB925347 6118 16-Dec-2014 6118 0 1 19
FAULT WRITE-UP: ACTION TAKEN:
BOITH PILOT AND COPILOT RADAR ALTIMETERS SHOWED OFF SEE WRITEUP ABOVE
FLAG AND DID NOT FUNCTION.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 RC926538 0.2 F
G G 4 19 -4
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 24-Nov-2014 4:04 PM 1 / RS476831 6110.2 26-Nov-2014 6110.2 0 4 00
FAULT WRITE-UP: ACTION TAKEN:
ICS ON RIGHT PILOT SIDE WILL RECIEVE BUT WILL NOT TRANSMIT MOC OK
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MW112775 0.2 F
G B 4 00 F -2
DELAY
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Report Date: 24-Feb-2015 Selection Range : 01-Sep-2014 To 24-Feb-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7923303 HOURS: 6155.9
NEXT PHASE: 6256.9 LAST MISSION: 12-Feb-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Dec-2014 3:01 PM 5 / JY986772 6118 16-Dec-2014 6118 0 1 19
FAULT WRITE-UP: ACTION TAKEN:
PILOT SIDE ATTITUDE INDICATOR BEGAN GIVING FAULTY SEE WRITE UP ABOVE
INDICATIONS APPROXIMATELY ONE HOUR INTO FLIGHT WITH NO
FAIL FLAG OR CAUTION, BUT GAVE PROPER INDICATIONS WITH
THE ALTERNATE VERTICAL GYRO SELECTED. FPS CAUTION WITH
GYRO CAPSULE APPEARED AFTER APPROXIMATELY 1.5 FLIGHT
HOURS AND COULD NOT BE CLEARED.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 RC926538 0.2 F
G G 2 19 F -14
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 14-Jan-2015 7:53 PM 1 / JW049553  6123.6 09-Feb-2015 6145.400000 0 1 02

FAULT WRITE-UP:

BLACK BLADE DE-ICE CONNECTOR WRAPPING IS COMING UN-
DONE

WHEN HOwW

ACTION TAKEN:
DUPLICATE WRITE UP

MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DE041245 0.1 F
T G 1 02 D 4
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 15-Jan-2015 8:39 AM 2 / JS131228 6125.4 22-Jan-2015 6127.5 0 1 03
FAULT WRITE-UP: ACTION TAKEN:
MAIN LANDING GEAR STATIC GROUND BROKEN REPLACED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 DM213174 1 F
X G 2 03 F -7

DELAY




