Report Date: 19-Aug-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223732

NEXT PHASE: 627238
Current Status A: X Current Status E: -

Current Status O:

Page 1 of 3704

Selection Range : 01-Jan-1980 To 19-Aug-2015

HOURS: 5999.5

LAST MISSION: 12-Aug-2015

Current Status W:

FAULT WRITE-UP:

#2 ENGINE ANTI-ICE LIGHT WILL NOT ILLUMINATE DURING HIT
CHECK. LIGHT WILL ILLUMINATE WITH LOW POWER, GOES OUT AT
85% NG WITH SWITCH IN THE OFF POSTION. LIGHT FLICKERS
WITH 86% POWER APPLIED WITH SWITCH IN ON POS.

ACTION TAKEN:
REPLACED ANTI-ICE VALVE.

DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 17-Sep-2007 9:26 PM 1 X COMGEN  4631.4 18-Sep-2007 4631.4 0 P 09B0O1A
FAULT WRITE-UP: ACTION TAKEN:
INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1). Was COMGEN IN ERROR
Due at: 07-Sep-2007. Upgrade to Red X Status on 11-Sep-2007
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AQ704878 0.1 EP714961 0.1 (0]
o o 1 09BO1A (0] -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Sep-2007 7:53 AM 3 X CK621907 4631.4 18-Sep-2007 4631.4 0 A 05

DELAY

WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS | RD562816 1 TW920222 35 0
T G 1 05 0 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 25-Sep-2007 4:45PM 3 X WH418592  4638.9 25-Sep-2007 4638.9 0 P 05
FAULT WRITE-UP: ACTION TAKEN:
INSP A-21 BLADE PIN INSP DUE AT 4638.9 ACFT HRS(INPROCESS) COMP TENSION FELT
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS | PW704369 3 WH418592 0.7 c
X G 1 05 c 0




Page 2 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 6272.8 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 07-Nov-2007 9:36 AM 1 X COMGEN  4670.4 07-Nov-2007 4670.4 0 G 10
FAULT WRITE-UP: ACTION TAKEN:
INSP A816 - ROBERTSON AUX TANK INSP. Was Due at: 4489.0 COMGEN IN ERROR
Hours. Upgrade to Red X Status on 4494.1 Hours
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 MM271369 1 F
(e} (e} 1 10 (e} 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Nov-2007 9:36 AM 2 X COMGEN  4670.4 07-Nov-2007 4670.4 0 G 10U
FAULT WRITE-UP: ACTION TAKEN:
INSP A817 - AUXILIARY TANK GROUND RECEPTICAL INSPECTION. COMGEN IN ERROR
Was Due at: 4489.0 Hours. Upgrade to Red X Status on 4494.1 Hours
WHEN HOW MAL WwucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 MM271369 1 F
O O 1 10U O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Nov-2007 7:13 AM 1 X CC478338 4675.1 15-Nov-2007 4675.1 0 P 07
FAULT WRITE-UP: ACTION TAKEN:
BACKUP HYD PUMP RETURN BYPASS BUTTON POPPED RESET BUTTON
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DP795593 0.1 CC478338 0.5 O
X G 1 07 (¢} 0
DELAY

13-2s to Follow

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Nov-2007 1 X 07A03A REINSTALLED HAND TIGHT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD BACKUP HYDRAULIC PUMP RETURN FILTER BOWL DP795593 0.1 CC478338 0.2 C
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Nov-2007 2 X 07A03A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BACKUP HYDRAULIC PUMP RETURN FILTER DP795593 0.1 CC478338 0.2 (0]

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Nov-2007 3 X 07A01 RESET BUTTON
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BACKUP HYDRAULIC PUMP RETURN BYPASS BUTTON RESET DP795593 0.1 CC478338 0.1 (0]
REQUIRED

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Nov-2007 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQ'D 0 CC478338 0.1 (0]

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Nov-2007 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY REQ'D 0 CC478338 0.1 (0]

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Nov-2007 6 - 07A01 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BACKUP HYDRAULIC SYSTEM BLEEDING REQ'D FOR REPLACEMENT 0 CC478338 0.5 (0]

OF BACKUP PUMP RETURN FILTER

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Nov-2007 6 - 07A01 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BACKUP HYDRAULIC SYSTEM BLEEDING REQ'D FOR REPLACEMENT 0 EB515168 0.5 0]

OF BACKUP PUMP RETURN FILTER

DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 05-Dec-2007 2:40 PM 1 X EB515168  4678.9 05-Dec-2007 4678.9 0 A 05A01Z
FAULT WRITE-UP: ACTION TAKEN:
BLUE M/R DAMPER INDICATOR PISTON IS SEIZED. PISTON WILL REPLACED INDICATOR
NOT PULL OUT TO SHOW ANY MORE GOLD THAN 1/8 INCH.
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE238788 0.1 JF678129 1 C
K G 3 05A01Z o} 0
DELAY

13-2s to Follow
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 62728

Current Status A: X Current Status E:

SERIAL NUMBER: 8223732
LAST MISSION:

Current Status O:

HOURS:
12-Aug-2015

Current Status W:

5999.5

DATE SEQ NO STATUS wuc ACTION TAKEN

05-Dec-2007 1 X 05A01Z REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD SAFETY FROM BLUE M/R DAMPER FILL PLUGS JE238788 0.1 JF678129 0.1 C
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Dec-2007 2 X 05A01Z REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD 2EA BLUE M/R DAMPER FILL PLUGS JE238788 0.1 JF678129 0.1 C
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Dec-2007 3 X 05A01Z REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD 2EA PACKINGS FROM BLUE M/R DAMPER FILL PLUGS JE238788 0.1 JF678129 0.2 C
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Dec-2007 4 X 05A01Z REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD BLUE M/R DAMPER INDICATOR JE238788 0.1 JF678129 0.2 C
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Dec-2007 5 X 05A01Z REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD PACKING FROM BLUE M/R DAMPER INDICATOR JE238788 0.1 JF678129 0.1 C
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Dec-2007 6 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL BOX INVENTORY 0 JF678129 0.1 C
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Dec-2007 7 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CK REQ'D 0 JF678129 0.1 C
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 20-Dec-2007 6:33 AM 3 X COMGEN  4682.2 20-Dec-2007 4682.2 0 6 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. Was COMPLETED ON 15 DEC 07
Due at: 16-Dec-2007. Upgrade to Red X Status on 20-Dec-2007
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DP795593 0.1 RF294246 0.1 O
O O 1 04A06B O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 20-Dec-2007 6:33 AM 4 X COMGEN  4682.2 20-Dec-2007 4682.2 0 O 04

FAULT WRITE-UP:

INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. Was
Due at: 16-Dec-2007. Upgrade to Red X Status on 20-Dec-2007

ACTION TAKEN:
COMPLETED ON 15 DEC 07

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DP795593 0.1 RF294246 0.1 O
O O 1 04A06B O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Jan-2008 8:00 AM 3 X TW920222 4682.2 02-Jan-2008 4682.2 0 G 04
FAULT WRITE-UP: ACTION TAKEN:
#1 ENG OIL APPEARS DARK. DRAINED AND REFILLED OIL
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 RB438341 1 F
K G 2 04 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jan-2008 1 X 04 RECONNECTED TUBE TORQUED TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED INLET BLEED AIR TUBE. MM271369 1 HP884925 0.5 (0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jan-2008 2 X 04 RECONNECTED TUBE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED INLET FIRE EXT TUBE. MM271369 1 HP884925 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jan-2008 3 X 04 RECONNECTED PLUG
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED INLET CANON PLUG. MM271369 1 HP884925 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jan-2008 4 X 04 REINSTALLED WASH LINE TO INLET
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HDWR ATTACHING WATER WASH LINE TO INLET. MM271369 1 HP884925 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jan-2008 5 X 04 REINSTALLED V-BAND CLAMP TORQUED TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENG INLET AND V-BAND ASSY. MM271369 1 HP884925 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jan-2008 6 X 04 INSTALLED DRAIN PLUG.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENG OIL DRAIN PLUG. RD562816 0.3 TW920222 0.5 C
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jan-2008 7 X 04 SERVICED ENG OIL .
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DRAINED #1 ENG OIL. RD562816 0.2 TW920222 0.5 C
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Jan-2008 5:12 PM 1 X COMGEN  4689.5 09-Jan-2008 4689.5 0 P 05A01I
FAULT WRITE-UP: ACTION TAKEN:
INSP A020 - PERFORM M/R SPINDLE LUGS, M/R CUFF, TIP CAPS COMPLETED

INSPECTION. Was Due at: 4688.9 Hours. Upgrade to Red X Status on
4689.0 Hours

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS PW704369 0.1 BC212821 0.5 o
o} o} 1 05A011 o} 0

DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Feb-2008 11:13 AM 2 X AC554368 4714.8 12-Feb-2008 4714.8 0 2 03A02B
FAULT WRITE-UP: ACTION TAKEN:
PILOT'S LEFT BRAKE PEDAL HAS NO RESISTANCE. SERVICED, MOC OK
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE238788 0.1 AC554368 1 0
X G 1 03A02B O 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
12-Feb-2008 1 X 03 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT'S LEFT PEDAL BOOT JE238788 0.1 AC554368 0.1 0]
DATE SEQNO STATUS wucC ACTION TAKEN
12-Feb-2008 2 X 03 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT'S KICK PANEL BETWEEN PEDALS. JE238788 0.1 AC554368 0.1 0]
DATE SEQNO STATUS wucC ACTION TAKEN
12-Feb-2008 3 X 03 REPLACED SAFETY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM PILOT'S LEFT PEDAL MASTER CYLINDER JE238788 0.1 AC554368 0.3 0]
BLEED PLUG.
DATE SEQNO STATUS wuc ACTION TAKEN
12-Feb-2008 4 X 03 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT'S LEFT BRAKE PEDAL MASTER CYLINDER BLEED JE238788 0.1 AC554368 0.2 0]
PLUG.
DATE SEQNO STATUS wuc ACTION TAKEN
12-Feb-2008 5 X 03 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOTS LEFT BRAKE PEDAL FLUID LEVEL SCREW. JE238788 0.1 AC554368 0.2 0]
DATE SEQNO STATUS wuc ACTION TAKEN
12-Feb-2008 6 - 03 MOC COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC DUE FOR SERVICING OF PILOT'S LEFT BRAKE PEDAL MASTER 0 AC554368 0.1 0]

CYLINDER




Report Date: 19-Aug-2015

Page 8 of 3704

Selection Range : 01-Jan-1980 To 19-Aug-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Feb-2008 7 - 03 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 AC554368 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Feb-2008 8 - 03 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY DUE 0 AC554368 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Feb-2008 9 X 03 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED O-RING FROM PILOTS LEFT BRAKE PEDAL MASTER JE238788 0.1 AC554368 0.1 (0]
CYLINDER BLEED PLUG.
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 04-Mar-2008 9:00 AM 1 X JE238788 47216 04-Mar-2008 4721.6 0 C 1"
FAULT WRITE-UP: ACTION TAKEN:
DURING FLT, PILOTS AIRSPEED INDICADOR AT 0 KNOTS WITH REPLACED AIRSPEED INDICATOR
MULTIPLE TIMES A/S CAPSULE LIGHT AND FPS CAUTION LIGHTS
ILLUMINATED.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE238788 0.1 MD725492 1 F
G G 3 11 0 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WucC ACTION TAKEN
04-Mar-2008 1 X 19 REPLACED AIRSPEED INDICATOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOT AIRSPEED INDICATOR JE238788 0.1 MD725492 3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Mar-2008 2 X 19 RECONNECTED CONNECTOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED PILOT PDU CONNECTOR PLUGS JE238788 0.1 MD725492 0.6 F
DATE SEQ NO STATUS WucC ACTION TAKEN
04-Mar-2008 3 X 19 RECONNECTED STATICS LINES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED AIRSPEED STATIC LINES JE238788 0.1 MD725492 0.9 F




Page 9 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 05-Mar-2008 4:45 PM 4 X EB515168 47246 06-Mar-2008 4724.6 0 A 09
FAULT WRITE-UP: ACTION TAKEN:
#1 GENERATOR CAUTION LIGHT ILLUMINATES AND WILL NOT REPLACED GENERATOR.
EXTINGUISH. REPLACING GCU DID NOT CORRECT THE FAULT
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 ML787461 25 F
G C 3 09 O -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
05-Mar-2008 1 X 09 CONNECTED HARNESS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL HARNESS. MM271369 1 ML241597 0.5 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
05-Mar-2008 2 X 09 CONNECTED 2 EA CANON PLUGS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONECTED CANON PLUGS, 2 EA. MM271369 1 ML787461 0.5 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
05-Mar-2008 3 X 09 REPLACED GENERATOR AND HDWR.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED GENERATOR AND ATTACHING HARDWARE. MM271369 1 ML787461 1.5 F
DATE SEQ NO STATUS WucC ACTION TAKEN
05-Mar-2008 4 X 09 REPLACED SPLINE ADAPTER.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SPLINE ADAPTER. MM271369 1 ML787461 0.5 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
05-Mar-2008 5 - 09 COMPLETED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP OF #1 GEN AREA DUE. 0 MM271369 1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
05-Mar-2008 6 - 09 MOC OK.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC REQ'D FOR REPLACEMENT OF #1 GENERATOR. 0 TW920222 0.5 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 05-Mar-2008 4:47 PM 5 X EB515168 47246 06-Mar-2008 4724.6 0 A 05
FAULT WRITE-UP: ACTION TAKEN:
BLUE M/R DROOP STOP BUSHING MIGRATED APPROX 1/8 INCH REPLACED BUSHING
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 CD467904 1 F
\ G 3 05 O -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
05-Mar-2008 1 X 05 RECONNECTED M/R DE-ICE ELECTRICAL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLUE M/R DE-ICE ELECTRICAL CONNECTOR FROM MM271369 1 CD467904 1 F
DROOP STOP HEATER PIN
DATE SEQ NO STATUS WwucC ACTION TAKEN
05-Mar-2008 2 X 05 RECONNECTED 2EA SPRINGS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 2EA SPRINGS FROM BLUE M/R DROOP STOP MM271369 1 CD467904 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
05-Mar-2008 3 X 05 REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER PIN FROM BLUE M/R DROOP STOP HEATER PIN MM271369 1 CD467904 1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
05-Mar-2008 4 X 05 REINSTALLED M/R DROOP STOP HEATER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE M/R DROOP STOP HEATER PIN MM271369 1 CD467904 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
05-Mar-2008 5 X 05 REINSTALLED M/R DROOP STOP ASSY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE M/R DROOP STOP ASSY MM271369 1 CD467904 1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
05-Mar-2008 6 X 05 REPLACED BUSHING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE FWD DROOP STOP BUSHING MM271369 1 CD467904 1 F




Page 11 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Mar-2008 12:35 PM 1 X LT703183 4724.6 06-Mar-2008 4724.6 0 C 02
FAULT WRITE-UP: ACTION TAKEN:
L/H CABIN DOOR HITTING AIRFRAME REPLACED BROKEN SCREW
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.4 LT703183 1 0
K G 1 02 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Mar-2008 1 X 02 REINSTALLED DOOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
L/H CABIN DOOR RMD AO704878 0.2 LT703183 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
06-Mar-2008 2 X 02 REINSTALLED PLATE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
STRICKER PLATE RMD AO704878 0.2 LT703183 1 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 10-Mar-2008 5:54 AM 3 X COMGEN 4724.6 10-Mar-2008 4724.6 0 P 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A815 - 30 DAY INTERIOR INSPECTION AND CLEANING INSP COMP CK FOUND OK
PROCEDURES FOR THE MDW CONFIGURED UH-60A (VH-60)
AIRCRAFT. Was Due at: 06-Mar-2008. Upgrade to Red X Status on 10-
Mar-2008
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS EB515168 0.1 VS958999 0.1 C
O O 1 00 O 0
DELAY




Page 12 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Mar-2008 8:47 AM 2 X KO224221 47274 11-Mar-2008 4727.4 0 2 05
FAULT WRITE-UP: ACTION TAKEN:
BLUE M/R BLADE LEAD LOWER BUSHING NOT SEATED REPLACED BUSHING
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE238788 0.1 CD467904 1 F
X G 1 05 O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 13-Mar-2008 7:39 AM 1 X VD373747 47315 13-Mar-2008 4731.5 0 A 05
FAULT WRITE-UP: ACTION TAKEN:
RED T/R BLADE ANTI-ICE BRACKET HDWR NOT INST (2EA) INSTALLED 2EA
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE238788 0.1 VD373747 0.3 O
\Y G 1 05 0 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Mar-2008 6:47 AM 3 X VD373747 47445 19-Mar-2008 4744.5 0 P 05
FAULT WRITE-UP: ACTION TAKEN:
YELLOW DROOP STOP SPRING BROKEN REPLACED 1EA
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE238788 0.1 VD373747 0.1 0
K G 1 05 O 0
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Mar-2008 7:00 AM 1 X VD373747 4754 27-Mar-2008 4754 0 L 04
FAULT WRITE-UP: ACTION TAKEN:
#2 ENG STARTER BLEED AIR TUBE CRACKED REPLACED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE238788 0.1 VD373747 0.1 0
K G 1 04 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
27-Mar-2008 1 X 04 REINSTALLED. TQ TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMVD CLAMP SECURING TUBE TO STARTER JE238788 0.1 VD373747 0.2 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
27-Mar-2008 2 X 04 REINSTALLED 2EA CLAMPS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CLAMPS (2EA) SECURING BLEED AIR TUBE TO FIREWALL. JE238788 0.1 VD373747 0.1 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
27-Mar-2008 3 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLEED AIR TUBE JE238788 0.1 VD373747 0.2 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
27-Mar-2008 4 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY DUE 0 VD373747 0.1 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
27-Mar-2008 5 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOLBOX INVENTORY DUE

0 VD373747 0.1 0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 6272.8 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 31-Mar-2008 12:39 PM 1 X COMGEN 4756 31-Mar-2008 4756 0 I 05
FAULT WRITE-UP: ACTION TAKEN:
INSP A098 - 30 DAY TAIL ROTOR PITCH BEAM CORROSION. Was COMPLETED
Due at: 27-Mar-2008. Upgrade to Red X Status on 31-Mar-2008
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS EB515168 0.1 KB213119 0.1 O
0 0 1 02C12M 0 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 31-Mar-2008 12:39PM 2 X COMGEN 4756 31-Mar-2008 4756 0 | 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A103 - AIRCRAFT WASH DUE. Was Due at: 27-Mar-2008. COMPLETED
Upgrade to Red X Status on 31-Mar-2008
WHEN HOW MAL WwucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS EB515168 0.1 KB213119 1 O
O O 1 00 O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Apr-2008  8:24 AM 1 X JE238788 4758.8 14-Apr-2008 4758.8 0 A 04
FAULT WRITE-UP: ACTION TAKEN:
MAIN MOD IMPENDING BYPASS BUTTON POPPED REPLACED MAIN MOD FILTER ASSY
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE238788 0.2 PM081325 2 C
G G 2 04 (¢} 0
DELAY

13-2s to Follow

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Apr-2008 1 X 06 REINSTALLED TORQUED TO 110 IN LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HDWR FROM MAIN MOD FLOW SHUTOFF VALVE JE238788 0.1 PM081325 0.1 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Apr-2008 1 X 06 REINSTALLED TORQUED TO 110 IN LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HDWR FROM MAIN MOD FLOW SHUTOFF VALVE JE238788 0.1 PM081325 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Apr-2008 2 X 06 TURNED FLOW BACK ON
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TURNED OFF MAIN MOD FLOW JE238788 0.1 PM081325 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Apr-2008 2 X 06 TURNED FLOW BACK ON
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TURNED OFF MAIN MOD FLOW JE238788 0.1 PM081325 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Apr-2008 3 X 06 REINSTALLED TORQUED TO 110 IN LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HDWR (3EA) FROM MAIN MOD FILTER BOWL JE238788 0.1 PM081325 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Apr-2008 3 X 06 REINSTALLED TORQUED TO 110 IN LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HDWR (3EA) FROM MAIN MOD FILTER BOWL JE238788 0.1 PM081325 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Apr-2008 4 X 06 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN MOD FILTER BOWL JE238788 0.1 PM081325 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Apr-2008 4 X 06 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN MOD FILTER BOWL JE238788 0.1 PM081325 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Apr-2008 4 X 06 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED MAIN MOD FILTER BOWL JE238788 0.1 VS958999 0.1 0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Apr-2008 4 X 06 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN MOD FILTER BOWL JE238788 0.1 VS958999 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Apr-2008 5 X 06 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FILTER ASSY FROM FILTER BOWL JE238788 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Apr-2008 5 X 06 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FILTER ASSY FROM FILTER BOWL JE238788 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Apr-2008 6 X 06 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PACKING FROM MAIN MOD FILTER BOWL JE238788 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Apr-2008 6 X 06 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PACKING FROM MAIN MOD FILTER BOWL JE238788 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Apr-2008 7 X 06 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PACKINGS (2EA) FROM MAIN MOD FILTERS JE238788 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Apr-2008 7 X 06 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PACKINGS (2EA) FROM MAIN MOD FILTERS JE238788 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Apr-2008 8 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL BOX INV DUE 0 PM081325 0.1 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Apr-2008 8 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INV DUE 0 PM081325 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Apr-2008 9 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CK DUE 0 PM081325 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Apr-2008 9 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CK DUE 0 PM081325 0.1 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Apr-2008 12:27 PM 1 X HP884925 4758.8 15-Apr-2008 4758.8 0 A 06G01
FAULT WRITE-UP: ACTION TAKEN:
TAILROTOR G/B INPUT SEAL LEAKING REPLACED WITH NEW SEAL
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 CD467904 1 0
X G 1 06G01 O 0
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Apr-2008 11:16 AM 2 X SM606228 4758.8 16-Apr-2008 4758.8 0 S 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A625 - REPLACEMENT OF SLAB BATTERY (SLAB). Due at: 30- REPLACED BATTERY
Apr-2008. (IN PROCESS)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.2 SM606228 0.5 F
B G 2 00 O 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
16-Apr-2008 1 X 02 REPLACED BATTERY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SLAB BATTERY AQ704878 0.2 SM606228 0.5 F
DATE SEQNO STATUS wucC ACTION TAKEN
16-Apr-2008 2 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK REQUIRED 0 AQ704878 0.1 0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Apr-2008 6:33 AM 4 X RB438341 4765.4 21-Apr-2008 4765.4 0 C 00
FAULT WRITE-UP: ACTION TAKEN:
YELLOW M/R TIP CAP SCREW SHEARED OFF. REPAIRED.6 SHEARED SCREWS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 DH663857 15 0
K G 2 00 O 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

21-Apr-2008 1 X 05 RECONNECTED CABLE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED YEL M/R BLADE DEICE CANNON PLUG JL888744 0.1 MM572544 0.3 0]
DATE SEQNO STATUS wucC ACTION TAKEN

21-Apr-2008 2 X 05 REINSTALLED SPRING TO 30

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD YEL M/R LEAD BLADE PIN JL888744 0.1 MC821823 0.3 0]
DATE SEQNO STATUS wucC ACTION TAKEN

21-Apr-2008 3 X 05 REINSTALLED SPRING TO 28

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD YEL M/R LAG BLADE PIN JL888744 0.1 MC821823 0.3 0]
DATE SEQNO STATUS wuc ACTION TAKEN

21-Apr-2008 4 X 05 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD YEL M/R BLADE JL888744 0.1 MC821823 0.3 0]
DATE SEQNO STATUS wuc ACTION TAKEN

21-Apr-2008 5 X 05 REINSTALLED TQ 30 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

YELLOW M/R TIP CAP REMOVED JL888744 0.2 CDA467904 1 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 25-Apr-2008 8:09 AM 1 X SM606228 4771.4 25-Apr-2008 4771.4 0 S 08
FAULT WRITE-UP: ACTION TAKEN:
COPILOT VSI WITH POWER APPLY THE ROLL COMMAND KNOB REPLACED VSI, MOC OK
DOES NOT SEND IMPUTS IN THE ROLL AXIS (IN PROCESS)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE238788 0.1 SM606228 0.5 F
B G 2 08 O 0
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-May-2008 11:40 AM 1 X JB140319 47761 14-May-2008 4776.1 0 S 05
FAULT WRITE-UP: ACTION TAKEN:
SCREW (1EA) NOT INSTALLED ON BLACK T/R PADDLE DE-ICE INSTALLED HARDWARE
BRACKET
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE238788 0.1 JB140319 0.2 C
A G 1 05 C 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-May-2008 1 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
1EA SCREW NOT INSTALLED JE238788 0.1 JB140319 0.1 C
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-May-2008 2 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
2EA WASHERS NOT INSTALLED JE238788 0.1 JB140319 0.1 C
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-May-2008 3 X 02 INSTALLED, TIGHTENED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
1EA LOCKNUT NOT INSTALLED JE238788 0.1 JB140319 0.1 C
DATE SEQ NO STATUS WucC ACTION TAKEN
14-May-2008 4 X 02 RECONNECETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECETED BLK T/R PADDLE DE-ICE CABLE JE238788 0.1 JB140319 0.1 C
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-May-2008 5 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQ'D 0 JB140319 0.1 C
DATE SEQ NO STATUS WucC ACTION TAKEN
14-May-2008 6 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY REQ'D 0 JB140319 0.1 C
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-May-2008 1:00 PM 6 X BC212821 4784.3 19-May-2008 4784.3 0 P 04
FAULT WRITE-UP: ACTION TAKEN:
#2 ENG FUEL FILTER BUTTON POPPED REPLACED FUEL FILTER
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DP795593 0.1 BC212821 0.5 0
X G 1 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
19-May-2008 1 X 03 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FUEL BOWL DP795593 0.1 BC212821 0.1 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
19-May-2008 2 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FUEL FILTER DP795593 0.1 BC212821 0.1 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
19-May-2008 3 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FUEL FILTER PACKING DP795593 0.1 BC212821 0.1 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
19-May-2008 4 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CK REQ'D 0 BC212821 0.1 C
DATE SEQ NO STATUS WwucC ACTION TAKEN
19-May-2008 5 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INV REQ'D 0 BC212821 0.1 (0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jun-2008 10:00 AM 2 X RM609910 4790.8 12-Jun-2008 4790.8 0 2 06
FAULT WRITE-UP: ACTION TAKEN:
INTERMEDIATE GEARBOX INPUT SEAL SEEPING ( IN PROCESS) REPLACED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 RM609910 1 F
A G 2 06 F 0
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Jun-2008 2:24 PM 1 X JB140319  4806.6 30-Jun-2008 4806.6 0 P 05
FAULT WRITE-UP: ACTION TAKEN:
40 HOUR OIL SAMPLES DUE COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RF294246 0.1 JB140319 0.2 C
O O 1 05 C 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

30-Jun-2008 1 X 06 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED T/R G/B CHIP DETECTOR RF294246 0.1 JB140319 0.2 C
DATE SEQNO STATUS wucC ACTION TAKEN

30-Jun-2008 2 X 06 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED I/G/B CHIP DETECTOR RF294246 0.1 JB140319 0.2 C
DATE SEQNO STATUS wucC ACTION TAKEN

30-Jun-2008 3 - 02 MOC COMPLETED. CHECK FOUND OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

MOC REQUIRED FOR REMOVAL OF T/R G/B CHIP DETECTOR 0 JB140319 0.2 C
DATE SEQNO STATUS wuc ACTION TAKEN

30-Jun-2008 4 - 02 MOC COMPLETED. CHECK FOUND OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

MOC REQUIRED FOR REMOVAL OF I/G/B CHIP DETECTOR 0 JB140319 0.2 C
DATE SEQNO STATUS wuc ACTION TAKEN

30-Jun-2008 5 - 02 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION REQUIRED 0 JB140319 0.2 C
DATE SEQNO STATUS wuc ACTION TAKEN

30-Jun-2008 6 - 02 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL BOX INVENTORY REQUIRED 0 JB140319 0.2 C
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Jul-2008  7:37 AM 1 X BC212821 4806.6 01-Jul-2008 4806.6 0 G 05
FAULT WRITE-UP: ACTION TAKEN:
YELLOW M/R BLADE TIP CAP SCREW HEAD BROKEN OFF ON REMOVED BROKEN SCREW
UPPER SIDE OF TIP CAP
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 RB438341 0.2 0
X G 1 05 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
01-Jul-2008 1 X 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW M/R TIP CAP JL888744 0.2 ES198942 3 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 09-Jul-2008 1:18 PM 1 X SM606228 4812 09-Jul-2008 4812 0 C 02
FAULT WRITE-UP: ACTION TAKEN:
PILOTS FLOOR MIKE SWITCH INTERMITTENT (IN PROCESS) REPLACED FLOOR MIKE SWITCH, MOC OK
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE238788 0.1 SM606228 0.5 F
B G 2 02 0 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Jul-2008 12:35 PM 11 X VD373747 4816 17-Jul-2008 4816 0 S 06
FAULT WRITE-UP: ACTION TAKEN:
I/G/B INPUT SEAL IS SEEPING (IN PROCESS) REPLACED INPUT SEAL
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE238788 0.1 EP714961 1 0
K G 1 06 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2008 1 X 06 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD I/GB COTTER PIN JE238788 0.1 CD467904 1 F




Page 26 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223732
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 62728

Current Status A: X

HOURS: 5999.5
12-Aug-2015

Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

17-Jul-2008 2 X 06 REINSTALLED TQ 215 FT LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD I/GB FLANGE NUT JE238788 0.1 CDA467904 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Jul-2008 3 X 06 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD I/GB FLANGE JE238788 0.1 CD467904 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Jul-2008 4 X 06 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD I/GB RETAINING RING JE238788 0.1 CDA467904 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Jul-2008 5 X 06 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD I/GB SEAL JE238788 0.1 CD467904 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Jul-2008 6 X 06H09 REINST TQ TO 360 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD SECTION 3 DRIVESHAFT RETAINING HRDW (6 EA) JE238788 0.1 EP714961 0.1 )
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Jul-2008 7 X 06H09 REINST

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD SEC Il DRIVESAFT JE238788 0.1 EP714961 0.1 )
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Jul-2008 8 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK REQUIRED 0 EP714961 0.1 )
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Jul-2008 9 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOLBOX INVENTORY REQUIRED 0 EP714961 0.1 )




Page 27 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Jul-2008  1:21 PM 13 X TH060628 4816 17-Jul-2008 4816 0 S 19
FAULT WRITE-UP: ACTION TAKEN:
COPLILOTS COMMAND BAR STICKING ( IN PROSSES) REPLACED CO PILOTS VSI.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE238788 0.1 TH060628 1 F
B G 2 19 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

17-Jul-2008 1 X 19 REPLACED VSI.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED CO PILOTS VSI. JE238788 0.1 SM606228 1 F
DATE SEQNO STATUS wucC ACTION TAKEN

17-Jul-2008 1 X 19 REPLACED VSI.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED CO PILOTS VSI. JE238788 0.1 THO060628 1 F
DATE SEQNO STATUS wucC ACTION TAKEN

17-Jul-2008 2 X 19 REINSTALLED.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED PILOTS VSI JE238788 0.1 THO060628 1 F
DATE SEQNO STATUS wuc ACTION TAKEN

17-Jul-2008 3 X 19 REPLACED CO PILOTS VSiI

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

COPILOTS COMMAND BAR STICKING JE238788 0.1 THO060628 1 F
DATE SEQNO STATUS wuc ACTION TAKEN

17-Jul-2008 4 X 19 REPLACED COPILOTS VSI

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

COPILOTS COMMAND BAR STICKING JE238788 0.1 THO060628 1 0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 23-Jul-2008  2:57 PM 5 X VD373747 4819 23-Jul-2008 4819 0 A 09
FAULT WRITE-UP: ACTION TAKEN:
RETRACTABLE LANDING LIGHT INOP REPLACED BULB
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 VD373747 0.1 0
K G 1 09 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
23-Jul-2008 1 X 09 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LANDING LT CLAMP JL888744 0.1 VD373747 0.1 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
23-Jul-2008 2 X 09 RECON
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCON ELEC WIRES (2EA) JL888744 0.1 VD373747 0.1 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
23-Jul-2008 3 X 09 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LANDING LT BULB JL888744 0.1 VD373747 0.1 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
23-Jul-2008 4 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY DUE 0 VD373747 0.1 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
23-Jul-2008 5 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CK DUE

0 VD373747 0.1 0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC

A 29-Jul-2008  7:00 AM 1 X RB438341 4825 30-Jul-2008 4825 0 A 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A648 - REPLACEMENT OF TAIL ROTOR QUADRANT SPRING REPLACED

CYLINDERS . Due at: 31-Jul-2008. Upgrade to Red X Status on 01-Aug-
2008, INPROCESS

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 JG538724 0.1 o
K G 1 00 o} -1
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
29-Jul-2008 1 X 00 RECONNECTED TQD TO 50 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED T/R QUADRANT SPRING CYLINDERS FROM SUPPORT MM271369 1 JG538724 0.1 0]
DATE SEQNO STATUS wucC ACTION TAKEN
29-Jul-2008 2 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REOMOVED TAIL CONE ACCESS PANEL MM271369 1 JG538724 0.1 0]
DATE SEQNO STATUS wucC ACTION TAKEN
29-Jul-2008 3 X 00 RECONNECTED TQD TO 40 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED T/R CONTROL CABLES AT QUICK-DISCONNECTS MM271369 1 JG538724 0.1 0]
DATE SEQNO STATUS wuc ACTION TAKEN
29-Jul-2008 4 X 00 RECONNECTED TQD SMALL TRI-PIVOT HDWR TO 20 IN/LBS (2EA), LARGE
TRI-PIVOT HDWR TO 50 IN/LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED PUSHROD BETWEEN T/R QUADRANT AND T/R SERVO  MM271369 1 JG538724 0.1 0]
AT THE QUADRANT
DATE SEQNO STATUS wuc ACTION TAKEN
29-Jul-2008 5 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R QUADRANT CABLE GUARDS MM271369 1 JG538724 0.1 0]
DATE SEQNO STATUS wuc ACTION TAKEN
29-Jul-2008 6 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED T/R CONTROL CABLES FROM QUADRANT MM271369 1 JG538724 0.1 0]
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Report Date: 19-Aug-2015 To 19-Aug-2015

Selection Range : 01-Jan-1980
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 62728

Current Status A: X Current Status E: -

SERIAL NUMBER: 8223732
LAST MISSION:

Current Status O:

HOURS:
12-Aug-2015

Current Status W:

5999.5

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jul-2008 7 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/S MICROSWITCH S46 FROM T/R QUADRANT ASSY MM271369 1 JG538724 0.1 )
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jul-2008 8 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/S MICROSWITCH S45 FROM T/R QUADRANT ASSY MM271369 1 JG538724 0.1 )
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jul-2008 9 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY BOLT AND WASHER FROM NUT AT TOP OF THE T/R  MM271369 1 JG538724 0.1 )
QUADRANT
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jul-2008 10 X 00 REINSTALLED TQD TO 50 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LARGE NUT, BUSHING AND WASHERS, AT TOP OF THET/R  MM271369 1 JG538724 0.1 )
QUADRANT
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jul-2008 11 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED QUADRANT WITH SPRING CYLINDERS FROM T/R GEARBOX MM271369 1 JG538724 0.1 )
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jul-2008 12 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE L/S T/R SPRING CYLINDER FROM T/R QUADRANT MM271369 1 JG538724 0.1 )
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jul-2008 13 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE R/S T/R SPRING CYLINDER FROM T/R QUADRANT MM271369 1 JG538724 0.1 )
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jul-2008 14 X 11 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY FROM T/R QUADRANT MICROSWITCH (2EA). MM271369 1 JG538724 0.1 )




Page 31 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2008 15 X 11 REINSTALLED TQD TO 115 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY BOLT FROM T/R QUADRANT LARGE NUT. MM271369 1 JG538724 0.1 (0]

DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2008 16 X 11 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COTTER PIN FROM T/R QUADRANT TO PUSH ROD TRI-PIVOT MM271369 1 JG538724 0.1 (0]
HDWR (3EA).

DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2008 17 X 11 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COTTER PIN FROM MIXER TO YAW LEVER TRI-PIVOT HDWR MM271369 1 JG538724 0.1 (0]
(3EA).

DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2008 18 X 11 REINSTALLED TQD TO 20 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD MIXER TO YAW LEVER SMALL TRI-PIVOT HDWR (2EA). MM271369 1 JG538724 0.1 (0]

DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2008 19 X 11 REINSTALLED TQD TO 50 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD MIXER TO YAW LEVER LARGE TRI-PIVOT HDWR. MM271369 1 JG538724 0.1 (0]

DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2008 20 X 11 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COTTER PIN FROM YAW LEVER TO CABIN YAW CONTROL ROD MM271369 1 JG538724 0.1 (0]

TRI-PIVOT HDWR (3EA).

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jul-2008 21 X 11 REINSTALLED TQD TO 20 IN/LBS
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD YAW LEVER TO CABIN YAW CONTROL ROD SMALLTRI-PIVOT MM271369 1 JG538724 0.1 0
HDWR (2EA).

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jul-2008 22 X 11 REINSTALLED TQD TO 50 IN/LBS
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD YAW LEVER TO CABIN YAW CONTROL ROD LARGE TRI-PIVOT ~ MM271369 1 JG538724 0.1 0

HDWR.
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Jul-2008  7:30 AM 1 X MP689732 4825 30-Jul-2008 4825 0 A 05A02E
FAULT WRITE-UP: ACTION TAKEN:
RED M/R BLADE SN A007-06550 TIP CAP BROKEN REPLACED TIP CAP, TORQUED NEW HDWR TO 31 IN LBS NEW TIP
CAP SN A849-11270
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 MP689732 0.1 0
B G 2 05A02E (¢} 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 28-Aug-2008 5:19 PM 3 X COMGEN 4847.5 28-Aug-2008 4847.5 0 F 05A01I
FAULT WRITE-UP: ACTION TAKEN:
INSP A020 - PERFORM M/R SPINDLE LUGS, M/R CUFF, TIP CAPS COMPLETED
INSPECTION. Was Due at: 4847.0 Hours. Upgrade to Red X Status on
4847.1 Hours
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE238788 0.1 AC554368 0.1 0
0 0 1 05A01I 0 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Sep-2008 7:23 AM 1 X EM641915  4847.5 15-Sep-2008 4847.5 0 G 02
FAULT WRITE-UP: ACTION TAKEN:
INSP A400 - PMI-1 (ESM ONLY). Due at: 4849.0 Hours. INPROCESS COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 RB255541 1 0
H G 2 02 (¢} -13
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Sep-2008 7:23 AM 501 X EM641915 48475 15-Sep-2008 4847.5 0 G 02
FAULT WRITE-UP: ACTION TAKEN:
INSP A400 - PMI-1 (ESM ONLY). Due at: 4849.0 Hours. INPROCESS COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 RB255541 1 0
H G 2 02 O -13
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 02-Sep-2008 2:00 PM 4002 X MP689732  4847.5 09-Sep-2008 4847.5 0 C 02
FAULT WRITE-UP: ACTION TAKEN:
NOSE VIBRATION ABSORBER BUSHINGS WORN REPLACE R/S LOWER, L/S FWD AND L/S AFT SLEEVE BUSHINGS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 MP689732 1 O
H G 2 02 0 -7
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Sep-2008 1 X 00 REINSTALLLED TQ 100 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED NOSE WIEGH HDWR MM271369 1 MP689732 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Sep-2008 2 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED NOSE WEIGHT MM271369 1 MP689732 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Sep-2008 3 X 00 REPLACED HDWR TQ 100 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED NOSE VIBRATION ABORBER ATTACHING HDWR 3 EA MM271369 1 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Sep-2008 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED NOSE VIBRATION ABSORBER MM271369 1 MP689732 1 (0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Sep-2008 12:32 PM 1002 X COMGEN 48475 10-Sep-2008 4847.5 0 L 11
FAULT WRITE-UP: ACTION TAKEN:
RMVD PILOT & CO-PILOT PEDAL BOOTS REPLACED PEDAL BOOTS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 MP689732 1 0
H G 2 11 O -7
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
03-Sep-2008 1 X 00 REINSTALLED BOOTS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT & COPILOT CYCLIC BOOTS MM271369 1 MP689732 2 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
03-Sep-2008 2 X 00 REINSTALLED BOOTS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT & CO-PILOT COLLECTIVE BOOTS MM271369 1 MP689732 2 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
03-Sep-2008 3 X 00 REINSTALLED PLATES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT & COPILOT'S L/H & R/H HEEL PLATES MM271369 1 MP689732 2 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
03-Sep-2008 4 X 00 REINSTALLED PANELS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT'S & COPILOT'S CYCLIC FLOOR PANELS MM271369 1 MP689732 2 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
03-Sep-2008 5 X 00 REINSTALLED PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT'S & COPILOT'S OUTBOARD FLOOR PANEL MM271369 1 MP689732 1 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
03-Sep-2008 6 X 00 REINSATLALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT'S & COPILOT'S CENTER PEDAL PANEL MM271369 1 MP689732 1 (0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015

Current Status A: X Current Status E: -

Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Sep-2008 7 X 00 REINSTALLED PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT'S & COPILOT'S KICK PANEL MM271369 1 MP689732 1 )
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Sep-2008 12:38 PM 1003 X EM641915 48475 11-Sep-2008 4847.5 0 L 02
FAULT WRITE-UP: ACTION TAKEN:
2EA COCKPIT DOORS REMOVED FOR INSP (PILOTS& CO-PILOTS) REINSTALLED DOORS
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 MP689732 0.2 o
H G 2 02 o -8
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Sep-2008 12:49 PM 1004 X COMGEN 48475 11-Sep-2008 4847.5 0 6 02
FAULT WRITE-UP: ACTION TAKEN:
CABIN INTERIOR REMOVAL RE-ENTER TO AREA 7 (A.0)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 EM641915 0.5 0
H G 2 02 O -8
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
03-Sep-2008 1 X 02 RE-ENTER AREA 7 (A.0)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H BROOM CLOSET MM271369 1 EM641915 0.3 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
03-Sep-2008 2 X 02 RE-ENTER IN AREA 7 (A.0)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H BROOM CLOSET MM271369 1 EM641915 0.6 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
03-Sep-2008 3 / 02 RE-ENTER TO AREA 7 (A.0)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CABIN SOUNDPROOFING 0 EM641915 0.5 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
03-Sep-2008 4 X 02 N/A NOT IN VH ACFT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD H-BAR

RD562816 0.2 EM641915 0.3 0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Sep-2008 12:10 PM 3001 X COMGEN 48475 03-Sep-2008 4847.5 0 3 05B02
FAULT WRITE-UP: ACTION TAKEN:
RMVD T/R BLADE BOOTS FOR INSPECTION INSP COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 CD467904 2 F
H G 2 05B02 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
03-Sep-2008 1 X 05B02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED T/R PADDLE BOOT TIE WRAP MM271369 1 CD467904 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
03-Sep-2008 2 X 05B02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE T/R PADDLE BOOT TIE WRAP MM271369 1 CD467904 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
03-Sep-2008 3 X 05B02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLACK T/R PADDLE BOOT TIE WRAP MM271369 1 CD467904 1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
03-Sep-2008 4 X 05B02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YELLOW T/R PADDLE BOOT TIE WRAP MM271369 1 CD467904 1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 03-Sep-2008 12:13 PM 3002 X EM641915 48475 09-Sep-2008 4847.5 0 L 02
FAULT WRITE-UP: ACTION TAKEN:
STABILATOR REMOVED FOR INSP COMPLETED AND REINSTALLED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 MM172196 5 O
H G 2 02 0 -6
DELAY

13-2s to Follow
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2008 1 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR PYLON FAIRINGS MM271369 1 MM172196 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2008 2 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOWER PYLON FAIRING MM271369 1 MM172196 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2008 3 X 02 RECONNECTED 2EA JUMPERS, TQ TO 70 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED STABILATOR BONDING JUMPERS MM271369 1 JN311500 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2008 4 X 02 RECONNECTED STABILATOR ELECTRICAL CONNECTORS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED STABILATOR ELECTRICAL CONNECTORS MM271369 1 JN311500 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2008 5 X 02 RECONNECTED ACTUATOR ROD TO STABILATOR, TQ TO 20 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LIMIT SWITCH ACTUATOR ROD FROM STABILATOR MM271369 1 JN311500 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2008 6 X 02 REPLACED L/H STABILATOR MOUNT HARDWARE, TQ TO 600 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H STABILATOR MOUNT H/W MM271369 1 JN311500 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2008 7 X 02 REPLACED R/H STABILATOR HARDWARE, TQ TO 50 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H STABILATOR MOUNT H/W MM271369 1 JN311500 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2008 8 X 02 REPLACED STABILATOR MOUNT HARDWARE, TQ TO 160 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD STABILATOR ACTUATOR TO STABILATOR MOUNT BOLT MM271369 1 JN311500 0.1 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2008 9 X 02 REINSTALLED SAME, SERVICABLE STABILATOR ASSY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR ASSY MM271369 1 JN311500 1 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Sep-2008 11:00 AM 4001 X MM271369 4847.5 03-Sep-2008 4847.5 0 C 05
FAULT WRITE-UP: ACTION TAKEN:
RED SPINDLE LOWER BUSHING MIGRATING REPLACED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 CD467904 2 0
H G 2 05 0 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 03-Sep-2008 11:01 AM 4002 X MM271369 4847.5 11-Sep-2008 4847.5 0 A 05
FAULT WRITE-UP: ACTION TAKEN:
M/RH BLK/YEL SCISSORS ALL 3 BEARING WORN OUT OF LIMITS REPLACED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 MM172196 4 0
H G 2 05 0 -8
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2008 1 X 05A03B02 REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER PIN FROM ROTATING SCISSORS LOWER LINK MM271369 1 JN311500 0.1 (0]
HARDWARE
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2008 1 X 05A03B02 REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER PIN FROM ROTATING SCISSORS LOWER LINK MM271369 1 JN311500 0.1 (0]
HARDWARE
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2008 2 X 05A03B02 REINSTALLED HARDWARE, TQ TO 900 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM ROTATING SCISSORS LOWER LINK MM271369 1 JN311500 0.1 (0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2008 2 X 05A03B02 REINSTALLED HARDWARE, TQ TO 900 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM ROTATING SCISSORS LOWER LINK MM271369 1 JN311500 0.1 (0]

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2008 3 X 05A03B02 REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER PIN FROM LOWER SCISSORS TO UPPER MM271369 1 JN311500 0.1 (0]

SCISSORS ATTACHMENT HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Sep-2008 3 X 05A03B02 REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER PIN FROM LOWER SCISSORS TO UPPER MM271369 1 JN311500 0.1 )

SCISSORS ATTACHMENT HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Sep-2008 4 X 05A03B02 REINSTALLED HARDWARE, TQ 900 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER SCISSORS TO LOWER SCISSORS ATTACHMENT MM271369 1 JN311500 0.1 )
HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Sep-2008 4 X 05A03B02 REINSTALLED HARDWARE, TQ 900 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER SCISSORS TO LOWER SCISSORS ATTACHMENT MM271369 1 JN311500 0.1 )
HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Sep-2008 5 X 05A03B02 REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER PIN FROM UPPER SCISSORS LINK TO LOWER MM271369 1 JN311500 0.1 )

PRESSURE PLATE ATTACHMENT HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Sep-2008 5 X 05A03B02 REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER PIN FROM UPPER SCISSORS LINK TO LOWER MM271369 1 JN311500 0.1 )

PRESSURE PLATE ATTACHMENT HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Sep-2008 6 X 05A03B02 REINSTALLED HARDWARE, TQ TO 1500 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER SCISSORS LINK TO LOWER PRESSURE PLATE LUG ~ MM271369 1 JN311500 0.1 )

HARDWARE
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2008 6 X 05A03B02 REINSTALLED HARDWARE, TQ TO 1500 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER SCISSORS LINK TO LOWER PRESSURE PLATE LUG MM271369 1 JN311500 0.1 (0]
HARDWARE
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2008 7 X 05A03B02 REPLACED UPPER LINK WITH NEW, SERVICABLE LINK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ROTATING SCISSORS UPPER LINK MM271369 1 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2008 7 X 05A03B02 REPLACED UPPER LINK WITH NEW, SERVICABLE LINK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ROTATING SCISSORS UPPER LINK MM271369 1 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2008 8 X 05A03B02 REINSTALLED LOWER SCISSORS LINK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ROTATING SCISSORS LOWER LINK MM271369 1 JN311500 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2008 8 X 05A03B02 REINSTALLED LOWER SCISSORS LINK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ROTATING SCISSORS LOWER LINK MM271369 1 JN311500 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2008 9 X 05A03B02 REINSTALLED HARDWARE AND RETAINER, TQ TO 115 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE AND RETAINER FROM ROTATING SCISSORS MM271369 1 JN311500 0.1 (0]
SPHERICAL BEARING
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2008 9 X 05A03B02 REINSTALLED HARDWARE AND RETAINER, TQ TO 115 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE AND RETAINER FROM ROTATING SCISSORS MM271369 1 JN311500 0.1 (0]
SPHERICAL BEARING
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2008 10 X 05A03B02 REPLACED SPHERICAL BEARING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SPHERICAL BEARING FROM HOUSING ON SWASHPLATE MM271369 1 JN311500 0.1 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2008 10 X 05A03B02 REPLACED SPHERICAL BEARING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SPHERICAL BEARING FROM HOUSING ON SWASHPLATE MM271369 1 JN311500 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2008 11 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE UPON COMPLETION OF MAINTENANCE 0 JN311500 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2008 11 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE UPON COMPLETION OF MAINTENANCE 0 JN311500 0.1 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Sep-2008 11:06 AM 4005 X MM271369 4847.5 11-Sep-2008 4847.5 0 A 05
FAULT WRITE-UP: ACTION TAKEN:
#1 GENERATOR LEAD ADEL CLAMP BROKEN REPLACED CLAMP
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 LG224891 0.5 0
H G 2 05 O -8
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 03-Sep-2008 11:08 AM 4006 X MM271369 4847.5 11-Sep-2008 4847.5 0 A 05
FAULT WRITE-UP: ACTION TAKEN:
#2 GENERATOR LEAD ADEL CLAMP BROKEN REPLACED CLAMP
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 LG224891 0.2 F
H G 2 05 0 -8
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 03-Sep-2008 11:10 AM 4008 X MM271369 4847.5 11-Sep-2008 4847.5 0 A 05

FAULT WRITE-UP:
BLUE M/R/H PITCH CONTROL ROD LOWER BEARING DISBONDED

ACTION TAKEN:
REPLACED LOWER ROD END

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 JN311500 2 O
H G 2 05 O -8
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2008 1 X 05A03C02 SAFETY TO BE INSTALLED AFTER GROUND RUN FOR M/R TRACK AND
BALANCE, SEE ENTRY BELOW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFTEY FROM BLUE M/R P/C ROD LOWER JAMNUT MM271369 1 JN311500 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2008 2 X 05A03C02 REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER PIN FROM BLUE M/R P/C ROD LOWER ROD END MM271369 1 JN311500 0.2 (0]
HARDWARE
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2008 3 X 05A03C02 REINSTALLED, TQ TO 900 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM BLUE M/R P/C ROD LOWER ROD END MM271369 1 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2008 4 X 05A03C02 REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER PIN FROM BLUE M/R P/C ROD UPPER ROD END MM271369 1 JN311500 0.1 (0]
HARDWARE
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2008 5 X 05A03C02 REINSTALLED HARDWARE, TQ TO 1800 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM BLUE M/R P/C ROD UPPER END MM271369 1 JN311500 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2008 6 X 05A03C02 REPLACED WITH NEW, SERVICABLE ROD END
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE M/R P/C ROD LOWER ROD END MM271369 1 JN311500 1 (0]




Report Date: 19-Aug-2015

Page 44 of 3704

Selection Range : 01-Jan-1980 To 19-Aug-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223732

MODEL: UH-60A
NEXT PHASE: 62728

Current Status A: X Current Status E: -

HOURS:
12-Aug-2015

5999.5
LAST MISSION:

Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Sep-2008 7 - 05A03C02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE UPON COMPLETION OF MAINTENANCE 0 JN311500 0.1 )
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Sep-2008 11:12 AM 4009 X MM271369 4847.5 11-Sep-2008 4847.5 0 A 04
FAULT WRITE-UP: ACTION TAKEN:
#2 ENG STARTER TUBE FIREWALL FEED-THRU 1/2 MOON SEAL REPLACED 1/2 MOON
CRACKED
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 MM172196 0.5 o
H G 2 04 o} -8
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Sep-2008 11:15 AM 4010 X MM271369 4847.5 11-Sep-2008 4847.5 0 A 06
FAULT WRITE-UP: ACTION TAKEN:
SEC #1 T/R DRIVE SHAFT AFT COUPLING AFT FLEX PACK NICKED REPLACED FLEX PACK
OUT OF LIMIT
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 JN311500 4 o
H G 2 06 O -8
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 03-Sep-2008 1:00 PM 4011 X CD467904  4847.5 08-Sep-2008 4847.5 0 3 05
FAULT WRITE-UP: ACTION TAKEN:
M/R YELLOW /BLUE TIP CAP RMVD FOR INSPECTION REINSTALLED AND REPLACED M/R YELLOW/BLUE TIP CAP TQ 30
IN LBS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 CD467904 2 F
H G 2 05 O -5

DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Sep-2008 1:44 PM 4012 X EM641915 48475 15-Sep-2008 4847.5 0 L 02
FAULT WRITE-UP: ACTION TAKEN:
L/H PASSENGER DOOR RVMD FOR PHASE REINSTALLED DOOR
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 HP884925 0.5 0
H G 2 02 O -12
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 03-Sep-2008 1:45PM 4013 X EM641915 48475 15-Sep-2008 4847.5 0 L 02
FAULT WRITE-UP: ACTION TAKEN:
R/H PASSENGER DOOR RVMD FOR PHASE REINSTALLED DOOR
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 HP884925 0.5 O
H G 2 02 0 -12
DELAY




Report Date: 19-Aug-2015

Page 46 of 3704

Selection Range : 01-Jan-1980 To 19-Aug-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223732

HOURS: 5999.5
NEXT PHASE: 62728

LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E:

- Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Sep-2008 2:31 PM 4015 X JC513666  4847.5 15-Sep-2008 4847.5 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
CO-PILOTS SEAT TRACK REAR O/B RESILIENT MOUNT TORN REPLACED MOUNT
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 JC513666 1 0
H G 5 02 O -12
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
03-Sep-2008 1 X 02 REINSTALLED BOLT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CAM STOP BOLT FROM CO-PILOTS SEAT O/B RESILIENT MM271369 1 JC513666 0.5 (0]
MOUNT & FRAME ATTACHED TO TRACK
DATE SEQ NO STATUS WwucC ACTION TAKEN
03-Sep-2008 2 X 02 REINSTALLED BOOT WITH FRAME
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CO-PILOTS COLLECTIVE BOOT WITH METAL FRAME MM271369 1 JC513666 0.2 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
03-Sep-2008 3 X 02 REPLACED MOUNT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CO-PILOTS SEAT TRACK REAR O/B RESILIENT MOUNT MM271369 1 JC513666 0.3 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 03-Sep-2008 1:20 PM 4022 X RB438341 4847.5 11-Sep-2008 4847.5 0 A 00
FAULT WRITE-UP: ACTION TAKEN:
PCL COVER PLATE WARPED, NSN 012221444 PLATE INSTRUCTION REPLACED PLATE
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 JN311500 1.5 O
H G 2 00 0 -8
DELAY
DOC # 8248-0001
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Sep-2008 1 X 00 REPLACED PLATE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PCL COVER PLATE MM271369 1 JN311500 15 (0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 04-Sep-2008 4:22 PM 2002 X MM172196  4847.5 09-Sep-2008 4847.5 0 L 02
FAULT WRITE-UP: ACTION TAKEN:
RMVD TAIL CONE SIDE PANELS 2EA REINSTALLED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 EM641915 0.5 0
H G 2 02 O -5
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 04-Sep-2008 8:09 AM 3001 X BB043618 4847.5 04-Sep-2008 4847.5 0 S 02
FAULT WRITE-UP: ACTION TAKEN:
DISCONNECTED STABILATOR ACTUATOR BONDING JUMPER RECONNECTED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 BB043618 0.2 O
H G 2 02 0 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 04-Sep-2008 8:13 AM 3002 X BB043618 4847.5 08-Sep-2008 4847.5 0 S 02
FAULT WRITE-UP: ACTION TAKEN:
REMOVED CAMBERED FAIRING REINSTALLED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 BB043618 0.3 0
H G 2 02 O -4
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 04-Sep-2008 7:02 AM 4001 X EM641915 48475 10-Sep-2008 4847.5 0 3 05
FAULT WRITE-UP: ACTION TAKEN:
YELLOW M/R HUB DROOP STOP RING SET SCREW LOOSE RESET M/R HUB DROOP STOP RING SET SCREW
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 CD467904 1 F
H G 2 05 O -6
DELAY




Report Date: 19-Aug-2015

Page 48 of 3704

Selection Range : 01-Jan-1980 To 19-Aug-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 05-Sep-2008 10:26 AM 4001 X SM606228 4847.5 15-Sep-2008 4847.5 0 G 02

FAULT WRITE-UP:

ACFT AIRCONDITIONER REMOVED FOR PHASE INSPECTIONS

ACTION TAKEN:

ACFT AIRCONDITIONER REMOVED FOR PMI, BUT WILL STAY OUT
FOR MTF PENDING INSTALLATION OF BFT. WILL RE-ENTER
FAULTS AFTER INSTALLATION OF BFT

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 RB438341 1 0
B G 2 02 O -10
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Sep-2008 1 / 02 ACFT AIRCONDITIONER REMOVED FOR PMI, BUT WILL STAY OUT FOR

FAULT WRITE-UP:

DESERVICED AIR CONTIONER SYSTEM (REMOVED 4 OZ OF

AAMNIANEFAAAR ALY

MTF PENDING INSTALLATION OF BFT. WILL RE-ENTER FAULTS AFTER
INSTALLATION OF BFT

TIPID TI_MMH PID MMH TYPE
0 RB438341 1 0]

DATE SEQNO STATUS wucC ACTION TAKEN
05-Sep-2008 2 X 02 ACFT AIRCONDITIONER REMOVED FOR PMI, BUT WILL STAY OUT FOR
MTF PENDING INSTALLATION OF BFT. WILL RE-ENTER FAULTS AFTER
INSTALLATION OF BFT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H OVERHEAD A/C DUCT MM271369 1 RB438341 1 0]
DATE SEQNO STATUS wucC ACTION TAKEN
05-Sep-2008 3 X 02 ACFT AIRCONDITIONER REMOVED FOR PMI, BUT WILL STAY OUT FOR
MTF PENDING INSTALLATION OF BFT. WILL RE-ENTER FAULTS AFTER
INSTALLATION OF BFT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H OVERHEAD A/C DUCT MM271369 1 RB438341 1 0]
DATE SEQNO STATUS wuc ACTION TAKEN
05-Sep-2008 4 X 02 ACFT AIRCONDITIONER REMOVED FOR PMI, BUT WILL STAY OUT FOR
MTF PENDING INSTALLATION OF BFT. WILL RE-ENTER FAULTS AFTER
INSTALLATION OF BFT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED EXHAUST DUCT HARDWARE MM271369 1 RB438341 1 0]
DATE SEQNO STATUS wuc ACTION TAKEN
05-Sep-2008 5 X 02 ACFT AIRCONDITIONER REMOVED FOR PMI, BUT WILL STAY OUT FOR
MTF PENDING INSTALLATION OF BFT. WILL RE-ENTER FAULTS AFTER
INSTALLATION OF BFT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED A/C EXHAUST DUCT MM271369 1 RB438341 1 0]
DATE SEQNO STATUS wuc ACTION TAKEN
05-Sep-2008 6 X 02 ACFT AIRCONDITIONER REMOVED FOR PMI, BUT WILL STAY OUT FOR

FAULT WRITE-UP:

REMOVED 2 EA HOSE LINES FROM CONDENSOR PALLET

MTF PENDING INSTALLATION OF BFT. WILL RE-ENTER FAULTS AFTER
INSTALLATION OF BFT

TIPID TI_MMH PID MMH TYPE
MM271369 1 RB438341 1 0]




Page 49 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Sep-2008 7 X 02 ACFT AIRCONDITIONER REMOVED FOR PMI, BUT WILL STAY OUT FOR

MTF PENDING INSTALLATION OF BFT. WILL RE-ENTER FAULTS AFTER
INSTALLATION OF BFT

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ELECTRICAL CONNECTOR FROM CONDENSOR PALLET MM271369 1 RB438341 1 )
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Sep-2008 8 X 02 ACFT AIRCONDITIONER REMOVED FOR PMI, BUT WILL STAY OUT FOR

MTF PENDING INSTALLATION OF BFT. WILL RE-ENTER FAULTS AFTER
INSTALLATION OF BFT

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ATTACHING HARDWARE FROM CONDENSOR PALLET MM271369 1 RB438341 1 )
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Sep-2008 9 X 02 ACFT AIRCONDITIONER REMOVED FOR PMI, BUT WILL STAY OUT FOR

MTF PENDING INSTALLATION OF BFT. WILL RE-ENTER FAULTS AFTER
INSTALLATION OF BFT

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED FWD AIR DUCT FROM CONDENSOR PALLET TO CROSS MM271369 1 RB438341 1 )
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Sep-2008 10 X 02 ACFT AIRCONDITIONER REMOVED FOR PMI, BUT WILL STAY OUT FOR

MTF PENDING INSTALLATION OF BFT. WILL RE-ENTER FAULTS AFTER
INSTALLATION OF BFT

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED CONDENSOR PALLET MM271369 1 RB438341 1 )
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Sep-2008 11 X 02 ACFT AIRCONDITIONER REMOVED FOR PMI, BUT WILL STAY OUT FOR

MTF PENDING INSTALLATION OF BFT. WILL RE-ENTER FAULTS AFTER
INSTALLATION OF BFT

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED COVER FROM FWD COMPERSSOR PALLET DUCT MM271369 1 RB438341 1 )
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Sep-2008 12 X 02 ACFT AIRCONDITIONER REMOVED FOR PMI, BUT WILL STAY OUT FOR

MTF PENDING INSTALLATION OF BFT. WILL RE-ENTER FAULTS AFTER
INSTALLATION OF BFT

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED FWD TO DUCT FROM CROSSOVER DUCT TO MM271369 1 RB438341 1 )
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Sep-2008 13 X 02 ACFT AIRCONDITIONER REMOVED FOR PMI, BUT WILL STAY OUT FOR

MTF PENDING INSTALLATION OF BFT. WILL RE-ENTER FAULTS AFTER
INSTALLATION OF BFT

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED AFT DUCT FROM COMPRESSOR PALLET MM271369 1 RB438341 1 )
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Sep-2008 14 X 02 ACFT AIRCONDITIONER REMOVED FOR PMI, BUT WILL STAY OUT FOR

MTF PENDING INSTALLATION OF BFT. WILL RE-ENTER FAULTS AFTER
INSTALLATION OF BFT

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 3 EA HOSE LINES FROM COMPRESSOR PALLET MM271369 1 RB438341 1 )




Page 50 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Sep-2008 15 X 02 ACFT AIRCONDITIONER REMOVED FOR PMI, BUT WILL STAY OUT FOR

MTF PENDING INSTALLATION OF BFT. WILL RE-ENTER FAULTS AFTER
INSTALLATION OF BFT

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED 3 EA ELECTRICAL CONNECTORS FROM COMPRESSSOR MM271369 1 RB438341 1 )
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Sep-2008 16 X 02 ACFT AIRCONDITIONER REMOVED FOR PMI, BUT WILL STAY OUT FOR

MTF PENDING INSTALLATION OF BFT. WILL RE-ENTER FAULTS AFTER
INSTALLATION OF BFT

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BOLTS (8 EA) MOUNTING COMPRESSOR PALLET MM271369 1 RB438341 1 )
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Sep-2008 17 X 02 ACFT AIRCONDITIONER REMOVED FOR PMI, BUT WILL STAY OUT FOR

MTF PENDING INSTALLATION OF BFT. WILL RE-ENTER FAULTS AFTER
INSTALLATION OF BFT

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED COMPRESSOR PALLET MM271369 1 RB438341 1 )
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Sep-2008 18 X 02 ACFT AIRCONDITIONER REMOVED FOR PMI, BUT WILL STAY OUT FOR

MTF PENDING INSTALLATION OF BFT. WILL RE-ENTER FAULTS AFTER
INSTALLATION OF BFT

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LARGE AFT HOSE BETWEEN COMPRESSOR TO MM271369 1 RB438341 1 )
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Sep-2008 3:04 PM 4011 X JN311500 48475 09-Sep-2008 4847.5 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
#2 ENGINE OUTBOARD AFT MOUNT HAS EXCESSIVE AXIAL AND REPLACED #2 ENGINE OUTER MOUNT FITTING AND OUTER
RADIAL PLAY MOUNT STRUT
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 JN311500 3 o
H G 2 02 o} -1
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN
08-Sep-2008 1 X 02 REPLACED WITH NEW, SERVICABLE COTTER PINS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER PINS FROM TOP AND BOTTOM OF OUTER MOUNT  MM271369 1 JN311500 0.1 0]
STRUT HARDWARE
DATE SEQNO STATUS wuc ACTION TAKEN
08-Sep-2008 2 X 02 REINSTALLED SAME, SERVICABLE HARDWARE. TQ TO 190 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #2 ENGINE OUTBOARD MOUNT STRUT HARDWARE MM271369 1 JN311500 0.5 0]




Page 51 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Sep-2008 3 X 02 REPLACED STRUT WITH NEW, SERVICABLE STRUT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE OUTBOARD MOUNT STRUT MM271369 1 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Sep-2008 4 X 02 REINSTALLED SAME, SERVICABLE HARDWARE. TQ TO 130 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM #2 ENG OUTER MOUNT FITTING MM271369 1 JN311500 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Sep-2008 5 X 02 REPLACED FITTING WITH NEW, SERVICABLE OUTER MOUNT FITTING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE OUTER MOUNT FITTING MM271369 1 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Sep-2008 6 X 02 REINSTALLED SAME, SERVICABLE TRIM PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TRIM PANEL FROM UNDER #2 ENGINE COWLING FOR MM271369 1 JN311500 0.3 (0]
ACCESS
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Sep-2008 7 X 02 REINSTALLED SAME, SERVICBALE HARDWARE. TQ TO 105 INLBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE SECURING #2 ENGINE COWL TO AIRFRAME MM271369 1 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Sep-2008 8 X 02 REINSTALLED SAME, SERVICABLE #2 COWLING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE COWLING MM271369 1 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Sep-2008 9 - 02 FOD CHECK COMEPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE UPON COMPLETION OF MAINTENANCE 0 JN311500 0.1 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Sep-2008 7:17 AM 1001 X JC513666  4847.5 10-Sep-2008 4847.5 0 L 02
FAULT WRITE-UP: ACTION TAKEN:
CO-PILOTS & PILOT STEP FAIRING REMOVED FOR INSP REINSTALLED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 JC513666 1 0
H G 2 02 O -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
09-Sep-2008 1 X 02 REINSTALLED FAIRING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CO-PILOTS STEP FAIRING REMOVED MM271369 1 JC513666 0.4 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
09-Sep-2008 2 X 02 REPLACED BOLT;TQ=935 IN LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CO-PILOTS STEP ASSY BOLT RVMD MM271369 1 JC513666 0.2 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
09-Sep-2008 3 X 02 RECONNECTED CANNON PLUGS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CO-PILOTS STEP FAIRING 2EA CANNON PLUG DISCONNECTED MM271369 1 JC513666 0.1 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
09-Sep-2008 4 X 02 REINSTALLED FAIRING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOT'S STEP FAIRING ASSY RVMD MM271369 1 JC513666 0.2 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
09-Sep-2008 5 X 02 RECONNECTED 2 EA CANNON PLUGS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOT'S STEP FAIRING CANNON PLUG 2EA DISCONNECTED MM271369 1 JC513666 0.5 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
09-Sep-2008 6 X 02 REPLACED BOLT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOT'S STEP ASSY BOLT RVMD MM271369 1 JC513666 0.4 (0]




Page 53 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Sep-2008 10:55 AM 4001 X EM641915 48475 10-Sep-2008 4847.5 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
PILOTS STEP ASSY BUSHING WORN REPLACED BUSHING
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 JC513666 2 0
H G 2 02 O -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
09-Sep-2008 1 X 02 REPLACED BUSHING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOTS STEP ASSY BUSHING MM271369 1 JC513666 1 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 09-Sep-2008 1:08 PM 4002 X EM641915 48475 12-Sep-2008 4847.5 0 0 04
FAULT WRITE-UP: ACTION TAKEN:
ENG PCL COVER PLATE BENT INCOMPLETE WRITE UP. SEE FAULT #3 DATED 9 SEP 09.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.1 MM271369 1 F
H G 2 04 0 -3
DELAY
DOC#
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Sep-2008 1:23 PM 4003 X SM606228 4847.5 09-Sep-2008 4847.5 0 S 02
FAULT WRITE-UP: ACTION TAKEN:
REMOVED AUDIO SIGNAL WARNING BOX FOR TROUBLESHOOTING REINSTALLED
ACFT 748
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 SM606228 0.5 F
B G 2 02 O 0
DELAY




Page 54 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Sep-2008 1:25 PM 4004 X SM606228 4847.5 09-Sep-2008 4847.5 0 S 02
FAULT WRITE-UP: ACTION TAKEN:
REMOVED VOR RECIEVER REINSTALLED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 PR910504 0.5 F
B G 2 02 O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 09-Sep-2008 1:25 PM 4005 X SM606228 4847.5 09-Sep-2008 4847.5 0 S 02
FAULT WRITE-UP: ACTION TAKEN:
REMOVED VOR CONTROL HEAD REINSTALLED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 SM606228 0.5 F
B G 2 02 0 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Sep-2008 1:26 PM 4006 X SM606228 4847.5 10-Sep-2008 4847.5 0 S 02
FAULT WRITE-UP: ACTION TAKEN:
REMOVED CO-PILOT'S VSI CANNON PLUG RECONNECTED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 SM606228 0.2 F
B G 2 02 O -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Sep-2008 1:38 PM 4007 X SM606228 4847.5 10-Sep-2008 4847.5 0 S 02
FAULT WRITE-UP: ACTION TAKEN:
REMOVED CO-PILOT'S VSI REINSTALLED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 PR910504 0.2 F
B G 2 02 O -1
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Sep-2008 11:00 AM 4008 X MP689732  4847.5 10-Sep-2008 4847.5 0 C 02
FAULT WRITE-UP: ACTION TAKEN:
CABIN VIBRATION ABSORBER BUSHINGS WORN REPLACED WORN BUSHINGS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 MP689732 4.5 0
H G 2 02 O -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
09-Sep-2008 1 X 02 REPLACED HDWR TQ 100 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CABIN VIBRATION HDWR 3 EA ATTACHING MM271369 1 MP689732 1 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
09-Sep-2008 2 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CABIN VIBRATION ABSORBER MM271369 1 MP689732 1 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
09-Sep-2008 3 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ACFT INTERIOR MOUNT BRACKET FROM FWD CABIN MM271369 1 MP689732 0.5 (0]
VIBRATION ABSORBER WELL
DATE SEQ NO STATUS WucC ACTION TAKEN
09-Sep-2008 4 X 02 REPLACED BUSHINGS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CABIN FWD VIBRATION ABORBER SLEEVE BUSHINGS 5 EA MM271369 1 MP689732 0.5 (0]




Page 56 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 10-Sep-2008 7:34 AM 4001 X PR910504 4847.5 11-Sep-2008 4847.5 0 S 19
FAULT WRITE-UP: ACTION TAKEN:
PDU HAS BURNT OUT CHICKLET IN TRANSITION SECTION REPLACED CDU, MOC OK
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 SM606228 1 F
P G 1 19 F -1
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

10-Sep-2008 1 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED CAUTION ADVISORY PANEL MM271369 1 SM606228 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN

10-Sep-2008 2 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED DEICE TEST PANEL MM271369 1 SM606228 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN

10-Sep-2008 3 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED DEICE CONTROL PANEL MM271369 1 SM606228 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

10-Sep-2008 4 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ICE RATE METER MM271369 1 SM606228 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

10-Sep-2008 5 X 02 REPLACED CDU

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED CDU MM271369 1 SM606228 0.5 F




Page 57 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Sep-2008 7:20 AM 4001 X EM641915 48475 15-Sep-2008 4847.5 0 L 02
FAULT WRITE-UP: ACTION TAKEN:
R/H & L/H BROOM CLOSET RVMD FOR PHASE REINSTALLED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 MP689732 2 0
H G 2 02 O -4
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 11-Sep-2008 7:00 AM 4003 X ML787461 4847.5 11-Sep-2008 4847.5 0 L 04
FAULT WRITE-UP: ACTION TAKEN:
DISCONNECTED #1 ENG GREEN HARNESS FROM CHIP DETECTOR. RECONNECTED.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 ML787461 0.3 F
H G 2 04 0 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Sep-2008 7:00 AM 4004 X ML787461 4847.5 11-Sep-2008 4847.5 0 L 04
FAULT WRITE-UP: ACTION TAKEN:
REMOVED #1 ENG CHIP DETECTOR. REINSTALLED. TQ'D TO 50" LBS.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 ML787461 0.3 F
H G 2 04 O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Sep-2008 7:00 AM 4005 X ML787461 4847.5 11-Sep-2008 4847.5 0 L 04
FAULT WRITE-UP: ACTION TAKEN:
REMOVED #1 ENG CHIP DETECTOR SCREEN. REINSTALLED.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 ML787461 0.3 F
H G 2 04 O 0
DELAY




Page 58 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Sep-2008 7:00 AM 4006 X ML787461 4847.5 11-Sep-2008 4847.5 0 A 04
FAULT WRITE-UP: ACTION TAKEN:
REMOVED #1 ENG CHIP DETECTOR PACKING. REPLACED PACKING.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 ML787461 0.3 F
H G 2 04 O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 11-Sep-2008 7:00 AM 4007 X ML787461 4847.5 11-Sep-2008 4847.5 0 L 04
FAULT WRITE-UP: ACTION TAKEN:
DISCONNECTED #2 ENG GREEN HARNESS FROM CHIP DETECTOR. RECONNECTED.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 ML787461 0.3 F
H G 2 04 0 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Sep-2008 7:00 AM 4008 X ML787461 4847.5 11-Sep-2008 4847.5 0 L 04
FAULT WRITE-UP: ACTION TAKEN:
REMOVED #2 ENG CHIP DETECTOR. REINSTALLED. TQ'D TO 50" LBS.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 ML787461 0.3 F
H G 2 04 O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Sep-2008 7:00 AM 4009 X ML787461 4847.5 11-Sep-2008 4847.5 0 L 04
FAULT WRITE-UP: ACTION TAKEN:
REMOVED #2 ENG CHIP DETECTOR SCREEN. REINSTALLED.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 ML787461 0.3 F
H G 2 04 O 0
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Sep-2008 7:00 AM 4010 X ML787461 4847.5 11-Sep-2008 4847.5 0 A 04
FAULT WRITE-UP: ACTION TAKEN:
REMOVED #2 ENG CHIP DETECTOR PACKING. REPLACED PACKING.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 ML787461 0.3 F
H G 2 04 O 0
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 11-Sep-2008 3:43 PM 4011 X PRO10504 4847.5 11-Sep-2008 4847.5 0 L 19

FAULT WRITE-UP:

REMOVED STABALATOR SYSTEM TEST PANEL FROM AVNX NOSE
COMPARTMENT

ACTION TAKEN:
RE-INSTALLED STAB SYS TEST PANEL

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 PR910504 2 F
B G 1 19 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Sep-2008 1 X 19 REINSTALLED 4 EA SCREWS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 4 EA SCREWS MM271369 1 PR910504 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Sep-2008 2 X 19 REINSTALLED 4 EA CANNON PLUGS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 2 EA CANNON PLUGS MM271369 1 PR910504 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Sep-2008 3 X 19 REINSTALLED STAB SYS TEST PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STAB SYS TEST PANEL MM271369 1 PR910504 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Sep-2008 4 - 19 COMPLETE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 MM271369 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Sep-2008 5 - 19 MOC OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC REQUIRED BEFORE USE 0 PR910504 1 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Sep-2008 1:34 PM 4032 X PR910504 4847.5 15-Sep-2008 4847.5 0 P 19
FAULT WRITE-UP: ACTION TAKEN:
CLTV POSITION SENSOR CHECK REQUESTED POSITION SENSORS CHECKED TO BE WITHIN PRESCRIBED
LIMITS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 PR910504 4 F
Q G 1 19 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Sep-2008 1 X 19 REINSTALLED 1 EA CANNON PLUG FROM #1 STAB AMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 1 EA CANNON PLUG FROM STAB AMP #1 MM271369 1 PR910504 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Sep-2008 1 X 19 REINSTALLED 1 EA CANNON PLUG FROM #1 STAB AMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 1 EA CANNON PLUG FROM STAB AMP #1 MM271369 1 PR910504 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Sep-2008 1 X 19 REINSTALLED 1 EA CANNON PLUG FROM #1 STAB AMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 1 EA CANNON PLUG FROM STAB AMP #1 MM271369 1 TH060628 1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
15-Sep-2008 1 X 19 REINSTALLED 1 EA CANNON PLUG FROM #1 STAB AMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 1 EA CANNON PLUG FROM STAB AMP #1 MM271369 1 TH060628 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Sep-2008 2 X 19 REINSTALLED 1 EA CANNON PLUG ON #2 STAB AMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 1 EA CANNON PLUG FROM STAB AMP #2 MM271369 1 PR910504 1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
15-Sep-2008 2 X 19 REINSTALLED 1 EA CANNON PLUG ON #2 STAB AMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 1 EA CANNON PLUG FROM STAB AMP #2 MM271369 1 PR910504 1 F




Page 62 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Sep-2008 2 X 19 REINSTALLED 1 EA CANNON PLUG ON #2 STAB AMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 1 EA CANNON PLUG FROM STAB AMP #2 MM271369 1 TH060628 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Sep-2008 2 X 19 REINSTALLED 1 EA CANNON PLUG ON #2 STAB AMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 1 EA CANNON PLUG FROM STAB AMP #2 MM271369 1 TH060628 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Sep-2008 3 / 19 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 MM271369 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Sep-2008 3 / 19 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 MM271369 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Sep-2008 4 / 19 MOC COMPLETE. CHECKED GOOD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC REQUIRED BEFORE USE 0 PR910504 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Sep-2008 4 / 19 MOC COMPLETE. CHECKED GOOD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC REQUIRED BEFORE USE 0 PR910504 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Sep-2008 4 / 19 MOC COMPLETE. CHECKED GOOD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC REQUIRED BEFORE USE 0 TH060628 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Sep-2008 4 / 19 MOC COMPLETE. CHECKED GOOD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

MOC REQUIRED BEFORE USE 0 THO060628 2 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 16-Sep-2008 8:17 AM 3 X NM700598 4848.5 16-Sep-2008 4848.5 0 B 00

FAULT WRITE-UP:

FAILED HOVER MTF RIG CHECK, RIGHT PEDAL 1/2 IN FWD OF
RIGHT AT 10 FT HOVER

ACTION TAKEN:

BROKE TORQUE ON THE T/R PC LINK ATTACHING BOLTS AND
RETORQUED WITH HYDRAULIC SYSTEM ENGAGED IAW TM 1-
1520-237-23 WP1035

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 MP689732 3 O
G G 1 00 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 1 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P469R CANNON PLUG MM271369 1 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 2 X 00 REMOVED PINS 2 EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALLED 2 EA 'F' RIGGING PINS MM271369 1 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 3 X 00 TORQUED 120 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BROKE TORQUE ON 8 EA T/R PC LINK ATTACHING BOLTS MM271369 1 MP689732 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 4 X 00 REINSTALLED 4 EA COVERS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FWD INTERIOR COVERS 4 EA (L/H, R/H BROOM CLOSET MM271369 1 MP689732 1 (0]
COVERS; OVERHEAD PANEL AND FWD R/H WALL)
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 5 X 00 REINSTALLED PANELS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTBOARD COCKPIT FLOOR PANELS MM271369 1 MP689732 0.5 (0]




Page 64 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Sep-2008 12:31 PM 5 X MP689732  4848.5 19-Sep-2008 4849 0 B 11
FAULT WRITE-UP: ACTION TAKEN:
FAILED HOVER MTF RIG CHECK, RIGHT PEDAL 1/2 IN FWD OF AJUSTED HIGH COLLECTIVE SYSTEM AND COMPLETED A
RIGHT AT 10 FT HOVER COMPLETE M/R &T/R COMPLETE RIG
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RD562816 10 EM641915 25 0
G G 2 11 O -3
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

16-Sep-2008 1 X 11 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

CO-PILOTS PEDAL BOOT RVMD RD562816 0.2 MP689732 0.5 0]
DATE SEQNO STATUS wucC ACTION TAKEN

16-Sep-2008 1 X 11 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

CO-PILOTS PEDAL BOOT RVMD RD562816 0.2 MP689732 0.5 0]
DATE SEQNO STATUS wucC ACTION TAKEN

16-Sep-2008 1 X 11 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

CO-PILOTS PEDAL BOOT RVMD RD562816 0.2 MP689732 0.5 0]
DATE SEQNO STATUS wuc ACTION TAKEN

16-Sep-2008 1 X 11 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

CO-PILOTS PEDAL BOOT RVMD RD562816 0.2 MP689732 0.5 0]
DATE SEQNO STATUS wuc ACTION TAKEN

16-Sep-2008 1 X 11 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

CO-PILOTS PEDAL BOOT RVMD RD562816 0.2 MP689732 0.5 0]
DATE SEQNO STATUS wuc ACTION TAKEN

16-Sep-2008 2 X 11 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PILOTS PEDAL BOOT RVMD RD562816 0.2 MP689732 0.6 0]




Page 65 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 2 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOTS PEDAL BOOT RVMD RD562816 0.2 MP689732 0.6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 2 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOTS PEDAL BOOT RVMD RD562816 0.2 MP689732 0.6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 2 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOTS PEDAL BOOT RVMD RD562816 0.2 MP689732 0.6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 2 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOTS PEDAL BOOT RVMD RD562816 0.2 MP689732 0.6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 3 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CO-PILOTS PEDAL INSP PANEL RVMD RD562816 0.2 MP689732 0.7 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 3 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CO-PILOTS PEDAL INSP PANEL RVMD RD562816 0.2 MP689732 0.7 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 3 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CO-PILOTS PEDAL INSP PANEL RVMD RD562816 0.2 MP689732 0.7 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 3 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

CO-PILOTS PEDAL INSP PANEL RVMD RD562816 0.2 MP689732 0.7 )




Page 66 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 3 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CO-PILOTS PEDAL INSP PANEL RVMD RD562816 0.2 MP689732 0.7 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 4 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOTS PEDAL INSP PANEL RVMD RD562816 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 4 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOTS PEDAL INSP PANEL RVMD RD562816 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 4 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOTS PEDAL INSP PANEL RVMD RD562816 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 4 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOTS PEDAL INSP PANEL RVMD RD562816 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 4 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOTS PEDAL INSP PANEL RVMD RD562816 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 5 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOTS CYCLIC BOOT RD562816 0.2 MP689732 0.6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 5 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED PILOTS CYCLIC BOOT RD562816 0.2 MP689732 0.6 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 5 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOTS CYCLIC BOOT RD562816 0.2 MP689732 0.6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 5 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOTS CYCLIC BOOT RD562816 0.2 MP689732 0.6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 5 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOTS CYCLIC BOOT RD562816 0.2 MP689732 0.6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 6 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CO-PILOTS CYCLIC BOOT REMOVED RD562816 0.2 MP689732 0.8 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 6 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CO-PILOTS CYCLIC BOOT REMOVED RD562816 0.2 MP689732 0.8 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 6 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CO-PILOTS CYCLIC BOOT REMOVED RD562816 0.2 MP689732 0.8 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 6 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CO-PILOTS CYCLIC BOOT REMOVED RD562816 0.2 MP689732 0.8 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 6 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

CO-PILOTS CYCLIC BOOT REMOVED RD562816 0.2 MP689732 0.8 )




Page 68 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 7 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOTS COLLECTIVE COVER RD562816 0.2 EM641915 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 7 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOTS COLLECTIVE COVER RD562816 0.2 EM641915 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 7 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOTS COLLECTIVE COVER RD562816 0.2 EM641915 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 7 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOTS COLLECTIVE COVER RD562816 0.2 EM641915 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 7 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOTS COLLECTIVE COVER RD562816 0.2 EM641915 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 8 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CO-PILOTS COLLECTIVE COVERS RD562816 0.2 EM641915 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 8 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CO-PILOTS COLLECTIVE COVERS RD562816 0.2 EM641915 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 8 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED CO-PILOTS COLLECTIVE COVERS RD562816 0.2 EM641915 0.5 )




Page 69 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 8 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CO-PILOTS COLLECTIVE COVERS RD562816 0.2 EM641915 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 8 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CO-PILOTS COLLECTIVE COVERS RD562816 0.2 EM641915 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 9 X 11 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 LDS ROTARY INPUT FROM HMU RD562816 0.2 BB043618 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 9 X 11 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 LDS ROTARY INPUT FROM HMU RD562816 0.2 BB043618 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 9 X 11 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 LDS ROTARY INPUT FROM HMU RD562816 0.2 BB043618 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 9 X 11 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 LDS ROTARY INPUT FROM HMU RD562816 0.2 BB043618 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 9 X 11 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 LDS ROTARY INPUT FROM HMU RD562816 0.2 BB043618 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 10 X 11 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #2 LDS ROTARY INPUT FROM HMU RD562816 0.2 BB043618 0.2 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 10 X 11 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 LDS ROTARY INPUT FROM HMU RD562816 0.2 BB043618 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 10 X 11 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 LDS ROTARY INPUT FROM HMU RD562816 0.2 BB043618 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 10 X 11 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 LDS ROTARY INPUT FROM HMU RD562816 0.2 BB043618 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 10 X 11 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 LDS ROTARY INPUT FROM HMU RD562816 0.2 BB043618 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 11 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
M/R PYLON SLIDING COVER RD562816 0.2 EM641915 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 11 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
M/R PYLON SLIDING COVER RD562816 0.2 EM641915 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 11 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
M/R PYLON SLIDING COVER RD562816 0.2 EM641915 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 11 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

M/R PYLON SLIDING COVER RD562816 0.2 EM641915 0.3 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 62728

Current Status A: X Current Status E: -

SERIAL NUMBER: 8223732
LAST MISSION:

Current Status O:

HOURS:
12-Aug-2015

Current Status W:

5999.5

DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2008 11 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
M/R PYLON SLIDING COVER RD562816 0.2 EM641915 0.3 )
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2008 12 X 11 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT FWD,AFT AND LATERAL INPUT RODS FROM PRIMARY RD562816 0.5 BB043618 1 F
SERVOS
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2008 12 X 11 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT FWD,AFT AND LATERAL INPUT RODS FROM PRIMARY RD562816 0.5 BB043618 1 F
SERVOS
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2008 12 X 11 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT FWD,AFT AND LATERAL INPUT RODS FROM PRIMARY RD562816 0.5 BB043618 1 F
SERVOS
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2008 12 X 11 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT FWD,AFT AND LATERAL INPUT RODS FROM PRIMARY RD562816 0.5 BB043618 1 F
SERVOS
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2008 12 X 11 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT FWD,AFT AND LATERAL INPUT RODS FROM PRIMARY RD562816 0.5 BB043618 1 F
SERVOS
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2008 13 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MIXER YAW LINKS (2EA DOG BONE) RD562816 0.2 BB043618 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2008 13 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MIXER YAW LINKS (2EA DOG BONE) RD562816 0.2 BB043618 0.3 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 13 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MIXER YAW LINKS (2EA DOG BONE) RD562816 0.2 BB043618 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 13 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MIXER YAW LINKS (2EA DOG BONE) RD562816 0.2 BB043618 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 13 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MIXER YAW LINKS (2EA DOG BONE) RD562816 0.2 BB043618 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 14 X 11 TORQUED JAMNUT TO 1/6 - 1/3 WRENCH ARC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED PILOTS CYCLIC STICK STOPS MM271369 1 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 14 X 11 TORQUED JAMNUT TO 1/6 - 1/3 WRENCH ARC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED PILOTS CYCLIC STICK STOPS MM271369 1 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 14 X 11 TORQUED JAMNUT TO 1/6 - 1/3 WRENCH ARC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED PILOTS CYCLIC STICK STOPS MM271369 1 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 14 X 11 TORQUED JAMNUT TO 1/6 - 1/3 WRENCH ARC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED PILOTS CYCLIC STICK STOPS MM271369 1 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 14 X 11 TORQUED JAMNUT TO 1/6 - 1/3 WRENCH ARC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED PILOTS CYCLIC STICK STOPS MM271369 1 MP689732 0.5 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 15 X 11 TORQUED JAMNUT TO 1/6 - 1/3 WRENCH ARC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CO-PILOTS CYCLIC STICK STOPS MM271369 1 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 15 X 11 TORQUED JAMNUT TO 1/6 - 1/3 WRENCH ARC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CO-PILOTS CYCLIC STICK STOPS MM271369 1 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 15 X 11 TORQUED JAMNUT TO 1/6 - 1/3 WRENCH ARC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CO-PILOTS CYCLIC STICK STOPS MM271369 1 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 15 X 11 TORQUED JAMNUT TO 1/6 - 1/3 WRENCH ARC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CO-PILOTS CYCLIC STICK STOPS MM271369 1 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 15 X 11 TORQUED JAMNUT TO 1/6 - 1/3 WRENCH ARC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED CO-PILOTS CYCLIC STICK STOPS MM271369 1 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 16 X 11 RECONNECTED;TQ=30 IN LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 LDS CABLE FROM MIXER RD562816 0.2 JC513666 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 16 X 11 RECONNECTED;TQ=30 IN LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 LDS CABLE FROM MIXER RD562816 0.2 JC513666 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 16 X 11 RECONNECTED;TQ=30 IN LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #1 LDS CABLE FROM MIXER RD562816 0.2 JC513666 0.1 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 16 X 11 RECONNECTED;TQ=30 IN LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 LDS CABLE FROM MIXER RD562816 0.2 JC513666 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 16 X 11 RECONNECTED;TQ=30 IN LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 LDS CABLE FROM MIXER RD562816 0.2 JC513666 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 17 X 11 RECONNECTED;TQ=30 IN LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 LDS CABLE FROM MIXER RD562816 0.2 JC513666 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 17 X 11 RECONNECTED;TQ=30 IN LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 LDS CABLE FROM MIXER RD562816 0.2 JC513666 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 17 X 11 RECONNECTED;TQ=30 IN LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 LDS CABLE FROM MIXER RD562816 0.2 JC513666 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 17 X 11 RECONNECTED;TQ=30 IN LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 LDS CABLE FROM MIXER RD562816 0.2 JC513666 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 17 X 11 RECONNECTED;TQ=30 IN LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 LDS CABLE FROM MIXER RD562816 0.2 JC513666 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 18 X 11 REMOVED TOOL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

COLLECTIVE BALANCE SPRING SPECIAL TOOL INSTALLED MM271369 1 MP689732 0.5 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 18 X 11 REMOVED TOOL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COLLECTIVE BALANCE SPRING SPECIAL TOOL INSTALLED MM271369 1 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 18 X 11 REMOVED TOOL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COLLECTIVE BALANCE SPRING SPECIAL TOOL INSTALLED MM271369 1 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 18 X 11 REMOVED TOOL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COLLECTIVE BALANCE SPRING SPECIAL TOOL INSTALLED MM271369 1 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 18 X 11 REMOVED TOOL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COLLECTIVE BALANCE SPRING SPECIAL TOOL INSTALLED MM271369 1 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 19 X 11 REINSTALLED COVERS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
2EA BROOM CLOSET COVER RVMD RD562816 0.2 JC513666 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 19 X 11 REINSTALLED COVERS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
2EA BROOM CLOSET COVER RVMD RD562816 0.2 JC513666 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 19 X 11 REINSTALLED COVERS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
2EA BROOM CLOSET COVER RVMD RD562816 0.2 JC513666 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 19 X 11 REINSTALLED COVERS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

2EA BROOM CLOSET COVER RVMD RD562816 0.2 JC513666 0.2 0]




Page 76 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 19 X 11 REINSTALLED COVERS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
2EA BROOM CLOSET COVER RVMD RD562816 0.2 JC513666 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 20 X 11 REINSTALLED PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CABIN FWD OVERHEAD SOUNDPROOFING PANEL RVMD RD562816 0.2 JC513666 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 20 X 11 REINSTALLED PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CABIN FWD OVERHEAD SOUNDPROOFING PANEL RVMD RD562816 0.2 JC513666 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 20 X 11 REINSTALLED PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CABIN FWD OVERHEAD SOUNDPROOFING PANEL RVMD RD562816 0.2 JC513666 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 20 X 11 REINSTALLED PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CABIN FWD OVERHEAD SOUNDPROOFING PANEL RVMD RD562816 0.2 JC513666 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 20 X 11 REINSTALLED PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CABIN FWD OVERHEAD SOUNDPROOFING PANEL RVMD RD562816 0.2 JC513666 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 21 X 11 REMOVED ALL PINS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL FLIGHT CONTROL RIGGING PINS INSTALLED RD562816 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 21 X 11 REMOVED ALL PINS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

ALL FLIGHT CONTROL RIGGING PINS INSTALLED RD562816 0.2 MP689732 0.5 )




Report Date: 19-Aug-2015

Selection Range : 01-Jan-1980

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223732

MODEL: UH-60A
NEXT PHASE: 62728

Current Status A: X Current Status E: -

LAST MISSION:
Current Status O:

HOURS:
12-Aug-2015
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To 19-Aug-2015

5999.5

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2008 21 X 11 REMOVED ALL PINS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL FLIGHT CONTROL RIGGING PINS INSTALLED RD562816 0.2 MP689732 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2008 21 X 11 REMOVED ALL PINS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL FLIGHT CONTROL RIGGING PINS INSTALLED RD562816 0.2 MP689732 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2008 21 X 11 REMOVED ALL PINS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL FLIGHT CONTROL RIGGING PINS INSTALLED RD562816 0.2 MP689732 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2008 22 X 11 RECONNECTED BOTH RODS TQ 30 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COLLECTIVE OVERHEAD CONTROL ROD AT TQ SHAFT (L/H &R/H) RD562816 0.2 MP689732 0.5 )
DISCONNECTED
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2008 22 X 11 RECONNECTED BOTH RODS TQ 30 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COLLECTIVE OVERHEAD CONTROL ROD AT TQ SHAFT (L/H &R/H) RD562816 0.2 MP689732 0.5 )
DISCONNECTED
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2008 22 X 11 RECONNECTED BOTH RODS TQ 30 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COLLECTIVE OVERHEAD CONTROL ROD AT TQ SHAFT (L/H &R/H) RD562816 0.2 MP689732 0.5 )
DISCONNECTED
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2008 22 X 11 RECONNECTED BOTH RODS TQ 30 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COLLECTIVE OVERHEAD CONTROL ROD AT TQ SHAFT (L/H &R/H) RD562816 0.2 MP689732 0.5 )
DISCONNECTED
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2008 22 X 11 RECONNECTED BOTH RODS TQ 30 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COLLECTIVE OVERHEAD CONTROL ROD AT TQ SHAFT (L/H &R/H) RD562816 0.2 MP689732 0.5 )

DISCONNECTED
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Report Date: 19-Aug-2015

Selection Range : 01-Jan-1980 To 19-Aug-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 6272.8 LAST MISSION: 12-Aug-2015

Current Status A: X - Current Status O:

Current Status E:

Current Status W:
DATE SEQ NO STATUS

wuc ACTION TAKEN
16-Sep-2008 23 X 11 TORQUED TO 1/6 - 1/3 WRENCH ARC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COLLECTIVE OVERHEAD CONTROL ROD JAM NUT LOOSEN (L/H & R/H) RD562816 0.2 MP689732 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2008 23 X 11 TORQUED TO 1/6 - 1/3 WRENCH ARC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COLLECTIVE OVERHEAD CONTROL ROD JAM NUT LOOSEN (L/H & R/H) RD562816 0.2 MP689732 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2008 23 X 11 TORQUED TO 1/6 - 1/3 WRENCH ARC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COLLECTIVE OVERHEAD CONTROL ROD JAM NUT LOOSEN (L/H & R/H) RD562816 0.2 MP689732 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2008 23 X 11 TORQUED TO 1/6 - 1/3 WRENCH ARC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COLLECTIVE OVERHEAD CONTROL ROD JAM NUT LOOSEN (L/H & R/H) RD562816 0.2 MP689732 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2008 23 X 11 TORQUED TO 1/6 - 1/3 WRENCH ARC
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COLLECTIVE OVERHEAD CONTROL ROD JAM NUT LOOSEN (L/H & R/H) RD562816 0.2 MP689732 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2008 24 X 11 RECONNECTED;TQ=12 IN LBS./30 IN LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED COLLECTIVE ,PITCH/TRIM ROLL AND YAW SERVO RD562816 0.2 JC513666 0.5 )
INPUT RODS FROM TQ SHAFT
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2008 24 X 11 RECONNECTED;TQ=12 IN LBS./30 IN LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED COLLECTIVE ,PITCH/TRIM ROLL AND YAW SERVO RD562816 0.2 JC513666 0.5 )
INPUT RODS FROM TQ SHAFT
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2008 24 X 11 RECONNECTED;TQ=12 IN LBS./30 IN LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED COLLECTIVE ,PITCH/TRIM ROLL AND YAW SERVO RD562816 0.2 JC513666 0.5 )
INPUT RODS FROM TQ SHAFT




Report Date: 19-Aug-2015

CLOSED FAULT REPORT

Selection Range : 01-Jan-1980

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 24 X 11

FAULT WRITE-UP:

RECONNECTED;TQ=12 IN LBS./30 IN LBS.

FAULT WRITE-UP:
PILOT'S ASST MOD ASSY CANNON PLUG DISCONNECTED (4EA)

DATE

TIPID  TI_MMH PID MMH TYPE
DISCONNECTED COLLECTIVE ,PITCH/TRIM ROLL AND YAW SERVO RD562816 0.2 JC513666 0.5 o
INPUT RODS FROM TQ SHAFT
DATE  SEQNO STATUS wuc ACTION TAKEN
16-Sep-2008 24 X 11 RECONNECTED:TQ=12 IN LBS./30 IN LBS.
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED COLLECTIVE ,PITCH/TRIM ROLL AND YAW SERVO RD562816 0.2 JC513666 0.5 o
INPUT RODS FROM TQ SHAFT
DATE  SEQNO STATUS wuc ACTION TAKEN
16-Sep-2008 25 X 11

RECONNECTED 4EA CANNON PLUGS TO PILOT ASSIST MODULE

TIPID

TI_MMH
MM271369

PID
1

MMH
JN311500

TYPE
0.1

o)

SEQNO
25

STATUS
X

wuc
16-Sep-2008

11

FAULT WRITE-UP:
PILOT'S ASST MOD ASSY CANNON PLUG DISCONNECTED (4EA)

DATE SEQNO

ACTION TAKEN
RECONNECTED 4EA CANNON PLUGS TO PILOT ASSIST MODULE

TIPID

TI_MMH
MM271369

PID
1

JN311500

MMH

TYPE
0.1

o)

STATUS
X

wuc
16-Sep-2008 25 11

FAULT WRITE-UP:

ACTION TAKEN
RECONNECTED 4EA CANNON PLUGS TO PILOT ASSIST MODULE

TIPID  TI_MMH PID MMH TYPE
PILOT'S ASST MOD ASSY CANNON PLUG DISCONNECTED (4EA) MM271369 1 JN311500 0.1 o
DATE  SEQNO STATUS wuc ACTION TAKEN
16-Sep-2008 25 X 11

FAULT WRITE-UP:

RECONNECTED 4EA CANNON PLUGS TO PILOT ASSIST MODULE

TIPID  TI_MMH PID MMH TYPE
PILOT'S ASST MOD ASSY CANNON PLUG DISCONNECTED (4EA) MM271369 1 JN311500 0.1 o
DATE  SEQNO STATUS wuc ACTION TAKEN
16-Sep-2008 25 X 11

FAULT WRITE-UP:

RECONNECTED 4EA CANNON PLUGS TO PILOT ASSIST MODULE

TIPID TI_MMH PID MMH TYPE
PILOT'S ASST MOD ASSY CANNON PLUG DISCONNECTED (4EA) MM271369 1 JN311500 0.1 )
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2008 26 X 11 REINSTALLED 3EA BOLTS, TQ TO 270 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOT'S ASST MOD MOUNT BOLTS(3EA) RVMD MM271369 1 JN311500 0.2
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 26 X 11 REINSTALLED 3EA BOLTS, TQ TO 270 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOT'S ASST MOD MOUNT BOLTS(3EA) RVMD MM271369 1 JN311500 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 26 X 11 REINSTALLED 3EA BOLTS, TQ TO 270 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOT'S ASST MOD MOUNT BOLTS(3EA) RVMD MM271369 1 JN311500 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 26 X 11 REINSTALLED 3EA BOLTS, TQ TO 270 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOT'S ASST MOD MOUNT BOLTS(3EA) RVMD MM271369 1 JN311500 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 26 X 11 REINSTALLED 3EA BOLTS, TQ TO 270 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOT'S ASST MOD MOUNT BOLTS(3EA) RVMD MM271369 1 JN311500 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 27 X 11 REINSTALLED SAME, SERVICABLE PILOTS ASSIST MODULE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOT'S ASST MOD ASSY RVMD MM271369 1 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 27 X 11 REINSTALLED SAME, SERVICABLE PILOTS ASSIST MODULE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOT'S ASST MOD ASSY RVMD MM271369 1 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 27 X 11 REINSTALLED SAME, SERVICABLE PILOTS ASSIST MODULE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOT'S ASST MOD ASSY RVMD MM271369 1 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 27 X 11 REINSTALLED SAME, SERVICABLE PILOTS ASSIST MODULE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PILOT'S ASST MOD ASSY RVMD MM271369 1 JN311500 0.5 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 27 X 11 REINSTALLED SAME, SERVICABLE PILOTS ASSIST MODULE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOT'S ASST MOD ASSY RVMD MM271369 1 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 28 X 11 REINSTALLED HARDWARE, TQ 1EA BOLT TO 50 INLBS, AND 2EA BOLTS
TO 20 INLBS. SAFTIES INSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COLLECTIVE SERVO TO MIXER CONTROL TUBE HARDWARE RVMD RD562816 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 28 X 11 REINSTALLED HARDWARE, TQ 1EA BOLT TO 50 INLBS, AND 2EA BOLTS
TO 20 INLBS. SAFTIES INSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COLLECTIVE SERVO TO MIXER CONTROL TUBE HARDWARE RVMD RD562816 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 28 X 11 REINSTALLED HARDWARE, TQ 1EA BOLT TO 50 INLBS, AND 2EA BOLTS
TO 20 INLBS. SAFTIES INSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COLLECTIVE SERVO TO MIXER CONTROL TUBE HARDWARE RVMD RD562816 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 28 X 11 REINSTALLED HARDWARE, TQ 1EA BOLT TO 50 INLBS, AND 2EA BOLTS
TO 20 INLBS. SAFTIES INSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COLLECTIVE SERVO TO MIXER CONTROL TUBE HARDWARE RVMD RD562816 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 28 X 11 REINSTALLED HARDWARE, TQ 1EA BOLT TO 50 INLBS, AND 2EA BOLTS
TO 20 INLBS. SAFTIES INSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COLLECTIVE SERVO TO MIXER CONTROL TUBE HARDWARE RVMD RD562816 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 29 X 11 TIGHTENED AND SAFTIED JAMNUT, TQ TO 275 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COLLECTIVE SERVO TO MIXER CONTROL ROD JAM NUT LOOSEN MM271369 1 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 29 X 11 TIGHTENED AND SAFTIED JAMNUT, TQ TO 275 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

COLLECTIVE SERVO TO MIXER CONTROL ROD JAM NUT LOOSEN MM271369 1 JN311500 0.5 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 29 X 11 TIGHTENED AND SAFTIED JAMNUT, TQ TO 275 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COLLECTIVE SERVO TO MIXER CONTROL ROD JAM NUT LOOSEN MM271369 1 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 29 X 11 TIGHTENED AND SAFTIED JAMNUT, TQ TO 275 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COLLECTIVE SERVO TO MIXER CONTROL ROD JAM NUT LOOSEN MM271369 1 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 29 X 11 TIGHTENED AND SAFTIED JAMNUT, TQ TO 275 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COLLECTIVE SERVO TO MIXER CONTROL ROD JAM NUT LOOSEN MM271369 1 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 30 X 11 ADJUSTED, TQ 100 INLBS & SAFTIED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL (3EA ) PRIMARY SERVO JAM LOOSEN & SAFTIED RVMD RD562816 0.2 BB043618 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 30 X 11 ADJUSTED, TQ 100 INLBS & SAFTIED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL (3EA ) PRIMARY SERVO JAM LOOSEN & SAFTIED RVMD RD562816 0.2 BB043618 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 30 X 11 ADJUSTED, TQ 100 INLBS & SAFTIED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL (3EA ) PRIMARY SERVO JAM LOOSEN & SAFTIED RVMD RD562816 0.2 BB043618 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 30 X 11 ADJUSTED, TQ 100 INLBS & SAFTIED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL (3EA ) PRIMARY SERVO JAM LOOSEN & SAFTIED RVMD RD562816 0.2 BB043618 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 30 X 11 ADJUSTED, TQ 100 INLBS & SAFTIED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

ALL (3EA ) PRIMARY SERVO JAM LOOSEN & SAFTIED RVMD RD562816 0.2 BB043618 1 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 31 X 11 REMOVED BLOCKS 4 EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL 4EA M/R DAMPER RIGGING BLOCK INSTALLED RD562816 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 31 X 11 REMOVED BLOCKS 4 EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL 4EA M/R DAMPER RIGGING BLOCK INSTALLED RD562816 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 31 X 11 REMOVED BLOCKS 4 EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL 4EA M/R DAMPER RIGGING BLOCK INSTALLED RD562816 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 31 X 11 REMOVED BLOCKS 4 EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL 4EA M/R DAMPER RIGGING BLOCK INSTALLED RD562816 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 31 X 11 REMOVED BLOCKS 4 EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL 4EA M/R DAMPER RIGGING BLOCK INSTALLED RD562816 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 31 X 11 REMOVED BLOCKS 4 EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL 4EA M/R DAMPER RIGGING BLOCK INSTALLED RD562816 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 31 X 11 REMOVED BLOCKS 4 EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL 4EA M/R DAMPER RIGGING BLOCK INSTALLED RD562816 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 31 X 11 REMOVED BLOCKS 4 EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

ALL 4EA M/R DAMPER RIGGING BLOCK INSTALLED RD562816 0.2 MP689732 0.5 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 31 X 11 REMOVED BLOCKS 4 EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL 4EA M/R DAMPER RIGGING BLOCK INSTALLED RD562816 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 31 X 11 REMOVED BLOCKS 4 EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL 4EA M/R DAMPER RIGGING BLOCK INSTALLED RD562816 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 32 X 11 RECONNECTED 4 EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL 4EA M/R DE-ICE CONNECTORS DISCONNECTED RD562816 0.2 BB043618 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 32 X 11 RECONNECTED 4 EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL 4EA M/R DE-ICE CONNECTORS DISCONNECTED RD562816 0.2 BB043618 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 32 X 11 RECONNECTED 4 EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL 4EA M/R DE-ICE CONNECTORS DISCONNECTED RD562816 0.2 BB043618 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 32 X 11 RECONNECTED 4 EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL 4EA M/R DE-ICE CONNECTORS DISCONNECTED RD562816 0.2 BB043618 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 32 X 11 RECONNECTED 4 EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL 4EA M/R DE-ICE CONNECTORS DISCONNECTED RD562816 0.2 BB043618 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 32 X 11 RECONNECTED 4 EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

ALL 4EA M/R DE-ICE CONNECTORS DISCONNECTED RD562816 0.2 JN311500 0.5 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 32 X 11 RECONNECTED 4 EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL 4EA M/R DE-ICE CONNECTORS DISCONNECTED RD562816 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 32 X 11 RECONNECTED 4 EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL 4EA M/R DE-ICE CONNECTORS DISCONNECTED RD562816 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 32 X 11 RECONNECTED 4 EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL 4EA M/R DE-ICE CONNECTORS DISCONNECTED RD562816 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 32 X 11 RECONNECTED 4 EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL 4EA M/R DE-ICE CONNECTORS DISCONNECTED RD562816 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 33 - 11 COMPLETED OK SEE RIG SHEET IN D CO 12TH AVN HISTORICALS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
M/R COMPLETE RIG CK DUE 0 BB043618 6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 33 - 11 COMPLETED OK SEE RIG SHEET IN D CO 12TH AVN HISTORICALS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
M/R COMPLETE RIG CK DUE 0 BB043618 6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 33 - 11 COMPLETED OK SEE RIG SHEET IN D CO 12TH AVN HISTORICALS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
M/R COMPLETE RIG CK DUE 0 BB043618 6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 33 - 11 COMPLETED OK SEE RIG SHEET IN D CO 12TH AVN HISTORICALS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

M/R COMPLETE RIG CK DUE 0 BB043618 6 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 33 - 11 COMPLETED OK SEE RIG SHEET IN D CO 12TH AVN HISTORICALS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
M/R COMPLETE RIG CK DUE 0 BB043618 6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 33 - 11 COMPLETED OK SEE RIG SHEET IN D CO 12TH AVN HISTORICALS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
M/R COMPLETE RIG CK DUE 0 JC513666 6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 33 - 11 COMPLETED OK SEE RIG SHEET IN D CO 12TH AVN HISTORICALS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
M/R COMPLETE RIG CK DUE 0 JC513666 6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 33 - 11 COMPLETED OK SEE RIG SHEET IN D CO 12TH AVN HISTORICALS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
M/R COMPLETE RIG CK DUE 0 JC513666 6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 33 - 11 COMPLETED OK SEE RIG SHEET IN D CO 12TH AVN HISTORICALS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
M/R COMPLETE RIG CK DUE 0 JC513666 6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 33 - 11 COMPLETED OK SEE RIG SHEET IN D CO 12TH AVN HISTORICALS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
M/R COMPLETE RIG CK DUE 0 JC513666 6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 33 - 11 COMPLETED OK SEE RIG SHEET IN D CO 12TH AVN HISTORICALS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
M/R COMPLETE RIG CK DUE 0 JN311500 6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 33 - 11 COMPLETED OK SEE RIG SHEET IN D CO 12TH AVN HISTORICALS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

M/R COMPLETE RIG CK DUE 0 JN311500 6 0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 33 - 11 COMPLETED OK SEE RIG SHEET IN D CO 12TH AVN HISTORICALS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
M/R COMPLETE RIG CK DUE 0 JN311500 6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 33 - 11 COMPLETED OK SEE RIG SHEET IN D CO 12TH AVN HISTORICALS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
M/R COMPLETE RIG CK DUE 0 JN311500 6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 33 - 11 COMPLETED OK SEE RIG SHEET IN D CO 12TH AVN HISTORICALS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
M/R COMPLETE RIG CK DUE 0 JN311500 6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 33 - 11 COMPLETED OK SEE RIG SHEET IN D CO 12TH AVN HISTORICALS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
M/R COMPLETE RIG CK DUE 0 MP689732 6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 33 - 11 COMPLETED OK SEE RIG SHEET IN D CO 12TH AVN HISTORICALS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
M/R COMPLETE RIG CK DUE 0 MP689732 6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 33 - 11 COMPLETED OK SEE RIG SHEET IN D CO 12TH AVN HISTORICALS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
M/R COMPLETE RIG CK DUE 0 MP689732 6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 33 - 11 COMPLETED OK SEE RIG SHEET IN D CO 12TH AVN HISTORICALS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
M/R COMPLETE RIG CK DUE 0 MP689732 6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 33 - 11 COMPLETED OK SEE RIG SHEET IN D CO 12TH AVN HISTORICALS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

M/R COMPLETE RIG CK DUE 0 MP689732 6 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 34 X 11 REINSTALLED TQ 50INLB & 35INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YAW BOOST TO MIXER CONTROL ROD HARDWARE RVMD RD562816 0.2 EM641915 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 34 X 11 REINSTALLED TQ 50INLB & 35INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YAW BOOST TO MIXER CONTROL ROD HARDWARE RVMD RD562816 0.2 EM641915 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 34 X 11 REINSTALLED TQ 50INLB & 35INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YAW BOOST TO MIXER CONTROL ROD HARDWARE RVMD RD562816 0.2 EM641915 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 34 X 11 REINSTALLED TQ 50INLB & 35INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YAW BOOST TO MIXER CONTROL ROD HARDWARE RVMD RD562816 0.2 EM641915 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 34 X 11 REINSTALLED TQ 50INLB & 35INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YAW BOOST TO MIXER CONTROL ROD HARDWARE RVMD RD562816 0.2 EM641915 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 35 X 11 TIGHTEN TQ 235INLBS AND RESAFTIED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YAW BOOST SERVO TO MIXER CONTROL ROD JAM NUT LOOSEN RD562816 0.2 EM641915 0.6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 35 X 11 TIGHTEN TQ 235INLBS AND RESAFTIED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YAW BOOST SERVO TO MIXER CONTROL ROD JAM NUT LOOSEN RD562816 0.2 EM641915 0.6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 35 X 11 TIGHTEN TQ 235INLBS AND RESAFTIED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

YAW BOOST SERVO TO MIXER CONTROL ROD JAM NUT LOOSEN RD562816 0.2 EM641915 0.6 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 35 X 11 TIGHTEN TQ 235INLBS AND RESAFTIED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YAW BOOST SERVO TO MIXER CONTROL ROD JAM NUT LOOSEN RD562816 0.2 EM641915 0.6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 35 X 11 TIGHTEN TQ 235INLBS AND RESAFTIED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YAW BOOST SERVO TO MIXER CONTROL ROD JAM NUT LOOSEN RD562816 0.2 EM641915 0.6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 36 - 11 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CK LDS SYSTEM RIGGING 0 BB043618 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 36 - 11 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CK LDS SYSTEM RIGGING 0 BB043618 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 36 - 11 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CK LDS SYSTEM RIGGING 0 BB043618 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 36 - 11 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CK LDS SYSTEM RIGGING 0 BB043618 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 36 - 11 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CK LDS SYSTEM RIGGING 0 BB043618 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 37 - 11 COMPLETED OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

CK ADJUSTMENT COLLECTIVE POSITION SENSORS 0 PR910504 0.5 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 62728

Current Status A: X Current Status E:

SERIAL NUMBER: 8223732
LAST MISSION:

Current Status O:

HOURS:
12-Aug-2015

Current Status W:

5999.5

DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2008 37 - 11 COMPLETED OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

CK ADJUSTMENT COLLECTIVE POSITION SENSORS 0 PR910504 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2008 37 - 11 COMPLETED OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

CK ADJUSTMENT COLLECTIVE POSITION SENSORS 0 PR910504 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2008 37 - 11 COMPLETED OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

CK ADJUSTMENT COLLECTIVE POSITION SENSORS 0 PR910504 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2008 37 - 11 COMPLETED OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

CK ADJUSTMENT COLLECTIVE POSITION SENSORS 0 PR910504 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2008 38 - 11 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

CK ADJUSTMENT COLLECTIVE &CYCLIC BALANCE SPRING 0 BB043618 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2008 38 - 11 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

CK ADJUSTMENT COLLECTIVE &CYCLIC BALANCE SPRING 0 BB043618 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2008 38 - 11 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

CK ADJUSTMENT COLLECTIVE &CYCLIC BALANCE SPRING 0 BB043618 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2008 38 - 11 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

CK ADJUSTMENT COLLECTIVE &CYCLIC BALANCE SPRING 0 BB043618 0.3 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 62728

Current Status A: X Current Status E:

SERIAL NUMBER: 8223732
LAST MISSION:

Current Status O:

HOURS:
12-Aug-2015

Current Status W:

5999.5

DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2008 38 - 11 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

CK ADJUSTMENT COLLECTIVE &CYCLIC BALANCE SPRING 0 BB043618 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2008 39 - 11 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM DIGITAL AFCS OPERATION CK 0 PR910504 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2008 39 - 11 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM DIGITAL AFCS OPERATION CK 0 PR910504 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2008 39 - 11 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM DIGITAL AFCS OPERATION CK 0 PR910504 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2008 39 - 11 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM DIGITAL AFCS OPERATION CK 0 PR910504 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2008 39 - 11 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM DIGITAL AFCS OPERATION CK 0 PR910504 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2008 40 - 11 COMPLETED BY MTP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM OPERATION CK ON M/R DE-ICE SYSTEM 0 EM641915 0.3 )
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2008 40 - 11 COMPLETED BY MTP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM OPERATION CK ON M/R DE-ICE SYSTEM 0 EM641915 0.3 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 62728

Current Status A: X

Current Status E:

SERIAL NUMBER: 8223732
LAST MISSION:

Current Status O:

HOURS:
12-Aug-2015

Current Status W:

5999.5

DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2008 40 - 11 COMPLETED BY MTP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM OPERATION CK ON M/R DE-ICE SYSTEM 0 EM641915 0.3 )
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2008 40 - 11 COMPLETED BY MTP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM OPERATION CK ON M/R DE-ICE SYSTEM 0 EM641915 0.3 )
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2008 40 - 11 COMPLETED BY MTP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM OPERATION CK ON M/R DE-ICE SYSTEM 0 EM641915 0.3 )
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2008 41 - 11 COMPLETED INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CK DUE 0 RD562816 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2008 41 - 11 COMPLETED INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CK DUE 0 RD562816 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2008 41 - 11 COMPLETED INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CK DUE 0 RD562816 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2008 41 - 11 COMPLETED INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CK DUE 0 RD562816 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2008 41 - 11 COMPLETED INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CK DUE 0 RD562816 0.5 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 42 X 11 TORQUED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL4EA M/R P/C LINKS JAMNUTS LOOSEN (UPPER& LOWER) RD562816 0.2 BB043618 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 42 X 11 TORQUED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL4EA M/R P/C LINKS JAMNUTS LOOSEN (UPPER& LOWER) RD562816 0.2 BB043618 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 42 X 11 TORQUED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL4EA M/R P/C LINKS JAMNUTS LOOSEN (UPPER& LOWER) RD562816 0.2 BB043618 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 42 X 11 TORQUED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL4EA M/R P/C LINKS JAMNUTS LOOSEN (UPPER& LOWER) RD562816 0.2 BB043618 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 42 X 11 TORQUED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL4EA M/R P/C LINKS JAMNUTS LOOSEN (UPPER& LOWER) RD562816 0.2 BB043618 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 43 X 11 RECONNECTED CANNON PLUG P469R TO PILOT ASSIST MODULE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P469R FROM PILOTS ASSIST MOD MM271369 1 JN311500 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 43 X 11 RECONNECTED CANNON PLUG P469R TO PILOT ASSIST MODULE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P469R FROM PILOTS ASSIST MOD MM271369 1 JN311500 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 43 X 11 RECONNECTED CANNON PLUG P469R TO PILOT ASSIST MODULE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED P469R FROM PILOTS ASSIST MOD MM271369 1 JN311500 0.1 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 43 X 11 RECONNECTED CANNON PLUG P469R TO PILOT ASSIST MODULE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P469R FROM PILOTS ASSIST MOD MM271369 1 JN311500 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 43 X 11 RECONNECTED CANNON PLUG P469R TO PILOT ASSIST MODULE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P469R FROM PILOTS ASSIST MOD MM271369 1 JN311500 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 44 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MIXER WORK PLATFORM RD562816 0.2 EM641915 0.6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 44 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MIXER WORK PLATFORM RD562816 0.2 EM641915 0.6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 44 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MIXER WORK PLATFORM RD562816 0.2 EM641915 0.6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 44 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MIXER WORK PLATFORM RD562816 0.2 EM641915 0.6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 44 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MIXER WORK PLATFORM RD562816 0.2 EM641915 0.6 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 45 X 11 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

T/R COMPLETE RIG CK DUE RD562816 0.2 BB043618 2 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 45 X 11 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
T/R COMPLETE RIG CK DUE RD562816 0.2 BB043618 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 45 X 11 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
T/R COMPLETE RIG CK DUE RD562816 0.2 BB043618 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 45 X 11 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
T/R COMPLETE RIG CK DUE RD562816 0.2 BB043618 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 45 X 11 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
T/R COMPLETE RIG CK DUE RD562816 0.2 BB043618 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 45 X 11 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
T/R COMPLETE RIG CK DUE RD562816 0.2 JC513666 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 45 X 11 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
T/R COMPLETE RIG CK DUE RD562816 0.2 JC513666 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 45 X 11 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
T/R COMPLETE RIG CK DUE RD562816 0.2 JC513666 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 45 X 11 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

T/R COMPLETE RIG CK DUE RD562816 0.2 JC513666 2 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 45 X 11 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
T/R COMPLETE RIG CK DUE RD562816 0.2 JC513666 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 46 X 11 REINSTALLED TQ 50 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SPRING CYCLINDER ATTACH HARDWARE RD562816 0.2 BB043618 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 46 X 11 REINSTALLED TQ 50 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SPRING CYCLINDER ATTACH HARDWARE RD562816 0.2 BB043618 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 46 X 11 REINSTALLED TQ 50 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SPRING CYCLINDER ATTACH HARDWARE RD562816 0.2 BB043618 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 46 X 11 REINSTALLED TQ 50 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SPRING CYCLINDER ATTACH HARDWARE RD562816 0.2 BB043618 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 46 X 11 REINSTALLED TQ 50 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SPRING CYCLINDER ATTACH HARDWARE RD562816 0.2 BB043618 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 47 X 11 REINSTALLED;TQ=120 IN LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R P/C LINKS HARDWARE ALL4EA AT PITCH BEAM RD562816 0.3 JC513666 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 47 X 11 REINSTALLED;TQ=120 IN LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED T/R P/C LINKS HARDWARE ALL4EA AT PITCH BEAM RD562816 0.3 JC513666 0.4 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 47 X 11 REINSTALLED;TQ=120 IN LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R P/C LINKS HARDWARE ALL4EA AT PITCH BEAM RD562816 0.3 JC513666 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 47 X 11 REINSTALLED;TQ=120 IN LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R P/C LINKS HARDWARE ALL4EA AT PITCH BEAM RD562816 0.3 JC513666 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 47 X 11 REINSTALLED;TQ=120 IN LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R P/C LINKS HARDWARE ALL4EA AT PITCH BEAM RD562816 0.3 JC513666 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 48 X 11 TIGHTENED;TQ=120 IN LBS.;REPLACED SAFETIES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSEN ALL4EA T/R P/C LINKS JAMNUTS(8EA NUTS) & RVMD SAFTIED RD562816 0.3 JC513666 0.7 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 48 X 11 TIGHTENED;TQ=120 IN LBS.;REPLACED SAFETIES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSEN ALL4EA T/R P/C LINKS JAMNUTS(8EA NUTS) & RVMD SAFTIED RD562816 0.3 JC513666 0.7 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 48 X 11 TIGHTENED;TQ=120 IN LBS.;REPLACED SAFETIES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSEN ALL4EA T/R P/C LINKS JAMNUTS(8EA NUTS) & RVMD SAFTIED RD562816 0.3 JC513666 0.7 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 48 X 11 TIGHTENED;TQ=120 IN LBS.;REPLACED SAFETIES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSEN ALL4EA T/R P/C LINKS JAMNUTS(8EA NUTS) & RVMD SAFTIED RD562816 0.3 JC513666 0.7 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 48 X 11 TIGHTENED;TQ=120 IN LBS.;REPLACED SAFETIES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSEN ALL4EA T/R P/C LINKS JAMNUTS(8EA NUTS) & RVMD SAFTIED RD562816 0.3 JC513666 0.7 )




Page 98 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 49 X 11 REMOVED RIGGING PINS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALLED RIGGING PINS IN YAW AND COLLECTIVE SYSTEM RD562816 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 49 X 11 REMOVED RIGGING PINS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALLED RIGGING PINS IN YAW AND COLLECTIVE SYSTEM RD562816 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 49 X 11 REMOVED RIGGING PINS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALLED RIGGING PINS IN YAW AND COLLECTIVE SYSTEM RD562816 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 49 X 11 REMOVED RIGGING PINS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALLED RIGGING PINS IN YAW AND COLLECTIVE SYSTEM RD562816 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 49 X 11 REMOVED RIGGING PINS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALLED RIGGING PINS IN YAW AND COLLECTIVE SYSTEM RD562816 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 50 / 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FWD T/R G/B COVER 0 EM641915 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 50 / 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FWD T/R G/B COVER 0 EM641915 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 50 / 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED FWD T/R G/B COVER 0 EM641915 0.4 )




Page 99 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 50 / 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FWD T/R G/B COVER 0 EM641915 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 50 / 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FWD T/R G/B COVER 0 EM641915 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 51 X 11 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
T/R SPRING CYCLINDER BLOCKS 2EA INSTALLED RD562816 0.2 BB043618 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 51 X 11 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
T/R SPRING CYCLINDER BLOCKS 2EA INSTALLED RD562816 0.2 BB043618 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 51 X 11 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
T/R SPRING CYCLINDER BLOCKS 2EA INSTALLED RD562816 0.2 BB043618 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 51 X 11 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
T/R SPRING CYCLINDER BLOCKS 2EA INSTALLED RD562816 0.2 BB043618 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 51 X 11 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
T/R SPRING CYCLINDER BLOCKS 2EA INSTALLED RD562816 0.2 BB043618 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 52 X 11 TIGHTENED JAMNUT;TQ=235 IN LBS;REPLACED SAFETY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COLLECTIVE TQ SHAFT TO COLLECTIVE SERVO CONTROL ROD JAM RD562816 0.2 JC513666 0.2 (0]

NUT LOOSEN & SAFTIED RVMD
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

16-Sep-2008 52 X 11 TIGHTENED JAMNUT;TQ=235 IN LBS;REPLACED SAFETY

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COLLECTIVE TQ SHAFT TO COLLECTIVE SERVO CONTROL ROD JAM RD562816 0.2 JC513666 0.2 (0]

NUT LOOSEN & SAFTIED RVMD

DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2008 52 X 11 TIGHTENED JAMNUT;TQ=235 IN LBS;REPLACED SAFETY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COLLECTIVE TQ SHAFT TO COLLECTIVE SERVO CONTROL ROD JAM RD562816 0.2 JC513666 0.2 )

NUT LOOSEN & SAFTIED RVMD

DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2008 52 X 11 TIGHTENED JAMNUT;TQ=235 IN LBS;REPLACED SAFETY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COLLECTIVE TQ SHAFT TO COLLECTIVE SERVO CONTROL ROD JAM RD562816 0.2 JC513666 0.2 )

NUT LOOSEN & SAFTIED RVMD

DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2008 52 X 11 TIGHTENED JAMNUT;TQ=235 IN LBS;REPLACED SAFETY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COLLECTIVE TQ SHAFT TO COLLECTIVE SERVO CONTROL ROD JAM RD562816 0.2 JC513666 0.2 )

NUT LOOSEN & SAFTIED RVMD

DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2008 53 X 11 TIGHTENED AND SAFETIED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSEN YAW CONTROL STOPS (FWN&AFT) IN CABIN OVERHEAD RD562816 0.3 LG224891 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2008 53 X 11 TIGHTENED AND SAFETIED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSEN YAW CONTROL STOPS (FWN&AFT) IN CABIN OVERHEAD RD562816 0.3 LG224891 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2008 53 X 11 TIGHTENED AND SAFETIED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSEN YAW CONTROL STOPS (FWN&AFT) IN CABIN OVERHEAD RD562816 0.3 LG224891 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN

16-Sep-2008 53 X 11 TIGHTENED AND SAFETIED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSEN YAW CONTROL STOPS (FWN&AFT) IN CABIN OVERHEAD RD562816 0.3 LG224891 0.5 )




Report Date: 19-Aug-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223732

Selection Range : 01-Jan-1980

NEXT PHASE: 62728

Current Status A: X Current Status E: -

LAST MISSION:
Current Status O:

Page 101 of 3704
To 19-Aug-2015

HOURS:
12-Aug-2015

5999.5

Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
16-Sep-2008 53 X 11 TIGHTENED AND SAFETIED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSEN YAW CONTROL STOPS (FWN&AFT) IN CABIN OVERHEAD RD562816 0.3 LG224891 0.5 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Sep-2008 1:41 PM 2 X SM606228 4849 17-Sep-2008 4849 0 S 02
FAULT WRITE-UP: ACTION TAKEN:
CO-PILOT'S DISPLACEMENT GYRO FAILED REPLACED GYRO
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 SM606228 0.5 F
B G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2008 1 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CO-PILOT'S DISPLACEMENT GYRO CANNON PLUG MM271369 1 SM606228 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2008 2 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CO PILOT'S DISPLACEMENT MOUNTING HARDWARE MM271369 1 SM606228 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2008 3 X 02 REPLACED GYRO
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DISPLACEMENT GYRO MM271369 1 SM606228 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2008 4 X 02 REINSTALLED PLATE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MOUNTING PLATE FROM DISPLACEMENT GYRO MM271369 1 SM606228 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2008 5 - 02 REPLACED GYRO
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE

0

SM606228 0.5 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:

DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Sep-2008 3:46 PM 4 X SM606228 4849 19-Sep-2008 4849 0 S 02
FAULT WRITE-UP: ACTION TAKEN:
PILOT'S ALTIMETER REMOVED FRO TROUBLESHOOTING ON ACFT INSTALLED ALTIMETER
398
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RD562816 0.3 PR910504 3 F
B G 2 02 O -2
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2008 1 X 02 RE-INSTALLED PITOT LINE TO PILOT ALT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PITOT LINE FROM PILOT'S ALT RD562816 0.3 PR910504 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2008 2 X 02 INSTALLED PILOT ALT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT'S ALT RD562816 0.3 PR910504 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2008 3 X 19 STATUS SYMBOL ENTERED IN ERROR (REENTERED FAULT BELOW)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PITOT STATIC CHECK DUE FOR INSTALLATION OF PILOT ALTIMETER RD562816 0.2 PR910504 3 F

DATE SEQNO STATUS wuc ACTION TAKEN
17-Sep-2008 4 X 19 STATUS SYMBOL ENTERED IN ERROR (REENTERED FAULT BELOW)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TRANSPONDER CHECK DUE FOR INSTALLATION OF PILOT ALTIMETER RD562816 0.2 PR910504 2 F
DATE SEQNO STATUS wuc ACTION TAKEN
17-Sep-2008 5 - 19 COMPLETED INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 RD562816 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN
17-Sep-2008 6 - 19 CHECK COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TRANSPONDER CHECK DUE FOR REPLACEMENT OF PILOT ALTIMETER 0 PR910504 2 F




Report Date: 19-Aug-2015

CLOSED FAULT REPORT

Selection Range : 01-Jan-1980 To 19-Aug-2015

Page 103 of 3704

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Sep-2008 7 - 19 CHECK COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PITOT STATIC CHECK DUE FOR REPLACEMENT OF PILOT ALTIMETER 0 PR910504 2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Sep-2008 3:59 PM 5 X EM641915 4849 17-Sep-2008 4849 0 C 07
FAULT WRITE-UP: ACTION TAKEN:
AFT PILOT'S ASST MOD FEMALE QD LEAKING REPLACED QD TQ 150 INLBS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 JC513666 0.7 0
0 G 2 07 0 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Sep-2008 1 X 11 RECONNNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BACK-UP PUMP 2EA QD (PRESSURE & RETURN ) DISCONNETED AT MM271369 1 JC513666 0.5 (0]
PUMP
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Sep-2008 2 X 07 RESAFTIED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AFT PILOT'S ASST MOD FEMALE QD SAFTIED RVMD MM271369 1 JC513666 0.5 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 18-Sep-2008 1:18 PM 5 X SM606228 4849 19-Sep-2008 4849 0 S 02
FAULT WRITE-UP: ACTION TAKEN:
CONROLLED EXHANGED PILOT'S ALTIMETER TO ACFT 398 ALTIMETER INSTALLED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RD562816 0.3 PR910504 2 F
B G 2 02 0 -1
DELAY




Report Date: 19-Aug-2015

CLOSED FAULT REPORT

MODEL: UH-60A

Selection Range : 01-Jan-1980

FOR: K08DD2
SERIAL NUMBER: 8223732

Page 104 of 3704
To 19-Aug-2015

HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Sep-2008 3:44 PM 6 X MM271369 4849 19-Sep-2008 4849 0 C 11
FAULT WRITE-UP: ACTION TAKEN:
BOTH COLLECTIVE RODS IN CABIN OVERHEAD HAVE SCRATCHES CLEAN & INSP AND REPAINTED IAW WP 1110(OK)
AND WORN AREAS.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RD562816 0.5 EM641915 1.6 0
K G 1 1" F -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
18-Sep-2008 1 X 11 REINSTALLED TQ 50INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT COLLECTIVE CABIN OVERHEAD CONTROL ROD HARDWARE RD562816 0.3 EM641915 0.5 (0]
RVMD
DATE SEQ NO STATUS WwucC ACTION TAKEN
18-Sep-2008 2 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT COLLECTIVE CABIN OVERHEAD CONTROL ROD ASSY RVMD RD562816 0.3 EM641915 0.5
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Sep-2008 1:05 PM 2 X EM641915 4849 19-Sep-2008 4849 0 B 11
FAULT WRITE-UP: ACTION TAKEN:
TAIL ROTOR QUADRANT ASSY MOUNT NUT BUSHING AND BOLT REPLACED HARDWARE
WROUG HARDWARE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RD562816 0.5 BB043618 1 0
K G 2 11 O 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

19-Sep-2008 1 X 11 RECONNECTED TQ 60INLBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

2EA TAIL ROTOR CABLE QD DISCONNECTED RD562816 0.3 JC513666 0.5 0]
DATE SEQNO STATUS wucC ACTION TAKEN

19-Sep-2008 2 X 11 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

2EA TAIL PYLON PANEL RVMD RD562816 0.3 JC513666 0.5 0]
DATE SEQNO STATUS wucC ACTION TAKEN

19-Sep-2008 3 X 11 REINSTALLED HDW;TQ=30 IN LBS.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

T/R SPRING CYCLINDER ATTACH HARDWARE RVMD RD562816 0.2 BB043618 0.5 0]
DATE SEQNO STATUS wuc ACTION TAKEN

19-Sep-2008 4 X 11 REMOVED BLOCKS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

T/R SPRING CYCLINDER BLOCKS 2EA INSTALLED RD562816 0.2 BB043618 0.1 0]
DATE SEQNO STATUS wuc ACTION TAKEN

19-Sep-2008 5 X 11 REPLACED BUSHING/BOLT;TQ NUT TO 50 IN LBS;TQ BOLT TO 105 IN LBS.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

T/R QUADRANT MOUNT HARDWARE RVMD (NUT,BOLT AND BUSHING)  RD562816 0.2 BB043618 0.8 0]
DATE SEQNO STATUS wuc ACTION TAKEN

19-Sep-2008 6 X 05 RECONNECTED;TQ=12 IN LBS./30 IN LBS.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED QUADRANT PUSH/PULL ROD FROM T/R SERVO RD562816 0.2 BB043618 0.2 0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 24-Sep-2008 7:02 AM 1 X EM641915 4852 02-Oct-2008 4853 0 G 02
FAULT WRITE-UP: ACTION TAKEN:
INSTALLATION OF BLUE FORCE TRACKER MWO 1-1520-237-50-85- COMPLETED
BFT-60-001 INPROCESS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 RB438341 1 0
O G 2 02 O 21
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
24-Sep-2008 1 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FWD FLOOR SECTION HDWR REMOVED AQ704878 0.3 JC513666 0.5 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
24-Sep-2008 2 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ROBERTSON FUEL TANK Y-VALVE HDWR REMOVED FROM FWD AQ704878 0.2 JC513666 0.2 (0]
FLOOR SECTION
DATE SEQ NO STATUS WwucC ACTION TAKEN
24-Sep-2008 3 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ROBERTON TANK FUEL VENT HDWR FROM THE FWD AQ704878 0.2 JC513666 0.3 (0]
FLOOR SECTION FOR BOTH L/H & R/H VENTS
DATE SEQ NO STATUS WucC ACTION TAKEN
24-Sep-2008 4 X 02 RECONNECTED;TQ=600 IN LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DICONNECTED ROBERTSON TANK FUEL FEED LINE FROM THE Y- AQ704878 0.2 JC513666 0.1 (0]
VALVE UNDERNEATH THE FLOOR
DATE SEQ NO STATUS WwucC ACTION TAKEN
24-Sep-2008 5 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 2 EA VINYL DRAIN LINES FROM UNDERNEATH THE Y- AQ704878 0.2 JC513666 0.1 (0]
VALVE
DATE SEQ NO STATUS WucC ACTION TAKEN
24-Sep-2008 6 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UNDERBELLY SCREEN PANEL BELOW ROBERTSON FUEL AQ704878 0.1 JC513666 0.3 (0]

SYSTEM Y-COUPLING
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 24-Sep-2008 7:06 AM 2 X EM641915 4852 24-Sep-2008 4852 0 A 05
FAULT WRITE-UP: ACTION TAKEN:
INSTALLATION OF SOLID M/R BLADE PIN INPROCESS REPLACED 8EA PINS WITH 8EA SOLID-STYLE PINS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 JN311500 0.2 0
O G 2 05 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
24-Sep-2008 1 X 05 REPLACED PIN, INSTALLED SOLID PIN SN # B941 - 10745
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED M/R LAG BLADE PIN MM271369 1 JN311500 0.1 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
24-Sep-2008 2 X 05 REPLACED PIN, INSTALLED SOLID PIN SN # B941 -10559
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED M/R LEAD BLADE PIN MM271369 1 JN311500 0.1 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
24-Sep-2008 3 X 05 REPLACED PIN, INSTALLED SOLID PIN SN # B941 -10713
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLK M/R LAG BLADE PIN MM271369 1 JN311500 0.1 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
24-Sep-2008 4 X 05 REPLACED PIN, INSTALLED SOLID PIN SN # B941 - 10604
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLK M/R LEAD BLADE PIN MM271369 1 JN311500 0.1 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
24-Sep-2008 5 X 05 REPLACED PIN, INSTALLED SOLID PIN SN # B941 - 10682
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLU M/R LAG BLADE PIN MM271369 1 JN311500 0.1 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
24-Sep-2008 6 X 05 REPLACED PIN, INSTALLED SOLID PIN SN # B941 - 10767
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLU M/R LEAD BLADE PIN MM271369 1 JN311500 0.1 (0]
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Selection Range : 01-Jan-1980 To 19-Aug-2015

CLOSED FAULT REPORT

Report Date: 19-Aug-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
24-Sep-2008 7 X 05 REPLACED PIN, INSTALLED SOLID PIN SN # B941 - 10772
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YEL M/R LAG BLADE PIN MM271369 1 JN311500 0.1 (0]

DATE SEQ NO STATUS wucC ACTION TAKEN
24-Sep-2008 8 X 05 REPLACED PIN, INSTALLED SOLID PIN SN # B941 - 10610
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YEL M/R LEAD BLADE PIN MM271369 1 JN311500 0.1 (0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 24-Sep-2008 11:16 AM 5 X EM641915 4853 08-Oct-2008 4853 0 C 02
FAULT WRITE-UP: ACTION TAKEN:
RIGHT PASSENGER DOOR REMOVED FOR REPAIR REPAIRED AS NEEDED AND REINSTALLED DOOR
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 DH663857 3 0
K G 2 02 O 15
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
24-Sep-2008 1 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED EMERGENCY DOOR LATCH ASSY. JL888744 0.2 DH663857 3 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
24-Sep-2008 2 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 2 EA DOORHANDLE ASSY. JL888744 0.2 DH663857 3 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
24-Sep-2008 3 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED GRAB BAR. JL888744 0.2 DH663857 0.5 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
24-Sep-2008 4 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RIGHT SIDE PASSENGER DOOR INTERIOR WRAP JL888744 0.2 DH663857 0.5 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
24-Sep-2008 5 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/S PASSENGER DOOR LOWER HINGE/LOCKING PIN ASSY. JL888744 0.2 DH663857 1 (0]




Report Date: 19-Aug-2015
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Selection Range : 01-Jan-1980 To 19-Aug-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Oct-2008 7:31 AM 1 X PR910504 4853 01-Oct-2008 4853 0 P 19
FAULT WRITE-UP: ACTION TAKEN:
PILOT ALTIMETER DUE REPLACEMENT (IN PROGRESS) REPLACED PILOT ALTIMETER
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 PR910504 4 F
B G 2 19 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
01-Oct-2008 1 X 19 RE-INSTALLED CANNON PLUG
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CANNON PLUG FROM PILOT ALTIMETER MM271369 1 PR910504 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
01-Oct-2008 2 X 19 RE-INSTALLED PITOT STATIC SYSTEM CONNECTOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PITOT STATIC SYSTEM CONNECTOR FROM PILOT MM271369 1 PR910504 1 F

ALTIMETER

DATE SEQNO STATUS wucC ACTION TAKEN
01-Oct-2008 3 X 19 RE-INSTALLED 3 EACH SCREWS AND BEZEL ASSY TO FRONT MOUNT OF
PILOT ALTIMETER
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 3 EA SCREWS FROM FRONT OF PILOT ALTIMETER AND MM271369 1 PR910504 1 F
BEZEL ASSY
DATE SEQNO STATUS wuc ACTION TAKEN
01-Oct-2008 4 - 19 COMPLETE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 MM271369 1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Oct-2008 10:00AM 3 X MP689732 4853 01-Oct-2008 4853 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
PILOT'S SHOULDER HARNESS FRAYED REPLACED PILOT'S SHOULDER HARNESS, MOC OK
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 MP689732 1.5 O
H G 2 02 O 0

DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Oct-2008 10:00AM 4 X MP689732 4853 01-Oct-2008 4853 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
COPILOT'S SHOULDER HARNESS FRAYED REPLACED HARNESS, MOC OK
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 JN311500 15 0
H G 2 02 O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 01-Oct-2008 1:11 PM 5 X HP884925 4853 03-Oct-2008 4853 0 L 02
FAULT WRITE-UP: ACTION TAKEN:
REMOVED NO.#1 PASSENGER DOOR FOR FOM REINSTALLED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.1 EM641915 0.5 O
K G 1 02 0 -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Oct-2008 7:33 AM 1 X SM606228 4853 02-Oct-2008 4853 0 S 02
FAULT WRITE-UP: ACTION TAKEN:
AIRCONDITIONER SYSTEM REMOVED, ACFT RESTRICTED INSTALLED AIRCONDITIONER SYSTEM
(OBVIOUSLY) FROM AIRCONDITION USE(TRANSCRIBED FROM
ULLS-A(E) PHASE: W0Y4058247001 ON Sep 15 2008 9:47AM)
(INPROGRESS)
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AQ704878 1.5 SM606228 10 F
B G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2008 1 X 02 INSTALLED PALLET
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AIRCONDITIONER COMPESSOR PALLET NOT INSTALLED AO704878 0.2 SM606228 2 F




Report Date: 19-Aug-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223732

MODEL: UH-60A

Selection Range : 01-Jan-1980

Page 112 of 3704
To 19-Aug-2015

HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2008 2 X 02 INSTALLED DUCTING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DUCTING ABOVE AIRCONDITIONER COMPRESSOR PALLET NOT AO704878 0.2 SM606228 2 F
INSTALLED
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2008 3 X 02 INSTALLED DUCT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AFT DUCT NOT INSTALLED ON COMPRESSOR PALLET AO704878 0.2 SM606228 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2008 4 X 02 INSTALLED HOSES (3 EA)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
3 EA HOSES ARE NOT INSTALLED ON COMPRESSOR PALLET AO704878 0.2 SM606228 2 D
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2008 5 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
3 EA ELECTRICAL CONNECTORS ARE NOT INSTALLED ON AO704878 0.2 SM606228 0.2 F
COMPRESSOR PALLET
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2008 6 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FWD CROSSVER DUCT IS NOT INSTALLED ON COMPRESSOR PALLET AO704878 0.2 SM606228 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2008 7 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CONDENSOR PALLET NOT INSTALLED AO704878 0.2 SM606228 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2008 8 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CONDENSOR PALLET AIR INLET SCREEN AND VENT ASSEMBLY NOT AO704878 0.2 SM606228 1 F
INSTALLED
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2008 9 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CONDENSOR CROSS OVER DUCT NOT INSTALLED AO704878 0.2 SM606228 1
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2008 10 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OVERHEAD DUCT NOT INSTALLED ABOVE CONDENSOR PALLET AO704878 0.2 SM606228 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2008 11 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LARGE RED VENT AFT HOSE BETWEEN CONDENSOR AND AO704878 0.2 SM606228 0.2 F
COMPRESSOR DUCTING IS NOT INSTALLED
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2008 12 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCHARGE TUBING FROM COMPRESSOR PALLET NOT INSTALLED AO704878 0.1 SM606228 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2008 13 - 00 SERVICE WITH 4 OZ OF OIL AND 3.25 LBS OF FREON
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AIRCONDITIONER SERVICING REQUIRED 0 SM606228 3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2008 14 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 AO704878 0.1 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Oct-2008 9:23 AM 2 X EM641915 4853 03-Oct-2008 4853 0 C 03
FAULT WRITE-UP: ACTION TAKEN:
L/H UPPER M/L/G STRUT WILL NOT HOLD AIR REPLACED SER# IAO 1677
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RD562816 0.3 MM172196 3 O
L G 3 03 O -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2008 1 X 03 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UPPER L/H M/L/G STRUT INSP PANEL RVMD RD562816 0.3 MM172196 0.5 (0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2008 1 X 03 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UPPER L/H M/L/G STRUT INSP PANEL RVMD RD562816 0.3 MM172196 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2008 2 X 03 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
L/H LOWER M/L/G STRUT INSP PANEL RVMD RD562816 0.3 MM172196 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2008 2 X 03 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
L/H LOWER M/L/G STRUT INSP PANEL RVMD RD562816 0.3 MM172196 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2008 3 X 03 REINSTALLED TQ 210 FT LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
L/H M/L/G STRUT MOUNT BOLTS (2EA) RVMD RD562816 0.3 MM172196 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2008 3 X 03 REINSTALLED TQ 210 FT LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
L/H M/L/G STRUT MOUNT BOLTS (2EA) RVMD RD562816 0.3 MM172196 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2008 4 X 03 REINSTALLED TQ 50ILBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UPPER L/H M/L/G STURT AIR VALVE RVMD RD562816 0.2 BB043618 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2008 4 X 03 REINSTALLED TQ 50ILBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UPPER L/H M/L/G STURT AIR VALVE RVMD RD562816 0.2 BB043618 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2008 5 X 03 REINSTALLED TQ 1/3 PAST RAISE IN TQ
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

UPPER M/L/G STURT HYD DRAIN PLUG RVMD RD562816 0.3 BB043618 0.4 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2008 5 X 03 REINSTALLED TQ 1/3 PAST RAISE IN TQ
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UPPER M/L/G STURT HYD DRAIN PLUG RVMD RD562816 0.3 BB043618 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2008 6 X 03 CLOSED VALVE & SAFTIED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
L/H M/L/G STURT UPPER KNEELING VALVE OPEN & SAFTIED RVMD RD562816 0.3 BB043618 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2008 6 X 03 CLOSED VALVE & SAFTIED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
L/H M/L/G STURT UPPER KNEELING VALVE OPEN & SAFTIED RVMD RD562816 0.3 BB043618 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2008 7 X 03 REPLACED STRUT ASSY SER# IAO1677
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
L/H M/L/G STRUT ASSY RVMD RD562816 0.3 BB043618 2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2008 7 X 03 REPLACED STRUT ASSY SER# IAO1677
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
L/H M/L/G STRUT ASSY RVMD RD562816 0.3 BB043618 2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2008 7 X 03 REPLACED STRUT ASSY SER# IAO1677
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
L/H M/L/G STRUT ASSY RVMD RD562816 0.3 MM172196 2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2008 7 X 03 REPLACED STRUT ASSY SER# IAO1677
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
L/H M/L/G STRUT ASSY RVMD RD562816 0.3 MM172196 2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2008 8 X 03 REINSTALLED TQ 50INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOWER L/H M/L/G STRUT AIR VALVE RVMD RD562816 0.2 BB043618 0.5 )
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Report Date: 19-Aug-2015 To 19-Aug-2015

Selection Range : 01-Jan-1980
CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2008 8 X 03 REINSTALLED TQ 50INLBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOWER L/H M/L/G STRUT AIR VALVE RVMD RD562816 0.2 BB043618 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2008 9 X 03 REINSTALLED TQ 1/3 PAST RAISE IN TQ

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOWER L/H M/L/G STRUT HYD DRAIN PLUG RVMD RD562816 0.3 BB043618 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2008 9 X 03 REINSTALLED TQ 1/3 PAST RAISE IN TQ

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOWER L/H M/L/G STRUT HYD DRAIN PLUG RVMD RD562816 0.3 BB043618 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2008 10 X 03 CLOSED & RESAFTIED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

L/H M/L/G STURT LOWER KNEELING VALVE OPEN & SAFTIED RVMD RD562816 0.2 BB043618 0.5 C
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2008 10 X 03 CLOSED & RESAFTIED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

L/H M/L/G STURT LOWER KNEELING VALVE OPEN & SAFTIED RVMD RD562816 0.2 BB043618 0.5 C
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2008 11 - 03 COMPLETED INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CK DUE 0 RD562816 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2008 11 - 03 COMPLETED INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CK DUE 0 RD562816 0.2 F




Report Date: 19-Aug-2015

CLOSED FAULT REPORT

Selection Range : 01-Jan-1980 To 19-Aug-2015

Page 117 of 3704

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Oct-2008 10:00 AM 2 X CT339515 4854 15-Oct-2008 4854 0 A 12
FAULT WRITE-UP: ACTION TAKEN:
FIRE EXTINGUISHING SYSTEM DIRECTIONAL VALVE STUCK REPLACED VALVE ASSY
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.3 MM172196 15 0
T G 2 12 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Oct-2008 1 X 12 RECONNECTED TUBES, TQ 1/3 PASS SHARP RISE IN TORQUE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONECTED FIRE EXT. CONT. VALVE TUBES (3EA) AQ704878 0.2 MM172196 0.3 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Oct-2008 2 X 12 RECONNECTED LEADS 2EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FIRE EXT. DIR. CONTROL VALVE TERMINAL LEADS AQ704878 0.2 MM172196 0.3 (0]
(2EA)
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Oct-2008 3 X 12 REINSTALLED BOLTS (2EA), TQ 50 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FIRE EXT. DIR. CONTROL VALVE MOUNT BOLTS (2EA) AQ704878 0.2 MM172196 0.5 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
15-Oct-2008 4 X 12 REPLACED VALVE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FIRE EXT. DIR. CONTROL VALVE AQ704878 0.2 MM172196 0.5 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Oct-2008 5 X 12

FAULT WRITE-UP:

RMVD REDUCER FROM FIRE EXT DIRECTIONAL CONTROL VALVE
ASSY

INSTALLED REDUCER, TQ 1/3 PASS SHARP RISE IN TORQUE

TIPID

TI_MMH
AQ704878

0.2

PID

MMH TYPE
MM172196

0.3 0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Oct-2008 3:34 PM 4 X EM641915 4854 15-Oct-2008 4854 0 A 07
FAULT WRITE-UP: ACTION TAKEN:
A/C RESTRICTED FROM M/R BRAKE OPERATION M/R BRAKE REPLACED BREATHER, BLEED SYSTEM
NEEDS SERVICING INPROCESS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RD562816 0.3 BB043618 15 0
K G 2 07 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Oct-2008 1 X 12 REPLACED BREATHER AND LOCKWIRE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD M/R BRAKE MASTER CYLINDER BREATHER RD562816 0.2 BB043618 0.5 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Oct-2008 2 X 12 REINSTALLED SCREW, REPL LOCKWIRE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD M/R BRAKE ACCUMULATOR BLEED SCREW RD562816 0.2 BB043618 0.3 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Oct-2008 3 X 12 REINSTALLED SCREW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD M/R BRAKE ASSY BLEED SCREW RD562816 0.2 BB043618 0.4 (0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Oct-2008 4:44 PM 5 X MJ662150 4854 15-Oct-2008 4854 0 C 07
FAULT WRITE-UP: ACTION TAKEN:
HYD SELECTOR VALVE HANDLE BROKEN REPLACED SELECTOR VALVE HANDLE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RD562816 0.3 MJ662150 0.5 0
K G 1 07 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Oct-2008 1 X 07 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
HYD SELECTOR VALVE HANDLE ASSY RVMD RD562816 0.2 MJ662150 0.5 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Oct-2008 2 - 07 COMPLETED INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CK DUE 0 RD562816 0.4 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 21-Oct-2008 10:46 AM 1 X EM641915 4859.6 21-0ct-2008 4859.6 0 C 05
FAULT WRITE-UP: ACTION TAKEN:
AIRCRAFT RESTRICTED FROM USING THE ROTOR BREAK DUE TO REPLACED MASTER CYLINDER
LEAKING SYSTEM ,AFTER CONTINUED PUMPING ONLY APPLIED
200 PSI INPROCESS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 MM172196 3 O
K G 2 05 0 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 1 X 05 REINSTALLED 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ROTOR BRAKE MASTER CYC MOUNT BOLTS (4EA) RVMD MM271369 1 MM172196 0.5 (0]




Page 120 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 1 X 05 REINSTALLED 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ROTOR BRAKE MASTER CYC MOUNT BOLTS (4EA) RVMD MM271369 1 MM172196 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 1 X 05 REINSTALLED 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ROTOR BRAKE MASTER CYC MOUNT BOLTS (4EA) RVMD MM271369 1 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 1 X 05 REINSTALLED 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ROTOR BRAKE MASTER CYC MOUNT BOLTS (4EA) RVMD MM271369 1 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 2 X 05 REINSTALLED TQ 105 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ROTOR BRAKE MASTER CYC PRESSURE GAGE RVMD MM271369 1 MM172196 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 2 X 05 REINSTALLED TQ 105 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ROTOR BRAKE MASTER CYC PRESSURE GAGE RVMD MM271369 1 MM172196 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 2 X 05 REINSTALLED TQ 105 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ROTOR BRAKE MASTER CYC PRESSURE GAGE RVMD MM271369 1 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 2 X 05 REINSTALLED TQ 105 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ROTOR BRAKE MASTER CYC PRESSURE GAGE RVMD MM271369 1 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 3 X 05 INSTALLED BLEEDER VALVE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

ROTOR BRAKE MASTER CYC BLEEDER ASSY RVMD MM271369 1 MM172196 0.5 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 3 X 05 INSTALLED BLEEDER VALVE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ROTOR BRAKE MASTER CYC BLEEDER ASSY RVMD MM271369 1 MM172196 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 3 X 05 INSTALLED BLEEDER VALVE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ROTOR BRAKE MASTER CYC BLEEDER ASSY RVMD MM271369 1 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 3 X 05 INSTALLED BLEEDER VALVE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ROTOR BRAKE MASTER CYC BLEEDER ASSY RVMD MM271369 1 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 4 X 05 RECONNECTED LINE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ROTOR BRAKE MASTER CYC HYD LINE DISCOUNNECTED AT CYC MM271369 1 MM172196 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 4 X 05 RECONNECTED LINE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ROTOR BRAKE MASTER CYC HYD LINE DISCOUNNECTED AT CYC MM271369 1 MM172196 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 4 X 05 RECONNECTED LINE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ROTOR BRAKE MASTER CYC HYD LINE DISCOUNNECTED AT CYC MM271369 1 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 4 X 05 RECONNECTED LINE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ROTOR BRAKE MASTER CYC HYD LINE DISCOUNNECTED AT CYC MM271369 1 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 5 X 05 RECONNECTED LIN E
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ROTOR BRAKE MASTER CYC HYD RETURN LINE DISCONNECTED AT MM271369 1 MM172196 0.5 (0]

CyC
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 5 X 05 RECONNECTED LIN E
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ROTOR BRAKE MASTER CYC HYD RETURN LINE DISCONNECTED AT MM271369 1 MM172196 0.5 (0]
cyc

DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 5 X 05 RECONNECTED LIN E
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ROTOR BRAKE MASTER CYC HYD RETURN LINE DISCONNECTED AT MM271369 1 MP689732 0.5 (0]
cyc

DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 5 X 05 RECONNECTED LIN E
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ROTOR BRAKE MASTER CYC HYD RETURN LINE DISCONNECTED AT MM271369 1 MP689732 0.5 (0]
cyCc

DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 6 - 05 COMPLETED NO FOD FOUND
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CK DUE FOR REPLACEMENT OF ROTOR BRAKE MASTER CYC 0 MM172196 0.5 (0]
ASSY

DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 6 - 05 COMPLETED NO FOD FOUND
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CK DUE FOR REPLACEMENT OF ROTOR BRAKE MASTER CYC 0 MM172196 0.5 (0]
ASSY

DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 6 - 05 COMPLETED NO FOD FOUND
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CK DUE FOR REPLACEMENT OF ROTOR BRAKE MASTER CYC 0 MP689732 0.5 (0]
ASSY

DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 6 - 05 COMPLETED NO FOD FOUND
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CK DUE FOR REPLACEMENT OF ROTOR BRAKE MASTER CYC 0 MP689732 0.5 (0]
ASSY

DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 7 - 05 BLED SYSTEM
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BLEEDING OF ROTOR BRAKE SYSTEM DUE 0 MM172196 1 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 7 - 05 BLED SYSTEM
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLEEDING OF ROTOR BRAKE SYSTEM DUE 0 MM172196 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 7 - 05 BLED SYSTEM
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLEEDING OF ROTOR BRAKE SYSTEM DUE 0 MP689732 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 7 - 05 BLED SYSTEM
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLEEDING OF ROTOR BRAKE SYSTEM DUE 0 MP689732 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 8 X 05 TIGHTENED & SAFETIED BLEED SCREW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ROTOR BRAKE ACCUMULATOR BLEED SCREW LOOSEN MM271369 1 MM172196 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 8 X 05 TIGHTENED & SAFETIED BLEED SCREW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ROTOR BRAKE ACCUMULATOR BLEED SCREW LOOSEN MM271369 1 MM172196 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 8 X 05 TIGHTENED & SAFETIED BLEED SCREW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ROTOR BRAKE ACCUMULATOR BLEED SCREW LOOSEN MM271369 1 MP689732 0.5 C
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 8 X 05 TIGHTENED & SAFETIED BLEED SCREW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ROTOR BRAKE ACCUMULATOR BLEED SCREW LOOSEN MM271369 1 MP689732 0.5 C
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 9 X 05 TIGHTENED & SAFTIED SCREW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

ROTOR BRAKE ASSY BLEEDER SCREW LOOSEN MM271369 1 MM172196 0.5 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 9 X 05 TIGHTENED & SAFTIED SCREW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ROTOR BRAKE ASSY BLEEDER SCREW LOOSEN MM271369 1 MM172196 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 9 X 05 TIGHTENED & SAFTIED SCREW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ROTOR BRAKE ASSY BLEEDER SCREW LOOSEN MM271369 1 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Oct-2008 9 X 05 TIGHTENED & SAFTIED SCREW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ROTOR BRAKE ASSY BLEEDER SCREW LOOSEN MM271369 1 MP689732 0.5 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Oct-2008 9:53 AM 3 X RB255541  4862.1 30-Oct-2008 4862.1 0 P 02
FAULT WRITE-UP: ACTION TAKEN:
ACFT DEPANELLED FOR ACE INSPECTION REPANELED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RF294246 0.1 JF678129 1 C
X G 1 02 C 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WucC ACTION TAKEN
30-Oct-2008 1 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H TAIL CONE ACCESS PANEL RF294246 0.1 VS958999 0.1 C
DATE SEQ NO STATUS WwucC ACTION TAKEN
30-Oct-2008 2 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H TAIL CONE ACCESS PANEL RF294246 0.1 VS958999 0.1 C
DATE SEQ NO STATUS WucC ACTION TAKEN
30-Oct-2008 3 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED LOWER T/L/G/ FAIRING RF294246 0.1 V8958999 0.1 C
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2008 4 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H M/L/G FAIRING RF294246 0.1 RB255541 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2008 5 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H M/L/G FAIRING RF294246 0.1 RB255541 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2008 6 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H STAB. INSPECTION PANEL RF294246 0.1 RB255541 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2008 7 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H STAB. INSPECTIN PANEL RF294246 0.1 RB255541 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2008 8 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H PASSENGER DOOR RF294246 0.1 JF678129 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2008 9 / 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R G/B FAIRING 0 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2008 10 / 02 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD 1I/G/B FAIRING 0 KB213119 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2008 11 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD T/R PYLON FWD FAIRING RF294246 0.1 VS958999 0.1 C
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2008 12 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FWD T/R PYLON FAIRING ELEC CONNECTOR RF294246 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2008 13 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STAB INSP PANELS (2EA) RF294246 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2008 14 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX CHK REQD 0 KB213119 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2008 15 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHK REQD 0 KB213119 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2008 16 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOWER TAIL PYLON 5-INCH ROUND ACCESS PANEL TO FLIGHT RF294246 0.1 RB255541 0.1 C

CONTROLS




Page 127 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Nov-2008 4:03 PM 10 X PR910504  4871.7 06-Nov-2008 4871.7 0 S 19
FAULT WRITE-UP: ACTION TAKEN:
TRANSPONDER IDENT FUNCTION WILL NOT FLASH (IN PROCESS) INSTALLED NEW RT
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE238788 0.1 PR910504 1 F
B G 1 19 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
06-Nov-2008 1 X 19 TOGHTENED FASTENERS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 6 FASTENERS JE238788 0.1 PR910504 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
06-Nov-2008 2 X 19 RE-INSTALLLED CONNECTORS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 2 EA ANTENNA CONNECTORS JE238788 0.1 PR910504 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
06-Nov-2008 3 X 19 RE-INSTALLED CANNON PLUG
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 1 EA CANNON PLUG FROM RT JE238788 0.1 PR910504 1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
06-Nov-2008 4 X 19 INSTALLED NEW RT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AN/APX-100 JE238788 0.1 PR910504 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
06-Nov-2008 5 - 19 COMPLETED OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 JE238788 0.2 (0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Nov-2008 8:30 AM 2 X JS190394  4876.6 12-Nov-2008 4876.6 0 A 19F01
FAULT WRITE-UP: ACTION TAKEN:
TRANSPONDER MODE "C" IS INTERMITTENT. (INPROCESS) REPLACED TRANSPONDER RT
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 JS190394 0.5 0
K G 2 19F01 O 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

12-Nov-2008 1 X 19F02 REPLACED TRANSPONDER RT

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TRANSPONDER RT JL888744 0.2 JS190394 0.5 C
DATE SEQNO STATUS wucC ACTION TAKEN

12-Nov-2008 1 X 19F02 REPLACED TRANSPONDER RT

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TRANSPONDER RT JL888744 0.2 TW920222 0.5 0]
DATE SEQNO STATUS wucC ACTION TAKEN

12-Nov-2008 2 X 19F02 RECONNECTED ELE CONNECTOR

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISC 3 ELE CONNECTOR FROM TRANSPONDER RT JL888744 0.2 JS190394 0.1 0]
DATE SEQNO STATUS wuc ACTION TAKEN

12-Nov-2008 3 - 19F02 MOC OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

MOC REQUIRED FOR REPLACEMENT OF TRANSPONDER RT 0 JS190394 0.5 C
DATE SEQNO STATUS wuc ACTION TAKEN

12-Nov-2008 3 - 19F02 MOC OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

MOC REQUIRED FOR REPLACEMENT OF TRANSPONDER RT 0 TW920222 0.5 0]
DATE SEQNO STATUS wuc ACTION TAKEN

12-Nov-2008 4 - 19F COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE 0 JL888744 0.1 F




Report Date:

Page 129 of 3704
19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 6272.8 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 14-Nov-2008 3:08 PM 2 X COMGEN  4879.1 14-Nov-2008 4879.1 0 B 04A01CO
FAULT WRITE-UP: ACTION TAKEN:
Replacement Due on COLD SECTION MODULE (PN:6035T02G01 WRITE UP ENTERED IN ERROR
,SN:GE-C-007381) COMPRESSOR REAR SHAFT (PN:6035T83P01
,SN:GATHK560). Was Due at: 3669 Hours.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE238788 0.1 KA218279 0.1 O
0 0 1 04A01C04 0 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Nov-2008 3:08 PM 3 X COMGEN  4879.1 14-Nov-2008 48791 0 P 04A02B0
FAULT WRITE-UP: ACTION TAKEN:
Replacement Due on MTCHD ROTOR/STATOR ASSY (PN:6055T20G05 WRITE UP ENTERED IN ERROR
,SN:MRS07908) STAGE 1 TURBINE DISK (PN:6043T62P02
,SN:GATYW289). Was Due at: 3406 Hours.
WHEN HOW MAL WwucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE238788 0.1 KA218279 0.1 O
O O 1 04A02B01 O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Nov-2008 3:08 PM 4 X COMGEN  4879.1 14-Nov-2008 4879.1 0 P 04A02B0
FAULT WRITE-UP: ACTION TAKEN:
Replacement Due on MTCHD ROTOR/STATOR ASSY (PN:6055T20G05 WRITE UP ENTERED IN ERROR
,SN:MRS07908) STAGE 2 TURBINE DISK (PN:6043T63P01
,SN:GATWES849). Was Due at: 3406 Hours.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE238788 0.1 KA218279 0.1 O
(¢} (¢} 1 04A02B04 (¢} 0
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Nov-2008 10:41 AM 1 X SM606228  4883.2 20-Nov-2008 4883.2 0 S 02
FAULT WRITE-UP: ACTION TAKEN:
MODE C TRANSPONDER INTERMITTENT (INPROCESS) REPLACED TRANSPONDER
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE238788 0.1 SM606228 0.2 F
B G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Nov-2008 1 X 02 REPLACED TRANSPONDER
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TRANSPONDER JE238788 0.1 SM606228 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Nov-2008 3:28 PM 2 X COMGEN 4889.3 21-Nov-2008 4889.3 0 P 05A01I
FAULT WRITE-UP: ACTION TAKEN:
INSP A020 - PERFORM M/R SPINDLE LUGS, M/R CUFF, TIP CAPS COMPLETED
INSPECTION. Was Due at: 4889.1 Hours. Upgrade to Red X Status on
4889.2 Hours
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE238788 0.1 CK621907 0.2 C
O O 1 05A01I O 0
DELAY




Report Date: 19-Aug-2015
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Selection Range : 01-Jan-1980 To 19-Aug-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Dec-2008 12:52 PM 5 X SM606228  4891.3 02-Dec-2008 4891.3 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
TRANSPONDER INTERMITTENT DURING FLIGHT (IN PROCESS) REPLACED TRANSPONDER RT
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 JS190394 0.5 0
B G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
02-Dec-2008 1 X 00 REPLACED TRANSPONDER RT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TRANSPONDER MM271369 1 JS190394 0.5 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
02-Dec-2008 2 - 00 COMPLETE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 MM271369 1 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Dec-2008 3:30 PM 5 X PR910504  4905.3 11-Dec-2008 4905.3 0 S 19
FAULT WRITE-UP: ACTION TAKEN:
TRANSPONDER INTERMITTENT NEAR LANGLEY AND DAVIDSON (IN INSTALLED NEW PILOT ALTIMETER
PROCESS)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 3 TW920222 3 F
B G 1 19 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

11-Dec-2008 1 X 19 RE-INSTALLED SCREWS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED 3 EA SET/ FASTENING SCREWS JL888744 0.2 PR910504 1 F
DATE SEQNO STATUS wucC ACTION TAKEN

11-Dec-2008 2 X 19 RE-INSTALLED CANNON PLUG

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED 1 EA CANNON PLUG JL888744 0.2 PR910504 1 F
DATE SEQNO STATUS wucC ACTION TAKEN

11-Dec-2008 3 X 19 RE-INSTALLED 1 EA PITOT STATIC LINE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED 1 EA PITOT STATIC LINE JL888744 0.2 PR910504 1 F
DATE SEQNO STATUS wuc ACTION TAKEN

11-Dec-2008 4 - 19 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE 0 JL888744 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN

11-Dec-2008 5 X 19 INSTALLED NEW ENCODED ALTIMETER

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED PILOT ENCODER/ALTIMETER JL888744 0.2 PR910504 1 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Dec-2008 11:05AM 3 X JS190394  4905.3 12-Dec-2008 4905.3 0 P 12E
FAULT WRITE-UP: ACTION TAKEN:
A/C FAILED M/R DEICE CHECK ON STEP G. A/C RESTRICTED TO DE-ICE SYSTEM NEED MORE TROUBLESHOOTING
FLY INTO KNOWN ICING CONDITIONS. (INPROCESS)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RD562816 0.2 JS190394 6.5 0
M G 3 12E O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Dec-2008 1 X 12E RECONNECTED ELE 4 EA CONNECTORS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC 4 EA ELE CONNECTORS FROM 4 EA M/R BLADE RD562816 0.2 JS190394 0.5 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Dec-2008 2 X 12E RECONNECTED 4 EA ELE CONNECTORS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC 4 EA ELE CONNECTORS FROM M/R BLADE DE-ICE DISTRIBUTOR RD562816 0.2 JS190394 0.5 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Dec-2008 3 X 12E RECONNECTED 4 EA ELE CONNECTOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC 4 EA ELE CONNECTORS FROM 4 EA M/R BLADE DROOP STOP RD562816 0.2 JS190394 0.3 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
12-Dec-2008 4 X 12E CONNECTED PLUG.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC ELE CONNECTOR FROM BLADE DE-ICE TEST PANEL RD562816 0.2 TW920222 0.5 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Dec-2008 5 X 12E REINSTALLED PANEL.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLADE DE-ICE TEST PANEL RD562816 0.2 TW920222 0.5 F
DATE SEQ NO STATUS WucC ACTION TAKEN
12-Dec-2008 6 - 00 COMPLETED INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 RD562816 0.2 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Dec-2008 7 X 12E RECONNECTED 2 EA ELE CONNECTORS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC 2 EA ELE CONNECTORS FROM BLADE DE-ICE CONTROLLER RD562816 0.2 JS190394 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Dec-2008 8 X 12E REINSTALLED CONTROLLER
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLADE DE-ICE CONTROLLER RD562816 0.2 JS190394 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Dec-2008 9 X 12E RECONNECTED ELE CONNECTOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC ELE CONNECTOR FROM BLADE DE-ICE POWER CONTROL PANEL RD562816 0.2 JS190394 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Dec-2008 10 X 12E REINSTALLED CONTROL PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLADE DE-ICE POWER CONTROL PANEL RD562816 0.2 JS190394 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Dec-2008 11 X 12E RECONNECTED ELE CONNECTOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC ELE CONNECTOR FROM ICE RATE METER PANEL RD562816 0.2 JS190394 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Dec-2008 12 X 12E REINSTALLED PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLADE DE-ICE RATE METER PANEL RD562816 0.2 JS190394 0.1 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Dec-2008 12:00PM 4 X RB438341  4905.3 12-Dec-2008 4905.3 0 G 00
FAULT WRITE-UP: ACTION TAKEN:
RED M/R BLADE FAILED BLADE DE-ICE RESISTANCE CHECK. REPLACED MR BLADE
INPROCESS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RD562816 0.2 RB438341 0
K G 2 00 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Dec-2008 1 X 09 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED LEAD M/R BLADE PIN RVMD RD562816 0.2 JC513666 0.5 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Dec-2008 2 X 09 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED LAG M/R BLADE PIN RVMD RD562816 0.2 JC513666 0.5 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Dec-2008 3 X 09 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED M/R BLADE FLAP SPRING RVMD RD562816 0.2 JC513666 0.4 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
12-Dec-2008 4 X 09 REPLACED SER # A007-14201
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED M/R BLADE ASY RVMD RD562816 0.2 JC513666 0.5 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Dec-2008 5 - 05 COMPLETED INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CK DUE FOR REPLACEMENT OF RED M/R BLADE 0 RD562816 0.2 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 15-Dec-2008 10:27 AM 5 X TH060628  4905.3 15-Dec-2008 4905.3 0 S 12E

FAULT WRITE-UP:

A/C FAILED M/R DEICE CHECK ON STEP G. A/C RESTRICTED TO
FLY INTO KNOWN ICING CONDITIONS.( IN WORK)

ACTION TAKEN:
REPLACED M/R DISTRIBUTION BOX. GROUND MOC GOOD.

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 TH060628 3 F
B G 2 12E F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Dec-2008 1 X 12 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 4 DE ICE CABLE ON M/R. MM271369 1 TH060628 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Dec-2008 1 X 12 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 4 DE ICE CABLE ON M/R. MM271369 1 TH060628 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Dec-2008 1 X 12 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 4 DE ICE CABLE ON M/R. MM271369 1 TW920222 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Dec-2008 1 X 12 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 4 DE ICE CABLE ON M/R. MM271369 1 TW920222 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Dec-2008 2 X 12 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED M/R DEICE DESTRIBUTION BOX. MM271369 1 TH060628 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Dec-2008 2 X 12 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED M/R DEICE DESTRIBUTION BOX. MM271369 1 TH060628 2 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Dec-2008 2 X 12 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED M/R DEICE DESTRIBUTION BOX. MM271369 1 TW920222 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Dec-2008 2 X 12 REPLACED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED M/R DEICE DESTRIBUTION BOX. MM271369 1 TW920222 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Dec-2008 3 X 12 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PIN FILTERS ON DEICE CONTROLER. MM271369 1 TH060628 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Dec-2008 3 X 12 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PIN FILTERS ON DEICE CONTROLER. MM271369 1 TH060628 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Dec-2008 3 X 12 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PIN FILTERS ON DEICE CONTROLER. MM271369 1 TW920222 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Dec-2008 3 X 12 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED PIN FILTERS ON DEICE CONTROLER. MM271369 1 TW920222 1 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 31-Dec-2008 7:39 AM 1 X JS190394  4911.7 31-Dec-2008 4911.7 0 A 19C02A
FAULT WRITE-UP: ACTION TAKEN:
FM RAIDO WILL NOT TRANSMIT (INPROCESS) REPLACED #1 FM RADIO RT
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 JS190394 0.2 0
K G 1 19C02A O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
31-Dec-2008 1 X 19C02A RECONNECTED ELE CONNECTORS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC ELE CONNECTORS FROM #1 FM RADIO MM271369 1 JS190394 0.1 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
31-Dec-2008 2 X 19C02A REPLACED #1 FM RADIO RT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 FM RADIO RT MM271369 1 JS190394 0.2 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
31-Dec-2008 3 - 19C02A MOC OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC REQUIRED FOR REPLACEMENT OF FM #1 RADIO RT 0 JS190394 0.2 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
31-Dec-2008 4 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 MM271369 1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 12-Jan-2009 10:01 AM 2 X RB255541 4914.7 12-Jan-2009 4914.7 0 S 02
FAULT WRITE-UP: ACTION TAKEN:
YELLOW T/R DEICE BRACKET HDWR NOT INSTALLED 2EA INSTALLED HDWR
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 RB255541 0.1 C
\Y G 5 02 C 0
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2009 10:01 AM 3 X RB255541  4914.7 12-Jan-2009 4914.7 0 S 02
FAULT WRITE-UP: ACTION TAKEN:
BLACK T/R DEICE BRACKET MISSING HDWR 1 EA INSTALLED HDWR
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 RB255541 0.1 C
X G 5 02 C 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 13-Jan-2009 3:13 PM 5 X RB255541 4921.9 14-Jan-2009 4921.9 0 A 05A02E
FAULT WRITE-UP: ACTION TAKEN:
YELLOW M/R BLADE HAS TIP CAP SCREW BROKEN OFF REPLACED BLADE
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 MM572544 2 O
\Y G 5 05A02E C -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Jan-2009 3:44 PM 7 X MM271369 4921.9 14-Jan-2009 4921.9 0 A 05
FAULT WRITE-UP: ACTION TAKEN:
YELLOW MAIN ROTOR BLADE TIP CAP HAS CRACK IN SKIN AT REPLACED BLADE
SCREW HOLE FROM SHEARED OFF SCREW HEAD.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 MM572544 2 0
0 F 3 05 F -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2009 1 X 05 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CANNON PLUG FROM YELLOW M/R BLADE MM271369 1 MC821823 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2009 2 X 05 REPLACED COTTERPINS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COTTERPINS FROM LEAD AND LAG YELLOW M/R BLADE PINS MM271369 1 MC821823 0.2 (0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2009 3 X 05 INSTALLED M/R BLADE PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YELLOW M/R LEAD BLADE PIN MM271369 1 MC821823 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2009 4 X 05 INSTALLED M/R BLADE PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YELLOW M/R BLADE LAG BLADE PIN MM271369 1 MC821823 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2009 5 X 05 REPLACED YELLOW M/R BLADE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YELLOW M/R BLADE MM271369 1 MC821823 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2009 6 X 05 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CK DUE FOR COMPLETEION OF M/R BLADE REPLACEMENT MM271369 1 MM271369 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2009 7 - 05 COMPLETED. INSP OK 9.25 PSIG
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
M/R BLADE SPAR PRESSURE CHECK ON YELLOW BLADE REQUIRED 0 LG224891 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2009 8 X 05 TIGHTENED AND SAFETIED TQ TO 60 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED SERVICING JAMNUT ON YELLOW M/R BLADE MM271369 1 LG224891 0.2 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Jan-2009 7:34 AM 1 X MM572544  4921.9 14-Jan-2009 4921.9 0 2 05
FAULT WRITE-UP: ACTION TAKEN:
YELLOW SPINDLE LEAD LOWER BUSIHING MIRGRATING REPLACED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 CD467904 1 F
K G 2 05 O 0
DELAY
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Selection Range : 01-Jan-1980 To 19-Aug-2015

Report Date: 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Jan-2009 8:57 AM 4 X MM271369 4921.9 14-Jan-2009 4921.9 0 A 05
FAULT WRITE-UP: ACTION TAKEN:
YELLOW MR DAMPER BLEED PLUGS INCORRECTLY SAFTIED. REPLACED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 MM572544 1 0
K G 1 05 O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Jan-2009 3:38 PM 6 X TH060628 49255 15-Jan-2009 4925.5 0 S 19
FAULT WRITE-UP: ACTION TAKEN:
COPILOTS PDU, INTERMITTENLY SHOWS GHOST SEGMENT REPLACED COPILOTS PDU.
INDICATION @ 65-70 % TORQUE ON #18&%#2 ENGINE TORQUE.( IN
WORK).
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE238788 0.1 TH060628 1 F
B G 2 19 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 25-Feb-2009 12:12PM 10 X EP714961  4958.8 26-Feb-2009 4958.8 0 C 05B02
FAULT WRITE-UP: ACTION TAKEN:
YELLOW T/R DE-ICE INBOARD CANNON PLUG MOUNT CRACKED AT REPAIRED AS NEEDED.
2 SCREW HOLES
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AQ704878 0.3 DH663857 4 0
B G 1 05B02 0 -1

DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Feb-2009 1044 AM 3 X SM606228  4958.8 26-Feb-2009 4958.8 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
T/R DEICE FAILED MOC REPLACED T/R YELLOW BLADE DE-ICE CABLE MOCOK
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.3 JS190394 0.5 0
B G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
26-Feb-2009 1 X 02 REPLACED DE-ICE CABLE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW T/R DEICE CALE AQ704878 0.2 JS190394 0.5 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
26-Feb-2009 2 X 02 RECONNECTED CABLE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLUE T/R DEICE CABLE AQ704878 0.1 JS190394 0.1 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
26-Feb-2009 3 X 02 RECONNECTED CABLE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLACK T/R DEICE CABLE AQ704878 0.1 JS190394 0.1 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
26-Feb-2009 4 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 AQ704878 0.1 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 11-Mar-2009 9:54 AM 1 X VS958999  4965.4 11-Mar-2009 4965.4 0 P 07
FAULT WRITE-UP: ACTION TAKEN:
#1 STARTER HOUSING CRACKED REPLACED STARTER P/N 3505300-6-1 S/N 5609 WITH P/N 26E144-
12A S/N 2758
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE238788 0.2 PM081325 2 O
K G 3 07 0 0
DELAY

13-2s to Follow
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Mar-2009 1 X 04 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC ELEC. CONNECTOR FROM #1 ENG STARTER. JE238788 0.2 PM081325 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Mar-2009 2 X 04 TQ 45 IN LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CLAMP FROM AFT HOUSING TO BLEED AIR TUBE JE238788 0.1 PM081325 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Mar-2009 3 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED "A AXIS" DUST CAP JE238788 0.1 PM081325 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Mar-2009 4 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED A AXIS LOCK RING JE238788 0.1 PM081325 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Mar-2009 5 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED A AXIS CAP JE238788 0.1 PM081325 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Mar-2009 6 X 04 TQ 170 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSEN 4 EA MOUNT BOLTS FROM STARTER TO ENGINE JE238788 0.2 PM081325 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Mar-2009 7 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE STARTER JE238788 0.2 PM081325 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Mar-2009 8 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED STARTER PACKING ARROUND FORWARD HOUSING JE238788 0.1 PM081325 0.1 )
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Report Date: 19-Aug-2015 To 19-Aug-2015

Selection Range : 01-Jan-1980
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 62728

Current Status A: X Current Status E: -

SERIAL NUMBER: 8223732
LAST MISSION:

Current Status O:

HOURS:

Current Status W:

12-Aug-2015

5999.5

DATE SEQ NO STATUS wuc ACTION TAKEN
11-Mar-2009 9 X 04 INSTALLED TQ 155 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ACCESSORY GEARBOX GEAR NOT INSTALLED FOR NEW STARTER JE238788 0.1 PM081325 0.1 )
DATE SEQ NO STATUS wuc ACTION TAKEN
11-Mar-2009 10 - 04 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP REQ'D FOR MAINT. 0 PM081325 0.2 )
DATE SEQ NO STATUS wuc ACTION TAKEN
11-Mar-2009 11 - 04 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL ACCOUNTABILITY REQ'D FOR MAINT. 0 PM081325 0.2 )
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Mar-2009 2:04 PM 2 X KB213119 49654 11-Mar-2009 4965.4 0 05
FAULT WRITE-UP: ACTION TAKEN:
BLUE M/R SPINDLE LUG FWD LOWER BUSHING MIGRATED REPLACED
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE238788 0.1 CD467904 2
X G 1 05 o 0
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 24-Mar-2009 8:12 AM 2 X MM271369 4968.4 24-Mar-2009 4968.4 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A621 - AIRCRAFT WEIGHING CLASS 2. Due at: 13-Mar-2009. WEIGHING COMPLETED
Upgrade to Red X Status on 13-Apr-2009 (IN PROCESS)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 JL888744 1 F
H G 1 00 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Mar-2009 1 X 03 INFLATED TO 135 LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT MAIN LANDING GEAR TIRE DEFLATED. JL888744 0.1 BB043618 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Mar-2009 2 X 03 INFLATED TO 135 LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGHT MAIN LANDING GEAR TIRE DEFLATED. JL888744 0.1 BB043618 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Mar-2009 3 X 03 SERVICED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIGHT MAIN LANDING GEAR LOWER STRUT DEFLATED. JL888744 0.1 BB043618 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Mar-2009 4 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK. 0 BB043618 0.2 (0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Apr-2009 3:40 PM 1 X KA218279 4986.4 16-Apr-2009 4986.4 0 2 06
FAULT WRITE-UP: ACTION TAKEN:
SECTION 2 #2 DRIVE SHAFT VISCOUS DAMPER "BUBBLE" EXCEEDS COMPLETED
2 INCHES.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS SP456460 0.1 JB140319 3 C
X G 3 06 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
16-Apr-2009 1 X 06 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COTTER PIN SECURING D/S FLANGE NUT MM271369 1 CD467904 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
16-Apr-2009 2 X 06 REINSTALLED TQ 215 FT LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD D/S FLANGE NUT MM271369 1 CD467904 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
16-Apr-2009 3 X 06 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD D/S FLANGE MM271369 1 CD467904 1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
16-Apr-2009 4 X 06 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD VISCOUS DAMPER ASSY MM271369 1 CD467904 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
16-Apr-2009 5 X 06 REINSTALLED, TQ'D TO 360 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR SECURING FWD END OF D/S (3EA) SP456460 0.1 EP714961 0.2 C
DATE SEQ NO STATUS WucC ACTION TAKEN
16-Apr-2009 5 X 06 REINSTALLED, TQ'D TO 360 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR SECURING FWD END OF D/S (3EA) SP456460 0.1 JB140319 0.1 C




Page 147 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Apr-2009 6 X 06 REINSTALLED, TQ'D TO 360 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR SEC AFT END OF D/S (3EA) SP456460 0.1 JB140319 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Apr-2009 7 X 06 REINSTALLED, TQ'D TO 105 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR SEC AFT END OF D/S VISCOUS DAMPER SUPPORT ASSY SP456460 0.1 JB140319 0.2 C
(4EA)
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Apr-2009 8 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY DUE 0 JB140319 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Apr-2009 9 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 JB140319 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Apr-2009 10 X 06 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SECTION 2 #2 DRIVE SHAFT SP456460 0.1 JB140319 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Apr-2009 11 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AFT M/R PYLON FAIRING. SP456460 0.1 JB140319 0.3 C
DATE SEQ NO STATUS wucC ACTION TAKEN
16-Apr-2009 12 X 09 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC. ELECTRICAL CONNECTOR ON AFT M/R PYLON FAIRING FOR IR SP456460 0.1 JB140319 0.2 C

FORMATION LIGHT.

DATE SEQ NO STATUS wuc ACTION TAKEN
16-Apr-2009 13 X 09 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC. ELECTRICAL CONNECTOR ON AFT M/R PYLON FAIRING FOR SP456460 0.1 JB140319 0.2 C

FORMATION LIGHT.




Page 148 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Apr-2009 10:52 AM 1 X JB140319  4986.4 17-Apr-2009 4986.4 0 2 00
FAULT WRITE-UP: ACTION TAKEN:
SECTION Il #3 D/S VISCOUS DAMPER BEARING EXCEEDS LIMITS COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS SP456460 0.1 JB140319 3 0
A G 1 00 C 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Apr-2009 1 X 06 REINSTALLED, TQ'D TO 360 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR SECURING FWD END OF SEC. Il #3 D/S SP456460 0.1 JB140319 0.2 C
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Apr-2009 2 X 06 REINSTALLED, TQ'D TO 360 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR SECURING AFT END OF SEC. Il #3 D/S SP456460 0.1 JB140319 0.2 C
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Apr-2009 3 X 06 REINSTALLED, TQ'D TO 105 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR SECURING AFT END OF D/S VISCOUS DAMPER SUPPORT SP456460 0.1 JB140319 0.2 C
ASSY (4EA)
DATE SEQ NO STATUS WucC ACTION TAKEN
17-Apr-2009 4 X 06 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SEC. Il #3 D/S ASSY SP456460 0.1 JB140319 0.2 C
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Apr-2009 5 - 06 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY REQ'D 0 JB140319 0.2 C
DATE SEQ NO STATUS WucC ACTION TAKEN
17-Apr-2009 6 - 06 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQ'D 0 EP714961 0.2 C
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Apr-2009 6 - 06 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQ'D 0 JB140319 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Apr-2009 7 X 06 REINSTALLED AND SAFETIED TQ TO 235 FT LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FLANGE NUT HOLDING VISCOUS DAMPER AO704878 0.2 LG224891 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Apr-2009 7 X 06 REINSTALLED AND SAFETIED TQ TO 235 FT LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FLANGE NUT HOLDING VISCOUS DAMPER AO704878 0.2 RB627670 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Apr-2009 8 X 06 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FLANGE FROM DRIVE SHAFT AO704878 0.1 LG224891 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Apr-2009 8 X 06 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FLANGE FROM DRIVE SHAFT AO704878 0.1 RB627670 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Apr-2009 9 X 06 REPLACED DAMPER
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD VISCOUS DAMPER FROM D/S AO704878 0.1 LG224891 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Apr-2009 9 X 06 REPLACED DAMPER
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD VISCOUS DAMPER FROM D/S AQ704878 0.1 RB627670 1 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 12-May-2009 2:42 PM 3 X DA401775  4988.2 13-May-2009 4988.2 0 A 06

FAULT WRITE-UP:

SECTION 3 #2 DRIVE SHAFT AFT VISCOUS BEARING LEAKING
LUBRICANT

ACTION TAKEN:
REPLACED VISCOUS BEARING

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.4 HP884925 2 O
B G 2 06 O -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
12-May-2009 1 X 06H REINSTALLED HWD AND TORQUED TO 360 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HWD FROM FWD END FLEX-PACK SECTION Il AFT DRIVESHAFT JL888744 0.2 HP884925 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-May-2009 2 X 06H REINSTALLED HWD AND TORQUED TO 360 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HWD FROM AFT END FLEX-PACK SECTION Il AFT DRIVESHAFT JL888744 0.2 HP884925 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-May-2009 3 X 06H REINSTALLED HWD AND TORQUED 105 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HWD FROM VISCOUS DAMPER SUPPORT MOUNT JL888744 0.2 HP884925 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-May-2009 4 X 06H REINSTALLED SECTION Il AFT DRIVESHAFT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SECTION Il AFT DRIVESHAFT JL888744 0.2 HP884925 0.7 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-May-2009 5 X 06H REINSTALLED TQ 215 FT LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD NUT FROM SECTION Il AFT DRIVESHAFT FLANGE JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-May-2009 6 X 06H REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FLANGE FROM SECTION Il AFT DRIVESHAFT JL888744 0.2 CD467904 1 F




Report Date: 19-Aug-2015

Selection Range : 01-Jan-1980

To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-May-2009 7 X 06H REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD VISCOUS DAMPER SUPPORT ASSEMBLY FROM DRIVESHAFT JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-May-2009 8 X 06H REPLACED S/N B 626-83400
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BEARING (OLD/SN:B626-60236) FROM SUPPORT OUTER JL888744 0.2 CD467904 1 F
HOUSING
DATE SEQ NO STATUS wucC ACTION TAKEN
12-May-2009 9 X 06H REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COTTER KEY FROM NUT JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-May-2009 10 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQUIRED 0 JL888744 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-May-2009 9:33 AM 2 X LG224891  4988.2 13-May-2009 4988.2 0 C 09
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH REQUIREMENTS OF H-60-09-ASAM-09 BEFORE COMPLIED WITH ASAM .
5005.4 ACFT HOURS, BUT NLT 20 MAY 09 INPROCESS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 TW920222 1.5 F
O G 1 09 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
13-May-2009 1 / 02 REINSTALLED CEILING SOUNDPROOFING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CEILING SOUNDPROOFING 0 HP884925 0.7 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
13-May-2009 2 / 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FWD WALL SOUNDPROOFING 0 LG224891 0.2 (0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 62728

Current Status A: X Current Status E: -

SERIAL NUMBER: 8223732
LAST MISSION:

Current Status O:

HOURS:
12-Aug-2015

Current Status W:

5999.5

DATE SEQ NO STATUS wuc ACTION TAKEN

13-May-2009 3 / 02 REINSTALLED SOUNDPROOFING

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD SIDE WALLS (2EA) SOUNDPROOFING 0 HP884925 0.5 o)
DATE SEQ NO STATUS wuc ACTION TAKEN

13-May-2009 4 / 02 REINSTALLED PANELING

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD FWD WOOD WALL PANELING 0 HP884925 0.5 o)
DATE SEQ NO STATUS wuc ACTION TAKEN

13-May-2009 5 X 10 CONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED (2EA) VENT HOSES FROM L/H AUX FUEL CELL MM271369 1 LG224891 0.3 o)
DATE SEQ NO STATUS wuc ACTION TAKEN

13-May-2009 6 X 10 CONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED (3EA) ELECTRICAL CONNECTORS FROM L/H AUX MM271369 1 LG224891 0.3 o)

FUEL CELL
DATE SEQ NO STATUS wuc ACTION TAKEN

13-May-2009 7 X 10 CONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED FUEL LINE FROM L/H AUX FUEL CELL MM271369 1 LG224891 0.3 o)
DATE SEQ NO STATUS wuc ACTION TAKEN

13-May-2009 8 X 10 CONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED (2EA) GROUND CABLE FROM L/H AUX FUEL CELL MM271369 1 LG224891 0.2 o)
DATE SEQ NO STATUS wuc ACTION TAKEN

13-May-2009 9 X 10 CONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED REFUEL HOSE FROM L/H AUX FUEL CELL MM271369 1 LG224891 0.2 o)
DATE SEQ NO STATUS wuc ACTION TAKEN

13-May-2009 10 X 10 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD L/H AUX FUEL CELL MM271369 1 LG224891 0.5 o)




Report Date: 19-Aug-2015

Selection Range : 01-Jan-1980

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223732

MODEL: UH-60A
NEXT PHASE: 62728

Current Status A: X Current Status E: -

HOURS:

LAST MISSION: 12-Aug-2015

Current Status O:

Current Status W:

Page 153 of 3704

5999.5

To 19-Aug-2015

DATE SEQ NO STATUS wuc ACTION TAKEN
13-May-2009 11 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HEATER DUCT BEHIND CO-PILOT'S SEAT MM271369 1 LG224891 0.4 )
DATE SEQ NO STATUS wuc ACTION TAKEN
13-May-2009 12 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H BROOM CLOSET MM271369 1 MC821823 0.3 )
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-May-2009 2:44 PM 4 X HP884925  4988.2 13-May-2009 4988.2 0 S 02
FAULT WRITE-UP: ACTION TAKEN:
NO.#1 PASSENGER DOOR REMOVED FOR EOM. REINSTALLED DOOR
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 KA218279 0.3 o
4 G 1 02 o} 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-May-2009 9:30 AM 1 X RB255541  4988.2 14-May-2009 4988.2 0 A 08
FAULT WRITE-UP: ACTION TAKEN:
CO-PILOT PDU INOP, 100% TQ READING ON BOTH REPLACED WITH S/N: 1454
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE238788 0.1 RB255541 0.1 C
T G 5 08 C 0

DELAY




Report Date: 19-Aug-2015

Selection Range : 01-Jan-1980

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A

SERIAL NUMBER: 8223732

Page 154 of 3704
To 19-Aug-2015

HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-May-2009 4:03 PM 1 X JS190394 49955 19-May-2009 4995.5 0 C 13E
FAULT WRITE-UP: ACTION TAKEN:
A/C CONDENSATION SEEPING INTO CABIN SOAKING CARPET BY REPAIRED COMPRESSOR PALLET
L/H CREW DOOR (INPROCESS)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RD562816 0.2 JS190394 15 F
K G 1 13E F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
19-May-2009 1 X 13E REINSTALLED AIR DUCT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RREMOVED REAR C-SHAPE AIR DUCT RD562816 0.2 JS190394 0.5 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
19-May-2009 2 X 13E REINSTALLED HARDWARE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM COMPRESSOR PALLET REAR EXHAUST RD562816 0.2 JS190394 1 F
DUCT
DATE SEQ NO STATUS WwucC ACTION TAKEN
19-May-2009 3 X 13E REINSTALLED REAR EXHAUST DUCT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COMPRESSOR PALLET REAR EXHAUST DUCT RD562816 0.2 JS190394 0.5 F
DATE SEQ NO STATUS WucC ACTION TAKEN
19-May-2009 4 - 13 MOC OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC OF A/C SYSTEM REQUIRED FOR REMOVED / REINSTALLED OF 0 JS190394 0.5 F
COMPRESSOR PALLET REAR EXHAUST DUCT
DATE SEQ NO STATUS WwucC ACTION TAKEN
19-May-2009 5 - 13 COMPLETED INSPECTED OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 RD562816 0.2 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-May-2009 7:09 AM 1 X TW920222 49955 20-May-2009 4995.5 0 L 08
FAULT WRITE-UP: ACTION TAKEN:
COPILOT'S PDU REMOVED TO TROUBLESHOOT ACFT 032. REINSTALLED COPILOT'S PDU.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RD562816 0.2 TW920222 0.5 C
K G 2 08 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 03-Jun-2009 2:30 PM 2 X JE238788 5010.8 03-Jun-2009 5010.8 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
FPS/TRIM LIGHT ILLUMINATED REPEATEDLY DURING FLT. REPLACED DIRECTIONAL HEADING GYRO, TIED BY JL8744
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE238788 0.2 PR910504 2 F
G G 4 02 C 0
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Jun-2009 7:48 AM 1 X DA401775 5015.8 18-Jun-2009 5015.8 0 C 05B
FAULT WRITE-UP: ACTION TAKEN:
YELLOW T/R PADDLE DE-ICE DOUBLER BROKEN REPAIRED.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.3 DH663857 1 0
\ G 2 05B O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
18-Jun-2009 1 X 05B INSTALLED DEICE CANNON PLUG.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED DEICE CANNON PLUG. AQ704878 0.2 DH663857 0.5 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
18-Jun-2009 2 X 05B INSTALLED DEICE BRACKET.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DEICE BRACKET. AQ704878 0.2 DH663857 0.5 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
18-Jun-2009 3 - 05B COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE.

0 AQ704878 0.1 0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Jun-2009 8:27 AM 2 X DA401775 5015.8 18-Jun-2009 5015.8 0 A 05
FAULT WRITE-UP: ACTION TAKEN:
RED LOWER M/R PC ROD END BEARING DISBONDED REPLACED LOWER BEARING
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 LG224891 2 0
\ G 3 05 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
18-Jun-2009 1 X 05 CONNECTED AN SAFETIED TQ TO 1350 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED RED M/R PC ROD FROM HORN MM271369 1 LG224891 0.3 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
18-Jun-2009 2 X 05 CONNECTED AND SAFETIED TQ TO 600 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED RED M/R PC ROD FROM SWASHPLATE MM271369 1 LG224891 0.3 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
18-Jun-2009 3 X 05 TIGHTENED AND SAFETIED TQ TO 750 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED LOWER M/R RED PC ROD JAMNUT MM271369 1 LG224891 0.2 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
18-Jun-2009 4 X 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED M/R PC ROD MM271369 1 LG224891 0.3 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
18-Jun-2009 5 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOWER RED M/R PC ROD BEARIND FROM ROD MM271369 1 LG224891 0.3 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
18-Jun-2009 6 - 05 COMPLETE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQUIRED. 0 MM271369 1 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Jun-2009 1:52 PM 6 X SP456460 5015.8 18-Jun-2009 5015.8 0 A 05A03
FAULT WRITE-UP: ACTION TAKEN:
MAIN ROTOR UPPER PC ROD STRIPPED REPLACED UPPER ROD BEARING
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 LG224891 1 0
B G 3 05A03 O 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
18-Jun-2009 1 X 05A03 CONNECTED AND SAFETIED TQ TO 1400 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED RED UPPER M/R PC ROD FROM HORN MM271369 1 LG224891 0.3 0]
DATE SEQNO STATUS wucC ACTION TAKEN
18-Jun-2009 2 X 05A03 CONNECTED AND SAFETIED TQ TO 600 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED RED LOWER MR PC ROD FROM SWASHPLATE MM271369 1 LG224891 0.3 0]
DATE SEQNO STATUS wucC ACTION TAKEN
18-Jun-2009 3 X 05A03 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED M/R PC ROD MM271369 1 LG224891 0.3 0]
DATE SEQNO STATUS wuc ACTION TAKEN
18-Jun-2009 4 X 05A03 REPLACED TQ TO 750 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED UPPER PC ROD BEARING FROM ROD MM271369 1 LG224891 0.3 0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Jun-2009 1:54 PM 7 X SP456460 5015.8 19-Jun-2009 5015.8 0 B 03A
FAULT WRITE-UP: ACTION TAKEN:
CO-PILOT MAIN LANDING GEAR STRUT NEEDS SERVICING SERVICED L/H AND R/H LOWER M/L/G STRUTS TO DIMENSION X
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RD562816 0.3 EM641915 1 O
B G 3 03A O -1
DELAY

13-2s to Follow
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Jun-2009 1 X 03A TIGHTENED JAMNUT TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT ON L/H LOWER M/L/G SHOCK STRUT RD562816 0.2 EM641915 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Jun-2009 1 X 03A TIGHTENED JAMNUT TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT ON L/H LOWER M/L/G SHOCK STRUT RD562816 0.2 EM641915 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Jun-2009 1 X 03A TIGHTENED JAMNUT TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT ON L/H LOWER M/L/G SHOCK STRUT RD562816 0.2 LG224891 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Jun-2009 1 X 03A TIGHTENED JAMNUT TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT ON L/H LOWER M/L/G SHOCK STRUT RD562816 0.2 LG224891 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Jun-2009 2 X 03A TIGHTEN JAMNUT TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT ON R/H LOWER M/L/G SHOCK STRUT RD562816 0.2 EM641915 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Jun-2009 2 X 03A TIGHTEN JAMNUT TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT ON R/H LOWER M/L/G SHOCK STRUT RD562816 0.2 EM641915 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Jun-2009 2 X 03A TIGHTEN JAMNUT TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT ON R/H LOWER M/L/G SHOCK STRUT RD562816 0.2 LG224891 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Jun-2009 2 X 03A TIGHTEN JAMNUT TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED JAMNUT ON R/H LOWER M/L/G SHOCK STRUT RD562816 0.2 LG224891 0.3 )
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Selection Range : 01-Jan-1980 To 19-Aug-2015

CLOSED FAULT REPORT

Report Date: 19-Aug-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 25-Jun-2009 8:40 AM 2 X TH060628 5023.6 25-Jun-2009 5023.6 0 S 19
FAULT WRITE-UP: ACTION TAKEN:
UNS DISPLAYS GNSS 1 FAILURE CODE( IN WORK) REPLACE FMS UNS COMPUTER.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KA662029 0.3 TH060628 1 F
B G 2 19 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 30-Jun-2009 8:13 AM 1 X BB043618 5026.9 30-Jun-2009 5026.9 0 2 05A01Z
FAULT WRITE-UP: ACTION TAKEN:
INSPECT RED M/R BLADE DAMPER INBOARD BEARING WITH .015 REPLACED
IN. FEELER GAUGE EVERY 15 AIRCRAFT HOURS NEXT DUE AT
5033.3 AIRCRAFT HOURS IN PROCESS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 CD467904 1 F
0 G 1 05A01Z F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Jun-2009 1 X 05A01Z REPLACED TQ 1050 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED M/R DAMPER INBOARD HDWR MM271369 1 BB043618 0.7 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Jun-2009 1 X 05A01Z REPLACED TQ 1050 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED M/R DAMPER INBOARD HDWR MM271369 1 CD467904 4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Jun-2009 2 X 05A01Z REPLACED TQ 1050 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTBOARD HDWR MM271369 1 BB043618 0.5 F




Page 161 of 3704

Report Date: 19-Aug-2015 To 19-Aug-2015

Selection Range : 01-Jan-1980
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5

NEXT PHASE: 627238
Current Status A: X

Current Status E:

LAST MISSION:

Current Status O:

Current Status W:

12-Aug-2015

DATE SEQ NO STATUS wuc ACTION TAKEN
30-Jun-2009 2 X 05A01Z REPLACED TQ 1050 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTBOARD HDWR MM271369 1 CDA467904 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
30-Jun-2009 3 X 05A01Z REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED M/R DAMPER MM271369 1 BB043618 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
30-Jun-2009 3 X 05A01Z REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED M/R DAMPER MM271369 1 CDA467904 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
30-Jun-2009 4 X 05A01Z REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED OUTBOARD BEARING MM271369 1 BB043618 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
30-Jun-2009 4 X 05A01Z REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED OUTBOARD BEARING MM271369 1 CD467904 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
30-Jun-2009 5 X 05A01Z REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED DAMPER INBOARD BEARING MM271369 1 BB043618 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
30-Jun-2009 5 X 05A01Z REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED DAMPER INBOARD BEARING MM271369 1 CD467904 0.5 F




Report Date: 19-Aug-2015

MODEL: UH-60A

Selection Range : 01-Jan-1980

To 19-Aug-2015
CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223732

HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Jun-2009 8:31 AM 2 X PR910504 5026.9 30-Jun-2009 5026.9 0 P 19
FAULT WRITE-UP: ACTION TAKEN:
COLOR WEATHER RADAR NOT RETURNING AND OR REPLACED GIMBLE ASSY
TRANSMITTING RADAR SIGNAL
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 PR910504 1 F
B G 1 19 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
30-Jun-2009 1 X 19

FAULT WRITE-UP:

RE-INSTALLED ALL HARDWARE, GROUNDING STRAP, AND INTERFACE
CONNECTOR

TIPID TI_MMH PID MMH TYPE
REMOVED 4 EA BOLTS ON ANTENNA MOUNT AND 6 EA SCREWS ON MM271369 1 PR910504 1 F
ANTENNA. ALSO REMOVED 1 EA INTERFACE CONNECTOR AND 1 EA
DATE SEQNO STATUS wucC ACTION TAKEN
30-Jun-2009 2 X 19 INSTALLED NEW GIMBLE ASSY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED GIMBLE ASSY MM271369 1 PR910504 1 F
DATE SEQNO STATUS wucC ACTION TAKEN
30-Jun-2009 3 - 19 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 MM271369 1 F
DATE SEQNO STATUS wuc ACTION TAKEN
30-Jun-2009 4 - 19 MOC COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC REQUIRED BEFORE USE 0 PR910504 1 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Jul-2009  1:40 PM 3 X JB140319  5027.9 01-Jul-2009 5027.9 0 P 05
FAULT WRITE-UP: ACTION TAKEN:
LOWER ROTATING SCISSOR BEARING RADIAL PLAY EXCEEDS FAULT ENTERED IN ERROR, SEE ENTRY BELOW.
LIMITATIONS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS SP456460 0.1 JB140319 0.2 C
Z K 2 05 C 0
DELAY




Report Date: 19-Aug-2015

CLOSED FAULT REPORT
FOR: K08DD2
SERIAL NUMBER: 8223732

MODEL: UH-60A
NEXT PHASE:

Selection Range : 01-Jan-1980

Page 164 of 3704

To 19-Aug-2015

HOURS: 5999.5
6272.8 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Jul-2009  2:03 PM 5 X JB140319  5027.9 01-Jul-2009 5027.9 0 A 05
FAULT WRITE-UP: ACTION TAKEN:
LOWER ROTATING SCISSOR BEARING BETWEEN BLACK AND RED REPLACED BEARING
P/C RODS RADIAL PLAY EXCEEDS LIMITATIONS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RD562816 0.2 SP271566 1 0
G G 1 05 C 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
01-Jul-2009 1 X 05 REPLACED TQ TO 850 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED NUT AT BOTTOM OF LOWER SCISSORS LINK BETWEEN RED RD562816 0.2 SP271566 0.3 (0]
AND BLACK P/C RODS
DATE SEQ NO STATUS WwucC ACTION TAKEN
01-Jul-2009 2 X 05 REINST TQ TO 105 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RETAINER AND HARDWARE FROM AROUND SPHERICAL RD562816 0.2 SP271566 0.3 (0]
BEARING
DATE SEQ NO STATUS WwucC ACTION TAKEN
01-Jul-2009 3 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SPHERICAL BEARING FROM SWASHPLATE RD562816 0.2 SP271566 0.3 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
01-Jul-2009 4 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK AND TOOL INVENTORY DUE AFTER COMPLETION OF 0 SP271566 0.2 (0]
MAINTENANCE
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 17-Jul-2009 10:13AM 8 X TW182263 5045.4 17-Jul-2009 5045.4 0 G 02
FAULT WRITE-UP: ACTION TAKEN:
INSP A110 - PMS 40 HOUR INSPECTION (ESM ONLY). Due at: 5045.4 COMPLETED
Hours. Upgrade to Red X Status on 5047.5 Hours (IN PROCESS)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS SP456460 0.1 KB213119 0.1 O
VA O 1 02 (6] 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

17-Jul-2009 1 X 11 CLOSED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPENED PILOT'S PEDAL BOOTS KAG662029 0.1 DA401775 0.1 C
DATE SEQNO STATUS wucC ACTION TAKEN

17-Jul-2009 2 X 11 CLOSED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPENED COPILOT'S PEDAL BOOTS KAG662029 0.1 DA401775 0.1 C
DATE SEQNO STATUS wucC ACTION TAKEN

17-Jul-2009 3 X 02 N/A

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED L/H M/L/G UPPER FAIRING KAG662029 0.1 TW182263 0.1 C
DATE SEQNO STATUS wuc ACTION TAKEN

17-Jul-2009 4 X 02 N/A

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H M/L/G UPPER FAIRING KAG662029 0.1 TW182263 0.1 C
DATE SEQNO STATUS wuc ACTION TAKEN

17-Jul-2009 5 X 02 N/A

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED (1EA) FUEL LINE ENCLOSURE PANEL FROM REAR KAG662029 0.1 TW182263 0.1 C

BULKHEAD
DATE SEQNO STATUS wuc ACTION TAKEN

17-Jul-2009 6 X 02 REINST

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED (1EA) TAILCONE ACCESS PANEL KAG662029 0.1 CT339515 0.2 C
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2009 7 X 02 REISNT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (2EA) STABILATOR INSPECTION PANELS KA662029 0.1 DA401775 0.3 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2009 8 X 04 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE STARTER OIL SERVICE PLUG KA662029 0.1 TW182263 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2009 9 X 04 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE STARTER OIL SERVICE PLUG KA662029 0.1 TW182263 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2009 10 X 06 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OIL COOLER DUCT ACCESS COVER KA662029 0.1 TW182263 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2009 11 X 15 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APU FUEL CONTROL PAN COVER KA662029 0.1 TW182263 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2009 12 / 05 RAISED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED CABIN CEILING SOUNDPROOFING 0 DA401775 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2009 13 / 05 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 1I/G/B COVER 0 CT339515 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2009 14 / 05 REISNT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED T/R G/B COVER 0 KB213119 0.1 C
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2009 15 / 05 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AIRCRAFT BATTERY COVER 0 CT339515 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2009 16 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AIRCRAFT LUBES DUE 0 DA401775 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2009 17 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION REQUIRED 0 TW182263 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2009 18 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOLBOX INVENTORY REQUIRED 0 TW182263 0.1 C




Page 168 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 20-Jul-2009 12:12PM 2 X MM271369 5045.4 20-Jul-2009 5045.4 0 L 11

FAULT WRITE-UP:
PILOTS AND CO-PILOTS PEDAL BOOTS INCORRECTLY INSTALLED.

ACTION TAKEN:

REMOVED AND CORRECTLY REINSTALLED PILOTS AND
COPILOTS PEDAL BOOTS

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 CT339515 0.1 O
K G 1 11 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Jul-2009 1 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM COPILOTS PEDAL BOOTS (12 EA) MM271369 1 CT339515 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Jul-2009 2 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COPILOT PEDAL BOOTS MM271369 1 CT339515 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Jul-2009 3 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM PILOTS PEDAL BOOTS (12 EA) MM271369 1 CT339515 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Jul-2009 4 X 11 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOTS PEDAL BOOTS MM271369 1 CT339515 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Jul-2009 5 - 11 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 CT339515 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Jul-2009 6 - 11 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY DUE 0 CT339515 0.1 (0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Jul-2009 12:15PM 2 X TW920222 5045.4 22-Jul-2009 5045.4 0 A 13B01
FAULT WRITE-UP: ACTION TAKEN:
CARPET SOAKED WITH WATER NEAR LEFT HAND CARGO DOOR, REPLACED LH COMPRESSOR PALLET, MOC OK.
SUSPECTED ECS LEAK IN PROCESS.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 1 TW920222 5 F
K G 2 13B01 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
22-Jul-2009 1 X 13B01 REINSTALLED DUCT.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AFT A/C DUCT CONNECTING BOTH PALLETS. JL888744 0.2 TW920222 2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
22-Jul-2009 2 X 13B01 REINSTALLED DUCT.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK DUCT AFT OF COMPRESSOR PALLET. JL888744 0.2 TW920222 2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
22-Jul-2009 3 X 13B01 CONNECTED 3 EA CANON PLUGS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 3 EA CANON PLUGS FROM COMPRESSOR PALLET. JL888744 0.2 TW920222 1.5 F
DATE SEQ NO STATUS WucC ACTION TAKEN
22-Jul-2009 4 X 13B01 CONNECTED LINES, 3EA.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 3 EA REFRIGERANT LINES FROM COMMPRESSOR JL888744 0.2 TW920222 1.5 F
PALLET.
DATE SEQ NO STATUS WwucC ACTION TAKEN
22-Jul-2009 5 X 13B01 REINSTALLED DUCTING.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FWD DUCTING FROM COMPRESSOR PALLET. JL888744 0.2 JS190394 2.5 F
DATE SEQ NO STATUS WucC ACTION TAKEN
22-Jul-2009 6 - 13B01 SERVICED A/C SYSTEM.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DE-SERVICED AC SYSTEM. 0 TW920222 1.5 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015

Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2009 7 X 13B01 INSTALLED PALLET.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COMPRESSOR PALLET. JL888744 0.2 JS190394 2.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2009 7 X 13B01 INSTALLED PALLET.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COMPRESSOR PALLET. JL888744 0.2 TW920222 25 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2009 8 X 13B01 INSTALLED OVERHEAD DUCT.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OVERHEAD DUCT FROM FROM COMPRESSOR PALLET JL888744 0.2 JS190394 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2009 8 X 13B01 INSTALLED OVERHEAD DUCT.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OVERHEAD DUCT FROM FROM COMPRESSOR PALLET JL888744 0.2 TW920222 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2009 9 - 13B01 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK OF LH A/C PALLET DUE. 0 JL888744 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Aug-2009 9:36 AM 2 X TW182263 5073.7 18-Aug-2009 5073.7 0 2 05
FAULT WRITE-UP: ACTION TAKEN:
BLK T/R PADDLE BOOT HAS A HOLE COMPLETE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS SP456460 0.1 TW182263 14 0
\ G 1 05 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Aug-2009 1 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ZIP TIES 2EA FROM BLK T/R BOOT SP456460 0.1 TW182263 0.1 C
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015

Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Aug-2009 2 X 05 REPLACED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD BRIDGE CLIPS FROM BLK T/R BOOT SP456460 0.1 TW182263 0.1 C
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Aug-2009 3 X 05 REINST TQ NUT TO 120 IN LBS
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD BLK T/R P/C ROD HDWR FROM END CONNECTING TO BLADE SP456460 0.1 TW182263 0.1 C
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Aug-2009 4 X 05 REPLACED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD COTTER PIN FROM BLK T/R P/C ROD END THAT CONNECTS TO  SP456460 0.1 TW182263 0.1 C
BLADE
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Aug-2009 5 X 05 REPLACED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD BLK T/R BOOT SP456460 0.1 TW182263 0.1 C
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Aug-2009 6 . 05 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
TOOLBOX INVENTORY DUE 0 TW182263 0.1 C
DATE SEQ NO STATUS wuc ACTION TAKEN
18-Aug-2009 7 . 05 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
FOD CHECK DUE 0 TW182263 0.1 C
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Aug-2009 12:56 PM 3 X TW182263 5073.7 18-Aug-2009 5073.7 0 2 05
FAULT WRITE-UP: ACTION TAKEN:
BLK T/R DEICE PADDLE HAS 1EA HDWR NOT INSTALLED REINSTALLED
WHEN HOW  MAL wuc MAINT  DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS SP456460 0.1 TW182263 0.4 o)
B G 1 05 o) 0
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Aug-2009 8:30 AM 1 X KB213119 5073.7 19-Aug-2009 5073.7 0 A 05
FAULT WRITE-UP: ACTION TAKEN:
SWASHPLATE SCISSORS BETWEEN BLACK AND RED BLADE REPLACED SCISSOR LINK
UPPER BUSHINGS WORN
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KA662029 0.2 KB213119 0.1 0
X G 1 05 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
19-Aug-2009 1 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED M/R SCISSOR COTTER PIN FROM HDWR KA662029 0.1 KB213119 0.2 C
DATE SEQ NO STATUS WwucC ACTION TAKEN
19-Aug-2009 2 X 05 WRITE UP ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED M/R SCISSOR HDWR KA662029 0.1 KB213119 0.1 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
19-Aug-2009 3 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED M/R SCISSOR ASSY KA662029 0.1 KB213119 0.2 C
DATE SEQ NO STATUS WucC ACTION TAKEN
19-Aug-2009 4 - 05 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INV DUE 0 KB213119 0.1 C
DATE SEQ NO STATUS WwucC ACTION TAKEN
19-Aug-2009 5 - 05 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CK DUE 0 0B664452 0.1 C
DATE SEQ NO STATUS WucC ACTION TAKEN
19-Aug-2009 6 X 02 REPLACED TQ TO 1400 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD UPPER LINK TO PRESSURE PLATE HDWR (2EA) KA662029 0.1 KB213119 0.1 (0]




Page 173 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 6272.8 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2009 7 X 02 REPLACED TQ TO 880 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD UPPER LINK TO LOWER LINK HDWR (2EA) KA662029 0.1 KB213119 0.1 O
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Sep-2009 10:16 AM 4 X AO704878 5087.4 08-Sep-2009 5087.4 0 C 02
FAULT WRITE-UP: ACTION TAKEN:
RED AND BLACK LEAD LOWER SPINDLE BUSHINGS MIGRATED REPLACED BUSHINGS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS SP456460 0.1 CD467904 4 F
Q G 1 02 O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Sep-2009 7:35 AM 1 X COMGEN 5087.4 09-Sep-2009 5087.4 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A115 - LUBE REQUIRMENTS (ESM ONLY). Was Due at: 05-Sep- COMPLETE
2009 or 5099 Hours. Upgrade to Red X Status on 09-Sep-2009 or 5101
Hours
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS SP456460 0.1 0B664452 15 O
O O 1 00 O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Sep-2009 9:28 AM 1 X AC679274 5088.6 14-Sep-2009 5088.6 0 A 00
FAULT WRITE-UP: ACTION TAKEN:
BLACK M/R BLADE DELAMINATE UNDERSIDE OF BLADE 3 FT FROM REPLACED BLADE
CUFF
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.5 SP271566 0.9 O
B G 1 00 O 0
DELAY

13-2s to Follow
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Sep-2009 1 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC DE-ICE CANNON PLUG AT BLADE JL888744 0.2 SP271566 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Sep-2009 2 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC ANTI FLAP SPRING JL888744 0.2 SP271566 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Sep-2009 3 X 00 REINST AND COTTERED PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLADE PINS 2 EA JL888744 0.2 SP271566 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Sep-2009 4 X 00 REPLACED BLADE SNA007-03896
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLACK BLADE SN A007-04697 JL888744 0.2 SP271566 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Sep-2009 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SPAR PRESSURE CHECK REQ 0 SP271566 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Sep-2009 6 X 00 REPLACED SAFETY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY FROM BLACK M/R BLADE SCHRADER VALVE JL888744 0.2 SP271566 2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Sep-2009 7 X 00 TIGHTENED AND TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED BLACK M/R BLADE SCHRADER VALVE JL888744 0.2 SP271566 0.2 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Sep-2009  2:41 PM 4 X KA218279  5091.1 15-Sep-2009 5091.1 0 P 04
FAULT WRITE-UP: ACTION TAKEN:
#2 ENG FUEL FILTER BYPASS BUTTON POPPED. REPLACED FILTER ELEMENT AND RESET BUTTON.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS SP456460 0.5 KA218279 15 0
X G 4 04 O 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

15-Sep-2009 1 X 04 REINSTALLED TIGHTENED HAND TIGHT

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED FUEL FILTER BOWL SP456460 0.1 KA218279 0.2 0]
DATE SEQNO STATUS wucC ACTION TAKEN

15-Sep-2009 2 X 04 REPLACED FILTER ELEMENT

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED FUEL FILTER ELEMENT SP456460 0.1 KA218279 0.2 0]
DATE SEQNO STATUS wucC ACTION TAKEN

15-Sep-2009 3 X 04 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED O-RING FROM FILTER BOWL HOUSING SP456460 0.1 KA218279 0.1 0]
DATE SEQNO STATUS wuc ACTION TAKEN

15-Sep-2009 4 - 04 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP REQ'D FOR MAINT. 0 KA218279 0.1 0]
DATE SEQNO STATUS wuc ACTION TAKEN

15-Sep-2009 5 - 04 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL ACCOUNTABILITY REQ'D FOR MAINT. 0 KA218279 0.1 0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Sep-2009 12:54 PM 1 X BP571526  5093.6 16-Sep-2009 5093.6 0 C 04A
FAULT WRITE-UP: ACTION TAKEN:
#1 ENG THERMOLE COUPLE HARNESS CLAMP IS CRACKED CLAMPED HARNESS PER TECH.MANUAL
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.2 RB627670 0.5 F
\ G 1 00 C 0
DELAY

13-2s to Follow

DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2009 1 X 04A BLENDED LEAD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CRACKED LEAD REQUIRES BLENDING AO704878 0.2 RB627670 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
16-Sep-2009 2 X 04A CLAMPED THERMO.LEAD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CLAMPING OF LEAD REQUIRED AO704878 0.2 RB627670 0.5 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
E 17-Sep-2009 6:42 AM 1 X COMGEN  5093.6 17-Sep-2009 5093.6 0 P 19E
FAULT WRITE-UP: ACTION TAKEN:
INSP E006 - AN/ASN-128 WEEKLY PMCS INSPECTION DUE. Was Due COMPLETED
at: 16-Sep-2009. Upgrade to Red X Status on 17-Sep-2009
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AC679274 0.2 RB255541 0.1 C
(e} (e} 1 19E18 (e} 0
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 6272.8 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 17-Sep-2009 6:42 AM 2 X COMGEN 5093.6 17-Sep-2009 5093.6 0 P 19E
FAULT WRITE-UP: ACTION TAKEN:
INSP E060 - AN/ASN-128 MONTHLY PMCS INSPECTION DUE. Was COMPLETED
Due at: 13-Sep-2009. Upgrade to Red X Status on 17-Sep-2009
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AC679274 0.2 RB255541 0.1 C
O O 1 19E18 O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Sep-2009 2:56 PM 9 X KA218279 5100.4 22-Sep-2009 5100.4 0 C 05
FAULT WRITE-UP: ACTION TAKEN:
BLACK T/R PADDLE HAS A CORNER ON THE DE-ICE TO BRACKET REPAIRED.
CONNCECTOR BROKEN.
WHEN HOW MAL WwucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.5 DH663857 2 F
X G 1 05 O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 29-Sep-2009 7:57 AM 1 X EM641915 5106.2 29-Sep-2009 5106.2 0 C 06
FAULT WRITE-UP: ACTION TAKEN:
T/R G/B INPUT SEAL SEEPING INPROCESS REPLACED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RD562816 0.2 CD467904 1 F
K G 2 06 O 0
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 01-Oct-2009 9:11 AM 1 X COMGEN  5106.2 01-Oct-2009 5106.2 0 P 00
FAULT WRITE-UP: ACTION TAKEN:
INSP E006 - AN/ASN-128 WEEKLY PMCS INSPECTION DUE. Was Due COMPLETED
at: 30-Sep-2009. Upgrade to Red X Status on 01-Oct-2009
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KB213119 0.1 RB255541 0.1 0
O O 1 19E18 O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Oct-2009 1:00 PM 1 X VS958999  5120.1 15-Oct-2009 51201 0 P 15
FAULT WRITE-UP: ACTION TAKEN:
APU ACCUMULATOR PRE CHARGE LOW. (BACK UP PUIMP COMES SERVICED ACCUMULATOR PRE-CHARGE TO 1450PSI WITH A
ON WITH ACCUM LOW ADVISORY LIGHT) TAPE READING OF 76% AT 75 DEGREES F.
WHEN HOW MAL WwucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS SP456460 0.3 KA218279 0.3 O
G G 3 15 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Oct-2009 1 X 15 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED VALVE CAP FROM SCHRADER VALVE SP456460 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Oct-2009 1 X 15 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED VALVE CAP FROM SCHRADER VALVE SP456460 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Oct-2009 1 X 15 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED VALVE CAP FROM SCHRADER VALVE SP456460 0.1 VS958999 0.1 C




Page 179 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Oct-2009 2 X 15 TIGHTENED TQ 60 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED SCHRADER VALVE SP456460 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Oct-2009 2 X 15 TIGHTENED TQ 60 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED SCHRADER VALVE SP456460 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Oct-2009 2 X 15 TIGHTENED TQ 60 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED SCHRADER VALVE SP456460 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Oct-2009 3 - 00 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INV DUE 0 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Oct-2009 3 - 00 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INV DUE 0 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Oct-2009 3 - 00 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INV DUE 0 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Oct-2009 4 - 00 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CK DUE 0 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Oct-2009 4 - 00 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CK DUE 0 VS958999 0.1 C




Page 180 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015

Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQNO STATUS wuc ACTION TAKEN
15-Oct-2009 4 - 00 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CK DUE 0 VS958999 0.1 C
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Oct-2009 10:54 AM 5 X DA401775 5126.4 27-Oct-2009 5126.4 0 6 02
FAULT WRITE-UP: ACTION TAKEN:
INSP A110 - PMS 40 HOUR INSPECTION (ESM ONLY). Due at: 5127.4 COMPLETED
Hours. Upgrade to Red X Status on 5129.5 Hours(INPROGRESS)
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS BP571526 0.4 JK518192 1 o
B G 1 02 o 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wuc ACTION TAKEN
27-Oct-2009 1 X 11 CLOSED®
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED PILOT'S PEDAL BOOTS BP571526 0.1 CG614932 0.3 )
DATE SEQ NO STATUS wuc ACTION TAKEN
27-Oct-2009 1 X 11 CLOSED®
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED PILOT'S PEDAL BOOTS BP571526 0.1 CG614932 0.3 )
DATE SEQ NO STATUS wuc ACTION TAKEN
27-Oct-2009 1 X 11 CLOSED®
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED PILOT'S PEDAL BOOTS BP571526 0.1 CG614932 0.3 )
DATE SEQ NO STATUS wuc ACTION TAKEN
27-Oct-2009 1 X 11 CLOSED®
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED PILOT'S PEDAL BOOTS BP571526 0.1 CG614932 0.3 )
DATE SEQ NO STATUS wuc ACTION TAKEN
27-Oct-2009 1 X 11 CLOSED®
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED PILOT'S PEDAL BOOTS BP571526 0.1 CG614932 0.3 )




Page 181 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 2 X 11 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED COPILOT'S PEDAL BOOTS BP571526 0.1 CG614932 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 2 X 11 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED COPILOT'S PEDAL BOOTS BP571526 0.1 CG614932 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 2 X 11 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED COPILOT'S PEDAL BOOTS BP571526 0.1 CG614932 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 2 X 11 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED COPILOT'S PEDAL BOOTS BP571526 0.1 CG614932 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 2 X 11 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED COPILOT'S PEDAL BOOTS BP571526 0.1 CG614932 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 3 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H M/L/G UPPER FAIRING BP571526 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 3 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H M/L/G UPPER FAIRING BP571526 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 3 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED L/H M/L/G UPPER FAIRING BP571526 0.1 VS958999 0.1 C




Page 182 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 3 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H M/L/G UPPER FAIRING BP571526 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 3 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H M/L/G UPPER FAIRING BP571526 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 4 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H M/L/G UPPER FAIRING BP571526 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 4 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H M/L/G UPPER FAIRING BP571526 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 4 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H M/L/G UPPER FAIRING BP571526 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 4 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H M/L/G UPPER FAIRING BP571526 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 4 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H M/L/G UPPER FAIRING BP571526 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 5 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (1EA) FUEL LINE ENCLOSURE PANEL FROM REAR BP571526 0.1 VS958999 0.1 C

BULKHEAD
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 5 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (1EA) FUEL LINE ENCLOSURE PANEL FROM REAR BP571526 0.1 VS958999 0.1 C
BULKHEAD

DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 5 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (1EA) FUEL LINE ENCLOSURE PANEL FROM REAR BP571526 0.1 VS958999 0.1 C
BULKHEAD

DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 5 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (1EA) FUEL LINE ENCLOSURE PANEL FROM REAR BP571526 0.1 VS958999 0.1 C
BULKHEAD

DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 5 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (1EA) FUEL LINE ENCLOSURE PANEL FROM REAR BP571526 0.1 VS958999 0.1 C
BULKHEAD

DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 6 X 02 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (1EA) TAILCONE ACCESS PANEL BP571526 0.1 RB255541 0.1 C

DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 6 X 02 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (1EA) TAILCONE ACCESS PANEL BP571526 0.1 RB255541 0.1 C

DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 6 X 02 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (1EA) TAILCONE ACCESS PANEL BP571526 0.1 RB255541 0.1 C

DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 6 X 02 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED (1EA) TAILCONE ACCESS PANEL BP571526 0.1 RB255541 0.1 C
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 6 X 02 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (1EA) TAILCONE ACCESS PANEL BP571526 0.1 RB255541 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 7 X 02 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (2EA) STABILATOR INSPECTION PANELS BP571526 0.1 RB255541 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 7 X 02 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (2EA) STABILATOR INSPECTION PANELS BP571526 0.1 RB255541 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 7 X 02 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (2EA) STABILATOR INSPECTION PANELS BP571526 0.1 RB255541 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 7 X 02 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (2EA) STABILATOR INSPECTION PANELS BP571526 0.1 RB255541 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 7 X 02 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (2EA) STABILATOR INSPECTION PANELS BP571526 0.1 RB255541 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 8 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE STARTER OIL SERVICE PLUG BP571526 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 8 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 ENGINE STARTER OIL SERVICE PLUG BP571526 0.1 VS958999 0.1 C




Page 185 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 8 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE STARTER OIL SERVICE PLUG BP571526 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 8 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE STARTER OIL SERVICE PLUG BP571526 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 8 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE STARTER OIL SERVICE PLUG BP571526 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 9 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE STARTER OIL SERVICE PLUG BP571526 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 9 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE STARTER OIL SERVICE PLUG BP571526 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 9 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE STARTER OIL SERVICE PLUG BP571526 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 9 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE STARTER OIL SERVICE PLUG BP571526 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 9 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #2 ENGINE STARTER OIL SERVICE PLUG BP571526 0.1 VS958999 0.1 C




Page 186 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 10 X 06 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OIL COOLER DUCT ACCESS COVER BP571526 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 10 X 06 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OIL COOLER DUCT ACCESS COVER BP571526 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 10 X 06 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OIL COOLER DUCT ACCESS COVER BP571526 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 10 X 06 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OIL COOLER DUCT ACCESS COVER BP571526 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 10 X 06 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OIL COOLER DUCT ACCESS COVER BP571526 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 11 X 15 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APU FUEL CONTROL PAN COVER BP571526 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 11 X 15 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APU FUEL CONTROL PAN COVER BP571526 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 11 X 15 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED APU FUEL CONTROL PAN COVER BP571526 0.1 VS958999 0.1 C




Page 187 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 11 X 15 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APU FUEL CONTROL PAN COVER BP571526 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 11 X 15 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APU FUEL CONTROL PAN COVER BP571526 0.1 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 12 / 05 RAISED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED CABIN CEILING SOUNDPROOFING 0 RB255541 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 12 / 05 RAISED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED CABIN CEILING SOUNDPROOFING 0 RB255541 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 12 / 05 RAISED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED CABIN CEILING SOUNDPROOFING 0 RB255541 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 12 / 05 RAISED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED CABIN CEILING SOUNDPROOFING 0 RB255541 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 12 / 05 RAISED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED CABIN CEILING SOUNDPROOFING 0 RB255541 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 13 / 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED 1/G/B COVER 0 DM370758 0.2 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 13 / 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 1I/G/B COVER 0 DM370758 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 13 / 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 1I/G/B COVER 0 DM370758 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 13 / 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 1I/G/B COVER 0 DM370758 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 13 / 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 1I/G/B COVER 0 DM370758 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 14 / 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R G/B COVER 0 DM370758 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 14 / 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R G/B COVER 0 DM370758 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 14 / 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R G/B COVER 0 DM370758 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 14 / 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED T/R G/B COVER 0 DM370758 0.2 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 14 / 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R G/B COVER 0 DM370758 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 15 / 05 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AIRCRAFT BATTERY COVER 0 RB255541 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 15 / 05 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AIRCRAFT BATTERY COVER 0 RB255541 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 15 / 05 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AIRCRAFT BATTERY COVER 0 RB255541 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 15 / 05 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AIRCRAFT BATTERY COVER 0 RB255541 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 15 / 05 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AIRCRAFT BATTERY COVER 0 RB255541 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 16 - 05 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AIRCRAFT LUBES DUE 0 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 16 - 05 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AIRCRAFT LUBES DUE 0 VS958999 0.1 C
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 16 - 05 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AIRCRAFT LUBES DUE 0 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 16 - 05 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AIRCRAFT LUBES DUE 0 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 16 - 05 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AIRCRAFT LUBES DUE 0 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 17 - 05 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION REQUIRED 0 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 17 - 05 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION REQUIRED 0 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 17 - 05 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION REQUIRED 0 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 17 - 05 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION REQUIRED 0 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 17 - 05 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION REQUIRED 0 VS958999 0.1 C




Page 191 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 18 - 05 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY REQUIRED 0 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 18 - 05 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY REQUIRED 0 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 18 - 05 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY REQUIRED 0 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 18 - 05 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY REQUIRED 0 VS958999 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 18 - 05 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOLBOX INVENTORY REQUIRED 0 VS958999 0.1 C




Page 192 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Oct-2009 1:03 PM 6 X JS190394 5126.4 27-Oct-2009 5126.4 0 A 19E01
FAULT WRITE-UP: ACTION TAKEN:
ADF DOES NOT PICK UP SIGNAL (INPROCESS) REPLACED ADF RECEIVER
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS SP456460 0.1 JS190394 0.2 F
K G 1 19E01 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
27-0ct-2009 1 X 19E01 RECONNECTED 6 EA ELE CONNECTORS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC 6 EA ELE CONNECTORS FROM ADF RECEIVER SP456460 0.1 JS190394 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
27-0ct-2009 2 X 19E01 REINSTALLED HARDWARE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARES FROM ADF RECEIVER SP456460 0.1 JS190394 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
27-0ct-2009 3 X 19E01 REPLACED ADF RECEIVER
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ADF RECEIVER SP456460 0.1 JS190394 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
27-0ct-2009 4 - 19E01 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 SP456460 0.2 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 27-Oct-2009 2:26 PM 8 X JS190394 5126.4 27-0ct-2009 5126.4 0 A 19E04
FAULT WRITE-UP: ACTION TAKEN:
128B DISPLAYS FAULT CODE OF DN 1G (INPROCESS) REPLACED GPS BATTERY MOC OK
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS SP456460 0.1 JS190394 0.2 F
K G 1 19E04 0 0
DELAY

13-2s to Follow




Page 193 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 1 X 19E04 RECONNECTED ELE CONNECTORS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC 6 EA ELE CONNECTORS FROM DOPPLER/GPS DATA CONVERTER SP456460 0.1 TW920222 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 1 X 19E04 RECONNECTED ELE CONNECTORS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC 6 EA ELE CONNECTORS FROM DOPPLER/GPS DATA CONVERTER SP456460 0.1 TW920222 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 2 X 19E04 REINSTALLED HARDWARES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARES FROM DOPPLER/GPS DATA CONVERTER SP456460 0.1 TW920222 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 2 X 19E04 REINSTALLED HARDWARES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARES FROM DOPPLER/GPS DATA CONVERTER SP456460 0.1 TW920222 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 3 X 19E04 REINSTALLED DOPPLER/GPS DATA CONVERTER
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DOPPLER/GPS DATA CONVERTER SP456460 0.1 JS190394 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 3 X 19E04 REINSTALLED DOPPLER/GPS DATA CONVERTER
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DOPPLER/GPS DATA CONVERTER SP456460 0.1 JS190394 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 3 X 19E04 REINSTALLED DOPPLER/GPS DATA CONVERTER
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DOPPLER/GPS DATA CONVERTER SP456460 0.1 TW920222 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 3 X 19E04 REINSTALLED DOPPLER/GPS DATA CONVERTER
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED DOPPLER/GPS DATA CONVERTER SP456460 0.1 TW920222 0.2 F




Page 194 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 4 X 19E04 REPLACED GPS BATTERY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVER GPS BATTERY FROM DOPPLER/GPS DATA CONVERTER SP456460 0.1 TW920222 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 4 X 19E04 REPLACED GPS BATTERY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVER GPS BATTERY FROM DOPPLER/GPS DATA CONVERTER SP456460 0.1 TW920222 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 5 - 19E04 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 SP456460 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Oct-2009 5 - 19E04 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 SP456460 0.2 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Nov-2009 6:29 PM 5 X JJ977803 5132.2 05-Nov-2009 5132.2 0 A 52G
FAULT WRITE-UP: ACTION TAKEN:
#1 STAB AMP PITCH GYRO INOP. REPLACED #1 STAB AMP
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RD562816 0.2 JS190394 4.5 F
U K 4 52G C -3
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN
02-Nov-2009 1 X 52G RECONNNECTED TQ 360 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED SECTION 4 D/S AT I/G/B RD562816 0.2 DH625641 0.5 0]
DATE SEQNO STATUS wuc ACTION TAKEN
02-Nov-2009 1 X 52G RECONNNECTED TQ 360 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED SECTION 4 D/S AT I/G/B RD562816 0.2 DH625641 0.5 0]




Page 195 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Nov-2009 2 X 52G RECONNECTED TQ 360 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED SECTION 4 D/S AT T/R G/B RD562816 0.2 DH625641 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Nov-2009 2 X 52G RECONNECTED TQ 360 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED SECTION 4 D/S AT T/R G/B RD562816 0.2 DH625641 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Nov-2009 3 X 52G REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SECTION 4 D/S RD562816 0.2 DH625641 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Nov-2009 3 X 52G REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SECTION 4 D/S RD562816 0.2 DH625641 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Nov-2009 4 X 52G REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SECTION 4 D/S COVER RD562816 0.2 DH625641 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Nov-2009 4 X 52G REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SECTION 4 D/S COVER RD562816 0.2 DH625641 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Nov-2009 5 / 52G RE-ENTERED TO DA 1302-1
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R G/B FAIRING 0 JC513666 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Nov-2009 5 / 52G RE-ENTERED TO DA 1302-1
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD T/R G/B FAIRING 0 JC513666 0.1 0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223732
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 62728

Current Status A: X

HOURS: 5999.5
12-Aug-2015

Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

02-Nov-2009 6 / 52G RE-ENTERED TO DA 1302-1

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD 1/G/B FAIRIGN 0 JC513666 0.1 0]
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Nov-2009 6 / 52G RE-ENTERED TO DA 1302-1

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD 1I/G/B FAIRIGN 0 JC513666 0.1 0]
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Nov-2009 7 X 52G DUPLICATE ENTRY SEE ENTRY BELOW

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD CAMBERED FAIRING RD562816 0.2 RD562816 0.2 F

DATE SEQ NO STATUS wuc ACTION TAKEN

02-Nov-2009 7 X 52G DUPLICATE ENTRY SEE ENTRY BELOW

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD CAMBERED FAIRING RD562816 0.2 RD562816 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Nov-2009 8 X 05 RECONNECTED TQ 160 INLBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED UPPER ACTUATOR FROM ACFT RD562816 0.2 BB043618 0.4 )
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Nov-2009 8 X 05 RECONNECTED TQ 160 INLBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED UPPER ACTUATOR FROM ACFT RD562816 0.2 BB043618 0.4 )
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Nov-2009 9 X 52G RECONNECTED TQ 160 INLBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED LOWER ACTUATOR FROM STABILATOR RD562816 0.2 JC513666 0.4 )
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Nov-2009 9 X 52G RECONNECTED TQ 160 INLBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED LOWER ACTUATOR FROM STABILATOR RD562816 0.2 JC513666 0.4 )




Page 197 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
02-Nov-2009 10 X 52G RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED (2EA) STABILATOR ACTUATOR ELECTRICAL RD562816 0.2 BB043618 0.2 (0]

CONNECTORS FROM ACFT

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Nov-2009 10 X 52G RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED (2EA) STABILATOR ACTUATOR ELECTRICAL RD562816 0.2 BB043618 0.2 )

CONNECTORS FROM ACFT

DATE SEQ NO STATUS wuc ACTION TAKEN

02-Nov-2009 11 X 52G RECONNECTED TQ 40 INLBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED STAB ACTUATOR GRONDING STRAP FROM ACFT RD562816 0.2 DH625641 0.4 )
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Nov-2009 11 X 52G RECONNECTED TQ 40 INLBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED STAB ACTUATOR GRONDING STRAP FROM ACFT RD562816 0.2 DH625641 0.4 )
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Nov-2009 12 X 52G REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD STAB ACTUATOR RD562816 0.2 BB043618 1.3 C
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Nov-2009 12 X 52G REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD STAB ACTUATOR RD562816 0.2 BB043618 1.3 C
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Nov-2009 13 X 52G REPLACED STAB AMPLIFIER.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 STAB AMPLIFIER. RD562816 0.2 TW920222 2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Nov-2009 13 X 52G REPLACED STAB AMPLIFIER.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 STAB AMPLIFIER. RD562816 0.2 TW920222 2 F




Page 198 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 62728

Current Status A: X Current Status E: -

SERIAL NUMBER: 8223732
LAST MISSION:

Current Status O:

HOURS:
12-Aug-2015

Current Status W:

5999.5

DATE SEQ NO STATUS wuc ACTION TAKEN

02-Nov-2009 14 - 52G STABILATOR CHECKS OK .

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM REQUIRED CHECKS FOR REPLACEMENT OF #1 STAB AMP. 0 TW920222 35 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Nov-2009 14 - 52G STABILATOR CHECKS OK .

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM REQUIRED CHECKS FOR REPLACEMENT OF #1 STAB AMP. 0 TW920222 35 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Nov-2009 15 X 52G CONNECTED ROD.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCINNECTED STAB POITION SENSOR ROD AT STAB. RD562816 0.2 TW920222 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Nov-2009 15 X 52G CONNECTED ROD.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCINNECTED STAB POITION SENSOR ROD AT STAB. RD562816 0.2 TW920222 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Nov-2009 16 X 52G INSTALLED SENSOR ASSY.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED STAB POSITION SENSOR ASSEMBLY. RD562816 0.2 TW920222 0.5 C
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Nov-2009 16 X 52G INSTALLED SENSOR ASSY.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED STAB POSITION SENSOR ASSEMBLY. RD562816 0.2 TW920222 0.5 C
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Nov-2009 17 X 52G REINSTALLED POSITION SENSOR IN CAN.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED STAB POSITION SENSOR FROM CAN. RD562816 0.2 TW920222 2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Nov-2009 17 X 52G REINSTALLED POSITION SENSOR IN CAN.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED STAB POSITION SENSOR FROM CAN. RD562816 0.2 TW920222 2 F




Page 199 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Nov-2009 18 X 52G REPLACED ROD.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ROD FROM SENSOR ASSY. RD562816 0.2 TW920222 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Nov-2009 18 X 52G REPLACED ROD.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ROD FROM SENSOR ASSY. RD562816 0.2 TW920222 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Nov-2009 19 X 52G TORQUED AND SAFETIED JAMNUT.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM STAB SENSOR ROD JAMNUT. RD562816 0.2 TW920222 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Nov-2009 19 X 52G TORQUED AND SAFETIED JAMNUT.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM STAB SENSOR ROD JAMNUT. RD562816 0.2 TW920222 1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
E 05-Nov-2009 7:24 AM 1 X COMGEN 5132.2 06-Nov-2009 5132.2 0 5 19
FAULT WRITE-UP: ACTION TAKEN:
INSP E006 - AN/ASN-128 WEEKLY PMCS INSPECTION DUE. Was Due INSP OK
at: 04-Nov-2009. Upgrade to Red X Status on 05-Nov-2009
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RD562816 0.2 JS190394 0.2 F
O O 1 19E18 O -1
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 05-Nov-2009 10:29 AM 3 X EM641915 5132.2 06-Nov-2009 5132.2 0 A 05
FAULT WRITE-UP: ACTION TAKEN:
REPLACEMENT DUE ON TAILROTOR PITCH CHANGE SHAFT (PN REPLACED
70400-06100-42) SN C233-0115 DUE AT 5146.0 HOURS INPROCESS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RD562816 0.2 DH625641 4 0
K G 2 05 O -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
05-Nov-2009 1 X 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AFT T/R G/B COVER RVMD RD562816 0.2 BB043618 0.5 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
05-Nov-2009 2 X 05 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
2EA AFT T/R G/B COVER CANNON PLUG DISCOUNNECTED RD562816 0.2 BB043618 0.2 (0]

DATE SEQNO STATUS wucC ACTION TAKEN

05-Nov-2009 3 X 05 REINSTALLED, TQ TO 1000 INLBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

T/R PITCH BEAM NUT REMOVED RD562816 0.2 JN311500 0.5 0]
DATE SEQNO STATUS wuc ACTION TAKEN

05-Nov-2009 4 X 05 REINSTALLED TQ 105 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

6EA T/R SERVO MOUNT NUT REMOVED RD562816 0.2 DH625641 1 0]
DATE SEQNO STATUS wuc ACTION TAKEN

05-Nov-2009 5 X 05 REINSTALLED TQ 130 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FIRST AND SEC STAGE CONNECTOR RVMD FROM SERVO RD562816 0.2 DH625641 1 0]
DATE SEQNO STATUS wuc ACTION TAKEN

05-Nov-2009 6 X 05 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

2EA CANNON PLUG DISCONNECTED AT SERVO RD562816 0.2 BB043618 0.2 0]




Report Date: 19-Aug-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223732

MODEL: UH-60A
NEXT PHASE:

Selection Range : 01-Jan-1980

HOURS: 5999.5
6272.8 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Nov-2009 7 X 05 RECONNECTED TQ I/A/W TM1-1520-237-23
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
T/R SERVO CONTROL ROD DISCONNECTED AT SERVO RD562816 0.2 BB043618 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Nov-2009 8 X 05 REINSTALLED SERVO
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
T/R SERVO ASSY REMOVED RD562816 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Nov-2009 9 X 05 REINSTALLED PITCH BEAM
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
T/R PITCH BEAM REMOVED RD562816 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Nov-2009 10 X 05 RECONNECTED TQ 165 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
4EA T/R P/C LINK DISCONNECTED AT PITCH BEAM (4EA BOLTS) RD562816 0.2 DH625641 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Nov-2009 11 X 05 REPLACED HARDWARE, TQ TO 100 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PITCH CHANGE SHAFT BOLTS REMOVED AT SERVO RD562816 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Nov-2009 12 X 05

FAULT WRITE-UP:
PITCH CHANGE SHAFT ASSY REMOVED SER #0233-00115

REPLACED PITCH CHANGE SHAFT WITH NEW/REPAIRED SHAFT PN#
B233-02208

TIPID TI_MMH PID MMH TYPE
RD562816 0.2 JN311500 0.5 0]
DATE SEQ NO STATUS wuc ACTION TAKEN

05-Nov-2009 13 X 05 RE-SERVICED W/DOD-L-85734

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

T/R G/B OIL DRAINED RD562816 0.2 JC513666 0.1 )

DATE SEQ NO STATUS wuc ACTION TAKEN

05-Nov-2009 14 - 05 COMPL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK AND TOOL INVENTORY DUE AFTER COMPLETION OF 0 DH625641 1 )
MAINTENANCE

Page 201 of 3704
To 19-Aug-2015
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015

Current Status A: X Current Status E: -

Current Status O:

Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
05-Nov-2009 15 X 05 ADJUSTED AND SECURED TQ 130 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED 8EA JAMNUTS ON T/R P/C RODS RD562816 0.2 DH625641 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Nov-2009 16 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
T/R RIG CHECK REQUIRED 0 DH625641 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Nov-2009 17 X 05 REMOVED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RIG PINS INSTALLED FOR T/R RIG CK RD562816 0.2 DH625641 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Nov-2009 18 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FUNCTION CK REQUIRED FOR REPLACEMENT OF T/R SERVO PITCH 0 DH625641 1 (0]
CONTROL SHAFT (WP1148)
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Nov-2009 19 - 05 CK OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC OF TAIL LIGHTS REQUIRED (ANTI-COLL AND POS) 0 DH625641 0.2 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 05-Nov-2009 10:46 AM 4 X EM641915 5132.2 06-Nov-2009 5132.2 0 02
FAULT WRITE-UP: ACTION TAKEN:
STABILATOR SKIN CRACKED TOP SIDE FWD BUTT LINE 13.5 RIGHT REPLACED STABILATOR
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RD562816 0.2 DH625641 1 0
K G 2 02 O -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Nov-2009 1 X 02 REPLACED;TQ=30 IN LBS./500 IN LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

2EA STABILATOR MOUNTING BLOTS RVMD

RD562816 0.2 JC513666 0.8
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Nov-2009 2 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
STABILATOR LOWER FAIRING RVMD RD562816 0.2 DH625641 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Nov-2009 3 X 05 REINSTALLED;TQ=19 IN LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
STABILATOR LIMIT SWITCH BOLT REMOVED AT STAB RD562816 0.2 JN144085 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Nov-2009 4 X 05 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
2EA STABILATOR CANNON PLUG DISCONNECTED RD562816 0.2 JC513666 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Nov-2009 5 X 05 REPLACED;TQ=70 IN LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
2EA STABILATOR GROUND WIRE DISCONNECTED AT AIRFRAME RD562816 0.2 JC513666 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Nov-2009 6 X 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
2EA STABILATOR FAIRING COVER REMOVED RD562816 0.2 DH625641 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Nov-2009 7 X 05 REPLACED;TQ=150 IN LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BOLT REMOVED FROM STAB ACT ASSY AT STABILATOR RD562816 0.2 JC513666 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Nov-2009 8 X 02 REPLACED STABILATOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED STABILATOR RD562816 0.2 JN144085 1 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC

A 07-Nov-2009 2:17 PM 1 X COMGEN 5133.2 07-Nov-2009 5135.9 0 P 02A03C
FAULT WRITE-UP: ACTION TAKEN:
INSP A802 - OREGON AERO SEAT CUSHIONS. Was Due at: 05-Nov- COMPLETED.

2009 or 5147.4 Hours. Upgrade to Red X Status on 07-Nov-2009 or
5149.9 Hours

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS SP456460 0.1 JB140319 0.2 C
o o} 1 02A03C o} 0

DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Nov-2009 3:30 PM 2 X KA662029 5135.9 09-Nov-2009 5135.9 0 S 08A07
FAULT WRITE-UP: ACTION TAKEN:
COPILOTS NAV FLAG STAYS IN VIEW INSTALLED NEW CO-PILOT VSI
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KA662029 0.1 PR910504 1 F
G G 1 08A07 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
09-Nov-2009 1 X 08A07 RE-INSTALLED 4 EA SCREW AND 1 EA CANNON PLUG TO CO-PILOT VSI
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 4 EA SCREW AND 1 EA CANNON PLUG FROM CO-PILOT VSI KA662029 0.1 PR910504 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
09-Nov-2009 2 X 08A07 INSTALLED NEW CO-PILOT VSI
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CO-PILOT VSI KA662029 0.1 PR910504 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
09-Nov-2009 3 - 08A07 CHECK COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 PR910504 1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
09-Nov-2009 4 - 08A07 MOC COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MOC REQUIRED BEFORE USE 0 PR910504 1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 17-Nov-2009 12:30 PM 1 X SP456460 5139 17-Nov-2009 5139 0 S 12C

FAULT WRITE-UP:
FIRE EXTINGUISHER DISCHARGE LINES INCORRECTLY INSTALLED

WHEN HOwW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
T G 4 12C O 0

DELAY

ACTION TAKEN:
CORRECTED FIRE EXT LINE INSTALLATION

TIPID MMH PID MMH TYPE
MM271369 1 BB043618 0.4 O
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC

A 23-Nov-2009 7:46 AM 1 X COMGEN 51415 23-Nov-2009 5141.5 0 G 02A03C
FAULT WRITE-UP: ACTION TAKEN:
INSP A802 - OREGON AERO SEAT CUSHIONS. Was Due at: 21-Nov- COMPLETED

2009 or 5160.9 Hours. Upgrade to Red X Status on 23-Nov-2009 or
5163.4 Hours

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS BP571526 0.1 PM081325 0.1 o
o o} 1 02A03C o} 0

DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 03-Dec-2009 8:32 AM 1 X RB255541 5143.9 03-Dec-2009 5143.9 0 P 05A03A
FAULT WRITE-UP: ACTION TAKEN:
INSP A299 - SWASHPLATE LUBE (ESM ONLY). Due at: 07-Dec-2009 COMPLETED
or 5254.5 Hours. Upgrade to Red X Status on 07-Jan-2010 or 5259.5
Hours (IN PROCESS)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE238788 0.1 JF106994 1 C
O (6] 1 05A03A C 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2009 1 X 05A03A REINST TQ TO 192 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD INNER BEARING RING HRDW (33 EA) JE238788 0.2 JF106994 0.5 C
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2009 2 X 05A03A REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD INNER BEARING RETAINER RING JE238788 0.1 JF106994 0.3 C
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2009 3 - 02 COMP*
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQUIRED 0 JF106994 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2009 4 - 02 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY REQUIRED 0 JF106994 0.2 C
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC

A 03-Dec-2009 9:14 AM 2 X RB255541 5143.9 05-Dec-2009 5143.9 0 1 03B03A
FAULT WRITE-UP: ACTION TAKEN:
INSP A298 - LUB TAIL WHEEL BEARING (ESM ONLY). Due at: 04-Dec- COMPLETED

2009 or 5370.8 Hours. Upgrade to Red X Status on 23-Dec-2009 or
5375.8 Hours (IN PROCESS)

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS SP456460 0.1 JK518192 2 C
X G 1 03BO3A C -2
DELAY
IN PROGRESS

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
03-Dec-2009 1 X 03BO3A REINFLATED 110 PSI
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DEFLATED TIRE SP456460 0.1 JK518192 0.2 C
DATE SEQNO STATUS wucC ACTION TAKEN
03-Dec-2009 1 X 03BO3A REINFLATED 110 PSI
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DEFLATED TIRE SP456460 0.1 JK518192 0.2 C
DATE SEQNO STATUS wucC ACTION TAKEN
03-Dec-2009 2 X 03BO3A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR SP456460 0.1 JK518192 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
03-Dec-2009 2 X 03BO3A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR SP456460 0.1 JK518192 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
03-Dec-2009 3 X 03BO3A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD TAIL WHEEL/TIRE ASSY SP456460 0.1 JK518192 0.2 C
DATE SEQNO STATUS wuc ACTION TAKEN
03-Dec-2009 3 X 03BO3A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD TAIL WHEEL/TIRE ASSY SP456460 0.1 JK518192 0.2 C
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2009 4 X 03B03A REPLACED 2EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SEALS (2EA) SP456460 0.1 JK518192 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2009 4 X 03B03A REPLACED 2EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SEALS (2EA) SP456460 0.1 JK518192 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2009 5 X 03B03A REPLACED 2EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BEARINGS (2EA) SP456460 0.1 JK518192 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2009 5 X 03B03A REPLACED 2EA
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BEARINGS (2EA) SP456460 0.1 JK518192 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2009 6 - 03B03A COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 JK518192 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2009 6 - 03B03A COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 JK518192 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2009 7 - 03B03A COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
T/B/I DUE 0 JK518192 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2009 7 - 03B03A COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

T/B/I DUE 0 JK518192 0.2 C
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015

CLOSED FAULT REPORT
FOR: K08DD2
SERIAL NUMBER: 8223732 HOURS: 5999.5
LAST MISSION: 12-Aug-2015

MODEL: UH-60A
NEXT PHASE: 62728

Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2009 8 X 03B0O3A REPLACED AND REBONDED 2EA

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TEFLON WASHERS DISBONDED SP456460 0.1 RB255541 0.1 C
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2009 8 X 03BO3A REPLACED AND REBONDED 2EA

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TEFLON WASHERS DISBONDED SP456460 0.1 RB255541 0.1 C
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2009 9 X 03B0O3A REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD SPRINGCLIP SECURING FORK TO YOLK SP456460 0.1 JK518192 0.2 C
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2009 9 X 03B0O3A REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD SPRINGCLIP SECURING FORK TO YOLK SP456460 0.1 JK518192 0.2 C
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2009 10 / 03B0O3A REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD DUST CAP 0 JK518192 0.2 C
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2009 10 / 03BO3A REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD DUST CAP 0 JK518192 0.2 C
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2009 11 X 03BO3A REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD FORK FROM YOLK SP456460 0.1 JK518192 0.2 C
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2009 11 X 03B0O3A REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD FORK FROM YOLK SP456460 0.1 JK518192 0.2 C
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

03-Dec-2009 12 X 03B03A REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOCKPIN BUSHING SP456460 0.1 RB255541 0.1 C

DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2009 12 X 03B03A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOCKPIN BUSHING SP456460 0.1 RB255541 0.1 C
DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC

A 08-Dec-2009 8:59 AM 5 X JS190394 51495 08-Dec-2009 5149.5 0 A 12
FAULT WRITE-UP: ACTION TAKEN:
M/R AND T/R DE-ICE FAILED IN THE AUTO MODE. RECYCLED REPLACED 2 EA T/R DE-ICE CABLE

BLADE DE-ICE POWER SWITCH MULTIPLE TIMES AND CONTINUED
TO FAIL 5 TO 10 MINUTES AFTER RESET. (INPROCESS)

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM271369 1 JS190394 0.5 F
K G 1 12 o} 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

08-Dec-2009 1 X 12E RECONNECTED 4 EA T/R DE-ICE CABLE ELE CONNECTOR

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISC 4 EA BLADE DE-ICE CABLE MM271369 1 JS190394 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

08-Dec-2009 2 X 12 REINSTALLED HARDWARES 4 EA T/R BLADE DE-ICE CABLE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HARDWARES FROM 4 EA BLADE DE-ICE CABLE MM271369 1 JS190394 0.5 F
DATE SEQNO STATUS wuc ACTION TAKEN

08-Dec-2009 3 X 12 REINSTALLED 2 EA DE-ICE CABLE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED T/R RED & BLUE BLADE DE-ICE CABLE MM271369 1 JS190394 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

08-Dec-2009 4 X 12 WRITE-UP ENTER ERROR

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED T/R WHITE & BLACK BLADE DE-ICE CABLE MM271369 1 JS190394 0.1 F




Page 212 of 3704
Selection Range : 01-Jan-1980 To 19-Aug-2015

CLOSED FAULT REPORT
FOR: K08DD2

Report Date: 19-Aug-2015

MODEL: UH-60A
NEXT PHASE: 62728

Current Status A: X Current Status E: -

SERIAL NUMBER: 8223732
LAST MISSION:

Current Status O:

HOURS:
12-Aug-2015

Current Status W:

5999.5

DATE SEQ NO STATUS wuc ACTION TAKEN

08-Dec-2009 4 X 12 WRITE-UP ENTER ERROR

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED T/R WHITE & BLACK BLADE DE-ICE CABLE MM271369 1 JS190394 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

08-Dec-2009 5 - 12 MOC OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

MOC REQUIRED FOR REPLACEMENT OF 2 EA T/R DE-ICE CABLE 0 JS190394 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

08-Dec-2009 6 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE 0 MM271369 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

08-Dec-2009 7 X 12 REPLACED 2 EA DE-ICE CABLE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED T/R YELLOW & BLACK BLADE DE-ICE CABLE MM271369 1 JS190394 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

08-Dec-2009 8 X 12 RECONNECTED ELE CONNECTOR

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISC ELE CONNECTOR P615 MM271369 1 JS190394 0.1 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC

A 09-Dec-2009 7:00 AM 1 X JS190394 51495 09-Dec-2009 5149.5 0 A 12
FAULT WRITE-UP: ACTION TAKEN:
COLOR WEATHER RADAR FAILED IN FLIGHT. RADAR DISPLAY REPLACED RADAR ANTENNA

WOULD ONLY DISPLAY RARAR RETURNS ON EITHER THE LEFT
HALF OF THE SCREEN OR RIGHT HALF OF THE SCREEN. RADAR
EVENTUALLY DISPLAYED RETURNS IN A NARROW BAND AT THE
CENTER OF THE SCREEN. RADAR APPEARED TO SWEEP BUT
IMPOROPERLY DISPLAYED RETURNS. (INPROCESS)

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS PR910504 0.1 JS190394 0.5 F

K G 1 12 o 0

DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

09-Dec-2009 1 X 12 REINSTALLED HARDWARES

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HARDWARE FROM WEATHER RADAR (RADOME) PR910504 0.1 JS190394 0.5 F
DATE SEQNO STATUS wucC ACTION TAKEN

09-Dec-2009 2 X 12 REINSTALLED RADOME

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED WEATHER RADAR (RADOME) PR910504 0.1 JS190394 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN

09-Dec-2009 3 X 12 REINSTALLED HARDWARES

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HARDWARE FROM WEATHER RADAR ANTANNA PR910504 0.1 JS190394 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

09-Dec-2009 4 X 12 REPLACED ANTENNA

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED WEATHER RADAR ANTENNA PR910504 0.1 JS190394 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

09-Dec-2009 5 - 00 CHECK COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE 0 PR910504 0.1 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Dec-2009 8:47 AM 1 X DA401775 5156.6 14-Dec-2009 5156.6 0 C 03A02
FAULT WRITE-UP: ACTION TAKEN:
PILOT SIDE LEFT BRAKE PEDAL BOTTOMS OUT REPLACED L/HMALE QD HALF; SERVICED AND BLED BRAKES
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 MP689732 0.1 0
B G 1 03A02 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Dec-2009 1 X 03A02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT'S L/H PEDAL BOOT JL888744 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Dec-2009 2 X 03A02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT'S L/H KICK PANEL JL888744 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Dec-2009 3 X 03A02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT'S CENTER PEDAL PANEL JL888744 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
14-Dec-2009 4 X 03A02 REINSTALLED & SAFTIED PLUG
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOT'S BRAKE MASTER CYLINDER SERVICE PLUG JL888744 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Dec-2009 5 X 03A02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED L/H DRAG BEAM BRAKE LINE QD JL888744 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
14-Dec-2009 6 X 03A02 REPLACED MALE QD HALF
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H DRAG BEAM MALE QD JL888744 0.2 MP689732 0.5 (0]
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Report Date: 19-Aug-2015

Selection Range : 01-Jan-1980 To 19-Aug-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238

LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E:

Current Status O:

Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Dec-2009 7 X 03A02 REINSTALLED & SAFTIED SCREW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H BRAKE CYLINDER BLEED SCREW JL888744 0.2 MP689732 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Dec-2009 8 - 03A02 BLED BRAKES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOT'S L/H BRAKE SYSTEM DUE BLEEDING FOR REPLACEMENT OF 0 MP689732 1 (0]
L/H MALE QD REPLACENT
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Dec-2009 9 X 03A02 SERVICED BRAKES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOT'S L/H BRAKE SYSTEM FLIUD LOW JL888744 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Dec-2009 10 - 03A02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE FOR COMPLETED MAINTENANCE 0 MP689732 0.5 C
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Dec-2009 8:48 AM 2 X DA401775 5156.6 14-Dec-2009 5156.6 0 A 09C04A
FAULT WRITE-UP: ACTION TAKEN:
SERACH LIGHT WILL NOT SLEW IN REPLACED SEARCHLIGHT ASSY, MOC OK.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 TW920222 25 F
B G 1 09C04A O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 14-Dec-2009 2:00 PM 4 X MP689732 5156.6 14-Dec-2009 5156.6 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
ACFT STATIC GROUND WORN REPLACED GROUND
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 MP689732 0.5 O
K G 2 02 0 0
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Dec-2009 2:52 PM 5 X RB255541 5164.9 17-Dec-2009 5164.9 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A110 - PMS 40 HOUR INSPECTION. Due at: 5166.4 Hours. COMPLETED
Upgrade to Red X Status on 5166.5 Hours (INPROCESS)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS SP456460 0.1 RB255541 0.2 0
O O 1 00 C 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

17-Dec-2009 1 X 11 CLOSED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPENED PILOT'S PEDAL BOOTS SP456460 0.1 RB255541 0.1 C
DATE SEQNO STATUS wucC ACTION TAKEN

17-Dec-2009 1 X 11 CLOSED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPENED PILOT'S PEDAL BOOTS SP456460 0.1 RB255541 0.1 C
DATE SEQNO STATUS wucC ACTION TAKEN

17-Dec-2009 1 X 11 CLOSED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPENED PILOT'S PEDAL BOOTS SP456460 0.1 RB255541 0.1 C
DATE SEQNO STATUS wuc ACTION TAKEN

17-Dec-2009 1 X 11 CLOSED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPENED PILOT'S PEDAL BOOTS SP456460 0.1 RB255541 0.1 C
DATE SEQNO STATUS wuc ACTION TAKEN

17-Dec-2009 1 X 11 CLOSED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPENED PILOT'S PEDAL BOOTS SP456460 0.1 RB255541 0.1 C
DATE SEQNO STATUS wuc ACTION TAKEN

17-Dec-2009 2 X 11 CLOSED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPENED COPILOT'S PEDAL BOOTS SP456460 0.1 RB255541 0.1 C
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 2 X 11 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED COPILOT'S PEDAL BOOTS SP456460 0.1 RB255541 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 2 X 11 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED COPILOT'S PEDAL BOOTS SP456460 0.1 RB255541 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 2 X 11 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED COPILOT'S PEDAL BOOTS SP456460 0.1 RB255541 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 2 X 11 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED COPILOT'S PEDAL BOOTS SP456460 0.1 RB255541 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 3 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H M/L/G UPPER FAIRING SP456460 0.1 RB255541 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 3 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H M/L/G UPPER FAIRING SP456460 0.1 RB255541 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 3 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H M/L/G UPPER FAIRING SP456460 0.1 RB255541 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 3 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED L/H M/L/G UPPER FAIRING SP456460 0.1 RB255541 0.1 C
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 3 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED L/H M/L/G UPPER FAIRING SP456460 0.1 RB255541 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 4 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H M/L/G UPPER FAIRING SP456460 0.1 RB255541 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 4 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H M/L/G UPPER FAIRING SP456460 0.1 RB255541 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 4 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H M/L/G UPPER FAIRING SP456460 0.1 RB255541 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 4 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H M/L/G UPPER FAIRING SP456460 0.1 RB255541 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 4 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H M/L/G UPPER FAIRING SP456460 0.1 RB255541 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 5 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (1EA) FUEL LINE ENCLOSURE PANEL FROM REAR SP456460 0.1 RB255541 0.1 C
BULKHEAD
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 5 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (1EA) FUEL LINE ENCLOSURE PANEL FROM REAR SP456460 0.1 RB255541 0.1 C

BULKHEAD
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 5 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (1EA) FUEL LINE ENCLOSURE PANEL FROM REAR SP456460 0.1 RB255541 0.1 C
BULKHEAD
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 5 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (1EA) FUEL LINE ENCLOSURE PANEL FROM REAR SP456460 0.1 RB255541 0.1 C
BULKHEAD
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 5 X 02 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (1EA) FUEL LINE ENCLOSURE PANEL FROM REAR SP456460 0.1 RB255541 0.1 C
BULKHEAD
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 6 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (1EA) TAILCONE ACCESS PANEL SP456460 0.1 DM370758 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 6 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (1EA) TAILCONE ACCESS PANEL SP456460 0.1 DM370758 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 6 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (1EA) TAILCONE ACCESS PANEL SP456460 0.1 DM370758 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 6 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (1EA) TAILCONE ACCESS PANEL SP456460 0.1 DM370758 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 6 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED (1EA) TAILCONE ACCESS PANEL SP456460 0.1 DM370758 0.2 )




Page 220 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 7 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (2EA) STABILATOR INSPECTION PANELS SP456460 0.1 DM370758 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 7 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (2EA) STABILATOR INSPECTION PANELS SP456460 0.1 DM370758 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 7 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (2EA) STABILATOR INSPECTION PANELS SP456460 0.1 DM370758 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 7 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (2EA) STABILATOR INSPECTION PANELS SP456460 0.1 DM370758 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 7 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (2EA) STABILATOR INSPECTION PANELS SP456460 0.1 DM370758 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 8 X 04 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE STARTER OIL SERVICE PLUG SP456460 0.1 NI838081 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 8 X 04 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE STARTER OIL SERVICE PLUG SP456460 0.1 NI838081 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 8 X 04 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 ENGINE STARTER OIL SERVICE PLUG SP456460 0.1 NI1838081 0.1 C
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 8 X 04 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE STARTER OIL SERVICE PLUG SP456460 0.1 NI838081 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 8 X 04 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE STARTER OIL SERVICE PLUG SP456460 0.1 NI838081 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 9 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE STARTER OIL SERVICE PLUG SP456460 0.1 NI838081 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 9 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE STARTER OIL SERVICE PLUG SP456460 0.1 NI838081 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 9 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE STARTER OIL SERVICE PLUG SP456460 0.1 NI838081 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 9 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE STARTER OIL SERVICE PLUG SP456460 0.1 NI838081 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 9 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE STARTER OIL SERVICE PLUG SP456460 0.1 NI838081 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 10 X 06 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED OIL COOLER DUCT ACCESS COVER SP456460 0.1 NI1838081 0.2 C
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 10 X 06 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OIL COOLER DUCT ACCESS COVER SP456460 0.1 NI838081 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 10 X 06 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OIL COOLER DUCT ACCESS COVER SP456460 0.1 NI838081 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 10 X 06 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OIL COOLER DUCT ACCESS COVER SP456460 0.1 NI838081 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 10 X 06 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OIL COOLER DUCT ACCESS COVER SP456460 0.1 NI838081 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 11 X 15 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APU FUEL CONTROL PAN COVER SP456460 0.1 NI838081 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 11 X 15 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APU FUEL CONTROL PAN COVER SP456460 0.1 NI838081 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 11 X 15 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APU FUEL CONTROL PAN COVER SP456460 0.1 NI838081 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 11 X 15 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED APU FUEL CONTROL PAN COVER SP456460 0.1 NI1838081 0.2 C
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 11 X 15 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APU FUEL CONTROL PAN COVER SP456460 0.1 NI838081 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 12 / 05 RAISED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED CABIN CEILING SOUNDPROOFING 0 JF106994 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 12 / 05 RAISED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED CABIN CEILING SOUNDPROOFING 0 JF106994 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 12 / 05 RAISED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED CABIN CEILING SOUNDPROOFING 0 JF106994 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 12 / 05 RAISED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED CABIN CEILING SOUNDPROOFING 0 JF106994 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 12 / 05 RAISED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED CABIN CEILING SOUNDPROOFING 0 JF106994 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 13 / 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 1I/G/B COVER 0 DM370758 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 13 / 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED 1/G/B COVER 0 DM370758 0.2 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 13 / 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 1I/G/B COVER 0 DM370758 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 13 / 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 1I/G/B COVER 0 DM370758 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 13 / 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 1I/G/B COVER 0 DM370758 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 14 / 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R G/B COVER 0 DM370758 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 14 / 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R G/B COVER 0 DM370758 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 14 / 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R G/B COVER 0 DM370758 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 14 / 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R G/B COVER 0 DM370758 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 14 / 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED T/R G/B COVER 0 DM370758 0.2 )




Page 225 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 15 / 05 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AIRCRAFT BATTERY COVER 0 RB255541 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 15 / 05 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AIRCRAFT BATTERY COVER 0 RB255541 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 15 / 05 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AIRCRAFT BATTERY COVER 0 RB255541 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 15 / 05 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AIRCRAFT BATTERY COVER 0 RB255541 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 15 / 05 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AIRCRAFT BATTERY COVER 0 RB255541 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 16 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AIRCRAFT LUBES DUE 0 JK518192 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 16 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AIRCRAFT LUBES DUE 0 JK518192 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 16 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AIRCRAFT LUBES DUE 0 JK518192 1 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 16 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AIRCRAFT LUBES DUE 0 JK518192 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 16 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AIRCRAFT LUBES DUE 0 JK518192 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 16 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AIRCRAFT LUBES DUE 0 NI838081 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 16 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AIRCRAFT LUBES DUE 0 NI838081 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 16 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AIRCRAFT LUBES DUE 0 NI838081 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 16 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AIRCRAFT LUBES DUE 0 NI838081 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 16 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AIRCRAFT LUBES DUE 0 NI838081 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 16 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AIRCRAFT LUBES DUE 0 VS958999 1 0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 16 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AIRCRAFT LUBES DUE 0 VS958999 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 16 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AIRCRAFT LUBES DUE 0 VS958999 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 16 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AIRCRAFT LUBES DUE 0 VS958999 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 16 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AIRCRAFT LUBES DUE 0 VS958999 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 17 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION REQUIRED 0 NI838081 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 17 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION REQUIRED 0 NI838081 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 17 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION REQUIRED 0 NI838081 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 17 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION REQUIRED 0 NI1838081 0.5 0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 17 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION REQUIRED 0 NI838081 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 18 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY REQUIRED 0 DM370758 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 18 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY REQUIRED 0 DM370758 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 18 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY REQUIRED 0 DM370758 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 18 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY REQUIRED 0 DM370758 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Dec-2009 18 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY REQUIRED 0 DM370758 0.2 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Dec-2009 3:30 PM 4 X COMGEN 5168.7 18-Dec-2009 5168.7 0 F 05A01I
FAULT WRITE-UP: ACTION TAKEN:
INSP A020 - PERFORM M/R SPINDLE LUGS, M/R CUFF, TIP CAPS COMPLETED AT 5163.6 ACFT HRS INSP UPDATED

INSPECTION. Was Due at: 5163.6 Hours or 01-Jan-2010. Upgrade to
Red X Status on 5164.7 Hours or 03-Jan-2010

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RD562816 0.2 RD562816 0.2 F
o} o} 1 05A011 o} 0

DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC

A 23-Dec-2009 9:46 AM 4 X JK518192 5176.8 23-Dec-2009 5176.8 0 6 02A16
FAULT WRITE-UP: ACTION TAKEN:
IN PROGRESS INSP A803 - 30 HOUR VISUAL INSP OF NOSE COMPLETE

BALLAST WEIGHT & MOUNTING RAILS FOR DAMAGE & SECURITY.
Due at: 5179.5 Hours. Upgrade to Red X Status on 5182.6 Hours

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS BP571526 0.2 JK518192 0.2 C
o G 1 02A16 C 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
23-Dec-2009 1 X 02A16 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR SECURING GLIDE SLPOE ANTENNA TO ACFT BP571526 0.1 JK518192 0.2 C
DATE SEQNO STATUS wucC ACTION TAKEN
23-Dec-2009 2 X 02A16 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED GLIDE SLOPE ANTENNA BP571526 0.1 JK518192 0.2 C
DATE SEQNO STATUS wucC ACTION TAKEN
23-Dec-2009 3 - 02A16 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 JK518192 0.2 C
DATE SEQNO STATUS wuc ACTION TAKEN
23-Dec-2009 4 - 02A16 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL BOX INVENTORY DUE 0 JK518192 0.2 C
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Jan-2010 7:30 AM 1 X ML787461 5199.8 08-Jan-2010 5199.8 0 A 04A
FAULT WRITE-UP: ACTION TAKEN:
TGT ON #2 ENGINE FLUCTUATES DURING HIT CHECK (IN PERFORMED EXCHANGE OF #1 AND #2 ENGINE HMU'S FOR
PROCESS). TROUBLESHOOTING PURPOSES.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.5 ML787461 1 F
H G 1 04A O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
08-Jan-2010 1 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG PAS/LDS ROTARY INPUTS FROM HMU. AQ704878 0.1 ML787461 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
08-Jan-2010 2 X 04A REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENG AISBV/HMU QD PIN. AQ704878 0.1 ML787461 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
08-Jan-2010 3 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG YELLOW HARNESS FROM HMU. AQ704878 0.1 ML787461 0.3 F
DATE SEQ NO STATUS WucC ACTION TAKEN
08-Jan-2010 4 X 04A REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENG HMU T2 SENSOR FROM HOLSTER. AQ704878 0.1 ML787461 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
08-Jan-2010 5 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENG FUEL RETURN HOSE FROM HMU. AQ704878 0.1 ML787461 0.3 F
DATE SEQ NO STATUS WucC ACTION TAKEN
08-Jan-2010 6 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #1 ENG P3 TUBE FROM HMU.

AQ704878 0.1 ML787461 0.3 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jan-2010 7 X 04A INSTALLED #2 ENG HMU FOR TROUBLESHOOTING PURPOSES.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENG HMU. AO704878 0.1 ML787461 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jan-2010 8 X 04A REPLACED PACKINGS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 2 EA PACKINGS FROM #1 ENG HMU. AO704878 0.1 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jan-2010 9 X 04A REPLACED PACKINGS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 2 EA PACKINGS FROM #1 ENG AGB. AO704878 0.1 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jan-2010 10 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG PAS/LDS ROTARY INPUTS FROM HMU. AO704878 0.1 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jan-2010 11 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED YELLOW HARNESS FROM #2 ENG HMU. AO704878 0.1 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jan-2010 12 X 04A REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENG AISBV/HMU QD PIN. AO704878 0.1 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jan-2010 13 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENG FUEL RETURN HOSE FROM HMU. AO704878 0.1 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jan-2010 14 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #2 ENG P3 TUBE FROM HMU. AQ704878 0.1 ML787461 0.3 F




Report Date: 19-Aug-2015

Page 232 of 3704

Selection Range : 01-Jan-1980 To 19-Aug-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223732

MODEL: UH-60A
NEXT PHASE: 62728

Current Status A: X Current Status E: -

HOURS:
12-Aug-2015

5999.5
LAST MISSION:

Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jan-2010 15 X 04A INSTALLED #1 ENG HMU FOR TROUBLESHOOTING PURPOSES.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENG HMU. AO704878 0.1 ML787461 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jan-2010 16 X 04A REPLACED PACKINGS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 2 EA PACKINGS FROM #2 ENG HMU. AO704878 0.1 ML787461 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jan-2010 17 X 04A REPLACED PACKINGS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 2 EA PACKINGS FROM #2 ENG AGB. AO704878 0.1 ML787461 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jan-2010 18 - 04A COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE UPON COMPLETION OF MAINTENANCE. 0 AQ704878 0.1 0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 08-Jan-2010 9:34 AM 3 X ML787461 5199.8 08-Jan-2010 5199.8 0 4 04A
FAULT WRITE-UP: ACTION TAKEN:
PERFORM #2 ENG MOC FOR REPLACEMENT OF HMU. STATUS ENTERED IN ERROR
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AQ704878 0.1 AQ704878 0.1 o
K G 1 04A o 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Jan-2010 4:39 PM 1 X COMGEN  5204.6 16-Feb-2010 5204.6 0 P 11
FAULT WRITE-UP: ACTION TAKEN:
INSP A856 - 30 DAY INSPECTION OF ALL SAS LINKS MARKED "T6". COMPLETED
Was Due at: 07-Jan-2010. Upgrade to Red X Status on 11-Jan-2010
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 MM572544 0.3 (e}
e} e} 1 11 e} -6

DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 6272.8 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Jan-2010 7:00 AM 2 X RB438341 5204.6 18-Feb-2010 5204.6 0 P 02
FAULT WRITE-UP: ACTION TAKEN:
INSP A401 - PMI-2. Due at: 5207.5 Hours. INPROCESS COMPLETED @ 5204.6 HRS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 1 MM572544 1 0
H G 1 02 O -8
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Jan-2010 4:39 PM 501 X COMGEN 5204.6 16-Feb-2010 5204.6 0 P 1"
FAULT WRITE-UP: ACTION TAKEN:
INSP A856 - 30 DAY INSPECTION OF ALL SAS LINKS MARKED "T6". COMPLETED
Was Due at: 07-Jan-2010. Upgrade to Red X Status on 11-Jan-2010
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 MM572544 0.3 O
O O 1 11 O -6
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 12-Jan-2010 12:24 PM 1001 X THO060628 5204.6 16-Feb-2010 5204.6 0 A 19

FAULT WRITE-UP:

REMOVED RADAR ALT FOR CONTROLED EXCHANGE IN 030. SN
REMOVED 0442AA

ACTION TAKEN:
REPLACED CO-PILOT RADAR ALTIMETER SN# 1276A/N

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 JS190394 0.5 F
B G 2 19 F -5
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 1 X 19E05 REINSTALLED HARDWARE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM CO-PILOT RADAR ALTIMETER JL888744 0.2 JS190394 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 2 X 19E05 RECONNECTED 4 EA ELE CONNECTORS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC 4 EA ELE CONNECTORS FROM CO-PILOT RADAR ALTIMETER JL888744 0.2 JS190394 0.1 F

DATE SEQNO STATUS wucC ACTION TAKEN
12-Jan-2010 3 X 19E05 REPLACED CO-PILOT RADAR ALTIMETER WITH SN#1276A/N
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CO-PILOT RADAR ALTIMETER JL888744 0.2 JS190394 0.5 F
DATE SEQNO STATUS wuc ACTION TAKEN
12-Jan-2010 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE

0 JL888744 0.1 F




Page 235 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 2:27 PM 1004 X MC821823 5204.6 01-Feb-2010 5204.6 0 C 02
FAULT WRITE-UP: ACTION TAKEN:
R/H SIDE CORNER FWD FLANGE ON ENG FIREWALL HAS CRACK REMADE PART AND PAINTED.
THROUGH RIVIT
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 2 DH663857 6 F
X G 1 02 O 10
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 12-Jan-2010 2:29 PM 1005 X MC821823 5204.6 01-Feb-2010 5204.6 0 C 02
FAULT WRITE-UP: ACTION TAKEN:
WEARPLATE ON L/H SIDE NEXT TO FWD ENG HINGE ON CATWALK REPLACED WEAR STRIP.
IS WORE THROUGH
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 DH663857 3 F
X G 1 02 0 10
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 12:16 PM 2001 X COMGEN  5204.6 04-Feb-2010 5204.6 0 P 03
FAULT WRITE-UP: ACTION TAKEN:
TAIL WHEEL BEARING INSPECTION COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AQ704878 0.5 LG224891 2 0
H G 2 03 O 7
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 1 X 03 INFLTATED TIRE 120 PSI
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DEFLATED TAIL WHEEL AO704878 0.2 LG224891 0.4 (0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 2 X 03 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD TAIL WHEEL AXLE NUT & WASHER AO704878 0.2 HP884925 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 2 X 03 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD TAIL WHEEL AXLE NUT & WASHER AO704878 0.2 LG224891 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 3 X 03 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD TAIL WHEEL AXLE AO704878 0.2 HP884925 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 3 X 03 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD TAIL WHEEL AXLE AO704878 0.2 LG224891 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 4 X 03 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD TAILWHEEL AO704878 0.2 HP884925 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 4 X 03 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD TAILWHEEL AO704878 0.2 LG224891 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 5 X 03 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD 2EA TAIL WHEEL BEARINGS & SEALS AQ704878 0.2 LG224891 0.3 )




Page 237 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 12:16 PM 2002 X COMGEN 5204.6 01-Feb-2010 5204.6 0 P 06
FAULT WRITE-UP: ACTION TAKEN:
SECTION Il D/S FLEX COUPLING INSPECTION COMPLETED.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 2 LG224891 5 0
H G 2 06 O 10
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 1 X 06 CONNECTED TQ TO 360 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED SECTION Il FWD D/S FWD END JL888744 0.5 LG224891 1 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 2 X 06 REINSTALLED TQ TO 100 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SECTION Il D/S VISCOUS DAMPER MOUNT H/W JL888744 0.5 LG224891 1 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 3 X 06 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SECTION Il FWD D/S JL888744 0.5 LG224891 2 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
12-Jan-2010 4 X 06 REPLACED TQ TO 360 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SECTION Il FWD D/S FLEX COUPLING JL888744 0.2 LG224891 0.4 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 5 X 06 CONNECTED TQ TO 360 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED SECTION Il MIDDLE D/S FWD END JL888744 0.5 LG224891 1 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
12-Jan-2010 6 X 06 REINSTALLED TQ TO 100 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SECTION Il MIDDLE D/S VISCOUS DAMPER MOUNT H/W JL888744 0.5 LG224891 1 (0]




Page 238 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 7 X 06 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SECTION Il MIDDLE D/S JL888744 0.5 LG224891 2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 8 X 06 REPLACED TQ TO 360 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SECTION Il MIDDLE D/S FLEX COUPLING JL888744 0.2 LG224891 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 9 X 06 CONNECTED TQ TO 360 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED SECTION Il AFT D/S FWD END JL888744 0.5 LG224891 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 10 X 06 REINSTALLED TQ TO 100 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SECTION Il AFT D/S VISCOUS DAMPER MOUNT H/W JL888744 0.5 LG224891 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 11 X 06 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SECTION Il AFT D/S JL888744 0.5 LG224891 2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 12 X 06 REPLACED TQ TO 360 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SECTION Il AFT D/S FLEX COUPLING JL888744 0.2 LG224891 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 13 X 06 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SECTION 2 FWD VISCOUS DAMPER SERVICING SCREWS JL888744 0.2 LG224891 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 14 X 06 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD SECTION 2 MID VISCOUS DAMPER SERVICING SCREWS JL888744 0.2 LG224891 0.2 C




Report Date: 19-Aug-2015

Selection Range : 01-Jan-1980

CLOSED FAULT REPORT

MODEL: UH-60A
NEXT PHASE: 62728

Current Status A: X

Current Status E:

FOR: K08DD2
SERIAL NUMBER: 8223732
LAST MISSION:

Current Status O:

Page 239 of 3704
To 19-Aug-2015

HOURS:
12-Aug-2015

5999.5

Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 15 X 06 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SECTION 2 AFT VISCOUS DAMPER SERVICING SCREWS JL888744 0.2 LG224891 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 16 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD Y-FAIRING JL888744 0.3 LG224891 0.4 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 12:17 PM 2003 X COMGEN  5204.6 01-Feb-2010 5204.6 0 P 06
FAULT WRITE-UP: ACTION TAKEN:
SECTION Ill D/S FLEX COUPLING INSPECTION COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 1.5 LG224891 2 0
H G 2 06 O 10
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 1 X 06 CONNECTED TQ TO 360 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED SECTION 1l D/S FWD END JL888744 0.5 LG224891 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 2 X 06 CONNECTED TQ TO 360 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED SECTION 1l D/S AFT END JL888744 0.5 LG224891 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 3 X 06 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SECTION Il D/S JL888744 0.5 LG224891 2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 4 X 06 REPLACED TQ TO 360 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SECTION Il D/S FLEX COUPLINGS JL888744 1 LG224891 2 (0]




Page 240 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 12:18 PM 3001 X COMGEN  5204.6 03-Feb-2010 5204.6 0 S 02
FAULT WRITE-UP: ACTION TAKEN:
TAIL GEARBOX AFT FAIRING REMOVAL REINST
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.4 SP271566 1 0
H G 2 02 O 8
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 1 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED TAIL POSITION LIGHT WIRES JL888744 0.2 SP271566 3 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 2 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ANTI-COLLISION LIGHT ELECTRICAL CONNECTOR JL888744 0.2 SP271566 0.3 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 3 X 02 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD AFT T/R GEARBOX FAIRING JL888744 0.2 SP271566 0.2 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 12-Jan-2010 12:18 PM 3002 X COMGEN 5204.6 01-Feb-2010 5204.6 0 S 11C25
FAULT WRITE-UP: ACTION TAKEN:
RMVD T/R SERVO ASSY REINSTS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 1 SP271566 2.1 O
H G 2 11C25 0 10
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 1 X 11C25 SERVICED T/R GEARBOX
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DRAINED T/R GEARBOX JL888744 0.2 SP271566 0.3 (0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 2 X 11C25 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P609 FROM T/R SERVO PRESSURE SWITCH JL888744 0.2 SP271566 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 3 X 11C25 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P610 FROM T/R SERVO PRESSURE SWITCH JL888744 0.2 SP271566 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 4 X 11C25 RECONNECTED TQ HDWR TO 130 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 1ST STAGE T/R SERVO HYD QUICK DISCONNECTED JL888744 0.2 SP271566 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 5 X 11C25 RECONNECTED TQ HDWR TO 130 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 2ND STAGE T/R SERVO HYD QUICK DISCONNECT JL888744 0.2 SP271566 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 6 X 11C25 REPLACED TQ TO 105 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R SERVO MOUNT HARDWARE MM271369 1 SP271566 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 7 X 11C25 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R SERVO ASSY MM271369 1 SP271566 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 8 X 11C25 REINST TQ HDWR TO 60 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD T/R PITCH CHANGE SHAFT FROM T/R SERVO MM271369 1 SP271566 0.3 )




Page 242 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 12:19 PM 3003 X COMGEN  5204.6 01-Feb-2010 5204.6 0 C 05B02
FAULT WRITE-UP: ACTION TAKEN:
RMVD T/R BLADE BOOTS FOR INSPECTION INSPECTION COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.5 CD467904 1 F
H G 2 05B02 O 10
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 1 X 05B02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED T/R PADDLE BOOT TIE WRAP JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 2 X 05B02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE T/R PADDLE BOOT TIE WRAP JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 3 X 05B02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLACK T/R PADDLE BOOT TIE WRAP JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
12-Jan-2010 4 X 05B02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YELLOW T/R PADDLE BOOT TIE WRAP JL888744 0.2 CD467904 1 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 12:20 PM 3004 X COMGEN 5204.6 28-Jan-2010 5204.6 0 1 12E
FAULT WRITE-UP: ACTION TAKEN:
T/R DE-ICE BRUSH INSP COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 SP271566 0.4 0
H G 2 12E O -16
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 1 X 12E RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED T/R DE-ICE BRUSH ASSY ELECTRICAL CONNECTOR JL888744 0.2 SP271566 0.2 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 2 X 12E REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R DE-ICE BRUSH ASSY JL888744 0.2 SP271566 0.3 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 12-Jan-2010 12:21 PM 3005 X COMGEN 5204.6 04-Feb-2010 5204.6 0 1 02
FAULT WRITE-UP: ACTION TAKEN:
STABILATOR INSPECTION DUE COMPLTED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 1 SP271566 4.8 O
H G 2 02 0 7
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 1 X 02 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR 2EA PYLON FAIRINGS JL888744 0.2 SP271566 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 2 X 02 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PYLON CAMBERED FAIRING JL888744 0.2 SP271566 0.4 (0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 3 X 02 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOWER TAIL PYLON FAIRING JL888744 0.2 SP271566 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 4 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED STABILATOR 2EA BONDING JUMPERS JL888744 0.2 SP271566 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 5 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED STABILATOR 2EA ELECTRICAL CONNECTORS JL888744 0.2 SP271566 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 6 X 02 RECONNECTED TQ HDWR TO 21 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LIMIT SWITCH ACTUATOR ROD FROM STABILATOR JL888744 0.2 SP271566 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 7 X 02 REINST TQ TO 166 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR ACTUATOR TO STABILATOR MOUNT BOLT JL888744 0.2 SP271566 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 8 X 02 REINST TQ TO 640 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H STABILATOR MOUNT H/W JL888744 0.2 SP271566 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 9 X 02 REINST TQ TO 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H STABILATOR MOUNT H/W JL888744 0.2 SP271566 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 10 X 02 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD STABILATOR JL888744 0.3 SP271566 0.5 )




Report Date: 19-Aug-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732

NEXT PHASE: 62728

Current Status A: X Current Status E: -

Selection Range : 01-Jan-1980

LAST MISSION:
Current Status O:

Page 245 of 3704
To 19-Aug-2015

HOURS:
12-Aug-2015

5999.5

Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 11 X 02 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR 2EA HINGE FITTING ACCESS PANELS JL888744 0.2 SP271566 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 12 X 02 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR 2EA INSPECTION PANELS JL888744 0.2 SP271566 0.2 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 12:21 PM 3006 X COMGEN  5204.6 01-Feb-2010 5204.6 0 S 02
FAULT WRITE-UP: ACTION TAKEN:
STABILATOR ACTUATOR REMOVAL REINST
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.5 SP271566 1 O
H G 2 02 O 10
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 1 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED STABILATOR ACTUATOR BONDING JUMPER JL888744 0.2 SP271566 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 2 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED STABILATOR ACTUATOR ELECTRICAL CONNECTORS  JL888744 0.2 SP271566 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 3 X 02 REINST TQ TO 166 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR ACTUATOR UPPER MOUNT H/W JL888744 0.2 SP271566 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 4 X 02 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD STABILATOR ACTUATORS JL888744 0.2

SP271566 0.4 0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 12:22 PM 3007 X COMGEN 5204.6 16-Feb-2010 5204.6 0 1 06
FAULT WRITE-UP: ACTION TAKEN:
SECTION IV D/S FLEX COUPLING INSPECTION COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 1 SP271566 2 0
H G 2 06 O -5
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 1 X 06 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED PYLON D/S COVER ELECTRICAL CONNECTOR JL888744 0.2 SP271566 0.3 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 2 X 06 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PYLON D/S COVER JL888744 0.2 SP271566 0.3 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 3 X 06 RECONNECTED TQ HDWR TO 360 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED SECTION IV D/S LOWER END JL888744 0.2 SP271566 0.3 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
12-Jan-2010 4 X 06 RECONNECTED TQ HDWR TO 360 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED SECTION IV D/S UPPER END JL888744 0.2 SP271566 0.3 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 5 X 06 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SECTION IV D/S JL888744 0.2 SP271566 0.4 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
12-Jan-2010 6 X 06 REPLACED TQ TO 360 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SECTION IV D/S FLEX COUPLINGS JL888744 0.2 LG224891 0.4 C
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 12:23 PM 3008 X COMGEN 5204.6 16-Feb-2010 5204.6 0 1 11
FAULT WRITE-UP: ACTION TAKEN:
T/R QUADRANT INSPECTION COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 1 SP271566 1.2 0
H G 2 11 O -5
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 1 X 11 REMOVED BLOCKS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALLED SPRING CYLINDER LOCKOUT BLOCKS JL888744 0.2 MP689732 0.2 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 2 X 11 RECONNECTED TQ TO 60 IN LBS AND SAFETIED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 2EA T/R CONTROL CABLE QUICK DISCONNECTS JL888744 0.2 SP271566 0.4 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 3 X 11 RECONNECTED TQ 30 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 2EA SPRING CYLINDERS FROM SUPPORT JL888744 0.2 MP689732 0.5 (0]

DATE SEQNO STATUS wuc ACTION TAKEN

12-Jan-2010 4 X 11 RECONNCETED TQ HDWR TO 50 IN LBS AND 20 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED T/R SERVO CONTROL ROD AT SERVO JL888744 0.2 SP271566 0.2 0]
DATE SEQNO STATUS wuc ACTION TAKEN

12-Jan-2010 5 X 11 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED L/H CONTROL CABLE FROM QUADRANT JL888744 0.2 SP271566 0.2 0]
DATE SEQNO STATUS wuc ACTION TAKEN

12-Jan-2010 6 X 11 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED R/H CONTROL CABLE FROM QUADRANT JL888744 0.2 SP271566 0.2 0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 12:23 PM 3009 X COMGEN  5204.6 16-Feb-2010 5204.6 0 P 02
FAULT WRITE-UP: ACTION TAKEN:
T/R INBOARD RETENTION PLATE TQ CK COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 1 JN311500 2 0
H G 2 05 O -5
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 1 X 05 REINSTALLED, TQ TO 160
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED T/R PC ROD HARDWARE JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 2 X 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED T/R PC ROD JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 3 X 05 REINSTALLED, TQ TO 160
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE T/R PC ROD HARDWARE JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
12-Jan-2010 4 X 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE T/R PC ROD JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 5 X 05 REINSTALLED, TQ TO 160
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLACK T/R PC ROD HARDWARE JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
12-Jan-2010 6 X 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD BLACK T/R PC ROD

JL888744 0.2 JN311500 0.5 0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 7 X 05 REINSTALLED, TQ TO 160
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YELLOW T/R PC ROD HARDWARE JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 8 X 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YELLOW T/R PC ROD JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 9 X 05 REINST AND SAFETIED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PITCH BEAM RETAINING NUT HARDWARE JL888744 0.2 SP271566 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 10 X 05 REINST TQ TO 1050 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PITCH BEAM RETAINING NUT JL888744 0.2 SP271566 3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 11 X 05 REINST TQ TO 690 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RETENTION PLATE ATTACHING HARDWARE JL888744 0.2 SP271566 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 12 X 05 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD OUTBOARD RETENTION PLATE JL888744 0.2 SP271566 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 13 X 05 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD OUTBOARD T/R PADDLE JL888744 0.2 SP271566 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 14 X 05 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD INBOARD T/R PADDLE JL888744 0.2 SP271566 0.3 )
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Report Date: 19-Aug-2015

Selection Range : 01-Jan-1980 To 19-Aug-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 6272.8 LAST MISSION: 12-Aug-2015

Current Status A: X Current Status O:

Current Status E: -

Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 15 X 05 RESAFTIED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD INBOARD RETENTION PLATE NUT SAFETIES MM271369 1 SP271566 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 16 X 05 TIGHTENED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED INBOARD RETENTION PLATE JAMNUTS JL888744 0.2 SP271566 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 17 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK AND TOOL INVENTORY DUE AFTER COMPLETION OF 0 JN311500 0.5 (0]
MAINTENANCE
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 18 X 02 TIGHTENED, TQ TO 130
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED 8EA T/R P/C ROD JAMNUTS JL888744 0.2 JN311500 1 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 12:24 PM 3010 X COMGEN 5204.6 27-Jan-2010 5204.6 0 1 05
FAULT WRITE-UP: ACTION TAKEN:
RETENTION PLATE NYLON SHIM INSPECTION COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 SP271566 0.3 0
H G 2 05 (¢} -15
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 1 X 05 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD OUTBOARD RETENTION PLATE NYLON SHIMS JL888744 0.2 SP271566 0.2 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
12-Jan-2010 2 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD INBOARD RETENTION PLATE NYLON SHIMS MM271369 1 SP271566 0.2 (0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 12:25PM 3011 X COMGEN 5204.6 28-Jan-2010 5204.6 0 A 05
FAULT WRITE-UP: ACTION TAKEN:
RMVD OUTBOARD RETENTION PLATE SEAL REPLACED SEAL
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 SP271566 0.2 0
H G 2 05 O -16
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 12-Jan-2010 11:07 AM 4001 X COMGEN 5204.6 26-Jan-2010 5204.6 0 P 1"
FAULT WRITE-UP: ACTION TAKEN:
TQ SHAFT INSP DUE INSP COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.4 MC821823 2.5 O
H G 2 1" 0 -14
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 1 X 11B RECONNECTED TQ TO 50 IN LBS AND COTTERPINNED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H OVERHEAD COLL CONTROL ROD AT TQ SHAFT JL888744 0.2 MC821823 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 2 X 11B RECONNECTED TQ TO 50 IN LBS AND COTTERPINNED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H OVERHEAD COLL CONTROL ROD AT TQ SHAFT JL888744 0.2 MC821823 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 3 X 1A RECONNECTED TQ TO 50 IN LBS AND COTTERPINNED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H OVERHEAD PITCH CONTROL ROD AT TQ SHAFT JL888744 0.2 MC821823 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 4 X 1A RECONNECTED TQ TO 50 IN LBS AND COTTERPINNED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD R/H OVERHEAD PITCH CONTROL ROD AT TQ SHAFT

JL888744 0.2 MC821823 0.3 )




Report Date: 19-Aug-2015

Page 252 of 3704

Selection Range : 01-Jan-1980 To 19-Aug-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223732

MODEL: UH-60A
NEXT PHASE: 62728

Current Status A: X Current Status E: -

LAST MISSION: 12-Aug-2015

Current Status O:

Current Status W:

HOURS: 5999.5

DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 5 X 1A RECONNECTED TQ TO 50 IN LBS AND COTTERPINNED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD L/H OVERHEAD LATERAL CONTROL ROD AT TQ SHAFT JL888744 0.2 MC821823 0.1 )
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 6 X 1A RECONNECTED TQ TO 50 IN LBS AND COTTERPINNED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD R/H OVERHEAD LATERAL CONTROL ROD AT TQ SHAFT JL888744 0.2 MC821823 0.2 )
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 7 X 11C RECONNECTED TQ TO 50 IN LBS AND COTTERPINNED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD L/H OVERHEAD YAW CONTROL ROD AT TQ SHAFT JL888744 0.2 MC821823 0.2 )
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 8 X 11C RECONNECTED TQ TO 50 IN LBS AND COTTERPINNED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD R/H OVERHEAD YAW CONTROL ROD AT TQ SHAFT JL888744 0.2 MC821823 0.2 )
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 9 X 11B RECONNECTED FWD END TQ AND COTTERPINNED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD COLL BOOST SVO I/P CONTROL ROD AFT HARDWARE JL888744 0.2 MC821823 0.2 )
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 10 X 1A RECONNECTED FWD END TQ AND COTTERPINNED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD PITCH TRIM ASSY I/P CONTROL ROD AFT HARDWARE JL888744 0.2 MC821823 0.2 )
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 11 X 1A RECONNECTED FWD END TQ AND COTTERPINNED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD ROLL SVO I/P CONTROL ROD AFT HARDWARE JL888744 0.2 MC821823 0.2 )

DATE SEQ NO STATUS wuc
12-Jan-2010 12 X 11C

FAULT WRITE-UP:
RMVD YAW BOOST SVO I/P CONTROL ROD AFT HARDWARE

ACTION TAKEN

DUPLICATE ENTERY SEE ENTRY ON YAW BOOST SERVO REMOVAL

TIPID TI_MMH PID MMH
JL888744 0.1 MC821823 0.2

TYPE
0]




Page 253 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 11:08 AM 4002 X COMGEN 5204.6 15-Jan-2010 5204.6 0 A 07B13
FAULT WRITE-UP: ACTION TAKEN:
RMVD HYD HANDPUMP FILTER REPLACED FILTER AND PACKINGS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.2 MC821823 0.4 0
H G 2 07B13 O -3
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 12-Jan-2010 11:08 AM 4003 X COMGEN 5204.6 26-Jan-2010 5204.6 0 L 06A17
FAULT WRITE-UP: ACTION TAKEN:
RMVD MAIN MODULE OIL BREATHER CLEANED & REINSTALLED BREATHER
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 MP689732 2.5 O
H G 2 06A 0 -14
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 11:09 AM 4004 X COMGEN  5204.6 03-Feb-2010 5204.6 0 P 02
FAULT WRITE-UP: ACTION TAKEN:
INSPECT ACCESSORY MODULE OIL RETURN SCREENS INSP COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.4 SP271566 14 0
H G 2 06A11 O 8
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 1 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD MAIN MODULE FWD WRAPAROUND FAIRING JL888744 0.4 MC821823 14 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 1 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD MAIN MODULE FWD WRAPAROUND FAIRING JL888744 0.4 MC821823 14 (0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 1 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD MAIN MODULE FWD WRAPAROUND FAIRING JL888744 0.4 SP271566 14 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 1 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD MAIN MODULE FWD WRAPAROUND FAIRING JL888744 0.4 SP271566 14 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 2 X 06A11 REINSTALLED TUBE AND LOCKRING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H ACCESSORY MOD UPPER OIL RETURN TUBE AO704878 0.2 MC821823 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 2 X 06A11 REINSTALLED TUBE AND LOCKRING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H ACCESSORY MOD UPPER OIL RETURN TUBE AO704878 0.2 MC821823 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 3 X 06A11 REPLACED SCREEN AND PACKING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H ACCESSORY MOD UPPER OIL RETURN SCREEN AO704878 0.2 MC821823 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 3 X 06A11 REPLACED SCREEN AND PACKING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H ACCESSORY MOD UPPER OIL RETURN SCREEN AO704878 0.2 MC821823 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 4 X 06A11 REINSTALLED TUBE AND LOCK RING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H ACCESSORY MOD LOWER OIL RETURN TUBE AO704878 0.2 MC821823 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 4 X 06A11 REINSTALLED TUBE AND LOCK RING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD L/H ACCESSORY MOD LOWER OIL RETURN TUBE AQ704878 0.2 MC821823 0.2 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 5 X 06A11 REPLACED SCREEN AND PACKING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H ACCESSORY MOD LOWER OIL RETURN SCREEN AO704878 0.2 MC821823 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 5 X 06A11 REPLACED SCREEN AND PACKING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H ACCESSORY MOD LOWER OIL RETURN SCREEN AO704878 0.2 MC821823 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 6 X 06A11 REINSTALLED TUBE AND LOCK RING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H ACCESSORY MOD UPPER OIL RETURN TUBE AO704878 0.2 MC821823 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 6 X 06A11 REINSTALLED TUBE AND LOCK RING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H ACCESSORY MOD UPPER OIL RETURN TUBE AO704878 0.2 MC821823 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 7 X 06A11 REPLACED SCREEN AND PACKING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H ACCESSORY MOD UPPER OIL RETURN SCREEN AO704878 0.2 MC821823 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 7 X 06A11 REPLACED SCREEN AND PACKING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H ACCESSORY MOD UPPER OIL RETURN SCREEN AO704878 0.2 MC821823 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 8 X 06A11 REINSTALLED TUBE AND LOCK RING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H ACCESSORY MOD LOWER OIL RETURN TUBE AO704878 0.2 MC821823 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 8 X 06A11 REINSTALLED TUBE AND LOCK RING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD R/H ACCESSORY MOD LOWER OIL RETURN TUBE AQ704878 0.2 MC821823 0.2 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 9 X 06A11 REPLACED SCREEN AND PACKING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H ACCESSORY MOD LOWER OIL RETURN SCREEN AO704878 0.2 MC821823 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 9 X 06A11 REPLACED SCREEN AND PACKING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H ACCESSORY MOD LOWER OIL RETURN SCREEN AO704878 0.2 MC821823 0.2 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 11:09 AM 4005 X COMGEN  5204.6 17-Feb-2010 5204.6 0 G 04A01G
FAULT WRITE-UP: ACTION TAKEN:
ENGINE OUTPUT SHAFT INSPECTION INSPECTION COMPLETED.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RD562816 0.3 RB627670 10 F
H G 2 04A01G O -6
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

12-Jan-2010 1 X 04A RECONNECTED FUEL HOSE. TQ'D TO 500" LBS.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #1 ENGINE FUEL HOSE AT PUMP ELBOW JL888744 0.2 ML787461 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN

12-Jan-2010 1 X 04A RECONNECTED FUEL HOSE. TQ'D TO 500" LBS.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #1 ENGINE FUEL HOSE AT PUMP ELBOW JL888744 0.2 ML787461 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN

12-Jan-2010 1 X 04A RECONNECTED FUEL HOSE. TQ'D TO 500" LBS.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #1 ENGINE FUEL HOSE AT PUMP ELBOW JL888744 0.2 ML787461 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN

12-Jan-2010 2 X 04A RECONNECTED.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #1 ENGINE COMBUSTION DRAIN LINE AT DECK JL888744 0.2 ML787461 0.3 F




Page 257 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 2 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENGINE COMBUSTION DRAIN LINE AT DECK JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 2 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENGINE COMBUSTION DRAIN LINE AT DECK JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 3 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENGINE MANIFOLD DRAIN LINE AT DECK JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 3 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENGINE MANIFOLD DRAIN LINE AT DECK JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 3 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENGINE MANIFOLD DRAIN LINE AT DECK JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 4 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENGINE P815 CONNECTOR AT FIREWALL JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 4 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENGINE P815 CONNECTOR AT FIREWALL JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 4 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #1 ENGINE P815 CONNECTOR AT FIREWALL JL888744 0.2 RB627670 0.3 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 5 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENGINE P825 CONNECTOR AT FIREWALL JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 5 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENGINE P825 CONNECTOR AT FIREWALL JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 5 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENGINE P825 CONNECTOR AT FIREWALL JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 6 X 04A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENGINE P/A ROTARY INPUT FROM HMU JL888744 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 6 X 04A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENGINE P/A ROTARY INPUT FROM HMU JL888744 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 6 X 04A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENGINE P/A ROTARY INPUT FROM HMU JL888744 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 7 X 04A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENGINE L/D ROTARY INPUT FROM HMU JL888744 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 7 X 04A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #1 ENGINE L/D ROTARY INPUT FROM HMU JL888744 0.2 MP689732 0.5 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 7 X 04A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENGINE L/D ROTARY INPUT FROM HMU JL888744 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 8 X 04A RECONNECTED. TQ'D CLAMPS TO 35" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE STARTER BLEED AIR TUBE JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 8 X 04A RECONNECTED. TQ'D CLAMPS TO 35" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE STARTER BLEED AIR TUBE JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 8 X 04A RECONNECTED. TQ'D CLAMPS TO 35" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE STARTER BLEED AIR TUBE JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 9 X 04A RECONNECTED. TQ'D CLAMPS TO 35" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENGINE CROSS BLEED AIR TUBE AT FIREWALL JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 9 X 04A RECONNECTED. TQ'D CLAMPS TO 35" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENGINE CROSS BLEED AIR TUBE AT FIREWALL JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 9 X 04A RECONNECTED. TQ'D CLAMPS TO 35" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENGINE CROSS BLEED AIR TUBE AT FIREWALL JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 10 X 04A REINSTALLED. TQ'D CLAMP TO 70" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENGINE IPS BLOWER DUCT CLAMP JL888744 0.2 ML787461 0.3 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 10 X 04A REINSTALLED. TQ'D CLAMP TO 70" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE IPS BLOWER DUCT CLAMP JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 10 X 04A REINSTALLED. TQ'D CLAMP TO 70" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE IPS BLOWER DUCT CLAMP JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 11 X 04A REINSTALLED DUCT.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE IPS BLOWER DUCT JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 11 X 04A REINSTALLED DUCT.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE IPS BLOWER DUCT JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 11 X 04A REINSTALLED DUCT.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE IPS BLOWER DUCT JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 12 X 04A RECONNECTED. TQ'D CLAMP TO 40" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE DESWIRL DUCT CLAMP JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 12 X 04A RECONNECTED. TQ'D CLAMP TO 40" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE DESWIRL DUCT CLAMP JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 12 X 04A RECONNECTED. TQ'D CLAMP TO 40" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENGINE DESWIRL DUCT CLAMP JL888744 0.2 RB627670 0.3 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015

CLOSED FAULT REPORT
FOR: K08DD2
SERIAL NUMBER: 8223732 HOURS: 5999.5
LAST MISSION: 12-Aug-2015

MODEL: UH-60A
NEXT PHASE: 62728

Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 13 X 04A REINSTALLED H/W. TQ'D TO 180" LBS.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENGINE FWD SUPPORT TUBE H/W JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 13 X 04A REINSTALLED H/W. TQ'D TO 180" LBS.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENGINE FWD SUPPORT TUBE H/W JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 13 X 04A REINSTALLED H/W. TQ'D TO 180" LBS.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENGINE FWD SUPPORT TUBE H/W JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 14 X 04A REPLACED H/W. TQ'D TO 140" LBS.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENGINE OUTPUT SHAFT TO INPUT FLANGE H/W JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 14 X 04A REPLACED H/W. TQ'D TO 140" LBS.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENGINE OUTPUT SHAFT TO INPUT FLANGE H/W JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 14 X 04A REPLACED H/W. TQ'D TO 140" LBS.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENGINE OUTPUT SHAFT TO INPUT FLANGE H/W JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 15 X 04A REPLACED H/W. TQ'D TO 180" LBS.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENGINE TO OUTER MOUNT STRUT H/W JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 15 X 04A REPLACED H/W. TQ'D TO 180" LBS.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENGINE TO OUTER MOUNT STRUT H/W JL888744 0.2 RB627670 0.3 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 15 X 04A REPLACED H/W. TQ'D TO 180" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE TO OUTER MOUNT STRUT H/W JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 16 X 04A REPLACED H/W. TQ'D TO 180" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE TO INNER MOUNT STRUT H/W JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 16 X 04A REPLACED H/W. TQ'D TO 180" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE TO INNER MOUNT STRUT H/W JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 16 X 04A REPLACED H/W. TQ'D TO 180" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE TO INNER MOUNT STRUT H/W JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 17 X 04A REINSTALLED CENTER LINKS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE CENTER MOUNT LINKS TO ENGINE DECK H/W JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 17 X 04A REINSTALLED CENTER LINKS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE CENTER MOUNT LINKS TO ENGINE DECK H/W JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 17 X 04A REINSTALLED CENTER LINKS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE CENTER MOUNT LINKS TO ENGINE DECK H/W JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 18 X 04A REINSTALLED #1 ENGINE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENGINE JL888744 1 ML787461 2 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 18 X 04A REINSTALLED #1 ENGINE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE JL888744 1 ML787461 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 18 X 04A REINSTALLED #1 ENGINE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE JL888744 1 ML787461 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 18 X 04A REINSTALLED #1 ENGINE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE JL888744 1 RB627670 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 18 X 04A REINSTALLED #1 ENGINE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE JL888744 1 RB627670 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 18 X 04A REINSTALLED #1 ENGINE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE JL888744 1 RB627670 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 19 X 04A REINSTALLED LINKS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE CENTER MOUNT LINKS JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 19 X 04A REINSTALLED LINKS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE CENTER MOUNT LINKS JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 19 X 04A REINSTALLED LINKS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENGINE CENTER MOUNT LINKS JL888744 0.2 ML787461 0.3 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 20 X 04A REPLACED OUTPUT SHAFT. INSTALLED S/N: A275-02228.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE OUTPUT SHAFT JL888744 0.2 RB627670 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 20 X 04A REPLACED OUTPUT SHAFT. INSTALLED S/N: A275-02228.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE OUTPUT SHAFT JL888744 0.2 RB627670 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 20 X 04A REPLACED OUTPUT SHAFT. INSTALLED S/N: A275-02228.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE OUTPUT SHAFT JL888744 0.2 RB627670 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 21 X 04A REPLACED PACKINGS. JL SIGHTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE OUTPUT SHAFT PACKINGS JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 21 X 04A REPLACED PACKINGS. JL SIGHTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE OUTPUT SHAFT PACKINGS JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 21 X 04A REPLACED PACKINGS. JL SIGHTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE OUTPUT SHAFT PACKINGS JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 22 X 04A REINSTALLED. TQ'D BOLTS TO 115" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE FWD SUPPORT TUBE FROM ENGINE JL888744 0.2 ML787461 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 22 X 04A REINSTALLED. TQ'D BOLTS TO 115" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENGINE FWD SUPPORT TUBE FROM ENGINE JL888744 0.2 ML787461 1 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 22 X 04A REINSTALLED. TQ'D BOLTS TO 115" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE FWD SUPPORT TUBE FROM ENGINE JL888744 0.2 ML787461 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 23 X 04A REPLACED PACKING. JL SIGHTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE FWD SUPPORT TUBE PACKING JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 23 X 04A REPLACED PACKING. JL SIGHTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE FWD SUPPORT TUBE PACKING JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 23 X 04A REPLACED PACKING. JL SIGHTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE FWD SUPPORT TUBE PACKING JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 24 X 04A RECONNECTED. TQ'D TO 500" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENGINE FUEL HOSE AT PUMP ELBOW JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 24 X 04A RECONNECTED. TQ'D TO 500" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENGINE FUEL HOSE AT PUMP ELBOW JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 24 X 04A RECONNECTED. TQ'D TO 500" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENGINE FUEL HOSE AT PUMP ELBOW JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 25 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #2 ENGINE COMBUSTION DRAIN LINE AT DECK JL888744 0.2 ML787461 0.3 F




Page 266 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 25 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENGINE COMBUSTION DRAIN LINE AT DECK JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 25 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENGINE COMBUSTION DRAIN LINE AT DECK JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 26 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENGINE MANIFOLD DRAIN LINE AT DECK JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 26 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENGINE MANIFOLD DRAIN LINE AT DECK JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 26 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENGINE MANIFOLD DRAIN LINE AT DECK JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 27 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENGINE P814 CONNECTOR AT FIREWALL JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 27 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENGINE P814 CONNECTOR AT FIREWALL JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 27 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #2 ENGINE P814 CONNECTOR AT FIREWALL JL888744 0.2 ML787461 0.3 F




Page 267 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 28 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENGINE P824 CONNECTOR AT FIREWALL JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 28 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENGINE P824 CONNECTOR AT FIREWALL JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 28 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENGINE P824 CONNECTOR AT FIREWALL JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 29 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENGINE P/A ROTARY INPUT FROM HMU JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 29 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENGINE P/A ROTARY INPUT FROM HMU JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 29 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENGINE P/A ROTARY INPUT FROM HMU JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 30 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENGINE L/D ROTARY INPUT FROM HMU JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 30 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #2 ENGINE L/D ROTARY INPUT FROM HMU JL888744 0.2 ML787461 0.3 F




Page 268 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 30 X 04A RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENGINE L/D ROTARY INPUT FROM HMU JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 31 X 04A REINSTALLED. TQ'D CLAMP TO 35" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE STARTER BLEED AIR TUBE JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 31 X 04A REINSTALLED. TQ'D CLAMP TO 35" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE STARTER BLEED AIR TUBE JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 31 X 04A REINSTALLED. TQ'D CLAMP TO 35" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE STARTER BLEED AIR TUBE JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 32 X 04A RECONNECTED. TQ'D CLAMPS TO 35" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENGINE CROSS BLEED AIR TUBE AT FIREWALL JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 32 X 04A RECONNECTED. TQ'D CLAMPS TO 35" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENGINE CROSS BLEED AIR TUBE AT FIREWALL JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 32 X 04A RECONNECTED. TQ'D CLAMPS TO 35" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENGINE CROSS BLEED AIR TUBE AT FIREWALL JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 33 X 04A REINSTALLED. TQ'D CLAMP TO 70" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENGINE IPS BLOWER DUCT CLAMP JL888744 0.2 ML787461 0.3 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 33 X 04A REINSTALLED. TQ'D CLAMP TO 70" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE IPS BLOWER DUCT CLAMP JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 33 X 04A REINSTALLED. TQ'D CLAMP TO 70" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE IPS BLOWER DUCT CLAMP JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 34 X 04A REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE IPS BLOWER DUCT JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 34 X 04A REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE IPS BLOWER DUCT JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 34 X 04A REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE IPS BLOWER DUCT JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 35 X 04A REINSTALLED. TQ'D TO 40" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE DESWIRL DUCT CLAMP JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 35 X 04A REINSTALLED. TQ'D TO 40" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE DESWIRL DUCT CLAMP JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 35 X 04A REINSTALLED. TQ'D TO 40" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENGINE DESWIRL DUCT CLAMP JL888744 0.2 ML787461 0.3 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 36 X 04A REINSTALLED. TQ'D TO 190" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE FWD SUPPORT TUBE H/W JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 36 X 04A REINSTALLED. TQ'D TO 190" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE FWD SUPPORT TUBE H/W JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 36 X 04A REINSTALLED. TQ'D TO 190" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE FWD SUPPORT TUBE H/W JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 37 X 04A REPLACED HARDWARE. TQ'D TO 140" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE OUTPUT SHAFT TO INPUT FLANGE H/W JL888744 0.2 TW920222 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 37 X 04A REPLACED HARDWARE. TQ'D TO 140" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE OUTPUT SHAFT TO INPUT FLANGE H/W JL888744 0.2 TW920222 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 37 X 04A REPLACED HARDWARE. TQ'D TO 140" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE OUTPUT SHAFT TO INPUT FLANGE H/W JL888744 0.2 TW920222 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 38 X 04A REPLACED HARDWARE. TQ'D TO 180" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE TO OUTER MOUNT STRUT H/W JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 38 X 04A REPLACED HARDWARE. TQ'D TO 180" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENGINE TO OUTER MOUNT STRUT H/W JL888744 0.2 ML787461 0.3 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 38 X 04A REPLACED HARDWARE. TQ'D TO 180" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE TO OUTER MOUNT STRUT H/W JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 39 X 04A REPLACED HARDWARE. TQ'D TO 180" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE TO INNER MOUNT STRUT H/W JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 39 X 04A REPLACED HARDWARE. TQ'D TO 180" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE TO INNER MOUNT STRUT H/W JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 39 X 04A REPLACED HARDWARE. TQ'D TO 180" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE TO INNER MOUNT STRUT H/W JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 40 X 04A REINSTALLED LINKS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE CENTER MOUNT LINKS TO ENGINE DECK H/W JL888744 0.2 ML787461 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 40 X 04A REINSTALLED LINKS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE CENTER MOUNT LINKS TO ENGINE DECK H/W JL888744 0.2 ML787461 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 40 X 04A REINSTALLED LINKS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE CENTER MOUNT LINKS TO ENGINE DECK H/W JL888744 0.2 ML787461 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 41 X 04A REINSTALLED #2 ENGINE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENGINE JL888744 0.5 ML787461 1 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 41 X 04A REINSTALLED #2 ENGINE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE JL888744 0.5 ML787461 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 41 X 04A REINSTALLED #2 ENGINE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE JL888744 0.5 ML787461 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 41 X 04A REINSTALLED #2 ENGINE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE JL888744 0.5 TW920222 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 41 X 04A REINSTALLED #2 ENGINE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE JL888744 0.5 TW920222 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 41 X 04A REINSTALLED #2 ENGINE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE JL888744 0.5 TW920222 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 42 X 04A REINSTALLED LINKS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE CENTER MOUNT LINKS JL888744 0.2 ML787461 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 42 X 04A REINSTALLED LINKS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE CENTER MOUNT LINKS JL888744 0.2 ML787461 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 42 X 04A REINSTALLED LINKS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENGINE CENTER MOUNT LINKS JL888744 0.2 ML787461 0.5 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 43 X 04A REINSTALLED OUTPUT SHAFT.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE OUTPUT SHAFT JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 43 X 04A REINSTALLED OUTPUT SHAFT.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE OUTPUT SHAFT JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 43 X 04A REINSTALLED OUTPUT SHAFT.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE OUTPUT SHAFT JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 44 X 04A REPLACED PACKINGS. RD SIGHTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE OUTPUT SHAFT PACKINGS RD562816 0.3 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 44 X 04A REPLACED PACKINGS. RD SIGHTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE OUTPUT SHAFT PACKINGS RD562816 0.3 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 44 X 04A REPLACED PACKINGS. RD SIGHTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE OUTPUT SHAFT PACKINGS RD562816 0.3 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 45 X 04A REINSTALLED. TQ'D BOLTS TO 115" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE FWD SUPPORT TUBE FROM ENGINE JL888744 0.2 ML787461 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 45 X 04A REINSTALLED. TQ'D BOLTS TO 115" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 ENGINE FWD SUPPORT TUBE FROM ENGINE JL888744 0.2 ML787461 1 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 45 X 04A REINSTALLED. TQ'D BOLTS TO 115" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE FWD SUPPORT TUBE FROM ENGINE JL888744 0.2 ML787461 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 46 X 04A REPLACED PACKING. JL SIGHTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE FWD SUPPORT TUBE PACKING JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 46 X 04A REPLACED PACKING. JL SIGHTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE FWD SUPPORT TUBE PACKING JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 46 X 04A REPLACED PACKING. JL SIGHTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE FWD SUPPORT TUBE PACKING JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 47 - 04A COMPLETED PASSED; 0.014 IN PLAY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#1 INPUT MOD INPUT PINION AXIAL CK DUE 0 MP689732 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 47 - 04A COMPLETED PASSED; 0.014 IN PLAY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#1 INPUT MOD INPUT PINION AXIAL CK DUE 0 MP689732 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 47 - 04A COMPLETED PASSED; 0.014 IN PLAY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#1 INPUT MOD INPUT PINION AXIAL CK DUE 0 MP689732 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 48 - 04A COMPLETED PASSED; 0.016 IN OF PLAY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

#2 INPUT MOD INPUT PINION AXIAL CK DUE 0 MP689732 0.2 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 48 - 04A COMPLETED PASSED; 0.016 IN OF PLAY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#2 INPUT MOD INPUT PINION AXIAL CK DUE 0 MP689732 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 48 - 04A COMPLETED PASSED; 0.016 IN OF PLAY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#2 INPUT MOD INPUT PINION AXIAL CK DUE 0 MP689732 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 49 - 06E COMPLETED PASSED; TQ 650 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#1 GIMBAL DRAG TQ CK DUE 0 MP689732 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 49 - 06E COMPLETED PASSED; TQ 650 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#1 GIMBAL DRAG TQ CK DUE 0 MP689732 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 49 - 06E COMPLETED PASSED; TQ 650 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#1 GIMBAL DRAG TQ CK DUE 0 MP689732 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 50 - 06E COMPLETED PASSED; TQ 650 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#2 GIMBAL DRAG TQ CK DUE 0 MP689732 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 50 - 06E COMPLETED PASSED; TQ 650 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#2 GIMBAL DRAG TQ CK DUE 0 MP689732 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 50 - 06E COMPLETED PASSED; TQ 650 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

#2 GIMBAL DRAG TQ CK DUE 0 MP689732 0.2 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 11:10 AM 4006 X COMGEN  5204.6 03-Feb-2010 5204.6 0 L 05A03C
FAULT WRITE-UP: ACTION TAKEN:
M/R PC ROD REMOVAL REINSTALLED PC RODS 4 EA
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.5 MP689732 0.1 0
H G 2 05A03C O 8
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 1 X 05A03C INSTALLED HDWR UPPER TQ 1350 IN LBS & LOWER 580 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED M/R PC ROD ATTACHING HARDWARE JL888744 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 2 X 05A03C REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED M/R PC ROD JL888744 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 3 X 05A03C INSTALLED HDWR UPPER TQ 1350 IN LBS & LOWER 580 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE M/R PC ROD ATTACHING HARDWARE JL888744 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
12-Jan-2010 4 X 05A03C REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE M/R PC ROD JL888744 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 5 X 05A03C INSTALLED HDWR UPPER TQ 1350 IN LBS & LOWER 580 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLACK M/R PC ROD ATTACHING HARDWARE JL888744 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
12-Jan-2010 6 X 05A03C REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLACK M/R PC ROD JL888744 0.2 MP689732 0.5 (0]




Page 277 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 7 X 05A03C INSTALLED HDWR UPPER TQ 1350 IN LBS & LOWER 580 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YELLOW M/R PC ROD ATTACHING HARDWARE JL888744 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 8 X 05A03C REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YELLOW M/R PC ROD JL888744 0.2 MP689732 0.5 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 11:11 AM 4007 X COMGEN  5204.6 03-Feb-2010 5204.6 0 C 05A01I
FAULT WRITE-UP: ACTION TAKEN:
M/R SPINDLE REMOVAL REINSTALLED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.5 EB133301 4 F
H G 2 05A01I O 8
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

12-Jan-2010 1 X 05A01F REPLACED & REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD RED M/R DROOP STOP MOUNT H/W JL888744 0.2 EB133301 1 F
DATE SEQNO STATUS wuc ACTION TAKEN

12-Jan-2010 2 X 05A01F REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD RED M/R DROOP STOP JL888744 0.2 EB133301 1 F
DATE SEQNO STATUS wuc ACTION TAKEN

12-Jan-2010 3 X 05A01E REPLACED TQ 190 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD RED ANTI-FLAP STOP H/W JL888744 0.2 EB133301 1 F
DATE SEQNO STATUS wuc ACTION TAKEN

12-Jan-2010 4 X 05A01E REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD RED ANTI-FLAP STOP JL888744 0.2 EB133301 1 F




Page 278 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 62728

Current Status A: X

SERIAL NUMBER: 8223732

Current Status E:

LAST MISSION:

Current Status O:

HOURS:
12-Aug-2015

Current Status W:

5999.5

DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 5 X 05A01I REPLACED TQ 1000 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD RED M/R SPINDLE MOUNT H/W JL888744 0.2 EB133301 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 6 X 05A01I REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD RED M/R SPINDLE JL888744 0.2 EB133301 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 7 X 05A01F REPLACED & REINSTALLED REPLACED & REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD BLUE M/R DROOP STOP MOUNT H/W JL888744 0.2 EB133301 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 8 X 05A01F REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD BLUE M/R DROOP STOP JL888744 0.2 EB133301 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 9 X 05A01E REPLACED TQ 190 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD BLUE ANTI-FLAP STOP MOUNT H/W JL888744 0.2 EB133301 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 10 X 05A01E REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD BLUE ANTI-FLAP STOP JL888744 0.2 EB133301 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 11 X 05A01I REPLACED TQ 1000IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD BLUE M/R SPINDLE MOUNT H/W JL888744 0.2 EB133301 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 12 X 05A01I REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD BLUE M/R SPINDLE JL888744 0.2 EB133301 1 F




Page 279 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 13 X 05A01F REPLACED & REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLACK DROOP STOP MOUNT H/W JL888744 0.2 EB133301 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 14 X 05A01F REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLACK M/R DROOP STOP JL888744 0.2 EB133301 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 15 X 05A01E REPLACED TQ 190 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLACK ANTI-FLAP STOP MOUNT H/W JL888744 0.2 EB133301 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 16 X 05A01E REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLACK ANTI-FLAP STOP JL888744 0.2 EB133301 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 17 X 05A011 REPLACED TQ 1000 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLACK M/R SPINDLE MOUNT H/W JL888744 0.2 EB133301 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 18 X 05A011 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLACK M/R SPINDLE JL888744 0.2 EB133301 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 19 X 05A01F REPLACED & REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YELLOW M/R DROOP STOP MOUNT H/W JL888744 0.2 EB133301 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 20 X 05A01F REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD YELLOW M/R DROOP STOP JL888744 0.2 EB133301 1 F




Page 280 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 62728

Current Status A: X

Current Status E:

SERIAL NUMBER: 8223732
LAST MISSION:

Current Status O:

HOURS:
12-Aug-2015

Current Status W:

5999.5

DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 21 X 05A01F REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD YELLOW M/R DROOP STOP JL888744 0.2 EB133301 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 22 X 05A01E REPLACED TQ 190 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD YELLOW ANTI-FLAP STOP MOUNT H/W JL888744 0.2 EB133301 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 23 X 05A01E REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD YELLOW ANTI-FLAP STOP JL888744 0.2 EB133301 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 24 X 05A01I REPLACED TQ 1000 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD YELLOW M/R SPINDLE MOUNT H/W JL888744 0.2 EB133301 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 25 X 05A01I REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD YELLOW M/R SPINDLE JL888744 0.2 EB133301 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 26 - 05A01A INSPECTION COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

M/R HUB RED SPINDLE INSERT TQ CK DUE 0 CD467904 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 27 - 05A01A INSPECTION COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

M/R HUB BLUE SPINDLE INSERT TQ CK DUE 0 CD467904 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 28 - 05A01A INSPECTION COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

M/R HUB BLACK SPINDLE INSERT TQ CK DUE 0 CD467904 1 F




Page 281 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 29 - 05A01A INSPECTION COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
M/R HUB YELLOW SPINDLE INSERT TQ CK DUE 0 CD467904 1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 11:11 AM 4008 X COMGEN  5204.6 01-Feb-2010 5204.6 0 C 05A01I
FAULT WRITE-UP: ACTION TAKEN:
M/R SPINDLE DISSASSEMBLY REASSEMBLE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 2 CD467904 4 F
H G 2 05A01I 0 10
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

12-Jan-2010 1 X 05A011 REPLACED TQ 120 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD RED SPINDLE NUT MOUNT H/W JL888744 0.2 CDA467904 1 F
DATE SEQNO STATUS wucC ACTION TAKEN

12-Jan-2010 2 X 05A011 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD RED SPINDLE NUT JL888744 0.2 CDA467904 1 F
DATE SEQNO STATUS wuc ACTION TAKEN

12-Jan-2010 3 X 05A011 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD RED ELASTOMERIC BEARING FROM SPINDLE JL888744 0.2 CDA467904 1 F
DATE SEQNO STATUS wuc ACTION TAKEN

12-Jan-2010 4 X 05A011 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD RED SET SCREW FROM DROOP STOP SUPPORT RING JL888744 0.2 CDA467904 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN

12-Jan-2010 5 X 05A01I REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD RED DROOP STOP SUPPORT RING JL888744 0.2 CDA467904 1 F




Page 282 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 6 X 05A011 REPLACED TQ 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED THRUST BEARING TO SPHERICAL BEARING MOUNT H/W JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 7 X 05A011 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED THRUST BEARING FORM SPHERICAL BEARING JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 8 X 05A011 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED SLEEVE BEARING FROM SPHERICAL BEARING JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 9 X 05A011 REPLACED TQ 120 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE SPINDLE NUT MOUNT H/W JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 10 X 05A011 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE SPINDLE NUT JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 11 X 05A011 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE ELASTOMERIC BEARING FROM SPINDLE JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 12 X 05A011 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE SET SCREW FROM DROOP STOP SUPPORT RING JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 13 X 05A011 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD BLUE DROOP STOP SUPPORT RING JL888744 0.2 CD467904 1 F




Page 283 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 14 X 05A011 REPLACED TQ 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE THRUST BEARING TO SPHERICAL BEARING MOUNT H/W JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 15 X 05A011 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE THRUST BEARING FROM SPHERICAL BEARING JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 16 X 05A011 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE SLEEVE BEARING FROM SPHERICAL BEARING JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 17 X 05A011 REPLACED TQ 120 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLACK SPINDLE NUT MOUNT H/W JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 18 X 05A011 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLACK SPINDLE NUT JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 19 X 05A011 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLACK ELASTOMERIC BEARING FROM SPINDLE JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 20 X 05A011 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLACK SET SCREW FROM DROOP STOP SUPPORT RING JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 21 X 05A011 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD BLACK DROOP STOP SUPPORT RING JL888744 0.2 CD467904 1 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223732
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 62728

Current Status A: X

HOURS:
12-Aug-2015

5999.5

Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 22 X 05A01I REPLACED TQ 45 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD BLACK THRUST BEARING TO SPHERICAL BEARING MOUNT H/W  JL888744 0.2 CDA467904 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 23 X 05A01I REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD BLACK THRUST BEARING FROM SPHERICAL BEARING JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 24 X 05A01I REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD BLACK SLEEVE BEARING FROM SPHERICAL BEARING JL888744 0.2 CDA467904 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 25 X 05A01I REPLACED TQ 120 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD YELLOW SPINDLE NUT MOUNT H/W JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 26 X 05A01I REPLACED TQ 45 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD YELLOW SPINDLE NUT JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 27 X 05A01I REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD YELLOW ELASTOMERIC BEARING FROM SPINDLE JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 28 X 05A01I REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD YELLOW SET SCREW FROM DROOP STOP SUPPORT RING JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 29 X 05A01I REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD YELLOW DROOP STOP SUPPORT RING JL888744 0.2 CD467904 1 F




Page 285 of 3704
Report Date: 19-Aug-2015

Selection Range : 01-Jan-1980 To 19-Aug-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238

LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E:

Current Status O:

Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 30 X 05A011 REPLACED TQ 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YELLOW THRUST BEARING TO SPHERICAL BEARING MOUNT JL888744 0.2 CD467904 1 F
H/W
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 31 X 05A011 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YELLOW THRUST BEARING FROM SPHERICAL BEARING JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 32 X 05A011 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YELLOW SLEEVE BEARING FROM SPHERICAL BEARING JL888744 0.2 CD467904 1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 11:12 AM 4009 X COMGEN  5204.6 03-Feb-2010 5204.6 0 C 05A01Z
FAULT WRITE-UP: ACTION TAKEN:
M/R DAMPER REMOVAL REINSTALLED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.5 CD467904 4 F
H G 2 05A01Z (¢} 8
DELAY
13-2s to Follow
DATE SEQ NO STATUS WucC ACTION TAKEN
12-Jan-2010 1 X 05A01Z REPLACED TQ 1045 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED M/R DAMPER MOUNT H/W JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 2 X 05A01Z REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RED M/R DAMPER JL888744 0.2 EB133301 1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
12-Jan-2010 3 X 05A01Z REPLACED TQ 1045 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE M/R DAMPER MOUNT H/W JL888744 0.2 EB133301 1 F




Page 286 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 4 X 05A01Z REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE M/R DAMPER JL888744 0.2 EB133301 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 5 X 05A01Z REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLACK M/R DAMPER MOUNT H/W JL888744 0.2 EB133301 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 6 X 05A01Z REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLACK M/R DAMPER JL888744 0.2 EB133301 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 7 X 05A01Z REPLACED TQ 1045 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YELLOW M/R DAMPER MOUNT H/W JL888744 0.2 EB133301 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 8 X 05A01Z REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YELLOW M/R DAMPER JL888744 0.2 EB133301 1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 11:13 AM 4010 X COMGEN  5204.6 04-Feb-2010 5204.6 0 3 12E05
FAULT WRITE-UP: ACTION TAKEN:
M/R DE-ICE BRUSH INSP DUE INSP OK
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 1 SM606228 1 0
H G 2 12E05 O 7
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN
12-Jan-2010 1 X 12E05 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED M/R DE-ICE DISTRIBUTOR ELECTRICAL CONNECTORS  JL888744 0.2 MP689732 0.5 0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 2 X 12E05 REPLACED HDWR TQ 115 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD M/R DE-ICE DISTRIBUTOR MOUNT H/W JL888744 0.2 MP689732 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 3 X 12E05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD M/R DE-ICE DISTRIBUTOR JL888744 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 4 X 12E05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD M/R DE-ICE SLIP RING FROM DISTRIBUTOR JL888744 0.2 SM606228 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 5 X 12E05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD M/R DE-ICE SLIP RING BRUSH ASSY COVER JL888744 0.2 SM606228 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 6 X 12E05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD M/R DE-ICE BRUSH ASSY JL888744 0.2 SM606228 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 7 - 12E INSP OK.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
EME CHECK DUE FOR M/R BLADE DEICE DISTRIBUTOR 0 TW920222 0.5 F

REINSTALLATION




Page 288 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 11:13 AM 4011 X COMGEN  5204.6 13-Jan-2010 5204.6 0 P 05A01
FAULT WRITE-UP: ACTION TAKEN:
M/R HEAD TQ CKS DUE TQ COMPLETED, PASSED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 MP689732 0.2 0
H G 2 05A01 O -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 1 X 05A01 REPLACED HDWR TQ 110 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD UPPER LOCK RINGS MOUNT H/W JL888744 0.2 MP689732 1 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 2 X 05A01 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD UPPER LOCK RINGS JL888744 0.2 MP689732 0.2 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 3 X 05A01 REPLACED HDWR; TQ 190 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD M/R SHAFT NUT LOCK RING MOUNT H/W JL888744 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
12-Jan-2010 4 X 05A01 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD M/R SHAFT NUT LOCK RING JL888744 0.2 MP689732 0.2 (0]




Page 289 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 11:14 AM 4012 X COMGEN 5204.6 03-Feb-2010 5204.6 0 P 05
FAULT WRITE-UP: ACTION TAKEN:
SWASHPLATE EXPANDABLE PIN INSPECTION INSP AND REINSTALLED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.5 MC821823 15 0
H G 2 05A03A O 8
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 1 X 05A03A REINSTALLED TQ TO 900 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LATERAL SWASHPLATE EXPANDABLE PIN JL888744 0.2 MC821823 0.3 C
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 1 X 05A03A REINSTALLED TQ TO 900 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LATERAL SWASHPLATE EXPANDABLE PIN JL888744 0.2 MP689732 0.3 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 2 X 05A03A REINSTALLED TQ TO 800 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FORWARD SWASHPLATE EXPANDABLE PIN JL888744 0.2 MC821823 0.3 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
12-Jan-2010 2 X 05A03A REINSTALLED TQ TO 800 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FORWARD SWASHPLATE EXPANDABLE PIN JL888744 0.2 MP689732 3 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 3 X 05A03A REINSTALLED TQ TO 800 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD AFT SWASHPLATE EXPANDABLE PIN JL888744 0.2 MC821823 0.3 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
12-Jan-2010 3 X 05A03A REINSTALLED TQ TO 800 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD AFT SWASHPLATE EXPANDABLE PIN JL888744 0.2 MP689732 0.3 (0]




Page 290 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 11:14 AM 4013 X COMGEN  5204.6 03-Feb-2010 5204.6 0 C 05A01T
FAULT WRITE-UP: ACTION TAKEN:
BIFILAR WEIGHT INSPECTION INSPECTION COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.5 EB133301 4 F
H G 2 05A01T O 8
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 1 X 05A01T REPLACED & REINSTALLED TQ 1350 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLACK/RED BIFILAR WEIGHT MOUNT HARDWARE JL888744 0.2 EB133301 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 2 X 05A01T REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLACK/RED BIFILAR WEIGHT JL888744 0.2 EB133301 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 3 X 05A01T REPLACED & REINSTALLED TQ 1350
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLACK/YELLOW BIFILAR WEIGHT MOUNT HARDWARE JL888744 0.2 EB133301 1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
12-Jan-2010 4 X 05A01T REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLACK/YELLOW BIFILAR WEIGHT JL888744 0.2 EB133301 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 5 X 05A01T REPLACED & REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE/RED BIFILAR WEIGHT MOUNT HARDWARE JL888744 0.2 EB133301 1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
12-Jan-2010 6 X 05A01T REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE /RED BIFILAR WEIGHT JL888744 0.2 EB133301 1 F




Page 291 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 7 X 05A01T REPLACED & REINSTALLED TQ 1350
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE/YELLOW BIFILAR WEIGHT MOUNT HARDWARE JL888744 0.2 EB133301 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 8 X 05A01T REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE/YELLOW BIFILAR WEIGHT JL888744 0.2 EB133301 1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 11:15 AM 4014 X COMGEN  5204.6 03-Feb-2010 5204.6 0 C 05A02E
FAULT WRITE-UP: ACTION TAKEN:
M/R BLADE TIP CAP INSPECTION INSPECTION COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.5 CD467904 4 F
H G 2 05A02E O 8
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

12-Jan-2010 1 X 05A02E REPLACED TQ 30 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD RED M/R BLADE TIP CAP HARDWARE JL888744 0.2 CDA467904 1 F
DATE SEQNO STATUS wuc ACTION TAKEN

12-Jan-2010 2 X 05A02E REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD RED M/R BLADE TIP CAP JL888744 0.2 CDA467904 1 F
DATE SEQNO STATUS wuc ACTION TAKEN

12-Jan-2010 3 X 05A02E REPLACED TQ 30 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD BLUE M/R BLADE TIP CAP HARDWARE JL888744 0.2 CDA467904 1 F
DATE SEQNO STATUS wuc ACTION TAKEN

12-Jan-2010 4 X 05A02E REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD BLUE M/R BLADE TIP CAP JL888744 0.2 CDA467904 1 F




Page 292 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 5 X 05A02E REPLACED TQ 30 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLACK M/R BLADE TIP CAP HARDWARE JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 6 X 05A02E REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLACK M/R BLADE TIP CAP JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 7 X 05A02E REPLACED TQ 30 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YELLOW M/R BLADE TIP CAP HARDWARE JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 8 X 05A02E REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD YELLOW M/R BLADE TIP CAP JL888744 0.2 CD467904 1 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 11:16 AM 4015 X COMGEN  5204.6 04-Feb-2010 5204.6 0 L 06H06
FAULT WRITE-UP: ACTION TAKEN:
SECTION 1 D/S FLEX COUPLING INSPECTION REINSTALLED #1 D/S ASSY
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.5 MP689732 0.2 0
H G 2 06H06 O 7
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

12-Jan-2010 1 X 06H06 RECONNECTED TQ 360 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED SECTION | D/S FROM TAIL TAKEOFF FLANGE JL888744 0.2 MP689732 2 0]
DATE SEQNO STATUS wucC ACTION TAKEN

12-Jan-2010 2 X 06H06 RECONNECTED TQ 360 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED SECTION | D/S FROM OIL COOLER JL888744 0.2 MP689732 2 0]
DATE SEQNO STATUS wucC ACTION TAKEN

12-Jan-2010 3 X 06H06 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD SECTION | DRIVESHAFT JL888744 0.2 MP689732 0.5 0]
DATE SEQNO STATUS wuc ACTION TAKEN

12-Jan-2010 4 X 06H06 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD SECTION | D/S FLEX COUPLINGS JL888744 0.2 LG224891 0.2 0]
DATE SEQNO STATUS wuc ACTION TAKEN

12-Jan-2010 5 X 06A09 REINSTALLED SHIELD TQ 105 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED M/R BRAKE SHIELD JL888744 0.2 MP689732 1 0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 11:17 AM 4016 X COMGEN 5204.6 03-Feb-2010 5204.6 0 L 06A17J
FAULT WRITE-UP: ACTION TAKEN:
XMSN OIL COOLER REMOVAL REINSTALLED OIL COOLER; PRELOAD 8 LBS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.5 MP689732 1 0
H G 2 06A17J O 8
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

12-Jan-2010 1 X 06A17J REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD L/H APU VENT SCREEN JL888744 0.2 MP689732 1 0]
DATE SEQNO STATUS wucC ACTION TAKEN

12-Jan-2010 2 X 06A17J REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD R/H APU VENT SCREEN JL888744 0.2 MP689732 1 0]
DATE SEQNO STATUS wucC ACTION TAKEN

12-Jan-2010 3 X 06A17J REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD IR JAMMER PANEL JL888744 0.2 MP689732 0.8 0]
DATE SEQNO STATUS wuc ACTION TAKEN

12-Jan-2010 4 X 06A17J RECONNECTED TQ 45 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #1 ENGINE START VALVE FROM FIREWALL JL888744 0.2 MP689732 0.5 0]
DATE SEQNO STATUS wuc ACTION TAKEN

12-Jan-2010 5 X 06A17J RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #1 ENGINE START VALVE ELECTRICAL CONNECTOR JL888744 0.2 MP689732 0.5 0]
DATE SEQNO STATUS wuc ACTION TAKEN

12-Jan-2010 6 X 06A17J RECONNECTED TQ 45 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #1 ENGINE CROSS BLEED VALVE FROM FIREWALL JL888744 0.2 MP689732 0.5 0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 62728

Current Status A: X Current Status E: -

SERIAL NUMBER: 8223732
LAST MISSION:

Current Status O:

HOURS:
12-Aug-2015

Current Status W:

5999.5

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Jan-2010 7 X 06A17J RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENGINE CROSS BLEED VALVE ELECTRICAL JL888744 0.2 MP689732 0.5 )
CONNECTOR
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Jan-2010 8 X 06A17J RECONNECTED TQ 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENGINE START VALVE FROM FIREWALL JL888744 0.2 MP689732 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Jan-2010 9 X 06A17J RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENGINE START VALVE ELECTRICAL CONNECTOR JL888744 0.2 MP689732 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Jan-2010 10 X 06A17J RECONNECTED TQ 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENGINE CROSS BLEED VALVE FROM FIREWALL JL888744 0.2 MP689732 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Jan-2010 11 X 06A17J RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENGINE CROSS BLEED VALVE ELECTRICAL JL888744 0.2 MP689732 0.5 )
CONNECTOR
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Jan-2010 12 X 06A17J RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED PNEUMATIC TUBE FORWARD COUPLING JL888744 0.2 MP689732 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Jan-2010 13 X 06A17J RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED PNEUMATIC TUBE AFT COUPLING JL888744 0.2 MP689732 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Jan-2010 14 X 06A17J REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PNEUMATIC TUBE JL888744 0.2 MP689732 0.5 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015

Current Status A: X Current Status E: -

Current Status O:

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 15 X 06A17J RECONNECTED TQ 950 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED OIL COOLER INLET LINE JL888744 0.2 MP689732 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 16 X 06A17J RECONNECTED TQ 800 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED OIL COOLER OUTLET LINE JL888744 0.2 MP689732 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 17 X 06A17J REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD OIL COOLER TO AIRFRAME HARDWARE AQ704878 0.2 MP689732 1 )
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 18 X 06A17J REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD OIL COOLER FRONT SUPPORT BEAM MOUNT HARDWARE AQ704878 0.2 MP689732 1 )
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 19 X 06A17J REINSTALLED TQ 115 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD OIL COOLER FORWARD MOUNT HARDWARE AQ704878 0.2 MP689732 1 )
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 20 X 06A17J REINSTALLED TQ 115 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD OIL COOLER AFT MOUNT HARDWARE AQ704878 0.2 MP689732 1 )
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 21 X 06A17J REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD OIL COOLER ASSY AQ704878 0.2 MP689732 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 22 X 06A17J REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD OIL COOLER D/S FLANGE NUT COTTER PIN JL888744 0.2 CD467904 1 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 62728

Current Status A: X

SERIAL NUMBER: 8223732

Current Status E:

LAST MISSION:
Current Status O:

HOURS:
12-Aug-2015

Current Status W:

5999.5

DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 23 X 06A17J REINSTALLED TQ 215 FT LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD OIL COOLER D/S FLANGE NUT JL888744 0.2 CDA467904 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 24 X 06A17J REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD OIL COOLER D/S FLANGE JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 25 X 06A17J REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD VISCOUS DAMPER BEARING SUPPORT JL888744 0.2 CDA467904 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 26 X 06A17J REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD BEARING FROM VISCOUS DAMPER SUPPORT JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 27 X 06A17J REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD OIL COOLER SLEEVE ADAPTER JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 28 X 06A17J REINSTALLED & SAFTIED; TQ 52 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD ACCELEROMETER MOUNT BLOCK AQ704878 0.2 MP689732 1 )
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 29 X 06A17J REINSTALLED TQ 52 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD RADIATOR FROM OIL COOLER DUCT AQ704878 0.2 CD467904 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

12-Jan-2010 29 X 06A17J REINSTALLED TQ 52 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD RADIATOR FROM OIL COOLER DUCT AQ704878 0.2 MP689732 1.5 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 30 X 06A17J N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ELBOWS FROM RADIATOR JL888744 0.2 CD467904 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 31 X 06A17J REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FRONT SUPPORT BEAM FROM RADIATOR AO704878 0.2 CD467904 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 32 X 06A17J REINSTALLED TQ 52 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD OIL COOLER DUCT AO704878 0.2 CD467904 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 32 X 06A17J REINSTALLED TQ 52 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD OIL COOLER DUCT AO704878 0.2 MP689732 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 33 X 06A17J REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD OIL COOLER D/S FROM OIL COOLER FAN JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 34 - 06A17J INSPECTION COMPLETED .04
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OIL COOLER RUN-OUT CK DUE 0 CD467904 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 35 - 06A17J INSPECTION COMPLETED TQ 215 FT LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INPUT FLANGE NUT TQ CK DUE 0 CD467904 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 36 - 06A17J INSPECTION COMPLETED TQ 215 FT LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OUTPUT FLANGE NUT TQ CK DUE 0 CD467904 1 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 37 X 06A17J REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD INPUT FLANGE NUT COTTER PIN JL888744 0.2 CD467904 1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 11:18 AM 4017 X COMGEN  5204.6 04-Feb-2010 5204.6 0 P 12C
FAULT WRITE-UP: ACTION TAKEN:
FIRE EXTINGUISHER WIEGHT CK WIEGHED BOTTLES & FOUND SERVICABLE; REINSTALLED
BOTTLES
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.5 MP689732 1 O
H G 2 12C01 O 7
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 1 X 12C01 RECONNECTED ELE LEADS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 FIRE BOTTLE MAIN SQUIB ELECTRICAL LEADS JL888744 0.2 JS190394 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 2 X 12C01 RECONNECTED ELE LEADS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 FIRE BOTTLE RESERVE SQUIB ELECTRICAL LEADS JL888744 0.2 JS190394 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 3 X 12C01 RECONNECTED ELE LEADS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 FIRE BOTTLE MAIN SQUIB ELECTRICAL LEADS JL888744 0.2 JS190394 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 4 X 12C01 RECONNECTED ELE LEADS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 FIRE BOTTLE RESERVE SQUIB ELECTRICAL LEADS JL888744 0.2 JS190394 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 5 X 12C01 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED TUBING FROM #1 FIRE BOTTLE JL888744 0.2 MP689732 2 (0]




Page 300 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 6 X 12C01 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED TUBING FROM #2 FIRE BOTTLE JL888744 0.2 MP689732 2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 7 X 12C01 REINSTALLED TQ 105 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 FIRE BOTTLE JL888744 0.2 MP689732 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 8 X 12C01 REINSTALLED TQ 105 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 FIRE BOTTLE JL888744 0.2 MP689732 1 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 11:18 AM 4018 X COMGEN 5204.6 20-Jan-2010 5204.6 0 A 04A07G
FAULT WRITE-UP: ACTION TAKEN:
RMVD #1 LDS CABLE BIAS TUBE ROLL PIN REPLACED & SAFETIED BIAS TUBE PIN
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 MP689732 0.3 0
H G 2 04A07G 0 -8
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 11:19 AM 4019 X COMGEN 5204.6 27-Jan-2010 5204.6 0 G 04A04C
FAULT WRITE-UP: ACTION TAKEN:
IPS BLOWER INSP INSPECTION COMPLETE. NO DISCREPANCIES NOTED.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 ML787461 2 F
H G 2 04A04C O -15
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

12-Jan-2010 1 X 04A04C REINSTALLED CLAMP. TQ'D TO 35" LBS.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 IPS BLOWER MOUNT CLAMP JL888744 0.2 ML787461 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN

12-Jan-2010 2 X 04A04C CLEANED, INSPECTED AND REINSTALLED.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 IPS BLOWER JL888744 0.2 RB627670 2 F
DATE SEQNO STATUS wucC ACTION TAKEN

12-Jan-2010 3 X 04A04C REPLACED PACKING. JL SIGHTED.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 IPS BLOWER PACKING JL888744 0.2 ML787461 0.3 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 11:19 AM 4020 X COMGEN 5204.6 27-Jan-2010 5204.6 0 G 04A06
FAULT WRITE-UP: ACTION TAKEN:
#1 ENGINE ALTERNATOR AND YELLOW CABLE CK INSPECTION COMPLETED. NO DISCREPANCIES NOTED.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 ML787461 1 F
H G 2 04A06 O -15
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 1 X 04A06 RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENGINE GREEN CABLE FROM ALTERNATOR JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 2 X 04A06 RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENGINE YELLOW CABLE FROM ALTERNATOR JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 3 X 04A06 RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENGINE YELLOW CABLE FROM EXCITER JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS WucC ACTION TAKEN
12-Jan-2010 4 X 04A06 RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENGINE YELLOW CABLE FROM ECU/DEC JL888744 0.2 ML787461 0.3 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 11:19 AM 4021 X COMGEN  5204.6 16-Feb-2010 5204.6 0 G 04A08E
FAULT WRITE-UP: ACTION TAKEN:
#1 ENGINE CHIP DETECTOR INSPECTION COMPLETED.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.5 ML787461 1 F
H G 2 04A08E O -5
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 1 X 04A08E REINSTALLED. TQ'D TO 50" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE CHIP DETECTOR JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 2 X 04A08E REPLACED PACKING. JL SIGHTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE CHIP DETECTOR PACKING JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 3 X 04A08E CLEANED AND REINSTALLED. JL SIGHTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE CHIP DETECTOR SCREEN JL888744 0.2 RB627670 0.3 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 12-Jan-2010 11:21 AM 4022 X COMGEN 5204.6 20-Jan-2010 5204.6 0 A 04A07G
FAULT WRITE-UP: ACTION TAKEN:
RMVD #2 LDS CABLE ROLL PIN REPLACED & SAFTIED LDS BIAS TUBE PIN
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 MP689732 0.3 O
H G 2 04A07G 0 -8
DELAY




Report Date: 19-Aug-2015

MODEL: UH-60A

Page 304 of 3704
Selection Range : 01-Jan-1980 To 19-Aug-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223732 HOURS: 5999.5

NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 11:21 AM 4023 X COMGEN 5204.6 27-Jan-2010 5204.6 0 G 04A04C

FAULT WRITE-UP:
#2 IPS BLOWER INSPECTION

ACTION TAKEN:
INSPECTION COMPLETED. NO DISCREPANCIES NOTED.

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 ML787461 2 F
H G 2 04A04C O -15
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 1 X 04A04C REINSTALLED. TQ'D CLAMP TO 35" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 IPS BLOWER MOUNT CLAMP JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 2 X 04A04C CLEANED, INSPECTED AND REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 IPS BLOWER JL888744 0.2 RB627670 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 3 X 04A04C REPLACED PACKING. JL SIGHTED.

FAULT WRITE-UP:
RMVD #2 IPS BLOWER PACKING

TIPID TI_MMH PID MMH TYPE
JL888744 0.2 ML787461 0.3 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 11:21 AM 4024 X COMGEN  5204.6 27-Jan-2010 5204.6 0 G 04A06
FAULT WRITE-UP: ACTION TAKEN:
#2 ENGINE ALTERNATOR AND YELLOW CABLE CK INSPECTION COMPLETE. NO DISCREPANCIES NOTED.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 RB627670 1 F
H G 2 04A06 O -15
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 1 X 04A06 RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENGINE GREEN CABLE FROM ALTERNATOR JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 2 X 04A06 RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENGINIE YELLOW CABLE FROM ALTERNATOR JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 3 X 04A06 RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENGINE YELLOW CABLE FROM EXCITER JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS WucC ACTION TAKEN
12-Jan-2010 4 X 04A06 RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 ENGINE YELLOW CABLE FROM ECU/DEC JL888744 0.2 RB627670 0.3 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 11:22 AM 4025 X COMGEN  5204.6 16-Feb-2010 5204.6 0 G 04A08E
FAULT WRITE-UP: ACTION TAKEN:
#2 ENGINE CHIP DETECTOR INSPECTION COMPLETED.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.5 ML787461 1 F
H G 2 04A08E O -5
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 1 X 04A08E REINSTALLED. TQ'D TO 50" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE CHIP DETECTOR JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 2 X 04A08E REPLACED PACKING. JL SIGHTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE CHIP DETECTOR PACKING JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 3 X 04A08E CLEANED AND REINSTALLED. JL SIGHTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE CHIP DETECTOR SCREEN JL888744 0.2 RB627670 0.3 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 12-Jan-2010 11:23 AM 4026 X COMGEN 5204.6 27-Jan-2010 5204.6 0 P 02
FAULT WRITE-UP: ACTION TAKEN:
MIXER TQ SHAFT INSPECTION COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.5 MC821823 2.5 O
H G 2 1" 0 -15
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 1 X 11 RECONNECTED TQ TO 100 IN LBS INSTALLED COTTERPINS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED COLL BOOST SVO O/P CONTROL ROD AT SVO JL888744 0.2 MC821823 0.3 (0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 2 X 11 RECONNECTED TQ TO 50 IN LBS INSTALLED COTTERPINS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED PITCH TRIM ASSY O/P CONTROL ROD AT P/T ASSY JL888744 0.2 MC821823 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 3 X 11 RECONNECTED TQ TO 100 IN LBS INSTALLED COTTERPINS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ROLL SVO O/P CONTROL ROD AT SVO JL888744 0.2 MC821823 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 4 X 11 RECONNECTED TQ TO 100 IN LBS INSTALLED COTTERPINS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED YAW BOOST SVO O/P CONTROL ROD AT SVO JL888744 0.2 MC821823 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 5 X 11 RECONNECTED TQ TO 100 IN LBS INSTALLED COTTERPINS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FWD PRI SVO I/P CONTROL ROD AT SVO JL888744 0.2 MC821823 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 6 X 11 RECONNECTED TQ TO 100 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED AFT PRI SVO I/P CONTROL ROD AT SVO JL888744 0.2 MC821823 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 7 X 11 RECONNECTED TQ TO 100 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LAT PRI SVO I/P CONTROL ROD AT SVO JL888744 0.2 MC821823 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 8 X 11 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED PILOT ASSIST MODULE ELECTRICAL CONNECTORS JL888744 0.1 MC821823 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 9 X 11 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD PILOT ASSIST MODULE JL888744 0.1 MC821823 0.1 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2010 11:23 AM 4027 X COMGEN 5204.6 04-Feb-2010 5204.6 0 L 04A10
FAULT WRITE-UP: ACTION TAKEN:
HIRSS ASSY REMOVAL REINSTALLED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 1 MM572544 1 0
H G 2 04A10 O 7
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 1 X 04A10 RECONNECTED TQ 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED L/H HIRRS EXTENDER MOUNT STRUTS FROM JL888744 0.2 DH625641 1 (0]
AIRFRAME
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 2 X 04A10 REINSTALLED TQ 115 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H HIRSS EXTENDER MOUNT HARDWARE JL888744 0.2 DH625641 0.5 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 3 X 04A10 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H HIRSS EXTENDER JL888744 0.2 DH625641 0.5 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
12-Jan-2010 4 X 04A10 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H HIRSS MODULE CLEVIS BOLTS JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
12-Jan-2010 5 X 04A10 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H HIRSS MODULE LOWER SUPPORT BOLTS JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
12-Jan-2010 6 X 04A10 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H HIRSS MODULE ATTACHING HARDWARE JL888744 0.2 JN311500 0.5 (0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 7 X 04A10 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H HIRSS MODULE JL888744 0.4 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 8 X 04A10 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H HIRSS NACELLE FAIRING CLEVIS BOLTS JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 9 X 04A10 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H HIRSS IPS DUCT JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 10 X 04A10 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H HIRSS NACELLE JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 11 X 04A10 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVH L/H HIRSS MODULE SUPPRESSOR SUPPORT LINK JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 12 X 04A10 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H HIRSS MODULE SUPPRESSOR SUPPORT CLEVIS JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 13 X 04A10 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H HIRSS MODULE SUPPRESSOR SUPPORT FITTING JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 14 X 04A10 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD L/H HIRSS NACELLE UPPER SUPPORT LINK JL888744 0.2 JN311500 0.5 )




Page 310 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 15 X 04A10 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H HIRSS NACELLE UPPER SUPPORT FITTING JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 16 X 04A10 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H HIRSS NACELLE LOWER SUPPORT LINK JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 17 X 04A10 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H HIRSS NACELLE LOWER SUPPORT FITTING JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 18 X 04A10 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H HIRSS FAIL SAFE CLEVIS JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 19 X 04A10 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H HIRSS FAIL SAFE PLATE JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 20 X 04A10 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H HIRSS EXTENDER MOUNT STRUTS FROM AIRFRAME JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 21 X 04A10 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H HIRSS EXTENDER MOUNT HARDWARE JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 22 X 04A10 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD R/H HIRSS EXTENDER JL888744 0.2 JN311500 1 )




Page 311 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 23 X 04A10 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H HIRSS MODULES CLEVIS BOLTS JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 24 X 04A10 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H HIRSS MODULE LOWER SUPPORT BOLTS JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 25 X 04A10 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H HIRSS MODULE ATTACHING HARDWARE JL888744 0.2 JN311500 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 26 X 04A10 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H HIRSS MODUILE JL888744 1 JN311500 2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 27 X 04A10 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H HIRSS NACELLE FAIRING CLEVIS BOLTS JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 28 X 04A10 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H HIRSS IPS DUCT JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 29 X 04A10 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H HIRSS NACELLE JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 30 X 04A10 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD R/H HIRSS MODULE SUPPRESSOR SUPPORT LINK JL888744 0.2 JN311500 0.5 )




Page 312 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 31 X 04A10 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H HIRSS MODULE SUPPRESSOR SUPPORT CLEVIS JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 32 X 04A10 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H HIRSS MODULE SUPPRESSOR SUPPORT FITTING JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 33 X 04A10 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMD R/H HIRSS NACELLE UPPER SUPPORT LINK JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 34 X 04A10 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H HIRSS NACELLE UPPER SUPPORT FITTING JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 35 X 04A10 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H HIRSS NACELLE LOWER SUPPORT LINK JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 36 X 04A10 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H HIRSS NACELLE LOWER SUPPORT FITTING JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 37 X 04A10 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H HIRSS FAIL SAFE CLEVIS JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 38 X 04A10 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD R/H HIRSS FAIL SAFE PLATE JL888744 0.2 JN311500 0.5 )
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Report Date: To 19-Aug-2015

19-Aug-2015 Selection Range : 01-Jan-1980

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 62728

Current Status A: X Current Status E: -

SERIAL NUMBER: 8223732

HOURS:
LAST MISSION:

Current Status O:

12-Aug-2015

5999.5

Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 39 X 04 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H HIRSS REAR FAIRING JL888744 0.2 DH625641 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 40 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H HIRSS REAR FAIRINGS JL888744 0.2 JN311500 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jan-2010 41 X 04 RECONNECTED TQ 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED L/H HIRSS EXTENDER OUTBOARD STRUT TOP HDWR  JL888744 0.2 DH625641 0.2 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Jan-2010 11:02 AM 1001 X SP271566 5204.6 01-Feb-2010 5204.6 0 C 02
FAULT WRITE-UP: ACTION TAKEN:
TAIL PYLON R/H SIDE UNDR TAIL PYLON COVER WORN ON EDGE REPAIRED AND REINSTALLED PYLON
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 2 MM572544 32 0
H G 2 02 0 11
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2010 1 X 06 RINST TQ MOUNT BOLTS 720 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R G/B JL888744 0.2 SP271566 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2010 2 X 02 REPLACED TQ TO 1440 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD TAIL PLON TO TAIL CONE HDWR JL888744 0.2 SP271566 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2010 3 X 02 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD TAIL PYLON JL888744 0.2 SP271566 0.3 (0]




Page 314 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015

Current Status A: X Current Status E: -

Current Status O:

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
13-Jan-2010 4 X 02 RECONNECTED CANNON PLUGS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISC CANNON PLUGS AT TAIL PYLON JL888744 0.2 SP271566 0.3 )
DATE SEQ NO STATUS wuc ACTION TAKEN
13-Jan-2010 5 - 06 COMPLTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TAIL G/B TQ DRAG TQ CHECK DUE ON BARREL NUTS 0 SP271566 0.3 )
DATE SEQ NO STATUS wuc ACTION TAKEN
13-Jan-2010 6 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DRAG TQ ON TAIL PYLON BARREL NUTS DUE 0 SP271566 0.3 )
DATE SEQ NO STATUS wuc ACTION TAKEN
13-Jan-2010 7 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD 2 EA UPPER BARREL NUTS ON TAIL PYLON JL888744 0.2 SP271566 0.2 )
DATE SEQ NO STATUS wuc ACTION TAKEN
13-Jan-2010 8 X 02 REPLACED WEAR STRIP.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PYLON WEAR STRIP. JL888744 1 DH663857 30 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Jan-2010 11:04 AM 1002 X SP271566  5204.6 01-Feb-2010 5204.6 0 C 02
FAULT WRITE-UP: ACTION TAKEN:
TAIL PYLON UNDER AFT T/R G/B FWD EDGE CRACKED L/H SIDE REPLACED BRACKET.
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 2 DH663857 5 F
L G 2 02 o} 1"
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Jan-2010 2:22PM 1003 X MP689732 5204.6 21-Jan-2010 5204.6 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
#1 ENGINE COWL LATCH FWD TUBE ELONGATED REPLACED FWD TUBE ASSY.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 JD803883 2 F
H G 2 02 O -8
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 13-Jan-2010 2:28 PM 1007 X MP689732 5204.6 25-Jan-2010 5204.6 0 A 02B10
FAULT WRITE-UP: ACTION TAKEN:
#1 INBOARD AFT ENGINE MOUNT UPPER BEARING WORN BEYOND REPLACED MOUNT
LIMITS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 SP271566 0.3 0
H G 2 02B10 0 -12
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2010 1 X 02B10J REPLACED STRUT TQ 185 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 AFT INBOARD ENGINE MOUNT INBOARD INNER STRUT JL888744 0.2 MP689732 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2010 1 X 02B10J REPLACED STRUT TQ 185 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 AFT INBOARD ENGINE MOUNT INBOARD INNER STRUT JL888744 0.2 MP689732 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2010 2 X 02B10J REPLACED STRUT TQ 185 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 AFT INBOARD ENGINE MOUNT OUTBOARD INNER STRUT  JL888744 0.2 MP689732 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2010 2 X 02B10J REPLACED STRUT TQ 185 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 AFT INBOARD ENGINE MOUNT OUTBOARD INNER STRUT  JL888744 0.2 MP689732 1 (0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Jan-2010 2:32PM 1008 X MP689732 5204.6 25-Jan-2010 5204.6 0 A 02B10
FAULT WRITE-UP: ACTION TAKEN:
#1 INBOARD AFT ENGINE MOUNT LOWER BEARING WORN BEYOND REPLACED MOUNT
LIMITS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 SP271566 0.3 0
H G 2 02B10 O -12
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
13-Jan-2010 1 X 02B10K ENTRY ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 AFT INBOARD ENGINE MOUNT INBOARD INNER STRUT JL888744 0.1 MP689732 0.1 0]
DATE SEQNO STATUS wucC ACTION TAKEN
13-Jan-2010 2 X 02B10K ENTRY ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 AFT INBOARD ENGINE MOUNT OUTBOARD INNER STRUT  JL888744 0.1 MP689732 0.1 0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Jan-2010 2:36 PM 1009 X MP689732  5204.6 03-Feb-2010 5204.6 0 A 04A09
FAULT WRITE-UP: ACTION TAKEN:
#2 STARTER BLEED AIR TUBE THRU THE FIREWALL HAS A REPLACED TUBE
GROOVE WORN INTO IT
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 MP689732 1 O
H G 2 04A09 O 9
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Jan-2010 2:37 PM 1010 X MP689732 5204.6 03-Feb-2010 5204.6 0 A 04A09
FAULT WRITE-UP: ACTION TAKEN:
#2 ENGINE STARTER BLEED AIR TUBE METAL GUIDE LIP WORN REPLACED SEAL AND PLATE WI/LIP
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 MP689732 1 0
H G 2 02 O 9
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 13-Jan-2010 1:22PM 3001 X TW920222 5204.6 04-Feb-2010 5204.6 0 L 11D25
FAULT WRITE-UP: ACTION TAKEN:
REMOVED STABILATOR LIMIT SWITCH ASSY. INSTALLED LIMIT SWITCH ASSY.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 TW920222 1 F
H G 2 11D25 F 8
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2010 1 X 11D25 INSTALLED BOLT.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BOLT CONNECTING STAB LIMIT SWITCH ROD TO JL888744 0.2 TW920222 1 F
STABILATOR.
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2010 2 X 11D25 INSTALLED CLEVIS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STAB LIMIT SWITCH ROD CLEVIS. JL888744 0.2 TW920222 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jan-2010 3 X 11D25 CONNECTED PLUGS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 2 EA STAB LIMIT SWITCH CANON PLUGS. JL888744 0.2 TW920222 0.5 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Jan-2010 6:50 AM 1001 X SP271566  5204.6 27-Jan-2010 5204.6 0 C 06
FAULT WRITE-UP: ACTION TAKEN:
T/R G/B OUT PUT SEAL LEAKING REPLACED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 1 CD467904 1 F
H G 2 06 O -13
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Jan-2010 1 X 06 REPLACED WITH NEW O-RING AND SIGHT GAGE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SIGHT GAGE FROM T/R G/B JL888744 0.2 HP884925 0.5 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Jan-2010 2 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RVMD T/R G/B OUTPUT SEAL RD562816 0.2 CD467904 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Jan-2010 3 X 06 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMOVED SEAL HOUSING JL888744 0.2 SP271566 0.2 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
14-Jan-2010 4 X 06 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LARGE NUT JL888744 0.2 SP271566 0.2 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Jan-2010 5 X 06 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LIPPED WASHER JL888744 0.2 SP271566 0.2 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
14-Jan-2010 6 X 06 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD OUTER SPLIT CONES JL888744 0.2 SP271566 0.3 (0]




Page 319 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2010 7 X 06 REPLACED INBOARD RETENTION PLATE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD IN BOARD RETENTION PLATE JL888744 0.2 SP271566 0.4 (0]

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2010 8 X 06 REINST
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED DEICE RING ASSY JL888744 0.2 SP271566 0.2 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Jan-2010 6:51 AM 1002 X SP271566  5204.6 21-Jan-2010 5204.6 0 C 06
FAULT WRITE-UP: ACTION TAKEN:
T/R G/B INPUT SEAL LEAKING REPLACED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RD562816 0.2 CD467904 1 F
H G 2 06 O -7
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Jan-2010 1 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R G/B COTTER PIN RD562816 0.2 CD467904 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Jan-2010 2 X 05 REINSTALLED TQ 215 FT LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R G/B NUT RD562816 0.2 CD467904 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Jan-2010 3 X 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R G/B FLANGE RD562816 0.2 CD467904 1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
14-Jan-2010 4 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R G/B RETAINING RING RD562816 0.2 CD467904 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Jan-2010 5 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R G/B SEAL RD562816 0.2 CD467904 1 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Jan-2010 6:54 AM 1003 X SP271566  5204.6 20-Jan-2010 5204.6 0 A 06
FAULT WRITE-UP: ACTION TAKEN:
T/R G/B DEICE STATOR ASSY SEAL TORN REPLACED STATOR ASSY
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 SP271566 0.6 0
H G 2 06 O -6
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Jan-2010 1 X 02 REINST TQ TO 130 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR JL888744 0.2 SP271566 0.2 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Jan-2010 2 X 02 REPLACED STATOR ASSY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STATOR ASSY JL888744 0.2 SP271566 0.2 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Jan-2010 3 X 02 REINST SAFETY HDWR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BRUSH ASSY JL888744 0.2 SP271566 0.2 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 14-Jan-2010 11:08 AM 1006 X MM572544  5204.6 03-Feb-2010 5204.6 0 C 06
FAULT WRITE-UP: ACTION TAKEN:
MAIN XMSN FORWARDD BELLCRANK DOWELL PIN AND BUSHING RESEATED IAW MEC
MIGRATED IN AXIAL DIRECTION
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 2 MM572544 20 O
H G 2 06 0 10
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2010 1 X 06 REINST TQ TO 1200 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD NUT& COTTERPIN FROM BOLT ON FWD BELLCRANK JL888744 0.2 SP271566 0.3 (0]
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Report Date: 19-Aug-2015

Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015

Current Status A: X Current Status O:

Current Status E: -

Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2010 2 X 06 REINST TQ TO 850 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD NUT AND COTTERPIN FROM BOLT ON LATERAL BELCRANK JL888744 0.2 SP271566 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2010 3 X 06 REINSTALLED TQ TO 900 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD NUT, COTTERPIN, AND BOLT FROM AFT CONTROL ROD AT JL888744 0.2 MC821823 0.2 (0]
SERVO
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2010 4 X 06 REINSTALLED TQ TO 900 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD NUT, COTTERPIN, AND BOLT FROM AFT CONTROL ROD AT JL888744 0.2 MC821823 0.2 (0]
SERVO
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2010 5 X 06 REINSTALLED TQ TO 900
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD NUT, COTTERPIN, AND BOLT FROM LATERAL CONTROL ROD AT  JL888744 0.2 MC821823 0.2 (0]
SERVO
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2010 6 X 06 REINSTALLED TQ TO 900 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD NUT, COTTERPIN, AND BOLT FROM AFT LONG CONTROL ROD JL888744 0.2 MC821823 0.2 (0]
AT WALKING BEAM
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2010 7 X 06 REINSTALLED TQ TO 26 IN LBS REPLACED LOCKWIRE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOCKWIRE AND TWO BOLTS FROM LEFT TIE ROD JL888744 0.2 MC821823 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2010 8 X 06 INSTAND TQ TO 73 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HARDWARE (TWO BOLTS, TWO NYLON WASHERS, AND TWO JL888744 0.2 SP271566 0.3 (0]
COUNTERSUNK WASHERS, WITH NUTS) FROM FWD DOWEL PIN
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2010 9 X 06 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FWD DOWEL PIN RETAINING ZEE JL888744 0.2 MP689732 0.5 (0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2010 10 X 06 REPLACED BUSHINGS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ECCENTRIC BUSHINGS (2EA) JL888744 0.2 MP689732 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2010 11 X 06 WRITE UP ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FWD BELLCRANK SUPPORT TONGUE JL888744 0.1 MC821823 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2010 12 X 06 REINSTALLED BOLT AND SAFTIED; TQ 237 FT LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H FWD BELLCRANK SUPPORT MOUNTING BOLT JL888744 0.2 MP689732 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2010 13 X 06 REINSTALLED BOLTS AND SAFTIED; TQ 930 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CENTER AND L/H FWD BELLCRANK SUPPORT MOUNTING BOLTS JL888744 0.2 MP689732 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2010 14 X 06 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD INSULATOR JL888744 0.2 MP689732 0.5 C
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2010 15 X 02 CLEANED AND REINSTALLED TQ TO 25 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD TWO EA LDS STAND OFFS JL888744 0.2 MC821823 1.5 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Jan-2010 8:00 AM 2001 X LG224891 5204.6 12-Feb-2010 5204.6 0 L 10
FAULT WRITE-UP: ACTION TAKEN:
RMVD AUX FUEL TANKS (2EA) FOR FOM REINSTALLED AUX FUEL TANKS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RD562816 0.2 HP884925 1 0
H G 1 10 O 1
DELAY

13-2s to Follow
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2010 1 X 10 RECONNECTED LINE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED MAIN FUEL LINE FOR #1 AUX FUEL TANK RD562816 0.2 HP884925 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2010 2 X 10 RECONNECTED ELECTRICAL CONNECTORS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT (3EA) ELECTRICAL CONNECTORS FROM #1 AUX FUEL RD562816 0.2 HP884925 0.5 (0]
TANK
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2010 3 X 10 RECONNECTED AND TORQUED TO 60 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 AUX FUEL CELL VENT LINE FROM ACFT RD562816 0.2 HP884925 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2010 4 X 10 RECONNECTED PORT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 AUX FUEL CELL GRAVITY FUEL PORT RD562816 0.2 HP884925 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2010 5 X 10 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 AUX FUEL CELL FUEL LINE FROM ACFT RD562816 0.2 MP689732 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2010 6 X 10 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED (3EA) ELECTRICAL CONNECTOR FROM #2 AUX FUEL RD562816 0.2 MP689732 0.2 (0]
CELL
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2010 7 X 10 RECONNECTED TQ 60 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 AUX FUEL CELL VENT LINE FROM ACFT RD562816 0.2 MP689732 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jan-2010 8 X 10 REPLACED PACKING AND RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED #2 AUX FUEL CELL GRAVITY PORT RD562816 0.2 MP689732 0.5 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015

Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Jan-2010 9 X 10 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 AUX FUEL CELL RD562816 0.2 MP689732 0.2 )
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Jan-2010 10 X 10 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 AUX FUEL CELL RD562816 0.2 MP689732 0.2 )
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Jan-2010 11 / 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FWD SOUND PROOFING WALL FROM BEHIND PILOT'S AND CO- 0 LG224891 1 )
PILOT'S SEATS
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Jan-2010 12 / 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FWD CEILING PANEL 0 LG224891 1 )
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Jan-2010 13 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H BROOM CLOSET JL888744 0.2 LG224891 0.4 )
DATE SEQ NO STATUS wuc ACTION TAKEN
14-Jan-2010 14 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H BROOM CLOSET JL888744 0.2 LG224891 0.4 )
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jan-2010 1:25PM 1001 X LG224891 5204.6 21-Jan-2010 5204.6 0 B 00
FAULT WRITE-UP: ACTION TAKEN:
T/R YOKE LOWER TEFLON WASHER DISBONDED ENTERTED IN ERROR.
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.1 LG224891 0.1 o
o} G 1 00 o -6
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jan-2010 1:27 PM 1002 X LG224891 5204.6 21-Jan-2010 5204.6 0 L 00
FAULT WRITE-UP: ACTION TAKEN:
T/W YOKE LOWER TEFLON WASHER DISBONDED REBONDED WASHER AND REINSTALLED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 HP884925 1 0
O G 1 00 O -6
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jan-2010 1 X 00 REINSTALLED SNAPRING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SNAPRING HOLDING T/W FORK TO YOKE JL888744 0.2 HP884925 0.5 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jan-2010 2 X 00 REINSTALLED FORK TO YOKE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/W FORK FROM YOKE JL888744 0.2 HP884925 0.5 (0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Jan-2010 7:34 AM 1001 X MM572544  5204.6 01-Feb-2010 5204.6 0 C 05
FAULT WRITE-UP: ACTION TAKEN:
BLUE DAMPER BRGS OUT OF LIMITS REPLACED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.5 CD467904 1 F
H G 2 05 O 17
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
19-Jan-2010 1 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE DAMPER 1/B RETAINING RING JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
19-Jan-2010 2 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE DAMPER O/B RETAINING RING JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
19-Jan-2010 3 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLUE DAMPER 1/B BEARING JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
19-Jan-2010 4 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD DAMPER O/B BEARING

JL888744 0.2 CDA467904 1 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Jan-2010 7:34 AM 1002 X MM572544  5204.6 01-Feb-2010 5204.6 0 C 05
FAULT WRITE-UP: ACTION TAKEN:
YELLOW DAMPER BRGS OUT OF LIMITS REPLACED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.5 CD467904 1 F
H G 2 05 O 17
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
19-Jan-2010 1 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YELLOW DAMPER /B RETAINING RING JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
19-Jan-2010 2 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YELLOW DAMPER O/B RETAINING RING JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
19-Jan-2010 3 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YELLOW DAMPER /B BEARING JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
19-Jan-2010 4 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD YELLOW DAMPER O/B BEARING JL888744 0.2 CD467904 1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 19-Jan-2010 7:38 AM 1007 X MM572544  5204.6 25-Jan-2010 5204.6 0 P 02
FAULT WRITE-UP: ACTION TAKEN:
#2 ENG BLEED AIR START VALVE HAS BROKEN SAFETY REPLACED SAFETY
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 JN311500 0.5 O
H G 2 04 0 -6
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Jan-2010 4:00 PM 1011 X JL888744  5204.6 26-Jan-2010 5204.6 0 C 06
FAULT WRITE-UP: ACTION TAKEN:
SECTION Il FWD D/S VISCOUS DAMPER BEARING NOISY REPLACED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 CD467904 1 F
H G 1 06 F -7
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
19-Jan-2010 1 X 06 REPLACE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COTTER PIN JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
19-Jan-2010 2 X 06 REINSTALLED TQ 215 FT LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD NUT JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
19-Jan-2010 3 X 06 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FLANGE JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
19-Jan-2010 4 X 06 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BEARING JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
19-Jan-2010 5 X 06 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SUPPORT ASSY JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
19-Jan-2010 6 X 06 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SNAPRING JL888744 0.2 CD467904 1 F




Report Date: 19-Aug-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223732

NEXT PHASE: 62728

Current Status A: X Current Status E: - Current Status O:

Selection Range : 01-Jan-1980

LAST MISSION:

HOURS:
12-Aug-2015

Current Status W:
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To 19-Aug-2015

5999.5

DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Jan-2010 6:49 AM 1001 X RB627670 5204.6 27-Jan-2010 5204.6 0 A 04A
FAULT WRITE-UP: ACTION TAKEN:
#1 ENGINE DRIVE SHAFT DISC COUPLING FERRULES MIGRATING REPLACED DRIVESHAFT. INSTALLED S/N: A275-02228.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 RB627670 1 F
H G 1 04A F -7
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Jan-2010 6:52 AM 1002 X RB627670 5204.6 16-Feb-2010 5204.6 0 C 04A
FAULT WRITE-UP: ACTION TAKEN:
#2 ENGINE DRIVE SHAFT DISC COUPLING FERRULES MIGRATING REPAIRED HIGH SPEED SHAFT IAW MEC DTD 5 FEB 2010. RD
SIGHTED.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 ML787461 1 F
H G 1 04A F 3
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Jan-2010 1 X 04A01G REPLACED HARDWARE. TQ'D BOLTS TO 140" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DISK PACK HARDWARE. JL888744 0.2 ML787461 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Jan-2010 2 X 04A01G REPLACED DISKPACK.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DISKPACK ASSEMBLY. JL888744 0.2 ML787461 0.5 F




Report Date: 19-Aug-2015

MODEL: UH-60A
NEXT PHASE: 62728

Current Status A: X

Selection Range : 01-Jan-1980

CLOSED FAULT REPORT

Current Status E:

FOR: K08DD2
SERIAL NUMBER: 8223732

LAST MISSION:
Current Status O:

HOURS:
12-Aug-2015
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To 19-Aug-2015

5999.5

Current Status W:

DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Jan-2010 7:04 AM 1003 X MM572544  5204.6 25-Jan-2010 5204.6 0 L 00
FAULT WRITE-UP: ACTION TAKEN:
CABIN VIB ABSORBER FORWARD LEFT MOUNT HAS EXCESSIVE REPLACED BUSHINGS
PLAY
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 MJ662150 1 O
H G 2 02 O -5
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Jan-2010 1 X 00 REPLACED BUSHINGS REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FWD LEFT MOUNT HDWR JL888744 0.2 MJ662150 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Jan-2010 2 X 00 REPLACED BUSHINGS REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD AFT LEFT HDWR JL888744 0.2 MJ662150 1 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Jan-2010 9:00 AM 1004 X LG224891 5204.6 25-Jan-2010 5204.6 0 S 02
FAULT WRITE-UP: ACTION TAKEN:
GLIDE SLOPE FAIRING RMVD FOR BALAST WEIGHT INSPECTIONS REINSTALLED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 LG224891 0.4 O
O G 1 02 O -5
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Jan-2010 1 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD GLIDE SLOPE FAIRING JL888744 0.2 LG224891 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Jan-2010 2 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNTED GLIDE SLOPE ELECTRICAL CONNECTOR JL888744 0.2 LG224891 0.1 (0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Jan-2010 1:21 PM 1005 X JL888744  5204.6 21-Jan-2010 5204.6 0 C 05
FAULT WRITE-UP: ACTION TAKEN:
YELLOW M/R BLADE CENTER AFT LUG UPPER & LOWER BUSHINGS RESET
MIGRATED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 CD467904 1 F
H G 1 05 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 20-Jan-2010 1:23PM 1006 X JL888744 5204.6 21-Jan-2010 5204.6 0 C 05

FAULT WRITE-UP:

BLACK M/R BLADE CENTER LUG FWD & AFT UPPER & LOWER
BUSHINGS MIGRATED

ACTION TAKEN:
RESET UPPER BUSHINGS AND REPLACED LOWER BUSHINGS

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 CD467904 1 F
H G 1 05 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 20-Jan-2010 1:24 PM 1007 X JL888744  5204.6 21-Jan-2010 5204.6 0 C 05
FAULT WRITE-UP: ACTION TAKEN:
RED M/R BLADE CENTER LUG FWD & AFT UPPER & LOWER RESET
BUSHINGS MIGRATED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 CD467904 1 F
H G 1 05 F -1

DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Jan-2010 1:26 PM 1008 X JL888744  5204.6 21-Jan-2010 5204.6 0 C 05
FAULT WRITE-UP: ACTION TAKEN:
BLUE M/R BLADE CENTER LUG FWD UPPER BUSHING MIGRATED RESET
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 CD467904 1 F
H G 1 05 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 20-Jan-2010 1:27 PM 1009 X JL888744 5204.6 01-Feb-2010 5204.6 0 C 05
FAULT WRITE-UP: ACTION TAKEN:
YELLOW M/R BLADE TIP CAP DRAIN HOLE ELONGATED (REPAIR) REPAIRED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 CD467904 1 F
H G 1 05 F 18
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Jan-2010 1:33PM 1014 X JL888744  5204.6 01-Feb-2010 5204.6 0 C 16
FAULT WRITE-UP: ACTION TAKEN:
HF RADIO AMPLIFIER LOOSE IN MOUNT TIGHTENED AND SAFTIED KNOBS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 MP689732 0.5 0
H K 1 16 F 18
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Jan-2010 2:15PM 1015 X MP689732  5204.6 25-Jan-2010 5204.6 0 A 05A03C
FAULT WRITE-UP: ACTION TAKEN:
BLACK M/R P/C ROD UPPER ELASTOMERIC BEARING DISBONDED REPLACED UPPER BEARING, MFG DATE AUG 2008; SAFTIED NUT,
TQ 750 IN LBS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 MP689732 1 0
H G 2 05A03C O -5
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 20-Jan-2010 3:12PM 1016 X HP884925 5204.6 01-Feb-2010 5204.6 0 P 02
FAULT WRITE-UP: ACTION TAKEN:
RMVD L/H OVERHEAD HEATER DUCT FOM REINSTALLED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 MC821823 0.2 0
Z G 1 02 0 18
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Jan-2010 1 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CO-PILOTS VENT TUBE JL888744 0.2 MC821823 1 (0]




Report Date: 19-Aug-2015

Selection Range : 01-Jan-1980

CLOSED FAULT REPORT

Page 335 of 3704

To 19-Aug-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Jan-2010 8:32 AM 1017 X MP689732 5204.6 25-Jan-2010 5204.6 0 A 02B10J
FAULT WRITE-UP: ACTION TAKEN:
#1 ENGINE CENTER AFT MOUNT SPHERICAL BEARING WORN REPLACED AFT MOUNT
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.5 JN311500 2 0
H G 2 02B10J O -5
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Jan-2010 1 X 02B10J REINSTALLED HEAT SHIELD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE HEAT SHIELD FROM DECK JL888744 0.2 MP689732 0.2 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Jan-2010 1 X 02B10J REINSTALLED HEAT SHIELD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE HEAT SHIELD FROM DECK JL888744 0.2 MP689732 0.2 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 21-Jan-2010 7:51 AM 1002 X SP271566  5204.6 01-Feb-2010 5204.6 0 A 06
FAULT WRITE-UP: ACTION TAKEN:
INBOARD RETENTION PLATE HAS ONE INSERT STRIPPED REPLACED INBOARD RETENTION PLATE
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.5 SP271566 1 O
H G 2 06 0 19
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Jan-2010 8:53 AM 1003 X MM572544  5204.6 27-Jan-2010 5204.6 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
#1 HYD PUMP LEAKING BEYOND LIMITS REPLACED #1 HYD PUMP
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 1 JN311500 2 0
H G 2 07 O -6
DELAY
13-2s to Follow




Report Date: 19-Aug-2015
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Selection Range : 01-Jan-1980 To 19-Aug-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223732

NEXT PHASE:

HOURS: 5999.5
6272.8 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jan-2010 1 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED PRESSURE AND RETURN QD LINES FROM #1 PUMP JL888744 0.2 JN311500 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jan-2010 2 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR FROM #1 HYD PUMP JL888744 0.2 JN311500 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jan-2010 3 X 02 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED DRAIN LINES FROM #1 HYD PUMP JL888744 0.2 JN311500 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jan-2010 4 X 02 REPLACED, TQ TO 280 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MOUNT HARDWARE FROM #1 HYD PUMP JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jan-2010 5 X 02 REPLACED PUMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 HYD PUMP JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jan-2010 6 - 02 SERVICED #1 PUMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SERVICING DUE ON #1 HYD PUMP 0 JN311500 0.5 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jan-2010 7 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK AND TOOL INVENTORY DUE AFTER COMPLETION OF 0 JN311500 0.1 (0]
MAINTENANCE
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Jan-2010 8:57 AM 1004 X MM572544  5204.6 27-Jan-2010 5204.6 0 P 02
FAULT WRITE-UP: ACTION TAKEN:
#2 HYD PUMP SEEPING AT QUICK DISCONNECTS WRITE UP ENTERED IN ERROR, SEE ENTRY BELOW
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.1 JN311500 0.1 0
H G 2 07 O -6
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jan-2010 1 X 02 WRITE UP ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED PRESSURE AND RETURN QUICK DISCONNECTS JL888744 0.1 JN311500 0.5 (0]
FROM #1 HYD PUMP
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jan-2010 2 X 02 WRITE UP ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR P447 FROM #1 HYD PUMP JL888744 0.1 JN311500 0.2 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jan-2010 3 X 02 WRITE UP ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED DRAIN TUBES FROM #1 HYD PUMP JL888744 0.1 JN311500 0.3 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
21-Jan-2010 4 X 02 WRITE UP ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MOUNTING HARDWARE FROM #1 HYD PUMP JL888744 0.1 JN311500 1 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jan-2010 5 X 02 WRITE UP ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 HYD PUMP JL888744 0.1 JN311500 1 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
21-Jan-2010 6 - 02 WRITE UP ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#1 HYD PUMP SERVICING DUE 0 JN311500 0.1 (0]




Report Date: 19-Aug-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223732

MODEL: UH-60A
NEXT PHASE:

Selection Range : 01-Jan-1980

HOURS: 5999.5
6272.8 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jan-2010 7 - 02 WRITE UP ENETERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK AND TOOL INVENTORY DUE AFTER COMPLETION OF 0 JN311500 0.1 (0]
MAINTENANCE
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Jan-2010 7:00 AM 1006 X ML787461 5204.6 27-Jan-2010 5204.6 0 A 04A05A
FAULT WRITE-UP: ACTION TAKEN:
#2 ENGINE TGT FLUXUATES DURING HIT CHECK. REPLACED HMU. INSTALLED S/N: 15464165.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 RB627670 1 F
H G 1 04A05A 0 -6
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jan-2010 1 X 04A05A RECONNECTED YELLOW HARNESS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED YELLOW HARNESS FROM HMU. JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jan-2010 2 X 04A05A RECONNECTED Q/D PIN.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED Q/D PIN FROM LINKAGE ASSEMBLY. JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS WucC ACTION TAKEN
21-Jan-2010 3 X 04A05A RECONNECTED P3 HOSE AND TUBE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P3 HOSE AND TUBE ASSY FROM HMU. JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jan-2010 4 X 04A05A RECONNECTED HOSE ASSY.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED GEARBOX TO HMU HOSE ASSY FROM HMU JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS WucC ACTION TAKEN
21-Jan-2010 5 X 04A05A REINSTALLED T-2 SENSOR.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T-2 SENSOR FROM HOLSTER. JL888744 0.2 RB627670 0.3

Page 338 of 3704
To 19-Aug-2015
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jan-2010 6 X 04A05A TIGHTED LOCKNUT. TQ'D TO 60 DEG WR ARC.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOSSENED HMU CLAMP LOCKNUT. JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jan-2010 7 X 04A05A REINSTALLED CLAMP. TQ'D TO 35" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED HMU CLAMP. JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jan-2010 8 X 04A05A REPLACED HMU. INSTALLED S/N: 15464165.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HMU S/N: UDAJ0216. JL888744 0.3 RB627670 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jan-2010 9 X 04A05A REPLACED PACKINGS. JL SIGHTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (2) EA PACKINGS FROM HMU. JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jan-2010 10 X 04A04 REPLACED PACKINGS. JL SIGHTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED (2) EA PACKINGS FROM ACCESSORY GEARBOX MODULE. JL888744 0.2 RB627670 0.3 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Jan-2010 7:00 AM 4001 X ML787461 5204.6 21-Jan-2010 5204.6 0 A 15C
FAULT WRITE-UP: ACTION TAKEN:
INSPECT APU AS FOLLOWS: ON HELICOPTERS WITH APU, 116305- REPLACED FUEL INLET FILTER.
100 THROUGH 116305-300 SERIES, REPLACE FUEL INLET FILTER
(IN PROCESS)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 ML787461 1 F
H G 2 15C O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jan-2010 1 X 15C REINSTALLED ENCLOSURE COVER.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APU FUEL ENCLOSURE COVER. JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jan-2010 2 X 15C RECONNECTED FUEL SUPPLY TUBE AT FUEL CONTROL AND FUEL
FILTER.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FUEL SUPPLY TUBE FROM FUEL FILTER AND FUEL JL888744 0.2 ML787461 0.3 F
CONTROL.
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jan-2010 3 X 15C REPLACED FUEL FILTER. TQ'D TO 150" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FUEL INLET FILTER. JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS WucC ACTION TAKEN
21-Jan-2010 4 X 15C REPLACED PACKING.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FUEL INLET FILTER PACKING. JL888744 0.2 ML787461 0.3 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Jan-2010 7:00 AM 4002 X ML787461 5204.6 21-Jan-2010 5204.6 0 A 15C
FAULT WRITE-UP: ACTION TAKEN:
REPLACED APU FUEL PUMP FILTER. REPLACED FUEL PUMP FILTER ASSY.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 ML787461 1 F
H G 2 15C O 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

21-Jan-2010 1 X 15C REINSTALLED COVER.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED FUEL PUMP FILTER COVER. JL888744 0.2 ML787461 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN

21-Jan-2010 2 X 15C REPLACED PACKING. JL SIGHTED.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED FUEL PUMP FILTER COVER PACKING. JL888744 0.2 ML787461 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN

21-Jan-2010 3 X 15C REPLACED FILTER. JL SIGHTED.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED FUEL PUMP FILTER ASSY. JL888744 0.2 ML787461 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN

21-Jan-2010 4 X 15C REPLACED PACKING. JL SIGHTED.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED FUEL PUMP FILTER PACKING. JL888744 0.2 ML787461 0.3 F




Page 342 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC

A 22-Jan-2010 7:02 AM 1001 X RB627670 5204.6 25-Jan-2010 5204.6 0 S 04A05A

FAULT WRITE-UP: ACTION TAKEN:

ENG #1 HMU, PN 4046T52G11, SN UDAJ4120, REQUIRES INSTALLED NEW HMU S/N UDAJ6516 IAW UH-60-10-ASAM-01

REPLACEMENT IAW UH-60-10-ASAM-01 BEFORE 5207.5 ACFT HRS.
BUT NLT 1 MAR 10 (IN PROCESS)

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.4 RB627670 2 F
H G 1 04A05A o} -3
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

22-Jan-2010 1 X 04A INSTALLED PIN

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE LINKAGE PIN JL888744 0.2 RB627670 0.1 F
DATE SEQNO STATUS wucC ACTION TAKEN

22-Jan-2010 2 X 04A INSTALLED P3 LINE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE P3 LINE FROM HMU JL888744 0.2 RB627670 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN

22-Jan-2010 3 X 04A CONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECT YELLOW CABLE JL888744 0.2 RB627670 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

22-Jan-2010 4 X 04A INSTALLED T2 INTO CANNISTER AND LATCHED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE T2 FROM CANISTER JL888744 0.2 RB627670 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

22-Jan-2010 5 X 04A INSTALLED CLAMP AND TQ'D TO 35 IN.LBS.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE GROOVED CLAMP JL888744 0.2 RB627670 0.5 F
DATE SEQNO STATUS wuc ACTION TAKEN

22-Jan-2010 6 X 04A INSTALLED NEW HMU S/N UDAJ6516,PACKINGS (4) SIGHTED BY JL

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE POU FUEL LINE TO HMU JL888744 0.2 RB627670 1 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 25-Jan-2010 8:46 AM 1001 X SP271566  5204.6 25-Jan-2010 5204.6 0 A 11
FAULT WRITE-UP: ACTION TAKEN:
TAIL PYLON CONDUITS TORN AT TOP PORTION REPLACED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 SP271566 0.6 0
H G 2 11 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Jan-2010 1 X 11 REINST TQ HDWR TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H UPPER TAIL PYLON PULLEY JL888744 0.2 SP271566 0.2 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Jan-2010 2 X 11 REINST TQ HDWR TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H UPPER TAIL PYLON PULLEY JL888744 0.2 SP271566 0.2 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Jan-2010 3 X 11 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD 2 EA TAIL MPYLON CONDUITS JL888744 0.2 SP271566 0.2 (0]




Page 344 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 25-Jan-2010 10:05 AM 1003 X MM572544  5204.6 25-Jan-2010 5204.6 0 A 06A09
FAULT WRITE-UP: ACTION TAKEN:
ROTOR BRAKE DISC WARPED REPLACED M/M ROTOR BRAKE DISC
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 1 MP689732 4 0
H G 2 06 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Jan-2010 1 X 06A09 REINSTALLED NUT TQ 1410 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED M/M T/R TAKEOFF FLANGE RETAINING NUT JL888744 0.2 MP689732 0.5 (0]

DATE SEQNO STATUS
25-Jan-2010 2 X

wucC
06A09

ACTION TAKEN
REINSTALLED BRAKE HOUSING ASSY, REPLACED HDWR; TQ 960 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED M/M ROTOR BRAKE HOUSING FROM MOUNT ON M/M JL888744 0.2 MP689732 1 0]
DATE SEQNO STATUS wucC ACTION TAKEN

25-Jan-2010 3 X 06A09 REINSTALLED FLANGE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED T/R TAKEOFF FLANGE FROM M/M JL888744 0.2 MP689732 1 0]
DATE SEQNO STATUS wuc ACTION TAKEN

25-Jan-2010 4 X 06A09 REPLACED DISC TQ 400 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ROTOR BRAKE DISC FROM T/R TAKEOFF FLANGE JL888744 0.2 MP689732 1 0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 25-Jan-2010 10:21 AM 1004 X JL888744 5204.6 27-Jan-2010 5204.6 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
CABIN ABSORBER R/H UPPER FITTING BUSHINGS WORN REPLACED BUSHINGS
EXCESSIVELY
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 LG224891 2 0
H G 1 02 F -2
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Jan-2010 1 X 02 REINSTALLED AND SAFTIED TQ TO 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR HOLDING LEFT SIDE OF CABIN VIBE ABSORBER TO JL888744 0.2 LG224891 0.3 (0]
AIRFRAME
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Jan-2010 2 X 02 REINSTALLED AND SAFETIED TQ TO 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR HOLDING RIGHT SIDE OF CABIN VIBE ABSORBER TO JL888744 0.2 LG224891 0.3 (0]
AIRFRAME
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Jan-2010 3 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CABIN VIBE ABSORBER JL888744 0.2 LG224891 0.5 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
25-Jan-2010 4 X 02 REINSTALLED AND SAFETIED TQ TO 50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RIGHT LOWER FITTING FROM CABIN VIBE ABSORBER JL888744 0.2 LG224891 0.2 (0]




Page 346 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 25-Jan-2010 7:00 AM 1005 X ML787461 5204.6 25-Jan-2010 5204.6 0 A 04A
FAULT WRITE-UP: ACTION TAKEN:
#1 ENGINE 3 O'CLOCK SUSPENSION MOUNT LUG SLEEVES WORN REMOVED AND REPLACED SUSPENSION LUG BUSHING
AND REQUIRE REPLACEMENT. SLEEVES.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.5 ML787461 4 F
H G 1 04A O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Jan-2010 1 X 04A06N RECONNECTED YELLOW HARNESS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED YELLOW HARNESS FROM TGT HARNESS. JL888744 0.2 ML787461 0.5 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Jan-2010 2 X 04A06N REINSTALLED TGT HARNESS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TGT HARNESS. JL888744 0.2 ML787461 0.5 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Jan-2010 3 X 04A05 RECONNECTED FUEL MAINIFOLD HARNESS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED R/H SIDE FUEL MANIFOLDS FROM INJECTORS. JL888744 0.2 ML787461 0.5 F
DATE SEQ NO STATUS WucC ACTION TAKEN
25-Jan-2010 4 X 04A06 RECONNECTED IGNITION LEAD.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 4 O'CLOCK IGNITION LEAD FROM IGNITOR. JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Jan-2010 5 X 04A06 REINSTALLED IGNITOR. TQ'D B-NUT TO 150" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 4 O'CLOCK IGNITOR PLUG AND B-NUT. JL888744 0.2 ML787461 0.3 F
DATE SEQ NO STATUS WucC ACTION TAKEN
25-Jan-2010 6 X 04A08 RECONNECTED OIL SUPPLY LINE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED C-SUMP SUPPLY LINE AT MID-FRAME. JL888744 0.2 ML787461 0.3 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
25-Jan-2010 7 X 04A REPLACED SUSPENSION LUG BUSHINGS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER AND LOWER 3 O'CLOCK SUSPENSION LUG JL888744 0.2 ML787461 3 F
BUSHINGS.
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 25-Jan-2010 3:00 PM 1006 X MM572544  5204.6 01-Feb-2010 5204.6 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
YAW ACTUATOR LEAKING BEYOND LIMITS REPLACED AND NULLED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 2 MM572544 0.1 0
H G 2 07 0 23
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
25-Jan-2010 1 X 11 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELEC CONN (2EA) FROM YAW ACTUATOR JL888744 0.2 DH625641 0.2 0]
DATE SEQNO STATUS wucC ACTION TAKEN
25-Jan-2010 2 X 11 RECONNECTED TQ 12-30/30-50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CONTROL ROD FROM YAW ACTUATOR INPUT JL888744 0.2 DH625641 0.3 0]
DATE SEQNO STATUS wuc ACTION TAKEN
25-Jan-2010 3 X 11 RECONNECTED TQ 12-20/30-50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CONTROL ROD FROM YAW ACTUATOR OUTPUT END  JL888744 0.2 DH625641 0.3 0]
DATE SEQNO STATUS wuc ACTION TAKEN
25-Jan-2010 4 X 11 REINSTALLED TQ 190 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD MOUNT BOLTS (4EA) FROM YAW ACTUATOR JL888744 0.2 DH625641 0.3 0]
DATE SEQNO STATUS wuc ACTION TAKEN
25-Jan-2010 5 X 11 REPLACED, NEW SERVO ASSY SN B323-07845
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD YAW ACTUATOR SN: B323-02505A JL888744 0.3 DH625641 1 0]




Report Date: 19-Aug-2015

Page 348 of 3704

Selection Range : 01-Jan-1980 To 19-Aug-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223732

HOURS: 5999.5
NEXT PHASE: 62728

LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E:

- Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
25-Jan-2010 6 X 11 REINSTALLED SAS ACTUATOR WITH SAME SERVOVALVE ONTO NEW
SERVO ASSY SN B323-07845
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAS ACTUATOR SN: B112-04350, WITH SAS SERVOVALVE SN: JL888744 0.2 DH625641 0.3 (0]
4401 INSTALLED, FROM YAW ACTUATOR SN: B323-02505A
DATE SEQ NO STATUS wucC ACTION TAKEN
25-Jan-2010 7 X 11 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD XFER TUBES (2EA) FROM YAW ACTUATOR JL888744 0.2 DH625641 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
25-Jan-2010 8 X 11 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PACKINGS FROM XFER TUBES JL888744 0.2 DH625641 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
25-Jan-2010 9 X 02 REPLACED SERVOVALVE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SERVOVALVE FROM YAW ACTUATOR JL888744 0.2 JN311500 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
25-Jan-2010 10 X 02 TIGHTENED, TQ TO 50 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED ADJUSTMENT SCREW AND NUT ON YAW ACTUATOR FOR JL888744 0.2 JN311500 0.3 (0]
NULLING
DATE SEQ NO STATUS wucC ACTION TAKEN
25-Jan-2010 11 X 02 TIGHTENED, TQ TO 20 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED BLEED SCREW OM YAW ACTUATOR FOR NULLING JL888744 0.2 JN311500 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
25-Jan-2010 12 - 02 COMPL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK AND TOOL INVENTORY DUE AFTER COMPLETION OF 0 DH625641 0.2 (0]
MAINTENANCE
DATE SEQ NO STATUS wucC ACTION TAKEN
25-Jan-2010 13 X 11 REPLACED TQ 30-50 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T-6 LINK JL888744 0.2 DH625641 0.2 (0]




Report Date: 19-Aug-2015
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Selection Range : 01-Jan-1980 To 19-Aug-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223732

HOURS: 5999.5
NEXT PHASE: 62728

LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E:

- Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 25-Jan-2010 3:36 PM 1008 X JN311500 5204.6 27-Jan-2010 5204.6 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
#1 HYD PUMP RETURN QUICK DISCONNECT (BLUE) IS LEAKING REPLACED QD
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 JN311500 0.5 0
A G 2 02 O -2
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Jan-2010 1 X 02 REPLACED QD, TQ TO 500 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 HYD PUMP RETURN FEMALE QD FROM HYD LINE JL888744 0.2 JN311500 0.5 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Jan-2010 2 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK AND TOOL INVENTORY DUE AFTER COMPLETION OF 0 JN311500 0.2 C
MAINTENANCE
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 25-Jan-2010 4:04 PM 1010 X JN311500 5204.6 27-Jan-2010 5204.6 0 P 07
FAULT WRITE-UP: ACTION TAKEN:
#2 HYD PUMP SEEPING AT QUICK DISCONNECTS REPLACED QD'S
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 MC821823 1 0
A G 2 02 O -2
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Jan-2010 1 X 07 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED QD'S JL888744 0.2 MC821823 0.2 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Jan-2010 2 X 07 REPLACED SAFETIES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETIES FROM QD'S JL888744 0.2 MC821823 0.2 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Jan-2010 3 X 07 REPLACED QD HALFS AND TWO PACKINGS EACH
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HYD PUMP MOD PRESSURE AND RETURN QD HALFS JL888744 0.2 MC821823 0.3 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 25-Jan-2010 4:24 PM 1011 X SP271566  5204.6 25-Jan-2010 5204.6 0 S 02
FAULT WRITE-UP: ACTION TAKEN:
TAIL PYLON STEPS RMVD TO FACILIATE MAINT. REINST STEPS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 SP271566 1 O
H G 2 02 0 0

DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Jan-2010 12:28 PM 1001 X JL888744 5204.6 27-Jan-2010 5204.6 0 B 11
FAULT WRITE-UP: ACTION TAKEN:
AFT END OF ROLL TQ SHAFT INPUT ROD NOT CENTERED LOOSENED JAM NUT AND CENTERED ROD, TQ TO 230 IN LBS
AND SAFTIED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 MC821823 0.2 0
H G 1 1" F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 26-Jan-2010 8:34 AM 4001 X COMGEN 5204.6 27-Jan-2010 5204.6 0 G 04A04
FAULT WRITE-UP: ACTION TAKEN:
#1 ENGINE STARTER DRAIN AND FILL INSPECTION COMPLETE. NO DISCREPANCIES NOTED.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 RB627670 1 F
H G 2 04A04 0 -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2010 1 X 04A04 RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 ENGINE STARTER ELECTRICAL CONNECTOR JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2010 2 X 04A04 RECONNECTED. TQ'D CLAMP TO 35" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLEED AIR TUBE FROM #1 ENGINE STARTER JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2010 3 X 04A04 REINSTALLED HARDWARE. TQ'D TO 180" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED #1 ENGINE STARTER MOUNT HARDWARE JL888744 0.2 RB627670 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2010 4 X 04A04 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #1 ENGINE STARTER

JL888744 0.2 RB627670 0.3 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2010 5 X 04A04 REINSTALLED PLUG.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE STARTER DRAIN PLUG JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2010 6 X 04A04 REPLACED PACKING. JL SIGHTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE STARTER DRAIN PLUG PACKING JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2010 7 X 04A04 REINSTALLED PLUG.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE STARTER FILL PLUG JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2010 8 X 04A04 REPLACED PACKING. JL SIGHTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE STARTER FILL PLUG PACKING JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
26-Jan-2010 9 X 04A04 FLUSHED AND SERVICED TO SPECIFICATION.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DRAINED #1 ENGINE STARTER JL888744 0.2 RB627670 1 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Jan-2010 8:36 AM 4002 X COMGEN  5204.6 27-Jan-2010 5204.6 0 G 04A04
FAULT WRITE-UP: ACTION TAKEN:
#2 ENGINE STARTER DRAIN AND FILL INSPECTION COMPLETE. NO DISCREPANCIES NOTED.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 RB627670 1 F
H G 2 04A04 O -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
26-Jan-2010 1 X 04A04 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE STARTER DRAIN PLUG JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
26-Jan-2010 2 X 04A04 REPLACED PACKING. JL SIGHTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE STARTER DRAIN PLUG PACKING JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
26-Jan-2010 3 X 04A04 FLUSHED AND SERVICED TO SPECIFICATION.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DRAINED #2 ENGINE STARTER JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS WucC ACTION TAKEN
26-Jan-2010 4 X 04A04 REINSTALLED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE STARTER FILL PLUG JL888744 0.2 RB627670 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
26-Jan-2010 5 X 04A04 REPLACED PACKING. JL SIGHTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE STARTER FILL PLUG PACKING JL888744 0.2 RB627670 0.3 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 6272.8 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Jan-2010 2:57 PM 1 X COMGEN 5204.6 18-Feb-2010 5204.6 0 P 05A01I
FAULT WRITE-UP: ACTION TAKEN:
INSP A020 - PERFORM M/R SPINDLE LUGS, M/R CUFF, TIP CAPS COMPLETED
INSPECTION. Was Due at: 19-Jan-2010 or 5209.8 Hours. Upgrade to
Red X Status on 21-Jan-2010 or 5210.8 Hours
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.1 MM572544 0.3 0
(¢} (¢} 1 05A011 (¢} 8
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Jan-2010 2:57 PM 10 X COMGEN 5204.6 18-Feb-2010 5204.6 0 P 02A03C
FAULT WRITE-UP: ACTION TAKEN:
INSP A802 - OREGON AERO SEAT CUSHIONS. Was Due at: 13-Jan- COMPLETED
2010 or 5210.2 Hours. Upgrade to Red X Status on 15-Jan-2010 or
5212.7 Hours
WHEN HOW MAL WwucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.1 MM572544 0.3 O
O O 1 02A03C O 8
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Jan-2010 10:04 AM 1001 X SP271566  5204.6 27-Jan-2010 5204.6 0 C 06
FAULT WRITE-UP: ACTION TAKEN:
INT G/B INPUT SEAL LEAKING REPLACED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 CD467904 1 F
H G 2 06 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
27-Jan-2010 1 X 06 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COTTER PIN JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
27-Jan-2010 2 X 06 REINSTALLED TQ 215 FT LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD NUT JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
27-Jan-2010 3 X 06 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FLANGE JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
27-Jan-2010 4 X 06 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RETAINING RING JL888744 0.2 CD467904 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
27-Jan-2010 5 X 06 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD SEAL

JL888744 0.2 CDA467904 1 F




Report Date: 19-Aug-2015

Selection Range : 01-Jan-1980

CLOSED FAULT REPORT

Page 356 of 3704
To 19-Aug-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Jan-2010 1:53 PM 1003 X JL888744 5204.6 01-Feb-2010 5204.6 0 P 02
FAULT WRITE-UP: ACTION TAKEN:
#2 HYD PUMP NOT SERVICED SERVICED PUMP
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 JN311500 0.5 0
H G 1 07 F 25
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 27-Jan-2010 2:54 PM 1008 X JL888744 5204.6 01-Feb-2010 5204.6 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
L/H APU VENT SCREEN VENT STRAP MISSING TWO SCREWS INSTALLED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 MM572544 0.3 O
H G 1 02 F 25
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 28-Jan-2010 2:22PM 1001 X AO704878 5204.6 03-Feb-2010 5204.6 0 6 05
FAULT WRITE-UP: ACTION TAKEN:
4EA BIFILAR WEIGHTS FAILED UT INSPECTION REINSPECTED BIFILAR WEIGHTS WITH NEW NDI EQUIPMENT NO
DEFECTS FOUND
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 RD562816 1 F
H G 1 05 0 24
DELAY




Page 357 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Feb-2010 2:23PM 1002 X TW920222 5204.6 04-Feb-2010 5204.6 0 L 19E04B
FAULT WRITE-UP: ACTION TAKEN:
DISCONNECTED #1 & #2 SDC CANON PLUGS TO ATTACH LINE CONNECTED SDC CABLES.
TEST SET CABLES.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 TW920222 2 F
H G 2 19E04B F -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 03-Feb-2010 3:50 PM 1001 X JS190394 5204.6 04-Feb-2010 5204.6 0 L 08B25
FAULT WRITE-UP: ACTION TAKEN:
DISC ELE CONNETCOR FROM FUEL QUANTITY SIGNAL RECONNECTED ELE CONNECTOR
CONDITIONER
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 JS190394 0.1 F
H G 2 08B25 0 -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Feb-2010 3:55PM 1002 X JS190394  5204.6 03-Feb-2010 5204.6 0 C 09CO4E
FAULT WRITE-UP: ACTION TAKEN:
POSITION LIGHT DO NOT LIGHT AT REDUCED INTENSITY WITH REPAIRED BROKEN WIRE ON DIMMING RESISTOR R10 MOC OK
POSITION LIGHT SWITCH AT DIM
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 JS190394 0.5 F
X G 1 09C04E O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Feb-2010 1 X 09C04E REINSTALLED HARDWARE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM DIMMING RESISTOR R10 JL888744 0.2 JS190394 0.3 F




Page 358 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Feb-2010 1 X 09C04E REINSTALLED HARDWARE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM DIMMING RESISTOR R10 JL888744 0.2 JS190394 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Feb-2010 1 X 09C04E REINSTALLED HARDWARE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM DIMMING RESISTOR R10 JL888744 0.2 TW920222 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Feb-2010 1 X 09C04E REINSTALLED HARDWARE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM DIMMING RESISTOR R10 JL888744 0.2 TW920222 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Feb-2010 2 X 09C04E REINSTALLED DIMMING RESISTOR R10
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DIMMING RESITOR R10 JL888744 0.2 JS190394 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Feb-2010 2 X 09C04E REINSTALLED DIMMING RESISTOR R10
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DIMMING RESITOR R10 JL888744 0.2 JS190394 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Feb-2010 3 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 JL888744 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Feb-2010 3 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE 0 JL888744 0.1 F




Page 359 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 04-Feb-2010 9:16 AM 1001 X JS190394 5204.6 04-Feb-2010 5204.6 0 L 52R
FAULT WRITE-UP: ACTION TAKEN:
DISC ELE CONNECTORS FROM #1 & #2 STAB AMPLIFIER RECONNECTED ELE CONNECTORS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 JS190394 0.1 F
H G 2 52R O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 04-Feb-2010 3:27 PM 1003 X MM572544  5204.6 04-Feb-2010 5204.6 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
PILOT SEAT AFT RESILIENT MOUNTS TORN REPLACED (2EA) AFT RESILENT MOUNTS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 1 MM572544 4 O
H G 2 02 0 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2010 1 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLL BOOT JL888744 0.2 LG224891 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2010 1 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOTS COLL BOOT JL888744 0.2 LG224891 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2010 2 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOT SEAT AFT STOPS JL888744 0.2 LG224891 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2010 2 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD PILOT SEAT AFT STOPS

JL888744 0.2 LG224891 0.4 )




Page 360 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2010 3 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED PILOTS SEAT WIRING HARNESS JL888744 0.2 LG224891 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2010 3 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED PILOTS SEAT WIRING HARNESS JL888744 0.2 LG224891 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2010 4 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED PILOT COLL STICK ELECTRICAL CONNECTOR JL888744 0.2 LG224891 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2010 4 X 02 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED PILOT COLL STICK ELECTRICAL CONNECTOR JL888744 0.2 LG224891 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2010 5 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOT SEAT JL888744 0.3 MM572544 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2010 5 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOT SEAT JL888744 0.3 MM572544 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2010 6 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOT SEAT TRUNNION CLEVIS BOLTS JL888744 0.2 MM572544 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2010 6 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD PILOT SEAT TRUNNION CLEVIS BOLTS JL888744 0.2 MM572544 1 )




Report Date: 19-Aug-2015

Selection Range : 01-Jan-1980

CLOSED FAULT REPORT

Page 361 of 3704
To 19-Aug-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2010 7 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOT SEAT AFT RESILIENT MOUNTS JL888744 0.2 MM572544 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Feb-2010 7 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOT SEAT AFT RESILIENT MOUNTS JL888744 0.2 MM572544 0.3 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 04-Feb-2010 3:27 PM 1004 X MM572544  5204.6 04-Feb-2010 5204.6 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
CO-PILOT SEAT AFT INBOARD RESILIENT MOUNT TORN REPLACED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 MM572544 0.3 0
H G 2 02 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Feb-2010 1 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CO-PILOT COLL BOOT JL888744 0.2 MM572544 0.5 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
04-Feb-2010 2 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CO-PILOT TRUNNION CLEVIS BOLTS JL888744 0.2 MM572544 0.5 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Feb-2010 3 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMV D CO-PILOT SEAT AFT INBOARD RESILIENT MOUNT JL888744 0.2 MM572544 0.4 (0]




Page 362 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 17-Feb-2010 8:02 AM 1001 X HP884925  5204.6 17-Feb-2010 5204.6 0 A 10

FAULT WRITE-UP:

NO.# 2 PRIME / BOOST FUEL LINE FOUND LEAKING DURING PRIME
BOOST FUEL CHECK

ACTION TAKEN:
TEMP REPLACEMENT OF HOSE.

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.3 SP271566 1 O
H G 2 10 O 0
DELAY
13-2s to Follow

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2010 1 X 10 CONNECTED TQ TO 130 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED NO.# 2 BOOST FUEL LINE FROM PRIME BOOST FUEL AQ704878 0.2 LG224891 0.3 (0]
OUTLET VALVE

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2010 1 X 10 CONNECTED TQ TO 130 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED NO.# 2 BOOST FUEL LINE FROM PRIME BOOST FUEL AQ704878 0.2 LG224891 0.3 (0]
OUTLET VALVE

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2010 1 X 10 CONNECTED TQ TO 130 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED NO.# 2 BOOST FUEL LINE FROM PRIME BOOST FUEL AQ704878 0.2 SP271566 0.3 (0]
OUTLET VALVE

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2010 1 X 10 CONNECTED TQ TO 130 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED NO.# 2 BOOST FUEL LINE FROM PRIME BOOST FUEL AQ704878 0.2 SP271566 0.3 (0]
OUTLET VALVE

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2010 2 X 10 CONNECTED TQ TO 130 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISSCONNECTED NO. # 2 BOOST FUEL LINE FROM MAIN ENGINE AQ704878 0.2 SP271566 0.3 (0]
PRIME FUEL SHUTOFF VALVE

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Feb-2010 2 X 10 CONNECTED TQ TO 130 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISSCONNECTED NO. # 2 BOOST FUEL LINE FROM MAIN ENGINE AQ704878 0.2 SP271566 0.3 (0]

PRIME FUEL SHUTOFF VALVE




Page 363 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015

Current Status A: X

Current Status E:

Current Status O:

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Feb-2010 3 X 10 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD NO. # 2 PRIME / BOOST FUEL LINE AQ704878 0.2 LG224891 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Feb-2010 3 X 10 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD NO. # 2 PRIME / BOOST FUEL LINE AQ704878 0.2 LG224891 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Feb-2010 3 X 10 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD NO. # 2 PRIME / BOOST FUEL LINE AQ704878 0.2 SP271566 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Feb-2010 3 X 10 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD NO. # 2 PRIME / BOOST FUEL LINE AQ704878 0.2 SP271566 0.5 )
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Feb-2010 4 - 10 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 AQ704878 0.1 )
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Feb-2010 4 - 10 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 AQ704878 0.1 )
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Feb-2010 4:11PM 1030 X SP271566  5204.6 17-Feb-2010 5204.6 0 A 10
FAULT WRITE-UP: ACTION TAKEN:
NO 2 PRIME FUEL LINE LEAKING REPLACED LINE MOC OK
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 SP271566 1 o
H G 2 10 o} 0
DELAY




Page 364 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Feb-2010 8:52 AM 1002 X SP271566  5204.6 18-Feb-2010 5204.6 0 A 05
FAULT WRITE-UP: ACTION TAKEN:
BROKE SAFETIES ON 4 EA M/R PC RODS UPPER AND LOWER END TORQUED T0 750 IN LBS AND RESAFTIED 4 EA PC RODS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 SP271566 1 0
H G 2 05 O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 18-Feb-2010 7:00 AM 1003 X MM572544  5204.6 18-Feb-2010 5204.6 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
#2 PCL START ABORT SWITCH SPRING WEAK REPLACED SPRING
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 MJ662150 0.5 O
H G 2 02 0 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Feb-2010 1 X 02 REASSEMBLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISSASSEMBLED #2 PCL HANDLE JL888744 0.3 MJ662150 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Feb-2010 1 X 02 REASSEMBLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISSASSEMBLED #2 PCL HANDLE JL888744 0.3 MJ662150 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Feb-2010 1 X 02 REASSEMBLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISSASSEMBLED #2 PCL HANDLE JL888744 0.3 MM572544 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Feb-2010 1 X 02 REASSEMBLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISSASSEMBLED #2 PCL HANDLE JL888744 0.3 MM572544 1 (0]




Page 365 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 18-Feb-2010 1:22PM 1005 X COMGEN  5204.6 18-Feb-2010 5204.6 0 P 09B01A
FAULT WRITE-UP: ACTION TAKEN:
INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1). Was COMPLETED
Due at: 29-Jan-2010. Upgrade to Red X Status on 02-Feb-2010
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.1 MM572544 0.3 O
(e} (e} 1 09B01A (e} 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 18-Feb-2010 1:22PM 1006 X COMGEN  5204.6 18-Feb-2010 5204.6 0 P 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. Was NO CHANGE FROM JAN READINGS
Due at: 14-Feb-2010. Upgrade to Red X Status on 18-Feb-2010
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.1 MM572544 0.1 (0]
(0] (0] 1 04A06B (0] 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 18-Feb-2010 1:22PM 1007 X COMGEN  5204.6 18-Feb-2010 5204.6 0 P 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. Was NO CHANGE FROM JAN READINGS
Due at: 14-Feb-2010. Upgrade to Red X Status on 18-Feb-2010
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.1 MM572544 0.1 (0]
(o) (o) 1 04A06B (o) 0
DELAY




Page 366 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 6272.8 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 18-Feb-2010 1:22PM 1008 X COMGEN  5204.6 18-Feb-2010 5204.6 0 P 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A103 - AIRCRAFT WASH DUE. Was Due at: 29-Jan-2010. COMPLETED
Upgrade to Red X Status on 02-Feb-2010
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.1 MM572544 0.3 O
(e} (e} 1 00 (e} 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Feb-2010 1:22PM 1009 X COMGEN 5204.6 18-Feb-2010 5204.6 0 P 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A115 - LUBE REQUIRMENTS. Was Due at: 29-Jan-2010 or 5226 COMPLETED
Hours. Upgrade to Red X Status on 02-Feb-2010 or 5230 Hours
WHEN HOW MAL WwucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.1 MM572544 0.3 O
O O 1 00 O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Feb-2010 1:22PM 1010 X COMGEN  5204.6 18-Feb-2010 5204.6 0 P 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A160 - 90 DAY CORROSION INSPECTION. Was Due at: 05-Feb- COMPLETED
2010. Upgrade to Red X Status on 15-Feb-2010
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.1 MM572544 0.3 O
(¢} (¢} 1 00 (¢} 0
DELAY




Page 367 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Feb-2010 1:22PM 1011 X COMGEN  5204.6 18-Feb-2010 5204.6 0 P 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A222 - AMSS SURVIVAL KIT INSPECTION. Was Due at: 31-Jan- COMPLETED
2010. Upgrade to Red X Status on 03-Feb-2010
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.1 MM572544 0.5 0
O O 1 00 O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Feb-2010 1:22PM 1015 X COMGEN 5204.6 18-Feb-2010 5204.6 0 P 13
FAULT WRITE-UP: ACTION TAKEN:
INSP A805 - VISUAL INSP OF ECS AND REFRIGERANT LINES FOR INSP AND SERVICING A/C ADD 3.5 LBS OF FREON & 4.0 OZ OIL

CONDITION SECURITY AND PROPER SERVICING. Was Due at: 13-

Feb-2010 or 5225.9 Hours. Upgrade to Red X Status on 18-Feb-2010 or
5228.9 Hours

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 1 SM606228 1.5 F
O O 1 13 O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 18-Feb-2010 1:22PM 1016 X COMGEN  5204.6 18-Feb-2010 5204.6 0 P 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A815 - 30 DAY INTERIOR INSPECTION AND CLEANING COMPLETED

PROCEDURES FOR THE MDW CONFIGURED UH-60A (VH-60)
AIRCRAFT. Was Due at: 29-Jan-2010. Upgrade to Red X Status on 02-

Feb-2010
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.1 MM572544 0.3 o
o o 1 00 O 0

DELAY




Report Date: 19-Aug-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223732

Selection Range : 01-Jan-1980

Page 368 of 3704
To 19-Aug-2015

HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Feb-2010 1:22PM 1017 X COMGEN  5204.6 18-Feb-2010 5204.6 0 P 02
FAULT WRITE-UP: ACTION TAKEN:
INSP A822 - VISUAL INSP OF VIP INTERIOR. Was Due at: 29-Jan- COMPLETED
2010. Upgrade to Red X Status on 02-Feb-2010
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.1 MM572544 0.3 0
(¢} (¢} 1 02 (¢} 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Feb-2010 1:22PM 1018 X COMGEN 5204.6 18-Feb-2010 5204.6 0 P 05A02H
FAULT WRITE-UP: ACTION TAKEN:
INSP A851 - LOGBOOK RECON . Was Due at: 29-Jan-2010. COMPLETED
Upgrade to Red X Status on 02-Feb-2010
WHEN HOW MAL WwucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.1 MM572544 0.3 O
O O 1 05A02H O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Feb-2010 7:16 AM 1 X TW920222 5204.6 19-Feb-2010 5204.6 0 A 19E05
FAULT WRITE-UP: ACTION TAKEN:
AT A 10FT HOVER ALTJUMP FROM 5FT TO 14FT(TRANSCRIBED REPLACED AND ADJUSTED COPILOT'S RADAR ALTIMETER.
FROM ULLS-A(E) PHASE: W0Y4050012001 ON Feb 18 2010
12:59PM)IN PROCESS.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AQ704878 0.2 TW920222 1.5 F
H G 2 19E05 F 0
DELAY




Page 369 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 25-Feb-2010 7:00 AM 1 X LG224891 5215.6 25-Feb-2010 5215.6 0 P 05

FAULT WRITE-UP:

T/R INBOARD RETENTION PLATE TQ CK DUE BETWEEN 52133.6 -
5215.6 HRS(TRANSCRIBED FROM ULLS-A(E) PHASE:
W0Y4050012001 ON Feb 18 2010 12:59PM) INPROCESS

ACTION TAKEN:
COMPLETED. TQ STABILIZED

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.1 LG224891 7 (6]
(6] G 1 05 (6] 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 02-Mar-2010 3:39 PM 1 X COMGEN  5226.5 02-Mar-2010 5226.5 0 6 05A011
FAULT WRITE-UP: ACTION TAKEN:
INSP A020 - PERFORM M/R SPINDLE LUGS, M/R CUFF, TIP CAPS COMPLETED
INSPECTION. Was Due at: 5222.8 Hours or 10-Mar-2010. Upgrade to
Red X Status on 5223.9 Hours or 12-Mar-2010
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS TS067508 0.2 DM370758 0.2 (0]
(0] (0] 1 05A011 (0] 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 06-Mar-2010 11:35AM 2 X COMGEN  5226.5 10-Mar-2010 5226.5 0 6 02A03C
FAULT WRITE-UP: ACTION TAKEN:
INSP A802 - OREGON AERO SEAT CUSHIONS. Was Due at: 04-Mar- COMPLETED
2010 or 5229.6 Hours. Upgrade to Red X Status on 06-Mar-2010 or
5232.1 Hours
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ417223 0.2 DM370758 0.4 (0]
(0] (0] 1 02A03C (0] -4

DELAY




Page 370 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Mar-2010 11:36 AM 3 X DM370758 5226.5 15-Jun-2010 5226.5 0 G 02
FAULT WRITE-UP: ACTION TAKEN:
AIRCRAFT DEFUELED FOR INTERMEDIATE STORAGE REFUELED ACFT
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ417223 0.2 KJ417223 0.5 0
K G 4 02 O -12
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Mar-2010 11:36 AM 4 X DM370758 5226.5 15-Jun-2010 5226.5 0 G 02
FAULT WRITE-UP: ACTION TAKEN:
AIRCRAFT PRESERVED WITH 10-10 OIL FOR INTERMEDIATE REMOVED 10-10 OIL THROUGH RUN UP
STORAGE
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ417223 0.1 KJ417223 0.2 O
K G 4 02 O -12
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 31-Mar-2010 7:21 AM 1 X COMGEN  5226.5 15-Jun-2010 5226.5 0 G 05A011
FAULT WRITE-UP: ACTION TAKEN:
INSP A020 - PERFORM M/R SPINDLE LUGS, M/R CUFF, TIP CAPS COMPLETED
INSPECTION. Was Due at: 16-Mar-2010 or 5236.5 Hours. Upgrade to
Red X Status on 18-Mar-2010 or 5237.5 Hours
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ417223 0.1 KJ417223 0.2 O
(¢} (¢} 1 05A011 (¢} 13
DELAY




Page 371 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 31-Mar-2010 7:21 AM 2 X COMGEN  5226.5 15-Jun-2010 5226.5 0 G 09B01A
FAULT WRITE-UP: ACTION TAKEN:
INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1). Was COMPLETED
Due at: 20-Mar-2010. Upgrade to Red X Status on 24-Mar-2010
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ417223 0.1 KJ417223 0.1 O
0] 0] 1 09B01A (e} 13
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 31-Mar-2010 7:21 AM 3 X COMGEN  5226.5 15-Jun-2010 5226.5 0 G 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. Was COMPLETED
Due at: 15-Mar-2010. Upgrade to Red X Status on 19-Mar-2010
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ417223 0.1 KJ417223 0.1 (0]
(0] (0] 1 04A06B (0] 13
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 31-Mar-2010 7:21 AM 4 X COMGEN  5226.5 15-Jun-2010 5226.5 0 G 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. Was COMPLETED
Due at: 15-Mar-2010. Upgrade to Red X Status on 19-Mar-2010
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ417223 0.1 KJ417223 0.1 (0]
(o) (o) 1 04A06B (o) 13
DELAY




Page 372 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 31-Mar-2010 7:21 AM 5 X COMGEN  5226.5 15-Jun-2010 5226.5 0 G 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A103 - AIRCRAFT WASH DUE. Was Due at: 20-Mar-2010. COMPLETED FOR COMPLETION OF PAINT
Upgrade to Red X Status on 24-Mar-2010
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ417223 0.1 KJ417223 0.1 0
O O 1 00 O 13
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 31-Mar-2010 7:21 AM 6 X COMGEN 5226.5 15-Jun-2010 5226.5 0 G 00

FAULT WRITE-UP:

INSP A115 - LUBE REQUIRMENTS. Was Due at: 20-Mar-2010 or
5244.6 Hours. Upgrade to Red X Status on 24-Mar-2010 or 5248.6 Hours

ACTION TAKEN:
COMPLETED AFTER ACFT WASH AND DEPOT LEVEL MWO

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ417223 0.1 KJ417223 0.1 O
O O 1 00 O 13
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 31-Mar-2010 7:21 AM 7 X COMGEN  5226.5 15-Jun-2010 5226.5 0 G 00

FAULT WRITE-UP:

INSP A177 - 90 DAY REVIEW/UPDATE OF 365-4 ENTRIES. Was Due
at: 19-Mar-2010. Upgrade to Red X Status on 29-Mar-2010

WHEN HOW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
O O 1 00 O 13

DELAY

ACTION TAKEN:
UPDATED FOR COMPLETION OF DEPOT LEVEL MWO

TIPID MMH PID
KJ417223 0.5

MMH TYPE
KJ417223 0.2 o
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 31-Mar-2010 7:21 AM 8 X COMGEN 5226.5 15-Jun-2010 5226.5 0 G 17A
FAULT WRITE-UP: ACTION TAKEN:
INSP A534 - FIRST AID KIT INSPECTION. Was Due at: 20-Feb-2010. COMPLETED
Upgrade to Red X Status on 23-Mar-2010
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ417223 0.1 KJ417223 0.1 0
O O 1 17A O 13
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 31-Mar-2010 7:21 AM 11 X COMGEN 5226.5 15-Jun-2010 5226.5 0 G 00

FAULT WRITE-UP:

INSP A815 - 30 DAY INTERIOR INSPECTION AND CLEANING
PROCEDURES FOR THE MDW CONFIGURED UH-60A (VH-60)
AIRCRAFT. Was Due at: 20-Mar-2010. Upgrade to Red X Status on 24-
Mar-2010

ACTION TAKEN:
COMPLETED FOR COMPLETION OF DEPOT LEVEL MWO

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ417223 0.2 KJ417223 0.2 O
O O 1 00 O 13
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 31-Mar-2010 7:21 AM 12 X COMGEN  5226.5 15-Jun-2010 5226.5 0 G 02

FAULT WRITE-UP:

INSP A822 - VISUAL INSP OF VIP INTERIOR. Was Due at: 20-Mar-
2010. Upgrade to Red X Status on 24-Mar-2010

WHEN HOW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
o o 1 02 O 13

DELAY

ACTION TAKEN:
COMPLETED WITH COMPLETION OF DEPOT LEVEL MWO

TIPID MMH PID
KJ417223 0.1

MMH TYPE
KJ417223 0.1 o




Page 374 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 31-Mar-2010 7:21 AM 13 X COMGEN  5226.5 15-Jun-2010 5226.5 0 G 05A02H
FAULT WRITE-UP: ACTION TAKEN:
INSP A851 - LOGBOOK RECON . Was Due at: 20-Mar-2010. COMPLETED
Upgrade to Red X Status on 24-Mar-2010
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ417223 0.1 KJ417223 0.1 O
0] 0] 1 05A02H 0 13
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 31-Mar-2010 7:21 AM 14 X COMGEN  5226.5 15-Jun-2010 5226.5 0 G 11
FAULT WRITE-UP: ACTION TAKEN:
INSP A856 - 30 DAY INSPECTION OF ALL SAS LINKS MARKED "T6". COMPLETED
Was Due at: 20-Mar-2010. Upgrade to Red X Status on 24-Mar-2010
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ417223 0.1 KJ417223 0.1 (0]
(0] (0] 1 11 (0] 13
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 05-Apr-2010  7:13 AM 1 X COMGEN  5226.5 15-Jun-2010 5226.5 0 G 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A530 - AIRCRAFT EQUIPMENT INVENTORY (DA FORM 2408- COMPLETED AS RETURN TO UNIT INVENTORY FOR DEPOT LEVEL
17). Was Due at: 02-Mar-2010. Upgrade to Red X Status on 02-Apr- MWO
2010
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ417223 0.1 KJ417223 0.1 (0]
(o) (o) 1 00 (o) -12
DELAY




Page 375 of 3704
To 19-Aug-2015

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 05-Apr-2010  7:13 AM 2 X COMGEN  5226.5 15-Jun-2010 5226.5 0 G 13

FAULT WRITE-UP:

INSP A805 - VISUAL INSP OF ECS AND REFRIGERANT LINES FOR
CONDITION SECURITY AND PROPER SERVICING. Was Due at: 30-
Mar-2010 or 5234.6 Hours. Upgrade to Red X Status on 04-Apr-2010 or
5237.6 Hours

ACTION TAKEN:
COMPLETED FOR COMPLETION OF DEPOT LEVEL MWO

FAULT WRITE-UP:
INSP A553 - AIRCRAFT WEIGHING INVENTORY (365-1). Was Due at:
13-Mar-2010. Upgrade to Red X Status on 13-Apr-2010

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ417223 0.2 KJ417223 0.2 o
o o 1 13 o -12
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Apr-2010  7:26 AM 1 X COMGEN  5226.5 15-Jun-2010 5226.5 0 G 00

ACTION TAKEN:
DA 365-1 CHART A WAS COMPLETED ON 13 JUNE 2010 FOR
DEPOT LEVEL MWO BEING APPLIED

DELAY

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ417223 2 KJ417223 2 o
o} o} 1 00 o} -4
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Apr-2010  8:56 AM 1 X COMGEN  5226.5 15-Jun-2010 5226.5 0 G 02
FAULT WRITE-UP: ACTION TAKEN:
INSP A822 - VISUAL INSP OF VIP SEAT COVERS. Was Due at: 20- AT HOME STATION
Mar-2010. Upgrade to Red X Status on 24-Mar-2010
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ417223 0.1 KJ417223 0.1 0o
o} o} 1 02 o} 3




Page 376 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 6272.8 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-May-2010 2:42 PM 6 X COMGEN 5226.5 15-Jun-2010 5226.5 0 A 08B21
FAULT WRITE-UP: ACTION TAKEN:
INSP A862 - DOPPLER GPS NAV SDC BATTERY REPLACEMENT. REPLACED
Was Due at: 11-Apr-2010. Upgrade to Red X Status on 30-Apr-2010
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ417223 0.1 JJ977803 0.5 C
O O 1 08B21 O -13
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Jun-2010 9:19 AM 1 X COMGEN 5226.5 15-Jun-2010 5226.5 0 G 00

FAULT WRITE-UP:
INSP A160 - 90 DAY CORROSION INSPECTION. Was Due at: 19-May-
2010. Upgrade to Red X Status on 29-May-2010

ACTION TAKEN:
COMPLETED IN CONJUCTION WITH DEPOT LEVEL MWO AND
PAINT STRIPPING

DELAY

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ417223 0.1 KJ417223 0.1 o
o o 1 00 o -6
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 09-Jun-2010  9:19 AM 2 X COMGEN  5226.5 15-Jun-2010 5226.5 0 G 02A
FAULT WRITE-UP: ACTION TAKEN:
INSP A230 - INSPECT BATTERY COMPARTMENT FOR CORROSION COMPLETED
(SLAB). Was Due at: 19-May-2010. Upgrade to Red X Status on 01-Jun-
2010
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ417223 0.1 KJ417223 0.1 o
o o 1 02A o -6




Page 377 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 09-Jun-2010 9:19 AM 3 X COMGEN  5226.5 15-Jun-2010 5226.5 0 G 17B
FAULT WRITE-UP: ACTION TAKEN:
INSP A496 - CF3BR FIRE EXTINGUISHER WEIGHT TEST & COMPLETED 11 JUN 10
INSPECTION. Was Due at: 09-May-2010. Upgrade to Red X Status on
28-May-2010
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ417223 0.1 KJ417223 0.1 O
O O 1 17B O -6
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 09-Jun-2010 9:19 AM 4 X COMGEN  5226.5 15-Jun-2010 5226.5 0 G 09BO1A
FAULT WRITE-UP: ACTION TAKEN:
INSP A580 - RETURN SLAB TO AVIM FOR CAPACITY CHECK (EVERY COMPLETED
24 MONTH). Was Due at: 05-May-2010. Upgrade to Red X Status on 05
-Jun-2010
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ417223 0.1 KJ417223 0.1 (0]
(0] (0] 1 09BO1A (0] -6
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 09-Jun-2010 9:19 AM 6 X COMGEN  5226.5 15-Jun-2010 5226.5 0 A 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A860 - SINGARS AND HF BATTERY REPLACEMENT. Was Due REPLACED
at: 24-May-2010. Upgrade to Red X Status on 28-May-2010
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ417223 0.1 JJ977803 0.5 C
(o) (o) 1 00 (o) -6
DELAY




Page 378 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 15-Jun-2010 12:20PM 1 X COMGEN  5226.5 15-Jun-2010 5226.5 0 G 02A03C
FAULT WRITE-UP: ACTION TAKEN:
INSP A802 - OREGON AERO SEAT CUSHIONS. Was Due at: 24-Mar- COMPLETED
2010 or 5251.5 Hours. Upgrade to Red X Status on 26-Mar-2010 or 5254
Hours
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ417223 0.1 KJ417223 0.1 O
O O 1 02A03C (6] 0
DELAY




Page 379 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Jun-2010 4:30 PM 1 X KJ417223  5226.5 17-Jun-2010 5226.5 0 A 04
FAULT WRITE-UP: ACTION TAKEN:
DURING ENGINE CRANK ATTEMP #2 ENGINE STARTER SHAFT REPLACED STARTER
SHEARED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ417223 0.2 JJ977803 0.6 C
M G 3 04 O -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
16-Jun-2010 1 X 04 REINSTALLED AND TQ TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED TUBE V-BAND CLAMP KJ417223 0.1 JJ977803 0.3 C
DATE SEQ NO STATUS WwucC ACTION TAKEN
16-Jun-2010 2 X 04 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER CANNON PLUG KJ417223 0.1 JJ977803 0.2 C
DATE SEQ NO STATUS WwucC ACTION TAKEN
16-Jun-2010 3 X 04 TIGHTENED QND TQ TO 170 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED 4 EA STARTER MOUNTING BOLTS KJ417223 0.1 JJ977803 0.4 C
DATE SEQ NO STATUS WucC ACTION TAKEN
16-Jun-2010 4 X 04 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER KJ417223 0.1 JJ977803 0.2 C
DATE SEQ NO STATUS WwucC ACTION TAKEN
16-Jun-2010 5 - 04 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY 0 JJ977803 0.2 C
DATE SEQ NO STATUS WucC ACTION TAKEN
16-Jun-2010 6 - 04 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 JJ977803 0.2 C




Page 380 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Jun-2010 12:34 PM 1 X JK518192 5234 21-Jun-2010 5234 0 A 00
FAULT WRITE-UP: ACTION TAKEN:
REPLACEMENT OF MAIN AND RESERVE FIRE BOTTLE REPLACED FIRE BOTTLE CARTRIDGES 4 EACH
CARTRIDGES REQURED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KA662029 0.3 NI838081 0.4 C
L G 1 00 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jun-2010 1 X 00 RECONNECTED. TQ NUT TO 9 IN-LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISSCONNECTED 8EA ELECTRICAL CONNECTORS KA662029 0.1 NI838081 0.2 C
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jun-2010 2 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFTEYS 4EA FROM CARTRIDGES KA662029 0.1 NI838081 0.3 C
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jun-2010 3 X 00 REPLACED WITH CATRIDGE SN: 089 TQ TO 105 IN-LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MAIN #1 CARTRIDGE SN: 1253 KA662029 0.1 NI838081 0.4 C
DATE SEQ NO STATUS WucC ACTION TAKEN
21-Jun-2010 4 X 00 REPLACED WITH CATRIDGE SN: 088 TQ TO 105 IN-LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 MAIN CARTRIDGE SN: 1252 KA662029 0.1 NI838081 0.3 C
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jun-2010 5 X 00 REPLACED WITH CATRIDGE SN: 091 TQ TO 105 IN-LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 RESERVE CARTRIDGE SN: 1254 KA662029 0.1 NI838081 0.3 C
DATE SEQ NO STATUS WucC ACTION TAKEN
21-Jun-2010 6 X 00 REPLACED WITH CATRIDGE SN: 090 TQ TO 105 IN-LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 RESERVE CARTRIDGE SN: 1250 KA662029 0.1 NI838081 0.3 C




Page 381 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jun-2010 7 X 00 WRITTEN IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR SECURING H-BAR TO CABIN CEILING KA662029 0.1 NI838081 0.1 C
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jun-2010 8 X 00 WRITTEN IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD H-BAR FROM CABIN CEILING KA662029 0.1 NI838081 0.3 C
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jun-2010 9 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQUIRED 0 NI838081 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jun-2010 10 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOLBOX INVENTORY REQUIRED 0 NI1838081 0.3 C




Page 382 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Jun-2010 12:00 PM 1 X ML787461 5234 22-Jun-2010 5234 0 S 04A
FAULT WRITE-UP: ACTION TAKEN:
#1 ENGINE ECU INSTALLED ON #2 ENGINE FOR TROUBLE REMOVED ECU S/N ECDO1119 FROM #2 ENGINE AND INSTALLED
SHOOTING PURPOSES PRIOR TO TRANSFER FLIGHT FROM ON #1 ENGINE.
SABRELINER.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.3 ML787461 1 F
K G 1 04A O 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
22-Jun-2010 1 X 04A RECONNECTED BLUE HARNESS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLUE HARNESS FROM ECU. AQ704878 0.2 ML787461 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN
22-Jun-2010 2 X 04A RECONNECTED WHITE HARNESS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED WHITE HARNESS FROM ECU. AQ704878 0.2 ML787461 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN
22-Jun-2010 3 X 04A RECONNECTED YELLOW HARNESS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED YELLOW HARNESS FROM ECU. AQ704878 0.2 ML787461 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN
22-Jun-2010 4 X 04A REMOVED ECU (S/N ECDO1119) AND SCROLL SEAL AND INSTALLED ON
#1 ENGINE. TQ'D BOLTS TO 50" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ECU AND SCROLL SEAL FROM #2 ENGINE. AQ704878 0.2 ML787461 1 F




Page 383 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Jun-2010 12:00 PM 2 X ML787461 5234 22-Jun-2010 5234 0 S 04A
FAULT WRITE-UP: ACTION TAKEN:
#2 ENGINE ECU INSTALLED ON #1 ENGINE FOR TROUBLE REMOVED ECU S/N CA001828 FROM #1 ENGINE AND INSTALLED
SHOOTING PURPOSES PRIOR TO TRANSFER FLIGHT FROM ON #2 ENGINE.
SABRELINER.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.3 ML787461 1 F
K G 1 04A O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
22-Jun-2010 1 X 04A REINSTALLED CLIPS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (2) EA #1 ENGINE ANTI-ICE RETAINER CLIPS. AQ704878 0.2 ML787461 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
22-Jun-2010 2 X 04A REINSTALLED Q/D PIN.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED Q/D PIN FROM ANTI-ICE VALVE. AQ704878 0.2 ML787461 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
22-Jun-2010 3 X 04A REINSTALLED ANTI-ICE VALVE. TQ'D BOLTS TO 50" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE ANTI-ICE VALVE. AQ704878 0.2 ML787461 0.3 F
DATE SEQ NO STATUS WucC ACTION TAKEN
22-Jun-2010 4 X 04A RECONNECTED YELLOW HARNESS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED YELLOW HARNESS FROM ECU. AQ704878 0.2 ML787461 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
22-Jun-2010 5 X 04A RECONNECTED WHITE HARNESS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED WHITE HARNESS FROM ECU. AQ704878 0.2 ML787461 0.3 F
DATE SEQ NO STATUS WucC ACTION TAKEN
22-Jun-2010 6 X 04A RECONNECTED BLUE HARNESS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLUE HARNESS FROM ECU. AQ704878 0.2 ML787461 0.3 F




Page 384 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015

Current Status A: X Current Status E: -

Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jun-2010 7 X 04A REMOVED ECU (S/N CAO01828) FROM #1 ENGINE AND INSTALLED ON #2
ENGINE. TQ'D BOLTS TO 50" LBS.
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED #1 ENGINE ECU AND SCROLL SEAL. AO704878 0.2 ML787461 1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 28-Jun-2010 4:17PM 12 X JB017933 52427 28-Jun-2010 5242.7 0 2 05
FAULT WRITE-UP: ACTION TAKEN:
REPLACEMENT OF COTTER PIN REQ'D ON RED OUTBD DAMPER REPLACED COTTER PIN
HDWR.
WHEN HOW  MAL wuc MAINT  DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS BP571526 0.1 JB017933 1 c
Vv G 2 05 c 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 28-Jun-2010 4:22PM 13 X JB017933 52427 28-Jun-2010 5242.7 0 2 05
FAULT WRITE-UP: ACTION TAKEN:
REPLACEMENT OF COTTER PIN REQ'D ON BLUE OUTBD DAMPER REPLACED COTTER PIN
HDWR.
WHEN HOW  MAL wuc MAINT  DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS BP571526 0.1 JB017933 1 c
Y G 2 05 c 0
DELAY




Page 385 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Jun-2010 12:52 PM 1 X CG614932 52427 30-Jun-2010 5242.7 0 A 09C04C
FAULT WRITE-UP: ACTION TAKEN:
T/R ANTI- COLLISION LIGHT INOP REPLACED T/R ANTI COLLISION LIGHT (RED & WHITE LAMP) MOC
OK
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE238788 0.1 JS190394 0.5 F
B G 1 09C04C O 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

30-Jun-2010 1 X 09C04C REPLACED T/R ANTI-COLLISION LIGHT (RED & WHITE LAMP)

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED T/R ANTI-COLLISION LIGHT (RED & WHITE LAMP) JE238788 1 JS190394 0.5 F
DATE SEQNO STATUS wucC ACTION TAKEN

30-Jun-2010 1 X 09C04C REPLACED T/R ANTI-COLLISION LIGHT (RED & WHITE LAMP)

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED T/R ANTI-COLLISION LIGHT (RED & WHITE LAMP) JE238788 1 JS190394 0.5 F
DATE SEQNO STATUS wucC ACTION TAKEN

30-Jun-2010 1 X 09C04C REPLACED T/R ANTI-COLLISION LIGHT (RED & WHITE LAMP)

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED T/R ANTI-COLLISION LIGHT (RED & WHITE LAMP) JE238788 1 TW920222 0.5 F
DATE SEQNO STATUS wuc ACTION TAKEN

30-Jun-2010 1 X 09C04C REPLACED T/R ANTI-COLLISION LIGHT (RED & WHITE LAMP)

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED T/R ANTI-COLLISION LIGHT (RED & WHITE LAMP) JE238788 1 TW920222 0.5 F
DATE SEQNO STATUS wuc ACTION TAKEN

30-Jun-2010 2 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE 0 JS190394 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN

30-Jun-2010 2 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE 0 JS190394 0.1 F




Page 386 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Jul-2010  1:34 PM 4 X JS190394 5245.2 14-Jul-2010 5245.2 0 A 09
FAULT WRITE-UP: ACTION TAKEN:
UPPER ANTI-COLLISION LIGHT INOP (BOTH DAY AND NIGHT) REPLACED UPPER ANTI-COLLISION LIGHT ASSY MOC OK
(INPROCESS)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 JS190394 0.5 F
K G 1 09 O 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

14-Jul-2010 1 X 09 REINSTALLED HARDWARES

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HARDWARES FROM UPPER ANTI-COLLISION LIGHT JL888744 0.2 JS190394 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN

14-Jul-2010 2 X 09 REPLACED UPPER ANTI-COLLISION LIGHT ASSY

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED UPPER ANTI-COLLISION LIGHT JL888744 0.2 JS190394 0.5 F
DATE SEQNO STATUS wucC ACTION TAKEN

14-Jul-2010 3 - 09 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE 0 JS190394 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN

14-Jul-2010 4 X 09 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED AFT T/R G/B FAIRING JL888744 0.2 SM606228 0.5 F
DATE SEQNO STATUS wuc ACTION TAKEN

14-Jul-2010 5 X 09 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TAIL POSITION LIGHT WIRES (2 EA) JL888744 0.2 SM606228 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN

14-Jul-2010 6 X 09 RECONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

2 EA ELETRICAL CONNECTORS FROM AFT T/R G/B FAIRING JL888744 0.2 SM606228 0.1 F




Page 387 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Jul-2010 2:48 PM 5 X JK518192 5245.2 14-Jul-2010 5245.2 0 C 02
FAULT WRITE-UP: ACTION TAKEN:
CRACK FOUND AT AFT T/R/G COVER FORWARD LEFT SIDE REPAIRED CRACK
NUTPLATE DOUBLER
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 LF729552 4 0
L G 1 02 O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Jul-2010  8:16 AM 2 X BB043618 5245.2 15-Jul-2010 5245.2 0 C 02B02F
FAULT WRITE-UP: ACTION TAKEN:
LEFT AFT PASSENGER DOOR FWD CABLE FRAYED IN PROCESS COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RD562816 0.2 SP271566 0.1 0
B G 1 02B02F 0 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Jul-2010 2:45PM 4 X JK518192  5252.2 23-Jul-2010 5252.2 0 C 00
FAULT WRITE-UP: ACTION TAKEN:
RIGHT SIDE VIP DOOR HAS ONE EACH BOLT AND ROLLER, LOWER REPLACED SCREW, ROLLER AND WASHER; MOC OK
RIGHT SIDE, NOT INSTALLED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RD562816 0.2 TW920222 0.3 O
G G 1 00 O -1
DELAY




Page 388 of 3704

Report Date: To 19-Aug-2015

19-Aug-2015 Selection Range : 01-Jan-1980

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:

DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 23-Jul-2010 12:36 PM 2 X TW920222 52522 23-Jul-2010 5252.2 0 B 04A06
FAULT WRITE-UP: ACTION TAKEN:
#2 ENG ABORTS START WHEN PCL IS ADVANCED. ADJUSTED #2 ENG PCL ABORT SWITCH.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ417223 0.2 TW920222 15 0
G C 2 04A06 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Jul-2010 1 X 04A06 SECURED OVERHEAD CONSOLE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED OVERHEAD CONSOLE. KJ417223 0.2 TW920222 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Jul-2010 2 X 04A06 CONNECTED CANON PLUGS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 & #2 ENG PCL CANON PLUGS. KJ417223 0.2 TW920222 1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 29-Jul-2010  8:31 AM 2 X CD273217 5258.2 29-Jul-2010 5258.2 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
RH STABILATOR HINGE FITTING BOLT SPUN INSIDE OF RETAINING REPLACED BOLT, RETAINING CLIP, AND NUT
CLIP.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.4 DA401775 0.6 C
T G 5 00 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2010 1 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COTTERPIN JL888744 0.2 DA401775 0.3 C
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2010 1 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COTTERPIN JL888744 0.2 DA401775 0.3 C




Page 389 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2010 1 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COTTERPIN JL888744 0.2 LH924470 0.3 C
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2010 1 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COTTERPIN JL888744 0.2 LH924470 0.3 C
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2010 2 X 00 REPLACED TQ TO 40 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD NUT JL888744 0.2 DA401775 0.3 C
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2010 2 X 00 REPLACED TQ TO 40 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD NUT JL888744 0.2 DA401775 0.3 C
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2010 2 X 00 REPLACED TQ TO 40 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD NUT JL888744 0.2 LH924470 0.3 C
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2010 2 X 00 REPLACED TQ TO 40 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD NUT JL888744 0.2 LH924470 0.3 C
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2010 3 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BOLT JL888744 0.2 DA401775 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2010 3 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD BOLT JL888744 0.2 DA401775 0.2 C
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2010 3 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BOLT JL888744 0.2 LH924470 0.3 C
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2010 3 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BOLT JL888744 0.2 LH924470 0.3 C
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2010 4 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RETAINING CLIP JL888744 0.2 DA401775 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2010 4 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RETAINING CLIP JL888744 0.2 DA401775 0.2 C
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2010 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK 0 DA401775 0.3 C
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2010 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK 0 DA401775 0.3 C
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2010 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY 0 LH924470 0.3 C
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2010 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL BOX INVENTORY 0 LH924470 0.3 C
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 04-Aug-2010 10:43 AM 2 X JK518192  5263.7 04-Aug-2010 5263.7 0 L 00

FAULT WRITE-UP:

INSP A803 - 30 HOUR VISUAL INSP OF NOSE BALLAST WEIGHT &
MOUNTING RAILS FOR DAMAGE & SECURITY. Due at: 5264.6 Hours.
Upgrade to Red X Status on 5267.7 Hours

ACTION TAKEN:
WRITE UP ENTERD IN ERROR

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KA662029 0.2 JK518192 0.2 O
L G 1 00 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Aug-2010 1 X 00 WRITE UP ENTERD IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR SECURING AXLE 1EA KA662029 0.2 JK518192 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Aug-2010 2 X 00 WRITE UP ENTERD IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD AXLE KA662029 0.2 JK518192 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Aug-2010 3 X 00 WRITE UP ENTERD IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SPACERS 2EA KA662029 0.2 JK518192 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Aug-2010 4 X 00 WRITE UP ENTERD IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SEALS 2EA KA662029 0.2 JK518192 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Aug-2010 5 X 00 WRITE UP ENTERD IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BEARINGS 2EA KA662029 0.2 JK518192 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Aug-2010 6 X 00 WRITE UP ENTERD IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD WHEEL AND TIRE ASSY KA662029 0.2 JK518192 0.2 (0]
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Report Date: To 19-Aug-2015

19-Aug-2015 Selection Range : 01-Jan-1980

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Aug-2010 7 X 00 WRITE UP ENTERD IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TAIL WHEEL LOWER WASHER DISBONDED KA662029 0.2 JK518192 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Aug-2010 8 - 00 WRITE UP ENTERD IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 JK518192 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Aug-2010 9 - 00 WRITE UP ENTERD IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY DUE 0 JK518192 0.2 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 04-Aug-2010 10:46 AM 3 X JK518192  5263.7 05-Aug-2010 5263.7 0 L 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A298 - LUBE TAIL WHEEL BEARING. Due at: 18-Aug-2010 or COMPLETE
5564.6 Hours. Upgrade to Red X Status on 06-Sep-2010 or 5569.6 Hours
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KA662029 0.2 JK518192 0.5 0
L G 1 00 (¢} -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Aug-2010 1 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD AXLE NUT KA662029 0.2 JK518192 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Aug-2010 2 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD AXLE KA662029 0.2 JK518192 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
04-Aug-2010 3 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD CUPS 2EA

KAG662029 0.2 JK518192 0.2 0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015

Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
04-Aug-2010 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMDV SPACERS 2EA KAB62029 0.2 JK518192 0.2 o)
DATE SEQ NO STATUS wuc ACTION TAKEN
04-Aug-2010 5 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BEARINGS 2EA KAB62029 0.2 JK518192 0.2 o)
DATE SEQ NO STATUS wuc ACTION TAKEN
04-Aug-2010 6 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD WHEEL AND TIRE ASSY KAB62029 0.2 JK518192 0.2 o)
DATE SEQ NO STATUS wuc ACTION TAKEN
04-Aug-2010 7 . 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 JK518192 0.2 o)
DATE SEQ NO STATUS wuc ACTION TAKEN
04-Aug-2010 8 . 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY DUE 0 JK518192 0.2 o)
DATE SEQ NO STATUS wuc ACTION TAKEN
04-Aug-2010 9 X 00 REBONDED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWER TAIL WASHER DISBONDED KAB62029 0.2 JK518192 0.2 o)
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Aug-2010 9:23AM 3 X  CD273217 5266.2 09-Aug-2010 5266.2 0 1 02
FAULT WRITE-UP: ACTION TAKEN:
T/W JACK POINT FAIRING NOT INSTALLED PROPERLY REINSTALLED
WHEN  HOW MAL wuc MAINT  DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KA662029 0.1 MS731220 0.1 C
T G 5 02 o) 0
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 10-Aug-2010 1:28 PM 1 X HP884925 5269.4 11-Aug-2010 5269.4 0 P 02
FAULT WRITE-UP: ACTION TAKEN:
L/H CABIN DOOR CABLE T-HANDLE BROKEN OFF RESTRICTED REPLACED CABLE REEL ASSY
FROM L/H DOOR USE 9 ( IN PROCESS )
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM572544 0.1 HP884925 25 0
A G 1 02 O -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
10-Aug-2010 1 X 02 REINSTALLED STEP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOWER STEP MM572544 0.1 HP884925 0.5 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
10-Aug-2010 2 X 02 REINSTALLED STEP PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STEP PANEL MM572544 0.1 HP884925 0.5 (0]
DATE SEQ NO STATUS WwucC ACTION TAKEN
10-Aug-2010 3 X 02 REPLACED WITH NEW E REEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CABLE REEL MM572544 0.1 HP884925 0.9 (0]
DATE SEQ NO STATUS WucC ACTION TAKEN
10-Aug-2010 4 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQUIRED 0 HP884925 0.7 (0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Aug-2010 10:42 AM 1 X KA662029 52755 19-Aug-2010 5275.5 0 A 15D
FAULT WRITE-UP: ACTION TAKEN:
WHEN ATTEMPTING TO START THE #1 OR #2 ENG THE APU WILL REMOVED, INSPECTED AND FOUND LEAKING TURBINE WHEEL
FAIL AND THE ENG WILL NOT START OR MOTOR. THE APU DEC BEARING OIL SEAL. REPLACED APU. INSTALLED S/N: 796016.
CODE IS FOR A SHORT
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 1 LT703183 3 F
G G 2 15D O -2
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
17-Aug-2010 1 X 15D RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CONNECTOR 308 FROM APU START CONTROL VALVE AQ704878 0.2 ML787461 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN
17-Aug-2010 1 X 15D RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CONNECTOR 308 FROM APU START CONTROL VALVE AQ704878 0.2 ML787461 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN
17-Aug-2010 2 X 15D RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 2 EA CONNECTORS (J1 AND J2) FROM APU ESU AQ704878 0.2 ML787461 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN
17-Aug-2010 2 X 15D RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 2 EA CONNECTORS (J1 AND J2) FROM APU ESU AQ704878 0.2 ML787461 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN
17-Aug-2010 3 X 15B RECONNECTED WIRING HARNESS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED GENERATOR WIRING HARNESS T-1 THRU T-4 FROM AQ704878 0.2 ML787461 0.5 F
GENERATOR.
DATE SEQNO STATUS wuc ACTION TAKEN
17-Aug-2010 3 X 15B RECONNECTED WIRING HARNESS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED GENERATOR WIRING HARNESS T-1 THRU T-4 FROM AQ704878 0.2 ML787461 0.5 F

GENERATOR.
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 4 X 15B RECONNECTED P252 AND P279.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P252 AND P279 FROM GENERATOR. AO704878 0.2 ML787461 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 4 X 15B RECONNECTED P252 AND P279.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P252 AND P279 FROM GENERATOR. AO704878 0.2 ML787461 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 5 X 15B RECONNECTED P289.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P289 FROM APU. AO704878 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 5 X 15B RECONNECTED P289.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P289 FROM APU. AO704878 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 6 X 15B RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P414 FROM FIRE DETECTOR. AO704878 0.2 LT703183 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 6 X 15B RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P414 FROM FIRE DETECTOR. AO704878 0.2 LT703183 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 7 X 15B RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FIRE EXTINGUISHER TUBE FROM APU ENCLOSURE. AO704878 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 7 X 15B RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED FIRE EXTINGUISHER TUBE FROM APU ENCLOSURE. AQ704878 0.2 ML787461 0.3 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 8 X 15B RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED APU ENCLOSURE DRAIN LINE FROM ENCLOSURE. AO704878 0.2 ML787461 0.3 F

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 8 X 15B RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED APU ENCLOSURE DRAIN LINE FROM ENCLOSURE. AO704878 0.2 ML787461 0.3 F

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 9 X 15B RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED COMBUSTION CHAMBER DRAIN HOSE FROM AFT AO704878 0.2 ML787461 0.3 F

FIREWALL FITTING.

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Aug-2010 9 X 15B RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED COMBUSTION CHAMBER DRAIN HOSE FROM AFT AQ704878 0.2 ML787461 0.3 F

FIREWALL FITTING.

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Aug-2010 10 X 15B RECONNECTED HOSE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FUEL ENCLOSURE DRAIN HOSE FROM ENCLOSURE.  AO704878 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Aug-2010 10 X 15B RECONNECTED HOSE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FUEL ENCLOSURE DRAIN HOSE FROM ENCLOSURE.  AO704878 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Aug-2010 11 X 15B RECONNECTED HOSE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FUEL SUPPLY HOSE FROM FUEL ENCLOSURE AQ704878 0.2 ML787461 0.3 F
FITTING.
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Aug-2010 11 X 15B RECONNECTED HOSE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FUEL SUPPLY HOSE FROM FUEL ENCLOSURE AQ704878 0.2 ML787461 0.3 F

FITTING.
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 12 X 15B RECONNECTED VENT HOSE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED AGB VENT HOSE FROM APU. AO704878 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 12 X 15B RECONNECTED VENT HOSE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED AGB VENT HOSE FROM APU. AO704878 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 13 X 15B REINSTALLED STARTER. TQ'D NUTS TO 170" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APU HYD STARTER FROM APU. AO704878 0.2 ML787461 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 13 X 15B REINSTALLED STARTER. TQ'D NUTS TO 170" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APU HYD STARTER FROM APU. AO704878 0.2 ML787461 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 14 X 15B REPLACED GASKET.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APU STARTER GASKET. AO704878 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 14 X 15B REPLACED GASKET.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APU STARTER GASKET. AO704878 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 15 X 15B RECONNECTED CLAMP. TQ'D TO 45" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED PNEUMATIC TUBE CLAMP. AO704878 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 15 X 15B RECONNECTED CLAMP. TQ'D TO 45" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED PNEUMATIC TUBE CLAMP. AQ704878 0.2 ML787461 0.3 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 16 X 15B REINSTALLED DEFLECTOR. TQ'D TO 50" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APU EXHAUST DEFLECTOR AND HARDWARE. AO704878 0.2 LT703183 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 16 X 15B REINSTALLED DEFLECTOR. TQ'D TO 50" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APU EXHAUST DEFLECTOR AND HARDWARE. AO704878 0.2 LT703183 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 17 X 15B REINSTALLED EXHAUST DUCT AND SEALED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APU EXHAUST DUCT FROM AFT FIREWALL. AO704878 0.2 LT703183 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 17 X 15B REINSTALLED EXHAUST DUCT AND SEALED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APU EXHAUST DUCT FROM AFT FIREWALL. AO704878 0.2 LT703183 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 18 X 15B RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED APU ENCLOSURE FASTENERS. AO704878 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 18 X 15B RECONNECTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED APU ENCLOSURE FASTENERS. AO704878 0.2 ML787461 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 19 X 15B REINSTALLED MOUNT HARDWARE. TQ'D TO 115" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FWD APU MOUNT HARDWARE. AO704878 0.2 ML787461 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 19 X 15B REINSTALLED MOUNT HARDWARE. TQ'D TO 115" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED FWD APU MOUNT HARDWARE. AQ704878 0.2 ML787461 1 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 20 X 15B REPLACED APU DUE TO LEAKING TURBINE WHEEL BEARING SEAL.
INSTALLED S/N: 796016.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APU S/N: E00217. AO704878 0.2 ML787461 10 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 20 X 15B REPLACED APU DUE TO LEAKING TURBINE WHEEL BEARING SEAL.
INSTALLED S/N: 796016.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APU S/N: E00217. AO704878 0.2 ML787461 10 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 21 X 15B REINSTALLED GENERATOR. TQ'D CLAMP TO 63" LBS AND S/W'D.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED GENERATOR S/N: 06A2594. AO704878 0.2 ML787461 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 21 X 15B REINSTALLED GENERATOR. TQ'D CLAMP TO 63" LBS AND S/W'D.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED GENERATOR S/N: 06A2594. AO704878 0.2 ML787461 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 22 X 15B REPLACED GASKET AND REINSTALLED QAD CLAMP. TQ'D NUTS TO 285"
LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED GENERATOR QAD CLAMP AND GASKET. AO704878 0.2 ML787461 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 22 X 15B REPLACED GASKET AND REINSTALLED QAD CLAMP. TQ'D NUTS TO 285"
LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED GENERATOR QAD CLAMP AND GASKET. AO704878 0.2 ML787461 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 23 X 15B REPLACED GROMMET AND REINSTALLED MOUNT PLATE. TQ'D BOLTS
TO 50" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FUEL TUBE BUNDLE GROMMET AND MOUNT PLATE. AO704878 0.2 ML787461 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 23 X 15B REPLACED GROMMET AND REINSTALLED MOUNT PLATE. TQ'D BOLTS
TO 50" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED FUEL TUBE BUNDLE GROMMET AND MOUNT PLATE. AQ704878 0.2 ML787461 1 F




Page 401 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 24 X 15B REINSTALLED SLEEVE HALVES. TQ'D BOLTS TO 50" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IGNITION SEAL SLEEVE HALVES. AO704878 0.2 ML787461 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 24 X 15B REINSTALLED SLEEVE HALVES. TQ'D BOLTS TO 50" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IGNITION SEAL SLEEVE HALVES. AO704878 0.2 ML787461 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 25 X 15B REINSTALLED SLEEVE HALVES.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLEED AIR COVER HALVES FROM LOWER FWD FIREWALL. AO704878 0.2 ML787461 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 25 X 15B REINSTALLED SLEEVE HALVES.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLEED AIR COVER HALVES FROM LOWER FWD FIREWALL. AO704878 0.2 ML787461 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 26 X 15B REINSTALLED BAND CLAMP. TQ'D TO 40" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FWD FIREWALL BAND CLAMP. AO704878 0.2 ML787461 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 26 X 15B REINSTALLED BAND CLAMP. TQ'D TO 40" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FWD FIREWALL BAND CLAMP. AO704878 0.2 ML787461 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 27 X 15B REINSTALLED FWD UPPER FIREWALL.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FWD UPPER FIREWALL. AO704878 0.2 ML787461 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 27 X 15B REINSTALLED FWD UPPER FIREWALL.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED FWD UPPER FIREWALL. AQ704878 0.2 ML787461 1 F




Page 402 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 28 X 15B REPLACED REAR MOUNT LUG. TQ'D TO 145" LBS AND S/W'D.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED REAR MOUNT LUG. AO704878 0.2 ML787461 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 28 X 15B REPLACED REAR MOUNT LUG. TQ'D TO 145" LBS AND S/W'D.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED REAR MOUNT LUG. AO704878 0.2 ML787461 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 29 X 15B REINSTALLED ENCLOSURE ASSEMBLY.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APU ENCLOSURE ASSEMBLY. AO704878 0.2 ML787461 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 29 X 15B REINSTALLED ENCLOSURE ASSEMBLY.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APU ENCLOSURE ASSEMBLY. AO704878 0.2 ML787461 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 30 X 15B REINSTALLED AFT FIREWALL.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AFT FIREWALL FROM ENCLOSURE. AO704878 0.2 ML787461 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 30 X 15B REINSTALLED AFT FIREWALL.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AFT FIREWALL FROM ENCLOSURE. AO704878 0.2 ML787461 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 31 X 15B CLEANED AND REINSTALLED. TQ'D TO 25" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED EXHAUST PIPE. AO704878 0.2 ML787461 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 31 X 15B CLEANED AND REINSTALLED. TQ'D TO 25" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED EXHAUST PIPE. AQ704878 0.2 ML787461 1 F




Page 403 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 32 X 15B REINSTALLED EXHAUST TUBE. TQ'D BOLTS TO 50" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVVED START BYPASS VALVE EXHAUST TUBE. AO704878 0.2 ML787461 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 32 X 15B REINSTALLED EXHAUST TUBE. TQ'D BOLTS TO 50" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVVED START BYPASS VALVE EXHAUST TUBE. AO704878 0.2 ML787461 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 33 X 15B REINSTALLED FWD MOUNT LUGS. TQ'D TO 115" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FWD MOUNT LUGS. AO704878 0.2 ML787461 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 33 X 15B REINSTALLED FWD MOUNT LUGS. TQ'D TO 115" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FWD MOUNT LUGS. AO704878 0.2 ML787461 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 34 - 15B SERVICED OIL TANK TO SPECIFICATIONS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SERVICE APU OIL TANK TO SPECIFICATIONS. 0 ML787461 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 34 - 15B SERVICED OIL TANK TO SPECIFICATIONS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SERVICE APU OIL TANK TO SPECIFICATIONS. 0 ML787461 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 35 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 AO704878 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Aug-2010 35 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE 0 AQ704878 0.1 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Aug-2010 1:51 PM 2 X SM606228 5275.5 17-Aug-2010 5275.5 0 C 02B02E
FAULT WRITE-UP: ACTION TAKEN:
#2 ENGINE COWLING AFT ATTACHING POINT HAS INCORRECT REPLACED W/CORRECT HDWR TQ 105 IN LBS; MOC OK-IT
HARDWARE INSTALLED DOESN'T CONTACT AFT ENG FUSELAGE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM572544 0.1 MP689732 0.3 0
B G 2 02B02E O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 17-Aug-2010 2:52 PM 3 X MM572544 52755 17-Aug-2010 5275.5 0 C 02
FAULT WRITE-UP: ACTION TAKEN:
L/H ENG COWLING LOWER HINGE BOLTS NOT PROTRUDING THRU REPLACED BOTH BOLTS TQ 105 IN LBS
NUTS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM572544 0.1 MP689732 0.4 O
K G 2 02 0 0
DELAY




Page 405 of 3704
Selection Range : 01-Jan-1980 To 19-Aug-2015

CLOSED FAULT REPORT

Report Date: 19-Aug-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Sep-2010 7:23 PM 2 X MS731220 5278.3 02-Sep-2010 5278.3 0 C 02
FAULT WRITE-UP: ACTION TAKEN:
L/H LOWER CABIN DOOR CABLE BROKEN REATTACHED CABLE TO REEL.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.3 TW920222 2 F
B G 1 02 O -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
01-Sep-2010 1 X 02 REINSTALLED STEP.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOWER STEP. AQ704878 0.2 TW920222 0.5 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
01-Sep-2010 2 X 02 REINSTALLED FAIRING.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FAIRING AROUND LOWER STEP. AQ704878 0.2 TW920222 0.5 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Sep-2010 3:46 PM 11 X MS731220 5280.7 08-Sep-2010 5280.7 0 B 02
FAULT WRITE-UP: ACTION TAKEN:
L/H LOWER CABIN DOOR PULLEY JAMS CAN NOT OPEN DOOR UNTANGLE CABLE, MOC OK
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.3 SM606228 1 F
B G 1 02 O -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
07-Sep-2010 1 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOWER STEP PLATE JL888744 0.2 TW920222 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
07-Sep-2010 1 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOWER STEP PLATE JL888744 0.2 TW920222 1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
07-Sep-2010 2 X 02 REINSTALLED FAIRING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FAIRING FROM L/H VIP STEP DOOR JL888744 0.2 TW920222 1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
07-Sep-2010 2 X 02 REINSTALLED FAIRING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FAIRING FROM L/H VIP STEP DOOR JL888744 0.2 TW920222 1 F




Page 407 of 3704
To 19-Aug-2015

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Sep-2010 8:47 AM 1 X COMGEN  5280.7 08-Sep-2010 5280.7 0 1 13
FAULT WRITE-UP: ACTION TAKEN:
INSP A805 - VISUAL INSP OF ECS AND REFRIGERANT LINES FOR CHECK FOUND OK
CONDITION SECURITY AND PROPER SERVICING. Was Due at: 03-
Sep-2010 or 5282.2 Hours. Upgrade to Red X Status on 08-Sep-2010 or
5285.2 Hours
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JE238788 0.1 JB140319 0.1 C
(¢} (¢} 1 13 (¢} 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Sep-2010 7:54 AM 1 X MJ662150 5284.2 13-Sep-2010 5284.2 0 L 00
FAULT WRITE-UP: ACTION TAKEN:
RMVD T/R/G/B CHIP DETECTOR REINSTALLED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 MJ662150 1 O
X G 1 00 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Sep-2010 1 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
0 MJ662150 1 0

RMVD T/R/G/B COVER
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Sep-2010 7:55 AM 2 X MJ662150 5284.2 13-Sep-2010 5284.2 0 L 00
FAULT WRITE-UP: ACTION TAKEN:
RMVD 1I/G/B CHIP DETECTOR REINSTALLED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 0.2 MJ662150 1 0
X G 1 00 O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
13-Sep-2010 1 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD I/G/B COVER 0 MJ662150 1 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 21-Sep-2010 3:27 PM 3 X JB017933 5285.5 22-Sep-2010 5285.5 0 R 05
FAULT WRITE-UP: ACTION TAKEN:
BLUE T/R PADDLE DE-ICE BRACKET HAS 2 CRACKS REPLACED T/R PADDLES
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RD562816 0.2 BB043618 2 0
\Y G 2 05 C -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Sep-2010 1 X 05 REINSTALLED AND SAFTIED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SCREWS FROM PITCH BEAM RETAINING NUT RD562816 0.2 LG224891 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Sep-2010 2 X 05 REINSTALLED TQ 1000 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PITCH BEAM NUT RD562816 0.2 LG224891 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Sep-2010 3 X 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PITCH BEAM RD562816 0.2 LG224891 0.2 (0]
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Sep-2010 4 X 05 REINSTALLED TQ 130 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED P/C LINK RD562816 0.2 LG224891 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Sep-2010 5 X 05 REINSTALLED TQ 130 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK P/C LINK RD562816 0.2 LG224891 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Sep-2010 6 X 05 ERRONOUS ENTRY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUS NP/C LINK RD562816 0.2 BB043618 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Sep-2010 7 X 05 REINSTALLED TQ 130 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW P/C LINK RD562816 0.2 LG224891 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Sep-2010 8 X 05 REINSTALLED TQ 690 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REKOVED OUTBOARD RETENTION PLATE RD562816 0.2 LG224891 1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Sep-2010 9 X 05 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED DE-ICE CANNON PLUGS RD562816 0.2 LG224891 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Sep-2010 10 X 05 ERRONIOUS ENTRY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OUTBOARD T/R PADDLE RD562816 0.2 BB043618 0.1 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Sep-2010 11 X 05 REPLACED PADDLE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED INBOARD T/R PADDLE RD562816 0.2 BB043618 0.1 )




Selection Range : 01-Jan-1980

Report Date: 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732

NEXT PHASE: 62728

Current Status A: X Current Status E: -

LAST MISSION:
Current Status O:

Page 410 of 3704
To 19-Aug-2015

HOURS:
12-Aug-2015

5999.5

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Sep-2010 11 X 05 REPLACED PADDLE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INBOARD T/R PADDLE RD562816 0.2 LG224891 0.2 )
DATE SEQ NO STATUS wuc ACTION TAKEN
21-Sep-2010 12 X 05 REPLACED SAFETIES. NO LOSS OF TORQUE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFTIES FROM IN BOARD RETENTION PLATE RETAINING RD562816 0.2 LG224891 1 )
NUT, SUSPECT TORQUE LOSS
DATE SEQ NO STATUS wuc ACTION TAKEN
21-Sep-2010 13 X 05 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R INBOARD RETENTION PLATE NYLON SHIMS RD562816 0.2 LG224891 0.3 )
DATE SEQ NO STATUS wuc ACTION TAKEN
21-Sep-2010 14 X 05 REINSTALLED TQ 130 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE T/R P/C LINK RD562816 0.2 LG224891 0.2 )
DATE SEQ NO STATUS wuc ACTION TAKEN
21-Sep-2010 15 X 05 REPLACED PADDLE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTBOARD T/R PADDLE RD562816 0.2 BB043618 0.1 )
DATE SEQ NO STATUS wuc ACTION TAKEN
21-Sep-2010 15 X 05 REPLACED PADDLE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTBOARD T/R PADDLE RD562816 0.2 LG224891 0.1 )
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Sep-2010 6:45 AM 2 X BB043618  5285.5 22-Sep-2010 5285.5 0 S 06G01B
FAULT WRITE-UP: ACTION TAKEN:
OUTBOARD RETENTION PLATE SHIMS WORN EXCESSIVELY REPLACED SHIMS
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RD562816 0.2 BB043618 0.4 o
K G 1 06G01B o 0

DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Sep-2010 12:28 PM 12 X SM606228 5292.9 30-Sep-2010 5292.9 0 C 02
FAULT WRITE-UP: ACTION TAKEN:
L/H CABIN DOOR INSIDE HANDLE INOP (IN PROCESS) REPAIRED LATCH ASSY, MOC OK
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM572544 0.1 SM606228 2 F
B G 2 02 O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 14-Oct-2010 7:58 AM 1 X JB017933 5304 14-Oct-2010 5304 0 A 00
FAULT WRITE-UP: ACTION TAKEN:
STAB FAILED DURING RUN UP TEST ON MANUAL MODE IT WILL REPLACED STAB ACTUATOR
NOT GO UP MORE THAN 5 DEG DOWN
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JL888744 1 HP884925 6 0
T G 3 00 C 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN

14-Oct-2010 1 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD CAMBERED FAIRING SP456460 0.1 HP884925 0.3 )
DATE SEQNO STATUS wuc ACTION TAKEN

14-Oct-2010 1 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD CAMBERED FAIRING SP456460 0.1 HP884925 0.3 )
DATE SEQNO STATUS wuc ACTION TAKEN

14-Oct-2010 2 X 00 REINSTALLED AND SAFETIED TQ 160 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED LOWER ACTUATOR FROM STABILATOR JL888744 0.2 BB043618 0.4 )
DATE SEQNO STATUS wuc ACTION TAKEN

14-Oct-2010 2 X 00 REINSTALLED AND SAFETIED TQ 160 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED LOWER ACTUATOR FROM STABILATOR JL888744 0.2 BB043618 0.4 )




Page 412 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 2 X 00 REINSTALLED AND SAFETIED TQ 160 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOWER ACTUATOR FROM STABILATOR JL888744 0.2 HP884925 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 2 X 00 REINSTALLED AND SAFETIED TQ 160 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOWER ACTUATOR FROM STABILATOR JL888744 0.2 HP884925 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 3 X 00 CONNECTED AND SAFETIED TQ TO 160 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED UPPER ACTUATOR FROM ACTUATOR FITTING JL888744 0.2 HP884925 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 3 X 00 CONNECTED AND SAFETIED TQ TO 160 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED UPPER ACTUATOR FROM ACTUATOR FITTING JL888744 0.2 HP884925 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 4 X 00 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED (2EA) STAB ACTUATOR ELECTRICAL CONNECTORS JL888744 0.2 BB043618 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 4 X 00 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED (2EA) STAB ACTUATOR ELECTRICAL CONNECTORS JL888744 0.2 BB043618 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 4 X 00 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED (2EA) STAB ACTUATOR ELECTRICAL CONNECTORS JL888744 0.2 HP884925 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 4 X 00 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED (2EA) STAB ACTUATOR ELECTRICAL CONNECTORS JL888744 0.2 HP884925 0.3 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 5 X 00 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED STAB ACTUATOR GROUNDING STRAP FROM ACFT JL888744 0.2 HP884925 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 5 X 00 CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED STAB ACTUATOR GROUNDING STRAP FROM ACFT JL888744 0.2 HP884925 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 6 X 00 REPLACED (SN:B292-00232 & B292-CYP4146)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STAB ACTUATOR ASSY (SN:2104 & B292-1190) JL888744 0.2 BB043618 2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 6 X 00 REPLACED (SN:B292-00232 & B292-CYP4146)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STAB ACTUATOR ASSY (SN:2104 & B292-1190) JL888744 0.2 BB043618 2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 6 X 00 REPLACED (SN:B292-00232 & B292-CYP4146)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STAB ACTUATOR ASSY (SN:2104 & B292-1190) JL888744 0.2 HP884925 2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 6 X 00 REPLACED (SN:B292-00232 & B292-CYP4146)
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STAB ACTUATOR ASSY (SN:2104 & B292-1190) JL888744 0.2 HP884925 2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 7 X 00 TIGHTENED AND SAFETIED TQ TO 570 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT ON UPPER STAB ACTUATOR CLEVIS JL888744 0.2 BB043618 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 7 X 00 TIGHTENED AND SAFETIED TQ TO 570 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED JAMNUT ON UPPER STAB ACTUATOR CLEVIS JL888744 0.2 BB043618 0.4 )




Page 414 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 7 X 00 TIGHTENED AND SAFETIED TQ TO 570 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT ON UPPER STAB ACTUATOR CLEVIS JL888744 0.2 HP884925 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 7 X 00 TIGHTENED AND SAFETIED TQ TO 570 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUT ON UPPER STAB ACTUATOR CLEVIS JL888744 0.2 HP884925 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 8 X 00 TIGHTENED AND SAFETIED TQ TO 570 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED LOWER JAMNUT ON STAB ACTUATOR CLEVIS JL888744 0.2 BB043618 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 8 X 00 TIGHTENED AND SAFETIED TQ TO 570 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED LOWER JAMNUT ON STAB ACTUATOR CLEVIS JL888744 0.2 BB043618 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 8 X 00 TIGHTENED AND SAFETIED TQ TO 570 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED LOWER JAMNUT ON STAB ACTUATOR CLEVIS JL888744 0.2 HP884925 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 8 X 00 TIGHTENED AND SAFETIED TQ TO 570 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED LOWER JAMNUT ON STAB ACTUATOR CLEVIS JL888744 0.2 HP884925 0.4 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 9 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STAB ACUATOR ELECTRICAL COVER FROM ACFT JL888744 0.2 HP884925 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 9 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD STAB ACUATOR ELECTRICAL COVER FROM ACFT JL888744 0.2 HP884925 0.2 )
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 10 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H STAB HINGE FAIRING JL888744 0.2 HP884925 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 10 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H STAB HINGE FAIRING JL888744 0.2 HP884925 0.2 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 11 X 00 RECONNECTED CANNON PLUG
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED STAB AMP 1 CANNON PLUG JL888744 0.2 JF800886 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 11 X 00 RECONNECTED CANNON PLUG
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED STAB AMP 1 CANNON PLUG JL888744 0.2 JF800886 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 12 X 00 RECONNECTED CANNON PLUG
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED STAB AMP 2 CANNON PLUG JL888744 0.2 JF800886 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 12 X 00 RECONNECTED CANNON PLUG
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED STAB AMP 2 CANNON PLUG JL888744 0.2 JF800886 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 13 X 00 REINSTALLED PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RIGHT STAB HINGE PANEL JL888744 0.2 JF800886 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 13 X 00 REINSTALLED PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED RIGHT STAB HINGE PANEL JL888744 0.2 JF800886 0.5 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 14 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SECTION 4 D/S COVER JL888744 0.2 HP884925 0.3 (0]
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Oct-2010 14 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SECTION 4 D/S COVER JL888744 0.2 HP884925 0.3 (0]
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Oct-2010 11:09 AM 2 X AQ704878 5305.5 15-Oct-2010 5305.5 0 C 02
FAULT WRITE-UP: ACTION TAKEN:
STRINGER AT FS STA. 505 CRACKED REPAIRED STRINGER
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.2 LF729552 4 0
O G 1 02 O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 25-Oct-2010 8:19 AM 1 X RB438341 53144 29-0ct-2010 53144 0 P 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A675 - FLIGHT CONTROL ROD INSP. Due at: 19-Oct-2010 COMPLETED OK
INPROCESS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.2 MP689732 0.5 O
o} G 2 00 o} 4
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 25-Oct-2010 8:00 AM 2 X ML787461 5314.4 25-Oct-2010 5314.4 0 A 15B
FAULT WRITE-UP: ACTION TAKEN:
APU METER COUNTER DOES NOT COUNT PAST CURRENT REMOVED AND REPLACED HOUR METER ASSEMBLY. OLD
NUMBERS (IN PROCESS) READINGS 17 HOURS 112 EVENTS NEW READINGS 0 HOURS 0
EVENTS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS MM572544 0.3 ML787461 2 F
K G 1 15B O 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Oct-2010 1 X 15B RECONNECTED J301. MM SIGHTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED J301 FROM APU. MM572544 0.1 ML787461 0.5 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Oct-2010 2 X 15B REPLACED HOUR METER AND REINSTALLED BRACKET. TQ'D BOLTS TO
35" LBS. MM SIGHTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HOUR METER AND MOUNTING BRACKET. MM572544 0.1 ML787461 1.5 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Oct-2010 3 X 15B CONNECTED NEW METER WIRING HARNESS. MM SIGHTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED TB301-2, -4 AND -5 WIRING CONNECTORS FROM MM572544 0.1 ML787461 0.5 F
TERMINAL BLOCK.
DATE SEQ NO STATUS WucC ACTION TAKEN
25-Oct-2010 4 X 15B REINSTALLED CLAMP AND CAP SCREW. TQ'D TO 60" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CAP SCREW AND WIRING CLAMP FROM AFT FLANGE OF MM572544 0.1 ML787461 0.5 F
ACCY GEARBOX.
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Oct-2010 5 X 15B REINSTALLED COVER. MM SIGHTED.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TERMINAL BLOCK COVER. MM572544 0.1 ML787461 0.3 F




Report Date: 19-Aug-2015

CLOSED FAULT REPORT

Page 418 of 3704

Selection Range : 01-Jan-1980 To 19-Aug-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Oct-2010 6:30 AM 1 X ML787461 5314.4 29-0ct-2010 5314.4 0 A 04A
FAULT WRITE-UP: ACTION TAKEN:
Replacement Due on MTCHD ROTOR/STATOR ASSY (PN:6055T20G05 REMOVED AND REPLACED #2 ENGINE. INSTALLED S/N: GE-E-
,SN:MRS07908) STAGE 1 TURBINE DISK (PN:6043T62P02 306106.
,SN:GATYW289). Due at: 3406 Hours. (IN PROCESS)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 1 RB627670 2 F
K G 1 04A O -3
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
26-Oct-2010 1 - 06G04 COMPLETED. OBTAINED 700" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM #1 INPUT FLANGE TORQUE CHECK. 0 RB627670 0.5 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
26-Oct-2010 1 - 06G04 COMPLETED. OBTAINED 700" LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM #1 INPUT FLANGE TORQUE CHECK. 0 RB627670 0.5 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
26-Oct-2010 2 - 06G04 COMPLETED. OBTAINED .013
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM #1 INPUT FLANGE RUNOUT CHECK. 0 RB627670 0.5 F
DATE SEQ NO STATUS WucC ACTION TAKEN
26-Oct-2010 2 - 06G04 COMPLETED. OBTAINED .013
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM #1 INPUT FLANGE RUNOUT CHECK. 0 RB627670 0.5 F
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Oct-2010 6:30 AM 2 X ML787461 5314.4 29-Oct-2010 5314.4 0 L 02B13
FAULT WRITE-UP: ACTION TAKEN:
REMOVED #1 INLET CHIN FAIRING. REINSTALLED.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.2 ML787461 0.3 F
K G 1 02B13 O -3
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 26-Oct-2010 6:30 AM 3 X ML787461 53144 29-0ct-2010 5314.4 0 L 02B13
FAULT WRITE-UP: ACTION TAKEN:
DISCONNECTED #1 INLET FIRE EXTINGUISHER TUBE FROM RECONNECTED.
FIREWALL.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.2 ML787461 0.3 F
K G 1 02B13 0 -3
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-0Oct-2010  6:30 AM 4 X ML787461 5314.4 29-0ct-2010 5314.4 0 L 12D03
FAULT WRITE-UP: ACTION TAKEN:
DISCONNECTED AIR INLET TUBE FROM INLET. RECONNECTED.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AQ704878 0.2 ML787461 0.3 F
K G 1 12D03 O -3
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Oct-2010 6:30 AM 5 X ML787461 5314.4 29-Oct-2010 5314.4 0 L 02B13
FAULT WRITE-UP: ACTION TAKEN:
DISCONNECTED #1 AIR INLET BAND CLAMP. REINSTALLED CLAMP. TQ'D TO 70" LBS.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.2 ML787461 0.3 F
K G 1 02B13 O -3
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Oct-2010 6:30 AM 6 X ML787461 53144 29-0ct-2010 5314.4 0 L 02B13
FAULT WRITE-UP: ACTION TAKEN:
DISCONNECTED P823 FROM AIR INLET. RECONNECTED P823.
WHEN HOW MAL WwucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AQ704878 0.2 ML787461 0.3 F
K G 1 02B13 O -3
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Oct-2010 6:30 AM 7 X ML787461 5314.4 29-0ct-2010 5314.4 0 L 02B13
FAULT WRITE-UP: ACTION TAKEN:
REMOVED #1 AIR INLET ASSEMBLY. REINSTALLED AIR INLET.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AQ704878 0.2 ML787461 0.5 F
K G 1 02B13 O -3
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Oct-2010  6:30 AM 8 X ML787461 5314.4 28-0ct-2010 5314.4 0 L 04A05
FAULT WRITE-UP: ACTION TAKEN:
DISCONNECTED ENGINE FUEL HOSE FROM INLET ELBOW. REINSTALLED. TQ'D TO 500" LBS.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.2 ML787461 0.3 F
K G 1 04A05 O -2
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Oct-2010 6:30 AM 9 X ML787461 5314.4 29-Oct-2010 5314.4 0 L 02B13
FAULT WRITE-UP: ACTION TAKEN:
DISCONNECTED WATER WASH HOSE CLAMP FROM INLET. RECONNECTED.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.2 ML787461 0.3 F
K G 1 02B13 O -3
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 26-Oct-2010 6:30 AM 10 X ML787461 53144 28-0ct-2010 5314.4 0 L 04A08
FAULT WRITE-UP: ACTION TAKEN:
DISCONNECTED A-SUMP DRAIN HOSE FROM ENGINE DECKING. RECONNECTED.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.2 ML787461 0.3 F
K G 1 04A08 0 -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Oct-2010 6:30 AM 11 X ML787461 5314.4 28-0ct-2010 5314.4 0 L 04A08
FAULT WRITE-UP: ACTION TAKEN:
DISCONNECTED COMMON DRAIN HOSE FROM ENGINE DECKING. RECONNECTED.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AQ704878 0.2 RB627670 0.3 F
K G 1 04A08 O -2
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Oct-2010 6:30 AM 12 X ML787461 5314.4 28-0ct-2010 5314.4 0 L 04A08
FAULT WRITE-UP: ACTION TAKEN:
DISCONNECTED COMMON DRAIN HOSE FROM AFT ENGINE RECONNECTED.
DECKING.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.2 RB627670 0.3 F
K G 1 04A08 O -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 26-Oct-2010 6:30 AM 13 X ML787461 53144 28-0ct-2010 5314.4 0 L 04A05
FAULT WRITE-UP: ACTION TAKEN:
DISCONNECTED COMBUSTION CHAMBER DRAIN HOSE FROM AFT RECONNECTED.
ENGINE DECKING.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.2 RB627670 0.3 F
K G 1 04A05 0 -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Oct-2010 6:30 AM 14 X ML787461 5314.4 28-0ct-2010 5314.4 0 L 04A06
FAULT WRITE-UP: ACTION TAKEN:
DISCONNECTED P814 AND P824 FROM CENTER FIREWALL. RECONNECTED P814 AND P824.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AQ704878 0.2 ML787461 0.3 F
K G 1 04A06 O -2
DELAY




Page 423 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 26-Oct-2010 6:30 AM 15 X ML787461 5314.4 28-Oct-2010 5314.4 0 L 07D01
FAULT WRITE-UP: ACTION TAKEN:
DISCONNECTED STARTER AIR TUBE FROM FIREWALL. RECONNECTED. TQ'D CLAMPS TO 45" LBS.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AQ704878 0.2 ML787461 0.3 F
K G 1 07D01 O -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Oct-2010 6:30 AM 16 X ML787461 5314.4 26-Oct-2010 5314.4 0 L 07D01
FAULT WRITE-UP: ACTION TAKEN:
DISCONNECTED STARTER AIR TUBE FROM STARTER. REINSTALLED AIR TUBE. TQ'D CLAMP TO 45" LBS.
WHEN HOW MAL WwucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AQ704878 0.2 ML787461 0.3 F
K G 1 07D01 O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Oct-2010 6:30 AM 17 X ML787461 5314.4 26-Oct-2010 5314.4 0 L 04A06
FAULT WRITE-UP: ACTION TAKEN:
DISCONNECTED WHITE HARNESS FROM STARTER. RECONNECTED WHITE HARNESS.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AQ704878 0.2 ML787461 0.3 F
K G 1 04A06 (0] 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 26-Oct-2010 6:30AM 18 X ML787461 53144 29-Oct-2010 5314.4 0 L 04A07I
FAULT WRITE-UP: ACTION TAKEN:
DISCONNECTED PAS ROTARY INPUT CABLE FROM HMU. RECONNECTED PAS CABLE.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AQ704878 0.2 ML787461 0.3 F
K G 1 04A071 O -3
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Oct-2010 6:30 AM 19 X ML787461 5314.4 29-0ct-2010 5314.4 0 L 04A07G
FAULT WRITE-UP: ACTION TAKEN:
DISCONNECTED LDS ROTARY INPUT CABLE FROM HMU. RECONNECTED LDS CABLE.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.2 ML787461 0.3 F
K G 1 04A07G O -3
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 26-Oct-2010 6:30 AM 20 X ML787461 53144 28-0ct-2010 5314.4 0 L 04A09
FAULT WRITE-UP: ACTION TAKEN:
DISCONNECTED INBOARD BLEED AIR TUBE FROM CENTER RECONNECTED. TQ'D CLAMPS TO 45" LBS.
FIREWALL.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.2 ML787461 0.3 F
K G 1 04A09 0 -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-0Oct-2010  6:30 AM 21 X ML787461 5314.4 28-0ct-2010 5314.4 0 L 04A11B
FAULT WRITE-UP: ACTION TAKEN:
REMOVED IPS EXHAUST DUCT FROM IPS BLOWER. REINSTALLED DUCT. TQ'D CLAMP TO 70" LBS.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AQ704878 0.2 RB627670 0.3 F
K G 1 04A11B O -2
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Oct-2010 6:30 AM 22 X ML787461 5314.4 28-0ct-2010 5314.4 0 L 04A10
FAULT WRITE-UP: ACTION TAKEN:
DISCONNECTED DESWIRL DUCT CLAMP FROM ENGINE. REINSTALLED DESWIRL DUCT. TQ'D CLAMP TO 40" LBS.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.2 RB627670 0.3 F
K G 1 04A10 O -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 26-Oct-2010 6:30 AM 23 X ML787461 53144 28-0ct-2010 5314.4 0 L 06H04
FAULT WRITE-UP: ACTION TAKEN:
DISCONNECTED ENGINE OUTPUT SHAFT FROM INPUT FLANGE. RECONNECTED HARDWARE. TQ'D TO 140' LBS.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.2 ML787461 0.3 F
K G 1 06H04 0 -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Oct-2010 6:30 AM 24 X ML787461 5314.4 28-0ct-2010 5314.4 0 L 02B10L
FAULT WRITE-UP: ACTION TAKEN:
DISCONNECTED FORWARD SUPPORT TUBE MOUNTING RECONNECTED HARDWARE. TQ'D BOLTS TO 190" LBS.
HARDWARE FROM INPUT GIMBAL.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AQ704878 0.2 ML787461 0.3 F
K G 1 02B10L O -2
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Oct-2010 6:30 AM 25 X ML787461 5314.4 28-Oct-2010 5314.4 0 L 02B10
FAULT WRITE-UP: ACTION TAKEN:
DISCONNECTED CENTER MOUNT LINK HARDWARE FROM LINKS. REINSTALLED CENTER LINKS.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.2 ML787461 0.3 F
K G 1 02B10 O -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 26-Oct-2010 6:30 AM 26 X ML787461 53144 28-0ct-2010 5314.4 0 L 02B10
FAULT WRITE-UP: ACTION TAKEN:
DISCONNECTED INBORD MOUNT LINK HARDWARE. RECONNECTED HARDWARE. TQ'D TO 180" LBS.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.2 ML787461 0.3 F
K G 1 02B10 0 -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Oct-2010 6:30 AM 27 X ML787461 5314.4 28-0ct-2010 5314.4 0 L 02B10
FAULT WRITE-UP: ACTION TAKEN:
DISCONNECTED OUTBOARD MOUNT LINK HARDWARE. RECONNECTED HARDWARE. TQ'D TO 180" LBS.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AQ704878 0.2 ML787461 0.3 F
K G 1 02B10 O -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Oct-2010 6:30 AM 28 X ML787461 5314.4 28-0ct-2010 5314.4 0 A 04A
FAULT WRITE-UP: ACTION TAKEN:
REMOVED #1 ENGINE S/N: GE-E-306997. REPLACED #1 ENGINE. INSTALLED S/N: GE-E-306103.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.2 RB627670 2 F
K G 1 04A O -2
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Oct-2010 6:30 AM 29 X ML787461 5314.4 29-Oct-2010 5314.4 0 L 02B13
FAULT WRITE-UP: ACTION TAKEN:
REMOVED INLET CROTCH. REINSTALLED. TQ'D BOLT TO 45" LBS.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.2 ML787461 0.3 F
K G 1 02B13 O -3
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 26-Oct-2010 6:30 AM 30 X ML787461 53144 28-0ct-2010 5314.4 0 L 02B10
FAULT WRITE-UP: ACTION TAKEN:
REMOVED CENTER MOUNT LINKS. REINSTALLED CENTER LINKS.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.2 ML787461 0.3 F
K G 1 02B10 0 -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Oct-2010 6:30 AM 31 X ML787461 5314.4 26-0ct-2010 5314.4 0 L 02B10
FAULT WRITE-UP: ACTION TAKEN:
REMOVED OUTBOARD MOUNT LINKS. REINSTALLED LINKS.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AQ704878 0.2 ML787461 0.3 F
K G 1 02B10 O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Oct-2010 6:30 AM 32 X ML787461 5314.4 26-Oct-2010 5314.4 0 L 02B10
FAULT WRITE-UP: ACTION TAKEN:
REMOVED INBOARD MOUNT LINKS. REINSTALLED MOUNT LINKS.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.2 ML787461 0.3 F
K G 1 02B10 O 0
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Oct-2010 6:30 AM 33 X ML787461 5314.4 26-0ct-2010 5314.4 0 L 04A
FAULT WRITE-UP: ACTION TAKEN:
REMOVED WATER WASH LINE FROM INLET SWIRL FRAME. REINSTALLED WATER WASH LINE.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.2 ML787461 0.3 F
K G 1 04A O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 26-Oct-2010 6:30 AM 34 X ML787461 53144 26-0ct-2010 5314.4 0 L 04A08
FAULT WRITE-UP: ACTION TAKEN:
DISCONNECTED A-SUMP DRAIN HOSE FROM INLET SWIRL FRAME. REINSTALLED A-SUMP DRAIN HOSE.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.2 ML787461 0.3 F
K G 1 04A08 0 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Oct-2010 6:30 AM 35 X ML787461 5314.4 26-0ct-2010 5314.4 0 L 04A08
FAULT WRITE-UP: ACTION TAKEN:
DISCONNECTED COMMON DRAIN LINE FROM COMMON DRAIN RECONNECTED COMMON DRAIN LINE.
FITTING.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AQ704878 0.2 ML787461 0.3 F
K G 1 04A08 O 0
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Oct-2010 6:30 AM 36 X ML787461 5314.4 26-0ct-2010 5314.4 0 L 04A05
FAULT WRITE-UP: ACTION TAKEN:
DISCONNECTED COMBUSTION CHAMBER DRAIN HOSE FROM RECONNECTED COMBUSTION CHAMBER DRAIN HOSE.
DRAIN FITTING.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.2 ML787461 0.3 F
K G 1 04A05 O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 26-Oct-2010 6:30 AM 37 X ML787461 53144 26-0ct-2010 5314.4 0 L 04A05
FAULT WRITE-UP: ACTION TAKEN:
DISCONNECTED DRAIN HOSE FROM POU OVERBOARD MANIFOLD. RECONNECTED DRAIN HOSE TO OVERBOARD MANIFOLD.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.2 ML787461 0.3 F
K G 1 04A05 0 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-0Oct-2010  6:30 AM 38 X ML787461 5314.4 26-0ct-2010 5314.4 0 L 04A06
FAULT WRITE-UP: ACTION TAKEN:
DISCONNECTED WHITE HARNESS FROM ECU. RECONNECTED WHITE HARNESS TO ECU.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AQ704878 0.2 ML787461 0.3 F
K G 1 04A06 O 0
DELAY
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Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 62728 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 26-Oct-2010 6:30 AM 39 X ML787461 5314.4 26-Oct-2010 5314.4 0 L 04A06
FAULT WRITE-UP: ACTION TAKEN:
DISCONNECTED WHITE HARNESS FROM E3 CONNECTOR. RECONNECTED WHITE HARNESS TO E3 CONNECTOR.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AQ704878 0.2 ML787461 0.3 F
K G 1 04A06 (6] 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Oct-2010 6:30 AM 40 X ML787461 5314.4 26-Oct-2010 5314.4 0 L 04A06
FAULT WRITE-UP: ACTION TAKEN:
REMOVED WHITE HARNESS ASSEMBLY FROM ENGINE. REINSTALLED WHITE HARNESS.
WHEN HOW MAL WwucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AQ704878 0.2 ML787461 0.3 F
K G 1 04A06 O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Oct-2010 6:30 AM 41 X ML787461 5314.4 26-Oct-2010 5314.4 0 L 04A08
FAULT WRITE-UP: ACTION TAKEN:
REMOVED QEC DRAIN HOSE/LINES FROM ENGINE. REINSTALLED QEC DRAIN LINES/HOSES.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AQ704878 0.2 ML787461 0.3 F
K G 1 04A08 (0] 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 26-Oct-2010 6:30 AM 42 X ML787461 53144 26-Oct-2010 5314.4 0 L 07D01
FAULT WRITE-UP: ACTION TAKEN:
REMOVED ENGINE STARTER. REINSTALLED STARTER. TQ'D NUTS TO 170" LBS.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AQ704878 0.2 ML787461 0.5 F
K G 1 07D01 O 0
DELAY




Page 431 of 3704

Report Date: 19-Aug-2015 Selection Range : 01-Jan-1980 To 19-Aug-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223732 HOURS: 5999.5
NEXT PHASE: 627238 LAST MISSION: 12-Aug-2015
Current Status A: X Current Status E: - Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Oct-2010 6:30 AM 43 X ML787461 5314.4 26-0ct-2010 5314.4 0 A 07D01
FAULT WRITE-UP: ACTION TAKEN:
REMOVED PACKING FROM STARTER. REPLACED PACKING. AO SIGHTED.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AO704878 0.2 ML787461 0.3 F
K G 1 07D01 O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Oct-2010 6:30 AM 44 X ML787461 53144 26-0ct-2010 5314.4 0 L 07DO01
FAULT WRITE-UP: ACTION TAKEN:
REMOVED STARTER COUPLING DRIVESHAFT. REINSTALLED COUPLING SHAFT. TQ'D TO 155" LBS.
WHEN HOW MAL WwucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS AQ704878 0.2 ML787461 0.3 F
K G 1 07D01 O 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE 