Page 1 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Oct-2015 7:18 PM 8 X DK012757 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
#1 HYD PUMP MULE FITTING LEAKING
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
\ G 5 07 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
07-Oct-2015 1 X 07
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 6 EA HYDRAULIC PRESSURE AND HYDRAULIC 0 0

RETURN LINES AT QUICK DISCONNECT

DATE SEQNO STATUS wucC ACTION TAKEN
07-Oct-2015 2 X 07
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DESERVICED HYDRAULIC PUMP 0 0
DATE SEQNO STATUS wucC ACTION TAKEN
07-Oct-2015 3 X 07
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNSCREW AND REMOVED EXTERNAL HYDRAULIC POWER QUICK 0 0
DISCONNECT
DATE SEQNO STATUS wuc ACTION TAKEN
07-Oct-2015 4 X 07
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED O-RING FROM EXTERNAL HYDRAULIC QUICK DISCONNECT 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
07-Oct-2015 5 - 07 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD INSPECTION DUE FOR 2RWW 0 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
07-Oct-2015 5 - 07 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL AND FOD INSPECTION DUE FOR 2RWW 0 0.2 F
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Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Oct-2015 7:20 PM 9 X DK012757 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
ON GROUND AT 100 PERCENT CYCLIC WAS PULSATING WHEN
TRIM SWITCH WAS PRESS , WITH SAS1/2 SWITCH OFF
PAULSATING STOP
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
L K 5 11 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 08-Oct-2015 1:23 AM 1 X MJ015392  8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
NO 1 HYDRAULIC PUMP MULE FITTING HOUSING FOUND LOOSE
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Oct-2015 4:25 AM 6 X DO026582 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
RED/BLACK ROTATING SCISSOR MEASURES .014 INCHES RADIAL
MR 124786.MAX IS .012 INCHES IAW EM 0013 WP 549.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 06 F 0
DELAY
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Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Oct-2015 8:23 PM 2 X SC026281 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
YELLOW SPINDLE LUG LOWER LEAD BUSHING MIGRATING
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 05 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 09-Oct-2015 8:26 PM 3 X SC026281 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
BLACK SPINDLE LUG LOWER LEAD BUSHING MIGRATING
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 05 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Oct-2015 8:27 PM 4 X SC026281 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
RED SPINDLE LUG LOWER LEAD BUSHING MIGRATING
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 05 F 0
DELAY
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Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: | Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 09-Oct-2015  9:13 PM 9 X SC026281 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

1 SPINDLE INSERT FAILED BREAKAWAY TORQUE CHECK.
REQUIRES REPLACEMENT MARKED IN BLACK ON ARM 2.

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0

K G 1 05 F 0

DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
09-Oct-2015 1 X 05
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INSERT 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Oct-2015 9:25 PM 10 X 5C026281 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

BLACK MAIN ROTOR BLADE SPINDLE ELASTOMERIC BEARING
RUBBER PAD DISBONED

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 05 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 09-Oct-2015  9:28 PM 11 X 8C026281  8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

BLUE MAIN ROTOR BLADE SPINDLE ELASTOMERIC BEARING
RUBBER PAD DISBONED

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 05 F 0

DELAY
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Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Oct-2015 7:25 PM 3 X DA020327 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
A/C APU GENERATOR WIRES DISCONNECTED TO F.O.M.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 19 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
13-Oct-2015 1 X 19
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED GEN WIRES (4 EA) 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
13-Oct-2015 2 - 19 COMP.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
2ND SHIFT AVIONICS TOOL AND FOD INV DUE FOR DISCONNECTING 0 0.6 F
GEN WIRES
DATE SEQ NO STATUS WwucC ACTION TAKEN
13-Oct-2015 2 - 19 COMP.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
2ND SHIFT AVIONICS TOOL AND FOD INV DUE FOR DISCONNECTING 0 0.6 F

GEN WIRES
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Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Oct-2015 8:01 PM 4 X MJ015392  8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED QAD CLAMP FROM APU FOR A/C 8624572
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 02 F 0
DELAY
W91AL352840101

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
13-Oct-2015 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM QAD CLAMP 0 0
DATE SEQNO STATUS wucC ACTION TAKEN
13-Oct-2015 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 6 EACH NUTS FROM QAD CLAMP 0 0
DATE SEQNO STATUS wucC ACTION TAKEN
13-Oct-2015 3 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED QAD CLAMP 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
13-Oct-2015 4 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APU GENERATOR 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
13-Oct-2015 5 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL AND FOD INSPECTION DUE FOR 2RWW 0 0.3 F
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Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Oct-2015 8:14 PM 5 X MJ015392  8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
APU QAD CLAMP TEMPORARILY INSTALLED AND NOT TORQUED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 13-Oct-2015 8:19 PM 6 X MJ015392  8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
APU GENERATOR TEMPORARILY INSTALLED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Oct-2015  4:48 AM 1 X AG013094 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
M/R BLADE S/N: A007-14744 REMOVED FOR ACFT 8524467
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 05 F 0
DELAY
WOU91T0003452
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Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: | Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 16-Oct-2015 2:00 AM 2 X BP021807  8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

REPLACED DOPPLER/GPS CDU WITH KNOWN DEFECTIVE
DOPPLER/GPS S/N: 0818B FROM AIRCRAFT 8624566
(DOPPLER/GPS CDU WORKS INTERMITTENTLY BLANKS IN AND
OUT AS INDICATED ON GREEN TAGS)

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 19 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Oct-2015  4:37 PM 2 X KW012961 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

REPLACED ICE DETECTOR WITH FAULTY ICE DETECTOR S/N: 7679
FROM AIRCRAFT S/N: 1220470. ICE DETECTED ADVISORY
ILLUMINATES DURING FLIGHT.

WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 3 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Oct-2015 6:04PM 3 X RM014921 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
STABILATOR REMOVED
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 02 F 0
DELAY

13-2s to Follow

DATE  SEQNO STATUS wuc ACTION TAKEN
19-Oct-2015 1 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED STABILATOR LEFT HAND FAIRING 0 0




Report Date: 03-Mar-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7722724
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 8833.9

Current Status A: X Current Status E: |/

Current Status O:

HOURS:
07-Oct-2015

Current Status W:

Page 9 of 90
To 03-Mar-2016

8649.8

DATE  SEQNO STATUS wuc ACTION TAKEN
19-Oct-2015 2 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED STABILATOR RIGHT HAND FAIRING 0 0
DATE  SEQNO STATUS wuc ACTION TAKEN
19-Oct-2015 3 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED STABILATOR RIGHT HAND GROUND STRAP AT 0 0
FUSELAGE
DATE  SEQNO STATUS wuc ACTION TAKEN
19-Oct-2015 4 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED STABILATOR LEFT HAND GROUND STRAP AT 0 0
FUSELAGE
DATE  SEQNO STATUS wuc ACTION TAKEN
19-Oct-2015 5 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED STABILATOR RIGHT HAND POSITION LIGHT PLUG 0 0
DATE  SEQNO STATUS wuc ACTION TAKEN
19-Oct-2015 6 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED STABILATOR LEFT HAND POSITION LIGHT PLUG 0 0
DATE  SEQNO STATUS wuc ACTION TAKEN
19-Oct-2015 7 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED TAIL PYLON LOWER FAIRING FAIRING 0 0
DATE  SEQNO STATUS wuc ACTION TAKEN
19-Oct-2015 8 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED LOWER STABILATOR ACTUATOR RETAINING BOLT COTTER 0 0
PIN
DATE  SEQNO STATUS wuc ACTION TAKEN
19-Oct-2015 9 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED LOWER STABILATOR ACTUATOR RETAINING BOLT

0
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Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Oct-2015 10 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOWER STABILATOR ACTUATOR AT STABILATOR 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Oct-2015 11 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STABILATOR POSITION SENSOR ROD COTTER PIN 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Oct-2015 12 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STABILATOR POSITION SENSOR ROD RETAINING BOLT 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Oct-2015 13 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STABILATOR LEFT HAND RETAINING BOLT COTTER PIN 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Oct-2015 14 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STABILATOR LEFT HAND RETAINING BOLT 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Oct-2015 15 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STABILATOR RIGHT HAND RETAINING BOLT COTTER PIN 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Oct-2015 16 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STABILATOR RIGHT HAND RETAINING BOLT 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Oct-2015 17 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HORIZONTAL STABILATOR ASSEMBLY 0 0




Report Date: 03-Mar-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7722724
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 8833.9

Current Status A: X Current Status E: |/

Current Status O:

HOURS:
07-Oct-2015

Current Status W:

Page 11 of 90
To 03-Mar-2016

8649.8

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Oct-2015 18 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STABILATOR LEFT HAND OUTBOARD INSPECTION PANEL 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Oct-2015 19 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STABILATOR LEFT HAND INBOARD INSPECTION PANEL 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Oct-2015 20 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STABILATOR RIGHT HAND OUTBOARD INSPECTION PANEL 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Oct-2015 21 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STABILATOR RIGHT HAND INBOARD INSPECTION PANEL 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Oct-2015 22 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOLLOW ON MAINTENANCE DUE 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Oct-2015 23 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Oct-2015 24 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Oct-2015 25 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP AND TOOL INVENTORY DUE FOR 1ST RWW OT 0 0.2 F




Report Date: 03-Mar-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

Page 12 of 90
To 03-Mar-2016

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Oct-2015  1:03 PM 1 X 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
INSP A824 - DOR RECON. Was Due at: 18-Oct-2015. Upgrade to Red
X Status on 20-Oct-2015
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
(¢} (¢} 1 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 20-Oct-2015 1:49 PM 3 X DE012288 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
AWR 1529 SAFTY OF FLIGHT NOT INSTALLED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 5 19 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Oct-2015 1:50 PM 4 X DE012288 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
ISTALLED BAD AHRU SER# 11165 THAT WAS REMOVED A/C
8724669
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 5 19 F 0

DELAY
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Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: | Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 20-Oct-2015 1:53 PM 5 X DE012288 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

PLTS AHRU HAS 1EA MOUNTING SCREW THAT IS BROKE OFF IN
THE THE FRONT INBOARD NUTPLATE

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
X F 5 19 F 0

DELAY
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Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: | Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 21-Oct-2015 1:06 AM 1 X WH026207 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

REMOVED ROLL TRIM SERVO SER# A5051 FOR USE ON AIRCRAFT
8724633 AS DIRECTED

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0

K G 1 02 F 0

DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
21-Oct-2015 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM CONTROL ROD THAT CONNECTS TO 0 0

ARM ON ROLL TRIM SERVO

DATE SEQNO STATUS wucC ACTION TAKEN
21-Oct-2015 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CONTROL ROD THAT CONNECTS TO ARM ON ROLL 0 0
TRIM SERVO

DATE SEQNO STATUS wucC ACTION TAKEN
21-Oct-2015 3 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CANNON PLUG ON ROLL TRIM SERVO 0 0

DATE SEQNO STATUS wuc ACTION TAKEN
21-Oct-2015 4 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MOUNT HARDWARE FOR ROLL TRIM SERVO 0 0

DATE SEQNO STATUS wuc ACTION TAKEN
21-Oct-2015 5 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TEMPORARILY INSTALLED SERVO SER# B332-02144 FROM AIRCRAFT 0 0

8724633
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Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Oct-2015 9:06 AM 2 X HRO015003 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
M/R BLADE S/N A007-07902 LATERAL TRANSFERED TO A/C 4018
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 05 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 21-Oct-2015 9:07 AM 3 X HRO015003 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
M/R BLADE S/N A007-00779 LATERAL TRANSFERED TO A/C 4018
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 05 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Oct-2015 12:53PM 4 X DF012541 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
BAD CAUTION ADVISORY PANEL INSTALLED #1 ENGINE ANTIICING
ADVISORY LIGHT FLICKERING REMOVED FROM 4018
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 3 19 F 0
DELAY




Page 16 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: | Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 22-Oct-2015 7:28 AM 1 X MT021154  8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

FAULT DATED 24 SEPT 15 #4 BLACK MAIN ROTOR DAMPER
OUTBOARD PLUG HAS INCORRECT TORQUE ENTERED, PLUG
REQUIRES RETORQUE

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Oct-2015  7:32 AM 2 X MT021154  8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

FAULT DATED 24 SEPT 15 #4 BLACK MAIN ROTOR DAMPER
INBOARD PLUG HAS INCORRECT TORQUE ENTERED, PLUG
REQUIRES RETORQUE

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
G G 1 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 22-Oct-2015 4:31 PM 4 X CP012635 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSTALLED DEFECTIVE ENGINE SPEED SWITCH/POTENTIOMETER
BROKEN FROM MOUNT REMOVED FROM 862-4566

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 4 04A06 F 0

DELAY




Page 17 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: | Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 23-Oct-2015 4:58 AM 1 X 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A802 - 14 DAY RUN UP. Was Due at: 21-Oct-2015. Upgrade to
Red X Status on 23-Oct-2015

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} o} 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 24-Oct-2015 12:49PM 1 X 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A501 - MAIN ROTOR BLADE PRESSURE CHECK. Was Due at:
05-Oct-2015. Upgrade to Red X Status on 24-Oct-2015

WHEN HOow MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o o 1 05A02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 24-Oct-2015 12:49PM 2 X 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A878 - ENGINES / APU READINGS DUE. Was Due at: 20-Oct-
2015. Upgrade to Red X Status on 24-Oct-2015

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 00 F 0

DELAY




Page 18 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 24-Oct-2015 1257 PM 3 X TC014545 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED CDU FOR AIRCAFT 4576
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 19 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN
24-Oct-2015 1 X 19
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM CDU 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO  STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 24-Oct-2015  9:35 PM 4 X PK026748  8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED BLUE MR DAMPER FOR USE ON AIRCRAFT 8624564
WHEN HOwW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 05 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 25-Oct-2015  5:13 PM 4 X CL026665 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
SECTION 4 DRIVE SHAFT COVER/FM ANTENNA HAS HINGE PINS
THAT ARE SIGNIFIGANTLY WORN THROUGH. APPROXIMATELY 30%
PIN DIAMETER HAS BEEN LOST
WHEN HOowW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 02 F 0
DELAY




Page 19 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Oct-2015 1:17 PM 1 X CG012368 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED ARC 201 CONTROL HEAD S/N 01575A
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 19 F 0
DELAY

REMOVED FOR BEST PROGRAM

DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Oct-2015 1:18 PM 2 X CG012368  8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED ARC 201 RECIEVER S/N 003652
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 19 F 0
DELAY

REMOVED FOR BEST PROGRAM

DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-0ct-2015 3:45PM 3 X  RE020459 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
T\R BLADE SN: A009-04632 REMOVED FOR ACFT 8424023
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 058 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-0ct-2015 3:49PM 4 X  RE020459 86498 0 0
FAULT WRITE-UP: ACTION TAKEN:
T\R BLADE SN: A009-11587 REMOVED FOR ACFT 8424023
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 05B02 F 0

DELAY




Page 20 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: | Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 27-Oct-2015 12:05 AM 1 X 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
INSP A894 - 30 DAY BIFILAR EYEBOLTS INSPECTION I/A/W 1251 R -
11. Was Due at: 23-Oct-2015. Upgrade to Red X Status on 27-Oct-2015
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
(6] (6] 1 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 27-Oct-2015 9:24 AM 2 X CG012368 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED HUD CONTROL S/N C0O4186 FOR BEST PROGRAM
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 19 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 27-Oct-2015 9:27 AM 3 X CG012368 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED HUD SDC S/N E05030 FOR BEST PROGRAM
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 19 F 0
DELAY




Page 21 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Oct-2015 9:30 AM 4 X CG012368 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED CARGO HOOK SQUIB AND THRUSTER S/N 0348 FOR THE
BEST PROGRAM.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 09 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 27-Oct-2015  11:59 AM 5 X CG012368 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED IVHMU S/N 01391 FOR THE BEST PROGRAM
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 19 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Oct-2015 12:01PM 6 X CG012368 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED REMOTE DATA CONCENTRATOR S/N 1548 FOR THE
BEST PROGRAM
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 19 F 0
DELAY




Page 22 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016

OPEN FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Oct-2015 12:03 PM 7 X CG011557 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED CONTROL DISPLAY UNIT S/N 8143 FOR BEST
PROGRAM.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 19 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 29-Oct-2015 12:59 PM 1 X JWO015190 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
AFCS/STABILATOR CONTROL PANEL BACKLIGHTING INOP AND
SWITCHES DO NOT WORK PROPERLY. REMOVED FROM AIRCRAFT
4026
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
Q G 2 19 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 29-Oct-2015  5:58 PM 2 X CP012635 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
PILOTS RADAR ALTIMETER S/N 013FF REMOVED FOR ACFT
8524480
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 4 08 F 0
DELAY
DEFECTIVE RADAR ALTIMETER FROM 8524480 INSTALLED




Page 23 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 29-Oct-2015 6:04 PM 3 X CP012635 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
PILOTS VSI REMOVED FOR ACFT 8524480
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 4 08 F 0
DELAY
DEFECTIVE VSI FROM 8524480 INSTALLED
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 30-Oct-2015 7:43 AM 1 X DWO011476 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
T/R BLADE S/N A009-11528 ALL 4 PIVOT BEARINGS FAILED PIVOT
BEARING INSPECTION
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 05B02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2015 1 X 05B02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 4 EA TIE WRAPS FROM BOOT DUST COVERS 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2015 2 X 05B02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED 2 EA DUST COVERS FOR OTHER MAINTENANCE 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2015 3 X 05B02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM DE-ICE BRACKET AND FAIRING COVER 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2015 4 X 05B02
FAULT WRITE-UP: TIPID PID MMH TYPE

REMOVED PIVOT BEARING HARDWARE

TI_MMH
0




Report Date: 03-Mar-2016

Page 24 of 90

Selection Range : 01-Jan-1980 To 03-Mar-2016

OPEN FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7722724

NEXT PHASE: 8833.9
Current Status A: X Current Status E: |/

LAST MISSION:
Current Status O:

HOURS: 8649.8
07-Oct-2015

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
30-Oct-2015 5 X 05B02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FAIRING COVERS 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
30-Oct-2015 6 X 05B02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 4 EA PIVOT BEARINGS 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
30-Oct-2015 7 X 05B02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 4 EA SHIM STOCK 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
30-Oct-2015 8 - 05B02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE FOR CLOSURE OF DUST COVERS 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
30-Oct-2015 9 - 05B02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK DUE 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Oct-2015  7:56 AM 2 X DW011476  8649.8 0 0

FAULT WRITE-UP:
T/R BLADE S/N A009-07181 HAS DEICE CONNER BROKEN

WHEN HOW MAL wuc MAINT DEFERRED
DISC REC EFF TYPE DAYS
K G 1 05B02 0

DELAY

ACTION TAKEN:

TIPID MMH
0

PID MMH TYPE




Report Date: 03-Mar-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

Page 25 of 90
To 03-Mar-2016

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Oct-2015 8:39 AM 3 X DWO011476 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
M/R BLADE S/N A007-15851 VOIDED BEYOND EMO0013 LIMITS, TOP
SIDE INBD T/E
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 05A02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 30-Oct-2015 8:40 AM 4 X DWO011476 0 0 0
FAULT WRITE-UP: ACTION TAKEN:
M/R BLADE S/N A007-07847 VOIDED BEYOND EM0013 LIMITS, TOP
SIDE INBD T/E
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 05A02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Oct-2015 8:42 AM 5 X DW011476 0 0 0
FAULT WRITE-UP: ACTION TAKEN:
M/R BLADE S/N A007-10364 BLADE FF TBO
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 05A02 F 0

DELAY




Page 26 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Oct-2015 8:43 AM 6 X DW011476 0 0 0
FAULT WRITE-UP: ACTION TAKEN:
M/R BLADE S/N A007-09343 HAS BIM MT. BROKEN
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 05A02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 02-Nov-2015 12:03 AM 1 X 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1). Was
Due at: 28-Oct-2015. Upgrade to Red X Status on 01-Nov-2015

WHEN HOwW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0

o o 1 09BO1A F 0

DELAY

DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO  STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Nov-2015  3:09 PM 1 X 8649.8 0 0

FAULT WRITE-UP: ACTION TAKEN:

ACFT INDUCTION INTO "BEST" BLACKHAWK EXCHANGE & SALES
TRANSACTION PROGRAM. INCOMING INVENTORY & VERIFICATION
& "FOD" INSPECTION REQUIRED.

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0

O G 2 02 F 0

DELAY

13-2s to Follow

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Nov-2015 1 / 02C15E
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED FWD T/R GEAR BOX COVER 0 0




Report Date: 03-Mar-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7722724
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 8833.9

Current Status A: X Current Status E:

Current Status O:

HOURS:
07-Oct-2015

Current Status W:

Page 27 of 90
To 03-Mar-2016

8649.8

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Nov-2015 2 X 02C
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H TAIL CONE ACCESS PANEL. 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Nov-2015 3 / 02C12J
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INTERMEDIATE GEAR BOX COVER 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Nov-2015 4 / 02C01
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
APU ACCESS DOORS OPENED. 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Nov-2015 5 / 02C01
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#1 ENG ACCESS COWLING OPENED. 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Nov-2015 6 / 02C01
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#2 ENG ACCESS COWLING OPENED. 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Nov-2015 7 / 02A02A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
NOSE DOOR ACCESS ASSY OPENED. 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Nov-2015 8 / 02C12H
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TAIL ROTOR DRIVE SHAFT ACCESS COVERS 3(EA) OPENED. 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Nov-2015 9 X 02C01
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

R/H CABIN FUEL CELL ACCESS PANEL REMOVED.

0




Report Date: 03-Mar-2016

OPEN FAULT REPORT
FOR: K08DD2
SERIAL NUMBER: 7722724

MODEL: UH-60A
NEXT PHASE: 8833.9

Selection Range : 01-Jan-1980

HOURS: 8649.8
LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Nov-2015 10 X 02A03
FAULT WRITE-UP: TIPID TI_MMH MMH TYPE
PILOT SEAT TILTED AFT FOR ACCESS TO SEAT WELL. 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Nov-2015 11 X 02A03
FAULT WRITE-UP: TIPID TI_MMH MMH TYPE
CO-PILOT SEAT TILTED AFT FOR ACCESS TO SEAT WELL. 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Nov-2015 12 X 02
FAULT WRITE-UP: TIPID TI_MMH MMH TYPE
"FOD" INSPECTION REQUIRED FOR COMPLETION OF "BEST" 0 0
ACCEPTANCE INSPECTION.
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Nov-2015 13 X 00
FAULT WRITE-UP: TIPID TI_MMH MMH TYPE
QA OK TO CLOSE REQUIRED FOR ALL OPEN PANELS 0 0

Page 28 of 90
To 03-Mar-2016




Report Date: 03-Mar-2016

Page 29 of 90

Selection Range : 01-Jan-1980 To 03-Mar-2016

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7722724

MODEL: UH-60A
NEXT PHASE: 8833.9

Current Status A: X Current Status E: |/

HOURS:
07-Oct-2015

8649.8
LAST MISSION:

Current Status O: Current Status W:

DISCOVERY
SYSTEM

CODE DATE / TIME NO STATUS PID
A 09-Nov-2015  3:10 PM 2 X

HOURS
8649.8

FAULT WRITE-UP:

PRIOR TO DELIVERY OF THE AIRCRAFT TO THE BUYER THE
FOLLOWING ITEMS WILL BE REMOVED FROM THE AIRCRAFT AT
THE DIRECTION OF THE US GOVERNMENT: CMWS JUNCTION BOX;
SA-26669/ALE-47 (V) CMWS SEQUENCER; SENSOR ELECTRO-
OPTIC MISSLE CM-SU-202/AAR-57 (V); DIGITAL COCKPIT DISPLAY
UNIT (CMWS); SAFE/ARM CONTROL PANEL (CMWS); CMWS RELAY
BOX; MEMORY CARD PMCIA (UDM) MU-1126/AAR-57(V) (CMWS);
RECEIVER/TRANSMITTER, RT-1477/ARC-201; CONTROL, C-
11466A/ARC-201; KY-58(3EA); KY-58 CONTROL HEAD (3EA); KY-100
AIRTERM; ARC-220/AMP; ARC-220 RT; ARC-220 CONTROL HEAD;
AN/AVS-7 B-KIT CONTROL HEAD; AN/AVS-7 B-KIT SDC HUD; UHF
RDO-XMTR RT-1518C/ARC-164 HAVEQUICK; NAV DOPPLER/GPS
AN/ASN-128B/D; CARGO HOOK, CARTRIDGE EXPLOSIVE (SQUIB);
12 POINT ICS MODULE; AUX FUEL QUAN CONTROL HEAD; AN/PSN
-14(A) DAGR (BFT); TRANSPONDER AN/APX 118 OR 123; MCU
COOLING GARMENTS AND HOSES; MICRO COOLING UNIT; APR 39
UDM CARD; APR 39 PROCESSOR; APR 39 JUNCTION BOX; APR 39
DISPLAY; APR 39 CONTROL HEAD; PINTLE MOUNT ASSY-L/H;
PINTLE MOUNT ASSY-R/H; M240/M60 MACHINE GUN MOUNT RHS;
M240/M60 MACHINE GUN MOUNT LHS; AUX FUEL QUANTITY
CONTROL HEAD; FLIR MONITORS-AVALAX DISPLAY AND
MOUNTING HARDWARE; IVHMU; CONTROL DISPLAY UNIT (IVHMS)
10150-0204; AM-7189 FM AMPLIFIER; ARC-231 R/T; ARC 231 AMP;
BFT PALLET WITH DAGR AN/PSN-14(A); INTERFACE UNIT, DATA
(IVHMS) 30201-0501.

WHEN HOwW MAL MAINT DEFERRED
DISC REC EFF TYPE DAYS
o} G 2 00 F 0

wuc

DELAY

CORRECTION

HOURS ROUNDS ACTCODE WwWuC
0 0

DATE / TIME

ACTION TAKEN:

TIPID MMH PID MMH TYPE

DISCOVERY
SYSTEM

CODE DATE / TIME NO STATUS PID
A 25-Nov-2015  7:00 AM 1 X

HOURS
8649.8

FAULT WRITE-UP:

INSP A530 - AIRCRAFT EQUIPMENT INVENTORY (DA FORM 2408-
17). Was Due at: 25-Oct-2015. Upgrade to Red X Status on 25-Nov-
2015

WHEN HOwW MAL MAINT DEFERRED
DISC REC EFF TYPE DAYS
O O 1 00 F 0

wucC

DELAY

CORRECTION

HOURS ROUNDS ACTCODE WUC
0 0

DATE / TIME

ACTION TAKEN:

TIPID MMH PID MMH TYPE



HlavacBJ
Highlight


Page 30 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 25-Nov-2015 7:02 AM 2 X JP350846 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
RMVD # 2 GENERATOR
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 4 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
25-Nov-2015 1 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
GENERATOR PART OF CONTROLED EXCHANGE, GENERATOR FROM 0 0
ACFT 80-23502. SN 84-A1764 TEMP INSTALLED CONDITION UNKNOWN.
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 25-Nov-2015 7:04 AM 3 X JP350846 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
RMVD #2 CONVERTER
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 4 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 25-Nov-2015 7:06 AM 4 X JP350846 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
RMVD # 2 GENERATOR SWITCH
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 4 02 F 0
DELAY
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Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: | Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 15-Dec-2015 8:52 AM 1 X 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A115 - LUBE REQUIRMENTS. Was Due at: 10-Dec-2015 or
8689.8 Hours. Upgrade to Red X Status on 14-Dec-2015 or 8693.8 Hours

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} o} 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Dec-2015 9:58 AM 2 X JB567882  8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

OIL COOLER P/N 70361-03005-107 S/N 5811289SB REMOVED FOR
CONTROLLED EXCHANGE TO ACFT 8123603

WHEN HOow MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
E G 1 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Dec-2015 12:23PM 1 X 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A496 - CF3BR FIRE EXTINGUISHER WEIGHT TEST &
INSPECTION. Was Due at: 27-Nov-2015. Upgrade to Red X Status on

16-Dec-2015
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
(0] (0] 1 17B F 0

DELAY
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Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Jan-2016 12:39 PM 2 X JB901342 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
#2 ENGINE HEAT SHIELD REMOVED TO F.O.M.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
E G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 13-Jan-2016 12:48 PM 1 X 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A160 - 90 DAY CORROSION INSPECTION. Was Due at: 02-Jan-
2016. Upgrade to Red X Status on 12-Jan-2016

WHEN HOwW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o o 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO  STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Jan-2016  12:49PM 2 X JB901342  8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

REMOVED PITCH TRIM SERVO ASSY. ACTUATORSN# 0459, SAS
SERVO SN# C112-50239, BASE SN# 0464

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
E G 2 02 F 0

DELAY
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Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: | Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 27-Jan-2016 7:10 AM 1 X JB901342  8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

#1 ENGINE ANTI ICE VALVE P/N 4046T28G14 S/IN COMH9033
CONTROLLED EXCHANGED TO AIRCRAFT 7823289

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
E G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 28-Jan-2016  7:10 AM 1 X 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A541 - REPLACE DIGITAL CLOCK BATTERY. Was Due at: 27-
Dec-2015. Upgrade to Red X Status on 27-Jan-2016

WHEN HOow MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE

DISC REC EFF TYPE DAYS 0 0

o o 1 08A05 F 0

DELAY

DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 28-Jan-2016  7:10 AM 2 X JB901342  8649.8 0 0

FAULT WRITE-UP: ACTION TAKEN:

REMOVED FAULT INDICATOR PN# 84359-3, NSN# 6625-01-455-3846,
SN# 5120 FOR CONTROLLED EXCHANGE ON AIRCRAFT 79-23302

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
E G 2 02 F 0

DELAY
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Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: | Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 28-Jan-2016 7:13 AM 3 X JB901342  8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

REMOVED MODE SELECT PANEL PN# 70450-01901-114, NSN# 5821-
01-454-3550, SN# 80041256 FOR CONTROLLED EXCHANGE ON
AIRCRAFT 29-23302 PER GOVT. CONTRACT

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
E G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Mar-2016  9:34 AM 1 X 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A230 - INSPECT BATTERY COMPARTMENT FOR CORROSION
(SLAB). Was Due at: 24-Jan-2016. Upgrade to Red X Status on 06-Feb-

2016
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 02A F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 01-Mar-2016  9:35 AM 5 X JB901342  8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

REMOVED APU PN# 116305-302 / SN# 836192 FOR CONTROLLED
EXCHANGED WITH PN# 116305-302 / SN# E910580 TO ACFT 05-

26046
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 02 F 0

DELAY
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Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Mar-2016  9:05 AM 1 X JB901342  8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED APU GENERATOR
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Jan-2013 8:19 PM 18 ® LB026790 7566.1 0 0
FAULT WRITE-UP: ACTION TAKEN:

A/C RESTRICTED FROM HF USE TEMP MOUNTING PLATES
INSTALLED FOR REMOVEL OF HF ANTENNA

WHEN HOwW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 19 o 0
DELAY
AV130590001
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO  STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Mar-2014  9:26 PM 7 ® COMGEN  8087.6 0 0
FAULT WRITE-UP: ACTION TAKEN:

OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN
AWR 1648 R3, DATED 28MARCH14 (MAGNUS LAPTOP)

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O G 1 02 O 0

DELAY
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Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: | Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 18-Apr-2014  12:32 AM 1 ® COMGEN 8102 0 0
FAULT WRITE-UP: ACTION TAKEN:

OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN
AWR 1444 R7 DATED 14APR14 (SINGLE AHRU)

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} G 1 02 o} 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Jul-2014  7:54 AM 1001 ® JJ018046  8113.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN
AWR 1800 R3, DATED 16 JULY 14 (BFT AND EDM)(TRANSCRIBED
FROM ULLS-A(E) PHASE: W0U92M4167001 ON Sep 16 2014 1:46PM)

WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 o) 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Nov-2014 821PM 4 ®  COMGEN 81835 0 0
FAULT WRITE-UP: ACTION TAKEN:
OPERATE IAW AWR 1153 R9, DATED 5 NOV 14 (JP-8+100 & F24+100)
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o G 1 02 o 0

DELAY




Page 37 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: | Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 15-Nov-2014 1:47 AM 2 ® DW020288 8185.3 0 0
FAULT WRITE-UP: ACTION TAKEN:

AIRCRAFT RESTRICTED FOR KNOWN HOSTILE ENVIRONMENTS
FOR REMOVAL OF CHAFF DESPENSOR SUPPORT BRACKETS

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0

K G 2 76C o 0

DELAY

TO BE INSTALLED WHEN ACFT IS TRANSFERRED

DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Dec-2014 10:48 AM 1 ® DG014786  8205.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

A/C RESTRICTED FROM FLIGHT INTO KNOWN OR FORCAST
MODERATE ICING CONDITIONS DUE TO M/R DE-ICE FAIL AND M/R
DE-ICE FAULT CAUTION LIGHTS ILLUMINATING IMMEDIATELY
DURING STEP E OF BLADE DE-ICE SYSTEM TEST TM 1-1520-237-10

PG 8-10
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 02 O 0
DELAY

DOR # 4274-0826 AV131630002

DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO  STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Dec-2014 12:23PM 8 ® CP012635 8211.1 0 0
FAULT WRITE-UP: ACTION TAKEN:

IVHMS BASELINE CANNOT BE ESTABLISHED OR RECORDED DUE
TO ICING RESTRICTION. SEE ICING RESTRICTION DATED 26 JAN
2014 ENTRY #11.

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 4 08 o 0

DELAY




Page 38 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Jan-2015 11:14 PM 5 ® 8227.7 0 0
FAULT WRITE-UP: ACTION TAKEN:
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN
AWR 1346 R22, DATED 15 DEC 14 (INTEGRATED VEHICLE HEALTH
MANAGEMENT SYSTEM / HEALTH USAGE MANAGEMENT SYSTEM)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 08-Jan-2015 11:15PM 7 ® 8227.7 0 0
FAULT WRITE-UP: ACTION TAKEN:
OPERATE IAW AWR 1788 R5, DATED 23 DEC 14 (VOR-ILS AN/ARN-
147)
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Mar-2015 11:26 PM 2 ® 8305.6 0 0
FAULT WRITE-UP: ACTION TAKEN:
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN
AWR 1965 DTD 08 OCT 14 (APPLE I-PAD DEVICES)
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 G 2 02 F 0
DELAY




Report Date: 03-Mar-2016

Page 39 of 90

Selection Range : 01-Jan-1980 To 03-Mar-2016

OPEN FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Apr-2015 10:40 PM 21 ® 8350.7 0 0

FAULT WRITE-UP:

WHEN FLYING WITH ANVIS AN/AVS-6 SERIES NVGS, OPERATE IAW
AWR 1750 R3, DATED 31 MAR 15 (AN/AVS-6 SERIES NIGHT VISION
GOGGLES)

ACTION TAKEN:

FAULT WRITE-UP:

OPERATE WITHIN LIMITATIONS AND RESTRICTION SPECIFIED IN
AWR 1505 R7, DATED 13 MAY 15 (5-MICRON METAL MESH
HYDRAULIC FILTER AND THE HYDRAULIC SYSTEM SAMPLING
VALVE INSTALLED)

ACTION TAKEN:

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-May-2015 10:16 PM 12 ® PNO011021  8420.1 0 0

FAULT WRITE-UP:

ACFT BEING OPERATED IAW MEO A6055REV C DUE TO RED
M/R BLADE DROOP STOP BUSHING DISBOUNDED
RELPACEMENT DUE AT NEXT PMI AT 8833.9 ACFT HRS

WHEN HOW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
X G 2 05A F 0
DELAY

BLACK & YELLOW DISBONDED

ACTION TAKEN:

TIPID MMH

WHEN HOwW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0

o o 1 00 F 0

DELAY

DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO  STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 25-Jun-2015 5:04 AM 8 ® CB011418  8489.7 0 0

PID MMH TYPE




Page 40 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Jul-2015  5:25 AM 7 ® RS012817 8503.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
OPERATE IAW AWR 1452 R5, DATED 10 APRIL15 (DIGITAL
CHRONOMETER)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 02-Jul-2015  6:47 AM 1 ® DG014786 8503.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

OPERATE WITHIN LIMITATIONS AND RESTRICITONS SPECIFIED IN
AWR 1753 R5, DATED 30 JAN 15 (DOPPLER GLOBAL NAVIGATION
SYSTEM AN/ASN-128B/D)

WHEN HOwW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 19 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO  STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Jul-2015  6:53 AM 2 ® DG014786  8503.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

MAINTAIN AS PRESCRIBED IN AWR 1220 R10, DATED 26 JAN 15
(ENHANCED SCHEDULED MAINTENANCE)

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 02 F 0

DELAY




Report Date: 03-Mar-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

Page 41 of 90
To 03-Mar-2016

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Oct-2015 6:56 PM 2 ® CP012635 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
ACFT RESTRICTED FROM DOPPLER/GPS USE DUE TO DEFECTIVE
CDU INSTALLED. FAILS SELF TEST WITH NG CODE. STATES SDC
HAS IMPROPER SOFTWARE.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 4 19 F 0
DELAY
WOQOU91T0003449
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 14-Oct-2015 7:10 PM 2 ® 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN
AWR 1965 R1 DTD 16 SEP 15 (APPLE I-PAD DEVICES)
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 29-Oct-2014  9:13 AM 5 - WS014937 8154.1 0 0
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH THE REQUIREMENTS OF THE ADDENDUM TO H-60-
15-SOF-01 AT 9914.0 AIRCRAFT HOURS.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 0 1 06 0 0
DELAY




Report Date: 03-Mar-2016

OPEN FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724

LAST MISSION:

NEXT PHASE: 8833.9
Current Status A: X Current Status E: |/

Current Status O:

Page 42 of 90

Selection Range : 01-Jan-1980 To 03-Mar-2016

HOURS: 8649.8
07-Oct-2015

Current Status W:

FAULT WRITE-UP:

FT. RUCKER ONLY MODIFICATIONS APPLIED TO THIS AIRCRAFT
IAW PROCESSOR CONTROL 5680. (ORIGINAL FAULT DATE: 20 NOV
09). MODIFICATIONS TO BE REMOVED UPON TRANSFER OF ACFT

ACTION TAKEN:

DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Nov-2014  9:04 AM 1 - SH012578  8185.3 0 0

DELAY

WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC  REC EFF TYPE DAYS 0 0
K G 1 02 o 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Mar2015 1127PM 3 - 8305.6 0 0
FAULT WRITE-UP: ACTION TAKEN:
A QUALITATIVE ELECTROMAGNETIC COMPATIBILITY (EMC) TEST
SHALL BE COMPLETED AS REQUIRED IN AWR 1965 DTD 08 OCT 14
(APPLE I-PAD DEVICES)
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC  REC EFF TYPE DAYS 0 0
o G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Aug-2015 9:38PM 5 - PNO11021  8574.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH H-60-15-ASAM-07, MAIN ROTOR BLADE DEBONDING
& TIP RIB CRACKING, BEFORE 8834.0 ACFT HRS, BUT NOT TO
EXCEED 10 AUG 16
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC  REC EFF TYPE DAYS 0 0
o o 1 00 F 0




Page 43 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: | Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 12-Aug-2015 554 PM 12 - 8579.3 0 0
FAULT WRITE-UP: ACTION TAKEN:

Replacement Due on TAIL ROTOR GEARBOX ASSY (PN: 70358-06600-
046, SN: A00603211) GEARSHAFT, BEVEL (PN: 70358-06620-102, SN:
A32003000 GEARSHAFT, BEVEL). Due at: 8651.0 hours.

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0

o o} 1 06G01D F 0

DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
12-Aug-2015 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR GEARBOX COWLING 0 0

DATE SEQNO STATUS wucC ACTION TAKEN
12-Aug-2015 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CANON PLUG FROM ANTI-COLLOSION LIGHT ON AFT 0 0

TAIL ROTOR FAIRING

DATE SEQNO STATUS wucC ACTION TAKEN
12-Aug-2015 3 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL WIRE FROMPOSITION LIGHT ON AFT 0 0
TAIL ROTOR FAIRING
DATE SEQNO STATUS wuc ACTION TAKEN
12-Aug-2015 4 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CANON PLUG FROM INFRARED POSITION LIGHT AT 0 0

AFT TAIL ROTOR FAIRING

DATE SEQNO STATUS wuc ACTION TAKEN
12-Aug-2015 5 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AFT TAIL ROTOR FAIRING HARDWARE 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
12-Aug-2015 6 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED AFT TAIL ROTOR FAIRING 0 0




Report Date: 03-Mar-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7722724
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 8833.9

Current Status A: X Current Status E: |/

Current Status O:

HOURS:
07-Oct-2015

Current Status W:

Page 44 of 90
To 03-Mar-2016

8649.8

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 7 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM ROD TAIL ROTOR PCL HARDWARE AT 0 0
PITCH BEAM
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 8 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED RED TAIL ROTOR PCL HARDWARE AT PITCH BEAM 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 9 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLUE TAIL ROTOR PCL HARDWARE AT 0 0
PITCH BEAM
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 10 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED BLUE TAIL ROTOR PCL HARDWARE AT PITCH BEAM 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 11 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM YELLOW TAIL ROTOR PCL HARDWARE 0 0
AT PITCH BEAM
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 12 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED YELLOW TAIL ROTOR PCL HARDWARE AT PITCH BEAM 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 13 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLACK TAIL ROTOR PCL HARDWARE AT 0 0
PITCH BEAM
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 14 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED BLACK TAIL ROTOR PCL HARDWARE AT PITCH BEAM

0




Page 45 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 15 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM TAIL ROTOR PITCH BEAM RETAINING NUT 0 0
SCREWS

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 16 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR PITCH BEAM RETAINING NUT SCREWS 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 17 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR PITCH BEAM RETAINING NUT AND WASHER 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 18 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR PITCH BEAM 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 19 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED TAIL ROTOR BLADE DE-ICE CANON PLUG (4 EACH) 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 20 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR OUTBOARD RETENTION PLATE HARDWARE 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 21 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR OUTBOARD RETENTION PLATE 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 22 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TAIL ROTOR OUTBOARD BLADE 0 0




Page 46 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 23 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR INBOARD BLADE 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 24 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CANON PLUG FROM TAIL ROTOR PYLON DRIVESHAFT 0 0
COVER

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 25 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR PYLON DIRVESHAFT COVER 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 26 X 06G01D REINSTALED DRAG TQ 9.5 INCH LBS MR# 122537 TQ 350 INCH LBS MR#

129379

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SECTION IV TAIL ROTOR DRIVESHAFT MOUNT HARDWARE HH015718 0.1 0.5 F
AT TAIL ROTOR GEARBOX (3 EACH)

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 27 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CANON PLUG FROM FIRST STAGE PRESSURE 0 0
SWITCH

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 28 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CANON PLUG FROM SECOND STAGE PRESSURE 0 0
SWITCH

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 29 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SECTION IV TAIL ROTOR DRIVESHAFT MOUNT HARDWARE 0 0
AT TAIL ROTOR GEARBOX (3 EACH)

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 30 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CANON PLUG FROM FIRST STAGE PRESSURE 0 0

SWITCH




Report Date: 03-Mar-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7722724
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 8833.9

Current Status A: X Current Status E: |/

Current Status O:

HOURS:
07-Oct-2015

Current Status W:

Page 47 of 90
To 03-Mar-2016

8649.8

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 31 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED CANON PLUG FROM SECOND STAGE PRESSURE 0 0
SWITCH
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 32 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED SAFETY FROM FIRST STAGE HYDRAULIC CONNECTOR 0 0
HARDWARE AT SERVO
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 33 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED FIRST STAGE HYDRAULIC CONNECTOR HARDWARE AT 0 0
SERVO
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 34 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED FIRST STAGE HYDRAULIC CONNECTOR FROM SERVO 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 35 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED SAFETY FROM SECOND STAGE HYDRAULIC CONNECTOR 0 0
HARDWARE AT SERVO
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 36 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED SECOND STAGE HYDRAULIC CONNECTOR HARDWARE AT 0 0
SERVO
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 37 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED SECOND STAGE HYDRAULIC CONNECTOR AT SERVO 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 38 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

DISCONNECTED CANON PLUG FROM TOP OF PYLON

0




Page 48 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 39 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CANON PLUG FROM TAIL ROTOR GEARBOX CHP 0 0
DETECTOR

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 40 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM LEFT HAND TAIL ROTOR SPRING 0 0

CYLINDER HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 41 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED LEFTHAND SPRING CYLINDER HARDWARE 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 42 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED COTTER KYE FROM RIGHT HAND SPRING CYLINDER 0 0
HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 43 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED RIGHT HAND SPRING CYLINDER HARDWARE 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 44 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED LEFT HAND TAIL BOOM ACCESS PANEL 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 45 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED RIGHT HAND TAIL BOOM ACCESS PANEL 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 46 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED SAFETY ON LEFT HAND TAIL ROTOR CABLE QD 0 0




Page 49 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015

Current Status A: X Current Status E: |/

Current Status O:

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 47 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
LOOSENED JAM NUT ON LEFT HAND TAIL ROTOR CABLE QD 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 48 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED LEFT HAND TAIL ROTOR CABLE QD 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 49 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED SAFETY ON RIGHT HAND TAIL ROTOR CABLE QD 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 50 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
LOOSENED JAM NUT ON RIGHT HAND TAIL ROTOR CABLE QD 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 51 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED RIGHT HAND TAIL ROTOR CABLE QD 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 52 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED CABLE GUARDS FROM PULLEY #13 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 53 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED CABLE GUARDS FROM PULLEY #12 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 54 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED LEFT HAND CABLE GUARD HARDWARE AT QUADRANT 0 0




Report Date: 03-Mar-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7722724
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 8833.9

Current Status A: X Current Status E: |/

Current Status O:

HOURS:
07-Oct-2015

Current Status W:

Page 50 of 90
To 03-Mar-2016

8649.8

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 55 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED LEFT HAND CABLE GUARD AT QUADRANT 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 56 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED RIGHT HAND CABLE GUARD HARDWARE AT QUADRANT 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 57 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED RIGHT HAND CABLE GUARD AT QUADRANT 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 58 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED LEFT HAND TAIL ROTOR CABLE COLLAR 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 59 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED RIGHT HAND TAIL ROTOR CABLE COLLAR 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 60 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED LEFT HAND TAIL ROTOR CABLE FROM QUADRANT 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 61 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED RIGHT HAND TAIL ROTOR CABLE FROM QUADRANT 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 62 X 06G01D REPLACED AND TORQUED TO 720 IN LBS MR# 129883
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR GEARBOX MOUNT HARDWARE HH015718 0.1 0.3 F




Page 51 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 63 X 06G01D REPLACED OLD S\N A006-03211 , NEW S\N A006-01651
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR GEARBOX HH015718 2 4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 63 X 06G01D REPLACED OLD S\N A006-03211 , NEW S\N A006-01651
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR GEARBOX HH015718 2 4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 64 X 06G01D SAFETIED INBOARD RETENTION PLATE BOLTS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETIES FROM INBOARD RETENTION PLATE NUT BOLTS HH015718 0.1 1.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 65 X 06G01D TQ AND STABILIZED AT 20 INCH LBS, 40 INCH LBS, 60 INCH LBS, 90 INCH
LBS, AND 120 INCH LBS MR# 117538
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED INBOARD RETENTION PLATE NUT BOLTS HH015718 0.1 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 66 X 06G01D INSTALLED ON NEW GEARBOX
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INBOARD RETENTION PLATE SEAL HOUSING HH015718 0.1 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 67 X 06G01D INSTALLED ON NEW GEARBOX
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RETENTION PLATE NUT HH015718 0.1 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 68 X 06G01D INSTALLED ON NEW GEARBOX
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INBOARD RETENTION PLATE LIPPED WASHER HH015718 0.1 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 69 X 06G01D INSTALLED ON NEW GEARBOX
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED OUTBOARD SPLIT CONES HH015718 0.1 0.2 F




Page 52 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 70 X 06G01D INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INBOARD RETENTION PLATE HH015718 0.1 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 71 X 06G01D INSTALLED ON NEW GEARBOX
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INBOARD SPLIT CONES HH015718 0.1 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 72 X 06G01D INSTALLED ON NEW GEARBOX
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR DE-ICE SLIP RING ROTOR HH015718 0.1 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 73 X 06G01D INSTALLED ON NEW GEARBOX TQ 130 INCHLBS MR# 117538
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR DE-ICE SLIP RING STATOR MOUNT HARDWARE HH015718 0.1 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 74 X 06G01D INSTALLED ON NEW GEARBOX
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR DE-ICE SLIP RING STATOR HH015718 0.1 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 75 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEYS FROM TAIL ROTOR SERVO CONTROL ROD 0 0
HARDWARE AT SERVO
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 76 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR SERVO CONTROL ROD HARDWARE AT SERVO 0 0
(3 EACH)
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 77 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEYS FROM TAIL ROTOR SERVO CONTROL ROD 0 0

HARDWARE AT QUADRANT




Page 53 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

12-Aug-2015 78 X 02

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR SERVO CONTROL ROD HARDWARE AT 0 0

QUADRANT (3 EACH)

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 79 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR SERVO CONTROL ROD 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 80 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR SERVO MOUNT HARDWARE 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 81 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR SERVO AND PITCH CONTROLSHAFT 0 0
ASSEMBLY

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 82 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED MICRO SWITCHES HARNESS CANON PLUG AT PYLON 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 83 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED SAFETY ON TAIL ROTOR QUADRANT SAFETY BOLT 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 84 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR QUADRANT SAFETY BOLT 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 85 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED TAIL ROTOR QUADRANT LARGE NUT AND WASHER 0 0




Page 54 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 86 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR QUADRANT LARGE WASHERS 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 87 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR QUADRANT 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 88 X 06G01D REINSTALLED TQ 100 INCH LBS MR# 129383
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR QUADRANT SUPPORT MOUNT HARDWARE HH015718 0.1 0.4 F

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 89 X 06G01D REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR QUADRANT SUPPORT HH015718 0.1 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 90 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR SPRING CYLINDER SUPPORT MOUNT 0 0
HARDWARE

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 91 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR SPRING CYLINDER SUPPORT 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 92 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DRAIN TAIL ROTOR GEARBOX 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 93 - 06G01D COMPLETED 2 OUT OF 4 FAILED, WILL REPLACE 2 (TOTAL)MR# 122537
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAK-AWAY TORQUE CHECK REQUIRED ON TAIL ROTOR GEARBOX 0 0.3 F

BARREL NUTS




Report Date: 03-Mar-2016

OPEN FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7722724

NEXT PHASE: 8833.9

Current Status A: X Current Status E: |/

LAST MISSION:

Current Status O:

Selection Range : 01-Jan-1980

HOURS:

07-Oct-2015

Page 55 of 90

To 03-Mar-2016

8649.8

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 94 . 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
NDI REQUIRED ON TAIL ROTOR BLADE SPAR PLUG 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 95 . 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
FOLLOW ON MAINTENANCE REQUIRED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 % . 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
FOD INSPECITON OF WORK AREA DUE 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 97 . 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 98 . 06G01D COMPLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
TOOL INV AND FOD CHECK DUE 0 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 98 . 06G01D COMPLETED FOR 1ST RWW
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
TOOL INV AND FOD CHECK DUE 0 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 99 . 06G01D COMPLETE
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
END OF SHIFT TOOL INVENTORY AND FOD INSPECTION DUE FOR 0 0.4 F
20WW
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 99 . 06G01D COMPLETE
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
END OF SHIFT TOOL INVENTORY AND FOD INSPECTION DUE FOR 0 0.4 F

20ww




Page 56 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 100 - 06G01D COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
END OF SHIFT TOOL INVENTORY AND FOD INSPECTION DUE FOR 0 0.4 F
20Www

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 100 - 06G01D COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
END OF SHIFT TOOL INVENTORY AND FOD INSPECTION DUE FOR 0 0.4 F
20ww

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 101 X 06G01D
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR GEARBOX MOUNT BOLTS 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 102 X 06G01D
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR GEARBOX 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 103 X 06G01D
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETIES FROM INBOARD RETENTION PLATE NUT BOLTS 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 104 X 06G01D
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED INBOARD RETENTION PLATE NUT BOLTS 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 105 X 06G01D
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INBOARD RETENTION PLATE SEAL HOUSING 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Aug-2015 106 X 06G01D
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED INBOARD RETENTION PLATE NUT 0




Report Date: 03-Mar-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7722724
LAST MISSION:

Current Status O:

MODEL: UH-60A
NEXT PHASE: 8833.9

Current Status A: X Current Status E: |/

HOURS:

07-Oct-2015

Page 57 of 90

To 03-Mar-2016

8649.8

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 107 X 06G01D
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INBOARD RETENTION PLATE LIPPED WASHER 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 108 X 06G01D
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTBOARD SPLIT CONES 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 109 X 06G01D
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INBOARD RETENTION PLATE 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 110 X 06G01D
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INBOARD SPLIT CONES 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 111 X 06G01D
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR DE-ICE SLIP RING 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 112 X 06G01D REINSTALLED TQ 130 INCH LBS MR# 129 383
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR DE-ICE SLIP RING STATOR MOUNT HARDWARE HH015718 0.1 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 113 X 06G01D REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR DE-ICE SLIP RING STATOR HH015718 0.1 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 114 . 06G01D
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BREAK-AWAY TORQUE CHECK OF TAIL ROTOR GEARBOX BARREL
NUTS DUE

0




Report Date: 03-Mar-2016

Page 58 of 90

Selection Range : 01-Jan-1980 To 03-Mar-2016

OPEN FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724

NEXT PHASE: 8833.9
Current Status A: X Current Status E: |/

HOURS: 8649.8

LAST MISSION: 07-Oct-2015

Current Status O:

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 115 . 06G01D COMPLETE
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
END OF SHIFT TOOL INVENTORY AND FOD INSPECTION DUE FOR 0 0.4 F
20WW
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Aug-2015 116 X 06G01D
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED SECTION IV TAIL ROTOR DRIVESHAFT MOUNT HARDWARE 0 0
AT TAIL ROTOR GEARBOX (3 EACH)
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Aug-2015 12:06 PM 4 - 8591.4 0 0

FAULT WRITE-UP:

REPLACEMENT DUE ON HUB, M/R ROTOR ASSY (PN: 70070-10046-
055, SN: A30802843). DUE AT: 8666.0 HOURS.

ACTION TAKEN:

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 05A01A F 0
DELAY
13-2s to Follow

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED RED MAIN ROTOR BLADE DE-ICE CANON PLUG 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED RED MAIN ROTOR BLADE ANTI-FLAP SPRING 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 3 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEYS FROM RED MAIN ROTOR BLADE PINS (2 0 0
EACH)

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 4 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED RED MAIN ROTOR BLADE LEAD PIN

0




Report Date: 03-Mar-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7722724
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 8833.9

Current Status A: X Current Status E: |/

Current Status O:

HOURS:
07-Oct-2015

Current Status W:

Page 59 of 90
To 03-Mar-2016

8649.8

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 5 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR BLADE LAG PIN 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 6 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR BLADE 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 7 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED BLUE MAIN ROTOR DE-ICE CANON PLUG 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 8 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED BLUE MAIN ROTOR BLADE ANTI-FLAP SPRING 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 9 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED COTTER KEYS FROM BLUE MAIN ROTOR BLADE PINS (2 0 0
EACH)

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 10 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR BLADE LEAD PIN 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 11 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR BLADE LAG PIN 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 12 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED BLUE MAIN ROTOR BLADE

0




Page 60 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 13 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED YELLOW MAIN ROTOR BLADE DE-ICE CANON PLUG 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 14 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED YELLOW MAIN ROTOR BLADE ANTI-FLAP SPRING 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 15 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEYS FROM YELLOW MAIN ROTOR BLADE PINS (2 0 0
EACH)

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 16 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR BLADE LEAD PIN 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 17 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR BLADE LAG PIN 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 18 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR BLADE 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 19 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLACK MAIN ROTOR BLADE DE-ICE CANON PLUG 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 20 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED BLACK MAIN ROTOR BLADE ANTI-FLAP SPRING 0 0




Report Date: 03-Mar-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7722724
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 8833.9

Current Status A: X Current Status E: |/

Current Status O:

HOURS:
07-Oct-2015

Current Status W:

Page 61 of 90
To 03-Mar-2016

8649.8

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 21 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED COTTER KEYS FROM BLACK MAIN ROTOR BLADE PINS (2 0 0
EACH)

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 22 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR BLADE LEAD PIN 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 23 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR BLADE LAG PIN 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 24 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR BLADE 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 25 / 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED MAIN MODULE DRIP PAN 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 26 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED MAIN ROTOR DE-ICE WIRES IN CABIN 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 27 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED MAIN ROTOR DE-ICE CANON PLUGS AT DISTRIBUTOR 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 28 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED BIFILAR COVER MOUNT BOLTS

0




Page 62 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015

Current Status A: X Current Status E: |/

Current Status O:

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 29 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR BIFILAR COVER AND DE-ICE DISTRIBUTOR 0 0
ASSEMBLY

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 30 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR DE-ICE STAND PIPE 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 31 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR SHAFT NUT LOCK RING BOLTS 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 32 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR SHAFT NUT LOCK RING 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 33 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR SHAFT NUT TANG LOCK BOLTS 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 34 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR SHAFT NUT TANG LOCK 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 35 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR SHAFT NUT WASHER 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 36 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR LOWER PRESSURE PLATE BOLTS 0 0




Page 63 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 37 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED MAIN ROTOR LOWER PRESSURE PLATE 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 38 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR LOWER PRESSURE PLATE SPLIT CONES 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 39 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM RED MAIN ROTOR PCL LOWER 0 0
HARDWARE AT SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 40 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR PCL LOWER HARDWARE AT 0 0
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 41 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLUE MAIN ROTOR PCL LOWER 0 0
HARDWARE AT SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 42 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR PCL LOWER HARDWARE AT 0 0
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 43 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM YELLOW MAIN ROTOR PCL LOWER 0 0
HARDWARE AT SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 44 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR PCL LOWER HARDWARE AT 0 0

SWASHPLATE




Page 64 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 45 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLACK MAIN ROTOR PCL LOWER 0 0
HARDWARE AT SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 46 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR PCL LOWER HARDWARE AT 0 0
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 47 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM YELLOW MAIN ROTOR PCL LOWER 0 0
HARDWARE AT SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 48 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR PCL LOWER HARDWARE AT 0 0
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 49 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLACK MAIN ROTOR PCL LOWER 0 0
HARDWARE AT SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 50 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR PCL LOWER HARDWARE AT 0 0
SWASHPLATE

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 51 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR HEAD ASSEMBLY 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 52 - 05A01A COMPLETE. PASSED. BREAKAWAY TQ 50 INCH LBS MR# 129478
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAKAWAY TORQUE CHECK REQUIRED ON LOWER PRESSURE 0 0.5 F

PLATE INSERTS




Page 65 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 53 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM RED MAIN ROTOR DAMPER OUTBOARD 0 0
HARDWARE

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 54 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR DAMPER OUTBOARD HARDWARE 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 55 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM RED MAIN ROTOR DAMPER INBOARD 0 0
HARDWARE

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 56 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR DAMPER INBOARD HARDWARE 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 57 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR DAMPER 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 58 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLUE MAIN ROTOR DAMPER 0 0

OUTBOARD HARDWARE

DATE  SEQNO STATUS wuc ACTION TAKEN
19-Aug-2015 59 X 02

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR DAMPER OUTBOARD HARDWARE 0 0

DATE  SEQNO STATUS wuc ACTION TAKEN

19-Aug-2015 60 X 02

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLUE MAIN ROTOR DAMPER INBOARD 0 0

HARDWARE




Page 66 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 61 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR DAMPER INBOARD HARDWARE 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 62 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR DAMPER 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 63 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM YELLOW MAIN ROTOR DAMPER 0 0

OUTBOARD HARDWARE

DATE  SEQNO STATUS wuc ACTION TAKEN
19-Aug-2015 64 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR DAMPER OUTBOARD HARDWARE 0 0
DATE  SEQNO STATUS wuc ACTION TAKEN
19-Aug-2015 65 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM YELLOW MAIN ROTOR DAMPER 0 0

INBOARD HARDWARE

DATE  SEQNO STATUS wuc ACTION TAKEN
19-Aug-2015 66 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR DAMPER INBOARD HARDWARE 0 0
DATE  SEQNO STATUS wuc ACTION TAKEN
19-Aug-2015 67 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR DAMPER 0 0
DATE  SEQNO STATUS wuc ACTION TAKEN
19-Aug-2015 68 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLACK MAIN ROTOR DAMPER 0 0

OUTBOARD HARDWARE




Report Date: 03-Mar-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7722724
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 8833.9

Current Status A: X Current Status E: |/

Current Status O:

HOURS:
07-Oct-2015

Current Status W:

Page 67 of 90
To 03-Mar-2016

8649.8

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 69 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR DAMPER OUTBOARD HARDWARE 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 70 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLACK MAIN ROTOR DAMPER INBOARD 0 0
HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 71 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR DAMPER INBOARD HARDWARE 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 72 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR DAMPER 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 73 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED RED DAMPER BRACKET MOUNT HARDWARE 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 74 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED RED DAMPER BRACKET 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 75 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED BLUE DAMPER BRACKET MOUNT HARDWARE 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 76 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED BLUE DAMPER BRACKET

0




Page 68 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 77 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW DAMPER BRACKET MOUNT HARDWARE 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 78 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW DAMPER BRACKET 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 79 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK DAMPER BRACKET MOUNT HARDWARE 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 80 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK DAMPER BRACKET 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 81 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETIES FROM RED MAIN ROTOR SPINDLE ANTI-FLAP 0 0
STOP BOLTS

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 82 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR SPINDLE ANTI-FLAP STOP BOLTS 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 83 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR SPINDLE ANTI-FLAP STOP 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 84 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED RED MAIN ROTOR DROOP STOP SPRINGS 0 0




Report Date: 03-Mar-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7722724
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 8833.9

Current Status A: X Current Status E: |/

Current Status O:

HOURS:
07-Oct-2015

Current Status W:

Page 69 of 90
To 03-Mar-2016

8649.8

DATE  SEQNO STATUS wuc ACTION TAKEN
19-Aug-2015 85 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED RED MAIN ROTOR DROOP STOP HEATER PIN CANON 0 0
PLUG

DATE  SEQNO STATUS wuc ACTION TAKEN
19-Aug-2015 86 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM RED MAIN ROTOR DROOP STOP 0 0
HEATER PIN

DATE  SEQNO STATUS wuc ACTION TAKEN
19-Aug-2015 87 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR DROOP STOP HEATER PIN 0 0

DATE  SEQNO STATUS wuc ACTION TAKEN
19-Aug-2015 88 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED RED DROOP STOP CAM 0 0

DATE  SEQNO STATUS wuc ACTION TAKEN
19-Aug-2015 89 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR SPINDLE MOUNT HARDWARE 0 0

DATE  SEQNO STATUS wuc ACTION TAKEN
19-Aug-2015 90 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR DROOP STOP SPRING CLIPS 0 0

DATE  SEQNO STATUS wuc ACTION TAKEN
19-Aug-2015 91 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR SPINDLE DE-ICE WIRE CLIPS 0 0

DATE  SEQNO STATUS wuc ACTION TAKEN
19-Aug-2015 92 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED RED MAIN ROTOR SPINDLE ASSEMBLY

0




Report Date: 03-Mar-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7722724
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 8833.9

Current Status A: X Current Status E: |/

Current Status O:

HOURS:
07-Oct-2015

Current Status W:

Page 70 of 90
To 03-Mar-2016

8649.8

DATE  SEQNO STATUS wuc ACTION TAKEN
19-Aug-2015 93 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED SAFETY FROM BLUE MAIN ROTOR SPINDLE ANTI-FLAP 0 0
STOP MOUNT BOLTS

DATE  SEQNO STATUS wuc ACTION TAKEN
19-Aug-2015 94 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR SPINDLE ANTI-FLAP STOP BOLTS 0 0

DATE  SEQNO STATUS wuc ACTION TAKEN
19-Aug-2015 95 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR SPINDLE ANTI-FLAP STOP 0 0

DATE  SEQNO STATUS wuc ACTION TAKEN
19-Aug-2015 9 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED BLUE DROOP STOP SPRINGS 0 0

DATE  SEQNO STATUS wuc ACTION TAKEN
19-Aug-2015 97 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED BLUE DROOP STOP HEATER PIN CANON PLUG 0 0

DATE  SEQNO STATUS wuc ACTION TAKEN
19-Aug-2015 08 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLUE DROOP STOP HEATER PIN 0 0

DATE  SEQNO STATUS wuc ACTION TAKEN
19-Aug-2015 99 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED BLUE DROOP STOP HEATER PIN 0 0

DATE  SEQNO STATUS wuc ACTION TAKEN
19-Aug-2015 100 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED BLUE DROOP STOP CAM

0




Page 71 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 101 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR SPINDLE MOUNT BOLTS 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 102 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR DROOP STOP SPRING CLIPS 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 103 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR SPINDLE DE-ICE WIRE CLIPS 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 104 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR SPINDLE ASSEMBLY 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 105 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM YELLOW MAIN ROTOR SPINDLE ANTI-FLAP 0 0
STOP BOLTS

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 106 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR SPINDLE ANTI-FLAP STOP BOLTS 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 107 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR SPINDLE ANTI-FLAP STOP 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 108 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW DROOP STOP SPRINGS 0 0




Report Date: 03-Mar-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7722724
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 8833.9

Current Status A: X Current Status E: |/

Current Status O:

HOURS:
07-Oct-2015

Current Status W:

Page 72 of 90
To 03-Mar-2016

8649.8

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 109 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED YELLOW DROOP STOP HEATER PIN CANON PLUG 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 110 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM YELLOW DROOP STOP HEATER PIN 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 111 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED YELLOW DROOP STOP HEATER PIN 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 112 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED YELLOW DROOP STOP CAM 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 113 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR SPINDLE MOUNT BOLTS 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 114 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED YELLOW DROOP STOP SPRING CLIPS 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 115 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR SPINDLE DE-ICE WIRE CLIPS 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 116 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED YELLOW MAIN ROTOR SPINDLE ASSEMBLY

0




Report Date: 03-Mar-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7722724
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 8833.9

Current Status A: X Current Status E: |/

Current Status O:

HOURS:
07-Oct-2015

Current Status W:

Page 73 of 90
To 03-Mar-2016

8649.8

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 117 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED SAFETY FROM BLACK MAIN ROTOR SPINDLE ANTI-FLAP 0 0
STOP BOLTS

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 118 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR SPINDLE ANTI-FLAP STOP BOLTS 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 119 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR SPINDLE ANTI-FLAP STOP 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 120 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED BLACK DROOP STOP SPRINGS 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 121 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED BLACK DROOP STOP HEATER PIN CANON PLUG 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 122 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED COTTER KEY FROM BLACK DROOP STOP HEATER PIN 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 123 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED BLACK DROOP STOP HEATER PIN 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 124 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED BLACK DROOP STOP CAM

0




Page 74 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 125 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR SPINDLE MOUNT BOLTS 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 126 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK DROOP STOP SPRING CLIPS 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 127 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR SPINDLE DE-ICE WIRE CLIPS 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 128 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR SPINDLE ASSEMBLY 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 129 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR UPPER PRESSURE PLATE NUT BOLTS 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 130 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR UPPER PRESSURE PLATE SPLIT CONES 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 131 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR UPPER PRESSURE PLATE 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 132 X 05A01A REINSTALLED. TQ AND STABILIZED AT 1000 INCH LBS MR# 132188 AND

260 FOOT LBS MR# 121510

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HUB TO SHAFT EXTENSION BOLTS HH015718 0.1 0.5 F




Page 75 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 132 X 05A01A REINSTALLED. TQ AND STABILIZED AT 1000 INCH LBS MR# 132188 AND
260 FOOT LBS MR# 121510
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HUB TO SHAFT EXTENSION BOLTS HH015718 0.1 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 133 X 05A01A REINSTALLED S/N: A308-02843
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR HUB HH015718 0.1 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 133 X 05A01A REINSTALLED S/N: A308-02843
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN ROTOR HUB HH015718 0.1 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 134 X 05A01A REPLACED NUTS. TQ 1200 INCH LBS (100 FOOT LBS) MR# 129452
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED 4 EXPANDABLE PINS HH015718 0.1 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 134 X 05A01A REPLACED NUTS. TQ 1200 INCH LBS (100 FOOT LBS) MR# 129452
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED 4 EXPANDABLE PINS HH015718 0.1 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 135 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FLIGHT CONTROL CLEARANCE CHECK REQUIRED PRIOR TO POWER- 0 0

ON OPERATIONS

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 136 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOLLOW ON MAINTENANCE REQUIRED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
19-Aug-2015 137 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION OF WORK AREA DUE 0 0




Report Date: 03-Mar-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 7722724
LAST MISSION:

Current Status O:

MODEL: UH-60A
NEXT PHASE: 8833.9

Current Status A: X Current Status E: |/

Page 76 of 90
To 03-Mar-2016

HOURS:
07-Oct-2015

8649.8

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

19-Aug-2015 138 - 02

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN

19-Aug-2015 139 - 05A01A INV AND INSPECTION COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

2ND SHIFT OWW TOO INV AND FOD INSPECTION DUE 0 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

19-Aug-2015 139 - 05A01A INV AND INSPECTION COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

2ND SHIFT OWW TOO INV AND FOD INSPECTION DUE 0 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

19-Aug-2015 139 - 05A01A INV AND INSPECTION COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

2ND SHIFT OWW TOO INV AND FOD INSPECTION DUE 0 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

19-Aug-2015 139 - 05A01A INV AND INSPECTION COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

2ND SHIFT OWW TOO INV AND FOD INSPECTION DUE 0 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

19-Aug-2015 140 - 05A01A COMPLETED FOR 1ST RWW

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INV AND FOD CHECK DUE 0 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

19-Aug-2015 140 - 05A01A COMPLETED FOR 1ST RWW

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INV AND FOD CHECK DUE 0 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

19-Aug-2015 141 - 05A01A

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BREAKAWAY TORQUE CHECK REQUIRED ON UPPER PRESSURE 0 0

PLATE INSERTS




Page 77 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 142 - 05A01A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAKAWAY TORQUE CHECK REQUIRED ON DAMPER BRACKET 0 0
INSERTS
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 143 - 05A01A COMPLETE. BREAKAWAY TQ 70 INCH LBS MR# 129478. 1 FAILED SEE
2408-13-1 FAULT #9 DATED 090CT2015
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAKAWAY TORQUE CHECK REQUIRED ON SPINDLE INSERTS 0 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 143 - 05A01A COMPLETE. BREAKAWAY TQ 70 INCH LBS MR# 129478. 1 FAILED SEE
2408-13-1 FAULT #9 DATED 090CT2015
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAKAWAY TORQUE CHECK REQUIRED ON SPINDLE INSERTS 0 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 144 - 05A01A COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECTION OF MAIN ROTOR SPINDLES (4EA) DUE 0 3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 144 - 05A01A COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECTION OF MAIN ROTOR SPINDLES (4EA) DUE 0 3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 145 - 05A01A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECTION OF MAIN ROTOR DAMPERS (4EA) DUE 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 146 - 05A01A COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECTION OF MAIN ROTOR DAMPER BRACKETS (4EA) DUE 0 2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2015 147 - 05A01A COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
END OF SHIFT TOOL INVENTORY AND FOD INSPECTION DUE FOR 0 0.4 F

20ww




Report Date: 03-Mar-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 7722724

NEXT PHASE: 8833.9
Current Status A: X Current Status E: |/

LAST MISSION:

Current Status O:

HOURS:
07-Oct-2015

Page 78 of 90

To 03-Mar-2016

8649.8

Current Status W:

DATE SEQNO STATUS wuc ACTION TAKEN
19-Aug-2015 147 - 05A01A COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
END OF SHIFT TOOL INVENTORY AND FOD INSPECTION DUE FOR 0 0.4 F
20WwW
DATE SEQNO STATUS wuc ACTION TAKEN
19-Aug-2015 148 - 05A01A COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
END OF SHIFT TOOL INVENTORY AND FOD INSPECTION DUE FOR 0 0.4 F
20WwW
DATE SEQNO STATUS wuc ACTION TAKEN
19-Aug-2015 148 - 05A01A COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
END OF SHIFT TOOL INVENTORY AND FOD INSPECTION DUE FOR 0 0.4 F
20WwW
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Sep-2015 5:36 AM 9 - 8616 0 0
FAULT WRITE-UP: ACTION TAKEN:
INSP A110 - PMS 40 HOUR INSPECTION. Due at: 8656.0 Hours.
Upgrade to Red X Status on 8658.1 Hours
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o o 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 23-Sep-2015 11:31PM 9 - AP021025 8621.7 0 0
FAULT WRITE-UP: ACTION TAKEN:
BIFILAR EYEBOLTS DUE PROSEAL NLT 23-OCT-15 I/A/W AWR 1251
R11
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 02 F 0

DELAY




Page 79 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Oct-2015 1:51 AM 2 - MJ015392  8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
OPERATIONAL CHECK OF HYDRAULIC SYSTEM DUE FOR
REPLACEMENT OF NO 1 HYDRAULIC MULE FITTING
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 08-Oct-2015 1:56 AM 3 - MJ015392  8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
HYDRAULIC BLEED DUE FOR REPLACING NO 1 HYDRAULIC PUMP
MULE FITTING
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Oct-2015 4:29 AM 7 - DO026582 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
M/M MOUNT HARDWARE DUE PRIME AND PAINT.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 06 F 0
DELAY




Report Date: 03-Mar-2016

OPEN FAULT REPORT

Page 80 of 90

Selection Range : 01-Jan-1980 To 03-Mar-2016

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Oct-2015 4:30 AM 8 - DO026582 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
IGB MOUNT HARDWARE DUE PRIME AND PAINT.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 06 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 08-Oct-2015 5:16 AM 9 - DO026582 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
RECURRING 10 HOUR YELLOW LEAD DROOP STOP BUSHING
INSPECTION REQUIRED IAW MEO A6055 AT 8659.8 ACFT HOURS.
(SIGN OFF AND RE-ENTER EACH PMD)
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 05 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Oct-2015 5:19 AM 10 - DO026582 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
RECURRING 10 HOUR BLACK LEAD DROOP STOP BUSHING
INSPECTION REQUIRED IAW MEO A6055 AT 8659.8 ACFT HOURS.
(SIGN OFF AND RE-ENTER EACH PMD)
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 06 F 0

DELAY




Page 81 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016

OPEN FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Oct-2015 5:24 AM 11 - D0026582 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
RECURRING 10 HOUR RED LEAD DROOP STOP BUSHING
INSPECTION REQUIRED IAW MEO A6055 AT 8659.8 ACFT HOURS.
(SIGN OFF AND RE-ENTER EACH PMD)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 06 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 10-Oct-2015  12:17 AM 1 - 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
Replacement Due on HUB, M/R ROTOR ASSY (PN: 70070-10046-055,
SN: A30802843). Due at: 8666.0 hours.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 0 1 05A01A F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Oct-2015  3:03 PM 1 - 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
INSP A893 - AIRCRAFT WASH DUE. Due at: 03-Nov-2015. Upgrade to
Red X Status on 08-Nov-2015
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
(¢} (¢} 1 00 F 0
DELAY




Page 82 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: | Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 10-Nov-2015 10:53 AM 1 - ED046014  8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

COMPLY WITH H-60-16-AMAM-01, EIBF FRAMES, BEFORE 8656.0
ACFT HRS, BUT NOT TO EXCEED 26 NOV 15

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} G 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 10-Nov-2015 10:56 AM 2 - ED046014  8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

COMPLY WITH H-60-16-ASAM-01, INBOARD RETENTION PLATE
TORQUE CHECKS, BY 17 NOV 15.

WHEN HOow MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o G 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Nov-2015 1:03 PM 1 - 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
INSP A801 - PREVENTIVE MAINTENANCE DAILY
WHEN HOowW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
X o 1 00 F 0

DELAY




Page 83 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: | Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 01-Mar-2016  9:35 AM 2 - 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A298 - LUBE TAIL WHEEL BEARING. Due at: 03-Apr-2016 or
8713.9 Hours. Upgrade to Red X Status on 04-May-2016 or 8718.9

Hours
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 03BO3A F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Mar-2016  9:35 AM 3 - 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A532 - COMPASS SWING / RMI. Due at: 13-Mar-2016. Upgrade
to Red X Status on 13-Apr-2016

WHEN HOwW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE

DISC REC EFF TYPE DAYS 0 0

o o 1 08A09 F 0

DELAY

DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO  STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Mar-2016  9:35 AM 4 - 8649.8 0 0

FAULT WRITE-UP: ACTION TAKEN:

INSP A625 - REPLACEMENT OF SLAB BATTERY (SLAB). Due at: 04-
Mar-2016. Upgrade to Red X Status on 04-Apr-2016

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 09B0O1A F 0

DELAY




Page 84 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: | Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 07-Nov-2013 6:16 AM 2 / TC014606  8053.1 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSTALLED CONNECTING LINK SN# H366-07214 UNDER MEC
F170036 NOTIFY MEC OFFICE WHEN REMOVED

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 1" F 0
DELAY
MEC
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Oct-2014  4:35 PM 2 / MHO026080 8118.5 0 0
FAULT WRITE-UP: ACTION TAKEN:

ZIP TIE BRACKED BROKEN THAT HOLDS WIRE BUNDLE TO INBORD
SIDE OF PILOTS WINDSHIELD

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0

K G 2 02 F 0

DELAY

RIVET BROKEN ON MOUNT NEEDS SHEET METAL REPAIR

DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 03-Oct-2014  8:47 AM 1 / WHO012714  8118.5 0 0
FAULT WRITE-UP: ACTION TAKEN:
R/H SOUNDPROOFING IN FRONT OF R/H CARGO DOOR NOT
INSTALLED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 02 F 0
DELAY

DOR# W91AL342750113 MT142780004




Page 85 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Oct-2014  11:06 PM 1 / JC021341 8126.2 0 0
FAULT WRITE-UP: ACTION TAKEN:
RH APU DOOR SEAL NOT INSTALLED ON INNER SIDE OF DOOR
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 02 F 0
DELAY
MT142920001
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 19-Nov-2014 4:06 PM 5 / MTO027228 8190.3 0 0
FAULT WRITE-UP: ACTION TAKEN:
2 EA SCREWS NOT INSTALLED ON M/M DRIP PAN
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
L G 2 02 F 0
DELAY
MT15230001
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 27-Jan-2015  4:33 AM 3 / VM014218  8243.7 0 0
FAULT WRITE-UP: ACTION TAKEN:
IVHUMS ACCELOROMETER WIRE LOCATED ON OIL COOLER
VISCOUS BEARING HAS APPROXIMATELY 95% OF THE OUTER
BRADED SHELL BROKEN.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
X G 2 19 F 0
DELAY
AV150460002




Page 86 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Jun-2015 8:58 AM 7 / JK026663  8478.1 0 0
FAULT WRITE-UP: ACTION TAKEN:
SCREW NOT INSTALLED ON THE PYLON COVER FWD OF THE OIL
COOLER COMPARTMENT.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
T G 2 02 F 0
DELAY
MT15230002
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 18-Aug-2015 9:59 AM 1 / JR834746 8583.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
RIGHT SIDE DOOR GUNNER WINDOW WEATHER STRIPPING NOT
INSTALLED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
G G 2 00 F 0
DELAY
MT152430002
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Aug-2015 7:32AM 5 / SP238419  8591.4 0 0
FAULT WRITE-UP: ACTION TAKEN:
PILOTS DOOR HARD HARD TO ACTUATE INTO THE LOCKED
POSITION FROM THE INSIDE WITH THE COCKPIT DOOR CLOSED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
B K 2 00 0
DELAY
MT152430003




Page 87 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: | Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 14-Sep-2015 2:15 PM 2 / JW578869 8618 0 0
FAULT WRITE-UP: ACTION TAKEN:

AIRCRAFT RESTRICTED FROM HIT CHECK WITH IVHMS. DATA IS
INCORRECT AND/OR MISSING FOR BOTH ENGINES.

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
G G 4 02 F 0
DELAY
AV152630005
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Sep-2015  9:08 PM 4 / AW020747 8621 0 0
FAULT WRITE-UP: ACTION TAKEN:

HARDWARE AT COPILOTS GUNNER WINDOW NOT INSTALLED (NUT
PLATE STRIPED)

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 19 F 0
DELAY
SM152630001
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 15-Sep-2015 1:13 AM 7 / VM014218 8621 0 0
FAULT WRITE-UP: ACTION TAKEN:

RED MAIN ROTOR BLADE NEEDS FILLER AT LEADING EDGE OF
BLADE APPROIMATELY 20 INCHES OF BLADE CUFF.X

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0

X G 2 05 F 0

DELAY

BL152630001




Page 88 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: |/ Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Sep-2015 3:32 AM 4 / JW014139 8621.7 0 0
FAULT WRITE-UP: ACTION TAKEN:
PAS CABLE HAS BAE METAL SHOWING AT INPUT CABLE ON # 1
ENG
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
Q G 2 02 F 0
DELAY
MT152630007
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 19-Oct-2015 6:08 PM 4 / RMO014921 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
ELEVEN TROOP SEATS REMOVED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 25-0Oct-2015 4:49 PM 3 / CL026665 8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
TAIL DRIVE SHAFT SECTION 4 LOWER MOUNTING HARDWARE
RUSTED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 02 F 0
DELAY




Page 89 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: | Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 16-Dec-2015 2:46 PM 2 / JB567882  8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

REMOVED TEMP SENSOR HEATER CONTROL VALVE PN 129592-1
(NSN 1660-01-082-8362) PER GOV. FOR CONTROLED EXCHANGE

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0

E G 1 02 F 0

DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
16-Dec-2015 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED UPPER INBOARD COLLECTIVE FLIGHT CONTROL ROD 0 0
#2 SIDE
DATE SEQNO STATUS wucC ACTION TAKEN
16-Dec-2015 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED UPPER INBOARD PITCH FLIGHT CONTROL ROD #2 0 0
SIDE
DATE SEQNO STATUS wucC ACTION TAKEN
16-Dec-2015 3 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RIGHT HAND BROOM CLOSET 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
16-Dec-2015 4 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED RIGHT HAND FORWARD SOUND PROOFING 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
16-Dec-2015 5 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOWERED CREW SEAT H-BAR 0 0




Page 90 of 90

Report Date: 03-Mar-2016 Selection Range : 01-Jan-1980 To 03-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 7722724 HOURS: 8649.8
NEXT PHASE: 8833.9 LAST MISSION: 07-Oct-2015
Current Status A: X Current Status E: | Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
E 15-Jan-2016 3:08 PM 1 / JB901342  8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

REMOVED CABIN ICS CONTROL UNIT PN# A301-1, NSN# 5895-00-
895-4175, SN#3124 FOR GOVERNMENT CONTROLED EXCHANGE
WITH AIRCRAFT # 79-23302

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
E G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Jan-2016  12.03PM 1 / JB901342  8649.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED TAIL LOCK ACTUATOR PER GOV. JORDAN EFFORT
CONTRACT
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
E G 2 02 F 0

DELAY




