Page 1 of 44

Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 04-Sep-2015 1:46 PM 1 X 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP E901 - ANNUAL EBC-406HM G-SWITCH TEST. Was Due at: 06-
Jul-2015. Upgrade to Red X Status on 16-Jul-2015

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} o} 1 19 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 04-Sep-2015  7:33 AM 2 X 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A022 - 14 DAY FLYABLE STORAGE ENGINE RUN UP. Was Due
at: 02-Sep-2015. Upgrade to Red X Status on 04-Sep-2015

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 04A F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 04-Sep-2015 10:20AM 5 X MS783087 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

POPPING SOUND AND BINDING COMING FROM MID SECTION
BELLCRANK AREA IN LH BROOM CLOSET DURING FLIGHT
CONTROLS CHECK

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0

T K 5 11 F 0

DELAY

13-2s to Follow

DATE  SEQNO STATUS wuc ACTION TAKEN
04-Sep-2015 1 / 11
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

DROPPED DOWN FWD LEFT OVER HEAD SOUNDPROOFING CL768361 0 0




Report Date: 09-Mar-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8023506
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 54273

Current Status A: X Current Status E: X

Current Status O:

HOURS:
26-Apr-2015

Current Status W:

Page 2 of 44
To 09-Mar-2016

5379.9

DATE  SEQNO STATUS wuc ACTION TAKEN
04-Sep-2015 2 / 11
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD LEFT BROOM CLOSET COVER CL768361 0 0
DATE  SEQNO STATUS wuc ACTION TAKEN
04-Sep-2015 3 X 11
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD VERTICAL CONTROL RODS FROM MIDSECTION BELLCRANKS 0 0
4EA. CL768361
DATE  SEQNO STATUS wuc ACTION TAKEN
04-Sep-2015 4 X 11
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD HORIZONTAL CONTROL RODS FROM MIDSECTION BELCRANKS 0 0
4 EA. CL768361
DATE  SEQNO STATUS wuc ACTION TAKEN
04-Sep-2015 5 - 11
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
OK TO CLOSE RQ'D FOR REMOVAL OF BROOM CLOSET COVER. 0 0
CL768361
DATE  SEQNO STATUS wuc ACTION TAKEN
04-Sep-2015 6 - 11
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
OK TO CLOSE RQ'D FOR DROP DOWN OF OVERHEAD SOUND 0 0
PROOFING. CL768361
DATE  SEQNO STATUS wuc ACTION TAKEN
04-Sep-2015 7 . 11
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
FOD CHECK RQ'D UPON COMPLETION OF MAINTENANCE 0 0
DATE  SEQNO STATUS wuc ACTION TAKEN
04-Sep-2015 8 X 11
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD LH BROOM CLOSET HEATER DUCT CM867914 0 0
DATE  SEQNO STATUS wuc ACTION TAKEN
04-Sep-2015 9 X 11
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

RMVD PILOT'S COLLECTIVE DUST BOOT CL768361

0
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Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
04-Sep-2015 10 X 11
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RIGHT SIDE BROOM CLOSET SOUND PROOFING CL768361 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
04-Sep-2015 11 X 11
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DROPPED DOWN RIGHT SIDE OVER HEAD SOUND PROOFING 0 0
CL768361

DATE SEQ NO STATUS wucC ACTION TAKEN
04-Sep-2015 12 X 11
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CREWCHIEF TROOP SEAT CL768361 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
04-Sep-2015 13 X 11
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SLIDING PYLON COVER FROM HYD DECK CL768361 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
04-Sep-2015 14 X 11
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD PILOT YAW INPUT FROM TQ SHAFT CL768361 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
04-Sep-2015 15 X 11
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CO-PILOT YAW INPUT FROM TQ SHAFT CL768361 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
04-Sep-2015 16 X 11
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CO-PILOT LEFT FOOT PLATE CL768361 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
04-Sep-2015 17 / 11
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

UNZIPPED PILOT RIGHT PEDAL DUST BOOT CL768361 0 0




Report Date: 09-Mar-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8023506

LAST MISSION:
Current Status O:

MODEL: UH-60A
NEXT PHASE: 54273

Current Status A: X Current Status E: X

HOURS:
26-Apr-2015

Current Status W:

Page 4 of 44
To 09-Mar-2016

5379.9

DATE  SEQNO STATUS wuc ACTION TAKEN
04-Sep-2015 18 X 11
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD CO-PILOT LEFT PEDAL DUST BOOT CL768361 0 0
DATE  SEQNO STATUS wuc ACTION TAKEN
04-Sep-2015 19 X 11
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
LOWERED SOUND PROOFING AT SATION 311 CL768361 0 0
DATE  SEQNO STATUS wuc ACTION TAKEN
04-Sep-2015 20 X 11
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD MAINT PLATFORM FROM MIXER CL768361 0 0
DATE  SEQNO STATUS wuc ACTION TAKEN
04-Sep-2015 21 X 11
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED CANON PLUG P469R FROM PILOT ASSIST MODUAL 0 0
CL768361
DATE  SEQNO STATUS wuc ACTION TAKEN
04-Sep-2015 22 X 11
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
OPENED PILOTS CYCLIC STICK DUST BOOT 0 0
DATE  SEQNO STATUS wuc ACTION TAKEN
04-Sep-2015 23 X 11
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
OPENED CO-PILOTS CYCLIC DUST COVER BOOT 0 0
DATE  SEQNO STATUS wuc ACTION TAKEN
04-Sep-2015 24 X 11
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

OPENED CO-PILOTS COLLECTIVE DUST BOOT

0
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Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Sep-2015  1:15 PM 1 X 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1). Was
Due at: 13-Sep-2015. Upgrade to Red X Status on 17-Sep-2015

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} o} 1 09BO1A F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Sep-2015  1:15 PM 2 X 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. Was
Due at: 13-Sep-2015. Upgrade to Red X Status on 17-Sep-2015

WHEN HOow MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE

DISC REC EFF TYPE DAYS 0 0

o o 1 04A06B F 0

DELAY

DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Sep-2015 1:15 PM 3 X 5379.9 0 0

FAULT WRITE-UP: ACTION TAKEN:

INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. Was
Due at: 13-Sep-2015. Upgrade to Red X Status on 17-Sep-2015

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 04A06B F 0

DELAY
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Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Sep-2015  1:15 PM 5 X 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A801 - PMD REQUIRED. Was Due at: 11-Sep-2015. Upgrade to
Red X Status on 13-Sep-2015

WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC  REC EFF TYPE DAYS 0 0
0 0 1 02A F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 24-Sep-2015 2:24PM 1 X  CM520624 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

SUSPECTED IMPROPERLY MANUFACTURED AN975-4 RECESSED
WASHERS INSTALLED ON LOWER ENDS OF COLLECTIVE, PITCH,
ROLL AND YAW TQ SHAFT TAPER PINS AND UPPER END OF
COLLECTIVE TQ SHAFT TAPER PINS.

WHEN How MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE

DISC REC EFF TYPE DAYS 0 0

K G 2 11 F 0

DELAY

DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 28-Sep-2015 9:51 AM 1 X 5379.9 0 0

FAULT WRITE-UP: ACTION TAKEN:

INSP E040 - APR-39 RADAR/LASER WARNING OPNL CHECK, 5841-01
-236-8951. Was Due at: 15-Sep-2015. Upgrade to Red X Status on 25-

Sep-2015
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} O 1 76A F 0

DELAY
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Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Sep-2015 2:23 PM 1 X 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A103 - AIRCRAFT WASH DUE. Was Due at: 26-Sep-2015.
Upgrade to Red X Status on 30-Sep-2015

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} o} 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Sep-2015 2:23 PM 2 X 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A115 - LUBE REQUIRMENTS. Was Due at: 26-Sep-2015 or
5419.9 Hours. Upgrade to Red X Status on 30-Sep-2015 or 5423.9 Hours

WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 0 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Oct-2015 1:04PM 1 X TZ943874 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
PREPING AIRCRAFT FOR INTERMIDIATE STORAGE REQ
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
B G 1 00 F 0
DELAY

13-2s to Follow

DATE  SEQNO STATUS wuc ACTION TAKEN
07-Oct-2015 1 X 00

FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR BLADE COTTER PIN (2 EA) FROM 0 0

BLADE PINS TZ943874




Report Date: 09-Mar-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8023506
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 54273

Current Status A: X Current Status E: X

Current Status O:

HOURS:
26-Apr-2015

Current Status W:

Page 8 of 44
To 09-Mar-2016

5379.9

DATE  SEQNO STATUS wuc ACTION TAKEN
07-Oct-2015 2 X 00
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR BLADE COTTER PIN (2 EA) FROM 0 0
BLADE PINS TZ943874
DATE  SEQNO STATUS wuc ACTION TAKEN
07-Oct-2015 3 X 00
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR BLADE COTTER PIN (2 EA) FROM BLADE 0 0
PINS TZ943874
DATE  SEQNO STATUS wuc ACTION TAKEN
07-Oct-2015 4 X 00
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR BLADE COTTER PIN (2 EA) FROM BLADE 0 0
PINS TZ943874
DATE  SEQNO STATUS wuc ACTION TAKEN
07-Oct-2015 5 X 00
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED YELLOW MAIN ROTOR BLADE DE- ICE CABLE FROM 0 0
BLADE TZ943874
DATE  SEQNO STATUS wuc ACTION TAKEN
07-Oct-2015 6 X 00
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED RED MAIN ROTOR BLADE DE- ICE CABLE FROM 0 0
BLADE TZ943874
DATE  SEQNO STATUS wuc ACTION TAKEN
07-Oct-2015 7 X 00
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED BLACK MAIN ROTOR BLADE DE- ICE CABLE FROM 0 0
BLADE TZ943874
DATE  SEQNO STATUS wuc ACTION TAKEN
07-Oct-2015 8 X 00
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED BLUE MAIN ROTOR BLADE DE- ICE CABLE FROM 0 0
BLADE TZ943874
DATE  SEQNO STATUS wuc ACTION TAKEN
07-Oct-2015 9 X 00
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

DISCONNECTED YELLOW MAIN ROTOR BLADE ANTI- FLAP SPRING
TZ943874

0
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Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
07-Oct-2015 10 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED RED MAIN ROTOR BLADE ANTI- FLAP SPRING 0 0
TZ943874

DATE SEQ NO STATUS wucC ACTION TAKEN
07-Oct-2015 11 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLUE MAIN ROTOR BLADE ANTI- FLAP SPRING 0 0
TZ943874

DATE SEQ NO STATUS wucC ACTION TAKEN
07-Oct-2015 12 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLACK MAIN ROTOR BLADE ANTI- FLAP SPRING 0 0
TZ943874

DATE SEQ NO STATUS wucC ACTION TAKEN
07-Oct-2015 13 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW MAIN ROTOR BLADE BLADE PINS (2 EA) TZ943874 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
07-Oct-2015 14 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR BLADE BLADE PINS (2 EA) TZ943874 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
07-Oct-2015 15 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR BLADE BLADE PINS (2 EA) TZ943874 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
07-Oct-2015 16 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR BLADE BLADE PINS (2 EA) TZ943874 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
07-Oct-2015 17 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED YELLOW MAIN ROTOR BLADE S/N 05274 TZ943874 0 0
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Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
07-Oct-2015 18 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RED MAIN ROTOR BLADE S/N 01302 TZ943874 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
07-Oct-2015 19 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLUE MAIN ROTOR BLADE S/N 01281 TZ943874 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
07-Oct-2015 20 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLACK MAIN ROTOR BLADE S/N 03363 TZ943874 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
07-Oct-2015 21 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IVHMU DIGITAL COMPUTER S/N #: 01430 TK824483 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
07-Oct-2015 22 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AM-7351/URC RADIO AMPLIFIER S/N # 2312AA 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
07-Oct-2015 23 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RT-1749/URC RADIO RECIEVER TRANSMITTER S/N # 18KYT9 0 0
TK824483

DATE SEQ NO STATUS wucC ACTION TAKEN
07-Oct-2015 24 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AM-7189A/ARC RADIO AMPLIFIER S/N # 2208 TK824483 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
07-Oct-2015 25 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED AN/AAR-57 CHAFF CONTROL PANEL S/N # 3056 TK824483 0 0




Report Date: 09-Mar-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8023506
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 54273

Current Status A: X Current Status E: X

Current Status O:

HOURS:
26-Apr-2015

Current Status W:

Page 11 of 44
To 09-Mar-2016

5379.9

DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2015 26 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ARC/201A S/N # 4648A TK824483 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2015 27 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AN/AAR-57 RELAY BOX S/N # 3056 TK824483 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2015 28 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AN/AAR-57 SAFE/ARM BOX S/N # 3056 TK824483 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2015 29 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IVHM CDU S/N # 81851 TK824483 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2015 30 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SWITCH ASSEMBLY/ALE-47 S/N # 0009888 TK824483 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2015 31 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RECIEVER TRANSMITTER / ARC 201C S/N # 03395 TK824483 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2015 32 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RADIO CONTROL SET C-12436/URC S/N # 2106 TK824483 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2015 33 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED AN/AAR-57 JUNCTION BOX S/N # 3056 TK824483

0




Report Date: 09-Mar-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8023506
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 54273

Current Status A: X Current Status E: X

Current Status O:

HOURS:
26-Apr-2015

Current Status W:

Page 12 of 44
To 09-Mar-2016

5379.9

DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2015 34 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PLUG ASSEMBLY W22 W/O # 0069 TK824483 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2015 35 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOW PASS FILTER S/N # CC1859-00 TK824483 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2015 36 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 2 EA FLARE MOUNTS TK824483 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2015 37 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 2 EA CHAFF RAIL MOUNTS TK824483 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2015 38 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 2 EA M60D MACHINE GUN MOUNTS TK824483 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2015 39 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AN/ASN-128 HOLD UP BATTERY. DM625585 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2015 40 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AN/ARC-201 BATTERY BOX BATTERIES 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
07-Oct-2015 41 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED AN/ARC-220 BATTERY BOX BATTERIES. DM625585

0
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Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016

OPEN FAULT REPORT

FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 28-Oct-2015  8:32 AM 2 X 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
INSP A230 - INSPECT BATTERY COMPARTMENT FOR CORROSION
(SLAB). Was Due at: 15-Oct-2015. Upgrade to Red X Status on 28-Oct-
2015
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 O 1 02A F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Nov-2015 1:21 PM 1 X 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
INSP A160 - 90 DAY CORROSION INSPECTION. Was Due at: 22-Oct-
2015. Upgrade to Red X Status on 01-Nov-2015
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Nov-2015  2:08 PM 1 X 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
INSP A532 - COMPASS SWING / RMI. Was Due at: 08-Oct-2015.
Upgrade to Red X Status on 08-Nov-2015
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
(¢} (¢} 1 08A09 F 0
DELAY




Page 14 of 44

Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Dec-2015 8:37 AM 1 X 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A177 - 90 DAY REVIEW/UPDATE OF 365-4 ENTRIES. Was Due
at: 26-Nov-2015. Upgrade to Red X Status on 27-Nov-2015

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} o} 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Dec-2015 8:37 AM 2 X 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A534 - FIRST AID KIT INSPECTION. Was Due at: 22-Oct-2015.
Upgrade to Red X Status on 22-Nov-2015

WHEN HOow MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o o 1 17A F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 09-Mar-2016 11:34 AM 1 X 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP E135 - AN/ARC-201(V) SINCGARS RADIO HUB BATT REPL. Was
Due at: 15-Feb-2016. Upgrade to Red X Status on 05-Mar-2016

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 19C04 F 0

DELAY




Page 15 of 44

Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 09-Mar-2016 11:34 AM 2 X 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP E155 - KY-58 BATTERY REPLACEMENT. Was Due at: 08-Jan-
2016. Upgrade to Red X Status on 27-Jan-2016

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} o} 1 19H F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 09-Mar-2016  11:34 AM 3 X 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP E165 - KIT-1C BATTERY REPLACEMENT. Was Due at: 08-Jan-
2016. Upgrade to Red X Status on 27-Jan-2016

WHEN HOow MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o o 1 19F F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Mar-2016 11:34 AM 4 X 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A222 - AMSS SURVIVAL KIT INSPECTION. Was Due at: 18-Feb-
2016. Upgrade to Red X Status on 26-Feb-2016

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 00 F 0

DELAY




Page 16 of 44

Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016

OPEN FAULT REPORT

FOR: K08DD2
MODEL: SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 5427.3 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 09-Mar-2016 11:34 AM 7 X 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
INSP A496 - CF3BR FIRE EXTINGUISHER WEIGHT TEST &
INSPECTION. Was Due at: 20-Jan-2016. Upgrade to Red X Status on
08-Feb-2016
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 17B F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 09-Mar-2016 11:34 AM 14 X 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
INSP A621 - AIRCRAFT WEIGHING CLASS 2. Was Due at: 01-Feb-
2016. Upgrade to Red X Status on 03-Mar-2016
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
(0] (0] 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 09-Mar-2016 11:34 AM 15 X 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
INSP A660 - REPLACE THRUSTER EMERGENCY RELEASE CARGO
HOOK, MJ20. Was Due at: 01-Jan-2016. Upgrade to Red X Status on 01
-Feb-2016
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
(o) (o) 1 16A01 F 0
DELAY




Report Date: 09-Mar-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8023506
LAST MISSION:

MODEL.:

NEXT PHASE: 54273

Current Status A: X Current Status E: X

Current Status O:

Page 17 of 44
To 09-Mar-2016

HOURS:
26-Apr-2015

5379.9

Current Status W:

DISCOVERY
SYSTEM

CODE DATE / TIME NO STATUS PID
A 09-Mar-2016  11:46 AM 18 X

HOURS
5379.9

FAULT WRITE-UP:

PRIOR TO DELIVERY OF THE AIRCRAFT TO THE BUYER THE
FOLLOWING ITEMS WILL BE REMOVED FROM THE AIRCRAFT AT
THE DIRECTION OF THE US GOVERNMENT: CMWS JUNCTION BOX;
SA-26669/ALE-47 (V) CMWS SEQUENCER; SENSOR ELECTRO-
OPTIC MISSLE CM-SU-202/AAR-57 (V); DIGITAL COCKPIT DISPLAY
UNIT (CMWS); SAFE/ARM CONTROL PANEL (CMWS); CMWS RELAY
BOX; MEMORY CARD PMCIA (UDM) MU-1126/AAR-57(V) (CMWS);
RECEIVER/TRANSMITTER, RT-1477/ARC-201; CONTROL, C-
11466A/ARC-201; KY-58(3EA); KY-58 CONTROL HEAD (3EA); KY-100
AIRTERM; ARC-220/AMP; ARC-220 RT; ARC-220 CONTROL HEAD;
AN/AVS-7 B-KIT CONTROL HEAD; AN/AVS-7 B-KIT SDC HUD; UHF
RDO-XMTR RT-1518C/ARC-164 HAVEQUICK; NAV DOPPLER/GPS
AN/ASN-128B/D; CARGO HOOK, CARTRIDGE EXPLOSIVE (SQUIB);
12 POINT ICS MODULE; AUX FUEL QUAN CONTROL HEAD; AN/PSN
-14(A) DAGR (BFT); TRANSPONDER AN/APX 118 OR 123; MCU
COOLING GARMENTS AND HOSES; MICRO COOLING UNIT; APR 39
UDM CARD; APR 39 PROCESSOR; APR 39 JUNCTION BOX; APR 39
DISPLAY; APR 39 CONTROL HEAD; PINTLE MOUNT ASSY-L/H;
PINTLE MOUNT ASSY-R/H; M240/M60 MACHINE GUN MOUNT RHS;
M240/M60 MACHINE GUN MOUNT LHS; AUX FUEL QUANTITY
CONTROL HEAD; FLIR MONITORS-AVALAX DISPLAY AND
MOUNTING HARDWARE; IVHMU; CONTROL DISPLAY UNIT (IVHMS)
10150-0204; AM-7189 FM AMPLIFIER; ARC-231 R/T; ARC 231 AMP;
BFT PALLET WITH DAGR AN/PSN-14(A); INTERFACE UNIT, DATA
(IVHMS) 30201-0501.

WHEN HOwW MAL MAINT DEFERRED
DISC REC EFF TYPE DAYS
o} G 2 00 F 0

wuc

DELAY

DATE / TIME

ACTION TAKEN:

TIPID MMH

CORRECTION

HOURS ROUNDS ACTCODE WwWuC
0 0

PID MMH TYPE

DISCOVERY
SYSTEM

CODE DATE / TIME NO
A 28-Aug-2014 12:00 AM 11 P

STATUS PID
JF986581

HOURS
5207.9

FAULT WRITE-UP:

Operate within limitations specified in AWR 980R9, 15 MAR 13 (FOREST
PENITRATOR); AWR 1120R9, 30 NOV 12 (M240H & PEQ-15); AWR
1308R10, 18 APR 13 (Goodrich Hoist); AWR 1309R7, 10 FEB 12 (Oregon
Aero Cushions); AWR1346R21, 24 JAN 14, (IVHMS); AWR 1425R17, 18
SEP 12,(CMWS P3l); AWR 1455R4, 18 SEP 12, (Battelle Caution Panel);
AWR 1466R6, 27 AUG 13 (Garmin GPS);AWR1494R7, 29 JUN
12,(CMWS); AWR 1513R6, 22 MAR 13 (IPAC); AWR 1516R7, 11 OCT 12
(ELT); AWR 1444, 11Jul13 (Single Attitude Heading Reference Unit
AHRU); AWR 1566R3, 18 MAR 13 (Cable Guard); AWR 1656R2, 24 JAN
14 (Phoenix Drip Pan); AWR 1750R2, 29 MAR 13 (ANVIS).

WHEN HOW MAL wuc MAINT DEFERRED

DISC REC EFF TYPE DAYS

O G 2 19 O 0

DELAY

DATE / TIME

ACTION TAKEN:

TIPID MMH

CORRECTION

HOURS ROUNDS ACTCODE WUC
0 0

PID MMH TYPE



HlavacBJ
Highlight


Page 18 of 44

Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016

OPEN FAULT REPORT

FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Aug-2015 12:29 PM 4 T GF907210 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
IVHMS CAMERA INSTALLED RESTRICTED MTF ONLY
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K F 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC

A 27-Feb-2015 10:04 AM 3 - JS586456 5348 0 0

FAULT WRITE-UP:
3RD TQ CHECK REQ'D ON STAB ATTACHMENT FITTINGS AT ACFT

ACTION TAKEN:

HOURS 5387.3
WHEN How MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 1 02 F 0
DELAY
2ND CHECK PASSED AT 180 IN/LBS 26FEB2015
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Apr-2015  1:08 PM 2 - 5379.9 0 0

FAULT WRITE-UP:

INSP A020 - PERFORM M/R SPINDLE LUGS, M/R CUFF, TIP CAPS
INSPECTION. Due at: 5384.5 Hours. Upgrade to Red X Status on
5385.6 Hours
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID
DISC REC EFF TYPE DAYS 0

O O 1 05A01I F 0

ACTION TAKEN:

MMH TYPE

DELAY




Report Date: 09-Mar-2016

Page 19 of 44

Selection Range : 01-Jan-1980 To 09-Mar-2016

OPEN FAULT REPORT

FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Jul-2015  9:43 AM 6 - NB649083 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
MTF REQ'D FOR COMPLETION OF MAIN ROTOR AND TAIL ROTOR
RIG
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 20-Jul-2015  9:44 AM 7 - NB649083 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
MAIN ROTOR TRACK AND BALANCE REQ'D FOR COMPLETION OF
MAIN ROTOR RIG
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 05 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Jul-2015 1 X 05 REPLACED SAFTIES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETIES FROM 4EA MAIN ROTOR PC RODS K1646418 0.1 0.5 F
NB649083
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Jul-2015 2 X 05 ADDED 17 OZ TO BLACK; ADDED 9 OZ TO YELLOW TQ'D 280 IN LBS SN
0109011717
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BALANCE ADJUSTMENT REQ'D NB649083 K1646418 0.1 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Jul-2015 3 - 05 FOD CHECK COMPLETE CHECK OK
FAULT WRITE-UP: PID MMH TYPE

FOD CHK REQ'D NB649083

TIPID TI_MMH
0

0.1 F




Page 20 of 44
Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016
OPEN FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Jul-2015 4 X 05 ADJUSTED PC LINK -3 AND TORQUED JAMNUTS TQ'D TO 750 IN/LBS
TWSN: 0109011717
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED UPPER AND LOWER JAMNUTS ON YELLOW PC LINK TO JF986581 0.1 0.4 F
MAKE ADJUSMENTS
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Jul-2015 5 X 05 ADJUSTED PC LINK -2 AND TORQUED JAMNUTS TQ'D TO 750 IN/LBS
TWSN: 0109011717
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED UPPER AND LOWER JAMNUTS ON RED PC LINK TO MAKE JF986581 0.1 0.4 F
ADJUSTMENTS
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Jul-2015 6 X 05 ADDED 670Z TO RED MAIN ROTOR BLADE TQ TO 285"LBS WITH TQ
WRENCH 010911717
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW MAIN ROTOR BLADE REQUIRES -670Z RM861018 JF986581 0.1 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Jul-2015 7 X 05 INSTALLED 370Z TO BLACK MAIN ROTOR BLADE TQ TO 285"LBS WITH TQ
WRENCH 0109011717
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK MAIN ROTOR BLADE REQUIRES +370Z RM861018 JF986581 0.1 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Jul-2015 8 - 05 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQUIRED 0 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Jul-2015  9:46 AM 8 - NB649083 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
9-11 HR TQ CHK OF MAIN ROTOR PC ROD JAMNUTS REQ'D AFTER
COMPLETION OF TRACK AND BALANCE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 11 F 0
DELAY




Selection Range : 01-Jan-1980

Page 21 of 44
To 09-Mar-2016

Report Date: 09-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE:  5427.3 LAST MISSION: 26-Apr-2015
Current Status W:

Current Status O:

Current Status A: X Current Status E: X
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Jul-2015  7:18 AM 2 - NB649083 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
9-11 HR TAIL ROTOR CABLE TENSION CHK DUE BETWEEN 5388.9
AND 5390.9 ACFT HOURS INITIAL READINGS TEMP 82 DEG F R/H
CABLE 147 L/H CABLE 148
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 11 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 03-Aug-2015 9:29 AM 2 - NB649083 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
9-11 HR TQ CHK OF SEC IV TAIL ROTOR DRIVE SHAFT TO IGB
FLANGE HDWR DUE BETWEEN 5388.9 AND 5390.9 ACFT HRS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 06 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Aug-2015 9:32 AM 3 - NB649083 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
9-11 HR TQ CHK OF SEC IV TAIL ROTOR DRIVE SHAFT TO TR GB
FLANGE HDWR DUE BETWEEN 5388.9 AND 5390.9 ACFT HRS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 06 F 0

DELAY




Page 22 of 44

Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Aug-2015 1:46 PM 6 - NB649083 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
LEAK CHK OF FWD SEC Il TAIL ROTOR DRIVESHAFT REQ'D AFTER
FIRST FLIGHT
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 06 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 11-Aug-2015 1:46 PM 2 - JF986581 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

COMPLY WITH H-60-15-ASAM-07, MAIN ROTOR BLADE DEBONDING
AND TIP RIB CRACKING, BEFORE 5427.3 AIRCRAFT HOURS, BUT
NOT TO EXCEED 10AUG16

WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 G 2 02A F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 10-Nov-2015 8:51AM 1 - KM565429 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
ACFT REQUIRES PREP FOR LONG HAUL SHIPMENT
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 00 F 0
DELAY

13-2s to Follow

DATE SEQ NO STATUS wuc ACTION TAKEN
10-Nov-2015 1 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H L/H STABILATOR-PYLON FAIRINGS KM565429 0 0




Page 23 of 44

Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 2 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FORMATION LIGHTS FROM PYLON KM565429 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 3 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 2EA BONDING JUMPERS FROM PYLON KM565429 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 4 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOWER PYLON FAIRING KM565429 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 5 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LIMIT SWITCH ROD END FROM STABILATOR 0 0
KM565429

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 6 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOWER STABILATOR ACTUATOR FROM STABILATOR 0 0
KM565429

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 7 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HDWR SECURING STABILATOR TO RIGHT PYLON FITTING 0 0
KM565429

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 8 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HDWR SECURING STABILATOR TO LEFT PYLON FITTING 0 0
KM565429

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 9 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED STABILATOR SN A329-01170 KM565429 0 0




Page 24 of 44

Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 10 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 4EA T/R PITCH CONTROL RODS FROM PITCH HORN 0 0
KM565429

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 11 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 4EA T/R PITCH CONTROL RODS FROM T/R BLADES 0 0
KM565429

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 12 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R PITCH BEAM RETAINING NUT KM565429 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 13 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R PITCH BEAM KM565429 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 14 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R OUTBOARD RETENTION PLATE KM565429 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 15 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTBOARD T/R BLADE SN A329-01170 KM565429 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 16 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INBOARD T/R BLADE SN A009-02403 KM565429 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 17 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 4EA T/R DEICE ELECTRICAL CONNECTORS FROM T/R 0 0

BLADES KM565429




Page 25 of 44

Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 18 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 4EA T/R DE-ICE SLIPRING ROTOR SPACERS KM565429 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 19 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED T/R PYLON LEADING EDGE ANTENNA CONNECTOR 0 0
FROM ANTENNA KM565429

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 20 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R PYLON LEADING EDGE ANTENNA FROM PYLON 0 0
KM565429

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 21 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BONDING JUMPER TO APR 39 AT PYLON LOWER 0 0

FAIRING KM565429

DATE SEQ NO STATUS wuc ACTION TAKEN
10-Nov-2015 22 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 3EA COAXIAL CONNECTORS FROM APR 39 RECEIVER 0 0

J3,J4,J5 KM565429

DATE SEQ NO STATUS wuc ACTION TAKEN
10-Nov-2015 23 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R PYLON LOWER FAIRING KM565429 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
10-Nov-2015 24 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 2EA COAXIAL CONNECTORS ON TAIL ROTOR PYLON 0 0

TRAILING EDGE FAIRING KM565429

DATE SEQ NO STATUS wuc ACTION TAKEN
10-Nov-2015 25 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TAIL ROTOR PYLON TRAILING EDGE FAIRING KM565429 0 0




Page 26 of 44

Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 26 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR GEARBOX REAR FAIRING KM565429 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 27 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED UPPER ANTICOLLISION LIGHT ELECTRICAL 0 0
CONNECTOR KM565429

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 28 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED T/R POSITION LIGHT ELECTRICAL CONNECTORS 0 0
KM565429

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 29 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED T/R INFARED POSITION LIGHT ELECTRICAL 0 0
CONNECTOR KM565429

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 30 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED T/R CABLES AT QUICK DISCONNECTS KM565429 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 31 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 2EA CABLE GUARDS FROM TAIL ROTOR QUADRANT 0 0
KM565429

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 32 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED T/R PRESSURE SWITCH ELECTRICAL CONNECTORS 0 0

P609 AND P610 KM565429

DATE SEQ NO STATUS wuc ACTION TAKEN
10-Nov-2015 33 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 1ST STAGE HYDRAULIC CONNECTOR FROM TAIL ROTOR 0 0

SERVO KM565429




Page 27 of 44

Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

10-Nov-2015 34 X 00

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 2ND STAGE HYDRAULIC CONNECTOR FROM TAIL ROTOR 0 0

SERVO KM565429

DATE SEQ NO STATUS wuc ACTION TAKEN
10-Nov-2015 35 X 00
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED 2EA IVHMS SENSORS FROM TAIL ROTOR GEAR BOX 0 0
KM565429
DATE SEQ NO STATUS wuc ACTION TAKEN
10-Nov-2015 36 X 00
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
LOOSEND T/R QUADRANT LEFT MICRO SWITCH KM565429 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
10-Nov-2015 37 X 00
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED 4EA CABLE GUARD PINS FROM T/R PULLEYS #12 AND #13 0 0
KM565429
DATE SEQ NO STATUS wuc ACTION TAKEN
10-Nov-2015 38 X 00
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED LEFT AND RIGHT T/R CABLES FROM QUADRANT 0 0
KM565429
DATE SEQ NO STATUS wuc ACTION TAKEN
10-Nov-2015 39 X 00
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR SERVO TO TAIL ROTOR QUADRANT PUSHROD 0 0
KM565429
DATE SEQ NO STATUS wuc ACTION TAKEN
10-Nov-2015 40 X 00
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR GEAR BOX FROM PYLON KM565429 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
10-Nov-2015 41 X 00
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED STABILATOR ACTUATOR FROM T/R PYLON KM565429 0 0




Page 28 of 44

Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

10-Nov-2015 42 X 00

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 2EA IVHMS SENSORS FROM T/R INTERMEDIATE GEAR 0 0

BOX KM565429

DATE SEQ NO STATUS wuc ACTION TAKEN
10-Nov-2015 43 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CHIP DETECTOR FROM INTERMEDIATE BEAR BOX 0 0
KM565429

DATE SEQ NO STATUS wuc ACTION TAKEN
10-Nov-2015 44 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #IV T/R DRIVE SHAFT KM565429 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
10-Nov-2015 45 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #3 T/R DRIVE SHAFT KM565429 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
10-Nov-2015 46 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INTERMEDIATE GEARBOX FROM TAIL PYLON KM565429 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
10-Nov-2015 47 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PYLON HINGE HDWR KM565429 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
10-Nov-2015 48 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL WIRING, COAXIAL CABLES AND 0 0

BONDING JUMPERS AT PYLON TO TAIL CONE DISCONNECTS

DATE SEQ NO STATUS wuc ACTION TAKEN
10-Nov-2015 49 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TAIL ROTOR PYLON KM565429 0 0




Page 29 of 44

Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 50 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED WHIP ANTENNA FROM PYLON KM565429 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 51 / 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APR-39 BLADE ANTENNA FROM BOTTOM OF AIRCRAFT 0 0
MP948639

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 52 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PREPARED LOWER ANTI-COLLISION LIGHT MP948639 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 53 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CARGO HOOK EXPLOSIVE CARTRIDGE MP948639 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 54 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR P256 FROM CARGO HOOK 0 0
MP948639

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 55 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED QUICK RELEASE PIN FROM CARGO HOOK TOP SHIELD 0 0
MP948639

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 56 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CARGO HOOK TOP SHIELD MP948639 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 57 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOCKWIRE ATTACHING EXPLOSIVE CARTRIDGE TO 0 0

THRUSTER CARTRIDGE MP948639
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Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 10-Nov-2015 8:57 AM 2 - KM565429 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
PURGE & PRESERVING OF FUEL SYSTEM REQUIRED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 10 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
10-Nov-2015 1 X 10
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED, CAP/PLUG, #1 &#2 FUEL LINES AT ENGINE PRIME 0 0

SHUTOFF VALVES KM565429

DATE SEQNO STATUS wucC ACTION TAKEN
10-Nov-2015 2 X 10
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 #2 FUEL FEED LINES AT ENGINE ELBOWS 0 0
KM565429
DATE SEQNO STATUS wucC ACTION TAKEN
10-Nov-2015 3 X 10
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSTALLED TEST PLUG ADAPTERS TO ENG FUEL FEED LINES 0 0
KM565429
DATE SEQNO STATUS wuc ACTION TAKEN
10-Nov-2015 4 X 10
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 FUEL CELL ACCESS COVER KM565429 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
10-Nov-2015 5 X 10
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED O RING FROM #2 FUEL CELL ACCESS COVER KM565429 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
10-Nov-2015 6 X 10
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 FUEL CELL ACCESS COVER KM565429 0 0
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Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 7 X 10
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED O RING FROM #1 FUEL CELL ACCESS COVER KM565429 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 8 X 10
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENG FUEL FILTER AND BOWL ASSY KM565429 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 9 X 10
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENG FUEL FILTER AND BOWL ASSY KM565429 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 10 X 10
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED APU START FUEL LINE AT START FUEL NOZZLE 0 0
KM565429

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 11 X 10
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED APU MAIN FUEL LINE AT FUEL MANIFOLD KM565429 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 12 X 10
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED APU CONNECTOR P303 FROM IGNITION EXCITER 0 0
KM565429

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 13 X 10
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED APU IGNITION CABLE FROM IGNITION EXCITER 0 0
KM565429

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 14 X 10
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED APU FUEL CONTROL COVER KM565429 0 0
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Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 15 X 10
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSEND JAMNUTS ON APU FUEL INLET FILTER UNION KM565429 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 16 X 10
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED APU FUEL LINE FROM FUEL INLET FILTER KM565429 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 17 X 10
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED APU MAIN FUEL SOLENOID VALVE FUEL LINES 2EA 0 0
KM565429

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 18 X 10
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED APU START FUEL SOLENOID VALVE FUEL LINES 2EA 0 0
KM565429

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 19 X 10
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED APU DRAIN LINE FROM FUEL TEE FITTING KM565429 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 20 X 10
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSEND APU START FUEL LINE AT TEE FITTING KM565429 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 21 X 10 INSTALLED NEW FUEL FILTER
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 FUEL FILTER FROM FILTER BOWL MP948639 0 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
10-Nov-2015 22 X 10 INSTALLED NEW FUEL FILTER
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 FUEL FILTER FROM FILTER BOWL MP948639 0 0.2 F
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Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jan-2016 11:12 AM 2 - 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A580 - RETURN SLAB TO AVIM FOR CAPACITY CHECK (VEREY
24 MONTH). Due at: 14-Feb-2016. Upgrade to Red X Status on 16-Mar-

2016
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o o} 1 09BO1A F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Mar-2016  11:34 AM 1 - 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A116 - INTERMEDIATE GEARBOX OIL SAMPLE. Due at: 24-Feb-
2016 or 5694.5 Hours. Upgrade to Red X Status on 26-Mar-2016 or
5699.5 Hours

WHEN HOow MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o o 1 06F F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Mar-2016 11:34 AM 2 - 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A117 - TAIL GEARBOX OIL SAMPLE. Due at: 24-Feb-2016 or
5694.5 Hours. Upgrade to Red X Status on 26-Mar-2016 or 5699.5 Hours

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o o 1 06G01 F 0

DELAY
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Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Mar-2016  11:34 AM 3 - 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A211 - APU OIL SAMPLE. Due at: 24-Feb-2016 or 5694.5 Hours.
Upgrade to Red X Status on 26-Mar-2016 or 5699.5 Hours

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} o} 1 15B F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Mar-2016  11:34 AM 5 - 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A298 - LUBE TAIL WHEEL BEARING. Due at: 18-Feb-2016 or
5694.5 Hours. Upgrade to Red X Status on 20-Mar-2016 or 5699.5 Hours

WHEN HOow MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE

DISC REC EFF TYPE DAYS 0 0

o o 1 03B03A F 0

DELAY

DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Mar-2016 11:34 AM 6 - 5379.9 0 0

FAULT WRITE-UP: ACTION TAKEN:

INSP A299 - SWASHPLATE LUBE. Due at: 18-Feb-2016 or 5694.5
Hours. Upgrade to Red X Status on 20-Mar-2016 or 5699.5 Hours

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 05A03A F 0

DELAY
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Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Mar-2016  11:34 AM 8 - 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A501 - MAIN ROTOR BLADE PRESSURE CHECK. Due at: 01-Mar
-2016. Upgrade to Red X Status on 20-Mar-2016

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} o} 1 05A02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Mar-2016  11:34 AM 9 - 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A530 - AIRCRAFT EQUIPMENT INVENTORY (DA FORM 2408-
17). Due at: 20-Feb-2016. Upgrade to Red X Status on 22-Mar-2016

WHEN HOow MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o o 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Mar-2016  11:34 AM 10 - 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A533 - PITOT STATIC SYSTEM INSPECTION. Due at: 19-Feb-
2016. Upgrade to Red X Status on 21-Mar-2016

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 08C F 0

DELAY
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Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016

OPEN FAULT REPORT
FOR: K08DD2

MODEL.: SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Mar-2016  11:34 AM 11 - 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
INSP A538 - FAT/OAT GAUGE INSPECTION/TEST. Due at: 19-Feb-
2016. Upgrade to Red X Status on 21-Mar-2016
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
(¢} (¢} 1 08B01 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Mar-2016  11:34 AM 12 - 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
INSP A541 - REPLACE DIGITAL CLOCK BATTERY. Due at: 20-Feb-
2016. Upgrade to Red X Status on 22-Mar-2016
WHEN HOW MAL WwucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 08A05 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Mar-2016 11:34 AM 13 - 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
INSP A550 - IVHUMS BATTERY REPLACEMENT. Due at: 20-Feb-2016.
Upgrade to Red X Status on 22-Mar-2016
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
(¢} (¢} 1 08F01 F 0
DELAY




Page 37 of 44

Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Mar-2016  11:41 AM 16 - JM866540 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH H-60-16-ASAM-02, DEFECTIVE FUEL HOSES, BY 12
JAN 16
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
B G 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 09-Mar-2016  11:42 AM 17 - JM866540 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

COMPLY WITH H-60-16-AMAM-04, T-CLIP INSTALLATION, BEFORE
5388 ACFT HOURS BUT NOT TO EXCEED 4 FEB 16

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
B G 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 28-Aug-2014 12:00 AM 13 / CY900430 5207.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

STATIONARY PLATE DISBONDING ON PILOT ARMORED
WING(TRANSCRIBED FROM ULLS-A(E) PHASE: WY3XA03164001 ON
FEB 13 2014 12:35PM)

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0

H G 2 02A F 0

DELAY

PART ON SHELF




Page 38 of 44

Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Dec-2014 1:15PM 7 / TB703465 5294.7 0 0
FAULT WRITE-UP: ACTION TAKEN:
RIGHT CABIN DOOR UPPER DOOR TRACK AFT STOP HAS 1/4 INCH
DEEP GOUGE FROM CONTACT WITH UPPER DOOR SEAL
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
X G 1 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 18-Feb-2015 8:42 PM 4 / IM984578 5336.3 0 0
FAULT WRITE-UP: ACTION TAKEN:
R/H GUNNER'S SEAT ICS BOX BACKLIGHTING INOP
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
G G 2 19A01 F 0
DELAY

13-2s to Follow

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Feb-2015 1 X 19A01 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED RH GUNNERS ICS BOX.DM625585 KI646418 0.1 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 24-Apr-2015  4:00 PM 2 / NM008684  5377.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
LOWER TAIL PYLON STEP REQUIRES ADJUSTMENT
WHEN  HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
X G 1 02 F 0
DELAY
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Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-May-2015 10:29 AM 1 / RC825208 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
#1 CONVERTOR TERMINAL COVER CRACKED. PART ON ORDER.
RC825208
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 09 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 13-May-2015 10:53 AM 2 / RC825208 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
#2 CONVERTOR TERMINAL COVER CRACKED. PART ON ORDER.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 09 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Jun-2015 10:13 AM 1 / DB829792 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
T/R PYLON LOWER STEP SPRING DEFORMED AND DISCONNECTED
FROM EYEBOLT. SPRING WAS REMOVED FROM T/R PYLON.
REPLACE DURING NEXT MAJOR MAINTENANCE, |.E. PMI-1/PMI-2.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 G 2 02 F 0
DELAY




Page 40 of 44

Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Jul-2015  1:39 PM 2 / DC944779 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
CRACK FOUND ON LOWER APU EXHAUST FAIRING
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 D 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 08-Jul-2015  10:47 AM 2 / JF986581 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

NO 2 INPUT MODULE IDENTIFICATION LABEL NOT INSTALLED,
SERIAL NUMBER MATCH INFORMATION ON THE HISTORICAL

RECORDS.
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O G 2 06A11 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 21-Jul-2015  9:38 AM 3 / NB649083  5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

4EA MAIN ROTOR PC ROD UPPER JAMNUTS REQ PROSEAL UPON
COMPLETION OF TRACK AND BALANCE

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 11 F 0

DELAY




Report Date: 09-Mar-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

Page 41 of 44
To 09-Mar-2016

FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 24-Jul-2015  2:06 PM 1 / NB649083 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
R/H MAIN LANDING GEAR TIRE WORN
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
X G 2 03 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 30-Jul-2015 12:51 PM 1 / GF907210 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
NUT PLATE 2 EA FOR CENTER SOUNDPROOFING STRIPPED ON
TROOP COMMANDER ICS BOX
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
Q G 1 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Jul-2015 1254 PM 2 / DC944779 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
AFT SOUND PROOFING NUT PLATE STRIPPED LOCATED AT AFT LH
UPPER CABIN CEILING
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
Q G 1 02 F 0
DELAY
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Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Aug-2015 12:52 PM 1 / JA823682 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

ADJUSTABLE COLLECTIVE FRICTION EXCEEDS 4 FULL TURNS.
LIMIT IS 2 1/2- 4 TURNS.

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
G G 3 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Aug-2015 12:58 PM 3 / JAB23682  5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:

COLLECTIVE FRICTION CHECK FAILS. ALLOWABLE LIMITS ARE 20-
40 LBS. PULLING UP ON COLLECTIVE MEASURES 45LBS. PUSHING
DOWN MEASURES 65 LBS.

WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC  REC  EFF TYPE DAYS 0 0

G G 3 02 F 0

DELAY

DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID  HOURS | DATE/TIME HOURS  ROUNDS ACTCODE WUC
A 18Aug-2015 244PM 4 | JA823682 5379.9 0 0

FAULT WRITE-UP: ACTION TAKEN:

FUEL INDICATOR TEST FAILS. FUEL QTY #1 AND #2 SHOULD
CHANGE WHEN TEST BUTTON IS PRESSED. ALL INDICATIONS ARE
ZERO WHEN BUTTON IS PRESSED.

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
G G 3 02 F 0

DELAY




Page 43 of 44

Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL.: SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Aug-2015 10:51 AM 2 / TK824483  5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
PRO-SEAL REQUIRED AFTER 9-11'S ON THE PITCH CHANGE ROD
JAM NUTS.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O G 2 05 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 17-Sep-2015 1:16 PM 6 / CM520624 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
RIGID HYDRAULIC TUBING NOT CLAMPED IAW TM 1-1520-
BLACKHAWK WP 0750 FIGURE 2, DETAIL F
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 07 F 0
DELAY
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Report Date: 09-Mar-2016 Selection Range : 01-Jan-1980 To 09-Mar-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8023506 HOURS: 5379.9
NEXT PHASE: 54273 LAST MISSION: 26-Apr-2015
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Dec-2015 8:41 AM 1 / RM861018 5379.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
ROLL TRIM SERVO OUTPUT ARM LINK REQUIRES INSPECTION
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
B G 1 00 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

11-Dec-2015 1 X 00 REINSTALLED TORQUED NUT TO 30 IN LBS PROOF TORQUED BOLT

HEAD TO 15 IN LBS T/W # 0614804589

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ROLL TRIM SERVO OUPUT ARM LINK HARDWARE 2 EA 0 0.2 F

RM861018
DATE SEQNO STATUS wucC ACTION TAKEN

11-Dec-2015 2 X 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ROLL TRIM SERVO OUTPUT ARM LINK RM861018 0 0.1 F
DATE SEQNO STATUS wucC ACTION TAKEN

11-Dec-2015 3 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK REQUIRED 0 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN

11-Dec-2015 4 - 00 INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK REQUIRED RM861018 0 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN

11-Dec-2015 5 X 00 APPLIED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TORQUE STRIPE TK824483 0 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN

11-Dec-2015 6 X 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED COTTER PIN TK824483 0 0.1 F




