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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 09-Jun-2016 5:56 AM 1 X COMGEN  7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A675 - FLIGHT CONTROL ROD INSP. WAS DUE AT: 09-MAY-
2016. UPGRADE TO RED X STATUS ON 09-JUN-2016

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0

o} o} 1 1" F 0

DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
09-Jun-2016 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INPUT ROD DISCONNECTED AT COLLECTIVE SERVO 0 0
DATE SEQNO STATUS wucC ACTION TAKEN
09-Jun-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INPUT ROD DISCONNECTED AT PITCH SERVO 0 0
DATE SEQNO STATUS wucC ACTION TAKEN
09-Jun-2016 3 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INPUT ROD DISCONNECTED AT ROLL SERVO 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
09-Jun-2016 4 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INPUT ROD DISCONNECTED AT YAW SERVO 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
09-Jun-2016 5 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MIXER TO FORWARD PRIMARY SERVO CONTROL ROD 0 0

DISCONNECTED AT SERVO

DATE SEQNO STATUS wuc ACTION TAKEN
09-Jun-2016 6 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MIXER TO AFT PRIMARY SERVO CONTROLROD DISCONNECTED AT 0 0

SERVO




Report Date: 05-Aug-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8724673

LAST MISSION:
Current Status O:

MODEL: EH-60A
NEXT PHASE: 8339.8

Current Status A: X Current Status E:

HOURS:
08-Jun-2016

Current Status W:

Page 2 of 180
To 05-Aug-2016

7619.8

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Jun-2016 7 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MIXER TO LATERAL PRIMARY SERVO CONTROL ROD DISCONNECTED 0 0
AT SERVO
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Jun-2016 8 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FORWARD PRIMARY SERVO OUTPUT CONTROL ROD DISCONNECTED 0 0
AT SERVO
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Jun-2016 9 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AFT PRIMARY SERVO OUTPUT CONTROL ROD DISCONNECTED AT 0 0
SERVO
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Jun-2016 10 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LATERAL PRIMARY SERVO OUTPUT ROD DISCONNECTED AT SERVO 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Jun-2016 11 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
09-Jun-2016 12 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION

0
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Jun-2016 6:11 PM 3 X NC012542 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
UPPER CABIN SOUNDPROOFING REMOVED TO FOM
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Jun-2016 1 - 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Jun-2016 2 - 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 10-Jun-2016  9:17 AM 1 X 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
INSP A538 - FAT/OAT GAUGE INSPECTION/TEST. Was Due at: 10-
May-2016. Upgrade to Red X Status on 10-Jun-2016
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 08B01 F 0
DELAY
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016

OPEN FAULT REPORT
FOR: K08DD2

MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Jun-2016  4:51 PM 1 X RM020298 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
RED MR BLADE SN AO0O1-12923 REMOVED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 05 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 14-Jun-2016 4:53 PM 2 X RM020298 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
YELLOW MR BLADE REMOVED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 05 F 0
DELAY
SN A001-09001
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14Jun2016 4:54PM 3 X  RM020298 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
BLUE MR BLADE SN A001-09196 REMOVED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 05 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Jun-2016 5:01 PM 4 X RM020298 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
BLACK MR BLADE SN A001-13336 REMOVED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 05 F 0
DELAY
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Jun-2016  7:55 PM 5 X RM020298 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
RH COCKPIT DOOR HAS EXCESSWIVE CORROSION ON THE DOOR
PLATES
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 00 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
14-Jun-2016 1 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DOOR JETTISONED 0 0
DATE SEQNO STATUS wucC ACTION TAKEN
14-Jun-2016 2 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

SAFETY BROKEN ON JETTISON HANDLE 0 0
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Jun-2016  7:56 PM 6 X RM020298 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
LH COCKPIT DOOR HAS EXCESSWIVE CORROSION ON THE DOOR
PLATES
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Jun-2016 1 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DOOR JETTISONED 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
14-Jun-2016 2 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SAFETY BROKEN ON JETTISON HANDLE 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 14-Jun-2016 3:13 PM 7 X JF021989 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
CDU SMOKING WHEN ELECTRICAL POWER IS APPLYED TO ACFT
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 19 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jun-2016 1 X 19 REPLACED CDU WITH S/N 1528
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CDU S/N 1072 JB020168 0.1 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jun-2016 2 X 19 REPLACED PILOTS PDU WITH S/N 1306
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED PILOTS PDU S/N 02025

JB020168 0.1

0.4 F
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jun-2016 3 X 19 REPLACED CO-PILOTS PDU WITH S/N 1068
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CO-PILOTS PDU S/N 4392 JB020168 0.1 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jun-2016 4 X 19 RECONNECTED CONNECTORS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CDU CONNECTORS JB020168 0.1 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jun-2016 5 X 19 REINSTALLED MOUNTING HARDWAR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CDU MOUNTING HARDWARE JB020168 0.1 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jun-2016 6 X 19 RECONNECTED CONNECTORS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED PILOTS PDU CONNECTORS JB020168 0.1 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jun-2016 7 X 19 REINSTALLED MOUNTING HARDWARE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PILOTS PDU MOUNTING HARDWARE JB020168 0.1 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jun-2016 8 X 19 RECONNECTED CONNECTORS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CO-PILOTS PDU CONNECTORS JB020168 0.1 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jun-2016 9 X 19 REINSTALLED MOUNTING HARDWARE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CO-PILOTS PDU MOUNTING HARDWARE JB020168 0.1 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jun-2016 10 - 19
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

EME CK DUE FOR REPLACEMENT OF CDU 0 0
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jun-2016 11 - 19
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
EME CK DUE FOR THE REPLACEMENT OF PILOTS PDU 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jun-2016 12 - 19
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
EME CK DUE FOR THE REPLACEMENT OF CO-PILOTS PDU 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jun-2016 13 - 19 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
2ND SHIFT TOOL INV DUE 0 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Jun-2016 14 - 19 COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
2ND SHIFT FOD INSP DUE 0 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016  7:45 AM 1 X 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
720 HR PHASE IN PROGRESS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Jun-2016 7:45 AM 2 X 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
ACFT DEFUELED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 G 2 10 F 0
DELAY
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016 8:01 PM 1003 X WJ022169 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED PILOTS CYCLIC BOOT
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jun-2016 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ATTACHING HARDWARE 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jun-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BOOT 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Jun-2016 7:22PM 1006 X WJ022169 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED CO PILOT COCKPIT DOOR
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016 2:30 PM 1007 X WJ022169 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED CO PILOT CYCLIC STICK
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
15-Jun-2016 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ATTACHING HARDWARE 0 0
DATE SEQNO STATUS wucC ACTION TAKEN
15-Jun-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED WIRING 0 0
DATE SEQNO STATUS wucC ACTION TAKEN
15-Jun-2016 3 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CYCLIC STICK 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
15-Jun-2016 4 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
15-Jun-2016 5 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP DUE 0 0
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016 2:31 PM 1008 X WJ022169 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED CO PILOT CHIN BUBBLE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jun-2016 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ATTACHING HARDWARE 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jun-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CHIN BUBBLE 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jun-2016 3 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 0
DATE SEQ NO STATUS WucC ACTION TAKEN
15-Jun-2016 4 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP DUE

0 0
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016 2:32PM 1009 X WJ022169 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED CO PILOT COCKPIT FLOOR
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jun-2016 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ATTACHING HARDWARE 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jun-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FLOOR PANELS 5 EA 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jun-2016 3 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 0
DATE SEQ NO STATUS WucC ACTION TAKEN
15-Jun-2016 4 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP DUE

0 0
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016 2:33PM 1010 X WJ022169 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED CO PILOT CYCLIC BOOT
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jun-2016 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ATTACHING HARDWARE 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jun-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BOOT 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jun-2016 3 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 0
DATE SEQ NO STATUS WucC ACTION TAKEN
15-Jun-2016 4 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP DUE

0 0
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016 2:33PM 1011 X WJ022169 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED CO PILOT YAW BOOTS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jun-2016 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ATTACHING HARDWARE 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jun-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BOOTS 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jun-2016 3 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 0
DATE SEQ NO STATUS WucC ACTION TAKEN
15-Jun-2016 4 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Jun-2016 4:30 PM 3006 X JF021989 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
AVIONICS REMOVED FROM COCKPIT FOR PRE PHASE WASH
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY

13-2s to Follow
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 1 X 02 RECONNECTED CANNON PLUGS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED VHF AM RECEIVER CANNON PLUGS RD014326 0.3 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 2 X 02 RECONNECTED VHF AM RECEIVER COAX CABLE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED VHF AM RECEIVER COAX CABLE RD014326 0.3 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 3 X 02 SECURED FASTENERS ON VHF AM MOUNT.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSEN FASTENERS ON VHF AM MOUNT RD014326 0.3 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 4 X 02 REINSTALLED VHF AM RECEIVER.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED VHF AM RECEIVER RD014326 0.3 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 5 X 02 RECONNECTED FM-1 RECEIVER CANNON PLUGS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT3ED FM-1 RECEIVER CANNON PLUGS RD014326 0.3 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 6 X 02 RECONNECTED FM-1 COAX CONNECTORS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FM-1 COAX CONNECTORS RD014326 0.3 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 7 X 02 SECURED FASTENERS ON FM-1 MOUNT.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSEN FASTENERS ON FM-1 MOUNT RD014326 0.3 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 8 X 02 REINSTALLED FM-1 RECEIVER.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED FM-1 RECEIVER RD014326 0.3 0.2 F
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 9 X 02 RECONNECTED DIMMER SEARCH LIGHT BOX CANNON PLUG.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED DIMMER SEARCH LIGHT BOX CANNON PLUG RD014326 0.3 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 10 X 02 REINSTALLED DIMMER SEARCH LIGHT BOX HARDWARE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DIMMER SEARCH LIGHT BOX HARDWARE RD014326 0.3 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 11 X 02 REINSTALLED DIMMER SEARCH LIGHT BOX.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DIMMER SEARCH LIGHT BOX RD014326 0.3 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 12 X 02 REINSTALLED VHF AM MOUNT HARDWARE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED VHF AM MOUNT HARDWARE RD014326 0.3 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 13 X 02 REINSTALLED VHF AM MOUNT.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED VHF AM MOUNT RD014326 0.3 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 14 X 02 REINSTALLED FM-1 MOUNT HARDWARE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FM-1 MOUNT HARDWARE RD014326 0.3 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 15 X 02 REINSTALLED FM-1 MO.UNT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FM-1 MOUNT RD014326 0.3 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 16 X 02 REINSTALLED FM-2 MOUNT HARDWARE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED FM-2 MOUNT HARDWARE RD014326 0.3 0.2 F
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 17 X 02 REINSTALLED FM-2 MOUNT.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FM-2 MOUNT RD014326 0.3 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 18 X 02 REINSTALLED AVIONIC TREY HARDWARE UNDER THE PILOT SEAT.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AVIONIC TREY HARDWARE FROM UNDER THE PILOT SEAT RD014326 0.3 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 19 X 02 REINSTALLED AVIONIC TREY UNDER THE PILOT SEAT
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AVIONIC TREY FROM UNDER THE PILOT SEAT RD014326 0.3 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 20 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 21 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 22 X 02 REINSTALLED DOPPLER ANTENNA HARDWARE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DOPPLER ANTENNA MOUNTING HARDWARE RD014326 0.3 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 23 X 02 RECONNECTED ANTENNA CONNECTOR.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DOPPLER ANTENNA CONNECTOR RD014326 0.3 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 24 X 02 RECONNECTED GROUNDING CABLE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED DOPPLER ANTENNA GROUNDING CABLE RD014326 0.3 0.2 F
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 25 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PRESSURE REFUELING INTERCONNECT TUBE REMOVED 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 26 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FUEL QUANTITY PROBE ATTACHMENT HARDWARE REMOVED 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 27 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FUEL QUANTITY PROBE REMOVED 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 28 / 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SEALING COMPOUND REMOVED FROM SCUPPER AND WIRE LEADS 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 29 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TIE DOWN STRAPS REMOVED FROM WIRING HARNESS 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 30 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAKAWAY THREAD REMOVED FROM WIRING HARNESS 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 31 / 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SEALING COMPOUND REMOVED FROM AROUND EDGE OF BOOST 0 0

PUMP LONG BOLT

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jun-2016 32 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BONDING JUMPER DISCONNECTED FROM FUEL BOOST PUMP 0 0




Report Date: 05-Aug-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8724673
LAST MISSION:

MODEL: EH-60A
NEXT PHASE: 8339.8

Current Status A: X Current Status E:

Current Status O:

HOURS:
08-Jun-2016

Current Status W:

Page 19 of 180
To 05-Aug-2016

7619.8

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jun-2016 33 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FUEL BOOST PUMP MOUNTING HARDWARE REMOVED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jun-2016 34 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
HARDWARE ATTACHING FUEL SAMPLING TUBE TO LOWER SUPPORT 0 0
REMOVED
DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jun-2016 35 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WIRING FASTENERS ATTACHING LOWER SUPPORT TO BOTTOM OF 0 0
FUEL CELL UNLOCKED
DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jun-2016 36 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOP PLATE, LOWER SUPPORT AND ATTACHED COMPONENTS 0 0
REMOVED FROM FUEL CELL AS AN ASSEMBLY
DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jun-2016 37 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOP PLATE O-RING DISCARDED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jun-2016 38 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
HARDWARE ATTACHING FUEL CELL COVER PANEL TO FUEL CELL 0 0
COMPARTMENT STRUCTURE REMOVED
DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jun-2016 39 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SUMP DRAIN VALVE ATTACHMENT HARDWARE REMOVED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jun-2016 40 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

SUMP DRAIN REMOVED FROM FUEL CELL

0
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 41 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SUMP O-RING DISCARDED 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 42 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
GRAVITY FILL ADAPTER UNIT ATTACHMENT HARDWARE REMOVED 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 43 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BONDING JUMPER DISCONNECTED FROM GRAVITY FILL ADAPTER 0 0
UNIT

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 44 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
GRAVITY FILL ADAPTER UNIT REMOVED FROM FUEL CELL 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 45 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
GRAVITY ADAPTER O-RING DISCARDED 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 46 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
HARDWARE ATTACHING GRAVITY REFUELING PANEL TO FUEL CELL 0 0
REMOVED

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 47 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
HARDWARE ATTACHINGT FUEL SAMPLING TUBE TO PRESSURE 0 0

REFUELING TUBE REMOVED

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jun-2016 48 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PRESSURE REFUELING TUBE DISCONNECTED FROM PRESSURE 0 0

REFUELING RECEPTACLE
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 49 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TUBE O-RING DISCARDED 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 50 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PRESSURE REFUELING RECEPTACLE ATTACHMENT HARDWARE 0 0
REMOVED

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 51 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BONDING JUMPER DISCONNECTED FROM PRESSURE REFUELING 0 0
RECEPTACLE

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 52 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PRESSURE REFUELING RECEPTACLE REMOVED 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 53 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
O-RING DISCARDED 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 54 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
HARDWARE ATTACHING PRESSURE REFUELING PANEL TO FUEL CELL 0 0
REMOVED

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 55 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
HARDWARE AND BRACKETS ATTACHING FUEL SAMPLING TUBE TO 0 0

INSIDE TOP OF FUEL CELL REMOVED

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jun-2016 56 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FUEL SAMPLING TUBE REMOVED 0 0
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

15-Jun-2016 57 X 02

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
HARDWARE ATTACHING FUEL CELL TO COVER PANEL TO ACCESS 0 0

COVER AND TOP PLATE OPENING REMOVED

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jun-2016 58 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INTERCONNECT BREAKAWAY VALVE RETAINING NUTS INSIDE #1 AND 0 0

#2 FUEL CELLS REMOVED

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jun-2016 59 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INTERCONNECT BREAKAWAY VALVE SHIM ATTACHMENT HARDWARE 0 0
REMOVED
DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jun-2016 60 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INTERCONNECT BREAKAWAY VALVE SHIMS REMOVED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jun-2016 61 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INTERCONNECT BREAKAWAY VALVE REMOVED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jun-2016 62 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INTERCONNECT O-RINGS DISCARDED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jun-2016 63 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FUEL CELL COVER PANEL REMOVED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jun-2016 64 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FUEL CELL COMPRESSED 0 0




Page 23 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016

Current Status A: X Current Status E:

Current Status O:

Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 65 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FUEL CELL REMOVED FROM FUEL CELL COMPARTMENT 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 66 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FUEL CELL DUE INSPECTION 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 67 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INTERNAL BONDING JUMPER RESISTANCE CHECK DUE 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 68 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
EXTERNAL BONDING JUMPER RESISTANCE CHECK DUE 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 69 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD AND TOOL INSPECTION DUE 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016 12:33 PM 3007 X JF021989  7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED AVIONICS FROM CABIN FOR PRE PHASE WASH
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 1 X 02 REISNTALLED MOUNTING HARDWARE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MOUNTING HARDWARE FROM #1 GCU JB020168 0.1 0.3 F
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 2 X 02 RECONNECTED GCU
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 GCU JB020168 0.1 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 3 X 02 REISNTALLED MOUNTING HARDWARE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MOUNTING HARDWARE FROM #2 GCU JB020168 0.1 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 4 X 02 RECONNECTED GCU
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 GCU JB020168 0.1 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 5 X 02 REINSTALLED MOUNTING HARDWARE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MOUNTING HARDWARE FOR APU GCU JB020168 0.1 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 6 X 02 RECONNECTED GCU
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED APU GCU JB020168 0.1 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 7 X 02 REINSTALLED MOUNTING HARDWARE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 STAB AMP MOUNTING HARDWARE JB020168 0.1 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 8 X 02 RECONNECTED #1 STAB AMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #1 STAB AMP JB020168 0.1 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 9 X 02 REINSTALLED MOUNTING HARDWARE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 STAB AMP MOUNTING HARDWARE JB020168 0.1 0.3 F
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 10 X 02 RECONNECTED #2 STAB AMP CONNECTOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED #2 STAB AMP JB020168 0.1 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 11 X 02 RECONNECTED ELECTRICAL CONNECTOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
1 ELECTRICAL CONNECTOR DISCONNECTED FROM #3 RELAY PANEL. JB020168 0.1 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 12 X 02 REINSTALLED MOUNTING HARDWARE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
HARDWARE REMOVED SECURING #3 RELAY PANEL. JB020168 0.1 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 13 X 02 REISNTALLED #3 RELAY PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#3 RELAY PANEL REMOVED. JB020168 0.1 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 14 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
EME CHECKS DUE. 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 15 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE. 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 16 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION DUE IN WORK AREAS. 0 0




Page 26 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016 6:20 PM 3017 X JJ022050 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED MISSION OPERATORS SEAT
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jun-2016 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SEAT MOUNTING HARDWARE 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jun-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MISSION OPS SEAT 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jun-2016 3 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 0
DATE SEQ NO STATUS WucC ACTION TAKEN
15-Jun-2016 4 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 17-Jun-2016 6:09 AM 1001 X EN020942 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
M/R BLADE SN# A007-12923 NICKEL ABRASION STRIP DEBONDED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 05 F 0
DELAY
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Jun-2016 7:26 PM 3004 X MP015136 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
TRANSITION AVIONICS REMOVED FOR A/C WASH.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 5 02 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
17-Jun-2016 1 X 02 RECONNECTED UHF ANTENNA COAX CONNECTOR.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED UHF ANTENNA COAX CABLE. RD014326 0.3 0.1 F
DATE SEQNO STATUS wucC ACTION TAKEN
17-Jun-2016 2 X 02 REINSTALLED UHF ANTENNA HARDWARE.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UHF ANTENNA HARDWARE. RD014326 0.3 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN
17-Jun-2016 3 X 02 REINSTALLED UHF ANTENNA.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UHF ANTENNA. RD014326 0.3 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
17-Jun-2016 4 X 02 RECONNECTED CONNECTORS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ANTICOLLISION LIGHT POWER SUPPLY CANNON JB020168 0.1 0.4 F
PLUGS.
DATE SEQNO STATUS wuc ACTION TAKEN
17-Jun-2016 5 X 02 REINSTALLED ANTICOLLISION LIGHT POWER SUPPLY MOUNTING
HARDWARE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ANTICOLLISION LIGHT POWER SUPPLY MOUNTING JB020168 0.1 0.4 F
HARDWARE.
DATE SEQNO STATUS wuc ACTION TAKEN
17-Jun-2016 6 X 02 REISNTALLED ANTI COLLISION LIGHT POWER SUPPLY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

ANTI COLLISION LIGHT POWER SUPPLY REMOVED. JB020168 0.1 0.4 F




Report Date: 05-Aug-2016

OPEN FAULT REPORT

FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673

NEXT PHASE: 8339.8

Current Status A: X Current Status E: Current Status O:

LAST MISSION:

Selection Range : 01-Jan-1980

HOURS:

08-Jun-2016

Page 28 of 180

To 05-Aug-2016

7619.8

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

17-Jun-2016 7 - 02 COMPLETED OKAY.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY DUE. 0 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Jun-2016 8 - 02 COMPLETED OKAY.

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION DUE IN WORK AREAS. 0 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Jun-2016 9 X 02 TIGHTEN MOUNTING HARDWARE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOSSEN MOUNTING HARDWARE FOR IFM AMPLIFIER JB020168 0.1 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Jun-2016 10 X 02 RECONNECTED IFM AMPLIFIER CONNECTOR

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED IFM AMPLIFIER CONNECTORS 3EA JB020168 0.1 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Jun-2016 11 X 02 REINSTALLED IFM AMPLIFIER

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED IFM AMPLIFIER JB020168 0.1 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Jun-2016 12 - 02 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INV DUE 0 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

17-Jun-2016 13 - 02 COMP

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP DUE 0 0.1 F
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Jun-2016 4:22 PM 3005 X JF021989  7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED AVIONICS FROM TAILCONE AREA FOR PRE PHASE
WASH
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 17-Jun-2016 8:08 AM 3007 X JJ022050  7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

UPPER CABIN STRINGER CRACKED AT LIGHTNING HOLE IN
BETWEEN #1 AND #2 JUNCTION BOXES

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0

H G 2 02 F 0

DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
17-Jun-2016 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ELECTRICAL CONNECTORS DISCONNECTED FROM L/H RELAY PANEL 0 0
DATE SEQNO STATUS wucC ACTION TAKEN
17-Jun-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FASTENERS LOOSENED SECURING L/H RELAY PANEL. 0 0
DATE SEQNO STATUS wucC ACTION TAKEN
17-Jun-2016 3 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
L/H RELAY PANEL REMOVED. 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
17-Jun-2016 4 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ELECTRICAL CONNECTORS DISCONNECTED FROM R/H RELAY PANEL. 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
17-Jun-2016 5 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FASTENERS LOOSENED SECURING R/H RELAY PANEL. 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
17-Jun-2016 6 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

R/H RELAY PANEL REMOVED. 0 0
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Jun-2016 6:22 PM 3026 X JJ022050 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
CABIN YAW CONTROL ROD AFT UPPER HARDWARE INCORRECTLY
INSTALLED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 11 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Jun-2016 1 - 11
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Jun-2016 2 - 11
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 17-Jun-2016 10:53 AM 4001 X SG015082 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
#1 ENGINE REMOVED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 H 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE DRIVESHAFT TO INPUT COUPLING FLANGE BOLTS REMOVED 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 2 X 02
FAULT WRITE-UP: TIPID PID MMH TYPE

ENGINE DRIVESHAFT DISCONNECTED FROM INPUT FLANGE

TI_MMH
0




Page 32 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016

Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 3 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
ENGINE FORWARD SUPPORT TUBE MOUNT BOLTS REMOVED FROM 0 0
INPUT GIMBAL
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 4 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
ENGINE FORWARD SUPPORT TUBE DISCONNECTED FROM INPUT 0 0
GIMBAL
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 5 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
ENGINE PAS ROTARY INPUT DISCONNECTED AT HMU 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 6 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
ENGINE LDS ROTARY INPUT DISCONNECTED AT HMU 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 7 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
ENGIN EPIS BLOWER DUCT V BAND REMOVED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 8 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
ENGINE IPS BLOWER DUCT REMOVED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 9 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
ENGINE START AIR TUBE CLAMP REMOVED FROM STARTER 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 10 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

ENGINE START AIR TUBE CLAMP REMOVED FROM FIREWALL HOSE
FITTING

0
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016

OPEN FAULT REPORT

FOR: K08DD2

MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8

NEXT PHASE: 8339.8

Current Status A: X Current Status E:

LAST MISSION:

Current Status O:

08-Jun-2016

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 11 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE START AIR TUBE REMOVED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 12 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE CROSS BLEED AIR TUBE CLAMP REMOVED AT FIREWALL 0 0
FITTING
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 13 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENINGE DESWIRL CLAMP REMOVED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 14 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECTION OF DESWIRL CLAMP FOR CRACKS, IAW TM 1-1520-237- 0 0.2 F
WP, REQUIRED PRIOR TO INSTALLATION
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 15 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE DESWIRL DUCT REMOVED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 16 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE WHITE ELECTRICAL HARNESS CANNON PLUGS (2 PLACES) 0 0
DISCONNECTED AT FIREWALL
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 17 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE MAIN FUEL LINE DISCONNECTED AT ENGINE DRIVEN FUEL 0 0
PUMP
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 18 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

ENGINE COMMON DRAIN LINE DISCONNECTED FROM DRAIN
MANIFOLD TUBE

0




Report Date: 05-Aug-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8724673

LAST MISSION:
Current Status O:

MODEL: EH-60A
NEXT PHASE: 8339.8

Current Status A: X Current Status E:

HOURS:

08-Jun-2016

Page 34 of 180

To 05-Aug-2016

7619.8

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 19 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE COMBUSTOR DRAIN LINE DISCONNECTED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 20 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
POU (D4) DRAIN LINE DISCONNECTED AT POU MANIFOLD 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 21 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE OUTER STRUT MOUNT ATTACHING HARDWARE REMOVED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 22 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE INNER STRUT MOUNT ATTACHING HARDWARE REMOVED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 23 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE CENTER MOUNT ATTACHING HARDWARE REMOVED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 24 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENTER REQUIRED ENTRIES ON- - TO COMPLETE ENGINE 0 0.2 F
REINSTALLATION/REPLACEMENT
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 25 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT PINION AXIAL PLAY 0 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 26 - 02 COMPLETED SERVICED WITH MIL 23699
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DRAIN AND RESERVICE ENGINE OIL (ANNOTATE TYPE OF OIL 0 0.2 F

SERVICED WITH)
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 27 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 28 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 29 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED EXHAUST CONE . 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 30 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM SUPPORT TUBE TO ENGINE . 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 31 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SUPPORT TUBE FROM #1 ENGINE . 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 32 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HIGH SPEED SHAFT FROM #1 ENGINE . S/N C845-08601 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 33 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROSSBLEED AIR TUBE FROM ENGINE TO FIREWALL . 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 34 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLEEDAIR TUBE FROM ENGINE TO INLET . 0 0




Page 36 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Jun-2016 11:06 AM 4003 X SG015082 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
#2 ENGINE REMOVED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O H 2 02 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
17-Jun-2016 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE DRIVESHAFT TO INPUT COUPLING FLANGE BOLTS REMOVED 0 0
DATE SEQNO STATUS wucC ACTION TAKEN
17-Jun-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE DRIVESHAFT DISCONNECTED FROM INPUT FLANGE 0 0
DATE SEQNO STATUS wucC ACTION TAKEN
17-Jun-2016 3 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE FORWARD SUPPORT TUBE MOUNT BOLTS REMOVED FROM 0 0
INPUT GIMBAL
DATE SEQNO STATUS wuc ACTION TAKEN
17-Jun-2016 4 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE FORWARD SUPPORT TUBE DISCONNECTED FROM INPUT 0 0
GIMBAL
DATE SEQNO STATUS wuc ACTION TAKEN
17-Jun-2016 5 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE PAS ROTARY INPUT DISCONNECTED AT HMU 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
17-Jun-2016 6 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

ENGINE LDS ROTARY INPUT DISCONNECTED AT HMU 0 0




Page 37 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 7 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE PAS/LDS CABLE CLAMP DISCONNECTED FROM IPS BLOWER 0 0
DUCT

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 8 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE IPS BLOWER DUCT V BAND REMOVED 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 9 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE IPS BLOWER DUCT REMOVED 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 10 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE START AIR TUBE CLAMP REMOVED FROM STARTER 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 11 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE START AIR TUBE CLAMP REMOVED FROM FIREWALL HOSE 0 0
FITTING

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 12 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE START AIR TUBE REMOVED 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 13 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE CROSS BLEED AIR TUBE HOSE CLAMP REMOVED AT 0 0

FIREWALL FITTING

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 14 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECTION OF DESWIRL CLAMP FOR CRACKS, IAW TM 1-1520-237-6 0 0.2 F

WP 0490, REQUIRED PRIOR TO INSTALLATION
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 15 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE DESWIRL CLAMP REMOVED 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 16 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE DESWIRL DUCT REMOVED 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 17 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE WHITE ELECTRICAL HARNESS CANNON PLUGS (2 PLACES) 0 0

DISCONNECTED AT FIREWALL

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 18 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE MAIN FUEL LINE DISCONNECTED AT ENGINE DRIVEN FUEL 0 0
PUMP
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 19 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE COMMON DRAIN LINE DISCONNECTED FROMDRAIN MANIFOLD 0 0
TUBE
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 20 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE COMBUSTOR DRAIN LINE DISCONNECTED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 21 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
POU (D4) DRAIN LINE DISCONNECTED AT POU MANIFOLD 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 22 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

ENGINE OUTER STRUT MOUNT ATTACHING HARDWARE REMOVED 0 0
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 23 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE INNER STRUT MOUNT ATTACHING HARDWARE REMOVED 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 24 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENGINE CENTER MOUNT ATTACHING HARDWARE REMOVED 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 25 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ENTER REQUIRED ENTRIES ON 2408-13-1 TO COMPLETE ENGINE 0 0.2 F
REINSTALLATION/REPLACEMENT

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 26 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT PINION AXIAL PLAY 0 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 27 - 02 COMPLETED SERVICED WITH MIL 23699
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DRAIN AND RESERVICE ENGINE OIL (ANNOTATE TYPE OF OIL 0 0.2 F
SERVICED WITH)

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 28 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 29 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 30 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED EXHUAST CONE FROM #2 ENGINE . 0




Report Date: 05-Aug-2016

OPEN FAULT REPORT

FOR: K08DD2

MODEL: EH-60A SERIAL NUMBER: 8724673

Selection Range : 01-Jan-1980

HOURS:

NEXT PHASE: 8339.8

Current Status A: X Current Status E:

LAST MISSION:
Current Status O:

08-Jun-2016

Page 40 of 180

To 05-Aug-2016

7619.8

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 31 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM #2 ENGINE SUPPORT TUBE . 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 32 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SUPPORT TUBE FROM #2 ENGINE . 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 33 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE OUTPUT SHAFT FROM #2 ENGINE . S/N C845- 0 0
08829
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 34 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROSSBLEED AIR TUBE FROM ENGINE TO FIREWALL . 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 35 X 02 ENTRY MADE IN ERROR , SEE ENTRY BELOW .
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLEEDAR ETUBE FROM ENGINE TO INLET . RD014326 0.3 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 36 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLEEDAIR TUBE FROM ENGINE TO INLET . 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Jun-2016  8:07 AM 4005 X 8G015082  7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
#1 ENGINE INLET REMOVED
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} H 2 02 F 0
DELAY

13-2s to Follow




Report Date: 05-Aug-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8724673
LAST MISSION:

MODEL: EH-60A
NEXT PHASE: 8339.8

Current Status A: X Current Status E:

Current Status O:

HOURS:
08-Jun-2016

Current Status W:

Page 41 of 180
To 05-Aug-2016

7619.8

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 1 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR P818/P823 FROM INLET 0 0
RECEPTACLE

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 2 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED FLEXIBLE (HOSE) COUPLING AND BLEED AIR TUBE 0 0
FROM AIR INLET

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 3 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECT WATER WASH HOSE FROM INLET 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 4 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED FIRE EXTINGUISHER TUBE FROM FIREWALL 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 5 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED COUPLING FROM INLET TO SWIRL FRAME 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 6 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED ENGINE INLET CROTCH BOLT 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 7 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED ENGINE INLET CROTCH 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 8 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED ENGINE INLET ASSEMBLY

0




Report Date: 05-Aug-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8724673
LAST MISSION:

MODEL: EH-60A
NEXT PHASE: 8339.8

Current Status A: X Current Status E:

Current Status O:

HOURS:

08-Jun-2016

Page 42 of 180

To 05-Aug-2016

7619.8

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 9 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INLET SCREEN INSTALLED ON ENGINE 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 10 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PLUG INSTALLED IN ENGINE AIR TUBE FLEXIBLE HOSE COUPLING 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 11 . 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK DUE 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 12 . 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION

0




Page 43 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Jun-2016 8:12 AM 4006 X SG015082 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
#1 ENGINE EYEBROW COWLING REMOVED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 04 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Jun-2016 1 X 04
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Jun-2016 2 X 04
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COWLING 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Jun-2016 3 - 04
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CHECK DUE 0 0
DATE SEQ NO STATUS WucC ACTION TAKEN
17-Jun-2016 4 - 04
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 17-Jun-2016 8:13 AM 4007 X SG015082 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
#2 ENGINE INLET REMOVED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 H 2 02 F 0
DELAY

13-2s to Follow




Report Date: 05-Aug-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8724673
LAST MISSION:

MODEL: EH-60A
NEXT PHASE: 8339.8

Current Status A: X Current Status E:

Current Status O:

HOURS:
08-Jun-2016

Current Status W:

Page 44 of 180
To 05-Aug-2016

7619.8

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 1 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTOR P818/P823 FROM INLET 0 0
RECEPTACLE
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 2 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED FLEXIBLE (HOSE) COUPLING AND BLEED AIR TUBE 0 0
FROM AIR INLET
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 3 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED WATERWASH HOSE FROM INLET 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 4 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED FIRE EXTINGUISHER TUBE FROM FIREWALL 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 5 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED ICE DETECTOR ELECTRICAL CONNECTOR (P819) 0 0
FROM FIREWALL RECEPTACLE
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 6 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED COUPLING FROM INLET TO SWIRL FRAME 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 7 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED ENGINE INLET CROTCH BOLT 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 8 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

REMOVED ENGINE INLET CROTCH

0




Report Date: 05-Aug-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8724673
LAST MISSION:

MODEL: EH-60A
NEXT PHASE: 8339.8

Current Status A: X Current Status E:

Current Status O:

HOURS:

08-Jun-2016

Page 45 of 180

To 05-Aug-2016

7619.8

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 9 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED ENGINE INLET ASSEMBLY 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 10 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
INLET SCREEN INSTALLED ON ENGINE 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 11 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PLUG INSTALLED IN ENGINE AIR TUBE FLEXIBLE HOSE COUPLING 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 12 . 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 13 . 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION

0




Page 46 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Jun-2016 8:15 AM 4008 X SG015082 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
#2 ENGINE EYEBROW COWLING REMOVED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 04 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Jun-2016 1 X 04
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Jun-2016 2 X 04
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COWLING 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Jun-2016 3 - 04
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CHECK DUE 0 0
DATE SEQ NO STATUS WucC ACTION TAKEN
17-Jun-2016 4 - 04
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE

0 0




Page 47 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Jun-2016 8:30 AM 4015 X SG015082 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
OIL COOLER DOORS REMOVED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O H 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Jun-2016 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OIL COOLER ACCESS DOORS 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Jun-2016 2 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Jun-2016 3 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 17-Jun-2016 8:31 AM 4016 X SG015082 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
FIRE BOTTLES REMOVED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 H 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 1 X 02
FAULT WRITE-UP: TIPID PID MMH TYPE

MAIN FIRE BOTTLE SQUIB WIRES (4 EACH) DISCONNECTED

TI_MMH
0




Page 48 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MAIN FIRE BOTTLE SHORTING WIRES INSTALLED ON SQUIBS 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 3 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RESERVE FIRE BOTTLE SQUIB WIRES (4 EACH) DISCONNECTED 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 4 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RESERVE FIRE BOTTLE SHORTING WIRES INSTALLED ON SQUIBS 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 5 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MAIN FIRE BOTTLE DISCHARGE LINES REMOVED RD014326 0.3 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 6 X 02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RESERVE FIRE BOTTLE DISCHARGE LINES REMOVED RD014326 0.3 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 7 X 02 INSTALLED TQ 105 INLBS MR # 129885
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MAIN FIRE BOTTLE MOUNT HARDWARE REMOVED RD014326 0.3 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 8 X 02 INSTALLED TQ105INLBS MR # 129885
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RESERVE FIRE BOTTLE OUNT HARDWARE REMOVED RD014326 0.3 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 9 X 02 INSTALLED WT. 5.80 LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MAIN FIRE BOTTLE REMOVED RD014326 0.3 0.2 F




Page 49 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 10 X 02 INSTALLED WT. 5.75 LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RESERVE FIRE BOTTLE REMOVED RD014326 0.3 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 11 - 02 COMPLETED MAIN WT. 5.80 LBS , RESERVE WT . 5.75 LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FIRE EXTINGUISHER BOTTLE WEIGHT CHECK DUE 0 0.3 F

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 12 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 13 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0




Page 50 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Jun-2016 8:35 AM 4017 X SG015082 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED BLEED AIR START MANIFOLD
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 04A09 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
17-Jun-2016 1 X 04A09
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED (6EA) CLAMPS FROM MANIFOLD 0 0
DATE SEQNO STATUS wucC ACTION TAKEN
17-Jun-2016 2 X 04A09
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MANIFOLD ASSEMBLY 0 0
DATE SEQNO STATUS wucC ACTION TAKEN
17-Jun-2016 3 X 04A09
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CANNON PLUGS FROM START VALVES (4EA) 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
17-Jun-2016 4 - 04A09
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CHECK DUE 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
17-Jun-2016 5 - 04A09
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE 0 0




Page 51 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Jun-2016 8:38 AM 4018 X SG015082 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
APU ASSEMBLY REMOVED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O H 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Jun-2016 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LEFT HAND APU COMPARTMENT DOOR 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Jun-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RIGHT HAND APU COMPARTMENT DOOR 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Jun-2016 3 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ELECTRICAL CONNECTOR (P414) DISCONNECTED FROM FIRE 0 0
DETECTOR ON APU REAR PANEL
DATE SEQ NO STATUS WucC ACTION TAKEN
17-Jun-2016 4 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
APU FUEL CONTROL COVER REMOVED 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Jun-2016 5 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
APU FUEL DRAIN HOSE DISCONNECTED AT FUEL CONTROL BOX 0 0
DATE SEQ NO STATUS WucC ACTION TAKEN
17-Jun-2016 6 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

APU MAIN FUEL INLET HOSE DISCONNECTED AT FUEL CONTROL BOX

0 0




Report Date: 05-Aug-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8724673
LAST MISSION:

MODEL: EH-60A
NEXT PHASE: 8339.8

Current Status A: X Current Status E:

Current Status O:

HOURS:
08-Jun-2016

Current Status W:

Page 52 of 180
To 05-Aug-2016

7619.8

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 7 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
APU GEARBOX VENT HOSE DISCONNECTED AT GEARBOX 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 8 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
APU COMPARTMENT DRAIN HOSE DISCONNECTED AT SHROUD 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 9 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
APU COMBUSTOR DRAIN HOSE DISCONNECTED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 10 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
APU FIRE EXTINGUISHER HOSE DISCONNECTED AT SHROUD 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 11 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
APU HYDRAULIC START MOTOR MOUNT NUTS AND WASHERS 0 0
REMOVED
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 12 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
P252 ELECTRICAL CONNECTOR DISCONNECTED FROM APU 0 0
GENERATOR
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 13 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
P279 ELECTRICAL CONNECTOR DISCONNECTED FROM APU 0 0
GENERATOR
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 14 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

P289 ELECTRICAL CONNECTOR DISCONNECTED FROM APU

0




Page 53 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

17-Jun-2016 15 X 02

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
(9 EACH) SCRREWS AND WASHERS HOLDING APU EXHAUST DUCT TO 0 0

REAR PANEL REMOVED

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 16 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
(3 EACH) BOLTS AND SADDLE WASHERS HOLDING APU EXHAUST 0 0

DUCT TO AIRFRAME FAIRING REMOVED

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 17 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CLAMP ATTACHING CHECK VALVE TO PNEUMATIC TUBE AT APU 0 0

FRONT PANEL HALF FIREWALL REMOVED

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 18 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FASTENER STUDS SECURING APU SHROUD ASSEMBLY PANELS TO 0 0

EXHAUST FIREWALL LOOSENED

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 19 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
APU RIGHT HAND MOUNT BOLT SECURING MOUNT LUG TO SUPPORT 0 0
REMOVED
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 20 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
APU LEFT HAND MOUNT BOLT SECURING MOUNT LUG TO MOUNT 0 0

SUPPORT REMOVED

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 21 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
APU GENERATOR WIRES DISCONNECTED AT GENERATOR 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 22 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

APU REMOVED 0 0




Page 54 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016

OPEN FAULT REPORT
FOR: K08DD2

MODEL: EH-60A
NEXT PHASE: 8339.8

Current Status A: X

Current Status E:

SERIAL NUMBER: 8724673
LAST MISSION:

Current Status O:

HOURS:
08-Jun-2016

7619.8

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 23 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SHROUD DRAIN HOSE REMOVED 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 24 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FUEL DRAIN TUBE SAFETY CUT 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 25 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REAR SHROUD REMOVED 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 26 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REAR MOUNTING LUG SAFETY CUT 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 27 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REAR MOUNTING LUG REMOVED 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 28 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CENTER SHROUD REMOVED 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 29 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SHROUD DUE SEALING 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jun-2016 30 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 0




Page 55 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 31 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Jun-2016 6:27 AM 2004 X WC012534 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
STABILATOR REMOVED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 H 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Jun-2016 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STABILATOR LEFT HAND FAIRING 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Jun-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STABILATOR RIGHT HAND FAIRING 0 0
DATE SEQ NO STATUS WucC ACTION TAKEN
20-Jun-2016 3 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED STABILATOR RIGHT HAND GROUND STRAP AT 0 0
FUSELAGE
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Jun-2016 4 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED STABILATOR LEFT HAND GROUND STRAP AT 0 0
FUSELAGE
DATE SEQ NO STATUS WucC ACTION TAKEN
20-Jun-2016 5 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TAIL PYLON LOWER FAIRING 0




Report Date: 05-Aug-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8724673
LAST MISSION:

MODEL: EH-60A
NEXT PHASE: 8339.8

Current Status A: X Current Status E:

Current Status O:

HOURS:
08-Jun-2016

Current Status W:

Page 56 of 180
To 05-Aug-2016

7619.8

DATE  SEQNO STATUS wuc ACTION TAKEN
20-Jun-2016 6 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED LOWER STABILATOR ACTUATOR RETAINING HARDWARE 0 0

DATE  SEQNO STATUS wuc ACTION TAKEN
20-Jun-2016 7 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED LOWER STABILATOR ACTUATOR AT STABILATOR 0 0

DATE  SEQNO STATUS wuc ACTION TAKEN
20-Jun-2016 8 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED STABILATOR POSITION SENSOR ROD RETAINING 0 0
HARDWARE

DATE  SEQNO STATUS wuc ACTION TAKEN
20-Jun-2016 9 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED STABILATOR LEFT HAND RETAINING HARDWARE 0 0

DATE  SEQNO STATUS wuc ACTION TAKEN
20-Jun-2016 10 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED STABILATOR RIGHT HAND RETAINING HARDWARE 0 0

DATE  SEQNO STATUS wuc ACTION TAKEN
20-Jun-2016 11 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED HORIZONTAL STABILATOR ASSEMBLY 0 0

DATE  SEQNO STATUS wuc ACTION TAKEN
20-Jun-2016 12 X 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
REMOVED STABILATOR INSPECITON PANELS (4 EACH) 0 0

DATE  SEQNO STATUS wuc ACTION TAKEN
20-Jun-2016 13 - 02
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE

STABILATOR HINGE FITTINGS DUE TORQUE CHECK

0




Page 57 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Jun-2016 14 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
20-Jun-2016 15 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Jun-2016 6:34 AM 2008 X WC012534 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVE TAIL ROTOR BLADES
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O H 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Jun-2016 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED TAIL ROTOR P/C/L DISCONNECTED FROM PITCH BEAM 0 0
DATE SEQ NO STATUS WucC ACTION TAKEN
20-Jun-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE TAIL ROTOR P/C/L DISCONNECTED FROM PITCH BEAM 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Jun-2016 3 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW TAIL ROTOR P/C/L DISCONNECTED FROM PITCH BEAM 0 0
DATE SEQ NO STATUS WucC ACTION TAKEN
20-Jun-2016 4 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BLACK TAIL ROTOR P/C/L DISCONNECTED FROM PITCH BEAM 0




Report Date: 05-Aug-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8724673
LAST MISSION:

MODEL: EH-60A
NEXT PHASE: 8339.8

Current Status A: X Current Status E:

Current Status O:

HOURS:
08-Jun-2016

Current Status W:

Page 58 of 180
To 05-Aug-2016

7619.8

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Jun-2016 5 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SAFETY REMOVED FROM PITCH BEAM RETAINING NUT SCREWS 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Jun-2016 6 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SCREWS REMOVED FROM PITCH BEAM RETAINING NUT 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Jun-2016 7 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PITCH BEAM RETAINING NUT AND WASHER REMOVED 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Jun-2016 8 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TAIL ROTOR PITCH BEAM REMOVED 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Jun-2016 9 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED TAIL ROTOR P/C/L DISCONNECTED FROM PITCH HORN 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Jun-2016 10 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE TAIL ROTOR P/C/L DISCONNECTED FROM PITCH HORN 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Jun-2016 11 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW TAIL ROTOR P/C/L DISCONNECTED FROM PITCH HORN 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Jun-2016 12 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BLACK TAIL ROTOR P/C/L DISCONNECTED FROM PITCH HORN

0




Report Date: 05-Aug-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8724673
LAST MISSION:

Current Status O:

MODEL: EH-60A
NEXT PHASE: 8339.8

Current Status A: X Current Status E:

HOURS:

08-Jun-2016

Page 59 of 180

To 05-Aug-2016

7619.8

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Jun-2016 13 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OUTBOARD RETENTION PLATE HARDWARE REMOVED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
20-Jun-2016 14 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OUTBOARD RETENTION PLATE REMOVED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
20-Jun-2016 15 X 02 INSTALLED SHIMS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OUTBOARD RETENTION PLATE NYLON SHIMS REMOVED RD014326 0.3 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
20-Jun-2016 16 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TAIL ROTOR DE-ICE CABLES (4 EACH) DISCONNECTED FROM BLADES 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
20-Jun-2016 17 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED/YELLOW TAIL ROTOR BLADE REMOVED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
20-Jun-2016 18 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE/BLACK TAIL ROTOR BLADE REMOVED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
20-Jun-2016 19 X 02 INSTALLED SHIMS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INBOARD TAIL ROTOR RETENTNION PLATE NYLON SHIMS REMOVED RD014326 0.3 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
20-Jun-2016 20 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION OF WORK AREA DUE

0




Report Date: 05-Aug-2016

Page 60 of 180

Selection Range : 01-Jan-1980 To 05-Aug-2016

OPEN FAULT REPORT

FOR:

K08DD2

MODEL: EH-60A SERIAL NUMBER: 8724673

NEXT PHASE: 83398
Current Status A: X Current Status E:

HOURS: 7619.8

LAST MISSION: 08-Jun-2016

Current Status O:

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
20-Jun-2016 21 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Jun-2016  2:36 PM 1007 X RM020298 7619.8 0 0

FAULT WRITE-UP:
REMOVED CO PILOTS FWD & AFT LEVER

ACTION TAKEN:

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
13-2s to Follow

DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jun-2016 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ATTACHING HARDWARE 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jun-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LEVER 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jun-2016 3 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEYS 3 EA 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jun-2016 4 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jun-2016 5 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP DUE

0




Page 61 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Jun-2016 2:37 PM 1008 X RM020298 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED CO PILOTS LATERAL BELLCRANK
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jun-2016 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ATTACHING HARDWARE 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jun-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BELLCRANK 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jun-2016 3 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEYS 3 EA 0 0
DATE SEQ NO STATUS WucC ACTION TAKEN
21-Jun-2016 4 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jun-2016 5 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP DUE

0 0




Page 62 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Jun-2016 2:38 PM 1009 X RM020298 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED CO PILOTS YAW LEVER
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jun-2016 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ATTACHING HARDWARE 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jun-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LEVER 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jun-2016 3 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEYS 3 EA 0 0
DATE SEQ NO STATUS WucC ACTION TAKEN
21-Jun-2016 4 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jun-2016 5 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP DUE

0 0




Page 63 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Jun-2016  2:40 PM 1010 X RM020298 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED PILOTS WINDSHIELD WIPERS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
21-Jun-2016 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ATTACHING HARDWARE 0 0
DATE SEQNO STATUS wucC ACTION TAKEN
21-Jun-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED WIPER 0 0
DATE SEQNO STATUS wucC ACTION TAKEN
21-Jun-2016 3 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFTIES 2 EA 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
21-Jun-2016 4 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
21-Jun-2016 5 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
21-Jun-2016 6 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP DUE 0 0




Page 64 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Jun-2016 2:42PM 1011 X RM020298 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED CO PILOTS WINDSHIELD WIPER
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
21-Jun-2016 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ATTACHING HARDWARE 0 0
DATE SEQNO STATUS wucC ACTION TAKEN
21-Jun-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED WIPER 0 0
DATE SEQNO STATUS wucC ACTION TAKEN
21-Jun-2016 3 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETIES 2 EA 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
21-Jun-2016 4 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COTTER KEY 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
21-Jun-2016 5 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INV DUE 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
21-Jun-2016 6 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP DUE 0 0




Page 65 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Jun-2016 6:16 PM 1014 X MS027957 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED CO PILOTS UPPER WINDOW
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jun-2016 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ATTACHMENT SCREW NUTS PLATES CORRODED ( 11 EACH ) 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jun-2016 2 X 02 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED WIPER JB020168 0.1 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jun-2016 3 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HDW JB020168 0.1 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
21-Jun-2016 4 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RAIN GUTTER JB020168 0.1 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jun-2016 5 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER WINDOW JB020168 0.1 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
21-Jun-2016 6 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INV DUE

0 0.2 F




Page 66 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jun-2016 7 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Jun-2016  6:22 AM 1004 X 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A298 - LUBE TAIL WHEEL BEARING. Was Due at: 20-May-2016
or 7624 Hours. Upgrade to Red X Status on 20-Jun-2016 or 7629 Hours

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} o} 1 03BO3A F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Jun-2016  6:22 AM 1007 X 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A804 - TEST ALTIMETER SYSTEM, ALTITUDE REPORTING
EQUIPMENT AND TRANSPONDERS. Was Due at: 18-May-2016.
Upgrade to Red X Status on 18-Jun-2016

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 22-Jun-2016  6:22 AM 1008 X 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A824 - DOR RECON. Was Due at: 14-Jun-2016. Upgrade to Red
X Status on 16-Jun-2016

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o O 1 02 F 0

DELAY




Page 67 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 22-Jun-2016  6:22 AM 1009 X 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A826 - 14 DAY RUN UP. Was Due at: 17-Jun-2016. Upgrade to
Red X Status on 19-Jun-2016

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} o} 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Jun-2016  6:23 AM 1010 X 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A827 - AIRCRAFT WASH. Was Due at: 14-Jun-2016. Upgrade to
Red X Status on 18-Jun-2016

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 22-Jun-2016  9:17 AM 3004 X JS020268 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
LOCK OUT , TAG OUT KIT #2 INSTALLED ON AIRCRAFT .
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0

DELAY




Page 68 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 23-Jun-2016 2:03PM 1001 X CM021285 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
NUMEROUS HOLES AND GOUGES IN DECK UNDER PILOT ASSIST
BASE PLATE.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 23-Jun-2016 8:15PM 1002 X WJ022169 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED PILOT COCKPIT SEAT
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN
23-Jun-2016 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SEAT STOPS (FWD) 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
23-Jun-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SEAT STOPS (AFT) 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
23-Jun-2016 3 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SEAT . 0 0




Page 69 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 23-Jun-2016 2:39 PM 1003 X WJ022169 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED COPILOT COCKPIT SEAT
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
23-Jun-2016 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SEAT STOPS (FWD) 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
23-Jun-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SEAT STOPS (AFT) 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
23-Jun-2016 3 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SEAT 0 0
DATE SEQ NO STATUS WucC ACTION TAKEN
23-Jun-2016 4 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL FROM CO-PILOTS SEAT 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 24-Jun-2016  7:03 AM 1001 X DB015270 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
SAS ACTUATOR BASEPLATE REMOVED FOR SHEETMETAL
REPAIRS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 1 07A24 F 0
DELAY

13-2s to Follow
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

24-Jun-2016 1 X 07A24

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ELECTRICAL CONNECTORS P468R P469R AND P466R 0 0

FROM PITCH/TRIM TURN ON VALVE AND P467R FROM PRESSURE

DATE SEQ NO STATUS wuc ACTION TAKEN
24-Jun-2016 2 X 07A24
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE HARDWARE FROM PILOT-ASSIST MODULE 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
24-Jun-2016 3 X 07A24
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE PILOT-ASSIST MODULE 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
24-Jun-2016 4 X 07A24
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ELECTRICAL CONNECTOR P463R 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
24-Jun-2016 5 X 07A24
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY WIRE FROM HARDWARE 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
24-Jun-2016 6 X 07A24
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM COLLECTIVE BOOST ASSEMBLY 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
24-Jun-2016 7 X 07A24
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED COLLECTIVE BOOST ASSEMBLY 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
24-Jun-2016 8 X 07A24
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ELECTRICAL CONNECTORS P464R ,AND P460R FROM 0 0

PITCH/TRIM ASSEMBLY




Report Date: 05-Aug-2016

Page 71 of 180

Selection Range : 01-Jan-1980 To 05-Aug-2016

OPEN FAULT REPORT

FOR: K08DD2

MODEL: EH-60A SERIAL NUMBER: 8724673

HOURS: 7619.8
NEXT PHASE: 8339.8

LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E:

Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Jun-2016 9 X 07A24
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE SAFETY FROM HARDWARE MOUNTING PITCH/TRIM 0 0
ASSEMBLY
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Jun-2016 10 X 07A24
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM PITCH/TRIM ASSEMBLY 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Jun-2016 11 X 07A24
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PITCH/TRIM ASSEMBLY 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Jun-2016 12 X 07A24
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM MOUNTING HARDWARE 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Jun-2016 13 X 07A24
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE HARDWARE FROM ROLL ACTUATOR ASSEMBLY MOUNTING 0 0
TO BASEPLATE
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Jun-2016 14 X 07A24
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE ROLL SAS ACTUATOR ASSEMBLY 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Jun-2016 15 X 07A24
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ELECTRICAL CONNECTOR P462R P470R 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Jun-2016 16 X 07A24
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE SAFETY FROM MOUNTING HARDWARE TO BASEPLATE AND 0 0
MANIFOLD




Report Date: 05-Aug-2016

Page 72 of 180

Selection Range : 01-Jan-1980 To 05-Aug-2016

OPEN FAULT REPORT

FOR: K08DD2

MODEL: EH-60A SERIAL NUMBER: 8724673

HOURS: 7619.8
NEXT PHASE: 8339.8

LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E:

Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Jun-2016 17 X 07A24
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE HARDWARE FROM YAW BOOST SERVO 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Jun-2016 18 X 07A24
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE YAW BOOST SERVO 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Jun-2016 19 X 07A24
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT PILOT-ASSIST PRESSURE AND RETURN TUBES FROM 0 0
FITTINGS ON BOOST SERVO AND PILOT -ASSIST MANIFOLD
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Jun-2016 20 X 07A24
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE SAFETY ON HARDWARE ON BOOST SERVO AND PILOT- 0 0
ASSIST MANIFOLD
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Jun-2016 21 X 07A24
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE HARDWARE ON BOOST SERVO AND PILOT-ASSIST 0 0
MANIFOLD
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Jun-2016 22 X 07A24
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE BOOST SERVO AND PILOT-ASSIST MANIFOLD 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Jun-2016 23 X 07A24
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE SAFETY ON HARDWARE ON BASEPLATE 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
24-Jun-2016 24 X 07A24
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE HARDWARE FROM BASEPLATE 0 0




Report Date: 05-Aug-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8724673

MODEL: EH-60A
NEXT PHASE: 8339.8

Current Status A: X Current Status E:

HOURS:

LAST MISSION:

Current Status O:

08-Jun-2016

Page 73 of 180

To 05-Aug-2016

7619.8

Current Status W:

DATE SEQNO STATUS wuc ACTION TAKEN
24-Jun-2016 25 X 07A24
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE SEALING COMPOUND AROUND BASEPLATE 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
24-Jun-2016 26 X 07A24
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE BASEPLATE 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
24-Jun-2016 27 - 07A24
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
24-Jun-2016 28 - 07A24
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 27-Jun-2016  6:40 AM 1 X 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1). Was
Due at: 12-Jun-2016. Upgrade to Red X Status on 16-Jun-2016
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o o 1 09B0O1A F 0

DELAY
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Jun-2016  6:40 AM 2 X 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
INSP A878 - ENGINES / APU READINGS DUE. Was Due at: 22-Jun-
2016. Upgrade to Red X Status on 26-Jun-2016
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Jun-2016  2:28 PM 3005 X WJ022169 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
LARGE AREA OF CORROSION JUST FWD OF NOSE VIBE
ABSOARBER
WHEN HOW MAL WwucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Jun-2016 2:33 PM 3006 X JF021989  7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
ADEL STACK UPS REMOVED ABOVE RIGHT AND LEFT RELAY
PANELS IN CABIN AREA 3EA
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY




Report Date: 05-Aug-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673
LAST MISSION:

NEXT PHASE: 83398
Current Status A: X Current Status E:

Current Status O:

HOURS:

Current Status W:

08-Jun-2016

Page 75 of 180

To 05-Aug-2016

7619.8

DISCOVERY
SYSTEM
CODE DATE / TIME NO STATUS PID
A 27-Jun-2016  6:33 PM 3007 X JJ022050

FAULT WRITE-UP:

APU ACCUMULATOR HAND PUMP SUPPLY LINE T-FITTING
CRACKED

HOURS DATE / TIME
7619.8

ACTION TAKEN:

CORRECTION

HOURS
0

ROUNDS ACTCODE WUC

0

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Jun-2016 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FWD FUEL ENCLOSURE PANEL HARDWARE 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Jun-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FWD FUEL ENCLOSURE PANEL 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Jun-2016 3 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER FUEL ENCLOSURE PANEL HARDWARE 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Jun-2016 4 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER FUEL ENCLOSURE PANEL 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Jun-2016 5 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T-FITTING 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Jun-2016 6 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY DUE

0




Page 76 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Jun-2016 7 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 28-Jun-2016 12:58 PM 1004 X SR013783 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED MAIN ROTOR DAMPERS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 H 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
28-Jun-2016 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED MAIN ROTOR DAMPER INBOARD MOUNT HARDWARE REMOVED 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
28-Jun-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED MAIN ROTOR DAMPER OUTBOARD MOUNT HARDWARE REMOVED 0 0
DATE SEQ NO STATUS WucC ACTION TAKEN
28-Jun-2016 3 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED MAIN ROTOR DAMPER REMOVED 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
28-Jun-2016 4 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE MAIN ROTOR DAMPER INBOARD MOUNT HARDWARE REMOVED 0 0
DATE SEQ NO STATUS WucC ACTION TAKEN
28-Jun-2016 5 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BLUE MAIN ROTOR DAMPER OUTBOARD HARDWARE REMOVED 0




Page 77 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
28-Jun-2016 6 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLUE MAIN ROTOR DAMPER REMOVED 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
28-Jun-2016 7 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK MAIN ROTOR DAMPER INBOARD MOUNT HARDWARE REMOVED 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
28-Jun-2016 8 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK MAIN ROTOR DAMPER OUTBOARD MOUNT HARDWARE 0 0
REMOVED

DATE SEQ NO STATUS wucC ACTION TAKEN
28-Jun-2016 9 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BLACK MAIN ROTOR DAMPER REMOVED 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
28-Jun-2016 10 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW MAIN ROTOR DAMPER INBOARD MOUNT HARDWARE 0 0
REMOVED

DATE SEQ NO STATUS wucC ACTION TAKEN
28-Jun-2016 11 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW MAIN ROTOR DAMPER OUTBOARD MOUNT HARDWARE 0 0
REMOVED

DATE SEQ NO STATUS wucC ACTION TAKEN
28-Jun-2016 12 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW MAIN ROTOR DAMPER REMOVED 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
28-Jun-2016 13 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION OF WORK AREA DUE 0 0




Report Date: 05-Aug-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR:
MODEL: EH-60A
NEXT PHASE: 83398

Current Status A: X Current Status E:

K08DD2

SERIAL NUMBER: 8724673
LAST MISSION:

Current Status O:

Page 78 of 180
To 05-Aug-2016

HOURS:
08-Jun-2016

7619.8

Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
28-Jun-2016 14 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 28-Jun-2016 2:42 PM 3003 X JJ022050 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED AVI IN NOSE COMPARTMENT TO FOM
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Jun-2016 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DIRECTIONAL GYRO 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Jun-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED DIRECTIONAL GYRO CONNECTOR 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Jun-2016 3 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SDC 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Jun-2016 4 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SDC MOUNTING TRAY 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Jun-2016 5 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED SDC CONNECTORS 4EA

0




Selection Range : 01-Jan-1980

Report Date: 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673

NEXT PHASE: 8339.8

Current Status A: X Current Status E:

LAST MISSION:
Current Status O:

HOURS:

08-Jun-2016

Page 79 of 180

To 05-Aug-2016

7619.8

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
28-Jun-2016 6 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CIS PROCESSOR 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
28-Jun-2016 7 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CIS PROCESSOR MOUNTING RACK 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
28-Jun-2016 8 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CIS PROCESSOR CONNECTOR FROM MOUNTING RACK 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
28-Jun-2016 9 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED KIT-1A SHOCK MOUNT 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 29-Jun-2016  12:38 PM 2001 X BW020890 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
#1 FUEL CELL ACTIVATED
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 1 10 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 29-Jun-2016  12:39 PM 2002 X BW020890 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
#2 FUEL CELL APPEARS ACTIVATED
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 1 10 F 0

DELAY




Report Date: 05-Aug-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT
FOR: K08DD2

Page 80 of 180
To 05-Aug-2016

MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 29-Jun-2016 12:40 PM 2003 X BW020890 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
CORROSION FOUN UNDER BOTH FUEL CELLS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 1 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 29-Jun-2016 12:44 PM 2004 X BW020890 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
#1 FUEL CELL REMOVED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 H 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 1 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BOTH FUEL CELLS DUE DRAINING OF ANY REMAINING FUEL 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BOTH FUEL CELL DRAINS OPENED 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 3 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BOTH FUEL CELLS DUE VENTING OF FUMES 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 4 / 02
FAULT WRITE-UP: TIPID PID MMH TYPE

VENTING EQUIPMENT INSTALLED

TI_MMH
0




Report Date: 05-Aug-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8724673
LAST MISSION:

MODEL: EH-60A
NEXT PHASE: 8339.8

Current Status A: X Current Status E:

Current Status O:

HOURS:
08-Jun-2016

Current Status W:

Page 81 of 180
To 05-Aug-2016

7619.8

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 5 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FRONT AND TOP FUEL CELL ENCLOSURE PANELS REMOVED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 6 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
P304 ELECTRICAL CONNECTOR DISCONNECTED FROM #1 PRIME FUEL 0 0
SHUT OFF VALVE
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 7 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
P321 ELECTRICAL CONNECTOR DISCONNECTED FROM #1 FUEL 0 0
PRESSURE SWITCH
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 8 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
P322 ELECTRICAL CONNECTOR DISCONNECTED FROM J322 0 0
ELECTRICAL CONNECTOR FOR #1 FUEL BOOST PUMP
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 9 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
P303 DISCONNECTED FROM PRIME BOOST PUMP 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 10 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
P307 ELECTRICAL CONNECTOR DISCONNECTED FROM J30 0 0
ELECTRICAL CONNECTOR FOR #1 FUEL QUANTITY PROBE
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 11 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TIE STRAPS SECURING WIRING HARNESS TO MAIN FUEL HOSE 0 0
REMOVED
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 12 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

MAIN FUEL HOSE DISCONNECTED FROM MAIN FUEL BREAKAWAY
VALVE

0




Page 82 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 13 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
HOSE O-RINGS DISCARDED 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 14 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FUEL HOSE DISCONNECTED FROM PRIME FUEL SHUT OFF VALVE 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 15 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FUEL HOSE DISCONNECTED FROM PRIME/BOOST PUMP FUEL 0 0
BREAKAWAY VALVE

DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 16 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FUEL CELL TOP PLATE ATTACHMENT HARDWARE REMOVED 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 17 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BONDING JUMPER DISCONNECTED FROM PRESSURE REFUELING 0 0
TUBE

DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 18 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BONDING JUMPER DISCONNECTED FROM PRESSURE REFUELING 0 0
INTERCONNECT TUBE

DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 19 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
HARDWARE AND CLAMPS ATTACHING HOSE ASSEMBLIES TO 0 0

PRESSURE REFUELING

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 20 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INTERCONNECT TUBE REMOVED 0 0




Report Date: 05-Aug-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8724673
LAST MISSION:

MODEL: EH-60A
NEXT PHASE: 8339.8

Current Status A: X Current Status E:

Current Status O:

HOURS:
08-Jun-2016

Current Status W:

Page 83 of 180
To 05-Aug-2016

7619.8

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 21 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PRESSURE REFUELING INTERCONNECT TUBE DISCONNECTED FROM 0 0
UNION AT FUEL CELL INTERCONNECT BREAKAWAY VALVE (#1 CELL)
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 22 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
O-RING DISCARDED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 23 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PRESSURE REFUELING INTERCONNECT TUBE DISCONNECTED FROM 0 0
UNION AT PRESSURE REFUELING TUBE (#1 CELL)
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 24 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
O-RING DISCARDED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 25 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PRESSURE REFUELING INTERCONNECT TUBE REMOVED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 26 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FUEL QUANTITY PROBE ATTACHMENT HARDWARE REMOVED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 27 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FUEL QUANTITY PROBE REMOVED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 28 / 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

SEALING COMPOUND REMOVED FROM SCUPPER AND WIRE LINES

0




Page 84 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 29 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TIE DOWN STRAPS REMOVED FROM WIRING HARNESS 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 30 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAKAWAY THREAD REMOVED FROM WIRING HARNESS 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 31 / 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SEALING COMPOUND REMOVED FROM AROUND EDGE OF BOOS 0 0

TPUMP LONG BOLT

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 32 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BONDING JUMPER DISCONNECTED FROM FUEL BOOST PUMP 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 33 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FUEL BOOST PUMP MOUNTING HARDWARE REMOVED 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 34 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
HARDWARE ATTACHING FUEL SAMPLING TUBE TO LOWER SUPPORT 0 0
REMOVED

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 35 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WIRING FASTENERS ATTACHING LOWER SUPPORT TO BOTTOM OF 0 0

FUEL CELL UNLOCKED

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 36 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOP PLATE, LOWER SUPPORT AND ATTACHED COMPONENTS 0 0

REMOVED FROM FUEL CELL AS AN ASSEMBLY




Report Date: 05-Aug-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8724673
LAST MISSION:

MODEL: EH-60A
NEXT PHASE: 8339.8

Current Status A: X Current Status E:

Current Status O:

HOURS:

Current Status W:

08-Jun-2016

Page 85 of 180
To 05-Aug-2016

7619.8

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 37 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOP PLATE O-RING DISCARDED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 38 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
HARDWARE ATTACHING FUEL CELL COVER PANEL TO FUEL CELL 0 0
COMPARTMENT STRUCTURE REMOVED
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 39 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SUMP DRAIN VALVE ATTACHMENT HARDWARE REMOVED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 40 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SUMP DRAIN REMOVED FROM FUEL CELL 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 41 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SUMP O-RING DISCARDED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 42 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
GRAVITY FILL ADAPTER UNIT ATTACHMENT HARDWARE REMOVED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 43 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BONDING JUMPER DISCONNECTED FROM GRAVITY FILL ADAPTER 0 0
UNIT
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 44 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

GRAVITY FILL ADAPTER UNIT REMOVED FROM FUEL CELL

0




Report Date: 05-Aug-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8724673
LAST MISSION:

MODEL: EH-60A
NEXT PHASE: 8339.8

Current Status A: X Current Status E:

Current Status O:

HOURS:
08-Jun-2016

Current Status W:

Page 86 of 180
To 05-Aug-2016

7619.8

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 45 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
GRAVITY ADAPTER O-RING DISCARDED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 46 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
HRDWARE ATTACHING GRAVITY REFUELING PANEL TO FUEL CELL 0 0
RMEOVED
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 47 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
HARDWARE ATTACHING FUEL SAMPLING TUBE TO PRESSURE 0 0
REFUELING TUBE REMOVED
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 48 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PRESSURE REFUELING TUBE DISCONNECTED FROM PRESSURE 0 0
REFUELING RECEPTACLE
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 49 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TUBE O-RING DISCARDED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 50 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PRESSURE REFUELING RECEPTACLE ATTACHMENT HARDWARE 0 0
REMOVED
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 51 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BONDING JUMPER DISCONNECTED FROM PRESSURE REFUELING 0 0
RECEPTACLE
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 52 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PRESSURE REFUELING RECEPTACLE REMOVED

0




Report Date: 05-Aug-2016

Page 87 of 180

Selection Range : 01-Jan-1980 To 05-Aug-2016

OPEN FAULT REPORT

FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673
NEXT PHASE: 8339.8

HOURS: 7619.8
LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 53 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
O-RING DISCARDED 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 54 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
HARDWARE ATTACHING PRESSURE REFUELING PANEL TO FUEL CELL 0 0
REMOVED
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 55 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
HARDWARE AND BRACKETS ATTACHING FUEL SAMPLING TUBE TO 0 0
INSIDE TOP OF FUEL CELL REMOVED
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 56 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FUEL SAMPLING TUBE REMOVED 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 57 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
HARDWARE ATTACHING FUEL CELL TO COVER PANEL TO ACCESS 0 0
COVER AND TOP PLATE OPENINGS REMOVED
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 58 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INTERCONNECT BREAKAWAY VALVE RETAINING NUTS INSIDE #1 AND 0 0
#2 FUEL CELLS REMOVED
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 59 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INTERCONNECT BREAKAWAY VALVE SHIM ATTACHMENT HARDWARE 0 0
REMOVED
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 60 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INTERCONNECT BREAKAWAY VALVE SHIMS REMOVED 0 0




Report Date: 05-Aug-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8724673
LAST MISSION:

MODEL: EH-60A
NEXT PHASE: 8339.8

Current Status A: X Current Status E:

Current Status O:

HOURS:

Current Status W:

08-Jun-2016

Page 88 of 180
To 05-Aug-2016

7619.8

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 61 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INTERCONNECT BREAKAWAY VALVE REMOVED 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 62 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INTERCONNECT O-RING DISCARDED 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 63 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FUEL CELL COVER PANEL REMOVED 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 64 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FUEL CELL COMPRESSED 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 65 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FUEL CELL REMOVED FROM FUEL CELL COMPARTMENT 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 66 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FUEL CELL DUE INSPECTION 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 67 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 68 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION

0




Page 89 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 69 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FUEL CELL LINERS 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 70 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FOAM 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 29-Jun-2016 12:45PM 2005 X BW020890 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
#2 FUEL CELL REMOVED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O H 2 02 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
29-Jun-2016 1 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BOTH FUEL CELLS DUE DRAINING OF ANY REMAINING FUEL 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
29-Jun-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BOTH FUEL CELL DRAINS OPENED 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
29-Jun-2016 3 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BOTH FUEL CELLS DUE VENTING OF FUMES 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
29-Jun-2016 4 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

VENTING EQUIPMENT INSTALLED 0 0




Report Date: 05-Aug-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8724673
LAST MISSION:

MODEL: EH-60A
NEXT PHASE: 8339.8

Current Status A: X Current Status E:

Current Status O:

HOURS:
08-Jun-2016

Current Status W:

Page 90 of 180
To 05-Aug-2016

7619.8

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 5 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FRONT AND TOP FUEL CELL ENCLOSURE PANELS REMOVED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 6 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
P305 ELECTRICAL CONNECTOR DISCONNECTED FROM #2 PRME SHUT 0 0
OFF VALVE
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 7 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
P320 ELECTRICAL CONNECTOR DISCONNECTED FROM #2 FUEL 0 0
PRESSURE SWITCH
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 8 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
P323 ELECTRICAL CONNECTOR DISCONNECTED FROM J323 0 0
ELECTRICAL CONNECTOR FOR #2 FUEL BOOST PUMP
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 9 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
P308 ELECTRICAL CONNECTOR DISCONNECTED FROM J308 0 0
ELECTRICAL CONNECTOR FOR #2 FUEL QUANTITY PROBE
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 10 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TIE STRAPS SECURING WIRING HARNESS TO MAIN FUEL HOSE 0 0
REMOVED
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 11 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MAIN FUEL HOSE DISCONNECTED FROM MAIN FUEL BREAKAWAY 0 0
VALVE
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 12 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

O-RING DISCARDED

0




Report Date: 05-Aug-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8724673
LAST MISSION:

MODEL: EH-60A
NEXT PHASE: 8339.8

Current Status A: X Current Status E:

Current Status O:

HOURS:
08-Jun-2016

Current Status W:

Page 91 of 180
To 05-Aug-2016

7619.8

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 13 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FUEL HOSE DISCONNECTED FROM PRIME FUEL SHUT OFF VALVE 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 14 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FUEL CELL TOP PLATE ATTACHMENT HARDWARE REMOVED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 15 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PRESSURE REFUELING INTERCONNECT TUBE DISCONNECTED FROM 0 0
UNION AT FUEL CELL INTERCONNECT BREAKAWAY VALVE (#2 CELL)
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 16 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
O-RINGS DISCARDED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 17 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FUEL QUANTITY PROBE ATTACHMENT HARDWARE REMOVED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 18 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FUEL QUANTITY PROBE REMOVED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 19 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SEALING COMPOOUND REMOVED FROM SCUPPER AND WIRE LEADS 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 20 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TIE DOWN STRAPS REMOVED FROM WIRING HARNESS

0




Page 92 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 21 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAKAWAY THREAD REMOVED FROM WIRING HARNESS 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 22 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SEALING COMPOUND REMOVED FROM AROUND EDGES OF BOOST 0 0

PUMP LONG BOLT AND WASHER

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 23 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BONDING JUMPER DISCONNECTED FROM FUEL BOOST PUMP 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 24 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FUEL BOOST PUMP MOUNTING HARDWARE REMOVED 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 25 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
HARDWARE ATTACHING FUEL SMAPLING TUBE TO LOWER SUPPORT 0 0
REMOVED

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 26 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WING FASTENERS ATTACHING LOWER SUPPORT TO BOTTOM OF 0 0

FUEL CELL UNLOCKED

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 27 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOP PLATE LOWER SUPPORT AND ATTACHED COMPONENTS 0 0

REMOVED FROM FUEL CELL AS AN ASSEMBLY

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 28 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOP PLATE O-RING DISCARDED 0 0




Report Date: 05-Aug-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8724673
LAST MISSION:

MODEL: EH-60A
NEXT PHASE: 8339.8

Current Status A: X Current Status E:

Current Status O:

HOURS:

Current Status W:

08-Jun-2016

Page 93 of 180
To 05-Aug-2016

7619.8

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 29 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
HARDWARE ATTACHING FUEL CEL COVER PANEL TO FUEL CELL 0 0
COMPARTMENT STRUTCTURE REMOVED
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 30 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SUMP DRAIN VALVE ATTACHMENT HARDWARE REMOVED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 31 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SUMP DRAIN REMOVED FROM FUEL CELL 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 32 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SUMP O-RING DISCARDED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 33 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
GRAVITY FILL ADAPTER UNIT ATTACHMENT HARDWARE REMOVED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 34 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BONDING JUMPER DISCONNECTED FROM GRAVITY FILL ADAPTER 0 0
UNIT
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 35 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
GRAVITY FILL ADAPTER UNIT REMOVED FROM FUEL CELL 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 36 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

GRAVITY ADAPTER O-RING DISCARDED

0




Report Date: 05-Aug-2016

Page 94 of 180

Selection Range : 01-Jan-1980 To 05-Aug-2016

OPEN FAULT REPORT

FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673
NEXT PHASE: 8339.8

LAST MISSION:
Current Status O:

HOURS: 7619.8

08-Jun-2016
Current Status A: X

Current Status E:

DATE SEQNO STATUS

Current Status W:
29-Jun-2016 37

wuc ACTION TAKEN
X 02

FAULT WRITE-UP:

TIPID TI_MMH PID MMH TYPE
HARDWARE ATTACHING GRAVITY REFUELING PANEL TO FUEL CELL 0
REMOVED

DATE SEQNO STATUS

wuc
29-Jun-2016 38

X 02

ACTION TAKEN

FAULT WRITE-UP:

TIPID TI_MMH PID MMH TYPE
HARDWARE AND BRACKETS ATTACHING FUEL SAMPLING TUBE TO 0
INSIDE TOP OF FUEL CELL REMOVED

DATE SEQNO STATUS

wuc
29-Jun-2016 39

X 02

ACTION TAKEN

FAULT WRITE-UP:

TIPID TI_MMH PID
FUEL SAMPLING TUBE REMOVED

MMH TYPE
0

DATE SEQNO STATUS

wuc
29-Jun-2016 40

X 02

ACTION TAKEN

FAULT WRITE-UP:

TIPID TI_MMH PID MMH TYPE
HARDWARE ATTACHING FUEL CELL TO COVER PANEL AT ACCESS 0
COVER AND TOP PLATE OPENINGS REMOVED

DATE SEQNO STATUS

wuc
29-Jun-2016 41

X 02

ACTION TAKEN

FAULT WRITE-UP:

TIPID TI_MMH PID
INTERCONNECT BREAKAWAY VALVE RETAINING NUTS INSIDE #1 AND
#2 CELLS REMOVED

MMH TYPE
0

DATE SEQNO STATUS

wuc
29-Jun-2016 42

X 02

ACTION TAKEN

FAULT WRITE-UP:

TIPID TI_MMH PID MMH TYPE
INTERCONNECT BREAKAWAY VALVE SHIM ATTACHMENT HARDWARE 0
REMOVED

DATE SEQNO STATUS

wucC
29-Jun-2016 43

X 02

ACTION TAKEN

FAULT WRITE-UP:

TIPID TI_MMH
INTERCONNECT BREAKAWAY VALVE SHIMS REMOVED

PID MMH TYPE
0

DATE SEQNO STATUS

wuc
29-Jun-2016 44

X 02

ACTION TAKEN

FAULT WRITE-UP:

TIPID TI_MMH
INTERCONNECT BREAKAWAY VALVE REMOVED

PID MMH TYPE
0




Page 95 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 45 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INTERCONNECT O-RINGS DISCARDED 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 46 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FUEL CELL COVER PANEL REMOVED 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 47 / 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FUEL CELL COMPRESSED 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 48 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FUEL CELL REMOVED FROM FUEL CELL COMPARTMENT 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 49 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PRESSURE REFUELING PORT COVER PLATE ATTACHMENT 0 0

HARDWARE REMOVED (#2 CELL)

DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 50 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PRESSURE REFUELING PORT COVER PLATE REMOVED (#2 CELL) 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 51 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FUEL CELL INSPECTION DUE 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
29-Jun-2016 52 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSPECTION OF WORK AREA DUE 0 0




Page 96 of 180

Report Date: To 05-Aug-2016

05-Aug-2016 Selection Range : 01-Jan-1980

OPEN FAULT REPORT
FOR: K08DD2

MODEL: EH-60A
NEXT PHASE: 8339.8

Current Status A: X Current Status E:

SERIAL NUMBER: 8724673
LAST MISSION:

Current Status O:

HOURS:

Current Status W:

08-Jun-2016

7619.8

DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 53 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 54 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FUEL CELL LINERS 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jun-2016 55 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FOAM 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Jul-2016  10:53 AM 1001 X DB015270 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
FWD PRIMARY SERVO LEAKING
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 07 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2016 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT 2 EACH QD'S FROM BACK UP PUMP 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT 2 EACH QD'S FROM #1 HYDRAYLIC PUMP 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2016 3 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECT 2 EACH QD'S FRFOM #2 HYDRAULIC PUMP

0




Report Date: 05-Aug-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8724673
LAST MISSION:

MODEL: EH-60A
NEXT PHASE: 8339.8

Current Status A: X Current Status E:

Current Status O:

HOURS:
08-Jun-2016

Current Status W:

Page 97 of 180
To 05-Aug-2016

7619.8

DATE SEQ NO STATUS wuc ACTION TAKEN
01-Jul-2016 4 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
2 EACH ELECTRICAL CONNECTORS DISCONNECTED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Jul-2016 5 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT PRIMARY CONTROL ROD SPHERICAL BEARING FOR WEAR 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Jul-2016 6 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT PRIMARY CONTROL ROD FROM SERVO 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Jul-2016 7 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT MIXER CONTROL ROD FROM SERVO LEVER 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Jul-2016 8 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MEASURE & RECORD EXPOSED PORTION OF SERVO PISTON TO 0 0
NEAREST 1/64 INCH
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Jul-2016 9 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE SAFETY FROM MOUNT BOLTS 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Jul-2016 10 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE MOUNT BOLTS 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
01-Jul-2016 11 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE SERVO

0




Report Date: 05-Aug-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673

NEXT PHASE: 83398
Current Status A: X Current Status E:

LAST MISSION:

Current Status O:

HOURS:

Current Status W:

08-Jun-2016

Page 98 of 180

To 05-Aug-2016

7619.8

DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2016 12 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAKAWAY TORQUE CHECK DUE ON SERVO MOUNT BARREL NUTS 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2016 13 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
01-Jul-2016 14 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 05-Jul-2016  6:55 AM 3003 X BWO020890 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
CENTER WALL BETWEEN FUEL CELLS CRACKED ON TOP
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jul-2016 1 X 00 REPLACED NUT PLATES
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
4 EANUT PLATES REMOVED RD014326 0.3 1.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jul-2016 2 - 00 INVENTORY COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE FOR S/M 0 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Jul-2016 3 - 00 CHECK COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE FOR S/M 0 0.5 F




Page 99 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016

OPEN FAULT REPORT

FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Jul-2016 410 PM 1001 X WJ022169 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED PILOTS COCKPIT DOOR
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 06-Jul-2016  4:06 PM 3001 X JS021107 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED RH ESSS PLATFORM (NIIN 1560-01-219-6812) FOR
CONTROLLED EXCHANGE TO AIRCRAFT 87-24613: DOR
W91AL361800113.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 1 02 F 0
DELAY
DOR W91AL361800113
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Jul-2016  6:38 PM 3002 X KB021733  7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
R/H ESSS FAIRING REMOVED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY




Page 100 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 07-Jul-2016  1:16 PM 1 X 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A115 - LUBE REQUIRMENTS (ESM ONLY). Was Due at: 01-Jul-
2016 or 7640.7 Hours. Upgrade to Red X Status on 05-Jul-2016 or
7642.7 Hours

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o o} 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Jul-2016  8:38 AM 1001 X CM021285 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

OIL COOLER REMOVED FOR XFER TO AC 8724672 FAN ASSY SN#
12910037 D/S SN# WG30057-00087.

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 08-Jul-2016  9:13PM 1002 X MS027957  7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED AFT PRIMARY SERVO S/N B303-03561B FOR A/C
8223754.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0

DELAY




Report Date: 05-Aug-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

Page 101 of 180
To 05-Aug-2016

FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Jul-2016  9:19PM 1003 X MS027957 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
TEMP INSTALLED AFT PRIMARY SERVO S/N B303-10388 FROM
AIRCRAFT 8223754.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 11-Jul-2016  4:58 PM 1001 X WJ022169 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
PILOTS CYCLIC BOOT TEMP INSTALLED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Jul-2016  4:59 PM 1002 X WJ022169 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
PILOTS KICK PANEL TEMP INSTALLED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0

DELAY




Page 102 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016

OPEN FAULT REPORT
FOR: K08DD2

MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Jul-2016  5:00 PM 1003 X WJ022169 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
CO PILOTS YAW PEDAL BOOTS TEMP INSTALLED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 11-Jul-2016  5:01 PM 1004 X WJ022169 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
CO PILOTS CYCLIC BOOT TEMP INSTALLED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Jul-2016  5:03PM 1005 X WJ022169 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
CO PILOTS COLLECTIVE BOOT TEMP INSTALLED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Jul-2016  5:04 PM 1006 X WJ022169 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
CO PILOTS FLOOR PANELS TEMP INSTALLED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY




Page 103 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Jul-2016  5:06 PM 1007 X WJ022169 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
CO PILOTS FWD AND AFT LEVER BELLCRANK TEMP INSTALLED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 11-Jul-2016  5:07 PM 1008 X WJ022169 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
CO PILOTS LATERAL BELLCRANK TEMP INSTALLED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Jul-2016  5:07 PM 1009 X WJ022169 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
CO PILOTS YAW LEVER TEMP INSTALLED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY




Page 104 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Jul-2016  6:24 AM 3001 X RD014326 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
FUEL CELL FLOOR STRINGER 2ND AFT HAS 4 BOLTS LOOSE FOR
S/M MAINTENCE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 11-Jul-2016  8:14 AM 3002 X MP015136  7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
C/P VERTICAL GYRO TEMPORARILY INSTALLED.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 5 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Jul-2016  8:15 AM 3003 X MP015136  7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
KIT 1A MOUNT TEMPORARILY INSTALLED.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 4 02 F 0
DELAY




Page 105 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016

OPEN FAULT REPORT
FOR: K08DD2

MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Jul-2016  8:16 AM 3004 X MP015136 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
HUD SDC MOUNT TEMPORARILY INSTALLED.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 4 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 11-Jul-2016  8:16 AM 3005 X MP015136 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
HUD SDC TEMPORARILY INSTALLED.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 5 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Jul-2016  8:16 AM 3006 X MP015136  7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
CIS PROCESSOR MOUNT TEMPORARILY INSTALLED.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 5 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Jul-2016  8:17 AM 3007 X MP015136 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
CIS PROCESSOR TEMPORARILY INSTALLED.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 5 02 F 0
DELAY




Page 106 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016

OPEN FAULT REPORT
FOR: K08DD2

MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Jul-2016  9:15AM 3008 X MP015136 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
C/P OAT GAUGE TEMPORARILY INSTALLED.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 5 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 11-Jul-2016  9:16 AM 3009 X MP015136 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
L/H HOMING ANTENNA TEMPORARILY INSTALLED.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 5 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Jul-2016  9:16 AM 3010 X MP015136  7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
R/H HOMING ANTENNA TEMPORARILY INSTALLED.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 5 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Jul-2016  4:10 PM 3011 X JJ022050 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
CARGO HOOK DOOR TEMP INSTALLED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY




Page 107 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Jul-2016 4:11 PM 3012 X JJ022050 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
MISSION OPERATORS SEAT TEMP INSTALLED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 11-Jul-2016  12:26 PM 4001 X JS020268 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED R/S HIRSS AFT PANEL TO FOM .
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Jul-2016 1 X 02 INSTALLED HARDWARE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE . RD014326 0.3 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Jul-2016 2 X 02 INSTALLED PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PANEL . RD014326 0.3 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Jul-2016 3 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE . 0 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
11-Jul-2016 4 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE . 0 0.2 F




Page 108 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Jul-2016  12:29 PM 4002 X JS020268 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED R/S HIRSS AFT FAIRING TO FOM .
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
11-Jul-2016 1 X 02 INSTALLLED HARDWARE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM FAIRING . RD014326 0.3 0.4 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
11-Jul-2016 2 X 02 INSTALLED FAIRING .
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FAIRING . RD014326 0.3 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
11-Jul-2016 3 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVNETORY DUE . 0 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
11-Jul-2016 4 X 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE .

RD014326 0.3 0.2 F
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Selection Range : 01-Jan-1980 To 05-Aug-2016

Report Date: 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jul-2016  7:59 AM 1001 X CM021285 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
TEMP INSTALLED SERVO ASSY SN# B303-00838 IN THE FORWARD
POSITION FOR SHIPMENT OF AIRCRAFT. SERVO IS WRITTEN UP
AS LEAKING.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 12-Jul-2016  8:01 AM 1002 X CM021285 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
MAIN ROTOR DEICE DISTRIBUTOR WIRING HARNESS
DISCONNECTED IN CABIN
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jul-2016  1:23PM 1003 X RD014326 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED MAIN MODULE WRAP AROUND COWLING
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 H 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jul-2016 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MAIN MODULE WRAP AROUND COWLING FORWARD ATTACHING 0 0
HARDWARE REMOVED
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jul-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BRACK RODS DISCONNECTED FROM COWLING 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jul-2016 3 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SAFETIES REMOVED FROM COWLING TO INPUT MODULE SUPPORT 0 0

ATTACHING HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
12-Jul-2016 4 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COWLING TO INPUT MODULE SUPPORT ATTACHING HARDWARE 0 0
REMOVED
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Jul-2016 5 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
HEATER HOSE DISCONNECTED AT COUPLINGS 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Jul-2016 6 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COWLING AFT ATTACHING HARDWARE REMOVED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Jul-2016 7 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ESSS AIR LINE ADEL CLAMPS REMOVED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Jul-2016 8 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ESSS AIR LINES DISCONNECTED FROM COWLING 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
12-Jul-2016 9 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LDS CABLES DISCONNECTED FROM COWLING 0 0
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jul-2016 10 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
HORSE SHOE COWLING REMOVED 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jul-2016 11 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SPLICE COWLINGS REMOVED 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jul-2016 12 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MAIN MODULE WRAP AROUND COWLING REMOVED 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jul-2016 13 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Jul-2016 14 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jul-2016  7:00 PM 1004 X WJ022169 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
NOSE VIBE TEMP INSTALLED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jul-2016  7:01 PM 1005 X WJ022169 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
GLIDE SLOPE FAIRING TEMP INSTALLED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 12-Jul-2016  7:01 PM 1006 X WJ022169 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
CO PILOTS CHIN BUBBLE TEMP INSTALLED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jul-2016 5:43 AM 2001 X CM021285 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
FUEL CELLS AND ASSOCIATED PLUMBING TEMP INSTALLED FOR
SHIPMENT.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 10 F 0
DELAY
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jul-2016  7:51 AM 4001 X CM021285 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
#1 ENGINE TEMP INSTALLED FOR SHIPMENT
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 04A05C F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 12-Jul-2016  7:52 AM 4002 X CM021285 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
#2 ENGINE TEMP INSTALLED FOR SHIPMENT
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 04 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jul-2016  7:54 AM 4003 X CM021285 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
#2 ENGINE HAS BROKEN STUD ON EXHAUST CONE MOUNTING
FACE AS MARKED IN RED. EXHAUST CONE TEMP INSTALLED FOR
SHIPMENT
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 04 F 0
DELAY




Page 114 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Jul-2016  8:30 AM 1002 X JJ012575 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
APU S/N: SP-E041069 COMPRESSOR SEAL LEAKING
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 15 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 13-Jul-2016  8:56 AM 1003 X CM021285 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

APU SN# SPE041069 AND ASSCOIATED PLUMBING TEMP
INSTALLED FOR SHIPMENT.

WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 15 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Jul-2016  8:58 AM 1004 X~ CM021285 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
APU SN# SPE041069 DUE 720HR PHASE INSP.
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 15 F 0

DELAY
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016

OPEN FAULT REPORT
FOR: K08DD2

MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Jul-2016  2:46 PM 1005 X KB021733 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
GLARESHIELD TEMP INSTALLED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 13-Jul-2016  2:45PM 3001 X JJ022050 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
CABIN UPPER SOUNDPROOFING TEMP INSTALLED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Jul-2016  2:46 PM 3002 X JJ022050 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
R/H CABIN BROOM CLOSET TEMP INSTALLED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Jul-2016  2:47 PM 3003 X JJ022050 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
L/H CABIN BROOM CLOSET TEMP INSTALLED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY




Report Date: 05-Aug-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

Page 116 of 180
To 05-Aug-2016

FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Jul-2016  2:51 PM 3004 X JJ022050 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
CO-PILOTS AFT KICK PANEL IN CABIN TEMP INSTALLED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 13-Jul-2016  6:49 PM 4001 X JJ022050 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
TEMP INSTALLED OIL COOLER DOORS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Jul-2016  6:50 PM 4002 X JJ022050 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
TEMP INSTALLED DOG HOUSE FAIRING
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Jul-2016  6:51 PM 4003 X JJ022050 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
TEMP INSTALLED Y-FAIRING
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0

DELAY
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016

OPEN FAULT REPORT

FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Jul-2016  8:10 AM 1001 X CM021285 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
4 EA DAMPNERS TEMP INSTALLED FOR SHIPMENT
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 14-Jul-2016  8:11 AM 1002 X CM021285 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
M/R PYLON FAIRINGS TEMP INSTALLED FOR SHIPPING
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Jul-2016  8:15AM 1003 X CM021285 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
720HR PHASE NOT COMPLETED DUE TO EXTENSIVE REPAIRS
NEEDED ON AIRFRAME. THE PHASE GUIDE WAS SIGNED OFF TO
FACILITATE THE "ROLLING" OF THE PHASE BOOKS INTO THE
AIRCRAFT LOG BOOK.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY




Page 118 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Jul-2016  8:39 AM 1004 X CM021285 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
#1 AND #2 ENGINE INLET FAIRINGS TEMP INSTALLED FOR
SHIPMENT
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 04 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Jul-2016  11:19 AM 1 X CM021285 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
R/H COCKPIT DOOR TEMP INSTALLED. XFERED FROM A/C#
8724659
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Jul-2016  9:28 AM 1 X JW012665 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
R/H MLG STRUT REMOVED FOR ACFT 4475
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 03A01A F 0
DELAY

13-2s to Follow

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Jul-2016 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMEOVED UPPER ESSS CAP FAIRING HARDWARE 0 0




Report Date: 05-Aug-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8724673
LAST MISSION:

MODEL: EH-60A
NEXT PHASE: 8339.8

Current Status A: X Current Status E:

Current Status O:

Page 119 of 180
To 05-Aug-2016

HOURS:
08-Jun-2016

7619.8

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Jul-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER ESSS CAP FAIRING 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Jul-2016 3 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOWER MAIN LANDING GEAR FAIRING HARDWARE 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Jul-2016 4 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOWER MAIN LANDING GEAR FAIRING 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Jul-2016 5 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STEP ACCESS PANEL HARDWARE 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Jul-2016 6 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STEP ACCESS PANEL 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Jul-2016 7 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STRUT UPPER STAGE VALVE CAP 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Jul-2016 8 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STRUT LOWER STAGE VALVE CAP 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Jul-2016 9 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED STRUT UPPER STAGE AIR VALVE LOCK NUT 0 0




Page 120 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Jul-2016 10 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED STRUT LOWER STAGE AIR VALVE LOCK NUT 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Jul-2016 11 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DESERVICED STRUT UPPER STAGE NITROGEN CHARGE 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Jul-2016 12 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STRUT UPPER MOUNT BOLT COTTER PIN 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Jul-2016 13 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STRUT UPPER MOUNTING HARDWARE 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Jul-2016 14 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STRUT LOWER MOUNT BOLT COTTER PIN 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Jul-2016 15 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STRUT LOWER MOUNTING HARDWARE 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Jul-2016 16 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED MAIN LANDING GEAR SHOCK STRUT 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Jul-2016 17 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
STRUT UPPER FUSELAGE FITTING ASSEMBLY SPHERICAL BEARING 0 0

RADIAL AND AXIAL PLAY CHECK DUE
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Jul-2016 18 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AIR VALVE LEAK CHECK DUE 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Jul-2016 19 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOLLOW ON MAINTENANCE DUE 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Jul-2016 20 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Jul-2016 21 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CNTROL INVENTORY DUE AFTER TASK COMPLETION 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Jul-2016  12:48 PM 2 X RB013078 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED ENGINE AIR INLET FOR AIRCRAFT 1420660
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 04A11A F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 19-Jul-2016  3:15PM 3 X BC013939 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
LATERAL PRIMARY SERVO SN# B303-03181B REMOVED AND
LATERALLY TRANSFERED TO AC# 8624574
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 1" F 0
DELAY
NO DOR REQUIRED AIRCRAFT TO BE DEMILLED

13-2s to Follow




Page 122 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Jul-2016 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT 2 EACH QD'S FROM BACK UP PUMP 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Jul-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT 2 EACH QD'S FROM #1 HYDRAYLIC PUMP 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Jul-2016 3 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT 2 EACH QD'S FRFOM #2 HYDRAULIC PUMP 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Jul-2016 4 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
2 EACH ELECTRICAL CONNECTORS DISCONNECTED 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Jul-2016 5 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT PRIMARY CONTROL ROD SPHERICAL BEARING FOR WEAR 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Jul-2016 6 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT PRIMARY CONTROL ROD FROM SERVO 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Jul-2016 7 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT MIXER CONTROL ROD FROM SERVO LEVER 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
19-Jul-2016 8 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MEASURE & RECORD EXPOSED PORTION OF SERVO PISTON TO 0 0

NEAREST 1/64 INCH




Report Date: 05-Aug-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8724673

MODEL: EH-60A
NEXT PHASE: 8339.8

Current Status A: X Current Status E:

LAST MISSION:
Current Status O:

HOURS:

08-Jun-2016

Page 123 of 180

To 05-Aug-2016

7619.8

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
19-Jul-2016 9 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE SAFETY FROM MOUNT BOLTS 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
19-Jul-2016 10 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE MOUNT BOLTS 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
19-Jul-2016 11 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE SERVO 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
19-Jul-2016 12 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BREAKAWAY TORQUE CHECK DUE ON SERVO MOUNT BARREL NUTS 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
19-Jul-2016 13 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
19-Jul-2016 14 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Jul-2016  3:26 PM 4 X BC013939 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
KNOWN BAD PRIMARY SERVO SN# B303-07943 TEMP INSTALLED
IN LATERAL PRIMARY SERVO POSITION, AND LATERALLY
TRANSFERED FROM AC# 8624574
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 1" F 0
DELAY

NO DOR REQUIRED AIRCRAFT TO BE DEMILLED




Report Date: 05-Aug-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT
FOR: K08DD2

Page 124 of 180
To 05-Aug-2016

MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Jul-2016  6:34 AM 1 X JB020649 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED APU FOR A/C 4471
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 15 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jul-2016 1 / 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PRESERVE APU 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jul-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LEFT HAND APU COMPARTMENT DOOR 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jul-2016 3 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APU RIGHT HAND APU COMPARTMENT DOOR 0 0
DATE SEQ NO STATUS WucC ACTION TAKEN
21-Jul-2016 4 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DUMPED APU ACCUMULATOR PRESSURE 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Jul-2016 5 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CLAMP HOLDING GENERATOR WIRING HARNESS TO 0 0
AIRFRAME
DATE SEQ NO STATUS WucC ACTION TAKEN
21-Jul-2016 6 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ELECTRICAL CONNECTOR (P414) DISCONNECTED FROM FIRE 0 0

DETECTOR ON APU REAR PANEL




Report Date: 05-Aug-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8724673
LAST MISSION:

MODEL: EH-60A
NEXT PHASE: 8339.8

Current Status A: X Current Status E:

Current Status O:

HOURS:
08-Jun-2016

Current Status W:

Page 125 of 180
To 05-Aug-2016

7619.8

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Jul-2016 7 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
STUD FASTENERS LOOSENED IN APU UPPER FUEL CONTROL COVER 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Jul-2016 8 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
APU UPPER FUEL CONTROL COVER REMOVED 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Jul-2016 9 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BONDING JUMPER FROM FUEL INLET HOSE 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Jul-2016 10 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
APU FUEL DRAIN HOSE DISCONNECTED AT FUEL CONTROL BOX 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Jul-2016 11 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
APU MAIN FUEL INLET HOSE DISCONNECTED AT FUEL CONTROL BOX 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Jul-2016 12 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
APU GEARBOX VENT HOSE DISCONNECTED AT GEARBOX 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Jul-2016 13 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
APU COMPARTMENT DRAIN HOSE DISCONNECTED AT SHROUD 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Jul-2016 14 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

APU COMBUSTOR DRAIN HOSE DISCONNECTED

0




Page 126 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jul-2016 15 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
APU FIRE EXTINGUISHER HOSE DISCONNECTED AT SHROUD 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jul-2016 16 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
APU HYDRAULIC START MOTOR MOUNT NUTS AND WASHERS 0 0
REMOVED

DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jul-2016 17 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
P252 ELECTRICAL CONNECTOR DISCONNECTED FROM APU 0 0
GENERATOR

DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jul-2016 18 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
P279 ELECTRICAL CONNECTOR DISCONNECTED FROM APU 0 0
GENERATOR

DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jul-2016 19 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
P289 ELECTRICAL CONNECTOR DISCONNECTED FROM APU 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jul-2016 20 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
(9EACH) SCREWS AND WASHERS HOLDING APU EXHAUST DUCT TO 0 0

REAP PANEL REMOVED

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Jul-2016 21 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
(3 EACH) BOLTS AND SADDLE WASHERS HOLDING APU EXHAUST 0 0

DUCGT TO AIRFRAME FAIRING REMOVED

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Jul-2016 22 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CLAMP ATTACHING CHECK VALVE TO PNEUMATIC TUBE AT APU 0 0

FRONT PANEL HALF FIREWALL REMOVED




Report Date: 05-Aug-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8724673
LAST MISSION:

MODEL: EH-60A
NEXT PHASE: 8339.8

Current Status A: X Current Status E:

Current Status O:

HOURS:
08-Jun-2016

Current Status W:

Page 127 of 180
To 05-Aug-2016

7619.8

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Jul-2016 23 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FASTENER STUDS SECURING APU SHROUD ASSEMBLY PANELS TO 0 0
EXHAUST FIREWALL LOOSENED
DATE SEQ NO STATUS wuc ACTION TAKEN
21-Jul-2016 24 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
APU RIGHT HAND MOUNT BOLT SECURING MOUNT LUG TO SUPPORT 0 0
REMOVED
DATE SEQ NO STATUS wuc ACTION TAKEN
21-Jul-2016 25 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
APU LEFT HAND MOUNT BOLT SECURING MOUNT LUG TO MOUNT 0 0
SUPPORT REMOVED
DATE SEQ NO STATUS wuc ACTION TAKEN
21-Jul-2016 26 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
APU GENERATOR WIRES DISCONNECTED AT GENERATOR 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
21-Jul-2016 27 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
APU REMOVED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
21-Jul-2016 28 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RECORD THE METER READING OF THE RMEOVED AND INCLUDE ON 0 0
THE PARTS CHANGE SLIP
DATE SEQ NO STATUS wuc ACTION TAKEN
21-Jul-2016 29 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RECORD THE METER READING OF THE APU INSTALLED AND INCLUDE 0 0
ON THE PARTS CHANGE SLIP
DATE SEQ NO STATUS wuc ACTION TAKEN
21-Jul-2016 30 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOLLOW ON MAINTENANCE DUE

0




Page 128 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jul-2016 31 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD AND TOOL INSPECTION DUE 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 25-Jul-2016 9:11 AM 1 X DO014052 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

ROLL TRIM SERVO S/N: B332-02666 REMOVED FOR CONTROLLED
EXCHANGE TO ACFT 9026265

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0

K G 2 02 F 0

DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
25-Jul-2016 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD 4EA MOUNTING BOLTS AND HARDWARE FROM ROLL TRIM 0 0
ACTUATOR
DATE SEQNO STATUS wucC ACTION TAKEN
25-Jul-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COTTER PIN FROM ROLL TRIM SERVO CRANK ARM BOLT 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
25-Jul-2016 3 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BOLT AND HARDWARE FROM ROLL TRIM SERVO CRANK ARM 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
25-Jul-2016 4 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CONTROL INVENTORY AND FOD INSP DUE 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
25-Jul-2016 5 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED ELECTRICAL CONNECTOR P465R FROM SERVO 0 0




Page 129 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 25-Jul-2016  9:53 AM 2 X DO014052 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
BAD ROLL TRIM ACTUATOR S/N: A3001 TEMP INSTALLED IN ACFT
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 25-Jul-2016  10:55 AM 3 X AG014428 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED BFT DAGGER FOR ACFT TRANSPORT.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 19 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Jul-2016  3:30 PM 1 X PO015179 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
RIGHTSIDE ESSS PLATFORM TEMPORARY INSTALLED FOR
SHIPPING
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 02A F 0
DELAY




Page 130 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 04-Aug-2016 1:37PM 2 X 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A298 - LUBE TAIL WHEEL BEARING (ESM ONLY). Was Due at:
20-May-2016 or 7624 Hours. Upgrade to Red X Status on 20-Jun-2016 or

7629 Hours
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 03BO3A F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 04-Aug-2016 1:37 PM 3 X 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A534 - FIRST AID KIT INSPECTION. Was Due at: 30-Jun-2016.
Upgrade to Red X Status on 31-Jul-2016

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 17A F 0

DELAY




Report Date: 05-Aug-2016

Page 131 of 180

Selection Range : 01-Jan-1980 To 05-Aug-2016

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8724673

MODEL: EH-60A
NEXT PHASE: 8339.8

Current Status A: X Current Status E:

HOURS:
08-Jun-2016

7619.8
LAST MISSION:

Current Status O: Current Status W:

DISCOVERY
SYSTEM

CODE DATE / TIME NO STATUS PID
A 04-Aug-2016  1:40 PM 4 X

HOURS
7619.8

FAULT WRITE-UP:

REMARK/NOTICE TO BUYER: PRIOR TO DELIVERY OF THE
AIRCRAFT TO THE BUYER THE FOLLOWING ITEMS WILL BE
REMOVED FROM THE AIRCRAFT AT THE DIRECTION OF THE US
GOVERNMENT; TO INCLUDE BUT NOT LIMITED TO: CMWS
JUNCTION BOX; SA-26669/ALE-47 (V) CMWS SEQUENCER,;
SENSOR ELECTRO-OPTIC MISSLE CM-SU-202/AAR-57 (V); DIGITAL
COCKPIT DISPLAY UNIT (CMWS); SAFE/ARM CONTROL PANEL
(CMWS); CMWS RELAY BOX; MEMORY CARD PMCIA (UDM) MU-
1126/AAR-57(V) (CMWS); RECEIVER/TRANSMITTER, RT-1477/ARC-
201; CONTROL, C-11466A/ARC-201; KY-58(3EA); KY-58 CONTROL
HEAD (3EA); KY-100 AIRTERM; ARC-220/AMP; ARC-220 RT; ARC-
220 CONTROL HEAD; AN/AVS-7 B-KIT CONTROL HEAD; AN/AVS-7 B
-KIT SDC HUD; UHF RDO-XMTR RT-1518C/ARC-164 HAVEQUICK;
NAV DOPPLER/GPS AN/ASN-128B/D; CARGO HOOK, CARTRIDGE
EXPLOSIVE (SQUIB); 12 POINT ICS MODULE; AUX FUEL QUAN
CONTROL HEAD; AN/PSN-14(A) DAGR (BFT); TRANSPONDER
AN/APX 118 OR 123; MCU COOLING GARMENTS AND HOSES;
MICRO COOLING UNIT; APR 39 UDM CARD; APR 39 PROCESSOR;
APR 39 JUNCTION BOX; APR 39 DISPLAY; APR 39 CONTROL
HEAD; PINTLE MOUNT ASSY-L/H; PINTLE MOUNT ASSY-R/H;
M240/M60 MACHINE GUN MOUNT RHS; M240/M60 MACHINE GUN
MOUNT LHS; AUX FUEL QUANTITY CONTROL HEAD; FLIR
MONITORS-AVALAX DISPLAY AND MOUNTING HARDWARE; IVHMU;
CONTROL DISPLAY UNIT (IVHMS) 10150-0204; AM-7189 FM
AMPLIFIER; ARC-231 R/T; ARC 231 AMP; BFT PALLET WITH DAGR
AN/PSN-14(A); INTERFACE UNIT, DATA (IVHMS) 30201-0501.

WHEN HOW MAL MAINT DEFERRED
DISC REC EFF TYPE DAYS
o G 2 00 F 0

wuc

DELAY

CORRECTION

HOURS ROUNDS ACTCODE WwWuC
0 0

DATE / TIME

ACTION TAKEN:

TIPID MMH PID MMH TYPE

DISCOVERY

DATE / TIME NO STATUS PID
3:46 AM 10 ® AT015558

SYSTEM
CODE

A 22-Sep-2011

HOURS
5859.4

FAULT WRITE-UP:

ACFT REST FROM FUELED ERFS OPS IAW UH-60-01-04 (TB 1-1520-
237-20-225). (ORIGINAL FAULT DATE: 05 JAN 01)

WHEN HOwW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
O G 2 10 O 0

DELAY
UH-60-01-04 (TB 1-1520-237-20-225)

CORRECTION

HOURS ROUNDS ACTCODE WUC
0 0

DATE / TIME

ACTION TAKEN:

TIPID MMH PID MMH TYPE



HlavacBJ
Highlight


Page 132 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 05-Nov-2013 4:06 PM 1003 ® RM020298 6904 0 0
FAULT WRITE-UP: ACTION TAKEN:

PILOTS ARMORED WINGS REMOVED ACFT RESTRICTED FROM
FLIGHT INTO KNOWN HOSTILE ENVIRONMENT(TRANSCRIBED
FROM ULLS-A(E) PHASE: WOU92A3291002 ON NOV 8 2013 8:24AM)

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
MT152290001
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 05-Nov-2013 4:07 PM 1004 ® RM020298 6904 0 0
FAULT WRITE-UP: ACTION TAKEN:

CO PILOTS ARMORED WINGS REMOVED ACFT RESTRICTED FROM
FLIGHT INTO KNOWN HOSTILE ENVIRONMENT(TRANSCRIBED
FROM ULLS-A(E) PHASE: W0U92A3291002 ON NOV 8 2013 8:24AM)

WHEN HOow MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
MT152290002
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Oct-2014  5:30 PM 5 ® PWO015674  7268.2 0 0
FAULT WRITE-UP: ACTION TAKEN:

ACFT BEING OPERATED IAW MEC F189394 FOR REPAIR OF T/W
YOKE T/W PIN BUSHING BORE. YOKE TO BE REMOVED BEFORE
TRANSFER TO ANOTHER UNIT. S/N STI-1898

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0

K G 2 03 F 0

DELAY

MEC F189394




Page 133 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 31-Oct-2014 11:02 PM 3 ® COMGEN 7268.2 0 0
FAULT WRITE-UP: ACTION TAKEN:
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN
AWR 1455 R5, DATED 28 OCT 14 (BATTELLE CAUTION ADVISORY
PANEL)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 G 1 02 F 0
DELAY
AWR 1455
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 07-Nov-2014 12:15 PM 1 ® COMGEN 7268.2 0 0
FAULT WRITE-UP: ACTION TAKEN:
OPERATE IAW AWR 1153 R9 DATED 5 NOV 14 (JP-8+100 & F24+100 )
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 G 1 02 F 0
DELAY
AWR 1153
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Feb-2015  1:39 AM 1 ® 7268.2 0 0
FAULT WRITE-UP: ACTION TAKEN:
MAINTAIN AIRCRAFT AS PRESCRIBED IN AWR 1220 R10, DATE 26
JAN 15 (ENHANCED SCHEDULED MAINTENANCE)
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 G 2 02 F 0
DELAY
AWR 1220




Page 134 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 02-Apr-2015 1:08 AM 1 ® 7268.2 0 0
FAULT WRITE-UP: ACTION TAKEN:

WHEN FLYING WITH ANVIS AN/AVS-6 SERIES NVGS, OPERATE IAW
AWR 1750 R3, DATED 31 MAR 15 (AN/AVS-6 SERIES NIGHT VISION

GOGGLES)
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o G 2 02 F 0
DELAY
AWR 1750
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Apr-2015  1:22 AM 1 ® 7268.2 0 0
FAULT WRITE-UP: ACTION TAKEN:

OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN
AWR 1753 R5, DATED 30 JAN 15 (NAVIGATION SYSTEM AN/ASN-

128B/D)

WHEN HOow MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0

o G 2 02 F 0

DELAY

AWR 1753

DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Oct-2015 12:01 AM 1 ® 7354.4 0 0
FAULT WRITE-UP: ACTION TAKEN:

OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN
AWR 1965 R1 DTD 16 SEP 15 (APPLE I-PAD DEVICES)

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0

o G 2 02 F 0

DELAY

AWR 1965




Page 135 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 05-Nov-2015 9:30 AM 7 ® RE014967 7391.5 0 0
FAULT WRITE-UP: ACTION TAKEN:

ACFTR RESTRICTED FROM ANCHOR POINT USE AT CENTER
FLOORBOARD. ONE ANCHOR POINT (INBD FWD) NOT INSTALLED.

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 02B05 F 0
DELAY
MT153270008
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Dec-2015 1:06 PM 1 ® CL012819 73925 0 0
FAULT WRITE-UP: ACTION TAKEN:

ACFT RESTRICTED FROM FLYING INTO KNOWN ICING CONDITIONS
DUE TO RED, YELLOW AND BLUE MAIN ROTOR DEICE HARNESSES
FAIL RESISTANCE CHECKS AND REQUIRE REPLACEMENT. M/R
RED BLADE SER A007-12923 ALSO FAILS CONTINUITY CHECKS OF
HEATING ELEMENTS AND REQUIRE REPLACEMENT IAW EM 0013

WP 0149 00.
WHEN HOow MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0

K G 1 19 F 0
DELAY
AV160740001
DISCOVERY CORRECTION

SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Jan-2016  9:22 PM 6 ® 7439.8 0 0

FAULT WRITE-UP: ACTION TAKEN:

OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN
AWR 1738 R4 DTD 28 DEC 15 (AN/APX-118 COMMON

TRANSPONDER)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o G 2 02 F 0
DELAY

AWR 1738




Page 136 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Feb-2016 8:41 PM 6 ® 7484.6 0 0
FAULT WRITE-UP: ACTION TAKEN:
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN
AWR 1913 R2 DATED 12 FEB 16 (ELECTRONIC LOGBOOK)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O G 2 02 F 0
DELAY
AWR 1913
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 13-Apr-2016  7:56 PM 1 ® 7566.6 0 0
FAULT WRITE-UP: ACTION TAKEN:
OPERATE IAW AWR 1681 R6, DATED 13 APR 16 (EH60 DEMOD)
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 G 2 02 F 0
DELAY
AWR 1681
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-May-2016  8:33 PM 1 ® 7598.2 0 0
FAULT WRITE-UP: ACTION TAKEN:
OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN
AWR 1800 R5, DATED 27 APR 16 (BFT AND EDM)
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 G 2 02 F 0
DELAY
AWR 1800




Page 137 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 01-Jun-2016 2:30 PM 3 ® JW578869 7604 0 0
FAULT WRITE-UP: ACTION TAKEN:

AIRCRAFT RESTRICTED FROM USE OF GPS FOR RNAV FLIGHT. PI
AND CP COURSE DEV PNTR/BARS ONLY DEFLECT ABOUT 3 DEG
LEFT AND RIGHT OF COURSE DURING OBS HOLD CHECK.
CONDITION PERSISTS IN FLIGHT, RESULTING IN INACCURATE
COURSE GUIDANCE.

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
G C 3 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Jun-2016  9:50 PM 5 ® 7604 0 0
FAULT WRITE-UP: ACTION TAKEN:

OPERATE WITHIN LIMITATIONS AND RESTRICTIONS SPECIFIED IN
AWR 1444 R8 DATED 25 MAY 16 (SINGLE AHRU)

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O G 2 02 F 0

DELAY




Report Date: 05-Aug-2016

OPEN FAULT REPORT

FOR: K08DD2

MODEL: EH-60A SERIAL NUMBER: 8724673

Selection Range : 01-Jan-1980

Page 138 of 180
To 05-Aug-2016

HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Jul-2016  1:41 PM 1 ® AV015419 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
AIRCRAFT RESTRICTED FROM HUD USE DUE TO SDC AND
CONTROL HEAD REMOVED FOR TRANSPORT
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 4 19 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Jul-2016 1 - 19 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD INSPECTION REQUIRED FOR 1ST AVIONICS WORK 0 0.1 F
AREA
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Jul-2016 1 - 19 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD INSPECTION REQUIRED FOR 1ST AVIONICS WORK 0 0.1 F

AREA




Page 139 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Jul-2016  1:43 PM 2 ® AV015419 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
AIRCRAFT RESTRICTED FROM VHF/FM USE DUE TO RECIEVER
AND CONTROL HEAD REMOVED FOR TRANSPORT
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 4 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Jul-2016 1 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD INSPECTION REQUIRED FOR 1ST AVIONICS WORK 0 0.1 F
AREA
DATE SEQ NO STATUS WwucC ACTION TAKEN
20-Jul-2016 1 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD INSPECTION REQUIRED FOR 1ST AVIONICS WORK 0 0.1 F
AREA
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 29-Mar-2011 12:13 PM 7 - LF017991 5517.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
FORT RUCKER ONLY MODIFICATIONS APPLIED TO THIS AIRCRAFT
I/A/W PROCESS CONTROL 5680 (ORIGINAL FAULT DATE: 30 NOV 05
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 02 0 0
DELAY

MODIFICATIONS TO BE REMOVED UPON XFER OF ACFT.




Page 140 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 27-Oct-2014 5:35 PM 6 - PW015674 7268.2 0 0
FAULT WRITE-UP: ACTION TAKEN:

T/W YOKE S/N STI-1898 DUE INSP AT NXT 720 HR INSP AND NDI
IAW MEC F189394. INSP DUE AT 7624.0 ACFT HRS

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0

K G 2 03 F 0

DELAY

MEC F189394

DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Aug-2015 10:33PM 7 - CL027613  7268.2 0 0
FAULT WRITE-UP: ACTION TAKEN:

COMPLY WITH H-60-15-ASAM-07, MAIN ROTOR BLADE DEBONDING
AND TIP RIB CRACKING, BEFORE 7624.1 ACFT HOURS, BUT NOT TO
EXCEED 10 AUG 16.

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0

O O 1 02 F 0

DELAY

NLT 7624.1 OR 10 AUG 16

DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 12-Mar-2016  12:53 PM 13 - CL027757  7506.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

FUEL CONTROL DUE ON SN:J8369 (ENG #1 SN:GE-E-207370) TIME
CHANGE DUE AT 5437 EVENT HRS

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 2 04A05A F 0

DELAY




Page 141 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016

OPEN FAULT REPORT

FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC

A 15-Apr-2016  11:37 AM 1 - 7569.1 0 0
FAULT WRITE-UP: ACTION TAKEN:
INSP A116 - INTERMEDIATE GEARBOX OIL SAMPLE (ESM ONLY).
Due at: 7624.0 Hours or 16-Aug-2016. Upgrade to Red X Status on
7629.1 Hours or 16-Sep-2016

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE

DISC REC EFF TYPE DAYS 0 0

(¢} (¢} 1 06F F 0
DELAY
DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Apr-2016  11:37 AM 2 - 7569.1 0 0

FAULT WRITE-UP:

INSP A117 - TAIL GEARBOX OIL SAMPLE (ESM ONLY). Due at: 7624.0
Hours or 16-Aug-2016. Upgrade to Red X Status on 7629.1 Hours or 16-

ACTION TAKEN:

Sep-2016

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0

0 0 1 06G01 F 0

DELAY

DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Apr-2016  11:37 AM 3 - 7569.1 0 0

FAULT WRITE-UP:

INSP A210 - 120 HOUR INSPECTION REQUIREMENTS (ESM ONLY).
Due at: 7624.0 Hours. Upgrade to Red X Status on 7629.1 Hours

ACTION TAKEN:

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o o 1 00 F 0

DELAY




Page 142 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 15-Apr-2016  11:37 AM 4 - 7569.1 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A211 - APU OIL SAMPLE (ESM ONLY). Due at: 7624.0 Hours or
16-Aug-2016. Upgrade to Red X Status on 7629.1 Hours or 16-Sep-2016

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} o} 1 15B F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Apr-2016  11:37 AM 5 - 7569.1 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A295 - STABILATOR ACTUATOR ASSY LUBE (ESM ONLY). Due
at: 7624.0 Hours. Upgrade to Red X Status on 7629.1 Hours

WHEN How MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o o 1 02C15B01 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Apr-2016  11:37 AM 6 - 7569.1 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A440 - CLEAN TAIL WHEEL LOCKPIN. Due at: 7624.0 Hours.
Upgrade to Red X Status on 7629.1 Hours

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 03B04A F 0

DELAY




Page 143 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016

OPEN FAULT REPORT

FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Apr-2016  11:37 AM 7 - 7569.1 0 0
FAULT WRITE-UP: ACTION TAKEN:
INSP A695 - MIXER ASSEMBLY LUBRICATION INSPECTION. Due at:
7624.0 Hours or 19-Apr-2018. Upgrade to Red X Status on 7629.1 Hours
or 20-May-2018
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
(0] (¢} 1 11C21 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Apr-2016  11:37 AM 8 - 7569.1 0 0
FAULT WRITE-UP: ACTION TAKEN:
INSP A808 - 360 HOUR SPECIAL INSPECTION. Due at: 7624.0 Hours.
Upgrade to Red X Status on 7629.1 Hours
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
e} e} 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Apr-2016  11:37 AM 9 - 7569.1 0 0
FAULT WRITE-UP: ACTION TAKEN:
INSP A814 - 120 HR MTF VIB CHECK. Due at: 7624.0 Hours. Upgrade
to Red X Status on 7629.1 Hours
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} o} 1 00 F 0
DELAY




Page 144 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 15-Apr-2016  11:37 AM 10 - 7569.1 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A822 - MAIN TRANSMISSION OIL SAMPLE. Due at: 7624.0 Hours
or 16-Aug-2016. Upgrade to Red X Status on 7629.1 Hours or 16-Sep-

2016
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o o} 1 06A F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Apr-2016  11:37 AM 11 - 7569.1 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A873 - INSP OF BL34.5 BEAM AND/OR STA 308 BEADED PANEL
REPAIR. Due at: 7624.0 Hours. Upgrade to Red X Status on 7629.1

Hours
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 0 1 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO  STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Apr-2016  12:06 PM 3 - 7574.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A807 - 720 HOUR PMI. Due at: 7624.0 Hours. Upgrade to Red X
Status on 7624.1 Hours

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o o 1 00 F 0

DELAY




Page 145 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 18-Apr-2016  12:06 PM 5 - 7574.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A811 - FIT CHECK. Due at: 7624.0 Hours or 22-Jul-2017. Upgrade
to Red X Status on 7624.1 Hours or 22-Aug-2017

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} o} 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Apr-2016  12:.06 PM 7 - 7574.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A820 - PHASE MAINTENANCE TOOL CONTROL INVENTORY.
Due at: 7624.0 Hours. Upgrade to Red X Status on 7624.1 Hours

WHEN How MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o o 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Apr-2016 12:06 PM 8 - 7574.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A821 - PHASE MAINTENANCE FOD INSP. Due at: 7624.0 Hours.
Upgrade to Red X Status on 7624.1 Hours

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 00 F 0

DELAY




Page 146 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016

OPEN FAULT REPORT

FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 05-May-2016  4:25 AM 1 - 7590.4 0 0
FAULT WRITE-UP: ACTION TAKEN:
INSP A110 - PMS 40 HOUR INSPECTION (ESM ONLY). Due at: 7630.4
Hours. Upgrade to Red X Status on 7632.5 Hours
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
(¢} (¢} 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-May-2016 9:46 PM 2 - PNO011021 7598.2 0 0
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH H-60-16-AMAM-07, BEFORE 7624.1 ACFT HRS, BUT
NOT TO EXCEED 15 MAY 20
WHEN HOW MAL WwucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Jun-2016 11:15PM 4 - 7616.1 0 0
FAULT WRITE-UP: ACTION TAKEN:
Replacement Due on MAIN ROTOR BLADE ASSY (PN: 70150-09100-
043, SN: A00713336) CUFF ASSY (PN: 70150-09109-041, SN:
A23707369 CUFF ASSY). Due at: 7689.0 hours.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
(¢} (¢} 1 05A02I F 0
DELAY




Page 147 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Jun-2016  5:39 PM 2 - 7619.5 0 0
FAULT WRITE-UP: ACTION TAKEN:
PHASE INSPECTION due at 7624.0. Status changes to Red X after 7624
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 02A F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Jun-2016 1:43 AM 3 - 7619.5 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A851 - INSPECTION OF HIRSS ASSY. Due at: 7657.4 Hours.
Upgrade to Red X Status on 7661.5 Hours

WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o) o) 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016 7:45AM 3 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
BOTH ENGINES DUE PRIMING BEFORE STARTING
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o G 2 04 F 0

DELAY




Page 148 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016  7:45 AM 4 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
120 HOUR MTP MOC DUE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Jun-2016 7:45 AM 5 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

#1 ENGINE DESWIRL DUCT V-BAND CLAMP DUE TORQUE CHECK
AFTER FIRST GROUND RUN AND 1 HOUR COOL DOWN

WHEN HOwW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o G 2 04 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO  STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016  7:45 AM 6 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

#2 ENGINE DESWIRL DUCT V-BAND CLAMP DUE TORQUE CHECK
AFTER FIRST GROUND RUN AND 1 HOUR COOL DOWN

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O G 2 04 F 0

DELAY




Page 149 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016  7:45 AM 7 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
#1 ENGINE DRIVESHAFT TORQUE CHECK DUE AT +3 TO +13 ACFT
HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O G 2 04 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Jun-2016 7:45 AM 8 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
#2 ENGINE DRIVESHAFT TORQUE CHECK DUE AT +3 TO +13 ACFT
HOURS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 G 2 04 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016  7:45 AM 9 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
30 MINUTE HOVER REQUIRED FOR MAIN MOD FUNCTIONAL CHECK
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 G 2 06 F 0
DELAY




Page 150 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016 7:45AM 10 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
CHECK ALL FLUID LEVELS AFTER MOC FOR 720 HOUR INSPECTION
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Jun-2016 7:45 AM 11 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
MAIN ROTOR TRACK AND BALANCE DUE
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 G 2 05 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016 7:45AM 12 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
GENERAL MAINTENANCE TEST FLIGHT DUE FOR COMPLETION OF
720 HOUR PMI
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 G 2 02 F 0
DELAY




Page 151 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 15-Jun-2016  7:45AM 13 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

CHECK OUT PROCEDURES FOR NEW OR REINSTALLED #1 ENGINE
REQUIRED IAW TM 1-2840-248-23 WP 105

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} G 2 04 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016  7:45 AM 14 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

CHECK OUT PROCEDURES FOR NEW OR REINSTALLED #2 ENGINE
REQUIRED IAW TM 1-2840-248-23 WP 105

WHEN HOow MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o G 2 04 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016 7:45AM 15 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

COMPLETED FORM 2407 TO BE TURNED IN TO PRODUCTION
CONTROL BEFORE ISSUE TO SCHOOL

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O G 2 02 F 0

DELAY




Page 152 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016  7:45AM 16 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
RECORDS CHECK REQUIRED BY RECORDS PERSONNEL BEFORE
ISSUE TO SCHOOL
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Jun-2016 7:45 AM 17 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

TAIL ROTOR OUTBOARD RETENTION PLATE NUTS DUE TORQUE
CHECK 9 TO 11 AIRCRAFT HOURS

WHEN HOow MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o G 2 05 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016 7:45AM 18 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

TAIL ROTOR PITCH BEAM RETAINING NUT DUE TORQUE CHECK AT
9 TO 11 AIRCRAFT HOURS

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O G 2 05 F 0

DELAY




Page 153 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016  7:45AM 19 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
TAIL ROTOR DRIVESHAFT DUE TORQUE CHECK AT 9 TO 11
AIRCRAFT HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O G 2 05 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Jun-2016 7:45 AM 20 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

FINAL INSPECTION DUE ON AIRCRAFT LOGBOOK & PHASE GUIDE
PRIOR TO MAINTENANCE TEST FLIGHT TO COMPLETE 720 HOUR

PHASE
WHEN HOwW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO  STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016  7:45AM 21 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

MAIN ROTOR SPINDLE RETENTION BOLTS DUE TORQUE CHECK AT
9 TO 11 AIRCRAFT HOURS

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O G 2 05 F 0

DELAY




Page 154 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016 7:45AM 22 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
MAIN ROTOR DAMPER MOUNT BOLTS DUE TORQUE CHECK AT 9
TO 11 AIRCRAFT HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O G 2 05 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Jun-2016 7:45 AM 24 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
DOR VERIFICATION DUE BEFORE ISSUE TO SCHOOL
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016 7:45AM 25 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
INSPECTION FOR CLEARANCE BETWEEN AFT BELLCRANK
SUPPORT & #1 ENGINE FIREWALL AFTER INSTALLATION OF MAIN
ROTOR PYLON
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 G 2 02 F 0
DELAY




Page 155 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016  7:45AM 26 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
POST PHASE OIL SAMPLES DUE AFTER FIRST MOC
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Jun-2016 7:45 AM 27 - COMGEN 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
720 HOUR LUBRICATION REQUIREMENTS DUE I/A/W WP 1712
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 1 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
MIXER BELLCRANKS LUBE DUE 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 2 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#1 ENGINE LDS ROTARY INPUT LUBE DUE 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 3 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#2 ENGINE LDS ROTARY INPUT LUBE DUE 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 4 - 02
FAULT WRITE-UP: TIPID PID MMH TYPE

#1 ENGINE PAS ROTARY INPUT LUBE DUE

TI_MMH
0




Page 156 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 5 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#2 ENGINE PAS ROTARY INPUT LUBE DUE 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 6 - 02 COMPLETED IN CONJUNCTION WITH PHASE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WINDSHIELD WIPER S CONVERTERS DUE LUBE 0 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 7 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DOOR LOCKS DUE LUBE 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 8 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
BIFILAR LUBE DUE 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 9 / 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE LUBRICANT FROM BIFILAR WEIGHT PINS, BUSHINGS AND 0 0
WASHERS

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 10 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION OF WORK AREA DUE 0 0

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 11 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL CONTROL INVENTORY DUE AFTER TASK COMPLETION 0




Report Date: 05-Aug-2016

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

Page 157 of 180
To 05-Aug-2016

FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016 7:45AM 28 - 7619.8 0 0

FAULT WRITE-UP:

ALL MAIN ROTOR TIP CAP SCREWS DUE TORQUE CHECK AT 9 TO
11 AIRCRAFT HOURS

ACTION TAKEN:

WHEN How MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o G 2 05 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO  STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016 7:45AM 29 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
120 HOUR ENGINE COMPRESSOR CLEANING DUE
WHEN HOwW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o G 2 04 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO  STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016  7:45AM 30 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
APU PRIME DUE
WHEN HOowW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o G 2 04 F 0

DELAY




Page 158 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016

OPEN FAULT REPORT

FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016  7:45 AM 31 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
720/360 CORROSION INSPECTION DUE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Jun-2016 7:45 AM 32 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
DRAIN FUEL CELL SUMPS I/A/W WP 1668
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 G 2 10 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016 7:45AM 33 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
MAIN LANDING GEAR LOWER STRUT CHECK FOR DIMENSION X
DUE AFTER ACFT REASSEMBLY AND REFUEL, BUT BEFORE ISSUE
TO TEST FLIGHT.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 G 2 02 F 0
DELAY




Page 159 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016  7:46 AM 34 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
QC POST PHASE AREA FINAL INSPECTION DUE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jun-2016 1 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AREA 1 QC FINAL INSPECTOIN DUE 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jun-2016 2 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AREA 2 QC FINAL INSPECITON DUE 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jun-2016 3 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AREA 3 QC FINAL INSPECTION DUE 0 0
DATE SEQ NO STATUS WucC ACTION TAKEN
15-Jun-2016 4 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AREA 4 QC FINAL INSPECTION DUE 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jun-2016 5 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AREA 5 QC FINAL INSPECTION DUE 0 0
DATE SEQ NO STATUS WucC ACTION TAKEN
15-Jun-2016 6 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AREA 6A QC FINAL INSPECTION DUE 0 0




Page 160 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016

OPEN FAULT REPORT

FOR: K08DD2

SERIAL NUMBER: 8724673 HOURS: 7619.8

MODEL: EH-60A

NEXT PHASE: 8339.8

Current Status A: X Current Status E:

LAST MISSION:

Current Status O:

08-Jun-2016

Current Status W:

DATE SEQNO STATUS wuc ACTION TAKEN
15-Jun-2016 7 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AREA 6B QC FINAL INSPECTION DUE 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016  8:48 AM 36 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
INSP A299 - SWASHPLATE LUBE (ESM ONLY). Due at: 7624.0 Hours
or 24-Dec-2016. Upgrade to Red X Status on 7629.1 Hours or 24-Jan-
2017
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o o 1 05A03A F 0
DELAY




Page 161 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Jun-2016 8:20 AM 4009 - SG015082 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
LDS CABLE FRICTION CHECK DUE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 04A07G F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
17-Jun-2016 1 X 04A07G
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#1 LDS CABLE TO MCU HARDWARE REMOVED 0 0
DATE SEQNO STATUS wucC ACTION TAKEN
17-Jun-2016 2 X 04A07G
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#2 LDS CABLE TO MCU HARDWARE REMOVED 0 0
DATE SEQNO STATUS wucC ACTION TAKEN
17-Jun-2016 3 - 04A07G
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL CHECK DUE 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
17-Jun-2016 4 - 04A07G
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Jun-2016  6:22 AM 1005 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A533 - PITOT STATIC SYSTEM INSPECTION. Due at: 31-Jul-
2016. Upgrade to Red X Status on 31-Aug-2016

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 08C F 0

DELAY




Page 162 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 22-Jun-2016 6:22 AM 1006 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A553 - ANNUAL WEIGHT AND BALANCE INVENTORY (365-1).
Due at: 01-Aug-2016. Upgrade to Red X Status on 01-Sep-2016

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} o} 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Jun-2016  6:23 AM 1011 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A866 - ANNUAL REVIEW / UPDATE OF WEIGHT AND BALANCE
365-4 RECORDS. Due at: 01-Aug-2016. Upgrade to Red X Status on

01-Sep-2016
WHEN HOW  MAL wuc MAINT  DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0

o o 1 00 F 0

DELAY

DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Jun-2016  6:08 PM 3007 . JF021989  7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

COLLECTIVE BALANCE SPRING DUE ADJUSTMENT CHECK FOR
REPLACEMENT OF SPRING AND AFT CLEVIS

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 11 F 0

DELAY




Page 163 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016

Current Status A: X Current Status E:

Current Status O: Current Status W:

DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 23-Jun-2016 5:06 PM 3001 - KB021733  7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
MLG STRUTS SERVICE DUE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Jun-2016 1 X 02 SERVICED TO 1000 PSIG MR # 115845
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DESERVICED LH UPPER STAGE NITROGEN JB020168 0.1 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Jun-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DESERVICED LH LOWER STAGE STRUT 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Jun-2016 3 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM LH UPPER KNEELING VALVE JB020168 0.1 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Jun-2016 4 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM LH LOWER KNEELING VALVE JB020168 0.1 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Jun-2016 5 X 02 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED LH UPPER KNEELING VALVE JB020168 0.1 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Jun-2016 6 X 02 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED LH LOWER KNEELING VALVE JB020168 0.1 0.1 F




Report Date: 05-Aug-2016

MODEL: EH-60A
NEXT PHASE: 8339.8

Current Status A: X

Current Status E:

Page 164 of 180

Selection Range : 01-Jan-1980 To 05-Aug-2016

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8724673

HOURS:
LAST MISSION:

Current Status O:

08-Jun-2016

7619.8

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

23-Jun-2016 7 X 02 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED LH UPPER PLUG SAFETY JB020168 0.1 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

23-Jun-2016 8 X 02 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED LH LOWER PLUG SAFETY JB020168 0.1 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

23-Jun-2016 9 X 02 REINSTALLED AND TORQUED 1/3 TO 1/6 TURN

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED UPPER LH BLEED PLUG JB020168 0.1 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

23-Jun-2016 10 X 02 REINSTALLED AND TORQUED 1/3 TO 1/6 TURN

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED LOWER LH BLEED PLUG JB020168 0.1 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

23-Jun-2016 11 X 02 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED LH UPPER SHRADER VALVE SAFETY JB020168 0.1 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

23-Jun-2016 12 X 02 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED LH LOWER SHRADER VALVE SAFTEY JB020168 0.1 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

23-Jun-2016 13 X 02 REPLACED AND TORQUED INNER HEX 100 IN LBS TORQUED OUTER HEX

70 IN LBS MR# 129888

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED UPPER LH SHRADER VALVE JB020168 0.1 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

23-Jun-2016 14 X 02 REPLACED TORQUED INNER HEX 100 IN LBS TORQUED OUTER HEX 70

FAULT WRITE-UP:
REMOVED LOWER LEFT HAND SHRADER VALVE

IN LBS MR# 129888

TIPID TI_MMH PID MMH
JB020168 0.1 0.1

TYPE
F




Page 165 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Jun-2016 15 X 02 SERVICED TO 1000 PSIG MR# 115845
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RH UPPER STAGE STRUT DESERVICED JB020168 0.1 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Jun-2016 16 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RH LOWER STAGE DESERVICED 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Jun-2016 17 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RH UPPER KNEELING VALVE SAFETY REMOVED JB020168 0.1 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Jun-2016 18 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RH LOWER KNEELING VALVE SAFETY REMOVED JB020168 0.1 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Jun-2016 19 X 02 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RH UPPER KNEELING VALVE OPENED JB020168 0.1 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Jun-2016 20 X 02 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RH LOWER KNEELING VALVE OPENED JB020168 0.1 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Jun-2016 21 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RH UPPER BLEED PLUG SAFETY REMOVED JB020168 0.1 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Jun-2016 22 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RH LOWER BLEED PLUG SAFETY REMOVED JB020168 0.1 0.1 F




Page 166 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Jun-2016 23 X 02 REINSTALLED AND TORQUED 1/3 TO 1/6 TURN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RH UPPER BLEED PLUG REMOVED JB020168 0.1 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Jun-2016 24 X 02 REINSTALLED AND TORQUED TO 1/3 TO 1/6 TURN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RH LOWER BLEED PLUG REMOVED JB020168 0.1 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Jun-2016 25 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RH UPPER SHRADER VALVE SAFETY REMOVED JB020168 0.1 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Jun-2016 26 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RH LOWER SHRADER VALVE SAFETY REMOVED JB020168 0.1 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Jun-2016 27 X 02 REPLACED, TORQUED INNER HEX 100 IN LBS TORQUED OUTER 70 IN
LBS MR# 129888
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RH UPPER SHRADER VALVE REMOVED JB020168 0.1 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Jun-2016 28 X 02 REPLACED , TORQUED INNER HEX 100 IN LBS TORQUED OUTER HEX 70
IN LBS MR# 129888
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RH LOWER SHRADER VALVE REMOVED JB020168 0.1 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Jun-2016 29 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LEFT HAND LOWER SHRADER VALVE OPENED 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Jun-2016 30 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RIGHT HAND LOWER SHRADER VALVE OPENED 0 0




Page 167 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Jun-2016 31 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Jun-2016 32 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Jun-2016  4:46 PM 2001 - JC027643 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
TAIL STRUT SERVICE DUE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
27-Jun-2016 1 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UPPER KNEELING VALVE SAFETY REMOVED JB020168 0.1 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN
27-Jun-2016 2 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWER KNEELING VALVE SAFETY REMOVED JB020168 0.1 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN
27-Jun-2016 3 X 02 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UPPER KNEELING VALVE OPENED JB020168 0.1 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN
27-Jun-2016 4 X 02 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOWER KNEELING VALVE OPENED JB020168 0.1 0.1 F
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Jun-2016 5 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UPPER BLEED PLUG SAFETY REMOVED JB020168 0.1 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Jun-2016 6 X 02 REINSTALLED AND TORQUED 1/3 TO 1/6 TURN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UPPER BLEED PLUG REMOVED JB020168 0.1 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Jun-2016 7 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWER BLEED PLUG SAFETY REMOVED JB020168 0.1 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Jun-2016 8 X 02 REINSTALLED AND TORQUED 1/3 TO 1/6 TURN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWER BLEED PLUG REMOVED JB020168 0.1 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Jun-2016 9 X 02 SERVICED 1050 PSIG MR# 115844
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UPPER STRUT DESERVICED JB020168 0.1 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Jun-2016 10 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWER STRUT DESERVICED 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Jun-2016 11 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UPPER SHRADER VALVE SAFETY REMOVED JB020168 0.1 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Jun-2016 12 X 02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWER SHRADER VALVE SAFETY REMOVED JB020168 0.1 0.1 F
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Jun-2016 13 X 02 REPLACED TORQUED INNER HEX 100 IN LBS MR# 129888 TORQUED
OUTER HEX 70 IN LBS MR# 129888
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UPPER SHRADER VALVE REMOVED JB020168 0.1 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Jun-2016 14 X 02 REPLACED TORQUED INNER HEX 100 IN LBS TORQUED OUTER 70 IN LBS
MR# 129888
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWER SHRADER VALVE REMOVED JB020168 0.1 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Jun-2016 15 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWER SHRADER VALVE OPENED 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Jun-2016 16 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Jun-2016 17 - 02 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Jul-2016  1:16 PM 2 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A501 - MAIN ROTOR BLADE PRESSURE CHECK. Due at: 07-Aug
-2016. Upgrade to Red X Status on 26-Aug-2016

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} o} 1 05A02 F 0

DELAY
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 07-Jul-2016  1:16 PM 3 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A810 - AFT OIL COOLER EXIT BRNG REPLACEMENT (STA
410.5). Due at: 7624.0 Hours. Upgrade to Red X Status on 7624.1 Hours

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} o} 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Jul-2016  1:16 PM 4 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A812 - BEADED PANEL NDI. Due at: 7624.0 Hours. Upgrade to
Red X Status on 7624.1 Hours

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 00 F 0

DELAY
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 07-Jul-2016  12:59 PM 3001 - MP015136  7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

STABILATOR LIMIT SWITCH ASSEMBLY ACTUATOR ROD
ADJUSTMENT DUE FOR REPLACEMENT OF LIMIT SWITCH

ASSEMBLY.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 5 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Jul-2016 1 - 02 STATUS SYMBOL ENTERED IN ERROR.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SAFETY REMOVED FROM ACTUATOR ROD CLEVIS TAB. 0 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Jul-2016 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
SAFETY REMOVED FROM ACTUATOR ROD CLEVIS TAB 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Jul-2016 3 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
JAMNUT LOOSENED SECURING ACTUATOR ROD TO CLEVIS. 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Jul-2016  1:04 PM 3002 - MP015136  7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
STABILATOR OPERATIONAL CHECK DUE FOR LIMIT SWITCH
ASSEMBLY REPLACEMENT I/A/W IETM 1-1520-237-23 & P WP 0172
00.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 1 02 F 0
DELAY
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 13-Jul-2016  6:10 AM 1 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A160 - ESM 90 DAY CORROSION INSPECTION. Due at: 02-Aug-
2016. Upgrade to Red X Status on 12-Aug-2016

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} o} 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Jul-2016  6:10 AM 2 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A532 - COMPASS SWING / RMI SWING. Due at: 27-Aug-2016.
Upgrade to Red X Status on 27-Sep-2016

WHEN HOow MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o o 1 08A09 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Jul-2016  8:07 PM 2 - 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

COMPLY WITH REQUIREMENTS OF H-60-16-AMAM-10, ULLS-A(E)
PHASE LCF UPDATES, BY 6 SEP 16

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O G 2 02 F 0

DELAY
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 8339.8 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 04-Aug-2016  3:16 PM 5 - JH902419  7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

COMPLIANCE OF H-60-16-ASAM-07 DTD 11 AUG 15 IS REQUIRED
M/R BLADE SN:A007-04553 AND A007-05484.

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
B G 1 05 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Dec-2015 6:56 PM 2 / MW744756  7392.5 0 0
FAULT WRITE-UP: ACTION TAKEN:

BLACK MAIN ROTOR BLADE HAS ONE INCH OF FILLER MISSING 8
FEET FROM BLADE TIP ON UNDER SIDE OF BLADE.

WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
T G 2 02 D 0
DELAY
SM160380005
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Apr-2016  12:40 AM 1 / FL026459  7571.7 0 0
FAULT WRITE-UP: ACTION TAKEN:
AVIONICS VINYL COVER UNDER PILOTS SEAT NOT INSTALLED
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
X G 1 02 F 0
DELAY

MT161150012
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-May-2016 4:07 AM 1 / CH027149  7608.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
MOLD IN TAIL BOOM JUST BEHIND AFT FUEL CELL WALL AND
AROUND RH TRANSITION SECTION DOOR. UPGRADE TO X 25 JUNE
2016
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
B A 1 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Jun-2016 6:44 PM 3009 / JJ022050 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED R/H CABIN BROOM CLOSET
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 1 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 2 - 02
FAULT WRITE-UP: TIPID PID MMH TYPE

FOD INSPECTION DUE

TI_MMH
0
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016 6:44 PM 3010 / JJ022050 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED L/H CABIN BROOM CLOSET
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jun-2016 1 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
15-Jun-2016 2 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Jun-2016 6:45PM 3011 / JJ022050 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED R/H FUEL ENCLOSURE PANEL
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 1 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jun-2016 2 - 02
FAULT WRITE-UP: TIPID PID MMH TYPE

FOD INSPECTION DUE

TI_MMH
0
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Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jun-2016 6:45PM 3012 / JJ022050 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
REMOVED L/H FUEL ENCLOSURE PANEL
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
15-Jun-2016 1 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 0
DATE SEQNO STATUS wucC ACTION TAKEN
15-Jun-2016 2 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Jun-2016  6:05 PM 3006 / JJ022050  7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
CARGO HOOK DOOR DELAMINATED AND HAS WATER INTRUSION
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 17-Jun-2016  6:09 PM 3008 / JJ022050  7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
CARGO HOOK DOOR HAS 2 EA BENT HINGES
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY




Page 177 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Jun-2016 6:50 PM 3029 / JJ022050 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
CARGO HOOK DOOR SEALS NOT INSTALLED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Jun-2016 1 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 0
DATE SEQ NO STATUS WwucC ACTION TAKEN
17-Jun-2016 2 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSPECTION DUE 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 17-Jun-2016 6:50 PM 3030 / JJ022050 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
CARGO HOOK DOOR HARD TO OPEN, NEEDS ADJUSTING
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 1 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY DUE 0 0
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jun-2016 2 - 02
FAULT WRITE-UP: TIPID PID MMH TYPE

FOD INSPECTION DUE

TI_MMH
0




Page 178 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Jun-2016 12:36 PM 2012 / WC012534 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
T/R PYLON D/S COVER FADED AND HAS BARE METAL SHOWING
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 1 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 21-Jun-2016 12:40 PM 3010 / WC012534 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
STABILATOR NEEDS SPOT PAINTING
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 1 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 24-Jun-2016 11:46 AM 5001 / JM014862  7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
#1 HIRSS EXCESS OF 6 SQUARE INCHES OF EMISSIVE COATING
MISSING FROM CORE 2ND STAGE INNER DUCT AREA (REF EM0013,
WP 0503, TABLE 1. TOUCH-UP REPAIR IAW EMOO13, WP 0506)
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02B15 F 0
DELAY
SDN: W91FWN52863008




Page 179 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Jun-2016  1:33PM 1009 / SR013783 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
WORKPLATFORM DELAMINATED BEYOND LIMITS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 05 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 28-Jun-2016 9:34 AM 3001 / JH013920 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

REPAIR ON T/R PYLON ZUS HOLES ON L/H SIDE AT GEARBOX
NEEDS PAINTING

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 1 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 29-Jun-2016  1:12PM 5003 / JM014862  7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:

#2 HIRSS - EXCESS OF 6 SQUARE INCHES OF EMISSIVE COATING
MISSING FROM CORE 2ND STAGE INNER DUCT AREA (REF EM0013,
WP 0503, TABLE 1. TOUCH-UP REPAIR IAW EMOO13, WP 0506)

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0

H G 2 02B15 F 0

DELAY

SDN: W91FWN52863008




Page 180 of 180

Report Date: 05-Aug-2016 Selection Range : 01-Jan-1980 To 05-Aug-2016
OPEN FAULT REPORT
FOR: K08DD2
MODEL: EH-60A SERIAL NUMBER: 8724673 HOURS: 7619.8
NEXT PHASE: 83398 LAST MISSION: 08-Jun-2016
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 01-Jul-2016  3:07 PM 3001 / KB021733 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
WIRE BRAKETS ON GLARE SHIELD BROKEN ( 3 EACH )
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 11-Jul-2016  5:17 PM 3013 / JF021989 7619.8 0 0
FAULT WRITE-UP: ACTION TAKEN:
CO-PILOTS CYCLIC STICK WIRE PROTECTIVE TUBING NEEDS
INSTALLATION
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
H G 2 02 F 0
DELAY




